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[bookmark: _Toc517082226]* * * * First change * * * *
[bookmark: _Toc155282400]10.10.3.4.3	Ad hoc group emergency alert cancel 
Figure 10.10.3.4.3-1 illustrates the procedure once an MC service client cancels an ongoing ad hoc group emergency alert. 
Preconditions:
-	An ad hoc group emergency alert is ongoing with participants within MC system A and MC system B. 
-	MC system A and MC system B are interconnected. 




Figure 10.10.3.4.3-1: Ad hoc group emergency alert cancel between multiple MC systems
1.	The MC service user 1 decides to cancel an ongoing ad hoc group emergency alert. 
2.	MC service client 1 sends the MC service server A an ad hoc group emergency alert cancel request. If the cancel request is sent for another MC service user that initiated this emergency alert, that user`s MC service ID shall be included in the cancel request. 
3.	MC service server A checks whether the MC service client 1 is authorized to cancel an ongoing ad hoc group emergency alert. The MC service server A checks whether the provided functional alias, if present, can be used and has been activated for the user.
4.	The MC service server A sends the ad hoc group emergency alert cancel request return to the MC service user 1 containing the result of whether the ad hoc group emergency alert cancel request is authorized or not. If the ad hoc group emergency alert cancel request is not authorized, the MC service server and the MC service client 1 shall not proceed with the rest of the steps.
54.	The MC service server A sends an ad hoc emergency alert cancel notification to the MC service server B at the partner MC system B.
5.	The MC service server A sends an ad hoc group emergency alert response to MC service client 1. 
6.	The MC service server A sends MC service client 2, MC service client 3 and MC service client 4 ad hoc group emergency alert cancel request. 
7.	The MC service user 2, MC service user 3 and MC service user 4 are notified of the ad hoc group emergency alert cancellation. 
8. 	The MC service client 2, MC service client 3 and MC service client 4 sends ad hoc group emergency alert cancel response to the MC service server A. If there is no other communication in the ad hoc group or once the communication in the ad hoc group is terminated, the ad hoc group ceases to exist.
9.	The MC service server A sends an ad hoc group emergency alert cancel response to MC service client 1.

* * * * End of changes * * * *
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