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* * * First Change * * * *

[bookmark: _Toc460616211][bookmark: _Toc460617072][bookmark: _Toc465162698][bookmark: _Toc468105534][bookmark: _Toc468110629][bookmark: _Toc155898302]10.9.2.2	Location information report
Table 10.9.2.2-1 describes the information flow from the location management client to the location management server for the location information reporting.
Table 10.9.2.2-1: Location information report (LMC – LMS)
	Information element
	Status
	Description

	Set of MC service IDs
	M
	Set of identities of the reporting MC service user on the MC service UE (e.g. MCPTT ID, MCVideo ID, MCData ID)

	MC service ID 
(see NOTE 4)
	O
	Identity of the requesting MC service user.

	Functional alias(es) 
(see NOTE 1)
	O
	Functional alias that corresponds to the reporting MC service ID.

	Functional alias
	O
	Functional alias that corresponds to the requesting MC service user (e.g. MCPTT ID, MCVideo ID, MCData ID)

	MC service UE label (see NOTE 5) 
	O
	Generic name of the reporting MC service UE

	Triggering event
(see NOTE 3)
	M
	Identity of the event that triggered the sending of the report

	Location Information (see NOTE 2)
	M
	Location information of the individual MC service user

	NOTE 1:	Each functional alias corresponds to an individual MC service ID.
NOTE 2:	This may contain multiple sets of elements for the MC service user. The following elements shall accompany the location information elements: time of measurement and optional accuracy. The following location information elements shall be optional (configurable) present: longitude, latitude, speed, bearing, altitude, ECGI, MBMS SAIs, with at least one provided.
NOTE 3:	An on-demand request may be the triggering event.
NOTE 4:	In case of an on-demand request of an MC service user the MC service ID shall be provided. In case of an MC service server request or an event-triggered report, no MC service ID is  provided.
NOTE 5:	This information element shall be present in case the “MC service UE label” parameter in the initial MC service UE configuration data has a non-null value.



Table 10.9.2.2-2 describes the information flow from the location management server to the location management client for location information reporting.
Table 10.9.2.2-2: Location information report (LMS – LMC)
	Information element
	Status
	Description

	Set of MC service IDs
	M
	Set of identities of the reporting MC service user on the MC service UE (e.g. MCPTT ID, MCVideo ID, MCData ID)

	MC service ID 
	M
	Identity of the requesting MC service user.

	Functional alias(es) (see NOTE 1)
	O
	Functional alias that corresponds to the reporting MC service ID.

	Functional alias
	O
	Functional alias that corresponds to the requesting MC service user (e.g. MCPTT ID, MCVideo ID, MCData ID)

	MC service UE label (see NOTE 4)
	O
	Generic name of the reporting MC service UE

	Triggering event (see NOTE 3)
	M
	Identity of the event that triggered the sending of the report

	Location Information (see NOTE 2)
	M
	Location information of the individual MC service user

	NOTE 1:	Each functional alias corresponds to an individual MC service ID.
NOTE 2:	This may contain multiple sets of elements for the MC service user. The following elements shall accompany the location information elements: time of measurement and optional accuracy. The following location information elements shall be optional (configurable) present: longitude, latitude, speed, bearing, altitude, ECGI, MBMS SAIs, with at least one provided.
NOTE 3:	An on-demand request may be the triggering event.
NOTE 4:	This information element shall be present in case the “MC service UE label” parameter in the initial MC service UE configuration data has a non-null value.




Table 10.9.2.2-4 describe the information flow to support the handling of location information across MC systems.
Table 10.9.2.2-4: Location information report (LMS – LMS)
	Information element
	Status
	Description

	MC service ID
	M
	Identity of the reporting MC service user at partner MC system

	Functional alias
	O (see NOTE 1)
	Functional alias of the reporting MC service user at partner MC system

	MC service ID 
	M (see NOTE 2)
	Identity of the requesting MC service user at primary MC system

	Functional alias
	O (see NOTE 2)
	Functional alias of the requesting MC service user at primary MC system

	MC service UE label (see NOTE 5)
	O
	Generic name of the reporting MC service UE at partner MC system

	Triggering event (see NOTE 3)
	M
	Identity of the event that triggered the sending of the report

	Location Information (see NOTE 4)
	M
	Location information of the individual MC service user at partner MC system

	NOTE 1:	It shall be present if used with the Functional alias associated request.
NOTE 2:	Only present, if provided with the associated request.
NOTE 3:	An on-demand request may be the triggering event.
NOTE 4:	This may contain multiple sets of elements for the MC service user. The following elements shall accompany the location information elements: time of measurement and optional accuracy. The following location information elements shall be optional (configurable) present: longitude, latitude, speed, bearing, altitude, ECGI, MBMS SAIs, with at least one provided.
NOTE 5:	This information element shall be present in case the “MC service UE label” parameter in the initial MC service UE configuration data has a non-null value.






* * * Next Change * * * *

Table 10.9.2.7-2: Location information notification (LMS to LMC)
	Information element
	Status
	Description

	MC service ID
	M
	Identity of the MC service user whose location information is being notified

	Functional alias
	O
	Functional alias that corresponds to the MC service user whose location information is being notified

	MC service ID
	M
	Identity of the MC service user subscribed to location information

	Triggering event
	M
	Identity of the event that triggered the sending of the notification

	Location Information (see NOTE 1)
	M
	Location information

	MC service UE label (see NOTE 2)
	O
	Generic name of the reporting MC service UE

	NOTE 1:	This may contain multiple sets of elements for the MC service user. The following elements shall accompany the location information elements: time of measurement and optional accuracy. The following location information elements shall be optional (configurable) present: longitude, latitude, speed, bearing, altitude, ECGI, MBMS SAIs, with at least one provided.
NOTE 2:	This information element shall be present in case the “MC service UE label” parameter in the initial MC service UE configuration data has a non-null value.



[bookmark: _GoBack]Table 10.9.2.7-3 describes the information flow from the location management server in the partner MC system to the location management server in the primary MC system.
Table 10.9.2.7-3: Location information notification (LMS to LMS)
	Information element
	Status
	Description

	MC service ID
	M
	Identity of the MC service user whose location information is being notified

	Functional alias
	O
	Functional alias that corresponds to the MC service user whose location information is being notified

	Triggering event
	M
	Identity of the event that triggered the sending of the notification

	Location Information (see NOTE 1)
	M
	Location information

	MC service UE label (see NOTE 2)
	O
	Generic name of the reporting MC service UE

	NOTE 1:	This may contain multiple sets of elements for the MC service user. The following elements shall accompany the location information elements: time of measurement and optional accuracy. The following location information elements shall be optional (configurable) present: longitude, latitude, speed, bearing, altitude, ECGI, MBMS SAIs, with at least one provided.
NOTE 2:	This information element shall be present in case the “MC service UE label” parameter in the initial MC service UE configuration data has a non-null value.




* * * Next Change * * * *

Table 10.9.2.14-1: Location information history report (LMC – LMS)
	Information element
	Status
	Description

	MC service ID list
	M
	List of identities of the reporting MC service user (e.g. MCPTT ID, MCData ID, MCVideo ID)

	Triggered event
	M
	Identifies the criterion when the location management client generated location information, while not reporting location information

	Location Information (see NOTE 1)
	M
	Location information

	MC service UE label (see NOTE 3)
	O
	Generic name of the reporting MC service UE

	History report (see NOTE 2)
	O
	Location information history report indicator

	NOTE 1:	This may contain multiple sets of elements for the MC service user. The following elements shall accompany the location information elements: time of measurement and optional accuracy. The following location information elements shall be optional (configurable) present: longitude, latitude, speed, bearing, altitude, ECGI, MBMS SAIs, with at least one provided.
NOTE 2:	Only present, if triggering criteria in emergency cases or triggering criteria in non-emergency cases used.
NOTE 3:	This information element shall be present in case the “MC service UE label” parameter in the initial MC service UE configuration data has a non-null value.



Table 10.9.2.14-2 describes the information flow from the location management server to the location management client for the location information history reporting of stored location information.
Table 10.9.2.14-2: Location information history report (LMS – LMC)
	Information element
	Status
	Description

	MC service ID
	M
	Identity of the reporting MC service user

	MC service ID
	M
	Identity of the MC service user, who has requested location information

	Triggered event
	M
	Identifies the criterion when the location management client generated location information, while not reporting location information

	Location Information
(see NOTE 1)
	M
	Location information

	MC service UE label (see NOTE 3)
	O
	Generic name of the reporting MC service UE

	History report (see NOTE 2)
	O
	Location information history report indicator

	NOTE 1:	This may contain multiple sets of elements for the MC service user. The following elements shall accompany the location information elements: time of measurement and optional accuracy. The following location information elements shall be optional (configurable) present: longitude, latitude, speed, bearing, altitude, ECGI, MBMS SAIs, with at least one provided.
NOTE 2:	Only present, if triggering criteria in emergency cases or triggering criteria in non-emergency cases used.
NOTE 3:	This information element shall be present in case the “MC service UE label” parameter in the initial MC service UE configuration data has a non-null value.





* * * Next Change * * * *

Table A.6-1: Initial MC service UE configuration data (on-network)
	Reference
	Parameter description

	Subclause 10.1.1
	PDN connectivity information

	
	> HPLMN ID and optionally VPLMN ID to which the data pertains

	
	> MC services PDN

	
	>> APN

	
	>> PDN access credentials

	
	> MC common core services PDN

	
	>> APN

	
	>> PDN access credentials

	
	> MC identity management service PDN

	
	>> APN

	
	>> PDN access credentials

	Subclause 10.1.1
	Application plane server identity information

	
	> Identity management server

	
	>> Server URI

	
	> Configuration management server

	
	>> Server URI

	
	> Key management server

	
	>> Server URI (also known as KMSUri for security domain managed by KMS)

	
	> Indication of whether the UE shall use Ipv4 or Ipv6 for on-network MCPTT

	
	> MCPTT Server

	
	>> Server URI

	
	> Indication of whether the UE shall use Ipv4 or Ipv6 for on-network MCData

	
	> MCData Server

	
	>> Server URI

	
	> Indication of whether the UE shall use Ipv4 or Ipv6 for on-network MCVideo

	
	> MCVideo Server

	
	>> Server URI

	
	> Location management server

	
	>> Server URI

	Subclause 10.1.1
	Operational information

	
	> MC service UE label (see NOTE)

	NOTE:	The MC service UE label is optional.




* * * End of Changes * * * *

