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	Reason for change:
	According to clause 8.5.2.3.4.5 and 8.5.4.2.6 of TS 29.222, to request the authorization code/token, the resource owner ID may be included in the authorization/token request message 

Therefore, the following EN can be resolved.

Editor’s Note: Whether and how the token and/or authorization request can include resource owner ID is left to stage 3.


	
	

	Summary of change:
	The EN about "Whether and how the token and/or authorization request can include resource owner ID is left to stage 3" is removed.


	
	

	Consequences if not approved:
	The Editor's Note about authorization request or token request is not resolved.
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[bookmark: _Toc152846688]***************Start of the Change ****************
[bookmark: _Toc152846687]6.5.3.3	Authorization using authorization code (optional PKCE) flow 
If authorization code flow, optionally with PKCE, is used by the AEF for authorization of the API invoker, the procedures in RFC 6749 [4] and optionally RFC 7636 [11] shall be followed, with the following profile:
-	The authorization token and/or authorization request may include the resource owner ID. 
Editor’s Note: Whether and how the token and/or authorization request can include resource owner ID is left to stage 3.
NOTE: If the API invoker is on a UE, the CCF obtains its GPSI during authentication. 
Editor's note: the mapping of API Invoker ID and GPSI is left for stage 3.
-	The resource owner dynamically authorizes the API invoker to access the resource owner's resources as described in RFC 6749 [4] and optionally RFC 7636 [11].
-	If the API invoker is on a UE, the CCF shall check that the UE is accessing its own resources. The access token shall contain the resource owner ID (i.e. GPSI) and the API invoker ID. If the API invoker is an AF not on a UE, the check is omitted. 
Editor's Note: further details of the token are left for stage 3, this includes how to differentiate RNAA and legacy tokens
***************End of the Change ****************
