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Attachments: SP-240499
1	Overall description
3GPP TSG SA would like to thank GSMA 5GMRR for their collaboration on the topic of modified PRINS. 3GPP TSG SA would like to inform GSMA 5GMRR about the progress on modified PRINS across the different groups.
3GPP TSG SA has agreed that the solution for Modified PRINS functionality, as specified by SA3 group in TS 33.501 for Release 18, can be applicable to Release 16 and 17 deployments, as per the attached CR. 
The protocol implementation as specified by CT4 group in TS 29.573 has also been approved.  
These enable the desired functionality on N32 interconnect, i.e. intermediaries are able to be informed about errors on N32f, send errors themselves as well as originate applicative requests over N32f.
It is the understanding of 3GPP TSG SA that these modifications enable GSMA to endorse deployment of PRINS for interconnect scenarios, in which an intermediary, especially a Roaming Hub, is required.
Additionally, 3GPP TSG SA wants to provide, on behalf of SA3, the following answers to GSMA 5GMRR: 
· Answer to Q 1 in 5GMRR Doc 45_13r7: 
Regarding the definition of Roaming Hub, SA3 has agreed a CR S3-240891 for TS 33.501 on the definition of Roaming Hub according to the LS S3-240208 received from GSMA. 
· Answer to Q 2.b in 5GMRR Doc 45_13r7:
Regarding the requirement related to the RH ability to prevent the establishment of, and to terminate the N32-c and N32-f connections, SA3 believes that the RH can request SEPP to terminate the N32-c and N32-f connections if necessary, as described in clause 5.5, TS 29.573, based on the error message received from the RH.  
· Answer to Q 1 in 5GMRR Doc 45_14r7:
Regarding the definition of IPX Service Hub and IPX Provider, SA3 finds that the definition of IPX Service Hub is unclear, and would like GSMA to clarify the definition of IPX Service Hub. 
· Answer to Q 2.b in 5GMRR Doc 45_14r7:
Regarding the requirement of IPX Service Hub to aggregate N32 signalling traffic and use common identities, SA3 would like GSMA to clarify what does the aggregation mean. 
Finally, 3GPP TSG SA wants to kindly inform GSMA 5GMRR that 3GPP welcome liaisons correspondence, however, 3GPP TSG SA would like to remind GSMA 5GMRR that work is based on direct contributions made by 3GPP members. 

2	Actions
To GSMA 5GMRR:
ACTION: 3GPP TSG SA kindly asks GSMA 5GMRR to take the above into account to progress on their specification.

To CT4:
ACTION: 3GPP TSG SA kindly asks CT4 to update Release 18 TS 29.573 specification in alignment with the attached CR.

3	Dates of next TSG SA meetings
SA#104 		June 18th – 21st 2024 		Shanghai, CN
SA#105		September 10th – 13th 2024	Melbourne, AUS
