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FIRST CHANGE
[bookmark: _Toc153795188]7.2.8.3	5G-RG Deregistration via W-5GAN when it is also serving AUN3 devices



[bookmark: _CRFigure7_2_8_31]Figure 7.2.8.3-1: 5G-RG Deregistration procedure via W-5GAN when serving AUN3 devices	Comment by LTHBM0: Change done is step 6 does not involve the 5G-RG
1-3.	The same as steps 1-3 for Figure 7.2.1-1 with the following modification:
	In the case of 5G-RG initiated deregistration, 5G-RG shall first deregister each of the registered AUN3 devices connected to it (if any) before initiating the deregistration of itself.
4.	W-AGF controls if there exist any AUN3 devices connected to the 5G-RG that are registered to the 5GC through the W-AGF. If there are no AUN3 devices, then steps 5 and 6 shall be ignored.
NOTE 1:	How the W-AGF temporarily maintains the mapping of AUN3 devices and 5G-RG to perform steps 5 and 6 when the 5G-RG's context is released is based on implementation.
5.	[conditional] For each AUN3 device identified in step 4, the W-AGF shall send AN Release request as specified in clause 4.2.6 of TS 23.502 [3]. Here, the cause should indicate the disconnection of 5G-RG.
6.	[conditional] For each AUN3 device, Uupon receiving the AN Release request with the cause specified in step 5, the AMF shall initiate the deregistration of the AUN3 device as specified in clause 4.2.2.3.3 of TS 23.502 [3]. The cause in the deregistration message should indicate the disconnection of 5G-RG. This deregistration involves only the 5GC and the release of the signaling connection with the W-AGF.
7.	The W-AGF may initiate the release of the signalling connection between 5G-RG and W-AGF.
NOTE 2:	Whether this step is needed, and if so, the details of this step are defined by BBF and/or CableLabs.
8.	The 5G-RG disconnects the AUN3 device. How this is done is outside of 3GPP scope.
[bookmark: _CR7_3]
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