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	Reason for change:
	· In clause 5.2.6.11.6, in Nnef_ServiceParameter_Notify operation:
The NEF provides, in addition to the SUPI and if available GPSI(s), the External-Group-Id if provided as Target UE in the Nnef_ServiceParameter_Subscribe operation.
It is incorrect for NEF to provide SUPI to the AF. It will cause security and privacy concerns if SUPI is included. In stage 3, the SUPI is not provided by NEF. It is a misalignment with stage 3 as well.

· In Nnef_ServiceParameter_Notify operation, External Group Id is included as an mandatory parameter:
Inputs, Required: Transaction Reference ID, Target UE (i.e. GPSI) or External Group Id, Result.
In fact, it is optional, and should be included in “Inputs, Optional”.
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	Remove SUPI and update External Group Id to be optional
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	NEF provides wrong information to AF which will cause security and privacy concerns. Misalignment with stage 3.
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[bookmark: _Toc153802506]5.2.6.11.6	Nnef_ServiceParameter_Notify operation
Service operation name: Nnef_ServiceParameter_Notify
Description: This service operation is used by the NEF to notify a Service Parameter Authorisation Update (e.g. to revoke an authorization) to AF, see clause clause 4.15.6.7a or to forward a notification for a subscribed event by the AF, see clause 4.15.6.7, e.g. the notification of outcome of UE Policies Delivery to AF.
Inputs, Required: Transaction Reference ID, Target UE (i.e. GPSI) or External Group Id-, Result.
The Transaction Reference ID identifies the AF request for service specific parameter provisioning that the notification (i.e. notification of an authorization update or reporting a subscribed event) is related to. The GPSI is the identifier of the UE for which the notification is related to.
Inputs, Optional: DNN, S-NSSAI, PLMN ID(s) of inbound roamers, External Group Id, Event Information (defined on a per Event ID basis, for UE Policies delivery outcome it may include the result of the UE Policies delivery procedure and for unsuccessful results, an identifier of the reason), authorization update information (e.g. authorization revocation cause).
The Event ID may be the UE Policies delivery outcome defined in clause 4.15.6.7. The GPSI is the identifier of the UE for which the event report is related to.
The NEF provides, in addition to the SUPI and if available GPSI(s), the External-Group-Id if provided as Target UE in the Nnef_ServiceParameter_Subscribe operation.
Outputs, Required: None.
Outputs, Optional: None.
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