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The following CRs were agreed in SA WG2 and are forwarded to TSG-SA#103 for approval:

	TS
	CR
	Rev
	Rel
	Title
	Cat
	Vsn
	@ Mtg
	TD#
	Source to WG
	Work Item
	Clauses affected
	Other Aff Specs
	Other comments

	23.501
	5342
	2
	Rel-18
	DSCP and ECN within the IP Header
	F
	18.4.0
	S2#161
	S2-2403564
	CATT
	XRM
	2, 5.7.6.2
	
	

	23.501
	5343
	1
	Rel-18
	Max MTU for XR, and, for PDU sessions subject to handover from EPS to 5GC
	F
	18.4.0
	S2#161
	S2-2403065
	Vodafone
	5GS_Ph1, XRM
	5.7.4, Annex J
	
	

	23.502
	4293
	5
	Rel-18
	Update for QoS monitoring and network exposure
	F
	18.4.0
	S2#161
	S2-2403563
	vivo, Tencent, Tencent Cloud, China Mobile, lenovo
	XRM
	4.2.3.2, 4.3.2.2.1, 4.3.3.2, 4.4.2.2, 4.9.1.2.2, 4.9.1.3.2, 4.15.4.5.1, 5.2.26.2.1
	
	

	23.502
	4295
	4
	Rel-18
	Update for UE power saving management
	F
	18.4.0
	S2#160AH-e
	S2-2401420
	vivo, Lenovo, China Telecom, China Mobile, Ericsson
	XRM
	4.3.3.2, 5.2.5.3.2, 5.2.5.3.3
	
	

	23.502
	4512
	5
	Rel-18
	Clarification on Service Request Procedure for PDU Set based handling
	F
	18.4.0
	S2#161
	S2-2403394
	Google
	XRM
	4.2.3.2
	
	

	23.502
	4514
	5
	Rel-18
	Clarification on PDU Set based handling during UE states transition
	F
	18.4.0
	S2#161
	S2-2403560
	Google
	XRM
	4.8.2.2
	
	

	23.502
	4642
	7
	Rel-18
	Update on Support of UL PDU Set based QoS Handling
	F
	18.4.0
	S2#161
	S2-2403393
	Huawei, HiSilicon, Ericsson, Nokia
	XRM
	4.3.3.2
	Core: TS 23.503 CR 1245
	

	23.502
	4681
	1
	Rel-18
	UPF activation of PDU Set Identification and marking for DL only
	F
	18.4.0
	S2#160AH-e
	S2-2401414
	Ericsson
	XRM
	4.3.3.2, 4.11.1.2.2.2
	
	

	23.502
	4707
	1
	Rel-18
	Procedures for UPF relocation considering congestion exposure
	F
	18.4.0
	S2#160AH-e
	S2-2401406
	Samsung
	XRM
	5.2.8.2.8
	
	

	23.502
	4731
	0
	Rel-18
	Clarifications on applicability of Protocol Description for EoDB identification in DL
	F
	18.4.0
	S2#160AH-e
	S2-2401191
	Nokia, Nokia Shanghai Bell
	XRM
	4.15.6.6, 4.15.6.6a, 5.2.6.9.2, 5.2.6.9.5, 5.2.5.3.2, 5.2.5.3.3
	
	

	23.503
	1101
	4
	Rel-18
	Update for QoS monitoring and network exposure
	F
	18.4.0
	S2#160AH-e
	S2-2401410
	vivo, Lenovo, Tencent, Tencent Cloud, China Mobile, China Telecom
	XRM
	6.1.3.21, 6.1.3.18, 6.2.3, 6.1.3.2.4, 6.1.3.27.1
	
	

	23.503
	1245
	1
	Rel-18
	Protocol Description for UL and DL traffic
	F
	18.4.0
	S2#160AH-e
	S2-2401415
	Ericsson, Huawei
	XRM
	6.1.3.27.4, 6.1.3.27.5, 6.3.1
	Core: TS 23.501 CR 5228
	

	23.503
	1256
	1
	Rel-18
	Clarification on AF providing Periodicity and PCF behavoir
	F
	18.4.0
	S2#160AH-e
	S2-2401421
	ZTE
	XRM
	6.1.3.22, 6.2.3
	
	

	23.503
	1258
	1
	Rel-18
	Update for UE power saving management
	F
	18.4.0
	S2#160AH-e
	S2-2401422
	vivo, Lenovo, China Telecom, Ericsson
	XRM
	6.1.3.27.6
	
	

	23.503
	1261
	1
	Rel-18
	Correction of UPF reporting of QoS Monitoring packet delay
	F
	18.4.0
	S2#160AH-e
	S2-2401404
	ZTE
	XRM
	6.1.3.26
	
	


