Error! No text of specified style in document.
1
Error! No text of specified style in document.

3GPP TSG-SA5 Meeting #153	S5-240904
Sevilla, Spain, 29th Jan 2024 - 2nd Feb 2024
	CR-Form-v12.2

	CHANGE REQUEST

	

	
	28.538
	CR
	0062
	rev
	[bookmark: _GoBack]1
	Current version:
	18.5.0
	

	

	For HELP on using this form: comprehensive instructions can be found at 
http://www.3gpp.org/Change-Requests.

	



	Proposed change affects:
	UICC apps
	
	ME
	
	Radio Access Network
	X
	Core Network
	X



	

	Title:	
	Rel-18 CR 28.538 GSMA Mapping Update

	
	

	Source to WG:
	Samsung Electronics Co., Ltd

	Source to TSG:
	S5

	
	

	Work item code:
	eECM
	
	Date:
	2024-01-18

	
	
	
	
	

	Category:
	B
	
	Release:
	Rel-18

	
	Use one of the following categories:
F  (correction)
A  (mirror corresponding to a change in an earlier 													release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)
Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
Rel-8	(Release 8)
Rel-9	(Release 9)
Rel-10	(Release 10)
Rel-11	(Release 11)
…
Rel-16	(Release 16)
Rel-17	(Release 17)
Rel-18	(Release 18)
Rel-19	(Release 19)

	
	

	Reason for change:
	The functionality of Federation Establishment defines offering and then sharing the EDN with other operator. According to GSMA, the Availability Zone shall be shared with other operator. Hence, EDN can be mapped with Availability Zone.
Cloudlet and Region are not mapped with anything in ECM architecture as the solution do not need them

	
	

	Summary of change:
	Update the GSMA mapping

	
	

	Consequences if not approved:
	Incorrect specification

	
	

	Clauses affected:
	B.1, Annex C

	
	

	
	Y
	N
	
	

	Other specs
	
	X
	 Other core specifications	
	TS/TR ... CR ... 

	affected:
	
	X
	 Test specifications
	TS/TR ... CR ... 

	(show related CRs)
	
	X
	 O&M Specifications
	TS/TR ... CR ... 

	
	

	Other comments:
	

	
	

	This CR's revision history:
	






	1st Change






[bookmark: _Toc105516643][bookmark: _Toc155253993]Annex B (normative):
Availability Zone
[bookmark: _Toc105516644][bookmark: _Toc155253994]B.1	General 
An Availability Zone [14] is the lowest level of abstraction exposed to a developer who wants to deploy an application on the edge network. It is defined in terms of a geographical area. A Cloudlet [14] is a point of presence for the edge cloud. It is the point where edge applications are deployed. The ECSP do not expose physical location of the cloudlets to the application service providers. The application service provider is not allowed to request deployment of its application on a specific edge cloud. There can be multiple Cloudlet in an Availability Zone. The application service provider can query for the QoS (latency, jitter etc.) available in a particular Availability Zone. The OP requires application service provider to specify target Availability Zone, when requesting for an Application deployment. The virtual resources can be reserved in a particular Availability Zone on request from the application service provider.
As ASP queries the available Availability Zones. The ECSP respond with all the available zone and their characteristics including the QoS supported in each of them. The ASP choose one of the Availability Zone to deploy an application on. ASP request ECSP to deploy an application in the selected Availability Zone. ECSP deploy the given application as part of the AZ.
[bookmark: _Toc155253995]B.2	Example of Availability Zone implementation
The following figure shows the relation between AZ and EDN.


Figure B.2-1 Example of Availability Zone


[bookmark: _Toc155253996]Annex C (Informative):
GSMA OP introduction and concept mapping
The Operator Platform (OP) is defined by GSMA OPG [2], it facilitates access to the Edge Cloud capability of an Operator or federation of operators and their partners. 
The architecture scope under definition is shown below, 


Figure C-1: OP Roles and Interfaces Reference Architecture
The NBI is the interface between the application provider and the Capabilities Exposure Role in the Operator Platform, it allows an OP to advertise the above cloud capabilities that it can provide to application providers. In addition, the NBI allows an application provider to reserve a set of resources or request an Edge Cloud service with the resources and features that they require and for the OP to accept or reject the request.
The following table provides the mapping of concepts (not exhaustive) defined in TS 28.538[6] with the concepts defined in GSMA OPG [14]. 
Table C-1: Mapping of concepts of TS 28.538 [6] with GSMA [14]
	GSMA[14]
	ECM(TS 28.538)
	Comment/Observations

	Application Instance
Edge Application
	EAS VNF Instance
EAS
	Application Instance and EAS VNF Instance are both referring to the application instances running in the edge.
Edge Application and EAS are both referring to the application running in the edge.

	Application Provider
	Application Service Provider
	Application Provider and Application Service Provider both referring to the application providers producing and requesting for the deployment of the applications.

	Region
	FFS
	The higher construct in the hierarchy exposed to a developer who wishes to deploy an Application on the Edge Cloud and broadly represents a geography. A Region typically contains one or multiple Availability Zones.
An OP Region is equivalent to a Region on a public cloud

	Availability Zone
	FFSEdge Data Network
	An Availability Zone is the lowest level of abstraction exposed to a developer who wants to deploy an Application on the edge network. 
It is mapped with one or multiple Edge Data Network.The capability to create Cloudlets within an Availability Zone is to be provide by the OP.
An OP Availability Zone is the equivalent of an Availability Zone on Public Cloud

	Cloudlet
	FFS
	A cloudlet is a point of presence for the Edge Cloud. It is the point where Edge Applications are deployed. 
While EAS deployment, appropriate EDN is selected to deploy the EAS on.

	Capabilities Exposure Role in OP
	ECSP Management System
	Both Capabilities Exposure Role in Operator Platform and the ECSP Management System are the entities which exposes interface and management service towards ASP.

	Northbound Interface
	Management services for Edge Computing lifecycle management
	NBI maps to management service, enabling LCM for EAS, exposed towards ASP.
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