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Introduction
This feature introduces a new capability for Mobile Network Operators to monetize Network Slice(s) assigned to third-party providers based on allowing such third-party to grant authorization or not to individual UEs for accessing a particular network slice using Network Slice-Specific Authentication and Authorization (NSSAA) procedures specified in 3GPP TS 23.501 [1] clause 5.15.10. 

Description
The charging solution is specified in Network Slice-Specific Authentication and Authorization (NSSAA) charging 3GPP TS 28.204 [4]. and relies on a new reference point from the NSSAAF (Network Slice-Specific Authentication and Authorization Function) and existing N42 from AMF, both using the NchfConvergedCharging service, specified in 3GPP TS 32.290 [5] and 3GPP TS 32.291 [6] extended for this purpose.
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Figure 1: Non-Roaming Network Slice-Specific Authentication and Authorization converged charging architecture - reference point representation

The per UE NSSAA procedures via MNO AMF and NSSAAF towards the third-party provider AAA Server (AAA-S) specified in 3GPP TS 23.502 [2] clause 4.2.9, for this UE to be granted access to a specific Network Slice, can be under MNO CHF quota control. Corresponding generated CDRs as specified in 3GPP TS 32.298 [7], are specified for wholesale purpose between the MNO and the third-party the Network Slice is assigned to.   
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