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	Reason for change:
(

	The position of a subscriber is the key to a lot of location based applications. The position is available when a subscriber is know at the network and her status is idle or when she starts a call. While the CS call is ongoing no further location information is reported actively towards the network.

This is felt as being inconvenient and forms limitations to certain application.

To improve the current situation, it is proposed to invent a new function. This functionality shall report the location in case the subscriber change her location during ongoing CS call.

Another reason to do so, just observed recently from the service continuity discussion within 3GPP, is the provision of services when a subscriber changes from a 2G network to a 3G network and back. To try the best approach offering the same set of services, the fact of “changing location” should be brought to the CAMEL Service Environments attention.

Keeping the above in mind, we propose an additional service procedure to cope with “change of location” situations for CS calls. 
For PS calls CAMEL 3 were already enhanced to deliver similar procedures.
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	Additional procedure “change of position” for CS calls as the subclause 5.X and 6.X. Excerpt as follows;

-
VPLMN notifies the event and suspends the call process, or continue;

-
Charge result shall be reported if charging supervision is provided;

-
Charging activity and other service control could be performed;

-
The CSE instructs the VPLMN to continue or disconnect the call.
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*** First change ***

5.x
Change of position procedure $(CAMEL4$)

When the CSE instructs the VPLMN to arm the change of position event, the VPLMN shall report the event when the subscriber’s location information changed.
If the CSE has activated this service event for the served subscriber and a change of position event occurs the VPLMN shall:
-
Suspend call processing, notify the CSE and await further instructions, or
-
Notify the CSE and continue call processing.

The following information shall be provided to the CSE:

-
Event met;

-
Type of monitoring;

-
 Event specific data;
· Location information:
-
Charge result if charging supervision is provided:

When the VPLMN has made contact with the CSE, the CSE shall be able to instruct the VPLMN to act as described below:

-
Perform charging activities;
-
Activate other control service events for the call. The CSE shall have the possibility to send the following information:

-
The service event which shall be detected and reported:

-
Change of position event.

-
The party in the call for which the event shall be detected and reported;

-
The type of monitoring (control or notification);
-
Order in-band user interaction.
There shall be no restriction regarding the order of the above instructions or the number of times each of the above instructions can be repeated. Once the CSE has concluded issuing the above instructions, it shall issue one and only one of the following instructions:

-
Continue the call processing;

-
Release the call.

*** Next change ***

6.x
Change of position procedure $(CAMEL4$)

When the CSE instructs the VPLMN to arm the change of position event, the VPLMN shall report the event when the subscriber’s location information changed.
If the CSE has activated this service event for the served subscriber and a change of position event occurs the VPLMN shall:
-
Suspend call processing, notify the CSE and await further instructions, or 

-
Notify the CSE and continue call processing.

The following information shall be provided to the CSE:

-
Event met;

-
Type of monitoring;

-
 Event specific data;
-
Location information:

-
Charge result if charging supervision is provided:

When the VPLMN has made contact with the CSE, the CSE shall be able to instruct the VPLMN to act as described below:

-
Perform charging activities;
-
Activate other control service events for the call. The CSE shall have the possibility to send the following information:

-
The service event which shall be detected and reported:

-
Change of position event.

-
The party in the call for which the event shall be detected and reported;

-
The type of monitoring (control or notification);
-
Order in-band user interaction.
There shall be no restriction regarding the order of the above instructions or the number of times each of the above instructions can be repeated. Once the CSE has concluded issuing the above instructions, it shall issue one and only one of the following instructions:

-
Continue the call processing;

-
Release the call.
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