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	Reason for change:
(

	Requirements on access to the IMS services via existing R99/R4 USIMs were agreed by SA1 to enable a smoother customer transition towards new IM services.

However it seems more and more realistic that at the launch of first IMS services, the amount of operator’s 2G SIMs will not be neglectable as the migration towards new USIMs will not happen overnight. 

Moreover, operators should be given flexibility in planning SIMs replacements and not be urged by incoming SIM-uncompatible new IM services.

Requiring support of GSM SIM for IMS doesn’t pose any new functional requirement with respect to existing requirements. 

On the security side, other methods based on GSM SIM algorithms (e.g. EAP SIM) could be applied to IMS authentication to enable access via legacy SIMs as well, although they don’t guarentee mutual authentication like IMS AKA. SA3 may need to further investigate such security issues, while completing work on IMS access control.
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(

	A requirement is clarified by which a UE can run IMS services also with unmodified pre-Release 5 GSM SIMs. This has been reflected in section 13.1.1, stating that “Access to the IMS services shall be possible using GSM SIM, 3GPP release 99 and release 4 UICCs”.
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************ next modified section *********************

13.1
The USIM/ISIM and User Profiles

13.1.1
The USIM

Every USIM shall have a unique identity and shall be associated with one and only one home environment. 

It shall be possible for a home environment to uniquely identify a user by the USIM. 

The USIM shall be used to provide security features. 

For access to services, provided by PS or CS CN domains, a valid USIM shall be required. 

The USIM shall be able to support SIM Application Toolkit as specified in 3GPP TS 22.038 [3]. 

The USIM shall reside on a UICC, 3GPP specifications shall adopt both of the GSM SIM card physical formats. Other formats may also be supported. USIM specific information shall be protected against unauthorised access or alteration.

It shall be possible to update USIM specific information via the air interface, in a secure manner. 

Access to the IMS services shall be possible using 3GPP release 99 and release 4 UICCs (USIM SIM applications), and  GSM SIMs (release 4 and earlier).
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