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Change in Clause 5.5

5.5
Features Interactions

Call Waiting

 Priority Service call users will not receive an incoming call indication while the call is being queued.
Call forwarding and call re-direction 

Service users will not be allowed to invoke Priority Service calls through call forwarding or re-direction.

(E.g., "*SC + termination address" as a forwarded-to number, or Priority Service invocation through other re-direction services, such as IN DP12 Redirection etc.)

Call Origination Restrictions

Priority Service shall override Call origination Restrictions for Barring of Outgoing Calls (BAOC), Barring of outgoing International Calls (BOIC) and Barring of Outgoing International Calls except to Home PLMN Country (BOIC-exHC), as a network option. Note: This may be necessary only for the PIN-based solution.

eMLPP (USA regional requirement)
Priority Service call attempt shall override any eMLPP priority levels that may be received from eMLPP capable mobile phones. That is Priority Service users shall be able to only invoke their assigned priority level. If a Priority Service user has an eMLPP capable phone and attempts to use an eMLPP priority level in addition to Priority Service *SC dialing, the eMLPP priority level request will be ignored by the network.

Prepaid service

Priority Service applies only to post-paid calls. Users shall not be allowed to subscribe to Priority Service and Prepaid. 
Emergency Calls (USA regional requirement)

There is no interaction between Priority Service and emergency calls. If *SC + [emergency call number] is dialed the call  will receive radio traffic channel priority access treatment based on the service user’s priority level.  If a non-service user dials *SC + [emergency call number], the call is denied.
End of Change in Clause 5.5
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