Page 1



3GPP TSG-SA WG2 Meeting #44
Tdoc (
S2-050487 Budapest, Hungary, 26th January – 2nd February 2005.
	CR-Form-v7.1

	CHANGE REQUEST

	

	(

	23.246
	CR
	139
	(

rev
	1
	(

Current version:
	6.5.0
	(


	

	For HELP on using this form, see bottom of this page or look at the pop-up text over the (
 symbols.

	


	Proposed change affects:
(

	UICC apps(

	
	ME
	
	Radio Access Network
	
	Core Network
	X


	

	Title:
(

	MBMS and the use of FBC

	
	

	Source:
(

	3GPP TSG_SA WG2

	
	

	Work item code:
(

	MBMS
	
	Date: (

	02/02/2005

	
	
	
	
	

	Category:
(

	F
	
	Release: (

	Rel-6

	
	Use one of the following categories:
F  (correction)
A  (corresponds to a correction in an earlier release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)

Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
Ph2
(GSM Phase 2)
R96
(Release 1996)
R97
(Release 1997)
R98
(Release 1998)
R99
(Release 1999)
Rel-4
(Release 4)
Rel-5
(Release 5)
Rel-6
(Release 6)

     Rel-7
(Release 7)



	
	

	Reason for change:
(

	In the GPRS case FBC only operates on a per pdp context basis. TS 23.246 currently assumes that FBC can be used for MBMS charging such that the BM-SC acts as an AF towards the CRF. However TS 23.125 currently specifies that Gx has support for PDP contexts but it has not be developed to support MBMS Bearer Contexts with any relation to a particular subscriber.

It is however suitable to 1) apply application level charging for MBMS in the BM-SC as already described in TS 23.246 and 2) collect statistics and charging data records on a per service basis.
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****** FIRST MODIFIED SECTION ********

10.2
Bearer level charging for MBMS

To provide bearer level charging for MBMS, mechanisms and functional elements described in 3GPP TS 23.125 [12] are used for MBMS Bearer Contexts. 

Flow Based Charging (FBC) may be used to collect charging data records for MBMS Bearer Contexts e.g. for the purpose to charge the service provider, cf. 3GPP TS 23.125 [12].
Note:
Since multiple users share an MBMS bearer context FBC cannot be used for creating reports on a per user basis.
****** END OF CHANGE *******
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