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Change in Clause 6.2.1.2.1
6.2.1.2.1
Credit-Control-Request Message

The following table illustrates the basic structure of a Diameter CCR message from the TPF as used for PS online charging.

Table 6.2.1.2.1 : Credit-Control-Request (CCR) Message Contents
	AVP
	Category
	Description

	Session-Id
	M
	Described in TS 32.299 [50]

	Origin-Host
	M
	Described in TS 32.299 [50]

	Origin-Realm
	M
	Described in TS 32.299 [50]

	Destination-Realm
	M
	Described in TS 32.299 [50]

	Auth-Application-Id
	M
	Described in TS 32.299 [50]

	Service-Context-Id
	M
	Described in TS 32.299 [50]

	CC-Request-Type
	M
	Described in TS 32.299 [50]

	CC-Request-Number
	M
	Described in TS 32.299 [50]

	Destination-Host
	OM
	Described in TS 32.299 [50]

	User-Name
	OM
	The content of the field corresponds to the Protocol Configuration Options (PCO) field of the Create PDP Context Request message.

	Origin-State-Id
	OC
	Described in TS 32.299 [50]

	Event-Timestamp
	OC
	Described in TS 32.299 [50]

	Subscription-Id
	OM
	Described in TS 32.299 [50]. 

As a minimum the IMSI and the MSISDN have to be included.

	User-Equipment-Info
	OC
	Described in TS 32.299 [50]. 

Contains the IMEISV.

	Termination-Cause
	OC
	Described in TS 32.299 [50]

	Multiple-Services-Indicator
	OC
	Described in TS 32.299 [50]

	Multiple-Services-Credit Control
	OC
	Described in TS 32.299 [50]

	Route-Record
	OC
	Described in TS 32.299 [50]

	User-Equipment-Info
	Oc
	Described in TS 32.299 [50]

	AVP
	OM
	Described in TS 32.299 [50]

	Service-Information 
	OC
	Described in TS 32.299 [50]

	PS-Information
	OC
	Described in subclause 6.2.2.1

	IMS-Information
	Oc
	Described in subclause 6.2.2.2


The full description of the AVPs is specified in TS 32.299 [50].

End of Change in Clause 6.2.1.2.1
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