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10
Emergency Calls

10.1 
General requirements

It shall be possible to establish an emergency speech call. Emergency calls will be routed to the emergency services in accordance with national regulations for where the subscriber is located. This may be based upon one or more default emergency call numbers or an IMS emergency call identifier stored in the ME. It shall be allowed to establish an emergency call without the need to dial a dedicated number/identifier to avoid the mis-connection in roaming case, such as menu, by use of a 'red button', or a linkage to a car air bag control. Emergency calls shall be supported by the UE without a SIM/USIM/ISIM being present. No other type than emergency calls shall be accepted without a SIM/USIM/ISIM. 

The Emergency service is required only if the UE supports voice.

NOTE 1: 
It will be left to the national authorities to decide whether the network accepts emergency calls without the SIM/USIM/ISIM.

It shall be possible to initiate emergency calls to different emergency call centers, depending on the type of emergency. The following types of emergency calls shall be possible:

· Police

· Ambulance

· Fire Brigade

· Marine Guard

· Mountain Rescue
· Spare, at least [three] different types
When a SIM/USIM is present, subscriber specific emergency call set-up MMI shall be provided.  The Home Environment operator shall specify preferred emergency call numbers (e.g. 999 for UK citizens or 110, 118 and 119 for Japanese citizens).  These emergency call numbers shall be stored in the SIM/USIM and the ME shall read this and use any entry of these digits to set up an emergency call. It shall be possible to store more than one instance of this field. 

NOTE 2:
The IMS emergency call identifier is not stored on the SIM/USIM.

NOTE 3: 
Release '98 and earlier SIM cards have the capability to store additional emergency call numbers. However in many cases this has not been used.
It shall be possible to tie any emergency call number or the IMS emergency call identifier to any single emergency call type or to any combination of emergency call types.  The association between emergency call numbers/identifier and emergency call type shall be able to be programmed by the Home Environment operator into the SIM/USIM.


Example:

  19

Police (Albania)

100

Police and Fire Brigade (Greek cities)

100

Ambulance and Fire Brigade (Belgium)

112

Police and Ambulance (Italy)

112

General emergency call, all categories (Sweden)

115

Fire Brigade (Italy)

144

Ambulance (Austria)

NOTE 4:
If the UE does not recognise the emergency call numbers but the serving network recognises the dialled number as an emergency call number used in the country, a normal call set up takes place over the radio interface and after the serving network has recognised the emergency number the call is routed as an emergency call.

The user friendly MMI that specifies the type of emergency call directly (e.g. menu) should be supported for use in any (i.e. home or visited) PLMN to avoid the mis-connection in roaming case.  This shall be allowed both with and without SIM/USIM being present.

When emergency call establishment is initiated, the emergency call type shall be sent by the UE if it is available.

The serving network may download additional emergency call numbers to the UE in order to ensure that local emergency call numbers are known to the UE.  The UE shall regard these emergency numbers as valid in that country only (as identified by the MCC) and shall discard them when a new country is entered.

NOTE 5:
The serving network cannot download an IMS emergency call identifier.

10.1.1 
Identification of emergency numbers and IMS emergency call identifiers

The ME shall identify an emergency number or the IMS emergency call identifier dialled by the end user as a valid emergency number/identifier and initiate emergency call establishment if it occurs under one or more of the following conditions. If it occurs outside of the following conditions, the ME should not initiate emergency call establishment but normal call establishment.

a)
112, 911 and a global IMS emergency call identifier reserved for emergency calls shall always be available. These numbers and the IMS emergency call identifier shall be stored on the ME.

Note:
It is FFS whether the IMS emergency call identifier is defined in the present document or via reference to IETF document (see http://www.ietf.org/html.charters/ecrit-charter.html).

b)
Any emergency call number stored on a SIM/USIM when the SIM/USIM is present.

c)
000, 08, 110, 999, 118 and 119 when a SIM/USIM is not present. These numbers shall be stored on the ME.

d)
Additional emergency call numbers that may have been downloaded by the serving network when the SIM/USIM is present.

10.1.2
Domains priority and selection for UE attempts to emergency call

A CS and IMS capable UE attempting an emergency call should give priority to the CS Domain. In case the call attempt fails, the UE should automatically make a second attempt on the other domain.
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