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Table B.4: Duplicated Probable Causes

	Duplicated Probable Cause
	2G & 3G
	X.721 X.733
	X.736
	M.3100
	Event Type

	Broadcast Channel Failure
	X
	
	
	X
	Communications

	Call Establishment Error (X.721/X.733)
Call Setup Failure (M.3100)
	
	X
	
	X
	Communications

	Connection Establishment Error
	X
	
	
	X
	Communications

	Degraded Signal
	
	X
	
	X
	Communications

	Framing Error
	
	X
	
	X
	Communications

	Invalid Message Received
	X
	
	
	X
	Communications

	Local Node Transmission Error
	
	X
	
	X
	Communications

	Loss of Frame
	
	X
	
	X
	Communications

	Loss of Signal
	
	X
	
	X
	Communications

	Remote Node Transmission Error
	
	X
	
	X
	Communications

	Routing Failure
	X
	
	
	X
	Communications

	Antenna Failure (M.3100)

Antenna Problem (2G & 3G)
	X
	
	
	X
	Equipment

	Battery Charging Failure (M.3100)

Battery Charging Fault (2G & 3G)
	X
	
	
	X
	Equipment

	Disk Failure (M.3100)

Disk Problem (2G & 3G)
	X
	
	
	X
	Equipment

	Equipment Failure (2G & 3G)
Equipment Malfunction (X.721/X.733)
	X
	X
	
	
	Equipment

	Frequency Hopping Failure
	X
	
	
	X
	Equipment

	IO Device Error (M.3100)

Input/Output Device Error (X.721/X.733)
	
	X
	
	X
	Equipment

	Loss Of Redundancy (M.3100)

Lost Redundancy (2G & 3G)
	X
	
	
	X
	Equipment

	Loss Of Synchronization
	X
	
	
	X
	Equipment

	Multiplexer Problem
	
	X
	
	X
	Equipment

	Power Problem
	
	X
	
	X
	Equipment

	Power Supply Failure
	X
	
	
	X
	Equipment

	Processor Problem
	
	X
	
	X
	Equipment

	Receiver Failure
	X
	X
	
	X
	Equipment

	Signal Quality Evaluation Failure (M.3100)

Signal Quality Evaluation Fault (2G & 3G)
	X
	
	
	X
	Equipment

	Timing Problem
	
	X
	
	X
	Equipment

	Transceiver Failure (M.3100)

Transceiver Problem (2G & 3G)
	X
	
	
	X
	Equipment

	Transmitter Failure
	X
	X
	
	X
	Equipment

	Cooling System Failure
	X
	
	
	X
	Environmental

	External Equipment Failure
	X
	
	
	X
	Environmental

	Enclosure Door Open
	
	X
	
	X
	Environmental

	Fan Failure (2G & 3G)
Cooling Fan Failure (M.3100)
	X
	
	
	X
	Environmental

	Fire Detected (X.721/X.733)
Fire (M.3100)
	
	X
	
	X
	Environmental

	Flood Detected (X.721/X.733)
Flood (M.3100)
	
	X
	
	X
	Environmental

	High Humidity
	X
	
	
	X
	Environmental

	High Temperature
	X
	
	
	X
	Environmental

	Intrusion Detected (2G & 3G)
Intrusion Detection (X.736/M.3100)
	X
	
	X
	X
	Environmental (2G & 3G); 

Physical Violation (X.736/M.3100)

	Low Humidity
	X
	
	
	X
	Environmental

	Low Temperature
	X
	
	
	X
	Environmental

	Pump Failure
	
	X
	
	X
	Environmental

	Smoke Detected (2G & 3G)
Smoke (M.3100)
	X
	
	
	X
	Environmental

	Application Subsystem Failure
	
	X
	
	X
	Processing Error

	Bandwidth Reduced 

Bandwidth Reduction (X.721/X.733)
	
	X
	
	X
	Quality of Service 

	Configuration or Customization Error (M.3100)

Configuration or Customizing Error (X.721/X.733)
	
	X
	
	X
	Processing Error

	Database Inconsistency
	X
	
	
	X
	Processing Error

	File Error
	
	X
	
	X
	Processing Error

	Storage Capacity Problem
	
	X
	
	X
	Processing Error

	Excessive Bit Error Rate (M.3100)

Excessive Error Rate (2G & 3G)

Excessive Error Rate
	X
	
	
	X
	Communications (M.3100)

Quality of Service (GSM 12.11/M.3100) 

	Corrupt Data
	
	X
	
	X
	Processing Error

	Out Of Memory
	
	X
	
	X
	Processing Error

	Software Error
	
	X
	
	X
	Processing Error

	Timeout Expired
	X
	
	
	X
	Processing Error

	Underlaying Resource Unavailable (M.3100)

Underlying Resource Unavailable (X.721/X.733)
	
	X
	
	X
	Processing Error

	Version Mismatch
	
	X
	
	X
	Processing Error

	Congestion
	
	X
	
	X
	Quality of Service

	Reduced Logging Capability
	X
	
	
	X
	Quality of Service

	System Resources Overload
	X
	
	
	X
	Quality of Service

	Excessive Response Time (M.3100)

Response Time Excessive (X.721/X.733)
	
	X
	
	X
	Quality of Service

	Excessive Retransmission Rate (M.3100)

Re-Transmission Rate Excessive (X.721/X,733)
	
	X
	
	X
	Quality of Service

	Transmission Error 
	X
	
	
	X
	Communications
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