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	Reason for change:
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	The charging model based on the number of participants requires that the measured charging units are recorded according to the number of participants.  

	
	

	Summary of change:
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	Add number of participants to the List of Talk Burst Exchange.
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(

not approved:
	Inability to accurately record usage to enable a number of participants based charging model.
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	1st Modified Section


5.1.4.3.2
List of Talk Burst Exchange

This list contains a number of containers consisting of the following fields:

Number of talk bursts, Number of received talk bursts, Talk burst volume, Received talk burst volume, Talk bursts time, Received talk bursts time, Number of participants, Change Condition and Change Time.

Number of talk bursts and Number of received talk bursts indicate the number of talk bursts sent and received respectively by the charged party (for the participating PoC functions) or for the whole session (for the controlling PoC function).

Talk burst volume and Received talk burst volume indicate the total data volume for talk bursts sent and received respectively by the charged party (for the participating PoC functions) or for the whole session (for the controlling PoC function).

Talk burst Time and Received talk burst time indicate the total duration of talk bursts sent and received respectively by the charged party (for the participating PoC functions) or for the whole session (for the controlling PoC function).

Change Time is a time stamp, which defines the moment when the container is closed or the CDR is closed.

Change Condition indicates the reason for closing the container and the addition of a new container. 
Number of participants indicates the number of attached participants involved in the talk burst exchange within a container.
	Next Modified Section


5.2.4.3
PoC CDRs

This subclause contains the abstract syntax definitions that are specific to the CDR types defined in TS 32.272 [32].

...
ListofTalkBurstExchange


::= SET

{


number-Of-Talk-Bursts



 [1] INTEGER OPTIONAL,


talk-Burst-Volume




 [2] INTEGER OPTIONAL,

-- measured in octets


talk-Bursts-Time




 [3] CallDuration OPTIONAL,


number-Of-Received-Talk-Bursts

 [4] INTEGER OPTIONAL,


received-Talk-Burst-Volume


 [5] INTEGER OPTIONAL,

-- measured in octets


received-Talk-Burst-Time


 [6] CallDuration OPTIONAL,


changeCondition





 [7] ChangeCondition OPTIONAL,


changeTime






 [8] TimeStamp,


numberofParticipants



 [9] INTEGER OPTIONAL

}

POCInformation


::= SET

...
	End of modifications
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