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Reason for change:
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The WID (SP-060915) on support of service level interworking for messaging services has been approved in the last SA plenary meeting, this CR proposes to add the requirements related to this WID in order to guide the stage 2 work. 




Summary of change:
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Adding requirements on IMS-SMS service level interworking and deleting the requirement not aligned with IMS-SMS service level interworking.
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Begin of Changes

2.1
Normative references

[1]
3GPP TS 22.001: "Principles of circuit telecommunication services supported by a Public Land Mobile Network (PLMN)".

[2]
3GPP TS 02.002: "Circuit  Bearer services supported by a  Public Land Mobile Network (PLMN)". 

[3]
3GPP TS 22.003: "Circuit Teleservices supported by a Public Land Mobile Network (PLMN)".

[4]
3GPP TS 22.004: "General on supplementary services".

[5]
3GPP TS 22.038: " SIM toolkit Stage 1".

[6]
3GPP TS 22.057: "Mobile Execution Environment (MExE); Service description; Stage 1".

[7]
3GPP TS 22.060: "General Packet Radio Service (GPRS) stage 1".

[8]
3GPP TS 22.078: "Customised Applications for Mobile network Enhanced Logic (CAMEL); Service definition - Stage 1".

[9]
3GPP TS 22.101: "Service principles".

[10]
Void

 [11]
3GPP TS 22.135: "Multicall, stage 1".

[13]
3GPP TS 33.102: "3G Security, Security Architecture".

[14]
3GPP TS 23.107: "QoS Concept and Architecture; Stage 2".

[15]
3GPP TS 22.127: "Service Requirement for the Open Services Access (OSA)".

[x]
3GPP TS 22.340: "IP Multimedia System (IMS) messaging; Stage 1".
End of First Change

Begin of Second Change

6.4.3 Short Message Service  - Point to Point (SMS-PP)

A short message service point to point shall be supported. The short message service shall be provided seamlessly (as far as the user or the users terminal equipment is concerned) across the UTRAN and GERAN. A UE may, and the network shall, support the transport of SMS over WLAN and other IP Connectivity Access Networks (IP-CANs).

When short message services are transported over a generic IP-CAN:

-
appropriate security mechanisms shall be supported;

-
users registered from an SMS-capable UE will receive the SMS service over a generic IP-CAN while maintaining the format and functionality of SMS messages;

-    users registered from a UE capable of using another messaging service such as Immediate Messaging, but not registered to receive the SMS service over a generic IP-CAN, will receive the SMS service using the other messaging service when service-level interworking is provided;
Note: 
the requirements for SMS-Immediate Messaging service-level interworking are defined in the 3GPP TS 22.340 [x].
-
the UE shall indicate its ability to send/receive SMS messages at registration;

-
existing services that use SMS functionality shall not be degraded;

-
the user experience shall be the same as across UTRAN and GERAN access.
 

When the sender’s identity is verified by the network operator, it shall be possible to convey this information as well as the verified identity of the sender (e.g. sender name), together with the SMS message, to the recipient.

End of Changes
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