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Annex F:
Status of all 3GPP CRs after TSG SA #35 Meeting

	TSG Doc
	SPEC
	CR
	rev
	Current
version
	Phase
	SUBJECT
	TSG status
	Cat
	New
version
	WI
	WG
Resp

	SP-070188
	01.01
	0026
	-
	8.17.0
	R99
	Correction to list of Specs
	approved
	F
	8.18.0
	TEI
	SP

	SP-070188
	21.101
	0039
	-
	5.11.0
	Rel-5
	Correction to list of Specs
	approved
	F
	5.12.0
	TEI5
	SP

	SP-070188
	21.101
	0040
	-
	6.5.0
	Rel-6
	Correction to list of Specs
	approved
	F
	6.6.0
	TEI6
	SP

	CP-070070
	21.111
	0019
	2
	7.0.0
	Rel-8
	Requirements for the Enhanced USIM phonebook
	approved
	B
	8.0.0
	eUPHBOOK
	C6

	SP-070120
	21.905
	0071
	2
	7.2.0
	Rel-7
	Terminology clarification for User Equipment and User Equipment components
	revised
	F
	
	Vocabulary
	S1

	SP-070231
	21.905
	0071
	3
	7.2.0
	Rel-7
	Terminology clarification for User Equipment and User Equipment components
	approved
	F
	7.3.0
	Vocabulary
	S1

	SP-070135
	21.905
	0072
	-
	7.2.0
	Rel-8
	Adding FMC to terms and abbreviations
	approved
	D
	8.0.0
	Vocabulary
	S1

	SP-070119
	22.011
	0081
	1
	7.5.0
	Rel-7
	"Removal of ""Confirmed Roaming"" enhancement (section 3.2.2.7)"
	approved
	F
	7.6.0
	NSP-CR
	S1

	SP-070129
	22.011
	0082
	2
	7.5.0
	Rel-8
	Administrative restriction of subscribers' access
	approved
	C
	8.0.0
	SAE-R
	S1

	SP-070119
	22.011
	0083
	2
	7.5.0
	Rel-7
	Single EHPLMN Display Name in Manual Mode (CR to 22.011)
	approved
	C
	7.6.0
	NSP-CR
	S1

	SP-070118
	22.041
	0014
	1
	6.2.0
	Rel-8
	ODB for IMS
	approved
	B
	8.0.0
	MTSI-REQ
	S1

	SP-070130
	22.101
	0205
	1
	8.3.0
	Rel-8
	Addition of Evolved 3GPP System description and corrections to references
	approved
	D
	8.4.0
	SAE-R
	S1

	SP-070134
	22.101
	0207
	1
	8.3.0
	Rel-8
	Registration in Densely-populated area
	approved
	B
	8.4.0
	RED
	S1

	SP-070124
	22.105
	0050
	2
	8.2.0
	Rel-8
	CR0050 on 22.105 for SMS – IM service level interworking
	approved
	B
	8.3.0
	MESSIW
	S1

	SP-070116
	22.146
	0052
	-
	8.1.0
	Rel-8
	Requirement of MBMS Service Subscribution for Roaming Users
	approved
	B
	8.2.0
	MBMSE
	S1

	SP-070117
	22.173
	0006
	1
	7.2.0
	Rel-7
	Clarification on supplementary services
	approved
	F
	7.3.0
	MTSI-REQ
	S1

	SP-070123
	22.234
	0023
	-
	7.5.0
	Rel-8
	Capability of UE to read USIM information for I-WLAN Network Selection
	approved
	F
	8.0.0
	IWLANNSP
	S1

	SP-070123
	22.234
	0024
	1
	7.5.0
	Rel-8
	Steering of Roaming for PLMNs connected by I-WLAN
	approved
	B
	8.0.0
	IWLANNSP
	S1

	SP-070123
	22.234
	0025
	1
	7.5.0
	Rel-8
	Requirement for presentation of additional information in manual mode
	approved
	B
	8.0.0
	IWLANNSP
	S1

	SP-070123
	22.234
	0026
	1
	7.5.0
	Rel-8
	Network selection mode at switch-on
	approved
	B
	8.0.0
	IWLANNSP
	S1

	SP-070131
	22.246
	0015
	1
	8.2.0
	Rel-8
	Requirements for LTE MBMS Television Service
	approved
	C
	8.3.0
	SAE-R, LTE
	S1

	SP-070115
	22.246
	0016
	-
	7.1.0
	Rel-7
	Parallel, but regional, MBMS Sessions within one MBMS service.
	approved
	F
	7.2.0
	MBMSE
	S1

	SP-070115
	22.246
	0017
	-
	8.2.0
	Rel-8
	Parallel, but regional, MBMS Sessions within one MBMS service.
	approved
	A
	8.3.0
	MBMSE
	S1

	SP-070132
	22.259
	0011
	1
	8.2.0
	Rel-8
	Private network services - Use case and requirements
	approved
	C
	8.3.0
	TEI8
	S1

	SP-070132
	22.259
	0012
	-
	8.2.0
	Rel-8
	Removal of paragraph numbers from entire document
	approved
	D
	8.3.0
	TEI8
	S1

	SP-070128
	22.278
	0001
	2
	8.0.0
	Rel-8
	Clarification on QoS classes for evolved 3GPP system
	approved
	F
	8.1.0
	SAE-R
	S1

	SP-070127
	22.278
	0002
	-
	8.0.0
	Rel-8
	Provision of access network information to the UE
	approved
	B
	8.1.0
	SAE-R
	S1

	SP-070124
	22.340
	0004
	1
	7.0.0
	Rel-8
	CR0004 on 22.340 for SMS - IM service level interworking reqs
	approved
	B
	8.0.0
	MESSIW
	S1

	CP-070019
	23.003
	0126
	2
	7.2.0
	Rel-7
	Definition of emergency APN for IMS em-calls
	approved
	F
	7.3.0
	EMC1
	C4

	CP-070074
	23.003
	0127
	2
	6.11.0
	Rel-6
	Definition of Private Service identity
	approved
	F
	6.12.0
	IMS2-CCR
	C4

	CP-070074
	23.003
	0128
	2
	7.2.0
	Rel-7
	Definition of Private Service identity
	approved
	A
	7.3.0
	IMS2-CCR
	C4

	CP-070022
	23.003
	0129
	2
	7.2.0
	Rel-7
	Clarification to TMGI definition
	approved
	F
	7.3.0
	TEI7
	C4

	CP-070023
	23.008
	0196
	1
	7.4.0
	Rel-7
	Subscriber data for Operator Determined Barring
	approved
	B
	7.5.0
	TEI7
	C4

	CP-070010
	23.008
	0197
	2
	6.12.0
	Rel-6
	Correction of user data
	approved
	F
	6.13.0
	IMS2-CCR
	C4

	CP-070010
	23.008
	0198
	2
	7.4.0
	Rel-7
	Correction of user data
	approved
	A
	7.5.0
	IMS2-CCR
	C4

	CP-070024
	23.008
	0199
	2
	7.4.0
	Rel-7
	QoS parameters storage
	approved
	B
	7.5.0
	WLAN-QoS
	C4

	CP-070017
	23.008
	0201
	-
	7.4.0
	Rel-7
	MNRR correction
	approved
	F
	7.5.0
	TEI7
	C4

	CP-070010
	23.008
	0204
	-
	5.12.0
	Rel-5
	Correction of user data
	approved
	F
	5.13.0
	IMS-CCR
	C4

	CP-070020
	23.008
	0205
	1
	7.4.0
	Rel-7
	Network Access Identifier update
	approved
	F
	7.5.0
	TEI7
	C4

	CP-070155
	23.009
	0121
	2
	6.4.0
	Rel-7
	Misalignment With The Usage Of Iu-Selected Codec During Handover
	approved
	F
	7.0.0
	TEI7
	C1

	CP-070023
	23.015
	0008
	1
	6.0.0
	Rel-7
	Realization of Operator Determined Barring
	approved
	B
	7.0.0
	TEI7
	C4

	CP-070145
	23.040
	0088
	2
	6.8.1
	Rel-7
	Addition of capability to route MT-SMs via the HPLMN of the receiving MS
	approved
	B
	7.0.0
	SMSviaH
	C1

	CP-070155
	23.040
	0089
	1
	6.8.1
	Rel-7
	MNRR correction
	approved
	F
	7.0.0
	TEI7
	C1

	CP-070154
	23.040
	0090
	1
	6.8.1
	Rel-7
	SMS over IP
	approved
	B
	7.0.0
	SMSIP
	C1

	CP-070154
	23.040
	0091
	-
	6.8.1
	Rel-7
	Mapping of SIP error codes to RP-ERROR
	approved
	F
	7.0.0
	SMSIP
	C1

	SP-070102
	23.060
	0579
	4
	7.3.0
	Rel-7
	Bearer control mode
	approved
	F
	7.4.0
	IMSOPT
	S2

	SP-070091
	23.060
	0580
	3
	7.3.0
	Rel-7
	No QoS Change indication
	approved
	F
	7.4.0
	OPTUNEL
	S2

	SP-070091
	23.060
	0583
	5
	7.3.0
	Rel-7
	Direct Tunnel functionality - RNC failure
	approved
	F
	7.4.0
	OPTUNEL
	S2

	SP-070085
	23.060
	0586
	1
	7.3.0
	Rel-7
	Emergency APN specification
	approved
	B
	7.4.0
	EMC1
	S2

	SP-070092
	23.060
	0588
	2
	7.3.0
	Rel-7
	QoS management during Session Management procedures
	approved
	F
	7.4.0
	PCC
	S2

	SP-070102
	23.060
	0589
	2
	7.3.0
	Rel-7
	Enhancements to Network-Initiated QoS
	approved
	C
	7.4.0
	IMSOPT
	S2

	SP-070100
	23.060
	0591
	3
	7.3.0
	Rel-7
	Selective RA Update and CS paging in NMO1
	approved
	F
	7.4.0
	TEI7
	S2

	SP-070091
	23.060
	0593
	-
	7.3.0
	Rel-7
	Direct Tunnel functionality - GTP-U error indication handling in RNC
	approved
	F
	7.4.0
	OPTUNEL
	S2

	SP-070187
	23.060
	0593
	1
	7.3.0
	Rel-7
	Direct Tunnel functionality - GTP-U error indication handling in RNC
	withdrawn
	F
	
	OPTUNEL
	S2

	CP-070030
	23.078
	0813
	1
	7.6.0
	Rel-7
	Addition of SMS over IP functionality
	approved
	F
	7.7.0
	SMSIP
	C4

	CP-070173
	23.122
	0106
	2
	7.7.0
	Rel-7
	Pingpong avoidance on PLMN change for search for higher priority PLMNs
	approved
	C
	7.8.0
	TEI7
	C1

	CP-070160
	23.122
	0106
	3
	7.7.0
	Rel-7
	Pingpong avoidance on PLMN change for search for higher priority PLMNs
	withdrawn
	C
	
	TEI7
	C1

	CP-070152
	23.122
	0111
	3
	7.7.0
	Rel-7
	Last RPLMN
	approved
	B
	7.8.0
	NSP-CR
	C1

	CP-070152
	23.122
	0113
	1
	7.7.0
	Rel-7
	Optional network selection mode at switch-on
	approved
	B
	7.8.0
	NSP-CR
	C1

	CP-070198
	23.140
	0208
	-
	6.14.0
	Rel-6
	OTA provisioning
	noted
	F
	
	MMS6
	CP

	CP-070014
	23.153
	0100
	-
	7.1.0
	Rel-7
	Codec negotiation during Inter-MSC handover
	approved
	F
	7.2.0
	TEI7
	C4

	SP-070086
	23.167
	0038
	3
	7.3.0
	Rel-7
	GGSN filtering rules
	approved
	F
	7.4.0
	EMC1
	S2

	SP-070086
	23.167
	0050
	1
	7.3.0
	Rel-7
	Correction to the criteria of IMS emergency registration
	approved
	F
	7.4.0
	EMC1
	S2

	SP-070086
	23.167
	0051
	1
	7.3.0
	Rel-7
	Correction to XML element and value of 380 response for emergency call with non-emergency registration
	approved
	F
	7.4.0
	EMC1
	S2

	SP-070086
	23.167
	0053
	2
	7.3.0
	Rel-7
	Rejection of non emergency request with EIMPU
	approved
	F
	7.4.0
	EMC1
	S2

	SP-070086
	23.167
	0054
	1
	7.3.0
	Rel-7
	Annex B (I-WLAN) cleanup
	approved
	F
	7.4.0
	EMC1
	S2

	SP-070086
	23.167
	0059
	1
	7.3.0
	Rel-7
	PCC in emergency sessions
	approved
	B
	7.4.0
	EMC1
	S2

	SP-070086
	23.167
	0060
	1
	7.3.0
	Rel-7
	Correction to Location Information Principle of P-CSCF
	approved
	F
	7.4.0
	EMC1
	S2

	SP-070086
	23.167
	0061
	1
	7.3.0
	Rel-7
	Setting Emergency Registration Expiration by the Visited Network
	approved
	C
	7.4.0
	EMC1
	S2

	SP-070086
	23.167
	0062
	-
	7.3.0
	Rel-7
	Functional requirements for GPRS emergency access
	approved
	F
	7.4.0
	EMC1
	S2

	SP-070086
	23.167
	0063
	1
	7.3.0
	Rel-7
	Use of PCC rules to enforce emergency bearer's usage
	approved
	B
	7.4.0
	EMC1
	S2

	CP-070046
	23.198
	0010
	-
	7.1.0
	Rel-7
	Correct OSA stage 2 description of Geocoding
	approved
	F
	7.2.0
	OSA7
	C5

	SP-070093
	23.203
	0008
	3
	7.1.0
	Rel-7
	Requesting credit for PCC rules
	approved
	F
	7.2.0
	PCC
	S2

	SP-070093
	23.203
	0009
	3
	7.1.0
	Rel-7
	PCC and bearer control mode
	approved
	F
	7.2.0
	PCC
	S2

	SP-070093
	23.203
	0012
	4
	7.1.0
	Rel-7
	PCC with multiple AFs
	approved
	F
	7.2.0
	PCC
	S2

	SP-070093
	23.203
	0018
	-
	7.1.0
	Rel-7
	MCC Correction to implementation of CRs after TSG SA#34
	approved
	F
	7.2.0
	PCC
	S2

	SP-070093
	23.203
	0019
	2
	7.1.0
	Rel-7
	QoS class identifier definition and usage
	approved
	F
	7.2.0
	PCC
	S2

	SP-070093
	23.203
	0020
	2
	7.1.0
	Rel-7
	GGSN handling of NW init PDP contexts
	approved
	F
	7.2.0
	PCC
	S2

	SP-070093
	23.203
	0024
	2
	7.1.0
	Rel-7
	Alignment to measurement and charging functionality
	approved
	F
	7.2.0
	PCC
	S2

	SP-070093
	23.203
	0025
	1
	7.1.0
	Rel-7
	Normative handling of GGSN controlled QoS upgrading
	approved
	F
	7.2.0
	PCC
	S2

	SP-070093
	23.203
	0026
	3
	7.1.0
	Rel-7
	"Clarification on ""type of IP-CAN"" information"
	approved
	F
	7.2.0
	PCC
	S2

	SP-070093
	23.203
	0027
	2
	7.1.0
	Rel-7
	Default charging method for IP-CAN session
	approved
	F
	7.2.0
	PCC
	S2

	SP-070093
	23.203
	0028
	1
	7.1.0
	Rel-7
	GBR and MBR information in PCC rule
	approved
	F
	7.2.0
	PCC
	S2

	SP-070093
	23.203
	0029
	1
	7.1.0
	Rel-7
	Sp/SPR issue in Rel-7
	approved
	F
	7.2.0
	PCC
	S2

	SP-070087
	23.203
	0031
	2
	7.1.0
	Rel-7
	PCC Support for emergency Sessions
	approved
	B
	7.2.0
	EMC1
	S2

	SP-070087
	23.203
	0032
	1
	7.1.0
	Rel-7
	Use of PCC rules to enforce emergency bearer's usage
	approved
	B
	7.2.0
	EMC1
	S2

	SP-070096
	23.204
	0013
	5
	7.1.0
	Rel-7
	Delivery report handling
	approved
	C
	7.2.0
	SMSIP
	S2

	SP-070096
	23.204
	0014
	-
	7.1.0
	Rel-7
	General amendment on TS 23.204
	approved
	F
	7.2.0
	SMSIP
	S2

	SP-070096
	23.204
	0016
	1
	7.1.0
	Rel-7
	Correlation identifier in the MT procedure
	approved
	F
	7.2.0
	SMSIP
	S2

	SP-070096
	23.204
	0019
	3
	7.1.0
	Rel-7
	Implementation of the interfaces between IP-SM-GW and HSS
	approved
	C
	7.2.0
	SMSIP
	S2

	SP-070096
	23.204
	0022
	1
	7.1.0
	Rel-7
	Network initiated de-registration
	approved
	F
	7.2.0
	SMSIP
	S2

	SP-070096
	23.204
	0023
	2
	7.1.0
	Rel-7
	SMS Alerting after Registration
	approved
	B
	7.2.0
	SMSIP
	S2

	SP-070096
	23.204
	0024
	3
	7.1.0
	Rel-7
	SMS Alerting for Retry
	approved
	B
	7.2.0
	SMSIP
	S2

	SP-070096
	23.204
	0026
	2
	7.1.0
	Rel-7
	SMS Subscriber data based on iFC
	approved
	F
	7.2.0
	SMSIP
	S2

	SP-070096
	23.204
	0028
	-
	7.1.0
	Rel-7
	Configuration of the IP-SM-GW in the HSS, Clarification for subscriber data in TS 23.204, Correction on SMS MT delivery procedure, Successful MT Delivery Procedure in SMS-IP Architecture
	approved
	C
	7.2.0
	SMSIP
	S2

	CP-070014
	23.205
	0172
	3
	7.3.0
	Rel-7
	IP Domain Connection Indication
	approved
	B
	7.4.0
	TEI7
	C4

	CP-070014
	23.205
	0173
	1
	7.3.0
	Rel-7
	Clarify message sequence of VGCS call
	approved
	F
	7.4.0
	TEI7
	C4

	SP-070098
	23.206
	0037
	1
	7.1.0
	Rel-7
	Alignment of text on section 6.2.2.2 per the functional description in  5.3.1.2.3
	approved
	F
	7.2.0
	VCC
	S2

	SP-070098
	23.206
	0038
	1
	7.1.0
	Rel-7
	Adding reference to stage 1 VCC specification
	approved
	F
	7.2.0
	VCC
	S2

	SP-070098
	23.206
	0041
	1
	7.1.0
	Rel-7
	Domain Transfer when a VCC UE is engaged in a call or session in which one party is held or waiting
	revised
	F
	
	VCC
	S2

	SP-070228
	23.206
	0041
	2
	7.1.0
	Rel-7
	Domain Transfer when a VCC UE is engaged in a call or session in which one party is held or waiting
	approved
	F
	7.2.0
	VCC
	S2

	SP-070098
	23.206
	0043
	2
	7.1.0
	Rel-7
	Clarification of Call Forwarding text
	approved
	F
	7.2.0
	VCC
	S2

	SP-070098
	23.206
	0046
	1
	7.1.0
	Rel-7
	A Simple Correction to the Text in Annex A
	approved
	F
	7.2.0
	VCC
	S2

	SP-070098
	23.206
	0048
	1
	7.1.0
	Rel-7
	Editorial correction regarding DTF PSI DN
	approved
	F
	7.2.0
	VCC
	S2

	SP-070098
	23.206
	0052
	3
	7.1.0
	Rel-7
	"Essential Correction to Text in ""Section 6.6 CAMEL Services"""
	approved
	F
	7.2.0
	VCC
	S2

	SP-070098
	23.206
	0053
	-
	7.1.0
	Rel-7
	Editorial Modifications required to the VCC TS
	approved
	D
	7.2.0
	VCC
	S2

	SP-070098
	23.206
	0054
	1
	7.1.0
	Rel-7
	Removal of operator policies on domain transfer clause, and editor's note
	approved
	F
	7.2.0
	VCC
	S2

	SP-070098
	23.206
	0055
	1
	7.1.0
	Rel-7
	Removal of editor's note from clause 4.1
	approved
	D
	7.2.0
	VCC
	S2

	CP-070153
	23.218
	0094
	1
	7.4.0
	Rel-7
	The IMS Communication sevice identifier can be included in the SIP response message
	approved
	F
	7.5.0
	ServID
	C1

	CP-070217
	23.218
	0095
	2
	7.4.0
	Rel-7
	IMS Communication Service ID 23.218
	noted
	B
	
	ServID
	C1

	SP-070101
	23.221
	0053
	4
	7.0.0
	Rel-7
	Clarification on Domain Selection
	approved
	C
	7.1.0
	TEI7
	S2

	SP-070095
	23.228
	0630
	2
	7.6.0
	Rel-7
	Clarification to the identification of IMS communication services
	revised
	F
	
	ServID
	S2

	SP-070245
	23.228
	0630
	3
	7.6.0
	Rel-7
	Clarification to the identification of IMS communication services
	withdrawn
	F
	
	ServID
	S2

	SP-070237
	23.228
	0630
	3
	7.6.0
	Rel-7
	Clarification to the identification of IMS communication services
	approved
	F
	7.7.0
	ServID
	S2

	SP-070089
	23.228
	0635
	3
	7.6.0
	Rel-7
	GRUU handling in the I-CSCF
	approved
	F
	7.7.0
	GRUU
	S2

	SP-070089
	23.228
	0644
	2
	7.6.0
	Rel-7
	Anonymous GRUU and alignment with draft-gruu-11 and draft-gruu-reg-event-07
	approved
	F
	7.7.0
	GRUU
	S2

	SP-070088
	23.228
	0645
	1
	7.6.0
	Rel-7
	Handling of Request URIs containing a SIP URI with user=phone, and domain that does not own the target user : I-CSCF & S-CSCF
	revised
	C
	
	FBI-PCBL
	S2

	SP-070220
	23.228
	0645
	2
	7.6.0
	Rel-7
	Handling of Request URIs containing a SIP URI with user=phone, and domain that does not own the target user: I-CSCF and S-CSCF
	approved
	C
	7.7.0
	FBI-PCBL
	S2

	SP-070101
	23.228
	0646
	1
	7.6.0
	Rel-7
	ICSI for Multimedia Telephony
	approved
	F
	7.7.0
	TEI7
	S2

	SP-070094
	23.228
	0647
	2
	7.6.0
	Rel-7
	PCC impacts on IMS
	approved
	F
	7.7.0
	PCC
	S2

	SP-070101
	23.228
	0648
	2
	7.6.0
	Rel-7
	IMS subscription for notification of loss of signalling bearer
	approved
	F
	7.7.0
	TEI7
	S2

	SP-070088
	23.228
	0650
	2
	7.6.0
	Rel-7
	The decision to send NAT Keep-alive message
	approved
	F
	7.7.0
	FBI
	S2

	SP-070088
	23.228
	0651
	1
	7.6.0
	Rel-7
	The access of local addressing plan in IMS
	approved
	F
	7.7.0
	FBI
	S2

	SP-070088
	23.228
	0652
	1
	7.6.0
	Rel-7
	Co-existence of NAT traversal methods
	approved
	F
	7.7.0
	FBI
	S2

	SP-070081
	23.228
	0658
	2
	7.6.0
	Rel-7
	Corrections to Border Control Functions for Terminating Session Flows
	approved
	A
	7.7.0
	TEI6
	S2

	SP-070097
	23.228
	0659
	2
	7.6.0
	Rel-7
	Introduction of the IP-SM-GW into the TS 23.228
	approved
	F
	7.7.0
	SMSIP
	S2

	SP-070100
	23.228
	0660
	3
	7.6.0
	Rel-7
	Introducing dynamic user allocation to the application servers
	approved
	B
	7.7.0
	TEI7
	S2

	SP-070081
	23.228
	0661
	1
	6.15.0
	Rel-6
	Corrections to Border Control Functions for Terminating Session Flows
	approved
	F
	6.16.0
	TEI6
	S2

	SP-070103
	23.228
	0663
	2
	7.6.0
	Rel-8
	IMS Enhancements to Support Number portability (NP) for Cable Networks
	approved
	B
	8.0.0
	FBI2
	S2

	SP-070103
	23.228
	0664
	2
	7.6.0
	Rel-8
	IMS Enhancements to Inter-work with Preferred Circuit Carrier Access and Dial Around for Cable networks
	approved
	B
	8.0.0
	FBI2
	S2

	SP-070101
	23.228
	0665
	2
	7.6.0
	Rel-7
	Session setup principles for Multimedia Telephony
	approved
	C
	7.7.0
	TEI7
	S2

	SP-070109
	23.228
	0667
	-
	7.6.0
	Rel-7
	Mandatory use of GRUU
	revised
	F
	
	GRUU
	S2

	SP-070214
	23.228
	0667
	1
	7.6.0
	Rel-7
	Mandatory use of GRUU
	revised
	F
	
	GRUU
	S2

	SP-070222
	23.228
	0667
	2
	7.6.0
	Rel-7
	Clarification use of GRUU
	revised
	F
	
	GRUU
	S2

	SP-070246
	23.228
	0667
	3
	7.6.0
	Rel-7
	Clarification use of GRUU
	approved
	F
	7.7.0
	GRUU
	S2

	SP-070099
	23.234
	0165
	2
	7.4.0
	Rel-7
	Update reference
	approved
	F
	7.5.0
	WLAN-PNA
	S2

	SP-070082
	23.246
	0187
	3
	7.1.1
	Rel-7
	APN selection for the Direct MBMS Multicast Activation
	approved
	F
	7.2.0
	MBMSE
	S2

	SP-070082
	23.246
	0188
	3
	7.1.1
	Rel-7
	Support both IPv6 and IPv4 in MBMS
	approved
	F
	7.2.0
	MBMSE
	S2

	SP-070082
	23.246
	0189
	2
	7.1.1
	Rel-7
	The Downstream Nodes of SGSN
	approved
	F
	7.2.0
	MBMSE
	S2

	SP-070090
	23.271
	0333
	3
	7.7.0
	Rel-7
	Support of Concurrent Location Requests
	approved
	F
	7.8.0
	LCS3
	S2

	SP-070090
	23.271
	0334
	-
	7.7.0
	Rel-7
	Correction on periodic location reporting
	approved
	F
	7.8.0
	LCS3
	S2

	SP-070083
	23.279
	0031
	1
	7.5.0
	Rel-7
	Supporting CSI capability exchange for CSI Interworking
	rejected
	B
	
	CSICS
	S2

	SP-070084
	23.279
	0032
	3
	7.5.0
	Rel-7
	Using Dynamic Service Activation Info mechanism for route control
	revised
	C
	
	CSICS
	S2

	SP-070219
	23.279
	0032
	4
	7.5.0
	Rel-7
	Using Dynamic Service Activation Info mechanism for route control
	withdrawn
	C
	
	CSICS
	S2

	SP-070221
	23.279
	0032
	4
	7.5.0
	Rel-7
	Using Dynamic Service Activation Info mechanism for route control
	approved
	F
	7.6.0
	CSICS
	S2

	CP-070018
	23.840
	0001
	1
	7.0.1
	Rel-7
	Adding InformServiceCentre and ReportSM-DeliveryStatus to the transparent mode
	approved
	F
	7.1.0
	SMS7
	C4

	CP-070143
	24.008
	1118
	1
	7.6.0
	Rel-7
	Addition of support for Network Bearer control
	approved
	B
	7.7.0
	IMSProtoc, TEI7
	C1

	CP-070155
	24.008
	1119
	2
	7.6.0
	Rel-7
	Criteria used by network to select a CKSN/KSI value
	approved
	F
	7.7.0
	TEI7
	C1

	CP-070155
	24.008
	1120
	1
	7.6.0
	Rel-7
	Authentication parameter values stored in the UE separately for the CS and the PS domain
	approved
	F
	7.7.0
	TEI7
	C1

	CP-070134
	24.008
	1121
	1
	7.6.0
	Rel-7
	Emergency indication in QoS IE
	postponed
	B
	
	EMC1
	C1

	CP-070156
	24.008
	1122
	-
	7.6.0
	Rel-7
	Downlink Dual carrier multislot class indication
	approved
	B
	7.7.0
	GDCDL
	C1

	CP-070155
	24.008
	1124
	1
	7.6.0
	Rel-7
	Corrections to Network initiated PDP context modification procedure
	approved
	F
	7.7.0
	TEI7
	C1

	CP-070155
	24.008
	1128
	2
	7.6.0
	Rel-7
	Introduction of Downlink Advanced Receiver Performance – phase II capability.
	approved
	B
	7.7.0
	TEI7
	C1

	CP-070149
	24.147
	0048
	-
	7.3.0
	Rel-7
	BFCP reference update
	approved
	F
	7.4.0
	IMSconf
	C1

	CP-070149
	24.147
	0049
	-
	7.3.0
	Rel-7
	SDP usage in association with BFCP
	approved
	B
	7.4.0
	IMSconf
	C1

	CP-070140
	24.167
	0019
	-
	7.0.0
	Rel-7
	Management Object identifier for the 3GPP IMS MO in rel-7
	approved
	F
	7.1.0
	IMSProtoc
	C1

	CP-070147
	24.206
	0001
	1
	7.0.1
	Rel-7
	VCC : handling of parallel calls
	approved
	F
	7.1.0
	VCC
	C1

	CP-070147
	24.206
	0002
	1
	7.0.1
	Rel-7
	VCC : Correlation of MSISDN and tel-URI
	approved
	F
	7.1.0
	VCC
	C1

	CP-070147
	24.206
	0003
	1
	7.0.1
	Rel-7
	VCC : Domain Selection Criteria
	approved
	F
	7.1.0
	VCC
	C1

	CP-070147
	24.206
	0007
	1
	7.0.1
	Rel-7
	Domain Transfer
	approved
	F
	7.1.0
	VCC
	C1

	CP-070147
	24.206
	0008
	1
	7.0.1
	Rel-7
	Roles for VCC
	approved
	F
	7.1.0
	VCC
	C1

	CP-070147
	24.206
	0011
	2
	7.0.1
	Rel-7
	Handling of national and short numbers
	approved
	B
	7.1.0
	VCC
	C1

	CP-070147
	24.206
	0014
	2
	7.0.1
	Rel-7
	original dialog id in request of VCC redelivery
	approved
	F
	7.1.0
	VCC
	C1

	CP-070147
	24.206
	0015
	1
	7.0.1
	Rel-7
	P-Preferred-Identity of request for domain transfer of a call from the CS to the IMS
	approved
	F
	7.1.0
	VCC
	C1

	CP-070147
	24.206
	0024
	-
	7.0.1
	Rel-7
	Removal of editor's notes relating to additional signalling
	approved
	F
	7.1.0
	VCC
	C1

	CP-070147
	24.206
	0025
	-
	7.0.1
	Rel-7
	Removal of redundant editor's notes
	approved
	F
	7.1.0
	VCC
	C1

	CP-070147
	24.206
	0026
	1
	7.0.1
	Rel-7
	Conditions for successful domain transfer
	approved
	F
	7.1.0
	VCC
	C1

	CP-070147
	24.206
	0028
	1
	7.0.1
	Rel-7
	Add an additional signalling flow to Annex A for origination from CS domain from a user that is not registered within the IMS CN subsystem
	approved
	B
	7.1.0
	VCC
	C1

	CP-070147
	24.206
	0029
	3
	7.0.1
	Rel-7
	Annex A editorial changes
	approved
	F
	7.1.0
	VCC
	C1

	CP-070147
	24.206
	0030
	-
	7.0.1
	Rel-7
	Annex B editorial changes
	approved
	F
	7.1.0
	VCC
	C1

	CP-070147
	24.206
	0032
	-
	7.0.1
	Rel-7
	Modification of VCC scope section
	approved
	D
	7.1.0
	VCC
	C1

	CP-070147
	24.206
	0033
	1
	7.0.1
	Rel-7
	Define VCC application term
	approved
	F
	7.1.0
	VCC
	C1

	CP-070147
	24.206
	0034
	1
	7.0.1
	Rel-7
	Removal term VoIP
	approved
	F
	7.1.0
	VCC
	C1

	CP-070147
	24.206
	0035
	2
	7.0.1
	Rel-7
	Alignment of call delivery requirements with stage 1
	approved
	F
	7.1.0
	VCC
	C1

	CP-070147
	24.206
	0037
	1
	7.0.1
	Rel-7
	7.4.3 Call origination in the CS domain  towards the gsmSCF - IMRN allocation
	approved
	F
	7.1.0
	VCC
	C1

	CP-070147
	24.206
	0038
	1
	7.0.1
	Rel-7
	7.4.4 Call origination in the CS domain  towards IM CN subsystem IMRN deallocation
	approved
	F
	7.1.0
	VCC
	C1

	CP-070147
	24.206
	0039
	1
	7.0.1
	Rel-7
	8.4.3 Call termination in the CS domain  towards the gsmSCF - IMRN allocation n
	approved
	F
	7.1.0
	VCC
	C1

	CP-070147
	24.206
	0040
	2
	7.0.1
	Rel-7
	10.2 VCC UE behavior when engaged in CONF or MPTY call
	approved
	F
	7.1.0
	VCC
	C1

	CP-070147
	24.206
	0041
	1
	7.0.1
	Rel-7
	10.4.2 Domain transfer procedures towards the gsmSCF - IMRN allocation
	approved
	F
	7.1.0
	VCC
	C1

	CP-070147
	24.206
	0042
	1
	7.0.1
	Rel-7
	10.4.3 Domain transfer in the IM CN subsystem - deallocation of IMRN
	approved
	F
	7.1.0
	VCC
	C1

	CP-070147
	24.206
	0044
	1
	7.0.1
	Rel-7
	A.5.4 Signalling flows for termination directed to IM CN subsystem
	approved
	F
	7.1.0
	VCC
	C1

	CP-070140
	24.229
	1555
	1
	7.6.0
	Rel-7
	Removal of Editor's notes for message bodies
	approved
	F
	7.7.0
	IMSProtoc
	C1

	CP-070140
	24.229
	1556
	1
	7.6.0
	Rel-7
	Handling of special characters in the local service number
	approved
	F
	7.7.0
	IMSProtoc
	C1

	CP-070140
	24.229
	1557
	-
	7.6.0
	Rel-7
	Removal of normative statements in NOTEs
	approved
	F
	7.7.0
	IMSProtoc
	C1

	CP-070140
	24.229
	1558
	1
	7.6.0
	Rel-7
	Removal of notes for screening functionality
	approved
	F
	7.7.0
	IMSProtoc
	C1

	CP-070140
	24.229
	1559
	-
	7.6.0
	Rel-7
	Completion of SIP timers functionality
	approved
	F
	7.7.0
	IMSProtoc
	C1

	CP-070140
	24.229
	1560
	1
	7.6.0
	Rel-7
	Removal of notes for SIGCOMP functionality
	approved
	F
	7.7.0
	IMSProtoc
	C1

	CP-070148
	24.229
	1564
	1
	7.6.0
	Rel-7
	Network Initiated / Modified Media PDP Contexts
	approved
	B
	7.7.0
	PCC
	C1

	CP-070130
	24.229
	1565
	-
	6.13.0
	Rel-6
	Session Establishment Interworking with Rel-5 UEs
	approved
	F
	6.14.0
	IMS2
	C1

	CP-070130
	24.229
	1566
	-
	7.6.0
	Rel-7
	Session Establishment Interworking with Rel-5 UEs
	approved
	A
	7.7.0
	IMS2
	C1

	CP-070134
	24.229
	1567
	3
	7.6.0
	Rel-7
	Home Network Indication for Emergency Calls
	approved
	C
	7.7.0
	EMC1
	C1

	CP-070132
	24.229
	1568
	1
	7.6.0
	Rel-7
	Connecting to an Emergency APN
	approved
	B
	7.7.0
	EMC1
	C1

	CP-070132
	24.229
	1569
	1
	7.6.0
	Rel-7
	Handling of parallel emergency registration
	approved
	B
	7.7.0
	EMC1
	C1

	CP-070132
	24.229
	1574
	1
	7.6.0
	Rel-7
	Deletion of editors note in subclause 5.1.6.2
	approved
	F
	7.7.0
	EMC1
	C1

	CP-070132
	24.229
	1575
	-
	7.6.0
	Rel-7
	Deletion of editors note in subclause 5.1.6.5
	approved
	F
	7.7.0
	EMC1
	C1

	CP-070134
	24.229
	1576
	2
	7.6.0
	Rel-7
	Deletion of editors notes in subclauses 5.1.6.8.2, 5.1.6.8.3, 5.1.6.8.4
	revised
	F
	
	EMC1
	C1

	CP-070242
	24.229
	1576
	3
	7.6.0
	Rel-7
	Deletion of editors notes in subclauses 5.1.6.8.2, 5.1.6.8.3, 5.1.6.8.4
	approved
	F
	7.7.0
	EMC1
	C1

	CP-070164
	24.229
	1579
	3
	7.6.0
	Rel-7
	Clarification of the handling of ICSI
	revised
	B
	
	ServID
	C1

	CP-070204
	24.229
	1579
	4
	7.6.0
	Rel-7
	Clarification of the handling of ICSI
	noted
	B
	
	ServID
	C1

	CP-070148
	24.229
	1580
	2
	7.6.0
	Rel-7
	PCC introduction to TS 24.229
	revised
	B
	
	PCC
	C1

	CP-070254
	24.229
	1580
	3
	7.6.0
	Rel-7
	PCC introduction to TS 24.229
	approved
	B
	7.7.0
	PCC
	C1

	CP-070132
	24.229
	1581
	1
	7.6.0
	Rel-7
	Deletion of Editor' s notes in 5.2.10
	approved
	F
	7.7.0
	EMC1 
	C1

	CP-070134
	24.229
	1582
	2
	7.6.0
	Rel-7
	Deletion of editors notes in 5.11 and 5.4.8
	approved
	F
	7.7.0
	EMC1 
	C1

	CP-070132
	24.229
	1586
	1
	7.6.0
	Rel-7
	Tidyup UE clause
	approved
	C
	7.7.0
	EMC1
	C1

	CP-070140
	24.229
	1587
	1
	7.6.0
	Rel-7
	Terminating case in S-CSCF
	approved
	F
	7.7.0
	IMSProtoc
	C1

	CP-070140
	24.229
	1588
	1
	7.6.0
	Rel-7
	P-User-Database
	approved
	C
	7.7.0
	IMSProtoc
	C1

	CP-070132
	24.229
	1589
	-
	7.6.0
	Rel-7
	Correction of CR#1484r1 implementation error (subclause 5.1.6.8.3)
	approved
	F
	7.7.0
	EMC1
	C1

	CP-070132
	24.229
	1593
	1
	7.6.0
	Rel-7
	Limitation on Emergency Registration
	approved
	F
	7.7.0
	EMC1
	C1

	CP-070138
	24.229
	1594
	-
	7.6.0
	Rel-7
	Deletion of EN's in Annex G
	approved
	F
	7.7.0
	FBI
	C1

	CP-070138
	24.229
	1595
	1
	7.6.0
	Rel-7
	Deletion of EN's in clause 5.10
	approved
	F
	7.7.0
	FBI
	C1

	CP-070151
	24.229
	1597
	1
	7.6.0
	Rel-7
	Instance ID
	approved
	F
	7.7.0
	GRUU
	C1

	CP-070140
	24.229
	1598
	1
	7.6.0
	Rel-7
	Forked MESSAGE request
	approved
	F
	7.7.0
	IMSProtoc
	C1

	CP-070140
	24.229
	1600
	2
	7.6.0
	Rel-7
	Dual IP addresses
	approved
	F
	7.7.0
	IMSProtoc
	C1

	CP-070140
	24.229
	1601
	-
	7.6.0
	Rel-7
	Tel URI translation
	approved
	F
	7.7.0
	IMSProtoc
	C1

	CP-070140
	24.229
	1604
	1
	7.6.0
	Rel-7
	Forwarding P-Charging-Vector outside the home network
	approved
	F
	7.7.0
	IMSProtoc
	C1

	CP-070132
	24.229
	1605
	1
	7.6.0
	Rel-7
	Emergency PUID
	approved
	F
	7.7.0
	EMC1
	C1

	CP-070134
	24.229
	1607
	2
	7.6.0
	Rel-7
	Emergency call at P-CSCF
	approved
	F
	7.7.0
	EMC1
	C1

	CP-070132
	24.229
	1609
	-
	7.6.0
	Rel-7
	Establishing an emergency session
	approved
	F
	7.7.0
	EMC1
	C1

	CP-070132
	24.229
	1610
	-
	7.6.0
	Rel-7
	Emergency session-no registration
	approved
	F
	7.7.0
	EMC1
	C1

	CP-070134
	24.229
	1612
	2
	7.6.0
	Rel-7
	Emergency treatment at P-CSCF
	approved
	F
	7.7.0
	EMC1
	C1

	CP-070139
	24.229
	1613
	2
	7.6.0
	Rel-7
	Annex K NAT Traversal Procedural and References Updates
	approved
	F
	7.7.0
	FBI-PCBL
	C1

	CP-070139
	24.229
	1614
	1
	7.6.0
	Rel-7
	Annex A updates for Annex K NAT Traversal Procedurals
	approved
	F
	7.7.0
	FBI-PCBL
	C1

	CP-070151
	24.229
	1615
	1
	7.6.0
	Rel-7
	Signaling Public User Identity to AS when request URI is Temp-GRUU
	approved
	C
	7.7.0
	GRUU
	C1

	CP-070139
	24.229
	1617
	1
	7.6.0
	Rel-7
	"Routing of SIP URI ""user=phone"" when domain doesn't own target user"
	approved
	C
	7.7.0
	FBI-PCBL
	C1

	CP-070130
	24.229
	1618
	-
	6.13.0
	Rel-6
	Clarifications on resource reservation
	approved
	F
	6.14.0
	IMS2
	C1

	CP-070130
	24.229
	1619
	-
	7.6.0
	Rel-7
	Clarifications on resource reservation
	approved
	A
	7.7.0
	IMS2
	C1

	CP-070130
	24.229
	1620
	1
	6.13.0
	Rel-6
	Routeing B2BUA  handling of Replaces header
	revised
	F
	
	IMS2
	C1

	CP-070232
	24.229
	1620
	2
	6.13.0
	Rel-6
	Routeing B2BUA  handling of Replaces header
	approved
	F
	6.14.0
	IMS2
	C1

	CP-070130
	24.229
	1621
	1
	7.6.0
	Rel-7
	Routeing B2BUA  handling of Replaces header
	approved
	A
	7.7.0
	IMS2
	C1

	CP-070135
	24.229
	1623
	2
	7.6.0
	Rel-7
	Further alignment with phonebcp draft
	revised
	C
	
	EMC1
	C1

	CP-070175
	24.229
	1623
	3
	7.6.0
	Rel-7
	Further alignment with phonebcp draft
	revised
	C
	
	EMC1
	C1

	CP-070238
	24.229
	1623
	4
	7.6.0
	Rel-7
	Further alignment with phonebcp draft
	revised
	C
	
	EMC1
	C1

	CP-070271
	24.229
	1623
	5
	7.6.0
	Rel-7
	Further alignment with phonebcp draft
	approved
	C
	7.7.0
	EMC1
	C1

	CP-070133
	24.229
	1624
	-
	7.6.0
	Rel-7
	Emergency number detection correction
	postponed
	F
	
	EMC1
	C1

	CP-070134
	24.229
	1626
	1
	7.6.0
	Rel-7
	Handling of re-registration when user redial emergency number
	approved
	F
	7.7.0
	EMC1
	C1

	CP-070141
	24.229
	1630
	2
	7.6.0
	Rel-7
	Corrections for the handling of target refresh requests at the S-CSCF
	revised
	F
	
	IMSProtoc
	C1

	CP-070255
	24.229
	1630
	3
	7.6.0
	Rel-7
	Corrections for the handling of target refresh requests at the S-CSCF
	approved
	F
	7.7.0
	IMSProtoc
	C1

	CP-070134
	24.229
	1631
	2
	7.6.0
	Rel-7
	Correction to emergency call procedure with non-emergency registration for P-Asserted-Identity header
	approved
	F
	7.7.0
	EMC1
	C1

	CP-070134
	24.229
	1632
	1
	7.6.0
	Rel-7
	Backward compatibility for using 380 response
	approved
	F
	7.7.0
	EMC1
	C1

	CP-070137
	24.229
	1634
	1
	7.6.0
	Rel-7
	Profile definition for CSI application server
	approved
	B
	7.7.0
	CSItermS
	C1

	CP-070134
	24.229
	1635
	1
	7.6.0
	Rel-7
	Remove the term ESRP
	approved
	F
	7.7.0
	EMC1
	C1

	CP-070130
	24.229
	1637
	-
	6.13.0
	Rel-6
	Inclusion of draft-ietf-sip-uri-list-message in SIP profile
	approved
	F
	6.14.0
	IMS2
	C1

	CP-070130
	24.229
	1638
	-
	7.6.0
	Rel-7
	Inclusion of draft-ietf-sip-uri-list-message in SIP profile
	approved
	A
	7.7.0
	IMS2
	C1

	CP-070132
	24.229
	1639
	-
	7.6.0
	Rel-7
	Identification of emergency calls
	approved
	F
	7.7.0
	EMC1
	C1

	CP-070136
	24.229
	1640
	2
	7.6.0
	Rel-7
	Location conveyance revision
	revised
	F
	
	EMC1
	C1

	CP-070214
	24.229
	1640
	3
	7.6.0
	Rel-7
	Location conveyance revisions
	approved
	F
	7.7.0
	EMC1
	C1

	CP-070132
	24.229
	1641
	-
	7.6.0
	Rel-7
	Correction of service-urn
	approved
	F
	7.7.0
	EMC1
	C1

	CP-070142
	24.229
	1642
	-
	7.6.0
	Rel-7
	SIP extensions covering URI-lists
	approved
	B
	7.7.0
	IMSProtoc, IMSconf
	C1

	CP-070149
	24.229
	1643
	-
	7.6.0
	Rel-7
	SDP usage in association with BFCP (additions to SDP profile)
	approved
	B
	7.7.0
	IMSconf
	C1

	CP-070218
	24.229
	1645
	2
	7.6.0
	Rel-7
	IMS Communication Service ID 24.229
	noted
	B
	
	ServID
	C1

	CP-070140
	24.229
	1646
	1
	7.6.0
	Rel-7
	Align definition of Alias URI with the description in 23.228
	approved
	F
	7.7.0
	IMSProtoc
	C1

	CP-070151
	24.229
	1648
	2
	7.6.0
	Rel-7
	S-CSCF inserts P-Called-Party-ID before forwarding request towards served user
	approved
	F
	7.7.0
	GRUU
	C1

	CP-070140
	24.229
	1652
	-
	7.6.0
	Rel-7
	Correction for local numbers
	approved
	F
	7.7.0
	IMSProtoc
	C1

	CP-070134
	24.229
	1653
	3
	7.6.0
	Rel-7
	Location for emergency
	approved
	F
	7.7.0
	EMC1
	C1

	CP-070132
	24.229
	1654
	1
	7.6.0
	Rel-7
	Double reference removal
	approved
	D
	7.7.0
	EMC1
	C1

	CP-070140
	24.229
	1655
	2
	7.6.0
	Rel-7
	Forwarding a request by transit functions in the S-CSCF
	approved
	C
	7.7.0
	IMSProtoc
	C1

	CP-070140
	24.229
	1658
	2
	7.6.0
	Rel-7
	Profile for IBCF
	revised
	F
	
	IMSProtoc
	C1

	CP-070237
	24.229
	1658
	3
	7.6.0
	Rel-7
	Profile for IBCF
	revised
	F
	
	IMSProtoc
	C1

	CP-070252
	24.229
	1658
	4
	7.6.0
	Rel-7
	Profile for IBCF
	approved
	F
	7.7.0
	IMSProtoc
	C1

	CP-070138
	24.229
	1660
	1
	7.6.0
	Rel-7
	Format of dsl-location
	approved
	F
	7.7.0
	FBI
	C1

	CP-070146
	24.234
	0042
	-
	7.4.0
	Rel-7
	References update
	approved
	F
	7.5.0
	WLANPNA
	C1

	CP-070134
	24.234
	0043
	1
	7.4.0
	Rel-7
	Correction of UE behavior on emergency call related tunnel management procedure
	approved
	F
	7.5.0
	EMC1
	C1

	CP-070134
	24.234
	0044
	1
	7.4.0
	Rel-7
	Clean up of Emergency network selection
	approved
	F
	7.5.0
	EMC1
	C1

	CP-070130
	24.247
	0025
	-
	6.7.0
	Rel-6
	IETF reference corrections
	approved
	F
	6.8.0
	IMS2
	C1

	CP-070130
	24.247
	0026
	-
	7.0.0
	Rel-7
	IETF reference corrections
	approved
	A
	7.1.0
	IMS2
	C1

	CP-070137
	24.279
	0028
	2
	7.3.0
	Rel-7
	The CSI AS uses the capabilities of the CUA to perform termination logic
	approved
	F
	7.4.0
	CSItermS
	C1

	CP-070137
	24.279
	0032
	3
	7.3.0
	Rel-7
	"Signalling flow for different ""c="" in SDP Offer/Answer"
	approved
	B
	7.4.0
	CSItermS
	C1

	CP-070137
	24.279
	0033
	2
	7.3.0
	Rel-7
	Restructuring of description for CSI AS
	revised
	D
	
	CSItermS
	C1

	CP-070137
	24.279
	0034
	2
	7.3.0
	Rel-7
	Procedures of CSI AS
	revised
	B
	
	CSItermS
	C1

	CP-070243
	24.279
	0034
	3
	7.3.0
	Rel-7
	Procedures of CSI AS
	approved
	B
	7.4.0
	CSItermS
	C1

	CP-070137
	24.279
	0035
	1
	7.3.0
	Rel-7
	SIP URI-Tel URI mapping information in CSI AS
	approved
	F
	7.4.0
	CSItermS
	C1

	CP-070137
	24.279
	0036
	2
	7.3.0
	Rel-7
	Corrections to CSI termination
	approved
	F
	7.4.0
	CSItermS
	C1

	CP-070150
	24.305
	0001
	1
	7.0.0
	Rel-7
	Cleanups and corrections
	approved
	F
	7.1.0
	SDoUE
	C1

	CP-070150
	24.305
	0002
	1
	7.0.0
	Rel-7
	Behaviour of the UE when SupplementaryServices disable
	approved
	F
	7.1.0
	SDoUE
	C1

	CP-070150
	24.305
	0003
	-
	7.0.0
	Rel-7
	Manegement Object (MO) identifier for SDoUE
	approved
	F
	7.1.0
	SDoUE
	C1

	CP-070150
	24.305
	0004
	-
	7.0.0
	Rel-7
	Access to the SDoUE MO when in VPLMN
	approved
	F
	7.1.0
	SDoUE
	C1

	CP-070150
	24.305
	0005
	1
	7.0.0
	Rel-7
	Behaviour of the UE when EmergencyCalls disable
	approved
	F
	7.1.0
	SDoUE
	C1

	CP-070140
	24.930
	0001
	-
	7.0.0
	Rel-7
	Removal of SDP in 200 (OK) INVITE  
	approved
	F
	7.1.0
	IMSProtoc
	C1

	RP-070084
	25.101
	0506
	-
	7.6.0
	Rel-7
	"Introduction of continuous packet connectivity (CPC) to ""Out-of-syncronization handling of output power"""
	approved
	B
	7.7.0
	RANimp-CPC
	R4

	RP-070082
	25.102
	0201
	-
	7.5.0
	Rel-7
	Performance requirements for 7.68 Mcps E-DCH associated downlink signalling channels: E-AGCH and E-HICH
	approved
	B
	7.6.0
	TEI7
	R4

	RP-070085
	25.102
	0202
	-
	7.5.0
	Rel-7
	Performance requirements for MTCH using 16QAM in an extended delay spread environment
	postponed
	B
	
	MBMSE-RANPhysTDD
	R4

	RP-070082
	25.102
	0203
	-
	7.5.0
	Rel-7
	Corrections & clarifications on 7.68 Mcps TDD MTCH demodulation test case.
	approved
	F
	7.6.0
	TEI7
	R4

	RP-070081
	25.102
	0206
	-
	4.8.0
	Rel-4
	Modificaiton to SEM for 1.28Mcps TDD
	approved
	F
	4.9.0
	TEI4
	R4

	RP-070081
	25.102
	0207
	-
	5.9.0
	Rel-5
	Modificaiton to SEM for 1.28Mcps TDD
	approved
	A
	5.10.0
	TEI4
	R4

	RP-070081
	25.102
	0208
	-
	6.6.0
	Rel-6
	Modificaiton to SEM for 1.28Mcps TDD
	approved
	A
	6.7.0
	TEI4
	R4

	RP-070081
	25.102
	0209
	-
	7.5.0
	Rel-7
	Modificaiton to SEM for 1.28Mcps TDD
	approved
	A
	7.6.0
	TEI4
	R4

	RP-070085
	25.102
	0211
	-
	7.5.0
	Rel-7
	Performance requirement for MCCH in an extended delay spread environment
	postponed
	B
	
	MBMSE-RANPhysTDD
	R4

	RP-070080
	25.104
	0284
	-
	3.13.0
	R99
	Category B spurious emission limits for UTRA BS
	approved
	F
	3.14.0
	TEI
	R4

	RP-070080
	25.104
	0285
	-
	4.8.0
	Rel-4
	Category B spurious emission limits for UTRA BS
	approved
	A
	4.9.0
	TEI
	R4

	RP-070080
	25.104
	0286
	-
	5.12.0
	Rel-5
	Category B spurious emission limits for UTRA BS
	approved
	A
	5.13.0
	TEI
	R4

	RP-070080
	25.104
	0287
	-
	6.14.0
	Rel-6
	Category B spurious emission limits for UTRA BS
	approved
	A
	6.15.0
	TEI
	R4

	RP-070080
	25.104
	0288
	-
	7.5.0
	Rel-7
	Category B spurious emission limits for UTRA BS
	approved
	A
	7.6.0
	TEI
	R4

	RP-070082
	25.105
	0200
	-
	7.4.0
	Rel-7
	Tx and Rx Spurious Emission from 7.68 Mcps TDD BS into FDD band in Japan
	approved
	F
	7.5.0
	TEI7
	R4

	RP-070082
	25.105
	0201
	-
	7.4.0
	Rel-7
	Clarification on the deployment of UTRA TDD in Japan
	approved
	F
	7.5.0
	TEI7
	R4

	RP-070081
	25.105
	0204
	-
	6.3.0
	Rel-6
	Introdution of HS-SICH detection performance for 1.28Mcps TDD
	approved
	F
	6.4.0
	TEI6
	R4

	RP-070081
	25.105
	0205
	-
	7.4.0
	Rel-7
	Introdution of HS-SICH detection performance for 1.28Mcps TDD
	approved
	A
	7.5.0
	TEI6
	R4

	RP-070082
	25.113
	0037
	-
	7.5.0
	Rel-7
	EMC updates from new IEC standards
	approved
	F
	7.6.0
	TEI
	R4

	RP-070081
	25.123
	0379
	-
	6.9.0
	Rel-6
	Correction to UE measurement reporting requirements in Annex 8
	approved
	F
	6.10.0
	TEI6
	R4

	RP-070081
	25.123
	0380
	-
	7.3.0
	Rel-7
	Correction to UE measurement reporting requirements in Annex 8
	approved
	A
	7.4.0
	TEI6
	R4

	RP-070081
	25.133
	0897
	-
	6.16.0
	Rel-6
	Correction to Cell re-selection during an MBMS session
	approved
	F
	6.17.0
	TEI6
	R4

	RP-070081
	25.133
	0898
	-
	7.6.0
	Rel-7
	Correction to Cell re-selection during an MBMS session
	approved
	A
	7.7.0
	TEI6
	R4

	RP-070084
	25.133
	0899
	-
	7.6.0
	Rel-7
	Introduction of continuous packet connectivity (CPC) to  ETFC restriction, UE transmitted power and UE transmission power headroom measurement requirements
	approved
	B
	7.7.0
	RANimp-CPC
	R4

	RP-070083
	25.141
	0442
	-
	7.6.0
	Rel-7
	Corrections to spectrum emission requirements for band X.
	approved
	F
	7.7.0
	RInImp-UMTS1721Ext
	R4

	RP-070080
	25.141
	0443
	-
	3.14.0
	R99
	Category B spurious emission limits for UTRA BS
	approved
	F
	3.15.0
	TEI
	R4

	RP-070080
	25.141
	0444
	-
	4.9.0
	Rel-4
	Category B spurious emission limits for UTRA BS
	approved
	A
	4.10.0
	TEI
	R4

	RP-070080
	25.141
	0445
	-
	5.12.0
	Rel-5
	Category B spurious emission limits for UTRA BS
	approved
	A
	5.13.0
	TEI
	R4

	RP-070080
	25.141
	0446
	-
	6.15.0
	Rel-6
	Category B spurious emission limits for UTRA BS
	approved
	A
	6.16.0
	TEI
	R4

	RP-070080
	25.141
	0447
	-
	7.6.0
	Rel-7
	Category B spurious emission limits for UTRA BS
	approved
	A
	7.7.0
	TEI
	R4

	RP-070082
	25.142
	0216
	-
	7.4.0
	Rel-7
	Tx and Rx Spurious Emission from 7.68 Mcps TDD BS into FDD band in Japan
	approved
	F
	7.5.0
	TEI7
	R4

	RP-070082
	25.142
	0217
	-
	7.4.0
	Rel-7
	Clarification on the deployment of UTRA TDD in Japan
	approved
	F
	7.5.0
	TEI7
	R4

	RP-070081
	25.142
	0218
	-
	6.5.0
	Rel-6
	HS-SICH detection performance test specification for 1.28Mcps TDD
	approved
	F
	6.6.0
	TEI6
	R4

	RP-070081
	25.142
	0219
	-
	7.4.0
	Rel-7
	HS-SICH detection performance test specification for 1.28Mcps TDD
	approved
	A
	7.5.0
	TEI6
	R4

	RP-070116
	25.201
	0026
	2
	7.1.0
	Rel-7
	Introduction of 64QAM for HSDPA
	approved
	B
	7.2.0
	RANimp-64QamDownlink
	R1

	RP-070117
	25.201
	0027
	1
	7.1.0
	Rel-7
	Introduction of 16QAM for HSUPA
	postponed
	B
	
	RANimp-16QamUplink
	R1

	RP-070118
	25.201
	0028
	-
	7.1.0
	Rel-7
	Introduction of E-DCH for 1.28Mcps TDD
	approved
	B
	7.2.0
	LCRTDD-EDCH-Phys
	R1

	RP-070115
	25.201
	0031
	-
	7.1.0
	Rel-7
	Introduction of CPC features
	approved
	B
	7.2.0
	RANimp-CPC
	R1

	RP-070114
	25.201
	0032
	-
	7.1.0
	Rel-7
	Introduction of MIMO
	approved
	B
	7.2.0
	MIMO-Phys
	R1

	RP-070115
	25.211
	0230
	2
	7.0.0
	Rel-7
	Support of CPC feature
	approved
	B
	7.1.0
	RANimp-CPC
	R1

	RP-070115
	25.211
	0231
	-
	7.0.0
	Rel-7
	Support of CPC feature: addition of subframe numbering
	approved
	B
	7.1.0
	RANimp-CPC
	R1

	RP-070121
	25.211
	0232
	2
	7.0.0
	Rel-7
	Enhanced F-DPCH
	withdrawn
	C
	
	TEI7
	R1

	RP-070218
	25.211
	0232
	2
	7.0.0
	Rel-7
	Enhanced F-DPCH
	postponed
	C
	
	TEI7
	R1

	RP-070116
	25.211
	0234
	2
	7.0.0
	Rel-7
	Introduction of 64QAM for HSDPA
	approved
	B
	7.1.0
	RANimp-64QamDownlink
	R1

	RP-070117
	25.211
	0235
	1
	7.0.0
	Rel-7
	Introduction of 16QAM for HSUPA
	postponed
	B
	
	RANimp-16QamUplink
	R1

	RP-070122
	25.211
	0236
	1
	7.0.0
	Rel-7
	Introduction of Enhanced CELL_FACH State in FDD
	withdrawn
	B
	
	RANimp-EnhState
	R1

	RP-070114
	25.211
	0238
	-
	7.0.0
	Rel-7
	Transmit diversity operation in MIMO mode
	approved
	B
	7.1.0
	MIMO-Phys
	R1

	RP-070115
	25.212
	0238
	5
	7.3.0
	Rel-7
	Support of CPC feature
	approved
	B
	7.4.0
	RANimp-CPC
	R1

	RP-070114
	25.212
	0241
	4
	7.3.0
	Rel-7
	Coding of HS-SCCH to support FDD MIMO
	approved
	B
	7.4.0
	MIMO-Phys
	R1

	RP-070114
	25.212
	0242
	7
	7.3.0
	Rel-7
	Coding of HS-DPCCH to support operation of FDD MIMO
	approved
	B
	7.4.0
	MIMO-Phys
	R1

	RP-070116
	25.212
	0245
	4
	7.3.0
	Rel-7
	Introduction of 64QAM for HSDPA
	approved
	B
	7.4.0
	RANimp-64QamDownlink
	R1

	RP-070117
	25.212
	0246
	3
	7.3.0
	Rel-7
	Introduction of 16QAM for HSUPA
	postponed
	B
	
	RANimp-16QamUplink
	R1

	RP-070116
	25.213
	0085
	2
	7.0.0
	Rel-7
	Introduction of 64QAM for HSDPA
	approved
	B
	7.1.0
	RANimp-64QamDownlink
	R1

	RP-070117
	25.213
	0086
	3
	7.0.0
	Rel-7
	Introduction of 16QAM for HSUPA
	postponed
	B
	
	RANimp-16QamUplink
	R1

	RP-070115
	25.214
	0421
	13
	7.3.0
	Rel-7
	Support of CPC feature
	approved
	B
	7.4.0
	RANimp-CPC
	R1

	RP-070114
	25.214
	0430
	10
	7.3.0
	Rel-7
	Definition of MIMO operation on HS-PDSCH, preferred precoding and CQI reporting procedures, modified CQI tables
	approved
	B
	7.4.0
	MIMO-Phys
	R1

	RP-070121
	25.214
	0433
	3
	7.3.0
	Rel-7
	Enhanced F-DPCH
	withdrawn
	C
	
	TEI7
	R1

	RP-070218
	25.214
	0433
	4
	7.3.0
	Rel-7
	Enhanced F-DPCH
	postponed
	C
	
	TEI7
	R1

	RP-070116
	25.214
	0434
	2
	7.3.0
	Rel-7
	Introduction of 64QAM for HSDPA
	approved
	B
	7.4.0
	RANimp-64QamDownlink
	R1

	RP-070117
	25.214
	0435
	3
	7.3.0
	Rel-7
	Introduction of 16QAM for HSUPA
	postponed
	B
	
	RANimp-16QamUplink
	R1

	RP-070119
	25.215
	0172
	1
	7.1.0
	Rel-7
	Clarification of UE measurement definitions for RX diversity
	revised
	F
	
	RInImp-RxDiv
	R1

	RP-070213
	25.215
	0172
	3
	7.1.0
	Rel-7
	Clarification of UE measurement definitions for RX diversity
	postponed
	A
	
	RInImp-RxDiv
	R1

	RP-070118
	25.221
	0139
	2
	7.1.0
	Rel-7
	Introduction of E-DCH for 1.28Mcps TDD
	approved
	B
	7.2.0
	LCRTDD-EDCH-Phys
	R1

	RP-070118
	25.222
	0131
	2
	7.1.0
	Rel-7
	Introduction of E-DCH for 1.28Mcps TDD
	approved
	B
	7.2.0
	LCRTDD-EDCH-Phys
	R1

	RP-070118
	25.223
	0042
	1
	7.2.0
	Rel-7
	Introduction of E-DCH for 1.28Mcps TDD
	approved
	B
	7.3.0
	LCRTDD-EDCH-Phys
	R1

	RP-070113
	25.224
	0154
	1
	6.6.1
	Rel-6
	Modification on the power control function of HS-SICH and HS-SCCH for LCR TDD
	approved
	F
	6.7.0
	HSDPA-Phys
	R1

	RP-070113
	25.224
	0155
	1
	7.1.0
	Rel-7
	Modification on the power control function of HS-SICH and HS-SCCH for LCR TDD
	approved
	A
	7.2.0
	HSDPA-Phys
	R1

	RP-070113
	25.224
	0157
	2
	6.6.1
	Rel-6
	Clarification of Closed Loop Uplink HS-SICH Power Control for 1.28Mcps TDD
	approved
	F
	6.7.0
	HSDPA-Phys
	R1

	RP-070113
	25.224
	0158
	2
	7.1.0
	Rel-7
	Clarification of Closed Loop Uplink HS-SICH Power Control for 1.28Mcps TDD
	approved
	A
	7.2.0
	HSDPA-Phys
	R1

	RP-070118
	25.224
	0159
	2
	7.1.0
	Rel-7
	Introduction of E-DCH for 1.28Mcps TDD
	approved
	B
	7.2.0
	LCRTDD-EDCH-Phys
	R1

	RP-070113
	25.225
	0084
	1
	6.2.0
	Rel-6
	Modification on the HS-SICH reception quality of HS-SICH for LCR TDD
	approved
	F
	6.3.0
	HSDPA-Phys
	R1

	RP-070113
	25.225
	0085
	1
	7.2.0
	Rel-7
	Modification on the HS-SICH reception quality of HS-SICH for LCR TDD
	approved
	A
	7.3.0
	HSDPA-Phys
	R1

	RP-070118
	25.225
	0086
	-
	7.2.0
	Rel-7
	Introduction of E-DCH for 1.28Mcps TDD
	approved
	B
	7.3.0
	LCRTDD-EDCH-Phys
	R1

	RP-070120
	25.225
	0087
	-
	7.2.0
	Rel-7
	Physical layer specification of UE power headroom measurement
	approved
	F
	7.3.0
	EDCHTDD-Phys, RANimp-VHCRTDD-EDCH
	R1

	RP-070164
	25.301
	0083
	-
	7.0.0
	Rel-7
	L2 enhancements: Stage 2
	approved
	B
	7.1.0
	RANimp-L2DataRates
	R2

	RP-070157
	25.302
	0177
	-
	7.2.0
	Rel-7
	Introduction of 1.28 Mcps TDD E-DCH
	approved
	B
	7.3.0
	LCRTDD-EDCH-L23
	R2

	RP-070165
	25.302
	0178
	-
	7.2.0
	Rel-7
	Alignment of 25.302 with 25.321 and 25.331 to enable HS-DSCH operation without an associated DL DPCH for all TDD modes
	approved
	F
	7.3.0
	RANimp-RABSE-CodOptLCRTDD
	R2

	RP-070151
	25.306
	0146
	-
	6.9.0
	Rel-6
	TTI values for MCCH RB configuration
	approved
	F
	6.10.0
	MBMS-RAN
	R2

	RP-070151
	25.306
	0147
	-
	7.2.0
	Rel-7
	TTI values for MCCH RB configuration
	approved
	A
	7.3.0
	MBMS-RAN
	R2

	RP-070150
	25.306
	0148
	-
	5.13.0
	Rel-5
	Correction of the HS-DSCH physical layger categories of 1.28Mcps TDD
	approved
	F
	5.14.0
	HSDPA-L23
	R2

	RP-070150
	25.306
	0149
	-
	6.9.0
	Rel-6
	Correction of the HS-DSCH physical layger categories of 1.28Mcps TDD
	approved
	A
	6.10.0
	HSDPA-L23
	R2

	RP-070150
	25.306
	0150
	-
	7.2.0
	Rel-7
	Correction of the HS-DSCH physical layger categories of 1.28Mcps TDD
	approved
	A
	7.3.0
	HSDPA-L23
	R2

	RP-070162
	25.306
	0151
	1
	7.2.0
	Rel-7
	Introduction of 16QAM in 25.306
	postponed
	B
	
	RANimp-16QamUplink
	R2

	RP-070157
	25.306
	0152
	-
	7.2.0
	Rel-7
	Introduction of 1.28Mcps TDD E-DCH
	approved
	B
	7.3.0
	LCRTDD-EDCH-L23
	R2

	RP-070161
	25.306
	0153
	2
	7.2.0
	Rel-7
	Introducing MIMO in UE Capability specification
	approved
	B
	7.3.0
	MIMO-L23
	R2

	RP-070163
	25.306
	0155
	-
	7.2.0
	Rel-7
	Introduction of 64QAM downlink in 25.306
	approved
	B
	7.3.0
	RANimp-64QamDownlink
	R2

	RP-070148
	25.307
	0058
	-
	3.8.0
	R99
	Signalling requirements for Band VI
	approved
	F
	3.9.0
	RInImp-UMTS800
	R2

	RP-070148
	25.307
	0059
	-
	4.8.0
	Rel-4
	Signalling requirements for Band VI
	approved
	A
	4.9.0
	RInImp-UMTS800
	R2

	RP-070148
	25.307
	0060
	-
	5.7.0
	Rel-5
	Signalling requirements for Band VI
	approved
	A
	5.8.0
	RInImp-UMTS800
	R2

	RP-070165
	25.308
	0014
	-
	6.3.0
	Rel-6
	Alignment of 25.308 with 25.302 and 25.331 to enable HS-DSCH operation without an associated DL DPCH for all 3.84 McpsTDD
	approved
	F
	6.4.0
	RANimp-RABSE-CodOptTDD
	R2

	RP-070165
	25.308
	0015
	-
	7.1.0
	Rel-7
	Alignment of 25.308 with 25.302, 25.321 and 25.331 to enable HS-DSCH operation without an associated DL DPCH for all TDD modes
	approved
	F
	7.2.0
	RANimp-RABSE-CodOptLCRTDD
	R2

	RP-070163
	25.308
	0016
	-
	7.1.0
	Rel-7
	25.308 DL HOM CR
	approved
	B
	7.2.0
	RANimp-64QamDownlink
	R2

	RP-070161
	25.308
	0017
	-
	7.1.0
	Rel-7
	Introduction of MIMO in 25.308
	approved
	B
	7.2.0
	MIMO-L23
	R2

	RP-070155
	25.308
	0018
	2
	7.1.0
	Rel-7
	L2 enhancements: Stage 2
	approved
	B
	7.2.0
	RANimp-L2DataRates, RANimp-Enhstate, MIMO-L23
	R2

	RP-070156
	25.308
	0019
	2
	7.1.0
	Rel-7
	Stage 2 updates for Enhanced CELL_FACH state in FDD
	approved
	B
	7.2.0
	RANimp-Enhstate, RANimp-L2DataRates
	R2

	RP-070157
	25.319
	0004
	-
	7.1.0
	Rel-7
	Introduction of 1.28Mcps TDD E-DCH
	approved
	B
	7.2.0
	LCRTDD-EDCH-L23
	R2

	RP-070162
	25.319
	0005
	-
	7.1.0
	Rel-7
	25.319 UL HOM CR
	approved
	B
	7.2.0
	RANimp-16QamUplink
	R2

	RP-070160
	25.319
	0006
	-
	7.1.0
	Rel-7
	Editorial Corrections Related to 3.84/7.68 Mcps TDD E-DCH
	approved
	F
	7.2.0
	EDCHTDD-L23, EDCH-L23
	R2

	RP-070150
	25.321
	0308
	-
	5.12.0
	Rel-5
	Modification of  HS-DSCH TB size for LCR TDD
	approved
	F
	5.13.0
	HSDPA-L23
	R2

	RP-070150
	25.321
	0309
	-
	6.11.0
	Rel-6
	Modification of  HS-DSCH TB size for LCR TDD
	approved
	A
	6.12.0
	HSDPA-L23
	R2

	RP-070150
	25.321
	0310
	-
	7.3.0
	Rel-7
	Modification of  HS-DSCH TB size for LCR TDD
	approved
	A
	7.4.0
	HSDPA-L23
	R2

	RP-070162
	25.321
	0311
	1
	7.3.0
	Rel-7
	Introduction of 16QAM in 25.321
	postponed
	B
	
	RANimp-16QamUplink
	R2

	RP-070163
	25.321
	0312
	1
	7.3.0
	Rel-7
	Introduction of 64QAM in MAC specification
	approved
	B
	7.4.0
	RANimp-64QamDownlink
	R2

	RP-070157
	25.321
	0313
	-
	7.3.0
	Rel-7
	Introduction of 1.28Mcps TDD E-DCH
	approved
	B
	7.4.0
	LCRTDD-EDCH-L23
	R2

	RP-070160
	25.321
	0314
	-
	7.3.0
	Rel-7
	Editorial Corrections for 3.84/7.68 Mcps TDD E-DCH
	approved
	F
	7.4.0
	EDCHTDD-L23
	R2

	RP-070158
	25.321
	0315
	-
	7.3.0
	Rel-7
	Introduction of DTX-DRX and HS-SCCH less in MAC
	approved
	B
	7.4.0
	RANimp-ConCon
	R2

	RP-070161
	25.321
	0316
	-
	7.3.0
	Rel-7
	Introducing MIMO in MAC specification
	approved
	B
	7.4.0
	MIMO-L23
	R2

	RP-070149
	25.323
	0300
	-
	6.8.0
	Rel-6
	Introduction of new test for O-mode including test requirement in case SRNS relocation for ROHC performance testing
	approved
	F
	6.9.0
	RANimp-RABSE5
	R2

	RP-070149
	25.323
	0301
	-
	7.3.0
	Rel-7
	Introduction of new test for O-mode including test requirement in case SRNS relocation for ROHC performance testing
	approved
	A
	7.4.0
	RANimp-RABSE5
	R2

	RP-070159
	25.331
	2957
	2
	7.3.0
	Rel-7
	Deferred SIB11/12 reading and acting
	approved
	B
	7.4.0
	TEI7
	R2

	RP-070159
	25.331
	2958
	-
	7.3.0
	Rel-7
	UE Positioning Fine Time Assistance for GPS
	approved
	C
	7.4.0
	TEI7
	R2

	RP-070159
	25.331
	2959
	-
	7.3.0
	Rel-7
	"Correction of ""Threshold SFN-GPS TOW"""
	approved
	F
	7.4.0
	TEI7
	R2

	RP-070159
	25.331
	2960
	1
	7.3.0
	Rel-7
	Correction to standalone UE positioning
	approved
	F
	7.4.0
	TEI7
	R2

	RP-070159
	25.331
	2961
	-
	7.3.0
	Rel-7
	Clarification on introduction of the new security algorithms
	approved
	F
	7.4.0
	TEI7
	R2

	RP-070159
	25.331
	2962
	-
	7.3.0
	Rel-7
	Change to area scope of SIB1 value tag
	approved
	F
	7.4.0
	TEI7
	R2

	RP-070159
	25.331
	2963
	-
	7.3.0
	Rel-7
	Correction of the tabular description of the IE Downlink information for each radio link Post
	approved
	F
	7.4.0
	TEI7
	R2

	RP-070159
	25.331
	2964
	-
	7.3.0
	Rel-7
	Removal of redundant ASN1 element DL-CCTrChTPCList
	approved
	F
	7.4.0
	TEI7
	R2

	RP-070151
	25.331
	2965
	-
	6.12.0
	Rel-6
	Correction of MBMS MODIFICATION REQUEST
	approved
	F
	6.13.0
	MBMS-RAN
	R2

	RP-070151
	25.331
	2966
	-
	7.3.0
	Rel-7
	Correction of MBMS MODIFICATION REQUEST
	approved
	A
	7.4.0
	MBMS-RAN
	R2

	RP-070151
	25.331
	2967
	-
	6.12.0
	Rel-6
	Wording of MBMS PL Service Restriction Information and preferred frequency layer
	approved
	F
	6.13.0
	MBMS-RAN
	R2

	RP-070151
	25.331
	2968
	-
	7.3.0
	Rel-7
	Wording of MBMS PL Service Restriction Information and preferred frequency layer
	approved
	F
	7.4.0
	MBMS-RAN
	R2

	RP-070151
	25.331
	2969
	-
	6.12.0
	Rel-6
	maxMBMS-Services definition
	approved
	F
	6.13.0
	MBMS-RAN
	R2

	RP-070151
	25.331
	2970
	-
	7.3.0
	Rel-7
	maxMBMS-Services definition
	approved
	A
	7.4.0
	MBMS-RAN
	R2

	RP-070151
	25.331
	2971
	1
	6.12.0
	Rel-6
	MBMS selected services indication
	approved
	F
	6.13.0
	MBMS-RAN
	R2

	RP-070151
	25.331
	2972
	1
	7.3.0
	Rel-7
	MBMS selected services indication
	approved
	A
	7.4.0
	MBMS-RAN
	R2

	RP-070151
	25.331
	2973
	1
	7.3.0
	Rel-7
	Correction of RAB release procedure for Mobile TV
	approved
	F
	7.4.0
	MBMS-RAN
	R2

	RP-070153
	25.331
	2974
	-
	6.12.0
	Rel-6
	Tabular Alignment for Uplink DPCH Info
	approved
	F
	6.13.0
	EDCH-L23
	R2

	RP-070153
	25.331
	2975
	-
	7.3.0
	Rel-7
	Tabular Alignment for Uplink DPCH Info
	approved
	A
	7.4.0
	EDCH-L23
	R2

	RP-070151
	25.331
	2977
	1
	7.3.0
	Rel-7
	Update the IE" RAB information to reconfigure" for Mobile TV
	approved
	F
	7.4.0
	MBMS-RAN
	R2

	RP-070154
	25.331
	2978
	-
	6.12.0
	Rel-6
	"Absence of MS Classmark 2 and 3 in IE ""Inter-RAT UE radio access capability"""
	approved
	F
	6.13.0
	TEI6
	R2

	RP-070154
	25.331
	2979
	-
	7.3.0
	Rel-7
	"Absence of MS Classmark 2 and 3 in IE ""Inter-RAT UE radio access capability"""
	approved
	A
	7.4.0
	TEI6
	R2

	RP-070153
	25.331
	2980
	-
	6.12.0
	Rel-6
	Handling of TFCS with no DCH configured
	approved
	F
	6.13.0
	EDCH-L23, TEI6
	R2

	RP-070153
	25.331
	2981
	-
	7.3.0
	Rel-7
	Handling of TFCS with no DCH configured
	approved
	A
	7.4.0
	EDCH-L23, TEI6
	R2

	RP-070162
	25.331
	2982
	2
	7.3.0
	Rel-7
	Introducing 16QAM uplink support
	postponed
	B
	
	RANimp-16QamUplink
	R2

	RP-070163
	25.331
	2983
	1
	7.3.0
	Rel-7
	Introducing 64QAM downlink support
	approved
	B
	7.4.0
	RANimp-64QamDownlink
	R2

	RP-070157
	25.331
	2984
	-
	7.3.0
	Rel-7
	Introduction of 1.28 Mcps TDD E-DCH
	approved
	B
	7.4.0
	LCRTDD-EDCH-L23
	R2

	RP-070161
	25.331
	2985
	1
	7.3.0
	Rel-7
	Introducing MIMO in RRC specification
	approved
	B
	7.4.0
	MIMO-L23
	R2

	RP-070172
	25.331
	2986
	-
	7.3.0
	Rel-7
	Alignment of Tabular with ASN.1
	approved
	F
	7.4.0
	VHCRTDD-L23
	R2

	RP-070160
	25.331
	2987
	-
	7.3.0
	Rel-7
	Corrections to Tabular for 3.84 and 7.68 McpsTDD E-DCH
	approved
	F
	7.4.0
	EDCHTDD-L23
	R2

	RP-070151
	25.331
	2988
	1
	6.12.0
	Rel-6
	MICH reception for services scheduled with MSCH
	approved
	C
	6.13.0
	MBMS-RAN
	R2

	RP-070151
	25.331
	2989
	1
	7.3.0
	Rel-7
	MICH reception for services scheduled with MSCH
	approved
	C
	7.4.0
	MBMS-RAN
	R2

	RP-070158
	25.331
	2990
	-
	7.3.0
	Rel-7
	Introduction of DTX-DRX and HS-SCCH less in RRC
	approved
	B
	7.4.0
	RANimp-ConCon
	R2

	RP-070218
	25.331
	2991
	-
	7.3.0
	Rel-7
	Support for signalling of F-DPCH slot formats
	postponed
	C
	
	TEI7
	R2

	RP-070151
	25.346
	0025
	1
	6.9.1
	Rel-6
	Modification of the MBMS Service Area definition
	approved
	F
	6.10.0
	MBMS-RAN
	R2

	RP-070151
	25.346
	0026
	1
	7.2.0
	Rel-7
	Modification of the MBMS Service Area definition
	approved
	A
	7.3.0
	MBMS-RAN
	R2

	RP-070166
	25.346
	0027
	1
	7.2.0
	Rel-7
	MBMS TDD and FDD  Physical Layer Improvements
	postponed
	B
	
	MBMSE-RANPhysTDD, MBMSE-RANPhysFDD
	R2

	RP-070058
	25.401
	0111
	-
	7.2.0
	Rel-7
	Introduction of TMA
	approved
	B
	7.3.0
	RANimp-TMA
	R3

	RP-070062
	25.401
	0112
	-
	7.2.0
	Rel-7
	Introduction of 1.28 Mcps TDD Enhanced Uplink
	approved
	B
	7.3.0
	LCRTDD-EDCH-IubIur
	R3

	RP-070070
	25.401
	0113
	1
	7.2.0
	Rel-7
	Introduction of Enhanced Cell_FACH state feature
	postponed
	B
	
	RANimp-EnhState
	R3

	RP-070063
	25.413
	0891
	2
	7.4.0
	Rel-7
	Direct Tunnel Correction
	approved
	F
	7.5.0
	TEI7
	R3

	RP-070063
	25.413
	0895
	2
	7.4.0
	Rel-7
	Signalling RABs
	approved
	F
	7.5.0
	TEI7
	R3

	RP-070063
	25.413
	0898
	1
	7.4.0
	Rel-7
	Mandatory use of transport layer information
	approved
	F
	7.5.0
	TEI7
	R3

	RP-070063
	25.413
	0900
	-
	7.4.0
	Rel-7
	Modification of Rules for Building RANAP Messages
	approved
	F
	7.5.0
	TEI7
	R3

	RP-070054
	25.413
	0901
	2
	6.12.0
	Rel-6
	Correction on MBMS SESSION START and MBMS SESSION UPDATE 
	approved
	F
	6.13.0
	MBMS-RAN
	R3

	RP-070054
	25.413
	0902
	2
	7.4.0
	Rel-7
	Correction on MBMS SESSION START and MBMS SESSION UPDATE 
	approved
	A
	7.5.0
	MBMS-RAN
	R3

	RP-070066
	25.413
	0905
	1
	7.4.0
	Rel-7
	Introduction of Extended RNC-ID
	postponed
	B
	
	TEI7
	R3

	RP-070061
	25.413
	0906
	3
	7.4.0
	Rel-7
	Introduction of MIMO in RANAP
	approved
	B
	7.5.0
	MIMO
	R3

	RP-070056
	25.413
	0908
	2
	7.4.0
	Rel-7
	MBMS Session setup of a parallel session of the same service in a distinct MBMS service area
	approved
	F
	7.5.0
	MBMS-RAN
	R3

	RP-070054
	25.413
	0909
	-
	6.12.0
	Rel-6
	Update of MBMS Session Duration
	approved
	F
	6.13.0
	MBMS-RAN
	R3

	RP-070054
	25.413
	0910
	-
	7.4.0
	Rel-7
	Update of MBMS Session Duration
	approved
	A
	7.5.0
	MBMS-RAN
	R3

	RP-070062
	25.420
	0058
	-
	7.2.0
	Rel-7
	Introduction of 1.28 Mcps TDD Enhanced Uplink
	approved
	B
	7.3.0
	LCRTDD-EDCH-IubIur
	R3

	RP-070057
	25.423
	1258
	2
	7.3.0
	Rel-7
	Introduction of Continuous Packet Connectivity in RNSAP
	approved
	B
	7.4.0
	RANimp-CPC
	R3

	RP-070057
	25.423
	1260
	1
	7.3.0
	Rel-7
	HS-PDSCH code change for CPC mode
	approved
	B
	7.4.0
	RANimp-CPC
	R3

	RP-070053
	25.423
	1262
	1
	6.12.0
	Rel-6
	Abnormal conditions for IP Transport Option and Diversity Control field
	approved
	F
	6.13.0
	TEI6
	R3

	RP-070053
	25.423
	1263
	1
	7.3.0
	Rel-7
	Abnormal conditions for IP Transport Option and Diversity Control field
	approved
	A
	7.4.0
	TEI6
	R3

	RP-070056
	25.423
	1265
	1
	7.3.0
	Rel-7
	Correction of the Maximum number of logical channel ID
	approved
	F
	7.4.0
	EDCH-IurIub
	R3

	RP-070069
	25.423
	1266
	2
	7.3.0
	Rel-7
	Support of higher bitrates and Flexible RLC PDU size on HS-DSCH
	postponed
	B
	
	RANimp-L2DataRates
	R3

	RP-070061
	25.423
	1267
	1
	7.3.0
	Rel-7
	Introduction of MIMO in RNSAP
	approved
	B
	7.4.0
	MIMO-IurIub
	R3

	RP-070063
	25.423
	1268
	2
	7.3.0
	Rel-7
	Presence of Guaranteed Bit Rate
	approved
	F
	7.4.0
	TEI7
	R3

	RP-070129
	25.423
	1269
	2
	7.3.0
	Rel-7
	Introduction of 1.28 Mcps TDD Enhanced Uplink
	approved
	B
	7.4.0
	LCRTDD-EDCH-IubIur
	R3

	RP-070067
	25.423
	1270
	1
	7.3.0
	Rel-7
	Introduction of Downlink Higher Order Modulation in RNSAP
	approved
	B
	7.4.0
	RANimp-64QamDownlink
	R3

	RP-070068
	25.423
	1271
	1
	7.3.0
	Rel-7
	Introduction of Uplink Higher Order Modulation in RNSAP
	postponed
	B
	
	RANimp-16QamUplink
	R3

	RP-070066
	25.423
	1272
	1
	7.3.0
	Rel-7
	Introduction of Extended RNC-ID
	postponed
	B
	
	TEI7
	R3

	RP-070070
	25.423
	1273
	2
	7.3.0
	Rel-7
	Introduction of Enhanced Cell_FACH state feature
	postponed
	B
	
	RANimp-Enhstate
	R3

	RP-070053
	25.423
	1274
	-
	6.12.0
	Rel-6
	Correction of the procedure code ID
	approved
	F
	6.13.0
	TEI6
	R3

	RP-070053
	25.423
	1275
	-
	7.3.0
	Rel-7
	Correction of the procedure code ID
	approved
	A
	7.4.0
	TEI6
	R3

	RP-070218
	25.423
	1276
	-
	7.3.0
	Rel-7
	Support of F-DPCH Enhancement
	postponed
	B
	
	TEI7
	R3

	RP-070069
	25.425
	0114
	2
	7.3.0
	Rel-7
	Support of higher bitrates and Flexible RLC PDU size on HS-DSCH
	postponed
	B
	
	RANimp-L2DataRates
	R3

	RP-070062
	25.427
	0141
	1
	7.3.0
	Rel-7
	Introduction of 1.28 Mcps TDD Enhanced Uplink
	approved
	B
	7.4.0
	LCRTDD-EDCH-IubIur
	R3

	RP-070062
	25.430
	0070
	-
	7.2.0
	Rel-7
	Introduction of 1.28 Mcps TDD Enhanced Uplink
	approved
	B
	7.3.0
	LCRTDD-EDCH-IubIur
	R3

	RP-070063
	25.432
	0006
	-
	7.0.0
	Rel-7
	Clarification for Client/Server functionality for SCTP in IP based Transport option
	approved
	F
	7.1.0
	TEI7
	R3

	RP-070065
	25.433
	1329
	5
	7.3.0
	Rel-7
	Iub transport efficiency improvement for MBMS
	approved
	C
	7.4.0
	TEI7
	R3

	RP-070057
	25.433
	1330
	2
	7.3.0
	Rel-7
	Introduction of Continuous Packet Connectivity in NBAP
	approved
	B
	7.4.0
	RANimp-CPC
	R3

	RP-070057
	25.433
	1334
	1
	7.3.0
	Rel-7
	HS-PDSCH code change for CPC mode
	approved
	B
	7.4.0
	RANimp-CPC
	R3

	RP-070053
	25.433
	1336
	1
	6.12.0
	Rel-6
	Abnormal conditions for IP Transport Option and Diversity Control field
	approved
	F
	6.13.0
	TEI6
	R3

	RP-070053
	25.433
	1337
	1
	7.3.0
	Rel-7
	Abnormal conditions for IP Transport Option and Diversity Control field
	approved
	A
	7.4.0
	TEI6
	R3

	RP-070056
	25.433
	1339
	1
	7.3.0
	Rel-7
	Correction of the Maximum number of logical channel ID
	approved
	F
	7.4.0
	EDCH-IurIub
	R3

	RP-070069
	25.433
	1341
	2
	7.3.0
	Rel-7
	Support of higher bitrates and Flexible RLC PDU size on HS-DSCH
	postponed
	B
	
	RANimp-L2DataRates
	R3

	RP-070061
	25.433
	1342
	1
	7.3.0
	Rel-7
	Introduction of MIMO in NBAP
	approved
	B
	7.4.0
	MIMO-IurIub
	R3

	RP-070129
	25.433
	1344
	2
	7.3.0
	Rel-7
	Introduction of 1.28 Mcps TDD Enhanced Uplink
	approved
	B
	7.4.0
	LCRTDD-EDCH-IubIur
	R3

	RP-070067
	25.433
	1346
	1
	7.3.0
	Rel-7
	Introduction of Downlink Higher Order Modulation in NBAP
	approved
	B
	7.4.0
	RANimp-64QamDownlink
	R3

	RP-070068
	25.433
	1347
	1
	7.3.0
	Rel-7
	Introduction of Uplink Higher Order Modulation in NBAP
	postponed
	B
	
	RANimp-16QamUplink
	R3

	RP-070070
	25.433
	1348
	2
	7.3.0
	Rel-7
	Introduction of Enhanced Cell_FACH state feature
	postponed
	B
	
	RANimp-Enhstate
	R3

	RP-070063
	25.433
	1351
	2
	7.3.0
	Rel-7
	Presence of Guaranteed Bit Rate
	approved
	F
	7.4.0
	TEI7
	R3

	RP-070218
	25.433
	1352
	-
	7.3.0
	Rel-7
	Support of F-DPCH Enhancement
	postponed
	B
	
	TEI7
	R3

	RP-070069
	25.435
	0162
	2
	7.3.0
	Rel-7
	Support of higher bitrates and Flexible RLC PDU size on HS-DSCH
	postponed
	B
	
	RANimp-L2DataRates
	R3

	RP-070065
	25.435
	0165
	-
	7.3.0
	Rel-7
	Iub transport efficiency improvement for MBMS
	approved
	C
	7.4.0
	TEI7
	R3

	RP-070052
	25.453
	0099
	2
	5.11.0
	Rel-5
	Presence inconsistency
	approved
	F
	5.12.0
	TEI5
	R3

	RP-070052
	25.453
	0100
	1
	6.10.0
	Rel-6
	Presence inconsistency
	approved
	A
	6.11.0
	TEI5
	R3

	RP-070052
	25.453
	0101
	1
	7.5.0
	Rel-7
	Presence inconsistency
	approved
	A
	7.6.0
	TEI5
	R3

	RP-070064
	25.453
	0102
	2
	7.5.0
	Rel-7
	UE Rx-Tx Time Difference Type 1
	approved
	B
	7.6.0
	TEI7
	R3

	RP-070060
	25.453
	0104
	2
	7.5.0
	Rel-7
	SAS-Centric A-GPS  UE requesting additional Assistance Data
	postponed
	F
	
	TEI7
	R3

	RP-070058
	25.460
	0005
	2
	7.0.0
	Rel-7
	Introduction of TMA
	approved
	B
	7.1.0
	RANimp-TMA
	R3

	RP-070058
	25.461
	0044
	1
	7.3.0
	Rel-7
	Update of DC Power Supply Requirements
	approved
	B
	7.4.0
	RANimp-TMA
	R3

	RP-070058
	25.461
	0045
	-
	7.3.0
	Rel-7
	Tower Mounted Amplifier amendment
	approved
	B
	7.4.0
	RANimp-TMA
	R3

	RP-070056
	25.462
	0020
	1
	7.1.0
	Rel-7
	Clarification of broadcast message handling after reset (paragraph 4.3)
	approved
	F
	7.2.0
	RANimp-TiltAnt
	R3

	RP-070058
	25.462
	0021
	2
	7.1.0
	Rel-7
	Introduction of TMA
	approved
	B
	7.2.0
	RANimp-TMA
	R3

	RP-070056
	25.462
	0022
	1
	7.1.0
	Rel-7
	Missing requirement of maximum allowed secondary station response time
	approved
	F
	7.2.0
	RANimp-TiltAnt
	R3

	RP-070055
	25.463
	0060
	1
	6.5.0
	Rel-6
	Disregarded message length (paragraph 6.2.2)
	approved
	F
	6.6.0
	RANimp-TiltAnt
	R3

	RP-070055
	25.463
	0061
	1
	7.4.0
	Rel-7
	Disregarded message length (paragraph 6.2.2)
	approved
	A
	7.5.0
	RANimp-TiltAnt
	R3

	RP-070055
	25.463
	0062
	1
	6.5.0
	Rel-6
	Correction of MaxDataReceiveLength
	approved
	F
	6.6.0
	RANimp-TiltAnt
	R3

	RP-070055
	25.463
	0063
	1
	7.4.0
	Rel-7
	Correction of MaxDataReceiveLength
	approved
	A
	7.5.0
	RANimp-TiltAnt
	R3

	RP-070055
	25.463
	0064
	3
	6.5.0
	Rel-6
	Correction of procedure message interpretation
	approved
	F
	6.6.0
	RANimp-TiltAnt
	R3

	RP-070055
	25.463
	0065
	3
	7.4.0
	Rel-7
	Correction of procedure message interpretation
	approved
	A
	7.5.0
	RANimp-TiltAnt
	R3

	RP-070055
	25.463
	0066
	1
	6.5.0
	Rel-6
	Correction of additional data resolution description (Annex B)
	approved
	F
	6.6.0
	RANimp-TiltAnt
	R3

	RP-070055
	25.463
	0067
	1
	7.4.0
	Rel-7
	Correction of additional data resolution description (Annex B)
	approved
	A
	7.5.0
	RANimp-TiltAnt
	R3

	RP-070055
	25.463
	0068
	1
	6.5.0
	Rel-6
	Definition of antenna bearing resolution (Annex B)
	approved
	F
	6.6.0
	RANimp-TiltAnt
	R3

	RP-070055
	25.463
	0069
	1
	7.4.0
	Rel-7
	Definition of antenna bearing resolution (Annex B)
	approved
	A
	7.5.0
	RANimp-TiltAnt
	R3

	RP-070055
	25.463
	0070
	1
	6.5.0
	Rel-6
	Clarification of additional data beamwidth description
	approved
	F
	6.6.0
	RANimp-TiltAnt
	R3

	RP-070055
	25.463
	0071
	1
	7.4.0
	Rel-7
	Clarification of additional data beamwidth description
	approved
	A
	7.5.0
	RANimp-TiltAnt
	R3

	RP-070062
	25.902
	0004
	-
	7.0.0
	Rel-7
	Introduction of 1.28 Mcps TDD Enhanced Uplink
	approved
	B
	7.1.0
	LCRTDD-EDCH-IubIur
	R3

	RP-070151
	25.922
	0042
	-
	7.0.0
	Rel-7
	Examples of RRM strategies for MBMS
	approved
	F
	7.1.0
	MBMS-RAN
	R2

	RP-070173
	25.922
	0043
	-
	7.0.0
	Rel-7
	Introduction of GAN CS Handover and PS Handover
	approved
	B
	7.1.0
	GUGAN
	R2

	RP-070062
	25.931
	0049
	-
	7.3.0
	Rel-7
	Introduction of 1.28 Mcps TDD Enhanced Uplink
	approved
	B
	7.4.0
	LCRTDD-EDCH-IubIur
	R3

	RP-070080
	25.942
	0015
	-
	6.4.0
	Rel-7
	Category B spurious emission limits for UTRA BS
	approved
	F
	7.0.0
	TEI
	R4

	RP-070081
	25.945
	0003
	-
	4.1.1
	Rel-4
	CR on Changing SEM for LCR TDD
	approved
	F
	4.2.0
	TEI4
	R4

	RP-070081
	25.945
	0004
	-
	5.1.0
	Rel-5
	CR on Changing SEM for LCR TDD
	approved
	F
	5.2.0
	TEI5
	R4

	RP-070152
	25.993
	0088
	1
	7.1.0
	Rel-7
	Correction on RAB combinations for VoIP for TR 25.993
	approved
	F
	7.2.0
	RANimp-RABSE
	R2

	RP-070152
	25.993
	0089
	-
	7.1.0
	Rel-7
	Addition of IMS MM Telephony configurations over HSPA
	approved
	B
	7.2.0
	HSDPA-L23 and EDCH-L23
	R2

	RP-070152
	25.993
	0090
	-
	7.1.0
	Rel-7
	Correction to TF size in MBMS reference configuration
	approved
	F
	7.2.0
	MBMS-RAN
	R2

	RP-070152
	25.993
	0091
	-
	7.1.0
	Rel-7
	UE capability requirement for 7.6 kbps signalling RB for MCCH
	approved
	F
	7.2.0
	MBMS-RAN
	R2

	RP-070152
	25.993
	0092
	-
	7.1.0
	Rel-7
	Additional HSPA RAB Combinations
	approved
	F
	7.2.0
	HSDPA-L23 and EDCH-L23
	R2

	RP-070152
	25.993
	0093
	-
	7.1.0
	Rel-7
	Additional HSDPA RAB Combinations
	approved
	F
	7.2.0
	HSDPA-L23
	R2

	SP-070026
	26.131
	0023
	1
	6.0.0
	Rel-6
	Minimum echo loss requirements
	approved
	F
	6.1.0
	TEI6
	S4

	SP-070026
	26.131
	0024
	1
	6.0.0
	Rel-6
	Correcting wrong reference to ITU-T G.223
	approved
	F
	6.1.0
	TEI6
	S4

	SP-070026
	26.131
	0025
	1
	6.0.0
	Rel-6
	Update of reference [11] to P.79-2001 Annex G
	approved
	F
	6.1.0
	TEI6
	S4

	SP-070026
	26.131
	0027
	1
	6.0.0
	Rel-6
	Sending distortion requirements for WB-AMR
	approved
	F
	6.1.0
	TEI6
	S4

	SP-070026
	26.132
	0030
	-
	6.0.0
	Rel-6
	Reference Update for ITU-T Recommendation P.57 "Artificial Ears"
	approved
	F
	6.1.0
	TEI6
	S4

	SP-070026
	26.132
	0031
	1
	6.0.0
	Rel-6
	Update of reference [16] to P.79-2001 Annex G
	approved
	F
	6.1.0
	TEI6
	S4

	SP-070026
	26.132
	0032
	1
	6.0.0
	Rel-6
	Distinction between narrow-band and wideband telephony in the frequency ranges and loudness rating and STMR weights, and in ANR calculation
	approved
	F
	6.1.0
	TEI6
	S4

	SP-070023
	26.173
	0024
	1
	5.10.0
	Rel-5
	Correct text specification to be aligned with the C-code
	approved
	F
	5.11.0
	AMRWB
	S4

	SP-070023
	26.173
	0025
	1
	6.1.0
	Rel-6
	Correct text specification to be aligned with the C-code
	approved
	A
	6.2.0
	AMRWB
	S4

	SP-070029
	26.173
	0026
	-
	6.1.0
	Rel-7
	Correction in AMR decoder to avoid division by zero in RX-DTX Handling
	approved
	F
	7.0.0
	TEI7
	S4

	SP-070029
	26.204
	0011
	-
	6.0.0
	Rel-7
	Maintaining bit-exactness with TS 26.173 after Correction in AMR decoder to avoid division by zero in RX-DTX Handling
	approved
	F
	7.0.0
	TEI7
	S4

	SP-070029
	26.204
	0012
	-
	6.0.0
	Rel-7
	Bug fix to SID frame signaling in decoder
	approved
	F
	7.0.0
	TEI7
	S4

	SP-070030
	26.234
	0105
	1
	7.1.0
	Rel-7
	Clarification of SDP rtpmap rate and audio sampling frequency signalling
	approved
	F
	7.2.0
	TEI7
	S4

	SP-070028
	26.234
	0106
	2
	7.1.0
	Rel-7
	Upgrade of video codec requirements for PSS
	approved
	C
	7.2.0
	PSSe
	S4

	SP-070025
	26.244
	0014
	2
	6.5.0
	Rel-6
	MIME Type Registrations for 3GP files
	approved
	F
	6.6.0
	PSSrel6-Stage3
	S4

	SP-070025
	26.244
	0015
	2
	7.0.0
	Rel-7
	MIME Type Registrations for 3GP files
	approved
	A
	7.1.0
	PSSrel6-Stage3
	S4

	SP-070025
	26.244
	0016
	-
	6.5.0
	Rel-6
	Correction of sampling rate information
	approved
	F
	6.6.0
	PSSrel6-Stage3
	S4

	SP-070025
	26.244
	0017
	1
	7.0.0
	Rel-7
	Correction of sampling rate information
	approved
	A
	7.1.0
	PSSrel6-Stage3
	S4

	SP-070029
	26.273
	0019
	-
	6.5.0
	Rel-7
	Reference to users guide
	approved
	D
	7.0.0
	TEI7
	S4

	SP-070029
	26.290
	0007
	1
	6.3.0
	Rel-7
	Reference to users guide
	approved
	D
	7.0.0
	TEI7
	S4

	SP-070029
	26.304
	0042
	-
	6.6.0
	Rel-7
	Reference to users guide
	approved
	D
	7.0.0
	TEI7
	S4

	SP-070024
	26.346
	0071
	2
	6.7.0
	Rel-6
	Essential correction for the support of multiple versions in file repair
	approved
	F
	6.8.0
	MBMS-TSMBMS
	S4

	SP-070024
	26.346
	0072
	2
	7.2.0
	Rel-7
	Essential correction for the support of multiple versions in file repair
	approved
	A
	7.3.0
	MBMS-TSMBMS
	S4

	SP-070027
	26.346
	0073
	3
	7.2.0
	Rel-7
	Caching Directive in MBMS
	approved
	C
	7.3.0
	MBMSUSE
	S4

	SP-070024
	26.346
	0074
	1
	6.7.0
	Rel-6
	Essential correction of a wrong Reference
	approved
	F
	6.8.0
	MBMS-TSMBMS
	S4

	SP-070024
	26.346
	0075
	1
	7.2.0
	Rel-7
	Essential correction of a wrong Reference
	approved
	A
	7.3.0
	MBMS-TSMBMS
	S4

	SP-070027
	26.346
	0077
	2
	7.2.0
	Rel-7
	MBMS Download in Roaming Condition
	approved
	C
	7.3.0
	MBMSUSE
	S4

	SP-070024
	26.346
	0079
	1
	6.7.0
	Rel-6
	Essential Corrections of the Reception Reporting Procedure
	approved
	F
	6.8.0
	MBMS-TSMBMS
	S4

	SP-070024
	26.346
	0080
	1
	7.2.0
	Rel-7
	Essential Corrections of the Reception Reporting Procedure
	approved
	A
	7.3.0
	MBMS-TSMBMS
	S4

	SP-070027
	26.346
	0081
	4
	7.2.0
	Rel-7
	Hybrid PSS / MBMS Streaming services and Corrections to the MBMS User Service Description Schema
	approved
	C
	7.3.0
	MBMSUSE
	S4

	SP-070027
	26.346
	0082
	-
	7.2.0
	Rel-7
	FLUTE session set-up with RTSP
	approved
	C
	7.3.0
	MBMSUSE
	S4

	SP-070030
	26.406
	0005
	1
	6.3.0
	Rel-7
	Change of Enhanced aacPlus decoder conformance for the Parametric Stereo tool
	approved
	C
	7.0.0
	TEI7
	S4

	SP-070025
	26.410
	0036
	-
	6.7.0
	Rel-6
	Bugfix for Enhanced aacPlus encoder when operated at 44.1 kHz
	approved
	F
	6.8.0
	PSSrel6
	S4

	SP-070025
	26.411
	0017
	1
	6.4.0
	Rel-6
	Bugfix for Enhanced aacPlus encoder when operated at 44.1 kHz
	approved
	F
	6.5.0
	PSSrel6
	S4

	SP-070030
	26.411
	0018
	-
	7.1.0
	Rel-7
	Bugfix for the Enhanced aacPlus fixed point arithmetic library
	approved
	F
	7.2.0
	TEI7
	S4

	CP-070155
	27.007
	0141
	2
	7.2.0
	Rel-7
	Addition of preferred network in AT command
	approved
	B
	7.3.0
	TEI7
	C1

	CP-070016
	29.002
	0835
	1
	7.6.0
	Rel-7
	Addition of capability to route MT-SMs via the HPLMN of the receiving MS
	approved
	B
	7.7.0
	SMSviaH
	C4

	CP-070021
	29.002
	0836
	-
	7.6.0
	Rel-7
	Corrections to RAB Configuration Indicator and Iu-Selected codec 
	approved
	F
	7.7.0
	TEI7
	C4

	CP-070021
	29.002
	0837
	-
	8.0.0
	Rel-8
	Corrections to RAB Configuration Indicator and Iu-Selected codec 
	approved
	A
	8.1.0
	TEI8
	C4

	CP-070016
	29.002
	0840
	1
	8.0.0
	Rel-8
	Addition of capability to route MT-SMs via the HPLMN of the receiving MS
	approved
	A
	8.1.0
	SMSviaH
	C4

	CP-070025
	29.002
	0843
	-
	8.0.0
	Rel-8
	ASN.1 module version update
	approved
	F
	8.1.0
	TEI8
	C4

	CP-070022
	29.060
	0627
	7
	7.4.0
	Rel-7
	Direct Tunnel Indication
	approved
	B
	7.5.0
	TEI7
	C4

	CP-070022
	29.060
	0630
	2
	7.4.0
	Rel-7
	Update PDP context without negotiation
	approved
	B
	7.5.0
	TEI7 
	C4

	CP-070022
	29.060
	0633
	6
	7.4.0
	Rel-7
	Additions for support of Network-Initiated QoS
	approved
	B
	7.5.0
	TEI7
	C4

	CP-070022
	29.060
	0641
	1
	7.4.0
	Rel-7
	Addition of Cause for MBMS Session Start Response
	approved
	F
	7.5.0
	TEI7
	C4

	CP-070022
	29.060
	0643
	1
	7.4.0
	Rel-7
	BSSGP and RANAP cause values
	approved
	F
	7.5.0
	TEI7
	C4

	CP-070022
	29.060
	0645
	2
	7.4.0
	Rel-7
	Direct Tunnel functionality – RNC failure
	approved
	B
	7.5.0
	TEI7
	C4

	CP-070022
	29.060
	0646
	1
	7.4.0
	Rel-7
	Clarifications to IMEI(SV) coding definition
	approved
	F
	7.5.0
	TEI7
	C4

	CP-070022
	29.060
	0649
	2
	7.4.0
	Rel-7
	Correction to a wrong refernce for TMGI definition
	approved
	F
	7.5.0
	TEI7
	C4

	CP-070011
	29.060
	0650
	-
	6.15.0
	Rel-6
	Correction to the Additional Trace Info IE
	approved
	F
	6.16.0
	TEI6
	C4

	CP-070011
	29.060
	0651
	-
	7.4.0
	Rel-7
	Correction to the Additional Trace Info IE
	approved
	A
	7.5.0
	TEI6
	C4

	CP-070022
	29.060
	0652
	-
	7.4.0
	Rel-7
	Correction of reserved bits
	approved
	F
	7.5.0
	TEI7
	C4

	CP-070108
	29.061
	0208
	2
	7.2.0
	Rel-7
	MBMS activation procedure for Mz interface
	approved
	B
	7.3.0
	MBMSMz
	C3

	CP-070108
	29.061
	0209
	4
	7.2.0
	Rel-7
	MBMS deactivation procedure for Mz interface
	approved
	B
	7.3.0
	MBMSMz
	C3

	CP-070091
	29.061
	0210
	-
	6.10.0
	Rel-6
	Experimental Result code for transient failures at Session Start
	approved
	F
	6.11.0
	MBMS
	C3

	CP-070091
	29.061
	0211
	-
	7.2.0
	Rel-7
	Experimental Result code for transient failures at Session Start
	approved
	A
	7.3.0
	MBMS
	C3

	CP-070102
	29.061
	0214
	1
	7.2.0
	Rel-7
	Clarifications to the Radius attribute coding
	approved
	F
	7.3.0
	TEI7
	C3

	CP-070092
	29.061
	0215
	1
	7.2.0
	Rel-7
	New code for Gi specific Experimental-Result-Code AVP
	approved
	F
	7.3.0
	DiamGi
	C3

	CP-070102
	29.061
	0216
	1
	7.2.0
	Rel-7
	Implications of the Direct Tunnel deployment on Radius and Diameter messages
	approved
	F
	7.3.0
	TEI7
	C3

	CP-070093
	29.161
	0009
	1
	7.1.0
	Rel-7
	Update reference
	approved
	F
	7.2.0
	WLANPNA-st3-CT3
	C3

	CP-070095
	29.163
	0136
	1
	7.5.0
	Rel-7
	Scope update for Multimedia interworking
	approved
	B
	7.6.0
	MIW-IMS
	C3

	CP-070095
	29.163
	0137
	4
	7.5.0
	Rel-7
	Multimedia interworking
	approved
	B
	7.6.0
	MIW-IMS
	C3

	CP-070103
	29.163
	0138
	1
	7.5.0
	Rel-7
	Adding CS data call interworking to interworking capabilities  overview table 1
	approved
	F
	7.6.0
	IMS-CCR-IWCS
	C3

	CP-070047
	29.198-01
	0043
	-
	6.5.0
	Rel-7
	Update document for conversion to Release 7
	approved
	D
	7.0.0
	OSA7
	C5

	CP-070047
	29.198-02
	0059
	-
	6.6.0
	Rel-7
	Update document for conversion to Release 7
	approved
	D
	7.0.0
	OSA7
	C5

	CP-070047
	29.198-04-1
	0018
	-
	6.5.1
	Rel-7
	Update document for conversion to Release 7
	approved
	D
	7.0.0
	OSA7
	C5

	CP-070047
	29.198-04-2
	0031
	-
	6.4.1
	Rel-7
	Update document for conversion to Release 7
	approved
	D
	7.0.0
	OSA7
	C5

	CP-070047
	29.198-04-4
	0025
	-
	6.5.1
	Rel-7
	Update document for conversion to Release 7
	approved
	D
	7.0.0
	OSA7
	C5

	CP-070047
	29.198-06
	0062
	-
	6.6.1
	Rel-7
	Update document for conversion to Release 7
	approved
	D
	7.0.0
	OSA7
	C5

	CP-070047
	29.198-07
	0035
	-
	6.4.1
	Rel-7
	Update document for conversion to Release 7
	approved
	D
	7.0.0
	OSA7
	C5

	CP-070047
	29.198-11
	0039
	-
	6.5.1
	Rel-7
	Update document for conversion to Release 7
	approved
	D
	7.0.0
	OSA7
	C5

	CP-070047
	29.198-12
	0040
	-
	6.5.1
	Rel-7
	Update document for conversion to Release 7
	approved
	D
	7.0.0
	OSA7
	C5

	CP-070047
	29.198-13
	0016
	-
	6.4.1
	Rel-7
	Update document for conversion to Release 7
	approved
	D
	7.0.0
	OSA7
	C5

	CP-070047
	29.198-14
	0026
	-
	6.3.1
	Rel-7
	Update document for conversion to Release 7
	approved
	D
	7.0.0
	OSA7
	C5

	CP-070044
	29.198-15
	0008
	-
	6.4.0
	Rel-6
	Add OSA Parlay Web Services support for 3GPP2 networks
	approved
	F
	6.5.0
	OSA3
	C5

	CP-070047
	29.198-15
	0009
	-
	6.4.0
	Rel-7
	Update document for conversion to Release 7
	approved
	D
	7.0.0
	OSA7
	C5

	CP-070045
	29.199-01
	0013
	-
	6.4.0
	Rel-6
	Add OSA Parlay Web Services support for 3GPP2 networks
	approved
	F
	6.5.0
	OSA3
	C5

	CP-070045
	29.199-01
	0014
	-
	7.0.0
	Rel-7
	Add OSA Parlay Web Services support for 3GPP2 networks
	approved
	A
	7.1.0
	OSA3
	C5

	CP-070048
	29.199-01
	0015
	-
	7.0.0
	Rel-7
	Add missing entries to table of fault ranges
	approved
	F
	7.1.0
	OSA7
	C5

	CP-070048
	29.199-01
	0016
	-
	7.0.0
	Rel-7
	Modifying SVC0004 in Common
	approved
	F
	7.1.0
	OSA7
	C5

	CP-070048
	29.199-01
	0017
	-
	7.0.0
	Rel-7
	Add support for multimedia in Common data part
	approved
	B
	7.1.0
	OSA7
	C5

	CP-070045
	29.199-01
	0018
	-
	6.4.0
	Rel-6
	Corrections to table of fault ranges
	approved
	F
	6.5.0
	OSA3
	C5

	CP-070045
	29.199-01
	0019
	-
	7.0.0
	Rel-7
	Corrections to table of fault ranges
	approved
	A
	7.1.0
	OSA3
	C5

	CP-070045
	29.199-02
	0008
	-
	6.3.0
	Rel-6
	Add OSA Parlay Web Services support for 3GPP2 networks
	approved
	F
	6.4.0
	OSA3
	C5

	CP-070045
	29.199-02
	0009
	-
	7.2.0
	Rel-7
	Add OSA Parlay Web Services support for 3GPP2 networks
	approved
	A
	7.3.0
	OSA3
	C5

	CP-070048
	29.199-02
	0010
	-
	7.2.0
	Rel-7
	Add support for multimedia in Third party call
	approved
	B
	7.3.0
	OSA7
	C5

	CP-070045
	29.199-03
	0015
	-
	6.4.0
	Rel-6
	Add OSA Parlay Web Services support for 3GPP2 networks
	approved
	F
	6.5.0
	OSA3
	C5

	CP-070045
	29.199-03
	0016
	-
	7.0.0
	Rel-7
	Add OSA Parlay Web Services support for 3GPP2 networks
	approved
	A
	7.1.0
	OSA3
	C5

	CP-070045
	29.199-03
	0017
	-
	6.4.0
	Rel-6
	Corrections to namespace version numbers
	approved
	F
	6.5.0
	OSA3
	C5

	CP-070048
	29.199-03
	0018
	-
	7.0.0
	Rel-7
	Add support for multimedia in Call Notification
	approved
	B
	7.1.0
	OSA7
	C5

	CP-070048
	29.199-03
	0019
	-
	7.0.0
	Rel-7
	Add support for Media Interaction in 29.199-03
	approved
	B
	7.1.0
	OSA7
	C5

	CP-070045
	29.199-04
	0012
	-
	6.6.0
	Rel-6
	Add OSA Parlay Web Services support for 3GPP2 networks
	approved
	F
	6.7.0
	OSA3
	C5

	CP-070045
	29.199-04
	0013
	-
	7.0.0
	Rel-7
	Add OSA Parlay Web Services support for 3GPP2 networks
	approved
	A
	7.1.0
	OSA3
	C5

	CP-070045
	29.199-05
	0010
	-
	6.6.0
	Rel-6
	Add OSA Parlay Web Services support for 3GPP2 networks
	approved
	F
	6.7.0
	OSA3
	C5

	CP-070045
	29.199-05
	0011
	-
	7.0.0
	Rel-7
	Add OSA Parlay Web Services support for 3GPP2 networks
	approved
	A
	7.1.0
	OSA3
	C5

	CP-070045
	29.199-06
	0009
	-
	6.3.0
	Rel-6
	Add OSA Parlay Web Services support for 3GPP2 networks
	approved
	F
	6.4.0
	OSA3
	C5

	CP-070045
	29.199-06
	0010
	-
	7.1.0
	Rel-7
	Add OSA Parlay Web Services support for 3GPP2 networks
	approved
	A
	7.2.0
	OSA3
	C5

	CP-070045
	29.199-07
	0010
	-
	6.4.0
	Rel-6
	Add OSA Parlay Web Services support for 3GPP2 networks
	approved
	F
	6.5.0
	OSA3
	C5

	CP-070045
	29.199-07
	0011
	-
	7.1.0
	Rel-7
	Add OSA Parlay Web Services support for 3GPP2 networks
	approved
	A
	7.2.0
	OSA3
	C5

	CP-070045
	29.199-07
	0012
	-
	6.4.0
	Rel-6
	Corrections to service policies
	approved
	F
	6.5.0
	OSA3
	C5

	CP-070045
	29.199-07
	0013
	-
	7.1.0
	Rel-7
	Corrections to service policies
	approved
	A
	7.2.0
	OSA3
	C5

	CP-070045
	29.199-08
	0005
	-
	6.3.0
	Rel-6
	Add OSA Parlay Web Services support for 3GPP2 networks
	approved
	F
	6.4.0
	OSA3
	C5

	CP-070048
	29.199-08
	0006
	-
	6.3.0
	Rel-7
	Applying SVC0004 for a single address in Terminal Status Web Service
	approved
	C
	7.0.0
	OSA7
	C5

	CP-070045
	29.199-09
	0008
	-
	6.3.0
	Rel-6
	Add OSA Parlay Web Services support for 3GPP2 networks
	approved
	F
	6.4.0
	OSA3
	C5

	CP-070045
	29.199-09
	0009
	-
	7.1.0
	Rel-7
	Add OSA Parlay Web Services support for 3GPP2 networks
	approved
	A
	7.2.0
	OSA3
	C5

	CP-070048
	29.199-09
	0010
	-
	7.1.0
	Rel-7
	Applying SVC0004 for a single address in Terminal Location Web Service
	approved
	C
	7.2.0
	OSA7
	C5

	CP-070045
	29.199-10
	0006
	-
	6.3.0
	Rel-6
	Add OSA Parlay Web Services support for 3GPP2 networks
	approved
	F
	6.4.0
	OSA3
	C5

	CP-070045
	29.199-11
	0005
	-
	6.3.0
	Rel-6
	Add OSA Parlay Web Services support for 3GPP2 networks
	approved
	F
	6.4.0
	OSA3
	C5

	CP-070045
	29.199-11
	0006
	-
	7.0.0
	Rel-7
	Add OSA Parlay Web Services support for 3GPP2 networks
	approved
	A
	7.1.0
	OSA3
	C5

	CP-070048
	29.199-11
	0007
	-
	7.0.0
	Rel-7
	Correct interface namespace
	approved
	F
	7.1.0
	OSA7
	C5

	CP-070048
	29.199-11
	0008
	-
	7.0.0
	Rel-7
	Modify the result of GetMessageStatus and EndMessage operation
	approved
	F
	7.1.0
	OSA7
	C5

	CP-070048
	29.199-11
	0009
	-
	7.0.0
	Rel-7
	Add support for multimedia in AudioCall
	revised
	B
	
	OSA7
	C5

	CP-070249
	29.199-11
	0009
	1
	7.0.0
	Rel-7
	Add support for multimedia in AudioCall
	revised
	B
	
	OSA7
	C5

	CP-070269
	29.199-11
	0009
	2
	7.0.0
	Rel-7
	Add support for multimedia in AudioCall
	approved
	B
	7.1.0
	OSA7
	C5

	CP-070048
	29.199-11
	0010
	-
	7.0.0
	Rel-7
	Add support for Media Interaction
	revised
	B
	
	OSA7
	C5

	CP-070249
	29.199-11
	0010
	1
	7.0.0
	Rel-7
	Add support for Media Interaction
	revised
	B
	
	OSA7
	C5

	CP-070269
	29.199-11
	0010
	2
	7.0.0
	Rel-7
	Add support for Media Interaction
	approved
	B
	7.1.0
	OSA7
	C5

	CP-070045
	29.199-12
	0006
	-
	6.4.0
	Rel-6
	Add OSA Parlay Web Services support for 3GPP2 networks
	approved
	F
	6.5.0
	OSA3
	C5

	CP-070045
	29.199-12
	0007
	-
	6.4.0
	Rel-6
	Corrections to namespace version numbers
	approved
	F
	6.5.0
	OSA3
	C5

	CP-070048
	29.199-12
	0008
	-
	6.4.0
	Rel-7
	Move support for add/delete media out of Multimedia conference
	approved
	C
	7.0.0
	OSA7
	C5

	CP-070045
	29.199-13
	0004
	-
	6.3.0
	Rel-6
	Add OSA Parlay Web Services support for 3GPP2 networks
	approved
	F
	6.4.0
	OSA3
	C5

	CP-070045
	29.199-14
	0014
	-
	6.5.0
	Rel-6
	Add OSA Parlay Web Services support for 3GPP2 networks
	approved
	F
	6.6.0
	OSA3
	C5

	CP-070045
	29.199-14
	0015
	-
	7.2.0
	Rel-7
	Add OSA Parlay Web Services support for 3GPP2 networks
	approved
	A
	7.3.0
	OSA3
	C5

	CP-070048
	29.199-14
	0016
	-
	7.2.0
	Rel-7
	Add support for Polite Block
	approved
	B
	7.3.0
	OSA7
	C5

	CP-070048
	29.199-14
	0017
	-
	7.2.0
	Rel-7
	Extend get watcher request and add subscription notification interface
	approved
	B
	7.3.0
	OSA7
	C5

	CP-070048
	29.199-14
	0018
	-
	7.2.0
	Rel-7
	Add support for array of presentities
	approved
	C
	7.3.0
	OSA7
	C5

	CP-070048
	29.199-14
	0019
	-
	7.2.0
	Rel-7
	Alignment of presence attributes types with IETF
	approved
	F
	7.3.0
	OSA7
	C5

	CP-070045
	29.199-14
	0020
	-
	6.5.0
	Rel-6
	Remove inconsistencies of indicating subscription scope
	approved
	F
	6.6.0
	OSA3
	C5

	CP-070045
	29.199-14
	0021
	-
	7.2.0
	Rel-7
	Remove inconsistencies of indicating subscription scope
	approved
	A
	7.3.0
	OSA3
	C5

	CP-070048
	29.199-15
	0001
	-
	7.0.0
	Rel-7
	Add OSA Parlay Web Services support for 3GPP2 networks
	approved
	F
	7.1.0
	OSA7
	C5

	CP-070048
	29.199-16
	0001
	-
	7.0.0
	Rel-7
	Add OSA Parlay Web Services support for 3GPP2 networks
	approved
	F
	7.1.0
	OSA7
	C5

	CP-070048
	29.199-16
	0002
	-
	7.0.0
	Rel-7
	Correct number assigned to Geocoding-specific PolicyException
	approved
	F
	7.1.0
	OSA7
	C5

	CP-070048
	29.199-16
	0003
	-
	7.0.0
	Rel-7
	Correct number & title assigned to Geocoding-specific ServiceException
	approved
	C
	7.1.0
	OSA7
	C5

	CP-070020
	29.228
	0346
	3
	7.4.0
	Rel-7
	Clarification of the server name in LIA
	approved
	F
	7.5.0
	TEI7
	C4

	CP-070020
	29.228
	0350
	3
	7.4.0
	Rel-7
	User profile data synchronisation
	approved
	F
	7.5.0
	TEI7
	C4

	CP-070020
	29.228
	0352
	-
	7.4.0
	Rel-7
	SAA result code correction
	approved
	F
	7.5.0
	TEI7
	C4

	CP-070019
	29.228
	0353
	2
	7.4.0
	Rel-7
	Removal of roaming restrictions for Emergency Registrations
	approved
	B
	7.5.0
	EMC1
	C4

	CP-070020
	29.228
	0354
	2
	7.4.0
	Rel-7
	Definition and use of the Wildcarded PSI information element
	approved
	F
	7.5.0
	TEI7
	C4

	CP-070020
	29.229
	0125
	1
	7.4.0
	Rel-7
	M-bit in SupportedFeatures AVP
	approved
	F
	7.5.0
	TEI7
	C4

	CP-070020
	29.230
	0093
	-
	7.5.0
	Rel-7
	C3 requested addition of new AVP code values to 29.230
	approved
	F
	7.6.0
	TEI7
	C4

	CP-070020
	29.230
	0094
	-
	7.5.0
	Rel-7
	Allocation of new AVP for DSAI-tag AVP
	approved
	F
	7.6.0
	TEI7
	C4

	CP-070020
	29.230
	0095
	-
	7.5.0
	Rel-7
	Allocation of Experimental-Result-Code AVP for Gi Interface
	approved
	F
	7.6.0
	TEI7
	C4

	CP-070014
	29.232
	0490
	3
	7.4.0
	Rel-7
	IP Domain Connection Indication
	approved
	B
	7.5.0
	TEI7
	C4

	CP-070014
	29.232
	0491
	-
	7.4.0
	Rel-7
	Commands Marked Optional
	approved
	F
	7.5.0
	TEI7
	C4

	CP-070014
	29.232
	0494
	1
	7.4.0
	Rel-7
	Prevention of Signalling Overload due to Notifications
	approved
	F
	7.5.0
	TEI7
	C4

	CP-070009
	29.232
	0495
	-
	5.17.0
	Rel-5
	Exclusion of Network Package
	approved
	F
	5.18.0
	TEI5
	C4

	CP-070009
	29.232
	0496
	-
	6.8.0
	Rel-6
	Exclusion of Network Package
	approved
	A
	6.9.0
	TEI5
	C4

	CP-070009
	29.232
	0497
	-
	7.4.0
	Rel-7
	Exclusion of Network Package
	approved
	A
	7.5.0
	TEI5
	C4

	CP-070014
	29.232
	0498
	1
	7.4.0
	Rel-7
	Changing Profile description annex C from Informative to Normative
	approved
	F
	7.5.0
	TEI7
	C4

	CP-070009
	29.232
	0499
	1
	5.17.0
	Rel-5
	Signal List ID to Announcement Completed procedure
	approved
	F
	5.18.0
	TEI5
	C4

	CP-070009
	29.232
	0500
	1
	6.8.0
	Rel-6
	Signal List ID to Announcement Completed procedure
	approved
	A
	6.9.0
	TEI5
	C4

	CP-070009
	29.232
	0501
	1
	7.4.0
	Rel-7
	Signal List ID to Announcement Completed procedure
	approved
	A
	7.5.0
	TEI5
	C4

	CP-070014
	29.232
	0508
	1
	7.4.0
	Rel-7
	Stream ID parameter in Signals
	approved
	F
	7.5.0
	TEI7
	C4

	CP-070012
	29.234
	0130
	-
	7.4.0
	Rel-7
	Correction on location information on RADIUS Wd
	approved
	A
	7.5.0
	WLAN
	C4

	CP-070012
	29.234
	0131
	-
	6.9.0
	Rel-6
	Correction on location information on RADIUS Wd
	approved
	F
	6.10.0
	WLAN
	C4

	CP-070023
	29.234
	0132
	1
	7.4.0
	Rel-7
	Operator Determined Barring for I-WLAN
	approved
	B
	7.5.0
	TEI7
	C4

	CP-070024
	29.234
	0133
	3
	7.4.0
	Rel-7
	QoS parameters delivery
	approved
	B
	7.5.0
	WLAN-QoS
	C4

	CP-070020
	29.328
	0211
	-
	7.4.0
	Rel-7
	CurrentLocation is a required Access Key for LocationInformation DataRef
	approved
	F
	7.5.0
	TEI7
	C4

	CP-070020
	29.328
	0212
	-
	7.4.0
	Rel-7
	Clarification on interaction between DSAI and wildcarded PSI
	approved
	F
	7.5.0
	TEI7
	C4

	CP-070020
	29.328
	0215
	-
	7.4.0
	Rel-7
	Presence of Information Elemetns in Sh-Subs-Notif
	approved
	F
	7.5.0
	TEI7
	C4

	CP-070020
	29.328
	0219
	1
	7.4.0
	Rel-7
	Restriction in the instances of repository data
	approved
	F
	7.5.0
	TEI7
	C4

	CP-070013
	29.332
	0081
	1
	7.5.0
	Rel-7
	Update of Mn Profile with TISPAN requirements
	approved
	F
	7.6.0
	TEI7
	C4

	CP-070106
	29.414
	0027
	3
	7.1.0
	Rel-7
	Multiplexing at Nb interface with IP transport
	approved
	B
	7.2.0
	NbIPMux
	C3

	CP-070094
	29.863
	0001
	3
	7.0.0
	Rel-7
	Clarify the H.245 session end procedure
	approved
	F
	7.1.0
	MIW-IMS
	C3

	CP-070094
	29.863
	0002
	2
	7.0.0
	Rel-7
	Moving of misplaced paragraphs
	approved
	D
	7.1.0
	MIW-IMS
	C3

	CP-070094
	29.863
	0004
	4
	7.0.0
	Rel-7
	Summary of Mn protocol comparison
	approved
	D
	7.1.0
	MIW-IMS
	C3

	CP-070094
	29.863
	0005
	1
	7.0.0
	Rel-7
	Early media at the CS side
	approved
	F
	7.1.0
	MIW-IMS
	C3

	CP-070094
	29.863
	0006
	1
	7.0.0
	Rel-7
	MONA (Media Oriented Negotiation Acceleration)
	approved
	B
	7.1.0
	MIW-IMS
	C3

	CP-070067
	31.102
	0334
	2
	7.7.0
	Rel-7
	Presentation of EHPLMN
	approved
	B
	7.8.0
	NSP-CR
	C6

	CP-070067
	31.102
	0336
	2
	7.7.0
	Rel-7
	Last RPLMN Selection Indication
	approved
	B
	7.8.0
	NSP-CR
	C6

	CP-070071
	31.102
	0337
	1
	6.16.0
	Rel-6
	MSK management procedures
	approved
	A
	6.17.0
	TEI6
	C6

	CP-070071
	31.102
	0339
	1
	7.7.0
	Rel-7
	MSK management procedures
	approved
	A
	7.8.0
	TEI7
	C6

	CP-070072
	31.102
	0340
	-
	7.7.0
	Rel-7
	Correction of the EHPLMN SFI
	approved
	F
	7.8.0
	TEI7
	C6

	CP-070060
	31.111
	0169
	1
	7.5.0
	Rel-7
	CR0169 31.111 Rel-7: Removal of re-introduced text for Call Control User indication
	approved
	A
	7.6.0
	TEI7
	C6

	CP-070073
	31.111
	0170
	-
	6.9.0
	Rel-6
	Definition of the MMS notification download tag value
	approved
	F
	6.10.0
	TEI6
	C6

	CP-070060
	31.111
	0171
	-
	5.9.0
	Rel-5
	CR0171 31.111 Rel-5: Removal of re-introduced text for Call Control User indication
	approved
	F
	5.10.0
	TEI5
	C6

	CP-070060
	31.111
	0172
	-
	6.9.0
	Rel-6
	CR0172 31.111 Rel-6: Removal of re-introduced text for Call Control User indication
	approved
	A
	6.10.0
	TEI6
	C6

	CP-070064
	31.121
	0101
	1
	6.6.0
	Rel-6
	CR 31.121: Essential correction of UICC presence detection test
	approved
	F
	6.7.0
	TEI6
	C6

	CP-070061
	31.122
	0033
	1
	3.9.0
	R99
	CR 31.122, R99: CR to reference to next release of TS 31.122
	approved
	F
	3.10.0
	TEI
	C6

	CP-070061
	31.122
	0034
	1
	4.1.0
	Rel-4
	CR 31.122, Rel-4: CR to reference to next release of TS 31.122
	approved
	F
	4.2.0
	TEI
	C6

	CP-070061
	31.122
	0035
	2
	4.1.0
	Rel-5
	CR 31.122, Rel-5: Creation of a void Rel-5 specification pointing to Rel-6
	approved
	F
	5.0.0
	TEI
	C6

	CP-070061
	31.122
	0036
	2
	6.3.0
	Rel-6
	CR 31.122, Rel-6: Creation of combined R99 - Rel-6 version, by addition of applicability tables
	approved
	F
	6.4.0
	TEI6
	C6

	CP-070063
	31.124
	0112
	1
	6.7.0
	Rel-6
	CR 31.124: Essential correction of 27.22.4.13.1 Expected Sequence 1.7
	approved
	A
	6.8.0
	TEI6
	C6

	CP-070063
	31.124
	0113
	1
	6.7.0
	Rel-6
	CR 31.124: Essential correction of Terminal Profile Support table
	approved
	F
	6.8.0
	TEI6
	C6

	CP-070063
	31.124
	0115
	-
	6.7.0
	Rel-6
	CR 31.124: Essential correction of 27.22.5.2
	approved
	F
	6.8.0
	TEI6
	C6

	CP-070065
	31.124
	0116
	-
	6.7.0
	Rel-6
	CR 31.124: Essentail correction of 27.22.4.7, seq. 1.7
	approved
	F
	6.8.0
	TEI6
	C6

	CP-070065
	31.124
	0117
	1
	6.7.0
	Rel-6
	CR0117 31.124 Rel-6 : Essential clarification of Network Simulator selection
	approved
	F
	6.8.0
	TEI6
	C6

	CP-070065
	31.124
	0119
	-
	6.7.0
	Rel-6
	CR 31.124: Essential correction of TC 27.22.7.4.1
	approved
	F
	6.8.0
	TEI6
	C6

	CP-070065
	31.124
	0120
	-
	6.7.0
	Rel-6
	CR 31.124: CR implementation error correction for 27.22.6.2 SEQ 2.2
	approved
	F
	6.8.0
	TEI6
	C6

	CP-070065
	31.124
	0121
	-
	6.7.0
	Rel-6
	CR 31.124: CR implementation error correction for 27.22.4.11.1 SEQ 1.4A
	approved
	F
	6.8.0
	TEI6
	C6

	CP-070065
	31.124
	0122
	1
	6.7.0
	Rel-6
	CR 31.124: Essential correction of 27.22.4.7.2 SEQ 2.2
	approved
	F
	6.8.0
	TEI6
	C6

	CP-070065
	31.124
	0124
	2
	6.7.0
	Rel-6
	CR 31.124: Enhancement to an SMS-PP Data Download test case
	approved
	C
	6.8.0
	TEI6
	C6

	CP-070065
	31.124
	0125
	2
	6.7.0
	Rel-6
	CR 31.124: Enhancement to an SMS-CB Data Download test case
	approved
	C
	6.8.0
	TEI6
	C6

	CP-070068
	31.130
	0027
	1
	7.4.0
	Rel-7
	CR 31.130: Correction of Annex A JAVA.zip, package uicc.usim.toolkit;
	approved
	F
	7.5.0
	TEI7
	C6

	CP-070068
	31.130
	0028
	2
	7.4.0
	Rel-7
	Update the reference to Java Card 2.2.2
	approved
	F
	7.5.0
	TEI7
	C6

	SP-070046
	32.111-2
	0059
	-
	7.0.0
	Rel-7
	Correct the references of IRPAgent and IRPManager
	approved
	F
	7.1.0
	OAM7-NIM
	S5

	SP-070035
	32.111-5
	0003
	-
	6.2.0
	Rel-6
	Correct XML schema
	approved
	F
	6.3.0
	OAM-NIM
	S5

	SP-070045
	32.150
	0008
	-
	7.1.1
	Rel-7
	Delete the incorrect reference
	approved
	F
	7.2.0
	OAM7-NIM
	S5

	SP-070045
	32.151
	0006
	-
	7.1.0
	Rel-7
	Suppress inherited items
	approved
	F
	7.2.0
	OAM7-NIM
	S5

	SP-070045
	32.151
	0007
	-
	7.1.0
	Rel-7
	Improve specification of Common notifications
	approved
	F
	7.2.0
	OAM7-NIM
	S5

	SP-070045
	32.151
	0008
	-
	7.1.0
	Rel-7
	Correct the references of IRPAgent and IRPManager
	approved
	F
	7.2.0
	OAM7-NIM
	S5

	SP-070045
	32.152
	0006
	-
	7.0.1
	Rel-7
	Add samples to illustrate the use of ProxyClass to model Link related objects
	approved
	F
	7.1.0
	OAM7-NIM
	S5

	SP-070045
	32.152
	0007
	-
	7.0.1
	Rel-7
	Correct the references of IRPAgent and IRPManager
	approved
	F
	7.1.0
	OAM7-NIM
	S5

	SP-070044
	32.240
	0012
	-
	7.1.0
	Rel-7
	Add Alternate Charged Party (ACP) description to subsciber billing cases
	approved
	B
	7.2.0
	CH7-IMS-ACP
	S5

	SP-070039
	32.250
	0010
	-
	6.6.0
	Rel-7
	Introduce CS charging implications of VCC
	approved
	B
	7.0.0
	VCC-CH
	S5

	SP-070043
	32.250
	0011
	-
	6.6.0
	Rel-7
	Add MCC MNC in Location/change of location field
	approved
	B
	7.0.0
	CH7
	S5

	SP-070034
	32.251
	0042
	-
	6.8.0
	Rel-6
	Correction of online charging errors
	approved
	F
	6.9.0
	CH-BC
	S5

	SP-070043
	32.251
	0043
	-
	7.2.0
	Rel-7
	Add charging support for Direct Tunnel
	approved
	B
	7.3.0
	CH7
	S5

	SP-070043
	32.251
	0044
	-
	7.2.0
	Rel-7
	Add MCC and MNC in M-CDR
	approved
	B
	7.3.0
	CH7
	S5

	SP-070036
	32.251
	0045
	-
	7.2.0
	Rel-7
	Introduce support for Network Requested Secondary PDP Context Activation for online charging
	approved
	B
	7.3.0
	PCC-CH
	S5

	SP-070034
	32.251
	0046
	-
	7.2.0
	Rel-7
	Correction of online charging errors
	approved
	A
	7.3.0
	CH-BC
	S5

	SP-070033
	32.260
	0039
	-
	6.7.0
	Rel-6
	Correction on SDP Media Info - Align with 24.229
	approved
	F
	6.8.0
	CH
	S5

	SP-070043
	32.260
	0040
	-
	7.1.0
	Rel-7
	Introduce Charging Support for IMS Early Media
	approved
	B
	7.2.0
	CH7
	S5

	SP-070039
	32.260
	0041
	-
	7.1.0
	Rel-7
	Introduce IMS charging implications of VCC
	approved
	B
	7.2.0
	VCC-CH
	S5

	SP-070043
	32.260
	0042
	-
	7.1.0
	Rel-7
	Removal of ACID
	approved
	F
	7.2.0
	CH7
	S5

	SP-070043
	32.260
	0043
	-
	7.1.0
	Rel-7
	Corrections to Online and Offline charging message trigger conditions for MRFC
	approved
	F
	7.2.0
	CH7
	S5

	SP-070044
	32.260
	0044
	-
	7.1.0
	Rel-7
	Add flow description for Alternate Charged Party
	approved
	B
	7.2.0
	CH7-IMS-ACP
	S5

	SP-070043
	32.260
	0045
	-
	7.1.0
	Rel-7
	Corrections to BGCF state during PSTN and IMS intiated session establishment and releases
	approved
	F
	7.2.0
	CH7
	S5

	SP-070033
	32.260
	0046
	-
	7.1.0
	Rel-7
	Correction on SDP Media Info - Align with 24.229
	approved
	A
	7.2.0
	CH
	S5

	SP-070041
	32.272
	0021
	-
	7.2.0
	Rel-7
	Add Participant number based charging Trigger Type
	approved
	C
	7.3.0
	CH7-PoC
	S5

	SP-070041
	32.272
	0022
	-
	7.2.0
	Rel-7
	Add PoC session initiation type into PoC-information - Alignment with OMA PoC Requirements
	approved
	C
	7.3.0
	CH7-PoC
	S5

	SP-070033
	32.298
	0056
	-
	6.6.0
	Rel-6
	Correction of ASN.1 tags
	approved
	F
	6.7.0
	CH
	S5

	SP-070033
	32.298
	0057
	-
	6.6.0
	Rel-6
	Correction on SDP Media Info - Align with 24.229
	approved
	F
	6.7.0
	CH
	S5

	SP-070036
	32.298
	0058
	-
	7.1.0
	Rel-7
	Add new cause values for closing a service data container - Align with 32.251
	approved
	F
	7.2.0
	PCC-CH
	S5

	SP-070036
	32.298
	0059
	-
	7.1.0
	Rel-7
	Correction to AF-Record-Information parameter on eG-CDRs - Align with 29.212
	approved
	F
	7.2.0
	PCC-CH
	S5

	SP-070043
	32.298
	0060
	-
	7.1.0
	Rel-7
	Introduce Charging Support for IMS Early Media
	approved
	B
	7.2.0
	CH7
	S5

	SP-070043
	32.298
	0061
	-
	7.1.0
	Rel-7
	Add charging support for Direct Tunnel
	approved
	B
	7.2.0
	CH7
	S5

	SP-070043
	32.298
	0062
	-
	7.1.0
	Rel-7
	Add MCC and MNC in Location/Change of location field
	approved
	B
	7.2.0
	CH7
	S5

	SP-070041
	32.298
	0063
	-
	7.1.0
	Rel-7
	Add PoC session initiation type into PoC-information - Align with 32.272
	approved
	C
	7.2.0
	CH7-PoC
	S5

	SP-070041
	32.298
	0064
	-
	7.1.0
	Rel-7
	Add PoC User Access Priority into PoC-information - Alignment with TS 32.272
	approved
	F
	7.2.0
	CH7-PoC
	S5

	SP-070033
	32.298
	0065
	-
	7.1.0
	Rel-7
	Correction of ASN.1 tags
	approved
	A
	7.2.0
	CH
	S5

	SP-070033
	32.298
	0066
	-
	7.1.0
	Rel-7
	Correction on SDP Media Info - Align with 24.229
	approved
	A
	7.2.0
	CH
	S5

	SP-070033
	32.299
	0164
	-
	6.9.0
	Rel-6
	Alignment of Online Charging Information
	approved
	F
	6.10.0
	CH
	S5

	SP-070033
	32.299
	0165
	-
	6.9.0
	Rel-6
	Correction of online charging errors and removal of internal inconsistencies
	approved
	F
	6.10.0
	CH
	S5

	SP-070033
	32.299
	0166
	-
	6.9.0
	Rel-6
	Corrections to description of usage of Trigger-Type AVP
	approved
	F
	6.10.0
	CH
	S5

	SP-070043
	32.299
	0167
	-
	7.4.0
	Rel-7
	Correction on 3GPP Charging ID AVP for offline charging
	approved
	F
	7.5.0
	CH7
	S5

	SP-070036
	32.299
	0168
	-
	7.4.0
	Rel-7
	Add AF-Correlation-Information AVP on Ro interface - Align with 29.212
	approved
	F
	7.5.0
	PCC-CH
	S5

	SP-070043
	32.299
	0169
	-
	7.4.0
	Rel-7
	Introduce Charging Support for IMS Early Media
	approved
	B
	7.5.0
	CH7
	S5

	SP-070041
	32.299
	0170
	-
	7.4.0
	Rel-7
	Add Participant number based charging Trigger Type
	approved
	C
	7.5.0
	CH7-PoC
	S5

	SP-070041
	32.299
	0171
	-
	7.4.0
	Rel-7
	Add PoC session initiation type into PoC-information - Align with 32.272
	approved
	C
	7.5.0
	CH7-PoC
	S5

	SP-070033
	32.299
	0172
	-
	7.4.0
	Rel-7
	Corrections to description of usage of Trigger-Type AVP
	approved
	A
	7.5.0
	CH
	S5

	SP-070036
	32.299
	0173
	-
	7.4.0
	Rel-7
	Introduction of advanced time based charging models
	approved
	B
	7.5.0
	PCC-CH
	S5

	SP-070033
	32.299
	0174
	-
	7.4.0
	Rel-7
	Alignment of Online Charging Information
	approved
	A
	7.5.0
	CH
	S5

	SP-070033
	32.299
	0175
	-
	7.4.0
	Rel-7
	Correction of online charging errors and removal of internal inconsistencies
	approved
	A
	7.5.0
	CH
	S5

	SP-070043
	32.299
	0176
	-
	7.4.0
	Rel-7
	Correction to the definition of SCUR
	approved
	F
	7.5.0
	CH7
	S5

	SP-070035
	32.313
	0004
	-
	6.3.0
	Rel-6
	Correct the compiling errors in the CORBA IDL
	approved
	F
	6.4.0
	OAM-NIM
	S5

	SP-070046
	32.335
	0003
	-
	6.2.0
	Rel-7
	Add Notification XML definition in NotificationLogIRP
	approved
	B
	7.0.0
	OAM7-NIM
	S5

	SP-070046
	32.371
	0004
	-
	7.1.0
	Rel-7
	Correct the wrong references
	approved
	F
	7.2.0
	OAM7-NIM
	S5

	SP-070048
	32.405
	0023
	-
	7.3.0
	Rel-7
	Distinguish Hard Handover counters for FDD and TDD mode
	approved
	F
	7.4.0
	OAM7-PM
	S5

	SP-070048
	32.405
	0024
	-
	7.3.0
	Rel-7
	Add measurements related to number of HSDPA users
	approved
	B
	7.4.0
	OAM7-PM
	S5

	SP-070048
	32.405
	0025
	-
	7.3.0
	Rel-7
	Add measurements related to MAC-hs data rate
	approved
	B
	7.4.0
	OAM7-PM
	S5

	SP-070046
	32.601
	0004
	-
	7.0.0
	Rel-7
	Correct the wrong references
	approved
	F
	7.1.0
	OAM7-NIM
	S5

	SP-070046
	32.612
	0024
	-
	7.1.0
	Rel-7
	Add missing information to support file compression
	approved
	F
	7.2.0
	OAM7-NIM
	S5

	SP-070046
	32.615
	0027
	-
	7.0.0
	Rel-7
	Add Notification XML definition in BulkCMIRP
	approved
	B
	7.1.0
	OAM7-NIM
	S5

	SP-070046
	32.631
	0003
	-
	7.0.0
	Rel-7
	Correct the wrong references
	approved
	F
	7.1.0
	OAM7-NIM
	S5

	SP-070047
	32.632
	0027
	-
	7.0.1
	Rel-7
	Removing links to IMS NRM
	approved
	F
	7.1.0
	OAM7-NIM
	S5

	SP-070035
	32.633
	0018
	-
	6.5.0
	Rel-6
	Inclusion of Link_Scscf_Scscf object in the SS - Align with the IS in 32.632
	approved
	F
	6.6.0
	OAM-NIM
	S5

	SP-070047
	32.633
	0019
	-
	7.0.0
	Rel-7
	Removing IMS related links from the CN NRM
	approved
	F
	7.1.0
	OAM7-NIM
	S5

	SP-070047
	32.635
	0021
	-
	7.0.0
	Rel-7
	Removing IMS links from CN NRM
	approved
	F
	7.1.0
	OAM7-NIM
	S5

	SP-070046
	32.642
	0020a
	-
	7.0.0
	Rel-7
	Revise the Object Model in UTRAN network resources IRP Network Resource Model
	approved
	B
	7.1.0
	OAM7-NIM
	S5

	SP-070046
	32.721
	0001
	-
	7.0.0
	Rel-7
	Correct the wrong references
	approved
	F
	7.1.0
	OAM7-NIM
	S5

	SP-070047
	32.732
	0001
	-
	7.0.0
	Rel-7
	Add HssFunction to IMS NRM
	approved
	F
	7.1.0
	OAM7-NIM
	S5

	SP-070047
	32.733
	0001
	-
	7.0.0
	Rel-7
	Add HssFunction to the CORBA SS
	approved
	F
	7.1.0
	OAM7-NIM
	S5

	SP-070047
	32.735
	0001
	-
	7.0.0
	Rel-7
	Add HssFunction to IMS NRM - XML
	approved
	F
	7.1.0
	OAM7-NIM
	S5

	SP-070046
	32.741
	0002
	-
	7.0.0
	Rel-7
	Correct the wrong references
	approved
	F
	7.1.0
	OAM7-NIM
	S5

	SP-070200
	33.107
	0060
	-
	7.4.0
	Rel-7
	Stage 2 MBMS Interception
	approved
	B
	7.5.0
	LI-7A
	S3

	SP-070156
	33.107
	0061
	1
	7.4.0
	Rel-7
	SMS IRI Reporting for WLAN Interworking
	approved
	F
	7.5.0
	LI-7A
	S3

	SP-070157
	33.108
	0089
	1
	7.6.0
	Rel-7
	SMS IRI Reporting for WLAN Interworking (33.108)
	approved
	F
	7.7.0
	LI-7A
	S3

	SP-070155
	33.110
	0001
	-
	7.0.0
	Rel-7
	NAF Key Center shall authorize/administrate Terminal_appl_ID and UICC_appl_ID
	approved
	C
	7.1.0
	KeyEstUTerm
	S3

	SP-070155
	33.110
	0003
	-
	7.0.0
	Rel-7
	Figure 4-3 misleadingly lists Ks_NAF in message 9
	approved
	F
	7.1.0
	KeyEstUTerm
	S3

	SP-070155
	33.110
	0004
	1
	7.0.0
	Rel-7
	Keep annex alignment with the specification text
	approved
	F
	7.1.0
	KeyEstUTerm
	S3

	SP-070152
	33.203
	0104
	2
	7.4.0
	Rel-7
	Handling of unprotected messages in IMS emergency case
	approved
	C
	7.5.0
	FBI-ISE, IMS-SE
	S3

	SP-070160
	33.220
	0113
	1
	7.6.0
	Rel-7
	Key deletion method for applications
	approved
	F
	7.7.0
	SEC7-GAA2
	S3

	SP-070160
	33.220
	0114
	2
	7.6.0
	Rel-7
	Encode problems in HTTP digest AKA authentication between UE and BSF
	approved
	F
	7.7.0
	SEC7-GAA2
	S3

	SP-070160
	33.220
	0116
	1
	7.6.0
	Rel-7
	GBA key names clarification
	approved
	F
	7.7.0
	SEC7-GAA2
	S3

	SP-070147
	33.220
	0117
	-
	6.11.0
	Rel-6
	Clarification of mapping of GUSS to IMPIs and IMSIs
	approved
	F
	6.12.0
	SEC7-GAA2
	S3

	SP-070160
	33.220
	0118
	-
	7.6.0
	Rel-7
	Correction of Note in Annex H
	approved
	D
	7.7.0
	SEC7-GAA2
	S3

	SP-070146
	33.220
	0119
	1
	6.11.0
	Rel-6
	Clarification on NAF_Id coding
	approved
	F
	6.12.0
	TEI6
	S3

	SP-070146
	33.220
	0120
	1
	7.6.0
	Rel-7
	Clarification on NAF_Id coding
	approved
	A
	7.7.0
	TEI6
	S3

	SP-070147
	33.220
	0122
	-
	7.6.0
	Rel-7
	Clarification of mapping of GUSS to IMPIs and IMSIs
	approved
	A
	7.7.0
	SEC7-GAA2
	S3

	SP-070149
	33.234
	0087
	1
	7.3.0
	Rel-7
	CR 33.234-0087 - Update Reference
	approved
	F
	7.4.0
	WLAN2
	S3

	SP-070140
	33.234
	0090
	1
	6.8.0
	Rel-6
	Mandate the format of PDG ID
	revised
	F
	
	WLAN
	S3

	SP-070218
	33.234
	0090
	2
	6.8.0
	Rel-6
	Mandate the format of PDG ID
	approved
	F
	6.9.0
	WLAN
	S3

	SP-070140
	33.234
	0091
	1
	7.3.0
	Rel-7
	Mandate the format of PDG ID
	approved
	A
	7.4.0
	WLAN
	S3

	SP-070218
	33.234
	0091
	1
	7.3.0
	Rel-7
	Mandate the format of PDG ID
	withdrawn
	A
	
	WLAN
	S3

	SP-070144
	33.234
	0092
	1
	6.8.0
	Rel-6
	Correction and clarification of 3GPP AAA Server behavior
	approved
	F
	6.9.0
	TEI6
	S3

	SP-070144
	33.234
	0093
	1
	7.3.0
	Rel-7
	Correction and clarification of 3GPP AAA Server behavior
	approved
	A
	7.4.0
	TEI6
	S3

	SP-070141
	33.234
	0094
	1
	6.8.0
	Rel-6
	Extension of scope of TS 33.234
	approved
	F
	6.9.0
	WLAN
	S3

	SP-070161
	33.234
	0095
	1
	7.3.0
	Rel-7
	Correction of reference
	approved
	D
	7.4.0
	TEI7
	S3

	SP-070141
	33.234
	0096
	-
	7.3.0
	Rel-7
	Extension of scope of TS 33.234
	approved
	A
	7.4.0
	WLAN
	S3

	SP-070145
	33.234
	0097
	-
	6.8.0
	Rel-6
	Clarification on certificate chain handling
	approved
	F
	6.9.0
	TEI6
	S3

	SP-070161
	33.234
	0098
	-
	7.3.0
	Rel-7
	Clarification on certificate chain handling
	approved
	A
	7.4.0
	TEI7
	S3

	SP-070148
	33.246
	0116
	1
	7.2.0
	Rel-7
	Allow the BM-SC to resent MTK messages without TS incrementation
	approved
	C
	7.3.0
	MBMSE
	S3

	SP-070148
	33.246
	0117
	1
	7.2.0
	Rel-7
	Clarification on the use of the constant R
	approved
	F
	7.3.0
	MBMSE
	S3

	SP-070148
	33.246
	0118
	1
	7.2.0
	Rel-7
	Clarification of MSK message structure
	approved
	F
	7.3.0
	MBMSE
	S3

	SP-070148
	33.246
	0119
	1
	7.2.0
	Rel-7
	Clarification of MTK message structure
	approved
	F
	7.3.0
	MBMSE
	S3

	SP-070142
	33.246
	0120
	1
	6.9.0
	Rel-6
	Modification to rules for MSK and MTK management on the UE
	approved
	F
	6.10.0
	MBMS
	S3

	SP-070142
	33.246
	0121
	1
	7.2.0
	Rel-7
	Modification to rules for MSK and MTK management on the UE
	approved
	A
	7.3.0
	MBMS
	S3

	SP-070143
	33.246
	0122
	1
	7.2.0
	Rel-7
	FDT protection
	approved
	A
	7.3.0
	MBMS
	S3

	SP-070143
	33.246
	0124
	-
	6.9.0
	Rel-6
	FDT protection
	approved
	F
	6.10.0
	MBMS
	S3

	SP-070162
	33.310
	0008
	-
	7.1.0
	Rel-8
	Specification of TLS protocol profile for future TLS endpoints
	approved
	B
	8.0.0
	NDSAFTLS
	S3

	SP-070159
	33.919
	0008
	1
	7.1.0
	Rel-7
	Update of TR 33.919
	approved
	B
	7.2.0
	SEC7-GAA2
	S3

	SP-070164
	33.980
	0014
	-
	7.3.1
	Rel-7
	Removal of identity validation inconsistency
	approved
	F
	7.4.0
	LibSec
	S3

	SP-070164
	33.980
	0015
	1
	7.3.1
	Rel-7
	SAMLv2.0 Integration to TR 33.980
	approved
	B
	7.4.0
	LibSec
	S3

	RP-070111
	34.108
	0557
	-
	6.5.0
	Rel-6
	34.108 v6.6.0 pointer to Release 7 version
	approved
	F
	6.6.0
	TEI6_Test
	R5

	RP-070105
	34.108
	0558
	-
	6.5.0
	Rel-6
	Correction of IE "DL UM RLC LI size" in RF default messages for HSDPA
	approved
	F
	6.6.0
	TEI5_Test
	R5

	RP-070096
	34.108
	0559
	-
	6.5.0
	Rel-6
	Signalled Reference E-TFCIs for E-DCH RF tests
	approved
	F
	6.6.0
	EDCH_Test
	R5

	RP-070096
	34.108
	0560
	-
	6.5.0
	Rel-6
	Correction to RB setup message used for E-DCH tests
	approved
	F
	6.6.0
	EDCH_Test
	R5

	RP-070096
	34.108
	0561
	-
	6.5.0
	Rel-6
	Correction of IE "DL UM RLC LI size" in RF default messages for E-DCH
	approved
	F
	6.6.0
	EDCH_Test
	R5

	RP-070090
	34.108
	0562
	-
	6.5.0
	Rel-7
	Generic test procedure for MBMS RF test case
	approved
	F
	7.0.0
	MBMS-RAN-RF_Test
	R5

	RP-070094
	34.108
	0563
	-
	6.5.0
	Rel-7
	Introduction of FDD Mode Test frequencies for Operating Band X (Extended 1.7/2.1 GHz)
	approved
	F
	7.0.0
	RInImp-UEConTest_UMTS1721Ext
	R5

	RP-070094
	34.108
	0564
	-
	6.5.0
	Rel-7
	Introduction of FDD Band X (Extended 1.7/2.1 GHz) to Contents of System Information Block type 5bis
	approved
	F
	7.0.0
	RInImp-UEConTest_UMTS1721Ext
	R5

	RP-070104
	34.108
	0565
	-
	6.5.0
	Rel-6
	Correction to contents of System Information Block type 5 (1.28 Mcps TDD)
	approved
	F
	6.6.0
	TEI4_Test
	R5

	RP-070104
	34.108
	0566
	-
	6.5.0
	Rel-6
	Remove DCH information from RRC Connection Setup message to Cell_FACH state
	approved
	F
	6.6.0
	TEI4_Test
	R5

	RP-070096
	34.108
	0567
	-
	6.5.0
	Rel-6
	Corrections to 34.108 Radio Bearer Setup Message: AM or UM
	approved
	F
	6.6.0
	EDCH_Test
	R5

	RP-070096
	34.108
	0568
	-
	6.5.0
	Rel-6
	Introduction of radio bearers for Stand-alone SRBs for DCCH on E-DCH and HS-DSCH
	approved
	F
	6.6.0
	EDCH_Test
	R5

	RP-070096
	34.108
	0569
	-
	6.5.0
	Rel-6
	Introduction of RRC Connection setup message for Stand-alone SRBs for DCCH on E-DCH and HS-DSCH
	approved
	F
	6.6.0
	EDCH_Test
	R5

	RP-070086
	34.108
	0570
	-
	6.5.0
	Rel-6
	MBMS test - MCCH configurations
	approved
	F
	6.6.0
	MBMS_Test
	R5

	RP-070086
	34.108
	0571
	-
	6.5.0
	Rel-6
	Generic setup procedures and default values for MBMS signalling testing
	approved
	F
	6.6.0
	MBMS_Test
	R5

	RP-070086
	34.108
	0572
	-
	6.5.0
	Rel-6
	Introduction of signalling radio bearer for MCCH
	approved
	F
	6.6.0
	MBMS_Test
	R5

	RP-070153
	34.109
	0041
	-
	6.3.0
	Rel-6
	Correction of max RLC SDU size
	approved
	F
	6.4.0
	EDCH-Test
	R2

	RP-070153
	34.109
	0042
	2
	7.1.0
	Rel-7
	Correction of max RLC SDU size
	approved
	A
	7.2.0
	EDCH-Test
	R2

	RP-070101
	34.121-1
	0782
	-
	7.3.0
	Rel-7
	Correction to 34.121-1 test case for: Change of TFC
	approved
	F
	7.4.0
	TEI_Test
	R5

	RP-070105
	34.121-1
	0783
	-
	7.3.0
	Rel-7
	Correction to 34.121-1 test case for: Change to peak code domain error applicability
	approved
	F
	7.4.0
	TEI5_Test
	R5

	RP-070101
	34.121-1
	0784
	-
	7.3.0
	Rel-7
	Correction to test tolerances in test cases 7.7.1 and 7.7.2.
	approved
	F
	7.4.0
	TEI_Test
	R5

	RP-070101
	34.121-1
	0785
	-
	7.3.0
	Rel-7
	Correction to test requirements in section 8.4.2.4 and F.4.4
	approved
	F
	7.4.0
	TEI_Test
	R5

	RP-070101
	34.121-1
	0786
	-
	7.3.0
	Rel-7
	Correction to Table 8.3.7.2.1 and Table F.4.1
	approved
	F
	7.4.0
	TEI_Test
	R5

	RP-070101
	34.121-1
	0787
	-
	7.3.0
	Rel-7
	Correction to the content of Measurement Control message in RRM Test cases 8.3.2.2, 8.6.2.1 and 8.6.2.2
	approved
	F
	7.4.0
	TEI_Test
	R5

	RP-070101
	34.121-1
	0788
	-
	7.3.0
	Rel-7
	Correction of the definition of known cell
	approved
	F
	7.4.0
	TEI_Test
	R5

	RP-070101
	34.121-1
	0789
	-
	7.3.0
	Rel-7
	Correction to system uncertainty of GSM test cases
	approved
	F
	7.4.0
	TEI_Test
	R5

	RP-070111
	34.121-1
	0790
	-
	7.3.0
	Rel-7
	Correction to SIB11for 8.6.5.1 in AnnexI
	approved
	F
	7.4.0
	TEI6_Test
	R5

	RP-070111
	34.121-1
	0791
	-
	7.3.0
	Rel-7
	Correction to 8.3.8
	approved
	F
	7.4.0
	TEI6_Test
	R5

	RP-070101
	34.121-1
	0792
	-
	7.3.0
	Rel-7
	Default Qrxlevmin value for RRM Testcases
	approved
	F
	7.4.0
	TEI_Test
	R5

	RP-070101
	34.121-1
	0793
	-
	7.3.0
	Rel-7
	Correction to Active Set Update messsage in Annex I
	approved
	F
	7.4.0
	TEI_Test
	R5

	RP-070105
	34.121-1
	0794
	-
	7.3.0
	Rel-7
	Correction to reference TFC in Annex I
	approved
	F
	7.4.0
	TEI5_Test
	R5

	RP-070105
	34.121-1
	0795
	-
	7.3.0
	Rel-7
	Continuous DPCH transmission during HSDPA and E-DCH performance tests
	approved
	F
	7.4.0
	TEI5_Test
	R5

	RP-070105
	34.121-1
	0796
	-
	7.3.0
	Rel-7
	Removal of the fixed MAC-hs header option for HSDPA test cases
	approved
	F
	7.4.0
	TEI5_Test
	R5

	RP-070105
	34.121-1
	0797
	-
	7.3.0
	Rel-7
	Correction to HSDPA Performance test cases
	approved
	F
	7.4.0
	TEI5_Test
	R5

	RP-070105
	34.121-1
	0798
	-
	7.3.0
	Rel-7
	Clarification of CQI test cases
	approved
	F
	7.4.0
	TEI5_Test
	R5

	RP-070111
	34.121-1
	0799
	-
	7.3.0
	Rel-7
	Introduction of Relative Code Domain Error
	approved
	F
	7.4.0
	TEI6_Test
	R5

	RP-070096
	34.121-1
	0800
	-
	7.3.0
	Rel-7
	E-TFC selection for E-DCH maximum power tests
	approved
	F
	7.4.0
	EDCH_Test
	R5

	RP-070096
	34.121-1
	0801
	-
	7.3.0
	Rel-7
	Corrections to method of test and limits for E-DCH RRM test 8.4.4.1
	approved
	F
	7.4.0
	EDCH_Test
	R5

	RP-070096
	34.121-1
	0802
	-
	7.3.0
	Rel-7
	Correction to HSUPA Test Case to 34.121-1: E-TFC restriction in UE 10ms TTI test case and 2ms TTI test case
	approved
	F
	7.4.0
	EDCH_Test
	R5

	RP-070096
	34.121-1
	0803
	-
	7.3.0
	Rel-7
	Reduction of lower limits in TC 5.2B
	approved
	F
	7.4.0
	EDCH_Test
	R5

	RP-070096
	34.121-1
	0804
	-
	7.3.0
	Rel-7
	Addition of test system uncertainties and test tolerances for inter cell E-DCH tests
	approved
	F
	7.4.0
	EDCH_Test
	R5

	RP-070096
	34.121-1
	0805
	-
	7.3.0
	Rel-7
	Correction to E-AGCH test case
	approved
	F
	7.4.0
	EDCH_Test
	R5

	RP-070096
	34.121-1
	0806
	-
	7.3.0
	Rel-7
	Removal of the 2ms test from 10.2.1(E-HICH, Single link performance)
	approved
	F
	7.4.0
	EDCH_Test
	R5

	RP-070096
	34.121-1
	0807
	-
	7.3.0
	Rel-7
	Separation of the 2ms test from 10.2.1(E-HICH, Single link performance)
	approved
	F
	7.4.0
	EDCH_Test
	R5

	RP-070096
	34.121-1
	0808
	-
	7.3.0
	Rel-7
	Removal of the 2ms test from 10.2.2.1(E-HICH, SHO, RLS not cont….)
	approved
	F
	7.4.0
	EDCH_Test
	R5

	RP-070096
	34.121-1
	0809
	-
	7.3.0
	Rel-7
	Separation of the 2ms test from 10.2.2.1(E-HICH, SHO, RLS not cont…)
	approved
	F
	7.4.0
	EDCH_Test
	R5

	RP-070096
	34.121-1
	0810
	-
	7.3.0
	Rel-7
	Removal of the 2ms test from 10.2.2.2(E-HICH, SHO, RLS containing….)
	approved
	F
	7.4.0
	EDCH_Test
	R5

	RP-070096
	34.121-1
	0811
	-
	7.3.0
	Rel-7
	Separation of the 2ms test from 10.2.2.2(E-HICH, SHO, RLS containing….)
	approved
	F
	7.4.0
	EDCH_Test
	R5

	RP-070096
	34.121-1
	0812
	-
	7.3.0
	Rel-7
	Removal of the 2ms test from 10.3.1(E-RGCH, Single link performance)
	approved
	F
	7.4.0
	EDCH_Test
	R5

	RP-070096
	34.121-1
	0813
	-
	7.3.0
	Rel-7
	Separation of the 2ms test from 10.3.1(E-RGCH, single link)
	approved
	F
	7.4.0
	EDCH_Test
	R5

	RP-070097
	34.121-1
	0814
	-
	7.3.0
	Rel-7
	Correction to 10.3.2(E-RGCH, SHO)
	approved
	F
	7.4.0
	EDCH_Test
	R5

	RP-070097
	34.121-1
	0815
	-
	7.3.0
	Rel-7
	Statistical annex for E-DCH performance tests
	approved
	F
	7.4.0
	EDCH_Test
	R5

	RP-070097
	34.121-1
	0816
	-
	7.3.0
	Rel-7
	Statistical requirements for test cases 8.4.4
	approved
	F
	7.4.0
	EDCH_Test
	R5

	RP-070090
	34.121-1
	0817
	-
	7.3.0
	Rel-7
	New test case: Demodulation of MTCH and cell identification – RLC SDU Error Rate
	approved
	F
	7.4.0
	MBMS-RAN-RF_Test
	R5

	RP-070090
	34.121-1
	0818
	-
	7.3.0
	Rel-7
	Addition of reference measurement channel, downlink physical channels configuration and VA3 fading condition for MBMS RF testing
	approved
	F
	7.4.0
	MBMS-RAN-RF_Test
	R5

	RP-070090
	34.121-1
	0819
	-
	7.3.0
	Rel-7
	Introduction of the new demodulation of MTCH test case
	approved
	F
	7.4.0
	MBMS-RAN-RF_Test
	R5

	RP-070094
	34.121-1
	0820
	-
	7.3.0
	Rel-7
	CR to 34.121-1: Introduction of FDD Mode Test frequencies for Operating Band X (Extended 1.7/2.1 GHz) to Chapter 4
	approved
	F
	7.4.0
	RInImp-UEConTest_UMTS1721Ext
	R5

	RP-070094
	34.121-1
	0821
	-
	7.3.0
	Rel-7
	CR to 34.121-1: Introduction of FDD Band X (Extended UMTS 1.7/2.1 GHz) to Chapter 5
	approved
	F
	7.4.0
	RInImp-UEConTest_UMTS1721Ext
	R5

	RP-070094
	34.121-1
	0822
	-
	7.3.0
	Rel-7
	CR to 34.121-1: Introduction of FDD Band X (Extended UMTS 1.7/2.1 GHz) to Chapter 6
	approved
	F
	7.4.0
	RInImp-UEConTest_UMTS1721Ext
	R5

	RP-070094
	34.121-1
	0823
	-
	7.3.0
	Rel-7
	CR to 34.121-1: Introduction of FDD Band X (Extended UMTS 1.7/2.1 GHz) to Annex D
	approved
	F
	7.4.0
	RInImp-UEConTest_UMTS1721Ext
	R5

	RP-070094
	34.121-1
	0824
	-
	7.3.0
	Rel-7
	CR to 34.121-1: Introduction of FDD Band X (Extended UMTS 1.7/2.1 GHz) to Annex F
	approved
	F
	7.4.0
	RInImp-UEConTest_UMTS1721Ext
	R5

	RP-070101
	34.121-1
	0825
	-
	7.3.0
	Rel-7
	Test time reduction to event trigger tests
	approved
	F
	7.4.0
	TEI_Test
	R5

	RP-070090
	34.121-1
	0826
	-
	7.3.0
	Rel-7
	New test case: Cell re-selection during an MBMS session, one UTRAN inter-frequency and 2 GSM cells present in the neighbour list
	approved
	F
	7.4.0
	MBMS-RAN-RF_Test
	R5

	RP-070097
	34.121-2
	0011
	-
	7.3.0
	Rel-7
	Correction to 34.121-2: Introduction of applicability for 2ms TTI E-DCH E-TFC restriction test case
	approved
	F
	7.4.0
	EDCH_Test
	R5

	RP-070090
	34.121-2
	0012
	-
	7.3.0
	Rel-7
	Applicability of new MBMS RF and RRM test cases
	approved
	F
	7.4.0
	MBMS-RAN-RF_Test
	R5

	RP-070094
	34.121-2
	0013
	-
	7.3.0
	Rel-7
	Correction to 34.121-2: Introduction of FDD Band X (Extended UMTS 1.7/2.1 GHz) for transmitter and receiver characteristics test cases
	approved
	F
	7.4.0
	RInImp-UEConTest_UMTS1721Ext
	R5

	RP-070111
	34.122
	0226
	-
	5.6.0
	Rel-6
	34.122 v6.0.0 pointer to Release 7 version
	approved
	F
	6.0.0
	TEI6_Test
	R5

	RP-070105
	34.122
	0227
	-
	5.6.0
	Rel-5
	34.122 v5.7.0 pointer to Release 6 version
	approved
	F
	5.7.0
	TEI5_Test
	R5

	RP-070104
	34.122
	0228
	-
	5.6.0
	Rel-5
	Correcting the inter frequency measurement for 1.28Mcps TDD option
	approved
	F
	5.7.0
	TEI4_Test
	R5

	RP-070104
	34.122
	0229
	-
	5.6.0
	Rel-5
	Correcting the intra frequency measurement test case for 1.28Mcps TDD option
	approved
	F
	5.7.0
	TEI4_Test
	R5

	RP-070104
	34.122
	0230
	-
	5.6.0
	Rel-5
	Correcting the test case of open loop power control for 1.28Mcps TDD option
	approved
	F
	5.7.0
	TEI4_Test
	R5

	RP-070104
	34.122
	0231
	-
	5.6.0
	Rel-5
	Adding the test criteria in RRM test cases for 1.28Mcps TDD option
	approved
	F
	5.7.0
	TEI4_Test
	R5

	RP-070104
	34.122
	0232
	-
	5.6.0
	Rel-5
	Adding test case of Timing Advance for 1.28Mcps TDD option
	approved
	F
	5.7.0
	TEI4_Test
	R5

	RP-070091
	34.122
	0233
	-
	5.6.0
	Rel-7
	Addition of 7.68Mcps to Frequency bands and channel arrangement (section 4 of 34.122)
	approved
	F
	7.0.0
	VHCRTDD-UEConTest
	R5

	RP-070091
	34.122
	0234
	-
	5.6.0
	Rel-7
	Addition of 7.68Mcps tests to transmitter characteristics (section 5 of 34.122)
	approved
	F
	7.0.0
	VHCRTDD-UEConTest
	R5

	RP-070091
	34.122
	0235
	-
	5.6.0
	Rel-7
	Addition of 7.68Mcps tests to receiver characteristics (section 6 of 34.122)
	approved
	F
	7.0.0
	VHCRTDD-UEConTest
	R5

	RP-070091
	34.122
	0236
	-
	5.6.0
	Rel-7
	Addition of 7.68Mcps tests to performance requirements (section 7 of 34.122)
	approved
	F
	7.0.0
	VHCRTDD-UEConTest
	R5

	RP-070091
	34.122
	0237
	-
	5.6.0
	Rel-7
	Addition of 7.68Mcps tests to connected mode mobility requirements for support of RRM (section 8.3 of 34.122)
	approved
	F
	7.0.0
	VHCRTDD-UEConTest
	R5

	RP-070091
	34.122
	0238
	-
	5.6.0
	Rel-7
	Addition of 7.68Mcps tests to RRC connection control for support of RRM (section 8.4 of 34.122)
	approved
	F
	7.0.0
	VHCRTDD-UEConTest
	R5

	RP-070091
	34.122
	0239
	-
	5.6.0
	Rel-7
	Addition of 7.68Mcps tests to idle mode requirements for support of RRM (section 8.2 of 34.122)
	approved
	F
	7.0.0
	VHCRTDD-UEConTest
	R5

	RP-070091
	34.122
	0240
	-
	5.6.0
	Rel-7
	Addition of 7.68Mcps tests to UE measurement procedures (section 8.6 of 34.122)
	approved
	F
	7.0.0
	VHCRTDD-UEConTest
	R5

	RP-070091
	34.122
	0241
	-
	5.6.0
	Rel-7
	Addition of 7.68Mcps tests to measurements performance requirements (section 8.7 of 34.122)
	approved
	F
	7.0.0
	VHCRTDD-UEConTest
	R5

	RP-070091
	34.122
	0242
	-
	5.6.0
	Rel-7
	Addition of 7.68Mcps tests to timing charcteristics for support of RRM (section 8.5 of 34.122)
	approved
	F
	7.0.0
	VHCRTDD-UEConTest
	R5

	RP-070091
	34.122
	0243
	-
	5.6.0
	Rel-7
	Addition of 7.68Mcps tests to Performance requirements for HSDPA (section 9 of 34.122)
	approved
	F
	7.0.0
	VHCRTDD-UEConTest
	R5

	RP-070091
	34.122
	0244
	-
	5.6.0
	Rel-7
	Addition of 7.68Mcps reference measurement channels to Annex C of 34.122
	approved
	F
	7.0.0
	VHCRTDD-UEConTest
	R5

	RP-070091
	34.122
	0245
	-
	5.6.0
	Rel-7
	Addition of 7.68Mcps propagation conditions to Annex D of 34.122
	approved
	F
	7.0.0
	VHCRTDD-UEConTest
	R5

	RP-070091
	34.122
	0246
	-
	5.6.0
	Rel-7
	Addition of 7.68Mcps cases to Annex F of 34.122
	approved
	F
	7.0.0
	VHCRTDD-UEConTest
	R5

	RP-070091
	34.122
	0247
	-
	5.6.0
	Rel-7
	Addition of 7.68Mcps to Annex H of 34.122
	approved
	F
	7.0.0
	VHCRTDD-UEConTest
	R5

	RP-070091
	34.122
	0248
	-
	5.6.0
	Rel-7
	Addition of 7.68Mcps messages to Annex I of 34.122
	approved
	F
	7.0.0
	VHCRTDD-UEConTest
	R5

	RP-070092
	34.122
	0249
	-
	5.6.0
	Rel-7
	Addition of measurement parameters for MBMS tests to Annex C of 34.122
	approved
	F
	7.0.0
	MBMS-UEConTest_TDH
	R5

	RP-070093
	34.122
	0250
	-
	5.6.0
	Rel-7
	Addition of E-DCH reference measurement channels for E-DCH tests to Annex C of 34.122
	approved
	F
	7.0.0
	RANimp-UEConTest_EDCHTDH
	R5

	RP-070104
	34.123-1
	1818
	-
	6.5.0
	Rel-6
	Addition of LCR TDD contents in testcase 8.4.1.31, 8.4.1.33, 8.4.1.44, 8.4.1.45 and 8.4.1.46
	approved
	F
	6.6.0
	TEI4_Test
	R5

	RP-070104
	34.123-1
	1819
	-
	6.5.0
	Rel-6
	Change the Message Content of Testcase 8.1.5.1
	approved
	F
	6.6.0
	TEI4_Test
	R5

	RP-070111
	34.123-1
	1820
	-
	6.5.0
	Rel-6
	Supplement to HS-DSCH radio bearer test parameters in TDD
	approved
	F
	6.6.0
	TEI6_Test
	R5

	RP-070097
	34.123-1
	1821
	-
	6.5.0
	Rel-6
	Correction to GCF WI-25 MAC Test Case 7.1.6.4.2
	approved
	F
	6.6.0
	EDCH_Test
	R5

	RP-070097
	34.123-1
	1822
	-
	6.5.0
	Rel-6
	Correction to GCF WI 25 MAC test cases 7.1.6.1.1, 7.1.6.1.2, 7.1.6.1.3, 7.1.6.2.1, 7.1.6.2.8, 7.1.6.2.9, 7.1.6.3.1, 7.1.6.4.1, 7.1.6.4.2
	approved
	D
	6.6.0
	EDCH_Test
	R5

	RP-070097
	34.123-1
	1823
	-
	6.5.0
	Rel-6
	Correction to GCF WI 25 RRC test case 8.2.2.45
	approved
	F
	6.6.0
	EDCH_Test
	R5

	RP-070097
	34.123-1
	1824
	-
	6.5.0
	Rel-6
	Correction to generic test procedure for HS-DSCH and E-DCH radio bearer combinations
	approved
	F
	6.6.0
	EDCH_Test
	R5

	RP-070097
	34.123-1
	1825
	-
	6.5.0
	Rel-6
	Correction of RADIO BEARER RECONFIGURATION message used in E-DCH RRC TC 8.2.2.46 & 8.2.2.48
	approved
	F
	6.6.0
	EDCH_Test
	R5

	RP-070097
	34.123-1
	1826
	-
	6.5.0
	Rel-6
	Correction of Generic test procedure for HS-DSCH & HS-DSCH / E-DCH radio bearer combinations in 14.1.3 & 14.1.4
	approved
	F
	6.6.0
	EDCH_Test
	R5

	RP-070097
	34.123-1
	1827
	-
	6.5.0
	Rel-6
	TC-8.2.6.52 - IE "Uplink channel requirement" in Physical channel reconfiguration message is replaced with "Uplink DPCH info".
	approved
	F
	6.6.0
	EDCH_Test
	R5

	RP-070097
	34.123-1
	1828
	-
	6.5.0
	Rel-6
	Correction to E-DCH radio bearer test case 14.7.8
	approved
	F
	6.6.0
	EDCH_Test
	R5

	RP-070097
	34.123-1
	1829
	-
	6.5.0
	Rel-6
	Addition of new test case for RRC connection establishment using the default configuration for HS-DSCH / E-DCH signalling bearers.
	approved
	F
	6.6.0
	EDCH_Test
	R5

	RP-070097
	34.123-1
	1830
	-
	6.5.0
	Rel-6
	Introduction of test scenario for Stand-alone SRBs for DCCH on E-DCH and HS-DSCH
	approved
	F
	6.6.0
	EDCH_Test
	R5

	RP-070097
	34.123-1
	1831
	-
	6.5.0
	Rel-6
	Correction to test case 14.7.4
	approved
	F
	6.6.0
	EDCH_Test
	R5

	RP-070097
	34.123-1
	1832
	-
	6.5.0
	Rel-6
	Correction to GCF WI 25 HSUPA RAB test case 14.7.8
	approved
	F
	6.6.0
	EDCH_Test
	R5

	RP-070097
	34.123-1
	1833
	-
	6.5.0
	Rel-6
	Corrections to GCF WI-25 test case 7.1.6.2.10
	approved
	F
	6.6.0
	EDCH_Test
	R5

	RP-070097
	34.123-1
	1834
	-
	6.5.0
	Rel-6
	Correction to GCF WI 25 MAC test case 7.1.6.2.9
	approved
	F
	6.6.0
	EDCH_Test
	R5

	RP-070097
	34.123-1
	1835
	-
	6.5.0
	Rel-6
	Correction to MAC test cases 7.1.6.2.2, 7.1.6.4.1, 7.1.6.4.2 and 7.1.6.4.3
	approved
	F
	6.6.0
	EDCH_Test
	R5

	RP-070095
	34.123-1
	1836
	-
	6.5.0
	Rel-6
	Addition of RoHC Performance TC 7.3.6.5 Re-establishment of TS function after DTX in R-mode
	approved
	F
	6.6.0
	RANimp-RABSE5_Test
	R5

	RP-070095
	34.123-1
	1837
	-
	6.5.0
	Rel-6
	Addition of RoHC Performance TC 7.3.6.7 Compressor response to single lost packets in R-mode
	approved
	F
	6.6.0
	RANimp-RABSE5_Test
	R5

	RP-070095
	34.123-1
	1838
	-
	6.5.0
	Rel-6
	Addition of RoHC Performance TC 7.3.6.9 TS function during DTX with varying delta in R-mode
	approved
	F
	6.6.0
	RANimp-RABSE5_Test
	R5

	RP-070095
	34.123-1
	1839
	-
	6.5.0
	Rel-6
	Addition of a new RoHC Performance Test Case.
	approved
	F
	6.6.0
	RANimp-RABSE5_Test
	R5

	RP-070095
	34.123-1
	1840
	-
	6.5.0
	Rel-6
	Addition of RoHC Performance TC 7.3.6.8: TS function during DTX with varying delta in O-mode
	approved
	F
	6.6.0
	RANimp-RABSE5_Test
	R5

	RP-070086
	34.123-1
	1841
	-
	6.5.0
	Rel-6
	Correction to MBMS GMM test case 12.9.18
	approved
	F
	6.6.0
	MBMS_Test
	R5

	RP-070086
	34.123-1
	1842
	-
	6.5.0
	Rel-6
	Generic test procedure for MBMS radio bearer test cases
	approved
	F
	6.6.0
	MBMS_Test
	R5

	RP-070086
	34.123-1
	1843
	-
	6.5.0
	Rel-6
	New MBMS radio bearer test cases
	approved
	F
	6.6.0
	MBMS_Test
	R5

	RP-070086
	34.123-1
	1844
	-
	6.5.0
	Rel-6
	Corrections to MBMS RLC test cases
	approved
	F
	6.6.0
	MBMS_Test
	R5

	RP-070086
	34.123-1
	1845
	-
	6.5.0
	Rel-6
	Corrections to MBMS test cases 8.5.3.5 and 8.5.3.6
	approved
	F
	6.6.0
	MBMS_Test
	R5

	RP-070086
	34.123-1
	1846
	-
	6.5.0
	Rel-6
	New MBMS test case for Modification of the list of MBMS Selected Service whilst in Cell_PCH, URA_PCH & Cell_FACH
	approved
	F
	6.6.0
	MBMS_Test
	R5

	RP-070086
	34.123-1
	1847
	-
	6.5.0
	Rel-6
	Correction to MBMS Test Cases 11.5.1, 11.5.2.1 and 11.5.2.2
	approved
	F
	6.6.0
	MBMS_Test
	R5

	RP-070086
	34.123-1
	1848
	-
	6.5.0
	Rel-6
	New MBMS RRC Test Case: MBMS session Start at Notification via DCCH in CELL_DCH
	approved
	F
	6.6.0
	MBMS_Test
	R5

	RP-070086
	34.123-1
	1849
	-
	6.5.0
	Rel-6
	New MBMS RRC Test Case: Transmission of the MBMS Selected Services Information when entering RRC connected mode
	approved
	F
	6.6.0
	MBMS_Test
	R5

	RP-070086
	34.123-1
	1850
	-
	6.5.0
	Rel-6
	New MBMS RRC Test Case: MBMS Serving Cell Reselection in CELL_DCH during ongoing Session
	approved
	F
	6.6.0
	MBMS_Test
	R5

	RP-070086
	34.123-1
	1851
	-
	6.5.0
	Rel-6
	New MBMS RRC Test Case: MBMS Serving Cell Reselection in CELL_PCH during ongoing Session
	approved
	F
	6.6.0
	MBMS_Test
	R5

	RP-070086
	34.123-1
	1852
	-
	6.5.0
	Rel-6
	Correction of TC 8.5.1.1: MBMS Session Start in Idle mode
	approved
	F
	6.6.0
	MBMS_Test
	R5

	RP-070086
	34.123-1
	1853
	-
	6.5.0
	Rel-6
	Addition of TC 8.5.1.2: MBMS session start at notification in CELL_PCH
	approved
	F
	6.6.0
	MBMS_Test
	R5

	RP-070086
	34.123-1
	1854
	-
	6.5.0
	Rel-6
	Addition of TC 8.5.3.2: MBMS Session Start (Frequency Layer Convergence)/Session Stop (Frequency Layer Dispersion) in CELL_PCH
	approved
	F
	6.6.0
	MBMS_Test
	R5

	RP-070086
	34.123-1
	1855
	-
	6.5.0
	Rel-6
	Addition of TC 8.5.1.6: MBMS session start at MCCH acquisition in CELL_DCH (for a MBMS service) when entering into an MBMS cell (UE capable of MBMS p-t-m reception in CELL_DCH)
	approved
	F
	6.6.0
	MBMS_Test
	R5

	RP-070086
	34.123-1
	1856
	-
	6.5.0
	Rel-6
	Addition of TC 8.5.3.3: MBMS Session Start (Frequency Layer Convergence)/Session Stop (Frequency Layer Dispersion) in CELL_FACH
	approved
	F
	6.6.0
	MBMS_Test
	R5

	RP-070086
	34.123-1
	1857
	-
	6.5.0
	Rel-6
	Addition of TC 8.5.5.5: P-t-p Request in Idle Mode
	approved
	F
	6.6.0
	MBMS_Test
	R5

	RP-070087
	34.123-1
	1858
	-
	6.5.0
	Rel-6
	Addition of TC "MBMS Cell reselection - Idle mode - Frequency Layer Convergence – HCS Not Used"
	approved
	F
	6.6.0
	MBMS_Test
	R5

	RP-070087
	34.123-1
	1859
	-
	6.5.0
	Rel-6
	Addition of TC 8.5.5.6: P-t-p Request in URA_PCH, CELL_PCH or CELL_FACH
	approved
	F
	6.6.0
	MBMS_Test
	R5

	RP-070087
	34.123-1
	1860
	-
	6.5.0
	Rel-6
	Addition of TC 8.5.2.2: MBMS Session Stop at Notification, reception via MCCH
	approved
	F
	6.6.0
	MBMS_Test
	R5

	RP-070087
	34.123-1
	1861
	-
	6.5.0
	Rel-6
	Addition of TC 8.5.3.4: MBMS session stop with frequency layer dispersion - no previous frequency layer available (Idle Mode)
	approved
	F
	6.6.0
	MBMS_Test
	R5

	RP-070087
	34.123-1
	1862
	-
	6.5.0
	Rel-6
	Update of TC 8.5.5.1: MBMS Counting in Idle Mode to cover Selected services.
	approved
	F
	6.6.0
	MBMS_Test
	R5

	RP-070087
	34.123-1
	1863
	-
	6.5.0
	Rel-6
	Update of TC 8.5.5.3: MBMS No Counting in CELL_DCH to cover Selected services.
	approved
	F
	6.6.0
	MBMS_Test
	R5

	RP-070087
	34.123-1
	1864
	-
	6.5.0
	Rel-6
	Update of TC 8.5.5.4: MBMS Counting in CELL_PCH to cover Selected services.
	approved
	F
	6.6.0
	MBMS_Test
	R5

	RP-070087
	34.123-1
	1865
	-
	6.5.0
	Rel-6
	Addition of TC 8.5.5.2: MBMS Counting in CELL_FACH
	approved
	F
	6.6.0
	MBMS_Test
	R5

	RP-070087
	34.123-1
	1866
	-
	6.5.0
	Rel-6
	Update to MBMS test cases 11.6.1 and 11.7
	approved
	F
	6.6.0
	MBMS_Test
	R5

	RP-070101
	34.123-1
	1867
	-
	6.5.0
	Rel-6
	Add a note in clause 6
	approved
	F
	6.6.0
	TEI_Test
	R5

	RP-070101
	34.123-1
	1868
	-
	6.5.0
	Rel-6
	Correction to GCF WI-10 Inter-RAT Test Case 6.2.2.3
	approved
	F
	6.6.0
	TEI_Test
	R5

	RP-070101
	34.123-1
	1869
	-
	6.5.0
	Rel-6
	Correction to WI-010 test case 7.1.1.3
	approved
	F
	6.6.0
	TEI_Test
	R5

	RP-070105
	34.123-1
	1870
	-
	6.5.0
	Rel-6
	Correction of RRC HSDPA test case 8.3.1.35
	approved
	F
	6.6.0
	TEI5_Test
	R5

	RP-070105
	34.123-1
	1871
	-
	6.5.0
	Rel-6
	Correction of RRC test case 8.4.1.47
	approved
	F
	6.6.0
	TEI5_Test
	R5

	RP-070105
	34.123-1
	1872
	-
	6.5.0
	Rel-6
	Correction of RRC test case 8.3.4.9
	approved
	F
	6.6.0
	TEI5_Test
	R5

	RP-070105
	34.123-1
	1873
	-
	6.5.0
	Rel-6
	Correction to GCF WI 13/1 RRC test case 8.4.1.47
	approved
	F
	6.6.0
	TEI5_Test
	R5

	RP-070101
	34.123-1
	1874
	-
	6.5.0
	Rel-6
	Correction to GCF WI 10 RRC test case 8.2.4.1
	approved
	F
	6.6.0
	TEI_Test
	R5

	RP-070101
	34.123-1
	1875
	-
	6.5.0
	Rel-6
	Correction to WI-10/3 RRC test case 8.4.1.29
	approved
	F
	6.6.0
	TEI_Test
	R5

	RP-070101
	34.123-1
	1876
	-
	6.5.0
	Rel-6
	Correction to RRC test case 8.4.1.14
	approved
	F
	6.6.0
	TEI_Test
	R5

	RP-070101
	34.123-1
	1877
	-
	6.5.0
	Rel-6
	"Change in the phrase ""Frequency band modification"" to "Frequency modification" in RRC cases"
	approved
	F
	6.6.0
	TEI_Test
	R5

	RP-070101
	34.123-1
	1878
	-
	6.5.0
	Rel-6
	Correction to GCF WI 10 RRC test case 8.1.2.2
	approved
	F
	6.6.0
	TEI_Test
	R5

	RP-070101
	34.123-1
	1879
	-
	6.5.0
	Rel-6
	Correction to GCF WI 10/4 Inter system cell reselection from UTRAN test case 8.3.9.1
	approved
	F
	6.6.0
	TEI_Test
	R5

	RP-070111
	34.123-1
	1880
	-
	6.5.0
	Rel-6
	Addition of new test case for Radio Bearer Establishment using Specification Mode = Preconfiguration
	approved
	F
	6.6.0
	TEI6_Test
	R5

	RP-070101
	34.123-1
	1881
	-
	6.5.0
	Rel-6
	Update to test case 8.1.2.15 for Rel-6
	approved
	F
	6.6.0
	TEI_Test
	R5

	RP-070102
	34.123-1
	1882
	-
	6.5.0
	Rel-6
	Correction to RRC test case 8.2.6.37
	approved
	F
	6.6.0
	TEI_Test
	R5

	RP-070102
	34.123-1
	1883
	-
	6.5.0
	Rel-6
	Correction to test cases 8.4.1.2 and 8.4.1.24
	approved
	F
	6.6.0
	TEI_Test
	R5

	RP-070102
	34.123-1
	1884
	-
	6.5.0
	Rel-6
	Correction to GCF WI 10/2 RRC test case 8.1.10.1
	approved
	F
	6.6.0
	TEI_Test
	R5

	RP-070102
	34.123-1
	1885
	-
	6.5.0
	Rel-6
	Corrections to test cases in Section 8
	approved
	F
	6.6.0
	TEI_Test
	R5

	RP-070102
	34.123-1
	1886
	-
	6.5.0
	Rel-6
	Correction to GCF WI-10 RRC test case 8.4.1.28
	approved
	F
	6.6.0
	TEI_Test
	R5

	RP-070102
	34.123-1
	1887
	-
	6.5.0
	Rel-6
	Correction to GCF WI 10 MM test case 9.2.2
	approved
	F
	6.6.0
	TEI_Test
	R5

	RP-070102
	34.123-1
	1888
	-
	6.5.0
	Rel-6
	Corrections to GCF WI-10/4  test cases 9.4.3.5 and 9.5.7.1
	approved
	F
	6.6.0
	TEI_Test
	R5

	RP-070102
	34.123-1
	1889
	-
	6.5.0
	Rel-6
	Correction to GCF WI-012 test case 12.3.2.7
	approved
	F
	6.6.0
	TEI_Test
	R5

	RP-070102
	34.123-1
	1890
	-
	6.5.0
	Rel-6
	Correction of GMM test case 12.4.1.4b
	approved
	F
	6.6.0
	TEI_Test
	R5

	RP-070102
	34.123-1
	1891
	-
	6.5.0
	Rel-6
	Correction to GCF WI 10/4 GMM test case 12.9.13
	approved
	F
	6.6.0
	TEI_Test
	R5

	RP-070111
	34.123-1
	1892
	-
	6.5.0
	Rel-6
	Correction to GMM test cases in sub clause 12.4.2.11, 12.4.2.12
	approved
	F
	6.6.0
	TEI6_Test
	R5

	RP-070102
	34.123-1
	1893
	-
	6.5.0
	Rel-6
	Correction to GCF WI-10 RAB Test Case 14.2.58
	approved
	F
	6.6.0
	TEI_Test
	R5

	RP-070105
	34.123-1
	1894
	-
	6.5.0
	Rel-6
	Correction to GCF WI-14 RAB Test Case 14.6.1a and 14.6.2
	approved
	D
	6.6.0
	TEI5_Test
	R5

	RP-070105
	34.123-1
	1895
	-
	6.5.0
	Rel-6
	Correction to GCF WI 14/3 HSDPA test case 14.6.7
	approved
	F
	6.6.0
	TEI5_Test
	R5

	RP-070105
	34.123-1
	1896
	-
	6.5.0
	Rel-6
	Correction to GCF WI13/1 RAB testcase 14.2.4b and 14.2.62
	approved
	F
	6.6.0
	TEI5_Test
	R5

	RP-070105
	34.123-1
	1897
	-
	6.5.0
	Rel-6
	Correction to GCF WI 14/3 HSDPA test case 14.6.8
	approved
	F
	6.6.0
	TEI5_Test
	R5

	RP-070105
	34.123-1
	1898
	-
	6.5.0
	Rel-6
	Correction to HSDPA radio bearer test case 14.6.8
	approved
	F
	6.6.0
	TEI5_Test
	R5

	RP-070105
	34.123-1
	1899
	-
	6.5.0
	Rel-6
	Corrections to GCF WI-14 test case 14.6.8
	approved
	F
	6.6.0
	TEI5_Test
	R5

	RP-070097
	34.123-1
	1900
	-
	6.5.0
	Rel-6
	Correction to GCF WI-25 test case 8.3.4.10
	approved
	F
	6.6.0
	EDCH_Test
	R5

	RP-070095
	34.123-1
	1901
	-
	6.5.0
	Rel-6
	Addition of RoHC Performance TC 7.3.6.10: SRNS relocation for ROHC RTP O-mode compressor
	approved
	F
	6.6.0
	RANimp-RABSE5_Test
	R5

	RP-070102
	34.123-1
	1902
	-
	6.5.0
	Rel-6
	Correction of SMS test case 16.1.2
	approved
	F
	6.6.0
	TEI_Test
	R5

	RP-070098
	34.123-2
	0290
	-
	6.5.0
	Rel-6
	Applicability table for addition of new test cases for RRC connection establishment for HS-DSCH / E-DCH signalling bearers.
	approved
	F
	6.6.0
	EDCH_Test
	R5

	RP-070095
	34.123-2
	0291
	-
	6.5.0
	Rel-6
	Addition of applicability for new ROHC test cases
	approved
	F
	6.6.0
	RANimp-RABSE5_Test
	R5

	RP-070087
	34.123-2
	0292
	-
	6.5.0
	Rel-6
	Applicability of new MBMS radio bearer test cases
	approved
	F
	6.6.0
	MBMS_Test
	R5

	RP-070087
	34.123-2
	0293
	-
	6.5.0
	Rel-6
	Applicability table for addition of new MBMS test case for Modification of the list of MBMS Selected Service whilst in Cell_PCH, URA_PCH & Cell_FACH
	approved
	F
	6.6.0
	MBMS_Test
	R5

	RP-070087
	34.123-2
	0294
	-
	6.5.0
	Rel-6
	Addition of applicability for new MBMS test cases
	approved
	F
	6.6.0
	MBMS_Test
	R5

	RP-070087
	34.123-2
	0295
	-
	6.5.0
	Rel-6
	Modification of MBMS test case numbering
	approved
	F
	6.6.0
	MBMS_Test
	R5

	RP-070102
	34.123-2
	0296
	-
	6.5.0
	Rel-6
	Correction to the applicability for the GCF WI 10 RRC test case 8.2.4.1
	approved
	F
	6.6.0
	TEI_Test
	R5

	RP-070102
	34.123-2
	0297
	-
	6.5.0
	Rel-6
	Correction to Table 1: Applicability of tests
	approved
	F
	6.6.0
	TEI_Test
	R5

	RP-070102
	34.123-2
	0298
	-
	6.5.0
	Rel-6
	"Correction to Table 1: Change in the phrase ""Frequency band modification"" to "Frequency modification""
	approved
	F
	6.6.0
	TEI_Test
	R5

	RP-070111
	34.123-2
	0299
	-
	6.5.0
	Rel-6
	Applicability table for addition of new test case for Radio Bearer Establishment using Specification Mode = Preconfiguration
	approved
	F
	6.6.0
	TEI6_Test
	R5

	RP-070102
	34.123-2
	0300
	-
	6.5.0
	Rel-6
	8.2.4.36a – the redundant test case shall be deleted
	approved
	F
	6.6.0
	TEI_Test
	R5

	RP-070102
	34.123-2
	0301
	-
	6.5.0
	Rel-6
	Correction to the applicability for GCF WI-012 test case 8.4.1.48
	approved
	F
	6.6.0
	TEI_Test
	R5

	RP-070102
	34.123-2
	0302
	-
	6.5.0
	Rel-6
	Deletion of PICS 'Indication and user selection of PLMN' and corrections of the condition statements
	approved
	F
	6.6.0
	TEI_Test
	R5

	RP-070102
	34.123-2
	0303
	-
	6.5.0
	Rel-6
	Correction of ICS parameter A.13/2 and update of applicability of FDD radio bearer test casas depending on ICS parameter A.13/2
	approved
	F
	6.6.0
	TEI_Test
	R5

	RP-070111
	34.123-2
	0304
	-
	6.5.0
	Rel-6
	Deletion of PICS 'Indication and user selection of PLMN' and corrections of the condition statements for Rel-6 TCs
	approved
	F
	6.6.0
	TEI6_Test
	R5

	RP-070095
	34.123-2
	0305
	-
	6.5.0
	Rel-6
	Addition of applicability for new ROHC test case 7.3.6.10: SRNS relocation for ROHC RTP O-mode compressor
	approved
	F
	6.6.0
	RANimp-RABSE5_Test
	R5

	RP-070102
	34.123-2
	0306
	-
	6.5.0
	Rel-6
	Recommendation concerning number of TC execution added to applicability table
	approved
	F
	6.6.0
	TEI_Test
	R5

	RP-070099
	34.123-3
	1898
	-
	6.1.0
	Rel-6
	Addition of GCF WI-25 HSUPA MAC Test Case 7.1.6.4.3
	approved
	B
	6.2.0
	EDCH_Test
	R5

	RP-070099
	34.123-3
	1899
	-
	6.1.0
	Rel-6
	Addition of GCF WI-25 RAB Test Case 14.7.4
	approved
	B
	6.2.0
	EDCH_Test
	R5

	RP-070099
	34.123-3
	1900
	-
	6.1.0
	Rel-6
	Addition of GCF WI-25 HSUPA Test Case 7.1.6.2.10
	approved
	B
	6.2.0
	EDCH_Test
	R5

	RP-070099
	34.123-3
	1901
	-
	6.1.0
	Rel-6
	Addition of GCF WI-25 HSUPA MAC Test Case 7.1.6.4.2
	approved
	B
	6.2.0
	EDCH_Test
	R5

	RP-070099
	34.123-3
	1902
	-
	6.1.0
	Rel-6
	Addition of GCF WI-25 HSUPA Test Case 8.2.2.45
	approved
	B
	6.2.0
	EDCH_Test
	R5

	RP-070099
	34.123-3
	1903
	-
	6.1.0
	Rel-6
	Addition of GCF WI-25 HSUPA MAC Test Case 7.1.6.1.3
	approved
	B
	6.2.0
	EDCH_Test
	R5

	RP-070099
	34.123-3
	1904
	-
	6.1.0
	Rel-6
	Addition of GCF WI-25 HSUPA MAC Test Case 7.1.6.2.8
	approved
	B
	6.2.0
	EDCH_Test
	R5

	RP-070099
	34.123-3
	1905
	-
	6.1.0
	Rel-6
	Addition of GCF WI-25 HSUPA Test Case 7.1.6.2.9
	approved
	B
	6.2.0
	EDCH_Test
	R5

	RP-070106
	34.123-3
	1906
	-
	6.1.0
	Rel-6
	Addition of GCF WI-10 Idle mode test case 6.1.2.9a
	approved
	B
	6.2.0
	TEI_Test
	R5

	RP-070106
	34.123-3
	1907
	-
	6.1.0
	Rel-6
	Addition of GCF WI-10 Idle mode test case 6.1.2.9b
	approved
	B
	6.2.0
	TEI_Test
	R5

	RP-070110
	34.123-3
	1908
	-
	6.1.0
	Rel-6
	Addition of WB-AMR RAB test case 14.2.4b to HSD_ENH_r5 ATS V6.1.0
	approved
	B
	6.2.0
	TEI5_Test
	R5

	RP-070099
	34.123-3
	1909
	-
	6.1.0
	Rel-6
	Addition of E-DCH RAB test case 14.7.5 to HSU_ENH_r6 ATS V6.0.0
	approved
	B
	6.2.0
	EDCH_Test
	R5

	RP-070099
	34.123-3
	1910
	-
	6.1.0
	Rel-6
	Addition of E-DCH RAB test case 14.7.2 to HSU_ENH_r6 ATS V6.0.0
	approved
	B
	6.2.0
	EDCH_Test
	R5

	RP-070099
	34.123-3
	1911
	-
	6.1.0
	Rel-6
	Addition of E-DCH MAC test case 7.1.6.3.1 to HSU_ENH_r6 ATS V6.0.0
	approved
	B
	6.2.0
	EDCH_Test
	R5

	RP-070099
	34.123-3
	1912
	-
	6.1.0
	Rel-6
	Addition of E-DCH MAC test case 7.1.6.1.2 to HSU_ENH_r6 ATS V6.0.0
	approved
	B
	6.2.0
	EDCH_Test
	R5

	RP-070099
	34.123-3
	1913
	-
	6.1.0
	Rel-6
	Addition of E-DCH MAC test case 7.1.6.1.1 to HSU_ENH_r6 ATS V6.0.0
	approved
	B
	6.2.0
	EDCH_Test
	R5

	RP-070099
	34.123-3
	1914
	-
	6.1.0
	Rel-6
	Correction to GCF WI-025 test case 8.3.1.41
	approved
	F
	6.2.0
	EDCH_Test
	R5

	RP-070099
	34.123-3
	1915
	-
	6.1.0
	Rel-6
	Correction to GCF WI-25 RAB Test Case 14.7.5
	approved
	F
	6.2.0
	EDCH_Test
	R5

	RP-070106
	34.123-3
	1916
	-
	6.1.0
	Rel-6
	Summary of Regression Errors in NAS wk49 ATS
	approved
	F
	6.2.0
	TEI_Test
	R5

	RP-070106
	34.123-3
	1917
	-
	6.1.0
	Rel-6
	Summary of regression errors in wk49 ATS
	approved
	F
	6.2.0
	TEI_Test
	R5

	RP-070106
	34.123-3
	1918
	-
	6.1.0
	Rel-6
	Correction to GCF WI-10 SMS test case 16.3
	approved
	F
	6.2.0
	TEI_Test
	R5

	RP-070106
	34.123-3
	1919
	-
	6.1.0
	Rel-6
	Correction to GCF WI-10 SMS test cases 16.1.1 and 16.1.2
	approved
	F
	6.2.0
	TEI_Test
	R5

	RP-070106
	34.123-3
	1920
	-
	6.1.0
	Rel-6
	Correction to GCF WI-10 RRC test case 6.1.2.3
	approved
	F
	6.2.0
	TEI_Test
	R5

	RP-070106
	34.123-3
	1921
	-
	6.1.0
	Rel-6
	Summary of regression errors in wk49 IRAT ATSs.
	approved
	F
	6.2.0
	TEI_Test
	R5

	RP-070106
	34.123-3
	1922
	-
	6.1.0
	Rel-6
	Correction to GCF WI-10 NAS Test Case 12.9.12
	approved
	F
	6.2.0
	TEI_Test
	R5

	RP-070106
	34.123-3
	1923
	-
	6.1.0
	Rel-6
	Correction to GCF WI-10 RRC Test Case 8.4.1.25 and 8.4.1.48
	approved
	F
	6.2.0
	TEI_Test
	R5

	RP-070106
	34.123-3
	1924
	-
	6.1.0
	Rel-6
	Correction to GCF WI-10 RAB Test Case 14.2.58
	approved
	F
	6.2.0
	TEI_Test
	R5

	RP-070099
	34.123-3
	1925
	-
	6.1.0
	Rel-6
	Correction to GCF WI-025 test case 14.7.4
	approved
	F
	6.2.0
	EDCH_Test
	R5

	RP-070106
	34.123-3
	1926
	-
	6.1.0
	Rel-6
	Correction to GCF WI-10 RRC Test Case 8.4.1.2
	approved
	F
	6.2.0
	TEI_Test
	R5

	RP-070106
	34.123-3
	1927
	-
	6.1.0
	Rel-6
	Correction to GCF WI-10 IR-U Test Case 12.8
	approved
	F
	6.2.0
	TEI_Test
	R5

	RP-070106
	34.123-3
	1928
	-
	6.1.0
	Rel-6
	Corrections to GCF WI-17 DTM test case 8.3.7.17
	approved
	F
	6.2.0
	TEI_Test
	R5

	RP-070106
	34.123-3
	1929
	-
	6.1.0
	Rel-6
	Correction to approved  test case 8.4.1.8
	approved
	F
	6.2.0
	TEI_Test
	R5

	RP-070106
	34.123-3
	1930
	-
	6.1.0
	Rel-6
	Correction to approved  test case 8.2.6.38
	approved
	F
	6.2.0
	TEI_Test
	R5

	RP-070106
	34.123-3
	1931
	-
	6.1.0
	Rel-6
	Correction to the NAS test case 9.2.2
	approved
	F
	6.2.0
	TEI_Test
	R5

	RP-070106
	34.123-3
	1932
	-
	6.1.0
	Rel-6
	Correction to NAS test cases 12.4.1.1b and 12.9.9
	approved
	F
	6.2.0
	TEI_Test
	R5

	RP-070106
	34.123-3
	1933
	-
	6.1.0
	Rel-6
	Correction to RRC testcase 8.4.1.2
	approved
	F
	6.2.0
	TEI_Test
	R5

	RP-070106
	34.123-3
	1934
	-
	6.1.0
	Rel-6
	Correction to DSAC testcases 12.9.15, 12.4.2.11 and 12.4.2.12
	approved
	F
	6.2.0
	TEI_Test
	R5

	RP-070107
	34.123-3
	1935
	-
	6.1.0
	Rel-6
	Correction to AGPS ASP Retri_GPS_AssistanceData_CNF
	approved
	F
	6.2.0
	TEI_Test
	R5

	RP-070107
	34.123-3
	1936
	-
	6.1.0
	Rel-6
	Correction to the RRC testcase 8.3.4.8
	approved
	F
	6.2.0
	TEI_Test
	R5

	RP-070107
	34.123-3
	1937
	-
	6.1.0
	Rel-6
	Summary of Regression Errors in wk49 ATSs
	approved
	F
	6.2.0
	TEI_Test
	R5

	RP-070107
	34.123-3
	1938
	-
	6.1.0
	Rel-6
	Introduction of Band 8
	approved
	F
	6.2.0
	TEI_Test
	R5

	RP-070107
	34.123-3
	1939
	-
	6.1.0
	Rel-6
	Correction of CC procedure for multimedia calls
	approved
	F
	6.2.0
	TEI_Test
	R5

	RP-070110
	34.123-3
	1940
	-
	6.1.0
	Rel-6
	Correction to RRC TC 8.3.4.9 to avoid possible radio link failure.
	approved
	F
	6.2.0
	TEI5_Test
	R5

	RP-070110
	34.123-3
	1941
	-
	6.1.0
	Rel-6
	Correction to GCF WI-14 HSDPA Test Case 14.6.4a
	approved
	F
	6.2.0
	TEI5_Test
	R5

	RP-070107
	34.123-3
	1942
	-
	6.1.0
	Rel-6
	Step enhancement for the introduction of InterBand Test cases
	approved
	F
	6.2.0
	TEI_Test
	R5

	RP-070107
	34.123-3
	1943
	-
	6.1.0
	Rel-6
	Correction to GCF WI-10 RRC Test Case 8.3.1.5
	approved
	F
	6.2.0
	TEI_Test
	R5

	RP-070107
	34.123-3
	1944
	-
	6.1.0
	Rel-6
	Correction to Inter-RAT testcase 8.3.7.3
	approved
	F
	6.2.0
	TEI_Test
	R5

	RP-070110
	34.123-3
	1945
	-
	6.1.0
	Rel-6
	Correction to GCF WI-13 Test Case 8.3.1.40
	approved
	F
	6.2.0
	TEI5_Test
	R5

	RP-070110
	34.123-3
	1946
	-
	6.1.0
	Rel-6
	Correction to Idle mode testcase 6.1.2.10
	approved
	F
	6.2.0
	TEI5_Test
	R5

	RP-070112
	34.123-3
	1947
	-
	6.1.0
	Rel-6
	Correction to DSAC RRC testcase 8.1.2.16
	approved
	F
	6.2.0
	TEI6_Test
	R5

	RP-070110
	34.123-3
	1948
	-
	6.1.0
	Rel-6
	Correction to test case 8.2.6.39b & 8.3.4.9
	approved
	F
	6.2.0
	TEI5_Test
	R5

	RP-070107
	34.123-3
	1949
	-
	6.1.0
	Rel-6
	Correction to the NAS Test Case 12.3.2.1
	approved
	F
	6.2.0
	TEI_Test
	R5

	RP-070107
	34.123-3
	1950
	-
	6.1.0
	Rel-6
	Correction to GCF WI-012 test case 12.3.2.7
	approved
	F
	6.2.0
	TEI_Test
	R5

	RP-070107
	34.123-3
	1951
	-
	6.1.0
	Rel-6
	Correction to approved GCF WI-10 test case 8.3.7.1.
	approved
	F
	6.2.0
	TEI_Test
	R5

	RP-070107
	34.123-3
	1952
	-
	6.1.0
	Rel-6
	Correction of approved GCF WI-010 test case 8.1.7.1c
	approved
	F
	6.2.0
	TEI_Test
	R5

	RP-070107
	34.123-3
	1953
	-
	6.1.0
	Rel-6
	Correction to GCF WI-12 MAC Test Case 7.1.3.2
	approved
	F
	6.2.0
	TEI_Test
	R5

	RP-070107
	34.123-3
	1954
	-
	6.1.0
	Rel-6
	Correction to QOS checking for UE not support AT commands to start MO PS call
	approved
	F
	6.2.0
	TEI_Test
	R5

	RP-070112
	34.123-3
	1955
	-
	6.1.0
	Rel-6
	Correction to GCF WI-24 DSAC Test Case 12.4.2.11
	approved
	F
	6.2.0
	TEI6_Test
	R5

	RP-070107
	34.123-3
	1956
	-
	6.1.0
	Rel-6
	Summary of regression errors in wk43 ATS
	approved
	F
	6.2.0
	TEI_Test
	R5

	RP-070107
	34.123-3
	1957
	-
	6.1.0
	Rel-6
	Correction to GCF WI 10/2 RRC testcase 8.4.1.8
	approved
	F
	6.2.0
	TEI_Test
	R5

	RP-070107
	34.123-3
	1958
	-
	6.1.0
	Rel-6
	TTCN correction to GMM Test Case 12.4.1.4b
	approved
	F
	6.2.0
	TEI_Test
	R5

	RP-070107
	34.123-3
	1959
	-
	6.1.0
	Rel-6
	Summary of regression errors in wk47 IRAT ATSs.
	approved
	F
	6.2.0
	TEI_Test
	R5

	RP-070107
	34.123-3
	1960
	-
	6.1.0
	Rel-6
	Change of PDU type definition REGISTER used in MM test cases
	approved
	F
	6.2.0
	TEI_Test
	R5

	RP-070107
	34.123-3
	1961
	-
	6.1.0
	Rel-6
	Correction to GCF WI-10 RRC Test Case 8.4.1.25
	approved
	F
	6.2.0
	TEI_Test
	R5

	RP-070108
	34.123-3
	1962
	-
	6.1.0
	Rel-6
	Summary of Regression Errors in NAS wk47 ATS – Batch2
	approved
	F
	6.2.0
	TEI_Test
	R5

	RP-070108
	34.123-3
	1963
	-
	6.1.0
	Rel-6
	Summary of Regression Errors in NAS wk47 ATS
	approved
	F
	6.2.0
	TEI_Test
	R5

	RP-070108
	34.123-3
	1964
	-
	6.1.0
	Rel-6
	Summary of Regression Errors in RAB wk47 ATS
	approved
	F
	6.2.0
	TEI_Test
	R5

	RP-070108
	34.123-3
	1965
	-
	6.1.0
	Rel-6
	Correction to GCF WI-10 RRC Test Case 8.1.2.4
	approved
	F
	6.2.0
	TEI_Test
	R5

	RP-070108
	34.123-3
	1966
	-
	6.1.0
	Rel-6
	Correction to GCF WI-10 RRC Test Case 6.1.2.1
	approved
	F
	6.2.0
	TEI_Test
	R5

	RP-070110
	34.123-3
	1967
	-
	6.1.0
	Rel-6
	TTCN correction to GCF WI-014 RRC HSDPA Test Case 8.3.1.35
	approved
	F
	6.2.0
	TEI5_Test
	R5

	RP-070110
	34.123-3
	1968
	-
	6.1.0
	Rel-6
	Summary of Regression Errors in HSDPA wk47 ATS
	approved
	F
	6.2.0
	TEI5_Test
	R5

	RP-070099
	34.123-3
	1969
	-
	6.1.0
	Rel-6
	Corrections to E-DCH test case 14.7.1
	approved
	F
	6.2.0
	EDCH_Test
	R5

	RP-070099
	34.123-3
	1970
	-
	6.1.0
	Rel-6
	Corrections to E-DCH test case 7.1.6.2.3 and 7.1.6.2.7
	approved
	F
	6.2.0
	EDCH_Test
	R5

	RP-070099
	34.123-3
	1971
	-
	6.1.0
	Rel-6
	Summary of Regression Errors in HSU wk47 ATS
	approved
	F
	6.2.0
	EDCH_Test
	R5

	RP-070108
	34.123-3
	1972
	-
	6.1.0
	Rel-6
	Correction to approved  test case 8.4.1.2, 8.4.1.6, 8.4.1.24
	approved
	F
	6.2.0
	TEI_Test
	R5

	RP-070110
	34.123-3
	1973
	-
	6.1.0
	Rel-6
	Summary of regression errors in wk47 ATS
	approved
	F
	6.2.0
	TEI5_Test
	R5

	RP-070110
	34.123-3
	1974
	-
	6.1.0
	Rel-6
	Correction to approved GCF WI-014 test case 8.2.6.48
	approved
	F
	6.2.0
	TEI5_Test
	R5

	RP-070108
	34.123-3
	1975
	-
	6.1.0
	Rel-6
	Correction to RRC constraint 'cr_RRC_RrcConnSetupCmplRadioCap_BandList2' for Band VIII
	approved
	F
	6.2.0
	TEI_Test
	R5

	RP-070108
	34.123-3
	1976
	-
	6.1.0
	Rel-6
	Addition of GCF WI-010 P4 test case 8.2.6.37 to RRC ATS V6.1.0
	approved
	B
	6.2.0
	TEI_Test
	R5

	RP-070108
	34.123-3
	1977
	-
	6.1.0
	Rel-6
	Correction to GCF WI-10 NAS test cases using SETUP ul constraints
	approved
	F
	6.2.0
	TEI_Test
	R5

	RP-070108
	34.123-3
	1978
	-
	6.1.0
	Rel-6
	Correction to GCF WI-10 NAS test cases 9.1 and 12.9.7c
	approved
	F
	6.2.0
	TEI_Test
	R5

	RP-070108
	34.123-3
	1979
	-
	6.1.0
	Rel-6
	Correction to GCF WI-10 NAS test case 9.4.2.2 Procedure 2
	approved
	F
	6.2.0
	TEI_Test
	R5

	RP-070100
	34.123-3
	1981
	-
	6.1.0
	Rel-6
	CR to 34.123-3: Add new verified and e-mail agreed TTCN test cases in the TC lists in 34.123-3 (prose), Annex A
	approved
	F
	6.2.0
	TEI_Test
	R5

	RP-070108
	34.123-3
	1982
	-
	6.1.0
	Rel-6
	Correction to the MAC suite for Band VI
	approved
	F
	6.2.0
	TEI_Test
	R5

	RP-070108
	34.123-3
	1983
	-
	6.1.0
	Rel-6
	Summary of regression errors in 07wk03 ATSs
	approved
	F
	6.2.0
	TEI_Test
	R5

	RP-070108
	34.123-3
	1984
	-
	6.1.0
	Rel-6
	Cell setup issue in 15 Idle Mode, RRC and NAS test cases
	approved
	F
	6.2.0
	TEI_Test
	R5

	RP-070108
	34.123-3
	1985
	-
	6.1.0
	Rel-6
	Correction to RRC testcase 6.1.2.6
	approved
	F
	6.2.0
	TEI_Test
	R5

	RP-070108
	34.123-3
	1986
	-
	6.1.0
	Rel-6
	Correction to constraint cr_UE_CapabilityInfoAM_BandList2 for Band VIII
	approved
	F
	6.2.0
	TEI_Test
	R5

	RP-070108
	34.123-3
	1987
	-
	6.1.0
	Rel-6
	Corrections to wk03 AGPS ATS
	approved
	F
	6.2.0
	TEI_Test
	R5

	RP-070108
	34.123-3
	1988
	-
	6.1.0
	Rel-6
	Recovering LAI checking in RRC CONNECTION REQUEST in 8.1.2.x. test cases
	approved
	F
	6.2.0
	TEI_Test
	R5

	RP-070108
	34.123-3
	1989
	-
	6.1.0
	Rel-6
	Correction to RRC testcase 8.4.1.2
	approved
	F
	6.2.0
	TEI_Test
	R5

	RP-070108
	34.123-3
	1990
	-
	6.1.0
	Rel-6
	Cleaning of UE capability check procedure and band PICS
	approved
	F
	6.2.0
	TEI_Test
	R5

	RP-070109
	34.123-3
	1991
	-
	6.1.0
	Rel-6
	Correction to remove dependency on px_CipheringOnOff in L2 test cases
	approved
	F
	6.2.0
	TEI_Test
	R5

	RP-070110
	34.123-3
	1992
	-
	6.1.0
	Rel-6
	Correction to HSDPA testcase 8.2.4.36
	approved
	F
	6.2.0
	TEI5_Test
	R5

	RP-070099
	34.123-3
	1993
	-
	6.1.0
	Rel-6
	Addition of GCF WI 25 RRC test case 8.2.3.36 to HSU_ENH_r6 ATS V6.1.0.
	approved
	B
	6.2.0
	EDCH_Test
	R5

	RP-070099
	34.123-3
	1994
	-
	6.1.0
	Rel-6
	Addition of GCF WI-25 EDCH RRC test case 8.2.2.46
	approved
	B
	6.2.0
	EDCH_Test
	R5

	RP-070109
	34.123-3
	1995
	-
	6.1.0
	Rel-6
	Correction to RLC Test case 7.2.3.35
	approved
	F
	6.2.0
	TEI_Test
	R5

	RP-070098
	34.123-3
	1996
	-
	6.1.0
	Rel-6
	Activation time in EDCH ASP and ASP order
	approved
	F
	6.2.0
	EDCH_Test
	R5

	RP-070087
	34.123-3
	1997
	-
	6.1.0
	Rel-6
	MBMS test model and ASP
	approved
	F
	6.2.0
	MBMS_Test
	R5

	RP-070103
	34.123-3
	1998
	-
	6.1.0
	Rel-6
	Correction of Band VIII test and Max. number of Almanac data
	approved
	F
	6.2.0
	TEI_Test
	R5

	RP-070105
	34.123-3
	1999
	-
	6.1.0
	Rel-6
	Documentation of a test configuration and other corrections
	approved
	F
	6.2.0
	TEI5_Test
	R5

	RP-070103
	34.123-3
	2000
	-
	6.1.0
	Rel-6
	Corrections to AGPS asn.1 module
	approved
	F
	6.2.0
	TEI_Test
	R5

	RP-070088
	34.229-1
	0034
	-
	6.0.0
	Rel-6
	New TC 12.6
	approved
	F
	6.1.0
	IMS2_CCR_Test
	R5

	RP-070088
	34.229-1
	0035
	-
	6.0.0
	Rel-6
	New TC 12.7
	approved
	F
	6.1.0
	IMS2_CCR_Test
	R5

	RP-070088
	34.229-1
	0036
	-
	6.0.0
	Rel-6
	New TC 12.8
	approved
	F
	6.1.0
	IMS2_CCR_Test
	R5

	RP-070088
	34.229-1
	0037
	-
	6.0.0
	Rel-6
	TC 8.5 Conformance requirement update
	approved
	F
	6.1.0
	IMS2_CCR_Test
	R5

	RP-070088
	34.229-1
	0038
	-
	6.0.0
	Rel-6
	TC 8.6 Conformance requirement update
	approved
	F
	6.1.0
	IMS2_CCR_Test
	R5

	RP-070088
	34.229-1
	0039
	-
	6.0.0
	Rel-6
	TC 8.7 Conformance requirement update
	approved
	F
	6.1.0
	IMS2_CCR_Test
	R5

	RP-070088
	34.229-1
	0040
	-
	6.0.0
	Rel-6
	TC 12.2 Conformance requirement update
	approved
	F
	6.1.0
	IMS2_CCR_Test
	R5

	RP-070088
	34.229-1
	0041
	-
	6.0.0
	Rel-6
	Corrections and updating default message according release 6
	approved
	F
	6.1.0
	IMS2_CCR_Test
	R5

	RP-070088
	34.229-1
	0042
	-
	6.0.0
	Rel-6
	IMS security and early IMS security capability update
	approved
	F
	6.1.0
	IMS2_CCR_Test
	R5

	RP-070088
	34.229-1
	0043
	-
	6.0.0
	Rel-6
	Correct missing IMS security in TC 14.2
	approved
	F
	6.1.0
	IMS2_CCR_Test
	R5

	RP-070088
	34.229-1
	0044
	-
	6.0.0
	Rel-6
	Rename TC 8.6 and 8.7 to include "IMS security" instead of  "IMS support"
	approved
	F
	6.1.0
	IMS2_CCR_Test
	R5

	RP-070088
	34.229-1
	0045
	-
	6.0.0
	Rel-6
	Updates to 34.229 TC 12.1
	approved
	F
	6.1.0
	IMS2_CCR_Test
	R5

	RP-070088
	34.229-1
	0046
	-
	6.0.0
	Rel-6
	Corrections to P-CSCF Discovery (IPv4) test cases
	approved
	F
	6.1.0
	IMS2_CCR_Test
	R5

	RP-070088
	34.229-1
	0047
	-
	6.0.0
	Rel-6
	New IMS CC test case for MO call initiation when MO UE supports and uses preconditions whereas MT UE does not support preconditions (TC 12.5).
	approved
	F
	6.1.0
	IMS2_CCR_Test
	R5

	RP-070088
	34.229-1
	0048
	-
	6.0.0
	Rel-6
	Updates to TC 8.2 User Initiated Re-Registration for IMS Rel-6
	approved
	F
	6.1.0
	IMS2_CCR_Test
	R5

	RP-070088
	34.229-1
	0049
	-
	6.0.0
	Rel-6
	Removal of IMS CC test cases 7.7 and 7.8
	approved
	F
	6.1.0
	IMS2_CCR_Test
	R5

	RP-070088
	34.229-1
	0050
	-
	6.0.0
	Rel-6
	Update IMS default message content for 503 Service Unavailable response
	approved
	F
	6.1.0
	IMS2_CCR_Test
	R5

	RP-070088
	34.229-1
	0051
	-
	6.0.0
	Rel-6
	Update Specific message Content for 503 response in IMS TCs 10.1 and 12.2.
	approved
	F
	6.1.0
	IMS2_CCR_Test
	R5

	RP-070088
	34.229-1
	0052
	-
	6.0.0
	Rel-6
	Updates to TC 13.1 SigComp in the Initial registration for IMS Rel-6
	approved
	F
	6.1.0
	IMS2_CCR_Test
	R5

	RP-070088
	34.229-1
	0053
	-
	6.0.0
	Rel-6
	Updates to TC 13.2 SigComp in the MO Call for IMS Rel-6
	approved
	F
	6.1.0
	IMS2_CCR_Test
	R5

	RP-070089
	34.229-1
	0054
	-
	6.0.0
	Rel-6
	Updates to TC 13.3 SigComp in the MT Call for IMS Rel-6
	approved
	F
	6.1.0
	IMS2_CCR_Test
	R5

	RP-070089
	34.229-1
	0055
	-
	6.0.0
	Rel-6
	Updates to TC 13.4 State creation before authentication for IMS Rel-6
	approved
	F
	6.1.0
	IMS2_CCR_Test
	R5

	RP-070089
	34.229-1
	0056
	-
	6.0.0
	Rel-6
	Correction to test case 7.4
	approved
	F
	6.1.0
	IMS2_CCR_Test
	R5

	RP-070089
	34.229-1
	0057
	-
	6.0.0
	Rel-6
	Rel-6 ISIM parameters
	approved
	F
	6.1.0
	IMS2_CCR_Test
	R5

	RP-070089
	34.229-1
	0058
	-
	6.0.0
	Rel-6
	Updates to TC 12.4 Call initiation – Mobile termination for IMS Rel-6
	approved
	F
	6.1.0
	IMS2_CCR_Test
	R5

	RP-070089
	34.229-1
	0059
	-
	6.0.0
	Rel-6
	Updates to TC 8.3 User initiated deregistration for IMS Rel-6
	approved
	F
	6.1.0
	IMS2_CCR_Test
	R5

	RP-070089
	34.229-2
	0008
	-
	6.0.0
	Rel-6
	IMS security and early IMS security capability update
	approved
	F
	6.1.0
	IMS2_CCR_Test
	R5

	RP-070089
	34.229-2
	0009
	-
	6.0.0
	Rel-6
	Removal of applicability statements for IMS test cases 7.7 and 7.8
	approved
	F
	6.1.0
	IMS2_CCR_Test
	R5

	SP-070188
	41.101
	0022
	-
	4.15.0
	Rel-4
	Correction to list of Specs
	approved
	F
	4.16.0
	TEI4
	SP

	SP-070188
	41.101
	0023
	-
	5.11.0
	Rel-5
	Correction to list of Specs
	approved
	F
	5.12.0
	TEI5
	SP

	SP-070188
	41.101
	0024
	-
	6.7.0
	Rel-6
	Correction to list of Specs
	approved
	F
	6.8.0
	TEI6
	SP

	SP-070114
	42.068
	0034
	1
	7.7.0
	Rel-7
	Removal of the use of GPRS for individual VGCS subscribers in parallel to an active group call
	approved
	F
	7.8.0
	IVGCS
	S1

	SP-070112
	42.068
	0035
	1
	7.7.0
	Rel-7
	Removal of requirement for Speech encryption for voice group calls
	approved
	F
	7.8.0
	EVGCS
	S1

	SP-070112
	42.068
	0036
	1
	8.3.0
	Rel-8
	Removal of requirement for Speech encryption for voice group calls
	approved
	A
	8.4.0
	EVGCS
	S1

	CP-070155
	43.068
	0122
	-
	7.6.0
	Rel-7
	Alignment of SDLs with condition for successful call setup 
	approved
	F
	7.7.0
	TEI7
	C1

	CP-070155
	43.068
	0123
	1
	7.6.0
	Rel-7
	Correction of condition for cell specific speech version
	approved
	F
	7.7.0
	TEI7
	C1

	CP-070131
	43.068
	0124
	2
	7.6.0
	Rel-7
	TCRT: Definition of BSSAP procedure for release of VGCS call controlling connections
	approved
	A
	7.7.0
	TEI6
	C1

	CP-070131
	43.068
	0128
	-
	6.7.0
	Rel-6
	TCRT: Definition of BSSAP procedure for release of VGCS call controlling connections
	approved
	F
	6.8.0
	TEI6
	C1

	CP-070155
	43.069
	0097
	1
	7.4.0
	Rel-7
	Extension of Group ID
	approved
	C
	7.5.0
	TEI7
	C1

	CP-070155
	43.069
	0098
	3
	7.4.0
	Rel-7
	Indication of the originating relay msc address to anchor msc
	approved
	F
	7.5.0
	TEI7
	C1

	CP-070155
	43.069
	0099
	2
	7.4.0
	Rel-7
	Remove the limitation of speech version in A interface sharing
	approved
	F
	7.5.0
	TEI7
	C1

	CP-070155
	43.069
	0100
	-
	7.4.0
	Rel-7
	Alignment of SDLs with condition for successful call setup 
	approved
	F
	7.5.0
	TEI7
	C1

	CP-070131
	43.069
	0103
	2
	7.4.0
	Rel-7
	TCRT: Definition of BSSAP procedure for release of VBS call controlling connections
	approved
	A
	7.5.0
	TEI6
	C1

	CP-070131
	43.069
	0104
	-
	6.4.0
	Rel-6
	TCRT: Definition of BSSAP procedure for release of VBS call controlling connections
	approved
	F
	6.5.0
	TEI6
	C1

	CP-070131
	44.064
	0017
	1
	6.1.0
	Rel-6
	Bit ordering of the key sequence in GEA3
	approved
	F
	6.2.0
	TEI6
	C1

	CP-070131
	44.064
	0018
	1
	7.0.0
	Rel-7
	Bit ordering of the key sequence in GEA3
	approved
	A
	7.1.0
	TEI6
	C1

	CP-070144
	44.068
	0014
	1
	7.1.0
	Rel-7
	Addition of SMS indications in GCC Connect message
	approved
	B
	7.2.0
	IVGCS
	C1

	CP-070063
	51.010-4
	0026
	1
	4.3.0
	Rel-4
	CR 51.010-4: Essential correction of 27.22.4.13.1 Expected Sequence 1.7
	approved
	F
	4.4.0
	TEI4
	C6

	CP-070063
	51.010-4
	0027
	1
	4.3.0
	Rel-4
	CR 51.010-4: Essential correction of Terminal Profile Support table
	approved
	F
	4.4.0
	TEI4
	C6

	CP-070063
	51.010-4
	0029
	-
	4.3.0
	Rel-4
	CR 51.010-4: Essential correction of 27.22.5.2
	approved
	F
	4.4.0
	TEI4
	C6

	CP-070062
	51.010-4
	0030
	1
	4.3.0
	Rel-4
	CR 51.010-4: Essential correction of GPRS QoS parameter in BIP tests
	approved
	F
	4.4.0
	TEI4
	C6

	CP-070062
	51.010-4
	0032
	-
	4.3.0
	Rel-4
	CR 51.010-4: Essential correction of Send USSD applicability
	approved
	F
	4.4.0
	TEI4
	C6

	CP-070062
	51.010-4
	0036
	1
	4.3.0
	Rel-4
	CR 51.010-4: Test execution recommendation for terminals supporting both, SAT and USAT
	approved
	C
	4.4.0
	TEI4
	C6
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