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Abstract of document:

This document specifies the stage 2 service description for providing IP connectivity using non-3GPP accesses to  the Evolved 3GPP Packet Switched domain. In addition, for E-UTRAN and non-3GPP accesses, the specification describes the Evolved 3GPP PS Domain where the protocols between its Core Network elements are IETF based.

The specification covers both roaming and non-roaming scenarios and covers all aspects, including mobility between 3GPP and non 3GPP accesses, policy control and charging, and authentication,   related to the usage of non-3GPP accesses.

TS 23.401 covers architecture aspects common to the Evolved 3GPP Packet Switched domain. 
Changes since last presentation to TSG SA Meeting # 37:

Major progress made on the following topics:

1. Flows for E-UTRAN PMIP based S5/S8 interface including PCC interactions

2. Handover flows for both host-based (S2c) and network based mobility schemes (S2a/b) including PCC interactions

3. Optimized handover between E-UTRAN and CDMA2000.

4. Information elements used in messages.

Outstanding Issues:

The following issues are yet to be resolved:

a) Handovers between 3GPP accesses and trusted non-3GPP accesses based  on CMIPv4 Foreign agent CoA. Not a controversial topic.

b) Mobility-mode selection in handover cases.

c) Issues around dependency and split between TS 23.402 and TS 23.203 on PCC.

Contentious Issues:

The following issues are yet to be resolved:

a) Optimized handover between 3GPP accesses and Mobile WiMax

