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*** BEGIN CHANGES ***

Annex B (Informative):
GBA-Push UE registration procedure


To be able to use GBA Push based services the user and the service provider need to share information. This is done in a registration procedure. The registration procedure could be explicit and involve the user or it could be automatic relying on user information provided by the user's operator.

At the registration the Push NAF needs to record the user identity (UE_Id), a push delivery method and the associated transport address (UE_Trp). The user identity may be either a public identity or a private identity. 
NOTE: 
A public IMS user identity (IMPU) can only be used if it maps to a unique private identity (IMPI). 
The registration process may also need to determine which UICC application to use if this is not uniquely determined by the UE transport method and/or UE_Id. If explicit signalling is needed to identify the used USIM / ISIM, the App_Lbl to use should be agreed and recorded.

The NAF also needs information about how to contact the BSF (needs to know the FQDN of the BSF) which the UE_Id and/or UICC application is associated with. 

NOTE:
An example of a possible on-the fly registration is when a NAF only knows the UE's MSISDN. Then there is a one-to-one correspondence between the MSISDN and the IMSI and the IMSI defines a USIM application that can be used. The IMSI will also define the FQDN of the BSF. The transport address is given by the MSISDN if SMS delivery is used.
*** END OF CHANGES ***
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