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	Other comments:
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	It is assumed that the CR removing the emergency public user identity for TS 23.167 (CR#0097 in S2-085058) is approved.


4
Endorsement notice

The elements of 3GPP TS 23.167 [1] apply, with the following modifications:

Replace references as shown below.

	Reference in
3GPP TS 23.167 [1]
	Modified reference

	3GPP TS 22.101
	ETSI TS 102 424 [2]


Clause 3.1 Definitions

Add the following at the end of the definition of IP-Connectivity Access Network:

In the context of the present document and an NGN, this can be read as a combination of the Network. (NASS), (RACS) and the transfer functions as described in ES 282 001. 

Clause 4.1 Architectural Principles

After item 7, add the following:

NOTE:
For NGN fixed access, the additional emergency registration is for further study.
Clause 6.1 UE

Add the following as the first paragraph of the section:

The steps described below applies to UEs that are able to detect that a user is requesting an emergency session: In case the UE is not able to detect that the user is requesting an emergency session, the session establishment will from the UEs perspective proceed as the establishment of an ordinary multimedia session. 


Clause 6.2.1 Proxy-CSCF



Delete the third bullet item "Reject/allow unmarked emergency requests".



Clause 7.1.1 UE Detectable Emergency Session

After NOTE 2 that follows item 5 add the following:

NOTE 2a:
For NGN fixed access, the mechanisms and procedures for discovery of a local P-CSCF that is suitable for use in emergency sessions, are for further study. Therefore, the ordinary procedures for P-CSCF discovery may be used.

Clause 7.1.2 Non UE Detectable Emergency Session

After the third bullet item starting “Alternatively, the P-CSCF” add the following:

NOTE:
For NGN fixed access, the third alternative is always to be used.
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