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Annex F:
Status of all 3GPP CRs after TSG SA #42 Meeting

	TSG Doc
	SPEC
	CR
	rev
	Current
version
	Phase
	SUBJECT
	TSG status
	Cat
	New
version
	WI
	WG
Resp

	SP-080722
	21.101
	0054
	1
	7.2.0
	Rel-7
	Correction to list of specs
	approved
	F
	7.3.0
	TEI7
	SP

	SP-080721
	21.900
	0037
	2
	8.2.0
	Rel-8
	Determination of freeze dates for stages of a Release. (Correction recommended by OP ad hoc group on improvements.)
	revised
	C
	
	TEI8
	SP

	SP-080897
	21.900
	0037
	3
	8.2.0
	Rel-8
	Determination of freeze dates for stages of a Release. (Correction recommended by OP ad hoc group on improvements.)
	approved
	C
	8.3.0
	TEI8
	SP

	SP-080721
	21.900
	0038
	1
	8.2.0
	Rel-8
	Cross-TSG work coordination. (Correction recommended by OP ad hoc group on improvements.)
	approved
	C
	8.3.0
	TEI8
	SP

	SP-080721
	21.900
	0039
	2
	8.2.0
	Rel-8
	"Introduction of concept of ""exception sheets"" for late-running work items"
	approved
	C
	8.3.0
	TEI8
	SP

	SP-080721
	21.900
	0040
	1
	8.2.0
	Rel-8
	Restriction on use of TEI work item codes
	rejected
	B
	
	TEI8
	SP

	SP-080771
	21.905
	0084
	1
	8.6.0
	Rel-8
	CSG cell definition
	approved
	F
	8.7.0
	HNB
	S1

	SP-080771
	21.905
	0087
	2
	8.6.0
	Rel-8
	Correction of Home NodeB Identifier
	approved
	F
	8.7.0
	HomeNB
	S1

	SP-080769
	21.905
	0088
	1
	8.6.0
	Rel-8
	Addition of definition of IMS Credentials and IMC abbreviation
	approved
	B
	8.7.0
	CIMS_3GPP2
	S1

	SP-080769
	21.905
	0089
	1
	8.6.0
	Rel-9
	Addition of definition of IMS Credentials and IMC abbreviation
	approved
	B
	9.0.0
	CIMS_3GPP2
	S1

	SP-080772
	22.011
	0130
	-
	8.5.0
	Rel-8
	"Removing requirement ""All the CSG cells sharing the same CSG identity use the same radio access technology"" from the CSG cell definition"
	postponed
	F
	
	HomeNB
	S1

	SP-080771
	22.011
	0132
	2
	8.5.0
	Rel-8
	Correction to the maximum limit requirement of CSG members
	approved
	F
	8.6.0
	HomeNB
	S1

	SP-080771
	22.011
	0133
	1
	8.5.0
	Rel-8
	HNB/HeNB and pre-release 8 USIM
	approved
	F
	8.6.0
	HeNB
	S1

	SP-080773
	22.011
	0134
	1
	8.5.0
	Rel-8
	PPAC CR alignment with CT1
	approved
	F
	8.6.0
	PPAC
	S1

	SP-080785
	22.011
	0136
	2
	8.5.0
	Rel-9
	SSAC Services Specific Access Control Requirements
	approved
	B
	9.0.0
	SSAC
	S1

	SP-080771
	22.011
	0137
	2
	8.5.0
	Rel-8
	Correction of HNB/HeNB display requirements and manual CSG selection
	approved
	F
	8.6.0
	HomeNB
	S1

	SP-080771
	22.011
	0139
	1
	8.5.0
	Rel-8
	Home network independent support of roamers in CSG
	rejected
	C
	
	HomeNB
	S1

	SP-080771
	22.011
	0140
	1
	8.5.0
	Rel-8
	HNB mobility
	approved
	B
	8.6.0
	HomeNB
	S1

	SP-080874
	22.011
	0141
	-
	8.5.0
	Rel-8
	Home network independent support of roamers in CSG
	approved
	C
	
	HomeNB
	S1

	SP-080766
	22.016
	0010
	-
	7.0.1
	Rel-7
	Correction of SVN sending when network requests IMEI
	revised
	F
	
	TEI7
	S1

	SP-080891
	22.016
	0010
	1
	7.0.1
	Rel-7
	Correction of SVN sending when network requests IMEI
	approved
	F
	7.1.0
	TEI7
	S1

	SP-080775
	22.071
	0077
	2
	8.0.0
	Rel-8
	Support for Additional Navigation Satellite Systems (ANSS) for LCS
	approved
	C
	8.1.0
	TEI8
	S1

	SP-080779
	22.101
	0281
	2
	9.1.0
	Rel-9
	User Data Convergence Requirements
	approved
	B
	9.2.0
	UDC (uid 400046)
	S1

	SP-080781
	22.101
	0283
	2
	9.1.0
	Rel-9
	VCC for emergency calls
	approved
	F
	9.2.0
	IMS_EMER_GPRS_EPS
	S1

	SP-080784
	22.101
	0290
	3
	9.1.0
	Rel-9
	ICS Service Continuity
	revised
	C
	
	TEI9
	S1

	SP-080877
	22.101
	0290
	4
	9.1.0
	Rel-9
	ICS Service Continuity
	revised
	A
	
	CIMS8
	S1

	SP-080880
	22.101
	0290
	5
	9.1.0
	Rel-9
	ICS Service Continuity
	revised
	A
	
	CIMS8
	S1

	SP-080884
	22.101
	0290
	6
	9.1.0
	Rel-9
	ICS Service Continuity
	approved
	A
	9.2.0
	CIMS8
	S1

	SP-080783
	22.101
	0299
	3
	9.1.0
	Rel-9
	UICC applications access to IMS
	approved
	B
	9.2.0
	TEI9
	S1

	SP-080781
	22.101
	0300
	-
	9.1.0
	Rel-9
	Make IMS emergency calls available in all access systems
	approved
	F
	9.2.0
	TEI9
	S1

	SP-080850
	22.101
	0303
	-
	8.9.0
	Rel-8
	ICS Service Continuity
	revised
	F
	
	CIMS8
	S1

	SP-080876
	22.101
	0303
	1
	8.9.0
	Rel-8
	ICS Service Continuity
	revised
	C
	
	CIMS8
	S1

	SP-080881
	22.101
	0303
	2
	8.9.0
	Rel-8
	ICS Service Continuity
	revised
	C
	
	CIMS8
	S1

	SP-080885
	22.101
	0303
	3
	8.9.0
	Rel-8
	ICS Service Continuity
	approved
	C
	8.10.0
	CIMS8
	S1

	SP-080783
	22.105
	0052
	1
	8.4.0
	Rel-9
	Aggregate Maximum Bit Rate (AMBR) for EPS, UMTS and 2G networks
	approved
	B
	9.0.0
	TEI9
	S1

	SP-080783
	22.105
	0053
	1
	8.4.0
	Rel-9
	Requimements for IP Addressing Support and Dual stack PDP context
	approved
	B
	9.0.0
	TEI9
	S1

	SP-080765
	22.146
	0059
	2
	7.2.0
	Rel-7
	Removal of the requirement for Location dependent data flows for MBMS Broadcast.
	approved
	A
	7.3.0
	TEI6
	S1

	SP-080765
	22.146
	0060
	1
	6.7.0
	Rel-6
	Removal of the requirement for Location dependent data flows for MBMS Broadcast.
	approved
	F
	6.8.0
	TEI6
	S1

	SP-080778
	22.153
	0007
	3
	9.1.0
	Rel-9
	Correction to priority levels and networks
	approved
	F
	9.2.0
	EPRIOR
	S1

	SP-080778
	22.153
	0008
	1
	9.1.0
	Rel-9
	Indication of MPS
	approved
	C
	9.2.0
	EPRIOR
	S1

	SP-080770
	22.173
	0032
	1
	8.4.0
	Rel-8
	retrieval the settings of IMS supplementary services
	approved
	F
	8.5.0
	TEI8
	S1

	SP-080770
	22.173
	0033
	3
	8.4.0
	Rel-8
	Changing the attributes of individual media during an IMS Multimedia Telephony communication
	approved
	F
	8.5.0
	MMTel
	S1

	SP-080770
	22.173
	0036
	3
	8.4.0
	Rel-8
	Correction of interaction of SS and emergency callback
	approved
	F
	8.5.0
	TEI8
	S1

	SP-080777
	22.173
	0038
	2
	8.4.0
	Rel-9
	Association of Services to Time/Date
	approved
	B
	9.0.0
	eMMTel
	S1

	SP-080777
	22.173
	0040
	3
	8.4.0
	Rel-9
	Add additional timing information
	approved
	B
	9.0.0
	eMMTel
	S1

	SP-080777
	22.173
	0046
	3
	8.4.0
	Rel-9
	White / Black list
	approved
	B
	9.0.0
	eMMTel
	S1

	SP-080777
	22.173
	0048
	2
	8.4.0
	Rel-9
	Enhancements for ICB
	approved
	C
	9.0.0
	eMMTel
	S1

	SP-080768
	22.173
	0049
	-
	8.4.0
	Rel-8
	Addition of IMS CAT to IMS Multimedia Telephony service
	approved
	C
	8.5.0
	CIMS_3GPP2
	S1

	SP-080776
	22.173
	0050
	1
	8.4.0
	Rel-9
	Addition of IMS CRS to IMS Multimedia Telephony service
	approved
	C
	9.0.0
	TEI9
	S1

	SP-080770
	22.173
	0052
	2
	8.4.0
	Rel-8
	Applicability of PNM to MMTel
	approved
	F
	8.5.0
	MMTel
	S1

	SP-080767
	22.182
	0018
	1
	8.3.0
	Rel-8
	Removal of DRM note from CAT
	approved
	F
	8.4.0
	CAT
	S1

	SP-080767
	22.182
	0019
	1
	9.0.0
	Rel-9
	Removal of DRM note from CAT
	approved
	A
	9.1.0
	CAT
	S1

	SP-080767
	22.182
	0020
	-
	8.3.0
	Rel-8
	Alignment of Stage 1 IMS CAT with Stage 3
	approved
	F
	8.4.0
	CAT
	S1

	SP-080775
	22.228
	0048
	1
	8.5.0
	Rel-8
	Requirements for capability enabling early media
	approved
	F
	8.6.0
	TEI8
	S1

	SP-080769
	22.228
	0075
	1
	8.5.0
	Rel-8
	IMS Credentials requirements
	approved
	B
	8.6.0
	CIMS_3GPP2
	S1

	SP-080775
	22.228
	0077
	-
	8.5.0
	Rel-8
	Correction of wrong reference
	approved
	F
	8.6.0
	TEI8
	S1

	SP-080780
	22.228
	0079
	2
	8.4.0
	Rel-9
	IMS IDT - Inter UE Transfer - Definitions
	approved
	B
	9.0.0
	IDT
	S1

	SP-080780
	22.228
	0080
	2
	8.4.0
	Rel-9
	IMS IDT Inter UE Transfer Service Requirements
	approved
	B
	9.0.0
	IMS_SCC-IDT
	S1

	SP-080782
	22.228
	0084
	2
	8.5.0
	Rel-9
	Service requirements for Prevention of Unsolicited Communication in IMS (PUCI)
	approved
	B
	9.0.0
	IMS_PUCI
	S1

	SP-080765
	22.246
	0026
	-
	7.3.0
	Rel-7
	Removal of Location dependent data flows for MBMS Broadcast (22.246)
	approved
	F
	7.4.0
	MBMS
	S1

	SP-080774
	22.278
	0044
	1
	8.6.1
	Rel-8
	Deletion of redundant reference
	approved
	F
	8.7.0
	AIPN-SAE
	S1

	SP-080774
	22.278
	0045
	-
	9.1.1
	Rel-9
	Deletion of redundant reference
	approved
	A
	9.2.0
	AIPN-SAE
	S1

	SP-080783
	22.278
	0049
	2
	9.1.1
	Rel-9
	Terminal Identification of 3GPP and 3GPP2 devices
	approved
	B
	9.2.0
	TEI9
	S1

	SP-080778
	22.278
	0051
	1
	9.1.1
	Rel-9
	Support for Multimedia Priority Service in EPS
	approved
	B
	9.2.0
	AIPN-SAE
	S1

	SP-080783
	22.278
	0054
	1
	9.1.1
	Rel-9
	EPS operational deployment and mobility optimization
	approved
	C
	9.2.0
	TEI9
	S1

	SP-080783
	22.278
	0055
	-
	9.1.1
	Rel-9
	Removal of chapter 6.1.2 and 6.1.3
	approved
	B
	9.2.0
	TEI9
	S1

	SP-080783
	22.278
	0056
	3
	9.1.1
	Rel-9
	Enhanced ANDSF Requirements
	approved
	D
	9.2.0
	TEI9
	S1

	SP-080783
	22.278
	0057
	1
	9.1.1
	Rel-9
	Basic support for multiaccess
	approved
	C
	9.2.0
	TEI9
	S1

	SP-080783
	22.278
	0058
	1
	9.1.1
	Rel-9
	Adding an appendix with FMC uses cases to 22.278
	approved
	B
	9.2.0
	TEI9
	S1

	SP-080833
	23.002
	0196
	1
	7.5.0
	Rel-7
	Correction for Ma reference point description
	approved
	F
	7.6.0
	TEI7
	S2

	SP-080833
	23.002
	0197
	1
	8.3.0
	Rel-8
	Correction for Ma reference point description
	approved
	A
	8.4.0
	TEI7
	S2

	SP-080803
	23.002
	0198
	-
	8.3.0
	Rel-8
	Removal of I1 specific details
	approved
	F
	8.4.0
	ICSRA-St2
	S2

	SP-080810
	23.002
	0199
	1
	8.3.0
	Rel-8
	Update of TS23.002 with IWLAN Mobility architectural aspects
	approved
	B
	8.4.0
	IWLAN
	S2

	SP-080808
	23.002
	0200
	1
	8.3.0
	Rel-8
	Media control (Cr) reference point and MRB
	approved
	B
	8.4.0
	IMS_NNI
	S2

	CP-080709
	23.003
	0161
	-
	8.2.0
	Rel-8
	SGSN related FQDNs
	approved
	B
	8.3.0
	SAES-DEPS
	C4

	CP-080709
	23.003
	0162
	-
	8.2.0
	Rel-8
	"New ""nodes"" subdomain for EPC"
	approved
	B
	8.3.0
	SAES-DEPS
	C4

	CP-080688
	23.003
	0163
	3
	8.2.0
	Rel-8
	Closed Subscriber Group
	revised
	B
	
	HomeNB-3G
	C4

	CP-080971
	23.003
	0163
	4
	8.2.0
	Rel-8
	Closed Subscriber Group
	approved
	B
	8.3.0
	HomeNB-3G
	C4

	CP-080687
	23.003
	0165
	-
	8.2.0
	Rel-8
	Clarify the mapping between M-TMSI and P-TMSI
	approved
	F
	8.3.0
	SAES
	C4

	CP-080687
	23.003
	0166
	-
	8.2.0
	Rel-8
	Revising the GUTI Definition
	approved
	B
	8.3.0
	SAES
	C4

	CP-080687
	23.003
	0167
	1
	8.2.0
	Rel-8
	Adding the S-TMSI Definition
	approved
	B
	8.3.0
	SAES
	C4

	CP-080699
	23.003
	0168
	1
	8.2.0
	Rel-8
	Definition of instance-id
	approved
	C
	8.3.0
	ICSRA
	C4

	CP-080882
	23.003
	0169
	-
	8.2.0
	Rel-8
	STN-SR in SGSN
	approved
	B
	8.3.0
	SRVCC
	C4

	CP-080687
	23.007
	0027
	2
	8.1.0
	Rel-8
	RNC failure aligns with TS23.060
	approved
	F
	8.2.0
	SAES
	C4

	CP-080700
	23.007
	0028
	-
	8.1.0
	Rel-8
	Restoration procedures for SGs interface
	approved
	B
	8.2.0
	CSFB
	C4

	CP-080687
	23.007
	0033
	4
	8.1.0
	Rel-8
	Partial Failure handling
	revised
	B
	
	SAES
	C4

	CP-080953
	23.007
	0033
	5
	8.1.0
	Rel-8
	Partial Failure Handling
	approved
	B
	8.2.0
	SAES
	C4

	CP-080692
	23.007
	0037
	-
	8.1.0
	Rel-8
	PMIP Path management / Restoration Clean-up
	revised
	F
	
	SAES-St3-EPC
	C4

	CP-080954
	23.007
	0037
	1
	8.1.0
	Rel-8
	PMIP Path management / Restoration Clean-up
	approved
	F
	8.2.0
	SAES-St3-impacts
	C4

	CP-080688
	23.008
	0233
	3
	8.3.0
	Rel-8
	Closed Subscriber Group
	revised
	B
	
	NomeNB-3G
	C4

	CP-080971
	23.008
	0233
	4
	8.2.0
	Rel-8
	Closed Subscriber Group
	approved
	B
	8.4.0
	HomeNB-3G
	C4

	CP-080700
	23.008
	0234
	1
	8.3.0
	Rel-8
	Introduction of new subscriber related data for CS fallback
	approved
	B
	8.4.0
	CSFB
	C4

	CP-080707
	23.008
	0236
	-
	8.3.0
	Rel-8
	Support for IMS Service Level Trace
	approved
	B
	8.4.0
	OAM8-Trace
	C4

	CP-080687
	23.008
	0238
	2
	8.3.0
	Rel-8
	EPS related Subscriber Data
	approved
	B
	8.4.0
	SAES
	C4

	CP-080871
	23.009
	0122
	-
	7.0.0
	Rel-7
	Correction of white-on-white text in 23.009
	approved
	A
	7.1.0
	TEI5
	C1

	CP-080871
	23.009
	0123
	-
	6.4.0
	Rel-6
	Correction of white-on-white text in 23.009
	approved
	A
	6.5.0
	TEI5
	C1

	CP-080871
	23.009
	0124
	-
	5.11.0
	Rel-5
	Correction of white-on-white text in 23.009
	approved
	D
	5.12.0
	TEI5
	C1

	CP-080863
	23.009
	0125
	1
	7.0.0
	Rel-8
	Enhanced SRNS relocation
	approved
	B
	8.0.0
	RANimp-SrnsReloc
	C1

	CP-080833
	23.009
	0126
	1
	7.0.0
	Rel-8
	Updates to TS 23.009 for AoIP
	approved
	B
	8.0.0
	AoIP-CN
	C1

	CP-080868
	23.009
	0127
	3
	7.0.0
	Rel-8
	Adding SRVCC description
	approved
	B
	8.0.0
	SAES-SRVCC
	C1

	CP-080706
	23.012
	0029
	-
	8.0.0
	Rel-8
	TMSI re-allocation in case of Location Updating Reject with cause #13 or #15
	approved
	F
	8.1.0
	TEI8
	C4

	CP-080834
	23.014
	0008
	1
	7.0.0
	Rel-8
	DTMF transmission during multimedia call
	approved
	B
	8.0.0
	CAT-3G_CS
	C1

	CP-080836
	23.041
	0021
	3
	8.0.0
	Rel-8
	Clarification on EPS architecture and ETWS Instruction to terminal
	approved
	B
	8.1.0
	ETWS
	C1

	CP-080836
	23.041
	0022
	1
	8.0.0
	Rel-8
	Addition of Warning Security Information
	approved
	B
	8.1.0
	ETWS
	C1

	CP-080873
	23.041
	0023
	-
	8.0.0
	Rel-8
	CBS Message ID table
	approved
	D
	8.1.0
	TEI8
	C1

	SP-080811
	23.060
	0690
	2
	8.2.0
	Rel-8
	TFT packet filter usage
	approved
	F
	8.3.0
	PCC / TEI8
	S2

	SP-080813
	23.060
	0707
	4
	8.2.0
	Rel-8
	Corrections on SGSN interface with HLR/HSS
	approved
	F
	8.3.0
	SAES
	S2

	SP-080813
	23.060
	0709
	4
	8.2.0
	Rel-8
	Clarifying charging principle for SGSN when connected through S4
	approved
	F
	8.3.0
	SAES
	S2

	SP-080813
	23.060
	0710
	2
	8.2.0
	Rel-8
	ISR parameters and actions: alignments and clarifications/corrections.
	approved
	F
	8.3.0
	SAES
	S2

	SP-080813
	23.060
	0713
	2
	8.2.0
	Rel-8
	Clarification on the information storage of SGSN
	approved
	F
	8.3.0
	SAES
	S2

	SP-080812
	23.060
	0715
	2
	8.2.0
	Rel-8
	Trigger of RAU
	approved
	F
	8.3.0
	SAES
	S2

	SP-080813
	23.060
	0717
	2
	8.2.0
	Rel-8
	Clean up of the handling failed PDP contexts in S4 SGSN
	approved
	F
	8.3.0
	SAES
	S2

	SP-080813
	23.060
	0718
	-
	8.2.0
	Rel-8
	Editorial cleanup on 23.060
	approved
	F
	8.3.0
	SAES
	S2

	SP-080813
	23.060
	0719
	2
	8.2.0
	Rel-8
	23.060 QoS Terminology alignment
	approved
	F
	8.3.0
	SAES
	S2

	SP-080812
	23.060
	0720
	-
	8.2.0
	Rel-8
	Change of default bearer QoS and APN-AMBR
	approved
	F
	8.3.0
	SAES
	S2

	SP-080812
	23.060
	0721
	1
	8.2.0
	Rel-8
	Aligning S4-SGSN procedures with UE requested resource modification procedure
	approved
	F
	8.3.0
	SAES
	S2

	SP-080812
	23.060
	0722
	2
	8.2.0
	Rel-8
	Default bearer handling in 23.060
	approved
	F
	8.3.0
	SAES
	S2

	SP-080812
	23.060
	0723
	3
	8.2.0
	Rel-8
	Update RAU procedure related to S16
	approved
	F
	8.3.0
	SAES
	S2

	SP-080812
	23.060
	0724
	1
	8.2.0
	Rel-8
	Align Update Location sequence to same as in 23.401
	approved
	F
	8.3.0
	SAES
	S2

	SP-080812
	23.060
	0725
	1
	8.2.0
	Rel-8
	Mechanism to handle S4 connection in idle state
	approved
	F
	8.3.0
	SAES
	S2

	SP-080812
	23.060
	0727
	1
	8.2.0
	Rel-8
	"Update the offline charging interface for ""GPRS Logical Architecture when based on S4/S5/S8 interfac"
	approved
	F
	8.3.0
	SAES
	S2

	SP-080813
	23.060
	0730
	1
	8.2.0
	Rel-8
	Update of the Obsolete IPv6 RFCs
	approved
	F
	8.3.0
	SAES
	S2

	SP-080812
	23.060
	0732
	2
	8.2.0
	Rel-8
	QoS update during Inter SGSN RAU procedure using S4
	approved
	F
	8.3.0
	SAES
	S2

	SP-080813
	23.060
	0733
	2
	8.2.0
	Rel-8
	SDL updates
	approved
	F
	8.3.0
	SAES
	S2

	SP-080812
	23.060
	0734
	2
	8.2.0
	Rel-8
	Remove wildcard in SDL for SGSN and MME
	approved
	F
	8.3.0
	SAES
	S2

	SP-080834
	23.060
	0735
	4
	8.2.0
	Rel-8
	Enhanced SRNS relocation
	approved
	B
	8.3.0
	TEI8
	S2

	SP-080813
	23.060
	0736
	1
	8.2.0
	Rel-8
	Clarify ISR handling during bearer procedures
	approved
	F
	8.3.0
	SAES
	S2

	SP-080812
	23.060
	0737
	2
	8.2.0
	8
	QoS profile of the first PDP context
	approved
	F
	8.3.0
	SAES
	S2

	SP-080812
	23.060
	0739
	3
	8.2.0
	Rel-8
	ARP setting for Default Bearer
	approved
	F
	8.3.0
	SAES
	S2

	SP-080813
	23.060
	0740
	4
	8.2.0
	Rel-8
	DRX parameter handling in LTE, 2G and 3G and associated corrections
	approved
	F
	8.3.0
	SAES
	S2

	SP-080813
	23.060
	0741
	-
	8.2.0
	Rel-8
	Deletion of restoration sections from 23.060, and, correction of section numbers in section 13.9
	approved
	F
	8.3.0
	SAES
	S2

	SP-080812
	23.060
	0742
	1
	8.2.0
	Rel-8
	Signalling flow for Ready to Standby transition when using ISR
	approved
	F
	8.3.0
	SAES
	S2

	SP-080813
	23.060
	0743
	-
	8.2.0
	Rel-8
	Corrections to PDP context procedures
	approved
	F
	8.3.0
	SAES
	S2

	SP-080813
	23.060
	0745
	1
	8.2.0
	Rel-8
	Clarification of MM state and implicitly detach procedure in case of ISR
	approved
	F
	8.3.0
	SAES
	S2

	SP-080812
	23.060
	0747
	1
	8.2.0
	Rel-8
	SRNS Relocation Cancel Procedure using S4
	approved
	F
	8.3.0
	SAES
	S2

	SP-080813
	23.060
	0748
	1
	8.2.0
	Rel-8
	Correction of figures for GPRS MS-Initiated Detach Procedure
	approved
	F
	8.3.0
	SAES
	S2

	SP-080830
	23.060
	0751
	1
	8.2.0
	Rel-8
	Gs association is released when GSs is established description missing
	approved
	F
	8.3.0
	SAES-CSFB
	S2

	SP-080812
	23.060
	0754
	2
	8.2.0
	Rel-8
	Update Type on S6d/Gr in Attach procedure
	approved
	F
	8.3.0
	SAES
	S2

	SP-080812
	23.060
	0758
	-
	8.2.0
	Rel-8
	Adding TFT to a bearer
	approved
	F
	8.3.0
	SAES
	S2

	SP-080812
	23.060
	0759
	-
	8.2.0
	Rel-8
	Addition of E-UTRAN support in MS Network Capability
	approved
	F
	8.3.0
	SAES
	S2

	CP-080866
	23.122
	0124
	1
	8.3.0
	Rel-8
	Multi system PLMN selection
	approved
	B
	8.4.0
	SAES
	C1

	CP-080860
	23.122
	0125
	1
	8.3.0
	Rel-8
	CR on description of PPAC
	approved
	B
	8.4.0
	PPACR-CT1
	C1

	CP-080866
	23.122
	0126
	1
	8.3.0
	Rel-8
	3GPP2 system selection
	approved
	B
	8.4.0
	SAES
	C1

	CP-080838
	23.122
	0128
	1
	8.3.0
	Rel-8
	CSG selection – NAS aspects
	revised
	B
	
	HomeNB-3G, HomeNB-LTE
	C1

	CP-080966
	23.122
	0128
	2
	8.3.0
	Rel-8
	CSG selection - NAS aspects
	approved
	B
	8.4.0
	HomeNB-3G, HomeNB-LTE
	C1

	CP-080710
	23.153
	0108
	-
	8.1.0
	Rel-8
	Enhanced SRNS relocation
	approved
	B
	8.2.0
	TEI8
	C4

	CP-080705
	23.153
	0110
	1
	8.1.0
	Rel-8
	OoBTC BICC Codec List
	approved
	B
	8.2.0
	TEI8
	C4

	CP-080686
	23.153
	0111
	1
	8.1.0
	Rel-8
	Removal of SDP offer/answer requirements for CSD calls
	approved
	B
	8.2.0
	SIP_Nc
	C4

	CP-080697
	23.153
	0112
	1
	8.1.0
	Rel-8
	Correction to Codec lists definitions
	approved
	B
	8.2.0
	AoIP-CN
	C4

	CP-080697
	23.153
	0114
	2
	8.1.0
	Rel-8
	Signalling between MSC and GERAN AoIP-mode
	approved
	B
	8.2.0
	AoIP-CN
	C4

	SP-080834
	23.167
	0104
	2
	8.1.0
	Rel-8
	Conditional support of emergency callback indicator
	approved
	F
	8.2.0
	TEI8
	S2

	SP-080801
	23.167
	0105
	3
	7.10.0
	Rel-7
	Correction to handling of undetectable emergency session
	approved
	F
	7.11.0
	EMC1
	S2

	SP-080801
	23.167
	0106
	3
	8.1.0
	Rel-8
	Correction to handling of undetectable emergency session
	approved
	A
	8.2.0
	EMC1
	S2

	SP-080801
	23.167
	0108
	1
	8.1.0
	Rel-8
	Delete Note 3 in Section 5.1 Reference Architecture
	approved
	F
	8.2.0
	EMC1
	S2

	SP-080801
	23.167
	0110
	1
	8.1.0
	Rel-8
	Renaming annex X to annex G and delete texts on PCC may be needed in a later version of the spec
	approved
	F
	8.2.0
	EMC1
	S2

	SP-080801
	23.167
	0111
	2
	7.10.0
	Rel-7
	Correction to handling of PSAP call back sessions if multiple UEs share the same Public User Identit
	approved
	F
	7.11.0
	EMC1
	S2

	SP-080801
	23.167
	0112
	2
	8.1.0
	Rel-8
	Correction to handling of PSAP call back sessions if multiple UEs share the same Public User Identit
	approved
	A
	8.2.0
	EMC1
	S2

	SP-080834
	23.167
	0113
	3
	8.1.0
	Rel-8
	Identify FE that prevents the sending of information, if requested and allowed
	approved
	F
	8.2.0
	TEI8
	S2

	CP-080754
	23.172
	0045
	1
	7.0.0
	Rel-8
	Multimedia Dummy Codec for SIP-I
	approved
	B
	8.0.0
	SIP_Nc
	C3

	SP-080811
	23.203
	0111
	3
	7.8.0
	Rel-7
	QoS Authorization for incomplete service information
	approved
	F
	7.9.0
	PCC
	S2

	SP-080815
	23.203
	0116
	8
	8.3.1
	Rel-8
	Handling of multiple BBERFs
	approved
	B
	8.4.0
	SAES
	S2

	SP-080811
	23.203
	0180
	3
	8.3.1
	Rel-8
	QoS Authorization for incomplete service information
	approved
	A
	8.4.0
	PCC
	S2

	SP-080815
	23.203
	0181
	4
	8.3.1
	Rel-8
	Allocation/Retention Priority details
	approved
	F
	8.4.0
	SAES
	S2

	SP-080814
	23.203
	0191
	3
	8.3.1
	Rel-8
	Clarification on QoS control at the BBERF
	approved
	F
	8.4.0
	SAES
	S2

	SP-080814
	23.203
	0207
	3
	8.3.1
	Rel-8
	Cleanup of text on linking PCRFs and identifying PCC sessions
	approved
	F
	8.4.0
	SAES
	S2

	SP-080815
	23.203
	0215
	1
	8.3.0
	Rel-8
	Event triggers for QoS change and UE IP address change
	approved
	F
	8.4.0
	SAES
	S2

	SP-080815
	23.203
	0216
	1
	8.3.0
	Rel-8
	Change of default EPS Bearer QoS
	approved
	F
	8.4.0
	SAES
	S2

	SP-080815
	23.203
	0217
	1
	8.3.1
	Rel-8
	Removing the requirements on messages
	approved
	F
	8.4.0
	SAES
	S2

	SP-080814
	23.203
	0218
	2
	8.3.1
	Rel-8
	Clarification on session linking for roaming scenarios
	approved
	F
	8.4.0
	SAES
	S2

	SP-080814
	23.203
	0221
	1
	8.3.0
	Rel-8
	Correction on PDNs supported by a PCRF
	approved
	F
	8.4.0
	SAES
	S2

	SP-080814
	23.203
	0223
	1
	8.3.1
	Rel-8
	Clarification of resource setup in target access during HO
	approved
	F
	8.4.0
	SAES
	S2

	SP-080815
	23.203
	0227
	1
	8.3.1
	Rel-8
	Reporting for PMIP based EPC
	approved
	F
	8.4.0
	SAES
	S2

	SP-080814
	23.203
	0228
	2
	8.3.1
	Rel-8
	Editorial clarification on PCEF initiated IP-CAN Session Modification
	approved
	F
	8.4.0
	SAES
	S2

	SP-080814
	23.203
	0229
	-
	8.3.0
	Rel-8
	Correction to the IP-CAN Session Establishment procedure
	approved
	F
	8.4.0
	SAES
	S2

	SP-080815
	23.203
	0231
	-
	8.3.0
	Rel-8
	Event trigger provision over Gxx
	approved
	F
	8.4.0
	SAES
	S2

	SP-080815
	23.203
	0235
	3
	8.3.1
	Rel-8
	Addition of subscription information in GW Control Session establishment
	approved
	F
	8.4.0
	SAES
	S2

	SP-080834
	23.203
	0236
	1
	8.3.1
	Rel-8
	Correction to the clause of session binding
	approved
	F
	8.4.0
	TEI8
	S2

	SP-080814
	23.203
	0237
	-
	8.3.1
	Rel-8
	Clarifications to mandatory event triggers for GPRS
	approved
	F
	8.4.0
	SAES
	S2

	SP-080815
	23.203
	0238
	1
	8.3.1
	Rel-8
	MBR per QCI
	approved
	F
	8.4.0
	SAES
	S2

	SP-080815
	23.203
	0242
	2
	8.3.1
	Rel-8
	Avoid occurrence of race condition for bearer establishment modes
	approved
	F
	8.4.0
	SAES
	S2

	SP-080811
	23.203
	0244
	1
	7.8.0
	Rel-7
	Alignment of TFT and PCC packet filters
	approved
	F
	7.9.0
	PCC
	S2

	SP-080815
	23.203
	0245
	2
	8.3.1
	Rel-8
	Alignment of TFT and PCC packet filters
	approved
	A
	8.4.0
	PCC
	S2

	SP-080811
	23.203
	0246
	2
	8.3.1
	Rel-8
	Event reporting for PMIP based EPC with PCEF in visited network and locally terminated Gxx interacti
	approved
	F
	8.4.0
	SAES
	S2

	SP-080811
	23.203
	0247
	1
	8.3.1
	Rel-8
	PCC rule authorization for UE provided traffic mapping information
	approved
	F
	8.4.0
	SAES
	S2

	CP-080705
	23.205
	0220
	1
	8.4.0
	Rel-8
	Correction to Call Forwarding procedures
	approved
	F
	8.5.0
	TEI8
	C4

	CP-080710
	23.205
	0222
	1
	8.4.0
	Rel-8
	Enhanced SRNS relocation
	approved
	B
	8.5.0
	TEI8
	C4

	CP-080697
	23.205
	0224
	2
	8.4.0
	Rel-8
	BSS Internal Handover procedure
	approved
	B
	8.5.0
	AoIP-CN
	C4

	CP-080697
	23.205
	0225
	-
	8.4.0
	Rel-8
	AoIP impacts on subclause 'Interworking with GERAN A interface'
	approved
	B
	8.5.0
	AoIP-CN
	C4

	CP-080695
	23.205
	0226
	4
	8.4.0
	Rel-8
	Signalling of CAT Capability 
	approved
	B
	8.5.0
	CAT_3G_CS
	C4

	CP-080697
	23.205
	0228
	2
	8.4.0
	Rel-8
	Impact on Handover/Relocation and Interactions with Other Services for AoIP
	approved
	F
	8.5.0
	AoIP-CN
	C4

	SP-080816
	23.216
	0027
	-
	8.1.0
	Rel-8
	Clarification of Suspend procedure
	approved
	F
	8.2.0
	SAES
	S2

	SP-080816
	23.216
	0028
	1
	8.1.0
	Rel-8
	E-UTRAN to UTRAN/GERAN Call flow renumbering and clarification
	approved
	F
	8.2.0
	SAES
	S2

	SP-080816
	23.216
	0028
	4
	8.1.0
	Rel-8
	E-UTRAN to UTRAN/GERAN Call flow renumbering and clarification
	approved
	F
	8.2.0
	SAES
	S2

	SP-080816
	23.216
	0029
	1
	8.1.0
	Rel-8
	HSPA to UTRAN/GERAN Call flow renumbering and clarification
	approved
	F
	8.2.0
	SAES
	S2

	SP-080816
	23.216
	0031
	1
	8.1.0
	Rel-8
	Terminology alignments with Stage 3 and some editorial corrections
	approved
	F
	8.2.0
	SAES
	S2

	SP-080816
	23.216
	0033
	1
	8.1.0
	Rel-8
	Corrections to 1xRTT SRVCC call flow
	approved
	F
	8.2.0
	SAES
	S2

	SP-080816
	23.216
	0034
	1
	8.1.0
	Rel-8
	Terminating voice call handling in SRVCC networks supporting EPS ISR
	approved
	F
	8.2.0
	SAES
	S2

	SP-080816
	23.216
	0035
	4
	8.1.0
	Rel-8
	SRVCC failure handling during radio HO preparation
	approved
	F
	8.2.0
	SAES
	S2

	SP-080816
	23.216
	0036
	1
	8.1.0
	Rel-8
	Correction to Suspend handling to cope with ISR
	approved
	F
	8.2.0
	SAES
	S2

	SP-080816
	23.216
	0037
	1
	8.1.0
	Rel-8
	Provision of essential information for SRVCC to 2G/3G from the UE
	approved
	F
	8.2.0
	SAES
	S2

	SP-080832
	23.216
	0040
	-
	8.1.0
	Rel-8
	Clarification of security procedures for SRVCC
	approved
	F
	8.2.0
	SR-VCC
	S2

	SP-080832
	23.216
	0043
	1
	8.1.0
	Rel-8
	Message flow alignment with Stage 3 Sv
	approved
	F
	8.2.0
	SAES-SRVCC
	S2

	SP-080816
	23.216
	0046
	1
	8.1.0
	Rel-8
	CS security key derivation for HSPA
	approved
	F
	8.2.0
	SAES
	S2

	SP-080832
	23.216
	0047
	5
	8.1.0
	Rel-8
	SRVCC capabilities and SRVCC indication
	approved
	F
	8.2.0
	SAES-SRVCC
	S2

	SP-080832
	23.216
	0050
	1
	8.1.0
	Rel-8
	Corrections on call flows
	approved
	F
	8.2.0
	SR-VCC
	S2

	SP-080832
	23.216
	0051
	2
	8.1.0
	Rel-8
	CN capability indication by UE
	approved
	F
	8.2.0
	SRVCC
	S2

	SP-080816
	23.216
	0054
	1
	8.1.0
	Rel-8
	Voice component info sent to the MSC Server during SRVCC
	approved
	F
	8.2.0
	SAES
	S2

	SP-080832
	23.216
	0055
	1
	8.1.0
	Rel-8
	Removal of PS-PS HO disabling by MME
	approved
	F
	8.2.0
	SAES-SRVCC
	S2

	CP-080854
	23.218
	0120
	-
	8.3.0
	Rel-8
	Cr interface addition to architecture diagram
	approved
	D
	8.4.0
	MRFC_TS
	C1

	CP-080854
	23.218
	0121
	-
	8.3.0
	Rel-8
	Media example fixes
	approved
	F
	8.4.0
	MRFC_TS
	C1

	CP-080873
	23.218
	0122
	-
	8.3.0
	Rel-8
	Enhancement of Filter Criteria to include final response to Incoming Register in Third Party Register
	approved
	B
	8.4.0
	TEI8
	C1

	SP-080817
	23.221
	0063
	-
	8.2.0
	Rel-8
	Correction of temporary loss of coverage section
	approved
	F
	8.3.0
	SAES
	S2

	SP-080807
	23.221
	0064
	2
	8.2.0
	Rel-8
	Alignment of ADS requirements
	approved
	F
	8.3.0
	IMS-Cont
	S2

	SP-080833
	23.228
	0804
	3
	7.13.0
	Rel-7
	P-CSCF procedural correction
	approved
	F
	7.14.0
	TEI7
	S2

	SP-080833
	23.228
	0805
	3
	8.6.0
	Rel-8
	P-CSCF procedural correction
	approved
	A
	8.7.0
	TEI7
	S2

	SP-080835
	23.228
	0817
	-
	8.6.0
	Rel-8
	Correction to definitions and abbreviations
	approved
	D
	8.7.0
	TEI8
	S2

	SP-080835
	23.228
	0818
	2
	8.6.0
	Rel-8
	Alignment of ENUM specification within IMS
	approved
	F
	8.7.0
	TEI8
	S2

	SP-080835
	23.228
	0819
	4
	8.6.0
	Rel-8
	IMC additional changes
	approved
	F
	8.7.0
	TEI8
	S2

	SP-080835
	23.228
	0820
	2
	8.6.0
	Rel-8
	P-CSCF provisioning in the ISIM
	approved
	F
	8.7.0
	TEI8
	S2

	SP-080835
	23.228
	0821
	-
	8.6.0
	Rel-8
	Reference Corrections
	approved
	F
	8.7.0
	TEI8
	S2

	SP-080835
	23.228
	0822
	2
	8.6.0
	Rel-8
	Updates to the GPRS annex to include E-UTRAN & EPS support
	approved
	F
	8.7.0
	TEI8
	S2

	SP-080803
	23.228
	0823
	-
	8.6.0
	Rel-8
	Correcting persistent behavior of GRUU
	approved
	F
	8.7.0
	ICSRA-St2
	S2

	SP-080835
	23.228
	0826
	4
	8.6.0
	Rel-8
	Mapping of overlap signalling to en block signalling
	approved
	F
	8.7.0
	TEI8
	S2

	SP-080808
	23.228
	0829
	1
	8.6.0
	Rel-8
	Media control (Cr) reference point and MRB
	approved
	B
	8.7.0
	IMS_NNI
	S2

	SP-080808
	23.228
	0832
	2
	8.6.0
	Rel-8
	Clarifying transcoding support for interworking
	approved
	F
	8.7.0
	IMS_NNI
	S2

	CP-080686
	23.231
	0018
	3
	8.1.0
	Rel-8
	Call Release
	approved
	B
	8.2.0
	SIP_Nc
	C4

	CP-080697
	23.231
	0019
	-
	8.1.0
	Rel-8
	Call Clearing for A Interface on IP
	approved
	B
	8.2.0
	AoIP-CN
	C4

	CP-080697
	23.231
	0020
	1
	8.1.0
	Rel-8
	BSS Internal Handover procedure
	approved
	B
	8.2.0
	AoIP-CN
	C4

	CP-080695
	23.231
	0021
	1
	8.1.0
	Rel-8
	Multimedia CAT in CS domain
	approved
	B
	8.2.0
	CAT-3G_CS
	C4

	CP-080697
	23.231
	0024
	-
	8.1.0
	Rel-8
	AoIP Impacts for Handover/Relocation
	approved
	F
	8.2.0
	SIP_Nc
	C4

	CP-080686
	23.231
	0025
	1
	8.1.0
	Rel-8
	Telephone Numbering Schemes for a SIP-I based Nc Network
	approved
	B
	8.2.0
	SIP_Nc
	C4

	CP-080686
	23.231
	0027
	-
	8.1.0
	Rel-8
	Usage of SIP Resource-Priority header for eMLPP service
	approved
	B
	8.2.0
	SIP_Nc
	C4

	CP-080686
	23.231
	0028
	-
	8.1.0
	Rel-8
	Usage of re-INVITE without SDP for ECT Service
	approved
	B
	8.2.0
	SIP_Nc
	C4

	CP-080686
	23.231
	0029
	1
	8.1.0
	Rel-8
	Impacts for MSP, VGCS, VBS within a SIP-I based Nc network
	approved
	B
	8.2.0
	SIP_Nc
	C4

	CP-080697
	23.231
	0030
	-
	8.1.0
	Rel-8
	Usage of IP Interface Type within a SIP-I based Nc Network
	approved
	F
	8.2.0
	SIP_Nc
	C4

	CP-080686
	23.231
	0031
	-
	8.1.0
	Rel-8
	Support of Bearer Redirect within a SIP-I based Nc network
	approved
	B
	8.2.0
	SIP_Nc
	C4

	CP-080686
	23.231
	0032
	1
	8.1.0
	Rel-8
	Data Calls
	approved
	B
	8.2.0
	SIP_Nc
	C4

	CP-080686
	23.231
	0033
	2
	8.1.0
	Rel-8
	G-MSC Procedures for Call Release
	approved
	F
	8.2.0
	SIP_Nc
	C4

	SP-080817
	23.236
	0036
	2
	7.0.0
	Rel-8
	Update for the Evolved Packet System
	approved
	F
	8.0.0
	SAES
	S2

	SP-080806
	23.237
	0051
	2
	8.1.0
	Rel-8
	Overall corrections for TS 23.237 v8.1.0
	approved
	F
	8.2.0
	IMS-Cont
	S2

	SP-080805
	23.237
	0054
	2
	8.1.0
	Rel-8
	Clarify requirements regarding usage of ICS UE capabilities
	approved
	F
	8.2.0
	IMS-Cont
	S2

	SP-080805
	23.237
	0056
	3
	8.1.0
	Rel-8
	Clarification on basic assumptions pertaining to PS PS continuity
	approved
	F
	8.2.0
	IMS-Cont
	S2

	SP-080805
	23.237
	0057
	3
	8.1.0
	Rel-8
	Further clarification to operator policy
	approved
	F
	8.2.0
	IMS-Cont
	S2

	SP-080805
	23.237
	0058
	1
	8.1.0
	Rel-8
	Clarifications to ECT flow
	approved
	F
	8.2.0
	IMS-Cont
	S2

	SP-080806
	23.237
	0059
	1
	8.1.0
	Rel-8
	Static and dynamic use of STN and STI
	approved
	F
	8.2.0
	IMS-Cont
	S2

	SP-080806
	23.237
	0061
	2
	8.1.0
	Rel-8
	Support for multiple registrations for access transfers
	approved
	F
	8.2.0
	IMS-Cont
	S2

	SP-080805
	23.237
	0062
	2
	8.1.0
	Rel-8
	Minor clarification of active session transfer for SR-VCC
	approved
	F
	8.2.0
	IMS-Cont
	S2

	SP-080805
	23.237
	0064
	1
	8.1.0
	Rel-8
	Clarification on PS-CS handover
	approved
	F
	8.2.0
	IMS-Cont
	S2

	SP-080806
	23.237
	0065
	1
	8.1.0
	Rel-8
	Adding STN-SR statement
	approved
	F
	8.2.0
	IMS-Cont
	S2

	SP-080806
	23.237
	0066
	2
	8.1.0
	Rel-8
	Corrections on PS CS Access Transfer: PS to CS Single Radio
	approved
	F
	8.2.0
	IMS-Cont
	S2

	SP-080806
	23.237
	0067
	1
	8.1.0
	Rel-8
	Corrections to clause 6
	approved
	F
	8.2.0
	IMS-Cont
	S2

	SP-080806
	23.237
	0068
	5
	8.1.0
	Rel-8
	Solution for correlation requirement in the T-ADS in case the user is registered using multiple devi
	approved
	F
	8.2.0
	IMS-Cont
	S2

	SP-080805
	23.237
	0069
	2
	8.1.0
	Rel-8
	Clarify flow for originating sessions using CS media
	approved
	F
	8.2.0
	IMS-Cont
	S2

	SP-080805
	23.237
	0070
	1
	8.1.0
	Rel-8
	Clarify flow for terminating sessions using CS media
	approved
	F
	8.2.0
	IMS-Cont
	S2

	SP-080806
	23.237
	0071
	2
	8.1.0
	Rel-8
	Correlation of session transfer requests
	approved
	F
	8.2.0
	IMS-Cont
	S2

	SP-080805
	23.237
	0072
	1
	8.1.0
	Rel-8
	Clarifications and corrections for step numbering for service continuity
	approved
	F
	8.2.0
	IMS-Cont
	S2

	SP-080806
	23.237
	0081
	-
	8.1.0
	Rel-8
	"Correction for the usage of ""SC UE"""
	approved
	D
	8.2.0
	IMS-Cont
	S2

	SP-080805
	23.237
	0083
	2
	8.1.0
	Rel-8
	Clarification on Access Transfer Procedures
	approved
	F
	8.2.0
	IMS-Cont
	S2

	SP-080806
	23.237
	0085
	1
	8.1.0
	Rel-8
	Correction to the specification with correct definition of media flow
	approved
	F
	8.2.0
	IMS-Cont
	S2

	SP-080805
	23.237
	0087
	2
	8.1.0
	Rel-8
	Clarification of T-ADS functionalities and related procedures, for the support of multiple IP-CANs
	approved
	F
	8.2.0
	IMS-Cont
	S2

	SP-080817
	23.251
	0015
	2
	7.0.0
	Rel-8
	Update for the Evolved Packet System
	approved
	F
	8.0.0
	SAES
	S2

	CP-080859
	23.259
	0005
	3
	8.1.0
	Rel-8
	PNM Closed User Group functionality
	approved
	F
	8.2.0
	PNM
	C1

	SP-080831
	23.272
	0007
	4
	8.1.0
	Rel-8
	Release of SGs after fallback to UTRAN/GERAN
	approved
	F
	8.2.0
	SAES-CSFB
	S2

	SP-080817
	23.272
	0027
	2
	8.1.0
	Rel-8
	Registration for CS-Fallback to 1xRTT
	approved
	F
	8.2.0
	SAES
	S2

	SP-080831
	23.272
	0040
	1
	8.1.0
	Rel-8
	Non-EPS Alert Procedure in SGs
	approved
	F
	8.2.0
	SAES-CSFB
	S2

	SP-080831
	23.272
	0043
	1
	8.1.0
	Rel-8
	CSFB MT Flow Correction - Active Mode
	approved
	F
	8.2.0
	SAES-CSFB
	S2

	SP-080831
	23.272
	0044
	1
	8.1.0
	Rel-8
	Correction to Roaming Retry for CSFB
	approved
	F
	8.2.0
	SAES-CSFB
	S2

	SP-080831
	23.272
	0047
	-
	8.1.0
	Rel-8
	Void Informative Annex A
	approved
	F
	8.2.0
	SAE-CSFB
	S2

	SP-080831
	23.272
	0048
	1
	8.1.0
	Rel-8
	Aligning TAU procedure with Attach
	approved
	F
	8.2.0
	SAES-CSFB
	S2

	SP-080831
	23.272
	0049
	7
	8.1.0
	Rel-8
	Clarification of ISR usage for CSFB
	approved
	F
	8.2.0
	SAES-CSFB
	S2

	SP-080831
	23.272
	0050
	-
	8.1.0
	Rel-8
	Removal of the Cell Change Order option for 1xCSFB
	approved
	F
	8.2.0
	SAES-CSFB
	S2

	SP-080831
	23.272
	0051
	-
	8.1.0
	Rel-8
	Corrections to Mobile Originating Call and Mobile Terminating Call
	approved
	F
	8.2.0
	SAES-CSFB
	S2

	SP-080831
	23.272
	0052
	1
	8.1.0
	Rel-8
	Minor corrections against 23.272
	approved
	F
	8.2.0
	SAES-CSFB
	S2

	SP-080831
	23.272
	0054
	-
	8.1.0
	Rel-8
	Additional SGs Procedures
	approved
	F
	8.2.0
	SAES-CSFB
	S2

	SP-080831
	23.272
	0055
	1
	8.1.0
	Rel-8
	Support of CS Fallback in EPS for Emergency Calls
	approved
	F
	8.2.0
	SAES-CSFB
	S2

	SP-080831
	23.272
	0056
	-
	8.1.0
	Rel-8
	Correction to MT SMS in CSFB
	approved
	F
	8.2.0
	SAES-CSFB
	S2

	SP-080831
	23.272
	0057
	-
	8.1.0
	Rel-8
	Correction to the resumption in CSFB with no PS HO support
	approved
	F
	8.2.0
	SAES-CSFB
	S2

	SP-080817
	23.272
	0058
	1
	8.1.0
	Rel-8
	The Clarification of Suspend procedure
	approved
	F
	8.2.0
	SAES
	S2

	SP-080831
	23.272
	0060
	1
	8.1.0
	Rel-8
	UE behaviour at inter-RAT change due to CS fallback
	approved
	F
	8.2.0
	SAES-CSFB
	S2

	SP-080831
	23.272
	0061
	1
	8.1.0
	Rel-8
	SGs association removal due to Gs establishment or LAU
	approved
	F
	8.2.0
	SAES-CSFB
	S2

	SP-080831
	23.272
	0062
	1
	8.1.0
	Rel-8
	Mobile originating call in idle mode
	approved
	F
	8.2.0
	SAES-CSFB
	S2

	SP-080809
	23.292
	0030
	4
	8.1.0
	Rel-9
	Reselection of access in ICS UE terminating session using Gm reference point
	approved
	C
	9.0.0
	IMS_SCC-ICS
	S2

	SP-080809
	23.292
	0041
	2
	8.1.0
	Rel-9
	ICS Requirements: video telephony
	approved
	B
	9.0.0
	IMS_SCC-ICS
	S2

	SP-080809
	23.292
	0042
	3
	8.1.0
	Rel-9
	ICS Origination and Termination of video telephony - Overview
	approved
	B
	9.0.0
	IMS_SCC-ICS
	S2

	SP-080809
	23.292
	0043
	1
	8.1.0
	Rel-9
	ICS Origination and Termination of video telephony - flows
	approved
	B
	9.0.0
	IMS_SCC-ICS
	S2

	SP-080809
	23.292
	0044
	3
	8.1.0
	Rel-9
	ICS Service Change procedures
	approved
	B
	9.0.0
	IMS_SCC-ICS
	S2

	SP-080809
	23.292
	0045
	5
	8.1.0
	Rel-9
	ICS Communication Hold/Resume procedures of video telephony
	approved
	B
	9.0.0
	IMS_SCC-ICS
	S2

	SP-080804
	23.292
	0065
	3
	8.1.0
	Rel-8
	Clarify ICS T-ADS for users registered with multiple devices
	approved
	F
	8.2.0
	ICSRA-St2
	S2

	SP-080809
	23.292
	0066
	1
	8.1.0
	Rel-9
	ICS support of unidirectional real-time media components
	approved
	C
	9.0.0
	IMS_SCC-ICS
	S2

	SP-080804
	23.292
	0067
	1
	8.1.0
	Rel-8
	Clarification to Deregistration Using I2 Reference Point
	approved
	F
	8.2.0
	ICSRA-St2
	S2

	SP-080804
	23.292
	0068
	-
	8.1.0
	Rel-8
	Deregistration Using I2 Reference Point
	approved
	F
	8.2.0
	ICSRA-St2
	S2

	SP-080804
	23.292
	0070
	1
	8.1.0
	Rel-8
	Removal of editor's note in ECT subclause
	approved
	F
	8.2.0
	ICSRA-St2
	S2

	SP-080804
	23.292
	0071
	3
	8.1.0
	Rel-8
	Correction of flag for UE not supporting multimedia telephony
	approved
	F
	8.2.0
	ICSRA-St2
	S2

	SP-080804
	23.292
	0072
	3
	8.1.0
	Rel-8
	Removal of I1 from Release 8 23.292
	approved
	C
	8.2.0
	ICSRA-St2
	S2

	SP-080804
	23.292
	0074
	1
	8.1.0
	Rel-8
	Corrections on flows for non-ICS UE using MSC server enhanced for ICS
	approved
	F
	8.2.0
	ICSRA-St2
	S2

	SP-080804
	23.292
	0076
	1
	8.1.0
	Rel-8
	Security consideration
	approved
	F
	8.2.0
	ICSRA-St2
	S2

	SP-080804
	23.292
	0078
	3
	8.1.0
	Rel-8
	Terminal-assisted T-ADS for SRVCC networks supporting EPS ISR
	approved
	F
	8.2.0
	ICSRA-St2
	S2

	SP-080804
	23.292
	0081
	1
	8.1.0
	Rel-8
	Correction of description for MSC Server enhanced for ICS
	approved
	F
	8.2.0
	ICSRA-St2
	S2

	SP-080804
	23.292
	0082
	1
	8.1.0
	Rel-8
	Clarification to User Identities used in the network based solution
	approved
	F
	8.2.0
	ICSRA-St2
	S2

	SP-080809
	23.292
	0083
	-
	8.1.0
	Rel-9
	ICS Origination and Termination of video telephony 
	approved
	B
	9.0.0
	IMS_SCC-ICS
	S2

	SP-080804
	23.292
	0084
	1
	8.1.0
	Rel-8
	Clarification on session origination and termination with reusing the existing CS bearer
	approved
	F
	8.2.0
	ICSRA-St2
	S2

	SP-080809
	23.292
	0085
	1
	8.1.0
	Rel-9
	Clarification on session origination and termination with updating the existing CS bearer
	approved
	C
	9.0.0
	IMS_SCC-ICS
	S2

	SP-080810
	23.327
	0005
	-
	8.1.0
	Rel-8
	APN in IDr payload
	approved
	F
	8.2.0
	IWLAN_Mob
	S2

	SP-080810
	23.327
	0006
	1
	8.1.0
	Rel-8
	APN discovery for HO to GPRS
	approved
	F
	8.2.0
	IWLAN_Mob
	S2

	SP-080810
	23.327
	0007
	1
	8.1.0
	Rel-8
	Alignment of PDN address handling for H1
	approved
	F
	8.2.0
	IWLAN_Mob
	S2

	SP-080810
	23.327
	0008
	1
	8.1.0
	Rel-8
	IPv4 Home Address release procedure for H1
	approved
	F
	8.2.0
	IWLAN_Mob
	S2

	SP-080810
	23.327
	0010
	3
	8.1.0
	Rel-8
	I-WLAN Mobility Cleanups and corrections
	approved
	F
	8.2.0
	IWLAN_Mob
	S2

	CP-080694
	23.333
	0045
	-
	8.2.0
	Rel-8
	Remove Editor's Note on Message File Format
	approved
	F
	8.3.0
	eMp
	C4

	CP-080698
	23.380
	0003
	-
	8.0.0
	Rel-8
	Re-selection at de-registration
	approved
	F
	8.1.0
	IMS_RP
	C4

	CP-080698
	23.380
	0004
	1
	8.0.0
	Rel-8
	Event: reg information
	approved
	F
	8.1.0
	IMS_RP
	C4

	CP-080698
	23.380
	0007
	2
	8.0.0
	Rel-8
	AS originating procedures
	revised
	F
	
	IMS_RP
	C4

	CP-080963
	23.380
	0007
	3
	8.0.0
	Rel-8
	AS originating procedures
	approved
	F
	8.1.0
	IMS_RP
	C4

	CP-080698
	23.380
	0008
	-
	8.0.0
	Rel-8
	Multiple registrations at re-register
	approved
	F
	8.1.0
	IMS_RP
	C4

	CP-080698
	23.380
	0009
	1
	8.0.0
	Rel-8
	Multiple registrations at de-register
	approved
	F
	8.1.0
	IMS_RP
	C4

	SP-080818
	23.401
	0173
	6
	8.3.0
	Rel-8
	Content and packet screening in Gateways
	approved
	F
	8.4.0
	SAES
	S2

	SP-080818
	23.401
	0392
	4
	8.3.0
	Rel-8
	Clarification about TAI/RAI value being deleted
	approved
	F
	8.4.0
	SAES
	S2

	SP-080818
	23.401
	0445
	5
	8.3.0
	Rel-8
	Allocation/Retention Priority details
	approved
	F
	8.4.0
	SAES
	S2

	SP-080818
	23.401
	0450
	5
	8.3.0
	Rel-8
	Indirect forwarding for IRAT handovers
	approved
	F
	8.4.0
	SAES
	S2

	SP-080818
	23.401
	0453
	3
	8.3.0
	Rel-8
	Transfer of AMBR between SGSN and MME
	approved
	F
	8.4.0
	SAES
	S2

	SP-080818
	23.401
	0485
	3
	8.3.0
	Rel-8
	Corrections and clarifications to ECM states
	approved
	F
	8.4.0
	SAES
	S2

	SP-080818
	23.401
	0521
	2
	8.3.0
	Rel-8
	Correction on HSS Initiated Subscribed QoS Modification procedure
	approved
	F
	8.4.0
	SAES
	S2

	SP-080818
	23.401
	0531
	2
	8.3.0
	Rel-8
	Error cases when UE changes to ECM-IDLE
	approved
	F
	8.4.0
	SAES
	S2

	SP-080818
	23.401
	0578
	2
	8.3.0
	Rel-8
	Clarification of User Activity detection on EPS
	approved
	F
	8.4.0
	SAES
	S2

	SP-080818
	23.401
	0579
	6
	8.3.0
	Rel-8
	Unnecessary Default PDN Connection Establishment during Handover Attach Procedure
	approved
	F
	8.4.0
	SAES
	S2

	SP-080818
	23.401
	0580
	1
	8.3.0
	Rel-8
	Clarification for BCM
	approved
	F
	8.4.0
	SAES
	S2

	SP-080818
	23.401
	0584
	1
	8.3.0
	Rel-8
	Clarification on Subscribed APN-AMBR
	approved
	F
	8.4.0
	SAES
	S2

	SP-080818
	23.401
	0586
	3
	8.3.0
	Rel-8
	Clarification of Allocation and Release of Resource for Data Forwarding
	approved
	F
	8.4.0
	SAES
	S2

	SP-080818
	23.401
	0587
	1
	8.3.0
	Rel-8
	Removing the descriptions of HRL from the UE requested PDN connectivity procedure
	approved
	F
	8.4.0
	SAES
	S2

	SP-080818
	23.401
	0590
	3
	8.3.0
	Rel-8
	Clarification of MM state and implicitly detach procedure in case of ISR
	approved
	F
	8.4.0
	SAES
	S2

	SP-080819
	23.401
	0594
	4
	8.3.0
	Rel-8
	Removing FFS in SBc protocol stack and addition of duplication detection in the UE
	approved
	F
	8.4.0
	SAES
	S2

	SP-080819
	23.401
	0597
	1
	8.3.0
	Rel-8
	Clarification on KSIASME and KSI in 23.401
	approved
	F
	8.4.0
	SAES
	S2

	SP-080819
	23.401
	0598
	-
	8.3.0
	Rel-8
	Clarification on Delete Bearer Request
	approved
	F
	8.4.0
	SAES
	S2

	SP-080819
	23.401
	0601
	2
	8.3.0
	Rel-8
	Load balance during Inter MME/SGSN handover
	approved
	F
	8.4.0
	SAES
	S2

	SP-080819
	23.401
	0602
	2
	8.3.0
	Rel-8
	Clarification on no paging response
	approved
	F
	8.4.0
	SAES
	S2

	SP-080819
	23.401
	0603
	2
	8.3.0
	Rel-8
	Detach the UE in ECM-IDLE state
	approved
	F
	8.4.0
	SAES
	S2

	SP-080819
	23.401
	0605
	2
	8.3.0
	Rel-8
	Alignment of QoS terminology
	approved
	F
	8.4.0
	SAES
	S2

	SP-080819
	23.401
	0606
	5
	8.3.0
	Rel-8
	Clarification to the UE requested bearer resource modification procedure
	approved
	F
	8.4.0
	SAES
	S2

	SP-080819
	23.401
	0607
	1
	8.3.0
	Rel-8
	Change of default bearer QoS and APN-AMBR
	approved
	F
	8.4.0
	SAES
	S2

	SP-080819
	23.401
	0608
	1
	8.3.0
	Rel-8
	Correcting usage of UL TFT enforcement
	approved
	F
	8.4.0
	SAES
	S2

	SP-080819
	23.401
	0609
	1
	8.3.0
	Rel-8
	Update of Attach Procedure
	approved
	F
	8.4.0
	SAES
	S2

	SP-080819
	23.401
	0610
	5
	8.3.0
	Rel-8
	Update of TAU procedure
	approved
	F
	8.4.0
	SAES
	S2

	SP-080819
	23.401
	0612
	5
	8.3.0
	Rel-8
	Default Bearer Knowledge
	approved
	F
	8.4.0
	SAES
	S2

	SP-080819
	23.401
	0613
	2
	8.3.0
	Rel-8
	Release of bearers at handover
	approved
	F
	8.4.0
	SAES
	S2

	SP-080819
	23.401
	0615
	2
	8.3.0
	Rel-8
	Correction of Handover from UTRAN to E-UTRAN
	approved
	F
	8.4.0
	SAES
	S2

	SP-080820
	23.401
	0616
	2
	8.3.0
	Rel-8
	Align Update Location sequence to same for MME and for S4 SGSN
	approved
	F
	8.4.0
	SAES
	S2

	SP-080820
	23.401
	0617
	1
	8.3.0
	Rel-8
	Add interfaces to the Offline Charging system in the Architecture Reference Model
	approved
	F
	8.4.0
	SAES
	S2

	SP-080820
	23.401
	0619
	2
	8.3.0
	Rel-8
	Clarification of EMM state when all bearers are released in 2G/3G
	approved
	F
	8.4.0
	SAES
	S2

	SP-080820
	23.401
	0620
	2
	8.3.0
	Rel-8
	Change RAB in EPC to E-RAB
	approved
	F
	8.4.0
	SAES
	S2

	SP-080820
	23.401
	0621
	2
	8.3.0
	Rel-8
	Update of UE-AMBR in the partial HO procedure
	approved
	F
	8.4.0
	SAES
	S2

	SP-080820
	23.401
	0622
	3
	8.3.0
	Rel-8
	Security Function in the Attach Procedure
	approved
	F
	8.4.0
	SAES
	S2

	SP-080820
	23.401
	0623
	2
	8.3.0
	Rel-8
	PDN Connection in the Attach procedure
	approved
	F
	8.4.0
	SAES
	S2

	SP-080820
	23.401
	0624
	2
	8.3.0
	Rel-8
	Supplement items of HSS and MME in Information Storage
	approved
	F
	8.4.0
	SAES
	S2

	SP-080820
	23.401
	0625
	1
	8.3.0
	Rel-8
	Updates to IP address release mechanism
	approved
	F
	8.4.0
	SAES
	S2

	SP-080820
	23.401
	0626
	2
	8.3.0
	Rel-8
	Update to EPS Bearer and QoS
	approved
	F
	8.4.0
	SAES
	S2

	SP-080820
	23.401
	0628
	2
	8.3.0
	Rel-8
	Update to the Detach procedure
	approved
	F
	8.4.0
	SAES
	S2

	SP-080820
	23.401
	0629
	2
	8.3.0
	Rel-8
	Update to the Session Management procedures
	approved
	F
	8.4.0
	SAES
	S2

	SP-080820
	23.401
	0631
	1
	8.3.0
	Rel-8
	Cleanup on PDN GW selection function
	approved
	F
	8.4.0
	SAES
	S2

	SP-080820
	23.401
	0635
	1
	8.3.0
	Rel-8
	Align S1-based HO with X2-based HO regarding SGW change
	approved
	F
	8.4.0
	SAES
	S2

	SP-080820
	23.401
	0636
	1
	8.3.0
	Rel-8
	ISR parameters and actions: alignment leftovers.
	approved
	F
	8.4.0
	SAES
	S2

	SP-080821
	23.401
	0637
	1
	8.3.0
	Rel-8
	Clarification on S1 release for MME load re-balancing
	approved
	F
	8.4.0
	SAES
	S2

	SP-080821
	23.401
	0639
	1
	8.3.0
	Rel-8
	Handling of PCO parameters at Initial Attach
	approved
	F
	8.4.0
	SAES
	S2

	SP-080821
	23.401
	0640
	1
	8.3.0
	Rel-8
	Update for ISR Annex
	approved
	F
	8.4.0
	SAES
	S2

	SP-080821
	23.401
	0641
	1
	8.3.0
	Rel-8
	Clarify SRNS context handling
	approved
	F
	8.4.0
	SAES
	S2

	SP-080821
	23.401
	0642
	1
	8.3.0
	Rel-8
	Clarify ISR handling during bearer procedures
	approved
	F
	8.4.0
	SAES
	S2

	SP-080821
	23.401
	0643
	1
	8.3.0
	Rel-8
	Corrections for the IRAT handover with Gn/Gp SGSNs
	approved
	F
	8.4.0
	SAES
	S2

	SP-080821
	23.401
	0644
	1
	8.3.0
	Rel-8
	Corrections for container and cause handling during handovers
	approved
	F
	8.4.0
	SAES
	S2

	SP-080802
	23.401
	0647
	-
	8.3.0
	8
	EPS bearer and QoS mapping related FFSs in I-RAT handovers
	approved
	F
	8.4.0
	EPSto2_3G
	S2

	SP-080821
	23.401
	0648
	2
	8.2.0
	8
	Updates to information storage tables
	approved
	F
	8.3.0
	SAES-GPRS_LTE
	S2

	SP-080821
	23.401
	0651
	1
	8.3.0
	Rel-8
	"Remove the ""update-needed"" status in UE"
	approved
	F
	8.4.0
	SAES
	S2

	SP-080821
	23.401
	0652
	3
	8.3.0
	Rel-8
	ARP setting for Default Bearer
	approved
	F
	8.4.0
	SAES
	S2

	SP-080821
	23.401
	0655
	2
	8.3.0
	Rel-8
	RFSP Index in the MM Context
	approved
	F
	8.4.0
	SAES
	S2

	SP-080821
	23.401
	0656
	3
	8.3.0
	Rel-8
	DRX parameter handling in LTE, 2G and 3G
	approved
	F
	8.4.0
	SAES
	S2

	SP-080821
	23.401
	0657
	-
	8.3.0
	Rel-8
	Adding TAI into Path Switch Request
	approved
	F
	8.4.0
	SAES
	S2

	SP-080821
	23.401
	0660
	1
	8.3.0
	Rel-8
	Adding PCO in more EPS procedures due to IMS
	approved
	F
	8.4.0
	SAES
	S2

	SP-080821
	23.401
	0663
	2
	8.3.0
	Rel-8
	Introduction of concept of E-RAB in 23.401
	approved
	F
	8.4.0
	SAES
	S2

	SP-080822
	23.401
	0666
	1
	8.3.0
	Rel-8
	Clarification of relationship between TA List and S-GW SA
	approved
	F
	8.4.0
	SAES
	S2

	SP-080822
	23.401
	0667
	1
	8.3.0
	Rel-8
	Clarification of ISR capability
	approved
	F
	8.4.0
	SAES
	S2

	SP-080822
	23.401
	0668
	2
	8.3.0
	Rel-8
	Wild card APN usage in E-UTRAN
	approved
	F
	8.4.0
	SAES
	S2

	SP-080822
	23.401
	0669
	-
	8.3.0
	Rel-8
	Clarifications to packet screening function
	approved
	F
	8.4.0
	SAES
	S2

	SP-080822
	23.401
	0670
	2
	8.3.0
	Rel-8
	MME initiated PDN connection deactivation
	approved
	F
	8.4.0
	SAES
	S2

	SP-080822
	23.401
	0671
	2
	8.3.0
	Rel-8
	Update the HSS initiated detach procedure
	approved
	F
	8.4.0
	SAES
	S2

	SP-080822
	23.401
	0673
	1
	8.3.0
	Rel-8
	S1-Based Handover, Reject
	approved
	F
	8.4.0
	SAES
	S2

	SP-080822
	23.401
	0674
	1
	8.3.0
	Rel-8
	Remove SRNS Context during IRAT to/from GERAN
	approved
	F
	8.4.0
	SAES
	S2

	SP-080822
	23.401
	0675
	-
	8.3.0
	Rel-8
	Correction of ref. to GTP specification in IRAT handover flows
	approved
	F
	8.4.0
	SAES
	S2

	SP-080822
	23.401
	0676
	1
	8.3.0
	Rel-8
	Transfer of PDCP SN at S1 based handover via MME
	approved
	F
	8.4.0
	SAES
	S2

	SP-080822
	23.401
	0677
	2
	8.3.0
	Rel-8
	Update the detach procedure to also include SGSN as initiator in the ISR case
	approved
	F
	8.4.0
	SAES
	S2

	SP-080822
	23.401
	0679
	1
	8.3.0
	Rel-8
	Editorial tidy-up of editor's notes and typos
	approved
	D
	8.4.0
	SAES
	S2

	SP-080822
	23.401
	0680
	1
	8.3.0
	Rel-8
	Correction to UE Radio Capabilities during RRC Connection Establishment
	approved
	F
	8.4.0
	SAES
	S2

	SP-080822
	23.401
	0681
	1
	8.3.0
	Rel-8
	Correction to APN handling in UE requested PDN connection
	approved
	F
	8.4.0
	SAES
	S2

	SP-080822
	23.401
	0682
	-
	8.3.0
	Rel-8
	Correction to location reporting control
	approved
	F
	8.4.0
	SAES
	S2

	SP-080823
	23.401
	0683
	1
	8.3.0
	Rel-8
	Removing network management function
	approved
	F
	8.4.0
	SAES
	S2

	SP-080823
	23.401
	0685
	1
	8.3.0
	Rel-8
	Handling of NAS requests during an ongoing X2 HO
	approved
	F
	8.4.0
	SAES
	S2

	SP-080823
	23.401
	0686
	1
	8.3.0
	Rel-8
	Correction to QoS mapping between EPS and pre-Rel-8
	approved
	F
	8.4.0
	SAES
	S2

	SP-080823
	23.401
	0688
	1
	8.3.0
	Rel-8
	QoS handling at HO from UTRAN/GERAN
	approved
	F
	8.4.0
	SAES
	S2

	SP-080823
	23.401
	0697
	1
	8.3.0
	Rel-8
	Corrections to SGW and PGW Information Storage
	approved
	F
	8.4.0
	SAES
	S2

	SP-080823
	23.401
	0699
	3
	8.3.0
	Rel-8
	Packet Reordering in E-UTRAN for S1-HO and UTRAN Iu mode to E-UTRAN Inter-RAT handover without SGW c
	approved
	F
	8.4.0
	SAES
	S2

	SP-080823
	23.401
	0706
	1
	8.3.0
	Rel-8
	Corrections on APN-AMBR usage and storage
	approved
	F
	8.4.0
	SAES
	S2

	SP-080823
	23.401
	0707
	2
	8.3.0
	Rel-8
	Sorting of PDP Contexts during inter-RAT handover
	approved
	F
	8.4.0
	SAES
	S2

	SP-080823
	23.401
	0710
	2
	8.3.0
	Rel-8
	Combination of ME Identity Retrieval and NAS SMC procedure
	approved
	F
	8.4.0
	SAES
	S2

	SP-080823
	23.401
	0711
	1
	8.3.0
	Rel-8
	Clarification to EPS Bearer Deactivation
	approved
	F
	8.4.0
	SAES
	S2

	SP-080823
	23.401
	0714
	3
	8.3.0
	Rel-8
	UE location Info at PGW for LTE access
	approved
	F
	8.4.0
	SAES
	S2

	SP-080823
	23.401
	0715
	1
	8.3.0
	Rel-8
	Handling GBR PDP Context with MBR set to 0 from Gn/Gp SGSN to MME
	approved
	F
	8.4.0
	SAES
	S2

	SP-080823
	23.401
	0716
	2
	8.3.0
	Rel-8
	Update Type on S6a in Attach procedure
	approved
	F
	8.4.0
	SAES
	S2

	SP-080823
	23.401
	0717
	-
	8.3.0
	Rel-8
	UE Reachability Request Parameter storage
	approved
	F
	8.4.0
	SAES
	S2

	SP-080823
	23.401
	0718
	1
	8.3.0
	Rel-8
	S1 connection release in the MME-initiated Detach procedure
	approved
	F
	8.4.0
	SAES
	S2

	SP-080824
	23.401
	0720
	-
	8.3.0
	Rel-8
	Cleanup on the UTRAN Iu mode to E-UTRAN Inter RAT handover
	approved
	F
	8.4.0
	SAES
	S2

	SP-080824
	23.401
	0721
	2
	8.3.0
	Rel-8
	Re-arrangement of the Insert subscriber data procedure
	approved
	F
	8.4.0
	SAES
	S2

	SP-080824
	23.401
	0723
	1
	8.3.0
	Rel-8
	Correction of KSI parameter handling
	approved
	F
	8.4.0
	SAES
	S2

	SP-080824
	23.401
	0724
	1
	8.3.0
	Rel-8
	Correction of Cancel Location in figure
	approved
	F
	8.4.0
	SAES
	S2

	SP-080824
	23.401
	0725
	1
	8.3.0
	Rel-8
	Summery of UE rules for ISR high level description
	approved
	F
	8.4.0
	SAES
	S2

	SP-080824
	23.401
	0729
	1
	8.3.0
	Rel-8
	Charging clarification
	approved
	F
	8.4.0
	SAES
	S2

	SP-080824
	23.401
	0730
	2
	8.3.0
	Rel-8
	Mapping of QCI=3
	approved
	F
	8.4.0
	SAES
	S2

	SP-080824
	23.401
	0731
	-
	8.3.0
	Rel-8
	Correction to MME initiated Bearer Deactivation procedure
	approved
	F
	8.4.0
	SAES
	S2

	SP-080825
	23.402
	0387
	2
	8.3.0
	Rel-8
	ANDSF security
	approved
	F
	8.4.0
	SAES
	S2

	SP-080825
	23.402
	0408
	2
	8.3.0
	Rel-8
	ANDSF clean-up
	approved
	F
	8.4.0
	SAES
	S2

	SP-080825
	23.402
	0412
	2
	8.3.0
	Rel-8
	Separation of NAS signaling and PCC concepts
	approved
	C
	8.4.0
	SAES
	S2

	SP-080825
	23.402
	0413
	2
	8.3.0
	Rel-8
	Clarifying that handover between non-3GPP access and GERAN/UTRAN requires S4-based SGSN
	approved
	F
	8.4.0
	SAES
	S2

	SP-080825
	23.402
	0415
	2
	8.3.0
	Rel-8
	Resolving open issues on multiple PDN connections to one APN
	approved
	C
	8.4.0
	SAES
	S2

	SP-080825
	23.402
	0440
	3
	8.3.0
	Rel-8
	Clarification of Gxc use in PMIP-based S8-S2b Chaining Case
	approved
	F
	8.4.0
	SAES
	S2

	SP-080825
	23.402
	0451
	2
	8.3.0
	Rel-8
	Removal of notes in Annex A
	approved
	F
	8.4.0
	SAES
	S2

	SP-080825
	23.402
	0462
	1
	8.3.0
	Rel-8
	Multiple PDN Connections Control for LTE->HRPD handover
	approved
	F
	8.4.0
	SAES
	S2

	SP-080825
	23.402
	0463
	-
	8.3.0
	Rel-8
	On Alignment of LTE->HRPD handover flow with RAN WG2 definition
	approved
	F
	8.4.0
	SAES
	S2

	SP-080825
	23.402
	0464
	-
	8.3.0
	Rel-8
	Cleanup for HRPD->LTE handover
	approved
	F
	8.4.0
	SAES
	S2

	SP-080825
	23.402
	0467
	1
	8.3.0
	Rel-8
	Symbols Abbreviations and Signaling unification for section 9
	approved
	F
	8.4.0
	SAES
	S2

	SP-080825
	23.402
	0468
	1
	8.3.0
	Rel-8
	Clarification about the time to release temporary resource of S-GW
	approved
	F
	8.4.0
	SAES
	S2

	SP-080825
	23.402
	0474
	1
	8.3.0
	Rel-8
	Attach type in S2b
	approved
	F
	8.4.0
	SAES
	S2

	SP-080825
	23.402
	0476
	2
	8.3.0
	Rel-8
	Cleanup of generic handopver to non-3GPP access
	approved
	F
	8.4.0
	SAES
	S2

	SP-080825
	23.402
	0477
	2
	8.3.0
	Rel-8
	Handover name correction
	approved
	F
	8.4.0
	SAES
	S2

	SP-080826
	23.402
	0479
	-
	8.3.0
	Rel-8
	S5/S8 IP address allocation procedure
	approved
	F
	8.4.0
	SAES
	S2

	SP-080826
	23.402
	0480
	2
	8.3.0
	Rel-8
	S101 Sector ID
	approved
	F
	8.4.0
	SAES
	S2

	SP-080826
	23.402
	0481
	-
	8.3.0
	Rel-8
	Clean up of Multiple PDN Connectivity
	approved
	F
	8.4.0
	SAES
	S2

	SP-080826
	23.402
	0482
	2
	8.3.0
	Rel-8
	Procedure for deleting IP address for S2a interface
	approved
	F
	8.4.0
	SAES
	S2

	SP-080826
	23.402
	0483
	1
	8.3.0
	Rel-8
	Bearer release on handover from non-3GPP access with S2c to 3GPP access
	approved
	F
	8.4.0
	SAES
	S2

	SP-080826
	23.402
	0484
	3
	8.3.0
	Rel-8
	Editorial clean-up of MIPv4 sections
	approved
	F
	8.4.0
	SAES
	S2

	SP-080826
	23.402
	0485
	3
	8.3.0
	Rel-8
	Editorial clean-up of PMIP-based S5/S8 sections
	approved
	F
	8.4.0
	SAES
	S2

	SP-080826
	23.402
	0487
	2
	8.3.0
	Rel-8
	Editorial clean-up of PMIP-based S2a/b sections
	approved
	F
	8.4.0
	SAES
	S2

	SP-080826
	23.402
	0488
	4
	8.3.0
	Rel-8
	Clarification on handover from S2c to 3GPP access
	approved
	F
	8.4.0
	SAES
	S2

	SP-080826
	23.402
	0489
	2
	8.3.0
	Rel-8
	Clarification on informing UE about the connected PDN
	approved
	F
	8.4.0
	SAES
	S2

	SP-080826
	23.402
	0490
	-
	8.3.0
	Rel-8
	Clarification on attach to untrusted via S2c
	approved
	F
	8.4.0
	SAES
	S2

	SP-080826
	23.402
	0491
	2
	8.3.0
	Rel-8
	Handover indication in handover from 3GPP to non-3GPP accesses with S2a
	approved
	F
	8.4.0
	SAES
	S2

	SP-080826
	23.402
	0492
	-
	8.3.0
	Rel-8
	Correction to Handover Procedures in TS 23.402
	approved
	F
	8.4.0
	SAES
	S2

	SP-080826
	23.402
	0493
	-
	8.3.0
	Rel-8
	Clarification on IP Address Allocation on s2b
	approved
	F
	8.4.0
	SAES
	S2

	SP-080826
	23.402
	0496
	1
	8.3.0
	Rel-8
	Correction in the description of the PDN GW
	approved
	F
	8.4.0
	SAES
	S2

	SP-080827
	23.402
	0498
	1
	8.3.0
	Rel-8
	"A reference correction in ""PCC-initiated Dedicated Bearer Deactivation"""
	approved
	F
	8.4.0
	SAES
	S2

	SP-080827
	23.402
	0499
	-
	8.3.0
	Rel-8
	Correction of references in PMIP based S5/S8 description
	approved
	F
	8.4.0
	SAES
	S2

	SP-080827
	23.402
	0500
	3
	8.3.0
	Rel-8
	Corrections in PMIP based S5/S8 description
	approved
	F
	8.4.0
	SAES
	S2

	SP-080827
	23.402
	0501
	2
	8.3.0
	Rel-8
	Corrections in PMIP based S5/S8 detach and PDN disconnection procedures
	approved
	F
	8.4.0
	SAES
	S2

	SP-080827
	23.402
	0502
	-
	8.3.0
	Rel-8
	Clarification on multiple IPv6 home prefix and IPv4 home address assignment
	approved
	F
	8.4.0
	SAES
	S2

	SP-080827
	23.402
	0504
	1
	8.3.0
	Rel-8
	Clean-up of UE-initiated Connectivity to Additional PDN
	approved
	F
	8.4.0
	SAES
	S2

	SP-080827
	23.402
	0510
	1
	8.3.0
	Rel-8
	Clarification of IP allocation and DHCPv6 use in TS 23.402
	approved
	F
	8.4.0
	SAES
	S2

	SP-080827
	23.402
	0511
	1
	8.3.0
	Rel-8
	Mechanisms for the ANDSF to identify the UE's current location
	approved
	F
	8.4.0
	SAES
	S2

	SP-080827
	23.402
	0512
	1
	8.3.0
	Rel-8
	Clarification of ANDSF activity-specific policies
	approved
	F
	8.4.0
	SAES
	S2

	SP-080827
	23.402
	0513
	-
	8.3.0
	Rel-8
	Corrections to section 8.2.2
	approved
	F
	8.4.0
	SAES
	S2

	SP-080827
	23.402
	0514
	1
	8.3.0
	Rel-8
	Clarify ANDSF impact to PLMN selection
	approved
	F
	8.4.0
	SAES
	S2

	SP-080827
	23.402
	0519
	4
	8.3.0
	Rel-8
	APN AMBR handling for non-3GPP accesses (updated CR 0519) 
	approved
	F
	8.4.0
	SAES
	S2

	SP-080827
	23.402
	0520
	1
	8.3.0
	Rel-8
	Clean-up of APN usage and PDN GW selection in non-3GPP accesses
	approved
	F
	8.4.0
	SAES
	S2

	SP-080827
	23.402
	0521
	2
	8.3.0
	Rel-8
	Some Clean-UP for the TS23.402
	approved
	F
	8.4.0
	SAES
	S2

	SP-080827
	23.402
	0525
	1
	8.3.0
	Rel-8
	Transfer of additional PDN authorization data with PMIPv6 on S2a
	approved
	F
	8.4.0
	SAES
	S2

	SP-080828
	23.402
	0526
	1
	8.3.0
	Rel-8
	Alignment of PDN address handling for S2c
	approved
	F
	8.4.0
	SAES
	S2

	SP-080828
	23.402
	0528
	1
	8.3.0
	Rel-8
	IPv4 Home Address release procedure for S2c
	approved
	F
	8.4.0
	SAES
	S2

	SP-080828
	23.402
	0530
	-
	8.3.0
	Rel-8
	General clean up during HRPD and E-UTRAN handover procedure
	approved
	F
	8.4.0
	SAES
	S2

	SP-080828
	23.402
	0531
	-
	8.3.0
	Rel-8
	Corrections on UE requested PDN connectivity
	approved
	F
	8.4.0
	SAES
	S2

	SP-080828
	23.402
	0532
	1
	8.3.0
	Rel-8
	23.402 QoS Terminology alignment
	approved
	F
	8.4.0
	SAES
	S2

	SP-080828
	23.402
	0533
	-
	8.3.0
	Rel-8
	Alignment of terminology in section 9.3.2 with stage 3
	approved
	F
	8.4.0
	SAES
	S2

	SP-080828
	23.402
	0534
	1
	8.3.0
	Rel-8
	Correction to resource release in idle-mode E-UTRAN to HRPD mobility
	approved
	F
	8.4.0
	SAES
	S2

	SP-080828
	23.402
	0535
	1
	8.3.0
	Rel-8
	Pre-configured policies for network discovery and selection
	approved
	F
	8.4.0
	SAES
	S2

	SP-080828
	23.402
	0536
	1
	8.3.0
	Rel-8
	Clarification of GW control session termination for S2c
	approved
	F
	8.4.0
	SAES
	S2

	SP-080828
	23.402
	0537
	2
	8.3.0
	Rel-8
	Some Reference updates and some editoral corrections
	approved
	F
	8.4.0
	SAES
	S2

	SP-080828
	23.402
	0538
	1
	8.3.0
	Rel-8
	IPMS cleanup
	approved
	F
	8.4.0
	SAES
	S2

	SP-080828
	23.402
	0540
	1
	8.3.0
	Rel-8
	E-UTRAN to Untrusted Non-3GPP IP Access Handover cleanup
	approved
	F
	8.4.0
	SAES
	S2

	SP-080828
	23.402
	0542
	1
	8.3.0
	Rel-8
	Static IP address allocation for non 3GPP IP Accesses
	approved
	F
	8.4.0
	SAES
	S2

	SP-080828
	23.402
	0543
	-
	8.3.0
	Rel-8
	IP address allocation for PMIP based S5/S8 flows
	approved
	F
	8.4.0
	SAES
	S2

	SP-080828
	23.402
	0544
	1
	8.3.0
	Rel-8
	Functions of the PDN GW for non-3GPP accesses connected to EPC.
	approved
	F
	8.4.0
	SAES
	S2

	SP-080829
	23.402
	0545
	2
	8.3.0
	Rel-8
	PDN disconnection procedures for PMIP-based S5/S8
	approved
	F
	8.4.0
	SAES
	S2

	SP-080829
	23.402
	0548
	2
	8.3.0
	Rel-8
	PMIP-based S5/S8 support for S4 procedures
	approved
	F
	8.4.0
	SAES
	S2

	SP-080829
	23.402
	0549
	2
	8.3.0
	Rel-8
	Use of optimized/non-optimized HO procedure for LTE-HRPD HO
	approved
	F
	8.4.0
	SAES
	S2

	SP-080829
	23.402
	0550
	3
	8.3.0
	Rel-8
	Updating Protocol Stack for U-Plane
	approved
	F
	8.4.0
	SAES
	S2

	SP-080829
	23.402
	0552
	2
	8.3.0
	Rel-8
	UE IP addresses in S2c procedures
	approved
	F
	8.4.0
	SAES
	S2

	SP-080829
	23.402
	0554
	1
	8.3.0
	Rel-8
	UE IP address allocation
	approved
	F
	8.4.0
	SAES
	S2

	SP-080829
	23.402
	0555
	1
	8.3.0
	Rel-8
	Correction on M-PDN handover principle for S2c
	approved
	F
	8.4.0
	SAES
	S2

	SP-080829
	23.402
	0556
	-
	8.3.0
	Rel-8
	Correction on S2c initial attachment procedure for untrusted non-3GPP access
	approved
	F
	8.4.0
	SAES
	S2

	SP-080829
	23.402
	0559
	-
	8.3.0
	Rel-8
	Change to UE-initiated resource request procedure
	approved
	F
	8.4.0
	SAES
	S2

	SP-080829
	23.402
	0560
	1
	8.3.0
	Rel-8
	Implementing the removal of GTP-Chaining from TS 23.402
	approved
	C
	8.4.0
	SAES
	S2

	CP-080866
	24.007
	0078
	2
	7.0.0
	Rel-8
	Support of EPS NAS protocols
	approved
	B
	8.0.0
	SAES
	C1

	CP-080860
	24.008
	1211
	2
	8.3.0
	Rel-8
	Changes to TS24.008_AccessControl
	approved
	B
	8.4.0
	PPACR-CT1
	C1

	CP-080834
	24.008
	1213
	1
	8.3.0
	Rel-8
	Multimedia CAT in the CS domain
	approved
	B
	8.4.0
	CAT-3G_CS
	C1

	CP-080867
	24.008
	1214
	3
	8.3.0
	Rel-8
	Paging response for CS Fallback
	approved
	B
	8.4.0
	SAES-CSFB
	C1

	CP-080837
	24.008
	1216
	-
	8.3.0
	Rel-8
	Indication of mobile station's E-UTRAN capability
	approved
	B
	8.4.0
	GELTE
	C1

	CP-080838
	24.008
	1218
	3
	8.3.0
	Rel-8
	CSG access control for HNB – defining new cause value and UE behavior
	approved
	B
	8.4.0
	HomeNB-3G
	C1

	CP-080867
	24.008
	1219
	1
	8.3.0
	Rel-8
	CR on 24.008 - CSFB timer
	approved
	B
	8.4.0
	SAES-CSFB
	C1

	CP-080867
	24.008
	1226
	1
	8.3.0
	Rel-8
	ISR for CSFB
	approved
	B
	8.4.0
	SAES-CSFB
	C1

	CP-080866
	24.008
	1227
	2
	8.3.0
	Rel-8
	NAS recovery specification in TS 24.008
	approved
	B
	8.4.0
	SAES
	C1

	CP-080866
	24.008
	1228
	1
	8.3.0
	Rel-8
	DRX Parameter support for S1 mode
	approved
	C
	8.4.0
	SAES
	C1

	CP-080873
	24.008
	1229
	1
	8.3.0
	Rel-8
	Corrections for GPRS attach attempt counter and routing area update attempt counter
	approved
	F
	8.4.0
	TEI8
	C1

	CP-080866
	24.008
	1233
	1
	8.3.0
	Rel-8
	P-TMSI signature handling due to S1 mode to Iu or A/Gb mode intersystem change
	approved
	B
	8.4.0
	SAES
	C1

	CP-080866
	24.008
	1238
	1
	8.3.0
	Rel-8
	Support of EPS NAS protocols
	approved
	B
	8.4.0
	SAES
	C1

	CP-080868
	24.008
	1239
	1
	8.3.0
	Rel-8
	Introduction of UE network capability IE
	approved
	B
	8.4.0
	SAES, SAES-CSFB
	C1

	CP-080866
	24.008
	1240
	1
	8.3.0
	Rel-8
	PCO for IP address allocation options
	approved
	F
	8.4.0
	SAES
	C1

	CP-080868
	24.008
	1242
	2
	8.3.0
	Rel-8
	Indication of HSPA SRVCC capability
	approved
	B
	8.4.0
	SAES-SRVCC
	C1

	CP-080861
	24.141
	0097
	-
	6.10.0
	Rel-6
	IETF SIMPLE reference updates
	approved
	F
	6.11.0
	PRESNC
	C1

	CP-080861
	24.141
	0098
	-
	7.5.0
	Rel-7
	IETF SIMPLE reference updates
	approved
	A
	7.6.0
	PRESNC
	C1

	CP-080861
	24.141
	0099
	0
	8.2.0
	Rel-8
	IETF SIMPLE reference updates
	approved
	A
	8.3.0
	PRESNC
	C1

	CP-080854
	24.147
	0067
	-
	8.1.0
	Rel-8
	Media control for conferencing
	approved
	B
	8.2.0
	MRFC_TS
	C1

	CP-080854
	24.147
	0068
	-
	8.1.0
	Rel-8
	Note on conference examples
	approved
	D
	8.2.0
	MRFC_TS
	C1

	CP-080843
	24.147
	0069
	-
	7.9.0
	Rel-7
	Reference updates (release 7 ietf dependencies)
	approved
	F
	7.10.0
	IMSProtoc
	C1

	CP-080843
	24.147
	0070
	-
	8.1.0
	Rel-8
	Reference updates (release 7 ietf dependencies)
	approved
	A
	8.2.0
	IMSProtoc
	C1

	CP-080848
	24.147
	0071
	-
	8.1.0
	Rel-8
	Reference updates (release 8 ietf dependencies)
	approved
	F
	8.2.0
	IMSProtoc2
	C1

	CP-080846
	24.147
	0074
	2
	8.1.0
	Rel-8
	Corrections of reference and flows in 24.147
	approved
	F
	8.2.0
	IMSProtoc2
	C1

	CP-080845
	24.167
	0028
	5
	7.4.0
	Rel-8
	Changes to support IMS Local Breakout
	approved
	B
	8.0.0
	IMSProtoc2
	C1

	CP-080864
	24.173
	0058
	3
	8.2.0
	Rel-8
	Make common IMS specification codec neutral
	approved
	F
	8.3.0
	REDOC_3GPP2
	C1

	CP-080869
	24.173
	0059
	-
	7.6.0
	Rel-7
	Correction of ICSI and IARI feature tag name
	approved
	F
	7.7.0
	ServID
	C1

	CP-080869
	24.173
	0060
	-
	8.2.0
	Rel-8
	Correction of ICSI and IARI feature tag name
	approved
	A
	8.3.0
	ServID
	C1

	CP-080875
	24.173
	0061
	1
	7.6.0
	Rel-7
	Replacing xxx with 3gpp in the Urn for ICSI and IARI
	rejected
	F
	
	ServId
	CP

	CP-080876
	24.173
	0062
	1
	8.2.0
	Rel-8
	Replacing xxx with 3gpp in the Urn for ICSI and IARI
	rejected
	A
	
	ServId
	CP

	CP-080864
	24.173
	0063
	2
	8.2.0
	Rel-8
	Interaction between SIP and Ut based service configuration
	approved
	F
	8.3.0
	REDOC_3GPP2
	C1

	CP-080852
	24.173
	0064
	1
	8.2.0
	Rel-8
	Codec formats for fixed-broadband accesses
	approved
	F
	8.3.0
	MAINT_R2
	C1

	CP-080873
	24.173
	0065
	-
	8.2.0
	Rel-8
	Adding CC and CW
	approved
	B
	8.3.0
	TEI8
	C1

	CP-080842
	24.216
	0006
	1
	7.2.0
	Rel-8
	Introduction of STI and STN in SC MO
	rejected
	B
	
	IMS-Cont
	C1

	CP-080842
	24.216
	0007
	1
	7.2.0
	Rel-8
	IMS SC Operator Policy coding
	rejected
	B
	
	IMS-Cont
	C1

	CP-080874
	24.216
	0008
	-
	7.2.0
	Rel-7
	CC MO URN
	approved
	F
	7.3.0
	VCC
	C1

	CP-080968
	24.216
	0009
	-
	7.2.0
	Rel-8
	Introduction of STI, STN in SC MO and IMS SC Operator Policy coding
	approved
	B
	8.0.0
	IMS-Cont
	C1

	CP-080864
	24.229
	2324
	8
	8.5.1
	Rel-8
	Introduction of IMC in support of common IMS
	revised
	B
	
	REDOC_3GPP2
	C1

	CP-080942
	24.229
	2324
	9
	8.5.1
	Rel-8
	Introduction of IMC in support of common IMS
	approved
	B
	8.6.0
	REDOC_3GPP2
	C1

	CP-080847
	24.229
	2327
	5
	8.5.1
	Rel-8
	SDP Enhancements to support resource allocation
	approved
	C
	8.6.0
	IMSProtoc2
	C1

	CP-080840
	24.229
	2332
	3
	8.5.1
	Rel-8
	Additional changes for private network indication
	approved
	B
	8.6.0
	IMS_Corp
	C1

	CP-080847
	24.229
	2358
	7
	8.5.1
	Rel-8
	Prevent DDOS attack on PSAP
	approved
	F
	8.6.0
	IMSProtoc2
	C1

	CP-080840
	24.229
	2383
	1
	8.5.1
	Rel-8
	Modifications to private network indication in profile
	approved
	B
	8.6.0
	IMS_Corp
	C1

	CP-080847
	24.229
	2388
	3
	8.5.1
	Rel-8
	Annex A fixes regarding draft-ietf-sip-199
	approved
	F
	8.6.0
	IMSProtoc2
	C1

	CP-080847
	24.229
	2389
	1
	8.5.1
	Rel-8
	Annex A fixes regarding draft-holmberg-sip-keep
	approved
	F
	8.6.0
	IMSProtoc2
	C1

	CP-080847
	24.229
	2394
	-
	8.5.1
	Rel-8
	Correction on setting P-Served-User
	approved
	F
	8.6.0
	IMSProtoc2
	C1

	CP-080847
	24.229
	2396
	1
	8.5.1
	Rel-8
	Clarification on ICSI and IARI
	approved
	F
	8.6.0
	IMSProtoc2
	C1

	CP-080835
	24.229
	2399
	1
	7.13.1
	Rel-7
	P-CSCF adding emergency URI parameter
	rejected
	F
	
	EMC1
	C1

	CP-080835
	24.229
	2400
	1
	8.5.1
	Rel-8
	P-CSCF adding emergency URI parameter
	rejected
	A
	
	EMC1
	C1

	CP-080843
	24.229
	2401
	2
	7.13.1
	Rel-7
	Reauthentication
	approved
	F
	7.14.0
	IMSProtoc
	C1

	CP-080847
	24.229
	2402
	2
	8.5.1
	Rel-8
	Interface identifier
	approved
	F
	8.6.0
	IMSProtoc2
	C1

	CP-080844
	24.229
	2403
	2
	8.5.1
	Rel-8
	UE subscription to reg-evet
	approved
	F
	8.6.0
	IMSProtoc2
	C1

	CP-080844
	24.229
	2405
	3
	8.5.1
	Rel-8
	UE - multiple contacts registration
	approved
	F
	8.6.0
	IMSProtoc2
	C1

	CP-080844
	24.229
	2406
	1
	8.5.1
	Rel-8
	UE - multiple contacts authentication and deregistration
	approved
	F
	8.6.0
	IMSProtoc2
	C1

	CP-080844
	24.229
	2407
	1
	8.5.1
	Rel-8
	UE using multiple contacts
	approved
	F
	8.6.0
	IMSProtoc2
	C1

	CP-080845
	24.229
	2408
	4
	8.5.1
	Rel-8
	Introduction of additional methods of P-CSCF discovery for EPS to support IMS Local Breakout
	approved
	B
	8.6.0
	IMSProtoc2
	C1

	CP-080845
	24.229
	2409
	4
	8.5.1
	Rel-8
	UE procedures when multiple P-CSCF discovery mechanisms are supported
	revised
	B
	
	IMSProtoc2
	C1

	CP-080956
	24.229
	2409
	5
	8.5.1
	Rel-8
	UE procedures when multiple P-CSCF discovery procedures are supported
	approved
	B
	8.6.0
	IMSProtoc2
	C1

	CP-080844
	24.229
	2410
	2
	8.5.1
	Rel-8
	Deregistration procedures using multiple registrations
	rejected
	F
	
	IMSProtoc2
	C1

	CP-080854
	24.229
	2411
	1
	8.5.1
	Rel-8
	Cr addition to section 4
	approved
	C
	8.6.0
	MRFC_TS
	C1

	CP-080854
	24.229
	2412
	2
	8.5.1
	Rel-8
	Netann, mediactrl text improvements
	approved
	C
	8.6.0
	MRFC_TS
	C1

	CP-080854
	24.229
	2413
	-
	8.5.1
	Rel-8
	Media control for charging
	revised
	C
	
	MRFC_TS
	C1

	CP-080854
	24.229
	2413
	2
	8.5.1
	Rel-8
	Media control for charging, delegation
	approved
	C
	8.6.0
	MRFC_TS
	C1

	CP-080847
	24.229
	2421
	-
	8.5.1
	Rel-8
	Trademark CDMA terminology
	approved
	D
	8.6.0
	IMSProtoc2
	C1

	CP-080843
	24.229
	2422
	1
	7.13.1
	Rel-7
	Aligning initial INVITE request usage of Accept header field and profile tables
	approved
	F
	7.14.0
	IMSProtoc
	C1

	CP-080843
	24.229
	2423
	2
	8.5.1
	Rel-8
	Aligning initial INVITE request usage of Accept header field and profile tables
	approved
	A
	8.6.0
	IMSProtoc
	C1

	CP-080858
	24.229
	2424
	1
	8.5.1
	Rel-8
	Clarification of security-verify for TLS
	approved
	F
	8.6.0
	PktCbl-Sec
	C1

	CP-080840
	24.229
	2425
	2
	8.5.1
	Rel-8
	Setting of the Phone-contex paramater when IP-CAN is Ethernet
	approved
	B
	8.6.0
	IMS_Corp
	C1

	CP-080847
	24.229
	2427
	-
	8.5.1
	Rel-8
	P-CSCF call release upon reception of indication that no ressource is available.
	approved
	F
	8.6.0
	IMSProtoc2
	C1

	CP-080847
	24.229
	2428
	2
	8.5.1
	Rel-8
	Removing of  the cpc parameter by the terminating S-CSCF removes CPC
	approved
	F
	8.6.0
	IMSProtoc2
	C1

	CP-080844
	24.229
	2430
	2
	8.5.1
	Rel-8
	Clarification of abnormal case for deregistration
	approved
	F
	8.6.0
	IMSProtoc2
	C1

	CP-080847
	24.229
	2431
	-
	8.5.1
	Rel-8
	P-CSCF handling of "integrity-protected"
	approved
	F
	8.6.0
	IMSProtoc2
	C1

	CP-080839
	24.229
	2432
	2
	8.5.1
	Rel-8
	Registration Procedure for ICS
	approved
	B
	8.6.0
	ICSRA
	C1

	CP-080870
	24.229
	2433
	1
	7.13.1
	Rel-7
	SMSIP related changes for the profile tables
	approved
	F
	7.14.0
	SMSIP
	C1

	CP-080870
	24.229
	2434
	1
	8.5.1
	Rel-8
	SMSIP related changes for the profile tables
	approved
	A
	8.6.0
	SMSIP
	C1

	CP-080853
	24.229
	2435
	1
	8.5.1
	Rel-8
	Adding roles defined for service level interworking for messaging to the profile table
	approved
	B
	8.6.0
	MESSIW
	C1

	CP-080840
	24.229
	2436
	-
	8.5.1
	Rel-8
	Downloading of information to the P-CSCF
	approved
	B
	8.6.0
	IMS_Corp
	C1

	CP-080835
	24.229
	2439
	2
	7.13.1
	Rel-7
	Adding reference to Internet Draft on sos URI parameter for emergency calls
	approved
	F
	7.14.0
	EMC1
	C1

	CP-080835
	24.229
	2440
	2
	8.5.1
	Rel-8
	Adding reference to Internet Draft on sos URI parameter for emergency calls
	approved
	A
	8.6.0
	EMC1
	C1

	CP-080857
	24.229
	2441
	-
	8.5.1
	Rel-8
	"Update reference for DAI Parameter for the ""tel"" URI"
	approved
	F
	8.6.0
	PktCbl-Intw
	C1

	CP-080847
	24.229
	2442
	3
	8.5.1
	Rel-8
	Inclusion of draft-ietf-sip-body-handling in the profile tables
	approved
	F
	8.6.0
	IMSProtoc2
	C1

	CP-080856
	24.229
	2443
	3
	8.5.1
	Rel-8
	Deterministic Routeing for overlap signaling
	revised
	B
	
	Overlap
	C1

	CP-080840
	24.229
	2444
	1
	8.5.1
	Rel-8
	Allowing P-Asserted Identity from an UE
	approved
	B
	8.6.0
	IMS_Corp
	C1

	CP-080835
	24.229
	2445
	-
	7.13.1
	Rel-7
	Emergency call
	approved
	F
	7.14.0
	EMC1
	C1

	CP-080835
	24.229
	2446
	-
	8.5.1
	Rel-8
	Emergency call
	approved
	A
	8.6.0
	EMC1
	C1

	CP-080843
	24.229
	2447
	1
	7.13.1
	Rel-7
	Deregistration in 200 (OK)
	approved
	F
	7.14.0
	IMSProtoc
	C1

	CP-080843
	24.229
	2448
	1
	8.5.1
	Rel-8
	Deregistration in 200 (OK)
	approved
	A
	8.6.0
	IMSProtoc
	C1

	CP-080844
	24.229
	2449
	1
	8.5.1
	Rel-8
	Multiple deregistrations
	revised
	F
	
	IMSProtoc2
	C1

	CP-080939
	24.229
	2449
	3
	8.5.1
	Rel-8
	Revision of 24.229-2449r1 (C1-085416)
	approved
	B
	8.6.0
	IMSProtoc2
	C1

	CP-080844
	24.229
	2450
	2
	8.5.1
	Rel-8
	Usage of outbound in call setup
	approved
	F
	8.6.0
	IMSProtoc2
	C1

	CP-080844
	24.229
	2451
	-
	8.5.1
	Rel-8
	Multiple registrations at P-CSCF
	approved
	F
	8.6.0
	IMSProtoc2
	C1

	CP-080844
	24.229
	2452
	1
	8.5.1
	Rel-8
	Notification at P-CSCF
	revised
	F
	
	IMSProtoc2
	C1

	CP-080940
	24.229
	2452
	2
	8.5.1
	Rel-8
	Revision of 24.229-2452r1 (C1-085418)
	approved
	B
	8.6.0
	IMSProtoc2
	C1

	CP-080844
	24.229
	2454
	1
	8.5.1
	Rel-8
	Multiple registrations at S-CSCF
	approved
	F
	8.6.0
	IMSProtoc2
	C1

	CP-080869
	24.229
	2455
	-
	7.13.1
	Rel-7
	Correction of ICSI and IARI feature tag name
	approved
	F
	7.14.0
	ServID
	C1

	CP-080869
	24.229
	2456
	-
	8.5.1
	Rel-8
	Correction of ICSI and IARI feature tag name
	approved
	A
	8.6.0
	ServID
	C1

	CP-080862
	24.229
	2457
	2
	8.5.1
	Rel-8
	Inclusion and Modification of Resource-Priority header at P-CSCF
	approved
	B
	8.6.0
	PRIOR-MM
	C1

	CP-080854
	24.229
	2458
	1
	8.5.1
	Rel-8
	Media control related profile table updates
	approved
	B
	8.6.0
	MRFC_TS
	C1

	CP-080854
	24.229
	2459
	1
	8.5.1
	Rel-8
	Mediactrl reference updates
	approved
	C
	8.6.0
	MRFC_TS
	C1

	CP-080839
	24.229
	2460
	2
	8.5.1
	Rel-8
	Instance ID definition
	approved
	C
	8.6.0
	ICSRA
	C1

	CP-080844
	24.229
	2462
	2
	8.5.1
	Rel-8
	GRUU and Multilple registration
	approved
	B
	8.6.0
	IMSProtoc2
	C1

	CP-080856
	24.229
	2464
	3
	8.5.1
	Rel-8
	Overlap signalling procedures
	approved
	B
	8.6.0
	Overlap
	C1

	CP-080959
	24.229
	2464
	4
	8.5.1
	Rel-8
	Overlap signalling procedures
	approved
	B
	8.6.0
	Overlap
	C1

	CP-080877
	24.229
	2465
	1
	7.13.1
	Rel-7
	Replacing xxx with 3gpp in the Urn for ICSI and IARI
	rejected
	F
	
	ServId
	CP

	CP-080878
	24.229
	2466
	1
	8.5.1
	Rel-8
	Replacing xxx with 3gpp in the Urn for ICSI and IARI
	rejected
	A
	
	ServId
	CP

	CP-080841
	24.229
	2467
	-
	6.19.0
	Rel-6
	Reference updates (release 6 ietf dependencies)
	approved
	F
	6.20.0
	IMS2
	C1

	CP-080841
	24.229
	2468
	-
	7.13.0
	Rel-7
	Reference updates (release 6 ietf dependencies)
	approved
	A
	7.14.0
	IMS2
	C1

	CP-080841
	24.229
	2469
	-
	8.5.1
	Rel-8
	Reference updates (release 6 ietf dependencies)
	approved
	A
	8.6.0
	IMS2
	C1

	CP-080843
	24.229
	2470
	-
	7.13.0
	Rel-7
	Reference updates (release 7 ietf dependencies)
	approved
	F
	7.14.0
	IMSProtoc
	C1

	CP-080843
	24.229
	2471
	-
	8.5.1
	Rel-8
	Reference updates (release 7 ietf dependencies)
	approved
	A
	8.6.0
	IMSProtoc
	C1

	CP-080858
	24.229
	2472
	1
	8.5.1
	Rel-8
	No domain field for SIP digest
	approved
	F
	8.6.0
	PktCbl-Sec
	C1

	CP-080858
	24.229
	2473
	1
	8.5.1
	Rel-8
	Digest Authentication of Non-Register requests
	approved
	F
	8.6.0
	PktCbl-Sec
	C1

	CP-080855
	24.229
	2477
	1
	8.5.1
	Rel-8
	Minor corrections to configuration of entities for trace
	approved
	F
	8.6.0
	OAM8-Trace
	C1

	CP-080843
	24.229
	2478
	-
	7.13.0
	Rel-7
	Inclusion of missing RFC 3351 reference
	approved
	F
	7.14.0
	IMSProtoc
	C1

	CP-080843
	24.229
	2479
	-
	8.5.1
	Rel-8
	Inclusion of missing RFC 3351 reference
	approved
	A
	8.6.0
	IMSProtoc
	C1

	CP-080847
	24.229
	2480
	2
	8.5.1
	Rel-8
	Documentation of INFO within the IM CN subsystem
	approved
	B
	8.6.0
	IMSProtoc2
	C1

	CP-080847
	24.229
	2481
	-
	8.5.1
	Rel-8
	Removal of TrGw normative requirements from IBCF
	approved
	F
	8.6.0
	IMSProtoc2
	C1

	CP-080847
	24.229
	2482
	-
	8.5.1
	Rel-8
	Editiorial consistency and best practice
	approved
	D
	8.6.0
	IMSProtoc2
	C1

	CP-080839
	24.229
	2483
	2
	8.5.1
	Rel-8
	Updates to profile tables to include ICS additions
	revised
	B
	
	ICSRA
	C1

	CP-080965
	24.229
	2483
	3
	8.5.1
	Rel-8
	Updates to profile tables to include ICS additions
	approved
	B
	8.6.0
	ICSRA
	C1

	CP-080849
	24.229
	2484
	-
	8.5.1
	Rel-8
	Cleanup of various GIBA Editor's notes
	approved
	F
	8.6.0
	IMS-SEC
	C1

	CP-080853
	24.229
	2485
	1
	8.5.1
	Rel-8
	Addition of cpim/message and message/imdn+xml
	approved
	B
	8.6.0
	MESSIW
	C1

	CP-080847
	24.229
	2494
	3
	8.5.1
	Rel-8
	Documenting RFC 5373
	approved
	F
	8.6.0
	IMSProtoc2
	C1

	CP-080873
	24.229
	2495
	1
	8.5.1
	Rel-8
	S-CSCF and AS procedures with Enhanced Filter Criteria
	approved
	B
	8.6.0
	TEI8
	C1

	CP-080847
	24.229
	2498
	2
	8.5.1
	Rel-8
	Call release by the P-CSCF upon resource reservation faillure
	approved
	F
	8.6.0
	IMSProtoc2
	C1

	CP-080847
	24.229
	2499
	1
	8.5.1
	Rel-8
	Hosted NAT traversal for media flows
	approved
	B
	8.6.0
	IMSProtoc2
	C1

	CP-080846
	24.229
	2501
	1
	8.5.1
	Rel-8
	Reference updates (release 8 ietf dependencies)
	approved
	F
	8.6.0
	IMSProtoc2
	C1

	CP-080847
	24.229
	2502
	-
	8.5.1
	Rel-8
	Corrections to security overview
	approved
	F
	8.6.0
	IMSProtoc2
	C1

	CP-080847
	24.229
	2505
	-
	8.5.1
	Rel-8
	Identification of public user identity in absence of Authorization header
	approved
	F
	8.6.0
	IMSProtoc2
	C1

	CP-080873
	24.234
	0058
	1
	8.1.0
	Rel-8
	802.11u clean up
	approved
	F
	8.2.0
	TEI8
	C1

	CP-080850
	24.234
	0059
	2
	8.1.0
	Rel-8
	Clean up Network Discovery
	approved
	F
	8.2.0
	IWLANNSP
	C1

	CP-080850
	24.234
	0060
	-
	8.1.0
	Rel-8
	Correction of misimplementation of previous CRs
	approved
	F
	8.2.0
	IWLANNSP
	C1

	CP-080850
	24.234
	0061
	1
	8.1.0
	Rel-8
	Read all WLAN files from USIM
	approved
	F
	8.2.0
	IWLANNSP
	C1

	CP-080962
	24.234
	0063
	2
	8.1.0
	Rel-8
	Correction to use of I-WLAN selection USIM data files
	revised
	F
	
	IWLANNSP
	C1

	CP-080972
	24.234
	0063
	3
	8.1.0
	Rel-8
	Correction to use of I-WLAN selection USIM data files
	revised
	F
	
	IWLANNSP
	C1

	CP-080976
	24.234
	0063
	4
	8.1.0
	Rel-8
	Correction to use of I-WLAN selection USIM data files
	approved
	F
	8.2.0
	IWLANNSP
	C1

	CP-080682
	24.234
	0385
	-
	8.1.0
	Rel-8
	Correction to use of I-WLAN selection USIM data files
	Revised
	F
	
	IWLANNSP
	CP

	CP-080936
	24.234
	0385
	1
	8.1.0
	Rel-8
	Correction to use of I-WLAN selection USIM data files
	revised
	F
	
	IWLANNSP
	CP

	CP-080854
	24.247
	0035
	-
	8.1.0
	Rel-8
	Media control for messaging
	approved
	B
	8.2.0
	MRFC_TS
	C1

	CP-080841
	24.247
	0036
	-
	6.9.0
	Rel-6
	Reference updates (release 6 ietf dependencies)
	approved
	F
	6.10.0
	IMS2
	C1

	CP-080841
	24.247
	0037
	-
	7.3.0
	Rel-7
	Reference updates (release 6 ietf dependencies)
	approved
	A
	7.4.0
	IMS2
	C1

	CP-080841
	24.247
	0038
	-
	8.1.0
	Rel-8
	Reference updates (release 6 ietf dependencies)
	approved
	A
	8.2.0
	IMS2
	C1

	CP-080846
	24.247
	0042
	1
	8.1.0
	Rel-8
	Corrections of reference and flows in 24.247
	approved
	F
	8.2.0
	IMSProtoc2
	C1

	CP-080848
	24.279
	0067
	-
	8.0.0
	Rel-8
	Corrections of flows in 24.279
	approved
	F
	8.1.0
	IMSProtoc2
	C1

	CP-080851
	24.404
	0007
	-
	7.2.0
	Rel-7
	Correction of the mapping tables for interwoking call forwarding
	approved
	F
	7.3.0
	MAINT_R1
	C1

	CP-080852
	24.503
	0021
	-
	8.2.0
	Rel-8
	Wildcarded PUI, UE loose route and Ethernet access
	approved
	B
	8.3.0
	MAINT_R2
	C1

	CP-080869
	24.503
	0022
	-
	8.2.0
	Rel-8
	Correction of ICSI and IARI feature tag name
	approved
	F
	8.3.0
	ServID
	C1

	CP-080879
	24.503
	0023
	1
	8.2.0
	Rel-8
	Replacing xxx with 3gpp in the Urn for ICSI and IARI
	rejected
	F
	
	ServId
	CP

	CP-080852
	24.504
	0007
	2
	8.2.0
	Rel-8
	Aligning XML Schema with draft-saklikar-communication-diversion-notification
	approved
	F
	8.3.0
	MAINT_R2
	C1

	CP-080852
	24.504
	0009
	2
	8.2.0
	Rel-8
	CR on 24.504 CDIV XML correction
	approved
	F
	8.3.0
	MAINT_R2
	C1

	CP-080851
	24.504
	0010
	-
	8.2.0
	Rel-8
	Correction of the mapping tables for interwoking call forwarding
	approved
	F
	8.3.0
	MAINT_R1
	C1

	CP-080852
	24.604
	0008
	2
	8.1.0
	Rel-8
	Aligning XML Schema with draft-saklikar-communication-diversion-notification
	approved
	F
	8.2.0
	MAINT_R2
	C1

	CP-080864
	24.604
	0011
	2
	8.1.0
	Rel-8
	Interaction between SIP and Ut based service configuration
	approved
	F
	8.2.0
	REDOC_3GPP2
	C1

	CP-080852
	24.604
	0012
	3
	8.1.0
	Rel-8
	CR on 24604 CDIV XML correction
	approved
	A
	8.2.0
	MAINT_R2
	C1

	CP-080839
	24.604
	0013
	3
	8.1.0
	Rel-8
	Alignment with 29.292
	approved
	B
	8.2.0
	ICSRA
	C1

	CP-080865
	24.604
	0015
	1
	8.1.0
	Rel-8
	Fixed the flows and schema
	approved
	F
	8.2.0
	REDOC_TIS-C1
	C1

	CP-080854
	24.605
	0004
	-
	8.1.0
	Rel-8
	Note on conference examples
	approved
	D
	8.2.0
	MRFC_TS
	C1

	CP-080865
	24.605
	0005
	1
	8.1.0
	Rel-8
	Fixed the flows
	approved
	D
	8.2.0
	REDOC_TIS-C1
	C1

	CP-080864
	24.607
	0004
	2
	8.1.0
	Rel-8
	Interaction between SIP and Ut based service configuration
	approved
	B
	8.2.0
	REDOC_3GPP2
	C1

	CP-080864
	24.608
	0002
	2
	8.1.0
	Rel-8
	Interaction between SIP and Ut based service configuration
	approved
	B
	8.2.0
	REDOC_3GPP2
	C1

	CP-080865
	24.610
	0005
	1
	8.1.0
	Rel-8
	Holding or resuming all media streams
	approved
	F
	8.2.0
	REDOC_TIS-C1
	C1

	CP-080865
	24.610
	0006
	2
	8.1.0
	Rel-8
	Contents of SDP offer in HOLD
	approved
	F
	8.2.0
	REDOC_TIS-C1
	C1

	CP-080865
	24.610
	0007
	1
	8.1.0
	Rel-8
	Fixed the flows
	approved
	D
	8.2.0
	REDOC_TIS-C1
	C1

	CP-080865
	24.611
	0004
	1
	8.1.0
	Rel-8
	Clarification of B2BUA and proxy roles for AS
	approved
	F
	8.2.0
	REDOC_TIS-C1
	C1

	CP-080864
	24.611
	0005
	2
	8.1.0
	Rel-8
	Interaction between SIP and Ut based service configuration
	approved
	B
	8.2.0
	REDOC_3GPP2
	C1

	CP-080865
	24.616
	0003
	2
	8.1.0
	Rel-8
	Fixed the flows
	approved
	D
	8.2.0
	REDOC_TIS-C1
	C1

	CP-080865
	24.628
	0004
	-
	8.1.0
	Rel-8
	Usage of 199 (Early Dialog Terminated) for anouncements
	approved
	B
	8.2.0
	REDOC_TIS-C1
	C1

	CP-080854
	24.628
	0005
	-
	8.1.0
	Rel-8
	TISPAN in-band media for announcements
	approved
	B
	8.2.0
	MRFC_TS
	C1

	CP-080865
	24.647
	0001
	1
	8.0.0
	Rel-8
	Registration of MIME type with IANA
	approved
	F
	8.1.0
	REDOC_TIS-C1
	C1

	CP-080865
	24.654
	0004
	-
	8.1.0
	Rel-8
	Removal of unused reference in TS 24.654
	approved
	D
	8.2.0
	REDOC_TIS-C1
	C1

	CP-080864
	24.654
	0005
	2
	8.1.0
	Rel-8
	Interaction between SIP and Ut based service configuration
	approved
	B
	8.2.0
	REDOC_3GPP2
	C1

	CP-080838
	24.801
	0010
	1
	8.0.1
	Rel-8
	Clarification of the CSG mobility list
	approved
	B
	8.1.0
	HomeNB_LTE
	C1

	CP-080846
	24.930
	0016
	-
	8.1.0
	Rel-8
	SIP message flow fix
	approved
	F
	8.2.0
	IMSProtoc2
	C1

	CP-080848
	24.930
	0016
	-
	8.1.0
	Rel-8
	Indication of 199 (Early Dialog Terminated) support in call flows
	approved
	B
	8.2.0
	IMSProtoc2
	C1

	CP-080848
	24.930
	0017
	1
	8.1.0
	Rel-8
	Aligning initial INVITE request's Accept header field with TS 24.229
	approved
	F
	8.2.0
	IMSProtoc2
	C1

	CP-080848
	24.930
	0018
	-
	8.1.0
	Rel-8
	SIP message modification for Max-Forwards header
	approved
	F
	8.2.0
	IMSProtoc2
	C1

	RP-080898
	25.101
	0629
	-
	7.13.0
	Rel-7
	Clarification of HSDPA performance requirement applicability
	approved
	F
	7.14.0
	TEI7
	R4

	RP-080927
	25.101
	0630
	1
	7.13.0
	Rel-7
	Clarification of HST propagation conditions
	approved
	F
	7.14.0
	TEI7
	R4

	RP-080927
	25.101
	0631
	1
	8.4.0
	Rel-8
	Clarification of HST propagation conditions
	approved
	A
	8.5.0
	TEI7
	R4

	RP-080898
	25.101
	0634
	1
	7.13.0
	Rel-7
	Introduction of fading CQI requirement at higher geometry for 64QAM operation
	approved
	F
	7.14.0
	TEI7
	R4

	RP-080898
	25.101
	0635
	1
	8.4.0
	Rel-8
	Introduction of fading CQI requirement at higher geometry for 64QAM operation
	approved
	A
	8.5.0
	TEI7
	R4

	RP-080942
	25.101
	0636
	-
	8.4.0
	Rel-8
	CQI reporting test for STTD and CL1 with varying Ior/Ioc
	approved
	F
	8.5.0
	TEI8
	R4

	RP-080948
	25.101
	0638
	4
	8.4.0
	Rel-8
	Introduction of FRC requirements for Dual Cell HSDPA operation
	approved
	B
	8.5.0
	RANimp-DCHSDPA
	R4

	RP-080948
	25.101
	0639
	3
	8.4.0
	Rel-8
	Introduction of DC-HSDPA requirements
	approved
	B
	8.5.0
	RANimp-DCHSDPA
	R4

	RP-080947
	25.101
	0640
	1
	8.4.0
	Rel-8
	Introduction of E-AI requirements
	approved
	B
	8.5.0
	RANimp-UplinkEnhState
	R4

	RP-080948
	25.101
	0641
	-
	8.4.0
	Rel-8
	Introduction of CQI reporting test requirements for DC-HSDPA
	approved
	B
	8.5.0
	RANimp-DCHSDPA
	R4

	RP-080941
	25.102
	0273
	-
	8.1.0
	Rel-8
	Additional minimum requirements for LCR TDD UE Adjacent Channel Selectivity
	approved
	F
	8.2.0
	TEI8
	R4

	RP-080899
	25.102
	0275
	1
	4.11.0
	Rel-4
	UE reference measurement channel and performance requirement for 384kbps service
	approved
	F
	4.12.0
	TEI4
	R4

	RP-080899
	25.102
	0276
	1
	5.13.0
	Rel-5
	UE reference measurement channel and performance requirement for 384kbps service
	approved
	A
	5.14.0
	TEI4
	R4

	RP-080899
	25.102
	0277
	1
	6.11.0
	Rel-6
	UE reference measurement channel and performance requirement for 384kbps service
	approved
	A
	6.12.0
	TEI4
	R4

	RP-080899
	25.102
	0278
	1
	7.12.0
	Rel-7
	UE reference measurement channel and performance requirement for 384kbps service
	approved
	A
	7.13.0
	TEI4
	R4

	RP-080899
	25.102
	0279
	1
	8.1.0
	Rel-8
	UE reference measurement channel and performance requirement for 384kbps service
	approved
	A
	8.2.0
	TEI4
	R4

	RP-080939
	25.102
	0280
	-
	8.1.0
	Rel-8
	Introduction of band 1880-1920MHz for 25.102
	approved
	B
	8.2.0
	RInImp9-UMTS1880TDD
	R4

	RP-080946
	25.102
	0281
	-
	8.1.0
	Rel-8
	Adding the demodulation requirements for 1.28Mcps TDD Option 64QAM DL 
	approved
	B
	8.2.0
	RANimp-64Qam1.28TDD
	R4

	RP-080946
	25.102
	0282
	-
	8.1.0
	Rel-8
	Adding the requirement of  maximum input level  for 1.28Mcps TDD Option 64QAM DL  
	approved
	B
	8.2.0
	RANimp-64Qam1.28TDD
	R4

	RP-080927
	25.104
	0314
	1
	7.10.0
	Rel-7
	Clarification of eNB HST propagation conditions (25.104, rel-7)
	approved
	F
	7.11.0
	TEI7
	R4

	RP-080927
	25.104
	0315
	1
	8.4.1
	Rel-8
	Clarification of eNB HST propagation conditions (25.104, rel-8)
	approved
	A
	8.5.0
	TEI7
	R4

	RP-080948
	25.104
	0316
	-
	8.4.1
	Rel-8
	25.104 modification due to DC-HSDPA
	approved
	B
	8.5.0
	RANimp-DCHSDPA
	R4

	RP-080945
	25.104
	0318
	1
	8.4.1
	Rel-8
	HNB adjacent channel protection requirements
	approved
	B
	8.5.0
	HNodeB-RF
	R4

	RP-080945
	25.104
	0321
	1
	8.4.1
	Rel-8
	Regional requirement on Home Node B applicability
	approved
	F
	8.5.0
	HNodeB-RF
	R4

	RP-080900
	25.105
	0231
	1
	4.11.0
	Rel-4
	BS reference measurement channel and performance requirement for 384kbps service
	approved
	F
	4.12.0
	TEI4
	R4

	RP-080900
	25.105
	0232
	1
	5.9.0
	Rel-5
	BS reference measurement channel and performance requirement for 384kbps service
	approved
	A
	5.10.0
	TEI4
	R4

	RP-080900
	25.105
	0233
	1
	6.6.0
	Rel-6
	BS reference measurement channel and performance requirement for 384kbps service
	approved
	A
	6.7.0
	TEI4
	R4

	RP-080900
	25.105
	0234
	1
	7.10.0
	Rel-7
	BS reference measurement channel and performance requirement for 384kbps service
	approved
	A
	7.11.0
	TEI4
	R4

	RP-080900
	25.105
	0235
	1
	8.1.0
	Rel-8
	BS reference measurement channel and performance requirement for 384kbps service
	approved
	A
	8.2.0
	TEI4
	R4

	RP-080939
	25.105
	0236
	-
	8.1.0
	Rel-8
	Introduction of band 1880-1920MHz for 25.105
	approved
	B
	8.2.0
	LTE-RF
	R4

	RP-080943
	25.106
	0060
	1
	8.0.2
	Rel-8
	Introduction of operating band unwanted emission
	approved
	F
	8.1.0
	TEI8
	R4

	RP-080944
	25.123
	0393
	-
	8.0.0
	Rel-8
	RRC re-establishment requirements
	approved
	F
	8.1.0
	TEI8
	R4

	RP-080938
	25.123
	0394
	3
	8.0.0
	Rel-8
	Correction of UTRAN TDD to E-UTRAN TDD mobility requirements
	approved
	F
	8.1.0
	LTE-RF
	R4

	RP-080944
	25.123
	0395
	-
	8.0.0
	Rel-8
	Some clarifications on TD-SCDMA/E-UTRA interworking in CELL_FACH state
	approved
	F
	8.1.0
	TEI8
	R4

	RP-080902
	25.123
	0396
	1
	4.15.0
	Rel-4
	modification for P-CCPCH RSCP intra frequency relative requirement
	approved
	F
	4.16.0
	TEI4
	R4

	RP-080902
	25.123
	0397
	1
	5.12.0
	Rel-5
	modification for P-CCPCH RSCP intra frequency relative requirement
	approved
	A
	5.13.0
	TEI4
	R4

	RP-080902
	25.123
	0398
	1
	6.11.0
	Rel-6
	modification for P-CCPCH RSCP intra frequency relative requirement
	approved
	A
	6.12.0
	TEI4
	R4

	RP-080902
	25.123
	0399
	1
	7.7.0
	Rel-7
	modification for P-CCPCH RSCP intra frequency relative requirement
	approved
	A
	7.8.0
	TEI4
	R4

	RP-080902
	25.123
	0400
	1
	8.0.0
	Rel-8
	modification for P-CCPCH RSCP intra frequency relative requirement
	approved
	A
	8.1.0
	TEI4
	R4

	RP-080903
	25.123
	0401
	1
	4.15.0
	Rel-4
	Correction on Intra/Inter-frequency cell power level for UE to correctly evaluate a better ranked cell in idle state and power settings for related test cases
	approved
	F
	4.16.0
	TEI4
	R4

	RP-080903
	25.123
	0402
	1
	5.12.0
	Rel-5
	Correction on Intra/Inter-frequency cell power level for UE to correctly evaluate a better ranked cell in idle state and power settings for related test cases
	approved
	A
	5.13.0
	TEI4
	R4

	RP-080903
	25.123
	0403
	1
	6.11.0
	Rel-6
	Correction on Intra/Inter-frequency cell power level for UE to correctly evaluate a better ranked cell in idle state and power settings for related test cases
	approved
	A
	6.12.0
	TEI4
	R4

	RP-080903
	25.123
	0404
	1
	7.7.0
	Rel-7
	Correction on Intra/Inter-frequency cell power level for UE to correctly evaluate a better ranked cell in idle state and power settings for related test cases
	approved
	A
	7.8.0
	TEI4
	R4

	RP-080903
	25.123
	0405
	1
	8.0.0
	Rel-8
	Correction on Intra/Inter-frequency cell power level for UE to correctly evaluate a better ranked cell in idle state and power settings for related test cases
	approved
	A
	8.1.0
	TEI4
	R4

	RP-080901
	25.123
	0406
	-
	7.7.0
	Rel-7
	Modifying the inter frequency monitoring ability of UE in TDD 1.28Mcps
	approved
	F
	7.8.0
	TEI7
	R4

	RP-080901
	25.123
	0407
	-
	8.0.0
	Rel-8
	Modifying the inter frequency monitoring ability of UE in TDD 1.28Mcps
	approved
	A
	8.1.0
	TEI7
	R4

	RP-080946
	25.123
	0408
	-
	8.0.0
	Rel-8
	Update of the reqirement for cell re-selection in enhanced CELL_FACH state in 1.28Mcps TDD
	approved
	B
	8.1.0
	RANimp-EnhState1.28TDD
	R4

	RP-081102
	25.133
	0958
	2
	8.4.0
	Rel-8
	Introduction of UE Measurement Capability for frequency adjacent to intra-frequency
	approved
	B
	8.5.0
	TEI8
	R4

	RP-080940
	25.133
	0958
	2
	8.4.0
	Rel-8
	Introduction of UE measurement capability for frequency adjacent to intra-frequency
	reissued
	B
	
	TEI8
	R4

	RP-080947
	25.133
	0959
	-
	8.4.0
	Rel-8
	Uplink power headroom definition for EUL in CELL_FACH
	approved
	F
	8.5.0
	RANimp-UplinkEnhState
	R4

	RP-080949
	25.133
	0960
	1
	8.4.0
	Rel-8
	UE interruption time requirement for enhanced serving cell change procedure
	approved
	B
	8.5.0
	RANimp-HSDSCH
	R4

	RP-080938
	25.133
	0962
	1
	8.4.0
	Rel-8
	E-UTRA Changes for 25.133
	approved
	F
	8.5.0
	LTE-RF
	R4

	RP-080945
	25.141
	0481
	-
	8.4.0
	Rel-8
	Transmitter characteristics Tests for 3G Home NodeB
	approved
	F
	8.5.0
	HNodeB-RF
	R4

	RP-080945
	25.141
	0482
	-
	8.4.0
	Rel-8
	Receiver characteristics Tests for 3G Home NodeB
	approved
	F
	8.5.0
	HNodeB-RF
	R4

	RP-080945
	25.141
	0483
	-
	8.4.0
	Rel-8
	Demodulation Requirements Tests for 3G Home NodeB
	approved
	F
	8.5.0
	HNodeB-RF
	R4

	RP-080904
	25.141
	0484
	-
	7.11.0
	Rel-7
	Clarification on HS-SCCH structure for Test Model 6
	approved
	F
	7.12.0
	TEI7
	R4

	RP-080904
	25.141
	0485
	-
	8.4.0
	Rel-8
	Clarification on HS-SCCH structure for Test Model 6
	approved
	A
	8.5.0
	TEI7
	R4

	RP-080927
	25.141
	0486
	1
	7.11.0
	Rel-7
	Clarification of eNB HST propagation conditions (25.141, rel-7)
	approved
	F
	7.12.0
	TEI7
	R4

	RP-080927
	25.141
	0487
	1
	8.4.0
	Rel-8
	Clarification of eNB HST propagation conditions (25.141, rel-8)
	approved
	A
	8.5.0
	TEI7
	R4

	RP-080948
	25.141
	0489
	1
	8.4.0
	Rel-8
	TS 25.141 modification due to DC-HSDPA
	approved
	B
	8.5.0
	RANimp-DCHSDPA
	R4

	RP-080904
	25.141
	0490
	3
	7.11.0
	Rel-7
	Clarification for test model 1
	approved
	F
	7.12.0
	TEI7
	R4

	RP-080904
	25.141
	0491
	3
	8.4.0
	Rel-8
	Clarification for test model 1
	approved
	A
	8.5.0
	TEI7
	R4

	RP-080945
	25.141
	0492
	1
	8.4.0
	Rel-8
	Regional requirement on Home Node B applicability
	approved
	F
	8.5.0
	HNodeB-RF
	R4

	RP-080945
	25.141
	0493
	-
	8.4.0
	Rel-8
	Modified Test Models for 3G Home NodeB
	approved
	F
	8.5.0
	HNodeB-RF
	R4

	RP-080943
	25.143
	0071
	1
	8.0.0
	Rel-8
	Introduction of operating band unwanted emission
	approved
	F
	8.1.0
	TEI8
	R4

	RP-080989
	25.211
	0257
	3
	8.2.0
	Rel-8
	Introduction of Dual-Cell HSDPA Operation on Adjacent Carriers
	approved
	B
	8.3.0
	RANimp-DCHSDPA
	R1

	RP-080986
	25.211
	0259
	1
	8.2.0
	Rel-8
	Removal of a reference to E-AICH
	approved
	F
	8.3.0
	RANimp-UplinkEnhState
	R1

	RP-080989
	25.212
	0267
	5
	8.3.0
	Rel-8
	Introduction of Dual-Cell HSDPA Operation on Adjacent Carriers
	approved
	B
	8.4.0
	RANimp-DCHSDPA
	R1

	RP-080988
	25.212
	0270
	3
	8.3.0
	Rel-8
	Introduction of HS-PDSCH Serving Cell Change Enhancements
	approved
	B
	8.4.0
	RANimp-HSDSCH
	R1

	RP-080989
	25.213
	0099
	-
	8.2.0
	Rel-8
	Clarification to scrambling codes in dual cell HSDPA operation
	approved
	B
	8.3.0
	RANimp-DCHSDPA
	R1

	RP-080989
	25.214
	0497
	4
	8.3.0
	Rel-8
	Introduction of Dual-Cell HSDPA Operation on Adjacent Carriers
	approved
	B
	8.4.0
	RANimp-DCHSDPA
	R1

	RP-080974
	25.214
	0501
	1
	7.9.0
	Rel-7
	Clarification of F-DPCH TPC Combining Rule of cells in the same RLS 
	approved
	F
	7.10.0
	RANimp-CPC
	R1

	RP-080974
	25.214
	0502
	1
	8.3.0
	Rel-8
	Clarification of F-DPCH TPC Combining Rule of cells in the same RLS 
	approved
	A
	8.4.0
	RANimp-CPC
	R1

	RP-080988
	25.214
	0503
	1
	8.3.0
	Rel-8
	Introduction of HS-PDSCH Serving Cell Change Enhancements
	approved
	B
	8.4.0
	RANimp-HSDSCH
	R1

	RP-080986
	25.214
	0504
	1
	8.3.0
	Rel-8
	Corrections in the physical random access procedure for Enhanced Uplink in CELL_FACH State and Idle mode
	approved
	F
	8.4.0
	RANimp-UplinkEnhState
	R1

	RP-080974
	25.214
	0505
	-
	7.9.0
	Rel-7
	Correction to the description of CPC procedures
	approved
	F
	7.10.0
	RANimp-CPC
	R1

	RP-080974
	25.214
	0506
	2
	8.3.0
	Rel-8
	Correction to the description of CPC procedures
	approved
	A
	8.4.0
	RANimp-CPC
	R1

	RP-080990
	25.214
	0508
	2
	8.3.0
	Rel-8
	Improved EUL power control at UE power limitation
	approved
	B
	8.4.0
	TEI8
	R1

	RP-080979
	25.214
	0509
	1
	8.3.0
	Rel-8
	Typographical error correction in a parameter name in HS-PDSCH reception
	approved
	F
	8.4.0
	RANimp-RABSE-ACKNACK
	R1

	RP-080975
	25.214
	0510
	1
	7.9.0
	Rel-7
	Correction to E-DPDCH gain factor interpolation in compressed mode
	withdrawn
	F
	
	RANimp-16QamUplink
	R1

	RP-080986
	25.214
	0513
	-
	8.3.0
	Rel-8
	Support of HS-DPCCH for Enhanced uplink in CELL_FACH state
	approved
	F
	8.4.0
	RANimp-UplinkEnhState
	R1

	RP-080975
	25.214
	0514
	-
	8.3.0
	Rel-8
	Correction to E-DPDCH gain factor interpolation in compressed mode
	withdrawn
	A
	
	RANimp-16QamUplink
	R1

	RP-080978
	25.214
	0515
	-
	8.3.0
	Rel-8
	Clarification of NIR setting in CQI mapping tables
	approved
	F
	8.4.0
	HSDPA-Phys
	R1

	RP-080975
	25.214
	0516
	3
	7.9.0
	Rel-7
	Correction to E-DPDCH gain factor interpolation in compressed mode
	approved
	F
	7.10.0
	RANimp-16QamUplink
	R1

	RP-080975
	25.214
	0517
	3
	8.3.0
	Rel-8
	Correction to E-DPDCH gain factor interpolation in compressed mode
	approved
	A
	8.4.0
	RANimp-16QamUplink
	R1

	RP-080974
	25.214
	0518
	1
	7.9.0
	Rel-7
	Clarification of CQI repetition in case of UE DTX
	approved
	F
	7.10.0
	RANimp-CPC
	R1

	RP-080989
	25.214
	0519
	-
	8.3.0
	Rel-8
	References to CQI tables for DC-HSDPA
	approved
	F
	8.4.0
	RANimp-DCHSDPA
	R1

	RP-080975
	25.214
	0523
	-
	8.3.0
	Rel-8
	Correction to E-DPDCH gain factor calculation
	approved
	A
	8.4.0
	RANimp-16QamUplink
	R1

	RP-080974
	25.214
	0524
	-
	8.3.0
	Rel-8
	Clarification of CQI repetition in case of UE DTX
	approved
	A
	8.4.0
	RANimp-CPC
	R1

	RP-080975
	25.214
	0525
	-
	7.9.0
	Rel-7
	Clarifications to E-DPDCH scaling
	approved
	F
	7.10.0
	RANimp-16QamUplink
	R1

	RP-080975
	25.214
	0527
	-
	7.9.0
	Rel-7
	Correction to E-DPDCH gain factor calculation
	approved
	F
	7.10.0
	RANimp-16QamUplink
	R1

	RP-080989
	25.214
	0528
	-
	8.3.0
	Rel-8
	Clarifications to Dual-Cell HSDPA Operation
	approved
	B
	8.4.0
	RANimp-DCHSDPA
	R1

	RP-080977
	25.221
	0165
	-
	7.8.0
	Rel-7
	Correction on FPACH misalignment for 1.28Mcps TDD
	approved
	F
	7.9.0
	TEI7
	R1

	RP-080977
	25.221
	0166
	-
	8.2.0
	Rel-8
	Correction on FPACH misalignment for 1.28Mcps TDD
	approved
	A
	8.3.0
	TEI7
	R1

	RP-080976
	25.221
	0167
	-
	7.8.0
	Rel-7
	Correction of E-PUCH TPC description for 1.28Mcps TDD
	approved
	F
	7.9.0
	LCRTDD-EDCH-Phys
	R1

	RP-080976
	25.221
	0168
	-
	8.2.0
	Rel-8
	Correction of E-PUCH TPC description for 1.28Mcps TDD
	approved
	A
	8.3.0
	LCRTDD-EDCH-Phys
	R1

	RP-080987
	25.221
	0169
	1
	8.2.0
	Rel-8
	Introduction of the Enhanced CELL_FACH, CELL_PCH, URA_PCH state for 1.28Mcps TDD
	approved
	B
	8.3.0
	RANimp-EnhState1.28TDD
	R1

	RP-081094
	25.221
	0170
	-
	8.2.0
	Rel-8
	Support for MBSFN IMB operation
	revised
	B
	
	MBSFN-DOB
	R1

	RP-081118
	25.221
	0170
	1
	8.2.0
	Rel-8
	Support for 3.84 Mcps MBSFN IMB operation
	approved
	B
	8.3.0
	MBSFN-DOB
	R1

	RP-080976
	25.222
	0158
	-
	7.8.0
	Rel-7
	Clarification of E-DCH RV index selection for 1.28Mcps TDD
	approved
	F
	7.9.0
	LCRTDD-EDCH-Phys
	R1

	RP-080976
	25.222
	0159
	-
	8.2.0
	Rel-8
	Clarification of E-DCH RV index selection for 1.28Mcps TDD
	approved
	A
	8.3.0
	LCRTDD-EDCH-Phys
	R1

	RP-080980
	25.222
	0161
	1
	8.2.0
	Rel-8
	Correction of description about 64QAM for LCR TDD
	approved
	F
	8.3.0
	RANimp-64Qam1.28TDD
	R1

	RP-080987
	25.222
	0162
	-
	8.2.0
	Rel-8
	Introduction of the Enhanced CELL_FACH, CELL_PCH, URA_PCH state for 1.28Mcps TDD
	approved
	B
	8.3.0
	RANimp-EnhState1.28TDD
	R1

	RP-081094
	25.222
	0163
	-
	8.2.0
	Rel-8
	Support for MBSFN IMB operations
	revised
	B
	
	MBSFN-DOB
	R1

	RP-081118
	25.222
	0163
	1
	8.2.0
	Rel-8
	Support for 3.84 Mcps MBSFN IMB operations
	approved
	B
	8.3.0
	MBSFN-DOB
	R1

	RP-081094
	25.223
	0056
	-
	8.1.0
	Rel-8
	Support for MBSFN IMB operations
	revised
	B
	
	MBSFN-DOB
	R1

	RP-081118
	25.223
	0056
	1
	8.1.0
	Rel-8
	Support for 3.84 Mcps MBSFN IMB operations
	approved
	B
	8.2.0
	MBSFN-DOB
	R1

	RP-080976
	25.224
	0198
	1
	7.8.0
	Rel-7
	Modification of HS-SICH sync description for 1.28Mcps TDD
	approved
	F
	7.9.0
	LCRTDD-EDCH-Phys
	R1

	RP-080976
	25.224
	0199
	1
	8.1.0
	Rel-8
	Modification of HS-SICH sync description for 1.28Mcps TDD
	approved
	A
	8.2.0
	LCRTDD-EDCH-Phys
	R1

	RP-080976
	25.224
	0200
	1
	7.8.0
	Rel-7
	Clarification of precision and quantization mode for coderate and beta of E-PUCH for 1.28Mcps TDD EUL
	approved
	F
	7.9.0
	LCRTDD-EDCH-Phys
	R1

	RP-080976
	25.224
	0201
	1
	8.1.0
	Rel-8
	Clarification of precision and quantization mode for coderate and beta of E-PUCH for 1.28Mcps TDD EUL
	approved
	A
	8.2.0
	LCRTDD-EDCH-Phys
	R1

	RP-080987
	25.224
	0202
	1
	8.1.0
	Rel-8
	Introduction of the Enhanced CELL_FACH, CELL_PCH, URA_PCH state for 1.28Mcps TDD
	approved
	B
	8.2.0
	RANimp-EnhState1.28TDD
	R1

	RP-081094
	25.224
	0203
	-
	8.1.0
	Rel-8
	Support for MBSFN IMB operations
	revised
	B
	
	MBSFN-DOB
	R1

	RP-081118
	25.224
	0203
	1
	8.1.0
	Rel-8
	Support for 3.84 Mcps MBSFN IMB operations
	approved
	B
	8.2.0
	MBSFN-DOB
	R1

	RP-081025
	25.301
	0099
	-
	8.3.0
	REL-8
	Introduction of enhanced CELL_FACH, CELL_PCH and URA_PCH for 1.28Mcps TDD
	approved
	B
	8.4.0
	RANimp-EnhState1.28TDD
	R2

	RP-081023
	25.301
	0100
	-
	8.3.0
	REL-8
	Introduction of MBMS Improved Solution
	approved
	B
	8.4.0
	RANimp-HSPAEvo
	R2

	RP-081022
	25.302
	0184
	1
	8.1.0
	REL-8
	Replacement of E-AICH in 25.302
	approved
	F
	8.2.0
	RANimp-UplinkEnhState
	R2

	RP-081025
	25.302
	0185
	-
	8.1.0
	REL-8
	Introduction of enhanced CELL_FACH, CELL_PCH and URA_PCH for 1.28Mcps TDD
	approved
	B
	8.2.0
	RANimp-EnhState1.28TDD
	R2

	RP-081015
	25.304
	0179
	1
	8.3.0
	REL-8
	Prevention of excessive OOS due to failure of Squal criterion
	approved
	F
	8.4.0
	LTE-L23
	R2

	RP-081025
	25.304
	0181
	-
	8.3.0
	REL-8
	Introduction of Cell_FACH enhancement operation for LCR TDD
	approved
	B
	8.4.0
	RANimp-EnhState1.28TDD
	R2

	RP-081015
	25.304
	0182
	-
	8.3.0
	REL-8
	Correction to absolute priority reselection procedure
	approved
	F
	8.4.0
	LTE-L23
	R2

	RP-081032
	25.304
	0183
	-
	8.3.0
	REL-8
	Introductionof the UE behavior on PPAC parameter
	approved
	F
	8.4.0
	PPACR
	R2

	RP-081095
	25.304
	0185
	-
	8.3.0
	Rel-8
	Support for IMB operation for MBMS
	revised
	B
	
	MBSFN-DOB
	R2

	RP-081119
	25.304
	0185
	1
	8.3.0
	REL-8
	Support for IMB operation for MBMS
	revised
	B
	
	MBSFN-DOB
	R2

	RP-081126
	25.304
	0185
	2
	8.3.0
	Rel-8
	Support for 3.84 Mcps MBSFN IMB operation
	approved
	B
	8.4.0
	MBSFN-DOB
	R2

	RP-081029
	25.305
	0112
	-
	8.0.0
	REL-8
	Support for additional navigation satellite systems in UTRAN
	approved
	B
	8.1.0
	RANimp-ANSS
	R2

	RP-081024
	25.306
	0200
	-
	8.4.0
	REL-8
	Introduction of additional UE categories for 1.28Mcps TDD 64QAM DL
	approved
	F
	8.5.0
	RANimp-64Qam1.28TDD
	R2

	RP-081022
	25.306
	0201
	2
	8.4.0
	REL-8
	Introduction of support of "Enhanced Uplink for CELL_FACH State in FDD" and "Improved L2 for uplink"
	approved
	B
	8.5.0
	RANimp-UplinkEnhState, RANimp-UplinkL2dataRates
	R2

	RP-081030
	25.306
	0202
	2
	8.4.0
	REL-8
	Addition of UE categories for dual cell HSDPA
	approved
	B
	8.5.0
	RANimp-DCHSDPA
	R2

	RP-081029
	25.306
	0203
	-
	8.4.0
	REL-8
	UE positioning capabilities for support of additional navigation satellite systems
	approved
	B
	8.5.0
	RANimp-ANSS
	R2

	RP-081102
	25.306
	0206
	1
	8.4.0
	Rel-8
	Introduction of UE Measurement Capability on a frequency adjacent to intra-frequency
	approved
	B
	8.5.0
	TEI8
	R2

	RP-081033
	25.306
	0207
	-
	8.4.0
	REL-8
	Introduction of optional features in Release 8
	approved
	B
	8.5.0
	RANimp-HSDSCH, RANimp-DRX
	R2

	RP-081095
	25.306
	0208
	-
	8.4.0
	Rel-8
	Support for IMB operation for MBMS
	revised
	B
	
	MBSFN-DOB
	R2

	RP-081119
	25.306
	0208
	1
	8.4.0
	REL-8
	Support for IMB operation for MBMS
	revised
	B
	
	MBSFN-DOB
	R2

	RP-081127
	25.306
	0208
	2
	8.4.0
	Rel-8
	Support for 3.84 Mcps MBSFN IMB operation
	approved
	B
	8.5.0
	MBSFN-DOB
	R2

	RP-081004
	25.308
	0044
	-
	7.8.0
	REL-7
	Removal of FFSs and correction to the messages used for UE capability signalling
	approved
	F
	7.9.0
	RANimp-EnhState
	R2

	RP-081004
	25.308
	0045
	-
	8.3.0
	REL-8
	Removal of FFSs and correction to the messages used for UE capability signalling
	approved
	A
	8.4.0
	RANimp-EnhState
	R2

	RP-081030
	25.308
	0049
	-
	8.3.0
	REL-8
	Corrections to Dual Cell operation
	approved
	F
	8.4.0
	RANimp-DCHSDPA
	R2

	RP-081026
	25.308
	0050
	1
	8.3.0
	REL-8
	Introduction the CPC for 1.28Mcps TDD
	approved
	B
	8.4.0
	RANimp-LCRCPC
	R2

	RP-081022
	25.308
	0051
	1
	8.3.0
	REL-8
	Addition of HS-DPCCH feedback in CELL_FACH state
	approved
	F
	8.4.0
	RANimp-UplinkEnhState
	R2

	RP-081025
	25.308
	0052
	-
	8.3.0
	REL-8
	Stage 2 updates for Enhanced CELL_FACH state in 1.28Mcps TDD
	approved
	B
	8.4.0
	RANimp-EnhState1.28TDD
	R2

	RP-081028
	25.308
	0053
	-
	8.3.0
	REL-8
	CR to 25.308 on Introduction of HS-DSCH cell change enhancements
	approved
	F
	8.4.0
	RANimp-HSDSCH
	R2

	RP-081022
	25.319
	0026
	1
	8.3.0
	REL-8
	Clarification of common E-DCH resource usage in 25.319
	approved
	F
	8.4.0
	RANimp-UplinkEnhState
	R2

	RP-081022
	25.319
	0027
	-
	8.3.0
	REL-8
	Update of stage 2 description for Enhanced Uplink for CELL_FACH State and Idle mode in FDD
	approved
	F
	8.4.0
	RANimp-UplinkEnhState
	R2

	RP-081010
	25.319
	0028
	-
	8.3.0
	REL-8
	Remove FFS from the figure for MAC-e details
	approved
	F
	8.4.0
	EDCH-L23
	R2

	RP-081026
	25.319
	0029
	1
	8.3.0
	REL-8
	Introduction of CPC for 1.28Mcps TDD
	approved
	B
	8.4.0
	RANimp-LCRCPC
	R2

	RP-081025
	25.319
	0030
	-
	8.3.0
	REL-8
	Stage 2 updates for Enhanced UL in CELL_FACH and Idle mode
	approved
	B
	8.4.0
	RANimp-EnhState1.28TDD
	R2

	RP-081002
	25.321
	0447
	-
	7.10.0
	REL-7
	Removal of the reference to E-TFCI threshold
	approved
	F
	7.11.0
	EDCH-L23
	R2

	RP-081002
	25.321
	0448
	-
	8.3.0
	REL-8
	Removal of the reference to E-TFCI threshold
	approved
	A
	8.4.0
	EDCH-L23
	R2

	RP-081022
	25.321
	0449
	-
	8.3.0
	REL-8
	Resource release after collision resolution failure
	approved
	F
	8.4.0
	RANimp-UplinkEnhState
	R2

	RP-081013
	25.321
	0450
	-
	8.3.0
	REL-8
	Happy Bit Setting with Improved L2 for UL
	approved
	F
	8.4.0
	RANimp-UplinkL2dataRates
	R2

	RP-081013
	25.321
	0451
	-
	8.3.0
	REL-8
	Add MAC-i PDU in the description of HARQ entity
	approved
	F
	8.4.0
	RANimp-UplinkL2dataRates
	R2

	RP-081022
	25.321
	0452
	1
	8.3.0
	REL-8
	Replacement of E-AICH in 25.321
	approved
	F
	8.4.0
	RANimp-UplinkEnhState
	R2

	RP-081002
	25.321
	0453
	1
	7.10.0
	REL-7
	Correcting E-TFC minimum set behaviour when DCH is configured
	approved
	F
	7.11.0
	EDCH-L23
	R2

	RP-081002
	25.321
	0454
	2
	8.3.0
	REL-8
	Correcting E-TFC minimum set behaviour when DCH is configured
	approved
	A
	8.4.0
	EDCH-L23
	R2

	RP-081024
	25.321
	0455
	-
	8.3.0
	REL-8
	Introduction of additional UE categories for 1.28Mcps TDD 64QAM DL
	approved
	F
	8.4.0
	RANimp-64Qam1.28TDD
	R2

	RP-081007
	25.321
	0456
	1
	7.10.0
	REL-7
	Clarification of E-RUCCH transmission in 25.321
	approved
	F
	7.11.0
	LCRTDD-EDCH-L23
	R2

	RP-081007
	25.321
	0457
	1
	8.3.0
	REL-8
	Clarification of E-RUCCH transmission in 25.321
	approved
	A
	8.4.0
	LCRTDD-EDCH-L23
	R2

	RP-081022
	25.321
	0458
	-
	8.3.0
	REL-8
	Correction to the segmentation status field
	approved
	F
	8.4.0
	RANimp-UplinkEnhState
	R2

	RP-081022
	25.321
	0459
	-
	8.3.0
	REL-8
	HARQ feedback with Enhanced Uplink in Cell_FACH state
	approved
	F
	8.4.0
	RANimp-UplinkEnhState
	R2

	RP-081022
	25.321
	0460
	-
	8.3.0
	REL-8
	Clarification of common E-DCH resource usage in 25.321
	approved
	F
	8.4.0
	RANimp-UplinkEnhState
	R2

	RP-081001
	25.321
	0461
	2
	6.16.0
	REL-6
	UE restrictions on E-TFCIs
	approved
	F
	6.17.0
	EDCH-L23
	R2

	RP-081001
	25.321
	0462
	2
	7.10.0
	REL-7
	UE restrictions on E-TFCIs
	approved
	F
	7.11.0
	EDCH-L23
	R2

	RP-081001
	25.321
	0463
	1
	8.3.0
	REL-8
	UE restrictions on E-TFCIs
	approved
	A
	8.4.0
	EDCH-L23
	R2

	RP-081008
	25.321
	0464
	-
	7.10.0
	REL-7
	Setting of NDI after MIMO to non-MIMO configuration
	approved
	F
	7.11.0
	MIMO-L23
	R2

	RP-081008
	25.321
	0465
	-
	8.3.0
	REL-8
	Setting of NDI after MIMO to non-MIMO configuration
	approved
	A
	8.4.0
	MIMO-L23
	R2

	RP-081030
	25.321
	0467
	-
	8.3.0
	REL-8
	Introduction of Dual Cell HSDPA operation
	approved
	B
	8.4.0
	RANimp-DCHSDPA
	R2

	RP-081022
	25.321
	0468
	1
	8.3.0
	REL-8
	CRC attachment point for MAC-is when transmitting MAC-c PDU
	approved
	F
	8.4.0
	RANimp-UplinkEnhState
	R2

	RP-081025
	25.321
	0469
	-
	8.3.0
	REL-8
	Introduction of the Enhanced CELL_FACH, CELL_PCH, URA_PCH state for 1.28 Mcps TDD
	approved
	B
	8.4.0
	RANimp-EnhState1.28TDD
	R2

	RP-081022
	25.321
	0471
	-
	8.3.0
	REL-8
	Clarification on SI transmission for CCCH in CELL_FACH state and idle mode
	approved
	F
	8.4.0
	RANimp-UplinkEnhState
	R2

	RP-081022
	25.321
	0472
	-
	8.3.0
	REL-8
	Correction to E-TFC selection in CELL_FACH
	approved
	F
	8.4.0
	RANimp-UplinkEnhState
	R2

	RP-081013
	25.321
	0473
	-
	8.3.0
	REL-8
	Extension of some procedures to MAC-i/is
	approved
	F
	8.4.0
	RANimp-UplinkL2dataRates
	R2

	RP-081007
	25.321
	0474
	-
	7.10.0
	REL-7
	Clarification of RX-TIMER reset in 25.321 for 1.28Mcps TDD
	approved
	F
	7.11.0
	LCRTDD-EDCH-L23
	R2

	RP-081007
	25.321
	0475
	-
	8.3.0
	REL-8
	Clarification of RX-TIMER reset in 25.321 for 1.28Mcps TDD
	approved
	A
	8.4.0
	LCRTDD-EDCH-L23
	R2

	RP-081009
	25.321
	0476
	-
	8.3.0
	REL-8
	Removal of sentence on RRC provisioning of configuration parameters to the UE for MAC-hs on UTRAN side.
	approved
	F
	8.4.0
	HSDPA-L23
	R2

	RP-081011
	25.321
	0477
	-
	8.3.0
	REL-8
	Removal of sentence on RRC provisioning of configuration parameters to the UE for MAC-ehs on UTRAN side
	approved
	F
	8.4.0
	RANimp-Enhstate
	R2

	RP-081007
	25.321
	0478
	-
	8.3.0
	REL-8
	Modification of E-RUCCH uplink sync transmission for 1.28Mcps TDD
	approved
	A
	8.4.0
	LCRTDD-EDCH-L23
	R2

	RP-081007
	25.321
	0479
	-
	7.10.0
	REL-7
	Modification of E-RUCCH uplink sync transmission for 1.28Mcps TDD
	approved
	F
	7.11.0
	LCRTDD-EDCH-L23
	R2

	RP-081012
	25.323
	0313
	1
	8.2.0
	REL-8
	Delivery of CS Counter
	approved
	F
	8.3.0
	RInImp8-CsHspa
	R2

	RP-081022
	25.331
	3414
	-
	8.4.0
	REL-8
	HARQ feedback with Enhanced Uplink in Cell_FACH state
	approved
	F
	8.5.0
	RANimp-UplinkEnhState
	R2

	RP-081013
	25.331
	3415
	-
	8.4.0
	REL-8
	Clarification for LI size decision for UM RLC uplink
	approved
	F
	8.5.0
	RANimp-UplinkL2dataRates
	R2

	RP-081014
	25.331
	3416
	-
	8.4.0
	REL-8
	Correction to measurement behaviour for CELL_FACH UE
	approved
	F
	8.5.0
	RANimp-DRX
	R2

	RP-080999
	25.331
	3417
	-
	6.19.0
	REL-6
	Typo in IE 'Domain Specific Access Restriction'
	approved
	F
	6.20.0
	TEI6
	R2

	RP-080999
	25.331
	3418
	-
	7.10.0
	REL-7
	Typo in IE 'Domain Specific Access Restriction'
	approved
	A
	7.11.0
	TEI6
	R2

	RP-080999
	25.331
	3419
	-
	8.4.0
	REL-8
	Typo in IE 'Domain Specific Access Restriction'
	approved
	A
	8.5.0
	TEI6
	R2

	RP-081005
	25.331
	3420
	-
	7.10.0
	REL-7
	Misplaced IEs in RADIO BEARER RECONFIGURATION
	approved
	F
	7.11.0
	TEI7
	R2

	RP-081005
	25.331
	3421
	-
	8.4.0
	REL-8
	Misplaced IEs in RADIO BEARER RECONFIGURATION
	approved
	A
	8.5.0
	TEI7
	R2

	RP-081022
	25.331
	3422
	1
	8.4.0
	REL-8
	Replacement of E-AICH in 25.331
	approved
	F
	8.5.0
	RANimp-UplinkEnhState
	R2

	RP-081004
	25.331
	3423
	1
	7.10.0
	REL-7
	Reseting the periodic cell update timer T305 after autonomous state transition to CELL_FACH in Enhanced CELL_FACH
	approved
	F
	7.11.0
	RANimp-EnhState
	R2

	RP-081004
	25.331
	3424
	1
	8.4.0
	REL-8
	Reseting the periodic cell update timer T305 after autonomous state transition to CELL_FACH in Enhanced CELL_FACH
	approved
	A
	8.5.0
	RANimp-EnhState
	R2

	RP-081022
	25.331
	3425
	2
	8.4.0
	REL-8
	Reseting the periodic cell update timer T305 after autonomous state transition to CELL_FACH in Enhanced Uplink in CELL_FACH state
	approved
	F
	8.5.0
	RANimp-UplinkEnhState
	R2

	RP-081022
	25.331
	3426
	1
	8.4.0
	REL-8
	Clarification of common E-DCH resource usage in 25.331
	approved
	F
	8.5.0
	RANimp-UplinkEnhState
	R2

	RP-081022
	25.331
	3427
	1
	8.4.0
	REL-8
	Corrections for Enhanced Uplink in CELL_FACH in 25.331
	approved
	F
	8.5.0
	RANimp-UplinkEnhState
	R2

	RP-081014
	25.331
	3428
	1
	8.4.0
	REL-8
	Smaller value ranges for DRX burst length
	approved
	C
	8.5.0
	RANimp-DRX
	R2

	RP-081003
	25.331
	3429
	1
	7.10.0
	REL-7
	Clarification to the scope of Uplink DPCCH slot format 4 feature
	approved
	F
	7.11.0
	RANimp-CPC
	R2

	RP-081003
	25.331
	3430
	1
	8.4.0
	REL-8
	Clarification to the scope of Uplink DPCCH slot format 4 feature
	approved
	A
	8.5.0
	RANimp-CPC
	R2

	RP-081007
	25.331
	3431
	-
	7.10.0
	REL-7
	Introduce Intra-SecondaryFrequency Indicator for LCR TDD
	approved
	F
	7.11.0
	LCRTDD-EDCH-L23
	R2

	RP-081007
	25.331
	3432
	-
	8.4.0
	REL-8
	Introduce Intra-SecondaryFrequency Indicator for LCR TDD
	approved
	A
	8.5.0
	LCRTDD-EDCH-L23
	R2

	RP-081030
	25.331
	3433
	-
	8.4.0
	REL-8
	Clarification of non-used frequency definition for secondary frequency in DC-HSDPA
	approved
	F
	8.5.0
	RANimp-DCHSDPA
	R2

	RP-081004
	25.331
	3434
	2
	7.10.0
	REL-7
	correct the description of UE behaviour during HS-DSCH Reception in CELL_PCH
	approved
	F
	7.11.0
	RANimp-Enhstate
	R2

	RP-081004
	25.331
	3435
	2
	8.4.0
	REL-8
	correct the description of UE behaviour during HS-DSCH Reception in CELL_PCH
	approved
	A
	8.5.0
	RANimp-Enhstate
	R2

	RP-081014
	25.331
	3436
	-
	8.4.0
	REL-8
	Some corrections for Enhanced UE DRX
	approved
	F
	8.5.0
	RANimp-DRX
	R2

	RP-081003
	25.331
	3437
	-
	7.10.0
	REL-7
	Modification of the conditions for disabling HS-SCCH less operation
	approved
	F
	7.11.0
	RANimp-CPC
	R2

	RP-081003
	25.331
	3438
	-
	8.4.0
	REL-8
	Modification of the conditions for disabling HS-SCCH less operation
	approved
	A
	8.5.0
	RANimp-CPC
	R2

	RP-081029
	25.331
	3439
	-
	8.4.0
	REL-8
	Support for additional navigation satellite systems in RRC
	approved
	B
	8.5.0
	RANimp-ANSS
	R2

	RP-081005
	25.331
	3443
	-
	7.10.0
	REL-7
	Corrections related to the cell update wait timer T320
	approved
	F
	7.11.0
	TEI7
	R2

	RP-081022
	25.331
	3445
	1
	8.4.0
	REL-8
	SIB7 reading time with Enhanced Uplink for CELL_FACH state in 25.331
	approved
	B
	8.5.0
	RANimp-UplinkEnhState
	R2

	RP-081033
	25.331
	3446
	-
	8.4.0
	REL-8
	Introduction of new default configurations
	approved
	C
	8.5.0
	TEI8
	R2

	RP-081022
	25.331
	3447
	-
	8.4.0
	REL-8
	Clarification of HS-DPCCH usage for Enhanced Uplink in CELL_FACH
	approved
	F
	8.5.0
	RANimp-UplinkEnhState
	R2

	RP-081033
	25.331
	3448
	-
	8.4.0
	REL-8
	Inclusion of UE historical information in SRNC RELOCATION INFO
	approved
	B
	8.5.0
	TEI8
	R2

	RP-081033
	25.331
	3453
	-
	8.4.0
	REL-8
	Size constraints on UE band capabilities
	approved
	F
	8.5.0
	TEI8
	R2

	RP-081027
	25.331
	3454
	-
	8.4.0
	REL-8
	Introduction of SR-VCC operations
	postponed
	B
	
	RANimp-HSPAVoIP
	R2

	RP-081102
	25.331
	3458
	3
	8.4.0
	Rel-8
	Introduction of UE Measurement Capability on frequency adjacent to intra-frequency
	approved
	B
	8.5.0
	TEI8
	R2

	RP-081015
	25.331
	3460
	1
	8.4.0
	REL-8
	Prevention of excessive OOS due to failure of Squal criterion
	approved
	F
	8.5.0
	LTE-L23
	R2

	RP-081033
	25.331
	3462
	2
	8.4.0
	REL-8
	Improved EUL power control at UE power limitation
	approved
	B
	8.5.0
	TEI8
	R2

	RP-080857
	25.331
	3463
	-
	8.4.0
	REL-8
	Introduction of ETWS PRIMARY NOTIFICATION WITH SECURITY message
	approved
	B
	8.5.0
	TEI8
	R2

	RP-081000
	25.331
	3464
	-
	6.19.0
	REL-6
	MBMS frequency selection
	approved
	F
	6.20.0
	MBMS-RAN
	R2

	RP-081000
	25.331
	3465
	1
	7.10.0
	REL-7
	MBMS frequency selection
	approved
	A
	7.11.0
	MBMS-RAN
	R2

	RP-081000
	25.331
	3466
	1
	8.4.0
	REL-8
	MBMS frequency selection
	approved
	A
	8.5.0
	MBMS-RAN
	R2

	RP-081003
	25.331
	3467
	-
	7.10.0
	REL-7
	Correction to DRX and CQI reporting
	approved
	F
	7.11.0
	RANimp-CPC
	R2

	RP-081003
	25.331
	3468
	-
	8.4.0
	REL-8
	Correction to DRX and CQI reporting
	approved
	A
	8.5.0
	RANimp-CPC
	R2

	RP-081030
	25.331
	3469
	1
	8.4.0
	REL-8
	Introduction of Dual Cell HSDPA operation
	approved
	B
	8.5.0
	RANimp-DCHSDPA
	R2

	RP-081028
	25.331
	3470
	2
	8.4.0
	REL-8
	Introduction of HS-DSCH cell change enhancements
	approved
	B
	8.5.0
	RANimp-HSDSCH, RANimp-DCHSDPA
	R2

	RP-081033
	25.331
	3471
	3
	8.4.0
	REL-8
	Introduction of optional features in Release 8
	approved
	B
	8.5.0
	RANimp-HSDSCH, RANimp-DRX, RANimp-UplinkL2dataRates
	R2

	RP-081015
	25.331
	3473
	-
	8.4.0
	REL-8
	Detection of E-UTRA cell in idle mode
	approved
	B
	8.5.0
	LTE-L23
	R2

	RP-081033
	25.331
	3476
	-
	8.4.0
	REL-8
	Add the max number of the extented bands for TDD
	approved
	F
	8.5.0
	TEI8
	R2

	RP-081003
	25.331
	3477
	-
	7.10.0
	REL-7
	Clarification to the use of 'F-DPCH slot format' IE
	approved
	F
	7.11.0
	RANimp-CPC
	R2

	RP-081003
	25.331
	3478
	-
	8.4.0
	REL-8
	Clarification to the use of 'F-DPCH slot format' IE
	approved
	A
	8.5.0
	RANimp-CPC
	R2

	RP-081015
	25.331
	3480
	1
	8.4.0
	REL-8
	Corrections to absolute priority reselection and redirection to EUTRA procedures and parameters
	approved
	F
	8.5.0
	LTE-L23
	R2

	RP-081015
	25.331
	3481
	1
	8.4.0
	REL-8
	PS handover to/from E-UTRAN
	approved
	B
	8.5.0
	LTE-L23
	R2

	RP-081015
	25.331
	3482
	1
	8.4.0
	REL-8
	Measurement and measurement reporting of E-UTRAN cells
	approved
	B
	8.5.0
	LTE-L23
	R2

	RP-081033
	25.331
	3483
	2
	8.4.0
	REL-8
	Fast Dormancy for UMTS
	approved
	B
	8.5.0
	TEI8
	R2

	RP-081005
	25.331
	3484
	-
	8.4.0
	REL-8
	Corrections related to the cell update wait timer T320
	approved
	A
	8.5.0
	TEI7
	R2

	RP-081012
	25.331
	3485
	-
	8.4.0
	REL-8
	Correction of the small typo
	approved
	F
	8.5.0
	RInImp8-CsHspa
	R2

	RP-081012
	25.331
	3486
	-
	8.4.0
	REL-8
	RLF handling during CS over HSPA reconfiguration
	approved
	F
	8.5.0
	RInImp8-CsHspa
	R2

	RP-081015
	25.331
	3487
	-
	8.4.0
	REL-8
	UE behaviour of NAS message transmission when inter-RAT change
	approved
	F
	8.5.0
	LTE-L23
	R2

	RP-081005
	25.331
	3488
	-
	7.10.0
	REL-7
	Correction to IDT procedure
	approved
	F
	7.11.0
	TEI7
	R2

	RP-081005
	25.331
	3489
	-
	8.4.0
	REL-8
	Correction to IDT procedure
	approved
	A
	8.5.0
	TEI7
	R2

	RP-081006
	25.331
	3491
	-
	7.10.0
	REL-7
	Clarification for 16QAM UL E-AGCH table mapping
	approved
	F
	7.11.0
	RANimp-16QamUplink
	R2

	RP-081006
	25.331
	3492
	-
	8.4.0
	REL-8
	Clarification for 16QAM UL E-AGCH table mapping
	approved
	A
	8.5.0
	RANimp-16QamUplink
	R2

	RP-081025
	25.331
	3494
	2
	8.4.0
	REL-8
	Introduction of enhanced CELL_FACH, CELL_PCH and URA_PCH for 1.28Mcps TDD
	approved
	B
	8.5.0
	RANimp-EnhState1.28TDD
	R2

	RP-080998
	25.331
	3495
	-
	4.19.0
	REL-4
	Correction of measurement event 1I
	approved
	F
	4.20.0
	TEI4
	R2

	RP-080998
	25.331
	3496
	-
	5.22.1
	REL-5
	Correction of measurement event 1I
	approved
	A
	5.23.0
	TEI4
	R2

	RP-080998
	25.331
	3497
	-
	6.19.0
	REL-6
	Correction of measurement event 1I
	approved
	A
	6.20.0
	TEI4
	R2

	RP-080998
	25.331
	3498
	-
	7.10.0
	REL-7
	Correction of measurement event 1I
	approved
	A
	7.11.0
	TEI4
	R2

	RP-080998
	25.331
	3499
	-
	8.4.0
	REL-8
	Correction of measurement event 1I
	approved
	A
	8.5.0
	TEI4
	R2

	RP-081007
	25.331
	3500
	-
	7.10.0
	REL-7
	Clarification of Persistence Value (Pi) for E-RUCCH in LCR TDD
	approved
	F
	7.11.0
	LCRTDD-EDCH-L23
	R2

	RP-081007
	25.331
	3501
	-
	8.4.0
	REL-8
	Clarification of Persistence Value (Pi) for E-RUCCH in LCR TDD
	approved
	A
	8.5.0
	LCRTDD-EDCH-L23
	R2

	RP-081024
	25.331
	3505
	-
	8.4.0
	REL-8
	Introduction of additional UE categories for 1.28Mcps TDD 64QAM DL
	approved
	F
	8.5.0
	RANimp-64Qam1.28TDD
	R2

	RP-081027
	25.331
	3507
	2
	8.4.0
	REL-8
	Introduction of VoIP capability for UTRAN cell in 25.331
	postponed
	B
	
	RANimp-HSPAVoIP
	R2

	RP-081005
	25.331
	3508
	-
	7.10.0
	REL-7
	Correction to "DL RLC PDU size" explicit configuration to prevent security issue
	approved
	F
	7.11.0
	TEI7
	R2

	RP-081005
	25.331
	3509
	-
	8.4.0
	REL-8
	Correction to "DL RLC PDU size" explicit configuration to prevent security issue
	approved
	A
	8.5.0
	TEI7
	R2

	RP-081003
	25.331
	3510
	-
	7.10.0
	REL-7
	Clarification to the use of 'DTX-DRX timing information' for hard handover
	approved
	F
	7.11.0
	RANimp-CPC
	R2

	RP-081003
	25.331
	3511
	-
	8.4.0
	REL-8
	Clarification to the use of 'DTX-DRX timing information' for hard handover
	approved
	A
	8.5.0
	RANimp-CPC
	R2

	RP-081030
	25.331
	3512
	1
	8.4.0
	REL-8
	Clarification of current frequency in DC-HSDPA
	approved
	F
	8.5.0
	RANimp-DCHSDPA
	R2

	RP-081005
	25.331
	3513
	1
	7.10.0
	REL-7
	Correction of measurement event 1H
	approved
	F
	7.11.0
	TEI7
	R2

	RP-081005
	25.331
	3514
	1
	8.4.0
	REL-8
	Correction of measurement event 1H
	approved
	A
	8.5.0
	TEI7
	R2

	RP-081014
	25.331
	3515
	1
	8.4.0
	REL-8
	Add indication of enhanced DRX capability into CELL UPDATE
	approved
	F
	8.5.0
	RANimp-DRX
	R2

	RP-081030
	25.331
	3516
	-
	8.4.0
	REL-8
	Indication of Dual Cell capability in RRC Connection Request and Cell Update
	approved
	B
	8.5.0
	RANimp-DCHSDPA
	R2

	RP-081005
	25.331
	3517
	-
	7.10.0
	REL-7
	Support of Enhanced F-DPCH in RRC CONNECTION REQUEST
	approved
	F
	7.11.0
	TEI7
	R2

	RP-081005
	25.331
	3518
	-
	8.4.0
	REL-8
	Support of Enhanced F-DPCH in RRC CONNECTION REQUEST
	approved
	A
	8.5.0
	TEI7
	R2

	RP-081031
	25.331
	3520
	1
	8.4.0
	REL-8
	CR on CSG Support in 25.331
	approved
	B
	8.5.0
	HNB-supp
	R2

	RP-081095
	25.331
	3521
	-
	8.4.0
	Rel-8
	Support for IMB operation for MBMS
	revised
	B
	
	MBSFN-DOB
	R2

	RP-081119
	25.331
	3521
	1
	8.4.0
	REL-8
	Support for IMB operation for MBMS
	revised
	B
	
	MBSFN-DOB
	R2

	RP-081128
	25.331
	3521
	2
	8.4.0
	Rel-8
	Support for 3.84 Mcps MBSFN IMB operation
	approved
	B
	8.5.0
	MBSFN-DOB
	R2

	RP-081130
	25.331
	3532
	-
	8.4.0
	Rel-8
	Support for 3.84 Mcps MBSFN IMB operation
	postponed
	B
	
	MBSFN-DOB
	R2

	RP-081023
	25.346
	0045
	-
	8.1.0
	REL-8
	Introduction of MBMS Improved Solution
	approved
	B
	8.2.0
	RANimp-HSPAEvo
	R2

	RP-081095
	25.346
	0046
	-
	8.1.0
	Rel-8
	Support for MBSFN IMB operation
	revised
	B
	
	MBSFN-DOB
	R2

	RP-081119
	25.346
	0046
	1
	8.1.0
	REL-8
	Support for IMB operation for MBMS
	revised
	B
	
	MBSFN-DOB
	R2

	RP-081129
	25.346
	0046
	2
	8.1.0
	Rel-8
	Support for 3.84 Mcps MBSFN IMB operation
	approved
	B
	8.2.0
	MBSFN-DOB
	R2

	RP-080849
	25.401
	0124
	1
	8.1.0
	Rel-8
	Enable to dynamically control the MBMS services in MBSFN
	approved
	B
	8.2.0
	RANimp-HSPAEvo
	R3

	RP-080850
	25.401
	0125
	1
	8.1.0
	Rel-8
	Introduction of the Enhanced CELL_FACH, CELL_PCH, URA_PCH state for 1.28Mcps TDD
	approved
	B
	8.2.0
	RANimp-EnhState1.28TDD
	R3

	RP-080840
	25.401
	0126
	-
	8.1.0
	Rel-8
	Introduction of Enhanced Relocation
	approved
	B
	8.2.0
	RANimp-SrnsReloc
	R3

	RP-081092
	25.402
	0076
	-
	7.6.0
	Rel-8
	Support for IMB operation for MBMS
	revised
	B
	
	MBSFN-DOB
	R3

	RP-081120
	25.402
	0076
	1
	7.6.0
	Rel-8
	Support for 3.84 Mcps MBSFN IMB operation
	approved
	B
	8.0.0
	MBSFN-DOB
	R3

	RP-080852
	25.413
	0953
	-
	8.0.1
	Rel-8
	Support for additional navigation satellite systems in RANAP
	approved
	B
	8.1.0
	RANimp-ANSS
	R3

	RP-080849
	25.413
	0959
	3
	8.0.1
	Rel-8
	Introduction of UE History Information
	approved
	B
	8.1.0
	RANimp-HSPAEvo
	R3

	RP-080849
	25.413
	0960
	1
	8.0.1
	Rel-8
	Introduction of MBMS Improved Soltuion
	approved
	B
	8.1.0
	RANimp-HSPAEvo
	R3

	RP-080848
	25.413
	0961
	3
	8.0.1
	Rel-8
	Inter-RAT Mobility to/from E-UTRAN
	approved
	B
	8.1.0
	LTE-interfaces
	R3

	RP-080855
	25.413
	0962
	-
	8.0.1
	Rel-8
	Introduction of the Subscriber Profile ID for RAT/Frequency priority
	approved
	B
	8.1.0
	TEI8
	R3

	RP-080840
	25.413
	0963
	-
	8.0.1
	Rel-8
	ASN.1 changes for enhanced relocation
	approved
	F
	8.1.0
	RANimp-SrnsReloc
	R3

	RP-080854
	25.413
	0965
	2
	8.0.1
	Rel-8
	RANAP changes to support the use of CSG Identifiers 
	approved
	F
	8.1.0
	HNB-arch
	R3

	RP-080856
	25.413
	0966
	-
	8.0.1
	Rel-8
	Removal of Recovery and Restoration from 23.060
	approved
	F
	8.1.0
	TEI8
	R3

	RP-080857
	25.419
	0135
	2
	7.0.0
	Rel-8
	CR on ETWS support in UTRAN SABP
	approved
	F
	8.0.0
	TEI8
	R3

	RP-080857
	25.419
	0136
	1
	7.0.0
	Rel-8
	CR on Security Information for Primary Notification
	approved
	F
	8.0.0
	TEI8
	R3

	RP-080849
	25.420
	0059
	-
	7.3.0
	Rel-8
	Enable to dynamically control the MBMS services in MBSFN
	approved
	B
	8.0.0
	RANimp-HSPAEvo
	R3

	RP-080852
	25.423
	1408
	1
	8.2.0
	Rel-8
	Support for additional navigation satellite systems in RNSAP
	approved
	B
	8.3.0
	RANimp-ANSS
	R3

	RP-080849
	25.423
	1410
	2
	8.2.0
	Rel-8
	Enable to dynamically control the MBMS services in MBSFN
	approved
	B
	8.3.0
	RANimp-HSPAEvo
	R3

	RP-080856
	25.423
	1413
	1
	8.2.0
	Rel-8
	Correction on the range of E-DCH MAC-d Flow Specific Information
	approved
	F
	8.3.0
	TEI8
	R3

	RP-080838
	25.423
	1414
	1
	7.10.0
	Rel-7
	Indication of E-DPCCH Power Boosting capability
	approved
	F
	7.11.0
	TEI7
	R3

	RP-080838
	25.423
	1415
	1
	8.2.0
	Rel-8
	Indication of E-DPCCH Power Boosting capability
	approved
	A
	8.3.0
	TEI7
	R3

	RP-080842
	25.423
	1416
	-
	8.2.0
	Rel-8
	Indication of Combination of 64QAM and MIMO
	approved
	F
	8.3.0
	RANimp-64QamMimoHsdpa
	R3

	RP-080850
	25.423
	1418
	2
	8.2.0
	Rel-8
	Introduction of the Enhanced CELL_FACH, CELL_PCH, URA_PCH state for 1.28Mcps TDD
	approved
	B
	8.3.0
	RANimp-EnhState1.28TDD
	R3

	RP-080849
	25.423
	1419
	2
	8.2.0
	Rel-8
	Introduction of MBMS Improved Solution
	approved
	B
	8.3.0
	RANimp-HSPAEvo
	R3

	RP-080858
	25.423
	1420
	-
	8.2.0
	Rel-8
	Correction on procedural text for Enhanced Uplink in Cell_FACH 
	approved
	F
	8.3.0
	RANimp-UplinkEnhState
	R3

	RP-080848
	25.423
	1421
	1
	8.2.0
	Rel-8
	 Inter-RAT Mobility to/from E-UTRAN
	approved
	B
	8.3.0
	LTE-interfaces
	R3

	RP-080840
	25.423
	1422
	-
	8.2.0
	Rel-8
	Cause values for Enhanced Relocation
	approved
	F
	8.3.0
	RANimp-SrnsReloc
	R3

	RP-080838
	25.423
	1423
	1
	7.10.0
	Rel-7
	Correction on Usage for Transport Bearer Not Requested Indicator 
	approved
	F
	7.11.0
	TEI7
	R3

	RP-080838
	25.423
	1424
	-
	8.2.0
	Rel-8
	Correction on Usage for Transport Bearer Not Requested Indicator 
	approved
	A
	8.3.0
	TEI7
	R3

	RP-080856
	25.423
	1427
	-
	8.2.0
	Rel-8
	Fixing Typo in 5.1 RNSAP Procedure Modules
	approved
	F
	8.3.0
	TEI8
	R3

	RP-080851
	25.423
	1428
	2
	8.2.0
	Rel-8
	Introduction of HS-DSCH Serving Cell Change Enhancements
	approved
	B
	8.3.0
	RANimp-HSDSCH
	R3

	RP-080853
	25.423
	1429
	1
	8.2.0
	Rel-8
	Introduction of Dual Carrier
	approved
	B
	8.3.0
	RANimp-DCHSDPA
	R3

	RP-080841
	25.423
	1430
	-
	8.2.0
	Rel-8
	Correction of tabular format for IE Priority Queue Information for Enhanced FACH/PCH
	approved
	F
	8.3.0
	RANimp-EnhState
	R3

	RP-080855
	25.423
	1431
	1
	8.2.0
	Rel-8
	Improved EUL power control at UE power limitation
	approved
	B
	8.3.0
	TEI8
	R3

	RP-080838
	25.423
	1433
	-
	7.10.0
	Rel-7
	Correction of power control gap for 1.28Mcps TDD
	approved
	F
	7.11.0
	TEI7
	R3

	RP-080838
	25.423
	1434
	-
	8.2.0
	Rel-8
	Correction of power control gap for 1.28Mcps TDD
	approved
	A
	8.3.0
	TEI7
	R3

	RP-080850
	25.425
	0133
	1
	8.0.0
	Rel-8
	Introduction of the Enhanced CELL_FACH, CELL_PCH, URA_PCH state for 1.28Mcps TDD
	approved
	B
	8.1.0
	RANimp-EnhState1.28TDD
	R3

	RP-080837
	25.425
	0134
	-
	6.5.0
	Rel-6
	Correction of CR127, adding codepoints for the new control frames
	approved
	F
	6.6.0
	TEI6
	R3

	RP-080837
	25.425
	0135
	-
	7.8.0
	Rel-7
	Correction of CR127, adding codepoints for the new control frames
	approved
	A
	7.9.0
	TEI6
	R3

	RP-080837
	25.425
	0136
	-
	8.0.0
	Rel-8
	Correction of CR127, adding codepoints for the new control frames
	approved
	A
	8.1.0
	TEI6
	R3

	RP-080858
	25.425
	0137
	-
	8.0.0
	Rel-8
	"Corrections to IE definitions for E-DCH DATA FRAME and ""Definitions"" chapter"
	approved
	F
	8.1.0
	RANimp-UplinkEnhState
	R3

	RP-080843
	25.427
	0145
	-
	8.0.0
	Rel-8
	Corrections to IE definitions for UL DATA FRAME FOR E-DCH TYPE 2
	approved
	F
	8.1.0
	RANimp-UplinkL2dataRates
	R3

	RP-080855
	25.427
	0146
	1
	8.0.0
	Rel-8
	Improved EUL power control at UE power limitation  freeze SIR target
	approved
	B
	8.1.0
	TEI8
	R3

	RP-080848
	25.433
	1544
	-
	8.2.0
	Rel-8
	Inter-RAT Mobility to/from E-UTRAN
	approved
	B
	8.3.0
	LTE-interfaces
	R3

	RP-080858
	25.433
	1545
	3
	8.2.0
	Rel-8
	New NBAP Measurement on Common E-DCH Resource Usage
	approved
	B
	8.3.0
	RANimp-UplinkEnhState
	R3

	RP-080852
	25.433
	1547
	1
	8.2.0
	Rel-8
	Support for additional navigation satellite systems in NBAP
	approved
	B
	8.3.0
	RANimp-ANSS
	R3

	RP-080838
	25.433
	1552
	1
	7.10.0
	Rel-7
	Indication of E-DPCCH Power Boosting capability
	approved
	F
	7.11.0
	TEI7
	R3

	RP-080838
	25.433
	1553
	1
	8.2.0
	Rel-8
	Indication of E-DPCCH Power Boosting capability
	approved
	A
	8.3.0
	TEI7
	R3

	RP-080842
	25.433
	1555
	1
	8.2.0
	Rel-8
	Indication of Combination of 64QAM and MIMO
	approved
	F
	8.3.0
	RANimp-64QamMimoHsdpa
	R3

	RP-080858
	25.433
	1557
	-
	8.2.0
	Rel-8
	Some corrections for common E-DCH
	approved
	F
	8.3.0
	RANimp-UplinkEnhState
	R3

	RP-080858
	25.433
	1558
	-
	8.2.0
	Rel-8
	Adding Common E-DCH implicit release indicator IE into NBAP message
	approved
	F
	8.3.0
	RANimp-UplinkEnhState
	R3

	RP-080850
	25.433
	1561
	2
	8.2.0
	Rel-8
	Introduction of the Enhanced CELL_FACH, CELL_PCH, URA_PCH state for 1.28Mcps TDD
	approved
	B
	8.3.0
	RANimp-EnhState1.28TDD
	R3

	RP-080838
	25.433
	1562
	1
	7.10.0
	Rel-7
	Correction of power control gap for 1.28Mcps TDD
	approved
	F
	7.11.0
	TEI7
	R3

	RP-080838
	25.433
	1563
	1
	8.2.0
	Rel-8
	Correction of power control gap for 1.28Mcps TDD
	approved
	A
	8.3.0
	TEI7
	R3

	RP-080858
	25.433
	1564
	1
	8.2.0
	Rel-8
	E-RNTI in RL Setup Request
	approved
	F
	8.3.0
	RANimp-UplinkEnhState
	R3

	RP-080838
	25.433
	1566
	1
	7.10.0
	Rel-7
	Correction on Usage for Transport Bearer Not Requested Indicator 
	approved
	F
	7.11.0
	TEI7
	R3

	RP-080838
	25.433
	1567
	-
	8.2.0
	Rel-8
	Correction on Usage for Transport Bearer Not Requested Indicator 
	approved
	A
	8.3.0
	TEI7
	R3

	RP-080851
	25.433
	1568
	2
	8.2.0
	Rel-8
	Introduction of HS-DSCH Serving Cell Change Enhancements
	approved
	B
	8.3.0
	RANimp-HSDSCH
	R3

	RP-080853
	25.433
	1569
	1
	8.2.0
	Rel-8
	Introduction of Dual Carrier
	approved
	B
	8.3.0
	RANimp-DCHSDPA
	R3

	RP-080855
	25.433
	1570
	1
	8.2.0
	Rel-8
	Improved EUL power control at UE power limitation
	approved
	B
	8.3.0
	TEI8
	R3

	RP-081092
	25.433
	1571
	-
	8.2.0
	Rel-8
	Support for IMB operation for MBMS
	revised
	B
	
	MBSFN-DOB
	R3

	RP-081120
	25.433
	1571
	1
	8.2.0
	Rel-8
	Support for 3.84 Mcps MBSFN IMB operation
	approved
	B
	8.3.0
	MBSFN-DOB
	R3

	RP-080856
	25.435
	0190
	1
	8.0.0
	Rel-8
	Improve the data rate for Enhanced Cell_FACH state in FDD
	approved
	F
	8.1.0
	TEI8
	R3

	RP-080850
	25.435
	0191
	1
	8.0.0
	Rel-8
	Introduction of the Enhanced CELL_FACH, CELL_PCH, URA_PCH state for 1.28Mcps TDD
	approved
	B
	8.1.0
	RANimp-EnhState1.28TDD
	R3

	RP-080858
	25.435
	0192
	-
	8.0.0
	Rel-8
	Corrections to IE definitions for E-DCH DATA FRAME and Common MAC flow
	approved
	F
	8.1.0
	RANimp-UplinkEnhState
	R3

	RP-080839
	25.435
	0193
	-
	7.9.0
	Rel-7
	Correction of CR182, allow node sync also for enhanced L2
	approved
	F
	7.10.0
	TEI7
	R3

	RP-080839
	25.435
	0194
	-
	8.0.0
	Rel-8
	Correction of CR182, allow node sync also for enhanced L2
	approved
	A
	8.1.0
	TEI7
	R3

	RP-080839
	25.453
	0114
	-
	7.11.0
	Rel-7
	GANSS ASN.1 Correction
	approved
	F
	7.12.0
	TEI7
	R3

	RP-080852
	25.453
	0115
	1
	7.11.0
	Rel-8
	Support for additional navigation satellite systems in PCAP
	approved
	B
	8.0.0
	RANimp-ANSS
	R3

	RP-080840
	25.931
	0050
	-
	7.4.0
	Rel-8
	Introduction of Enhanced Relocation
	approved
	B
	8.0.0
	RANimp-SrnsReloc
	R3

	RP-080905
	25.942
	0019
	-
	7.0.0
	Rel-7
	Clarification on required additional coupling loss for co-siting of MR or LA FDD BS with CDMA850
	approved
	F
	7.1.0
	TEI7
	R4

	RP-080904
	25.942
	0020
	1
	7.0.0
	Rel-7
	Clarification for test model 1
	approved
	F
	7.1.0
	TEI7
	R4

	RP-080904
	25.942
	0021
	1
	7.0.0
	Rel-8
	Clarification for test model 1
	approved
	A
	8.0.0
	TEI7
	R4

	RP-081012
	25.993
	0112
	1
	8.1.0
	REL-8
	Update of references to TS 34.108 CS voice over HSPA RAB combinations
	approved
	F
	8.2.0
	RInImp8-CsHspa 
	R2

	SP-080678
	26.102
	0021
	3
	8.0.0
	Rel-8
	Corrections to CS over IP User Plane
	approved
	F
	8.1.0
	AoIP-CSoIP
	S4

	SP-080678
	26.103
	0039
	2
	8.0.0
	Rel-8
	Corrections to CS over IP User Plane
	approved
	F
	8.1.0
	AoIP-CSoIP
	S4

	SP-080679
	26.114
	0039
	2
	8.0.0
	Rel-8
	MTSI QoE configuration and reporting
	approved
	B
	8.1.0
	MTSI_eMHI
	S4

	SP-080673
	26.114
	0040
	1
	7.6.0
	Rel-7
	Mode changes for MTSI MGWs
	approved
	F
	7.7.0
	MTSI-MHI
	S4

	SP-080673
	26.114
	0041
	1
	8.0.0
	Rel-8
	Mode changes for MTSI MGWs
	approved
	A
	8.1.0
	MTSI-MHI
	S4

	SP-080673
	26.114
	0042
	1
	7.6.0
	Rel-7
	Negotiated GBR and AS bandwidths
	approved
	F
	7.7.0
	MTSI-MHI
	S4

	SP-080673
	26.114
	0043
	1
	8.0.0
	Rel-8
	Negotiated GBR and AS bandwidths
	approved
	A
	8.1.0
	MTSI-MHI
	S4

	SP-080673
	26.114
	0044
	1
	7.6.0
	Rel-7
	Additional SDP examples for SDP answers
	approved
	F
	7.7.0
	MTSI-MHI
	S4

	SP-080673
	26.114
	0045
	1
	8.0.0
	Rel-8
	Additional SDP examples for SDP answers
	approved
	A
	8.1.0
	MTSI-MHI
	S4

	SP-080673
	26.114
	0046
	-
	7.6.0
	Rel-7
	Initial codec mode
	approved
	F
	7.7.0
	MTSI-MHI
	S4

	SP-080673
	26.114
	0047
	-
	8.0.0
	Rel-8
	Initial codec mode
	approved
	A
	8.1.0
	MTSI-MHI
	S4

	SP-080679
	26.114
	0048
	2
	8.0.0
	Rel-8
	RTP/RTCP symmetric media stream
	approved
	F
	8.1.0
	MTSI_eMHI
	S4

	SP-080682
	26.131
	0030
	1
	7.1.0
	Rel-8
	Receiving characteristics harmonization
	approved
	C
	8.0.0
	TEI8, RETEM_WB_T
	S4

	SP-080682
	26.131
	0031
	1
	7.1.0
	Rel-8
	Updated requirements and performance objectives for wideband terminal acoustics
	approved
	C
	8.0.0
	RETEM_WB_T
	S4

	SP-080674
	26.132
	0035
	1
	7.1.0
	Rel-7
	Correction to allow wideband testing for GSM terminals
	approved
	F
	7.2.0
	TEI7
	S4

	SP-080682
	26.132
	0037
	2
	7.2.0
	Rel-8
	Updated test methods for wideband terminal acoustics
	revised
	C
	
	RETEM_WB_T
	S4

	SP-080685
	26.132
	0037
	3
	7.1.0
	Rel-8
	Updated test methods for wideband terminal acoustics
	approved
	C
	8.0.0
	RETEM_WB_T
	S4

	SP-080681
	26.234
	0127
	3
	8.0.0
	Rel-8
	Introduction of the support for scaled playout
	approved
	C
	8.1.0
	PSS_MBMS_OMTV
	S4

	SP-080681
	26.234
	0128
	1
	8.0.0
	Rel-8
	Introduction of PSS Timeshifting Functionality
	approved
	B
	8.1.0
	PSS_MBMS_OMTV
	S4

	SP-080681
	26.244
	0023
	1
	7.3.0
	Rel-8
	Addition of file delivery support
	approved
	C
	8.0.0
	PSS_MBMS_OMTV
	S4

	SP-080681
	26.244
	0024
	1
	7.3.0
	Rel-8
	Recording of Media Stream Data
	approved
	C
	8.0.0
	PSS_MBMS_OMTV
	S4

	SP-080681
	26.346
	0135
	2
	8.0.0
	Rel-8
	Time-shifting capability indication for MBMS services
	approved
	C
	8.1.0
	PSS_MBMS_OMTV
	S4

	SP-080681
	26.346
	0137
	1
	8.0.0
	Rel-8
	Updates of references in MBMS
	approved
	D
	8.1.0
	PSS_MBMS_OMTV
	S4

	SP-080681
	26.346
	0138
	2
	8.0.0
	Rel-8
	Hybrid streaming delivery appendix
	approved
	C
	8.1.0
	PSS_MBMS_OMTV
	S4

	SP-080681
	26.346
	0141
	1
	8.0.0
	Rel-8
	Corrections of the FEC framework for MBMS Streaming
	approved
	F
	8.1.0
	PSS_MBMS_OMTV
	S4

	SP-080681
	26.346
	0142
	-
	8.0.0
	Rel-8
	Additional guideline to use FEC streambundling for MBMS
	approved
	C
	8.1.0
	PSS_MBMS_OMTV
	S4

	SP-080681
	26.346
	0143
	1
	8.0.0
	Rel-8
	Interleaving for fast channel switching and  tune-in time in FEC-protected MBMS services
	approved
	C
	8.1.0
	PSS_MBMS_OMTV
	S4

	CP-080873
	27.007
	0162
	3
	8.5.0
	Rel-8
	Corrections to +CMOLRG
	approved
	F
	8.6.0
	TEI8
	C1

	CP-080873
	27.007
	0163
	3
	8.5.0
	Rel-8
	AT-Commands for positioning assistance
	approved
	B
	8.6.0
	TEI8
	C1

	CP-080866
	27.007
	0164
	1
	8.5.0
	Rel-8
	Introduction of new RAT-type  for SAE
	approved
	B
	8.6.0
	SAES
	C1

	CP-080866
	27.007
	0165
	2
	8.5.0
	Rel-8
	CR on Additional AT commands for LTE/SAE
	approved
	B
	8.6.0
	SAES
	C1

	CP-080872
	27.007
	0166
	-
	7.4.0
	Rel-7
	Restoring default value for TE character set
	approved
	F
	7.5.0
	TEI7
	C1

	CP-080872
	27.007
	0167
	-
	8.5.0
	Rel-8
	Restoring default value for TE character set
	approved
	A
	8.6.0
	TEI7
	C1

	CP-080872
	27.007
	0168
	2
	8.5.0
	Rel-8
	Introduction of RAC to CGREG
	approved
	A
	8.6.0
	TEI7
	C1

	CP-080872
	27.007
	0169
	2
	7.4.0
	Rel-7
	Introduction of RAC to CGREG
	approved
	F
	7.5.0
	TEI7
	C1

	CP-080703
	29.002
	0894
	-
	8.7.0
	Rel-8
	Gr alignment
	approved
	F
	8.8.0
	SAES
	C4

	CP-080688
	29.002
	0895
	3
	8.7.0
	Rel-8
	Closed Subscriber Group
	revised
	B
	
	HomeNB-3G
	C4

	CP-080971
	29.002
	0895
	4
	8.7.0
	Rel-8
	Closed Subscriber Group
	approved
	B
	8.8.0
	HomeNB-3G
	C4

	CP-080703
	29.002
	0896
	-
	8.7.0
	Rel-8
	RAT Frequency Selection Priority
	approved
	F
	8.8.0
	SAES
	C4

	CP-080691
	29.002
	0899
	-
	8.7.0
	Rel-8
	AMBR definition
	approved
	B
	8.8.0
	SAES
	C4

	CP-080703
	29.002
	0901
	-
	8.7.0
	Rel-8
	PDN-GW-Identity
	approved
	F
	8.8.0
	SAES
	C4

	CP-080703
	29.002
	0902
	-
	8.7.0
	Rel-8
	APN-OIReplacement
	approved
	F
	8.8.0
	SAES
	C4

	CP-080703
	29.002
	0903
	-
	8.7.0
	Rel-8
	Access Restriction
	approved
	F
	8.8.0
	SAE-MAP2Diam
	C4

	CP-080706
	29.002
	0906
	1
	8.7.0
	Rel-8
	Clarification of Access Restriction Data Handling
	approved
	F
	8.8.0
	TEI7
	C4

	CP-080764
	29.007
	0149
	6
	8.0.0
	Rel-8
	AoIP impacts to Mc parameters
	approved
	B
	8.1.0
	AoIP-CN
	C3

	CP-080754
	29.007
	0150
	5
	8.0.0
	Rel-8
	Data call transport at network side of IWF for SIP-I based CS CN
	approved
	B
	8.1.0
	SIP_Nc
	C3

	CP-080754
	29.007
	0151
	1
	8.0.0
	Rel-8
	RTP payload types for SCUDIF
	approved
	B
	8.1.0
	SIP_Nc
	C3

	CP-080867
	29.018
	0052
	-
	8.0.0
	Rel-8
	Interactions between Gs and SGs
	approved
	B
	8.1.0
	SAES-CSFB
	C1

	CP-080690
	29.060
	0697
	1
	8.5.0
	Rel-8
	Reference to 29.281 as normative for User Plane
	approved
	F
	8.6.0
	SAES
	C4

	CP-080685
	29.060
	0698
	-
	7.11.0
	Rel-7
	Essential correction to RAT Type handling in Update PDP Context Request message
	approved
	F
	7.12.0
	TEI7
	C4

	CP-080685
	29.060
	0699
	-
	8.5.0
	Rel-8
	Essential correction to RAT Type handling in Update PDP Context Request message
	approved
	A
	8.6.0
	TEI7
	C4

	CP-080752
	29.061
	0256
	1
	7.8.0
	Rel-7
	Updating the AAA server in connection with Direct Tunnel
	approved
	F
	7.9.0
	TEI7
	C3

	CP-080752
	29.061
	0257
	1
	8.0.0
	Rel-8
	Updating the AAA server in connection with Direct Tunnel
	approved
	A
	8.1.0
	TEI7
	C3

	CP-080756
	29.061
	0258
	1
	8.0.0
	Rel-8
	Update definitions of IP-CAN Session and Packet Domain Bearer
	approved
	F
	8.1.0
	SAES-St3-intwk
	C3

	CP-080756
	29.061
	0259
	1
	8.0.0
	Rel-8
	"Revert the description of RADIUS Framed-Protocol=7 to ""GPRS PDP Context"""
	approved
	F
	8.1.0
	SAES-St3-intwk
	C3

	CP-080756
	29.061
	0260
	-
	8.0.0
	Rel-8
	Update of Access Reference Configuration in Clause 6
	approved
	F
	8.1.0
	SAES-St3-intwk
	C3

	CP-080756
	29.061
	0261
	3
	8.0.0
	Rel-8
	Update of EPC based IPv4 non-Transparent access
	approved
	B
	8.1.0
	SAES-St3-intwk
	C3

	CP-080756
	29.061
	0262
	4
	8.0.0
	Rel-8
	Update of Clause 11.2.1.3.1a (IPv6 EPC based Bearer
	approved
	B
	8.1.0
	SAES-St3-intwk
	C3

	CP-080756
	29.061
	0263
	2
	8.0.0
	Rel-8
	Corrections in Clause 13a (IMS interworking)
	approved
	B
	8.1.0
	SAES-St3-intwk
	C3

	CP-080756
	29.061
	0264
	1
	8.0.0
	Rel-8
	Update of RADIUS 'Accounting Update' subclause
	approved
	B
	8.1.0
	SAES-St3-intwk
	C3

	CP-080756
	29.061
	0266
	-
	8.0.0
	Rel-8
	Update of the Obsoleted IPv6 RFCs
	approved
	B
	8.1.0
	SAES-St3-intwk
	C3

	CP-080756
	29.061
	0267
	-
	8.0.0
	Rel-8
	Removal of S6b related Editor's Notes
	approved
	F
	8.1.0
	SAES-St3-intwk
	C3

	CP-080756
	29.061
	0268
	1
	8.0.0
	Rel-8
	IP Multicast access for SGi
	approved
	B
	8.1.0
	SAES-St3-intwk
	C3

	CP-080756
	29.061
	0269
	1
	8.0.0
	Rel-8
	Usage of Diameter on SGi interface
	approved
	B
	8.1.0
	SAES-St3-intwk
	C3

	CP-080756
	29.061
	0270
	1
	8.0.0
	Rel-8
	Diameter Accounting Update for SGi
	approved
	B
	8.1.0
	SAES-St3-intwk
	C3

	CP-080756
	29.061
	0271
	4
	8.0.0
	Rel-8
	Diameter Server-Initiated Bearer termination for SGi
	approved
	B
	8.1.0
	SAES-St3-intwk
	C3

	CP-080756
	29.061
	0272
	2
	8.0.0
	Rel-8
	Diameter Authentication and Accounting procedures for SGi
	approved
	B
	8.1.0
	SAES-St3-intwk
	C3

	CP-080756
	29.061
	0273
	1
	8.0.0
	Rel-8
	Subattributes of RADIUS 3GPP Vendor Specific Attribute
	approved
	B
	8.1.0
	SAES-St3-intwk
	C3

	CP-080756
	29.061
	0274
	1
	8.0.0
	Rel-8
	SGi Specific Diameter AVPs
	approved
	B
	8.1.0
	SAES-St3-intwk
	C3

	CP-080756
	29.061
	0275
	2
	8.0.0
	Rel-8
	SGi Diameter Messages
	approved
	B
	8.1.0
	SAES-St3-intwk
	C3

	CP-080756
	29.061
	0276
	-
	8.0.0
	Rel-8
	IPv4 Parameter configuration via DHCPv4
	approved
	F
	8.1.0
	SAES-St3-intwk
	C3

	CP-080756
	29.061
	0277
	-
	8.0.0
	Rel-8
	IPv6 Prefix allocation via DHCPv6
	approved
	F
	8.1.0
	SAES-St3-intwk
	C3

	CP-080750
	29.061
	0278
	-
	6.14.0
	Rel-6
	Coding of the MBMS-Session-Duration AVP
	approved
	F
	6.15.0
	MBMS
	C3

	CP-080750
	29.061
	0279
	-
	7.8.0
	Rel-7
	Coding of the MBMS-Session-Duration AVP
	approved
	A
	7.9.0
	MBMS
	C3

	CP-080750
	29.061
	0280
	-
	8.0.0
	Rel-8
	Coding of the MBMS-Session-Duration AVP
	approved
	A
	8.1.0
	MBMS
	C3

	CP-080756
	29.061
	0281
	2
	8.0.0
	Rel-8
	Cleaning of Editor's Notes for SGi
	approved
	B
	8.1.0
	SAES-St3-intwk
	C3

	CP-080756
	29.061
	0282
	1
	8.0.0
	Rel-8
	Experimental-Result-Code for SGi
	approved
	B
	8.1.0
	SAES-St3-intwk
	C3

	CP-080756
	29.061
	0283
	1
	8.0.0
	Rel-8
	Editorial correction for SGi
	revised
	B
	
	SAES-St3-intwk
	C3

	CP-080955
	29.061
	0283
	2
	8.0.0
	Rel-8
	Editorial correction for SGi
	approved
	B
	8.1.0
	SAES-St3-intwk
	C3

	CP-080753
	29.162
	0007
	1
	7.1.0
	Rel-7
	Clarification of NAT/NAPT in 29.162
	approved
	F
	7.2.0
	FBI
	C3

	CP-080753
	29.162
	0008
	2
	8.0.0
	Rel-8
	Clarification of NAT/NAPT in 29.162
	approved
	A
	8.1.0
	FBI
	C3

	CP-080767
	29.162
	0011
	1
	8.0.0
	Rel-8
	[IBCF] 29.162 Ix - Clarification of protocol reference for Ix
	approved
	B
	8.1.0
	IMS_IBCF
	C3

	CP-080767
	29.162
	0012
	6
	8.0.0
	Rel-8
	[IBCF] 29.162 Ix  Voice/audio transcoding
	approved
	B
	8.1.0
	IMS_IBCF
	C3

	CP-080761
	29.163
	0248
	6
	8.4.0
	Rel-8
	Message body to transfer digits
	approved
	B
	8.5.0
	Overlap
	C3

	CP-080761
	29.163
	0249
	2
	8.4.0
	Rel-8
	I-MGCF: Overlap signalling procedures
	approved
	B
	8.5.0
	Overlap
	C3

	CP-080761
	29.163
	0250
	4
	8.4.0
	Rel-8
	O-MGCF: Overlap signalling additions
	approved
	B
	8.5.0
	Overlap
	C3

	CP-080753
	29.163
	0251
	1
	8.4.0
	Rel-8
	Satellite indicator
	approved
	A
	8.5.0
	FBI
	C3

	CP-080769
	29.163
	0252
	1
	8.4.0
	Rel-8
	Revision Annex F3
	approved
	F
	8.5.0
	FBI
	C3

	CP-080771
	29.163
	0255
	1
	8.4.0
	Rel-8
	"Update reference for DAI Parameter for the ""tel"" URI"
	approved
	F
	8.5.0
	IMS-CCR-IWCS
	C3

	CP-080771
	29.163
	0256
	2
	8.4.0
	Rel-8
	Editorial Corrections
	approved
	F
	8.5.0
	IMS-CCR-IWCS
	C3

	CP-080753
	29.163
	0259
	1
	7.12.0
	Rel-7
	Satellite indicator
	approved
	F
	7.13.0
	FBI
	C3

	CP-080771
	29.163
	0262
	3
	8.4.0
	Rel-8
	Correction of the mapping tables for interwoking call forwarding CDIV
	approved
	F
	8.5.0
	IMS-CCR-IWCS
	C3

	CP-080771
	29.163
	0263
	1
	8.4.0
	Rel-8
	Addition of interworking for Sub-addressing
	approved
	B
	8.5.0
	IMS-CCR-IWCS
	C3

	CP-080753
	29.163
	0264
	1
	7.12.0
	Rel-7
	Update to reference for ACR
	approved
	F
	7.13.0
	FBI
	C3

	CP-080753
	29.163
	0265
	1
	8.4.0
	Rel-8
	Update to reference for ACR
	approved
	A
	8.5.0
	FBI
	C3

	CP-080771
	29.163
	0266
	1
	8.4.0
	Rel-8
	Corrections to References
	approved
	F
	8.5.0
	IMS-CCR-IWCS
	C3

	CP-080771
	29.163
	0267
	2
	8.4.0
	Rel-8
	Miscellaneous corrections
	approved
	F
	8.5.0
	IMS-CCR-IWCS
	C3

	CP-080766
	29.163
	0268
	3
	8.4.0
	Rel-8
	Clarification of RTCP messages usage in the inter-working gateways
	approved
	B
	8.5.0
	MTSI_eMHI
	C3

	CP-080762
	29.163
	0272
	1
	8.4.0
	Rel-8
	CCBS Interworking
	approved
	B
	8.5.0
	CCBS_NR
	C3

	CP-080763
	29.163
	0273
	4
	8.4.0
	Rel-8
	CDIV alignment with 3GPPP2
	approved
	F
	8.5.0
	REDOC_3GPP2
	C3

	CP-080763
	29.163
	0274
	1
	8.4.0
	Rel-8
	Modification of Ti/w2 timer values
	approved
	F
	8.5.0
	REDOC_3GPP2
	C3

	CP-080763
	29.163
	0275
	2
	8.4.0
	Rel-8
	Receipt of INVITE with no SDP (offer)
	approved
	F
	8.5.0
	REDOC_3GPP2
	C3

	CP-080770
	29.163
	0276
	-
	8.4.0
	Rel-8
	MONA corrections
	approved
	F
	8.5.0
	MIW-IMS
	C3

	CP-080771
	29.163
	0278
	2
	8.4.0
	Rel-8
	Addition of IP interface type
	approved
	B
	8.5.0
	IMS-CCR-IWCS
	C3

	CP-080892
	29.199-04
	0016
	-
	7.2.0
	Rel-8
	Extend information on delivery failure notifications - SMS
	approved
	F
	8.0.0
	OSA8
	CP

	CP-080894
	29.199-04
	0017
	-
	7.2.0
	Rel-8
	Extend information on delivery failure notifications - MMS
	approved
	F
	8.0.0
	OSA8
	CP

	CP-080893
	29.199-05
	0014
	-
	7.2.0
	Rel-8
	Remove limitation of number of notification subscriptions - SMS
	approved
	F
	8.0.0
	OSA8
	CP

	CP-080895
	29.199-05
	0015
	-
	7.2.0
	Rel-8
	Remove limitation of number of notification subscriptions - MMS
	approved
	F
	8.0.0
	OSA8
	CP

	CP-080891
	29.199-09
	0012
	-
	7.2.2
	Rel-8
	"Remove ambiguity in description of the ""duration"" parameter in the Notification Request method in Parlay X Terminal Location"
	approved
	F
	8.0.0
	OSA8
	CP

	CP-080757
	29.212
	0154
	4
	8.1.0
	Rel-8
	Gx and Gxx linking session
	reissued
	B
	
	SAES-St3-PCC
	C3

	CP-080920
	29.212
	0154
	4
	8.1.0
	Rel-8
	Gx and Gxx linking session
	approved
	B
	8.2.0
	SAES-St3-PCC
	C3

	CP-080757
	29.212
	0155
	2
	8.1.0
	Rel-8
	APN-AMBR in Gx and Gxx
	reissued
	B
	
	SAES-St3-PCC
	C3

	CP-080920
	29.212
	0155
	2
	8.1.0
	Rel-8
	APN-AMBR in Gx and Gxx
	approved
	B
	8.2.0
	SAES-St3-PCC
	C3

	CP-080757
	29.212
	0157
	1
	8.1.0
	Rel-8
	New IP-CAN Type 3GPP-EPS and new RAT Type for E-UTRAN.
	reissued
	B
	
	SAES-St3-PCC
	C3

	CP-080920
	29.212
	0157
	1
	8.1.0
	Rel-8
	New IP-CAN Type 3GPP-EPS and new RAT Type for E-UTRAN.
	approved
	B
	8.2.0
	SAES-St3-PCC
	C3

	CP-080757
	29.212
	0158
	4
	8.1.0
	Rel-8
	QoS-Rule AVP correction
	reissued
	B
	
	SAES-St3-PCC
	C3

	CP-080920
	29.212
	0158
	4
	8.1.0
	Rel-8
	Defining QoS-Rules related AVPs
	approved
	B
	8.2.0
	SAES-St3-PCC
	C3

	CP-080920
	29.212
	0159
	2
	8.1.0
	Rel-8
	Including QoS-Rules related AVPs in the procedures
	approved
	B
	8.2.0
	SAES-St3-PCC
	C3

	CP-080757
	29.212
	0159
	2
	8.1.0
	Rel-8
	Including QoS-Rules related AVPs in the procedures
	reissued
	B
	
	SAES-St3-PCC
	C3

	CP-080751
	29.212
	0160
	7
	7.6.0
	Rel-7
	Time zone for Time Of Day
	revised
	B
	
	PCC
	C3

	CP-080952
	29.212
	0160
	8
	7.6.0
	Rel-7
	Time zone for the time of day
	approved
	F
	7.7.0
	PCC
	C3

	CP-080751
	29.212
	0161
	7
	8.1.0
	Rel-8
	Time zone for Time Of Day
	revised
	A
	
	PCC
	C3

	CP-080960
	29.212
	0161
	8
	8.1.0
	Rel-8
	Time zone for the time of day
	approved
	B
	8.2.0
	PCC
	C3

	CP-080751
	29.212
	0164
	3
	7.6.0
	Rel-7
	IP-CAN session termination initiated by PCRF
	approved
	F
	7.7.0
	PCC
	C3

	CP-080920
	29.212
	0165
	5
	8.1.0
	Rel-8
	IP-CAN session termination initiated by PCRF
	approved
	F
	8.2.0
	PCC
	C3

	CP-080757
	29.212
	0165
	5
	8.1.0
	Rel-8
	IP-CAN session termination initiated by PCRF
	reissued
	F
	
	SAES-St3-PCC
	C3

	CP-080768
	29.212
	0166
	1
	8.1.0
	Rel-8
	Use 3GPP-SGSN-MCC-MNC AVP for all accesses
	approved
	F
	8.2.0
	PCC
	C3

	CP-080920
	29.212
	0169
	1
	8.1.0
	Rel-8
	Tunnel information handling over Gxx
	approved
	B
	8.2.0
	SAES-St3-PCC
	C3

	CP-080757
	29.212
	0169
	1
	8.1.0
	Rel-8
	Tunnel information Handling over Gxx
	reissued
	B
	
	SAES-St3-PCC
	C3

	CP-080757
	29.212
	0170
	-
	8.1.0
	Rel-8
	RAA command over Gxx
	reissued
	B
	
	SAES-St3-PCC
	C3

	CP-080920
	29.212
	0170
	-
	8.1.0
	Rel-8
	RAA command over Gxx
	approved
	B
	8.2.0
	SAES-St3-PCC
	C3

	CP-080757
	29.212
	0173
	1
	8.1.0
	Rel-8
	Support for 3GPP2 BSID in Gx and Gxx
	reissued
	B
	
	SAES-St3-PCC
	C3

	CP-080920
	29.212
	0173
	1
	8.1.0
	Rel-8
	Support for 3GPP2 BSID in Gx and Gxx
	approved
	B
	8.2.0
	SAES-St3-PCC
	C3

	CP-080757
	29.212
	0175
	2
	8.1.0
	Rel-8
	Event triggers handling in Gxx
	revised
	B
	
	SAES-St3-PCC
	C3

	CP-080920
	29.212
	0175
	4
	8.1.0
	Rel-8
	Event Triggers handling in Gxx
	approved
	B
	8.2.0
	SAES-St3-PCC
	C3

	CP-080757
	29.212
	0175
	4
	8.1.0
	Rel-8
	Event Triggers handling in Gxx
	reissued
	B
	
	SAES-St3-PCC
	C3

	CP-080920
	29.212
	0185
	4
	8.1.0
	Rel-8
	Change the format of ARP AVP
	approved
	F
	8.2.0
	SAES-St3-PCC
	C3

	CP-080757
	29.212
	0185
	4
	8.1.0
	Rel-8
	Change the format of ARP AVP
	reissued
	F
	
	SAES-St3-PCC
	C3

	CP-080757
	29.212
	0187
	2
	8.1.0
	Rel-8
	PCRF-initiated Gxx session termination (29.212)
	reissued
	B
	
	SAES-St3-PCC
	C3

	CP-080920
	29.212
	0187
	2
	8.1.0
	Rel-8
	PCRF-initiated Gxx session termination
	approved
	B
	8.2.0
	SAES-St3-PCC
	C3

	CP-080920
	29.212
	0190
	2
	8.1.0
	Rel-8
	Default QoS handling
	approved
	F
	8.2.0
	SAES-St3-PCC
	C3

	CP-080757
	29.212
	0190
	2
	8.1.0
	Rel-8
	Default QoS handling
	reissued
	F
	
	SAES-St3-PCC
	C3

	CP-080920
	29.212
	0192
	2
	8.1.0
	Rel-8
	BCM Selection in Gx and Gxx reference points
	approved
	B
	8.2.0
	SAES-St3-PCC
	C3

	CP-080757
	29.212
	0192
	2
	8.1.0
	Rel-8
	BCM Selection in Gx and Gxx reference points
	reissued
	B
	
	SAES-St3-PCC
	C3

	CP-080920
	29.212
	0193
	-
	8.1.0
	Rel-8
	Clean-up of QoS handling procedures
	approved
	F
	8.2.0
	SAES-St3-PCC
	C3

	CP-080920
	29.212
	0194
	2
	8.1.0
	Rel-8
	Gxx tunnelling information description and use
	approved
	F
	8.2.0
	SAES-St3-PCC
	C3

	CP-080757
	29.212
	0194
	2
	8.1.0
	Rel-8
	Gxx tunnelling information description and use
	reissued
	F
	
	SAES-St3-PCC
	C3

	CP-080751
	29.212
	0196
	1
	7.6.0
	Rel-7
	Additional failure codes in Rule-Failure-Code AVP
	approved
	F
	7.7.0
	PCC
	C3

	CP-080751
	29.212
	0197
	1
	8.1.0
	Rel-8
	Additional failure codes in Rule-Failure-Code AVP
	approved
	A
	8.2.0
	PCC
	C3

	CP-080920
	29.212
	0198
	1
	8.1.0
	Rel-8
	New AVP to convey SGW/AGW IP addresses over Gx protocols
	approved
	B
	8.2.0
	St3-SAE-PCC
	C3

	CP-080757
	29.212
	0198
	1
	8.1.0
	Rel-8
	New AVP to convey SGW/AGW IP addresses over Gx/Gxx protocols
	reissued
	B
	
	SAES-St3-PCC
	C3

	CP-080920
	29.212
	0199
	1
	8.1.0
	Rel-8
	Additional Event Trigger
	approved
	B
	8.2.0
	St3-SAE-PCC
	C3

	CP-080757
	29.212
	0199
	1
	8.1.0
	Rel-8
	Additional Event Trigger
	reissued
	B
	
	SAES-St3-PCC
	C3

	CP-080751
	29.212
	0200
	3
	7.6.0
	Rel-7
	IMS session setup with UE initiated resource reservation
	approved
	F
	7.7.0
	PCC
	C3

	CP-080757
	29.212
	0205
	-
	8.1.0
	Rel-8
	Clean-up of IP-CAN bearer and session termination procedures
	reissued
	B
	
	SAES-St3-PCC
	C3

	CP-080920
	29.212
	0205
	-
	8.1.0
	Rel-8
	Clean-up of IP-CAN bearer and session termination procedures
	approved
	B
	8.2.0
	SAES-St3-PCC
	C3

	CP-080920
	29.212
	0206
	2
	8.1.0
	Rel-8
	ARP Setting for Default Bearer
	approved
	F
	8.2.0
	SAES-St3-PCC
	C3

	CP-080757
	29.212
	0206
	2
	8.1.0
	Rel-8
	ARP Setting for Default Bearers
	reissued
	F
	
	SAES-St3-PCC
	C3

	CP-080922
	29.213
	0075
	3
	8.1.0
	Rel-8
	PCRF considerations for enhanced SDP
	revised
	C
	
	IMSProtoc2
	CP

	CP-080957
	29.213
	0075
	4
	8.1.0
	Rel-8
	PCRF considerations for enhanced SDP
	approved
	C
	8.2.0
	IMSProtoc2
	C3

	CP-080758
	29.213
	0102
	5
	8.1.0
	Rel-8
	Gx and Gxx session linking
	approved
	B
	8.2.0
	SAES-St3-PCC
	C3

	CP-080758
	29.213
	0103
	4
	8.1.0
	Rel-8
	IP-CAN session establishment update
	approved
	F
	8.2.0
	SAES-St3-PCC
	C3

	CP-080921
	29.213
	0104
	2
	8.1.0
	Rel-8
	PCRF selection in different scenarios
	approved
	F
	8.2.0
	SAES-St3-PCC
	C3

	CP-080759
	29.213
	0104
	2
	8.1.0
	Rel-8
	PCRF selection in different scenarios
	reissued
	F
	
	SAES-St3-PCC
	C3

	CP-080751
	29.213
	0106
	2
	7.6.0
	Rel-7
	IP-CAN session termination initiated by PCRF
	approved
	F
	7.7.0
	PCC
	C3

	CP-080758
	29.213
	0107
	2
	8.1.0
	Rel-8
	IP-CAN session termination initiated by PCRF
	approved
	F
	8.2.0
	SAES-St3-PCC
	C3

	CP-080758
	29.213
	0108
	3
	8.1.0
	Rel-8
	PCRF-initiated Gxx session termination
	approved
	B
	8.2.0
	SAES-St3-PCC
	C3

	CP-080921
	29.213
	0110
	4
	8.1.0
	Rel-8
	Diameter session termination flows through redirect DRA via S9 reference point
	approved
	B
	8.2.0
	SAES-St3-PCC
	C3

	CP-080759
	29.213
	0110
	4
	8.1.0
	Rel-8
	PCRF Initiated Diameter session termination flows through redirect DRA(29.213)
	reissued
	B
	
	SAES-St3-PCC
	C3

	CP-080759
	29.213
	0111
	2
	8.1.0
	Rel-8
	Diameter session establishment flows through proxy DRA via S9 reference point
	revised
	B
	
	SAES-St3-PCC
	C3

	CP-080921
	29.213
	0111
	2
	8.1.0
	Rel-8
	Diameter session establishment flows through Proxy DRA via S9 reference point
	withdrawn
	B
	
	SAES-St3-PCC
	C3

	CP-080921
	29.213
	0111
	5
	8.1.0
	Rel-8
	Diameter session establishment flows through Proxy DRA via S9 reference point
	approved
	B
	8.2.0
	SAES-St3-PCC
	C3

	CP-080757
	29.213
	0111
	5
	8.1.0
	Rel-8
	Diameter session establishment flows through Proxy DRA via S9 reference point
	withdrawn
	B
	
	SAES-St3-PCC
	C3

	CP-080759
	29.213
	0112
	2
	8.1.0
	Rel-8
	Diameter session modification flows through proxy DRA via S9 reference point
	reissued
	B
	
	SAES-St3-PCC
	C3

	CP-080921
	29.213
	0112
	2
	8.1.0
	Rel-8
	Diameter session modification flows through Proxy DRA via S9 reference point
	approved
	B
	8.2.0
	SAES-St3-PCC
	C3

	CP-080921
	29.213
	0113
	5
	8.1.0
	Rel-8
	Diameter session termination flows through Proxy DRA via S9 reference point
	approved
	B
	8.2.0
	SAES-St3-PCC
	C3

	CP-080759
	29.213
	0113
	5
	8.1.0
	Rel-8
	PCRF Initiated Diameter session termination flows through Proxy DRA(29.213)
	reissued
	B
	
	SAES-St3-PCC
	C3

	CP-080758
	29.213
	0115
	3
	8.1.0
	Rel-8
	Network-Initiated IP-CAN Session Modification Roaming Flow (Interactions between GW and PCRF)
	approved
	B
	8.2.0
	SAES-St3-PCC
	C3

	CP-080758
	29.213
	0116
	4
	8.1.0
	Rel-8
	AF session modification call flow (AF in HPLMN)
	approved
	B
	8.2.0
	SAES-St3-PCC
	C3

	CP-080758
	29.213
	0117
	4
	8.1.0
	Rel-8
	AF session modification call flow (AF in VPLMN)
	approved
	B
	8.2.0
	SAES-St3-PCC
	C3

	CP-080758
	29.213
	0118
	4
	8.1.0
	Rel-8
	AF session termination call flow (AF in HPLMN)
	approved
	B
	8.2.0
	SAES-St3-PCC
	C3

	CP-080758
	29.213
	0119
	4
	8.1.0
	Rel-8
	AF session termination call flow (AF in VPLMN)
	approved
	B
	8.2.0
	SAES-St3-PCC
	C3

	CP-080758
	29.213
	0120
	3
	8.1.0
	Rel-8
	Update to Roaming call flows: AF in the Visited Network
	approved
	F
	8.2.0
	SAES-St3-PCC
	C3

	CP-080758
	29.213
	0121
	2
	8.1.0
	Rel-8
	Update to Roaming call flows: AF in the Home Network
	approved
	F
	8.2.0
	SAES-St3-PCC
	C3

	CP-080758
	29.213
	0122
	1
	8.1.0
	Rel-8
	Fix errors in Gateway control and QoS rules request flow
	approved
	B
	8.2.0
	SAES-St3-PCC
	C3

	CP-080759
	29.213
	0123
	5
	8.1.0
	Rel-8
	The redirect DRA flow during IP-CAN session modification
	reissued
	B
	
	SAES-St3-PCC
	C3

	CP-080921
	29.213
	0123
	5
	8.1.0
	Rel-8
	The redirect DRA flow during IP-CAN session modification
	approved
	B
	8.2.0
	SAES-St3-PCC
	C3

	CP-080759
	29.213
	0124
	1
	8.1.0
	Rel-8
	Clarification of proxy DRA flows during dimeter session termination
	reissued
	F
	
	SAES-St3-PCC
	C3

	CP-080921
	29.213
	0124
	1
	8.1.0
	Rel-8
	Clarification of proxy DRA flow during diameter session termination
	approved
	F
	8.2.0
	SAES-St3-PCC
	C3

	CP-080759
	29.213
	0125
	1
	8.1.0
	Rel-8
	Clarification of redirect DRA flow during dimeter session termination
	reissued
	F
	
	SAES-St3-PCC
	C3

	CP-080921
	29.213
	0125
	1
	8.1.0
	Rel-8
	Clarification of redirect DRA flow during diameter session termination
	approved
	F
	8.2.0
	SAES-St3-PCC
	C3

	CP-080758
	29.213
	0134
	1
	8.1.0
	Rel-8
	QoS handling for non-GBR bearers
	approved
	B
	8.2.0
	SAES-St3-PCC
	C3

	CP-080758
	29.213
	0136
	1
	8.1.0
	Rel-8
	IMS Flows for SAE
	approved
	B
	8.2.0
	SAES-St3-PCC
	C3

	CP-080758
	29.213
	0137
	1
	8.1.0
	Rel-8
	Abbreviations update
	approved
	F
	8.2.0
	SAES-St3-PCC
	C3

	CP-080758
	29.213
	0140
	1
	8.1.0
	Rel-8
	GW-initiated IP-CAN session termination update
	approved
	F
	8.2.0
	SAES-St3-PCC
	C3

	CP-080751
	29.213
	0141
	1
	7.6.0
	Rel-7
	IMS session setup with UE initiated resource reservation
	approved
	F
	7.7.0
	PCC
	C3

	CP-080751
	29.214
	0071
	-
	7.5.0
	Rel-7
	Update of IETF references
	approved
	F
	7.6.0
	PCC
	C3

	CP-080751
	29.214
	0072
	-
	8.2.0
	Rel-8
	Update of IETF references
	approved
	A
	8.3.0
	PCC
	C3

	CP-080768
	29.214
	0076
	1
	8.2.0
	Rel-8
	Out of credit indication, OFF only
	approved
	F
	8.3.0
	PCC
	C3

	CP-080760
	29.214
	0081
	1
	8.2.0
	Rel-8
	Update Reference Model
	approved
	F
	8.3.0
	SAES-St3-PCC
	C3

	CP-080751
	29.214
	0082
	1
	7.5.0
	Rel-7
	IMS session setup with UE initiated resource reservation
	approved
	F
	7.6.0
	PCC
	C3

	CP-080751
	29.214
	0084
	-
	7.5.0
	Rel-7
	Network-only bearer control mode
	approved
	F
	7.6.0
	PCC
	C3

	CP-080751
	29.214
	0085
	-
	8.2.0
	Rel-8
	Network-only bearer control mode
	approved
	A
	8.3.0
	PCC
	C3

	CP-080751
	29.214
	0086
	-
	7.5.0
	Rel-7
	Service information request
	approved
	F
	7.6.0
	PCC
	C3

	CP-080751
	29.214
	0087
	-
	8.2.0
	Rel-8
	Service information request
	approved
	A
	8.3.0
	PCC
	C3

	CP-080923
	29.214
	0088
	1
	8.2.0
	Rel-8
	Support of TIAS parameter
	approved
	B
	8.3.0
	IMSProtoc2
	CP

	CP-080698
	29.228
	0427
	2
	8.3.0
	Rel-8
	Service Restoration for Registered IMPU
	approved
	B
	8.4.0
	IMS_RP
	C4

	CP-080707
	29.228
	0431
	2
	8.3.0
	Rel-8
	Support for IMS Service Level Trace
	approved
	B
	8.4.0
	OAM8-Trace
	C4

	CP-080708
	29.228
	0432
	-
	8.3.0
	Rel-8
	Removal of Digest Domain
	approved
	F
	8.4.0
	TEI8
	C4

	CP-080696
	29.228
	0433
	3
	8.3.0
	Rel-8
	Diameter Proxy Agent
	approved
	C
	8.4.0
	REDOC3GPP2
	C4

	CP-080708
	29.229
	0163
	-
	8.3.0
	Rel-8
	Removal of Digest Domain
	approved
	F
	8.4.0
	TEI8
	C4

	CP-080708
	29.229
	0165
	2
	8.3.0
	Rel-8
	S-CSCF and AS procedures with Enhanced Filter Criteria
	approved
	C
	8.4.0
	IMS_ASIO
	C4

	CP-080696
	29.229
	0166
	2
	8.3.0
	Rel-8
	Diameter Proxy Agent
	approved
	C
	8.4.0
	REDOC3GPP2
	C4

	CP-080691
	29.230
	0127
	2
	8.3.0
	Rel-8
	Diameter Protocol Codes Assignments for S6a/S6d/S13
	approved
	B
	8.4.0
	SAES
	C4

	CP-080691
	29.230
	0128
	1
	8.3.0
	Rel-8
	Diameter Code Assignments for 3GPP TS 29.273
	approved
	B
	8.4.0
	SAES
	C4

	CP-080686
	29.231
	0002
	-
	8.0.0
	Rel-8
	Correction on definition of MGW identifier
	approved
	F
	8.1.0
	SIP-I
	C4

	CP-080686
	29.231
	0004
	1
	8.0.0
	Rel-8
	Editorial Clean-up
	approved
	B
	8.1.0
	SIP_Nc
	C4

	CP-080686
	29.231
	0005
	2
	8.0.0
	Rel-8
	SCTP Usage for SIP-I on Nc
	approved
	B
	8.1.0
	SIP_Nc
	C4

	CP-080686
	29.231
	0006
	1
	8.0.0
	Rel-8
	Format of the unspecified connection address
	approved
	B
	8.1.0
	SIP_Nc
	C4

	CP-080686
	29.231
	0007
	2
	8.0.0
	Rel-8
	Non-Support of SIP forking in SIP-I CSCN
	approved
	B
	8.1.0
	SIP-I
	C4

	CP-080686
	29.231
	0011
	-
	8.0.0
	Rel-8
	Removal of re-INVITE without SDP 
	approved
	B
	8.1.0
	SIP_Nc
	C4

	CP-080686
	29.232
	0610
	1
	8.4.0
	Rel-8
	SDP Media Parameters For RTP Terminations
	approved
	B
	8.5.0
	SIP_Nc
	C4

	CP-080705
	29.232
	0611
	1
	8.4.0
	Rel-8
	IP transport package properties handling
	approved
	F
	8.5.0
	TEI8
	C4

	CP-080697
	29.232
	0612
	2
	8.4.0
	Rel-8
	No_Data frame handling independent of Stream Mode property
	approved
	B
	8.5.0
	AoIP-CN
	C4

	CP-080705
	29.232
	0613
	-
	8.4.0
	Rel-8
	Adding package ID to 3G Interface Type package
	approved
	F
	8.5.0
	TEI8
	C4

	CP-080697
	29.232
	0617
	2
	8.4.0
	Rel-8
	Support of Redundant codec in Mc interface for AoIP
	approved
	B
	8.5.0
	AoIP-CN
	C4

	CP-080697
	29.232
	0618
	1
	8.4.0
	Rel-8
	CTMtransport property in the Reserve and Configure RTP connection Point procedure
	approved
	B
	8.5.0
	AoIP-CN
	C4

	CP-080686
	29.232
	0621
	-
	8.4.0
	Rel-8
	IP interface type for external SIP-I based network
	approved
	B
	8.5.0
	SIP_Nc
	C4

	CP-080754
	29.235
	0001
	1
	8.0.0
	Rel-8
	Interworking between SIP-I based CS and IMS when forking occurs
	approved
	B
	8.1.0
	SIP_Nc
	C3

	CP-080754
	29.235
	0002
	1
	8.0.0
	Rel-8
	Update on MGW bypass
	approved
	B
	8.1.0
	SIP_Nc
	C3

	CP-080754
	29.235
	0003
	1
	8.0.0
	Rel-8
	Incorrect rejection of INVITE request when ALLOW header does not contain UPDATE.
	approved
	B
	8.1.0
	SIP_Nc
	C3

	CP-080754
	29.235
	0004
	3
	8.0.0
	Rel-8
	Miscellaneous clean-ups
	approved
	F
	8.1.0
	SIP_Nc
	C3

	CP-080765
	29.235
	0005
	2
	8.0.0
	Rel-8
	CS-IBCF procedures as an exit and entry point
	approved
	B
	8.1.0
	CS-IBCF
	C3

	CP-080765
	29.235
	0006
	4
	8.0.0
	Rel-8
	CS-IBCF – CS-TrGW Interaction Procedures
	approved
	B
	8.1.0
	CS-IBCF
	C3

	CP-080754
	29.235
	0012
	1
	8.0.0
	Rel-8
	Service Interworking between SIP-I on Nc and IMS
	approved
	B
	8.1.0
	SIP_Nc
	C3

	CP-080754
	29.235
	0013
	1
	8.0.0
	Rel-8
	Corrections and improvements in wording
	approved
	F
	8.1.0
	SIP_Nc
	C3

	CP-080754
	29.235
	0014
	-
	8.0.0
	Rel-8
	Minor editorial corrections
	approved
	D
	8.1.0
	SIP_Nc
	C3

	CP-080754
	29.235
	0015
	2
	8.0.0
	Rel-8
	Removal of editor notes in chapter specifying interworking with external SIP-I networks
	approved
	B
	8.1.0
	SIP_Nc
	C3

	CP-080754
	29.235
	0016
	3
	8.0.0
	Rel-8
	Removal of some editor notes in chapter specifying interworking with IMS
	approved
	B
	8.1.0
	SIP_Nc
	C3

	CP-080754
	29.235
	0018
	-
	8.0.0
	Rel-8
	Signaling of the MGW Identifier
	approved
	F
	8.1.0
	SIP_Nc
	C3

	CP-080754
	29.235
	0019
	5
	8.0.0
	Rel-8
	Call release from external SIP-I network without encapsulated ISUP REL
	approved
	F
	8.1.0
	SIP_Nc
	C3

	CP-080754
	29.235
	0020
	1
	8.0.0
	Rel-8
	Interworking with overlap signalling in IMS
	approved
	F
	8.1.0
	SIP_Nc
	C3

	CP-080765
	29.235
	0021
	2
	8.0.0
	Rel-8
	CS-IBCF procedures
	approved
	B
	8.1.0
	CS-IBCF
	C3

	CP-080691
	29.272
	0001
	1
	8.0.0
	Rel-8
	S6a Vendor-Specific-Application-Id AVP
	approved
	C
	8.1.0
	SAES
	C4

	CP-080691
	29.272
	0002
	1
	8.0.0
	Rel-8
	RegSub feature
	approved
	B
	8.1.0
	SAES
	C4

	CP-080691
	29.272
	0005
	-
	8.0.0
	Rel-8
	Clarification on Immediate-Response-Preferred
	approved
	F
	8.1.0
	SAES
	C4

	CP-080691
	29.272
	0006
	1
	8.0.0
	Rel-8
	Correction of the Reference of Supported Features
	approved
	F
	8.1.0
	SAES
	C4

	CP-080691
	29.272
	0007
	-
	8.0.0
	Rel-8
	Definition of RAT-Frequency-Selection-Priority
	approved
	F
	8.1.0
	SAES
	C4

	CP-080691
	29.272
	0008
	2
	8.0.0
	Rel-8
	ME Identity Check
	approved
	B
	8.1.0
	SAES
	C4

	CP-080703
	29.272
	0009
	2
	8.0.0
	Rel-8
	Gr alignment
	approved
	F
	8.1.0
	SAES
	C4

	CP-080688
	29.272
	0010
	2
	8.0.0
	Rel-8
	Closed Subscriber Group
	revised
	B
	
	NomeNB-3G
	C4

	CP-080971
	29.272
	0010
	3
	8.0.0
	Rel-8
	Closed Subscriber Group
	approved
	B
	8.1.0
	HomeNB
	C4

	CP-080691
	29.272
	0011
	-
	8.0.0
	Rel-8
	AVP codes
	approved
	F
	8.1.0
	SAES
	C4

	CP-080691
	29.272
	0012
	1
	8.0.0
	Rel-8
	MSISDN AVP
	approved
	F
	8.1.0
	SAES
	C4

	CP-080691
	29.272
	0013
	-
	8.0.0
	Rel-8
	Result codes
	approved
	F
	8.1.0
	SAES
	C4

	CP-080691
	29.272
	0014
	-
	8.0.0
	Rel-8
	Removal of Editor's note in ULA Flag
	approved
	F
	8.1.0
	SAES
	C4

	CP-080691
	29.272
	0015
	2
	8.0.0
	Rel-8
	Duplicated AMBR AVP and Use of Called-Station-Id
	approved
	B
	8.1.0
	SAES
	C4

	CP-080691
	29.272
	0017
	-
	8.0.0
	Rel-8
	Change of AVP to carry the APN information
	approved
	F
	8.1.0
	SAES
	C4

	CP-080691
	29.272
	0018
	1
	8.0.0
	Rel-8
	Reference to 3GPP-Charging-Characteristics
	approved
	B
	8.1.0
	SAES
	C4

	CP-080691
	29.272
	0019
	-
	8.0.0
	Rel-8
	Access Restriction Data Definition
	approved
	B
	8.1.0
	SAES
	C4

	CP-080691
	29.272
	0020
	-
	8.0.0
	Rel-8
	AMBR Definition
	approved
	B
	8.1.0
	SAES
	C4

	CP-080691
	29.272
	0021
	1
	8.0.0
	Rel-8
	AVPs Encoding
	approved
	B
	8.1.0
	SAES
	C4

	CP-080691
	29.272
	0022
	1
	8.0.0
	Rel-8
	PDN-GW Delete
	approved
	B
	8.1.0
	SAES
	C4

	CP-080691
	29.272
	0023
	1
	8.0.0
	Rel-8
	Requesting Node Type Clarification
	approved
	B
	8.1.0
	SAES
	C4

	CP-080691
	29.272
	0024
	-
	8.0.0
	Rel-8
	Authn Session State AVP
	approved
	B
	8.1.0
	SAES
	C4

	CP-080691
	29.272
	0026
	2
	8.0.0
	Rel-8
	Trace Session Activation and Deactivation
	approved
	B
	8.1.0
	SAES
	C4

	CP-080691
	29.272
	0027
	1
	8.0.0
	Rel-8
	Context-Identifier in APN-Configuration-Profile
	approved
	B
	8.1.0
	SAES
	C4

	CP-080691
	29.272
	0029
	-
	8.0.0
	Rel-8
	APN-OIReplacement
	approved
	F
	8.1.0
	SAES
	C4

	CP-080703
	29.272
	0032
	-
	8.0.0
	Rel-8
	Access Restriction
	approved
	F
	8.1.0
	SAE-MAP2Diam
	C4

	CP-080691
	29.272
	0033
	1
	8.0.0
	Rel-8
	Context Identifier clarification
	approved
	B
	8.1.0
	SAES
	C4

	CP-080691
	29.272
	0034
	1
	8.0.0
	Rel-8
	APN-Configuration correction
	approved
	F
	8.1.0
	SAES
	C4

	CP-080691
	29.272
	0037
	-
	8.0.0
	Rel-8
	Removal of Supported RAT Types
	approved
	F
	8.1.0
	SAES
	C4

	CP-080691
	29.272
	0039
	1
	8.0.0
	Rel-8
	Extension of the Terminal-Information AVP for non-3GPP accesses
	approved
	C
	8.1.0
	SAES
	C4

	CP-080691
	29.272
	0040
	-
	8.0.0
	Rel-8
	Conditionality of ULA-Flags and PUA-Flags AVPs
	approved
	B
	8.1.0
	SAES
	C4

	CP-080691
	29.272
	0042
	-
	8.0.0
	Rel-8
	Wrong Description for Complete APN Configuration Profile Withdrawal
	approved
	B
	8.1.0
	SAES
	C4

	CP-080691
	29.272
	0043
	-
	8.0.0
	Rel-8
	Purge UE Detailed Behaviour
	approved
	B
	8.1.0
	SAES
	C4

	CP-080691
	29.272
	0044
	1
	8.0.0
	Rel-8
	MME/SGSN area restricted flag cleanup
	approved
	F
	8.1.0
	SAES
	C4

	CP-080692
	29.275
	0002
	-
	8.0.0
	Rel-8
	IPv4 Address Acknowledgement option in PBA
	approved
	F
	8.1.0
	SAES
	C4

	CP-080692
	29.275
	0006
	2
	8.0.0
	Rel-8
	IPv4 Address Deletion
	approved
	C
	8.1.0
	SAES-St3-EPC
	C4

	CP-080692
	29.275
	0007
	-
	8.0.0
	Rel-8
	PDN-GW Initiated Resource Allocation Deactivation
	approved
	F
	8.1.0
	SAES-St3-EPC
	C4

	CP-080692
	29.275
	0008
	2
	8.0.0
	Rel-8
	PDNType-IP Address Option
	approved
	C
	8.1.0
	SAES-St3-EPC
	C4

	CP-080692
	29.275
	0009
	4
	8.0.0
	Rel-8
	PMIP Bulk Revocation Support.
	approved
	C
	8.1.0
	SAES
	C4

	CP-080692
	29.275
	0010
	1
	8.0.0
	Rel-8
	Link local address
	approved
	C
	8.1.0
	SAES
	C4

	CP-080692
	29.275
	0011
	-
	8.0.0
	Rel-8
	Service selection option in the PBA message
	approved
	C
	8.1.0
	SAES
	C4

	CP-080692
	29.275
	0012
	4
	8.0.0
	Rel-8
	PMIP IPv4 address allocation
	approved
	C
	8.1.0
	SAES
	C4

	CP-080692
	29.275
	0019
	-
	8.0.0
	Rel-8
	Interface Id in PBA at HO case
	approved
	C
	8.1.0
	SAES
	C4

	CP-080692
	29.275
	0022
	-
	8.0.0
	Rel-8
	Clarification to subclause PMIP6 LMA Initiated PDN Connection Deletion Procedure
	approved
	F
	8.1.0
	SAES-St3-EPC
	C4

	CP-080692
	29.275
	0023
	-
	8.0.0
	Rel-8
	Update references to latest version of IETF documents
	approved
	F
	8.1.0
	SAES-St3-EPC
	C4

	CP-080692
	29.275
	0024
	2
	8.0.0
	Rel-8
	PMIPv6 Link Model
	rejected
	C
	
	SAES-St3-EPC
	C4

	CP-080692
	29.275
	0025
	-
	8.0.0
	Rel-8
	Putting back GSM logo on front page
	approved
	D
	8.1.0
	SAES-St3-EPC
	C4

	CP-080692
	29.275
	0026
	-
	8.0.0
	Rel-8
	PMIPv6 Heartbeat/Path Management Update
	approved
	F
	8.1.0
	SAES-St3-EPC
	C4

	CP-080692
	29.275
	0031
	-
	8.0.0
	Rel-8
	PMIPv6 clarification
	approved
	F
	8.1.0
	SAES-St3-EPC
	C4

	CP-080692
	29.275
	0033
	-
	8.0.0
	Rel-8
	Optimized E-UTRAN to CDMA2000 HRPD Handover procedure cleanup
	approved
	F
	8.1.0
	SAES-St3-EPC
	C4

	CP-080692
	29.275
	0036
	1
	8.0.0
	Rel-8
	IPv4-UDP encapsulation option 
	approved
	C
	8.1.0
	SAES
	C4

	CP-080692
	29.275
	0037
	2
	8.0.0
	Rel-8
	S5/S8 procedure corrections 
	approved
	C
	8.1.0
	SAES
	C4

	CP-080692
	29.275
	0038
	1
	8.0.0
	Rel-8
	S2a procedure corrections 
	approved
	C
	8.1.0
	SAES
	C4

	CP-080692
	29.275
	0039
	-
	8.0.0
	Rel-8
	S2b procedure corrections 
	approved
	C
	8.1.0
	SAES
	C4

	CP-080692
	29.275
	0040
	1
	8.0.0
	Rel-8
	Chaining case procedure corrections
	approved
	C
	8.1.0
	SAES
	C4

	CP-080692
	29.275
	0042
	1
	8.0.0
	Rel-8
	DHCPv4 Address Allocation 3GPP VSO
	approved
	C
	8.1.0
	SAES
	C4

	CP-080692
	29.275
	0043
	1
	8.0.0
	Rel-8
	PDN type indicator
	approved
	C
	8.1.0
	SAES
	C4

	CP-080692
	29.275
	0044
	-
	8.0.0
	Rel-8
	FFS cleanup 
	approved
	D
	8.1.0
	SAES
	C4

	CP-080692
	29.275
	0045
	-
	8.0.0
	Rel-8
	HI FFS cleanup
	approved
	D
	8.1.0
	SAES
	C4

	CP-080692
	29.275
	0046
	-
	8.0.0
	Rel-8
	Clean up on BULE and BCE
	approved
	F
	8.1.0
	SAES
	C4

	CP-080692
	29.275
	0047
	2
	8.0.0
	Rel-8
	Clarification on PMIPv6 Protocol Stack
	approved
	F
	8.1.0
	SAES
	C4

	CP-080692
	29.275
	0048
	3
	8.0.0
	Rel-8
	Modifications for S2a/S2b - PMIP based S8 chaining
	approved
	C
	8.1.0
	SAES
	C4

	CP-080693
	29.276
	0001
	1
	8.0.0
	Rel-8
	Adding references to the GTP-C specification for S101Revised from agreed version in C4-082683
	approved
	B
	8.1.0
	SAES
	C4

	CP-080693
	29.276
	0003
	-
	8.0.0
	Rel-8
	Private Extension IE in the Direct Transfer Request
	approved
	B
	8.1.0
	SAES
	C4

	CP-080693
	29.276
	0005
	-
	8.0.0
	Rel-8
	Path Management Messages and Version Not Supported Cause
	approved
	B
	8.1.0
	SAES
	C4

	CP-080693
	29.276
	0006
	2
	8.0.0
	Rel-8
	Reliable Delivery of Signalling MessagesWas agreed version of C4-082756
	approved
	B
	8.1.0
	SAES
	C4

	CP-080693
	29.276
	0008
	3
	8.0.0
	Rel-8
	GRE Tunnel KeysRevised from agreed version C4-083145
	approved
	B
	8.1.0
	SAES
	C4

	CP-080693
	29.276
	0009
	1
	8.0.0
	Rel-8
	S101 Sector ID
	approved
	C
	8.1.0
	SAES
	C4

	CP-080693
	29.276
	0011
	-
	8.0.0
	Rel-8
	S101 Session ID
	approved
	B
	8.1.0
	SAES
	C4

	CP-080693
	29.276
	0012
	2
	8.0.0
	Rel-8
	S101 interface messages and UEs
	approved
	B
	8.1.0
	SAES
	C4

	CP-080693
	29.276
	0013
	-
	8.0.0
	Rel-8
	Removal of APN Editor's Notes
	approved
	B
	8.1.0
	SAES
	C4

	CP-080693
	29.276
	0014
	-
	8.0.0
	Rel-8
	Sorting of Type Fields
	approved
	B
	8.1.0
	SAES
	C4

	CP-080693
	29.276
	0015
	-
	8.0.0
	Rel-8
	DTR and NR IE restriction
	approved
	B
	8.1.0
	SAES
	C4

	CP-080693
	29.276
	0018
	-
	8.0.0
	Rel-8
	S Bit Removal
	approved
	B
	8.1.0
	SAES
	C4

	CP-080693
	29.276
	0019
	-
	8.0.0
	Rel-8
	Handover Required Indication from the MME
	approved
	B
	8.1.0
	SAES
	C4

	CP-080693
	29.276
	0021
	-
	8.0.0
	Rel-8
	HRPD air interface reference specification correction
	approved
	F
	8.1.0
	SAES
	C4

	CP-080693
	29.276
	0022
	1
	8.0.0
	Rel-8
	Recovery IE over S101
	approved
	B
	8.1.0
	SAES
	C4

	CP-080689
	29.277
	0001
	-
	8.0.0
	Rel-8
	S102 Redirection
	approved
	B
	8.1.0
	SAES
	C4

	CP-080708
	29.328
	0258
	2
	8.2.0
	Rel-8
	Usage of Public Identity Deleted Notification
	approved
	C
	8.3.0
	TEI8
	C4

	CP-080707
	29.328
	0260
	-
	8.2.0
	Rel-8
	Support for IMS Service Level Trace
	approved
	B
	8.3.0
	OAM8-Trace
	C4

	CP-080696
	29.328
	0261
	3
	8.2.0
	Rel-8
	Diameter Proxy Agent
	approved
	C
	8.3.0
	TEI8
	C4

	CP-080702
	29.329
	0130
	1
	8.1.0
	Rel-8
	Service Indication for standardized services
	approved
	B
	8.2.0
	IMS_ASIO
	C4

	CP-080883
	29.329
	0131
	1
	7.6.0
	Rel-7
	Correction of Identity-Set AVP
	approved
	F
	7.7.0
	TEI7
	C4

	CP-080883
	29.329
	0132
	1
	8.1.0
	Rel-8
	Correction of Identity-Set AVP
	approved
	A
	8.2.0
	TEI7
	C4

	CP-080704
	29.332
	0135
	1
	8.3.0
	Rel-8
	Mona H.248 package definitions update
	approved
	F
	8.4.0
	MIW-IMS
	C4

	CP-080704
	29.332
	0136
	-
	8.3.0
	Rel-8
	Mn profile update for Mona H.248 package definitions
	approved
	B
	8.4.0
	MIW-IMS
	C4

	CP-080701
	29.332
	0137
	1
	8.3.0
	Rel-8
	Clarification of RTCP messages usage in the inter-working gateways
	approved
	B
	8.4.0
	MTSI-eMHI
	C4

	CP-080686
	29.332
	0138
	3
	8.3.0
	Rel-8
	Alignment of stage 3 MGCF-IM_MGW protocol with Stage 2 for SIP-I on Nc interworking to IMS.
	approved
	B
	8.4.0
	SIP_Nc
	C4

	CP-080694
	29.333
	0028
	3
	8.2.0
	Rel-8
	Update stage 3 profile for Message conference    
	approved
	F
	8.3.0
	eMp
	C4

	CP-080694
	29.333
	0029
	1
	8.2.0
	Rel-8
	Update stage 3 profile for Floor control
	approved
	B
	8.3.0
	eMp
	C4

	CP-080694
	29.333
	0030
	1
	8.2.0
	Rel-8
	Alignment of Audit Value Procedure    
	approved
	F
	8.3.0
	TEI8
	C4

	CP-080694
	29.333
	0032
	-
	8.2.0
	Rel-8
	Remove Editor's Note on MSRP Session Identity
	approved
	F
	8.3.0
	eMp
	C4

	CP-080694
	29.333
	0033
	-
	8.2.0
	Rel-8
	Remove Editor's Note on Draft Version Indication
	approved
	F
	8.3.0
	TEI8
	C4

	CP-080754
	29.414
	0036
	1
	8.1.0
	Rel-8
	Reference to RTP poayload types
	approved
	F
	8.2.0
	SIP_Nc
	C3

	CP-080755
	29.909
	0001
	2
	8.0.0
	Rel-8
	Clean up of TR 29.909
	approved
	F
	8.1.0
	SAES-DIAM
	C3

	CP-080755
	29.909
	0002
	1
	8.0.0
	Rel-8
	Routing and preserving the User-Name
	approved
	B
	8.1.0
	SAES-DIAM
	C3

	CP-080755
	29.909
	0003
	-
	8.0.0
	Rel-8
	"Principle for the ""M"" bit setting in re-used AVP tables"
	approved
	F
	8.1.0
	SAES-DIAM
	C3

	CP-080873
	29.994
	0021
	2
	7.0.0
	Rel-8
	Roaming restrictions issues with cause #13 or #15
	approved
	F
	8.0.0
	TEI8
	C1

	CP-080681
	31.102
	0063
	-
	8.3.0
	Rel-8
	Incorporate RPLMN, EHPLMN and SSID HPLMN functionality for I-WLAN
	Revised
	F
	
	IWLANNSP
	CP

	CP-080935
	31.102
	0063
	1
	8.3.0
	Rel-8
	Incorporate RPLMN, EHPLMN and SSID HPLMN functionality for I-WLAN
	revised
	F
	
	IWLANNSP
	CP

	CP-080904
	31.102
	0374
	5
	8.3.0
	Rel-8
	Storage of EPS Mobility Management parameters
	approved
	B
	8.4.0
	SAES
	C6

	CP-080903
	31.102
	0377
	2
	8.3.0
	Rel-8
	SSID support connectivity to HPLMN
	rejected
	B
	
	IWLANNSP
	C6

	CP-080903
	31.102
	0378
	2
	8.3.0
	Rel-8
	Incorporate RPLMN and EHPLMN functionality for I-WLAN
	rejected
	B
	
	IWLANNSP
	C6

	CP-080904
	31.102
	0380
	4
	8.3.0
	Rel-8
	USIM provisioning for home (e)NodeB
	approved
	B
	8.4.0
	SAES
	C6

	CP-080904
	31.102
	0382
	1
	8.3.0
	Rel-8
	Support for LTE in the EF-Operator PLMN List
	approved
	B
	8.4.0
	SAES
	C6

	CP-080909
	31.102
	0383
	-
	8.3.0
	Rel-8
	Correction to Example for MMS Issuer/User Connectivity Parameters
	approved
	F
	8.4.0
	TEI8
	C6

	CP-080961
	31.102
	0385
	2
	8.3.0
	Rel-8
	Addition of I-WLAN related files and procedures
	approved
	B
	8.4.0
	IWLANNSP
	C6

	CP-080903
	31.111
	0198
	3
	8.3.0
	Rel-8
	I-WLAN Steering of Roaming Refresh Command
	approved
	B
	8.4.0
	IWLANNSP
	C6

	CP-080908
	31.111
	0199
	1
	8.3.0
	Rel-8
	Correct Geographical Location Request Terminal response value
	approved
	F
	8.4.0
	TEI8
	C6

	CP-080907
	31.115
	0008
	1
	7.1.0
	Rel-8
	Introduction of AES and deprecation of DES
	approved
	B
	8.0.0
	TEI8
	C6

	CP-080907
	31.116
	0013
	1
	7.0.0
	Rel-8
	Introduction of AES and automatic detection of application data format
	approved
	B
	8.0.0
	TEI8
	C6

	CP-080906
	31.124
	0168
	-
	7.5.0
	Rel-7
	Essential correction of TC 27.22.6.5 seq. 5.1 applicability
	approved
	F
	7.6.0
	TEI7
	C6

	CP-080906
	31.124
	0169
	-
	7.5.0
	Rel-7
	Essential correction of bearer parameters in browser tests
	approved
	F
	7.6.0
	TEI7
	C6

	CP-080948
	31.124
	0170
	3
	7.5.0
	Rel-7
	Pre-conditions for Launch browser
	approved
	A
	7.6.0
	TEI4
	C6

	CP-080905
	31.124
	0170
	3
	7.5.0
	Rel-7
	Pre-conditions for Launch browser
	reissued
	A
	
	TEI4
	C6

	CP-080905
	31.124
	0171
	-
	7.5.0
	Rel-7
	Essential correction of 27.22.4.26.2 Seq. 2.2
	reissued
	A
	
	TEI4
	C6

	CP-080948
	31.124
	0171
	-
	7.5.0
	Rel-7
	Essential correction of 27.22.4.26.2 Seq. 2.2
	approved
	A
	7.6.0
	TEI4
	C6

	CP-080908
	31.130
	0034
	2
	7.7.1
	Rel-8
	Introduction of a geographical location discovery Java CardÖ API
	approved
	B
	8.0.0
	TEI8
	C6

	SP-080846
	32.101
	0039
	-
	8.3.0
	Rel-8
	Update of PLMN management processes (eTOM supersedes TOM)
	approved
	F
	8.4.0
	OAM8
	S5

	SP-080846
	32.102
	0044
	-
	8.1.0
	Rel-8
	Update of Telecom Management Domains
	approved
	F
	8.2.0
	OAM8
	S5

	SP-080846
	32.102
	0045
	-
	8.1.0
	Rel-8
	Update with NGNM architectural concepts - Align with ITU-T M.3060/Y.2401
	approved
	F
	8.2.0
	OAM8
	S5

	SP-080846
	32.102
	0046
	-
	8.1.0
	Rel-8
	Update of entities of the mobile system
	approved
	F
	8.2.0
	OAM8
	S5

	SP-080846
	32.111-2
	0060
	-
	7.1.0
	Rel-8
	Spelling and naming corrections
	approved
	F
	8.0.0
	OAM8
	S5

	SP-080846
	32.111-5
	0004
	-
	7.0.1
	Rel-8
	XML definition updates due to creation of SOAP SS
	approved
	B
	8.0.0
	OAM8
	S5

	SP-080846
	32.155
	0001
	-
	8.1.0
	Rel-8
	Simplified requirements template for IRPs
	approved
	F
	8.2.0
	OAM8
	S5

	SP-080706
	32.240
	0021
	-
	8.4.0
	Rel-8
	Clarification on IMS-GWF involvement in the online charging
	approved
	D
	8.5.0
	CH8
	S5

	SP-080841
	32.251
	0068
	-
	7.5.1
	Rel-7
	Correction on Multiple Service Indicator category
	approved
	F
	7.6.0
	CH7
	S5

	SP-080852
	32.251
	0069
	-
	8.3.0
	Rel-8
	Correction on CDR generation for EPC Charging
	approved
	F
	8.4.0
	EPC-CH
	S5

	SP-080704
	32.251
	0069
	-
	8.3.0
	Rel-8
	Correction on CDR generation for EPC Charging
	reissued
	F
	
	EPC-CH
	S5

	SP-080704
	32.251
	0070
	-
	8.3.0
	Rel-8
	EPC Offline Charging architecture - Alignment with TS 23.060
	withdrawn
	B
	
	EPC-CH
	S5

	SP-080704
	32.251
	0071
	-
	8.3.0
	Rel-8
	Clarification on Charging Charaterictics for EPC Charging
	reissued
	B
	
	EPC-CH
	S5

	SP-080852
	32.251
	0071
	-
	8.3.0
	Rel-8
	Clarification on Charging Charaterictics for EPC Charging
	approved
	B
	8.4.0
	EPC-CH
	S5

	SP-080704
	32.251
	0072
	-
	8.3.0
	Rel-8
	Correction on CDR data tables for EPC Charging
	withdrawn
	C
	
	EPC-CH
	S5

	SP-080841
	32.251
	0073
	-
	8.3.0
	Rel-8
	Correction on Multiple Service Indicator category
	approved
	A
	8.4.0
	CH7
	S5

	SP-080852
	32.251
	0074
	-
	8.3.0
	Rel-8
	TS 32.251 small refinements on PS Online Charging parameters for non-3GPP access consideration.
	approved
	B
	8.4.0
	EPC-CH
	S5

	SP-080704
	32.251
	0074
	-
	8.3.0
	Rel-8
	TS 32.251 small refinements on PS Online Charging parameters for non-3GPP access consideration.
	reissued
	B
	
	EPC-CH
	S5

	SP-080704
	32.251
	0075
	-
	8.3.0
	Rel-8
	Impact of Rf Introduction  for EPC Offline Charging description
	withdrawn
	B
	
	EPC-CH
	S5

	SP-080704
	32.251
	0076
	-
	8.3.0
	Rel-8
	TS 32.251 PS offline charging - basic principles description enhanced for Rf consideration
	reissued
	B
	
	EPC-CH
	S5

	SP-080852
	32.251
	0076
	-
	8.3.0
	Rel-8
	TS 32.251 PS offline charging - basic principles description enhanced for Rf consideration
	approved
	B
	8.4.0
	EPC-CH
	S5

	SP-080852
	32.251
	0077
	-
	8.3.0
	Rel-8
	TS 32.251 PS offline charging- Rf message flows description for S-GW and P-GW
	approved
	B
	8.4.0
	EPC-CH
	S5

	SP-080704
	32.251
	0077
	-
	8.3.0
	Rel-8
	TS 32.251 PS offline charging- Rf message flows description for S-GW and P-GW
	reissued
	B
	
	EPC-CH
	S5

	SP-080704
	32.251
	0078
	-
	8.3.0
	Rel-8
	Enhancement of Offline Charging Architecture for EPC Charging
	withdrawn
	B
	
	EPC-CH
	S5

	SP-080852
	32.251
	0079
	-
	8.3.0
	Rel-8
	Correction on CDR data tables for EPC Charging
	approved
	C
	8.4.0
	EPC-CH
	S5

	SP-080704
	32.251
	0079
	-
	8.3.0
	Rel-8
	Correction on CDR data tables for EPC Charging
	reissued
	C
	
	EPC-CH
	S5

	SP-080706
	32.251
	0080
	-
	8.3.0
	Rel-8
	Add Serving Node Type to PS domain charging
	approved
	B
	8.4.0
	CH8
	S5

	SP-080704
	32.251
	0081
	-
	8.3.0
	Rel-8
	TS 32.251 PS offline charging - data description for Rf messages content
	reissued
	B
	
	EPC-CH
	S5

	SP-080852
	32.251
	0081
	-
	8.3.0
	Rel-8
	TS 32.251 PS offline charging - data description for Rf messages content
	approved
	B
	8.4.0
	EPC-CH
	S5

	SP-080704
	32.251
	0082
	-
	8.3.0
	Rel-8
	TS 32.251 PS offline charging - PS information description extension for EPC offline charging
	reissued
	B
	
	EPC-CH
	S5

	SP-080852
	32.251
	0082
	-
	8.3.0
	Rel-8
	TS 32.251 PS offline charging - PS information description extension for EPC offline charging
	approved
	B
	8.4.0
	EPC-CH
	S5

	SP-080852
	32.251
	0083
	-
	8.3.0
	Rel-8
	Addition of Rf interface on S-GW and P-GW
	approved
	B
	8.4.0
	EPC-CH
	S5

	SP-080704
	32.251
	0083
	-
	8.3.0
	Rel-8
	Addition of Rf interface on S-GW and P-GW
	reissued
	B
	
	EPC-CH
	S5

	SP-080704
	32.251
	0084
	-
	8.3.0
	Rel-8
	Addition of non-3GPP access information for EPC Online Charging
	reissued
	C
	
	EPC-CH
	S5

	SP-080852
	32.251
	0084
	-
	8.3.0
	Rel-8
	Addition of non-3GPP access information for EPC Online Charging
	approved
	C
	8.4.0
	EPC-CH
	S5

	SP-080852
	32.251
	0085
	-
	8.3.0
	Rel-8
	EPC Offline Charging architecture - Alignment with TS 23.060
	approved
	B
	8.4.0
	EPC-CH
	S5

	SP-080841
	32.260
	0061
	-
	7.5.0
	Rel-7
	Correction on Multiple Unit Operation category
	approved
	F
	7.6.0
	CH7
	S5

	SP-080841
	32.260
	0062
	-
	8.5.0
	Rel-8
	Correction on Multiple Unit Operation category
	approved
	A
	8.6.0
	CH7
	S5

	SP-080706
	32.260
	0063
	-
	8.5.0
	Rel-8
	Charging management for IMS service continuity
	approved
	D
	8.6.0
	CH8
	S5

	SP-080706
	32.260
	0064
	-
	8.5.0
	Rel-8
	Clarification of the online charging in TS 32.260
	approved
	B
	8.6.0
	CH8
	S5

	SP-080707
	32.260
	0065
	-
	8.5.0
	Rel-8
	Reference to MMTel services
	approved
	B
	8.6.0
	IMSTSS
	S5

	SP-080706
	32.260
	0066
	-
	8.5.0
	Rel-8
	Addition of the AS in the message flows for online charging scenarios
	approved
	B
	8.6.0
	CH8
	S5

	SP-080706
	32.260
	0067
	-
	8.5.0
	Rel-8
	Addition of SDP offer and answer and clarification on media initiator
	approved
	B
	8.6.0
	CH8
	S5

	SP-080841
	32.270
	0021
	-
	7.1.0
	Rel-7
	Correction on Multiple Unit Operation category
	approved
	F
	7.2.0
	CH7
	S5

	SP-080841
	32.271
	0005
	-
	7.0.0
	Rel-7
	Correction on Multiple Service indication and parameter
	approved
	F
	7.1.0
	CH7
	S5

	SP-080841
	32.272
	0027
	-
	7.4.0
	Rel-7
	Correction on Multiple Service Indicator category
	approved
	F
	7.5.0
	CH7
	S5

	SP-080841
	32.272
	0028
	-
	8.1.0
	Rel-8
	Correction on Multiple Service Indicator category
	approved
	A
	8.2.0
	CH7
	S5

	SP-080841
	32.273
	0012
	-
	7.0.0
	Rel-7
	Correction on Multiple Service Indication category
	approved
	F
	7.1.0
	CH7
	S5

	SP-080706
	32.274
	0005
	-
	8.3.0
	Rel-8
	Correction on Multiple Unit Operation category
	approved
	F
	8.4.0
	CH8
	S5

	SP-080706
	32.274
	0006
	-
	8.3.0
	Rel-8
	Add SMS-SC as SMS node type
	approved
	B
	8.4.0
	CH8
	S5

	SP-080706
	32.274
	0007
	-
	8.3.0
	Rel-8
	Additional Address Info for SMS charging
	approved
	B
	8.4.0
	CH8
	S5

	SP-080706
	32.274
	0008
	-
	8.3.0
	Rel-8
	Add charging of SMS services to 32.274
	approved
	B
	8.4.0
	CH8
	S5

	SP-080706
	32.297
	0008
	-
	8.0.0
	Rel-8
	TS 32.297 evolution for Rel-8
	approved
	B
	8.1.0
	CH8
	S5

	SP-080704
	32.298
	0084
	-
	8.2.0
	Rel-8
	CDR definitions for EPC Charging
	reissued
	B
	
	EPC-CH
	S5

	SP-080852
	32.298
	0085
	-
	8.2.0
	Rel-8
	CDR definitions for EPC Charging
	approved
	B
	8.3.0
	EPC-CH
	S5

	SP-080704
	32.298
	0085
	-
	8.2.0
	Rel-8
	CDR definitions for EPC Charging
	reissued
	B
	
	EPC-CH
	S5

	SP-080841
	32.298
	0086
	-
	7.4.0
	Rel-7
	Correction on QoS IE length
	approved
	F
	7.5.0
	CH7
	S5

	SP-080841
	32.298
	0087
	-
	8.2.0
	Rel-8
	Correction on QoS IE length
	approved
	A
	8.3.0
	CH7
	S5

	SP-080706
	32.298
	0088
	-
	8.2.0
	Rel-8
	Correction on ASN.1
	approved
	F
	8.3.0
	CH8
	S5

	SP-080706
	32.298
	0089
	-
	8.2.0
	Rel-8
	Addition of SDP offer and answer and clarification on media initiator
	approved
	B
	8.3.0
	CH8
	S5

	SP-080707
	32.298
	0090
	-
	8.2.0
	Rel-8
	Service level CDR parameters for MMTel
	approved
	B
	8.3.0
	IMSTSS
	S5

	SP-080706
	32.298
	0091
	-
	8.2.0
	Rel-8
	Clarification on EPC Charging
	approved
	B
	8.3.0
	CH8
	S5

	SP-080704
	32.299
	0217
	-
	8.4.0
	Rel-8
	TS 32.299  AVPs for offline charging - Rf interface from S-GW and P-GW
	reissued
	B
	
	EPC-CH
	S5

	SP-080852
	32.299
	0217
	-
	8.4.0
	Rel-8
	TS 32.299  AVPs for offline charging - Rf interface from S-GW and P-GW
	approved
	B
	8.5.0
	EPC-CH
	S5

	SP-080706
	32.299
	0218
	-
	8.4.0
	Rel-8
	Completion on message tables
	approved
	F
	8.5.0
	CH8
	S5

	SP-080707
	32.299
	0219
	-
	8.4.0
	Rel-8
	Service Context Id for MMTEL
	approved
	B
	8.5.0
	IMSTSS
	S5

	SP-080706
	32.299
	0220
	-
	8.4.0
	Rel-8
	Correction on AVP code allocation
	approved
	F
	8.5.0
	CH8
	S5

	SP-080706
	32.299
	0221
	-
	8.4.0
	Rel-8
	Clarification on AVP descriptions for EPC Charging
	approved
	F
	8.5.0
	CH8
	S5

	SP-080706
	32.299
	0222
	-
	8.4.0
	Rel-8
	Add SMS-SC as SMS node type
	approved
	B
	8.5.0
	CH8
	S5

	SP-080706
	32.299
	0223
	-
	8.4.0
	Rel-8
	Additional Address Info for SMS charging
	approved
	B
	8.5.0
	CH8
	S5

	SP-080706
	32.299
	0224
	-
	8.4.0
	Rel-8
	Add charging of SMS services to 32.299
	approved
	B
	8.5.0
	CH8
	S5

	SP-080707
	32.299
	0225
	-
	8.4.0
	Rel-8
	TS 32.299  AVPs Introduction for MMTel charging
	approved
	B
	8.5.0
	IMSTSS
	S5

	SP-080706
	32.299
	0226
	-
	8.4.0
	Rel-8
	Correction on References Section
	approved
	F
	8.5.0
	CH8
	S5

	SP-080706
	32.299
	0227
	-
	8.4.0
	Rel-8
	Addition of SDP offer and answer and clarification on media initiator
	approved
	B
	8.5.0
	CH8
	S5

	SP-080706
	32.299
	0228
	-
	8.4.0
	Rel-8
	Additional non-3GPP access information
	approved
	F
	8.5.0
	CH8
	S5

	SP-080706
	32.299
	0229
	-
	8.4.0
	Rel-8
	Add a new value to Trigger-Type AVP
	approved
	B
	8.5.0
	CH8
	S5

	SP-080845
	32.307
	0001
	-
	7.0.2
	Rel-7
	Incorrect URI specified in TS 32.307 (both word document and corresponding wsdl file)
	approved
	F
	7.1.0
	OAM-NIM
	S5

	SP-080845
	32.317
	0001
	-
	7.0.2
	Rel-7
	Incorrect URI specified in TS 32.317 (both word document and corresponding wsdl file)
	approved
	F
	7.1.0
	OAM7-NIM
	S5

	SP-080845
	32.345
	0001
	-
	7.0.0
	Rel-7
	Change the schema definition for the NotifyFileReady Notification - Alignment with IS
	approved
	F
	7.1.0
	OAM7
	S5

	SP-080846
	32.404
	0009
	-
	8.2.0
	Rel-8
	Enhancement of the measurement naming rules in the measurements definition template.
	approved
	B
	8.3.0
	OAM8
	S5

	SP-080845
	32.409
	0007
	-
	7.2.0
	Rel-7
	Correction of de-registration related measurements
	approved
	F
	7.3.0
	OAM8
	S5

	SP-080845
	32.409
	0008
	-
	8.1.0
	Rel-8
	Correction of de-registration related measurements
	approved
	A
	8.2.0
	OAM8
	S5

	SP-080846
	32.409
	0009
	-
	8.1.0
	Rel-8
	Add IBCF related measurements
	approved
	B
	8.2.0
	OAM8
	S5

	SP-080846
	32.421
	0020
	-
	8.3.0
	Rel-8
	Correction of trace depth extensions
	approved
	F
	8.4.0
	OAM8
	S5

	SP-080846
	32.421
	0021
	-
	8.3.0
	Rel-8
	Add requirements regarding Trace Recording Session activation failure report to 32.421
	approved
	B
	8.4.0
	OAM8
	S5

	SP-080846
	32.422
	0042
	-
	8.2.0
	Rel-8
	Intoduction of EPS in 32.422
	approved
	B
	8.3.0
	OAM8
	S5

	SP-080846
	32.422
	0043
	-
	8.2.0
	Rel-8
	Fix inconsistencies in the definition of trace levels, trace reference parameter
	approved
	F
	8.3.0
	OAM8
	S5

	SP-080846
	32.422
	0044
	-
	8.2.0
	Rel-8
	Identifying IMS network elements and interfaces for trace
	approved
	F
	8.3.0
	OAM8-Trace
	S5

	SP-080846
	32.422
	0045
	-
	8.2.0
	Rel-8
	Trace starting and stopping trigger events for IMS
	approved
	F
	8.3.0
	OAM8-Trace
	S5

	SP-080846
	32.442
	0002
	-
	7.1.0
	Rel-8
	Introducing EPS in Subscriber and Equipment Trace
	approved
	C
	8.0.0
	OAM8
	S5

	SP-080846
	32.443
	0001
	-
	7.0.0
	Rel-8
	Introduction of EPS in Trace IRP
	approved
	B
	8.0.0
	OAM8
	S5

	SP-080846
	32.445
	0001
	-
	7.0.0
	Rel-8
	Adding EPS related modifications to Trace IRP XML schema
	approved
	B
	8.0.0
	OAM8
	S5

	SP-080845
	32.607
	0001
	-
	7.0.3
	Rel-7
	Incorrect URI specified in TS 32.607 (both word document and corresponding wsdl file)
	approved
	F
	7.1.0
	OAM-NIM
	S5

	SP-080846
	32.625
	0026
	-
	7.1.0
	Rel-8
	Make globally available IRPAgent IOC attribute
	approved
	C
	8.0.0
	OAM8
	S5

	SP-080851
	32.662
	0011
	-
	5.2.0
	Rel-5
	Add missing definition re notifyAttributeValueChange
	approved
	F
	5.3.0
	OAM
	S5

	SP-080702
	32.662
	0012
	-
	6.6.0
	Rel-6
	Add missing definitions for notifyAttributeValueChange and notifyStateChange triggering event
	approved
	F
	6.7.0
	OAM
	S5

	SP-080702
	32.662
	0013
	-
	7.0.0
	Rel-7
	Add missing definitions re notifyAttributeValueChange and notifyStateChange triggering event
	approved
	A
	7.1.0
	OAM
	S5

	SP-080845
	32.667
	0001
	-
	7.0.2
	Rel-7
	Incorrect URI specified in TS 32.667 (both word document and corresponding wsdl file)
	approved
	F
	7.1.0
	OAM-NIM
	S5

	SP-080846
	32.691
	0001
	-
	7.0.0
	Rel-8
	Inventory update in the EPS Network
	approved
	C
	8.0.0
	OAM8
	S5

	SP-080743
	33.102
	0204
	-
	8.0.0
	Rel-8
	Correction on the storage of keys on the USIM
	approved
	F
	8.1.0
	TEI8
	S3

	SP-080762
	33.107
	0075
	-
	8.5.0
	Rel-8
	Corrections and clarifications of LI for EPS and alignment with latest version of SAE stage 2 specs.
	approved
	F
	8.6.0
	LI8
	S3

	SP-080762
	33.107
	0076
	-
	8.5.0
	Rel-8
	Clarification on 3G DT with the GGSN
	approved
	F
	8.6.0
	LI8
	S3

	SP-080762
	33.107
	0077
	-
	8.5.0
	Rel-8
	Editorial corrections to 33.107
	approved
	F
	8.6.0
	LI8
	S3

	SP-080763
	33.108
	0101
	-
	8.4.0
	Rel-8
	Clarification of encoding of Access Point Name (APN)
	approved
	F
	8.5.0
	LI8
	S3

	SP-080763
	33.108
	0102
	-
	8.4.0
	Rel-8
	LI Handover Interface for SAE/EPS
	approved
	B
	8.5.0
	LI8
	S3

	SP-080763
	33.108
	0103
	-
	8.4.0
	Rel-8
	Clarification on 3G DT with the GGSN
	approved
	F
	8.5.0
	LI8
	S3

	SP-080746
	33.110
	0017
	-
	7.5.0
	Rel-7
	Removing editor's note on IANA registration
	withdrawn
	F
	
	TEI7
	S3

	SP-080867
	33.110
	0017
	1
	7.5.0
	Rel-8
	Removing editor's note on IANA registration
	approved
	F
	8.0.0
	TEI8
	S3

	SP-080742
	33.203
	0148
	1
	8.4.0
	Rel-8
	Usage of SIP digest and NBA values between the S-CSCF and the HSS
	approved
	F
	8.5.0
	SEC-IMS
	S3

	SP-080742
	33.203
	0149
	2
	8.4.0
	Rel-8
	Consistent handling of the integrity-protected flag and Inclusion of authentication procedures related to ICS
	approved
	F
	8.5.0
	IMS-Sec
	S3

	SP-080742
	33.203
	0151
	2
	8.4.0
	Rel-8
	Correcting the IMC text
	revised
	F
	
	IMS-Sec
	S3

	SP-080886
	33.203
	0151
	3
	8.4.0
	Rel-8
	Correcting the IMC text
	revised
	F
	
	IMS-Sec
	S3

	SP-080888
	33.203
	0151
	4
	8.4.0
	Rel-8
	Correcting the IMC text
	approved
	F
	
	IMS-Sec
	S3

	SP-080742
	33.203
	0152
	-
	8.4.0
	Rel-8
	Editorial corrections in Annex P3 and P.4.2
	approved
	F
	8.5.0
	IMS-Sec
	S3

	SP-080742
	33.203
	0153
	-
	8.4.0
	Rel-8
	Removal of SIP Digest Authentication Vector EditorÆs Note
	approved
	F
	8.5.0
	IMS-Sec
	S3

	SP-080742
	33.203
	0154
	-
	8.4.0
	Rel-8
	Usage of AVs for authentication of Register and Non-Register messages
	approved
	F
	8.5.0
	IMS-Sec
	S3

	SP-080742
	33.203
	0155
	-
	8.4.0
	Rel-8
	ISIM terminology
	approved
	F
	8.5.0
	IMS-Sec
	S3

	SP-080747
	33.210
	0026
	-
	8.1.0
	Rel-8
	Update of IKEv2 SA profile
	approved
	F
	8.2.0
	TEI8
	S3

	SP-080744
	33.220
	0140
	-
	8.4.0
	Rel-8
	Add FC number space value allocations and clarification on length parameter
	approved
	F
	8.5.0
	TEI8
	S3

	SP-080744
	33.220
	0141
	-
	8.4.0
	Rel-8
	Using Unicode Standard Normalization Form when encoding using UTF-8
	approved
	F
	8.5.0
	TEI8
	S3

	SP-080741
	33.223
	0005
	1
	8.1.0
	Rel-8
	GBA-Push resolution of editors notes and corrections
	approved
	F
	8.2.0
	GBAPush
	S3

	SP-080741
	33.223
	0006
	-
	8.1.0
	Rel-8
	Introduction of UE-Id type indicator
	approved
	F
	8.2.0
	GBAPush
	S3

	SP-080741
	33.223
	0007
	-
	8.1.0
	Rel-8
	Push NAF authorization
	approved
	F
	8.2.0
	GBAPush
	S3

	SP-080748
	33.246
	0151
	1
	8.1.0
	Rel-8
	Clarification of MBMS authorization
	approved
	F
	8.2.0
	TEI8
	S3

	SP-080745
	33.259
	0007
	-
	8.1.0
	Rel-8
	Input parameter encoding shall rely on TS 33.220 KDF
	approved
	F
	8.2.0
	TEI8
	S3

	SP-080745
	33.259
	0008
	-
	8.1.0
	Rel-8
	Removing editor's note on IANA registration
	approved
	F
	8.2.0
	TEI8
	S3

	SP-080738
	33.401
	0042
	1
	8.1.1
	Rel-8
	Specification of security algorithms for EPS
	approved
	F
	8.2.0
	SAES
	S3

	SP-080738
	33.401
	0043
	-
	8.1.1
	Rel-8
	KDFs for EPS shall not be negotiated
	approved
	F
	8.2.0
	SAES
	S3

	SP-080738
	33.401
	0044
	-
	8.1.1
	Rel-8
	Removal of editor's notes that are resolved or are related to new functionality
	approved
	F
	8.2.0
	SAES
	S3

	SP-080738
	33.401
	0045
	-
	8.1.1
	Rel-8
	KeNB Derivation During inter-RAT TAU
	approved
	F
	8.2.0
	SAES
	S3

	SP-080738
	33.401
	0047
	-
	8.1.1
	Rel-8
	Inter-RAT change from GERAN/UTRAN to E-UTRAN with mapped context
	approved
	F
	8.2.0
	SAES
	S3

	SP-080738
	33.401
	0048
	1
	8.1.1
	Rel-8
	Storage of EPS NAS security context in the UE
	approved
	F
	8.2.0
	SAES
	S3

	SP-080738
	33.401
	0051
	-
	8.1.1
	Rel-8
	Clarfication in definitions
	approved
	F
	8.2.0
	SAES
	S3

	SP-080738
	33.401
	0052
	-
	8.1.1
	Rel-8
	Correction of definition and usage of Key Set Identifier (KSI) in EPS
	approved
	F
	8.2.0
	SAES
	S3

	SP-080738
	33.401
	0053
	-
	8.1.1
	Rel-8
	Correction of handling of EPS security contexts
	approved
	F
	8.2.0
	SAES
	S3

	SP-080738
	33.401
	0054
	1
	8.1.1
	Rel-8
	Correction of storage of security contexts during state transitions, handling of mapped contexts
	approved
	F
	8.2.0
	SAES
	S3

	SP-080738
	33.401
	0055
	1
	8.1.1
	Rel-8
	Introducing the generic term ôeKSIö for the Key Set Identifier in E-UTRAN
	approved
	F
	8.2.0
	SAES
	S3

	SP-080738
	33.401
	0056
	-
	8.1.1
	Rel-8
	Correction of definition of GUTI in EPS
	approved
	F
	8.2.0
	SAES
	S3

	SP-080738
	33.401
	0057
	-
	8.1.1
	Rel-8
	Transfering unused AVs
	approved
	F
	8.2.0
	SAES
	S3

	SP-080738
	33.401
	0060
	2
	8.1.1
	Rel-8
	Corrections to the KDF input parameters
	approved
	F
	8.2.0
	SAES
	S3

	SP-080738
	33.401
	0061
	-
	8.1.1
	Rel-8
	RLF recovery procedure
	approved
	F
	8.2.0
	SAES
	S3

	SP-080738
	33.401
	0062
	-
	8.1.1
	Rel-8
	Addition of missing requirements to drop messages with wrong or missing MAC
	approved
	F
	8.2.0
	SAES
	S3

	SP-080738
	33.401
	0063
	-
	8.1.1
	Rel-8
	NAS uplink and downlink ciphering
	approved
	F
	8.2.0
	SAES
	S3

	SP-080738
	33.401
	0064
	1
	8.1.1
	Rel-8
	Corrections to security procedures for interworking between E-UTRAN and GERAN and change of subclause titles
	approved
	F
	8.2.0
	SAES
	S3

	SP-080738
	33.401
	0068
	-
	8.1.1
	Rel-8
	Correction and addition of the security features in SRVCC.
	approved
	F
	8.2.0
	SAES
	S3

	SP-080738
	33.401
	0069
	-
	8.1.1
	Rel-8
	Correction of idle mode mobility from E-UTRAN to UTRAN
	approved
	F
	8.2.0
	SAES
	S3

	SP-080738
	33.401
	0070
	-
	8.1.1
	Rel-8
	Correction of idle mode mobility from UTRAN to E-UTRAN
	approved
	F
	8.2.0
	SAES
	S3

	SP-080738
	33.401
	0071
	-
	8.1.1
	Rel-8
	Correction of handover procedure from E-UTRAN to UTRAN
	approved
	F
	8.2.0
	SAES
	S3

	SP-080738
	33.401
	0072
	-
	8.1.1
	Rel-8
	Correction of definition and usage of Key Set Identifier (KSI) in EPS
	approved
	F
	8.2.0
	SAES
	S3

	SP-080738
	33.401
	0073
	-
	8.1.1
	Rel-8
	EPS algorithm selection and bidding down attack and added MME Algorithm selection with a prioritized list
	approved
	F
	8.2.0
	SAES
	S3

	SP-080738
	33.401
	0074
	-
	8.1.1
	Rel-8
	Correction of Handover from UTRAN to E-UTRAN and activation of cached context
	approved
	F
	8.2.0
	SAES
	S3

	SP-080738
	33.401
	0075
	-
	8.1.1
	Rel-8
	Removal of editor's notes related to section 6 and clarification of ASME
	approved
	F
	8.2.0
	SAES
	S3

	SP-080738
	33.401
	0076
	-
	8.1.1
	Rel-8
	Changing titles and introductory text of subclauses relating to inter-RAT idle mode procedures  - UTRAN case
	approved
	F
	8.2.0
	SAES
	S3

	SP-080738
	33.401
	0077
	-
	8.1.1
	Rel-8
	Inter-RAT change from GERAN/UTRAN to E-UTRAN with mapped context
	approved
	F
	8.2.0
	SAES
	S3

	SP-080738
	33.401
	0078
	-
	8.1.1
	Rel-8
	Clarification on MME requirement in UTRAN-eUTRAN handover
	approved
	F
	8.2.0
	SAES
	S3

	SP-080738
	33.401
	0079
	-
	8.1.1
	Rel-8
	Correction of idle mode mobility from UTRAN to E-UTRAN
	approved
	F
	8.2.0
	SAES
	S3

	SP-080738
	33.401
	0080
	-
	8.1.1
	Rel-8
	Storage of cached EPS NAS security contexts after security interworking from UTRAN to E-UTRAN
	approved
	F
	8.2.0
	SAES
	S3

	SP-080738
	33.401
	0081
	-
	8.1.1
	Rel-8
	E-UTRAN key identification
	approved
	F
	8.2.0
	SAES
	S3

	SP-080738
	33.401
	0082
	-
	8.1.1
	Rel-8
	Clarification on User Data Protection
	approved
	F
	8.2.0
	SAES
	S3

	SP-080738
	33.401
	0083
	-
	8.1.1
	Rel-8
	Corrections to section 6.2 describing the key hierarchy
	approved
	F
	8.2.0
	SAES
	S3

	SP-080738
	33.401
	0084
	-
	8.1.1
	Rel-8
	Correction of text on handling of security capabilities in handover from E-UTRAN to UTRAN (section 9.2.1)
	approved
	F
	8.2.0
	SAES
	S3

	SP-080738
	33.401
	0085
	-
	8.1.1
	Rel-8
	Correction of text on activation of security in E-UTRAN and consequences for Handover from E-UTRAN
	approved
	F
	8.2.0
	SAES
	S3

	SP-080738
	33.401
	0087
	-
	8.1.1
	Rel-8
	Harmonising clauses 9.2.2 on HO from UTRAN and 10.3.2 on HO from GERAN with clause 7.2.9 on key-change-on-the fly
	approved
	F
	8.2.0
	SAES
	S3

	SP-080738
	33.401
	0088
	-
	8.1.1
	Rel-8
	Correction of S1/X2 transport protection
	approved
	F
	8.2.0
	SAES
	S3

	SP-080738
	33.401
	0089
	-
	8.1.1
	Rel-8
	Removal of editorÆs notes on security requirements on eNodeB
	approved
	F
	8.2.0
	SAES
	S3

	SP-080738
	33.401
	0090
	-
	8.1.1
	Rel-8
	Requirements on secure environment within eNB
	approved
	F
	8.2.0
	SAES
	S3

	SP-080738
	33.401
	0091
	-
	8.1.1
	Rel-8
	Corrections to Section 7.2.3 on E-UTRAN key lifetime
	approved
	F
	8.2.0
	SAES
	S3

	SP-080738
	33.401
	0092
	-
	8.1.1
	Rel-8
	E-UTRAN handover key derivations correction
	approved
	F
	8.2.0
	SAES
	S3

	SP-080739
	33.402
	0026
	-
	8.1.1
	Rel-8
	Change on some names of interfaces in 33.402 and an editorial modification
	approved
	F
	8.2.0
	SAES
	S3

	SP-080739
	33.402
	0027
	-
	8.1.1
	Rel-8
	MIPv4 SPI Collision Avoidance
	approved
	F
	8.2.0
	SAES
	S3

	SP-080739
	33.402
	0028
	-
	8.1.1
	Rel-8
	MN-HA Key generation during initial attach or additional PDN connectivity
	approved
	F
	8.2.0
	SAES
	S3

	SP-080739
	33.402
	0029
	-
	8.1.1
	Rel-8
	Handling of Mobility Keys during Re-authentication
	approved
	F
	8.2.0
	SAES
	S3

	SP-080739
	33.402
	0030
	2
	8.1.1
	Rel-8
	Aligment of TS 33.402 to draft-arkko-eap-aka-kdf and clarification of indication of type of authentication from AAA to HSS
	approved
	F
	8.2.0
	SAES
	S3

	SP-080739
	33.402
	0031
	-
	8.1.1
	Rel-8
	Resolution of EditorÆs note on tunnel fast re-authentication
	approved
	F
	8.2.0
	SAES
	S3

	SP-080739
	33.402
	0032
	1
	8.1.1
	Rel-8
	Clarifications to security procedures for DSMIPv6
	approved
	F
	8.2.0
	SAES
	S3

	SP-080739
	33.402
	0034
	-
	8.1.1
	Rel-8
	MIPv4 support for Additional PDN connectivity
	approved
	F
	8.2.0
	SAES
	S3

	SP-080739
	33.402
	0035
	-
	8.1.1
	Rel-8
	Adding EMSK derivation in clause 6.2
	approved
	F
	8.2.0
	SAES
	S3

	SP-080739
	33.402
	0036
	1
	8.1.1
	Rel-8
	Fast re-authentications for DSMIPv6
	approved
	F
	8.2.0
	SAES
	S3

	SP-080739
	33.402
	0037
	-
	8.1.1
	Rel-8
	AMF separation bit for untrusted non-3gpp access for S2c
	approved
	F
	8.2.0
	SAES
	S3

	SP-080739
	33.402
	0038
	-
	8.1.1
	Rel-8
	Finalising the PMIP security requirements
	approved
	F
	8.2.0
	SAES
	S3

	SP-080739
	33.402
	0039
	-
	8.1.1
	Rel-8
	Key Derivation Function to derive CKÆ, IKÆ from CK, IK for non-3GPP access to EPC
	approved
	F
	8.2.0
	SAES
	S3

	SP-080739
	33.402
	0040
	-
	8.1.1
	Rel-8
	Change on some names of interfaces in 33.402 and some corrections
	approved
	F
	8.2.0
	SAES
	S3

	SP-080739
	33.402
	0041
	-
	8.1.1
	Rel-8
	Removing editor's note on legacy UEs
	approved
	F
	8.2.0
	SAES
	S3

	SP-080739
	33.402
	0042
	-
	8.1.1
	Rel-8
	Correction of text on access authentication for untrusted access
	approved
	F
	8.2.0
	SAES
	S3

	SP-080739
	33.402
	0043
	-
	8.1.1
	Rel-8
	Correction of text on access authentication for untrusted access
	approved
	F
	8.2.0
	SAES
	S3

	SP-080739
	33.402
	0044
	-
	8.1.1
	Rel-8
	Clarification of indication of type of authentication from AAA to HSS and on access network authorization in AAA server
	approved
	F
	8.2.0
	SAES
	S3

	SP-080739
	33.402
	0045
	-
	8.1.1
	Rel-8
	Modification of the MIPv4 bootstrapping
	approved
	F
	8.2.0
	SAES
	S3

	SP-080739
	33.402
	0046
	-
	8.1.1
	Rel-8
	ANDSF security
	approved
	B
	8.2.0
	SAES
	S3

	RP-080954
	34.108
	0706
	-
	8.4.0
	Rel-8
	Correction to E-RGCH Info in Radio Bearer Setup
	approved
	F
	8.5.0
	TEI6_Test
	R5

	RP-080952
	34.108
	0707
	-
	8.4.0
	Rel-8
	Correction to System Information Block type 11
	approved
	F
	8.5.0
	TEI_Test
	R5

	RP-080964
	34.108
	0708
	-
	8.4.0
	Rel-8
	Addition of Elementary Files (EFs) needed in Network Selection Enhancements tests
	approved
	F
	8.5.0
	NSP-CR_UEConTest
	R5

	RP-080968
	34.108
	0709
	-
	8.4.0
	Rel-8
	Addition of MBSFN RABs and Signalling RB for 1.28 Mcps TDD
	approved
	F
	8.5.0
	MBMSE-RANPhysLCRTDD_UEConTest
	R5

	RP-080968
	34.108
	0710
	-
	8.4.0
	Rel-8
	Simulated network environment description for MBSFN tests
	approved
	F
	8.5.0
	MBMSE-RANPhysLCRTDD_UEConTest
	R5

	RP-080968
	34.108
	0711
	-
	8.4.0
	Rel-8
	Default MBMS RRC message contents for LCR TDD MBSFN
	approved
	F
	8.5.0
	MBMSE-RANPhysLCRTDD_UEConTest
	R5

	RP-080954
	34.108
	0712
	-
	8.4.0
	Rel-8
	Correction to A9 condition in RB set-up message
	approved
	F
	8.5.0
	TEI6_Test
	R5

	RP-080967
	34.108
	0713
	-
	8.4.0
	Rel-8
	Introduction of radio bearer parameters for Improved L2 UL
	approved
	F
	8.5.0
	RANimp-UEConTest_UplinkL2dataRates
	R5

	RP-080956
	34.108
	0714
	-
	8.4.0
	Rel-8
	Addition of Rel-7 IEs to default messages specified in 34.108
	approved
	F
	8.5.0
	TEI7_Test
	R5

	RP-080956
	34.108
	0715
	-
	8.4.0
	Rel-8
	Correction of UL DPPCH slot format for default Radio Bearer Setup message for DTX/DRX
	approved
	F
	8.5.0
	TEI7_Test
	R5

	RP-080954
	34.108
	0716
	-
	8.4.0
	Rel-8
	Addition of RF E-DCH test procedure for E-DPDCH with 2SF2+2SF4
	approved
	F
	8.5.0
	TEI6_Test
	R5

	RP-080954
	34.108
	0717
	-
	8.4.0
	Rel-8
	Correction to Contents of RADIO BEARER SETUP message: AM or UM (HSDPA)
	approved
	F
	8.5.0
	TEI6_Test
	R5

	RP-080954
	34.121-1
	1112
	-
	8.4.0
	Rel-8
	CR to 34.121-1 for 5.13.2B test case
	approved
	F
	8.5.0
	TEI6_Test
	R5

	RP-080955
	34.121-1
	1113
	-
	8.4.0
	Rel-8
	CR to 34.121-1 Update of table F.6.3.5.1A
	approved
	F
	8.5.0
	TEI7_Test
	R5

	RP-080963
	34.121-1
	1114
	-
	8.4.0
	Rel-8
	New HSDPA performance test cases for UEs supporting 15 HS-PDSCH codes
	approved
	F
	8.5.0
	RInImp8-UEConTest_ Hsdpa15codes
	R5

	RP-080955
	34.121-1
	1115
	-
	8.4.0
	Rel-8
	Clarification of title for MIMO clause 9.3.7
	approved
	F
	8.5.0
	TEI7_Test
	R5

	RP-080955
	34.121-1
	1116
	-
	8.4.0
	Rel-8
	Correction to 5.2E, 5.13.1AAA and 5.13.2C
	approved
	F
	8.5.0
	TEI7_Test
	R5

	RP-080956
	34.121-1
	1117
	-
	8.4.0
	Rel-8
	Correction to system uncertainty and test tolerance for 6.3B and 9.2.1
	approved
	F
	8.5.0
	TEI7_Test
	R5

	RP-080954
	34.121-1
	1118
	-
	8.4.0
	Rel-8
	Correction to 9.2.1H, 9.2.1I and 9.2.4A
	approved
	F
	8.5.0
	TEI6_Test
	R5

	RP-080954
	34.121-1
	1119
	-
	8.4.0
	Rel-8
	Correction to 6.3B, 9.2.1H and 9.2.1I
	approved
	F
	8.5.0
	TEI6_Test
	R5

	RP-080954
	34.121-1
	1120
	-
	8.4.0
	Rel-8
	Correction to test time in 11.2 and 11.2A
	approved
	F
	8.5.0
	TEI6_Test
	R5

	RP-080956
	34.121-1
	1121
	-
	8.4.0
	Rel-8
	TT for TC 5.13.1AAA (EVM and IQ offset)
	approved
	F
	8.5.0
	TEI7_Test
	R5

	RP-080963
	34.121-1
	1122
	-
	8.4.0
	Rel-8
	Statistical testing for new HSDPA performance test cases (15 codes)
	approved
	F
	8.5.0
	RInImp8-UEConTest_ Hsdpa15codes
	R5

	RP-080963
	34.121-1
	1123
	-
	8.4.0
	Rel-8
	Changes to Annex for UEs supporting 15 HS-PDSCH codes
	approved
	F
	8.5.0
	RInImp8-UEConTest_ Hsdpa15codes
	R5

	RP-080955
	34.121-1
	1124
	-
	8.4.0
	Rel-8
	CR to 34.121-1 for 5.13.2C test case editorial change
	approved
	F
	8.5.0
	TEI7_Test
	R5

	RP-081069
	34.121-1
	1125
	-
	8.4.0
	Rel-8
	CR to 34.121-1 for 5.13.3 test case editorial change
	approved
	F
	8.5.0
	TEI5_Test
	R5

	RP-080956
	34.121-1
	1126
	-
	8.4.0
	Rel-8
	Applicability changes in Demodulation of HS-DSCH single link tests.
	approved
	F
	8.5.0
	TEI7_Test
	R5

	RP-080956
	34.121-1
	1127
	-
	8.4.0
	Rel-8
	Applicability changes in Demodulation of HS-DSCH Tx diversity tests.
	approved
	F
	8.5.0
	TEI7_Test
	R5

	RP-080956
	34.121-1
	1128
	-
	8.4.0
	Rel-8
	Wrong minimum requirements in test case 9.2.3C
	approved
	F
	8.5.0
	TEI7_Test
	R5

	RP-080955
	34.121-2
	0052
	-
	8.4.0
	Rel-8
	Clarification of titles for MIMO test cases 9.3.7A and 9.3.7B
	approved
	F
	8.5.0
	TEI7_Test
	R5

	RP-080956
	34.121-2
	0053
	-
	8.4.0
	Rel-8
	Applicability changes for Demodulation of HS-DSCH in 34.121-2.
	approved
	F
	8.5.0
	TEI7_Test
	R5

	RP-080962
	34.122
	0286
	-
	7.5.0
	Rel-8
	Introduction of UMTS2300(Band e) requirements for LCR TDD
	revised
	F
	
	RInImp8-UMTS2300TDD
	R5

	RP-081069
	34.123-1
	1129
	-
	8.4.0
	Rel-8
	Addition of references for UE's supporting a release-independent frequency band
	approved
	F
	8.5.0
	TEI5_Test
	R5

	RP-080965
	34.123-1
	2390
	-
	8.4.0
	Rel-8
	Enhanced CELL_FACH: New test case for Reconfiguration between FACH/E-FACH
	approved
	F
	8.5.0
	RANimpUEConTest_EnhancedCellFACHState
	R5

	RP-080952
	34.123-1
	2391
	-
	8.4.0
	Rel-8
	Correction to E-DCH TC 8.2.6.51 for 3.84Mcps and 7.68Mcps TDD
	approved
	F
	8.5.0
	TEI_Test
	R5

	RP-080954
	34.123-1
	2392
	-
	8.4.0
	Rel-8
	Correction to test case 8.2.6.52
	approved
	F
	8.5.0
	TEI6_Test
	R5

	RP-080954
	34.123-1
	2393
	-
	8.4.0
	Rel-8
	Correction to testcases 8.5.1.2, 8.5.1.12, 8.5.1.13
	approved
	F
	8.5.0
	TEI6_Test
	R5

	RP-080955
	34.123-1
	2394
	-
	8.4.0
	Rel-8
	Correction to GCF Rel7 Improved L2 test case 7.1.5a.4
	approved
	F
	8.5.0
	TEI7_Test
	R5

	RP-080955
	34.123-1
	2395
	-
	8.4.0
	Rel-8
	Correction to  Rel7 CPC test case 8.2.1.38
	approved
	F
	8.5.0
	TEI7_Test
	R5

	RP-080955
	34.123-1
	2396
	-
	8.4.0
	Rel-8
	Correction to GCF Rel7 CPC test case 8.2.2.52
	approved
	F
	8.5.0
	TEI7_Test
	R5

	RP-080955
	34.123-1
	2397
	-
	8.4.0
	Rel-8
	Correction of Rel-7 CPC test case 8.2.6.61
	approved
	F
	8.5.0
	TEI7_Test
	R5

	RP-080955
	34.123-1
	2398
	-
	8.4.0
	Rel-8
	Correction of Rel-7 CPC test case 8.3.11.15
	approved
	F
	8.5.0
	TEI7_Test
	R5

	RP-080952
	34.123-1
	2399
	-
	8.4.0
	Rel-8
	Correction to RRC connection establishment test case in section 8.1.2.10 for LCR TDD
	approved
	F
	8.5.0
	TEI_Test
	R5

	RP-080955
	34.123-1
	2400
	-
	8.4.0
	Rel-8
	New testcase 8.2.1.27b to verify the features and operation of multi-frequency and UpPCH Shifting for LCR TDD
	approved
	F
	8.5.0
	TEI7_Test
	R5

	RP-080955
	34.123-1
	2401
	-
	8.4.0
	Rel-8
	New testcase 8.2.2.36a to verify the features and operation of multi-frequency and UpPCH Shifting for LCR TDD
	approved
	F
	8.5.0
	TEI7_Test
	R5

	RP-080955
	34.123-1
	2402
	-
	8.4.0
	Rel-8
	New testcase 8.2.3.31a to verify the features and operation of multi-frequency and UpPCH Shifting for LCR TDD
	approved
	F
	8.5.0
	TEI7_Test
	R5

	RP-080955
	34.123-1
	2403
	-
	8.4.0
	Rel-8
	New testcase 8.3.1.1b to verify the features and operation of multi-frequency and UpPCH Shifting for LCR TDD
	approved
	F
	8.5.0
	TEI7_Test
	R5

	RP-080955
	34.123-1
	2404
	-
	8.4.0
	Rel-8
	Modification of testcase 8.4.1.1a to verify the features and operation of multi-frequency and UpPCH Shifting for LCR TDD
	approved
	F
	8.5.0
	TEI7_Test
	R5

	RP-080955
	34.123-1
	2405
	-
	8.4.0
	Rel-8
	New testcase 18.1.2.4a to verify the features and operation of multi-frequency and UpPCH Shifting for LCR TDD
	approved
	F
	8.5.0
	TEI7_Test
	R5

	RP-080955
	34.123-1
	2406
	-
	8.4.0
	Rel-8
	New testcase  18.1.2.13.1a to verify the features and operation of multi-frequency and UpPCH Shifting for LCR TDD
	approved
	F
	8.5.0
	TEI7_Test
	R5

	RP-080955
	34.123-1
	2407
	-
	8.4.0
	Rel-8
	New testcase 8.2.4.36a to verify the features and operation of multi-frequency and UpPCH Shifting for LCR TDD
	approved
	F
	8.5.0
	TEI7_Test
	R5

	RP-080955
	34.123-1
	2408
	-
	8.4.0
	Rel-8
	New testcase 8.2.6.39c to verify the features and operation of multi-frequency and UpPCH Shifting for LCR TDD
	approved
	F
	8.5.0
	TEI7_Test
	R5

	RP-080955
	34.123-1
	2409
	-
	8.4.0
	Rel-8
	New testcase 8.3.1.33a to verify the features and operation of multi-frequency and UpPCH Shifting for LCR TDD
	approved
	F
	8.5.0
	TEI7_Test
	R5

	RP-080967
	34.123-1
	2410
	-
	8.4.0
	Rel-8
	New RLC test case for Flexible handling of RLC PDU sizes for UM RLC in uplink (7.2.2.15)
	approved
	F
	8.5.0
	RANimp-UEConTest_UplinkL2dataRates
	R5

	RP-080955
	34.123-1
	2411
	-
	8.4.0
	Rel-8
	CR to 34.123-1: Contents addition for LCR TDD in 7.1.6.4.3
	approved
	F
	8.5.0
	TEI7_Test
	R5

	RP-080952
	34.123-1
	2412
	-
	8.4.0
	Rel-8
	Correction to WI-10 test case 6.1.2.2
	approved
	F
	8.5.0
	TEI_Test
	R5

	RP-080956
	34.123-1
	2413
	-
	8.4.0
	Rel-8
	Correction to test case 7.1.6.3.3
	approved
	F
	8.5.0
	TEI7_Test
	R5

	RP-080956
	34.123-1
	2414
	-
	8.4.0
	Rel-8
	Correction to UL DPCCH Slot Format for UL DTX/DRX Test cases
	approved
	F
	8.5.0
	TEI7_Test
	R5

	RP-080956
	34.123-1
	2415
	-
	8.4.0
	Rel-8
	Correction to DTX-DRX Parameters for CPC test cases
	approved
	F
	8.5.0
	TEI7_Test
	R5

	RP-080952
	34.123-1
	2416
	-
	8.4.0
	Rel-8
	Modification of cell powers in TC 8.3.4.8
	approved
	F
	8.5.0
	TEI_Test
	R5

	RP-080952
	34.123-1
	2417
	-
	8.4.0
	Rel-8
	Removal of PICS information USIM removal possible without powering down from NAS test cases 12.4.1.4b and 12.4.2.5b
	approved
	F
	8.5.0
	TEI_Test
	R5

	RP-080952
	34.123-1
	2418
	-
	8.4.0
	Rel-8
	Correction to GCF WI-24 MM testcase 9.4.8
	approved
	F
	8.5.0
	TEI_Test
	R5

	RP-080952
	34.123-1
	2419
	-
	8.4.0
	Rel-8
	Correction to MRAT Idle mode testcase 6.2.1.1, 6.2.1.6, 6.2.1.7 and 6.2.1.8
	approved
	F
	8.5.0
	TEI_Test
	R5

	RP-081069
	34.123-1
	2420
	-
	8.4.0
	Rel-8
	Correction to GCF WI-14 HSDPA RRC testcase 8.3.1.37
	approved
	F
	8.5.0
	TEI5_Test
	R5

	RP-080952
	34.123-1
	2421
	-
	8.4.0
	Rel-8
	Inconsistent applicability concerning MT-LR test cases
	approved
	F
	8.5.0
	TEI_Test
	R5

	RP-080956
	34.123-1
	2422
	-
	8.4.0
	Rel-8
	Correction to TB test points and generic test procedure for Enhanced L2 radio bearer test cases
	approved
	F
	8.5.0
	TEI7_Test
	R5

	RP-080967
	34.123-1
	2423
	-
	8.4.0
	Rel-8
	New RLC test case for Flexible handling of RLC PDU sizes for AM RLC  in uplink (7.2.3.38)
	approved
	F
	8.5.0
	RANimp-UEConTest_UplinkL2dataRates
	R5

	RP-080968
	34.123-1
	2424
	-
	8.4.0
	Rel-8
	Addition 1.28 Mcps TDD contents in 8.5.1.14 and 8.5.1.15
	approved
	F
	8.5.0
	MBMSE-RANPhysLCRTDD_UEConTest
	R5

	RP-080952
	34.123-1
	2425
	-
	8.4.0
	Rel-8
	Correction to network selection enhancements test case 6.1.1.12
	approved
	F
	8.5.0
	TEI_Test
	R5

	RP-080965
	34.123-1
	2426
	-
	8.4.0
	Rel-8
	Enhanced CELL_FACH: New Test Case for UE Identification on HS-SCCH in CELL_FACH
	approved
	F
	8.5.0
	RANimp-UEConTest_EnhancedCellFACHState
	R5

	RP-081069
	34.123-1
	2427
	-
	8.4.0
	Rel-8
	Correction to No. of HARQ Process for HSDPA CAT 10 in RAB test cases
	approved
	F
	8.5.0
	TEI5_Test
	R5

	RP-081069
	34.123-1
	2428
	-
	8.4.0
	Rel-8
	Corrections to HSDPA test case 11.1.1.1a
	approved
	F
	8.5.0
	TEI5_Test
	R5

	RP-080952
	34.123-2
	0403
	-
	8.4.0
	Rel-8
	Addition LCR TDD E-DCH physical layer categories
	approved
	F
	8.5.0
	TEI_Test
	R5

	RP-080952
	34.123-2
	0404
	-
	8.4.0
	Rel-8
	Addition of pc_MUX_Support
	approved
	F
	8.5.0
	TEI_Test
	R5

	RP-080967
	34.123-2
	0405
	-
	8.4.0
	Rel-8
	Applicability of new Improved L2 UL RLC test cases
	approved
	F
	8.5.0
	RANimp-UEConTest_UplinkL2dataRates
	R5

	RP-080965
	34.123-2
	0406
	-
	8.4.0
	Rel-8
	Enhanced CELL_FACH: Applicability for new test case for UE Identification on HS-SCCH in CELL FACH
	approved
	F
	8.5.0
	RANimp-UEConTest_EnhancedCellFACHState
	R5

	RP-080954
	34.123-2
	0407
	-
	8.4.0
	Rel-8
	Addition of pc_MBMS_AutomaticSessionReception
	approved
	F
	8.5.0
	TEI6_Test
	R5

	RP-080955
	34.123-2
	0408
	-
	8.4.0
	Rel-8
	8.1.2.19 part 2 applicability
	approved
	F
	8.5.0
	TEI7_Test
	R5

	RP-080961
	34.123-2
	0409
	-
	8.4.0
	Rel-8
	Addition of ICS for LCR TDD E-DCH
	approved
	F
	8.5.0
	LCRTDD-EDCH-UEConTest
	R5

	RP-081069
	34.123-2
	0409
	-
	8.4.0
	Rel-8
	Correction to applicability of test case 11.1.1.1a
	approved
	F
	8.5.0
	TEI5_Test
	R5

	RP-080960
	34.123-3
	2428
	-
	7.2.0
	Rel-8
	CR to 34.123-3: Add new verified and e-mail agreed TTCN test cases in the TC lists in 34.123-3 (prose), Annex A
	approved
	F
	8.0.0
	TEI5_Test
	R5

	RP-080957
	34.123-3
	2429
	-
	7.2.0
	Rel-7
	Summary of regression errors in MBMS wk21 ATS
	approved
	F
	7.3.0
	TEI6_Test
	R5

	RP-080957
	34.123-3
	2430
	-
	7.2.0
	Rel-7
	Correction to GCF WI 10 and WI 14 RRC test cases
	approved
	F
	7.3.0
	TEI_Test
	R5

	RP-080957
	34.123-3
	2431
	-
	7.2.0
	Rel-7
	Summary of regression errors in wk27 ATSs
	approved
	F
	7.3.0
	TEI_Test
	R5

	RP-080957
	34.123-3
	2432
	-
	7.2.0
	Rel-7
	Correction to RRC test case 8.4.1.2
	approved
	F
	7.3.0
	TEI_Test
	R5

	RP-080957
	34.123-3
	2433
	-
	7.2.0
	Rel-7
	Correction to RAB R5 test cases
	approved
	F
	7.3.0
	TEI5_Test
	R5

	RP-080957
	34.123-3
	2434
	-
	7.2.0
	Rel-7
	Correction to the test step ts_TestPointExecute_Rb25
	approved
	F
	7.3.0
	TEI5_Test
	R5

	RP-080957
	34.123-3
	2435
	-
	7.2.0
	Rel-7
	Correction to Rel-7 MAC test case 7.1.5a.4
	approved
	F
	7.3.0
	TEI7_Test
	R5

	RP-080957
	34.123-3
	2436
	-
	7.2.0
	Rel-7
	Correction to Rel-7 MAC test cases 7.1.5a.1 and 7.1.5a.2
	approved
	F
	7.3.0
	TEI7_Test
	R5

	RP-080957
	34.123-3
	2437
	-
	7.2.0
	Rel-7
	Correction to RAB Test cases
	approved
	F
	7.3.0
	TEI_Test
	R5

	RP-080957
	34.123-3
	2438
	-
	7.2.0
	Rel-7
	Addition of GCF WI-025 HSUPA testcase 7.1.6.2.6 to HSU_ENH_r6 ATS v7.1.0
	approved
	B
	7.3.0
	TEI6_Test
	R5

	RP-080957
	34.123-3
	2439
	-
	7.2.0
	Rel-7
	Summary of regression errors in wk36 ATS
	approved
	F
	7.3.0
	TEI_Test
	R5

	RP-080957
	34.123-3
	2440
	-
	7.2.0
	Rel-7
	Correction to testcase 14.7.6 & 14.7.7
	approved
	F
	7.3.0
	TEI6_Test
	R5

	RP-080957
	34.123-3
	2441
	-
	7.2.0
	Rel-7
	Correction to testcase 8.4.1.27
	approved
	F
	7.3.0
	TEI_Test
	R5

	RP-080957
	34.123-3
	2442
	-
	7.2.0
	Rel-7
	Summary of regression errors in wk36 ATS
	approved
	F
	7.3.0
	TEI_Test
	R5

	RP-080957
	34.123-3
	2443
	-
	7.2.0
	Rel-7
	TTCN Correction in test cases 8.2.6.39,8.2.6.44,8.3.1.25 and 8.3.1.30
	approved
	F
	7.3.0
	TEI_Test
	R5

	RP-080957
	34.123-3
	2444
	-
	7.2.0
	Rel-7
	Correction to GCF WI-10 IR_U Testcase 8.3.9.1
	approved
	F
	7.3.0
	TEI_Test
	R5

	RP-080957
	34.123-3
	2445
	-
	7.2.0
	Rel-7
	Correction to GCF WI 25 HSUPA MAC test case 7.1.6.2.9
	approved
	F
	7.3.0
	TEI6_Test
	R5

	RP-080957
	34.123-3
	2446
	-
	7.2.0
	Rel-7
	Addition of Rel7 CPC RRC testcase 8.2.1.38 to HS_ENH_r6 ATS v7.1.0
	approved
	B
	7.3.0
	TEI7_Test
	R5

	RP-080957
	34.123-3
	2447
	-
	7.2.0
	Rel-7
	Addition of Rel7 CPC RRC testcase 8.1.2.19 to HS_ENH_r7 ATS v7.2.0
	approved
	B
	7.3.0
	TEI7_Test
	R5

	RP-080957
	34.123-3
	2448
	-
	7.2.0
	Rel-7
	Correction to GCF WI 25 HSUPA RRC test cases
	approved
	F
	7.3.0
	TEI6_Test
	R5

	RP-080958
	34.123-3
	2449
	-
	7.2.0
	Rel-7
	Correction to No. of HARQ Process in RAB test cases for HSDPA CAT 10 UE
	approved
	F
	7.3.0
	TEI5_Test
	R5

	RP-080958
	34.123-3
	2450
	-
	7.2.0
	Rel-7
	Correction in the preamble test step ts_GMM_IdleUpdated to include USIM insertion related MMI command.
	approved
	F
	7.3.0
	TEI_Test
	R5

	RP-080958
	34.123-3
	2451
	-
	7.2.0
	Rel-7
	Correction to RRC test cases for RLP
	approved
	F
	7.3.0
	TEI_Test
	R5

	RP-080958
	34.123-3
	2452
	-
	7.2.0
	Rel-7
	Addition of Rel7 CPC RRC testcase 8.2.2.56 to HS_ENH_r7 ATS v7.2.0
	approved
	B
	7.3.0
	TEI7_Test
	R5

	RP-080958
	34.123-3
	2453
	-
	7.2.0
	Rel-7
	TTCN Correction to Test case tc_8_4_1_42
	approved
	F
	7.3.0
	TEI_Test
	R5

	RP-080958
	34.123-3
	2454
	-
	7.2.0
	Rel-7
	TTCN Correction to Test cases tc_8_2_6_39 and tc_8_2_6_44
	approved
	F
	7.3.0
	TEI_Test
	R5

	RP-080958
	34.123-3
	2455
	-
	7.2.0
	Rel-7
	Correction to the test step used to send CLOSE UE TEST LOOP in MBMS testcases
	approved
	F
	7.3.0
	TEI6_Test
	R5

	RP-080958
	34.123-3
	2456
	-
	7.2.0
	Rel-7
	Correction to GCF WI 14 HSDPA RRC test case 8.3.1.34
	approved
	F
	7.3.0
	TEI5_Test
	R5

	RP-080958
	34.123-3
	2457
	-
	7.2.0
	Rel-7
	Addition of Rel7 CPC RRC InterRAT testcase 8.3.11.15 to HS_ENH_r7 ATS v7.2.0
	approved
	B
	7.3.0
	TEI7_Test
	R5

	RP-080958
	34.123-3
	2458
	-
	7.2.0
	Rel-7
	Addition of Rel7 CPC RRC testcase 8.2.2.54 to HS_ENH_r7 ATS v7.2.0
	approved
	B
	7.3.0
	TEI7_Test
	R5

	RP-080958
	34.123-3
	2459
	-
	7.2.0
	Rel-7
	Correction to the CPC testcase 8.2.1.38
	approved
	F
	7.3.0
	TEI7_Test
	R5

	RP-080958
	34.123-3
	2460
	-
	7.2.0
	Rel-7
	Correction to the CPC testcase 8.1.2.19
	approved
	F
	7.3.0
	TEI7_Test
	R5

	RP-080958
	34.123-3
	2461
	-
	7.2.0
	Rel-7
	Addition of Rel7 CPC RRC testcase 8.2.2.52 to HS_ENH_r7 ATS v7.2.0
	approved
	B
	7.3.0
	TEI7_Test
	R5

	RP-080952
	34.123-3
	2462
	-
	7.2.0
	Rel-8
	New PIXIT for RAB test cases execution
	approved
	F
	8.0.0
	TEI_Test
	R5

	RP-080956
	34.123-3
	2463
	-
	7.2.0
	Rel-8
	Rel-7 test model enhancement for LCR TDD
	approved
	F
	8.0.0
	TEI7_Test
	R5

	RP-080956
	34.123-3
	2464
	-
	7.2.0
	Rel-8
	Rel-7 test model routine maintenance
	approved
	F
	8.0.0
	TEI7_Test
	R5

	RP-081067
	34.123-3
	2465
	-
	7.2.0
	Rel-7
	LCR TDD: Addition of new RAB test cases 18.1.2.13.1 to RAB ATS
	approved
	B
	7.3.0
	TEI_Test
	R5

	RP-081067
	34.123-3
	2466
	-
	7.2.0
	Rel-7
	LCR TDD: Addition of new HSD_ENH test cases 8.3.1.37 to HSD_ENH ATS
	approved
	B
	7.3.0
	TEI5_Test
	R5

	RP-081067
	34.123-3
	2467
	-
	7.2.0
	Rel-7
	LCR TDD: Addition of new HSD_ENH test cases 8.3.1.36 to HSD_ENH ATS
	approved
	B
	7.3.0
	TEI5_Test
	R5

	RP-081067
	34.123-3
	2468
	-
	7.2.0
	Rel-7
	LCR TDD: Addition of new HSD_ENH test cases 8.3.1.35 to HSD_ENH ATS
	approved
	B
	7.3.0
	TEI5_Test
	R5

	RP-081067
	34.123-3
	2469
	-
	7.2.0
	Rel-7
	LCR TDD: Addition of new HSD_ENH test cases 8.3.1.34 to HSD_ENH ATS
	approved
	B
	7.3.0
	TEI5_Test
	R5

	RP-081067
	34.123-3
	2470
	-
	7.2.0
	Rel-7
	LCR TDD: Addition of new HSD_ENH test cases 8.3.1.32 to HSD_ENH ATS
	approved
	B
	7.3.0
	TEI5_Test
	R5

	RP-081067
	34.123-3
	2471
	-
	7.2.0
	Rel-7
	LCR TDD: Addition of new HSD_ENH test cases 8.2.6.49 to HSD_ENH ATS
	approved
	B
	7.3.0
	TEI5_Test
	R5

	RP-081067
	34.123-3
	2472
	-
	7.2.0
	Rel-7
	LCR TDD: Addition of new HSD_ENH test cases 8.2.6.46 to HSD_ENH ATS
	approved
	B
	7.3.0
	TEI5_Test
	R5

	RP-081067
	34.123-3
	2473
	-
	7.2.0
	Rel-7
	LCR TDD: Addition of new HSD_ENH test cases 8.2.6.42 to HSD_ENH ATS
	approved
	B
	7.3.0
	TEI5_Test
	R5

	RP-081067
	34.123-3
	2474
	-
	7.2.0
	Rel-7
	LCR TDD: Addition of new HSD_ENH test cases 8.2.6.40a to HSD_ENH ATS
	approved
	B
	7.3.0
	TEI_Test
	R5

	RP-081067
	34.123-3
	2475
	-
	7.2.0
	Rel-7
	LCR TDD: Addition of new HSD_ENH test cases 8.2.6.39b to HSD_ENH ATS
	approved
	B
	7.3.0
	TEI5_Test
	R5

	RP-081067
	34.123-3
	2476
	-
	7.2.0
	Rel-7
	LCR TDD: Addition of new HSD_ENH test cases 8.2.3.35 to HSD_ENH ATS
	approved
	B
	7.3.0
	TEI5_Test
	R5

	RP-081067
	34.123-3
	2477
	-
	7.2.0
	Rel-7
	LCR TDD: Addition of new HSD_ENH test cases 8.2.3.34 to HSD_ENH ATS
	approved
	B
	7.3.0
	TEI5_Test
	R5

	RP-081067
	34.123-3
	2478
	-
	7.2.0
	Rel-7
	LCR TDD: Addition of new HSD_ENH test cases 8.2.3.33 to HSD_ENH ATS
	approved
	B
	7.3.0
	TEI5_Test
	R5

	RP-081067
	34.123-3
	2479
	-
	7.2.0
	Rel-7
	LCR TDD: Addition of new HSD_ENH test cases 8.2.3.32 to HSD_ENH ATS
	approved
	B
	7.3.0
	TEI5_Test
	R5

	RP-081067
	34.123-3
	2480
	-
	7.2.0
	Rel-7
	LCR TDD: Addition of new HSD_ENH test cases 8.2.3.30 to HSD_ENH ATS
	approved
	B
	7.3.0
	TEI5_Test
	R5

	RP-081067
	34.123-3
	2481
	-
	7.2.0
	Rel-7
	LCR TDD: Addition of new HSD_ENH test cases 8.2.2.42 to HSD_ENH ATS
	approved
	B
	7.3.0
	TEI5_Test
	R5

	RP-081067
	34.123-3
	2482
	-
	7.2.0
	Rel-7
	LCR TDD: Addition of new HSD_ENH test cases 8.2.2.41 to HSD_ENH ATS
	approved
	B
	7.3.0
	TEI5_Test
	R5

	RP-081067
	34.123-3
	2483
	-
	7.2.0
	Rel-7
	LCR TDD: Addition of new HSD_ENH test cases 8.2.2.40 to HSD_ENH ATS
	approved
	B
	7.3.0
	TEI5_Test
	R5

	RP-081067
	34.123-3
	2484
	-
	7.2.0
	Rel-7
	LCR TDD: Addition of new HSD_ENH test cases 8.2.2.39 to HSD_ENH ATS
	approved
	B
	7.3.0
	TEI5_Test
	R5

	RP-081067
	34.123-3
	2485
	-
	7.2.0
	Rel-7
	LCR TDD: Addition of new HSD_ENH test cases 8.2.2.38 to HSD_ENH ATS
	approved
	B
	7.3.0
	TEI5_Test
	R5

	RP-081067
	34.123-3
	2486
	-
	7.2.0
	Rel-7
	LCR TDD: Addition of new HSD_ENH test cases 8.2.1.32 to HSD_ENH ATS
	approved
	B
	7.3.0
	TEI5_Test
	R5

	RP-081067
	34.123-3
	2487
	-
	7.2.0
	Rel-7
	LCR TDD: Addition of new HSD_ENH test cases 8.2.1.31 to HSD_ENH ATS
	approved
	B
	7.3.0
	TEI5_Test
	R5

	RP-081067
	34.123-3
	2488
	-
	7.2.0
	Rel-7
	LCR TDD: Addition of new HSD_ENH test cases 8.2.1.30 to HSD_ENH ATS
	approved
	B
	7.3.0
	TEI5_Test
	R5

	RP-081067
	34.123-3
	2489
	-
	7.2.0
	Rel-7
	LCR TDD: Addition of new HSD_ENH test cases 8.2.1.29 to HSD_ENH ATS
	approved
	B
	7.3.0
	TEI5_Test
	R5

	RP-081068
	34.123-3
	2490
	-
	7.2.0
	Rel-7
	LCR TDD: Addition of new HSD_ENH test cases 8.2.1.28 to HSD_ENH ATS
	approved
	B
	7.3.0
	TEI5_Test
	R5

	RP-081068
	34.123-3
	2491
	-
	7.2.0
	Rel-7
	LCR TDD: Addition of new RAB test cases 18.1.2.27 to RAB ATS
	approved
	B
	7.3.0
	TEI_Test
	R5

	RP-081068
	34.123-3
	2492
	-
	7.2.0
	Rel-7
	LCR TDD: Addition of new test cases 12.9.9 to NAS ATS
	approved
	B
	7.3.0
	TEI_Test
	R5

	RP-081068
	34.123-3
	2493
	-
	7.2.0
	Rel-7
	LCR TDD: Addition of new test cases 12.9.8 to NAS ATS
	approved
	B
	7.3.0
	TEI_Test
	R5

	RP-081068
	34.123-3
	2494
	-
	7.2.0
	Rel-7
	LCR TDD: Addition of new test cases 12.6.1.3.2 to NAS ATS
	approved
	B
	7.3.0
	TEI_Test
	R5

	RP-081068
	34.123-3
	2495
	-
	7.2.0
	Rel-7
	LCR TDD: Addition of new test cases 12.6.1.3.1 to NAS ATS
	approved
	B
	7.3.0
	TEI_Test
	R5

	RP-081068
	34.123-3
	2496
	-
	7.2.0
	Rel-7
	LCR TDD: Addition of new test cases 12.6.1.2 to NAS ATS
	approved
	B
	7.3.0
	TEI_Test
	R5

	RP-081068
	34.123-3
	2497
	-
	7.2.0
	Rel-7
	LCR TDD: Addition of new test cases 12.6.1.1 to NAS ATS
	approved
	B
	7.3.0
	TEI_Test
	R5

	RP-081068
	34.123-3
	2498
	-
	7.2.0
	Rel-7
	LCR TDD: Addition of new test cases 12.2.1.6.2 to NAS ATS
	approved
	B
	7.3.0
	TEI_Test
	R5

	RP-081068
	34.123-3
	2499
	-
	7.2.0
	Rel-7
	LCR TDD: Addition of new test cases 12.2.1.6.1 to NAS ATS
	approved
	B
	7.3.0
	TEI_Test
	R5

	RP-081068
	34.123-3
	2500
	-
	7.2.0
	Rel-7
	LCR TDD: Addition of new test cases 12.2.1.5a.2 to NAS ATS
	approved
	B
	7.3.0
	TEI_Test
	R5

	RP-081068
	34.123-3
	2501
	-
	7.2.0
	Rel-7
	LCR TDD: Addition of new test cases 11.3.2 to NAS ATS
	approved
	B
	7.3.0
	TEI_Test
	R5

	RP-081068
	34.123-3
	2502
	-
	7.2.0
	Rel-7
	LCR TDD: Addition of new test cases 9.5.5 to NAS ATS
	approved
	B
	7.3.0
	TEI_Test
	R5

	RP-081068
	34.123-3
	2503
	-
	7.2.0
	Rel-7
	LCR TDD: Addition of new test cases 9.2.4 to NAS ATS
	approved
	B
	7.3.0
	TEI_Test
	R5

	RP-081068
	34.123-3
	2504
	-
	7.2.0
	Rel-7
	LCR TDD: Addition of new test cases 9.2.3 to NAS ATS
	approved
	B
	7.3.0
	TEI_Test
	R5

	RP-081068
	34.123-3
	2505
	-
	7.2.0
	Rel-7
	LCR TDD: Addition of new test cases 8.2.2.7 to RRC ATS
	approved
	B
	7.3.0
	TEI_Test
	R5

	RP-081068
	34.123-3
	2506
	-
	7.2.0
	Rel-7
	LCR TDD: Addition of new test cases 8.2.2.4 to RRC ATS
	approved
	B
	7.3.0
	TEI_Test
	R5

	RP-081068
	34.123-3
	2507
	-
	7.2.0
	Rel-7
	LCR TDD: Addition of new test cases 8.2.1.24 to RRC ATS
	approved
	B
	7.3.0
	TEI_Test
	R5

	RP-081068
	34.123-3
	2508
	-
	7.2.0
	Rel-7
	LCR TDD: Addition of new test cases 8.2.1.10 to RRC ATS
	approved
	B
	7.3.0
	TEI_Test
	R5

	RP-081068
	34.123-3
	2509
	-
	7.2.0
	Rel-7
	LCR TDD: Addition of new test cases 8.2.1.7 to RRC ATS
	approved
	B
	7.3.0
	TEI_Test
	R5

	RP-081068
	34.123-3
	2510
	-
	7.2.0
	Rel-7
	LCR TDD: Addition of new test cases 8.2.1.4 to RRC ATS
	approved
	B
	7.3.0
	TEI_Test
	R5

	RP-081068
	34.123-3
	2511
	-
	7.2.0
	Rel-7
	LCR TDD: Addition of new test cases 8.2.1.1 to RRC ATS
	approved
	B
	7.3.0
	TEI_Test
	R5

	RP-081068
	34.123-3
	2512
	-
	7.2.0
	Rel-7
	LCR TDD: Addition of new test cases 8.1.6.1 to RRC ATS
	approved
	B
	7.3.0
	TEI_Test
	R5

	RP-081068
	34.123-3
	2513
	-
	7.2.0
	Rel-7
	LCR TDD: Addition of new test cases 8.1.2.9 to RRC ATS
	approved
	B
	7.3.0
	TEI_Test
	R5

	RP-080966
	34.229-1
	0152
	-
	7.3.0
	Rel-8
	Removing unnecessary exceptions from MTSI test case 12.4.
	approved
	F
	8.0.0
	MTSI-UEConfTest
	R5

	RP-080966
	34.229-1
	0153
	-
	7.3.0
	Rel-8
	Updating generic requirements and XCAP test cases for XCAP authentication
	approved
	F
	8.0.0
	MTSI-UEConfTest
	R5

	RP-080966
	34.229-1
	0154
	-
	7.3.0
	Rel-8
	New MTSI test case 15.14 Incoming Communication Barring for anonymous users
	approved
	F
	8.0.0
	MTSI-UEConfTest
	R5

	RP-080966
	34.229-1
	0155
	-
	7.3.0
	Rel-8
	New MTSI test case 15.7 Communication Forwarding on non Reply: activation
	approved
	F
	8.0.0
	MTSI-UEConfTest
	R5

	RP-080966
	34.229-1
	0156
	-
	7.3.0
	Rel-8
	New MTSI test case 15.21 Joining a conference after being invited to it
	approved
	F
	8.0.0
	MTSI-UEConfTest
	R5

	RP-080966
	34.229-1
	0157
	-
	7.3.0
	Rel-8
	New MTSI test case 15.8 Communication Forwarding on non Reply: MO call initiation
	approved
	F
	8.0.0
	MTSI-UEConfTest
	R5

	RP-080966
	34.229-1
	0158
	-
	7.3.0
	Rel-8
	Corrections to IMS CC test case 11.2 Network initiated re-authentication
	approved
	F
	8.0.0
	MTSI-UEConfTest
	R5

	RP-080966
	34.229-1
	0159
	-
	7.3.0
	Rel-8
	Update 12.13 MT MTSI speech call
	approved
	F
	8.0.0
	MTSI-UEConfTest
	R5

	RP-080966
	34.229-1
	0160
	-
	7.3.0
	Rel-8
	Update annex C.11 MTSI MT speech call
	approved
	F
	8.0.0
	MTSI-UEConfTest
	R5

	RP-080966
	34.229-1
	0161
	-
	7.3.0
	Rel-8
	Add chapter headings for chapter 16 and 17
	approved
	F
	8.0.0
	MTSI-UEConfTest
	R5

	RP-080956
	34.229-1
	0162
	-
	7.3.0
	Rel-8
	Correction to add the referencea to the PICS statements in Annex A
	approved
	F
	8.0.0
	TEI7_Test
	R5

	RP-080966
	34.229-1
	0163
	-
	7.3.0
	Rel-8
	Remove non MTSI related call setup test cases
	approved
	F
	8.0.0
	MTSI-UEConfTest
	R5

	RP-080956
	34.229-1
	0164
	-
	7.3.0
	Rel-8
	Clarify GRUU applicability
	approved
	F
	8.0.0
	TEI7_Test
	R5

	RP-080966
	34.229-1
	0165
	-
	7.3.0
	Rel-8
	Add generic procedures for MTSI MO speech call, call hold and conference call
	approved
	F
	8.0.0
	MTSI-UEConfTest
	R5

	RP-080966
	34.229-1
	0166
	-
	7.3.0
	Rel-8
	New MTSI test case 16.10 MO MTSI Text session with MSRP
	approved
	F
	8.0.0
	MTSI-UEConfTest
	R5

	RP-080966
	34.229-1
	0167
	-
	7.3.0
	Rel-8
	Update 16.1 Speech AMR, indicate all codec modes
	approved
	F
	8.0.0
	MTSI-UEConfTest
	R5

	RP-080966
	34.229-1
	0168
	-
	7.3.0
	Rel-8
	Update 16.2 Speech AMR, indicate selective codec modes
	approved
	F
	8.0.0
	MTSI-UEConfTest
	R5

	RP-080966
	34.229-1
	0169
	-
	7.3.0
	Rel-8
	Update 16.3 Speech AMR-WB, indicate all codec modes
	approved
	F
	8.0.0
	MTSI-UEConfTestMTSI-UEConfTest
	R5

	RP-080966
	34.229-1
	0170
	-
	7.3.0
	Rel-8
	Update 16.4 Speech AMR-WB, indicate selective codec mode
	approved
	F
	8.0.0
	MTSI-UEConfTest
	R5

	RP-080966
	34.229-1
	0171
	-
	7.3.0
	Rel-8
	Update 17.2 MT Speech, add video remove video
	approved
	F
	8.0.0
	MTSI-UEConfTest
	R5

	RP-080966
	34.229-1
	0172
	-
	7.3.0
	Rel-8
	Update of MTSI test cases for adding/removing media
	approved
	F
	8.0.0
	MTSI-UEConfTest
	R5

	RP-080966
	34.229-1
	0173
	-
	7.3.0
	Rel-8
	New MTSI test case 15.18 Inviting user to conference by sending a REFER request to the user
	approved
	F
	8.0.0
	MTSI-UEConfTest
	R5

	RP-080966
	34.229-1
	0174
	-
	7.3.0
	Rel-8
	Remove MTSI test cases for non mandatory use cases
	approved
	F
	8.0.0
	MTSI-UEConfTest
	R5

	RP-080966
	34.229-2
	0042
	-
	7.3.0
	Rel-8
	Applicability statements of new MTSI test cases
	approved
	F
	8.0.0
	MTSI-UEConfTest
	R5

	RP-080966
	34.229-2
	0043
	-
	7.3.0
	Rel-8
	Remove applicabilities for non MTSI related call setup test cases
	approved
	F
	8.0.0
	MTSI-UEConfTest
	R5

	RP-080966
	34.229-2
	0044
	-
	7.3.0
	Rel-8
	Remove applicabilities for non mandatory use cases
	approved
	F
	8.0.0
	MTSI-UEConfTest
	R5

	RP-080966
	34.229-2
	0045
	-
	7.3.0
	Rel-8
	Update of applicability of MTSI test cases for adding/removing media
	approved
	F
	8.0.0
	MTSI-UEConfTest
	R5

	RP-080959
	34.229-3
	0039
	-
	7.1.0
	Rel-7
	Correction of HW Type and HW Length fields in DHCP response messages
	approved
	F
	7.2.0
	TEI6_Test
	R5

	RP-080959
	34.229-3
	0040
	-
	7.1.0
	Rel-7
	Minor correction of Route header template in the initial Register message
	approved
	F
	7.2.0
	TEI6_Test
	R5

	RP-080909
	36.101
	0057
	1
	8.3.0
	Rel-8
	CR UE Spectrum flatness
	approved
	F
	8.4.0
	LTE-RF
	R4

	RP-080909
	36.101
	0058
	1
	8.3.0
	Rel-8
	CR Number of Tx Exceptions
	approved
	F
	8.4.0
	LTE-RF
	R4

	RP-080911
	36.101
	0059
	-
	8.3.0
	Rel-8
	CR UE ACS test frequency offset
	approved
	F
	8.4.0
	LTE-RF
	R4

	RP-080909
	36.101
	0060
	-
	8.3.0
	Rel-8
	UL EVM equaliser definition
	approved
	F
	8.4.0
	LTE-RF
	R4

	RP-080912
	36.101
	0062
	-
	8.3.0
	Rel-8
	Alignment of TB size in Ref Meas channel for Rx characteristics
	approved
	F
	8.4.0
	LTE-RF
	R4

	RP-080909
	36.101
	0063
	-
	8.3.0
	Rel-8
	Corrections of UE spurious emissions
	approved
	F
	8.4.0
	LTE-RF
	R4

	RP-080911
	36.101
	0065
	-
	8.3.0
	Rel-8
	Correction of spurious response parameters
	approved
	F
	8.4.0
	LTE-RF
	R4

	RP-080909
	36.101
	0066
	-
	8.3.0
	Rel-8
	Clarification for UE additional spurious emissions
	approved
	F
	8.4.0
	LTE-RF
	R4

	RP-080915
	36.101
	0067
	-
	8.3.0
	Rel-8
	Correction to the figure with the Transmission Bandwidth Configuration
	approved
	F
	8.4.0
	LTE-RF
	R4

	RP-080913
	36.101
	0068
	-
	8.3.0
	Rel-8
	MIMO Correlation Matrix Corrections
	approved
	F
	8.4.0
	LTE-RF
	R4

	RP-080909
	36.101
	0071
	1
	8.3.0
	Rel-8
	UE In-band emission
	approved
	F
	8.4.0
	LTE-RF
	R4

	RP-080909
	36.101
	0072
	-
	8.3.0
	Rel-8
	Introducing ACLR requirement for co-existence with UTRA 1.6MHz channel from 36.803
	approved
	F
	8.4.0
	LTE-RF
	R4

	RP-080912
	36.101
	0073
	1
	8.3.0
	Rel-8
	Addition of 64QAM DL Reference Measurement Channel 
	approved
	F
	8.4.0
	LTE-RF
	R4

	RP-080912
	36.101
	0074
	1
	8.3.0
	Rel-8
	Addition of UL Reference Measurement Channels 
	approved
	F
	8.4.0
	LTE-RF
	R4

	RP-080909
	36.101
	0075
	-
	8.3.0
	Rel-8
	Removal of [ ] from Section 6 Transmitter Characteristics
	approved
	F
	8.4.0
	LTE-RF
	R4

	RP-080916
	36.101
	0077
	-
	8.3.0
	Rel-8
	Modification to EARFCN
	approved
	F
	8.4.0
	LTE-RF
	R4

	RP-080912
	36.101
	0078
	-
	8.3.0
	Rel-8
	TDD Reference Measurement channel for Rx characteristics
	approved
	F
	8.4.0
	LTE-RF
	R4

	RP-080951
	36.101
	0079
	1
	8.3.0
	Rel-8
	LTE UE transmitter intermodulation
	approved
	B
	8.4.0
	LTE-RF
	R4

	RP-080911
	36.101
	0080
	-
	8.3.0
	Rel-8
	Removal of LTE UE narrowband intermodulation
	approved
	F
	8.4.0
	LTE-RF
	R4

	RP-080909
	36.101
	0081
	-
	8.3.0
	Rel-8
	Clarification for PHS band protection
	approved
	F
	8.4.0
	LTE-RF
	R4

	RP-080927
	36.101
	0084
	1
	8.3.0
	Rel-8
	Clarification of HST propagation conditions
	approved
	F
	8.4.0
	LTE-RF
	R4

	RP-080917
	36.101
	0085
	1
	8.3.0
	Rel-8
	New Clause 5 outline
	approved
	F
	8.4.0
	LTE-RF
	R4

	RP-080911
	36.101
	0090
	1
	8.3.0
	Rel-8
	Introduction of Maximum Sensitivity Degradation
	approved
	F
	8.4.0
	LTE-RF
	R4

	RP-080910
	36.101
	0091
	1
	8.3.0
	Rel-8
	Update of Clause 8
	approved
	F
	8.4.0
	LTE-RF
	R4

	RP-080908
	36.101
	0094
	2
	8.3.0
	Rel-8
	CR TX  RX channel frequency separation
	approved
	F
	8.4.0
	LTE-RF
	R4

	RP-080909
	36.101
	0098
	1
	8.3.0
	Rel-8
	Maximum power
	approved
	F
	8.4.0
	LTE-RF
	R4

	RP-080951
	36.101
	0099
	2
	8.3.0
	Rel-8
	CR UE Output power dynamic 
	approved
	B
	8.4.0
	LTE-RF
	R4

	RP-080909
	36.101
	0101
	-
	8.3.0
	Rel-8
	Alignment of the measurement interval for transmit signal quality
	approved
	F
	8.4.0
	LTE-RF
	R4

	RP-080919
	36.101
	0102
	-
	8.3.0
	Rel-8
	Introduction of Bands 12 and 17 for 36.101
	approved
	B
	8.4.0
	LTE-RF
	R4

	RP-080911
	36.101
	0103
	-
	8.3.0
	Rel-8
	Removal of [ ] from Section 7 Receiver Characteristics
	approved
	F
	8.4.0
	LTE-RF
	R4

	RP-080912
	36.101
	0104
	-
	8.3.0
	Rel-8
	Reference measurement channels for PDSCH performance requirements (TDD)
	approved
	F
	8.4.0
	LTE-RF
	R4

	RP-080909
	36.101
	0105
	1
	8.3.0
	Rel-8
	UE maximum output power for Band 13
	approved
	F
	8.4.0
	LTE-RF
	R4

	RP-080950
	36.101
	0106
	1
	8.3.0
	Rel-8
	Structure of Clause 9 including CSI requirements for PUCCH mode 1-0
	approved
	B
	8.4.0
	LTE-RF
	R4

	RP-080925
	36.104
	0024
	-
	8.3.0
	Rel-8
	LTE TDD Update for Annex E of 36.104
	approved
	F
	8.4.0
	LTE-RF
	R4

	RP-080922
	36.104
	0025
	1
	8.3.0
	Rel-8
	Updates of Fixed Reference Channels and requirements for UL timing adjustment and PUCCH format 2
	approved
	F
	8.4.0
	LTE-RF
	R4

	RP-080918
	36.104
	0026
	-
	8.3.0
	Rel-8
	Correction of output power dynamics requirement
	approved
	F
	8.4.0
	LTE-RF
	R4

	RP-080918
	36.104
	0027
	-
	8.3.0
	Rel-8
	LTE BS ON-OFF Mask
	approved
	F
	8.4.0
	LTE-RF
	R4

	RP-080918
	36.104
	0028
	-
	8.3.0
	Rel-8
	Correction to RE power control dynamic range
	approved
	F
	8.4.0
	LTE-RF
	R4

	RP-080919
	36.104
	0029
	1
	8.3.0
	Rel-8
	BS RF requirements for Band 17
	approved
	B
	8.4.0
	LTE-RF
	R4

	RP-080915
	36.104
	0030
	-
	8.3.0
	Rel-8
	Correction to the figure with the Transmission Bandwidth Configuration
	approved
	F
	8.4.0
	LTE-RF
	R4

	RP-080927
	36.104
	0031
	-
	8.3.0
	Rel-8
	Corrections of eNB performance requirements for high speed train
	approved
	F
	8.4.0
	LTE-RF
	R4

	RP-080927
	36.104
	0032
	1
	8.3.0
	Rel-8
	Clarification of eNB HST propagation conditions
	approved
	F
	8.4.0
	LTE-RF
	R4

	RP-080922
	36.104
	0033
	1
	8.3.0
	Rel-8
	eNB performance requirements for Multi User PUCCH
	approved
	B
	8.4.0
	LTE-RF
	R4

	RP-080916
	36.104
	0034
	-
	8.3.0
	Rel-8
	Modification to EARFCN
	approved
	F
	8.4.0
	LTE-RF
	R4

	RP-080914
	36.104
	0037
	1
	8.3.0
	Rel-8
	Editorial updates of TS 36.104
	approved
	F
	8.4.0
	LTE-RF
	R4

	RP-080917
	36.104
	0038
	1
	8.3.0
	Rel-8
	Alignment of clause 5 between E-UTRA specs
	approved
	F
	8.4.0
	LTE-RF
	R4

	RP-080921
	36.104
	0039
	1
	8.3.0
	Rel-8
	Update of TDD-FDD coexistence requirements
	approved
	C
	8.4.0
	LTE-RF
	R4

	RP-080920
	36.104
	0041
	-
	8.3.0
	Rel-8
	Update of total dynamic range limits
	approved
	C
	8.4.0
	LTE-RF
	R4

	RP-080922
	36.104
	0042
	-
	8.3.0
	Rel-8
	PRACH demodulation requirements update
	approved
	C
	8.4.0
	LTE-RF
	R4

	RP-080923
	36.104
	0043
	-
	8.3.0
	Rel-8
	General updates to Clause 8 and Appendix A
	approved
	D
	8.4.0
	LTE-RF
	R4

	RP-080922
	36.104
	0044
	-
	8.3.0
	Rel-8
	eNB performance requirements for HARQ-ACK multiplexed on PUSCH
	approved
	B
	8.4.0
	LTE-RF
	R4

	RP-080933
	36.133
	0049
	-
	8.3.0
	Rel-8
	E-UTRAN TDD  TDD intra/inter frequency measurement reporting requirements
	approved
	F
	8.4.0
	LTE-RF
	R4

	RP-080933
	36.133
	0050
	-
	8.3.0
	Rel-8
	E-UTRAN FDD  UTRAN FDD Measurement reporting requirements
	approved
	F
	8.4.0
	LTE-RF
	R4

	RP-080929
	36.133
	0051
	-
	8.3.0
	Rel-8
	Correction to idle mode requirements
	approved
	F
	8.4.0
	LTE-RF
	R4

	RP-080929
	36.133
	0052
	-
	8.3.0
	Rel-8
	Definition of out of service area
	approved
	F
	8.4.0
	LTE-RF
	R4

	RP-080919
	36.133
	0053
	-
	8.3.0
	Rel-8
	Introduction of 700 MHz Bands 12, 14 and 17
	approved
	B
	8.4.0
	LTE-RF
	R4

	RP-080929
	36.133
	0054
	-
	8.3.0
	Rel-8
	Measurement requirements for UTRAN TDD cells in idle state
	approved
	F
	8.4.0
	LTE-RF
	R4

	RP-080929
	36.133
	0055
	-
	8.3.0
	Rel-8
	Correction of E-UTRAN cell measurement requirements in idle state
	approved
	F
	8.4.0
	LTE-RF
	R4

	RP-080933
	36.133
	0056
	-
	8.3.0
	Rel-8
	Correction of TS36.133 section 8.1.2.1.1
	approved
	F
	8.4.0
	LTE-RF
	R4

	RP-080933
	36.133
	0058
	-
	8.3.0
	Rel-8
	Measurement requirement for E-UTRAN TDD to UTRAN TDD/FDD when DRX is used
	approved
	F
	8.4.0
	LTE-RF
	R4

	RP-080933
	36.133
	0060
	-
	8.3.0
	Rel-8
	Interfrequency and GSM measurement performance requirements in large DRX
	approved
	F
	8.4.0
	LTE-RF
	R4

	RP-080933
	36.133
	0062
	-
	8.3.0
	Rel-8
	Correction of implementation margin for transmission gap
	approved
	F
	8.4.0
	LTE-RF
	R4

	RP-080932
	36.133
	0063
	4
	8.3.0
	Rel-8
	Synchronization Requirements for E-UTRAN to 1xRTT and HRPD Handovers
	approved
	F
	8.4.0
	LTE-RF
	R4

	RP-080933
	36.133
	0066
	1
	8.3.0
	Rel-8
	Measurements models in RRC_CONNECTED
	approved
	F
	8.4.0
	LTE-RF
	R4

	RP-080929
	36.133
	0069
	2
	8.3.0
	Rel-8
	Correction of Inter-RAT UTRA cell reselection requirement
	approved
	F
	8.4.0
	LTE-RF
	R4

	RP-080931
	36.133
	0071
	-
	8.3.0
	Rel-8
	Random access requirements
	approved
	F
	8.4.0
	LTE-RF
	R4

	RP-080933
	36.133
	0072
	-
	8.3.0
	Rel-8
	Alignment of DRX cycle dependent requirements
	approved
	F
	8.4.0
	LTE-RF
	R4

	RP-080933
	36.133
	0073
	1
	8.3.0
	Rel-8
	Aligment of sideconditions for mobility measurements
	approved
	F
	8.4.0
	LTE-RF
	R4

	RP-080937
	36.133
	0074
	1
	8.3.0
	Rel-8
	E-UTRA to UTRA cell search requirements for SON
	approved
	B
	8.4.0
	LTE-RF
	R4

	RP-080936
	36.133
	0075
	-
	8.3.0
	Rel-8
	cdma2000 1xRTT Measurement Requirements
	approved
	B
	8.4.0
	LTE-RF
	R4

	RP-080930
	36.133
	0076
	-
	8.3.0
	Rel-8
	Correction to HO Requirements
	approved
	F
	8.4.0
	LTE-RF
	R4

	RP-080934
	36.133
	0077
	-
	8.3.0
	Rel-8
	Correction to RSRQ Report Mapping
	approved
	F
	8.4.0
	LTE-RF
	R4

	RP-080933
	36.133
	0078
	1
	8.3.0
	Rel-8
	Limitation of maximum number of layers for multiple monitoring
	approved
	F
	8.4.0
	LTE-RF
	R4

	RP-080935
	36.133
	0080
	1
	8.3.0
	Rel-8
	Test Configuration for RRM Tests: Measurement Reference Channels and OCNG
	approved
	B
	8.4.0
	LTE-RF
	R4

	RP-080935
	36.133
	0081
	1
	8.3.0
	Rel-8
	Phase I RRM Test Cases
	approved
	B
	8.4.0
	LTE-RF
	R4

	RP-080933
	36.133
	0083
	1
	8.3.0
	Rel-8
	GSM Cell identification requirements for parallel monitoring
	approved
	F
	8.4.0
	LTE-RF
	R4

	RP-080932
	36.133
	0085
	-
	8.3.0
	Rel-8
	Cell phase synchronization error for large cell
	approved
	F
	8.4.0
	LTE-RF
	R4

	RP-080934
	36.133
	0086
	-
	8.3.0
	Rel-8
	Missing side conditions for RSRP and RSRQ
	approved
	F
	8.4.0
	LTE-RF
	R4

	RP-080933
	36.133
	0087
	-
	8.3.0
	Rel-8
	UE transmit timing requirement
	approved
	F
	8.4.0
	LTE-RF
	R4

	RP-080928
	36.133
	0088
	1
	8.3.0
	Rel-8
	CR to 36.133 on Radio Link Failure Monitoring
	approved
	B
	8.4.0
	LTE-RF
	R4

	RP-080926
	36.141
	0001
	1
	8.0.0
	Rel-8
	eNB performance test requirement for UL timing adjustment
	approved
	B
	8.1.0
	LTE-RF
	R4

	RP-080926
	36.141
	0002
	1
	8.0.0
	Rel-8
	eNB performance test requirement for PUCCH format 2
	approved
	B
	8.1.0
	LTE-RF
	R4

	RP-080919
	36.141
	0003
	-
	8.0.0
	Rel-8
	Introduction of Band 17
	approved
	B
	8.1.0
	LTE-RF
	R4

	RP-080923
	36.141
	0004
	-
	8.0.0
	Rel-8
	General corrections in sections 7 - Annexes
	approved
	F
	8.1.0
	LTE-RF
	R4

	RP-080924
	36.141
	0005
	-
	8.0.0
	Rel-8
	Correction of EVM test condition related to total power dynamic range
	approved
	F
	8.1.0
	LTE-RF
	R4

	RP-080927
	36.141
	0007
	1
	8.0.0
	Rel-8
	Correction of Doppler shift trajectories equations for HST conditions
	approved
	F
	8.1.0
	LTE-RF
	R4

	RP-080924
	36.141
	0008
	-
	8.0.0
	Rel-8
	Addition of BS transmit ON/OFF power tests
	approved
	F
	8.1.0
	LTE-RF
	R4

	RP-080927
	36.141
	0009
	-
	8.0.0
	Rel-8
	eNB performance test requirements for High Speed Train conditions
	approved
	B
	8.1.0
	LTE-RF
	R4

	RP-080915
	36.141
	0010
	-
	8.0.0
	Rel-8
	Correction to the figure with the Transmission Bandwidth Configuration
	approved
	F
	8.1.0
	LTE-RF
	R4

	RP-080924
	36.141
	0011
	-
	8.0.0
	Rel-8
	Clarification on emission requirements
	approved
	F
	8.1.0
	LTE-RF
	R4

	RP-080923
	36.141
	0012
	-
	8.0.0
	Rel-8
	General corrections in sections 4 - 6 
	approved
	F
	8.1.0
	LTE-RF
	R4

	RP-080926
	36.141
	0013
	1
	8.0.0
	Rel-8
	eNB performance test requirements for Multi User PUCCH
	approved
	B
	8.1.0
	LTE-RF
	R4

	RP-080916
	36.141
	0014
	-
	8.0.0
	Rel-8
	Modification to EARFCN
	approved
	F
	8.1.0
	LTE-RF
	R4

	RP-080927
	36.141
	0015
	1
	8.0.0
	Rel-8
	Clarification of eNB HST propagation conditions (36.141, rel-8)
	approved
	F
	8.1.0
	LTE-RF
	R4

	RP-080924
	36.141
	0017
	-
	8.0.0
	Rel-8
	Correction to Transmitter intermodulation test
	approved
	F
	8.1.0
	LTE-RF
	R4

	RP-080923
	36.141
	0019
	1
	8.0.0
	Rel-8
	Corrections to references, definitions, symbols and abbreviations.
	approved
	F
	8.1.0
	LTE-RF
	R4

	RP-080923
	36.141
	0020
	1
	8.0.0
	Rel-8
	Correction to clause 4 and 5.
	approved
	F
	8.1.0
	LTE-RF
	R4

	RP-080923
	36.141
	0021
	2
	8.0.0
	Rel-8
	Correction to clause 6.
	approved
	F
	8.1.0
	LTE-RF
	R4

	RP-080923
	36.141
	0022
	1
	8.0.0
	Rel-8
	Correction to clause 7.  
	approved
	F
	8.1.0
	LTE-RF
	R4

	RP-080923
	36.141
	0023
	-
	8.0.0
	Rel-8
	Correction of clause 8.
	approved
	F
	8.1.0
	LTE-RF
	R4

	RP-080923
	36.141
	0024
	-
	8.0.0
	Rel-8
	Correction to Annex G.
	approved
	F
	8.1.0
	LTE-RF
	R4

	RP-080925
	36.141
	0025
	-
	8.0.0
	Rel-8
	EVM averaging for TDD in the global in channel TX test
	approved
	F
	8.1.0
	LTE-RF
	R4

	RP-080924
	36.141
	0026
	-
	8.0.0
	Rel-8
	Correction of E-UTRA test models
	approved
	F
	8.1.0
	LTE-RF
	R4

	RP-080920
	36.141
	0027
	-
	8.0.0
	Rel-8
	Update of total dynamic range limits
	approved
	C
	8.1.0
	LTE-RF
	R4

	RP-080921
	36.141
	0028
	-
	8.0.0
	Rel-8
	Update of TDD-FDD coexistence requirements
	approved
	C
	8.1.0
	LTE-RF
	R4

	RP-080922
	36.141
	0030
	-
	8.0.0
	Rel-8
	PRACH demodulation requirements update
	approved
	C
	8.1.0
	LTE-RF
	R4

	RP-080926
	36.141
	0031
	-
	8.0.0
	Rel-8
	eNB performance requirements for HARQ-ACK multiplexed on PUSCH
	approved
	B
	8.1.0
	LTE-RF
	R4

	RP-080924
	36.141
	0032
	-
	8.0.0
	Rel-8
	E-UTRAN TDD test models
	approved
	F
	8.1.0
	LTE-RF
	R4

	RP-080981
	36.201
	0002
	-
	8.1.0
	Rel-8
	Clarification of modular operation
	approved
	F
	8.2.0
	LTE-Phys
	R1

	RP-080982
	36.211
	0070
	1
	8.4.0
	Rel-8
	Correction for the definition of UE-specific reference signals
	reissued
	F
	
	LTE-Phys
	R1

	RP-081074
	36.211
	0070
	1
	8.4.0
	Rel-8
	Correction for the definition of UE-specific reference signals
	approved
	F
	8.5.0
	LTE-Phys
	R1

	RP-080982
	36.211
	0072
	2
	8.4.0
	Rel-8
	Corrections to precoding for large delay CDD
	reissued
	F
	
	LTE-Phys
	R1

	RP-081074
	36.211
	0072
	2
	8.4.0
	Rel-8
	Corrections to precoding for large delay CDD
	approved
	F
	8.5.0
	LTE-Phys
	R1

	RP-080982
	36.211
	0080
	-
	8.4.0
	Rel-8
	Correction to the definition of nbar_oc for extended CP
	reissued
	F
	
	LTE-Phys
	R1

	RP-081074
	36.211
	0080
	-
	8.4.0
	Rel-8
	Correction to the definition of nbar_oc for extended CP
	approved
	F
	8.5.0
	LTE-Phys
	R1

	RP-081074
	36.211
	0081
	1
	8.4.0
	Rel-8
	Specification of reserved REs not used for RS
	approved
	F
	8.5.0
	LTE-Phys
	R1

	RP-080982
	36.211
	0081
	1
	8.4.0
	Rel-8
	Specification of reserved REs not used for RS
	reissued
	F
	
	LTE-Phys
	R1

	RP-081074
	36.211
	0082
	2
	8.4.0
	Rel-8
	Clarification of the random access preamble transmission timing
	approved
	F
	8.5.0
	LTE-Phys
	R1

	RP-080982
	36.211
	0082
	2
	8.4.0
	Rel-8
	Clarification of the random access preamble transmission timing
	reissued
	F
	
	LTE-Phys
	R1

	RP-081074
	36.211
	0083
	1
	8.4.0
	Rel-8
	Indexing of PRACH resources within the radio frame 
	approved
	F
	8.5.0
	LTE-Phys
	R1

	RP-080982
	36.211
	0083
	1
	8.4.0
	Rel-8
	Indexing of PRACH resources within the radio frame 
	reissued
	F
	
	LTE-Phys
	R1

	RP-080982
	36.211
	0084
	6
	8.4.0
	Rel-8
	Alignment of RAN1/RAN2 specification
	reissued
	F
	
	LTE-Phys
	R1

	RP-081074
	36.211
	0084
	6
	8.4.0
	Rel-8
	Alignment of RAN1/RAN2 specification
	approved
	F
	8.5.0
	LTE-Phys
	R1

	RP-080982
	36.211
	0086
	-
	8.4.0
	Rel-8
	Clarification on scrambling of ACK/NAK bits for PUCCH format 2a/2b
	reissued
	F
	
	LTE-Phys
	R1

	RP-081074
	36.211
	0086
	-
	8.4.0
	Rel-8
	Clarification on scrambling of ACK/NAK bits for PUCCH format 2a/2b
	approved
	F
	8.5.0
	LTE-Phys
	R1

	RP-080982
	36.211
	0087
	-
	8.4.0
	Rel-8
	Correction of introduction of shortened SR
	reissued
	F
	
	LTE-Phys
	R1

	RP-081074
	36.211
	0087
	-
	8.4.0
	Rel-8
	Correction of introduction of shortened SR
	approved
	F
	8.5.0
	LTE-Phys
	R1

	RP-081074
	36.211
	0088
	-
	8.4.0
	Rel-8
	Corrections to 36.211
	approved
	F
	8.5.0
	LTE-Phys
	R1

	RP-080982
	36.211
	0088
	-
	8.4.0
	Rel-8
	Corrections to 36.211
	reissued
	F
	
	LTE-Phys
	R1

	RP-081074
	36.211
	0089
	-
	8.4.0
	Rel-8
	Clarification on PUSCH DM RS Cyclic Shift Hopping
	approved
	F
	8.5.0
	LTE-Phys
	R1

	RP-080982
	36.211
	0089
	-
	8.4.0
	Rel-8
	Clarification on PUSCH DM RS Cyclic Shift Hopping
	reissued
	F
	
	LTE-Phys
	R1

	RP-080982
	36.211
	0092
	1
	8.4.0
	Rel-8
	Correction to the uplink DM RS assignment
	reissued
	F
	
	LTE-Phys
	R1

	RP-081074
	36.211
	0092
	1
	8.4.0
	Rel-8
	Correction to the uplink DM RS assignment
	approved
	F
	8.5.0
	LTE-Phys
	R1

	RP-080982
	36.211
	0093
	-
	8.4.0
	Rel-8
	Clarify the RNTI used in scrambling sequence initialization
	reissued
	F
	
	LTE-Phys
	R1

	RP-081074
	36.211
	0093
	-
	8.4.0
	Rel-8
	Clarify the RNTI used in scrambling sequence initialization
	approved
	F
	8.5.0
	LTE-Phys
	R1

	RP-080982
	36.211
	0094
	1
	8.4.0
	Rel-8
	On linkage Among UL Power Control Parameters
	reissued
	F
	
	LTE-Phys
	R1

	RP-081074
	36.211
	0094
	1
	8.4.0
	Rel-8
	On linkage Among UL Power Control Parameters
	approved
	F
	8.5.0
	LTE-Phys
	R1

	RP-081074
	36.211
	0095
	-
	8.4.0
	Rel-8
	Clarification on PUSCH pre-determined hopping pattern
	approved
	F
	8.5.0
	LTE-Phys
	R1

	RP-080982
	36.211
	0095
	-
	8.4.0
	Rel-8
	Clarification on PUSCH pre-determined hopping pattern
	reissued
	F
	
	LTE-Phys
	R1

	RP-081074
	36.211
	0096
	-
	8.4.0
	Rel-8
	Clarification of SRS sequence-group and base sequence number
	approved
	F
	8.5.0
	LTE-Phys
	R1

	RP-080982
	36.211
	0096
	-
	8.4.0
	Rel-8
	Clarification of SRS sequence-group and base sequence number
	reissued
	F
	
	LTE-Phys
	R1

	RP-080982
	36.211
	0097
	1
	8.4.0
	Rel-8
	SRS subframe configuration
	reissued
	F
	
	LTE-Phys
	R1

	RP-081074
	36.211
	0097
	1
	8.4.0
	Rel-8
	SRS subframe configuration
	approved
	F
	8.5.0
	LTE-Phys
	R1

	RP-081074
	36.211
	0098
	-
	8.4.0
	Rel-8
	Remaining SRS details for TDD
	approved
	F
	8.5.0
	LTE-Phys
	R1

	RP-080982
	36.211
	0098
	-
	8.4.0
	Rel-8
	Remaining SRS details for TDD
	reissued
	F
	
	LTE-Phys
	R1

	RP-081074
	36.211
	0099
	-
	8.4.0
	Rel-8
	Clarifying UL VRB Allocation
	approved
	F
	8.5.0
	LTE-Phys
	R1

	RP-080982
	36.211
	0099
	-
	8.4.0
	Rel-8
	Clarifying UL VRB Allocation
	reissued
	F
	
	LTE-Phys
	R1

	RP-081074
	36.211
	0100
	-
	8.4.0
	Rel-8
	Clarification on PUCCH resource hopping
	approved
	F
	8.5.0
	LTE-Phys
	R1

	RP-080982
	36.211
	0100
	-
	8.4.0
	Rel-8
	Clarification on PUCCH resource hopping
	reissued
	F
	
	LTE-Phys
	R1

	RP-081074
	36.211
	0101
	-
	8.4.0
	Rel-8
	Correction for definition of Qm  and a pseudo code syntax error in Scrambling.
	approved
	F
	8.5.0
	LTE-Phys
	R1

	RP-080982
	36.211
	0101
	-
	8.4.0
	Rel-8
	Correction for definition of Qm  and a pseudo code syntax error in Scrambling.
	reissued
	F
	
	LTE-Phys
	R1

	RP-080982
	36.211
	0105
	1
	8.4.0
	Rel-8
	Remaining Issues on SRS of TDD
	reissued
	F
	
	LTE-Phys
	R1

	RP-081074
	36.211
	0105
	1
	8.4.0
	Rel-8
	Remaining Issues on SRS of TDD
	approved
	F
	8.5.0
	LTE-Phys
	R1

	RP-081074
	36.211
	0106
	-
	8.4.0
	Rel-8
	Correction of reference to RAN4 specification of supported uplink bandwidth
	approved
	F
	8.5.0
	LTE-Phys
	R1

	RP-080982
	36.211
	0106
	-
	8.4.0
	Rel-8
	Correction of reference to RAN4 specification of supported uplink bandwidth
	reissued
	F
	
	LTE-Phys
	R1

	RP-081074
	36.211
	0107
	-
	8.4.0
	Rel-8
	General corrections to SRS
	approved
	F
	8.5.0
	LTE-Phys
	R1

	RP-080982
	36.211
	0107
	-
	8.4.0
	Rel-8
	General corrections to SRS
	reissued
	F
	
	LTE-Phys
	R1

	RP-081074
	36.211
	0109
	2
	8.4.0
	Rel-8
	Correction to PCFICH specification
	approved
	F
	8.5.0
	LTE-Phys
	R1

	RP-080982
	36.211
	0109
	2
	8.4.0
	Rel-8
	Correction to PCFICH specification
	reissued
	F
	
	LTE-Phys
	R1

	RP-080982
	36.211
	0110
	1
	8.4.0
	Rel-8
	Correction to Layer Mapping for Transmit Diversity with Four Antenna Ports
	reissued
	F
	
	LTE-Phys
	R1

	RP-081074
	36.211
	0110
	1
	8.4.0
	Rel-8
	Correction to Layer Mapping for Transmit Diversity with Four Antenna Ports
	approved
	F
	8.5.0
	LTE-Phys
	R1

	RP-081074
	36.211
	0111
	-
	8.4.0
	Rel-8
	Correction of the mapping of cyclic shift filed in DCI format 0 to the dynamic cyclic shift offset
	approved
	F
	8.5.0
	LTE-Phys
	R1

	RP-080982
	36.211
	0111
	-
	8.4.0
	Rel-8
	Correction of the mapping of cyclic shift filed in DCI format 0 to the dynamic cyclic shift offset
	reissued
	F
	
	LTE-Phys
	R1

	RP-081074
	36.211
	0112
	-
	8.4.0
	Rel-8
	DRS collision handling
	approved
	F
	8.5.0
	LTE-Phys
	R1

	RP-080982
	36.211
	0112
	-
	8.4.0
	Rel-8
	DRS collision handling
	reissued
	F
	
	LTE-Phys
	R1

	RP-081074
	36.211
	0113
	-
	8.4.0
	Rel-8
	Clarification to enable reuse of non-active PUCCH CQI RBs for PUSCH
	approved
	F
	8.5.0
	LTE-Phys
	R1

	RP-080982
	36.211
	0113
	-
	8.4.0
	Rel-8
	Clarification to enable reuse of non-active PUCCH CQI RBs for PUSCH
	reissued
	F
	
	LTE-Phys
	R1

	RP-081074
	36.211
	0114
	1
	8.4.0
	Rel-8
	PUSCH Mirror Hopping operation
	approved
	F
	8.5.0
	LTE-Phys
	R1

	RP-080982
	36.211
	0114
	1
	8.4.0
	Rel-8
	PUSCH Mirror Hopping operation
	reissued
	F
	
	LTE-Phys
	R1

	RP-080983
	36.212
	0050
	2
	8.4.0
	Rel-8
	Clarification of input bits corresponding to 2-bit HARQ-ACK and 2-bit RI
	approved
	F
	8.5.0
	LTE-Phys
	R1

	RP-080983
	36.212
	0053
	-
	8.4.0
	Rel-8
	Editorial corrections to 36.212
	approved
	D
	8.5.0
	LTE-Phys
	R1

	RP-080983
	36.212
	0055
	-
	8.4.0
	Rel-8
	Miscellaneous Corrections
	approved
	F
	8.5.0
	LTE-Phys
	R1

	RP-080983
	36.212
	0057
	-
	8.4.0
	Rel-8
	Clarification of mapping of information bits
	approved
	F
	8.5.0
	LTE-Phys
	R1

	RP-080983
	36.212
	0058
	-
	8.4.0
	Rel-8
	Completion of 36.212 CR47 (R1-083421) for "new" DCI Formats
	approved
	F
	8.5.0
	LTE-Phys
	R1

	RP-080983
	36.212
	0059
	-
	8.4.0
	Rel-8
	Change for determining DCI format 1A TBS table column indicator for broadcast control
	approved
	F
	8.5.0
	LTE-Phys
	R1

	RP-080983
	36.212
	0061
	2
	8.4.0
	Rel-8
	Defining DCI format 1A for downlink data arrival
	approved
	F
	8.5.0
	LTE-Phys
	R1

	RP-080983
	36.212
	0063
	1
	8.4.0
	Rel-8
	ACK/NACK transmission on PUSCH for LTE TDD
	approved
	F
	8.5.0
	LTE-Phys
	R1

	RP-080983
	36.212
	0065
	-
	8.4.0
	Rel-8
	Correction in 36.212 related to TDD downlink HARQ processes
	approved
	F
	8.5.0
	LTE-Phys
	R1

	RP-080983
	36.212
	0067
	1
	8.4.0
	Rel-8
	Correction of control MCS offset and SRS symbol puncturing
	approved
	F
	8.5.0
	LTE-Phys
	R1

	RP-080983
	36.212
	0068
	1
	8.4.0
	Rel-8
	DCI format 2/2A
	approved
	F
	8.5.0
	LTE-Phys
	R1

	RP-080983
	36.212
	0069
	-
	8.4.0
	Rel-8
	Correction to zero padding in DCI format 1
	approved
	F
	8.5.0
	LTE-Phys
	R1

	RP-080983
	36.212
	0071
	-
	8.4.0
	Rel-8
	Clarification of RI bit field mapping for PUCCH
	approved
	F
	8.5.0
	LTE-Phys
	R1

	RP-080983
	36.212
	0072
	-
	8.4.0
	Rel-8
	Clarifying RNTI bit mapping for PDCCH CRC scrambling
	approved
	F
	8.5.0
	LTE-Phys
	R1

	RP-080983
	36.212
	0073
	-
	8.4.0
	Rel-8
	Clarification on BCH transport block size
	approved
	F
	8.5.0
	LTE-Phys
	R1

	RP-080983
	36.212
	0076
	-
	8.4.0
	Rel-8
	Clarification on the number of PUCCH-based CQI/PMI bits when reported on PUSCH
	approved
	F
	8.5.0
	LTE-Phys
	R1

	RP-081075
	36.213
	0082
	3
	8.4.0
	Rel-8
	Corrections to RI for CQI reporting
	approved
	F
	8.5.0
	LTE-Phys
	R1

	RP-080984
	36.213
	0082
	3
	8.4.0
	Rel-8
	Corrections to RI for CQI reporting
	reissued
	F
	
	LTE-Phys
	R1

	RP-081075
	36.213
	0083
	2
	8.4.0
	Rel-8
	Moving description of large delay CDD to 36.211
	approved
	F
	8.5.0
	LTE-Phys
	R1

	RP-080984
	36.213
	0083
	2
	8.4.0
	Rel-8
	Moving description of large delay CDD to 36.211
	reissued
	F
	
	LTE-Phys
	R1

	RP-081085
	36.213
	0085
	5
	8.4.0
	Rel-8
	CQI report for transmission mode 7
	withdrawn
	F
	
	LTE-Phys
	R1

	RP-080984
	36.213
	0102
	3
	8.4.0
	Rel-8
	Reception of DCI formats
	reissued
	F
	
	LTE-Phys
	R1

	RP-081075
	36.213
	0102
	3
	8.4.0
	Rel-8
	Reception of DCI formats
	approved
	F
	8.5.0
	LTE-Phys
	R1

	RP-080984
	36.213
	0105
	8
	8.4.0
	Rel-8
	Alignment of RAN1/RAN2 specification
	reissued
	F
	
	LTE-Phys
	R1

	RP-081075
	36.213
	0105
	8
	8.4.0
	Rel-8
	Alignment of RAN1/RAN2 specification
	approved
	F
	8.5.0
	LTE-Phys
	R1

	RP-081075
	36.213
	0107
	1
	8.4.0
	Rel-8
	General correction of reset of power control and random access response message
	approved
	F
	8.5.0
	LTE-Phys
	R1

	RP-080984
	36.213
	0107
	1
	8.4.0
	Rel-8
	General correction of reset of power control and random access response message
	reissued
	F
	
	LTE-Phys
	R1

	RP-080984
	36.213
	0108
	2
	8.4.0
	Rel-8
	Final details on codebook subset restrictions
	reissued
	F
	
	LTE-Phys
	R1

	RP-081075
	36.213
	0108
	2
	8.4.0
	Rel-8
	Final details on codebook subset restrictions
	approved
	F
	8.5.0
	LTE-Phys
	R1

	RP-081139
	36.213
	0108
	3
	8.4.0
	Rel-8
	Final details on codebook subset restrictions
	rejected
	F
	
	LTE-Phys
	R1

	RP-080984
	36.213
	0109
	-
	8.4.0
	Rel-8
	Correction on the definition of Pmax
	reissued
	F
	
	LTE-Phys
	R1

	RP-081075
	36.213
	0109
	-
	8.4.0
	Rel-8
	Correction on the definition of Pmax
	approved
	F
	8.5.0
	LTE-Phys
	R1

	RP-080984
	36.213
	0112
	2
	8.4.0
	Rel-8
	CQI/PMI reference measurement periods
	reissued
	F
	
	LTE-Phys
	R1

	RP-081075
	36.213
	0112
	2
	8.4.0
	Rel-8
	CQI/PMI reference measurement periods
	approved
	F
	8.5.0
	LTE-Phys
	R1

	RP-081075
	36.213
	0113
	-
	8.4.0
	Rel-8
	Correction of introduction of shortened SR
	approved
	F
	8.5.0
	LTE-Phys
	R1

	RP-080984
	36.213
	0113
	-
	8.4.0
	Rel-8
	Correction of introduction of shortened SR
	reissued
	F
	
	LTE-Phys
	R1

	RP-081075
	36.213
	0114
	-
	8.4.0
	Rel-8
	RAN1/2 specification alignment on HARQ operation
	approved
	F
	8.5.0
	LTE-Phys
	R1

	RP-080984
	36.213
	0114
	-
	8.4.0
	Rel-8
	RAN1/2 specification alignment on HARQ operation
	reissued
	F
	
	LTE-Phys
	R1

	RP-080984
	36.213
	0115
	-
	8.4.0
	Rel-8
	Introducing other missing L1 parameters in 36.213
	reissued
	F
	
	LTE-Phys
	R1

	RP-081075
	36.213
	0115
	-
	8.4.0
	Rel-8
	Introducing other missing L1 parameters in 36.213
	approved
	F
	8.5.0
	LTE-Phys
	R1

	RP-081075
	36.213
	0116
	-
	8.4.0
	Rel-8
	PDCCH blind decoding
	approved
	F
	8.5.0
	LTE-Phys
	R1

	RP-080984
	36.213
	0116
	-
	8.4.0
	Rel-8
	PDCCH blind decoding
	reissued
	F
	
	LTE-Phys
	R1

	RP-081075
	36.213
	0117
	-
	8.4.0
	Rel-8
	PDCCH search space
	approved
	F
	8.5.0
	LTE-Phys
	R1

	RP-080984
	36.213
	0117
	-
	8.4.0
	Rel-8
	PDCCH search space
	reissued
	F
	
	LTE-Phys
	R1

	RP-081075
	36.213
	0119
	-
	8.4.0
	Rel-8
	Delta_TF for PUSCH
	approved
	F
	8.5.0
	LTE-Phys
	R1

	RP-080984
	36.213
	0119
	-
	8.4.0
	Rel-8
	Delta_TF for PUSCH
	reissued
	F
	
	LTE-Phys
	R1

	RP-081075
	36.213
	0120
	-
	8.4.0
	Rel-8
	Delta_preamble_msg3 parameter values and TPC command in RA response
	approved
	F
	8.5.0
	LTE-Phys
	R1

	RP-080984
	36.213
	0120
	-
	8.4.0
	Rel-8
	Delta_preamble_msg3 parameter values and TPC command in RA response
	reissued
	F
	
	LTE-Phys
	R1

	RP-080984
	36.213
	0122
	1
	8.4.0
	Rel-8
	Correction of offset signaling of uplink control information MCS
	reissued
	F
	
	LTE-Phys
	R1

	RP-081075
	36.213
	0122
	1
	8.4.0
	Rel-8
	Correction of offset signaling of uplink control information MCS
	approved
	F
	8.5.0
	LTE-Phys
	R1

	RP-081075
	36.213
	0124
	-
	8.4.0
	Rel-8
	Miscellaneous Corrections
	approved
	F
	8.5.0
	LTE-Phys
	R1

	RP-080984
	36.213
	0124
	-
	8.4.0
	Rel-8
	Miscellaneous Corrections
	reissued
	F
	
	LTE-Phys
	R1

	RP-080984
	36.213
	0125
	-
	8.4.0
	Rel-8
	Clarification of the uplink index in TDD mode
	reissued
	F
	
	LTE-Phys
	R1

	RP-081075
	36.213
	0125
	-
	8.4.0
	Rel-8
	Clarification of the uplink index in TDD mode
	approved
	F
	8.5.0
	LTE-Phys
	R1

	RP-080984
	36.213
	0126
	-
	8.4.0
	Rel-8
	Clarification of the uplink transmission configurations
	reissued
	F
	
	LTE-Phys
	R1

	RP-081075
	36.213
	0126
	-
	8.4.0
	Rel-8
	Clarification of the uplink transmission configurations
	approved
	F
	8.5.0
	LTE-Phys
	R1

	RP-080984
	36.213
	0127
	2
	8.4.0
	Rel-8
	Correction to the PHICH index assignment
	reissued
	F
	
	LTE-Phys
	R1

	RP-081075
	36.213
	0127
	2
	8.4.0
	Rel-8
	Correction to the PHICH index assignment
	approved
	F
	8.5.0
	LTE-Phys
	R1

	RP-080984
	36.213
	0128
	-
	8.4.0
	Rel-8
	Clarification of type-2 PDSCH resource allocation for format 1C
	reissued
	F
	
	LTE-Phys
	R1

	RP-081075
	36.213
	0128
	-
	8.4.0
	Rel-8
	Clarification of type-2 PDSCH resource allocation for format 1C
	approved
	F
	8.5.0
	LTE-Phys
	R1

	RP-081075
	36.213
	0129
	-
	8.4.0
	Rel-8
	Clarification of uplink grant in random access response
	approved
	F
	8.5.0
	LTE-Phys
	R1

	RP-080984
	36.213
	0129
	-
	8.4.0
	Rel-8
	Clarification of uplink grant in random access response
	reissued
	F
	
	LTE-Phys
	R1

	RP-081075
	36.213
	0130
	-
	8.4.0
	Rel-8
	UE sounding procedure
	approved
	F
	8.5.0
	LTE-Phys
	R1

	RP-080984
	36.213
	0130
	-
	8.4.0
	Rel-8
	UE sounding procedure
	reissued
	F
	
	LTE-Phys
	R1

	RP-080984
	36.213
	0132
	-
	8.4.0
	Rel-8
	Switching between DCI 1A and 2
	withdrawn
	F
	
	LTE-Phys
	R1

	RP-081075
	36.213
	0134
	-
	8.4.0
	Rel-8
	Change for determining DCI format 1A TBS table column indicator for broadcast control
	approved
	F
	8.5.0
	LTE-Phys
	R1

	RP-080984
	36.213
	0134
	-
	8.4.0
	Rel-8
	Change for determining DCI format 1A TBS table column indicator for broadcast control
	reissued
	F
	
	LTE-Phys
	R1

	RP-081075
	36.213
	0135
	-
	8.4.0
	Rel-8
	Clarifying UL VRB Allocation
	approved
	F
	8.5.0
	LTE-Phys
	R1

	RP-080984
	36.213
	0135
	-
	8.4.0
	Rel-8
	Clarifying UL VRB Allocation
	reissued
	F
	
	LTE-Phys
	R1

	RP-081075
	36.213
	0136
	1
	8.4.0
	Rel-8
	Correction for Aperiodic CQI
	approved
	F
	8.5.0
	LTE-Phys
	R1

	RP-080984
	36.213
	0136
	1
	8.4.0
	Rel-8
	Correction for Aperiodic CQI
	reissued
	F
	
	LTE-Phys
	R1

	RP-081075
	36.213
	0137
	1
	8.4.0
	Rel-8
	Correction for Aperiodic CQI Reporting
	approved
	F
	8.5.0
	LTE-Phys
	R1

	RP-080984
	36.213
	0137
	1
	8.4.0
	Rel-8
	Correction for Aperiodic CQI Reporting
	reissued
	F
	
	LTE-Phys
	R1

	RP-081075
	36.213
	0138
	1
	8.4.0
	Rel-8
	Correction to PUCCH CQI reporting mode for N^DL_RB <= 7
	approved
	F
	8.5.0
	LTE-Phys
	R1

	RP-080984
	36.213
	0138
	1
	8.4.0
	Rel-8
	Correction to PUCCH CQI reporting mode for N^DL_RB <= 7
	reissued
	F
	
	LTE-Phys
	R1

	RP-080984
	36.213
	0140
	1
	8.4.0
	Rel-8
	On sounding procedure in TDD
	reissued
	F
	
	LTE-Phys
	R1

	RP-081075
	36.213
	0140
	1
	8.4.0
	Rel-8
	On sounding procedure in TDD
	approved
	F
	8.5.0
	LTE-Phys
	R1

	RP-081075
	36.213
	0141
	1
	8.4.0
	Rel-8
	Alignment of RAN1/RAN3 specification
	approved
	F
	8.5.0
	LTE-Phys
	R1

	RP-080984
	36.213
	0141
	1
	8.4.0
	Rel-8
	Alignment of RAN1/RAN3 specification
	reissued
	F
	
	LTE-Phys
	R1

	RP-081075
	36.213
	0143
	1
	8.4.0
	Rel-8
	TTI bundling
	approved
	F
	8.5.0
	LTE-Phys
	R1

	RP-080984
	36.213
	0143
	1
	8.4.0
	Rel-8
	TTI bundling
	reissued
	F
	
	LTE-Phys
	R1

	RP-081075
	36.213
	0144
	1
	8.4.0
	Rel-8
	ACK/NACK transmission on PUSCH for LTE TDD
	approved
	F
	8.5.0
	LTE-Phys
	R1

	RP-080984
	36.213
	0144
	1
	8.4.0
	Rel-8
	ACK/NACK transmission on PUSCH for LTE TDD
	reissued
	F
	
	LTE-Phys
	R1

	RP-081075
	36.213
	0145
	1
	8.4.0
	Rel-8
	Timing relationship between PHICH and its associated PUSCH
	approved
	F
	8.5.0
	LTE-Phys
	R1

	RP-080984
	36.213
	0145
	1
	8.4.0
	Rel-8
	Timing relationship between PHICH and its associated PUSCH
	reissued
	F
	
	LTE-Phys
	R1

	RP-081075
	36.213
	0147
	1
	8.4.0
	Rel-8
	Definition of parameter for downlink reference signal transmit power
	approved
	F
	8.5.0
	LTE-Phys
	R1

	RP-080984
	36.213
	0147
	1
	8.4.0
	Rel-8
	Definition of parameter for downlink reference signal transmit power
	reissued
	F
	
	LTE-Phys
	R1

	RP-080984
	36.213
	0148
	1
	8.4.0
	Rel-8
	Radio link monitoring
	reissued
	F
	
	LTE-Phys
	R1

	RP-081075
	36.213
	0148
	1
	8.4.0
	Rel-8
	Radio link monitoring
	approved
	F
	8.5.0
	LTE-Phys
	R1

	RP-080984
	36.213
	0149
	1
	8.4.0
	Rel-8
	Correction in 36.213 related to TDD downlink HARQ processes
	reissued
	F
	
	LTE-Phys
	R1

	RP-081075
	36.213
	0149
	1
	8.4.0
	Rel-8
	Correction in 36.213 related to TDD downlink HARQ processes
	approved
	F
	8.5.0
	LTE-Phys
	R1

	RP-081075
	36.213
	0151
	-
	8.4.0
	Rel-8
	Nominal PDSCH-to-RS EPRE Offset for CQI Reporting
	approved
	F
	8.5.0
	LTE-Phys
	R1

	RP-080984
	36.213
	0151
	-
	8.4.0
	Rel-8
	Nominal PDSCH-to-RS EPRE Offset for CQI Reporting
	reissued
	F
	
	LTE-Phys
	R1

	RP-081075
	36.213
	0152
	1
	8.4.0
	Rel-8
	Support of UL ACK/NAK repetition in Rel-8
	approved
	F
	8.5.0
	LTE-Phys
	R1

	RP-080984
	36.213
	0152
	1
	8.4.0
	Rel-8
	Support of UL ACK/NAK repetition in Rel-8
	reissued
	F
	
	LTE-Phys
	R1

	RP-081107
	36.213
	0154
	1
	8.4.0
	Rel-8
	Corrections on codebook subset restriction for open-loop spatial multiplexing
	rejected
	F
	
	LTE-Phys
	R1

	RP-081112
	36.213
	0154
	1
	8.4.0
	Rel-8
	Corrections on codebook subset restriction for open-loop spatial multiplexing
	rejected
	F
	
	LTE-Phys
	R1

	RP-080984
	36.213
	0155
	-
	8.4.0
	Rel-8
	Clarification of misconfiguration of aperiodic CQI and SR
	reissued
	F
	
	LTE-Phys
	R1

	RP-081075
	36.213
	0155
	-
	8.4.0
	Rel-8
	Clarification of misconfiguration of aperiodic CQI and SR
	approved
	F
	8.5.0
	LTE-Phys
	R1

	RP-080984
	36.213
	0156
	1
	8.4.0
	Rel-8
	Correction of control information multiplexing in subframe bundling mode
	reissued
	F
	
	LTE-Phys
	R1

	RP-081075
	36.213
	0156
	1
	8.4.0
	Rel-8
	Correction of control information multiplexing in subframe bundling mode
	approved
	F
	8.5.0
	LTE-Phys
	R1

	RP-080984
	36.213
	0157
	-
	8.4.0
	Rel-8
	Correction to the PHICH index assignment
	reissued
	F
	
	LTE-Phys
	R1

	RP-081075
	36.213
	0157
	-
	8.4.0
	Rel-8
	Correction to the PHICH index assignment
	approved
	F
	8.5.0
	LTE-Phys
	R1

	RP-080984
	36.213
	0158
	1
	8.4.0
	Rel-8
	UE transmit antenna selection
	reissued
	F
	
	LTE-Phys
	R1

	RP-081075
	36.213
	0158
	1
	8.4.0
	Rel-8
	UE transmit antenna selection
	approved
	F
	8.5.0
	LTE-Phys
	R1

	RP-081075
	36.213
	0159
	-
	8.4.0
	Rel-8
	Clarification of spatial different CQI for CQI reporting Mode 2-1
	approved
	F
	8.5.0
	LTE-Phys
	R1

	RP-080984
	36.213
	0159
	-
	8.4.0
	Rel-8
	Clarification of spatial different CQI for CQI reporting Mode 2-1
	reissued
	F
	
	LTE-Phys
	R1

	RP-080984
	36.213
	0160
	1
	8.4.0
	Rel-8
	Corrections for TDD ACK/NACK bundling and multiplexing
	reissued
	F
	
	LTE-Phys
	R1

	RP-081075
	36.213
	0160
	1
	8.4.0
	Rel-8
	Corrections for TDD ACK/NACK bundling and multiplexing
	approved
	F
	8.5.0
	LTE-Phys
	R1

	RP-080984
	36.213
	0161
	-
	8.4.0
	Rel-8
	Correction to RI for Open-Loop Spatial Multiplexing
	reissued
	F
	
	LTE-Phys
	R1

	RP-081075
	36.213
	0161
	-
	8.4.0
	Rel-8
	Correction to RI for Open-Loop Spatial Multiplexing
	approved
	F
	8.5.0
	LTE-Phys
	R1

	RP-080984
	36.213
	0162
	-
	8.4.0
	Rel-8
	Correction of differential CQI
	reissued
	F
	
	LTE-Phys
	R1

	RP-081075
	36.213
	0162
	-
	8.4.0
	Rel-8
	Correction of differential CQI
	approved
	F
	8.5.0
	LTE-Phys
	R1

	RP-081075
	36.213
	0163
	-
	8.4.0
	Rel-8
	Inconsistency between PMI definition and codebook index
	approved
	F
	8.5.0
	LTE-Phys
	R1

	RP-080984
	36.213
	0163
	-
	8.4.0
	Rel-8
	Inconsistency between PMI definition and codebook index
	reissued
	F
	
	LTE-Phys
	R1

	RP-080984
	36.213
	0164
	-
	8.4.0
	Rel-8
	PDCCH validation for semi-persistent scheduling
	reissued
	F
	
	LTE-Phys
	R1

	RP-081075
	36.213
	0164
	-
	8.4.0
	Rel-8
	PDCCH validation for semi-persistent scheduling
	approved
	F
	8.5.0
	LTE-Phys
	R1

	RP-081075
	36.213
	0165
	1
	8.4.0
	Rel-8
	Correction to the UE behavior of PUCCH CQI piggybacked on PUSCH
	approved
	F
	8.5.0
	LTE-Phys
	R1

	RP-080984
	36.213
	0165
	1
	8.4.0
	Rel-8
	Correction to the UE behavior of PUCCH CQI piggybacked on PUSCH
	reissued
	F
	
	LTE-Phys
	R1

	RP-081075
	36.213
	0166
	-
	8.4.0
	Rel-8
	Correction on SRS procedure when shortened PUCCH format is used
	approved
	F
	8.5.0
	LTE-Phys
	R1

	RP-080984
	36.213
	0166
	-
	8.4.0
	Rel-8
	Correction on SRS procedure when shortened PUCCH format is used
	reissued
	F
	
	LTE-Phys
	R1

	RP-080984
	36.213
	0167
	1
	8.4.0
	Rel-8
	Transmission overlapping of physical channels/signals with PDSCH for transmission mode 7
	reissued
	F
	
	LTE-Phys
	R1

	RP-081075
	36.213
	0167
	1
	8.4.0
	Rel-8
	Transmission overlapping of physical channels/signals with PDSCH for transmission mode 7
	approved
	F
	8.5.0
	LTE-Phys
	R1

	RP-081110
	36.213
	0168
	1
	8.4.0
	Rel-8
	Clarification on path loss definition
	approved
	F
	8.5.0
	LTE-Phys
	R1

	RP-080984
	36.213
	0169
	-
	8.4.0
	Rel-8
	Clarification of SRS and SR transmission
	reissued
	F
	
	LTE-Phys
	R1

	RP-081075
	36.213
	0169
	-
	8.4.0
	Rel-8
	Clarification of SRS and SR transmission
	approved
	F
	8.5.0
	LTE-Phys
	R1

	RP-081075
	36.213
	0171
	-
	8.4.0
	Rel-8
	Clarification on UE behavior when skipping decoding
	approved
	F
	8.5.0
	LTE-Phys
	R1

	RP-080984
	36.213
	0171
	-
	8.4.0
	Rel-8
	Clarification on UE behavior when skipping decoding
	reissued
	F
	
	LTE-Phys
	R1

	RP-080984
	36.213
	0172
	1
	8.4.0
	Rel-8
	PUSCH Hopping operation corrections
	reissued
	F
	
	LTE-Phys
	R1

	RP-081075
	36.213
	0172
	1
	8.4.0
	Rel-8
	PUSCH Hopping operation corrections
	approved
	F
	8.5.0
	LTE-Phys
	R1

	RP-081075
	36.213
	0173
	-
	8.4.0
	Rel-8
	Clarification on message 3 transmission timing
	approved
	F
	8.5.0
	LTE-Phys
	R1

	RP-080984
	36.213
	0173
	-
	8.4.0
	Rel-8
	Clarification on message 3 transmission timing
	reissued
	F
	
	LTE-Phys
	R1

	RP-080984
	36.213
	0174
	-
	8.4.0
	Rel-8
	MCS handling for DwPTS
	reissued
	F
	
	LTE-Phys
	R1

	RP-081075
	36.213
	0174
	-
	8.4.0
	Rel-8
	MCS handling for DwPTS
	approved
	F
	8.5.0
	LTE-Phys
	R1

	RP-080984
	36.213
	0175
	-
	8.4.0
	Rel-8
	Clarification of UE-specific time domain position for SR transmission
	reissued
	F
	
	LTE-Phys
	R1

	RP-081075
	36.213
	0175
	-
	8.4.0
	Rel-8
	Clarification of UE-specific time domain position for SR transmission
	approved
	F
	8.5.0
	LTE-Phys
	R1

	RP-080984
	36.213
	0176
	1
	8.4.0
	Rel-8
	Physical layer parameters for CQI reporting
	reissued
	F
	
	LTE-Phys
	R1

	RP-081075
	36.213
	0176
	1
	8.4.0
	Rel-8
	Physical layer parameters for CQI reporting
	approved
	F
	8.5.0
	LTE-Phys
	R1

	RP-080984
	36.213
	0177
	-
	8.4.0
	Rel-8
	A-periodic CQI clarification for TDD UL/DL configuration 0
	reissued
	F
	
	LTE-Phys
	R1

	RP-081075
	36.213
	0177
	-
	8.4.0
	Rel-8
	A-periodic CQI clarification for TDD UL/DL configuration 0
	approved
	F
	8.5.0
	LTE-Phys
	R1

	RP-080984
	36.213
	0179
	1
	8.4.0
	Rel-8
	Correction to the definitions of rho_A and rho_B (downlink power allocation)
	reissued
	F
	
	LTE-Phys
	R1

	RP-081075
	36.213
	0179
	1
	8.4.0
	Rel-8
	Correction to the definitions of rho_A and rho_B (downlink power allocation)
	approved
	F
	8.5.0
	LTE-Phys
	R1

	RP-080984
	36.213
	0180
	-
	8.4.0
	Rel-8
	Clarification of uplink A/N resource indication
	reissued
	F
	
	LTE-Phys
	R1

	RP-081075
	36.213
	0180
	-
	8.4.0
	Rel-8
	Clarification of uplink A/N resource indication
	approved
	F
	8.5.0
	LTE-Phys
	R1

	RP-080984
	36.213
	0181
	-
	8.4.0
	Rel-8
	PDCCH format 0 for message 3 adaptive retransmission and transmission of control information in message 3 during contention based random access procedure
	reissued
	F
	
	LTE-Phys
	R1

	RP-081075
	36.213
	0181
	-
	8.4.0
	Rel-8
	PDCCH format 0 for message 3 adaptive retransmission and transmission of control information in message 3 during contention based random access procedure
	approved
	F
	8.5.0
	LTE-Phys
	R1

	RP-080984
	36.213
	0182
	-
	8.4.0
	Rel-8
	To Fix the Discrepancy of Uplink Power Control and Channel Coding of Control Information in PUSCH
	reissued
	F
	
	LTE-Phys
	R1

	RP-081075
	36.213
	0182
	-
	8.4.0
	Rel-8
	To Fix the Discrepancy of Uplink Power Control and Channel Coding of Control Information in PUSCH
	approved
	F
	8.5.0
	LTE-Phys
	R1

	RP-081083
	36.213
	0183
	-
	8.4.0
	Rel-8
	CQI reporting for antenna port 5
	revised
	F
	
	LTE-Phys
	R1

	RP-081122
	36.213
	0183
	1
	8.4.0
	Rel-8
	CQI reporting for antenna port 5
	approved
	F
	8.5.0
	LTE-Phys
	R1

	RP-080985
	36.214
	0008
	-
	8.4.0
	Rel-8
	RSRQ Measurement Definition
	approved
	F
	8.5.0
	LTE-Phys
	R1

	RP-081016
	36.300
	0036
	-
	8.6.0
	REL-8
	CR0036 to 36.300 [Rel-8] on Contention Resolution
	approved
	D
	8.7.0
	LTE-L23
	R2

	RP-081016
	36.300
	0037
	-
	8.6.0
	REL-8
	CR0037 to 36.300 [Rel-8]  on ETWS SIB
	approved
	F
	8.7.0
	LTE-L23
	R2

	RP-081016
	36.300
	0038
	-
	8.6.0
	REL-8
	Alignment of 36.300 with stage 3 on 1xRTT CSfallback
	approved
	F
	8.7.0
	LTE-L23
	R2

	RP-081016
	36.300
	0039
	1
	8.6.0
	REL-8
	Data handling in UE during Inter-RAT mobility
	approved
	F
	8.7.0
	LTE-L23
	R2

	RP-081016
	36.300
	0040
	-
	8.6.0
	REL-8
	Removing of end time for dedicated preamble
	approved
	F
	8.7.0
	LTE-L23
	R2

	RP-081016
	36.300
	0041
	-
	8.6.0
	REL-8
	Remove the Note about RA preamble for FS2
	approved
	F
	8.7.0
	LTE-L23
	R2

	RP-081016
	36.300
	0042
	-
	8.6.0
	REL-8
	Clarification of AS-NAS concatenation - Stage 2
	approved
	F
	8.7.0
	LTE-L23
	R2

	RP-081016
	36.300
	0044
	-
	8.6.0
	REL-8
	CR 0044 to 36.300 on Miscellaneous corrections
	approved
	F
	8.7.0
	LTE-L23
	R2

	RP-081016
	36.300
	0046
	1
	8.6.0
	REL-8
	Proposed CR to 36.300 [Rel-8] on Security Overview
	approved
	F
	8.7.0
	LTE-L23
	R2

	RP-081016
	36.300
	0047
	-
	8.6.0
	REL-8
	Proposed CR to 36.300 [Rel-8] on MBMS
	approved
	F
	8.7.0
	LTE-L23
	R2

	RP-081016
	36.300
	0050
	-
	8.6.0
	REL-8
	PDCP reordering function removal
	approved
	F
	8.7.0
	LTE-L23
	R2

	RP-081016
	36.300
	0052
	-
	8.6.0
	REL-8
	Align Number of Cell Identities
	approved
	F
	8.7.0
	LTE-L23
	R2

	RP-081016
	36.300
	0055
	2
	8.6.0
	REL-8
	Periodic Updates In Connected Mode DRX
	approved
	F
	8.7.0
	LTE-L23
	R2

	RP-081016
	36.300
	0056
	-
	8.6.0
	REL-8
	Cleaning of the figure w.r.t Handover Control Plane - CR to TS 36.300
	approved
	F
	8.7.0
	LTE-L23
	R2

	RP-081016
	36.300
	0057
	-
	8.6.0
	REL-8
	CR to 36.300 to capture measurement model for EUTRAN
	approved
	D
	8.7.0
	LTE-L23
	R2

	RP-081016
	36.300
	0058
	2
	8.6.0
	REL-8
	CSG Mobility Updates from RAN2 #63bis and RAN2 #64
	approved
	F
	8.7.0
	LTE-L23 (HNB)
	R2

	RP-081016
	36.300
	0059
	-
	8.6.0
	REL-8
	CR to 36.300 on Correction of the Description of FS2
	approved
	F
	8.7.0
	LTE-L23
	R2

	RP-081016
	36.300
	0060
	-
	8.6.0
	REL-8
	Changes to TS36.300 agreed in RAN3#61bis and RAN3#62
	approved
	F
	8.7.0
	LTE-interfaces
	R2

	RP-081017
	36.304
	0020
	1
	8.3.0
	REL-8
	Correcting the UE behaviour when Sintrasearch and Snonintrasearch are not provided
	approved
	F
	8.4.0
	LTE-L23
	R2

	RP-081017
	36.304
	0021
	-
	8.3.0
	REL-8
	Proposed CR to 36.304 [Rel-8] on Definition of
	approved
	F
	8.4.0
	LTE-L23
	R2

	RP-081017
	36.304
	0022
	1
	8.3.0
	REL-8
	Proposed CR to 36.304 [Rel-8] on Intra-frequency reselection allowed/not-allowed concept
	approved
	F
	8.4.0
	LTE-L23
	R2

	RP-081017
	36.304
	0023
	-
	8.3.0
	REL-8
	Proposed CR to 36.304 [Rel-8] on Introduction of Pcompensation
	approved
	F
	8.4.0
	LTE-L23
	R2

	RP-081017
	36.304
	0024
	-
	8.3.0
	REL-8
	Proposed CR to 36.304 [Rel-8] on Support of UE autonomous search for E-UTRAN CSG cells when camped on other RAT than E-UTRAN
	approved
	F
	8.4.0
	LTE-L23
	R2

	RP-081017
	36.304
	0025
	-
	8.3.0
	REL-8
	Correction to range of nB in TS 36.304
	approved
	F
	8.4.0
	LTE-L23
	R2

	RP-081017
	36.304
	0026
	2
	8.3.0
	REL-8
	Miscellaneous corrections to 36.304
	approved
	F
	8.4.0
	LTE-L23
	R2

	RP-081017
	36.304
	0027
	1
	8.3.0
	REL-8
	Proposed CR to 36.304 [Rel-8] on Support of registration procedures as outcome of a manual CSG ID selection
	approved
	F
	8.4.0
	LTE-L23
	R2

	RP-081017
	36.304
	0029
	2
	8.3.0
	REL-8
	Implicit priority for CSG cells
	approved
	F
	8.4.0
	LTE-L23
	R2

	RP-081017
	36.304
	0032
	-
	8.3.0
	REL-8
	Correction of the reselection formula for offset used for PLMN selection
	approved
	F
	8.4.0
	LTE-L23
	R2

	RP-081017
	36.304
	0036
	-
	8.3.0
	REL-8
	Clarification of definition of SnonServingCell,x for cdma2000 RATs in TS 36.304
	approved
	F
	8.4.0
	LTE-L23
	R2

	RP-081017
	36.304
	0038
	1
	8.3.0
	REL-8
	Support of emergency calls in LTE Rel-8
	approved
	F
	8.4.0
	LTE-L23
	R2

	RP-081017
	36.304
	0042
	-
	8.3.0
	REL-8
	CR to 36.304 on Removal of cellReservationExtension
	approved
	F
	8.4.0
	LTE-L23
	R2

	RP-081017
	36.304
	0044
	1
	8.3.0
	REL-8
	Idle mode agreements related to 36.304
	approved
	F
	8.4.0
	LTE-L23
	R2

	RP-081018
	36.321
	0105
	-
	8.3.0
	REL-8
	CR0105 to 36.321 [Rel-8] on PHR Periodic Timer Start
	approved
	F
	8.4.0
	LTE-L23
	R2

	RP-081018
	36.321
	0106
	1
	8.3.0
	REL-8
	Proposed R1 of CR0106 to 36.321 [Rel-8] on PHR Reference
	approved
	F
	8.4.0
	LTE-L23
	R2

	RP-081018
	36.321
	0107
	1
	8.3.0
	REL-8
	CR 0107 to 36.321 Interactions between measurement gap and Msg3 transmission
	approved
	F
	8.4.0
	LTE-L23
	R2

	RP-081018
	36.321
	0108
	2
	8.3.0
	REL-8
	Proposed R1 of CR0108 to 36.321 [Rel-8] on PHR Reporting Values
	approved
	F
	8.4.0
	LTE-L23
	R2

	RP-081018
	36.321
	0109
	-
	8.3.0
	REL-8
	Correction relating to equal priorities
	approved
	F
	8.4.0
	LTE-L23
	R2

	RP-081018
	36.321
	0110
	-
	8.3.0
	REL-8
	CR 0110 to 36.321 on Correction to PHR
	approved
	F
	8.4.0
	LTE-L23
	R2

	RP-081018
	36.321
	0112
	1
	8.3.0
	REL-8
	CR0112r1 to 36.321 [Rel-8] Correction to BCCH Reception procedure
	approved
	F
	8.4.0
	LTE-L23
	R2

	RP-081018
	36.321
	0113
	-
	8.3.0
	REL-8
	Contention Resolution Timer
	approved
	F
	8.4.0
	LTE-L23
	R2

	RP-081018
	36.321
	0114
	-
	8.3.0
	REL-8
	PCH reception
	approved
	F
	8.4.0
	LTE-L23
	R2

	RP-081018
	36.321
	0115
	-
	8.3.0
	REL-8
	Correction to reception of assignments and grants
	approved
	F
	8.4.0
	LTE-L23
	R2

	RP-081018
	36.321
	0116
	-
	8.3.0
	REL-8
	Correction on Contention Resolution
	approved
	F
	8.4.0
	LTE-L23
	R2

	RP-081018
	36.321
	0117
	2
	8.3.0
	REL-8
	Proposed R1 of CR0117 to 36.321 [Rel-8] on on SR Clarifications and Repetitions
	approved
	F
	8.4.0
	LTE-L23
	R2

	RP-081018
	36.321
	0118
	1
	8.3.0
	REL-8
	Clarification on Padding value
	revised
	F
	
	LTE-L23
	R2

	RP-081058
	36.321
	0118
	2
	8.3.0
	REL-8
	Clarification on Padding value
	withdrawn
	F
	
	LTE-L23
	R2

	RP-081078
	36.321
	0118
	2
	8.3.0
	Rel-8
	Clarification on Padding value
	approved
	F
	8.4.0
	LTE-L23
	R2

	RP-081018
	36.321
	0119
	-
	8.3.0
	REL-8
	CR 0119 to 36.321 Correction and Clarification on TTI Bundling
	approved
	F
	8.4.0
	LTE-L23
	R2

	RP-081018
	36.321
	0120
	1
	8.3.0
	REL-8
	Clarification of DRX Active Time
	approved
	F
	8.4.0
	LTE-L23
	R2

	RP-081018
	36.321
	0121
	4
	8.3.0
	REL-8
	Text Proposal for Dedicated Preamble Assignment
	approved
	F
	8.4.0
	LTE-L23
	R2

	RP-081018
	36.321
	0122
	-
	8.3.0
	REL-8
	CR0122 to 36.321 [Rel-8] on Message 3 Definition
	approved
	F
	8.4.0
	LTE-L23
	R2

	RP-081018
	36.321
	0123
	1
	8.3.0
	REL-8
	Correction to prevent wrong contention resolution by adaptive retransmission command
	approved
	F
	8.4.0
	LTE-L23
	R2

	RP-081018
	36.321
	0124
	-
	8.3.0
	REL-8
	Bucket Size Parameter
	approved
	F
	8.4.0
	LTE-L23
	R2

	RP-081018
	36.321
	0125
	2
	8.3.0
	REL-8
	CR0125r2 to 36.321 [Rel-8] Correction to Multiple BSR
	approved
	F
	8.4.0
	LTE-L23
	R2

	RP-081018
	36.321
	0127
	-
	8.3.0
	REL-8
	CR0127 to 36.321 [Rel-8] RACH preambles labelling
	approved
	F
	8.4.0
	LTE-L23
	R2

	RP-081018
	36.321
	0128
	1
	8.3.0
	REL-8
	CR0128r1 to 36.321 [Rel-8] merging CR0126r0 and CR0128r0
	approved
	F
	8.4.0
	LTE-L23
	R2

	RP-081018
	36.321
	0129
	1
	8.3.0
	REL-8
	CR0129r1 to 36.321 [Rel-8] Correction to PDU Format
	approved
	F
	8.4.0
	LTE-L23
	R2

	RP-081018
	36.321
	0130
	-
	8.3.0
	REL-8
	CQI/ SRS/PMI/RI transmission during active time
	approved
	F
	8.4.0
	LTE-L23
	R2

	RP-081018
	36.321
	0131
	1
	8.3.0
	REL-8
	NDI and Msg4 Carrying Contention Resolution ID
	approved
	F
	8.4.0
	LTE-L23
	R2

	RP-081018
	36.321
	0132
	1
	8.3.0
	REL-8
	CR0132 to 36.321 [Rel-8] on MAC BSR trigger
	approved
	F
	8.4.0
	LTE-L23
	R2

	RP-081018
	36.321
	0133
	-
	8.3.0
	REL-8
	Clarification about Restarting the Periodic BSR Timer
	approved
	F
	8.4.0
	LTE-L23
	R2

	RP-081018
	36.321
	0134
	-
	8.3.0
	REL-8
	Correction to RA procedure initiated by eNB PDCCH order
	approved
	C
	8.4.0
	LTE-L23
	R2

	RP-081018
	36.321
	0135
	1
	8.3.0
	REL-8
	Correction on PHR triggering condition
	approved
	F
	8.4.0
	LTE-L23
	R2

	RP-081018
	36.321
	0136
	-
	8.3.0
	REL-8
	CR 0136 to 36.321 on Correction to UL HARQ Process for the transmission of Msg3
	approved
	F
	8.4.0
	LTE-L23
	R2

	RP-081018
	36.321
	0137
	2
	8.3.0
	REL-8
	SPS occasions
	approved
	F
	8.4.0
	LTE-L23
	R2

	RP-081018
	36.321
	0138
	-
	8.3.0
	REL-8
	Robustness of Buffer Status Reporting
	approved
	F
	8.4.0
	LTE-L23
	R2

	RP-081018
	36.321
	0139
	-
	8.3.0
	REL-8
	Proposed CR to 36.321 [Rel-8] on UL HARQ and Measurement Gaps
	approved
	F
	8.4.0
	LTE-L23
	R2

	RP-081018
	36.321
	0142
	1
	8.3.0
	REL-8
	TAT and RACH procedure
	approved
	F
	8.4.0
	LTE-L23
	R2

	RP-081018
	36.321
	0143
	1
	8.3.0
	REL-8
	SRS and CQI Resources Release upon TAT Expiry 
	approved
	F
	8.4.0
	LTE-L23
	R2

	RP-081018
	36.321
	0157
	1
	8.3.0
	REL-8
	Proposed CR to 36.321 Correction to RACH procedure
	approved
	F
	8.4.0
	LTE-L23
	R2

	RP-081018
	36.321
	0162
	1
	8.3.0
	REL-8
	BSR format for reporting empty buffers
	approved
	F
	8.4.0
	LTE-L23
	R2

	RP-081018
	36.321
	0165
	-
	8.3.0
	REL-8
	TTI Bundling Configuration
	approved
	F
	8.4.0
	LTE-L23
	R2

	RP-081018
	36.321
	0166
	1
	8.3.0
	REL-8
	Corrections to semi-persistent scheduling
	approved
	F
	8.4.0
	LTE-L23
	R2

	RP-081018
	36.321
	0167
	2
	8.3.0
	REL-8
	Priotitization of MAC control elements
	approved
	F
	8.4.0
	LTE-L23
	R2

	RP-081018
	36.321
	0168
	-
	8.3.0
	REL-8
	Correction to starting of TA timer
	approved
	F
	8.4.0
	LTE-L23
	R2

	RP-081018
	36.321
	0173
	1
	8.3.0
	REL-8
	Proposed CR to 36.321 SPS implicit release on UL
	approved
	F
	8.4.0
	LTE-L23
	R2

	RP-081018
	36.321
	0174
	-
	8.3.0
	REL-8
	Proposed CR to 36.321 Measurement gaps and SPS
	approved
	F
	8.4.0
	LTE-L23
	R2

	RP-081018
	36.321
	0175
	-
	8.3.0
	REL-8
	Proposed CR to 36.321 Setting reserved bits to zero
	approved
	F
	8.4.0
	LTE-L23
	R2

	RP-081018
	36.321
	0185
	-
	8.3.0
	REL-8
	Proposed CR to 36.321 [Rel-8] MAC ResetReconfig Option 2
	approved
	F
	8.4.0
	LTE-L23
	R2

	RP-081018
	36.321
	0188
	2
	8.3.0
	REL-8
	RV setting
	approved
	F
	8.4.0
	LTE-L23
	R2

	RP-081018
	36.321
	0189
	-
	8.3.0
	REL-8
	Corrections to Random Access Procedure
	approved
	F
	8.4.0
	LTE-L23
	R2

	RP-081018
	36.321
	0198
	-
	8.3.0
	REL-8
	Number of HARQ processes for MIMO
	approved
	F
	8.4.0
	LTE-L23
	R2

	RP-081018
	36.321
	0201
	-
	8.3.0
	REL-8
	Corrections to power control and random access
	approved
	F
	8.4.0
	LTE-L23
	R2

	RP-081018
	36.321
	0206
	-
	8.3.0
	REL-8
	Correction on the definition of the PDCCH-subframe
	approved
	F
	8.4.0
	LTE-L23
	R2

	RP-081018
	36.321
	0211
	1
	8.3.0
	REL-8
	Correction to the coexist of SPS-RNTI and SI-RNTI or RA-RNTI
	approved
	F
	8.4.0
	LTE-L23
	R2

	RP-081018
	36.321
	0220
	-
	8.3.0
	REL-8
	Explicit release of SPS
	approved
	F
	8.4.0
	LTE-L23
	R2

	RP-081018
	36.321
	0225
	2
	8.3.0
	REL-8
	Linking HARQ process ID with the SPS resource
	approved
	F
	8.4.0
	LTE-L23
	R2

	RP-081018
	36.321
	0231
	-
	8.3.0
	REL-8
	Bucket Parameter Update
	approved
	F
	8.4.0
	LTE-L23
	R2

	RP-081018
	36.321
	0232
	1
	8.3.0
	REL-8
	Clarification on "PDCCH indicates a new transmission" for DRX
	approved
	F
	8.4.0
	LTE-L23
	R2

	RP-081018
	36.321
	0233
	1
	8.3.0
	REL-8
	Editorial corrections to MAC
	approved
	F
	8.4.0
	LTE-L23
	R2

	RP-081018
	36.321
	0236
	-
	8.3.0
	REL-8
	RB suspension and BSR contents
	approved
	F
	8.4.0
	LTE-L23
	R2

	RP-081018
	36.321
	0239
	-
	8.3.0
	REL-8
	RV setting
	approved
	F
	8.4.0
	LTE-L23
	R2

	RP-081018
	36.321
	0240
	2
	8.3.0
	REL-8
	Preamble group selection
	approved
	F
	8.4.0
	LTE-L23
	R2

	RP-081018
	36.321
	0241
	-
	8.3.0
	REL-8
	Use of dedicated preambles after HO complete
	approved
	F
	8.4.0
	LTE-L23
	R2

	RP-081018
	36.321
	0242
	-
	8.3.0
	REL-8
	Introduction of HARQ RTT Timer
	approved
	F
	8.4.0
	LTE-L23
	R2

	RP-081018
	36.321
	0243
	-
	8.3.0
	REL-8
	Correction to DRX configuration
	approved
	F
	8.4.0
	LTE-L23
	R2

	RP-081039
	36.321
	0244
	-
	8.3.0
	REL-8
	Handing of MBSFN subframes with zero control symbols
	withdrawn
	F
	
	LTE-L23
	R2

	RP-081019
	36.322
	0043
	-
	8.3.0
	REL-8
	Proposed CR for aligning the construction of partial Status PDUs with intended operation
	approved
	F
	8.4.0
	LTE-L23
	R2

	RP-081019
	36.322
	0046
	-
	8.3.0
	REL-8
	Error Handling in RLC
	approved
	F
	8.4.0
	LTE-L23
	R2

	RP-081019
	36.322
	0047
	-
	8.3.0
	REL-8
	Miscellaneous corrections to 36.322
	approved
	F
	8.4.0
	LTE-L23
	R2

	RP-081019
	36.322
	0048
	-
	8.3.0
	REL-8
	Correction to Segment Offset fields
	approved
	F
	8.4.0
	LTE-L23
	R2

	RP-081019
	36.322
	0049
	-
	8.3.0
	REL-8
	Correction to the description of the delivery of RLC SDU
	approved
	F
	8.4.0
	LTE-L23
	R2

	RP-081019
	36.322
	0050
	-
	8.3.0
	REL-8
	Minor issues on RLC
	approved
	F
	8.4.0
	LTE-L23
	R2

	RP-081019
	36.322
	0054
	-
	8.3.0
	REL-8
	The setting of VR(X)
	approved
	F
	8.4.0
	LTE-L23
	R2

	RP-081019
	36.322
	0055
	-
	8.3.0
	REL-8
	Adding RLC TM operation
	approved
	F
	8.4.0
	LTE-L23
	R2

	RP-081019
	36.322
	0056
	-
	8.3.0
	REL-8
	Removing a redundant text on VT(A) setting
	approved
	F
	8.4.0
	LTE-L23
	R2

	RP-081019
	36.322
	0057
	-
	8.3.0
	REL-8
	Counting RLC Retransmissions
	approved
	F
	8.4.0
	LTE-L23
	R2

	RP-081020
	36.323
	0038
	-
	8.3.0
	REL-8
	Clarification with regards to the PDCP state variables
	approved
	F
	8.4.0
	LTE-L23
	R2

	RP-081020
	36.323
	0039
	-
	8.3.0
	REL-8
	CR 0039 to 36.323 on Correction to PDCP functional view
	approved
	F
	8.4.0
	LTE-L23
	R2

	RP-081020
	36.323
	0040
	-
	8.3.0
	REL-8
	PDCP "in-sequence delivery and duplicate elimination" always on
	approved
	F
	8.4.0
	LTE-L23
	R2

	RP-081020
	36.323
	0041
	-
	8.3.0
	REL-8
	Proposed CR to 36.323 on Processing of PDCP SDU received from upper layer
	approved
	F
	8.4.0
	LTE-L23
	R2

	RP-081020
	36.323
	0042
	-
	8.3.0
	REL-8
	Error in AM receive window behaviour
	approved
	F
	8.4.0
	LTE-L23
	R2

	RP-081020
	36.323
	0047
	-
	8.3.0
	REL-8
	Proposed CR on the described scope of Last_Submitted_PDCP_RX_SN
	approved
	F
	8.4.0
	LTE-L23
	R2

	RP-081020
	36.323
	0048
	-
	8.3.0
	REL-8
	Proposed CR to move DIRECTION from parameters provided by upper layer
	approved
	F
	8.4.0
	LTE-L23
	R2

	RP-081020
	36.323
	0049
	-
	8.3.0
	REL-8
	Clarification on COUNT
	approved
	F
	8.4.0
	LTE-L23
	R2

	RP-081020
	36.323
	0050
	-
	8.3.0
	REL-8
	Correction to PDCP procedure for SRB
	approved
	F
	8.4.0
	LTE-L23
	R2

	RP-081020
	36.323
	0052
	-
	8.3.0
	REL-8
	Correction to the PDCP re-establishment procedure
	approved
	F
	8.4.0
	LTE-L23
	R2

	RP-081020
	36.323
	0054
	-
	8.3.0
	REL-8
	Correction to PDCP functional view
	approved
	F
	8.4.0
	LTE-L23
	R2

	RP-081020
	36.323
	0055
	-
	8.3.0
	REL-8
	Miscellaneous PDCP corrections
	approved
	F
	8.4.0
	LTE-L23
	R2

	RP-081020
	36.323
	0057
	-
	8.3.0
	REL-8
	Proposed CR for error handling
	approved
	F
	8.4.0
	LTE-L23
	R2

	RP-081020
	36.323
	0060
	-
	8.3.0
	REL-8
	Proposed CR to 36.323 on Correction to PDCP Control PDU description
	approved
	F
	8.4.0
	LTE-L23
	R2

	RP-081020
	36.323
	0061
	1
	8.3.0
	REL-8
	Corrections to PDCP STATUS REPORT
	approved
	F
	8.4.0
	LTE-L23
	R2

	RP-081021
	36.331
	0006
	-
	8.3.0
	REL-8
	Miscellaneous corrections and clarifications
	approved
	F
	8.4.0
	LTE-L23
	R2

	RP-081040
	36.331
	0006
	1
	8.3.0
	REL-8
	Miscellaneous corrections and clarifications
	withdrawn
	F
	
	LTE-L23
	R2

	RP-080844
	36.401
	0022
	-
	8.3.0
	Rel-8
	Clarify the relation between GUMMEI and MME UE S1AP ID
	approved
	F
	8.4.0
	LTE-interfaces
	R3

	RP-080844
	36.401
	0023
	-
	8.3.0
	Rel-8
	Proposed way forward of FFS item in 36.401
	approved
	F
	8.4.0
	LTE-interfaces
	R3

	RP-080844
	36.401
	0024
	1
	8.3.0
	Rel-8
	Adding the reference and correction on the GUMMEI definition reference
	approved
	F
	8.4.0
	LTE-interfaces
	R3

	RP-080844
	36.401
	0025
	-
	8.3.0
	Rel-8
	Correction on the eNB UE Context descriptions
	approved
	F
	8.4.0
	LTE-interfaces
	R3

	RP-080844
	36.401
	0026
	1
	8.3.0
	Rel-8
	RIM support in E-UTRAN
	approved
	B
	8.4.0
	LTE-interfaces
	R3

	RP-080845
	36.401
	0027
	-
	8.3.0
	Rel-8
	Correction of SAE Bearer
	approved
	F
	8.4.0
	LTE-interfaces
	R3

	RP-080844
	36.401
	0029
	-
	8.3.0
	Rel-8
	Correction of reference error
	approved
	F
	8.4.0
	LTE-interfaces
	R3

	RP-080845
	36.410
	0001
	-
	8.0.0
	Rel-8
	Correction of SAE Bearers
	approved
	F
	8.1.0
	LTE-interfaces
	R3

	RP-080844
	36.410
	0002
	1
	8.0.0
	Rel-8
	Rapporteurs update of TS36.410
	approved
	F
	8.1.0
	LTE-interfaces
	R3

	RP-080844
	36.410
	0003
	1
	8.0.0
	Rel-8
	RIM support in E-UTRAN
	approved
	B
	8.1.0
	LTE-interfaces
	R3

	RP-080844
	36.411
	0001
	-
	8.0.0
	Rel-8
	Rapporteurs Cut
	approved
	F
	8.1.0
	LTE-interfaces
	R3

	RP-080845
	36.412
	0010
	-
	8.3.0
	Rel-8
	Removal of chapter 8
	approved
	F
	8.4.0
	LTE-interfaces
	R3

	RP-080846
	36.413
	0325
	1
	8.3.0
	Rel-8
	Changes to TS 36.413 agreed in RAN3#62
	approved
	F
	8.4.0
	LTE-interfaces
	R3

	RP-080845
	36.414
	0006
	-
	8.2.0
	Rel-8
	Correction of invalid references
	approved
	F
	8.3.0
	LTE-interfaces
	R3

	RP-080845
	36.414
	0007
	-
	8.2.0
	Rel-8
	Correction of SAE Bearers
	approved
	F
	8.3.0
	LTE-interfaces
	R3

	RP-080845
	36.420
	0002
	2
	8.0.0
	Rel-8
	Correction of SAE Bearer and Update of the list of X2 functions
	approved
	F
	8.1.0
	LTE-interfaces
	R3

	RP-080845
	36.422
	0008
	1
	8.3.0
	Rel-8
	Further clarification of SCTP Association handling
	approved
	F
	8.4.0
	LTE-interfaces
	R3

	RP-080845
	36.422
	0009
	-
	8.3.0
	Rel-8
	Removal of chapter 8
	approved
	F
	8.4.0
	LTE-interfaces
	R3

	RP-080847
	36.423
	0207
	-
	8.3.0
	Rel-8
	Changes to TS 36.423 agreed in RAN3#62
	approved
	F
	8.4.0
	LTE-interfaces
	R3

	RP-080845
	36.424
	0007
	-
	8.3.0
	Rel-8
	Correction of SAE Bearer
	approved
	F
	8.4.0
	LTE-interfaces
	R3

	RP-080906
	36.942
	0001
	-
	8.0.0
	Rel-8
	Rationales of unwanted emissions in TR 36.942
	approved
	B
	8.1.0
	LTE-RF
	R4

	RP-080907
	36.942
	0002
	1
	8.0.0
	Rel-8
	Correction of unwanted emission requirements for multi-carrier BS
	approved
	F
	8.1.0
	LTE-RF
	R4

	SP-080722
	41.101
	0035
	1
	7.1.0
	Rel-7
	Correction to list of specs
	approved
	F
	7.2.0
	TEI7
	SP

	CP-080905
	51.010-4
	0055
	-
	4.10.0
	Rel-4
	Essential correction of TC 27.22.7.8.1 network dependency
	reissued
	F
	
	TEI4
	C6

	CP-080948
	51.010-4
	0055
	-
	4.10.0
	Rel-4
	Essential correction of TC 27.22.7.8.1 network dependency
	approved
	F
	4.11.0
	TEI4
	C6

	CP-080948
	51.010-4
	0056
	-
	4.10.0
	Rel-4
	Essential correction of GPRS QoS parameter in browser tests
	approved
	F
	4.11.0
	TEI4
	C6

	CP-080905
	51.010-4
	0056
	-
	4.10.0
	Rel-4
	Essential correction of GPRS QoS parameter in browser tests
	reissued
	F
	
	TEI4
	C6

	CP-080948
	51.010-4
	0057
	-
	4.10.0
	Rel-4
	Essential correction of 27.22.4.26.2 Seq. 2.2
	approved
	F
	4.11.0
	TEI4
	C6

	CP-080905
	51.010-4
	0057
	-
	4.10.0
	Rel-4
	Essential correction of 27.22.4.26.2 Seq. 2.2
	reissued
	F
	
	TEI4
	C6

	CP-080948
	51.010-4
	0058
	-
	4.10.0
	Rel-4
	Pre-conditions for Launch browser
	approved
	F
	4.11.0
	TEI4
	C6

	CP-080905
	51.010-4
	0058
	-
	4.10.0
	Rel-4
	Pre-conditions for Launch browser
	reissued
	F
	
	TEI4
	C6
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