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*****  START OF FIRST CHANGED SECTION *****
3.2
Abbreviations

For the purposes of the present document, the following abbreviations apply:

ADC
Analogue to Digital Converter

DAC
Digital to Analogue Converter

DAI
Digital Audio Interface

DTX
Discontinuous Transmission

EEC
Electrical Echo Control

EL
Echo Loss

ERP
Ear Reference Point

HATS
Head and Torso Simulator

LSTR
Listener Sidetone Rating


MRP
Mouth Reference Point

OLR
Overall Loudness Rating

PCM
Pulse Code Modulation

PDA
Personal Digital Assistant

POI
Point of Interconnection (with PSTN)

PSTN
Public Switched Telephone Network

RLR
Receive Loudness Rating

SLR
Send Loudness Rating

STMR
Sidetone Masking Rating

SS
System Simulator

TX
Transmission

UE
User Equipment

UPCMI
13-bit Uniform PCM Interface

*****  END OF FIRST CHANGED SECTION *****
*****  START OF SECOND CHANGED SECTION *****
5.5.1
Sidetone loss


If the HATS method is used as described in 3GPP TS 26.132, then the talker sidetone masking rating (STMR) shall be 16 dB ± 4 dB for nominal setting of the volume control. For all other positions of the volume control, the STMR must not be below 8 dB.

Compliance shall be checked by the relevant test described in 3GPP TS 26.132.

*****  END OF SECOND CHANGED SECTION *****
*****  START OF THIRD CHANGED SECTION *****
6.5.1
Sidetone loss

The HATS method is used as described in 3GPP TS 26.132, The talker sidetone masking rating (STMR) shall be 16 dB ± 4 dB for nominal setting of the volume control. For all other positions of the volume control, the STMR must not be below 8 dB.

Compliance shall be checked by the relevant test described in TS 26.132.

*****  END OF THIRD CHANGED SECTION *****
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