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6.5
Bindings for EPC Offline Charging
This clause aims to describe the mapping between the Diameter messages AVP and CDR parameter for EPC Offline Charging.

Table 6.5.1 describes the mapping of the Diameter Accounting AVP to the CDR paramter of S-GW-CDR and P-GW-CDR in EPC Offline Charging. 

Table 6.5.1: Bindings of Accounting AVP to S-/P-GW-CDR parameter
	Diameter ACR AVP
	S-/P-GW-CDR field

	Called-Station-Id
	Access Point Name Network Identifier

	AF-Correlation-Information
	AF-record-information

	3GPP-Selection-Mode
	APN Selection Mode

	Change-Condition
	Change Condition

	Change-Time
	Change Time

	3GPP-Charging-Characteristics
	Charging Characteristics

	3GPP-Charging-Id  
	Charging Id

	Charging-Rule-Base-Name
	Charging Rule Base Name

	Change-Condition
	Cause for Record Closing

	Accounting-Input-Octets
	Data Volume Uplink

	Accounting-Output-Octets
	Data Volume Downlink

	Diagnostics
	Diagnostics

	Dynamic-Address-Flag
	Dynamic Address Flag

	GGSN-Address  
	PGW Address Used

	Traffic-Data-Volumes
	List of Traffic Data Volumes

	Service-Data-Container
	List of Service Data

	3GPP-MS-Time-Zone
	MS Time Zone

	3GPP-PDP-Type
	PDP/PDN Type

	Qos-Information
	QoS Requested/QoS Negotiated

	3GPP-RAT-Type
	RAT Type

	Rating-Group
	Rating Group

	Node-Functionality
	Record Type

	Change-Time
	Report Time

	Result-Code
	Result Code

	Change-Condition
	Service Condition Change

	Service-Identifier
	Service Identifier

	Subscription-Id
	Served IMSI

	Terminal-Information
	Served IMEISV

	Subscription-Id
	Served MSISDN

	3GPP-SGSN-MCC-MNC  
	Serving node PLMN Identifier

	PDP-Address
	Served PDP/PDN Address

	Service-Specific-Info
	Service Specific Info

	SGSN-Address
	Serving Node Address

	SGSN-Address
	S-GW Address used

	Time-First-Usage
	Time of First Usage

	Time–Last-Usage
	Time of Last Usage

	Time-Usage
	Time Usage

	3GPP-User-Location-Info
	User Location Information


Note: The whole set of  S/PGW-CDR parameters is described in the TS 32.298 [51];
	End of modifications
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