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Annex F:
Status of all 3GPP CRs after TSG SA #43 Meeting

	TSG Doc
	SPEC
	CR
	rev
	Current
version
	Phase
	SUBJECT
	TSG status
	Cat
	New
version
	WI
	WG
Resp

	SP-090033
	21.101
	0055
	1
	6.8.0
	Rel-6
	Correction to list of specifications
	approved
	F
	6.9.0
	TEI6
	SP

	SP-090033
	21.101
	0056
	1
	7.3.0
	Rel-7
	Correction to list of specifications
	approved
	F
	7.4.0
	TEI7
	SP

	SP-090033
	21.101
	0057
	1
	7.3.0
	Rel-8
	List of Rel-8 specifications
	approved
	F
	8.0.0
	TEI8
	SP

	SP-090080
	21.905
	0091
	1
	8.7.0
	Rel-8
	Introduce the definition of CSG manager
	approved
	B
	8.8.0
	HomeNB
	S1

	SP-090080
	21.905
	0092
	1
	9.0.0
	Rel-9
	Introduce the definition of CSG manager (Mirror CR to rel-9)
	approved
	A
	9.1.0
	HomeNB
	S1

	SP-090081
	21.905
	0093
	2
	8.7.0
	Rel-8
	Editorial changes in IMC definition
	approved
	D
	8.8.0
	CIMS_3GPP2
	S1

	SP-090081
	21.905
	0094
	2
	9.0.0
	Rel-9
	Editorial changes in IMC definition
	approved
	A
	9.1.0
	CIMS_3GPP2
	S1

	SP-090195
	22.011
	0142
	1
	9.0.0
	Rel-9
	Removing the content of chapter 8 and add a reference instead.
	approved
	D
	9.1.0
	EHNB
	S1

	SP-090082
	22.011
	0142
	1
	9.0.0
	Rel-9
	Removing the content of chapter 8 and add a reference instead.
	reissued
	D
	
	EHNB
	S1

	SP-090080
	22.011
	0143
	-
	8.6.0
	Rel-8
	"Separating the two roles ""CSG manager"" and ""H(e)NB owner"""
	approved
	C
	8.7.0
	HomeNB
	S1

	SP-090080
	22.011
	0144
	2
	8.6.0
	Rel-8
	Removing the duplicated definitions
	approved
	F
	8.7.0
	HomeNB
	S1

	SP-090080
	22.011
	0146
	-
	8.6.0
	Rel-8
	Clarifying the manual CSG selection
	approved
	F
	8.7.0
	HomeNB
	S1

	SP-090080
	22.011
	0150
	-
	8.6.0
	Rel-8
	Number of CSG Type characters
	approved
	F
	8.7.0
	HomeNB
	S1

	SP-090082
	22.038
	0036
	3
	8.0.1
	Rel-9
	Discovery of surrounding home (e)NodeB by UICC
	revised
	B
	
	EH(E)NB
	S1

	SP-090195
	22.038
	0036
	4
	8.0.1
	Rel-9
	Discovery of surrounding home (e)NodeB by UICC
	revised
	B
	
	EHNB
	S1

	SP-090215
	22.038
	0036
	5
	8.0.1
	Rel-9
	Discovery of surrounding home (e)NodeB by UICC
	approved
	B
	9.0.0
	EHNB
	S1

	SP-090218
	22.101
	0304
	1
	7.11.0
	Rel-7
	Removing the requirement on call back for emergency call
	approved
	F
	7.12.0
	TEI7
	S1

	SP-090078
	22.101
	0304
	1
	7.11.0
	Rel-7
	Removing the requirement on call back for emergency call
	approved
	F
	7.12.0
	TEI7
	S1

	SP-090218
	22.101
	0305
	1
	8.10.0
	Rel-8
	Removing the requirement on call back for emergency call
	approved
	A
	8.11.0
	TEI7
	S1

	SP-090078
	22.101
	0305
	1
	8.10.0
	Rel-8
	Removing the requirement on call back for emergency call
	approved
	A
	8.11.0
	TEI7
	S1

	SP-090079
	22.101
	0306
	1
	8.10.0
	Rel-8
	Clarification and enhancement of ciphering indicator feature
	approved
	C
	8.11.0
	TEI8
	S1

	SP-090079
	22.101
	0307
	1
	9.2.0
	Rel-9
	Clarification and enhancement of ciphering indicator feature
	approved
	A
	9.3.0
	TEI9
	S1

	SP-090032
	22.101
	0309
	-
	9.2.0
	Rel-9
	UICC high-speed interface support in ME
	revised
	B
	
	TEI9
	S1

	SP-090199
	22.101
	0309
	1
	9.2.0
	Rel-9
	UICC high-speed interface support in ME
	rejected
	B
	
	TEI9
	S1

	SP-090195
	22.115
	0044
	-
	8.3.0
	Rel-9
	HNB/HeNB Charging Requirements
	approved
	B
	9.0.0
	EHNB
	S1

	SP-090082
	22.115
	0044
	-
	8.3.0
	Rel-9
	HNB/HeNB Charging Requirements
	reissued
	B
	
	EHNB
	S1

	SP-090218
	22.173
	0051
	-
	8.5.0
	Rel-8
	Removing the requirement on call back for emergency call
	approved
	F
	8.6.0
	TEI8
	S1

	SP-090078
	22.173
	0051
	-
	8.5.0
	Rel-8
	Removing the requirement on call back for emergency call
	approved
	F
	8.6.0
	TEI8
	S1

	SP-090083
	22.173
	0052
	1
	9.0.0
	Rel-9
	Corrections to dynamic blocking of incoming communications
	approved
	F
	9.1.0
	eMMTel
	S1

	SP-090084
	22.228
	0085
	1
	9.0.0
	Rel-9
	IMS IDT Inter UE Transfer Service Requirements
	approved
	F
	9.1.0
	IMS_SCC-IDT
	S1

	SP-090086
	22.228
	0087
	3
	9.0.0
	Rel-10
	Requirements for a focus aware conference users before leaving the conference
	approved
	C
	10.0.0
	TEI10
	S1

	SP-090084
	22.228
	0088
	1
	9.0.0
	Rel-9
	IUT beetween an IP CAN and 3GPP CS Domain
	approved
	B
	9.1.0
	IMS_SCC_IDT
	S1

	SP-090078
	22.233
	0031
	1
	7.0.0
	Rel-7
	Addition of Rel-7 mobile TV requirement to PSS
	revised
	F
	
	TEI7
	S1

	SP-090200
	22.233
	0031
	2
	7.0.0
	Rel-7
	Addition of Rel-7 mobile TV requirement to PSS
	revised
	C
	
	TEI7
	S1

	SP-090218
	22.233
	0031
	2
	7.0.0
	Rel-7
	Addition of Rel-7 mobile TV requirement to PSS
	approved
	C
	7.1.0
	TEI7
	S1

	SP-090078
	22.233
	0032
	1
	8.0.0
	Rel-8
	Addition of Rel-8 mobile TV requirement to PSS
	revised
	F
	
	TEI8
	S1

	SP-090200
	22.233
	0032
	2
	8.0.0
	Rel-8
	Addition of Rel-8 mobile TV requirement to PSS
	revised
	C
	
	TEI8
	S1

	SP-090218
	22.233
	0032
	2
	8.0.0
	Rel-8
	Addition of Rel-8 mobile TV requirement to PSS
	approved
	C
	8.1.0
	TEI8
	S1

	SP-090085
	22.268
	0001
	1
	9.0.0
	Rel-9
	Fix for a note that is floating out of context
	approved
	D
	9.1.0
	PWS
	S1

	SP-090085
	22.268
	0002
	1
	9.0.0
	Rel-9
	Proposal to solve conflicting requirements
	approved
	F
	9.1.0
	PWS
	S1

	SP-090085
	22.268
	0004
	1
	9.0.0
	Rel-9
	Regulatory Requirements Pertaining to Roaming
	revised
	F
	
	PWS
	S1

	SP-090216
	22.268
	0004
	2
	9.0.0
	Rel-9
	Regulatory Requirements Pertaining to Roaming
	approved
	F
	9.1.0
	PWS
	S1

	SP-090085
	22.268
	0005
	-
	9.0.0
	Rel-9
	Removal of ôsubject to regulatory requirementsö from PWS-UE requirements
	approved
	F
	9.1.0
	PWS
	S1

	CP-090236
	23.003
	0170
	-
	8.3.0
	Rel-8
	Correction to NAI format
	approved
	F
	8.4.0
	SAES
	C4

	CP-090045
	23.003
	0170
	-
	8.3.0
	Rel-8
	Correction to NAI format
	approved
	F
	8.4.0
	SAES
	C4

	CP-090054
	23.003
	0172
	-
	8.3.0
	Rel-8
	Missing services for EPS DNS procedures
	approved
	F
	8.4.0
	SAES
	C4

	CP-090049
	23.003
	0174
	-
	8.3.0
	Rel-8
	Correction of the GUTI format
	approved
	F
	8.4.0
	SAES
	C4

	CP-090049
	23.003
	0176
	1
	8.3.0
	Rel-8
	Correction of the GUTI P-TIMI mapping
	approved
	F
	8.4.0
	SAES
	C4

	CP-090035
	23.003
	0177
	-
	8.3.0
	Rel-8
	Corrections to Service Continuity addressing
	approved
	F
	8.4.0
	IMS-Cont
	C4

	CP-090236
	23.003
	0178
	1
	8.3.0
	Rel-8
	Support of EAP-AKAÆ
	approved
	F
	8.4.0
	SAES-St3-Impacts
	C4

	CP-090045
	23.003
	0178
	1
	8.3.0
	Rel-8
	Support of EAP-AKA'
	reissued
	F
	
	SAES-LTE
	C4

	CP-090045
	23.003
	0179
	1
	8.3.0
	Rel-8
	Naming for ANDSF discovery
	revised
	F
	
	SAES-LTE
	C4

	CP-090236
	23.003
	0179
	2
	8.3.0
	Rel-8
	Naming for ANDSF discovery
	approved
	F
	8.4.0
	SAES-St3-impacts
	C4

	CP-090236
	23.003
	0180
	1
	8.3.0
	Rel-8
	ePDG naming
	approved
	B
	8.4.0
	SAES
	C4

	CP-090045
	23.003
	0180
	1
	8.3.0
	Rel-8
	ePDG naming
	reissued
	B
	
	SAES
	C4

	CP-090025
	23.003
	0181
	2
	8.3.0
	Rel-8
	Canonical form of IMS Public User Identity when format is TEL URL
	approved
	F
	8.4.0
	IMS
	C4

	CP-090043
	23.003
	0182
	-
	8.3.0
	Rel-8
	Temporary Identity Tag Values for Fast Re-authentication Ids
	approved
	F
	8.4.0
	SAES
	C4

	CP-090043
	23.003
	0185
	-
	6.15.0
	Rel-6
	Temporary Identity Tag Values for Fast Re-authentication Ids
	approved
	F
	6.16.0
	TEI6
	C4

	CP-090043
	23.003
	0186
	-
	7.8.0
	Rel-7
	Temporary Identity Tag Values for Fast Re-authentication Ids
	approved
	A
	7.9.0
	TEI6
	C4

	CP-090054
	23.003
	0187
	2
	8.3.0
	Rel-8
	DNS-APN-OI
	approved
	F
	8.4.0
	SAES
	C4

	CP-090045
	23.007
	0030
	5
	8.2.0
	Rel-8
	Moving the description of the restoration procedures (from 29.274) to 23.007
	reissued
	
	
	SAES
	C4

	CP-090236
	23.007
	0030
	5
	8.2.0
	Rel-8
	Moving the description of the restoration procedures (from 29.274) to 23.007
	approved
	C
	8.3.0
	SAES
	C4

	CP-090236
	23.007
	0038
	4
	8.2.0
	Rel-8
	Partial fault handling finalization
	approved
	B
	8.3.0
	SAES
	C4

	CP-090045
	23.007
	0038
	4
	8.2.0
	Rel-8
	Partial Fault Handling finalization
	reissued
	B
	
	SAES
	C4

	CP-090236
	23.008
	0239
	3
	8.4.0
	Rel-8
	Correction and alignments with interface specifications
	approved
	F
	8.5.0
	SAES
	C4

	CP-090045
	23.008
	0239
	3
	8.4.0
	Rel-8
	Correction and alignments with interface specifications
	reissued
	F
	
	SAES
	C4

	CP-090236
	23.008
	0244
	-
	8.4.0
	Rel-8
	EPS Subscription Data
	approved
	F
	8.5.0
	SAES
	C4

	CP-090045
	23.008
	0244
	-
	8.4.0
	Rel-8
	EPS Subscription Data
	reissued
	F
	
	SAES
	C4

	CP-090042
	23.008
	0245
	1
	8.4.0
	Rel-8
	AliasesRepositoryData removal
	approved
	A
	8.5.0
	TEI7
	C4

	CP-090042
	23.008
	0246
	-
	7.9.0
	Rel-7
	AliasesRepositoryData removal
	approved
	F
	7.10.0
	TEI7
	C4

	CP-090161
	23.009
	0128
	-
	8.0.1
	Rel-8
	Data Forwarding for Enhanced SRNS Relocation
	approved
	B
	8.1.0
	RANimp-SrnsReloc
	C1

	CP-090045
	23.015
	0011
	1
	8.0.1
	Rel-8
	Correction on ODB for EPS
	reissued
	F
	
	SAES-LTE
	C4

	CP-090236
	23.015
	0011
	1
	8.0.1
	Rel-8
	Operator Determined Barring for EPS
	approved
	F
	8.1.0
	SAES-St3-impacts
	C4

	CP-090122
	23.040
	0103
	1
	7.1.0
	Rel-7
	SM termination correction
	approved
	F
	7.2.0
	SMSIP
	C1

	CP-090122
	23.040
	0104
	1
	8.3.0
	Rel-8
	SM termination correction
	approved
	A
	8.4.0
	SMSIP
	C1

	CP-090159
	23.041
	0025
	1
	8.1.0
	Rel-8
	Clarification of non settable Message ID's through MMI
	approved
	F
	8.2.0
	TEI8
	C1

	CP-090149
	23.041
	0026
	2
	8.1.0
	Rel-8
	ETWS Duplication Detection
	approved
	F
	8.2.0
	ETWS
	C1

	SP-090101
	23.060
	0746
	4
	8.3.0
	Rel-8
	The usage of AMBR between S4 SGSN and Gn/Gp SGSN
	approved
	F
	8.4.0
	SAES
	S2

	SP-090101
	23.060
	0760
	1
	8.3.0
	Rel-8
	S4-SGSN QoS mapping
	approved
	F
	8.4.0
	SAES
	S2

	SP-090101
	23.060
	0761
	5
	8.3.0
	Rel-8
	Clarification on the SGSN initiated bearer deactivation procedure
	approved
	F
	8.4.0
	SAES
	S2

	SP-090101
	23.060
	0763
	-
	8.3.0
	Rel-8
	Corrections on APN and GGSN Selection
	approved
	F
	8.4.0
	SAES
	S2

	SP-090101
	23.060
	0764
	1
	8.3.0
	Rel-8
	Removal of the PDN GW initiated update of the IPv4 address
	approved
	F
	8.4.0
	SAES
	S2

	SP-090101
	23.060
	0765
	5
	8.3.0
	Rel-8
	Clarification that Rel-8 SGSN supports Rel-8 DNS for S4/Gn selection based on LTE capability of the UE
	approved
	F
	8.4.0
	SAES
	S2

	SP-090101
	23.060
	0766
	1
	8.3.0
	Rel-8
	Correction of Iu Release, Routing Area Update, Service Request procedures using S4
	approved
	F
	8.4.0
	SAES
	S2

	SP-090101
	23.060
	0768
	2
	8.3.0
	Rel-8
	UE capability handling at inter-RAT handover
	approved
	F
	8.4.0
	SAES
	S2

	SP-090106
	23.060
	0769
	-
	8.3.0
	Rel-8
	Correction of QoS negotiation details
	approved
	F
	8.4.0
	TEI8
	S2

	SP-090101
	23.060
	0770
	3
	8.3.0
	Rel-8
	Correction of Annex A (APN and GGSN selection) for support of S4 SGSN
	approved
	F
	8.4.0
	SAES
	S2

	SP-090101
	23.060
	0774
	1
	8.3.0
	Rel-8
	Remove TCP option for reference point S6d
	approved
	F
	8.4.0
	SAES
	S2

	SP-090102
	23.060
	0775
	2
	8.3.0
	Rel-9
	GPRS Emergency PDP Context Activation
	revised
	F
	
	IMS_EMER_GPRS_EPS
	S2

	SP-090103
	23.060
	0775
	3
	8.3.0
	Rel-9
	GPRS Emergency PDP Context Activation
	approved
	F
	9.0.0
	IMS_EMER_GPRS_EPS
	S2

	SP-090101
	23.060
	0776
	2
	8.3.0
	Rel-8
	Subscribed PDN Type Handling in the S4 SGSN
	approved
	F
	8.4.0
	SAES
	S2

	SP-090104
	23.060
	0777
	1
	8.3.0
	Rel-9
	IMS emergency call support - APN Restriction
	approved
	B
	9.0.0
	IMS_EMER_GPRS_EPS
	S2

	SP-090101
	23.060
	0778
	-
	8.3.0
	Rel-8
	Editorial correction about the figures in two figures
	approved
	F
	8.4.0
	SAES
	S2

	SP-090101
	23.060
	0779
	1
	8.3.0
	Rel-8
	MS-Initiated EPS Bearer Modification Procedure using S4
	approved
	F
	8.4.0
	SAES
	S2

	SP-090101
	23.060
	0780
	1
	8.3.0
	Rel-8
	Core Network classmark handling
	approved
	F
	8.4.0
	SAES
	S2

	SP-090101
	23.060
	0781
	1
	8.3.0
	Rel-8
	RRC Connection recovery by NAS
	approved
	F
	8.4.0
	SAES
	S2

	CP-090157
	23.122
	0129
	1
	8.4.0
	Rel-8
	Correction on CSG related NAS requirement
	approved
	F
	8.5.0
	HomeNB-LTE, HomeNB-3G
	C1

	CP-090157
	23.122
	0130
	1
	8.4.0
	Rel-8
	CSG selection in idle mode
	revised
	F
	
	HomeNB-LTE, HomeNB-3G
	C1

	CP-090222
	23.122
	0130
	2
	8.4.0
	Rel-8
	CSG selection process in idle mode
	approved
	F
	8.5.0
	HomeNB-LTE, HomeNB-3G
	C1

	CP-090157
	23.122
	0132
	1
	8.4.0
	Rel-8
	Introduction of cause#25 handling in LR state diagram
	approved
	F
	8.5.0
	HomeNB-3G
	C1

	CP-090183
	23.140
	0211
	-
	6.13.0
	Rel-6
	MM4 return route for correct billing
	revised
	F
	
	MMS6
	CP

	CP-090204
	23.140
	0211
	1
	6.13.0
	Rel-6
	MM4 return route for correct billing
	revised
	F
	
	MMS6
	CP

	CP-090230
	23.140
	0211
	2
	6.15.0
	Rel-6
	MM4 return route for correct billing
	revised
	F
	
	MMS6
	CP

	CP-090238
	23.140
	0211
	3
	6.15.0
	Rel-6
	MM4 return route for correct billing
	approved
	F
	6.16.0
	MMS6
	CP

	CP-090030
	23.153
	0115
	2
	8.2.0
	Rel-8
	Clarification of MSC-PCL contents
	approved
	F
	8.3.0
	AoIP
	C4

	SP-090106
	23.167
	0115
	2
	8.2.0
	Rel-8
	Non-dialable callback number
	approved
	F
	8.3.0
	TEI8
	S2

	SP-090104
	23.167
	0116
	1
	8.2.0
	Rel-9
	IP-CAN IMS emergency services support corrections
	approved
	B
	9.0.0
	IMS_EMER_GPRS_EPS
	S2

	SP-090106
	23.167
	0119
	1
	8.2.0
	Rel-8
	PSAP call back indicator removal
	approved
	F
	8.3.0
	TEI8
	S2

	SP-090107
	23.167
	0121
	3
	8.2.0
	Rel-8
	Correction to reference
	approved
	F
	8.3.0
	IMS_Common
	S2

	SP-090108
	23.167
	0126
	1
	8.2.0
	Rel-9
	Correcting handling of URIs not allowed to resolve to emergency services
	approved
	B
	9.0.0
	TEI9
	S2

	SP-090104
	23.203
	0251
	4
	8.4.0
	Rel-9
	Support verification of emergency bearer for IMS emergency calls
	approved
	B
	9.0.0
	IMS_EMER_GPRS_EPS
	S2

	SP-090110
	23.203
	0252
	1
	8.4.0
	Rel-8
	Alignment of to Gateway Control Session Est procedure with 23.402 attach procedure
	approved
	F
	8.5.0
	SAES
	S2

	SP-090110
	23.203
	0254
	1
	8.4.0
	Rel-8
	Clarification for UE-init operation for multiple BBERF handling
	approved
	F
	8.5.0
	SAES
	S2

	SP-090110
	23.203
	0256
	3
	8.4.0
	Rel-8
	Clarification of BBERF relocation case 2a
	approved
	F
	8.5.0
	SAES
	S2

	SP-090110
	23.203
	0257
	2
	8.4.0
	Rel-8
	Multiple bearer binding function for HO between GTP and PMIP
	approved
	F
	8.5.0
	SAES
	S2

	SP-090110
	23.203
	0258
	-
	8.4.0
	Rel-8
	V-PCRF and local policy rules
	approved
	F
	8.5.0
	SAES
	S2

	SP-090110
	23.203
	0259
	2
	8.4.0
	Rel-8
	Clarification to ACK in the IP-CAN Session Modification; GW(PCEF) initiated
	approved
	F
	8.5.0
	SAES
	S2

	SP-090110
	23.203
	0261
	1
	8.4.0
	Rel-8
	Role of V-PCRF when HPLMN does not support PCC
	approved
	F
	8.5.0
	SAES
	S2

	SP-090109
	23.203
	0262
	5
	8.4.0
	Rel-8
	Modification of the IPCAN session establishment procedure
	approved
	A
	8.5.0
	PCC
	S2

	SP-090109
	23.203
	0263
	4
	7.9.0
	Rel-7
	Modification of the IPCAN session establishment procedure
	approved
	F
	7.10.0
	PCC
	S2

	SP-090110
	23.203
	0264
	1
	8.4.0
	Rel-8
	Corrections to V-PCRF functionality description
	approved
	F
	8.5.0
	SAES
	S2

	SP-090110
	23.203
	0265
	1
	8.4.0
	Rel-8
	Update of definitions and abbreviations section
	approved
	F
	8.5.0
	SAES
	S2

	SP-090110
	23.203
	0266
	-
	8.4.0
	Rel-8
	Control of PCC rule provisioning
	approved
	F
	8.5.0
	SAES
	S2

	SP-090110
	23.203
	0267
	1
	8.4.0
	Rel-8
	Update of policy control requirements
	approved
	F
	8.5.0
	SAES
	S2

	SP-090110
	23.203
	0268
	2
	8.4.0
	Rel-8
	QoS Allocation Status handling at inter-access system handover
	approved
	F
	8.5.0
	SAES
	S2

	SP-090110
	23.203
	0274
	2
	8.4.0
	Rel-8
	Clarification on QoS rules provided during inter-BBERF handovers
	approved
	F
	8.5.0
	SAES
	S2

	SP-090110
	23.203
	0279
	1
	8.4.0
	Rel-8
	Clarification of event trigger definition
	approved
	F
	8.5.0
	SAES
	S2

	SP-090110
	23.203
	0282
	2
	8.4.0
	Rel-8
	Relevance of QCI for PCRF binding
	approved
	F
	8.5.0
	SAES
	S2

	SP-090110
	23.203
	0283
	2
	8.4.0
	Rel-8
	Clarification of accept/reject bearer signalling
	approved
	F
	8.5.0
	SAES
	S2

	SP-090110
	23.203
	0285
	-
	8.4.0
	Rel-8
	Correction to signalling of supported BCMs during BBERF relocation
	approved
	F
	8.5.0
	SAES
	S2

	SP-090111
	23.204
	0076
	2
	7.5.0
	Rel-7
	SM termination procedure correction
	approved
	F
	7.6.0
	SMSIP
	S2

	SP-090111
	23.204
	0077
	4
	8.3.0
	Rel-8
	Correction of procedure for SM termination through the home network
	approved
	A
	8.4.0
	SMSIP
	S2

	SP-090106
	23.204
	0078
	1
	8.3.0
	Rel-8
	Reduction of unnecessary signalling
	approved
	F
	8.4.0
	TEI8
	S2

	SP-090113
	23.216
	0057
	-
	8.2.0
	Rel-8
	Corrections regarding the use of transparent containers
	approved
	F
	8.3.0
	SAES
	S2

	SP-090112
	23.216
	0060
	1
	8.2.0
	Rel-8
	Replacing PS Handover with DTM Handover
	approved
	F
	8.3.0
	SAES-SRVCC
	S2

	SP-090112
	23.216
	0061
	1
	8.2.0
	Rel-8
	Alignment with Common IMS
	approved
	F
	8.3.0
	SAES-SRVCC
	S2

	SP-090113
	23.216
	0062
	-
	8.2.0
	Rel-8
	Correction to suspend response
	approved
	F
	8.3.0
	SAES
	S2

	SP-090113
	23.228
	0835
	1
	8.7.0
	Rel-8
	Reference correction for P-CSCF discovery
	approved
	F
	8.8.0
	SAES
	S2

	SP-090107
	23.228
	0839
	2
	8.7.0
	Rel-8
	Clarification for transcoding support based on MRFC/MRFP
	approved
	F
	8.8.0
	IMS_Common
	S2

	CP-090029
	23.231
	0035
	1
	8.2.0
	Rel-8
	G-MSC Procedures for Call Release- long variant
	approved
	F
	8.3.0
	SIP_Nc-St2
	C4

	SP-090120
	23.237
	0089
	1
	8.2.0
	Rel-8
	Clarification on the use of IMS SC with EPS
	approved
	F
	8.3.0
	IMS-Cont
	S2

	SP-090120
	23.237
	0090
	1
	8.2.0
	Rel-8
	Using EPC mobility and IMS PS-PS Service continuity
	approved
	F
	8.3.0
	IMS-Cont
	S2

	SP-090123
	23.237
	0091
	3
	8.2.0
	Rel-9
	Information flow of real time media transfer from PS to the CS
	approved
	B
	9.0.0
	IMSSCC-SPI
	S2

	SP-090120
	23.237
	0096
	1
	8.2.0
	Rel-8
	Source Access Leg release for PS-CS Access Transfer
	approved
	F
	8.3.0
	IMS-Cont
	S2

	SP-090120
	23.237
	0098
	-
	8.2.0
	Rel-8
	Error in text for procedure 'PS - PS in conjunction with PS - CS Access Transfer: Active/Held sessions - Using Gm reference point'.
	approved
	F
	8.3.0
	IMS-Cont
	S2

	SP-090120
	23.237
	0099
	1
	8.2.0
	Rel-8
	Clarification on procedure for PS-PS transfer in conjunction with PS-CS transfer for UEs with ICS Capabilities.
	approved
	F
	8.3.0
	IMS-Cont
	S2

	SP-090120
	23.237
	0100
	3
	8.2.0
	Rel-8
	PS-PS in conjunction with PS-CS real-time media transfer with service control retained on original source access.
	approved
	F
	8.3.0
	IMS-Cont
	S2

	SP-090120
	23.237
	0101
	1
	8.2.0
	Rel-8
	Terminology alignment with TS 23.003
	approved
	F
	8.3.0
	IMS-Cont
	S2

	SP-090120
	23.237
	0103
	2
	8.2.0
	Rel-8
	Remove I1 interface from 23.237 Rel-8
	approved
	C
	8.3.0
	IMS-Cont
	S2

	SP-090120
	23.237
	0104
	1
	8.2.0
	Rel-8
	Clarification on Service Control Signalling Path transfer for ICS session continuity during PS-PS transfer
	approved
	C
	8.3.0
	IMS-Cont
	S2

	SP-090164
	23.246
	0202
	3
	8.2.0
	Rel-8
	MBMS improvements for HSPA Evolution
	postponed
	B
	
	TEI8
	S2

	SP-090121
	23.246
	0206
	1
	8.2.0
	Rel-9
	eMBMS Architecture Principles
	approved
	B
	9.0.0
	MBMS_EPS
	S2

	SP-090121
	23.246
	0207
	-
	8.2.0
	Rel-8
	Removal of eMBMS Architecture Principles from Rel-8
	approved
	B
	8.3.0
	MBMS_EPS
	S2

	SP-090113
	23.251
	0016
	5
	8.0.0
	Rel-8
	Netshare cleanup
	approved
	F
	8.1.0
	SAES
	S2

	SP-090122
	23.272
	0063
	1
	8.2.0
	Rel-8
	Correction to the ISR deactivation in CSFB
	approved
	F
	8.3.0
	SAES-CSFB
	S2

	SP-090122
	23.272
	0064
	-
	8.2.0
	Rel-8
	Correction to the MT Call in Active Mode in CSFB
	approved
	F
	8.3.0
	SAES-CSFB
	S2

	SP-090122
	23.272
	0065
	2
	8.2.0
	Rel-8
	Corrections to PS HO based procedures in CSFB
	approved
	F
	8.3.0
	SAES-CSFB
	S2

	SP-090122
	23.272
	0067
	1
	8.2.0
	Rel-8
	Emergency Indication usage in CSFB
	approved
	F
	8.3.0
	SAES-CSFB
	S2

	SP-090122
	23.272
	0068
	2
	8.2.0
	Rel-8
	ISR deactivation based on UE's CS Fallback capability
	approved
	F
	8.3.0
	SAES-CSFB
	S2

	SP-090122
	23.272
	0069
	-
	8.2.0
	Rel-8
	Deletion of unnecessary MSC functionality
	approved
	F
	8.3.0
	SAES-CSFB
	S2

	SP-090113
	23.272
	0070
	2
	8.2.0
	Rel-8
	23.272 CR0070: MT call 1xCS fallback rejection
	approved
	F
	8.3.0
	SAES
	S2

	SP-090122
	23.272
	0073
	1
	8.2.0
	Rel-8
	Use of Extended SR
	approved
	F
	8.3.0
	SAES-CSFB
	S2

	SP-090123
	23.292
	0087
	1
	9.0.0
	Rel-9
	ICS Service Change procedures using redial
	approved
	C
	9.1.0
	IMSSCC-ICS
	S2

	SP-090123
	23.292
	0088
	-
	9.0.0
	Rel-9
	General corrections for supporting video sessions that use CS media
	approved
	F
	9.1.0
	IMSSCC-ICS
	S2

	SP-090124
	23.292
	0091
	3
	8.2.0
	Rel-8
	T-ADS alignment with T-ADS for SC
	approved
	F
	8.3.0
	ICSRA-St2
	S2

	SP-090124
	23.292
	0092
	3
	9.0.0
	Rel-9
	T-ADS alignment with T-ADS for SC
	approved
	F
	9.1.0
	ICSRA-St2
	S2

	SP-090124
	23.292
	0093
	1
	8.2.0
	Rel-8
	ICS specification missing interface between MSC server and TAS used for communication settings modifications.
	approved
	F
	8.3.0
	ICSRA-St2
	S2

	SP-090124
	23.292
	0094
	1
	9.0.0
	Rel-9
	Optimized signalling handling in IMS deregistration by MSC Server enhanced for ICS when UE changing MSC
	approved
	A
	9.1.0
	ICSRA-St2
	S2

	SP-090124
	23.292
	0095
	1
	8.2.0
	Rel-8
	Terminology alignment with TS 23.003
	approved
	F
	8.3.0
	ICSRA-St2
	S2

	SP-090124
	23.292
	0096
	1
	9.0.0
	Rel-9
	Terminology alignment with TS 23.003
	approved
	A
	9.1.0
	ICSRA-St2
	S2

	SP-090124
	23.292
	0097
	1
	9.0.0
	Rel-9
	ICS specification missing interface between MSC server and TAS used for communication settings modifications.
	approved
	A
	9.1.0
	ICSRA-St2
	S2

	SP-090124
	23.292
	0098
	-
	8.2.0
	Rel-8
	Optimized signalling handling in IMS deregistration by MSC Server enhanced for ICS when UE changing MSC
	approved
	F
	8.3.0
	ICSRA-St2
	S2

	SP-090125
	23.327
	0011
	1
	8.2.0
	Rel-8
	Cleanup for using PCO to obtain the homelink information when GGSN and HA are co-located
	approved
	F
	8.3.0
	IWLAN_Mob
	S2

	CP-090026
	23.380
	0010
	-
	8.1.0
	Rel-8
	Multiple Registrations in De-Registration
	approved
	B
	8.2.0
	IMS_RP
	C4

	CP-090026
	23.380
	0011
	-
	8.1.0
	Rel-8
	Multiple Registrations in Registration
	approved
	B
	8.2.0
	IMS_RP
	C4

	SP-090114
	23.401
	0732
	1
	8.4.1
	Rel-8
	Alignment of S3 to transfer EPS Bearers instead of PDP contexts at IRAT handover
	approved
	F
	8.5.0
	SAES
	S2

	SP-090114
	23.401
	0733
	1
	8.4.1
	Rel-8
	IRAT Handover procedures updated with references to security specification
	approved
	F
	8.5.0
	SAES
	S2

	SP-090114
	23.401
	0734
	1
	8.4.1
	Rel-8
	Error correction of TAU procedure
	approved
	F
	8.5.0
	SAES
	S2

	SP-090114
	23.401
	0735
	1
	8.4.1
	Rel-8
	Clarify text on subscribed QoS
	approved
	F
	8.5.0
	SAES
	S2

	SP-090114
	23.401
	0739
	2
	8.4.1
	Rel-8
	Refinement to the procedures for storing PDN GW information in HSS
	approved
	F
	8.5.0
	SAES
	S2

	SP-090114
	23.401
	0740
	2
	8.4.1
	Rel-8
	Handling Wild CARD APN in 3GPP Access
	approved
	F
	8.5.0
	SAES
	S2

	SP-090114
	23.401
	0741
	1
	8.4.1
	Rel-8
	Alignment of Figure with the text of MME-HSS interaction
	approved
	F
	8.5.0
	SAES
	S2

	SP-090114
	23.401
	0742
	1
	8.4.1
	Rel-8
	Clarification of IPv6 prefix and interface identifier allocation to UE
	approved
	F
	8.5.0
	SAES
	S2

	SP-090114
	23.401
	0745
	2
	8.4.1
	Rel-8
	correction on the PDN TYPE
	approved
	F
	8.5.0
	SAES
	S2

	SP-090114
	23.401
	0746
	1
	8.4.1
	Rel-8
	Clarification on PDN GW selection function
	approved
	F
	8.5.0
	SAES
	S2

	SP-090114
	23.401
	0748
	2
	8.4.1
	Rel-8
	Relation between EPS MM and CM state
	approved
	F
	8.5.0
	SAES
	S2

	SP-090114
	23.401
	0749
	1
	8.4.1
	Rel-8
	Clarifications on APN Selection
	approved
	F
	8.5.0
	SAES
	S2

	SP-090114
	23.401
	0752
	2
	8.4.1
	Rel-8
	Corrections about the UE location Info reporting in detach procedure.
	approved
	F
	8.5.0
	SAES
	S2

	SP-090114
	23.401
	0754
	2
	8.4.1
	Rel-8
	Un-successful case clarification for X2 handover
	approved
	F
	8.5.0
	SAES
	S2

	SP-090114
	23.401
	0757
	3
	8.4.1
	Rel-8
	Handling NAS Procedure at the MME
	approved
	F
	8.5.0
	SAES-LTE
	S2

	SP-090114
	23.401
	0758
	1
	8.4.1
	Rel-8
	Bearers Requesting Data Forwarding List in inter-RAT handover
	approved
	F
	8.5.0
	SAES
	S2

	SP-090114
	23.401
	0759
	2
	8.4.1
	Rel-8
	Prioritization of EPS Bearers and PDP Contexts during TAU
	approved
	F
	8.5.0
	SAES
	S2

	SP-090114
	23.401
	0760
	1
	8.4.1
	Rel-8
	Storage of the IPv4 address in the MME
	approved
	F
	8.5.0
	SAES
	S2

	SP-090114
	23.401
	0761
	2
	8.4.1
	Rel-8
	M-PDN Detach Procedure Specification
	approved
	F
	8.5.0
	SAES-LTE
	S2

	SP-090115
	23.401
	0764
	1
	8.4.1
	Rel-8
	Adding Charging ID to Dedicated Bearer Establishment procedure
	postponed
	F
	
	SAES
	S2

	SP-090115
	23.401
	0768
	2
	8.4.1
	Rel-8
	Cause IE and Transparent Container IE Cleanup.
	approved
	F
	8.5.0
	SAES
	S2

	SP-090115
	23.401
	0770
	1
	8.4.1
	Rel-8
	PDP Context to EPS Bearer mapping in MME during Gn/Gp-SGSN to MME TAU.
	approved
	F
	8.5.0
	SAES
	S2

	SP-090115
	23.401
	0771
	3
	8.4.1
	Rel-8
	Correction of Routeing Area Update
	approved
	F
	8.5.0
	SAES
	S2

	SP-090115
	23.401
	0772
	-
	8.4.1
	Rel-8
	Cleanup of definitions and abbreviations
	approved
	F
	8.5.0
	SAES
	S2

	SP-090115
	23.401
	0773
	2
	8.4.1
	Rel-8
	UE capability handling at inter-RAT handover
	approved
	F
	8.5.0
	SAES
	S2

	SP-090115
	23.401
	0774
	1
	8.4.1
	Rel-8
	NAS message/S1 procedure handling during S1 interface handover
	approved
	F
	8.5.0
	SAES
	S2

	SP-090115
	23.401
	0775
	1
	8.4.1
	Rel-8
	PCC related update of bearer activation and modification procedure
	approved
	F
	8.5.0
	SAES
	S2

	SP-090115
	23.401
	0776
	1
	8.4.1
	Rel-8
	Removal of editor's notes and FFS'
	approved
	F
	8.5.0
	SAES
	S2

	SP-090115
	23.401
	0777
	3
	8.4.1
	Rel-8
	Clarification on the UE identity handling during Attach procedure
	approved
	F
	8.5.0
	SAES
	S2

	SP-090115
	23.401
	0778
	3
	8.4.1
	Rel-8
	Clarification of the additional P-TMSI/RAI
	approved
	F
	8.5.0
	SAES
	S2

	SP-090115
	23.401
	0779
	3
	8.4.1
	Rel-8
	Establish all the Dedicated Bearers in combination with default bearer in Handover Attach or Handover PDN connectivity
	approved
	F
	8.5.0
	SAES
	S2

	SP-090115
	23.401
	0780
	2
	8.4.1
	Rel-8
	Clarification that PDN GW initiated bearer modification procedure supports change of QCI
	approved
	F
	8.5.0
	SAES
	S2

	SP-090115
	23.401
	0781
	1
	8.4.1
	Rel-8
	Editorial Updates on MME control of overload clause
	approved
	D
	8.5.0
	SAES
	S2

	SP-090115
	23.401
	0793
	1
	8.4.1
	Rel-8
	Remove TCP option for reference point S6a and S13
	approved
	F
	8.5.0
	SAES
	S2

	SP-090115
	23.401
	0794
	2
	8.4.1
	Rel-8
	Unconditional RAU at handover to same RA
	approved
	F
	8.5.0
	SAES
	S2

	SP-090115
	23.401
	0795
	-
	8.4.1
	Rel-8
	Clarification of reference in MME-Initiated Detach Procedure
	approved
	F
	8.5.0
	SAES
	S2

	SP-090116
	23.401
	0796
	1
	8.4.1
	Rel-8
	MBR for non-GBR PDP-contexts
	approved
	F
	8.5.0
	SAES
	S2

	SP-090116
	23.401
	0798
	4
	8.4.1
	Rel-8
	Alignment of UE requested bearer resource modification procedure
	approved
	F
	8.5.0
	SAES
	S2

	SP-090116
	23.401
	0799
	-
	8.4.1
	Rel-8
	Clarification that dedicated bearers are per PDN connection
	approved
	F
	8.5.0
	SAES
	S2

	SP-090116
	23.401
	0803
	2
	8.4.1
	Rel-8
	Data Forwarding Path between SGW and S4-SGSN for IRAT HO from E-UTRAN to UTRAN Iu-mode
	approved
	F
	8.5.0
	SAES
	S2

	SP-090116
	23.401
	0806
	1
	8.4.1
	Rel-8
	The synchronization of EPS security context during the TAU procedure
	approved
	F
	8.5.0
	SAES
	S2

	SP-090116
	23.401
	0808
	1
	8.4.1
	Rel-8
	Prioritization of EPS Bearers and PDP Contexts during TAU
	approved
	F
	8.5.0
	SAES
	S2

	SP-090116
	23.401
	0809
	2
	8.4.1
	Rel-8
	Introducing Data Forwarding indication for inter RAT handover to EUTRAN
	approved
	F
	8.5.0
	SAES
	S2

	SP-090116
	23.401
	0812
	2
	8.4.1
	Rel-8
	Clarification of Subscribed PDN Type IPv4v6
	approved
	F
	8.5.0
	SAES
	S2

	SP-090104
	23.401
	0813
	2
	8.4.1
	Rel-9
	IMS emergency call support - Detach
	approved
	B
	9.0.0
	IMS_EMER_GPRS_EPS
	S2

	SP-090104
	23.401
	0814
	2
	8.4.1
	Rel-9
	IMEI use instead of IMSI for limited mode UE in 23.401 procedures
	approved
	F
	9.0.0
	IMS_EMER_GPRS_EPS
	S2

	SP-090116
	23.401
	0816
	2
	8.4.1
	Rel-8
	Clarification of UE Validated Context Request message
	approved
	F
	8.5.0
	SAES
	S2

	SP-090104
	23.401
	0817
	1
	8.4.1
	Rel-9
	IMS emergency call support - Tracking Area Update
	approved
	B
	9.0.0
	IMS_EMER_GPRS_EPS
	S2

	SP-090116
	23.401
	0819
	1
	8.4.1
	Rel-8
	Bearer handling Correction in ECM-CONNECTED
	approved
	F
	8.5.0
	SAES-LTE
	S2

	SP-090116
	23.401
	0821
	-
	8.4.1
	Rel-8
	UE-AMBR handling in UE or MME Initiated PDN Disconnect
	approved
	F
	8.5.0
	SAES
	S2

	SP-090116
	23.401
	0824
	-
	8.4.1
	Rel-8
	Correction of IPv6 address allocation for GTP-based S5/S8
	approved
	F
	8.5.0
	SAES
	S2

	SP-090104
	23.401
	0826
	2
	8.4.1
	Rel-9
	IMS emergency call support - MME emergency configuration data (integrated)
	approved
	B
	9.0.0
	IMS_EMER_GPRS_EPS
	S2

	SP-090104
	23.401
	0828
	2
	8.4.1
	Rel-9
	IMS emergency call support - Handover
	approved
	B
	9.0.0
	IMS_EMER_GPRS_EPS
	S2

	SP-090104
	23.401
	0829
	3
	8.4.1
	Rel-9
	IMS emergency call support -Emergency PDN Connection
	approved
	B
	9.0.0
	IMS_EMER_GPRS_EPS
	S2

	SP-090116
	23.401
	0833
	1
	8.4.1
	Rel-8
	Location dependent charging
	approved
	F
	8.5.0
	SAES
	S2

	SP-090104
	23.401
	0834
	2
	8.4.1
	Rel-9
	Introduction clause for IMS emergency session support
	approved
	B
	9.0.0
	IMS_EMER_GPRS_EPS
	S2

	SP-090104
	23.401
	0835
	2
	8.4.1
	Rel-9
	Emergency Attach Procedure
	approved
	B
	9.0.0
	IMS_EMER_GPRS_EPS
	S2

	SP-090116
	23.401
	0836
	-
	8.4.1
	Rel-8
	Core Network classmark handling
	approved
	F
	8.5.0
	SAES
	S2

	SP-090116
	23.401
	0837
	1
	8.4.1
	Rel-8
	RRC Connection recovery by NAS
	approved
	F
	8.5.0
	SAES
	S2

	SP-090116
	23.401
	0843
	1
	8.4.1
	Rel-8
	Alignments related to NAS security handling
	approved
	F
	8.5.0
	SAES
	S2

	SP-090117
	23.402
	0561
	1
	8.4.1
	Rel-8
	Clean up of multiple PDN support in handover procedures
	approved
	F
	8.5.0
	SAES
	S2

	SP-090117
	23.402
	0563
	2
	8.4.1
	Rel-8
	Cleanup for PDN GW reallocation upon initial attach on S2c
	approved
	F
	8.5.0
	SAES
	S2

	SP-090117
	23.402
	0564
	2
	8.4.1
	Rel-8
	Static IP address allocation on S2c case
	approved
	F
	8.5.0
	SAES
	S2

	SP-090117
	23.402
	0567
	2
	8.4.1
	Rel-8
	Handling Wild CARD APN in non-3GPP access
	approved
	F
	8.5.0
	SAES
	S2

	SP-090117
	23.402
	0568
	-
	8.4.1
	Rel-8
	Alignment of MIPv4 Attach procedure with SA WG3 decision
	approved
	F
	8.5.0
	SAES
	S2

	SP-090117
	23.402
	0569
	1
	8.4.1
	Rel-8
	Alignment of Attach procedure with 23.203
	approved
	F
	8.5.0
	SAES
	S2

	SP-090117
	23.402
	0570
	-
	8.4.1
	Rel-8
	Cleanup of resources upon handover to non-3GPP access
	approved
	F
	8.5.0
	SAES
	S2

	SP-090117
	23.402
	0571
	-
	8.4.1
	Rel-8
	Corrections to the PDN GW initiated IPv4 address delete procedure
	approved
	F
	8.5.0
	SAES
	S2

	SP-090117
	23.402
	0572
	1
	8.4.1
	Rel-8
	Clarification on context transfer during inter BBERF handover
	approved
	F
	8.5.0
	SAES
	S2

	SP-090117
	23.402
	0573
	1
	8.4.1
	Rel-8
	Handling of inter BBERF handover towards UE-init only BBERF
	approved
	F
	8.5.0
	SAES
	S2

	SP-090117
	23.402
	0575
	1
	8.4.1
	Rel-8
	CR to 23.402: Clean-up of section 8.4.2
	approved
	F
	8.5.0
	SAES
	S2

	SP-090117
	23.402
	0577
	-
	8.4.1
	Rel-8
	Alignment of S101 Tunnel Redirection message name with Stage 3
	approved
	F
	8.5.0
	SAES
	S2

	SP-090117
	23.402
	0584
	1
	8.4.1
	Rel-8
	Clarification on the request of the type of address on S2a
	approved
	F
	8.5.0
	SAES
	S2

	SP-090117
	23.402
	0586
	2
	8.4.1
	Rel-8
	Removal of Non-3GPP network initiated PDN connection re-establishment
	approved
	F
	8.5.0
	SAES
	S2

	SP-090118
	23.402
	0588
	3
	8.4.1
	Rel-8
	Initial E-UTRAN Attach clarification
	approved
	F
	8.5.0
	SAES
	S2

	SP-090118
	23.402
	0590
	2
	8.4.1
	Rel-8
	Corrections and Alignments in Annex C
	approved
	F
	8.5.0
	SAES
	S2

	SP-090118
	23.402
	0594
	1
	8.4.1
	Rel-8
	Interaction between inter-system mobility policies and user preferences
	approved
	F
	8.5.0
	SAES
	S2

	SP-090118
	23.402
	0595
	2
	8.4.1
	Rel-8
	Clarification on path switch trigger for S2c-based handovers
	approved
	F
	8.5.0
	SAES
	S2

	SP-090126
	23.402
	0597
	1
	8.4.1
	Rel-9
	ANDSF requirements / principles for the roaming scenario
	approved
	B
	9.0.0
	eANDSF
	S2

	SP-090126
	23.402
	0598
	1
	8.4.1
	Rel-9
	Roaming ANDSF architecture
	approved
	B
	9.0.0
	eANDSF
	S2

	SP-090126
	23.402
	0599
	2
	8.4.1
	Rel-9
	UE handling of policies from H-ANDSF and V-ANDSF
	approved
	B
	9.0.0
	eANDSF
	S2

	SP-090118
	23.402
	0600
	1
	8.4.1
	Rel-8
	Clarification on PLMN change triggered by ANDSF
	approved
	F
	8.5.0
	SAES
	S2

	SP-090118
	23.402
	0601
	1
	8.4.1
	Rel-8
	ANDSF push not mandated in all access networks
	approved
	F
	8.5.0
	SAES
	S2

	SP-090118
	23.402
	0602
	-
	8.4.1
	Rel-8
	Clean-up of PCO handling with PMIPv6 on S2a
	approved
	F
	8.5.0
	SAES
	S2

	SP-090118
	23.402
	0603
	1
	8.4.1
	Rel-8
	Reword Dedicated Bearer Deactivation sub-session title
	approved
	F
	8.5.0
	SAES
	S2

	SP-090118
	23.402
	0606
	1
	8.4.1
	Rel-8
	Clarifications to IPv4 address allocation using DHCPv4 for S2a
	approved
	F
	8.5.0
	SAES
	S2

	SP-090118
	23.402
	0607
	1
	8.4.1
	Rel-8
	HA discovery procedure
	approved
	F
	8.5.0
	SAES
	S2

	SP-090118
	23.402
	0610
	-
	8.4.1
	Rel-8
	Cleanup for some editorial corrections
	approved
	F
	8.5.0
	SAES
	S2

	SP-090118
	23.402
	0611
	1
	8.4.1
	Rel-8
	Cleanup for handover between 3GPP Access and Trusted / Untrusted Non-3GPP IP Access with access network discovery and selection
	approved
	F
	8.5.0
	SAES
	S2

	SP-090118
	23.402
	0612
	-
	8.4.1
	Rel-8
	Cleanup of S7 interface
	approved
	F
	8.5.0
	SAES
	S2

	SP-090118
	23.402
	0613
	1
	8.4.1
	Rel-8
	Gateway Control Session establishment when IPMS capability is not known
	approved
	F
	8.5.0
	SAES
	S2

	SP-090119
	23.402
	0615
	-
	8.4.1
	Rel-8
	Correction of the description of SWx
	approved
	F
	8.5.0
	SAES
	S2

	SP-090119
	23.402
	0616
	-
	8.4.1
	Rel-8
	PDN type checking in case of S2a and S2b and S2c
	approved
	F
	8.5.0
	SAES
	S2

	SP-090119
	23.402
	0621
	-
	8.4.1
	Rel-8
	Correction of IPv6 address allocation for S2c
	approved
	F
	8.5.0
	SAES
	S2

	SP-090119
	23.402
	0622
	1
	8.4.1
	Rel-8
	Correction of incorrect references and old procedure names
	approved
	F
	8.5.0
	SAES
	S2

	SP-090119
	23.402
	0623
	-
	8.4.1
	Rel-8
	Correction of old-styled PCC procedures
	approved
	F
	8.5.0
	SAES
	S2

	SP-090119
	23.402
	0624
	-
	8.4.1
	Rel-8
	Correction of incorrect references to void section
	approved
	F
	8.5.0
	SAES
	S2

	SP-090119
	23.402
	0625
	1
	8.4.1
	Rel-8
	Clarification of interface identifier allocation to UE in PMIP-based S5/S8 case
	approved
	F
	8.5.0
	SAES
	S2

	SP-090119
	23.402
	0627
	2
	8.4.1
	Rel-8
	Clarification of home link detection for IKEv2 SA via home link over non-3GPP access
	approved
	F
	8.5.0
	SAES
	S2

	SP-090119
	23.402
	0631
	1
	8.4.1
	Rel-8
	Clarification on signalling of UE supported BCMs
	approved
	F
	8.5.0
	SAES
	S2

	SP-090119
	23.402
	0632
	2
	8.4.1
	Rel-8
	Notification of assigned IP prefix in case of S2c
	approved
	F
	8.5.0
	SAES
	S2

	SP-090119
	23.402
	0633
	1
	8.4.1
	Rel-8
	PMIP-based S5/S8 update for User Location Signalling
	approved
	F
	8.5.0
	SAES
	S2

	SP-090119
	23.402
	0634
	1
	8.4.1
	Rel-8
	PMIP-based S5/S8 Update for the usage of AMBR
	approved
	F
	8.5.0
	SAES
	S2

	CP-090128
	24.002
	0004
	2
	8.0.0
	Rel-8
	Inclusion of LTE in scope
	revised
	B
	
	SAES
	C1

	CP-090218
	24.002
	0004
	3
	8.0.0
	Rel-8
	Inclusion of LTE in scope
	revised
	B
	
	SAES
	C1

	CP-090243
	24.002
	0004
	4
	8.0.0
	Rel-8
	Inclusion of LTE in scope
	approved
	B
	8.1.0
	SAES
	C1

	CP-090159
	24.002
	0005
	-
	8.0.0
	Rel-8
	Removal of unused references
	approved
	F
	8.1.0
	TEI8
	C1

	CP-090125
	24.007
	0082
	2
	8.0.0
	Rel-8
	Architecture figure for EPS UE
	approved
	F
	8.1.0
	SAES
	C1

	CP-090153
	24.007
	0083
	2
	8.0.0
	Rel-8
	Architecture figure for EPS UE + CSFB
	approved
	F
	8.1.0
	SAES-CSFB
	C1

	CP-090130
	24.007
	0085
	1
	8.0.0
	Rel-8
	Removal of EN about message duplication in S1 mode
	approved
	F
	8.1.0
	SAES
	C1

	CP-090125
	24.007
	0086
	1
	8.0.0
	Rel-8
	Add reference of LTE test control specification
	approved
	F
	8.1.0
	SAES
	C1

	CP-090126
	24.007
	0087
	2
	8.0.0
	Rel-8
	Clarification of format of LV-E/TLV-E Length Indicator format
	approved
	F
	8.1.0
	SAES
	C1

	CP-090125
	24.008
	1243
	2
	8.4.0
	Rel-8
	Additon of E-UTRAN support in MS Network Capability
	approved
	F
	8.5.0
	SAES
	C1

	CP-090130
	24.008
	1246
	1
	8.4.0
	Rel-8
	Security context handling on inter RAT mobility to GERAN/UTRAN
	approved
	F
	8.5.0
	SAES
	C1

	CP-090125
	24.008
	1247
	2
	8.4.0
	Rel-8
	AMF coding for EPS
	approved
	F
	8.5.0
	SAES
	C1

	CP-090130
	24.008
	1248
	2
	8.4.0
	Rel-8
	SM and GMM sublayers coordination for supporting ISR
	approved
	B
	8.5.0
	SAES
	C1

	CP-090131
	24.008
	1249
	2
	8.4.0
	Rel-8
	UE specific DRX Parameter handling in ATTACH/RAU procedure
	approved
	B
	8.5.0
	SAES
	C1

	CP-090159
	24.008
	1253
	1
	8.4.0
	Rel-8
	Corrections for attach and RAU attempt counters
	approved
	F
	8.5.0
	TEI8
	C1

	CP-090153
	24.008
	1254
	1
	8.4.0
	Rel-8
	ISR local deactivation in the UE
	approved
	C
	8.5.0
	SAES, SAES-CSFB
	C1

	CP-090159
	24.008
	1255
	2
	8.4.0
	Rel-8
	Miscellaneous corrections for 24.008
	approved
	F
	8.5.0
	TEI8
	C1

	CP-090156
	24.008
	1257
	2
	8.4.0
	Rel-8
	CC and MM procedures for SRVCC
	approved
	B
	8.5.0
	SAES-SRVCC
	C1

	CP-090153
	24.008
	1257
	2
	8.4.0
	Rel-8
	CC and MM procedures for SRVCC
	approved
	B
	8.5.0
	SAES-SRVCC
	C1

	CP-090157
	24.008
	1266
	1
	8.4.0
	Rel-8
	Invoking detach procedure through a CSG cell
	approved
	F
	8.5.0
	HomeNB-3G
	C1

	CP-090157
	24.008
	1267
	1
	8.4.0
	Rel-8
	Miscellaneous corrections
	approved
	F
	8.5.0
	HomeNB-3G
	C1

	CP-090157
	24.008
	1268
	1
	8.4.0
	Rel-8
	LU/RAU after manual selection of CSG cell
	approved
	F
	8.5.0
	HomeNB-3G
	C1

	CP-090159
	24.008
	1270
	2
	8.4.0
	Rel-8
	Correction of initial conditions when UE registered for CS services in an area supporting NMO III moves to another area with a different NMO
	approved
	F
	8.5.0
	TEI8
	C1

	CP-090159
	24.008
	1271
	-
	8.4.0
	Rel-8
	Reference corrections
	approved
	F
	8.5.0
	TEI8
	C1

	CP-090153
	24.008
	1274
	1
	8.4.0
	Rel-8
	Addition of CS Fallback capability support in MS Network Capability
	approved
	B
	8.5.0
	SAES-CSFB
	C1

	CP-090129
	24.008
	1275
	-
	8.4.0
	Rel-8
	NAS recovery on/off mechanism(3G)
	approved
	B
	8.5.0
	SAES
	C1

	CP-090125
	24.008
	1277
	1
	8.4.0
	Rel-8
	Add new subclause which describes coordination between GMM and EMM
	approved
	F
	8.5.0
	SAES
	C1

	CP-090130
	24.008
	1278
	1
	8.4.0
	Rel-8
	Proposal of UE EMM behavior on reception of error cause #9 when UE executed RAU, ^^combined RAU and Service Request
	approved
	F
	8.5.0
	SAES
	C1

	CP-090126
	24.008
	1279
	2
	8.4.0
	Rel-8
	Clarifications for request type
	approved
	F
	8.5.0
	SAES
	C1

	CP-090131
	24.008
	1280
	3
	8.4.0
	Rel-8
	Use of S-TMSI for the GPRS attach procedure
	approved
	B
	8.5.0
	SAES
	C1

	CP-090157
	24.008
	1281
	2
	8.4.0
	Rel-8
	Update of CSG list in manual mode
	approved
	F
	8.5.0
	HomeNB-3G
	C1

	CP-090123
	24.008
	1282
	1
	7.13.0
	Rel-7
	Enhancement of inter RAT information container
	approved
	F
	7.14.0
	TEI7, SCSAGB
	C1

	CP-090123
	24.008
	1283
	1
	8.4.0
	Rel-8
	Enhancement of inter RAT information container
	approved
	A
	8.5.0
	TEI7, SCSAGB
	C1

	CP-090128
	24.008
	1284
	2
	8.4.0
	Rel-8
	Introducing E-UTRAN UE RAC Information
	approved
	F
	8.5.0
	SAES
	C1

	CP-090130
	24.008
	1285
	-
	8.4.0
	Rel-8
	Removal of EN for RAU reject (cause #12)
	approved
	F
	8.5.0
	SAES
	C1

	CP-090131
	24.008
	1286
	2
	8.4.0
	Rel-8
	Update the PDN type with IPv4v6
	approved
	B
	8.5.0
	SAES
	C1

	CP-090125
	24.008
	1290
	1
	8.4.0
	Rel-8
	Attach and routing area update abnormal cases: interaction with EMM
	approved
	B
	8.5.0
	SAES
	C1

	CP-090153
	24.008
	1292
	1
	8.4.0
	Rel-8
	T3280 removal and corrections to procedures for CS fallback
	approved
	B
	8.5.0
	SAES-CSFB
	C1

	CP-090157
	24.008
	1295
	1
	8.4.0
	Rel-8
	Clarification on CSG related NAS behavior
	approved
	F
	8.5.0
	HomeNB-3G
	C1

	CP-090130
	24.008
	1297
	1
	8.4.0
	Rel-8
	Proposal of UE EMM behavior on reception of error cause #10 when UE executed RAU, ^^combined RAU and Service Request
	approved
	F
	8.5.0
	SAES
	C1

	CP-090153
	24.011
	0034
	2
	8.0.0
	Rel-8
	Support for SMS through the EPC
	approved
	B
	8.1.0
	SAES-CSFB
	C1

	CP-090160
	24.109
	0037
	2
	8.0.0
	Rel-8
	Introduction of GBA Push within TS 24.109 – Upa Interface
	approved
	B
	8.1.0
	GBAPush
	C1

	CP-090237
	24.167
	0030
	-
	6.6.0
	Rel-6
	MO DDF XML bug fix
	approved
	F
	6.7.0
	IMS2
	C1

	CP-090115
	24.167
	0030
	-
	6.6.0
	Rel-6
	MO DDF XML bug fix
	reissued
	F
	
	IMS2
	C1

	CP-090115
	24.167
	0031
	-
	7.4.0
	Rel-7
	MO DDF XML bug fix
	reissued
	A
	
	IMS2
	C1

	CP-090237
	24.167
	0031
	-
	7.4.0
	Rel-7
	MO DDF XML bug fix
	approved
	A
	7.5.0
	IMS2
	C1

	CP-090115
	24.167
	0032
	-
	8.0.0
	Rel-8
	MO DDF XML bug fix
	reissued
	A
	
	IMS2
	C1

	CP-090237
	24.167
	0032
	-
	8.0.0
	Rel-8
	MO DDF XML bug fix
	approved
	A
	8.1.0
	IMS2
	C1

	CP-090159
	24.167
	0033
	1
	8.0.0
	Rel-8
	Adding possibility to provision mode of the resource allocation used for IMS media
	approved
	F
	8.1.0
	TEI8
	C1

	CP-090121
	24.173
	0066
	-
	7.7.0
	Rel-7
	Correction of URN-value for Service Identifiers
	approved
	F
	7.8.0
	ServID
	C1

	CP-090121
	24.173
	0067
	-
	8.3.0
	Rel-8
	Correction of URN-value for Service Identifiers
	approved
	A
	8.4.0
	ServID
	C1

	CP-090162
	24.182
	0002
	1
	8.0.0
	Rel-9
	Actions at the AS serving the originating UE
	approved
	B
	9.0.0
	eCAT-SS
	C1

	CP-090162
	24.182
	0003
	2
	8.0.0
	Rel-9
	CAT Copy
	approved
	B
	9.0.0
	eCAT-SS
	C1

	CP-090155
	24.182
	0007
	-
	8.0.0
	Rel-8
	Interaction with ECT
	approved
	F
	8.1.0
	CAT-SS
	C1

	CP-090155
	24.182
	0008
	1
	8.0.0
	Rel-8
	Correction on UE response for UPDATE in Gateway model
	approved
	F
	8.1.0
	CAT-SS
	C1

	CP-090155
	24.182
	0009
	2
	8.0.0
	Rel-8
	No user configuration specified for IMS CAT
	approved
	F
	8.1.0
	CAT-SS
	C1

	CP-090155
	24.182
	0011
	2
	8.0.0
	Rel-8
	Flow updates
	approved
	F
	8.1.0
	CAT-SS
	C1

	CP-090155
	24.182
	0012
	2
	8.0.0
	Rel-8
	Intercation between CAT and CDIV
	approved
	F
	8.1.0
	CAT-SS
	C1

	CP-090162
	24.182
	0014
	1
	8.0.0
	Rel-9
	CAT Stop
	approved
	B
	9.0.0
	eCAT-SS
	C1

	CP-090119
	24.216
	0010
	1
	7.3.0
	Rel-7
	MO syntax correction
	approved
	F
	7.4.0
	VCC
	C1

	CP-090119
	24.216
	0011
	1
	8.0.0
	Rel-8
	MO syntax correction
	approved
	A
	8.1.0
	VCC
	C1

	CP-090147
	24.216
	0012
	1
	8.0.0
	Rel-8
	IMS SC Operator Policy coding
	approved
	F
	8.1.0
	IMS-Cont
	C1

	CP-090119
	24.216
	0013
	-
	7.3.0
	Rel-7
	MO DDF XML bug fix
	approved
	F
	7.4.0
	VCC
	C1

	CP-090119
	24.216
	0014
	-
	8.0.0
	Rel-8
	MO DDF XML bug fix
	approved
	A
	8.1.0
	VCC
	C1

	CP-090134
	24.229
	2438
	7
	8.6.0
	Rel-8
	Correction of non UE detectable emergency call procedures
	approved
	F
	8.7.0
	IMSProtoc2
	C1

	CP-090121
	24.229
	2506
	-
	7.14.0
	Rel-7
	Correction of URN-value for Service Identifiers
	approved
	F
	7.15.0
	ServID
	C1

	CP-090121
	24.229
	2507
	-
	8.6.0
	Rel-8
	Correction of URN-value for Service Identifiers
	approved
	A
	8.7.0
	ServID
	C1

	CP-090134
	24.229
	2508
	1
	8.6.0
	Rel-8
	Re-selection of S-CSCF during Terminating and Originating Procedures
	approved
	F
	8.7.0
	IMSProtoc2
	C1

	CP-090146
	24.229
	2509
	2
	8.6.0
	Rel-8
	Re-selection of S-CSCF during Terminating and Originating Procedures when restoration is supported.
	approved
	F
	8.7.0
	IMS_RP
	C1

	CP-090146
	24.229
	2510
	2
	8.6.0
	Rel-8
	Returning an error to trigger a new registration when IMS restoration is supported
	revised
	B
	
	IMS_RP
	C1

	CP-090223
	24.229
	2510
	3
	8.6.0
	Rel-8
	Returning an error to trigger a new registration when IMS restoration is supported
	revised
	B
	
	IMS_RP
	C1

	CP-090245
	24.229
	2510
	4
	8.6.0
	Rel-8
	Returning an error to trigger a new registration when IMS restoration is supported
	approved
	B
	8.7.0
	IMS_RP
	C1

	CP-090146
	24.229
	2511
	2
	8.6.0
	Rel-8
	Re-selection of S-CSCF during Re-registration when IMS restoration is supported
	revised
	B
	
	IMS_RP
	C1

	CP-090210
	24.229
	2511
	3
	8.6.0
	Rel-8
	Re-selection of S-CSCF during Re-registration when IMS restoration is supported
	revised
	B
	
	IMS_RP
	C1

	CP-090225
	24.229
	2511
	4
	8.6.0
	Rel-8
	Re-selection of S-CSCF during Re-registration when IMS restoration is supported
	approved
	B
	8.7.0
	IMS_RP
	C1

	CP-090134
	24.229
	2514
	1
	8.6.0
	Rel-8
	Outbound with IMS AKA
	approved
	F
	8.7.0
	IMSProtoc2
	C1

	CP-090134
	24.229
	2515
	2
	8.6.0
	Rel-8
	Registration procedure at the S-CSCF
	approved
	F
	8.7.0
	IMSProtoc2
	C1

	CP-090134
	24.229
	2516
	3
	8.6.0
	Rel-8
	P-CSCFprocessing 200 (OK)
	approved
	F
	8.7.0
	IMSProtoc2
	C1

	CP-090134
	24.229
	2517
	4
	8.6.0
	Rel-8
	Multiple de-registrations
	approved
	F
	8.7.0
	IMSProtoc2
	C1

	CP-090134
	24.229
	2519
	1
	8.6.0
	Rel-8
	Instance-ID in INVITE
	approved
	F
	8.7.0
	IMSProtoc2
	C1

	CP-090134
	24.229
	2520
	-
	8.6.0
	Rel-8
	Multiple contact addresses
	approved
	F
	8.7.0
	IMSProtoc2
	C1

	CP-090130
	24.229
	2524
	3
	8.6.0
	Rel-8
	Support for eHRPD
	approved
	B
	8.7.0
	SAES
	C1

	CP-090155
	24.229
	2525
	1
	8.6.0
	Rel-8
	Adding the role of The Early Session Disposition TypeAdding the role of The Early Session Disposition Type
	approved
	B
	8.7.0
	CAT-SS
	C1

	CP-090118
	24.229
	2526
	1
	7.14.0
	Rel-7
	Correction to include draft-ietf-sip-body-handling in the profile tables
	approved
	F
	7.15.0
	IMSProtoc
	C1

	CP-090134
	24.229
	2527
	-
	8.6.0
	Rel-8
	Cleanup inclusion of draft-ietf-sip-body-handling in the profile tables
	approved
	F
	8.7.0
	IMSProtoc2
	C1

	CP-090116
	24.229
	2528
	2
	7.14.0
	Rel-7
	Aligning with draft-ietf-sip-location-conveyance-12
	approved
	F
	7.15.0
	EMC1
	C1

	CP-090116
	24.229
	2529
	2
	8.6.0
	Rel-8
	Aligning with draft-ietf-sip-location-conveyance-12
	approved
	A
	8.7.0
	EMC1
	C1

	CP-090134
	24.229
	2530
	1
	8.6.0
	Rel-8
	Addressing privacy requirement for emergency calls
	approved
	F
	8.7.0
	IMSProtoc2
	C1

	CP-090116
	24.229
	2531
	1
	7.14.0
	Rel-7
	Correcting condition for using indicating use of emergency registration
	approved
	F
	7.15.0
	EMC1
	C1

	CP-090116
	24.229
	2532
	1
	8.6.0
	Rel-8
	Correcting condition for using indicating use of emergency registration
	approved
	A
	8.7.0
	EMC1
	C1

	CP-090136
	24.229
	2534
	1
	8.6.0
	Rel-8
	Overlap signalling en-bloc conversion procedures
	revised
	B
	
	Overlap
	C1

	CP-090206
	24.229
	2534
	2
	8.6.0
	Rel-8
	Overlap signalling en-bloc conversion procedures
	revised
	B
	
	Overlap
	C1

	CP-090224
	24.229
	2534
	3
	8.6.0
	Rel-8
	Overlap signalling en-bloc conversion procedures
	approved
	B
	8.7.0
	Overlap
	C1

	CP-090136
	24.229
	2535
	2
	8.6.0
	Rel-8
	Overlap signalling digit collection procedures
	revised
	B
	
	Overlap
	C1

	CP-090209
	24.229
	2535
	3
	8.6.0
	Rel-8
	Overlap signalling digit collection procedures
	approved
	B
	8.7.0
	Overlap
	C1

	CP-090134
	24.229
	2537
	1
	8.6.0
	Rel-8
	Correction of registration duration value
	approved
	F
	8.7.0
	IMSProtoc2
	C1

	CP-090117
	24.229
	2538
	3
	7.14.0
	Rel-7
	Mechanism for UE to identify a SIP URI that has an associated tel URI
	postponed
	F
	
	EMC1
	C1

	CP-090117
	24.229
	2539
	4
	8.6.0
	Rel-8
	Mechanism for UE to identify a SIP URI that has an associated tel URI
	postponed
	A
	
	EMC1
	C1

	CP-090127
	24.229
	2540
	1
	8.6.0
	Rel-8
	Corrections to E-UTRAN specific aspects
	approved
	F
	8.7.0
	SAES
	C1

	CP-090134
	24.229
	2541
	-
	8.6.0
	Rel-8
	Miscellaneous corrections to Annex B
	approved
	F
	8.7.0
	IMSProtoc2
	C1

	CP-090142
	24.229
	2543
	1
	8.6.0
	Rel-8
	Miscellaneous corrections to Annex M
	approved
	F
	8.7.0
	REDOC_3GPP2
	C1

	CP-090142
	24.229
	2544
	1
	8.6.0
	Rel-8
	Phone-context parameter value for cdma2000®
	approved
	F
	8.7.0
	REDOC_3GPP2
	C1

	CP-090142
	24.229
	2545
	1
	8.6.0
	Rel-8
	Common IMS for MGW and MRF
	approved
	F
	8.7.0
	REDOC_3GPP2
	C1

	CP-090134
	24.229
	2546
	4
	8.6.0
	Rel-8
	Deterministic behaviour for Call Forwarding
	approved
	F
	8.7.0
	IMSProtoc2
	C1

	CP-090136
	24.229
	2547
	1
	8.6.0
	Rel-8
	Overlap Corrections
	approved
	F
	8.7.0
	Overlap
	C1

	CP-090116
	24.229
	2549
	1
	7.14.0
	Rel-7
	Alignment of emergency indication with draft-patel-ecrit-sos-parameter-03
	approved
	F
	7.15.0
	EMC1
	C1

	CP-090116
	24.229
	2550
	1
	8.6.0
	Rel-8
	Alignment of emergency indication with draft-patel-ecrit-sos-parameter-03
	approved
	A
	8.7.0
	EMC1
	C1

	CP-090131
	24.229
	2553
	1
	8.6.0
	Rel-8
	Use of multiple access technologies in IMS
	revised
	F
	
	SAES
	C1

	CP-090241
	24.229
	2553
	2
	8.6.0
	Rel-8
	Use of multiple access technologies in IMS
	revised
	F
	
	SAES
	C1

	CP-090272
	24.229
	2553
	3
	8.6.0
	Rel-8
	Use of multiple access technologies in IMS
	approved
	F
	8.7.0
	SAES
	C1

	CP-090134
	24.229
	2555
	-
	8.6.0
	Rel-8
	Alignment of authentication parameter terminology
	approved
	F
	8.7.0
	IMSProtoc2
	C1

	CP-090134
	24.229
	2556
	-
	8.6.0
	Rel-8
	Use of access-class and access-type constructs in the P-Access-Network-Info header field
	approved
	F
	8.7.0
	IMSProtoc2
	C1

	CP-090134
	24.229
	2558
	-
	8.6.0
	Rel-8
	P-Served-User header field corrections (profile)
	approved
	F
	8.7.0
	IMSProtoc2
	C1

	CP-090134
	24.229
	2560
	-
	8.6.0
	Rel-8
	Editiorial consistency and best practice
	approved
	D
	8.7.0
	IMSProtoc2
	C1

	CP-090141
	24.229
	2561
	1
	8.6.0
	Rel-8
	Removal of redundant NASS bundled authentication text for S-CSCF
	approved
	F
	8.7.0
	NBA
	C1

	CP-090150
	24.229
	2564
	1
	8.6.0
	Rel-8
	Emergency call handling for CS media
	approved
	F
	8.7.0
	ICSRA
	C1

	CP-090118
	24.229
	2566
	2
	7.14.0
	Rel-7
	Correction to Annex A / SIP extensions for media authorization
	approved
	F
	7.15.0
	IMSProtoc
	C1

	CP-090118
	24.229
	2573
	1
	7.14.0
	Rel-7
	References correction
	approved
	F
	7.15.0
	IMSProtoc
	C1

	CP-090118
	24.229
	2574
	2
	8.6.0
	Rel-8
	Correction to Annex A / SIP extensions for media authorization
	approved
	A
	8.7.0
	IMSProtoc
	C1

	CP-090134
	24.229
	2578
	3
	8.6.0
	Rel-8
	Correction to Annex A /P-Access-Network-Info
	approved
	F
	8.7.0
	IMSProtoc2
	C1

	CP-090275
	24.229
	2578
	4
	8.6.0
	Rel-8
	Correction to Annex A /P-Access-Network-Info
	approved
	F
	8.7.0
	IMSProtoc2
	C1

	CP-090134
	24.229
	2579
	2
	8.6.0
	Rel-8
	Correction to Annex A /P-User-Database header
	approved
	F
	8.7.0
	IMSProtoc2
	C1

	CP-090134
	24.229
	2582
	2
	8.6.0
	Rel-8
	Routeing B2BUA transparency
	approved
	F
	8.7.0
	IMSProtoc2
	C1

	CP-090134
	24.229
	2583
	1
	8.6.0
	Rel-8
	Call release by P-CSCF- Editorial correction
	approved
	D
	8.7.0
	IMSProtoc2
	C1

	CP-090118
	24.229
	2584
	1
	8.6.0
	Rel-8
	References correction
	approved
	A
	8.7.0
	IMSProtoc
	C1

	CP-090142
	24.229
	2595
	1
	8.6.0
	Rel-8
	Corrections for cdma2000® HRPD Emergency Services
	approved
	F
	8.7.0
	REDOC_3GPP2
	C1

	CP-090127
	24.229
	2596
	-
	8.6.0
	Rel-8
	Corrections to EPS as IMS access tecnology Annex
	approved
	F
	8.7.0
	SAES
	C1

	CP-090135
	24.229
	2597
	1
	8.6.0
	Rel-8
	Update of references to SIP debug internet drafts
	approved
	F
	8.7.0
	OAM8-Trace
	C1

	CP-090159
	24.229
	2598
	1
	8.6.0
	Rel-8
	Handling of provisioned mode of the resource allocation used for IMS media
	approved
	F
	8.7.0
	TEI8
	C1

	CP-090115
	24.229
	2599
	2
	6.20.0
	Rel-6
	Reference correction
	reissued
	F
	
	IMS2
	C1

	CP-090237
	24.229
	2599
	2
	6.20.0
	Rel-6
	reference correction
	approved
	F
	6.21.0
	IMS2
	C1

	CP-090115
	24.229
	2600
	2
	7.14.0
	Rel-7
	Reference correction
	reissued
	A
	
	IMS2
	C1

	CP-090237
	24.229
	2600
	2
	7.14.0
	Rel-7
	reference correction
	approved
	A
	7.15.0
	IMS2
	C1

	CP-090237
	24.229
	2601
	2
	8.6.0
	Rel-8
	Reference correction
	approved
	A
	8.7.0
	IMS2
	C1

	CP-090115
	24.229
	2601
	2
	8.6.0
	Rel-8
	Reference correction
	reissued
	A
	
	IMS2
	C1

	CP-090147
	24.237
	0002
	3
	8.0.0
	Rel-8
	Cleanup to TS 24.237
	approved
	F
	8.1.0
	IMS-Cont
	C1

	CP-090147
	24.237
	0003
	1
	8.0.0
	Rel-8
	Remove void introduction subclauses
	approved
	F
	8.1.0
	IMS-Cont
	C1

	CP-090147
	24.237
	0004
	2
	8.0.0
	Rel-8
	UE procedures for operator policy support
	approved
	F
	8.1.0
	IMS-Cont
	C1

	CP-090147
	24.237
	0005
	1
	8.0.0
	Rel-8
	Flows for originating call and terminating session in Session continuity flows
	approved
	F
	8.1.0
	IMS-Cont
	C1

	CP-090148
	24.237
	0007
	2
	8.0.0
	Rel-8
	Ensure tel URI inside implicit registration set
	postponed
	F
	
	IMS-Cont
	C1

	CP-090147
	24.237
	0009
	1
	8.0.0
	Rel-8
	Correction SR-VCC procedures
	approved
	F
	8.1.0
	IMS-Cont
	C1

	CP-090147
	24.237
	0010
	1
	8.0.0
	Rel-8
	Correction to flows for session continuity
	approved
	F
	8.1.0
	IMS-Cont
	C1

	CP-090147
	24.237
	0011
	2
	8.0.0
	Rel-8
	Completion of IMRN functionality
	approved
	F
	8.1.0
	IMS-Cont  
	C1

	CP-090147
	24.237
	0012
	1
	8.0.0
	Rel-8
	SCC AS Transparently passing Contact To and From headers
	approved
	F
	8.1.0
	IMS-Cont
	C1

	CP-090147
	24.237
	0013
	3
	8.0.0
	Rel-8
	Conveying ICS registration information using 3rd party Registration and GRUU/ ICSI/IARI corrections
	approved
	F
	8.1.0
	IMS-Cont  
	C1

	CP-090147
	24.237
	0014
	2
	8.0.0
	Rel-8
	Use of GRUU by SC UE
	approved
	F
	8.1.0
	IMS-Cont  
	C1

	CP-090147
	24.237
	0015
	2
	8.0.0
	Rel-8
	modification for CS to PS
	approved
	F
	8.1.0
	IMS-Cont
	C1

	CP-090147
	24.237
	0018
	2
	8.0.0
	Rel-8
	Definitions of Dynamic and Static STI
	approved
	F
	8.1.0
	IMS-Cont
	C1

	CP-090147
	24.237
	0019
	2
	8.0.0
	Rel-8
	Miscellaneous corrections to session continuity procedures
	approved
	F
	8.1.0
	IMS-Cont
	C1

	CP-090147
	24.237
	0020
	2
	8.0.0
	Rel-8
	SCC  – Correlation
	approved
	B
	8.1.0
	IMS-Cont
	C1

	CP-090121
	24.238
	0001
	-
	8.0.0
	Rel-8
	Correction of URN-value for Service Identifiers
	approved
	F
	8.1.0
	ServID
	C1

	CP-090121
	24.239
	0001
	-
	8.0.0
	Rel-8
	Correction of URN-value for Service Identifiers
	approved
	F
	8.1.0
	ServID
	C1

	CP-090143
	24.239
	0002
	1
	8.0.0
	Rel-8
	Service configuration XML schema for IMS Flexible Alerting
	approved
	B
	8.1.0
	FA
	C1

	CP-090143
	24.239
	0003
	-
	8.0.0
	Rel-8
	Flow updates
	approved
	F
	8.1.0
	FA
	C1

	CP-090133
	24.259
	0002
	-
	8.0.0
	Rel-8
	Conveying PN UE information using 3rd party Registration and ICSI/IARI corrections
	approved
	F
	8.1.0
	PNM
	C1

	CP-090133
	24.259
	0003
	-
	8.0.0
	Rel-8
	Flow updates
	approved
	F
	8.1.0
	PNM
	C1

	CP-090150
	24.292
	0002
	-
	8.0.0
	Rel-8
	Deletion of editors note in subclause 8.2.4
	approved
	F
	8.1.0
	ICSRA
	C1

	CP-090150
	24.292
	0004
	2
	8.0.0
	Rel-8
	Treatment of Accept-Contact header
	approved
	F
	8.1.0
	ICSRA
	C1

	CP-090150
	24.292
	0007
	2
	8.0.0
	Rel-8
	C-MSISDN usage for ICS
	approved
	F
	8.1.0
	ICSRA
	C1

	CP-090150
	24.292
	0008
	1
	8.0.0
	Rel-8
	ICS UE behavior when offered a voice media in both CS and PS domains
	approved
	F
	8.1.0
	ICSRA
	C1

	CP-090150
	24.292
	0009
	2
	8.0.0
	Rel-8
	Orig Anchoring VCC
	approved
	F
	8.1.0
	ICSRA
	C1

	CP-090150
	24.292
	0010
	1
	8.0.0
	Rel-8
	SDP for UE assisted T-ADS
	approved
	F
	8.1.0
	ICSRA
	C1

	CP-090150
	24.292
	0013
	-
	8.0.0
	Rel-8
	Update to references in 24.292
	approved
	F
	8.1.0
	ICSRA
	C1

	CP-090150
	24.292
	0014
	1
	8.0.0
	Rel-8
	Corrections to ICS origination call flows
	approved
	F
	8.1.0
	ICSRA
	C1

	CP-090150
	24.292
	0015
	1
	8.0.0
	Rel-8
	Definition of term CS media
	approved
	F
	8.1.0
	ICSRA
	C1

	CP-090150
	24.292
	0016
	1
	8.0.0
	Rel-8
	Conveying ICS registration information using 3rd party Registration and GRUU /ICSI/IARI corrections
	approved
	F
	8.1.0
	ICSRA
	C1

	CP-090150
	24.292
	0017
	2
	8.0.0
	Rel-8
	SCC AS Transparently passing Contact To and From headers
	approved
	F
	8.1.0
	ICSRA
	C1

	CP-090150
	24.292
	0018
	2
	8.0.0
	Rel-8
	Use of GRUU by ICS UE
	approved
	F
	8.1.0
	ICSRA
	C1

	CP-090150
	24.292
	0019
	2
	8.0.0
	Rel-8
	Using forking method for ICS UE request CS bear
	approved
	F
	8.1.0
	ICSRA
	C1

	CP-090153
	24.301
	0003
	2
	8.0.0
	Rel-8
	Clarification of the timer T3413 in paging procedure for CSFB
	approved
	F
	8.1.0
	SAES-CSFB
	C1

	CP-090126
	24.301
	0004
	2
	8.0.0
	Rel-8
	Clarification of the abnormal case in UE requested PDN connectivity procedure
	approved
	F
	8.1.0
	SAES
	C1

	CP-090126
	24.301
	0006
	1
	8.0.0
	Rel-8
	Clarification on expiration of T3417
	approved
	F
	8.1.0
	SAES
	C1

	CP-090126
	24.301
	0010
	1
	8.0.0
	Rel-8
	Clean up the unuseful definition and complete sentence
	approved
	F
	8.1.0
	SAES
	C1

	CP-090127
	24.301
	0011
	1
	8.0.0
	Rel-8
	Cleanup the definition of the TAI list
	approved
	F
	8.1.0
	SAES
	C1

	CP-090131
	24.301
	0015
	1
	8.0.0
	Rel-8
	Updating the identities of forbidden tracking areas
	approved
	F
	8.1.0
	SAES
	C1

	CP-090153
	24.301
	0017
	2
	8.0.0
	Rel-8
	the handling of the UE after the EPS detach only
	approved
	F
	8.1.0
	SAES-CSFB
	C1

	CP-090130
	24.301
	0019
	2
	8.0.0
	Rel-8
	Resolve editor's notes for NAS security
	approved
	F
	8.1.0
	SAES
	C1

	CP-090127
	24.301
	0022
	1
	8.0.0
	Rel-8
	Completion of APN-AMBR IE definition
	approved
	F
	8.1.0
	SAES
	C1

	CP-090130
	24.301
	0023
	2
	8.0.0
	Rel-8
	State change to EMM-DEREGISTERED for non-3GPP access
	approved
	F
	8.1.0
	SAES
	C1

	CP-090131
	24.301
	0025
	2
	8.0.0
	Rel-8
	Updating the APN-AMBR of the UE after inter-system handover to S1 mode
	approved
	F
	8.1.0
	SAES
	C1

	CP-090129
	24.301
	0027
	2
	8.0.0
	Rel-8
	Provision of RRC establishment cause values by EPS NAS
	approved
	F
	8.1.0
	SAES
	C1

	CP-090131
	24.301
	0034
	2
	8.0.0
	Rel-8
	Update to Paging using IMSI procedure
	approved
	F
	8.1.0
	SAES
	C1

	CP-090131
	24.301
	0035
	1
	8.0.0
	Rel-8
	Update the PDN address IE to Mandatory
	approved
	F
	8.1.0
	SAES
	C1

	CP-090131
	24.301
	0037
	1
	8.0.0
	Rel-8
	Update to the detach procedure
	approved
	F
	8.1.0
	SAES
	C1

	CP-090130
	24.301
	0039
	3
	8.0.0
	Rel-8
	Security and IRAT mobility to E-UTRAN
	approved
	F
	8.1.0
	SAES
	C1

	CP-090129
	24.301
	0040
	1
	8.0.0
	Rel-8
	KSI inclusion in Detach Request
	approved
	F
	8.1.0
	SAES
	C1

	CP-090128
	24.301
	0044
	1
	8.0.0
	Rel-8
	Editorials on security issues
	approved
	F
	8.1.0
	SAES
	C1

	CP-090125
	24.301
	0045
	2
	8.0.0
	Rel-8
	Behaviour on Service Reject(cause#10), relationship between SM and ESM state machines, inclusion of PDP context parameters
	approved
	F
	8.1.0
	SAES
	C1

	CP-090126
	24.301
	0046
	2
	8.0.0
	Rel-8
	Clarifications on issues for bearer context states
	approved
	F
	8.1.0
	SAES
	C1

	CP-090130
	24.301
	0050
	-
	8.0.0
	Rel-8
	Remove Editors Note for TAI length
	approved
	F
	8.1.0
	SAES
	C1

	CP-090127
	24.301
	0051
	1
	8.0.0
	Rel-8
	Correct use of cdma terminology
	approved
	D
	8.1.0
	SAES
	C1

	CP-090125
	24.301
	0059
	1
	8.0.0
	Rel-8
	Addition of actions on receving an ESM STATUS message
	approved
	F
	8.1.0
	SAES
	C1

	CP-090125
	24.301
	0060
	1
	8.0.0
	Rel-8
	Addition of the definition of casue value #47 (PTI mismatch)
	approved
	F
	8.1.0
	SAES
	C1

	CP-090128
	24.301
	0061
	1
	8.0.0
	Rel-8
	Editorial correction on the defintion of default bearer
	approved
	F
	8.1.0
	SAES
	C1

	CP-090127
	24.301
	0062
	2
	8.0.0
	Rel-8
	Correction to error cause value #9 and integrity check failure
	approved
	F
	8.1.0
	SAES
	C1

	CP-090129
	24.301
	0064
	-
	8.0.0
	Rel-8
	IPv6 interface identifier coding
	approved
	F
	8.1.0
	SAES
	C1

	CP-090126
	24.301
	0066
	3
	8.0.0
	Rel-8
	Clarification for local release of bearers
	approved
	F
	8.1.0
	SAES
	C1

	CP-090127
	24.301
	0068
	1
	8.0.0
	Rel-8
	Corrections for Attach failure procedure
	approved
	F
	8.1.0
	SAES
	C1

	CP-090130
	24.301
	0069
	2
	8.0.0
	Rel-8
	Re-transmission of EMM DL NAS message handling due to handover
	approved
	B
	8.1.0
	SAES
	C1

	CP-090130
	24.301
	0070
	2
	8.0.0
	Rel-8
	Re-transmission of ESM DL NAS message handling due to handover
	approved
	B
	8.1.0
	SAES
	C1

	CP-090129
	24.301
	0071
	-
	8.0.0
	Rel-8
	Paging for EPS services using IMSI and DRX
	approved
	F
	8.1.0
	SAES
	C1

	CP-090127
	24.301
	0075
	2
	8.0.0
	Rel-8
	Coordination of ESM and EMM sublayers for supporting ISR
	approved
	B
	8.1.0
	SAES
	C1

	CP-090128
	24.301
	0076
	1
	8.0.0
	Rel-8
	Handling of TAI list at the UE
	approved
	C
	8.1.0
	SAES
	C1

	CP-090131
	24.301
	0078
	2
	8.0.0
	Rel-8
	UE specific DRX Parameter handling in ATTACH/TAU procedure
	approved
	B
	8.1.0
	SAES
	C1

	CP-090128
	24.301
	0081
	1
	8.0.0
	Rel-8
	Handling of security context during state transitions
	approved
	F
	8.1.0
	SAES
	C1

	CP-090131
	24.301
	0082
	2
	8.0.0
	Rel-8
	Trigger for initiating ciphering protection
	approved
	F
	8.1.0
	SAES
	C1

	CP-090131
	24.301
	0085
	2
	8.0.0
	Rel-8
	UE action related to ISR local deactivation
	approved
	B
	8.1.0
	SAES
	C1

	CP-090153
	24.301
	0088
	3
	8.0.0
	Rel-8
	Clarification on CLI usage
	approved
	B
	8.1.0
	SAES-CSFB
	C1

	CP-090153
	24.301
	0092
	1
	8.0.0
	Rel-8
	Abnormal case handling for Extended service request
	approved
	B
	8.1.0
	SAES-CSFB
	C1

	CP-090158
	24.301
	0093
	3
	8.0.0
	Rel-8
	UE behaviour if UE support of CSG selection is optional
	revised
	F
	
	HomeNB-LTE
	C1

	CP-090259
	24.301
	0093
	4
	8.0.0
	Rel-8
	UE behaviour when UE support of CSG selection is optional
	approved
	F
	8.1.0
	HomeNB-LTE
	C1

	CP-090153
	24.301
	0094
	2
	8.0.0
	Rel-8
	Conditions for initiating TAU and combined TAU
	approved
	B
	8.1.0
	SAES, SAES-CSFB, HomeNB-LTE
	C1

	CP-090127
	24.301
	0095
	1
	8.0.0
	Rel-8
	Corrections for attach and TAU attempt counters
	approved
	F
	8.1.0
	SAES
	C1

	CP-090129
	24.301
	0096
	1
	8.0.0
	Rel-8
	Network initiated detach procedure corrections
	approved
	F
	8.1.0
	SAES
	C1

	CP-090128
	24.301
	0097
	1
	8.0.0
	Rel-8
	EMM states cleanup
	approved
	F
	8.1.0
	SAES
	C1

	CP-090153
	24.301
	0099
	2
	8.0.0
	Rel-8
	Supervision timer and corrections for the extended service request procedure
	approved
	B
	8.1.0
	SAES-CSFB
	C1

	CP-090153
	24.301
	0100
	1
	8.0.0
	Rel-8
	Corrections for combined attach procedure
	approved
	F
	8.1.0
	SAES-CSFB
	C1

	CP-090153
	24.301
	0102
	2
	8.0.0
	Rel-8
	Definition of NAS Message Container and removal of Editor's note
	approved
	B
	8.1.0
	SAES-CSFB
	C1

	CP-090125
	24.301
	0103
	1
	8.0.0
	Rel-8
	Adding missing procedure figure to Service Request
	approved
	F
	8.1.0
	SAES
	C1

	CP-090128
	24.301
	0104
	1
	8.0.0
	Rel-8
	Introduction of the Local Emergency Numbers List
	approved
	B
	8.1.0
	SAES
	C1

	CP-090129
	24.301
	0105
	2
	8.0.0
	Rel-8
	New cause value for separation bit failure in authentication
	approved
	F
	8.1.0
	SAES
	C1

	CP-090153
	24.301
	0106
	3
	8.0.0
	Rel-8
	Solving editor's notes in Annex A.3
	approved
	F
	8.1.0
	SAES-CSFB
	C1

	CP-090131
	24.301
	0109
	2
	8.0.0
	Rel-8
	Update on security procedure section
	approved
	F
	8.1.0
	SAES
	C1

	CP-090126
	24.301
	0112
	1
	8.0.0
	Rel-8
	Clarification on Dedicated bearer setup procedure failure
	approved
	F
	8.1.0
	SAES
	C1

	CP-090129
	24.301
	0116
	1
	8.0.0
	Rel-8
	New ESM cause value for collision with network initiated request
	approved
	F
	8.1.0
	SAES
	C1

	CP-090129
	24.301
	0117
	1
	8.0.0
	Rel-8
	Populating PDN type IE value in PDN CONNECTIVITY REQUEST message
	approved
	F
	8.1.0
	SAES
	C1

	CP-090153
	24.301
	0119
	2
	8.0.0
	Rel-8
	Extended service request for 1xCSFB
	approved
	F
	8.1.0
	SAES-CSFB
	C1

	CP-090129
	24.301
	0125
	1
	8.0.0
	Rel-8
	ODB error cause clarification
	approved
	F
	8.1.0
	SAES
	C1

	CP-090129
	24.301
	0128
	-
	8.0.0
	Rel-8
	NAS recovery on/off mechanism(LTE)
	approved
	B
	8.1.0
	SAES
	C1

	CP-090128
	24.301
	0129
	1
	8.0.0
	Rel-8
	Introduce definition of EPS services and non-EPS services
	approved
	F
	8.1.0
	SAES
	C1

	CP-090129
	24.301
	0131
	1
	8.0.0
	Rel-8
	Proposal of UE GMM and MM behavior on reception of error cause #9 when UE executed TAU, combined TAU and Service Request
	approved
	F
	8.1.0
	SAES
	C1

	CP-090126
	24.301
	0135
	1
	8.0.0
	Rel-8
	Clarifications on IP address handling
	approved
	F
	8.1.0
	SAES
	C1

	CP-090131
	24.301
	0136
	1
	8.0.0
	Rel-8
	Unsuccessful cases for pre-registration
	approved
	B
	8.1.0
	SAES
	C1

	CP-090131
	24.301
	0137
	2
	8.0.0
	Rel-8
	Use of P-TMSI for the attach procedure
	approved
	B
	8.1.0
	SAES
	C1

	CP-090127
	24.301
	0138
	-
	8.0.0
	Rel-8
	Cleanup of editor's notes
	approved
	F
	8.1.0
	SAES
	C1

	CP-090127
	24.301
	0139
	1
	8.0.0
	Rel-8
	Correction of the paging procedure
	approved
	F
	8.1.0
	SAES
	C1

	CP-090127
	24.301
	0140
	1
	8.0.0
	Rel-8
	Cleanup of editor's notes for ESM abnormal cases
	approved
	B
	8.1.0
	SAES
	C1

	CP-090127
	24.301
	0141
	-
	8.0.0
	Rel-8
	Definition of ESM cause #54
	approved
	B
	8.1.0
	SAES
	C1

	CP-090127
	24.301
	0142
	-
	8.0.0
	Rel-8
	Definition of security related IEs for inter-system handover
	approved
	B
	8.1.0
	SAES
	C1

	CP-090130
	24.301
	0143
	-
	8.0.0
	Rel-8
	Removal of ISR bit from UE network capability
	approved
	B
	8.1.0
	SAES
	C1

	CP-090127
	24.301
	0144
	-
	8.0.0
	Rel-8
	Correction of detach procedure
	approved
	B
	8.1.0
	SAES
	C1

	CP-090125
	24.301
	0145
	1
	8.0.0
	Rel-8
	Addition of text for subclause 4.1, Overview
	approved
	B
	8.1.0
	SAES
	C1

	CP-090125
	24.301
	0146
	1
	8.0.0
	Rel-8
	Addition of text for subclause 6.1.1, General
	approved
	B
	8.1.0
	SAES
	C1

	CP-090125
	24.301
	0147
	1
	8.0.0
	Rel-8
	Addition of text for subclause 6.1.2, Types of ESM procedures
	approved
	B
	8.1.0
	SAES
	C1

	CP-090157
	24.301
	0152
	-
	8.0.0
	Rel-8
	Correction of cause#25 handling
	approved
	F
	8.1.0
	HomeNB-LTE
	C1

	CP-090128
	24.301
	0153
	-
	8.0.0
	Rel-8
	Description of procedure transaction states for the network
	approved
	B
	8.1.0
	SAES
	C1

	CP-090129
	24.301
	0154
	1
	8.0.0
	Rel-8
	Moving the description of the eKSI to subclause 4.4
	approved
	B
	8.1.0
	SAES
	C1

	CP-090153
	24.301
	0155
	3
	8.0.0
	Rel-8
	CS Service Notification
	approved
	F
	8.1.0
	SAES-CSFB
	C1

	CP-090128
	24.301
	0158
	1
	8.0.0
	Rel-8
	E9.04, removal of Editor's note in 9.5
	approved
	F
	8.1.0
	SAES
	C1

	CP-090128
	24.301
	0159
	-
	8.0.0
	Rel-8
	E4.03 and E9.05, removal of Editor's notes in 4.3.3.1 and 9.6
	approved
	F
	8.1.0
	SAES
	C1

	CP-090128
	24.301
	0160
	2
	8.0.0
	Rel-8
	Inclusion of APN in PDN connectivity request
	approved
	F
	8.1.0
	SAES
	C1

	CP-090126
	24.301
	0162
	2
	8.0.0
	Rel-8
	Clarification on local EPS bearer context deactivation
	approved
	F
	8.1.0
	SAES
	C1

	CP-090131
	24.301
	0163
	2
	8.0.0
	Rel-8
	Unciphered network operation
	approved
	F
	8.1.0
	SAES
	C1

	CP-090128
	24.301
	0164
	-
	8.0.0
	Rel-8
	ESM cause value #53 missing in 6.5.1.4
	approved
	F
	8.1.0
	SAES
	C1

	CP-090130
	24.301
	0165
	1
	8.0.0
	Rel-8
	"Reservation of ""reserved"" and ""unused"" code points"
	approved
	B
	8.1.0
	SAES
	C1

	CP-090128
	24.301
	0166
	-
	8.0.0
	Rel-8
	"Editorial modification to add a ""new line"" character"
	approved
	D
	8.1.0
	SAES
	C1

	CP-090125
	24.301
	0167
	2
	8.0.0
	Rel-8
	Activation of dedicated bearers during attach procedure
	approved
	C
	8.1.0
	SAES
	C1

	CP-090125
	24.301
	0168
	2
	8.0.0
	Rel-8
	"Additions to "" EPS bearer context deactivation initiated by the network"""
	approved
	F
	8.1.0
	SAES
	C1

	CP-090130
	24.301
	0170
	-
	8.0.0
	Rel-8
	Removal of EN for TAU reject (cause #12)
	approved
	F
	8.1.0
	SAES
	C1

	CP-090130
	24.301
	0171
	2
	8.0.0
	Rel-8
	Security Terminolgy Change to Reflect 33.401
	approved
	F
	8.1.0
	SAES
	C1

	CP-090125
	24.301
	0172
	1
	8.0.0
	Rel-8
	Alignment of cause representation
	approved
	F
	8.1.0
	SAES
	C1

	CP-090127
	24.301
	0173
	-
	8.0.0
	Rel-8
	Correct of fields within Detach type IE
	approved
	F
	8.1.0
	SAES
	C1

	CP-090128
	24.301
	0174
	-
	8.0.0
	Rel-8
	Deletion of editor's note for 2 digit MNC
	approved
	F
	8.1.0
	SAES
	C1

	CP-090126
	24.301
	0176
	2
	8.0.0
	Rel-8
	Clarification of the network behaviour on SMC rejection
	approved
	F
	8.1.0
	SAES
	C1

	CP-090125
	24.301
	0178
	1
	8.0.0
	Rel-8
	Add an abnormal case in the dedicated EPS bearer context activation procedure
	approved
	C
	8.1.0
	SAES
	C1

	CP-090126
	24.301
	0181
	3
	8.0.0
	Rel-8
	Clarify the collison between detach and service request procedure
	approved
	F
	8.1.0
	SAES
	C1

	CP-090127
	24.301
	0186
	1
	8.0.0
	Rel-8
	Correction of QCI
	approved
	F
	8.1.0
	SAES
	C1

	CP-090126
	24.301
	0187
	-
	8.0.0
	Rel-8
	Clarification on use of active flag in TAU request
	approved
	F
	8.1.0
	SAES
	C1

	CP-090153
	24.301
	0189
	1
	8.0.0
	Rel-8
	Corrections for CS/PS mode 1 and CS/PS mode 2 of operation
	approved
	F
	8.1.0
	SAES-CSFB
	C1

	CP-090128
	24.301
	0195
	1
	8.0.0
	Rel-8
	ESM information trasfer flag
	approved
	F
	8.1.0
	SAES
	C1

	CP-090125
	24.301
	0198
	-
	8.0.0
	Rel-8
	Attach attempt counter
	approved
	F
	8.1.0
	SAES
	C1

	CP-090128
	24.301
	0199
	1
	8.0.0
	Rel-8
	Error correction in reference for timer T3412 in TAU procedure
	approved
	F
	8.1.0
	SAES
	C1

	CP-090126
	24.301
	0201
	1
	8.0.0
	Rel-8
	Clarifications for request type
	approved
	F
	8.1.0
	SAES
	C1

	CP-090126
	24.301
	0203
	1
	8.0.0
	Rel-8
	Clarification of the use of NAS security header
	approved
	F
	8.1.0
	SAES
	C1

	CP-090129
	24.301
	0205
	1
	8.0.0
	Rel-8
	proposal of UE GMM and MM behavior on reception of error cause #10 when UE executed TAU, combined TAU and Service Request
	approved
	F
	8.1.0
	SAES
	C1

	CP-090128
	24.301
	0206
	-
	8.0.0
	Rel-8
	Definition of T3480, T3485, T3486, T3495 timer duration; Corrections on EPS bearer identity checking
	approved
	F
	8.1.0
	SAES
	C1

	CP-090132
	24.301
	0207
	1
	8.0.0
	Rel-8
	Clarification of UE requested ESM procedures
	withdrawn
	F
	
	SAES
	C1

	CP-090215
	24.301
	0207
	3
	8.0.0
	Rel-8
	Clarification of UE requested ESM procedures
	approved
	F
	8.1.0
	SAES
	C1

	CP-090157
	24.301
	0208
	-
	8.0.0
	Rel-8
	corrections to CSG related behavior
	approved
	F
	8.1.0
	HomeNB-LTE
	C1

	CP-090129
	24.302
	0001
	2
	8.0.0
	Rel-8
	Rapporteur's cleanup of editorial and typo mistakes
	approved
	D
	8.1.0
	SAES
	C1

	CP-090131
	24.302
	0002
	-
	8.0.0
	Rel-8
	Trust Relationship Detection
	approved
	F
	8.1.0
	SAES
	C1

	CP-090130
	24.302
	0005
	1
	8.0.0
	Rel-8
	Removing redundant and out-of-date editor's notes
	approved
	F
	8.1.0
	SAES
	C1

	CP-090129
	24.302
	0006
	1
	8.0.0
	Rel-8
	Missing specification text on WIMAX ANID
	approved
	F
	8.1.0
	SAES
	C1

	CP-090125
	24.302
	0007
	3
	8.0.0
	Rel-8
	ANDSF discovery and bootstrapping
	approved
	F
	8.1.0
	SAES
	C1

	CP-090127
	24.302
	0008
	1
	8.0.0
	Rel-8
	Corrections for authentication in trusted and untrusted access
	approved
	F
	8.1.0
	SAES
	C1

	CP-090128
	24.302
	0009
	2
	8.0.0
	Rel-8
	Incorrect protocol type and wrong reference
	approved
	F
	8.1.0
	SAES
	C1

	CP-090128
	24.302
	0011
	4
	8.0.0
	Rel-8
	Delivering HA-APN information to the UE
	approved
	F
	8.1.0
	SAES
	C1

	CP-090126
	24.302
	0012
	2
	8.0.0
	Rel-8
	Clarifications for IP mobility mode selection
	approved
	F
	8.1.0
	SAES
	C1

	CP-090130
	24.302
	0014
	-
	8.0.0
	Rel-8
	System selection
	approved
	F
	8.1.0
	SAES
	C1

	CP-090125
	24.302
	0017
	2
	8.0.0
	Rel-8
	ANDSF procedure – align with 24.312
	approved
	F
	8.1.0
	SAES
	C1

	CP-090129
	24.302
	0024
	2
	8.0.0
	Rel-8
	Number of ePDGs
	approved
	F
	8.1.0
	SAES
	C1

	CP-090130
	24.302
	0027
	1
	8.0.0
	Rel-8
	Restructuring sub-clause 5.1
	approved
	F
	8.1.0
	SAES
	C1

	CP-090129
	24.302
	0028
	2
	8.0.0
	Rel-8
	Refining sub-clause 5.2
	approved
	F
	8.1.0
	SAES
	C1

	CP-090131
	24.302
	0029
	-
	8.0.0
	Rel-8
	Use of decorated NAI for cdma2000 access to EPC
	approved
	F
	8.1.0
	SAES
	C1

	CP-090126
	24.302
	0030
	-
	8.0.0
	Rel-8
	Clarification of AAA procedures for cdma2000 access
	approved
	F
	8.1.0
	SAES
	C1

	CP-090126
	24.302
	0034
	1
	8.0.0
	Rel-8
	Clarification on Tunnel establishment for Multiple PDNs
	approved
	F
	8.1.0
	SAES
	C1

	CP-090126
	24.302
	0038
	1
	8.0.0
	Rel-8
	Cleanup for Static Configuration of Inter-technology Mobility Mechanism
	approved
	F
	8.1.0
	SAES
	C1

	CP-090127
	24.302
	0042
	1
	8.0.0
	Rel-8
	Cleanup for UE discovering the ANDSF
	approved
	F
	8.1.0
	SAES
	C1

	CP-090130
	24.302
	0044
	2
	8.0.0
	Rel-8
	Selection of the ePDG – resolution of open issues
	approved
	F
	8.1.0
	SAES
	C1

	CP-090126
	24.303
	0001
	1
	8.0.0
	Rel-8
	Binding Update Optimization
	approved
	F
	8.1.0
	SAES
	C1

	CP-090126
	24.303
	0003
	-
	8.0.0
	Rel-8
	BRI error correction
	approved
	F
	8.1.0
	SAES
	C1

	CP-090129
	24.303
	0005
	1
	8.0.0
	Rel-8
	Missing HA Initiated Multiple PDN Detach
	approved
	F
	8.1.0
	SAES
	C1

	CP-090129
	24.303
	0007
	-
	8.0.0
	Rel-8
	IPv4 HoA release
	approved
	F
	8.1.0
	SAES
	C1

	CP-090125
	24.303
	0008
	1
	8.0.0
	Rel-8
	Align with latest version of internet draft
	approved
	F
	8.1.0
	SAES
	C1

	CP-090120
	24.305
	0009
	-
	7.3.0
	Rel-7
	MO DDF XML bug fix
	approved
	F
	7.4.0
	SDoUE
	C1

	CP-090120
	24.305
	0010
	-
	8.0.0
	Rel-8
	MO DDF XML bug fix
	approved
	A
	8.1.0
	SDoUE
	C1

	CP-090131
	24.305
	0011
	-
	8.0.0
	Rel-8
	Update of SDoUE for EPS
	approved
	B
	8.1.0
	SAES
	C1

	CP-090125
	24.312
	0001
	4
	8.0.0
	Rel-8
	Adding ConnMO reference and Correct the Alert Type
	approved
	F
	8.1.0
	SAES
	C1

	CP-090131
	24.312
	0005
	-
	8.0.0
	Rel-8
	urn for the ANDSF MO registered by OMNA
	approved
	F
	8.1.0
	SAES
	C1

	CP-090130
	24.312
	0007
	1
	8.0.0
	Rel-8
	TimeOfDay simplification
	approved
	F
	8.1.0
	SAES
	C1

	CP-090128
	24.312
	0012
	2
	8.0.0
	Rel-8
	GEO positioning
	approved
	F
	8.1.0
	SAES
	C1

	CP-090127
	24.312
	0016
	2
	8.0.0
	Rel-8
	Corrections and cleanups of the ANDSF MO
	approved
	F
	8.1.0
	SAES
	C1

	CP-090127
	24.312
	0017
	2
	8.0.0
	Rel-8
	DDF for the ANDSF MO
	approved
	F
	8.1.0
	SAES
	C1

	CP-090129
	24.312
	0019
	1
	8.0.0
	Rel-8
	Removal of editor's notes
	approved
	F
	8.1.0
	SAES
	C1

	CP-090135
	24.323
	0001
	-
	8.0.0
	Rel-8
	urn for the Trace MO registered by OMNA and minor corrections and cleanups 
	approved
	F
	8.1.0
	OAM8-Trace
	C1

	CP-090152
	24.327
	0001
	2
	8.0.1
	Rel-8
	Removing 3GPP Vendor Specific Mobility Option format
	revised
	F
	
	IWLAN_Mob
	C1

	CP-090248
	24.327
	0001
	4
	8.0.1
	Rel-8
	Removing 3GPP Vendor Specific Mobility Option format
	approved
	F
	8.1.0
	IWLAN_Mob
	C1

	CP-090151
	24.327
	0002
	-
	8.0.1
	Rel-8
	Clarification on IPv4 Home Address assignment
	approved
	F
	8.1.0
	IWLAN_Mob
	C1

	CP-090151
	24.327
	0003
	2
	8.0.1
	Rel-8
	HA IP address(es) and HNP assignment through IKEv2 with PDG
	approved
	F
	8.1.0
	IWLAN_Mob
	C1

	CP-090151
	24.327
	0004
	1
	8.0.1
	Rel-8
	UE sends its Home Address, if available
	approved
	F
	8.1.0
	IWLAN_Mob
	C1

	CP-090151
	24.327
	0005
	1
	8.0.1
	Rel-8
	Editorial's corrections
	approved
	F
	8.1.0
	IWLAN_Mob
	C1

	CP-090151
	24.327
	0008
	1
	8.0.1
	Rel-8
	Clarification on using Protocol Configuration Options
	approved
	F
	8.1.0
	IWLAN_Mob
	C1

	CP-090122
	24.341
	0021
	1
	7.2.0
	Rel-7
	SRI4SM handling in IP-SM-GW
	approved
	F
	7.3.0
	SMSIP
	C1

	CP-090122
	24.341
	0022
	1
	8.0.0
	Rel-8
	SRI4SM handling in IP-SM-GW
	approved
	A
	8.1.0
	SMSIP
	C1

	CP-090124
	24.404
	0012
	2
	7.3.0
	Rel-7
	Miscellaneous corrections in History-Info mapping tables
	revised
	F
	
	MAINT_R1
	C1

	CP-090252
	24.404
	0012
	3
	7.3.0
	Rel-7
	Miscellaneous corrections in History-Info mapping tables
	approved
	F
	7.4.0
	MAINT_R1
	C1

	CP-090124
	24.404
	0013
	-
	7.3.0
	Rel-7
	Map priv-value of "session" and "header" in History-Info
	approved
	F
	7.4.0
	MAINT_R1
	C1

	CP-090124
	24.404
	0014
	1
	7.3.0
	Rel-7
	Handle the SIP URI in History-Info
	approved
	F
	7.4.0
	MAINT_R1
	C1

	CP-090124
	24.404
	0015
	2
	7.3.0
	Rel-7
	MGCF mapping tables correction
	revised
	F
	
	MAINT_R1
	C1

	CP-090250
	24.404
	0015
	3
	7.3.0
	Rel-7
	MGCF mapping tables correction
	approved
	F
	7.4.0
	MAINT-R1
	C1

	CP-090124
	24.404
	0016
	1
	7.3.0
	Rel-7
	cause-param clarification and corrections
	approved
	F
	7.4.0
	MAINT_R1
	C1

	CP-090121
	24.503
	0024
	-
	8.3.0
	Rel-8
	Correction of URN-value for Service Identifiers
	approved
	F
	8.4.0
	ServID
	C1

	CP-090137
	24.504
	0011
	-
	8.3.0
	Rel-8
	Correct reference
	revised
	F
	
	MAINT_R2
	C1

	CP-090211
	24.504
	0011
	1
	8.3.0
	Rel-8
	Correct reference
	approved
	F
	8.4.0
	MAINT_R2
	C1

	CP-090124
	24.504
	0014
	2
	8.3.0
	Rel-8
	Miscellaneous corrections in History-Info mapping tables
	revised
	F
	
	MAINT_R1
	C1

	CP-090253
	24.504
	0014
	3
	8.3.0
	Rel-8
	Miscellaneous corrections in History-Info mapping tables
	approved
	F
	8.4.0
	MAINT_R1
	C1

	CP-090124
	24.504
	0015
	-
	8.3.0
	Rel-8
	Map priv-value of "session" and "header" in History-Info
	approved
	F
	8.4.0
	MAINT_R1
	C1

	CP-090124
	24.504
	0016
	1
	8.3.0
	Rel-8
	Handle the SIP URI in History-Info
	approved
	F
	8.4.0
	MAINT_R1
	C1

	CP-090124
	24.504
	0017
	2
	8.3.0
	Rel-8
	MGCF mapping tables correction
	revised
	F
	
	MAINT_R1
	C1

	CP-090251
	24.504
	0017
	3
	8.3.0
	Rel-8
	MGCF mapping tables correction
	approved
	F
	8.4.0
	MAINT_R1
	C1

	CP-090124
	24.504
	0018
	1
	8.3.0
	Rel-8
	cause-param clarification and corrections
	approved
	F
	8.4.0
	MAINT_R1
	C1

	CP-090137
	24.504
	0019
	1
	8.3.0
	Rel-8
	NoReply Timer XML Schema
	approved
	F
	8.4.0
	MAINT_R2
	C1

	CP-090121
	24.604
	0016
	-
	8.2.0
	Rel-8
	Correction of URN-value for Service Identifiers
	approved
	F
	8.3.0
	ServID
	C1

	CP-090137
	24.604
	0017
	1
	8.2.0
	Rel-8
	Correct reference
	revised
	F
	
	MAINT_R2
	C1

	CP-090212
	24.604
	0017
	2
	8.2.0
	Rel-8
	Correct reference
	approved
	F
	8.3.0
	MAINT_R2
	C1

	CP-090124
	24.604
	0019
	1
	8.2.0
	Rel-8
	cause-param clarification and corrections
	approved
	F
	8.3.0
	MAINT_R1
	C1

	CP-090137
	24.604
	0020
	1
	8.2.0
	Rel-8
	NoReply Timer XML Schema
	approved
	F
	8.3.0
	MAINT_R2
	C1

	CP-090121
	24.605
	0006
	-
	8.2.0
	Rel-8
	Correction of URN-value for Service Identifiers
	approved
	F
	8.3.0
	ServID
	C1

	CP-090121
	24.610
	0008
	-
	8.2.0
	Rel-8
	Correction of URN-value for Service Identifiers
	approved
	F
	8.3.0
	ServID
	C1

	CP-090121
	24.615
	0001
	-
	8.0.1
	Rel-8
	Correction of URN-value for Service Identifiers
	approved
	F
	8.1.0
	ServID
	C1

	CP-090139
	24.615
	0002
	1
	8.0.1
	Rel-8
	Clean-up of specification, fixing minor errors
	approved
	F
	8.1.0
	CW_IMS
	C1

	CP-090140
	24.615
	0003
	2
	8.0.1
	Rel-8
	CW information XML schema
	revised
	B
	
	CW_IMS
	C1

	CP-090100
	24.615
	0003
	3
	8.0.1
	Rel-8
	Definition of XML schema for CW
	approved
	B
	8.1.0
	CW-IMS
	C1

	CP-090221
	24.615
	0003
	4
	8.0.0
	Rel-8
	Definition of XML schema for CW
	rejected
	D
	
	CW_IMS
	C1

	CP-090139
	24.615
	0006
	1
	8.0.1
	Rel-8
	Adding of notification to caller
	approved
	F
	8.1.0
	CW_IMS
	C1

	CP-090139
	24.615
	0007
	3
	8.0.1
	Rel-8
	Inclusion of Reason header field
	approved
	F
	8.1.0
	CW_IMS
	C1

	CP-090121
	24.616
	0004
	-
	8.2.0
	Rel-8
	Correction of URN-value for Service Identifiers
	approved
	F
	8.3.0
	ServID
	C1

	CP-090144
	24.629
	0005
	1
	8.1.0
	Rel-8
	Invocation of special REFER procedures
	approved
	F
	8.2.0
	REDOC_TIS-C1
	C1

	CP-090159
	24.629
	0006
	2
	8.1.0
	Rel-8
	Clarification of ECT interaction with CONF
	approved
	F
	8.2.0
	TEI8
	C1

	CP-090138
	24.642
	0001
	1
	8.0.1
	Rel-8
	Editorial modifications and corrections
	approved
	D
	8.1.0
	CCBS_CCNR
	C1

	CP-090138
	24.642
	0002
	1
	8.0.1
	Rel-8
	Adding of missing reference 
	approved
	F
	8.1.0
	CCBS_CCNR
	C1

	CP-090138
	24.642
	0003
	1
	8.0.1
	Rel-8
	Revision of signalling flows
	approved
	F
	8.1.0
	CCBS_CCNR
	C1

	RP-090168
	25.101
	0643
	1
	7.14.0
	Rel-7
	Correction to HSDPA requirement tables for 9.2.1 and 9.2.4
	approved
	F
	7.15.0
	TEI7
	R4

	RP-090168
	25.101
	0644
	1
	8.5.1
	Rel-8
	Correction to HSDPA requirement tables for 9.2.1 and 9.2.4
	approved
	A
	8.6.0
	TEI7
	R4

	RP-090167
	25.101
	0647
	1
	6.18.0
	Rel-6
	Cat 9-10 requirements for Rel.6
	approved
	F
	6.19.0
	TEI6
	R4

	RP-090195
	25.101
	0648
	1
	8.5.1
	Rel-8
	CQI Requirements in AWGN for DC HSDPA
	approved
	F
	8.6.0
	RANimp-DCHSDPA
	R4

	RP-090195
	25.101
	0649
	1
	8.5.1
	Rel-8
	Correction to FRC Requirements for DC HSDPA
	approved
	F
	8.6.0
	RANimp-DCHSDPA
	R4

	RP-090196
	25.101
	0650
	1
	8.5.1
	Rel-8
	25.101 CR E-DCH phase discontinuity test requirement
	approved
	F
	8.6.0
	TEI8
	R4

	RP-090195
	25.101
	0651
	-
	8.5.1
	Rel-8
	25.101 CR TX-RX frequency separation for DC-HSDPA
	approved
	F
	8.6.0
	RANimp-DCHSDPA
	R4

	RP-090195
	25.101
	0653
	-
	8.5.1
	Rel-8
	25.101 CR Clarification of CQI Reporting Requirement for DC-HSDPA
	approved
	F
	8.6.0
	RANimp-DCHSDPA
	R4

	RP-090196
	25.101
	0654
	-
	8.5.1
	Rel-8
	Corrections of out of band blocking
	approved
	F
	8.6.0
	TEI8
	R4

	RP-090168
	25.101
	0657
	-
	7.14.0
	Rel-7
	Correction of HS-SCCH power in CQI tests
	approved
	F
	7.15.0
	TEI7
	R4

	RP-090168
	25.101
	0658
	-
	8.5.1
	Rel-8
	Correction of HS-SCCH power in CQI tests
	approved
	A
	8.6.0
	TEI7
	R4

	RP-090168
	25.102
	0283
	-
	7.13.0
	Rel-7
	Introduction of multi-carrier HSDPA RF requirement for LCR TDD
	approved
	F
	7.14.0
	TEI7
	R4

	RP-090168
	25.102
	0284
	-
	8.2.0
	Rel-8
	Introduction of multi-carrier HSDPA RF requirement for LCR TDD
	approved
	F
	8.3.0
	TEI7
	R4

	RP-090197
	25.102
	0285
	-
	8.2.0
	Rel-8
	UMTS1880MHz: Transmitter characteristic for UE
	approved
	F
	8.3.0
	LTE-RF
	R4

	RP-090197
	25.102
	0286
	-
	8.2.0
	Rel-8
	UMTS1880MHz: Receiver characteristic and propagation condition for UE
	approved
	F
	8.3.0
	LTE-RF
	R4

	RP-090169
	25.102
	0287
	-
	7.13.0
	Rel-7
	Correction on MBSFN MCCH Slot Format
	approved
	F
	7.14.0
	MBMSE-RANPhysTDD
	R4

	RP-090169
	25.102
	0288
	-
	8.2.0
	Rel-8
	Correction on MBSFN MCCH Slot Format
	approved
	A
	8.3.0
	MBMSE-RANPhysTDD
	R4

	RP-090194
	25.102
	0289
	-
	8.2.0
	Rel-8
	Introduction of MBSFN IMB
	approved
	B
	8.3.0
	MBSFN-DOB
	R4

	RP-090192
	25.104
	0322
	-
	8.5.0
	Rel-8
	Change of bandwidth reference for ACLR limit for Home BS
	approved
	F
	8.6.0
	HNB-RF
	R4

	RP-090192
	25.104
	0323
	-
	8.5.0
	Rel-8
	Clarification on 3G Home NodeB Transmit Power for Adjacent Channel Protection
	approved
	F
	8.6.0
	HNB-RF
	R4

	RP-090195
	25.104
	0324
	-
	8.5.0
	Rel-8
	25.104 CR TX-RX frequency separation for DC-HSDPA
	approved
	F
	8.6.0
	RANimp-DCHSDPA
	R4

	RP-090197
	25.104
	0325
	-
	8.5.0
	Rel-8
	Co-existence requirement for the band 1880MHz
	approved
	F
	8.6.0
	LTE-RF
	R4

	RP-090197
	25.105
	0237
	-
	8.2.0
	Rel-8
	UMTS1880MHz: transmitter characteristic (25.105)
	approved
	F
	8.3.0
	LTE-RF
	R4

	RP-090197
	25.105
	0238
	-
	8.2.0
	Rel-8
	UMTS1880MHz: receiver characteristic and propagation conditions (25.105)
	approved
	F
	8.3.0
	LTE-RF
	R4

	RP-090193
	25.105
	0239
	-
	8.2.0
	Rel-8
	Introduction of MBSFN IMB
	approved
	B
	8.3.0
	MBSFN-DOB
	R4

	RP-090199
	25.105
	0240
	-
	8.2.0
	Rel-8
	Adding Time alignment error requirement for LCR TDD Base Station MIMO
	approved
	F
	8.3.0
	RANimp-MIMOLCR
	R4

	RP-090197
	25.113
	0041
	-
	8.3.0
	Rel-8
	Introduction of band 1880MHz for 25.113
	approved
	F
	8.4.0
	LTE-RF
	R4

	RP-090196
	25.123
	0409
	-
	8.1.0
	Rel-8
	Correction of UE transmitted Power absolute accuracy request
	approved
	F
	8.2.0
	TEI8
	R4

	RP-090189
	25.123
	0410
	-
	8.1.0
	Rel-8
	UTRA TDD-E-UTRA TDD cell reselection_E-UTRA is of lower priority
	approved
	F
	8.2.0
	LTE-RF
	R4

	RP-090189
	25.123
	0411
	-
	8.1.0
	Rel-8
	UTRA TDD – E-UTRA TDD cell reselection: E-UTRA is of higher priority
	approved
	F
	8.2.0
	LTE-RF
	R4

	RP-090269
	25.133
	0109
	2
	8.5.0
	Rel-8
	Addition of UTRA FDD-E-UTRA FDD cell reselection test case when E-UTRA FDD is of lower priority
	withdrawn
	F
	
	LTE-RF
	R4

	RP-090196
	25.133
	0964
	-
	8.5.0
	Rel-8
	Test case for Enhanced Serving HS-DSCH cell change
	approved
	F
	8.6.0
	RANimp-HSDSCH
	R4

	RP-090190
	25.133
	0965
	1
	8.5.0
	Rel-8
	E-UTRA Changes for 25.133
	approved
	F
	8.6.0
	LTE-RF
	R4

	RP-090167
	25.133
	0966
	-
	6.23.0
	Rel-6
	"Correction to RRM PRACH test case ""Correct behavior when reaching maximum transmit power"""
	approved
	F
	6.24.0
	TEI6
	R4

	RP-090167
	25.133
	0967
	-
	7.13.0
	Rel-7
	"Correction to RRM PRACH test case ""Correct behavior when reaching maximum transmit power"""
	approved
	A
	7.14.0
	TEI6
	R4

	RP-090167
	25.133
	0968
	-
	8.5.0
	Rel-8
	"Correction to RRM PRACH test case ""Correct behavior when reaching maximum transmit power"""
	approved
	A
	8.6.0
	TEI6
	R4

	RP-090189
	25.133
	0969
	1
	8.5.0
	Rel-8
	Test case of UTRA FDD-E-UTRA FDD cell reselection when E-UTRA FDD is of higher priority
	approved
	F
	8.6.0
	LTE-RF
	R4

	RP-090190
	25.133
	0971
	2
	8.5.0
	Rel-8
	25.133 CR measurement rule for absolute priority based inter-frequency cells
	approved
	F
	8.6.0
	LTE-RF
	R4

	RP-090196
	25.133
	0973
	-
	8.5.0
	Rel-8
	Correction to mobility requirements for enhanced UE DRX
	approved
	F
	8.6.0
	RANimp-DRX
	R4

	RP-090196
	25.133
	0974
	-
	8.5.0
	Rel-8
	Initial E-TFC restriction for enhanced uplink in cell  FACH
	approved
	F
	8.6.0
	RANimp-UplinkEnhState
	R4

	RP-090167
	25.133
	0975
	-
	6.23.0
	Rel-6
	Correction to RRM E-TFC restriction test cases A.6.6.1.1 and A.6.6.1.2
	approved
	F
	6.24.0
	TEI6
	R4

	RP-090167
	25.133
	0976
	-
	7.13.0
	Rel-7
	Correction to RRM E-TFC restriction test cases A.6.6.1.1 and A.6.6.1.2
	approved
	A
	7.14.0
	TEI6
	R4

	RP-090167
	25.133
	0977
	-
	8.5.0
	Rel-8
	Correction to RRM E-TFC restriction test cases A.6.6.1.1 and A.6.6.1.2
	approved
	A
	8.6.0
	TEI6
	R4

	RP-090370
	25.133
	0979
	3
	8.5.0
	Rel-8
	UTRA FDD-E-UTRA FDD cell reselection test case when E-UTRA is of lower priority
	approved
	F
	8.6.0
	LTE-RF
	R4

	RP-090192
	25.141
	0494
	-
	8.5.0
	Rel-8
	Change of bandwidth reference for ACLR limit for Home BS
	approved
	F
	8.6.0
	HNB-RF
	R4

	RP-090192
	25.141
	0495
	-
	8.5.0
	Rel-8
	3G Home NodeB Transmit Power Conformance Testing for Adjacent Channel Protection
	approved
	F
	8.6.0
	HNB-RF
	R4

	RP-090197
	25.141
	0496
	-
	8.5.0
	Rel-8
	Co-existence requirement for the band 1880MHz
	approved
	F
	8.6.0
	LTE-RF
	R4

	RP-090166
	25.142
	0237
	-
	4.12.0
	Rel-4
	Correction of BS reference measurement channel and performance requirement for LCR TDD 384kbps service
	approved
	F
	4.13.0
	TEI4
	R4

	RP-090166
	25.142
	0238
	-
	5.10.0
	Rel-5
	Correction of BS reference measurement channel and performance requirement for LCR TDD 384kbps service
	approved
	F
	5.11.0
	TEI4
	R4

	RP-090166
	25.142
	0239
	-
	6.8.0
	Rel-6
	Correction of BS reference measurement channel and performance requirement for LCR TDD 384kbps service
	approved
	A
	6.9.0
	TEI4
	R4

	RP-090166
	25.142
	0240
	-
	7.10.0
	Rel-7
	Correction of BS reference measurement channel and performance requirement for LCR TDD 384kbps service
	approved
	A
	7.11.0
	TEI4
	R4

	RP-090166
	25.142
	0241
	-
	8.1.0
	Rel-8
	Correction of BS reference measurement channel and performance requirement for LCR TDD 384kbps service
	approved
	A
	8.2.0
	TEI4
	R4

	RP-090197
	25.142
	0242
	-
	8.1.0
	Rel-8
	Introduction of band 1880MHz for 25.142
	approved
	F
	8.2.0
	LTE-RF
	R4

	RP-090197
	25.142
	0243
	-
	8.1.0
	Rel-8
	UMTS1880MHz: transmitter characteristic (25.142)
	approved
	F
	8.2.0
	LTE-RF
	R4

	RP-090197
	25.142
	0244
	-
	8.1.0
	Rel-8
	UMTS1880MHz: receiver characteristic and propagation conditions (25.142)
	approved
	F
	8.2.0
	LTE-RF
	R4

	RP-090193
	25.144
	0003
	-
	8.0.0
	Rel-8
	TRP and TRS OTA requirements for UTRA band below 1GHz (FDD)
	approved
	F
	8.1.0
	RInImp-UEAnt
	R4

	RP-090306
	25.144
	0004
	2
	8.0.0
	Rel-9
	UTRA TDD OTA performance requirements
	approved
	F
	9.0.0
	RInImp9-RFLCROTA
	R4

	RP-090198
	25.144
	0004
	2
	8.0.0
	Rel-8
	UTRA TDD OTA performance requirements
	revised
	F
	
	RInImp9-RFLCROTA
	R4

	RP-090193
	25.144
	0005
	-
	8.0.0
	Rel-8
	TRP requirements for power classes 3bis and 4
	approved
	F
	8.1.0
	RInImp-UEAnt
	R4

	RP-090229
	25.211
	0260
	1
	7.6.0
	Rel-7
	Clarifications to the S-CPICH usage with MIMO
	approved
	F
	7.7.0
	MIMO
	R1

	RP-090229
	25.211
	0261
	1
	8.3.0
	Rel-8
	Clarifications to the S-CPICH usage with MIMO
	approved
	A
	8.4.0
	MIMO
	R1

	RP-090227
	25.211
	0262
	1
	7.6.0
	Rel-7
	Clarification of ACK transmission in response to HS-SCCH order
	approved
	F
	7.7.0
	RANimp-CPC
	R1

	RP-090227
	25.211
	0263
	1
	8.3.0
	Rel-8
	Clarification of ACK transmission in response to HS-SCCH order
	approved
	A
	8.4.0
	RANimp-CPC
	R1

	RP-090228
	25.212
	0273
	1
	7.9.0
	Rel-7
	Correction to the puncturing limit allowed when UL 4PAM modulation is allowed
	approved
	F
	7.10.0
	RANimp-16QamUplink
	R1

	RP-090228
	25.212
	0274
	1
	8.4.0
	Rel-8
	Correction to the puncturing limit allowed when UL 4PAM modulation is allowed
	approved
	A
	8.5.0
	RANimp-16QamUplink
	R1

	RP-090238
	25.213
	0101
	2
	8.3.0
	Rel-8
	Correction to DTX bit insertion for MBSFN 16-QAM
	approved
	F
	8.4.0
	MBMSE-RANPhysFDD
	R1

	RP-090227
	25.214
	0530
	-
	7.10.0
	Rel-7
	Editorial correction to UE transmit power control behaviour in case of DTX/DRX
	approved
	F
	7.11.0
	RANimp-CPC
	R1

	RP-090227
	25.214
	0531
	-
	8.4.0
	Rel-8
	Editorial correction to UE transmit power control behaviour in case of DTX/DRX
	approved
	A
	8.5.0
	RANimp-CPC
	R1

	RP-090227
	25.214
	0533
	-
	7.10.0
	Rel-7
	Clarification of CQI preamble length when switching UE DTX cycle
	approved
	F
	7.11.0
	RANimp-CPC
	R1

	RP-090242
	25.214
	0534
	2
	8.4.0
	Rel-8
	Corrections of HS-SCCH orders for DC-HSDPA
	approved
	F
	8.5.0
	RANimp-DCHSDPA
	R1

	RP-090227
	25.214
	0535
	-
	8.4.0
	Rel-8
	Clarification of CQI preamble length when switching UE DTX cycle
	approved
	A
	8.5.0
	RANimp-CPC
	R1

	RP-090229
	25.214
	0538
	1
	8.4.0
	Rel-8
	Clarification of the source of parameters to HS-DSCH physical layer
	approved
	A
	8.5.0
	MIMO
	R1

	RP-090229
	25.214
	0540
	-
	7.10.0
	Rel-7
	Clarification of the source of parameters to HS-DSCH physical layer
	approved
	F
	7.11.0
	MIMO
	R1

	RP-090232
	25.215
	0194
	1
	8.2.0
	Rel-8
	RSRP and RSRQ Measurement Definitions
	approved
	F
	8.3.0
	LTE-Phys
	R1

	RP-090230
	25.221
	0171
	-
	7.9.0
	Rel-7
	Clarification of uplink multicode transmission for 1.28Mcps TDD
	approved
	F
	7.10.0
	LCRTDD-EDCH-Phys
	R1

	RP-090230
	25.221
	0172
	-
	8.3.0
	Rel-8
	Clarification of uplink multicode transmission for 1.28Mcps TDD
	approved
	A
	8.4.0
	LCRTDD-EDCH-Phys
	R1

	RP-090239
	25.221
	0173
	-
	8.3.0
	Rel-8
	TFCI for Secondary CCPCH frame type 2 with 16QAM
	approved
	F
	8.4.0
	MBSFN-DOB
	R1

	RP-090241
	25.221
	0174
	-
	8.3.0
	Rel-8
	Introducing of MIMO for 1.28Mcps TDD
	approved
	B
	8.4.0
	RANimp-MIMOLCR
	R1

	RP-090240
	25.221
	0175
	1
	8.3.0
	Rel-8
	Introduction CPC for 1.28Mcps TDD
	approved
	B
	8.4.0
	RANimp-LCRCPC
	R1

	RP-090231
	25.221
	0176
	-
	7.9.0
	Rel-7
	Editorial correction for annex CB & CC
	approved
	D
	7.10.0
	TEI7
	R1

	RP-090231
	25.221
	0177
	-
	8.3.0
	Rel-8
	Editorial correction for annex CB & CC
	approved
	D
	8.4.0
	TEI8
	R1

	RP-090239
	25.221
	0178
	-
	8.3.0
	Rel-8
	Specification of T-CPICH sequences for MBSFN IMB
	approved
	F
	8.4.0
	MBSFN-DOB
	R1

	RP-090230
	25.222
	0164
	-
	7.9.0
	Rel-7
	Correction of the absolute grant (power) value mapping for 1.28Mcps TDD EUL
	approved
	F
	7.10.0
	LCRTDD-EDCH-Phys
	R1

	RP-090230
	25.222
	0165
	-
	8.3.0
	Rel-8
	Correction of the absolute grant (power) value mapping for 1.28Mcps TDD EUL
	approved
	A
	8.4.0
	LCRTDD-EDCH-Phys
	R1

	RP-090240
	25.222
	0166
	1
	8.3.0
	Rel-8
	Introducing of CPC for 1.28Mcps TDD
	approved
	B
	8.4.0
	RANimp-LCRCPC
	R1

	RP-090241
	25.222
	0167
	1
	8.3.0
	Rel-8
	Introducing of MIMO for 1.28Mcps TDD
	approved
	B
	8.4.0
	RANimp-MIMOLCR
	R1

	RP-090239
	25.222
	0168
	-
	8.3.0
	Rel-8
	Corrections to 25.222 for 3.84Mcps MBSFN IMB
	approved
	F
	8.4.0
	MBSFN-DOB
	R1

	RP-090239
	25.222
	0169
	-
	8.3.0
	Rel-8
	TFCI for Secondary CCPCH frame type 2 with 16QAM
	approved
	F
	8.4.0
	MBSFN-DOB
	R1

	RP-090231
	25.222
	0170
	-
	5.7.0
	Rel-5
	Editorial correction for 1.28Mcps TDD
	approved
	D
	5.8.0
	TEI5
	R1

	RP-090231
	25.222
	0171
	-
	6.2.0
	Rel-6
	Editorial correction for 1.28Mcps TDD
	approved
	D
	6.3.0
	TEI6
	R1

	RP-090231
	25.222
	0172
	-
	7.9.0
	Rel-7
	Editorial correction for 1.28Mcps TDD
	approved
	D
	7.10.0
	TEI7
	R1

	RP-090231
	25.222
	0173
	-
	8.3.0
	Rel-8
	Editorial correction for 1.28Mcps TDD
	approved
	D
	8.4.0
	TEI8
	R1

	RP-090239
	25.223
	0057
	-
	8.2.0
	Rel-8
	TFCI for Secondary CCPCH frame type 2 with 16QAM
	approved
	F
	8.3.0
	MBSFN-DOB
	R1

	RP-090239
	25.223
	0058
	-
	8.2.0
	Rel-8
	Specification of scrambling codes and code groups for MBSFN IMB
	approved
	F
	8.3.0
	MBSFN-DOB
	R1

	RP-090230
	25.224
	0204
	-
	7.9.0
	Rel-7
	Clarification of  the beta value for smallest E-TFC of E-PUCH for 1.28Mcps TDD EUL
	approved
	F
	7.10.0
	LCRTDD-EDCH-Phys
	R1

	RP-090230
	25.224
	0205
	-
	8.2.0
	Rel-8
	Clarification of  the beta value for smallest E-TFC of E-PUCH for 1.28Mcps TDD EUL
	approved
	A
	8.3.0
	LCRTDD-EDCH-Phys
	R1

	RP-090240
	25.224
	0206
	1
	8.2.0
	Rel-8
	Introducing of CPC for 1.28Mcps TDD
	approved
	B
	8.3.0
	RANimp-LCRCPC
	R1

	RP-090241
	25.224
	0207
	1
	8.2.0
	Rel-8
	Introducing of MIMO for 1.28Mcps TDD
	approved
	B
	8.3.0
	RANimp-MIMOLCR
	R1

	RP-090230
	25.224
	0208
	2
	7.9.0
	Rel-7
	E-DCH power control clarification for 1.28Mcps TDD
	approved
	F
	7.10.0
	LCRTDD-EDCH-Phys
	R1

	RP-090230
	25.224
	0209
	2
	8.2.0
	Rel-8
	E-DCH power control clarification for 1.28Mcps TDD
	approved
	A
	8.3.0
	LCRTDD-EDCH-Phys
	R1

	RP-090232
	25.225
	0091
	2
	8.1.0
	Rel-8
	RSRP and RSRQ Measurement Definitions
	approved
	F
	8.2.0
	LTE-Phys
	R1

	RP-090265
	25.301
	0101
	-
	8.4.0
	Rel-8
	Correction on MBMS Improved Solution
	approved
	F
	8.5.0
	RANimp-HSPAEvo
	R2

	RP-090135
	25.304
	0190
	-
	8.4.0
	Rel-8
	Baseline CR for CSG introduction
	approved
	B
	8.5.0
	HNB-supp
	R2

	RP-090132
	25.304
	0192
	-
	8.4.0
	Rel-8
	Correction to serving cell dedicated priority handling when no priority is available
	approved
	F
	8.5.0
	LTE-L23
	R2

	RP-090132
	25.304
	0194
	2
	8.4.0
	Rel-8
	Priority handling in camped on any cell state in Rel8
	approved
	F
	8.5.0
	LTE-L23
	R2

	RP-090132
	25.304
	0195
	-
	8.4.0
	Rel-8
	Inheriting of dedicated priorities at inter-RAT reselection
	approved
	F
	8.5.0
	LTE-L23
	R2

	RP-090132
	25.304
	0196
	-
	8.4.0
	Rel-8
	Correction to the definition of priority search thresholds
	approved
	F
	8.5.0
	LTE-L23
	R2

	RP-090132
	25.304
	0199
	1
	8.4.0
	Rel-8
	Clarification for the case Absolute Priority is not applied
	approved
	F
	8.5.0
	LTE-L23
	R2

	RP-090307
	25.304
	0200
	-
	8.4.0
	Rel-8
	Addition of CSG cell reservation behaviour
	postponed
	C
	
	HNB-supp
	R2

	RP-090114
	25.306
	0209
	-
	4.10.0
	Rel-4
	Correction of RF parameters in 25.306
	approved
	F
	4.11.0
	TEI4
	R2

	RP-090114
	25.306
	0210
	-
	5.14.0
	Rel-5
	Correction of RF parameters in 25.306
	approved
	A
	5.15.0
	TEI4
	R2

	RP-090114
	25.306
	0211
	1
	6.12.0
	Rel-6
	Correction of RF parameters in 25.306
	approved
	A
	6.13.0
	TEI4
	R2

	RP-090114
	25.306
	0212
	-
	7.8.0
	Rel-7
	Correction of RF parameters in 25.306
	approved
	A
	7.9.0
	TEI4
	R2

	RP-090114
	25.306
	0213
	-
	8.5.0
	Rel-8
	Correction of RF parameters in 25.306
	approved
	A
	8.6.0
	TEI4
	R2

	RP-090147
	25.306
	0214
	-
	8.5.0
	Rel-8
	25.306 CR on Introduction of CPC for 1.28Mcps TDD
	approved
	B
	8.6.0
	RANimp-LCRCPC   
	R2

	RP-090151
	25.306
	0216
	-
	8.5.0
	Rel-8
	Value range for UE Measurement Capability on a frequency adjacent to intra-frequency
	approved
	F
	8.6.0
	TEI8
	R2

	RP-090144
	25.306
	0218
	-
	8.5.0
	Rel-8
	Update to UE capability for IMB MCCH reception
	approved
	F
	8.6.0
	MBSFN-DOB
	R2

	RP-090149
	25.306
	0219
	-
	8.5.0
	Rel-8
	Introduction of MIMO for 1.28Mcps TDD
	approved
	B
	8.6.0
	RANimp-MIMOLCR
	R2

	RP-090146
	25.307
	0083
	-
	4.12.0
	Rel-4
	Introduction of UMTS Band f in 25.307
	approved
	B
	4.13.0
	RInImp9-UMTS1880TDD
	R2

	RP-090146
	25.307
	0084
	-
	5.11.0
	Rel-5
	Introduction of UMTS Band f in 25.307
	approved
	B
	5.12.0
	RInImp9-UMTS1880TDD
	R2

	RP-090146
	25.307
	0085
	-
	6.8.0
	Rel-6
	Introduction of UMTS Band f in 25.307
	approved
	B
	6.9.0
	RInImp9-UMTS1880TDD
	R2

	RP-090146
	25.307
	0086
	-
	7.4.0
	Rel-7
	Introduction of UMTS Band f in 25.307
	approved
	B
	7.5.0
	RInImp9-UMTS1880TDD
	R2

	RP-090146
	25.307
	0087
	-
	8.2.0
	Rel-8
	Introduction of UMTS Band f in 25.307
	approved
	B
	8.3.0
	RInImp9-UMTS1880TDD
	R2

	RP-090149
	25.308
	0054
	-
	8.4.0
	Rel-8
	Introduction of MIMO for 1.28Mcps TDD
	approved
	B
	8.5.0
	RANimp-MIMOLCR
	R2

	RP-090147
	25.308
	0055
	-
	8.4.0
	Rel-8
	25.308 CR on Further Introduction of CPC for 1.28Mcps TDD
	approved
	B
	8.5.0
	RANimp-LCRCPC
	R2

	RP-090147
	25.319
	0032
	-
	8.4.0
	Rel-8
	Introduction of CPC for 1.28Mcps TDD
	approved
	F
	8.5.0
	RANimp-LCRCPC
	R2

	RP-090116
	25.321
	0480
	-
	6.17.0
	Rel-6
	Corrections to E-TFC selection in case of E-DPDCH extrapolation
	approved
	F
	6.18.0
	EDCH-L23
	R2

	RP-090116
	25.321
	0481
	-
	7.11.0
	Rel-7
	Corrections to E-TFC selection in case of E-DPDCH extrapolation
	approved
	A
	7.12.0
	EDCH-L23
	R2

	RP-090116
	25.321
	0482
	-
	8.4.0
	Rel-8
	Corrections to E-TFC selection in case of E-DPDCH extrapolation
	approved
	A
	8.5.0
	EDCH-L23
	R2

	RP-090116
	25.321
	0483
	-
	6.17.0
	Rel-6
	SI reporting and compressed mode
	approved
	F
	6.18.0
	EDCH-L23
	R2

	RP-090116
	25.321
	0484
	-
	7.11.0
	Rel-7
	SI reporting and compressed mode
	approved
	A
	7.12.0
	EDCH-L23
	R2

	RP-090116
	25.321
	0485
	-
	8.4.0
	Rel-8
	SI reporting and compressed mode
	approved
	A
	8.5.0
	EDCH-L23
	R2

	RP-090121
	25.321
	0486
	1
	7.11.0
	Rel-7
	Corrections to E-TFC selection in case of E-DPDCH interpolation
	approved
	F
	7.12.0
	RANimp-16QamUplink
	R2

	RP-090121
	25.321
	0487
	1
	8.4.0
	Rel-8
	Corrections to E-TFC selection in case of E-DPDCH interpolation
	approved
	A
	8.5.0
	RANimp-16QamUplink
	R2

	RP-090150
	25.321
	0488
	-
	8.4.0
	Rel-8
	Clarification for the function of HSDPA scheduler
	approved
	F
	8.5.0
	RANimp-DCHSDPA
	R2

	RP-090151
	25.321
	0489
	-
	8.4.0
	Rel-8
	Rapporteur's CR correcting some CR implementation issues in 25.321
	approved
	F
	8.5.0
	TEI8
	R2

	RP-090118
	25.321
	0490
	-
	7.11.0
	Rel-7
	Addition of HARQ procedure for HS-SCCH less operation when MAC-ehs is configured
	approved
	F
	7.12.0
	RANimp-CPC
	R2

	RP-090118
	25.321
	0491
	-
	8.4.0
	Rel-8
	Addition of HARQ procedure for HS-SCCH less operation when MAC-ehs is configured
	approved
	A
	8.5.0
	RANimp-CPC
	R2

	RP-090136
	25.321
	0492
	1
	8.4.0
	Rel-8
	Setting of initial serving grant value for common E-DCH transmission
	approved
	F
	8.5.0
	RANimp-UplinkEnhState  
	R2

	RP-090120
	25.321
	0493
	-
	7.11.0
	Rel-7
	Correction on Absolute Grant Value for LCR TDD
	approved
	F
	7.12.0
	LCRTDD-EDCH-L23
	R2

	RP-090120
	25.321
	0494
	-
	8.4.0
	Rel-8
	Correction on Absolute Grant Value for LCR TDD
	approved
	A
	8.5.0
	LCRTDD-EDCH-L23
	R2

	RP-090132
	25.321
	0495
	-
	8.4.0
	Rel-8
	Support E-UTRAN Inter-RAT measurement by UTRA TDD UE
	approved
	F
	8.5.0
	LTE-L23
	R2

	RP-090147
	25.321
	0496
	-
	8.4.0
	Rel-8
	Introduction of CPC for 1.28Mcps TDD
	approved
	B
	8.5.0
	RANimp-LCRCPC
	R2

	RP-090121
	25.321
	0499
	1
	7.11.0
	Rel-7
	Correction to MAC handling of AG and SG tables when 16QAM UL is configured
	approved
	F
	7.12.0
	RANimp-16QamUplink
	R2

	RP-090121
	25.321
	0500
	1
	8.4.0
	Rel-8
	Correction to MAC handling of AG and SG tables when 16QAM UL is configured
	approved
	A
	8.5.0
	RANimp-16QamUplink
	R2

	RP-090118
	25.321
	0501
	2
	7.11.0
	Rel-7
	Correction to HARQ operation for HS-SCCH less operation
	approved
	F
	7.12.0
	RANimp-CPC
	R2

	RP-090118
	25.321
	0502
	2
	8.4.0
	Rel-8
	Correction to HARQ operation for HS-SCCH less operation
	approved
	A
	8.5.0
	RANimp-CPC
	R2

	RP-090150
	25.321
	0503
	-
	8.4.0
	Rel-8
	Handling of secondary serving HS-DSCH cell deactivation
	approved
	F
	8.5.0
	RANimp-DCHSDPA
	R2

	RP-090151
	25.321
	0504
	-
	8.4.0
	Rel-8
	Modification of ciphered part unit for a MAC PDU
	approved
	F
	8.5.0
	TEI8
	R2

	RP-090136
	25.321
	0505
	-
	8.4.0
	Rel-8
	Proposed CR to HARQ delivery failure for triggered scheduling information for CELL_FACH state and Idle mode
	approved
	F
	8.5.0
	RANimp-UplinkEnhState
	R2

	RP-090120
	25.321
	0506
	-
	7.11.0
	Rel-7
	25.321(R7,F) on correction of E-TFC selection procedure for LCR TDD
	approved
	F
	7.12.0
	LCRTDD-EDCH-L23
	R2

	RP-090120
	25.321
	0507
	-
	8.4.0
	Rel-8
	25.321(R8,A) on correction of E-TFC selection procedure for LCR TDD
	approved
	A
	8.5.0
	LCRTDD-EDCH-L23
	R2

	RP-090149
	25.321
	0508
	-
	8.4.0
	Rel-8
	25.321 CR of introduction of MIMO for 1.28Mcps TDD
	approved
	B
	8.5.0
	RANimp-MIMOLCR
	R2

	RP-090117
	25.322
	0352
	-
	7.8.0
	Rel-7
	Correction for VR(UM)
	approved
	F
	7.9.0
	TEI7
	R2

	RP-090117
	25.322
	0353
	-
	8.3.0
	Rel-8
	Correction for VR(UM)
	approved
	A
	8.4.0
	TEI7
	R2

	RP-090140
	25.322
	0354
	-
	8.3.0
	Rel-8
	Concatenation/segmentation in case SN_Delivery parameter is configured
	approved
	F
	8.4.0
	RInImp8-CsHspa
	R2

	RP-090138
	25.322
	0356
	1
	8.3.0
	Rel-8
	Clarification for the description of transmitting UM RLC entity
	approved
	F
	8.4.0
	RANimp-UplinkL2dataRates
	R2

	RP-090138
	25.322
	0357
	-
	8.3.0
	Rel-8
	Correction to RLC text for MAC i/is
	approved
	F
	8.4.0
	RANimp-UplinkL2dataRates  
	R2

	RP-090151
	25.322
	0358
	-
	8.3.0
	Rel-8
	Removal of DCCH logical channel mapped on RLC TM entity
	approved
	F
	8.4.0
	TEI8
	R2

	RP-090140
	25.323
	0314
	-
	8.3.0
	Rel-8
	Coding of the PDCP AMR Data PDU payload
	approved
	F
	8.4.0
	RInImp8-CsHspa
	R2

	RP-090140
	25.323
	0315
	1
	8.3.0
	Rel-8
	Condition to identify a CS-HSPA configuration
	approved
	F
	8.4.0
	RInImp8-CsHspa
	R2

	RP-090144
	25.331
	3532
	2
	8.5.0
	Rel-8
	Support for 3.84 Mcps MBSFN IMB operation
	approved
	B
	8.6.0
	MBSFN-DOB
	R2

	RP-090115
	25.331
	3533
	1
	6.20.0
	Rel-6
	UMTS frequency information in IE "Rplmn information"
	approved
	F
	6.21.0
	TEI6
	R2

	RP-090115
	25.331
	3534
	1
	7.11.0
	Rel-7
	UMTS frequency information in IE "Rplmn information"
	approved
	A
	7.12.0
	TEI6
	R2

	RP-090115
	25.331
	3535
	1
	8.5.0
	Rel-8
	UMTS frequency information in IE "Rplmn information"
	approved
	A
	8.6.0
	TEI6
	R2

	RP-090115
	25.331
	3536
	-
	6.20.0
	Rel-6
	CN system information after PS HO
	approved
	F
	6.21.0
	TEI6
	R2

	RP-090115
	25.331
	3537
	-
	7.11.0
	Rel-7
	CN system information after PS HO
	approved
	F
	7.12.0
	TEI7
	R2

	RP-090115
	25.331
	3538
	-
	8.5.0
	Rel-8
	CN system information after PS HO
	approved
	A
	8.6.0
	TEI7
	R2

	RP-090119
	25.331
	3539
	-
	7.11.0
	Rel-7
	Correction to the UE behaviour when entering URA_PCH state
	approved
	F
	7.12.0
	RANimp-Enhstate
	R2

	RP-090119
	25.331
	3540
	-
	8.5.0
	Rel-8
	Correction to the UE behaviour when entering URA_PCH state
	approved
	A
	8.6.0
	RANimp-Enhstate
	R2

	RP-090117
	25.331
	3541
	1
	7.11.0
	Rel-7
	Condition to set the 'Security capability indication' flag
	approved
	F
	7.12.0
	TEI7
	R2

	RP-090117
	25.331
	3542
	1
	8.5.0
	Rel-8
	Condition to set the 'Security capability indication' flag
	approved
	A
	8.6.0
	TEI7
	R2

	RP-090117
	25.331
	3543
	2
	7.11.0
	Rel-7
	Ciphering for intra-UTRAN Radio Bearer Setup - Rel 7
	approved
	F
	7.12.0
	TEI7
	R2

	RP-090117
	25.331
	3544
	2
	8.5.0
	Rel-8
	Ciphering for intra-UTRAN Radio Bearer Setup - Rel 7
	approved
	A
	8.6.0
	TEI7
	R2

	RP-090139
	25.331
	3545
	-
	8.5.0
	Rel-8
	T321 Timer Start Time Clarification
	approved
	F
	8.6.0
	RANimp-DRX
	R2

	RP-090136
	25.331
	3546
	1
	8.5.0
	Rel-8
	Clarification of ACK/NACK reporting for Enhanced Uplink in CELL_FACH
	approved
	F
	8.6.0
	RANimp-UplinkEnhState
	R2

	RP-090149
	25.331
	3547
	1
	8.5.0
	Rel-8
	Introduction of MIMO for 1.28Mcps TDD
	approved
	B
	8.6.0
	RANimp-MIMOLCR
	R2

	RP-090141
	25.331
	3548
	2
	8.5.0
	Rel-8
	Correction to GANSS additional assistance data request
	approved
	F
	8.6.0
	RANimp-ANSS
	R2

	RP-090140
	25.331
	3549
	-
	8.5.0
	Rel-8
	CS-HSPA information in RAB information to reconfigure
	approved
	F
	8.6.0
	RInImp8-CsHspa
	R2

	RP-090136
	25.331
	3550
	-
	8.5.0
	Rel-8
	Addition of E-RNTI and H-RNTI in URA UPDATE CONFIRM message
	approved
	F
	8.6.0
	RANimp-UplinkEnhState
	R2

	RP-090135
	25.331
	3551
	1
	8.5.0
	Rel-8
	CSG corrections
	approved
	F
	8.6.0
	HNB-supp
	R2

	RP-090147
	25.331
	3552
	3
	8.5.0
	Rel-8
	Introduction of Continuous Connectivity for packet data users for 1.28Mcps TDD
	approved
	B
	8.6.0
	RANimp-LCRCPC
	R2

	RP-090142
	25.331
	3553
	1
	8.5.0
	Rel-8
	Corrections to Enhanced Serving Cell Change
	approved
	F
	8.6.0
	RANimp-HSDSCH
	R2

	RP-090139
	25.331
	3554
	3
	8.5.0
	Rel-8
	Corrections for Enhanced UE DRX
	approved
	F
	8.6.0
	RANimp-DRX
	R2

	RP-090151
	25.331
	3555
	1
	8.5.0
	Rel-8
	General default configuration for CELL_FACH
	approved
	B
	8.6.0
	TEI8
	R2

	RP-090132
	25.331
	3556
	-
	8.5.0
	Rel-8
	Corrections to detection of E-UTRA cell
	approved
	F
	8.6.0
	LTE-L23
	R2

	RP-090144
	25.331
	3558
	-
	8.5.0
	Rel-8
	Correction on MBSFN frequency list IE in 3.84Mcps TDD MBSFN IMB
	approved
	F
	8.6.0
	MBSFN-DOB
	R2

	RP-090150
	25.331
	3559
	-
	8.5.0
	Rel-8
	Correction to activation/deactivation of secondary cell reception
	approved
	F
	8.6.0
	RANimp-DCHSDPA
	R2

	RP-090132
	25.331
	3561
	-
	8.5.0
	Rel-8
	Missing reference to E-UTRAN DL-DCCH-Message at Inter-RAT Handover
	approved
	F
	8.6.0
	LTE-L23
	R2

	RP-090139
	25.331
	3562
	-
	8.5.0
	Rel-8
	Corrections for enhanced UE DRX
	approved
	F
	8.6.0
	RANimp-DRX
	R2

	RP-090132
	25.331
	3563
	1
	8.5.0
	Rel-8
	UE capability transfer upon handover to E-UTRA
	approved
	F
	8.6.0
	LTE-L23
	R2

	RP-090148
	25.331
	3565
	-
	8.5.0
	Rel-8
	Introduction of SR-VCC operations
	approved
	B
	8.6.0
	RANimp-HSPAVoIP
	R2

	RP-090136
	25.331
	3566
	1
	8.5.0
	Rel-8
	Removal of redundant Cell Update procedure
	approved
	F
	8.6.0
	RANimp-UplinkEnhState
	R2

	RP-090142
	25.331
	3567
	-
	8.5.0
	Rel-8
	Processed transactions initialisation upon SRB re-establishment
	approved
	F
	8.6.0
	RANimp-HSDSCH
	R2

	RP-090118
	25.331
	3568
	-
	7.11.0
	Rel-7
	Clarification of scope of signaled transport block sizes for HS-SCCH less operation
	approved
	F
	7.12.0
	RANimp-CPC  
	R2

	RP-090118
	25.331
	3569
	-
	8.5.0
	Rel-8
	Clarification of scope of signaled transport block sizes for HS-SCCH less operation
	approved
	A
	8.6.0
	RANimp-CPC  
	R2

	RP-090132
	25.331
	3573
	1
	8.5.0
	Rel-8
	Support E-UTRAN Inter-RAT measurement by UTRA TDD UE
	approved
	F
	8.6.0
	LTE-L23
	R2

	RP-090117
	25.331
	3574
	-
	7.11.0
	Rel-7
	25.331 Rel 7 CR UE restrictions on E-TFCI
	approved
	F
	7.12.0
	TEI7
	R2

	RP-090117
	25.331
	3575
	-
	8.5.0
	Rel-8
	25.331 Rel 8 CR UE restrictions on E-TFCI
	approved
	A
	8.6.0
	TEI7
	R2

	RP-090151
	25.331
	3577
	2
	8.5.0
	Rel-8
	Corrections related to UTRA R8 ASN.1 issues
	approved
	F
	8.6.0
	TEI8
	R2

	RP-090115
	25.331
	3579
	-
	7.11.0
	Rel-7
	Correction to handling of CELL_INFO_LIST when  'Inter-frequency cell info list' is received in System Information Block Type 11bis
	approved
	F
	7.12.0
	TEI6
	R2

	RP-090115
	25.331
	3580
	-
	8.5.0
	Rel-8
	Correction to handling of CELL_INFO_LIST when  'Inter-frequency cell info list' is received in System Information Block Type 11bis
	approved
	A
	8.6.0
	TEI6
	R2

	RP-090115
	25.331
	3581
	-
	6.20.0
	Rel-6
	Corrections for PS handover to UTRAN
	approved
	F
	6.21.0
	TEI6
	R2

	RP-090115
	25.331
	3582
	-
	7.11.0
	Rel-7
	Corrections for PS handover to UTRAN
	approved
	F
	7.12.0
	TEI6
	R2

	RP-090115
	25.331
	3583
	1
	8.5.0
	Rel-8
	Corrections for PS handover to UTRAN
	approved
	A
	8.6.0
	TEI6
	R2

	RP-090121
	25.331
	3584
	1
	7.11.0
	Rel-7
	Correction to RRC handling of AG and SG tables when 16QAM UL is configured
	approved
	F
	7.12.0
	RANimp-16QamUplink
	R2

	RP-090121
	25.331
	3585
	1
	8.5.0
	Rel-8
	Correction to RRC handling of AG and SG tables when 16QAM UL is configured
	approved
	A
	8.6.0
	RANimp-16QamUplink
	R2

	RP-090118
	25.331
	3586
	1
	7.11.0
	Rel-7
	Correction to handling of DTX-DRX information
	approved
	F
	7.12.0
	RANimp-CPC
	R2

	RP-090118
	25.331
	3587
	1
	8.5.0
	Rel-8
	Correction to handling of DTX-DRX information
	approved
	A
	8.6.0
	RANimp-CPC
	R2

	RP-090132
	25.331
	3592
	-
	8.5.0
	Rel-8
	Corrections to UTRA to EUTRA mobility
	approved
	F
	8.6.0
	LTE-L23
	R2

	RP-090132
	25.331
	3593
	-
	8.5.0
	Rel-8
	Correction to serving cell dedicated priority handling when no priority is available
	approved
	F
	8.6.0
	LTE-L23
	R2

	RP-090133
	25.331
	3594
	-
	8.5.0
	Rel-8
	EUTRA Feature Group Support Indicators in UTRA
	approved
	F
	8.6.0
	LTE-L23
	R2

	RP-090133
	25.331
	3595
	1
	8.5.0
	Rel-8
	EUTRA Feature Group Support Indicators in UTRA (Annex)
	revised
	F
	
	LTE-L23
	R2

	RP-090287
	25.331
	3595
	2
	8.5.0
	Rel-8
	Revised RAN2 REL-8 CRs for LTE on Feature Group Indicators
	revised
	F
	
	LTE-L23
	R2

	RP-090303
	25.331
	3595
	3
	8.5.0
	Rel-8
	EUTRA Feature Group Support Indicators in UTRA (Annex)
	revised
	F
	
	LTE-L2L3
	R2

	RP-090364
	25.331
	3595
	4
	8.5.0
	REL-8
	Revised RAN2 REL-8 CRs for LTE on Feature Group Indicators
	approved
	F
	8.6.0
	LTE-L23
	R2

	RP-090135
	25.331
	3596
	2
	8.5.0
	Rel-8
	Correction to CSG PSC signalling
	approved
	F
	8.6.0
	HNB-supp
	R2

	RP-090151
	25.331
	3601
	-
	8.5.0
	Rel-8
	Addition of E-RGCH Combination Info in SRNS RELOCATION INFO(R8)
	approved
	F
	8.6.0
	TEI8
	R2

	RP-090150
	25.331
	3603
	-
	8.5.0
	Rel-8
	Corrections to Dual Cell HSDPA operation
	approved
	F
	8.6.0
	RANimp-DCHSDPA
	R2

	RP-090142
	25.331
	3604
	-
	8.5.0
	Rel-8
	Corrections to HS-DSCH cell change enhancements(R7MIMO)
	rejected
	F
	
	RANimp-HSDSCH
	R2

	RP-090142
	25.331
	3605
	-
	8.5.0
	Rel-8
	Corrections to HS-DSCH cell change enhancements(R8MIMO)
	approved
	F
	8.6.0
	RANimp-HSDSCH
	R2

	RP-090142
	25.331
	3607
	-
	8.5.0
	Rel-8
	Some corrections to Serving Cell Change enhancements
	approved
	F
	8.6.0
	RANimp-HSDSCH
	R2

	RP-090132
	25.331
	3608
	-
	8.5.0
	Rel-8
	Corrections to absolute priority reselection
	approved
	F
	8.6.0
	LTE-L23
	R2

	RP-090139
	25.331
	3609
	-
	8.5.0
	Rel-8
	Clarification of enhanced UE DRX operation
	approved
	F
	8.6.0
	RANimp-DRX
	R2

	RP-090132
	25.331
	3610
	-
	8.5.0
	Rel-8
	Inheriting of dedicated priorities at inter-RAT reselection
	approved
	F
	8.6.0
	LTE-L23
	R2

	RP-090137
	25.331
	3613
	1
	8.5.0
	Rel-8
	Corrections to enhanced CELL_FACH in 1.28Mcps TDD
	approved
	F
	8.6.0
	RANimp-EnhState1.28TDD
	R2

	RP-090122
	25.331
	3614
	1
	8.5.0
	Rel-8
	Clarification of 64QAM TB Table applicability
	approved
	A
	8.6.0
	RANimp-64QamDownlink  
	R2

	RP-090151
	25.331
	3615
	-
	8.5.0
	Rel-8
	Correction of Uplink DPCH power control info IE
	approved
	F
	8.6.0
	TEI8
	R2

	RP-090122
	25.331
	3616
	1
	7.11.0
	Rel-7
	Clarification of 64QAM TB Table applicability
	approved
	F
	7.12.0
	RANimp-64QamDownlink  
	R2

	RP-090146
	25.331
	3617
	-
	8.5.0
	Rel-8
	Introduction of UMTS Band f in 25.331
	approved
	B
	8.6.0
	RInImp9-UMTS1880TDD
	R2

	RP-090136
	25.331
	3618
	-
	8.5.0
	Rel-8
	Correction on F-DPCH slot format for E-DCH in CELL_FACH
	approved
	F
	8.6.0
	RANimp-UplinkEnhState
	R2

	RP-090326
	25.331
	3619
	1
	8.5.0
	REL-8
	Addition of CSG capability indication
	approved
	B
	8.6.0
	HNB-supp
	R2

	RP-090154
	25.331
	3619
	1
	8.5.0
	Rel-8
	Addition of CSG capability indication
	reissued
	B
	
	HNB-supp
	R2

	RP-090145
	25.331
	3620
	-
	8.5.0
	Rel-8
	Correction for UTRA ETWS duplicate detection
	approved
	F
	8.6.0
	ETWS
	R2

	RP-090117
	25.331
	3621
	-
	7.11.0
	Rel-7
	Adding the MBMS PTM RB release cause in the MCCH message when releasing the MBMS service for 1.28Mcps TDD
	approved
	F
	7.12.0
	TEI7
	R2

	RP-090117
	25.331
	3622
	-
	8.5.0
	Rel-8
	Adding the MBMS PTM RB release cause in the MCCH message when releasing the MBMS service for 1.28Mcps TDD
	approved
	A
	8.6.0
	TEI7
	R2

	RP-090154
	25.331
	3624
	-
	8.5.0
	Rel-8
	Addition of CSG capability indication in Initial Direct Transfer
	reissued
	B
	
	HNB-supp
	R2

	RP-090326
	25.331
	3624
	-
	8.5.0
	REL-8
	Addition of CSG capability indication in Initial Direct Transfer
	approved
	B
	8.6.0
	HNB-supp
	R2

	RP-090308
	25.331
	3625
	-
	8.5.0
	Rel-8
	Addition of CSG cell reservation signalling
	postponed
	C
	
	HNB-supp
	R2

	RP-090143
	25.346
	0047
	-
	8.2.0
	Rel-8
	Correction of MBMS improvements
	approved
	F
	8.3.0
	RANimp-HSPAEvo
	R2

	RP-090264
	25.346
	0048
	-
	8.2.0
	Rel-8
	Correction on MBMS Improved Solution
	approved
	F
	8.3.0
	RANimp-HSPAEvo
	R2

	RP-090135
	25.367
	0001
	1
	8.0.0
	Rel-8
	Corrections to manual CSG search
	approved
	F
	8.1.0
	HNB-supp
	R2

	RP-090135
	25.367
	0002
	1
	8.0.0
	Rel-8
	Allignement to latest stage 3 agreements
	approved
	F
	8.1.0
	HNB-supp
	R2

	RP-090078
	25.410
	0068
	1
	8.0.0
	Rel-8
	RANAP: Enhanced Relocation Complete Request in SCCP: Connection Request
	approved
	F
	8.1.0
	RANimp-SrnsReloc
	R3

	RP-090083
	25.413
	0971
	-
	8.1.0
	Rel-8
	Cause value mapping for CSFB
	approved
	F
	8.2.0
	LTE-interfaces
	R3

	RP-090079
	25.413
	0974
	2
	8.1.0
	Rel-8
	Clarification of usage of MBMS RAB release for MBMS broadcast
	approved
	F
	8.2.0
	TEI8
	R3

	RP-090075
	25.413
	0976
	1
	7.9.0
	Rel-7
	Clarification of usage of Extended MBR and GBR
	approved
	F
	7.10.0
	TEI7
	R3

	RP-090075
	25.413
	0977
	2
	8.1.0
	Rel-8
	Clarification of usage of Extended MBR and GBR
	approved
	F
	8.2.0
	TEI7
	R3

	RP-090076
	25.413
	0978
	-
	8.1.0
	Rel-8
	Clarification on Source ID 
	approved
	F
	8.2.0
	TEI8
	R3

	RP-090078
	25.413
	0979
	1
	8.1.0
	Rel-8
	Editorial Updates TS 25.413
	approved
	F
	8.2.0
	TEI8
	R3

	RP-090084
	25.413
	0980
	-
	8.1.0
	Rel-8
	Transparent Container content - informative annex
	reissued
	F
	
	LTE-Interfaces
	R3

	RP-090245
	25.413
	0980
	-
	8.1.0
	Rel-8
	Transparent Container content – informative annex
	approved
	F
	8.2.0
	LTE-interfaces
	R3

	RP-090093
	25.413
	0981
	-
	8.1.0
	Rel-8
	Introduction of HSPA SRVCC
	approved
	F
	8.2.0
	RANimp-HSPAVoIP
	R3

	RP-090079
	25.413
	0982
	2
	8.1.0
	Rel-8
	Further Corrections for Enhanced Relocation
	approved
	F
	8.2.0
	RANimp-SrnsReloc
	R3

	RP-090081
	25.413
	0983
	-
	8.1.0
	Rel-8
	Inclusion of CSG ID in initial UE message
	approved
	F
	8.2.0
	HNB-arch
	R3

	RP-090078
	25.413
	0984
	-
	8.1.0
	Rel-8
	Clarification on ASN.1 for Generic Container
	approved
	F
	8.2.0
	TEI8
	R3

	RP-090263
	25.413
	0985
	-
	8.1.0
	Rel-8
	Rename of Source RNC ID in ENHANCD RELOCATION COMPLETE REQUEST
	approved
	F
	8.2.0
	RANimp-SrnsReloc
	R3

	RP-090078
	25.420
	0060
	1
	8.0.0
	Rel-8
	RNSAP: Enhanced Relocation Request in SCCP: Connection Request
	approved
	F
	8.1.0
	RANimp-SrnsReloc
	R3

	RP-090075
	25.423
	1435
	2
	7.11.0
	Rel-7
	Addition of MBR Parameter for 1.28Mcps TDD Enhanced Uplink
	approved
	F
	7.12.0
	TEI7
	R3

	RP-090075
	25.423
	1436
	2
	8.3.0
	Rel-8
	Addition of MBR Parameter for 1.28Mcps TDD Enhanced Uplink
	approved
	A
	8.4.0
	TEI7
	R3

	RP-090092
	25.423
	1437
	2
	8.3.0
	Rel-8
	Introduction of Continuous Packet Connectivity in RNSAP for LCR TDD
	approved
	B
	8.4.0
	RANimp-LCRCPC
	R3

	RP-090074
	25.423
	1438
	2
	7.11.0
	Rel-7
	Addition of Multi-carrier HS-DSCH physical layer category  for 1.28Mcps TDD 
	approved
	F
	7.12.0
	TEI7
	R3

	RP-090074
	25.423
	1439
	2
	8.3.0
	Rel-8
	Addition of Multi-carrier HS-DSCH physical layer category for 1.28Mcps TDD
	approved
	A
	8.4.0
	TEI7
	R3

	RP-090088
	25.423
	1440
	1
	8.3.0
	Rel-8
	RNSAP Support of measurements on E-UTRAN
	reissued
	F
	
	LTE-Interfaces
	R3

	RP-090246
	25.423
	1440
	1
	8.3.0
	Rel-8
	RNSAP Support of measurements on E-UTRAN
	approved
	F
	8.4.0
	LTE-interfaces
	R3

	RP-090072
	25.423
	1441
	-
	7.11.0
	Rel-7
	Addition of MAC-hs Reset Indicator IE into RADIO LINK ADDITION FAILURE message
	approved
	F
	7.12.0
	TEI7
	R3

	RP-090072
	25.423
	1442
	-
	8.3.0
	Rel-8
	Addition of MAC-hs Reset Indicator IE into RADIO LINK ADDITION FAILURE message
	approved
	A
	8.4.0
	TEI7
	R3

	RP-090074
	25.423
	1445
	1
	7.11.0
	Rel-7
	Addition of DCH Indicator For E-DCH-HSDPA Operation IE into RADIO LINK CONGESTION INDICATION message
	approved
	F
	7.12.0
	TEI7
	R3

	RP-090074
	25.423
	1446
	1
	8.3.0
	Rel-8
	Addition of DCH Indicator For E-DCH-HSDPA Operation IE into RADIO LINK CONGESTION INDICATION message
	approved
	A
	8.4.0
	TEI7
	R3

	RP-090072
	25.423
	1451
	-
	7.11.0
	Rel-7
	Addition of F-DPCH Slot Format IE in RADIO LINK SETUP FAILURE and RADIO LINK ADDITION FAILURE message
	approved
	F
	7.12.0
	TEI7
	R3

	RP-090072
	25.423
	1452
	-
	8.3.0
	Rel-8
	Addition of F-DPCH Slot Format IE in RADIO LINK SETUP FAILURE and RADIO LINK ADDITION FAILURE message
	approved
	A
	8.4.0
	TEI7
	R3

	RP-090072
	25.423
	1453
	-
	8.3.0
	Rel-8
	Clarification of the relation between HS-SCCH less HS-PDSCH second code and first code
	approved
	F
	8.4.0
	TEI7
	R3

	RP-090078
	25.423
	1455
	1
	8.3.0
	Rel-8
	Various GANSS Corrections to RNSAP
	approved
	F
	8.4.0
	TEI8
	R3

	RP-090095
	25.423
	1457
	-
	8.3.0
	Rel-8
	RNSAP Dual Carrier corrections
	approved
	F
	8.4.0
	RANimp-DCHSDPA
	R3

	RP-090076
	25.423
	1458
	-
	8.3.0
	Rel-8
	Minor corrections of RNSAP before freezing
	approved
	F
	8.4.0
	TEI8
	R3

	RP-090078
	25.423
	1459
	1
	8.3.0
	Rel-8
	Correction of MBMS improvements
	approved
	F
	8.4.0
	RANimp-HSPAEvo
	R3

	RP-090075
	25.423
	1461
	3
	8.3.0
	Rel-8
	Indication of MBMS capability over Iur interface
	approved
	A
	8.4.0
	TEI7
	R3

	RP-090094
	25.423
	1465
	1
	8.3.0
	Rel-8
	Introduction of MIMO for 1.28Mcps TDD
	approved
	B
	8.4.0
	RANimp-MIMOLCR
	R3

	RP-090076
	25.423
	1466
	-
	8.3.0
	Rel-8
	Correction on MBSFN MCCH Information message
	approved
	F
	8.4.0
	TEI8
	R3

	RP-090073
	25.423
	1467
	-
	7.11.0
	Rel-7
	ASN.1 Correction on Transport Bearer Not Requested Indicator in RL Specific E-DCH Information 
	approved
	F
	7.12.0
	TEI7
	R3

	RP-090073
	25.423
	1468
	-
	8.3.0
	Rel-8
	ASN.1 Correction on Transport Bearer Not Requested Indicator in RL Specific E-DCH Information 
	approved
	A
	8.4.0
	TEI7
	R3

	RP-090077
	25.423
	1469
	-
	8.3.0
	Rel-8
	Clarification for Enhanced Relocation and Cancel procedure
	approved
	F
	8.4.0
	RANimp-SrnsReloc
	R3

	RP-090079
	25.423
	1472
	2
	8.3.0
	Rel-8
	Information for Fixed and Flexible RLC PDU size
	approved
	F
	8.4.0
	RANimp-L2DataRates
	R3

	RP-090073
	25.423
	1475
	-
	7.11.0
	Rel-7
	Correction of erroneous IE reference
	approved
	F
	7.12.0
	RANimp-64QAMDownlink
	R3

	RP-090073
	25.423
	1476
	-
	8.3.0
	Rel-8
	Correction of erroneous IE reference
	approved
	A
	8.4.0
	RANimp-64QAMDownlink
	R3

	RP-090095
	25.423
	1478
	1
	8.3.0
	Rel-8
	Some Corrections for Dual Carrier HSDPA
	approved
	F
	8.4.0
	RANimp-DCHSDPA
	R3

	RP-090260
	25.423
	1479
	-
	8.3.0
	Rel-8
	RNSAP Dual Carrier corrections, alignment with NBAP
	approved
	F
	8.4.0
	RANimp-DCHSDPA
	R3

	RP-090077
	25.423
	1479
	-
	8.3.0
	Rel-8
	Corrections related to enhanced HS-DSCH serving cell change
	approved
	F
	8.4.0
	RANimp-HSDSCH
	R3

	RP-090073
	25.425
	0138
	1
	7.9.0
	Rel-7
	Correction of handling of Capacity Allocation and HS-DSCH Credits
	approved
	F
	7.10.0
	RANimp-L2DataRates
	R3

	RP-090073
	25.425
	0139
	1
	8.1.0
	Rel-8
	Correction of handling of Capacity Allocation and HS-DSCH Credits
	approved
	A
	8.2.0
	RANimp-L2DataRates
	R3

	RP-090077
	25.433
	1572
	1
	8.3.0
	Rel-8
	Minor corrections from NBAP review
	approved
	F
	8.4.0
	TEI8
	R3

	RP-090075
	25.433
	1573
	2
	7.11.0
	Rel-7
	Addition of MBR Parameter for 1.28Mcps TDD Enhanced Uplink
	approved
	F
	7.12.0
	TEI7
	R3

	RP-090075
	25.433
	1574
	2
	8.3.0
	Rel-8
	Addition of MBR Parameter for 1.28Mcps TDD Enhanced Uplink
	approved
	A
	8.4.0
	TEI7
	R3

	RP-090092
	25.433
	1575
	2
	8.3.0
	Rel-8
	Introduction of Continuous Packet Connectivity in NBAP for LCR TDD
	approved
	B
	8.4.0
	RANimp-LCRCPC
	R3

	RP-090074
	25.433
	1576
	2
	7.11.0
	Rel-7
	Addition of Multi-carrier HS-DSCH physical layer category for 1.28Mcps TDD
	approved
	F
	7.12.0
	TEI7
	R3

	RP-090074
	25.433
	1577
	2
	8.3.0
	Rel-8
	Addition of Multi-carrier HS-DSCH physical layer category for 1.28Mcps TDD
	approved
	A
	8.4.0
	TEI7
	R3

	RP-090246
	25.433
	1578
	1
	8.3.0
	Rel-8
	NBAP Support of measurements on E-UTRAN
	approved
	F
	8.4.0
	LTE-interfaces
	R3

	RP-090088
	25.433
	1578
	1
	8.3.0
	Rel-8
	NBAP Support of measurements on E-UTRAN
	reissued
	F
	
	LTE-Interfaces
	R3

	RP-090072
	25.433
	1579
	-
	7.11.0
	Rel-7
	Addition of MAC-hs Reset Indicator IE into RADIO LINK ADDITION FAILURE message
	approved
	F
	7.12.0
	TEI7
	R3

	RP-090072
	25.433
	1580
	-
	8.3.0
	Rel-8
	Addition of MAC-hs Reset Indicator IE into RADIO LINK ADDITION FAILURE message
	approved
	A
	8.4.0
	TEI7
	R3

	RP-090072
	25.433
	1583
	-
	8.3.0
	Rel-8
	Clarification of the relation between HS-SCCH less HS-PDSCH second code and first code
	approved
	F
	8.4.0
	TEI7
	R3

	RP-090078
	25.433
	1585
	1
	8.3.0
	Rel-8
	Various GANSS Corrections to NBAP
	approved
	F
	8.4.0
	TEI8
	R3

	RP-090095
	25.433
	1587
	-
	8.3.0
	Rel-8
	NBAP Dual Carrier corrections
	approved
	F
	8.4.0
	RANimp-DCHSDPA
	R3

	RP-090077
	25.433
	1588
	1
	8.3.0
	Rel-8
	Correction for IMB
	approved
	F
	8.4.0
	MBSFN-DOB
	R3

	RP-090094
	25.433
	1593
	1
	8.3.0
	Rel-8
	Introduction of MIMO for 1.28Mcps TDD
	approved
	B
	8.4.0
	RANimp-MIMOLCR
	R3

	RP-090075
	25.433
	1594
	3
	7.11.0
	Rel-7
	Enhancement of MBMS reception with simultanneous HSDPA for 1.28Mcps TDD
	approved
	F
	7.12.0
	TEI7
	R3

	RP-090075
	25.433
	1595
	3
	8.3.0
	Rel-8
	Enhancement of MBMS reception with simultanneous HSDPA for 1.28Mcps TDD
	approved
	A
	8.4.0
	TEI7
	R3

	RP-090079
	25.433
	1596
	2
	8.3.0
	Rel-8
	Clean up: FDD Enhanced Uplink in Cell_FACH
	approved
	F
	8.4.0
	RANimp-UplinkEnhState
	R3

	RP-090079
	25.433
	1597
	2
	8.3.0
	Rel-8
	HS-DPCCH Capability for Enhanced Uplink in Cell_FACH
	approved
	F
	8.4.0
	RANimp-UplinkEnhState
	R3

	RP-090077
	25.433
	1598
	-
	8.3.0
	Rel-8
	Clean up: FDD Enhanced UE DRX
	approved
	F
	8.4.0
	RANimp-DRX
	R3

	RP-090079
	25.433
	1600
	2
	8.3.0
	Rel-8
	Information for Fixed and Flexible RLC PDU size
	approved
	F
	8.4.0
	RANimp-L2DataRates
	R3

	RP-090095
	25.433
	1603
	-
	8.3.0
	Rel-8
	Some Corrections for Dual Carrier HSDPA
	approved
	F
	8.4.0
	RANimp-DCHSDPA
	R3

	RP-090077
	25.433
	1604
	-
	8.3.0
	Rel-8
	Corrections related to enhanced HS-DSCH serving cell change
	approved
	F
	8.4.0
	RANimp-HSDSCH
	R3

	RP-090073
	25.435
	0195
	1
	7.10.0
	Rel-7
	Correction of handling of Capacity Allocation and HS-DSCH Credits
	approved
	F
	7.11.0
	RANimp-L2DataRates
	R3

	RP-090073
	25.435
	0196
	1
	8.1.0
	Rel-8
	Correction of handling of Capacity Allocation and HS-DSCH Credits
	approved
	A
	8.2.0
	RANimp-L2DataRates
	R3

	RP-090074
	25.435
	0197
	1
	7.10.0
	Rel-7
	Correction of value range for Ext Propagation Delay
	approved
	F
	7.11.0
	TEI7
	R3

	RP-090074
	25.435
	0198
	1
	8.1.0
	Rel-8
	Correction of value range for Ext Propagation Delay
	approved
	A
	8.2.0
	TEI7
	R3

	RP-090076
	25.435
	0199
	-
	8.1.0
	Rel-8
	Correction of length of spare extension field
	approved
	F
	8.2.0
	TEI8
	R3

	RP-090025
	25.453
	0116
	2
	8.0.0
	Rel-8
	Adding UE-ID parameters to PCAP messaging for operational analysis purposes
	revised
	B
	
	TEI7
	R3

	RP-090076
	25.453
	0117
	-
	8.0.0
	Rel-8
	PCAP Review
	approved
	F
	8.1.0
	TEI8
	R3

	RP-090076
	25.453
	0118
	-
	8.0.0
	Rel-8
	Correction to Additional GANSS Assistance Data Required IE
	approved
	F
	8.1.0
	TEI8
	R3

	RP-090085
	25.460
	0008
	1
	8.0.0
	Rel-8
	RET and TMA support in LTE
	approved
	F
	8.1.0
	LTE-interfaces
	R3

	RP-090085
	25.462
	0029
	1
	8.0.0
	Rel-8
	RET and TMA support in LTE
	approved
	F
	8.1.0
	LTE-interfaces
	R3

	RP-090085
	25.466
	0017
	1
	8.2.0
	Rel-8
	RET and TMA support in LTE
	approved
	F
	8.3.0
	LTE-interfaces
	R3

	RP-090081
	25.467
	0001
	2
	8.0.0
	Rel-8
	Change Request for TS25.467 regarding location information in Chapters 3.2, 5.2.2 and 6.1.2.
	approved
	F
	8.1.0
	HNB-arch
	R3

	RP-090081
	25.467
	0004
	2
	8.0.0
	Rel-8
	C-Id for HNB to Macro handout
	approved
	F
	8.1.0
	HNB-arch
	R3

	RP-090082
	25.467
	0006
	1
	8.0.0
	Rel-8
	Clarification on the Maximum number of cell supported by 3G HNB
	approved
	F
	8.1.0
	HNB-arch
	R3

	RP-090081
	25.467
	0007
	1
	8.0.0
	Rel-8
	SCTP destination port for HNBAP and RUA.
	approved
	F
	8.1.0
	HNB-arch
	R3

	RP-090080
	25.467
	0008
	1
	8.0.0
	Rel-8
	Corrections on UE Registration Procedure
	reissued
	F
	
	
	R3

	RP-090244
	25.467
	0008
	1
	8.0.0
	Rel-8
	Corrections on UE Registration Procedure
	approved
	F
	8.1.0
	HNB-arch
	R3

	RP-090081
	25.467
	0009
	2
	8.0.0
	Rel-8
	Corrections in UE Registration procedure
	approved
	F
	8.1.0
	HNB-arch
	R3

	RP-090081
	25.467
	0010
	2
	8.0.0
	Rel-8
	Correction in HNB registration procedure
	approved
	D
	8.1.0
	HNB-arch
	R3

	RP-090244
	25.467
	0017
	1
	8.0.0
	Rel-8
	Correction of MOCN function in the function split table
	approved
	F
	8.1.0
	HNB-arch
	R3

	RP-090080
	25.467
	0018
	-
	8.0.0
	Rel-8
	Remove faulty reference
	reissued
	F
	
	HNB Arch
	R3

	RP-090082
	25.467
	0018
	2
	8.0.0
	Rel-8
	CN Assistant Access control
	approved
	F
	8.1.0
	HNB-arch
	R3

	RP-090082
	25.467
	0019
	2
	8.0.0
	Rel-8
	Add description for handling in case of emergency calls
	approved
	F
	8.1.0
	HNB-arch
	R3

	RP-090082
	25.467
	0021
	2
	8.0.0
	Rel-8
	Reference to BBF TR-069 missing
	approved
	F
	8.1.0
	HNB-arch
	R3

	RP-090081
	25.467
	0023
	1
	8.0.0
	Rel-8
	Introduction of Iuh connection release
	approved
	F
	8.1.0
	HNB-Arch
	R3

	RP-090080
	25.468
	----
	-
	8.0.1
	Rel-8
	Correction of IE presence in ASN.1
	reissued
	F
	
	HNB-arch
	R3

	RP-090080
	25.468
	0001
	-
	8.0.1
	Rel-8
	Add Object Identifier for RUA ASN.1
	reissued
	F
	
	HNB-Arch
	R3

	RP-090244
	25.468
	0001
	-
	8.0.1
	Rel-8
	Add Object Identifier for RUA ASN.1
	approved
	F
	8.1.0
	HNB-Arch
	R3

	RP-090081
	25.468
	0004
	1
	8.0.1
	Rel-8
	Clarification on Uniqueness of Context ID
	approved
	F
	8.1.0
	HNB-Arch
	R3

	RP-090082
	25.468
	0007
	2
	8.0.1
	Rel-8
	Adding the definitaion of Iuh Signalling Connection
	approved
	F
	8.1.0
	HNB-arch
	R3

	RP-090244
	25.468
	0008
	-
	8.0.1
	Rel-8
	Correction of IE presence in ASN.1
	approved
	F
	8.1.0
	HNB-arch
	R3

	RP-090244
	25.468
	0009
	-
	8.0.1
	Rel-8
	Clarification of operation of RUA disconnect
	approved
	F
	8.1.0
	HNB-Arch
	R3

	RP-090080
	25.468
	0018
	-
	8.0.1
	Rel-8
	Clarification of operation of RUA disconnect
	reissued
	F
	
	HNB-Arch
	R3

	RP-090244
	25.469
	0001
	-
	8.0.0
	Rel-8
	Add Object Identifier for HNBAP ASN.1
	approved
	F
	8.1.0
	HNB-Arch
	R3

	RP-090080
	25.469
	0001
	-
	8.0.0
	Rel-8
	Add Object Identifier for HNBAP ASN.1
	reissued
	F
	
	HNB-Arch
	R3

	RP-090081
	25.469
	0005
	1
	8.0.0
	Rel-8
	Clarification on Uniqueness of Context ID
	approved
	F
	8.1.0
	HNB-Arch
	R3

	RP-090080
	25.469
	0007
	1
	8.0.0
	Rel-8
	Update to HNB deregistration cause codes and descriptions
	reissued
	F
	
	HNB-arch
	R3

	RP-090244
	25.469
	0007
	1
	8.0.0
	Rel-8
	Update to HNB deregistration cause codes and descriptions
	approved
	F
	8.1.0
	HNB-arch
	R3

	RP-090081
	25.469
	0008
	1
	8.0.0
	Rel-8
	Update to HNB initiated UE deregistration cause code and description
	approved
	F
	8.1.0
	HNB-arch
	R3

	RP-090082
	25.469
	0009
	2
	8.0.0
	Rel-8
	Abnormal condition handling associated with HNB registration
	approved
	F
	8.1.0
	HNB-arch
	R3

	RP-090082
	25.469
	0012
	2
	8.0.0
	Rel-8
	Clarification on access control and inclusion of IMSI for UE registration.
	approved
	F
	8.1.0
	HNB-arch
	R3

	RP-090080
	25.469
	0013
	1
	8.0.0
	Rel-8
	Adding Cause Values for UE Deregistration
	reissued
	F
	
	
	R3

	RP-090244
	25.469
	0013
	1
	8.0.0
	Rel-8
	Adding Cause Values for UE Deregistration
	approved
	F
	8.1.0
	HNB-arch
	R3

	RP-090080
	25.469
	0014
	1
	8.0.0
	Rel-8
	Updating of CSG Identity Length
	reissued
	F
	
	
	R3

	RP-090244
	25.469
	0014
	1
	8.0.0
	Rel-8
	Updating of CSG Identity Leghth
	approved
	F
	8.1.0
	HNB-arch
	R3

	RP-090082
	25.469
	0016
	1
	8.0.0
	Rel-8
	Clarification on the HNB Identity
	approved
	F
	8.1.0
	HNB-arch
	R3

	RP-090244
	25.469
	0018
	-
	8.0.0
	Rel-8
	Correction of wrong reference in TMSI-IE description
	approved
	F
	8.1.0
	HNB-arch
	R3

	RP-090082
	25.469
	0019
	2
	8.0.0
	Rel-8
	CSG-ID optional in HNB register request
	approved
	F
	8.1.0
	HNB-arch
	R3

	RP-090082
	25.469
	0020
	1
	8.0.0
	Rel-8
	Backoff timer for HNB registration
	approved
	F
	8.1.0
	HNB-arch
	R3

	SP-090013
	26.114
	0049
	1
	8.1.0
	Rel-8
	SDP Offer/Answer Examples for Video Sessions using "a=imageattr"
	approved
	B
	8.2.0
	MTSI_eMHI-DRASIS
	S4

	SP-090005
	26.114
	0050
	1
	7.7.0
	Rel-7
	Session setup clarifications
	approved
	F
	7.8.0
	MTSI-MHI
	S4

	SP-090005
	26.114
	0051
	1
	8.1.0
	Rel-8
	Session setup clarifications
	approved
	A
	8.2.0
	MTSI-MHI
	S4

	SP-090012
	26.114
	0052
	1
	8.1.0
	Rel-8
	Inter-working enhancements
	approved
	B
	8.2.0
	MTSI_eMHI
	S4

	SP-090013
	26.114
	0053
	1
	8.1.0
	Rel-8
	Dynamic video rate adaptation
	approved
	C
	8.2.0
	MTSI_eMHI-DRASIS
	S4

	SP-090012
	26.114
	0054
	-
	8.1.0
	Rel-8
	MTSI QoE Corrections
	approved
	F
	8.2.0
	MTSI_eMHI
	S4

	SP-090012
	26.114
	0055
	1
	8.1.0
	Rel-8
	Adding second stream of same media type
	approved
	C
	8.2.0
	MTSI_eMHI
	S4

	SP-090005
	26.114
	0056
	2
	7.7.0
	Rel-7
	Session setup clarifications
	rejected
	F
	
	MTSI-MHI
	S4

	SP-090005
	26.114
	0057
	2
	8.1.0
	Rel-8
	Session setup clarifications
	rejected
	A
	
	MTSI-MHI
	S4

	SP-090017
	26.131
	0029
	2
	8.0.0
	Rel-9
	Terminal acoustic characteristics for telephony
	approved
	C
	9.0.0
	TEI9
	S4

	SP-090018
	26.132
	0036
	2
	8.1.0
	Rel-9
	Speech and video telephony terminal acoustic test
	approved
	C
	9.0.0
	TEI9
	S4

	SP-090015
	26.132
	0038
	-
	8.0.0
	Rel-8
	Clarification on Distortion with psophometric filter
	approved
	F
	8.1.0
	RETEM_WB_T
	S4

	SP-090014
	26.234
	0129
	2
	8.1.0
	Rel-8
	PSS Timeshift Corrections
	approved
	F
	8.2.0
	PSS_MBMS_OMTV
	S4

	SP-090006
	26.234
	0130
	1
	7.6.0
	Rel-7
	Corrections of Fast Content Switching and fast startup
	approved
	F
	7.7.0
	PSSe
	S4

	SP-090006
	26.234
	0131
	1
	8.1.0
	Rel-8
	Corrections of Fast Content Switching and fast startup
	approved
	A
	8.2.0
	PSSe
	S4

	SP-090006
	26.234
	0132
	-
	6.13.0
	Rel-6
	Error in SDP for QoE configuration
	approved
	F
	6.14.0
	PSSrel6-Stage3
	S4

	SP-090006
	26.234
	0133
	-
	7.6.0
	Rel-7
	Error in SDP for QoE configuration
	approved
	A
	7.7.0
	PSSrel6-Stage3
	S4

	SP-090006
	26.234
	0134
	-
	8.1.0
	Rel-8
	Error in SDP for QoE configuration
	approved
	A
	8.2.0
	PSSrel6-Stage3
	S4

	SP-090007
	26.237
	0001
	2
	8.0.0
	Rel-8
	Corrections on layout of structure, references, numbering of figures of TS 26.237
	approved
	F
	8.1.0
	IMS_PSS_MBMS_US
	S4

	SP-090007
	26.237
	0002
	1
	8.0.0
	Rel-8
	Improvement of general descriptions of TS 26.237
	approved
	F
	8.1.0
	IMS_PSS_MBMS_US
	S4

	SP-090007
	26.237
	0003
	1
	8.0.0
	Rel-8
	Security procedures of IMS based MBMS user service
	approved
	C
	8.1.0
	IMS_PSS_MBMS_US
	S4

	SP-090007
	26.237
	0004
	2
	8.0.0
	Rel-8
	Corrections and clarifications to policy and charging control
	approved
	F
	8.1.0
	IMS_PSS_MBMS_US
	S4

	SP-090007
	26.237
	0005
	2
	8.0.0
	Rel-8
	Corrections and clarifications to IMS based PSS and MBMS User Service; Protocols
	approved
	F
	8.1.0
	IMS_PSS_MBMS_US
	S4

	SP-090007
	26.237
	0006
	2
	8.0.0
	Rel-8
	Network-initiated PSS streaming session teardown
	approved
	F
	8.1.0
	IMS_PSS_MBMS_US
	S4

	SP-090004
	26.346
	0144
	-
	6.12.0
	Rel-6
	Addition of Timed Text Payload Format
	approved
	F
	6.13.0
	TEI6
	S4

	SP-090004
	26.346
	0145
	-
	7.9.0
	Rel-7
	Addition of Timed Text Payload Format
	approved
	A
	7.10.0
	TEI6
	S4

	SP-090004
	26.346
	0146
	-
	8.1.0
	Rel-8
	Addition of Timed Text Payload Format
	approved
	A
	8.2.0
	TEI6
	S4

	SP-090004
	26.346
	0147
	-
	6.12.0
	Rel-6
	Error in SDP for QoE configuration
	approved
	F
	6.13.0
	MBMS-TSMBMS
	S4

	SP-090004
	26.346
	0148
	-
	7.9.0
	Rel-7
	Error in SDP for QoE configuration
	approved
	A
	7.10.0
	MBMS-TSMBMS
	S4

	SP-090004
	26.346
	0149
	-
	8.1.0
	Rel-8
	Error in SDP for QoE configuration
	approved
	A
	8.2.0
	MBMS-TSMBMS
	S4

	CP-090159
	27.007
	0170
	1
	8.6.0
	Rel-8
	Correction of AT-Commands for positioning
	approved
	F
	8.7.0
	TEI8
	C1

	CP-090130
	27.007
	0171
	-
	8.6.0
	Rel-8
	Support of dedicated bearer related AT command
	approved
	F
	8.7.0
	SAES
	C1

	CP-090153
	27.007
	0172
	-
	8.6.0
	Rel-8
	AT-command for UE modes of operation in SAE
	approved
	B
	8.7.0
	SAES-CSFB
	C1

	CP-090159
	27.007
	0174
	1
	8.6.0
	Rel-8
	Corrections for +CGCLASS
	approved
	F
	8.7.0
	TEI8
	C1

	SP-090016
	28.062
	0060
	-
	8.0.0
	Rel-8
	TFO - Correction of References
	approved
	F
	8.1.0
	TEI8
	S4

	CP-090056
	29.002
	0907
	3
	8.8.1
	Rel-8
	Node Type Indication
	revised
	B
	
	SAES
	C4

	CP-090201
	29.002
	0907
	4
	8.8.1
	Rel-8
	Node Type Indication
	revised
	B
	
	SAES
	C4

	CP-090265
	29.002
	0907
	5
	8.8.1
	Rel-8
	Node Type Indication
	postponed
	B
	
	SAES
	C4

	CP-090056
	29.002
	0908
	-
	8.8.1
	Rel-8
	Context Identifier for Update or Removal of PDN GW
	approved
	B
	8.9.0
	SAES
	C4

	CP-090044
	29.002
	0909
	1
	8.8.1
	Rel-8
	Ready For SM
	approved
	B
	8.9.0
	SAES
	C4

	CP-090044
	29.002
	0911
	-
	8.8.1
	Rel-8
	Handling LCS Subscription Data
	approved
	B
	8.9.0
	SAES
	C4

	CP-090045
	29.002
	0914
	-
	8.8.1
	Rel-8
	PDN GW update for Wildcard APN
	reissued
	F
	
	SAES
	C4

	CP-090236
	29.002
	0914
	-
	8.8.1
	Rel-8
	PDN GW Update for Wildcard APN
	approved
	F
	8.9.0
	SAES
	C4

	CP-090044
	29.002
	0915
	-
	8.8.1
	Rel-8
	Handling SMS Subscription Data
	approved
	B
	8.9.0
	SAES
	C4

	CP-090046
	29.002
	0916
	-
	8.8.1
	Rel-8
	Allocation Retention Priority
	approved
	F
	8.9.0
	SAES
	C4

	CP-090159
	29.018
	0053
	2
	8.1.0
	Rel-8
	Clarifications of CSFB paging procedure in SGSN
	approved
	F
	8.2.0
	TEI8
	C1

	CP-090049
	29.060
	0701
	-
	8.6.0
	Rel-8
	Adding UE Network Capability IE to GTPv1-C
	approved
	B
	8.7.0
	SAES
	C4

	CP-090049
	29.060
	0702
	-
	8.6.0
	Rel-8
	Cause Codes for NRSPCA
	approved
	F
	8.7.0
	TEI8
	C4

	CP-090049
	29.060
	0703
	2
	8.6.0
	Rel-8
	ARP correction
	approved
	F
	8.7.0
	TEI8
	C4

	CP-090049
	29.060
	0704
	1
	8.6.0
	Rel-8
	GERAN, UTRAN and E-UTRAN DRX parameter
	approved
	F
	8.7.0
	SAES
	C4

	CP-090081
	29.061
	0284
	3
	8.1.0
	Rel-8
	Message flow for RADIUS Authentication and Accounting procedures on SGi interface
	approved
	F
	8.2.0
	SAES-St3-intwk
	C3

	CP-090081
	29.061
	0285
	1
	8.1.0
	Rel-8
	Message flow for RADIUS AAA-Initiated Bearer termination on SGi interface
	approved
	F
	8.2.0
	SAES-St3-intwk
	C3

	CP-090081
	29.061
	0286
	1
	8.1.0
	Rel-8
	Message flow for RADIUS Accounting Update on SGi interface
	approved
	F
	8.2.0
	SAES-St3-intwk
	C3

	CP-090081
	29.061
	0287
	3
	8.1.0
	Rel-8
	Message flow for Diameter Authentication and Accounting procedures on SGi interface
	approved
	F
	8.2.0
	SAES-St3-intwk
	C3

	CP-090081
	29.061
	0288
	1
	8.1.0
	Rel-8
	Message flow for Diameter Accounting Update Procedure
	approved
	F
	8.2.0
	SAES-St3-intwk
	C3

	CP-090081
	29.061
	0289
	1
	8.1.0
	Rel-8
	Message flow for Server-Initiated Bearer termination Procedure
	approved
	F
	8.2.0
	SAES-St3-intwk
	C3

	CP-090077
	29.061
	0290
	1
	7.9.0
	Rel-7
	ASA command missing valid result code AVP
	approved
	F
	7.10.0
	DIAMGi
	C3

	CP-090077
	29.061
	0291
	1
	8.1.0
	Rel-8
	ASA command missing valid result code AVP
	approved
	A
	8.2.0
	DIAMGi
	C3

	CP-090081
	29.061
	0293
	2
	8.1.0
	Rel-8
	UE TimeZone RADIUS/Diameter VSA/AVP
	approved
	F
	8.2.0
	SAES-St3-intwk
	C3

	CP-090081
	29.061
	0294
	-
	8.1.0
	Rel-8
	APN-AMBR encoding for RADIUS/Diameter interworking on SGi
	approved
	F
	8.2.0
	SAES-St3-intwk
	C3

	CP-090081
	29.061
	0295
	1
	8.1.0
	Rel-8
	Presence requirement setting of 3GPP-PDP-Type
	approved
	F
	8.2.0
	SAES-St3-intwk
	C3

	CP-090081
	29.061
	0296
	-
	8.1.0
	Rel-8
	Alignment with GTPv2 message names
	approved
	F
	8.2.0
	SAES-St3-intwk
	C3

	CP-090081
	29.061
	0297
	1
	8.1.0
	Rel-8
	Alignment of P-GW functions for IMS interworking
	approved
	F
	8.2.0
	SAES-St3-intwk
	C3

	CP-090081
	29.061
	0298
	1
	8.1.0
	Rel-8
	Clarification on PDN Authentication using PCO for non-3GPP accesses
	approved
	F
	8.2.0
	SAES-St3-intwk
	C3

	CP-090075
	29.061
	0300
	1
	7.9.0
	Rel-7
	Presence requirement setting of 3GPP-PDP-Type
	approved
	F
	7.10.0
	TEI7
	C3

	CP-090081
	29.061
	0301
	1
	8.1.0
	Rel-8
	MTU and IP fragmentation across SGi/Gi
	approved
	F
	8.2.0
	SAES-St3-intwk
	C3

	CP-090033
	29.109
	0048
	-
	8.0.0
	Rel-8
	GBA Push  Scope, References and Definitions
	approved
	B
	8.1.0
	GBAPush
	C4

	CP-090033
	29.109
	0049
	2
	8.0.0
	Rel-8
	GBA Push  Introduction of Zpn Interface
	approved
	B
	8.1.0
	GBAPush
	C4

	CP-090033
	29.109
	0050
	1
	8.0.0
	Rel-8
	GBA Push - Impacts on Zh Interface
	approved
	B
	8.1.0
	GBAPush
	C4

	CP-090039
	29.109
	0051
	3
	8.0.0
	Rel-8
	User identity to HSS Resolution mechanism using a Diameter Proxy
	approved
	F
	8.1.0
	TEI8
	C4

	CP-090038
	29.109
	0052
	2
	7.10.0
	Rel-7
	Multiple HSS identities returned by the SLF
	approved
	F
	7.11.0
	TEI7
	C4

	CP-090038
	29.109
	0054
	1
	7.10.0
	Rel-7
	Renaming of the reference point between BSF and HLR
	approved
	F
	7.11.0
	TEI7
	C4

	CP-090038
	29.109
	0055
	1
	8.0.0
	Rel-8
	Renaming of the reference point between BSF and HLR
	approved
	A
	8.1.0
	TEI8
	C4

	CP-090154
	29.118
	0001
	2
	8.0.0
	Rel-8
	Handle of CSFB paging procedure when UE is in connected mode
	approved
	F
	8.1.0
	SAES-CSFB
	C1

	CP-090154
	29.118
	0002
	-
	8.0.0
	Rel-8
	SGs paging with access control in E-UTRAN
	approved
	F
	8.1.0
	SAES-CSFB
	C1

	CP-090154
	29.118
	0003
	2
	8.0.0
	Rel-8
	Clarifications of CSFB paging procedure in MME
	approved
	F
	8.1.0
	SAES-CSFB
	C1

	CP-090154
	29.118
	0004
	1
	8.0.0
	Rel-8
	Consistent usage of HSS
	approved
	F
	8.1.0
	SAES-CSFB
	C1

	CP-090154
	29.118
	0005
	-
	8.0.0
	Rel-8
	Location update for non-EPS services procedure: failure and abnormal cases
	approved
	B
	8.1.0
	SAES-CSFB
	C1

	CP-090154
	29.118
	0006
	1
	8.0.0
	Rel-8
	Clarifications for MM information procedure
	approved
	F
	8.1.0
	SAES-CSFB
	C1

	CP-090154
	29.118
	0007
	1
	8.0.0
	Rel-8
	VLR number derivation
	approved
	C
	8.1.0
	SAES-CSFB
	C1

	CP-090154
	29.118
	0008
	3
	8.0.0
	Rel-8
	Abnormal conditions for UL and DL Unitdata procedures
	approved
	B
	8.1.0
	SAES-CSFB
	C1

	CP-090154
	29.118
	0009
	1
	8.0.0
	Rel-8
	MME behaviour when receiving Paging for SMS
	approved
	F
	8.1.0
	SAES-CSFB
	C1

	CP-090154
	29.118
	0010
	1
	8.0.0
	Rel-8
	Adding IE Details
	approved
	F
	8.1.0
	SAES-CSFB
	C1

	CP-090154
	29.118
	0011
	2
	8.0.0
	Rel-8
	Corrections in state models for VLR/MME
	approved
	F
	8.1.0
	SAES-CSFB
	C1

	CP-090154
	29.118
	0012
	2
	8.0.0
	Rel-8
	SS Handling details in VLR
	approved
	F
	8.1.0
	SAES-CSFB
	C1

	CP-090154
	29.118
	0013
	2
	8.0.0
	Rel-8
	IE of paging request
	approved
	F
	8.1.0
	SAES-CSFB
	C1

	CP-090154
	29.118
	0014
	1
	8.0.0
	Rel-8
	Corrections and additions for procedures for SMS delivery over SGs
	approved
	B
	8.1.0
	SAES-CSFB
	C1

	CP-090079
	29.162
	0020
	-
	7.2.0
	Rel-7
	Correction to 9.2.2.3
	approved
	F
	7.3.0
	IMS-CCR-IWIP
	C3

	CP-090079
	29.162
	0021
	-
	8.1.0
	Rel-8
	Correction to 9.2.2.3
	approved
	A
	8.2.0
	IMS-CCR-IWIP
	C3

	CP-090098
	29.162
	0022
	4
	8.1.0
	Rel-9
	Ix procedures
	approved
	B
	9.0.0
	IMS_IBCF
	C3

	CP-090093
	29.162
	0023
	1
	8.1.0
	Rel-8
	Removal of Ix Interface from Release 8
	approved
	B
	8.2.0
	IMS_IBCF
	C3

	CP-090095
	29.163
	0281
	1
	8.5.0
	Rel-8
	Handle the SIP URI in History-Info
	approved
	F
	8.6.0
	IMS-CCR-IWCS
	C3

	CP-090228
	29.163
	0282
	1
	8.5.0
	Rel-8
	Miscellaneous corrections in History-Info mapping tables
	approved
	F
	8.6.0
	IMS-CCR-IWCS
	C3

	CP-090095
	29.163
	0282
	1
	8.5.0
	Rel-8
	Miscellaneous corrections in History-Info mapping tables
	reissued
	F
	
	IMS-CCR-IWCS
	C3

	CP-090095
	29.163
	0283
	1
	8.5.0
	Rel-8
	Map priv-value of session and header in History-Info
	approved
	F
	8.6.0
	IMS-CCR-IWCS
	C3

	CP-090094
	29.163
	0285
	1
	8.5.0
	Rel-8
	Progress Indicator mapping
	approved
	F
	8.6.0
	FBI
	C3

	CP-090094
	29.163
	0286
	2
	8.5.0
	Rel-8
	Supplementary service reference and naming correction
	approved
	F
	8.6.0
	FBI
	C3

	CP-090078
	29.163
	0289
	2
	7.13.0
	Rel-7
	Corrections to Tables 12 and 16
	approved
	F
	7.14.0
	IMS-CCR-IWCS
	C3

	CP-090078
	29.163
	0290
	2
	8.5.0
	Rel-8
	Corrections to Tables 12 and 16
	approved
	A
	8.6.0
	IMS-CCR-IWCS
	C3

	CP-090089
	29.163
	0291
	3
	8.5.0
	Rel-8
	Clarification of CDIV mapping
	revised
	F
	
	REDOC_TIS-C3
	C3

	CP-090217
	29.163
	0291
	4
	8.5.0
	Rel-8
	Clarification of CDIV mapping
	approved
	F
	8.6.0
	REDOC_TIS-C3
	C3

	CP-090087
	29.165
	0002
	3
	8.0.0
	Rel-8
	Charging requirements on II-NNI
	approved
	B
	8.1.0
	FBI2-IOPSI
	C3

	CP-090087
	29.165
	0004
	1
	8.0.0
	Rel-8
	Modification of the REFER method status
	approved
	F
	8.1.0
	FBI2-IOPSI
	C3

	CP-090087
	29.165
	0007
	2
	8.0.0
	Rel-8
	NNI header tables
	approved
	F
	8.1.0
	FBI2-IOPSI
	C3

	CP-090022
	29.168
	0001
	2
	8.0.0
	Rel-8
	General cleanup for SBc-AP interface
	revised
	F
	
	ETWS
	C4

	CP-090101
	29.168
	0001
	3
	8.0.0
	Rel-8
	General clean-up to make an alignment with RAN specifications
	approved
	F
	8.1.0
	ETWS
	C4

	CP-090022
	29.168
	0002
	-
	8.0.0
	Rel-8
	General clean-up to align with RAN specifications
	approved
	F
	8.1.0
	ETWS
	C4

	CP-090084
	29.212
	0209
	1
	8.2.0
	Rel-8
	Clarification for provisioning of Event Report Indication
	approved
	F
	8.3.0
	SAES-St3-PCC
	C3

	CP-090074
	29.212
	0211
	3
	7.7.0
	Rel-7
	Clarification for TFT operations
	approved
	F
	7.8.0
	PCC
	C3

	CP-090074
	29.212
	0213
	-
	7.7.0
	Rel-7
	Correction of the Diameter AVP codes
	approved
	F
	7.8.0
	PCC
	C3

	CP-090084
	29.212
	0214
	-
	8.2.0
	Rel-8
	Inconsistent AVP code of CoA-Information AVP
	approved
	F
	8.3.0
	SAES-St3-PCC
	C3

	CP-090074
	29.212
	0215
	1
	7.7.0
	Rel-7
	Correction of Policy enforcement for authorized QoS per service data flow
	approved
	F
	7.8.0
	PCC
	C3

	CP-090074
	29.212
	0216
	2
	8.2.0
	Rel-8
	Correction of Policy enforcement for authorized QoS per service data flow
	approved
	A
	8.3.0
	PCC
	C3

	CP-090084
	29.212
	0217
	3
	8.2.0
	Rel-8
	Clarification on QoS control at the BBERF
	approved
	F
	8.3.0
	SAES-St3-PCC
	C3

	CP-090084
	29.212
	0219
	-
	8.2.0
	Rel-8
	Termination-Cause on Gxx
	approved
	F
	8.3.0
	SAES-St3-PCC
	C3

	CP-090082
	29.212
	0220
	3
	8.2.0
	Rel-8
	Adding Supported-Features AVP to Gx commands
	approved
	F
	8.3.0
	SAES-St3-PCC
	C3

	CP-090082
	29.212
	0221
	2
	8.2.0
	Rel-8
	Adding Supported-Features AVP to Gxx commands
	approved
	F
	8.3.0
	SAES-St3-PCC
	C3

	CP-090084
	29.212
	0222
	2
	8.2.0
	Rel-8
	Event Reporting procedures
	approved
	F
	8.3.0
	SAES-St3-PCC
	C3

	CP-090084
	29.212
	0223
	-
	8.2.0
	Rel-8
	MBR per QCI
	approved
	F
	8.3.0
	SAES-St3-PCC
	C3

	CP-090084
	29.212
	0225
	6
	8.2.0
	Rel-8
	Derivation of QoS rules from PCC rules
	approved
	F
	8.3.0
	SAES-St3-PCC
	C3

	CP-090084
	29.212
	0226
	-
	8.2.0
	Rel-8
	Cleanup of PCC rules request and provisioning procedures
	approved
	F
	8.3.0
	SAES-St3-PCC
	C3

	CP-090084
	29.212
	0227
	2
	8.2.0
	Rel-8
	Session linking for S2c case
	approved
	F
	8.3.0
	SAES-St3-PCC
	C3

	CP-090084
	29.212
	0228
	1
	8.2.0
	Rel-8
	Removal of GPRS access type from Gxx
	approved
	F
	8.3.0
	SAES-St3-PCC
	C3

	CP-090084
	29.212
	0229
	7
	8.2.0
	Rel-8
	Success Notification for Rule Installation 
	approved
	F
	8.3.0
	SAES-St3-PCC
	C3

	CP-090084
	29.212
	0230
	-
	8.2.0
	Rel-8
	QoS handling in GPRS
	approved
	F
	8.3.0
	SAES-St3-PCC
	C3

	CP-090084
	29.212
	0232
	4
	8.2.0
	Rel-8
	AN-GW-Address AVP Over Gxx
	approved
	F
	8.3.0
	SAES-St3-PCC
	C3

	CP-090084
	29.212
	0233
	2
	8.2.0
	Rel-8
	Sending APN-AMBR and Default QoS parameters to the PCRF
	approved
	F
	8.3.0
	SAES-St3-PCC
	C3

	CP-090074
	29.212
	0234
	2
	7.7.0
	Rel-7
	Correction on Charging-Rule-Report AVP
	approved
	F
	7.8.0
	PCC
	C3

	CP-090074
	29.212
	0235
	3
	8.2.0
	Rel-8
	Correction on Charging-Rule-Report AVP
	approved
	A
	8.3.0
	PCC
	C3

	CP-090084
	29.212
	0236
	3
	8.2.0
	Rel-8
	Clarification to AVP usage within CCR
	approved
	F
	8.3.0
	SAES-St3-PCC
	C3

	CP-090084
	29.212
	0237
	1
	8.2.0
	Rel-8
	Clarification on bearer control mode selection
	approved
	F
	8.3.0
	SAES-St3-PCC
	C3

	CP-090074
	29.212
	0238
	1
	8.2.0
	Rel-8
	Indication of IP-CAN bearer termination
	approved
	A
	8.3.0
	PCC
	C3

	CP-090084
	29.212
	0239
	1
	8.2.0
	Rel-8
	Error code for conflicting resource request
	approved
	F
	8.3.0
	SAES-St3-PCC
	C3

	CP-090084
	29.212
	0240
	4
	8.2.0
	Rel-8
	Clarifications on event triggers
	approved
	F
	8.3.0
	SAES-St3-PCC
	C3

	CP-090083
	29.212
	0241
	1
	8.2.0
	Rel-8
	Clarification on multiple BBERF handling
	approved
	F
	8.3.0
	SAES-St3-PCC
	C3

	CP-090074
	29.212
	0243
	-
	7.7.0
	Rel-7
	TFT at initial CC Request
	approved
	F
	7.8.0
	PCC
	C3

	CP-090074
	29.212
	0244
	-
	8.2.0
	Rel-8
	TFT at initial CC Request
	approved
	A
	8.3.0
	PCC
	C3

	CP-090096
	29.212
	0245
	2
	8.2.0
	Rel-8
	IMS session setup with UE initiated resource reservation
	approved
	F
	8.3.0
	PCC
	C3

	CP-090084
	29.212
	0246
	2
	8.2.0
	Rel-8
	Gateway Control session
	approved
	F
	8.3.0
	SAES-St3-PCC
	C3

	CP-090084
	29.212
	0247
	1
	8.2.0
	Rel-8
	Default bearer QoS provisioning
	approved
	F
	8.3.0
	SAES-St3-PCC
	C3

	CP-090084
	29.212
	0249
	1
	8.2.0
	Rel-8
	Renaming ARP-Value AVP to Priority-Level
	approved
	F
	8.3.0
	SAES-St3-PCC
	C3

	CP-090074
	29.212
	0250
	-
	7.7.0
	Rel-7
	Indication of IP-CAN bearer termination
	approved
	F
	7.8.0
	PCC
	C3

	CP-090268
	29.212
	0253
	-
	8.2.0
	Rel-8
	Clarification for TFT operations
	postponed
	A
	
	PCC
	C3

	CP-090085
	29.213
	0148
	1
	8.2.0
	Rel-8
	Clarification for the DRA binding
	approved
	F
	8.3.0
	SAES-St3-PCC
	C3

	CP-090074
	29.213
	0149
	-
	7.7.0
	Rel-7
	Correction to UE-Initiated IP-CAN Session Termination Procedure
	approved
	F
	7.8.0
	PCC
	C3

	CP-090085
	29.213
	0152
	2
	8.2.0
	Rel-8
	Clarify usage of Redirect-Host-Usage AVP
	approved
	F
	8.3.0
	SAES-St3-PCC
	C3

	CP-090085
	29.213
	0154
	1
	8.2.0
	Rel-8
	Sending APN-AMBR and Default QoS parameters to the PCRF
	approved
	F
	8.3.0
	SAES-St3-PCC
	C3

	CP-090083
	29.213
	0155
	4
	8.2.0
	Rel-8
	Multiple BBERF call flow
	approved
	F
	8.3.0
	SAES-St3-PCC
	C3

	CP-090085
	29.213
	0157
	2
	8.2.0
	Rel-8
	Cleanup of interactions between PCRF, AF and SPR
	approved
	F
	8.3.0
	SAES-St3-PCC
	C3

	CP-090085
	29.213
	0158
	2
	8.2.0
	Rel-8
	Cleanup of PCRF selection in the different scenarios
	approved
	F
	8.3.0
	SAES-St3-PCC
	C3

	CP-090085
	29.213
	0159
	2
	8.2.0
	Rel-8
	Delete the editors notes in the clause of PCRF addressing
	approved
	F
	8.3.0
	SAES-St3-PCC
	C3

	CP-090085
	29.213
	0160
	2
	8.2.0
	Rel-8
	The DRA flows for the roaming case
	approved
	F
	8.3.0
	SAES-St3-PCC
	C3

	CP-090085
	29.213
	0161
	2
	8.2.0
	Rel-8
	Updating the IP address of UE to the redirect DRA for roaming case
	approved
	F
	8.3.0
	SAES-St3-PCC
	C3

	CP-090085
	29.213
	0162
	2
	8.2.0
	Rel-8
	Clarification of diameter session termination
	approved
	F
	8.3.0
	SAES-St3-PCC
	C3

	CP-090085
	29.213
	0166
	1
	8.2.0
	Rel-8
	Cleanup of IP-CAN session establishment
	approved
	F
	8.3.0
	SAES-St3-PCC
	C3

	CP-090096
	29.213
	0167
	1
	8.2.0
	Rel-8
	IMS session setup with UE initiated resource reservation
	approved
	F
	8.3.0
	PCC
	C3

	CP-090085
	29.213
	0168
	2
	8.2.0
	Rel-8
	Gateway Control session
	approved
	F
	8.3.0
	SAES-St3-PCC
	C3

	CP-090074
	29.214
	0090
	1
	7.6.0
	Rel-7
	Experimental-Result AVP usage on Rx
	approved
	F
	7.7.0
	PCC
	C3

	CP-090074
	29.214
	0091
	1
	8.3.0
	Rel-8
	Experimental-Result AVP usage on Rx
	approved
	A
	8.4.0
	PCC
	C3

	CP-090082
	29.214
	0093
	1
	8.3.0
	Rel-8
	Adding Supported-Features AVP to Rx commands
	approved
	F
	8.4.0
	SAES-St3-PCC
	C3

	CP-090074
	29.214
	0094
	1
	7.6.0
	Rel-7
	Rx Diameter Sessions
	approved
	F
	7.7.0
	PCC
	C3

	CP-090096
	29.214
	0095
	2
	8.3.0
	Rel-8
	Rx Diameter Sessions
	approved
	F
	8.4.0
	PCC
	C3

	CP-090096
	29.214
	0096
	2
	8.3.0
	Rel-8
	IMS session setup with UE initiated resource reservation
	approved
	F
	8.4.0
	PCC
	C3

	CP-090086
	29.215
	0002
	1
	8.0.2
	Rel-8
	Event Trigger Clarifications
	approved
	F
	8.1.0
	SAES-St3-PCC
	C3

	CP-090086
	29.215
	0003
	1
	8.0.2
	Rel-8
	Corrections on Session establishment for HR
	approved
	F
	8.1.0
	SAES-St3-PCC
	C3

	CP-090086
	29.215
	0004
	2
	8.0.2
	Rel-8
	Handling of Proxy/OCS IP@ for Roaming VA
	approved
	F
	8.1.0
	SAES-St3-PCC
	C3

	CP-090083
	29.215
	0006
	5
	8.0.2
	Rel-8
	Multiple BBERF Support Over S9 for VA
	approved
	F
	8.1.0
	SAES-St3-PCC
	C3

	CP-090082
	29.215
	0007
	1
	8.0.2
	Rel-8
	Adding Supported-Features AVP to S9 commands
	approved
	F
	8.1.0
	SAES-St3-PCC
	C3

	CP-090083
	29.215
	0008
	2
	8.0.2
	Rel-8
	Multiple BBERF handling in home routed case
	approved
	F
	8.1.0
	SAES-St3-PCC
	C3

	CP-090086
	29.215
	0010
	2
	8.0.2
	Rel-8
	Break circular reference in S9 session establishment
	approved
	F
	8.1.0
	SAES-St3-PCC
	C3

	CP-090086
	29.215
	0012
	1
	8.0.2
	Rel-8
	Experimental-Result-Code to indicate S9 subsession failure
	approved
	F
	8.1.0
	SAES-St3-PCC
	C3

	CP-090023
	29.228
	0435
	1
	8.4.0
	Rel-8
	Prority Service
	approved
	B
	8.5.0
	PRIOR
	C4

	CP-090026
	29.228
	0436
	1
	8.4.0
	Rel-8
	Multiple Registrations in Registration
	approved
	B
	8.5.0
	IMS_RP
	C4

	CP-090036
	29.228
	0439
	2
	7.10.0
	Rel-7
	HSS Addresses
	approved
	F
	7.11.0
	TEI7
	C4

	CP-090036
	29.228
	0440
	2
	8.4.0
	Rel-8
	HSS Addresses
	approved
	A
	8.5.0
	TEI7
	C4

	CP-090025
	29.228
	0441
	1
	8.4.0
	Rel-8
	Loose Route Indication
	approved
	F
	8.5.0
	TEI8
	C4

	CP-090028
	29.228
	0442
	2
	8.4.0
	Rel-8
	Support for GPRS IMS Bundled Authentication (GIBA) in Cx
	approved
	C
	8.5.0
	IMS-Sec
	C4

	CP-090026
	29.229
	0167
	-
	8.4.0
	Rel-8
	Multiple Registrations in Registration
	approved
	B
	8.5.0
	IMS_RP
	C4

	CP-090026
	29.229
	0168
	1
	8.4.0
	Rel-8
	Restoration Information for Multiple Registrations
	approved
	F
	8.5.0
	IMS_RP
	C4

	CP-090026
	29.229
	0169
	-
	8.4.0
	Rel-8
	Update for Restoration
	approved
	F
	8.5.0
	IMS_RP
	C4

	CP-090051
	29.229
	0170
	1
	8.4.0
	Rel-8
	Definition of Server-Assignment-Type values in Cx
	approved
	F
	8.5.0
	SAES
	C4

	CP-090028
	29.229
	0171
	-
	8.4.0
	Rel-8
	Support for GPRS IMS Bundled Authentication (GIBA) in Cx
	approved
	C
	8.5.0
	IMS-Sec
	C4

	CP-090025
	29.229
	0172
	-
	8.4.0
	Rel-8
	Use of canonical form for SIP URI/tel URI in Cx interface
	approved
	F
	8.5.0
	IMS
	C4

	CP-090026
	29.229
	0175
	1
	8.4.0
	Rel-8
	Comma separated list for Path, Contact and Record-Route AVPs
	approved
	F
	8.5.0
	IMS_RP
	C4

	CP-090199
	29.230
	0129
	1
	8.4.0
	Rel-8
	Update of the AVP Codes
	revised
	F
	
	SAES
	C4

	CP-090024
	29.230
	0129
	1
	8.4.0
	Rel-8
	Update of the AVP Codes
	reissued
	F
	
	SAES
	C4

	CP-090205
	29.230
	0129
	2
	8.4.0
	Rel-8
	Update of the AVP Codes
	revised
	F
	
	SAES
	C4

	CP-090267
	29.230
	0129
	3
	8.4.0
	Rel-8
	Update of the AVP Codes
	postponed
	F
	
	SAES
	C4

	CP-090199
	29.230
	0130
	1
	8.4.0
	Rel-8
	Update for ReadyForSM
	approved
	B
	8.5.0
	SAES
	C4

	CP-090044
	29.230
	0130
	1
	8.4.0
	Rel-8
	Update for ReadyForSM
	approved
	B
	8.5.0
	SAES
	C4

	CP-090044
	29.230
	0131
	1
	8.4.0
	Rel-8
	Handling LCS Subscription Data
	approved
	B
	8.5.0
	SAES
	C4

	CP-090026
	29.230
	0132
	-
	8.4.0
	Rel-8
	Update for Restoration
	approved
	F
	8.5.0
	IMS_RP
	C4

	CP-090199
	29.230
	0133
	-
	8.4.0
	Rel-8
	Application Id for Gxx and S9
	approved
	F
	8.5.0
	SAES
	C4

	CP-090024
	29.230
	0133
	-
	8.4.0
	Rel-8
	AppIds for Gxx and S9
	reissued
	F
	
	SAES
	C4

	CP-090033
	29.230
	0134
	2
	8.4.0
	Rel-8
	AppId and command code for Zpn
	approved
	F
	8.5.0
	GBAPush
	C4

	CP-090024
	29.230
	0137
	1
	8.4.0
	Rel-8
	AVP codes for S9 protocol
	reissued
	F
	
	SAES
	C4

	CP-090199
	29.230
	0138
	1
	8.4.0
	Rel-8
	Diameter AVP Code allocation
	approved
	F
	8.5.0
	SAES
	C4

	CP-090024
	29.230
	0138
	1
	8.4.0
	Rel-8
	Diameter AVP Code allocation
	reissued
	F
	
	SAES
	C4

	CP-090055
	29.230
	0139
	-
	7.12.0
	Rel-7
	Diameter AVP Code allocation
	approved
	F
	7.13.0
	TEI7
	C4

	CP-090024
	29.230
	0140
	1
	8.4.0
	Rel-8
	llocation of Permanent Failure result code range for the S9 application
	reissued
	F
	
	TEI8
	C4

	CP-090199
	29.230
	0140
	1
	8.4.0
	Rel-8
	Allocation of Permanent Failure result code range for S9 Application
	approved
	F
	8.5.0
	SAES
	C4

	CP-090199
	29.230
	0141
	-
	8.4.0
	Rel-8
	AVPs for TS 29.273
	approved
	F
	8.5.0
	SAES
	C4

	CP-090024
	29.230
	0141
	-
	8.4.0
	Rel-8
	AVPs for TS 29.273
	reissued
	F
	
	SAES
	C4

	CP-090024
	29.230
	0142
	1
	8.4.0
	Rel-8
	Error code allocation for authentication failure
	reissued
	F
	
	SAES
	C4

	CP-090199
	29.230
	0142
	1
	8.4.0
	Rel-8
	Allocation of the Error Code for Authentication Failure
	approved
	F
	8.5.0
	SAES
	C4

	CP-090029
	29.231
	0012
	-
	8.1.0
	Rel-8
	Reference Update for SCTP
	approved
	F
	8.2.0
	SIP_Nc-St3
	C4

	CP-090034
	29.232
	0622
	-
	8.5.0
	Rel-8
	Solving incorrect references
	approved
	F
	8.6.0
	TEI8
	C4

	CP-090034
	29.232
	0623
	-
	8.5.0
	Rel-8
	Removing of IP transport package from packages chapter of Mc profile
	approved
	F
	8.6.0
	TEI8
	C4

	CP-090051
	29.234
	0140
	1
	8.0.0
	Rel-8
	Correction to Wm
	approved
	F
	8.1.0
	WLAN
	C4

	CP-090037
	29.234
	0141
	1
	8.0.0
	Rel-8
	User to HSS resolution
	approved
	A
	8.1.0
	TEI6
	C4

	CP-090037
	29.234
	0142
	1
	6.12.0
	Rel-6
	User to HSS resolution
	approved
	F
	6.13.0
	TEI6
	C4

	CP-090037
	29.234
	0143
	1
	7.9.0
	Rel-7
	User to HSS resolution
	approved
	A
	7.10.0
	TEI6
	C4

	CP-090092
	29.235
	0023
	2
	8.1.0
	Rel-8
	CS-Ix – Minor corrections
	approved
	B
	8.2.0
	CS-IBCF
	C3

	CP-090092
	29.235
	0024
	2
	8.1.0
	Rel-8
	29.235 CS-Ix  Update proposal for clause A.4
	approved
	F
	8.2.0
	CS-IBCF
	C3

	CP-090092
	29.235
	0028
	2
	8.1.0
	Rel-8
	Clean-up of Annex A
	approved
	F
	8.2.0
	CS-IBCF
	C3

	CP-090080
	29.235
	0030
	2
	8.1.0
	Rel-8
	Receipt of Re-Invite with no SDP
	approved
	F
	8.2.0
	SIP_NC
	C3

	CP-090080
	29.235
	0031
	2
	8.1.0
	Rel-8
	B2BUA: setting of SIP header values when interworking with IMS
	approved
	F
	8.2.0
	SIP_NC
	C3

	CP-090080
	29.235
	0032
	1
	8.1.0
	Rel-8
	Supplementary Service Interworking with IMS
	approved
	F
	8.2.0
	SIP_NC
	C3

	CP-090080
	29.235
	0033
	3
	8.1.0
	Rel-8
	Exception to message transiting when interworking failure response
	approved
	F
	8.2.0
	SIP_Nc
	C3

	CP-090097
	29.235
	0034
	4
	8.1.0
	Rel-9
	Ix procedures
	approved
	B
	9.0.0
	CS-IBCF
	C3

	CP-090093
	29.235
	0035
	2
	8.1.0
	Rel-8
	Removal of Ix interface protocol
	approved
	F
	8.2.0
	IMS_IBCF
	C3

	CP-090056
	29.272
	0046
	2
	8.1.1
	Rel-8
	Node Type Indication
	approved
	B
	8.2.0
	SAES
	C4

	CP-090200
	29.272
	0046
	4
	8.1.1
	Rel-8
	Node Type Indication
	revised
	B
	
	SAES
	C4

	CP-090264
	29.272
	0046
	5
	8.1.1
	Rel-8
	Node Type Indication
	postponed
	B
	
	SAES
	C4

	CP-090056
	29.272
	0048
	2
	8.1.1
	Rel-8
	Context Identifier for Update or Removal of PDN GW
	approved
	B
	8.2.0
	SAES
	C4

	CP-090046
	29.272
	0049
	-
	8.1.1
	Rel-8
	Clarification of the relationship between Subscriber-Status and ODB
	approved
	F
	8.2.0
	SAES
	C4

	CP-090046
	29.272
	0051
	2
	8.1.1
	Rel-8
	Context-Identifier in APN-Configuration-Profile
	approved
	F
	8.2.0
	SAES
	C4

	CP-090024
	29.272
	0052
	-
	8.1.1
	Rel-8
	Update of the AVP Codes
	reissued
	F
	
	SAES
	C4

	CP-090199
	29.272
	0052
	-
	8.1.1
	Rel-8
	Update of the AVP Codes
	approved
	F
	8.2.0
	SAES
	C4

	CP-090045
	29.272
	0053
	2
	8.1.1
	Rel-8
	PDN GW update for Wildcard APN
	reissued
	B
	
	SAES
	C4

	CP-090236
	29.272
	0053
	2
	8.1.1
	Rel-8
	PDN GW update for Wildcard APN
	approved
	B
	8.2.0
	SAES
	C4

	CP-090044
	29.272
	0054
	1
	8.1.1
	Rel-8
	Ready for SM
	approved
	B
	8.2.0
	SAES
	C4

	CP-090046
	29.272
	0055
	-
	8.1.1
	Rel-8
	ODB for SM
	approved
	B
	8.2.0
	SAES
	C4

	CP-090044
	29.272
	0056
	2
	8.1.1
	Rel-8
	Handling LCS Subscription Data
	approved
	B
	8.2.0
	SAES
	C4

	CP-090046
	29.272
	0057
	2
	8.1.1
	Rel-8
	Charging Characteristics
	approved
	F
	8.2.0
	SAES
	C4

	CP-090046
	29.272
	0058
	2
	8.1.1
	Rel-8
	Regional-Suscription-Zone-Code AVP Correction
	approved
	F
	8.2.0
	SAES
	C4

	CP-090046
	29.272
	0059
	2
	8.1.1
	Rel-8
	Trace Depth corrections
	approved
	F
	8.2.0
	SAES
	C4

	CP-090046
	29.272
	0060
	2
	8.1.1
	Rel-8
	Delete Subscriber Data Request procedure
	approved
	F
	8.2.0
	SAES
	C4

	CP-090046
	29.272
	0063
	1
	8.1.1
	Rel-8
	Coding definition for STN-SR
	approved
	F
	8.2.0
	SAES-SRVCC
	C4

	CP-090046
	29.272
	0064
	-
	8.1.1
	Rel-8
	Trace Reference in DSR
	approved
	F
	8.2.0
	SAES
	C4

	CP-090046
	29.272
	0065
	1
	8.1.1
	Rel-8
	DSR-Flags
	approved
	F
	8.2.0
	SAES
	C4

	CP-090046
	29.272
	0066
	2
	8.1.1
	Rel-8
	Clarification on All-APN-Configurations-Included-Indicator
	approved
	F
	8.2.0
	SAES
	C4

	CP-090046
	29.272
	0069
	-
	8.1.1
	Rel-8
	User-Name AVP contains only the IMSI
	approved
	F
	8.2.0
	SAES
	C4

	CP-090046
	29.272
	0070
	1
	8.1.1
	Rel-8
	MIP6-Agent-Info AVP
	approved
	F
	8.2.0
	SAES
	C4

	CP-090046
	29.272
	0075
	1
	8.1.1
	Rel-8
	Allocation Retention Priority
	approved
	F
	8.2.0
	SAES
	C4

	CP-090046
	29.272
	0076
	1
	8.1.1
	Rel-8
	APN includes only Network Identifier
	approved
	F
	8.2.0
	SAES
	C4

	CP-090046
	29.272
	0077
	-
	8.1.1
	Rel-8
	 Error codes and ABNF corrections
	approved
	F
	8.2.0
	SAES
	C4

	CP-090039
	29.272
	0078
	4
	8.1.1
	Rel-8
	User to HSS resolution
	approved
	F
	8.2.0
	SAES-LTE
	C4

	CP-090046
	29.272
	0079
	1
	8.1.1
	Rel-8
	Adding Trace Collection Entity
	approved
	F
	8.2.0
	SAES
	C4

	CP-090046
	29.272
	0080
	-
	8.1.1
	Rel-8
	"Removal of ""Requesting node type"""
	approved
	F
	8.2.0
	SAES
	C4

	CP-090046
	29.272
	0081
	4
	8.1.1
	Rel-8
	Modification on Immediate-Response-Preferred AVP
	approved
	F
	8.2.0
	SAES
	C4

	CP-090044
	29.272
	0082
	3
	8.1.1
	Rel-8
	Handling SMS Subscription Data
	approved
	B
	8.2.0
	SAES
	C4

	CP-090046
	29.272
	0083
	-
	8.1.1
	Rel-8
	SCTP version
	approved
	F
	8.2.0
	SAES
	C4

	CP-090046
	29.272
	0084
	-
	8.1.1
	Rel-8
	RFC 5447 references
	approved
	F
	8.2.0
	SAES
	C4

	CP-090051
	29.273
	0002
	2
	8.0.0
	Rel-8
	CR 29.273 Clarification on QoS Resource on S6b
	approved
	F
	8.1.0
	SAES-LTE
	C4

	CP-090051
	29.273
	0003
	1
	8.0.0
	Rel-8
	Context Identifier for Update or Removal of PDN GW
	approved
	B
	8.1.0
	SAES
	C4

	CP-090051
	29.273
	0007
	-
	8.0.0
	Rel-8
	Clarification on the S6b Authorization Procedure for DSMIPv6
	approved
	F
	8.1.0
	SAES-LTE
	C4

	CP-090051
	29.273
	0009
	-
	8.0.0
	Rel-8
	Clarification on DHCPv6/IKEv2 based HA discovery
	approved
	F
	8.1.0
	SAES-LTE
	C4

	CP-090051
	29.273
	0010
	1
	8.0.0
	Rel-8
	Clarification on AAA server behaviour
	approved
	F
	8.1.0
	SAES-LTE
	C4

	CP-090051
	29.273
	0011
	1
	8.0.0
	Rel-8
	Difference of S6b and H2
	approved
	F
	8.1.0
	SAES-LTE
	C4

	CP-090051
	29.273
	0013
	1
	8.0.0
	Rel-8
	STR on HSS/AAA initiated detach over STa
	approved
	F
	8.1.0
	SAES
	C4

	CP-090051
	29.273
	0014
	1
	8.0.0
	Rel-8
	STR on 3GPP AAA Server initiated detach over SWm
	approved
	F
	8.1.0
	SAES
	C4

	CP-090051
	29.273
	0015
	1
	8.0.0
	Rel-8
	STR on 3GPP AAA Server initiated detach over S6b
	approved
	F
	8.1.0
	SAES
	C4

	CP-090051
	29.273
	0016
	1
	8.0.0
	Rel-8
	Multiple 3GPP AAA identities
	approved
	F
	8.1.0
	SAES
	C4

	CP-090051
	29.273
	0019
	1
	8.0.0
	Rel-8
	User-Name AVP contains only the IMSI
	approved
	F
	8.1.0
	SAES
	C4

	CP-090051
	29.273
	0020
	-
	8.0.0
	Rel-8
	Removal of APN-Barring-Type Reference
	approved
	F
	8.1.0
	SAES
	C4

	CP-090051
	29.273
	0021
	1
	8.0.0
	Rel-8
	Charging AVPs
	approved
	F
	8.1.0
	SAES
	C4

	CP-090051
	29.273
	0022
	1
	8.0.0
	Rel-8
	MIP6-Agent-Info AVP
	approved
	F
	8.1.0
	SAES
	C4

	CP-090051
	29.273
	0023
	1
	8.0.0
	Rel-8
	ReAuthentication-Failure Correction
	approved
	F
	8.1.0
	SAES
	C4

	CP-090051
	29.273
	0025
	1
	8.0.0
	Rel-8
	Definition of Server-Assignment-Type values in SWx
	approved
	F
	8.1.0
	SAES
	C4

	CP-090051
	29.273
	0026
	-
	8.0.0
	Rel-8
	Multiple Occurrences of SIP-Auth-Data-Item AVP
	approved
	F
	8.1.0
	SAES
	C4

	CP-090051
	29.273
	0028
	1
	8.0.0
	Rel-8
	SGW address to MIP6-Agent-Info
	approved
	F
	8.1.0
	SAES
	C4

	CP-090051
	29.273
	0029
	1
	8.0.0
	Rel-8
	MIP6-Agent-Info Corrections
	approved
	F
	8.1.0
	SAES
	C4

	CP-090051
	29.273
	0030
	1
	8.0.0
	Rel-8
	Trace activation on SWx and S6b
	approved
	F
	8.1.0
	SAES
	C4

	CP-090051
	29.273
	0031
	1
	8.0.0
	Rel-8
	Signaling VPLMN trust of AN
	approved
	F
	8.1.0
	SAES
	C4

	CP-090051
	29.273
	0033
	-
	8.0.0
	Rel-8
	Visited-Network-Identifier corrections
	approved
	F
	8.1.0
	SAES
	C4

	CP-090051
	29.273
	0034
	2
	8.0.0
	Rel-8
	Serivce Authorization Information update on S6b-DSMIP
	approved
	F
	8.1.0
	SAES
	C4

	CP-090051
	29.273
	0035
	4
	8.0.0
	Rel-8
	STa/SWa clarifications
	approved
	F
	8.1.0
	SAES
	C4

	CP-090051
	29.273
	0036
	1
	8.0.0
	Rel-8
	IP address authorization corrections
	approved
	F
	8.1.0
	SAES
	C4

	CP-090051
	29.273
	0037
	2
	8.0.0
	Rel-8
	SWm Authentication correction 
	approved
	F
	8.1.0
	SAES
	C4

	CP-090051
	29.273
	0039
	1
	8.0.0
	Rel-8
	SWm corrections - others
	approved
	F
	8.1.0
	SAES
	C4

	CP-090051
	29.273
	0040
	3
	8.0.0
	Rel-8
	SWm Service Authorization Information Update corrections - 
	approved
	F
	8.1.0
	SAES
	C4

	CP-090051
	29.273
	0041
	5
	8.0.0
	Rel-8
	Combined Authentication and authorization procedure on SWm
	approved
	F
	8.1.0
	SAES
	C4

	CP-090051
	29.273
	0042
	2
	8.0.0
	Rel-8
	S6b corrections
	approved
	F
	8.1.0
	SAES
	C4

	CP-090051
	29.273
	0044
	2
	8.0.0
	Rel-8
	Correction for the H2 interface support
	approved
	F
	8.1.0
	SAES-LTE
	C4

	CP-090039
	29.273
	0045
	3
	8.0.0
	Rel-8
	User to HSS resolution
	approved
	F
	8.1.0
	SAES-LTE
	C4

	CP-090051
	29.273
	0080
	1
	8.0.0
	Rel-8
	Corrections to STR procedures for AAA_UNKNOWN_SESSION_ID
	approved
	F
	8.1.0
	SAES-LTE
	C4

	CP-090051
	29.273
	0081
	1
	8.0.0
	Rel-8
	Corrections to S6b STR procedures
	approved
	F
	8.1.0
	SAES-LTE
	C4

	CP-090045
	29.273
	0082
	1
	8.0.0
	Rel-8
	PDN GW update for Wildcard APN
	reissued
	B
	
	SAES
	C4

	CP-090236
	29.273
	0082
	1
	8.0.0
	Rel-8
	PDN GW update for Wildcard APN
	approved
	B
	8.1.0
	SAES
	C4

	CP-090051
	29.273
	0083
	-
	8.0.0
	Rel-8
	RFC 5447 references
	approved
	F
	8.1.0
	SAES
	C4

	CP-090050
	29.274
	0001
	2
	8.0.0
	Rel-8
	Delete Indirect Data Forwarding Tunnel Request/Response
	approved
	C
	8.1.0
	SAES
	C4

	CP-090050
	29.274
	0003
	1
	8.0.0
	Rel-8
	Relocation Cancel Req/Res
	approved
	C
	8.1.0
	SAES
	C4

	CP-090050
	29.274
	0004
	2
	8.0.0
	Rel-8
	Path Failure
	approved
	C
	8.1.0
	SAES
	C4

	CP-090050
	29.274
	0005
	4
	8.0.0
	Rel-8
	Sections 1 through 6 Editorial Clean-up
	approved
	F
	8.1.0
	SAES
	C4

	CP-090050
	29.274
	0006
	2
	8.0.0
	Rel-8
	Delete Session and Delete Bearer messages
	approved
	C
	8.1.0
	SAES
	C4

	CP-090050
	29.274
	0008
	2
	8.0.0
	Rel-8
	Update User Plane messages 
	approved
	C
	8.1.0
	SAES
	C4

	CP-090050
	29.274
	0015
	2
	8.0.0
	Rel-8
	CR 29.274 SGW Selection during TAU
	approved
	F
	8.1.0
	SAES-LTE
	C4

	CP-090050
	29.274
	0017
	2
	8.0.0
	Rel-8
	Cleanup in path management and bearer command messages
	approved
	B
	8.1.0
	SAEs
	C4

	CP-090050
	29.274
	0018
	1
	8.0.0
	Rel-8
	Create Session/Bearer Messages
	approved
	C
	8.1.0
	SAEs
	C4

	CP-090050
	29.274
	0019
	2
	8.0.0
	Rel-8
	Modify Bearer messages
	approved
	C
	8.1.0
	SAEs
	C4

	CP-090050
	29.274
	0020
	2
	8.0.0
	Rel-8
	IEs in CSFB related messages
	approved
	C
	8.1.0
	SAEs
	C4

	CP-090050
	29.274
	0021
	1
	8.0.0
	Rel-8
	Command Messages
	approved
	C
	8.1.0
	SAES
	C4

	CP-090050
	29.274
	0022
	3
	8.0.0
	Rel-8
	Data Forwarding Info
	approved
	C
	8.1.0
	SAES
	C4

	CP-090050
	29.274
	0023
	3
	8.0.0
	Rel-8
	Delete Bearer messages
	approved
	C
	8.1.0
	SAES
	C4

	CP-090050
	29.274
	0024
	2
	8.0.0
	Rel-8
	Delete Session messages
	approved
	C
	8.1.0
	SAES
	C4

	CP-090050
	29.274
	0025
	1
	8.0.0
	Rel-8
	Downlink Data Notification
	approved
	F
	8.1.0
	SAES
	C4

	CP-090050
	29.274
	0026
	2
	8.0.0
	Rel-8
	Update Bearer messages
	approved
	F
	8.1.0
	SAES
	C4

	CP-090050
	29.274
	0027
	2
	8.0.0
	Rel-8
	Secondary PDP Activation
	approved
	C
	8.1.0
	SAES
	C4

	CP-090050
	29.274
	0028
	2
	8.0.0
	Rel-8
	Stop Paging
	approved
	C
	8.1.0
	SAES
	C4

	CP-090050
	29.274
	0030
	1
	8.0.0
	Rel-8
	EPS Bearer Contexts Prioritization
	approved
	F
	8.1.0
	SAES
	C4

	CP-090050
	29.274
	0032
	2
	8.0.0
	Rel-8
	Linked EPS Bearer ID
	approved
	F
	8.1.0
	SAES
	C4

	CP-090050
	29.274
	0034
	1
	8.0.0
	Rel-8
	AMBR IE encoding
	approved
	F
	8.1.0
	SAES
	C4

	CP-090050
	29.274
	0035
	-
	8.0.0
	Rel-8
	Authentication Failure Cause Code
	approved
	F
	8.1.0
	SAES
	C4

	CP-090050
	29.274
	0040
	1
	8.0.0
	Rel-8
	Forward SRNS Context Notification
	approved
	F
	8.1.0
	SAES
	C4

	CP-090050
	29.274
	0041
	2
	8.0.0
	Rel-8
	F-TEID IE clarification
	approved
	F
	8.1.0
	SAES
	C4

	CP-090050
	29.274
	0042
	2
	8.0.0
	Rel-8
	Grouped IE corrections
	approved
	F
	8.1.0
	SAES
	C4

	CP-090207
	29.274
	0042
	3
	8.0.0
	Rel-8
	SGW Selection during TAU and corrections to Grouped IEs
	revised
	F
	
	SAES
	C4

	CP-090214
	29.274
	0042
	4
	8.0.0
	Rel-8
	SGW Selection during TAU and corrections to Grouped IEs
	approved
	F
	8.1.0
	SAES
	C4

	CP-090050
	29.274
	0043
	1
	8.0.0
	Rel-8
	Identification Response algorithm information
	approved
	F
	8.1.0
	SAES
	C4

	CP-090050
	29.274
	0044
	2
	8.0.0
	Rel-8
	IE Type ordering
	approved
	F
	8.1.0
	SAES
	C4

	CP-090050
	29.274
	0045
	2
	8.0.0
	Rel-8
	Indication IE corrections
	approved
	F
	8.1.0
	SAES
	C4

	CP-090050
	29.274
	0048
	1
	8.0.0
	Rel-8
	MM Context enhancements
	approved
	F
	8.1.0
	SAES
	C4

	CP-090050
	29.274
	0050
	1
	8.0.0
	Rel-8
	Removal of Bearer ID List IE
	approved
	F
	8.1.0
	SAES
	C4

	CP-090050
	29.274
	0051
	1
	8.0.0
	Rel-8
	Remove unused IP Address IEs
	approved
	F
	8.1.0
	SAES
	C4

	CP-090050
	29.274
	0052
	1
	8.0.0
	Rel-8
	Selection Mode bits
	approved
	F
	8.1.0
	SAES
	C4

	CP-090050
	29.274
	0053
	1
	8.0.0
	Rel-8
	Corrections to Trace Information IE
	approved
	F
	8.1.0
	SAES
	C4

	CP-090050
	29.274
	0054
	2
	8.0.0
	Rel-8
	Trace Information IE to be included in S11 and S5/S8 messages
	approved
	F
	8.1.0
	SAES
	C4

	CP-090050
	29.274
	0055
	3
	8.0.0
	Rel-8
	Trace Session Activation/Deactivation when UE is attached
	approved
	F
	8.1.0
	SAES
	C4

	CP-090050
	29.274
	0059
	1
	8.0.0
	Rel-8
	New UE Time Zone IE Type
	approved
	B
	8.1.0
	SAES
	C4

	CP-090050
	29.274
	0060
	1
	8.0.0
	Rel-8
	Release Access Bearers Request/Response
	approved
	C
	8.1.0
	SAES
	C4

	CP-090256
	29.274
	0061
	3
	8.0.0
	Rel-8
	Piggybacking of Dedicated Bearer Messages
	approved
	B
	8.1.0
	SAES
	C4

	CP-090050
	29.274
	0063
	4
	8.0.0
	Rel-8
	Finalizing GTPv2 Error Handling clause
	approved
	C
	8.1.0
	SAES
	C4

	CP-090050
	29.274
	0064
	1
	8.0.0
	Rel-8
	GTPv2 clause 9 and 10 cleanup
	approved
	F
	8.1.0
	SAES
	C4

	CP-090050
	29.274
	0066
	4
	8.0.0
	Rel-8
	RAN Information Relay message
	approved
	F
	8.1.0
	SAES
	C4

	CP-090050
	29.274
	0067
	2
	8.0.0
	Rel-8
	Bearer QoS encoding
	approved
	F
	8.1.0
	SAES
	C4

	CP-090050
	29.274
	0068
	2
	8.0.0
	Rel-8
	Modify Bearer Response
	approved
	F
	8.1.0
	SAES
	C4

	CP-090050
	29.274
	0075
	3
	8.0.0
	Rel-8
	Location Change Reporting
	approved
	C
	8.1.0
	SAES
	C4

	CP-090050
	29.274
	0077
	2
	8.0.0
	Rel-8
	Cleanup on Cause Values
	approved
	F
	8.1.0
	SAES
	C4

	CP-090050
	29.274
	0080
	1
	8.0.0
	Rel-8
	Non-3GPP Requests in GTPv2
	approved
	F
	8.1.0
	SAES
	C4

	CP-090050
	29.274
	0082
	3
	8.0.0
	Rel-8
	Support of IP address retrieval for ANRF
	approved
	F
	8.1.0
	SAES-LTE
	C4

	CP-090050
	29.274
	0083
	1
	8.0.0
	Rel-8
	Support for error response for conflicting resource request
	approved
	F
	8.1.0
	SAES-LTE
	C4

	CP-090050
	29.274
	0085
	1
	8.0.0
	Rel-8
	Clarification of Target ID vs Cell ID
	approved
	F
	8.1.0
	SAES
	C4

	CP-090050
	29.274
	0089
	1
	8.0.0
	Rel-8
	TEID Value of the GTP header
	approved
	F
	8.1.0
	SAES
	C4

	CP-090050
	29.274
	0089
	2
	8.0.0
	Rel-8
	TEID Value of the GTP header
	approved
	F
	8.1.0
	SAES
	C4

	CP-090050
	29.274
	0093
	2
	8.0.0
	Rel-8
	Header for the Format of the GTPv2-C message
	approved
	B
	8.1.0
	SAES
	C4

	CP-090050
	29.274
	0094
	3
	8.0.0
	Rel-8
	Finalization of Partial fault handling in GTPv2
	approved
	F
	8.1.0
	SAES
	C4

	CP-090050
	29.274
	0095
	1
	8.0.0
	Rel-8
	MSISDN encoding
	approved
	F
	8.1.0
	SAES
	C4

	CP-090050
	29.274
	0096
	1
	8.0.0
	Rel-8
	IMSI encoding
	approved
	F
	8.1.0
	SAES
	C4

	CP-090050
	29.274
	0097
	1
	8.0.0
	Rel-8
	PMIP error code reservation
	approved
	F
	8.1.0
	SAES
	C4

	CP-090050
	29.274
	0098
	-
	8.0.0
	Rel-8
	Removal of Comprehension Required from messages 7.3.1 to 7.3.13
	approved
	F
	8.1.0
	SAES
	C4

	CP-090050
	29.274
	0099
	-
	8.0.0
	Rel-8
	Cause value for PGW not responding
	approved
	F
	8.1.0
	SAES
	C4

	CP-090050
	29.274
	0100
	-
	8.0.0
	Rel-8
	Traffic Aggregate Description IE encoding
	approved
	F
	8.1.0
	SAES
	C4

	CP-090050
	29.274
	0101
	3
	8.0.0
	Rel-8
	Protocol Stack
	approved
	F
	8.1.0
	SAES
	C4

	CP-090050
	29.274
	0102
	1
	8.0.0
	Rel-8
	Reliable delivery for EPC
	approved
	C
	8.1.0
	SAES
	C4

	CP-090050
	29.274
	0104
	-
	8.0.0
	Rel-8
	Removal of reservation for message types of GTP-U
	approved
	F
	8.1.0
	SAES
	C4

	CP-090064
	29.274
	0105
	-
	8.0.0
	Rel-8
	Essential correction to grouped IE type coding
	revised
	F
	
	SAES
	C4

	CP-090239
	29.274
	0105
	1
	8.0.0
	Rel-8
	Essential correction to grouped IE type coding
	approved
	F
	8.1.0
	SAES
	C4

	CP-090229
	29.274
	0106
	-
	8.0.0
	Rel-8
	Updates to Bearer Resource Command
	revised
	F
	
	SAES
	C4

	CP-090263
	29.274
	0106
	1
	8.0.0
	Rel-8
	Updates to Bearer Resource Command
	postponed
	F
	
	SAES
	C4

	CP-090052
	29.275
	0054
	1
	8.1.0
	Rel-8
	3GPP VSO PDN type cause value
	approved
	F
	8.2.0
	SAES
	C4

	CP-090052
	29.275
	0055
	-
	8.1.0
	Rel-8
	3GPP VSO DHCPv4 Address Allocation Procedure Indication
	approved
	F
	8.2.0
	SAES
	C4

	CP-090052
	29.275
	0059
	1
	8.1.0
	Rel-8
	3GPP VSO PCO in PBU/PBA message
	approved
	F
	8.2.0
	SAES
	C4

	CP-090052
	29.275
	0061
	1
	8.1.0
	Rel-8
	Old BCE is lost at handover
	approved
	F
	8.2.0
	SAES
	C4

	CP-090052
	29.275
	0062
	2
	8.1.0
	Rel-8
	Partial node failues
	approved
	F
	8.2.0
	SAES
	C4

	CP-090052
	29.275
	0064
	2
	8.1.0
	Rel-8
	Alignments of cause codes
	approved
	F
	8.2.0
	SAES
	C4

	CP-090052
	29.275
	0065
	4
	8.1.0
	Rel-8
	CR 29.275 UE specific Error Indication
	approved
	F
	8.2.0
	SAES-LTE
	C4

	CP-090052
	29.275
	0066
	-
	8.1.0
	Rel-8
	CR 29.275 Clarification on Heartbeat Request Message
	approved
	F
	8.2.0
	SAES-LTE
	C4

	CP-090052
	29.275
	0071
	2
	8.1.0
	Rel-8
	Link-local address option and IPv4 Home Address Option 
	approved
	F
	8.2.0
	SAES
	C4

	CP-090052
	29.275
	0072
	1
	8.1.0
	Rel-8
	IPv4 Deferred Address Allocation and PDN Type
	approved
	F
	8.2.0
	SAES
	C4

	CP-090052
	29.275
	0073
	3
	8.1.0
	Rel-8
	PMIP VSO Charging Id
	approved
	B
	8.2.0
	SAES
	C4

	CP-090052
	29.275
	0074
	1
	8.1.0
	Rel-8
	ATT Values for PMIP based S5/S8
	approved
	F
	8.2.0
	SAES
	C4

	CP-090052
	29.275
	0077
	-
	8.1.0
	Rel-8
	Detach or PDN Disconnection
	approved
	F
	8.2.0
	SAES-LTE
	C4

	CP-090052
	29.275
	0079
	-
	8.1.0
	Rel-8
	Status field update
	approved
	F
	8.2.0
	SAES-LTE
	C4

	CP-090052
	29.275
	0080
	1
	8.1.0
	Rel-8
	Correction to Tunnel Management
	approved
	F
	8.2.0
	SAES-LTE
	C4

	CP-090052
	29.275
	0085
	2
	8.1.0
	Rel-8
	Carrying APN selection mode in PMIP
	approved
	C
	8.2.0
	SAES
	C4

	CP-090052
	29.275
	0086
	4
	8.1.0
	Rel-8
	Removing 3GPP Vendor Specific Mobility Option format
	revised
	F
	
	SAES-LTE
	C4

	CP-090249
	29.275
	0086
	5
	8.1.0
	Rel-8
	Removing 3GPP Vendor Specific Mobility Option format
	revised
	F
	
	SAES-St3-impacts
	C4

	CP-090271
	29.275
	0086
	6
	8.1.0
	Rel-8
	Removing 3GPP Vendor Specific Mobility Option format
	approved
	F
	8.2.0
	SAES-St3-impacts
	C4

	CP-090053
	29.276
	0023
	-
	8.1.0
	Rel-8
	Editorial clean-up of S101
	approved
	F
	8.2.0
	SAES
	C4

	CP-090053
	29.276
	0024
	1
	8.1.0
	Rel-8
	Making session ID generic and adding Instance value to the messages
	approved
	C
	8.2.0
	SAES
	C4

	CP-090047
	29.280
	0001
	3
	8.0.0
	Rel-8
	Finalizing Sv spec
	approved
	F
	8.1.0
	SAES-SRVCC
	C4

	CP-090048
	29.281
	0001
	1
	8.0.0
	Rel-8
	Correction on GTP-U path failure
	approved
	F
	8.1.0
	SAES-LTE
	C4

	CP-090048
	29.281
	0002
	-
	8.0.0
	Rel-8
	UDP Port Extension Header
	approved
	F
	8.1.0
	SAES
	C4

	CP-090048
	29.281
	0003
	1
	8.0.0
	Rel-8
	Correction to IP support
	approved
	F
	8.1.0
	SAES-LTE
	C4

	CP-090048
	29.281
	0006
	-
	8.0.0
	Rel-8
	Handling of End Marker packet
	approved
	F
	8.1.0
	SAES
	C4

	CP-090090
	29.292
	0001
	2
	8.0.0
	Rel-8
	Removal of stage 2 duplication in Initial Registration specification
	approved
	F
	8.1.0
	ICSRA
	C3

	CP-090090
	29.292
	0002
	1
	8.0.0
	Rel-8
	Removal of editor's note in clause 7 (MSC-MGW procedures)
	approved
	F
	8.1.0
	ICSRA
	C3

	CP-090090
	29.292
	0003
	2
	8.0.0
	Rel-8
	Removal of editor's note for INVITE handling
	approved
	F
	8.1.0
	ICSRA
	C3

	CP-090090
	29.292
	0004
	1
	8.0.0
	Rel-8
	Removal of editor's note for XCAP client procedures at MSC Server enhanced for ICS
	approved
	D
	8.1.0
	ICSRA
	C3

	CP-090090
	29.292
	0005
	1
	8.0.0
	Rel-8
	CDIV configuration  Erasure interworking
	approved
	F
	8.1.0
	ICSRA
	C3

	CP-090090
	29.292
	0006
	1
	8.0.0
	Rel-8
	CB configuration - Interworking
	approved
	F
	8.1.0
	ICSRA
	C3

	CP-090090
	29.292
	0007
	2
	8.0.0
	Rel-8
	Handling of Forking
	approved
	F
	8.1.0
	ICSRA
	C3

	CP-090090
	29.292
	0008
	2
	8.0.0
	Rel-8
	Editorial corrections to TS 29.292
	approved
	F
	8.1.0
	ICSRA
	C3

	CP-090090
	29.292
	0009
	2
	8.0.0
	Rel-8
	Corrections  to  TS 29.292
	approved
	F
	8.1.0
	ICSRA
	C3

	CP-090090
	29.292
	0010
	1
	8.0.0
	Rel-8
	Reference errors and missing abbreviations
	approved
	F
	8.1.0
	ICSRA
	C3

	CP-090090
	29.292
	0011
	1
	8.0.0
	Rel-8
	CDIV XML document name correction
	approved
	F
	8.1.0
	ICSRA
	C3

	CP-090090
	29.292
	0012
	1
	8.0.0
	Rel-8
	Correction for MSC server enhanced for ICS procedures
	approved
	F
	8.1.0
	ICSRA
	C3

	CP-090054
	29.303
	0001
	1
	8.0.0
	Rel-8
	Example
	approved
	C
	8.1.0
	SAES-DEPS
	C4

	CP-090054
	29.303
	0002
	2
	8.0.0
	Rel-8
	DNS  cleanup regarding topon/topoff  
	approved
	C
	8.1.0
	SAES-DEPS
	C4

	CP-090054
	29.303
	0003
	1
	8.0.0
	Rel-8
	Missing sub-clause for node name records of SGW
	approved
	C
	8.1.0
	SAES-DEPS
	C4

	CP-090054
	29.303
	0004
	1
	8.0.0
	Rel-8
	Correction to DNS procedures
	approved
	C
	8.1.0
	SAES-DEPS
	C4

	CP-090054
	29.303
	0005
	-
	8.0.0
	Rel-8
	CR 29.303 SGW Selection for TAU and Handover
	approved
	F
	8.1.0
	SAES-LTE
	C4

	CP-090054
	29.303
	0007
	1
	8.0.0
	Rel-8
	"""Expires"" header handling"
	approved
	F
	8.1.0
	SAES-LTE
	C4

	CP-090054
	29.303
	0008
	2
	8.0.0
	Rel-8
	Clarifications to NAPTR flag usage
	approved
	F
	8.1.0
	SAES
	C4

	CP-090054
	29.303
	0009
	1
	8.0.0
	Rel-8
	APN clarification for .gprs vs .3gppnetwork.org
	approved
	F
	8.1.0
	SAES
	C4

	CP-090056
	29.305
	0001
	-
	8.0.0
	Rel-8
	Supported RAT Type
	approved
	B
	8.1.0
	SAES
	C4

	CP-090056
	29.305
	0002
	-
	8.0.0
	Rel-8
	Trace
	approved
	B
	8.1.0
	SAES
	C4

	CP-090056
	29.305
	0003
	4
	8.0.0
	Rel-8
	Node Type Indication
	revised
	B
	
	SAES
	C4

	CP-090202
	29.305
	0003
	5
	8.0.0
	Rel-8
	Node Type Indication
	revised
	B
	
	SAES
	C4

	CP-090266
	29.305
	0003
	6
	8.0.0
	Rel-8
	Node Type Indication
	postponed
	B
	
	SAES
	C4

	CP-090056
	29.305
	0004
	-
	8.0.0
	Rel-8
	Context Identifier for Update or Removal of PDN GW
	approved
	B
	8.1.0
	SAES
	C4

	CP-090044
	29.305
	0005
	2
	8.0.0
	Rel-8
	Ready For SM
	approved
	B
	8.1.0
	SAES
	C4

	CP-090044
	29.305
	0006
	-
	8.0.0
	Rel-8
	Handling LCS Subscription Data
	approved
	B
	8.1.0
	SAES
	C4

	CP-090056
	29.305
	0007
	1
	8.0.0
	Rel-8
	Requesting-Node-Type mapping
	approved
	F
	8.1.0
	SAES
	C4

	CP-090056
	29.305
	0008
	-
	8.0.0
	Rel-8
	Parameter mapping correction
	approved
	F
	8.1.0
	SAES
	C4

	CP-090044
	29.305
	0010
	2
	8.0.0
	Rel-8
	Handling SMS Subscription Data
	approved
	B
	8.1.0
	SAES
	C4

	CP-090091
	29.311
	0001
	1
	8.0.0
	Rel-8
	Cleanup of editor's notes
	approved
	F
	8.1.0
	MESSIW
	C3

	CP-090036
	29.328
	0265
	2
	7.9.0
	Rel-7
	HSS Addresses
	approved
	F
	7.10.0
	TEI7
	C4

	CP-090036
	29.328
	0266
	3
	8.3.0
	Rel-8
	HSS Addresses
	approved
	A
	8.4.0
	TEI7
	C4

	CP-090028
	29.328
	0267
	4
	8.3.0
	Rel-8
	Support for GPRS IMS Bundled Authentication (GIBA) in Sh
	revised
	C
	
	IMS-Sec
	C4

	CP-090254
	29.328
	0267
	5
	8.3.0
	Rel-8
	Support for GPRS IMS Bundled Authentication (GIBA) in Sh
	approved
	C
	8.4.0
	IMS
	C4

	CP-090042
	29.328
	0268
	3
	8.3.0
	Rel-8
	Alias grouping handling
	approved
	A
	8.4.0
	TEI7
	C4

	CP-090042
	29.328
	0270
	-
	7.9.0
	Rel-7
	Alias grouping handling
	approved
	F
	7.10.0
	TEI7
	C4

	CP-090028
	29.329
	0133
	-
	8.2.0
	Rel-8
	Support for GPRS IMS Bundled Authentication (GIBA) in Sh
	rejected
	C
	
	IMS-Sec
	C4

	CP-090042
	29.329
	0134
	1
	8.2.0
	Rel-8
	AliasesRepositoryData removal
	approved
	A
	8.3.0
	TEI7
	C4

	CP-090042
	29.329
	0135
	-
	7.7.0
	Rel-7
	AliasesRepositoryData removal
	approved
	F
	7.8.0
	TEI7
	C4

	CP-090031
	29.332
	0139
	1
	8.4.0
	Rel-8
	Mn profile update for H.245 and RTCP Interactions H.248 package definitions
	approved
	F
	8.5.0
	MTSI_eMHI
	C4

	CP-090032
	29.332
	0140
	-
	8.4.0
	Rel-8
	Updating H.248.12 amendment 2 to reference list
	approved
	F
	8.5.0
	TEI8
	C4

	CP-090040
	29.333
	0034
	2
	7.4.0
	Rel-7
	Alignment of Audit Value Procedure
	approved
	F
	7.5.0
	TEI7
	C4

	CP-090041
	29.333
	0035
	1
	8.3.0
	Rel-8
	Modification of Reference for eMp
	approved
	F
	8.4.0
	eMp
	C4

	CP-090027
	29.364
	0001
	1
	8.0.0
	Rel-8
	Network provider options for CDIV with binary option
	approved
	B
	8.1.0
	FS_IMS_ASIO
	C4

	CP-090027
	29.364
	0002
	1
	8.0.0
	Rel-8
	Complement on NDUB  in  the binary option  
	approved
	B
	8.1.0
	FS_IMS_ASIO
	C4

	CP-090027
	29.364
	0003
	1
	8.0.0
	Rel-8
	IMS CAT description with binary option 
	approved
	B
	8.1.0
	FS_IMS_ASIO
	C4

	CP-090027
	29.364
	0004
	1
	8.0.0
	Rel-8
	AOC parameters with  binary option
	approved
	B
	8.1.0
	FS_IMS_ASIO
	C4

	CP-090027
	29.364
	0005
	2
	8.0.0
	Rel-8
	Editors notes and service name corrections
	approved
	F
	8.1.0
	FS_IMS_ASIO
	C4

	CP-090027
	29.364
	0006
	-
	8.0.0
	Rel-8
	AOC Service with XML option
	approved
	C
	8.1.0
	FS_IMS_ASIO
	C4

	CP-090027
	29.364
	0007
	-
	8.0.0
	Rel-8
	Service Indication for XML schema
	approved
	F
	8.1.0
	FS_IMS_ASIO
	C4

	CP-090027
	29.364
	0008
	-
	8.0.0
	Rel-8
	Addition of schema locations for XML files
	approved
	F
	8.1.0
	FS_IMS_ASIO
	C4

	CP-090027
	29.364
	0009
	-
	8.0.0
	Rel-8
	Cleanup of XML files for operator common data
	approved
	F
	8.1.0
	FS_IMS_ASIO
	C4

	CP-090027
	29.364
	0010
	1
	8.0.0
	Rel-8
	NDUB parameter in XML option
	approved
	F
	8.1.0
	FS_IMS_ASIO
	C4

	CP-090027
	29.364
	0011
	1
	8.0.0
	Rel-8
	CUG not supported in XML option
	approved
	F
	8.1.0
	FS_IMS_ASIO
	C4

	CP-090027
	29.364
	0012
	2
	8.0.0
	Rel-8
	CAT parameters in XML option
	approved
	F
	8.1.0
	FS_IMS_ASIO
	C4

	CP-090027
	29.364
	0013
	1
	8.0.0
	Rel-8
	Reverse charging note in XML
	approved
	F
	8.1.0
	FS_IMS_ASIO
	C4

	CP-090027
	29.364
	0014
	1
	8.0.0
	Rel-8
	CC parameters in XML option
	approved
	F
	8.1.0
	FS_IMS_ASIO
	C4

	CP-090076
	29.414
	0037
	-
	7.2.0
	Rel-7
	Corrections on description of multiplexing
	approved
	F
	7.3.0
	BSNbIP
	C3

	CP-090076
	29.414
	0038
	-
	8.2.0
	Rel-8
	Corrections on description of multiplexing
	approved
	A
	8.3.0
	BSNbIP
	C3

	CP-090063
	29.458
	0003
	-
	8.1.0
	Rel-8
	Correction if scope
	approved
	F
	8.2.0
	TEI8
	C3

	CP-090088
	29.527
	0006
	1
	8.2.0
	Rel-8
	Progress Indicator mapping
	approved
	F
	8.3.0
	MAINT_R2
	C3

	CP-090089
	29.658
	0001
	3
	8.0.0
	Rel-8
	Charging terminology
	approved
	F
	8.1.0
	REDOC_TIS-C3
	C3

	CP-090062
	29.658
	0002
	-
	8.0.0
	Rel-8
	Correction if scope
	approved
	F
	8.1.0
	TEI8
	C3

	CP-090198
	31.102
	0384
	5
	8.4.0
	Rel-8
	Correction of Network Connectivity parameters for UICC remote IP connections
	approved
	F
	8.5.0
	TEI8
	C6

	CP-090188
	31.102
	0386
	-
	8.4.0
	Rel-8
	Removal of KNASint  and KNASenc in EFEPSNSC
	approved
	F
	8.5.0
	SAES
	C6

	CP-090188
	31.102
	0387
	1
	8.4.0
	Rel-8
	Correction of EF EPSNSC
	approved
	F
	8.5.0
	SAES
	C6

	CP-090192
	31.102
	0388
	1
	8.4.0
	Rel-8
	HPLMN Direct Access Indicator for I-WLAN
	approved
	B
	8.5.0
	IWLANNSP
	C6

	CP-090191
	31.102
	0389
	1
	8.4.0
	Rel-9
	Introduction of User CSG list
	approved
	B
	9.0.0
	HomeNB-LTE
	C6

	CP-090188
	31.102
	0390
	-
	8.4.0
	Rel-8
	Support of EPS in USAT: extension of Call control
	approved
	B
	8.5.0
	SAES
	C6

	CP-090099
	31.102
	0391
	-
	
	Rel-8
	Allowed CSG List updateable by ME
	noted
	C
	
	SAES
	C6

	CP-090188
	31.111
	0200
	1
	8.4.0
	Rel-8
	Support of EPS in Network Rejection Event
	revised
	B
	
	SAES
	C6

	CP-090240
	31.111
	0200
	2
	8.4.0
	Rel-8
	Support of EPS in Network Rejection Event
	approved
	B
	8.5.0
	SAES
	C6

	CP-090188
	31.111
	0201
	2
	8.4.0
	Rel-8
	Support of EPS in USAT: BIP, Provide Local Information, Call control
	approved
	B
	8.5.0
	SAES
	C6

	CP-090197
	31.111
	0202
	1
	8.4.0
	Rel-8
	Reduced USAT capable terminals
	revised
	F
	
	TEI8
	C6

	CP-090242
	31.111
	0202
	2
	8.4.0
	Rel-8
	Reduced USAT capable terminals
	approved
	F
	8.5.0
	TEI8
	C6

	CP-090197
	31.111
	0203
	-
	8.4.0
	Rel-8
	Correction of formatting error in Terminal Profile and in section titles
	approved
	F
	8.5.0
	TEI8
	C6

	CP-090190
	31.111
	0204
	-
	6.11.0
	Rel-6
	Downgrade of Data download via USSD and USSD application mode
	approved
	F
	6.12.0
	TEI6
	C6

	CP-090190
	31.111
	0205
	-
	7.9.0
	Rel-7
	Downgrade of Data download via USSD and USSD application mode
	approved
	A
	7.10.0
	TEI6
	C6

	CP-090190
	31.111
	0206
	1
	8.4.0
	Rel-8
	Downgrade of Data download via USSD and USSD application mode
	approved
	A
	8.5.0
	TEI6
	C6

	CP-090188
	31.111
	0207
	1
	8.4.0
	Rel-8
	Definition of the ôidleö state in Event Download (Location Status) to include E-UTRAN
	approved
	B
	8.5.0
	SAES
	C6

	CP-090193
	31.124
	0172
	-
	7.6.0
	Rel-7
	TS 31.124, Rel-7 content replacement by reference to TS 31.124, Rel-8
	approved
	F
	7.7.0
	TEI7
	C6

	CP-090194
	31.124
	0173
	1
	8.0.0
	Rel-8
	Inclusion of Rel-8 test case applicability and Rel-8 feature indication in the terminal profile content
	approved
	F
	8.1.0
	TEI8
	C6

	CP-090194
	31.124
	0174
	-
	8.0.0
	Rel-8
	Essential correction of tables B.1 and E.1
	approved
	F
	8.1.0
	TEI8
	C6

	CP-090194
	31.124
	0176
	1
	8.0.0
	Rel-8
	Essential correction to BIP tests - usage of ME's default channel identifier
	approved
	F
	8.1.0
	TEI8
	C6

	CP-090196
	31.130
	0035
	1
	8.0.0
	Rel-8
	Introduction of missing constant values for USIM files
	approved
	F
	8.1.0
	TEI8
	C6

	CP-090195
	31.221
	0001
	-
	8.0.1
	Rel-8
	Correction of ContactEventListener interface
	approved
	F
	8.1.0
	TEI8
	C6

	SP-090041
	32.111-1
	0006
	-
	7.0.0
	Rel-8
	Include reference to SOAP Solution Set specification
	reissued
	D
	
	OAM8
	S5

	SP-090207
	32.111-1
	0006
	-
	7.0.0
	Rel-8
	Include reference to SOAP Solution Set specification
	approved
	D
	8.0.0
	OAM8
	S5

	SP-090041
	32.111-2
	0061
	-
	8.0.0
	Rel-8
	Include reference to SOAP Solution Set specification
	reissued
	D
	
	OAM8
	S5

	SP-090207
	32.111-2
	0061
	-
	8.0.0
	Rel-8
	Include reference to SOAP Solution Set specification
	approved
	D
	8.1.0
	OAM8
	S5

	SP-090207
	32.111-3
	0052
	-
	7.1.0
	Rel-8
	Include reference to SOAP Solution Set specification
	approved
	D
	8.0.0
	OAM8
	S5

	SP-090041
	32.111-3
	0052
	-
	7.1.0
	Rel-8
	Include reference to SOAP Solution Set specification
	reissued
	D
	
	OAM8
	S5

	SP-090207
	32.111-5
	0005
	-
	8.0.0
	Rel-8
	Split the XSD file in two; one for notifications and one for IOCs
	approved
	C
	8.1.0
	OAM8
	S5

	SP-090041
	32.111-5
	0005
	-
	8.0.0
	Rel-8
	Split the XSD file in two; one for notifications and one for IOCs
	reissued
	C
	
	OAM8
	S5

	SP-090207
	32.150
	0014
	-
	8.2.0
	Rel-8
	Remove parts moved to 32.153
	approved
	F
	8.3.0
	OAM8
	S5

	SP-090041
	32.150
	0014
	-
	8.2.0
	Rel-8
	Remove parts moved to 32.153
	reissued
	F
	
	OAM8
	S5

	SP-090207
	32.151
	0013
	-
	8.1.0
	Rel-8
	Correct subclause numbering
	approved
	F
	8.2.0
	OAM8
	S5

	SP-090041
	32.151
	0013
	-
	8.1.0
	Rel-8
	Correct subclause numbering
	reissued
	F
	
	OAM8
	S5

	SP-090041
	32.155
	0003
	-
	8.2.0
	Rel-8
	Simplified requirements template for IRPs
	reissued
	F
	
	OAM8
	S5

	SP-090207
	32.155
	0003
	-
	8.2.0
	Rel-8
	Simplified requirements template for IRPs
	approved
	F
	8.3.0
	OAM8
	S5

	SP-090206
	32.251
	0086
	-
	8.4.0
	Rel-8
	PS offline charging - Rf  description refinements for EPC offline charging
	approved
	B
	8.5.0
	EPC-CH
	S5

	SP-090043
	32.251
	0086
	-
	8.4.0
	Rel-8
	PS offline charging - Rf  description refinements for EPC offline charging
	reissued
	B
	
	EPC-CH
	S5

	SP-090206
	32.251
	0087
	-
	8.4.0
	Rel-8
	PS offline charging - Refinements on PGW CDR content description and PS-information description
	approved
	B
	8.5.0
	EPC-CH
	S5

	SP-090043
	32.251
	0087
	-
	8.4.0
	Rel-8
	PS offline charging - Refinements on PGW CDR content description and PS-information description
	reissued
	B
	
	EPC-CH
	S5

	SP-090043
	32.251
	0088
	-
	8.4.0
	Rel-8
	Clarifications on EPC charging
	reissued
	C
	
	EPC-CH
	S5

	SP-090206
	32.251
	0088
	-
	8.4.0
	Rel-8
	Clarifications on EPC charging
	approved
	C
	8.5.0
	EPC-CH
	S5

	SP-090206
	32.251
	0089
	-
	8.4.0
	Rel-8
	User Location description enhancement for complying to EPC context
	approved
	B
	8.5.0
	EPC-CH
	S5

	SP-090043
	32.251
	0089
	-
	8.4.0
	Rel-8
	User Location description enhancement for complying to EPC context
	reissued
	B
	
	EPC-CH
	S5

	SP-090043
	32.251
	0090
	-
	8.4.0
	Rel-8
	Correction of QoS handling in EPC Charging
	reissued
	B
	
	EPC-CH
	S5

	SP-090206
	32.251
	0090
	-
	8.4.0
	Rel-8
	Correction of QoS handling in EPC Charging
	approved
	B
	8.5.0
	EPC-CH
	S5

	SP-090206
	32.251
	0091
	-
	8.4.0
	Rel-8
	Refinements on SGW CDR content description
	approved
	C
	8.5.0
	EPC-CH
	S5

	SP-090043
	32.251
	0091
	-
	8.4.0
	Rel-8
	Refinements on SGW CDR content description
	reissued
	C
	
	EPC-CH
	S5

	SP-090206
	32.251
	0092
	-
	8.4.0
	Rel-8
	Subscription identifier added in ôservice informationö description for EPS offline charging
	approved
	B
	8.5.0
	EPC-CH
	S5

	SP-090043
	32.251
	0092
	-
	8.4.0
	Rel-8
	Subscription identifier added in ôservice informationö description for EPS offline charging
	reissued
	B
	
	EPC-CH
	S5

	SP-090043
	32.251
	0093
	-
	8.4.0
	Rel-8
	Node-Functionality use for Rf  in EPC charging
	reissued
	B
	
	EPC-CH
	S5

	SP-090206
	32.251
	0093
	-
	8.4.0
	Rel-8
	Node-Functionality use for Rf  in EPC charging
	approved
	B
	8.5.0
	EPC-CH
	S5

	SP-090043
	32.251
	0094
	-
	8.4.0
	Rel-8
	Non-3GPP access ôCDMA2000 HRPD accessö  information in EPC charging
	reissued
	B
	
	EPC-CH
	S5

	SP-090206
	32.251
	0094
	-
	8.4.0
	Rel-8
	Non-3GPP access ôCDMA2000 HRPD accessö  information in EPC charging
	approved
	B
	8.5.0
	EPC-CH
	S5

	SP-090043
	32.251
	0095
	-
	8.4.0
	Rel-8
	Mapping ACR to CDR in EPC charging
	reissued
	B
	
	EPC-CH
	S5

	SP-090206
	32.251
	0095
	-
	8.4.0
	Rel-8
	Mapping ACR to CDR in EPC charging
	approved
	B
	8.5.0
	EPC-CH
	S5

	SP-090206
	32.251
	0096
	-
	8.4.0
	Rel-8
	Missing information in PS information for  SGW/PGW CDRs in EPS offline charging
	approved
	B
	8.5.0
	EPC-CH
	S5

	SP-090043
	32.251
	0096
	-
	8.4.0
	Rel-8
	Missing information in PS information for  SGW/PGW CDRs in EPS offline charging
	reissued
	B
	
	EPC-CH
	S5

	SP-090206
	32.251
	0097
	-
	8.4.0
	Rel-8
	Add new chargeable events to IP-CAN bearer charging
	approved
	B
	8.5.0
	EPC-CH
	S5

	SP-090043
	32.251
	0097
	-
	8.4.0
	Rel-8
	Add new chargeable events to IP-CAN bearer charging
	reissued
	B
	
	EPC-CH
	S5

	SP-090043
	32.251
	0098
	-
	8.4.0
	Rel-8
	SGW CDR and PGW CDR fields description refinement for fields applicable to GPRS only
	reissued
	B
	
	EPC-CH
	S5

	SP-090206
	32.251
	0098
	-
	8.4.0
	Rel-8
	SGW CDR and PGW CDR fields description refinement for fields applicable to GPRS only
	approved
	B
	8.5.0
	EPC-CH
	S5

	SP-090045
	32.274
	0009
	-
	8.4.0
	Rel-8
	SMS IE structure alignement
	approved
	F
	8.5.0
	CH8
	S5

	SP-090044
	32.296
	0008
	-
	8.2.1
	Rel-8
	Advice of Charge (AoC) support in Online Charging System (OCS)
	reissued
	B
	
	IMSTSS
	S5

	SP-090203
	32.296
	0008
	-
	8.2.1
	Rel-8
	Advice of Charge (AoC) support in Online Charging System (OCS)
	reissued
	B
	
	IMSTSS
	S5

	SP-090219
	32.296
	0008
	-
	8.2.1
	Rel-8
	Advice of Charge (AoC) support in Online Charging System (OCS)
	approved
	B
	8.3.0
	IMSTSS
	S5

	SP-090043
	32.298
	0092
	-
	8.3.0
	Rel-8
	TS 32.298 Correction on Record type values
	reissued
	F
	
	EPC-CH
	S5

	SP-090206
	32.298
	0092
	-
	8.3.0
	Rel-8
	TS 32.298 Correction on Record type values
	approved
	F
	8.4.0
	EPC-CH
	S5

	SP-090203
	32.298
	0093
	-
	8.3.0
	Rel-8
	TS 32.298 MMTel CDR description
	reissued
	B
	
	IMSTSS
	S5

	SP-090219
	32.298
	0093
	-
	8.3.0
	Rel-8
	TS 32.298 MMTel CDR description
	approved
	B
	8.4.0
	IMSTSS
	S5

	SP-090044
	32.298
	0093
	-
	8.3.0
	Rel-8
	MMTel CDR description
	reissued
	B
	
	IMSTSS
	S5

	SP-090206
	32.298
	0094
	-
	8.3.0
	Rel-8
	Alignment of CDR fields with TS 32251 for EPC Charging
	approved
	C
	8.4.0
	EPC-CH
	S5

	SP-090043
	32.298
	9004
	-
	8.3.0
	Rel-8
	Alignment of CDR fields with TS 32251 for EPC Charging
	reissued
	C
	
	EPC-CH
	S5

	SP-090044
	32.299
	0230
	-
	8.5.0
	Rel-8
	MMTel information AVP alignment with 32.275 definition
	revised
	B
	
	IMSTSS
	S5

	SP-090203
	32.299
	0230
	1
	8.5.0
	Rel-8
	TS 32.299 MMTel information AVP alignment with 32.275 definition and Service-Type and Service-Mode in Supplementary-service AVP : format change
	withdrawn
	B
	
	IMSTSS
	S5

	SP-090203
	32.299
	0231
	-
	8.5.0
	Rel-8
	Add CONF charging specific parameters
	reissued
	B
	
	MMTel CH
	S5

	SP-090044
	32.299
	0231
	-
	8.5.0
	Rel-8
	Add CONF charging specific parameters
	reissued
	B
	
	IMSTSS
	S5

	SP-090219
	32.299
	0231
	-
	8.5.0
	Rel-8
	Add CONF charging specific parameters
	approved
	B
	8.6.0
	MMTel CH
	S5

	SP-090206
	32.299
	0232
	-
	8.5.0
	Rel-8
	Correction on æSubscription IdÆ category used for EPS offline Charging
	approved
	C
	8.6.0
	EPC-CH
	S5

	SP-090043
	32.299
	0232
	-
	8.5.0
	Rel-8
	Correction on æSubscription IdÆ category used for EPS offline Charging
	reissued
	C
	
	EPC-CH
	S5

	SP-090044
	32.299
	0233
	-
	8.5.0
	Rel-8
	Service-Type and Service-Mode in Supplementary-service AVP : format change
	withdrawn
	B
	
	IMSTSS
	S5

	SP-090045
	32.299
	0234
	-
	8.5.0
	Rel-8
	SMS AVP structure alignement
	approved
	F
	8.6.0
	CH8
	S5

	SP-090043
	32.299
	0235
	-
	8.5.0
	Rel-8
	Non-3GPP access ôCDMA2000 HRPD accessö - alignment with 32.251
	reissued
	B
	
	EPC-CH
	S5

	SP-090206
	32.299
	0235
	-
	8.5.0
	Rel-8
	Non-3GPP access ôCDMA2000 HRPD accessö - alignment with 32.251
	approved
	B
	8.6.0
	EPC-CH
	S5

	SP-090045
	32.299
	0236
	-
	8.5.0
	Rel-8
	Add Serving-Node-Type AVP to PS-Information in 32.299
	approved
	B
	8.6.0
	CH8
	S5

	SP-090203
	32.299
	0237
	-
	8.5.0
	Rel-8
	AoC Support in Ro
	reissued
	B
	
	IMSTSS
	S5

	SP-090044
	32.299
	0237
	-
	8.5.0
	Rel-8
	AoC Support in Ro
	reissued
	B
	
	IMSTSS
	S5

	SP-090219
	32.299
	0237
	-
	8.5.0
	Rel-8
	AoC Support in Ro
	approved
	B
	8.6.0
	IMSTSS
	S5

	SP-090043
	32.299
	0238
	-
	8.5.0
	Rel-8
	EPS Offline Charging - Complete PS-information AVP description
	reissued
	B
	
	EPC-CH
	S5

	SP-090206
	32.299
	0238
	-
	8.5.0
	Rel-8
	EPS Offline Charging - Complete PS-information AVP description
	approved
	B
	8.6.0
	EPC-CH
	S5

	SP-090043
	32.299
	0239
	-
	8.5.0
	Rel-8
	Multiple subscription-id in service-information for EPS offline Charging
	reissued
	B
	
	EPC-CH
	S5

	SP-090206
	32.299
	0239
	-
	8.5.0
	Rel-8
	Multiple subscription-id in service-information for EPS offline Charging
	approved
	B
	8.6.0
	EPC-CH
	S5

	SP-090043
	32.299
	0240
	-
	8.5.0
	Rel-8
	Missing information in PS information AVP  for  SGW/PGW CDRs in EPS offline charging
	reissued
	B
	
	EPC-CH
	S5

	SP-090206
	32.299
	0240
	-
	8.5.0
	Rel-8
	Missing information in PS information AVP  for  SGW/PGW CDRs in EPS offline charging
	approved
	B
	8.6.0
	EPC-CH
	S5

	SP-090219
	32.299
	0241
	-
	8.5.0
	Rel-8
	MMTel information AVP alignment with 32.275 definition and Service-Type and Service-Mode in Supplementary-service AVP : format change
	approved
	B
	8.6.0
	IMSTSS
	S5

	SP-090207
	32.307
	0002
	-
	8.0.0
	Rel-8
	Correction of notify
	approved
	F
	8.1.0
	OAM8
	S5

	SP-090041
	32.307
	0002
	-
	8.0.0
	Rel-8
	Correction of notify
	reissued
	F
	
	OAM8
	S5

	SP-090207
	32.317
	0002
	-
	8.0.0
	Rel-8
	Include portType and binding in the WSDL
	approved
	C
	8.1.0
	OAM8
	S5

	SP-090041
	32.317
	0002
	-
	8.0.0
	Rel-8
	Include portType and binding in the WSDL
	reissued
	C
	
	OAM8
	S5

	SP-090041
	32.341
	0003
	-
	7.0.0
	Rel-8
	Include reference to SOAP Solution Set specification
	reissued
	D
	
	OAM8
	S5

	SP-090207
	32.341
	0003
	-
	7.0.0
	Rel-8
	Include reference to SOAP Solution Set specification
	approved
	D
	8.0.0
	OAM8
	S5

	SP-090041
	32.342
	0003
	-
	7.0.0
	Rel-8
	Include reference to SOAP Solution Set specification
	reissued
	D
	
	OAM8
	S5

	SP-090207
	32.342
	0003
	-
	7.0.0
	Rel-8
	Include reference to SOAP Solution Set specification
	approved
	D
	8.0.0
	OAM8
	S5

	SP-090041
	32.343
	0004
	-
	7.0.0
	Rel-8
	Include reference to SOAP Solution Set specification
	reissued
	D
	
	OAM8
	S5

	SP-090207
	32.343
	0004
	-
	7.0.0
	Rel-8
	Include reference to SOAP Solution Set specification
	approved
	D
	8.0.0
	OAM8
	S5

	SP-090207
	32.345
	0002
	-
	7.1.0
	Rel-8
	Create a new XSD for IOCs
	approved
	C
	8.0.0
	OAM8
	S5

	SP-090041
	32.345
	0002
	-
	7.1.0
	Rel-8
	Create a new XSD for IOCs
	reissued
	C
	
	OAM8
	S5

	SP-090041
	32.361
	0001
	-
	7.0.0
	Rel-8
	Include reference to SOAP Solution Set specification
	reissued
	D
	
	OAM8
	S5

	SP-090207
	32.361
	0001
	-
	7.0.0
	Rel-8
	Include reference to SOAP Solution Set specification
	approved
	D
	8.0.0
	OAM8
	S5

	SP-090041
	32.362
	0006
	-
	8.0.0
	Rel-8
	Include reference to SOAP Solution Set specification
	reissued
	D
	
	OAM8
	S5

	SP-090207
	32.362
	0006
	-
	8.0.0
	Rel-8
	Include reference to SOAP Solution Set specification
	approved
	D
	8.1.0
	OAM8
	S5

	SP-090207
	32.363
	0007
	-
	8.0.0
	Rel-8
	Include reference to SOAP Solution Set specification
	approved
	D
	8.1.0
	OAM8
	S5

	SP-090041
	32.363
	0007
	-
	8.0.0
	Rel-8
	Include reference to SOAP Solution Set specification
	reissued
	D
	
	OAM8
	S5

	SP-090041
	32.365
	0001
	-
	7.0.0
	Rel-8
	Include reference to SOAP Solution Set specification
	reissued
	D
	
	OAM8
	S5

	SP-090207
	32.365
	0001
	-
	7.0.0
	Rel-8
	Include reference to SOAP Solution Set specification
	approved
	D
	8.0.0
	OAM8
	S5

	SP-090207
	32.405
	0051
	-
	8.4.0
	Rel-8
	Add Cell Unavailable Time Measurements
	approved
	C
	8.5.0
	OAM8
	S5

	SP-090041
	32.405
	0051
	-
	8.4.0
	Rel-8
	Add Cell Unavailable Time Measurements
	reissued
	C
	
	OAM8
	S5

	SP-090041
	32.405
	0052
	-
	8.4.0
	Rel-8
	Inclusion of WB-AMR Rates
	reissued
	C
	
	OAM8
	S5

	SP-090207
	32.405
	0052
	-
	8.4.0
	Rel-8
	Addition of MBMS data volume related measurements
	approved
	B
	8.5.0
	OAM8-PM
	S5

	SP-090041
	32.405
	0052
	-
	8.4.0
	Rel-8
	Add Cell Unavailable Time Measurements
	reissued
	C
	
	OAM8
	S5

	SP-090207
	32.405
	0053
	-
	8.4.0
	Rel-8
	Inclusion of WB-AMR Rates
	approved
	C
	8.5.0
	OAM8
	S5

	SP-090041
	32.405
	0053
	-
	8.4.0
	Rel-8
	Addition of MBMS data volume related measurements
	reissued
	B
	
	OAM8-PM
	S5

	SP-090207
	32.411
	0004
	-
	7.0.0
	Rel-8
	Include reference to SOAP Solution Set specification
	approved
	D
	8.0.0
	OAM8
	S5

	SP-090044
	32.411
	0004
	-
	7.0.0
	Rel-8
	Include reference to SOAP Solution Set specification
	reissued
	D
	
	OAM8
	S5

	SP-090207
	32.412
	0019
	-
	7.1.0
	Rel-8
	Include reference to SOAP Solution Set specification
	approved
	D
	8.0.0
	OAM8
	S5

	SP-090041
	32.412
	0019
	-
	7.1.0
	Rel-8
	Include reference to SOAP Solution Set specification
	reissued
	D
	
	OAM8
	S5

	SP-090207
	32.413
	0013
	-
	7.0.0
	Rel-8
	Include reference to SOAP Solution Set specification
	approved
	D
	8.0.0
	OAM8
	S5

	SP-090041
	32.413
	0013
	-
	7.0.0
	Rel-8
	Include reference to SOAP Solution Set specification
	reissued
	D
	
	OAM8
	S5

	SP-090041
	32.415
	0001
	-
	7.0.1
	Rel-8
	Create a new XSD for IOCs
	reissued
	C
	
	OAM8
	S5

	SP-090207
	32.415
	0001
	-
	7.0.1
	Rel-8
	Create a new XSD for IOCs
	approved
	C
	8.0.0
	OAM8
	S5

	SP-090041
	32.422
	0046
	-
	8.3.0
	Rel-8
	EPC signalling activation mechanisms - align with 29.274 and 29.272
	reissued
	B
	
	OAM8
	S5

	SP-090207
	32.422
	0046
	-
	8.3.0
	Rel-8
	Refinement of the Trace Reference
	approved
	F
	8.4.0
	OAM8
	S5

	SP-090041
	32.422
	0047
	-
	8.3.0
	Rel-8
	EPC and E-UTRAN signalling deactivation mechanisms - align with 29.274, 29.272 and 36.413
	reissued
	B
	
	OAM8
	S5

	SP-090207
	32.422
	0047
	-
	8.3.0
	Rel-8
	Enhancement of trigger events in 3GPP TS 32.423 - align with 29.274, 29.272
	approved
	F
	8.4.0
	OAM8
	S5

	SP-090207
	32.422
	0048
	-
	8.3.0
	Rel-8
	Trace Session activation/deactivation to PGW in case of non-3GPP access network
	approved
	B
	8.4.0
	OAM8
	S5

	SP-090044
	32.422
	0048
	-
	8.3.0
	Rel-8
	Add the missing PGW to the EPC trace recording session stopping mechanism
	withdrawn
	F
	
	OAM8
	S5

	SP-090041
	32.422
	0049
	-
	8.3.0
	Rel-8
	Refinement of the Trace Reference
	reissued
	F
	
	OAM8
	S5

	SP-090207
	32.422
	0049
	-
	8.3.0
	Rel-8
	Add reference and definitions for trace failure notifications in 32.422
	approved
	F
	8.4.0
	OAM8
	S5

	SP-090044
	32.422
	0050
	-
	8.3.0
	Rel-8
	Enhancement of trigger events in 3GPP TS 32.423 - align with 29.274, 29.272
	withdrawn
	F
	
	OAM8
	S5

	SP-090207
	32.422
	0050
	-
	8.3.0
	Rel-8
	Use S1-DOWNLINK NAS TRANSPORT for the trace for TAU and some failed procedures
	approved
	F
	8.4.0
	OAM8
	S5

	SP-090041
	32.422
	0051
	-
	8.3.0
	Rel-8
	Trace Session activation/deactivation to PGW in case of non-3GPP access network
	reissued
	B
	
	OAM8
	S5

	SP-090207
	32.422
	0051
	-
	8.3.0
	Rel-8
	EPC signalling activation mechanisms - align with 29.274 and 29.272
	approved
	B
	8.4.0
	OAM8
	S5

	SP-090041
	32.422
	0052
	-
	8.3.0
	Rel-8
	Add reference and definitions for trace failure notifications in 32.422
	reissued
	F
	
	OAM8
	S5

	SP-090207
	32.422
	0052
	-
	8.3.0
	Rel-8
	EPC and E-UTRAN signalling deactivation mechanisms - align with 29.274, 29.272 and 36.413
	approved
	B
	8.4.0
	OAM8
	S5

	SP-090041
	32.422
	0053
	-
	8.3.0
	Rel-8
	Use S1-DOWNLINK NAS TRANSPORT for the trace for TAU and some failed procedures
	reissued
	F
	
	OAM8
	S5

	SP-090207
	32.422
	0053
	-
	8.3.0
	Rel-8
	Add the missing PGW to the EPC trace recording session stopping mechanism
	approved
	F
	8.4.0
	OAM8
	S5

	SP-090041
	32.423
	0020
	-
	7.4.0
	Rel-8
	Constraint of the presence for the ôueö element
	reissued
	F
	
	OAM8
	S5

	SP-090207
	32.423
	0020
	-
	7.4.0
	Rel-8
	Constraint of the presence for the ôueö element
	approved
	F
	8.0.0
	OAM8
	S5

	SP-090207
	32.423
	0021
	-
	7.4.0
	Rel-8
	Adding PGW trace record content
	approved
	B
	8.0.0
	OAM8
	S5

	SP-090041
	32.423
	0021
	-
	7.4.0
	Rel-8
	Adding PGW trace record content
	reissued
	B
	
	OAM8
	S5

	SP-090207
	32.423
	0022
	-
	7.4.0
	Rel-8
	Alignment with 32.421 and 32.422. Introduction medium and minimum trace dept IEs for the GTP and S1AP protcols in MME
	approved
	B
	8.0.0
	OAM8
	S5

	SP-090041
	32.423
	0022
	-
	7.4.0
	Rel-8
	Alignment with 32.421 and 32.422. Introduction medium and minimum trace dept IEs for the GTP and S1AP protcols in MME
	reissued
	B
	
	OAM8
	S5

	SP-090207
	32.423
	0023
	-
	7.4.0
	Rel-8
	Alignment with 32.421 and 32.422. Introduction of E-UTRAN
	approved
	B
	8.0.0
	OAM8
	S5

	SP-090041
	32.423
	0023
	-
	7.4.0
	Rel-8
	Alignment with 32.421 and 32.422. Introduction of E-UTRAN
	reissued
	B
	
	OAM8
	S5

	SP-090041
	32.502
	0001
	-
	8.0.0
	Rel-8
	Usage of create-/delete-/change-notifications in context of self-configuration
	reissued
	F
	
	OAM8-NIM
	S5

	SP-090207
	32.502
	0001
	-
	8.0.0
	Rel-8
	Usage of create-/delete-/change-notifications in context of self-configuration
	approved
	F
	8.1.0
	OAM8-NIM
	S5

	SP-090046
	32.511
	0001
	-
	8.0.0
	Rel-8
	Remove solution related terms and inconsistencies in Requirement specification and add clarifications
	revised
	F
	
	TEI8
	S5

	SP-090213
	32.511
	0001
	1
	8.0.0
	Rel-8
	Remove solution related terms and inconsistencies in Requirement specification and add clarifications
	approved
	F
	8.1.0
	TEI8
	S5

	SP-090046
	32.531
	0001
	-
	8.0.0
	Rel-8
	Correction of clause numbering
	reissued
	D
	
	TEI8
	S5

	SP-090213
	32.531
	0001
	-
	8.0.0
	Rel-8
	Correction of clause numbering
	approved
	D
	8.1.0
	TEI8
	S5

	SP-090041
	32.531
	0002
	-
	8.0.0
	Rel-9
	Generic use case for Non-Automated Software Management
	reissued
	C
	
	OAM8
	S5

	SP-090217
	32.531
	0002
	-
	8.0.0
	Rel-9
	Use case for backup and restore of network element software
	revised
	B
	
	OAM9
	S5

	SP-090220
	32.531
	0002
	1
	8.0.0
	Rel-9
	Use case for backup and restore of network element software
	approved
	B
	9.0.0
	OAM9
	S5

	SP-090041
	32.531
	0003
	-
	8.0.0
	Rel-9
	Requirements for Non-Automated Software Management (resubmit S5-082419)
	reissued
	B
	
	OAM8
	S5

	SP-090217
	32.531
	0003
	-
	8.0.0
	Rel-9
	Generic use case for Non-Automated Software Management
	revised
	C
	
	OAM9
	S5

	SP-090220
	32.531
	0003
	1
	8.0.0
	Rel-9
	Generic use case for Non-Automated Software Management
	approved
	C
	9.0.0
	OAM9
	S5

	SP-090041
	32.531
	0004
	-
	8.0.0
	Rel-9
	Use case for backup and restore of network element software
	reissued
	B
	
	OAM8
	S5

	SP-090217
	32.531
	0004
	-
	8.0.0
	Rel-9
	Use case for Fallback during Non-Automated Software Management
	revised
	B
	
	OAM9
	S5

	SP-090220
	32.531
	0004
	1
	8.0.0
	Rel-9
	Use case for Fallback during Non-Automated Software Management
	approved
	B
	9.0.0
	OAM9
	S5

	SP-090041
	32.531
	0005
	-
	8.0.0
	Rel-9
	Use case for Fallback during Non-Automated Software Management
	reissued
	B
	
	OAM8
	S5

	SP-090217
	32.531
	0005
	-
	8.0.0
	Rel-9
	Requirements for Non-Automated Software Management (resubmit S5-082419)
	revised
	B
	
	OAM9
	S5

	SP-090041
	32.611
	0004
	-
	7.0.0
	Rel-8
	Include reference to SOAP Solution Set specification
	reissued
	D
	
	OAM8
	S5

	SP-090207
	32.611
	0004
	-
	7.0.0
	Rel-8
	Include reference to SOAP Solution Set specification
	approved
	D
	8.0.0
	OAM8
	S5

	SP-090041
	32.612
	0025
	-
	7.2.0
	Rel-8
	Include reference to SOAP Solution Set specification
	reissued
	D
	
	OAM8
	S5

	SP-090207
	32.612
	0025
	-
	7.2.0
	Rel-8
	Include reference to SOAP Solution Set specification
	approved
	D
	8.0.0
	OAM8
	S5

	SP-090041
	32.613
	0016
	-
	7.0.0
	Rel-8
	Include reference to SOAP Solution Set specification
	reissued
	D
	
	OAM8
	S5

	SP-090207
	32.613
	0016
	-
	7.0.0
	Rel-8
	Include reference to SOAP Solution Set specification
	approved
	D
	8.0.0
	OAM8
	S5

	SP-090207
	32.615
	0029
	-
	7.2.0
	Rel-8
	Include reference to SOAP Solution Set specification
	approved
	D
	8.0.0
	OAM8
	S5

	SP-090041
	32.615
	0029
	-
	7.2.0
	Rel-8
	Include reference to SOAP Solution Set specification
	reissued
	D
	
	OAM8
	S5

	SP-090207
	32.623
	0020
	-
	8.0.0
	Rel-8
	Add the missing EP model - Align with 32.622
	approved
	F
	8.1.0
	OAM8
	S5

	SP-090041
	32.623
	0020
	-
	8.0.0
	Rel-8
	Add the missing EP model - Align with 32.622
	reissued
	F
	
	OAM8
	S5

	SP-090041
	32.662
	0014
	-
	8.0.0
	Rel-8
	Indicating Self-X in create-/delete-/change-notifications
	reissued
	F
	
	OAM8-NIM
	S5

	SP-090207
	32.662
	0014
	-
	8.0.0
	Rel-8
	Indicating Self-X in create-/delete-/change-notifications
	approved
	F
	8.1.0
	OAM8-NIM
	S5

	SP-090207
	32.663
	0016
	-
	8.0.0
	Rel-8
	Indicating Self-X in sourceIndicator of create-/delete-/change-notifications
	approved
	F
	8.1.0
	OAM8-NIM
	S5

	SP-090041
	32.663
	0016
	-
	8.0.0
	Rel-8
	Indicating Self-X in sourceIndicator of create-/delete-/change-notifications
	reissued
	F
	
	OAM8-NIM
	S5

	SP-090207
	32.665
	0001
	-
	8.0.0
	Rel-8
	Indicating Self-X in sourceIndicator of create-/delete-/change-notifications
	approved
	F
	8.1.0
	OAM8-NIM
	S5

	SP-090041
	32.665
	0001
	-
	8.0.0
	Rel-8
	Indicating Self-X in sourceIndicator of create-/delete-/change-notifications
	reissued
	F
	
	OAM8-NIM
	S5

	SP-090137
	33.102
	0205
	1
	8.1.0
	Rel-8
	Generation and use of the mapped security context in HSPA SRVCC
	approved
	C
	8.2.0
	TEI8
	S3

	SP-090138
	33.102
	0206
	1
	8.1.0
	Rel-8
	Update of definition of UMTS security context
	approved
	F
	8.2.0
	TEI8
	S3

	SP-090136
	33.102
	0206
	1
	8.1.0
	Rel-8
	Update of definition of UMTS security context
	approved
	F
	8.2.0
	TEI8
	S3

	SP-090136
	33.102
	0207
	-
	8.1.0
	Rel-8
	Add reference to ciphering indicator feature specification
	approved
	F
	8.2.0
	TEI8
	S3

	SP-090133
	33.107
	0078
	-
	8.6.0
	Rel-8
	Alignment with SAE stage 2 specifications approved by TSG SA#42
	approved
	F
	8.7.0
	LI8
	S3

	SP-090133
	33.108
	0104
	-
	8.5.0
	Rel-8
	Clarification on IRI record types used in IMS in TS33.108
	approved
	F
	8.6.0
	LI8
	S3

	SP-090133
	33.108
	0105
	-
	8.5.0
	Rel-8
	Clarification in TS33.108 on decryption place in IMS
	approved
	F
	8.6.0
	LI8
	S3

	SP-090133
	33.108
	0106
	-
	8.5.0
	Rel-8
	Update of IMS specific non-transmission action example
	approved
	F
	8.6.0
	LI8
	S3

	SP-090133
	33.108
	0107
	-
	8.5.0
	Rel-8
	TS 33.108 Alignment with SAE stage 2 specifications approved by TSG SA#42
	approved
	F
	8.6.0
	LI8
	S3

	SP-090133
	33.108
	0108
	-
	8.5.0
	Rel-8
	ASN.1 coding for the SAE/EPS HI2 interface
	approved
	B
	8.6.0
	LI8
	S3

	SP-090133
	33.108
	0109
	-
	8.5.0
	Rel-8
	Introduction of HI3 for SAE/EPS
	approved
	B
	8.6.0
	LI8
	S3

	SP-090133
	33.108
	0110
	-
	8.5.0
	Rel-8
	TS 33.108 - Conference Event Reporting
	approved
	B
	8.6.0
	LI8
	S3

	SP-090133
	33.108
	0111
	-
	8.5.0
	Rel-8
	TS 33.108 - US Editorial Clean up
	approved
	F
	8.6.0
	LI8
	S3

	SP-090142
	33.203
	0156
	2
	8.5.0
	Rel-9
	Solution for NAT traversal in GPRS-IMS-Bundled Authentication.
	approved
	B
	9.0.0
	IMS-SEC
	S3

	SP-090142
	33.203
	0156
	3
	8.5.0
	Rel-9
	Solution for NAT traversal in GPRS-IMS-Bundled Authentication.
	approved
	B
	9.0.0
	TEI9
	S3

	SP-090137
	33.220
	0142
	-
	8.5.0
	Rel-8
	Add FC number space value allocations for HSPA SRVCC
	approved
	F
	8.6.0
	TEI8
	S3

	SP-090141
	33.223
	0008
	-
	8.2.0
	Rel-8
	Editorial corrections on 33.223
	approved
	F
	8.3.0
	GBAPush
	S3

	SP-090141
	33.223
	0009
	-
	8.2.0
	Rel-8
	Alignment of TS 33.223 with TS 33.220
	approved
	F
	8.3.0
	GBAPush
	S3

	SP-090139
	33.246
	0150
	2
	8.2.0
	Rel-8
	Encoding of identities as NAIs
	approved
	F
	8.3.0
	TEI8
	S3

	SP-090129
	33.401
	0093
	1
	8.2.1
	Rel-8
	Correction of EPS NAS Security Context definition
	approved
	F
	8.3.0
	SAES
	S3

	SP-090129
	33.401
	0095
	1
	8.2.1
	Rel-8
	Key derivation figures
	approved
	F
	8.3.0
	SAES
	S3

	SP-090129
	33.401
	0096
	1
	8.2.1
	Rel-8
	Algorithm selection clarification
	approved
	F
	8.3.0
	SAES
	S3

	SP-090129
	33.401
	0097
	1
	8.2.1
	Rel-8
	Security context for transition to EMM DEREGISTERED
	approved
	F
	8.3.0
	SAES
	S3

	SP-090129
	33.401
	0099
	2
	8.2.1
	Rel-8
	Making CK' and IK'
	approved
	F
	8.3.0
	SAES
	S3

	SP-090129
	33.401
	0102
	1
	8.2.1
	Rel-8
	Rekeying of the entire EPS key hierarchy
	approved
	F
	8.3.0
	SAES
	S3

	SP-090129
	33.401
	0103
	1
	8.2.1
	Rel-8
	NAS COUNT start value
	approved
	F
	8.3.0
	SAES
	S3

	SP-090129
	33.401
	0104
	1
	8.2.1
	Rel-8
	I-RAT handover E-UTRAN and UTRAN
	approved
	F
	8.3.0
	SAES
	S3

	SP-090129
	33.401
	0105
	1
	8.2.1
	Rel-8
	Transparent container in UTRAN to E-UTRAN handover
	approved
	F
	8.3.0
	SAES
	S3

	SP-090129
	33.401
	0106
	1
	8.2.1
	Rel-8
	UE keys for E-UTRAN and GERAN
	approved
	F
	8.3.0
	SAES
	S3

	SP-090129
	33.401
	0108
	1
	8.2.1
	Rel-8
	Multi-KeNB* forwarding for RRCConnectionRe-establishment
	approved
	F
	8.3.0
	SAES
	S3

	SP-090129
	33.401
	0113
	1
	8.2.1
	Rel-8
	Clarification for KSIsgsn
	approved
	F
	8.3.0
	SAES
	S3

	SP-090129
	33.401
	0114
	1
	8.2.1
	Rel-8
	Definition of UE security capabilities
	approved
	F
	8.3.0
	SAES
	S3

	SP-090129
	33.401
	0115
	1
	8.2.1
	Rel-8
	Handling of UE capabilities in Idle Mode Mobility and Handover to E-UTRAN
	approved
	F
	8.3.0
	SAES
	S3

	SP-090129
	33.401
	0116
	1
	8.2.1
	Rel-8
	Handling of security contexts in transition to EMM-DEREGISTERED state
	approved
	F
	8.3.0
	SAES
	S3

	SP-090129
	33.401
	0117
	1
	8.2.1
	Rel-8
	Storage of the EPS NAS security context in non-volatile memory of the UE
	approved
	F
	8.3.0
	SAES
	S3

	SP-090129
	33.401
	0118
	-
	8.2.1
	Rel-8
	Preventing mobility into E-UTRAN for UE with SIM access
	approved
	F
	8.3.0
	SAES
	S3

	SP-090129
	33.401
	0119
	-
	8.2.1
	Rel-8
	Replacing the cached security context with the mapped security context and setting START value in SRVCC
	approved
	F
	8.3.0
	SAES
	S3

	SP-090129
	33.401
	0120
	1
	8.2.1
	Rel-8
	Clarification on security contexts and correction of protection of TAU requests in E-UTRAN , Handling of UE capabilities in Idle Mode Mobility
	approved
	F
	8.3.0
	SAES
	S3

	SP-090129
	33.401
	0120
	1
	8.2.1
	Rel-8
	Clarification on security contexts and correction of protection of TAU requests in E-UTRAN , Handling of UE capabilities in Idle Mode Mobility
	approved
	F
	8.3.0
	SAES
	S3

	SP-090129
	33.401
	0121
	1
	8.2.1
	Rel-8
	Various corrections related to algorithm definitions, NAS token and P-TMSI signature
	approved
	F
	8.3.0
	SAES
	S3

	SP-090129
	33.401
	0124
	-
	8.2.1
	Rel-8
	Removal of editors note in clause 5.4 ôOther security featuresô
	approved
	F
	8.3.0
	SAES
	S3

	SP-090129
	33.401
	0125
	1
	8.2.1
	Rel-8
	Clarification on ciphering for GUTI confidentiality
	approved
	F
	8.3.0
	SAES
	S3

	SP-090129
	33.401
	0127
	-
	8.2.1
	Rel-8
	Correction on dropping AS and NAS SMC when detecting IP failure for SMC Command
	approved
	F
	8.3.0
	SAES
	S3

	SP-090129
	33.401
	0128
	1
	8.2.1
	Rel-8
	Forward security corrections related to R3-083569 (S3-09xxxx)
	approved
	F
	8.3.0
	SAES
	S3

	SP-090129
	33.401
	0129
	1
	8.2.1
	Rel-8
	Verification of NONCEUE
	approved
	F
	8.3.0
	SAES
	S3

	SP-090129
	33.401
	0130
	1
	8.2.1
	Rel-8
	KeNB re-keying corrections
	approved
	F
	8.3.0
	SAES
	S3

	SP-090129
	33.401
	0131
	-
	8.2.1
	Rel-8
	Clarification on Token Calculation for RCR procedure
	approved
	F
	8.3.0
	SAES
	S3

	SP-090129
	33.401
	0132
	1
	8.2.1
	Rel-8
	Selection of key set and security activation on Handover from GERAN/UTRAN to E-UTRAN
	approved
	F
	8.3.0
	SAES
	S3

	SP-090129
	33.401
	0133
	1
	8.2.1
	Rel-8
	Removal of 4LSB and eKSI in the AS SMC
	approved
	F
	8.3.0
	SAES
	S3

	SP-090129
	33.401
	0134
	-
	8.2.1
	Rel-8
	Removal of editorÆs note related 4LSB NAS downlink COUNT in the HO COMMAND
	approved
	F
	8.3.0
	SAES
	S3

	SP-090129
	33.401
	0135
	-
	8.2.1
	Rel-8
	Removal of editorÆs note on key-change-on-the-fly for possible RLF
	approved
	F
	8.3.0
	SAES
	S3

	SP-090129
	33.401
	0136
	1
	8.2.1
	Rel-8
	AKA when NAS COUNT about to wrap around
	approved
	F
	8.3.0
	SAES
	S3

	SP-090129
	33.401
	0138
	-
	8.2.1
	Rel-8
	Removal of EditorÆs note about PDCP COUNT threshold value
	approved
	F
	8.3.0
	SAES
	S3

	SP-090129
	33.401
	0143
	1
	8.2.1
	Rel-8
	Definition of NULL ciphering
	approved
	F
	8.3.0
	SAES
	S3

	SP-090129
	33.401
	0145
	1
	8.2.1
	Rel-8
	Adding EARFCN-DL to KeNB* derivation
	approved
	F
	8.3.0
	SAES
	S3

	SP-090129
	33.401
	0147
	1
	8.2.1
	Rel-8
	Correction of security requirements on eNodeB
	approved
	F
	8.3.0
	SAES
	S3

	SP-090129
	33.401
	0153
	1
	8.2.1
	Rel-8
	Correction of description
	approved
	F
	8.3.0
	SAES
	S3

	SP-090129
	33.401
	0154
	1
	8.2.1
	Rel-8
	Correction of NAS COUNTs reset to the start value
	approved
	F
	8.3.0
	SAES
	S3

	SP-090129
	33.401
	0155
	1
	8.2.1
	Rel-8
	Adding definition of native contexts and clarifying the mapped and current definitions
	approved
	F
	8.3.0
	SAES
	S3

	SP-090129
	33.401
	0156
	1
	8.2.1
	Rel-8
	Correcting the EPS security context fetching between MMEs
	approved
	F
	8.3.0
	SAES
	S3

	SP-090129
	33.401
	0158
	1
	8.2.1
	Rel-8
	Some corrections to the UTRAN to E-UTRAN handover procedure
	approved
	F
	8.3.0
	SAES
	S3

	SP-090129
	33.401
	0160
	-
	8.2.1
	Rel-8
	Correction of MAC-I
	approved
	F
	8.3.0
	SAES
	S3

	SP-090129
	33.401
	0161
	-
	8.2.1
	Rel-8
	Add reference to ciphering indicator feature specification
	approved
	F
	8.3.0
	TEI8
	S3

	SP-090129
	33.401
	0162
	-
	8.2.1
	Rel-8
	Handling of integrity protection failures
	approved
	F
	8.3.0
	SAES
	S3

	SP-090129
	33.401
	0164
	1
	8.2.1
	Rel-8
	Correction of definition of direction bit DIR
	approved
	F
	8.3.0
	SAES
	S3

	SP-090129
	33.401
	0166
	-
	8.2.1
	Rel-8
	NAS COUNT for mapped security context
	approved
	F
	8.3.0
	SAES
	S3

	SP-090130
	33.402
	0047
	1
	8.2.1
	Rel-8
	Corretions of DS-MIPv6 bootstrapping
	approved
	F
	8.3.0
	SAES
	S3

	SP-090130
	33.402
	0048
	1
	8.2.1
	Rel-8
	Editorial corrections for 33.402
	approved
	F
	8.3.0
	SAES
	S3

	SP-090130
	33.402
	0049
	-
	8.2.1
	Rel-8
	Trust Indication by Visited Network
	approved
	F
	8.3.0
	SAES
	S3

	SP-090130
	33.402
	0051
	1
	8.2.1
	Rel-8
	Clarification on MIPv4 Procedure
	approved
	F
	8.3.0
	SAES
	S3

	RP-090203
	34.108
	0718
	-
	8.5.0
	Rel-8
	Correction to E-DCH Transmission Time Interval
	approved
	F
	8.6.0
	TEI7_Test
	R5

	RP-090203
	34.108
	0719
	-
	8.5.0
	Rel-8
	Correction to Radio Bearer Setup message ( A17 & A18)
	approved
	F
	8.6.0
	TEI7_Test
	R5

	RP-090216
	34.108
	0720
	-
	8.5.0
	Rel-8
	Addition 1.28 Mcps TDD contents in 6.11.5
	approved
	F
	8.6.0
	MBMSE-RANPhysLCRTDD_UEConTest
	R5

	RP-090203
	34.108
	0721
	-
	8.5.0
	Rel-8
	Correction to the default RADIO BEARER SETUP message for condition A22
	approved
	F
	8.6.0
	TEI7_Test
	R5

	RP-090203
	34.108
	0722
	-
	8.5.0
	Rel-8
	Correction 1.28 Mcps TDD default RADIO BEARER SETUP message in 9.1.2
	approved
	F
	8.6.0
	TEI7_Test
	R5

	RP-090216
	34.108
	0723
	-
	8.5.0
	Rel-8
	Addition 1.28 Mcps TDD contents in 9.1.3
	approved
	F
	8.6.0
	MBMSE-RANPhysLCRTDD_UEConTest
	R5

	RP-090217
	34.108
	0724
	-
	8.5.0
	Rel-8
	Supported Channels for MBSFN FDD
	approved
	F
	8.6.0
	MBMSE-UEConTest_RANPhysFDD
	R5

	RP-090217
	34.108
	0725
	-
	8.5.0
	Rel-8
	Simulated network environment for MBSFN FDD
	approved
	F
	8.6.0
	MBMSE-UEConTest_RANPhysFDD
	R5

	RP-090217
	34.108
	0726
	-
	8.5.0
	Rel-8
	Generic test procedure for MBSFN FDD
	approved
	F
	8.6.0
	MBMSE-UEConTest_RANPhysFDD
	R5

	RP-090217
	34.108
	0727
	-
	8.5.0
	Rel-8
	MBSFN FDD configurations for signalling test
	approved
	F
	8.6.0
	MBMSE-UEConTest_RANPhysFDD
	R5

	RP-090215
	34.108
	0728
	-
	8.5.0
	Rel-8
	Introduction of radio bearer parameters for testing Improved L2 UL
	approved
	F
	8.6.0
	RANimp-UEConTest_UplinkL2dataRates
	R5

	RP-090212
	34.108
	0729
	-
	8.5.0
	Rel-8
	RRC Connection Setup Default Message for HS-DSCH Reception in CELL_FACH state
	approved
	F
	8.6.0
	RANimp-UEConTest_EnhancedCellFACHState
	R5

	RP-090212
	34.108
	0730
	-
	8.5.0
	Rel-8
	New Default SIB5/SIB5bis for Enhanced CELL FACH
	approved
	F
	8.6.0
	RANimp-UEConTest_EnhancedCellFACHState
	R5

	RP-090212
	34.108
	0731
	-
	8.5.0
	Rel-8
	Addition of Radio Bearer Setup Condition for Enhanced CELL_FACH
	approved
	F
	8.6.0
	RANimp-UEConTest_EnhancedCellFACHState
	R5

	RP-090203
	34.108
	0732
	-
	8.5.0
	Rel-8
	Addition of Rel-7 IE's to RRConnectionRequest and correction to Rel-7 IEs for Cell update and URA update under default messages specified in 34.108
	approved
	F
	8.6.0
	TEI7_Test
	R5

	RP-090203
	34.108
	0733
	-
	8.5.0
	Rel-8
	Addition of Code Tree Allocation Table for 64QAM HSDPA Test Cases
	approved
	F
	8.6.0
	TEI7_Test
	R5

	RP-090203
	34.108
	0734
	-
	8.5.0
	Rel-8
	Correction to Radio Bearer Setup for 64QAM test cases
	approved
	F
	8.6.0
	TEI7_Test
	R5

	RP-090215
	34.108
	0735
	-
	8.5.0
	Rel-8
	Additions to the default RRC messages for improved L2 in uplink
	approved
	F
	8.6.0
	RANimp-UEConTest_UplinkL2dataRates
	R5

	RP-090218
	34.108
	0736
	-
	8.5.0
	Rel-8
	Addition of radio bearer parameters for UE HS-DSCH Physical Layer category 19 and 20
	approved
	F
	8.6.0
	RANimp-UEConTest 64QamMimoHsdpa
	R5

	RP-090203
	34.108
	0737
	-
	8.5.0
	Rel-8
	Correction of radio bearer parameters for UE HS-DSCH Physical Layer category 15 and 18
	approved
	F
	8.6.0
	TEI7_Test
	R5

	RP-090203
	34.108
	0738
	-
	8.5.0
	Rel-8
	Correction to the RAB Setup for CS over HSPA (A23 set of parameters) in 34.108
	approved
	F
	8.6.0
	TEI7_Test
	R5

	RP-090215
	34.108
	0739
	-
	8.5.0
	Rel-8
	Update of Radio Bearer Configurations for flexible RLC
	approved
	F
	8.6.0
	RANimp-UEConTest_UplinkL2dataRates
	R5

	RP-090212
	34.108
	0740
	-
	8.5.0
	Rel-8
	Introduction of radio bearer parameters for testing HS-DSCH Reception in CELL_FACH
	approved
	F
	8.6.0
	RANimp-UEConTest_EnhancedCellFACHState
	R5

	RP-090203
	34.114
	0001
	-
	8.0.0
	Rel-8
	Update of  TS 34.114 from Rel-7 to Rel-8
	approved
	F
	8.1.0
	TEI7_Test
	R5

	RP-090203
	34.114
	0002
	-
	8.0.0
	Rel-8
	Addition of Band V,VI and VIII minimum & test requirements to 34.114
	approved
	F
	8.1.0
	TEI7_Test
	R5

	RP-090203
	34.121-1
	1130
	-
	8.5.0
	Rel-8
	Modifications to CQI test cases in annexes
	approved
	F
	8.6.0
	TEI7_Test
	R5

	RP-090203
	34.121-1
	1131
	-
	8.5.0
	Rel-8
	Introduction of requirements for UE UL power control operation with discontinuous UL DPCCH transmission operation
	approved
	F
	8.6.0
	TEI7_Test
	R5

	RP-090218
	34.121-1
	1132
	-
	8.5.0
	Rel-8
	New TC9.3.7D -- MIMO Dual Stream Static Orthogonal Conditions UE categories 15-20
	approved
	F
	8.6.0
	RANimp-UEConTest 64QamMimoHsdpa
	R5

	RP-090218
	34.121-1
	1133
	-
	8.5.0
	Rel-8
	New TC9.3.7E -- MIMO Dual Stream Static Orthogonal Conditions UE categories 19-20
	approved
	F
	8.6.0
	RANimp-UEConTest 64QamMimoHsdpa
	R5

	RP-090200
	34.121-1
	1134
	-
	8.5.0
	Rel-8
	Correction to 8.7.1 and 8.7.2
	approved
	F
	8.6.0
	TEI_Test
	R5

	RP-090200
	34.121-1
	1135
	-
	8.5.0
	Rel-8
	Statistical requirements for TC 7.8.5 (Power control in the downlink for F-DPCH)
	approved
	F
	8.6.0
	TEI_Test
	R5

	RP-090203
	34.121-1
	1136
	-
	8.5.0
	Rel-8
	Correction to minimum test time for 9.5.1 and 9.5.1A
	approved
	F
	8.6.0
	TEI7_Test
	R5

	RP-090218
	34.121-1
	1137
	-
	8.5.0
	Rel-8
	Fixed reference channel FRC H-Set 11 for 64QAM + MIMO
	approved
	F
	8.6.0
	RANimp-UEConTest 64QamMimoHsdpa
	R5

	RP-090200
	34.121-1
	1138
	-
	8.5.0
	Rel-8
	Correction to RRM Random Access Procedure testcase 8.4.2.4
	approved
	F
	8.6.0
	TEI_Test
	R5

	RP-090202
	34.121-1
	1139
	-
	8.5.0
	Rel-8
	Correction to RRM E-TFC restriction test cases 8.4.4.1 and 8.4.4.2
	approved
	F
	8.6.0
	TEI6_Test
	R5

	RP-090202
	34.121-1
	1140
	-
	8.5.0
	Rel-8
	Correction to 8.4.4.1 and 8.4.4.2
	approved
	F
	8.6.0
	TEI6_Test
	R5

	RP-090202
	34.121-1
	1141
	-
	8.5.0
	Rel-8
	Correction of table 8.7.1.1.1.5 the reported value requirements for  8.7.1.1.1
	approved
	F
	8.6.0
	TEI6_Test
	R5

	RP-090203
	34.121-1
	1142
	-
	8.5.0
	Rel-8
	Extensions to CQI tests
	approved
	F
	8.6.0
	TEI7_Test
	R5

	RP-090203
	34.121-1
	1143
	-
	8.5.0
	Rel-8
	Correction to minimum requirement table for 9.2.1 and 9.2.4
	approved
	F
	8.6.0
	TEI7_Test
	R5

	RP-090203
	34.121-1
	1144
	-
	8.5.0
	Rel-8
	Introduction of requirements for UE UL power control operation with discontinuous UL DPCCH transmission operation & changes to section 7
	approved
	F
	8.6.0
	TEI7_Test
	R5

	RP-090203
	34.121-1
	1145
	-
	8.5.0
	Rel-8
	Introduction of requirements for UE UL power control operation with discontinuous UL DPCCH transmission operation & changes to Annexes
	approved
	F
	8.6.0
	TEI7_Test
	R5

	RP-090218
	34.121-1
	1146
	-
	8.5.0
	Rel-8
	New TC9.3.7C -- MIMO Dual Stream Fading Conditions & UE categories 19-20
	approved
	F
	8.6.0
	RANimp-UEConTest 64QamMimoHsdpa
	R5

	RP-090218
	34.121-1
	1147
	-
	8.5.0
	Rel-8
	Adding test tolerances and MIMO propagation conditions in the annex for New MIMO test cases
	approved
	F
	8.6.0
	RANimp-UEConTest 64QamMimoHsdpa
	R5

	RP-090202
	34.121-1
	1148
	-
	8.5.0
	Rel-8
	Statistical requirements for TC 9.2.3C
	approved
	F
	8.6.0
	TEI6_Test
	R5

	RP-090201
	34.121-1
	1149
	-
	8.5.0
	Rel-8
	Clarification on compressed mode DL frame type
	approved
	F
	8.6.0
	TEI5_Test
	R5

	RP-090218
	34.121-1
	1150
	-
	8.5.0
	Rel-8
	Mandatory support of enhanced receiver for 64QAM or MIMO capable UEs
	approved
	F
	8.6.0
	RANimp-UEConTest 64QamMimoHsdpa
	R5

	RP-090204
	34.121-2
	0054
	-
	8.5.0
	Rel-8
	Correction to titles of test cases 3 and 4 in TC 7.9.1
	approved
	F
	8.6.0
	TEI7_Test
	R5

	RP-090204
	34.121-2
	0055
	-
	8.5.0
	Rel-8
	Applicability changes to CQI test cases
	approved
	F
	8.6.0
	TEI7_Test
	R5

	RP-090218
	34.121-2
	0056
	-
	8.5.0
	Rel-8
	Add applicability for the new test cases in Section 9.3.7
	approved
	F
	8.6.0
	RANimp-UEConTest 64QamMimoHsdpa
	R5

	RP-090218
	34.121-2
	0057
	-
	8.5.0
	Rel-8
	Applicability changes in 34.121-2 for HSDPA demodulation tests
	approved
	F
	8.6.0
	RANimp-UEConTest 64QamMimoHsdpa
	R5

	RP-090219
	34.122
	0286
	-
	8.0.0
	Rel-8
	Maximum Input Level for HS-PDSCH Reception (1.28TDD 64QAM)
	approved
	F
	8.1.0
	RANimp-UEConTest_64Qam1.28TDD
	R5

	RP-090219
	34.122
	0287
	-
	8.0.0
	Rel-8
	Test requirements for HS-DSCH 64QAM 1.28TDD
	approved
	F
	8.1.0
	RANimp-UEConTest_64Qam1.28TDD
	R5

	RP-090200
	34.122
	0288
	-
	8.0.0
	Rel-8
	Modifying the reference measurement channel and performance requirement of 384kbps for LCR TDD
	approved
	F
	8.1.0
	TEI_Test
	R5

	RP-090200
	34.122
	0289
	-
	8.0.0
	Rel-8
	Adding the additional requirement of Adjacent Channel Selectivity for LCR TDD
	approved
	F
	8.1.0
	TEI_Test
	R5

	RP-090200
	34.122
	0290
	-
	8.0.0
	Rel-8
	Correction Intra/Inter-frequency cell power level of cell re-selection and handover test cases for LCR TDD
	approved
	F
	8.1.0
	TEI_Test
	R5

	RP-090200
	34.122
	0291
	-
	8.0.0
	Rel-8
	Changing the tables of HSDPA reference measurement channels for LCR TDD
	approved
	F
	8.1.0
	TEI_Test
	R5

	RP-090200
	34.122
	0292
	-
	8.0.0
	Rel-8
	Changing the tables of  E-DCH fixed reference channels for LCR TDD
	approved
	F
	8.1.0
	TEI_Test
	R5

	RP-090200
	34.122
	0293
	-
	8.0.0
	Rel-8
	Adding the test parameters of MBMS for LCR TDD
	approved
	F
	8.1.0
	TEI_Test
	R5

	RP-090200
	34.122
	0294
	-
	8.0.0
	Rel-8
	Modifying P-CCPCH RSCP intra frequency relative requirement for LCR TDD
	approved
	F
	8.1.0
	TEI_Test
	R5

	RP-090201
	34.122
	0295
	-
	8.0.0
	Rel-8
	Modifications of Test Parameters for LCR-TDD HSDPA Performance
	approved
	F
	8.1.0
	TEI5_Test
	R5

	RP-090204
	34.122
	0296
	-
	8.0.0
	Rel-8
	Introduction of UE Transmitted Power 
	approved
	F
	8.1.0
	TEI7_Test
	R5

	RP-090204
	34.123-1
	2429
	-
	8.5.0
	Rel-8
	Correction of WI-070 CPC test case 8.2.1.40
	approved
	F
	8.6.0
	TEI7_Test
	R5

	RP-090204
	34.123-1
	2430
	-
	8.5.0
	Rel-8
	Correction of WI-070 CPC test case 8.2.6.61
	approved
	F
	8.6.0
	TEI7_Test
	R5

	RP-090202
	34.123-1
	2431
	-
	8.5.0
	Rel-8
	Correction to testcase 8.5.2.2
	approved
	F
	8.6.0
	TEI6_Test
	R5

	RP-090204
	34.123-1
	2432
	-
	8.5.0
	Rel-8
	Correction to GCF WI-070 test case 8.2.6.57
	approved
	F
	8.6.0
	TEI7_Test
	R5

	RP-090204
	34.123-1
	2433
	-
	8.5.0
	Rel-8
	Corrections to CPC MAC test case 7.1.6.3.4
	approved
	F
	8.6.0
	TEI7_Test
	R5

	RP-090204
	34.123-1
	2434
	-
	8.5.0
	Rel-8
	Correction to CPC MAC test case 7.1.6.2.11
	approved
	F
	8.6.0
	TEI7_Test
	R5

	RP-090204
	34.123-1
	2435
	-
	8.5.0
	Rel-8
	Correction to testcase 8.1.2.19
	approved
	F
	8.6.0
	TEI7_Test
	R5

	RP-090204
	34.123-1
	2436
	1
	8.5.0
	Rel-8
	Correction to CPC testcases  in 8.2.1.x & 8.2.2.x series
	approved
	F
	8.6.0
	TEI7_Test
	R5

	RP-090204
	34.123-1
	2437
	-
	8.5.0
	Rel-8
	Correction to CPC releated testcases in 8.2.6.x series
	approved
	F
	8.6.0
	TEI7_Test
	R5

	RP-090204
	34.123-1
	2438
	-
	8.5.0
	Rel-8
	Correction to CPC testcases 8.3.1.45, 8.3.1.46 & 8.3.4.11.
	approved
	F
	8.6.0
	TEI7_Test
	R5

	RP-090204
	34.123-1
	2439
	-
	8.5.0
	Rel-8
	Update to Coding rate parameters when 64QAM is configured
	approved
	F
	8.6.0
	TEI7_Test
	R5

	RP-090219
	34.123-1
	2440
	-
	8.5.0
	Rel-8
	New HSPA radio bearer test case for 1.28TDD 64QAM
	approved
	F
	8.6.0
	RANimp-UEConTest_64Qam1.28TDD
	R5

	RP-090216
	34.123-1
	2441
	-
	8.5.0
	Rel-8
	Addition 1.28 Mcps TDD contents in 7.2.2a
	approved
	F
	8.6.0
	MBMSE-RANPhysLCRTDD_UEConTest
	R5

	RP-090200
	34.123-1
	2442
	-
	8.5.0
	Rel-8
	Correction to GCF WI 10 RRC test cases 8.2.6.39 and 8.2.6.44
	approved
	F
	8.6.0
	TEI_Test
	R5

	RP-090204
	34.123-1
	2443
	-
	8.5.0
	Rel-8
	Correction to WI-70 Rel-7 CPC RRC testcase 8.3.1.44
	approved
	F
	8.6.0
	TEI7_Test
	R5

	RP-090204
	34.123-1
	2444
	-
	8.5.0
	Rel-8
	Correction to WI-70 Rel-7 CPC RRC testcase 8.3.1.46
	approved
	F
	8.6.0
	TEI7_Test
	R5

	RP-090215
	34.123-1
	2445
	-
	8.5.0
	Rel-8
	Correction to Improved L2 Test Case 7.2.2.15
	approved
	F
	8.6.0
	RANimp-UEConTest_UplinkL2dataRates
	R5

	RP-090215
	34.123-1
	2446
	-
	8.5.0
	Rel-8
	Addition of a New Test Case for Improved L2 UL & Verification of support of MAC-i/is segmentation with correct usage of SS field
	approved
	F
	8.6.0
	RANimp-UEConTest_UplinkL2dataRates
	R5

	RP-090204
	34.123-1
	2447
	-
	8.5.0
	Rel-8
	Correction to the test prose for CS over HSPA RRC test case 8.2.2.58
	approved
	F
	8.6.0
	TEI7_Test
	R5

	RP-090204
	34.123-1
	2448
	-
	8.5.0
	Rel-8
	Correction to generic test procedure 14.1.4.1 to include CS RAB only case
	approved
	F
	8.6.0
	TEI7_Test
	R5

	RP-090212
	34.123-1
	2449
	-
	8.5.0
	Rel-8
	Addition of New Radio Bearer test case for Enhanced CELL_FACH State
	approved
	F
	8.6.0
	RANimp-UEConTest_EnhancedCellFACHState
	R5

	RP-090216
	34.123-1
	2450
	-
	8.5.0
	Rel-8
	Addition 1.28 Mcps TDD contents in 7.1.1.9 and 7.1.1.10
	approved
	F
	8.6.0
	MBMSE-RANPhysLCRTDD_UEConTest
	R5

	RP-090216
	34.123-1
	2451
	-
	8.5.0
	Rel-8
	Addition 1.28 Mcps TDD contents in 7.2.4.3s
	approved
	F
	8.6.0
	MBMSE-RANPhysLCRTDD_UEConTest
	R5

	RP-090212
	34.123-1
	2452
	-
	8.5.0
	Rel-8
	Enhanced CELL_FACH: New Test Case for HARQ retransmissions without ACK/NACK signalling in CELL_FACH/CELL_PCH/URA_PCH
	approved
	F
	8.6.0
	RANimp-UEConTest_EnhancedCellFACHState
	R5

	RP-090200
	34.123-1
	2453
	-
	8.5.0
	Rel-8
	Correction to test cases in clause 12
	approved
	F
	8.6.0
	TEI_Test
	R5

	RP-090215
	34.123-1
	2454
	-
	8.5.0
	Rel-8
	Addition of a New Test Case for Improved L2 UL & MAC-i/is multiplexing (multiple PDUs from different LC in one TTI)
	approved
	F
	8.6.0
	RANimp-UEConTest_UplinkL2dataRates
	R5

	RP-090215
	34.123-1
	2455
	-
	8.5.0
	Rel-8
	Errors in the ICM procedure
	approved
	F
	8.6.0
	RANimp-UEConTest_UplinkL2dataRates
	R5

	RP-090204
	34.123-1
	2456
	-
	8.5.0
	Rel-8
	Correction to generic test procedure for Enhanced L2 DL MAC-ehs transport block size selection test cases
	approved
	F
	8.6.0
	TEI7_Test
	R5

	RP-090204
	34.123-1
	2457
	-
	8.5.0
	Rel-8
	Correction to GCF WI 68 MAC-ehs testcase 7.1.5a.4
	approved
	F
	8.6.0
	TEI7_Test
	R5

	RP-090204
	34.123-1
	2458
	-
	8.5.0
	Rel-8
	A correction for  the test requirement of 9.4.2.4 Location updating / rejected / roaming not allowed in this location area
	approved
	F
	8.6.0
	TEI7_Test
	R5

	RP-090204
	34.123-1
	2459
	-
	8.5.0
	Rel-8
	A correction for test requirement of 9.4.4 Location updating / release / expiry of T3240
	approved
	F
	8.6.0
	TEI7_Test
	R5

	RP-090204
	34.123-1
	2460
	-
	8.5.0
	Rel-8
	Editorial correction for  11.1.1.1 Attach initiated by context activation/QoS Offered by Network is the QoS Requested
	approved
	F
	8.6.0
	TEI7_Test
	R5

	RP-090205
	34.123-1
	2461
	-
	8.5.0
	Rel-8
	Editorial correction for 11.1.1.1a Attach initiated by context activation/QoS Offered by Network is the QoS Requested/Correct handling of QoS extensions for rates above 8640 kbps
	approved
	F
	8.6.0
	TEI7_Test
	R5

	RP-090277
	34.123-1
	2462
	-
	8.5.0
	Rel-8
	Correction to GCF Rel7 CPC test case 8.2.2.54
	approved
	F
	8.6.0
	TEI8_Test
	R5

	RP-090205
	34.123-1
	2463
	-
	8.5.0
	Rel-8
	Correction for 12.2.1.5a PS attach / rejected / roaming not allowed in this location area
	approved
	F
	8.6.0
	TEI7_Test
	R5

	RP-090205
	34.123-1
	2464
	-
	8.5.0
	Rel-8
	A correction for 12.2.2.1 Combined PS attach / PS and non-PS attach accepted
	approved
	F
	8.6.0
	TEI7_Test
	R5

	RP-090205
	34.123-1
	2465
	-
	8.5.0
	Rel-8
	Correction to Enhanced L2 DL radio bearer test cases
	approved
	F
	8.6.0
	TEI7_Test
	R5

	RP-090205
	34.123-1
	2466
	-
	8.5.0
	Rel-8
	Correction to RAB test case 14.7.9 and 14.7.10
	approved
	F
	8.6.0
	TEI7_Test
	R5

	RP-090205
	34.123-1
	2467
	-
	8.5.0
	Rel-8
	Correction to TB test points for enhanced Layer 2
	approved
	F
	8.6.0
	TEI7_Test
	R5

	RP-090217
	34.123-1
	2468
	-
	8.5.0
	Rel-8
	MBMS PTM Session Reconfiguration - Change of Activated Service / MBSFN mode
	approved
	F
	8.6.0
	MBMSE-UEConTest_RANPhysFDD
	R5

	RP-090217
	34.123-1
	2469
	-
	8.5.0
	Rel-8
	MBSFN Session Reconfiguration / Change of MBSFN Cluster frequency on notification via MCCH
	approved
	F
	8.6.0
	MBMSE-UEConTest_RANPhysFDD
	R5

	RP-090201
	34.123-2
	0410
	-
	8.5.0
	Rel-8
	Correction of applicability for test case 12.4.2.11
	approved
	F
	8.6.0
	TEI5_Test
	R5

	RP-090200
	34.123-2
	0411
	-
	8.5.0
	Rel-8
	Editorial corrections to some applicability conditions
	approved
	F
	8.6.0
	TEI_Test
	R5

	RP-090215
	34.123-2
	0412
	-
	8.5.0
	Rel-8
	Applicability of new Improved L2 UL RLC test cases
	approved
	F
	8.6.0
	RANimp-UEConTest_UplinkL2dataRates
	R5

	RP-090212
	34.123-2
	0413
	-
	8.5.0
	Rel-8
	Applicability for new test case for HARQ retransmissions without ACK/NACK signalling in CELL_FACH/CELL_PCH/URA_PCH
	approved
	F
	8.6.0
	RANimp-UEConTest_EnhancedCellFACHState
	R5

	RP-090212
	34.123-2
	0414
	-
	8.5.0
	Rel-8
	Applicability for new HS-DSCH in CELL_FACH test case
	approved
	F
	8.6.0
	RANimp-UEConTest_EnhancedCellFACHState
	R5

	RP-090205
	34.123-3
	2514
	-
	8.0.0
	Rel-8
	Update of  TS 34.123-3 from Rel-7 to Rel-8
	approved
	F
	8.1.0
	TEI7_Test
	R5

	RP-090211
	34.123-3
	2604
	-
	8.0.0
	Rel-8
	CR to 34.123-3: Add new verified and e-mail agreed TTCN test cases in the TC lists in 34.123-3 (prose), Annex A
	approved
	F
	8.1.0
	TEI8_Test
	R5

	RP-090205
	34.123-3
	2605
	-
	8.0.0
	Rel-8
	Cleanup USIM parameters for Idle mode test
	approved
	F
	8.1.0
	TEI7_Test
	R5

	RP-090205
	34.123-3
	2606
	-
	8.0.0
	Rel-8
	Correction of frequencies used in 6.1.1.14
	approved
	F
	8.1.0
	TEI7_Test
	R5

	RP-090205
	34.123-3
	2607
	-
	8.0.0
	Rel-8
	IMS test case 8.9 / Supported Header and expire rule during de-registration
	approved
	F
	8.1.0
	TEI7_Test
	R5

	RP-090277
	34.123-3
	2608
	-
	8.0.0
	Rel-8
	Test model enhancement for CS Voice over HSPA and Enhanced FACH
	approved
	F
	8.1.0
	TEI8_Test
	R5

	RP-090197
	34.124
	0032
	-
	8.2.0
	Rel-8
	Introduction of band 1880MHz for 34.124
	approved
	F
	8.3.0
	LTE-RF
	R4

	RP-090205
	34.171
	0016
	-
	8.0.0
	Rel-8
	Update of  TS 34.171 from Rel-7 to Rel-8
	approved
	F
	8.1.0
	TEI7_Test
	R5

	RP-090205
	34.229-1
	0175
	-
	8.0.0
	Rel-8
	Update of  TS 34.229-1 from Rel-7 to Rel-8
	approved
	F
	8.1.0
	TEI7_Test
	R5

	RP-090213
	34.229-1
	0176
	-
	8.0.0
	Rel-8
	Addition of new MTSI test case for Terminating Identification Presentation
	approved
	F
	8.1.0
	MTSI-UEConfTest
	R5

	RP-090213
	34.229-1
	0177
	-
	8.0.0
	Rel-8
	Addition of new MTSI test case for Terminating Identification Restriction
	approved
	F
	8.1.0
	MTSI-UEConfTest
	R5

	RP-090213
	34.229-1
	0178
	-
	8.0.0
	Rel-8
	Updates to MTSI TCs 12.12 and 17.1 for MO speech and video
	approved
	F
	8.1.0
	MTSI-UEConfTest
	R5

	RP-090213
	34.229-1
	0179
	-
	8.0.0
	Rel-8
	New MTSI test case 15.19 for inviting user to conference via conference focus
	approved
	F
	8.1.0
	MTSI-UEConfTest
	R5

	RP-090213
	34.229-1
	0180
	-
	8.0.0
	Rel-8
	New MTSI test case 15.9 Communication Forwarding on Busy
	approved
	F
	8.1.0
	MTSI-UEConfTest
	R5

	RP-090213
	34.229-1
	0181
	-
	8.0.0
	Rel-8
	New MTSI test case 15.10 Communication Forwarding not logged in
	approved
	F
	8.1.0
	MTSI-UEConfTest
	R5

	RP-090213
	34.229-1
	0182
	-
	8.0.0
	Rel-8
	New MTSI test case 15.15 Subscription to the MWI event package
	approved
	F
	8.1.0
	MTSI-UEConfTest
	R5

	RP-090213
	34.229-1
	0183
	-
	8.0.0
	Rel-8
	New MTSI test case 17.5 MO Speech, add text
	approved
	F
	8.1.0
	 MTSI-UEConfTest
	R5

	RP-090213
	34.229-1
	0184
	-
	8.0.0
	Rel-8
	Harmonizing the requirements within MTSI XCAP test cases
	approved
	F
	8.1.0
	MTSI-UEConfTest
	R5

	RP-090213
	34.229-1
	0185
	-
	8.0.0
	Rel-8
	Add annex MTSI MT speech call, SS resources available
	approved
	F
	8.1.0
	MTSI-UEConfTest
	R5

	RP-090213
	34.229-1
	0186
	-
	8.0.0
	Rel-8
	New MTSI test case 16.11
	approved
	F
	8.1.0
	MTSI-UEConfTest
	R5

	RP-090213
	34.229-1
	0187
	-
	8.0.0
	Rel-8
	New MTSI test case 16.12
	approved
	F
	8.1.0
	MTSI-UEConfTest
	R5

	RP-090213
	34.229-1
	0188
	-
	8.0.0
	Rel-8
	Remove video only based codec selection test cases
	approved
	F
	8.1.0
	MTSI-UEConfTest
	R5

	RP-090213
	34.229-1
	0189
	-
	8.0.0
	Rel-8
	Update MTSI test case 17.2
	approved
	F
	8.1.0
	MTSI-UEConfTest
	R5

	RP-090213
	34.229-1
	0190
	-
	8.0.0
	Rel-8
	Update MTSI test case 17.6
	approved
	F
	8.1.0
	MTSI-UEConfTest
	R5

	RP-090213
	34.229-1
	0191
	-
	8.0.0
	Rel-8
	Update MTSI test case 17.18
	approved
	F
	8.1.0
	MTSI-UEConfTest
	R5

	RP-090213
	34.229-1
	0192
	-
	8.0.0
	Rel-8
	Add annex MTSI MO text call
	approved
	F
	8.1.0
	MTSI-UEConfTest
	R5

	RP-090213
	34.229-1
	0193
	-
	8.0.0
	Rel-8
	Update MTSI test case 12.16
	approved
	F
	8.1.0
	MTSI-UEConfTest
	R5

	RP-090213
	34.229-1
	0194
	-
	8.0.0
	Rel-8
	New MTSI test case 17.17
	approved
	F
	8.1.0
	MTSI-UEConfTest
	R5

	RP-090213
	34.229-1
	0195
	-
	8.0.0
	Rel-8
	Update annex C.11 MTSI MT speech call
	approved
	F
	8.1.0
	MTSI-UEConfTest
	R5

	RP-090214
	34.229-1
	0196
	-
	8.0.0
	Rel-8
	Update annex C.13 MTSI MT text call
	approved
	F
	8.1.0
	MTSI-UEConfTest
	R5

	RP-090214
	34.229-1
	0197
	-
	8.0.0
	Rel-8
	Update MTSI test case 12.13
	approved
	F
	8.1.0
	MTSI-UEConfTest
	R5

	RP-090214
	34.229-1
	0198
	-
	8.0.0
	Rel-8
	Update MTSI test case 12.17
	approved
	F
	8.1.0
	MTSI-UEConfTest
	R5

	RP-090214
	34.229-1
	0199
	-
	8.0.0
	Rel-8
	New MTSI test case 16.13
	approved
	F
	8.1.0
	MTSI-UEConfTest
	R5

	RP-090214
	34.229-1
	0200
	-
	8.0.0
	Rel-8
	Remove non MTSI related call setup test cases (2nd)
	approved
	F
	8.1.0
	MTSI-UEConfTest
	R5

	RP-090214
	34.229-1
	0201
	-
	8.0.0
	Rel-8
	Remove MTSI test case 17.8
	approved
	F
	8.1.0
	MTSI-UEConfTest
	R5

	RP-090205
	34.229-2
	0046
	-
	8.0.0
	Rel-8
	Update of  TS 34.229-2 from Rel-7 to Rel-8
	approved
	F
	8.1.0
	TEI7_Test
	R5

	RP-090213
	34.229-2
	0047
	-
	8.0.0
	Rel-8
	Applicability statements of new MTSI test cases
	approved
	F
	8.1.0
	 MTSI-UEConfTest
	R5

	RP-090214
	34.229-2
	0048
	-
	8.0.0
	Rel-8
	Applicability statements of new MTSI test cases
	approved
	F
	8.1.0
	MTSI-UEConfTest
	R5

	RP-090214
	34.229-2
	0049
	-
	8.0.0
	Rel-8
	Remove applicabilities for non MTSI related call setup test cases (2nd)
	approved
	F
	8.1.0
	MTSI-UEConfTest
	R5

	RP-090214
	34.229-2
	0050
	-
	8.0.0
	Rel-8
	Add applicabilities for new clause 16 test cases
	approved
	F
	8.1.0
	MTSI-UEConfTest
	R5

	RP-090214
	34.229-2
	0051
	-
	8.0.0
	Rel-8
	Remove applicabilities for removed clause 16 test cases
	approved
	F
	8.1.0
	MTSI-UEConfTest
	R5

	RP-090214
	34.229-2
	0052
	-
	8.0.0
	Rel-8
	Add applicability for new clause 17 test case
	approved
	F
	8.1.0
	MTSI-UEConfTest
	R5

	RP-090205
	34.229-3
	0041
	-
	8.0.0
	Rel-8
	Update of  TS 34.229-3 from Rel-7 to Rel-8
	approved
	F
	8.1.0
	TEI7_Test
	R5

	RP-090203
	34.229-3
	0047
	-
	8.0.0
	Rel-8
	IMS CC test model / Addition of new ASP to reconfigure IP Layer
	approved
	F
	8.1.0
	TEI7_Test
	R5

	RP-090201
	34.229-3
	0048
	-
	8.0.0
	Rel-8
	Removal of an unused pixit and other routine updates
	approved
	F
	8.1.0
	TEI5_Test
	R5

	SP-090140
	35.215
	0001
	-
	8.0.0
	Rel-8
	Improvement to sample C code, and removal of apparent keystream length limit
	approved
	F
	8.1.0
	AlgUEA2
	S3

	RP-090170
	36.101
	0107
	-
	8.4.0
	Rel-8
	Corrections of references (References to tables and figures)
	approved
	F
	8.5.0
	LTE-RF
	R4

	RP-090170
	36.101
	0108
	-
	8.4.0
	Rel-8
	Removal of [ ] from Transmitter Intermodulation 
	approved
	F
	8.5.0
	LTE-RF
	R4

	RP-090172
	36.101
	0109
	-
	8.4.0
	Rel-8
	AWGN level for UE DL demodulation performance tests
	approved
	F
	8.5.0
	LTE-RF
	R4

	RP-090268
	36.101
	0110
	-
	8.4.0
	Rel-8
	Correction of UL Reference Measurement Channels 
	reissued
	F
	
	LTE-RF
	R4

	RP-090174
	36.101
	0110
	-
	8.4.0
	Rel-8
	Correction of UL Reference Measurement Channels 
	reissued
	F
	
	LTE-RF
	R4

	RP-090369
	36.101
	0110
	-
	8.4.0
	Rel-8
	Correction of UL Reference Measurement Channels 
	approved
	F
	8.5.0
	LTE-RF
	R4

	RP-090369
	36.101
	0111
	-
	8.4.0
	Rel-8
	Reference Measurement Channel for TDD
	approved
	F
	8.5.0
	LTE-RF
	R4

	RP-090174
	36.101
	0111
	-
	8.4.0
	Rel-8
	Reference Measurement Channel for TDD
	reissued
	F
	
	LTE-RF
	R4

	RP-090268
	36.101
	0111
	-
	8.4.0
	Rel-8
	Reference Measurement Channel for TDD
	reissued
	F
	
	LTE-RF
	R4

	RP-090171
	36.101
	0113
	-
	8.4.0
	Rel-8
	CR In-band blocking
	approved
	F
	8.5.0
	LTE-RF
	R4

	RP-090174
	36.101
	0114
	-
	8.4.0
	Rel-8
	Addition of MIMO (4x4, medium) Correlation Matrix
	reissued
	F
	
	LTE-RF
	R4

	RP-090369
	36.101
	0114
	-
	8.4.0
	Rel-8
	Addition of MIMO (4x4, medium) Correlation Matrix
	approved
	F
	8.5.0
	LTE-RF
	R4

	RP-090268
	36.101
	0114
	-
	8.4.0
	Rel-8
	Addition of MIMO (4x4, medium) Correlation Matrix
	reissued
	F
	
	LTE-RF
	R4

	RP-090170
	36.101
	0115
	-
	8.4.0
	Rel-8
	E-UTRA ACLR for below 5 MHz bandwidths
	approved
	F
	8.5.0
	LTE-RF
	R4

	RP-090170
	36.101
	0116
	-
	8.4.0
	Rel-8
	Clarification of PHS band including the future plan in 36.101
	approved
	F
	8.5.0
	LTE-RF
	R4

	RP-090170
	36.101
	0119
	1
	8.4.0
	Rel-8
	Spectrum emission masks for 1.4 MHz and 3 MHz bandwidhts
	approved
	F
	8.5.0
	LTE-RF
	R4

	RP-090170
	36.101
	0120
	-
	8.4.0
	Rel-8
	Remove Out-of-synchronization handling of output power
	approved
	F
	8.5.0
	LTE-RF
	R4

	RP-090268
	36.101
	0121
	-
	8.4.0
	Rel-8
	Correction of 36.101 DL RMC table notes
	reissued
	F
	
	LTE-RF
	R4

	RP-090174
	36.101
	0121
	-
	8.4.0
	Rel-8
	Correction of 36.101 DL RMC table notes
	reissued
	F
	
	LTE-RF
	R4

	RP-090369
	36.101
	0121
	-
	8.4.0
	Rel-8
	Correction of 36.101 DL RMC table notes
	approved
	F
	8.5.0
	LTE-RF
	R4

	RP-090172
	36.101
	0124
	-
	8.4.0
	Rel-8
	Update of Clause 8: additional test cases
	approved
	F
	8.5.0
	LTE-RF
	R4

	RP-090268
	36.101
	0125
	3
	8.4.0
	Rel-8
	Update of Clause 9
	reissued
	F
	
	LTE-RF
	R4

	RP-090174
	36.101
	0125
	3
	8.4.0
	Rel-8
	Update of Clause 9
	reissued
	F
	
	LTE-RF
	R4

	RP-090369
	36.101
	0125
	3
	8.4.0
	Rel-8
	Update of Clause 9
	approved
	F
	8.5.0
	LTE-RF
	R4

	RP-090170
	36.101
	0126
	2
	8.4.0
	Rel-8
	UE uplink power controll
	approved
	F
	8.5.0
	LTE-RF
	R4

	RP-090171
	36.101
	0127
	1
	8.4.0
	Rel-8
	In-Band blocking requirement for band 17
	approved
	F
	8.5.0
	LTE-RF
	R4

	RP-090170
	36.101
	0128
	-
	8.4.0
	Rel-8
	CR Transmission BW Configuration
	approved
	F
	8.5.0
	LTE-RF
	R4

	RP-090170
	36.101
	0130
	-
	8.4.0
	Rel-8
	CR Spectrum flatness
	approved
	F
	8.5.0
	LTE-RF
	R4

	RP-090170
	36.101
	0132
	2
	8.4.0
	Rel-8
	CR PUCCH EVM
	approved
	F
	8.5.0
	LTE-RF
	R4

	RP-090170
	36.101
	0134
	-
	8.4.0
	Rel-8
	CR UL DM-RS EVM
	approved
	F
	8.5.0
	LTE-RF
	R4

	RP-090171
	36.101
	0137
	1
	8.4.0
	Rel-8
	CR Wide band intermodulation
	approved
	F
	8.5.0
	LTE-RF
	R4

	RP-090268
	36.101
	0138
	1
	8.4.0
	Rel-8
	Clarification on OCNG
	reissued
	F
	
	LTE-RF
	R4

	RP-090369
	36.101
	0138
	1
	8.4.0
	Rel-8
	Clarification on OCNG
	approved
	F
	8.5.0
	LTE-RF
	R4

	RP-090174
	36.101
	0138
	1
	8.4.0
	Rel-8
	Clarification on OCNG
	reissued
	F
	
	RAN-Evo
	R4

	RP-090172
	36.101
	0139
	1
	8.4.0
	Rel-8
	Performance requirement structure for TDD PDSCH
	approved
	F
	8.5.0
	LTE-RF
	R4

	RP-090170
	36.101
	0140
	-
	8.4.0
	Rel-8
	Removal of ACLR2bis requirements
	approved
	F
	8.5.0
	LTE-RF
	R4

	RP-090171
	36.101
	0141
	-
	8.4.0
	Rel-8
	Correction of reference sensitivity power level of Band 9
	approved
	F
	8.5.0
	LTE-RF
	R4

	RP-090172
	36.101
	0142
	1
	8.4.0
	Rel-8
	Performance requirements and reference measurement channels for TDD PDSCH demodulation with UE-specific reference symbols
	approved
	F
	8.5.0
	LTE-RF
	R4

	RP-090172
	36.101
	0145
	-
	8.4.0
	Rel-8
	CR Number of information bits in DwPTS
	approved
	F
	8.5.0
	LTE-RF
	R4

	RP-090170
	36.101
	0156
	2
	8.4.0
	Rel-8
	A-MPR table for NS_07
	approved
	F
	8.5.0
	LTE-RF
	R4

	RP-090172
	36.101
	0160
	1
	8.4.0
	Rel-8
	CR MBSFN-Unicast demodulation test case
	approved
	F
	8.5.0
	LTE-RF
	R4

	RP-090174
	36.101
	0161
	-
	8.4.0
	Rel-8
	CQI reference measurement channels
	reissued
	F
	
	LTE-RF
	R4

	RP-090369
	36.101
	0161
	-
	8.4.0
	Rel-8
	CQI reference measurement channels
	approved
	F
	8.5.0
	LTE-RF
	R4

	RP-090268
	36.101
	0161
	-
	8.4.0
	Rel-8
	CQI reference measurement channels
	reissued
	F
	
	LTE-RF
	R4

	RP-090173
	36.101
	0162
	-
	8.4.0
	Rel-8
	Clarification of EARFCN for 36.101
	approved
	F
	8.5.0
	LTE-RF
	R4

	RP-090172
	36.101
	0163
	1
	8.4.0
	Rel-8
	MBSFN-Unicast demodulation test case for TDD
	approved
	F
	8.5.0
	LTE-RF
	R4

	RP-090369
	36.101
	0164
	-
	8.4.0
	Rel-8
	PUCCH 1-1 Static Test Case
	approved
	F
	8.5.0
	LTE-RF
	R4

	RP-090268
	36.101
	0164
	-
	8.4.0
	Rel-8
	PUCCH 1-1 Static Test Case
	reissued
	F
	
	LTE-RF
	R4

	RP-090174
	36.101
	0164
	-
	8.4.0
	Rel-8
	PUCCH 1-1 Static Test Case
	reissued
	F
	
	LTE-RF
	R4

	RP-090176
	36.104
	0045
	-
	8.4.0
	Rel-8
	Correction to additional requirements for operating band unwanted emissions
	approved
	F
	8.5.0
	LTE-RF
	R4

	RP-090177
	36.104
	0046
	-
	8.4.0
	Rel-8
	Modifications on UL timing adjustment test case
	approved
	F
	8.5.0
	LTE-RF
	R4

	RP-090177
	36.104
	0047
	-
	8.4.0
	Rel-8
	Modifications on PUSCH high speed train test case 
	approved
	F
	8.5.0
	LTE-RF
	R4

	RP-090176
	36.104
	0048
	-
	8.4.0
	Rel-8
	Clarification of PHS band including the future plan in 36.104
	approved
	F
	8.5.0
	LTE-RF
	R4

	RP-090176
	36.104
	0049
	-
	8.4.0
	Rel-8
	Unsynchronized TDD coexistence requirements
	approved
	F
	8.5.0
	LTE-RF
	R4

	RP-090177
	36.104
	0050
	-
	8.4.0
	Rel-8
	Clarification of the BS performance test  w.r.t PUCCH ACK/NACK Repetition configuration
	approved
	F
	8.5.0
	LTE-RF
	R4

	RP-090177
	36.104
	0052
	-
	8.4.0
	Rel-8
	PUSCH ACK/NAK simulation assumptions finalization for simulations with implementation margins
	approved
	F
	8.5.0
	LTE-RF
	R4

	RP-090173
	36.104
	0053
	1
	8.4.0
	Rel-8
	EARFCN clarification
	approved
	F
	8.5.0
	LTE-RF
	R4

	RP-090176
	36.104
	0054
	-
	8.4.0
	Rel-8
	CR Transmitter transient period
	approved
	F
	8.5.0
	LTE-RF
	R4

	RP-090176
	36.104
	0056
	1
	8.4.0
	Rel-8
	CR ACS frequency offset
	approved
	F
	8.5.0
	LTE-RF
	R4

	RP-090176
	36.104
	0057
	-
	8.4.0
	Rel-8
	Correction to unwanted emission limit for 3MHz(E-UTRA bands < 1GHz) for Category A
	approved
	F
	8.5.0
	LTE-RF
	R4

	RP-090177
	36.104
	0059
	-
	8.4.0
	Rel-8
	HARQ-ACK multiplexed on PUSCH performance requirement results
	approved
	F
	8.5.0
	LTE-RF
	R4

	RP-090175
	36.104
	0060
	1
	8.4.0
	Rel-8
	Regional requirement on maximum rated power for Band 34
	approved
	F
	8.5.0
	LTE-RF
	R4

	RP-090191
	36.106
	0001
	-
	8.0.0
	Rel-8
	Alignment with 36.143 conformance testing 
	approved
	F
	8.1.0
	LTE-Repeaters
	R4

	RP-090191
	36.106
	0002
	-
	8.0.0
	Rel-8
	Clarification of PHS band including the future plan in 36.106
	approved
	F
	8.1.0
	LTE-RF
	R4

	RP-090191
	36.106
	0003
	1
	8.0.0
	Rel-8
	Introduction of EVM
	approved
	F
	8.1.0
	LTE-Repeaters
	R4

	RP-090191
	36.106
	0005
	-
	8.0.0
	Rel-8
	Clarification of EARFCN for 36.106
	approved
	F
	8.1.0
	LTE-Repeaters
	R4

	RP-090183
	36.133
	0089
	-
	8.4.0
	Rel-8
	Modification on measurements of UTRAN TDD cells
	approved
	F
	8.5.0
	LTE-RF
	R4

	RP-090186
	36.133
	0090
	-
	8.4.0
	Rel-8
	Correction of section 8.1.2.2.2.2 in TS36.133
	approved
	F
	8.5.0
	LTE-RF
	R4

	RP-090183
	36.133
	0091
	-
	8.4.0
	Rel-8
	Clarification of the correct behavior when Treselection is not a multiple of idle mode reselection evaluation period
	approved
	F
	8.5.0
	LTE-RF
	R4

	RP-090185
	36.133
	0092
	2
	8.4.0
	Rel-8
	CR Cell phase synchronization accuracy
	approved
	F
	8.5.0
	LTE-RF
	R4

	RP-090186
	36.133
	0093
	-
	8.4.0
	Rel-8
	cdma2000 1xRTT and HRPD Measurement Requirements
	approved
	F
	8.5.0
	LTE-RF
	R4

	RP-090186
	36.133
	0094
	-
	8.4.0
	Rel-8
	Event Triggered Periodic Reporting Requirements for IRAT Measurements
	approved
	F
	8.5.0
	LTE-RF
	R4

	RP-090186
	36.133
	0095
	-
	8.4.0
	Rel-8
	Measurement Reporting Requirements for E-UTRAN TDD  UTRAN TDD Measurements
	approved
	F
	8.5.0
	LTE-RF
	R4

	RP-090187
	36.133
	0096
	-
	8.4.0
	Rel-8
	Correction to Intra-frequency RSRP Accuracy Requirements
	approved
	F
	8.5.0
	LTE-RF
	R4

	RP-090185
	36.133
	0097
	-
	8.4.0
	Rel-8
	Radio link monitoring in DRX
	approved
	F
	8.5.0
	LTE-RF
	R4

	RP-090183
	36.133
	0098
	-
	8.4.0
	Rel-8
	Clarification of out of servicearea concept
	approved
	F
	8.5.0
	LTE-RF
	R4

	RP-090186
	36.133
	0099
	1
	8.4.0
	Rel-8
	Clarification of UE behavior when GAP is used
	approved
	F
	8.5.0
	LTE-RF
	R4

	RP-090186
	36.133
	0100
	-
	8.4.0
	Rel-8
	E-UTRA to UTRA cell search requirements in DRX for SON
	approved
	F
	8.5.0
	LTE-RF
	R4

	RP-090182
	36.133
	0101
	-
	8.4.0
	Rel-8
	Correction of A3-offset parameter in RRM test case
	approved
	F
	8.5.0
	LTE-RF
	R4

	RP-090269
	36.133
	0103
	1
	8.4.0
	Rel-8
	E-UTRAN -GSM Handover Test Case
	reissued
	F
	
	LTE-RF
	R4

	RP-090188
	36.133
	0103
	1
	8.4.0
	Rel-8
	E-UTRA FDD to GSM Handover Test Case 
	reissued
	F
	
	LTE-RF
	R4

	RP-090370
	36.133
	0103
	1
	8.4.0
	Rel-8
	E-UTRA FDD to GSM Handover Test Case 
	approved
	F
	8.5.0
	LTE-RF
	R4

	RP-090370
	36.133
	0104
	1
	8.4.0
	Rel-8
	E-UTRA FDD- UTRA TDD cell search test case in fading
	approved
	F
	8.5.0
	LTE-RF
	R4

	RP-090188
	36.133
	0104
	1
	8.4.0
	Rel-8
	E-UTRA FDD- UTRA TDD cell search test case in fading
	reissued
	F
	
	LTE-RF
	R4

	RP-090269
	36.133
	0104
	1
	8.4.0
	Rel-8
	E-UTRAN FDD - UTRAN TDD Cell Search Test Cases in Fading
	reissued
	F
	
	LTE-RF
	R4

	RP-090182
	36.133
	0105
	-
	8.4.0
	Rel-8
	Some Editorial Corrections
	approved
	F
	8.5.0
	LTE-RF
	R4

	RP-090269
	36.133
	0106
	1
	8.4.0
	Rel-8
	E-UTRA FDD to UTRA FDD Handover Test Case
	reissued
	F
	
	LTE-RF
	R4

	RP-090370
	36.133
	0106
	1
	8.4.0
	Rel-8
	E-UTRA FDD to UTRA FDD Handover Test Case
	approved
	F
	8.5.0
	LTE-RF
	R4

	RP-090188
	36.133
	0106
	1
	8.4.0
	Rel-8
	E-UTRA FDD to UTRA FDD Handover Test Case
	reissued
	F
	
	LTE-RF
	R4

	RP-090188
	36.133
	0107
	1
	8.4.0
	Rel-8
	Correction of E-UTRA FDD-FDD Intra-frequency cell reselection test case
	reissued
	F
	
	LTE-RF
	R4

	RP-090370
	36.133
	0107
	1
	8.4.0
	Rel-8
	Correction of E-UTRA FDD-FDD Intra-frequency cell reselection test case
	approved
	F
	8.5.0
	LTE-RF
	R4

	RP-090269
	36.133
	0107
	1
	8.4.0
	Rel-8
	Correction of E-UTRA FDD-FDD Intra-frequency cell reselection test case
	reissued
	F
	
	LTE-RF
	R4

	RP-090370
	36.133
	0108
	1
	8.4.0
	Rel-8
	Correction of E-UTRA FDD-FDD priority based Inter-frequency cell reselection test case
	approved
	F
	8.5.0
	LTE-RF
	R4

	RP-090188
	36.133
	0108
	1
	8.4.0
	Rel-8
	Correction of E-UTRA FDD-FDD priority based Inter-frequency cell reselection test case
	reissued
	F
	
	LTE-RF
	R4

	RP-090269
	36.133
	0108
	1
	8.4.0
	Rel-8
	Correction of E-UTRA FDD-FDD priority based Inter-frequency cell reselection test case
	reissued
	F
	
	LTE-RF
	R4

	RP-090188
	36.133
	0109
	2
	8.4.0
	Rel-8
	UTRA FDD-E-UTRA FDD cell reselection test case when E-UTRA is of lower priority
	reissued
	F
	
	LTE-RF
	R4

	RP-090186
	36.133
	0110
	1
	8.4.0
	Rel-8
	GSM Cell Search Results for parallel monitoring
	approved
	F
	8.5.0
	LTE-RF
	R4

	RP-090188
	36.133
	0111
	-
	8.4.0
	Rel-8
	E-UTRAN TDD - UTRAN FDD Handover Test Case
	reissued
	F
	
	LTE-RF
	R4

	RP-090370
	36.133
	0111
	-
	8.4.0
	Rel-8
	E-UTRAN TDD - UTRAN FDD Handover Test Case
	approved
	F
	8.5.0
	LTE-RF
	R4

	RP-090269
	36.133
	0111
	-
	8.4.0
	Rel-8
	E-UTRAN TDD - UTRAN FDD Handover Test Case
	reissued
	F
	
	LTE-RF
	R4

	RP-090370
	36.133
	0112
	1
	8.4.0
	Rel-8
	E-UTRAN FDD - GSM Cell Search with BSIC Verification Test Case in AWGN
	approved
	F
	8.5.0
	LTE-RF
	R4

	RP-090269
	36.133
	0112
	1
	8.4.0
	Rel-8
	E-UTRAN FDD - GSM Cell Search Test Case in AWGN
	reissued
	F
	
	LTE-RF
	R4

	RP-090188
	36.133
	0112
	1
	8.4.0
	Rel-8
	E-UTRAN FDD - GSM Cell Search with BSIC Verification Test Case in AWGN
	reissued
	F
	
	LTE-RF
	R4

	RP-090370
	36.133
	0113
	-
	8.4.0
	Rel-8
	E-UTRAN - UTRAN FDD Cell Search Test Cases in Fading
	approved
	F
	8.5.0
	LTE-RF
	R4

	RP-090269
	36.133
	0113
	-
	8.4.0
	Rel-8
	E-UTRAN - UTRAN FDD Cell Search Test Cases in Fading
	reissued
	F
	
	LTE-RF
	R4

	RP-090188
	36.133
	0113
	-
	8.4.0
	Rel-8
	E-UTRAN - UTRAN FDD Cell Search Test Cases in Fading
	reissued
	F
	
	LTE-RF
	R4

	RP-090188
	36.133
	0114
	1
	8.4.0
	Rel-8
	E-UTRAN UE Timing Accuracy Related Test Cases
	reissued
	F
	
	LTE-RF
	R4

	RP-090269
	36.133
	0114
	1
	8.4.0
	Rel-8
	E-UTRAN UE Timing Accuracy Related Test Cases
	reissued
	F
	
	LTE-RF
	R4

	RP-090370
	36.133
	0114
	1
	8.4.0
	Rel-8
	E-UTRAN UE Timing Accuracy Related Test Cases
	approved
	F
	8.5.0
	LTE-RF
	R4

	RP-090370
	36.133
	0115
	1
	8.4.0
	Rel-8
	Inclusion of MBSFN Configurations for RRM Test Cases
	approved
	F
	8.5.0
	LTE-RF
	R4

	RP-090188
	36.133
	0115
	1
	8.4.0
	Rel-8
	Inclusion of MBSFN Configurations for RRM Test Cases
	reissued
	F
	
	LTE-RF
	R4

	RP-090269
	36.133
	0115
	1
	8.4.0
	Rel-8
	Inclusion of MBSFN Configurations for RRM Test Cases
	reissued
	F
	
	LTE-RF
	R4

	RP-090269
	36.133
	0116
	-
	8.4.0
	Rel-8
	E-UTRAN FDD  HRPD Cell Reselection Test Case; HRPD of Low Priority
	reissued
	F
	
	LTE-RF
	R4

	RP-090370
	36.133
	0116
	-
	8.4.0
	Rel-8
	E-UTRAN FDD  HRPD Cell Reselection Test Case; HRPD of Low Priority
	approved
	F
	8.5.0
	LTE-RF
	R4

	RP-090188
	36.133
	0116
	-
	8.4.0
	Rel-8
	E-UTRAN FDD  HRPD Cell Reselection Test Case; HRPD of Low Priority
	reissued
	F
	
	LTE-RF
	R4

	RP-090186
	36.133
	0117
	-
	8.4.0
	Rel-8
	Alignment of terminology for GAP
	approved
	D
	8.5.0
	LTE-RF
	R4

	RP-090185
	36.133
	0120
	1
	8.4.0
	Rel-8
	CR UE transmit timing
	approved
	F
	8.5.0
	LTE-RF
	R4

	RP-090183
	36.133
	0121
	1
	8.4.0
	Rel-8
	CR Radio link monitoring
	approved
	F
	8.5.0
	LTE-RF
	R4

	RP-090370
	36.133
	0122
	1
	8.4.0
	Rel-8
	Clarification on Annex A.9: Measurement performance requirements
	approved
	F
	8.5.0
	LTE-RF
	R4

	RP-090188
	36.133
	0122
	1
	8.4.0
	Rel-8
	Clarification on Annex A.9: Measurement performance requirements
	reissued
	F
	
	RAN-Evo
	R4

	RP-090269
	36.133
	0125
	-
	8.4.0
	Rel-8
	E-UTRA TDD - UTRA TDD cell reselection: UTRA is of higher priority
	reissued
	F
	
	LTE-RF
	R4

	RP-090370
	36.133
	0125
	-
	8.4.0
	Rel-8
	E-UTRA TDD-UTRA TDD cell reselection_UTRA is of higher priority
	approved
	F
	8.5.0
	LTE-RF
	R4

	RP-090188
	36.133
	0125
	-
	8.4.0
	Rel-8
	E-UTRA TDD-UTRA TDD cell reselection_UTRA is of higher priority
	reissued
	F
	
	LTE-RF
	R4

	RP-090188
	36.133
	0126
	-
	8.4.0
	Rel-8
	E-UTRA TDD-UTRA TDD cell reselection_UTRA is of lower priority
	reissued
	F
	
	LTE-RF
	R4

	RP-090269
	36.133
	0126
	-
	8.4.0
	Rel-8
	E-UTRA TDD - UTRA TDD cell reselection: UTRA is of lower priority
	reissued
	F
	
	LTE-RF
	R4

	RP-090370
	36.133
	0126
	-
	8.4.0
	Rel-8
	E-UTRA TDD-UTRA TDD cell reselection_UTRA is of lower priority
	approved
	F
	8.5.0
	LTE-RF
	R4

	RP-090188
	36.133
	0127
	-
	8.4.0
	Rel-8
	E-UTRA FDD-UTRA TDD cell reselection
	reissued
	F
	
	LTE-RF
	R4

	RP-090370
	36.133
	0127
	-
	8.4.0
	Rel-8
	E-UTRA FDD-UTRA TDD cell reselection
	approved
	F
	8.5.0
	LTE-RF
	R4

	RP-090269
	36.133
	0127
	-
	8.4.0
	Rel-8
	E-UTRA FDD - UTRA TDD cell reselection
	reissued
	F
	
	LTE-RF
	R4

	RP-090370
	36.133
	0128
	1
	8.4.0
	Rel-8
	E-UTRA TDD-UTRA TDD cell search(fading)
	approved
	F
	8.5.0
	LTE-RF
	R4

	RP-090188
	36.133
	0128
	1
	8.4.0
	Rel-8
	E-UTRA TDD-UTRA TDD cell search(fading)
	reissued
	F
	
	LTE-RF
	R4

	RP-090269
	36.133
	0128
	1
	8.4.0
	Rel-8
	E-UTRA TDD-UTRA TDD cell search (fading)
	reissued
	F
	
	LTE-RF
	R4

	RP-090188
	36.133
	0129
	1
	8.4.0
	Rel-8
	E-UTRA TDD-UTRA TDD handover
	reissued
	F
	
	LTE-RF
	R4

	RP-090269
	36.133
	0129
	1
	8.4.0
	Rel-8
	E-UTRA TDD-UTRA TDD handover
	reissued
	F
	
	LTE-RF
	R4

	RP-090370
	36.133
	0129
	1
	8.4.0
	Rel-8
	E-UTRA TDD-UTRA TDD handover
	approved
	F
	8.5.0
	LTE-RF
	R4

	RP-090269
	36.133
	0132
	1
	8.4.0
	Rel-8
	Addition of E-UTRA FDD to UTRA FDD reselection test cases
	reissued
	F
	
	LTE-RF
	R4

	RP-090188
	36.133
	0132
	1
	8.4.0
	Rel-8
	Addition of E-UTRA FDD to UTRA FDD reselection test cases
	reissued
	F
	
	LTE-RF
	R4

	RP-090370
	36.133
	0132
	1
	8.4.0
	Rel-8
	Addition of E-UTRA FDD to UTRA FDD reselection test cases
	approved
	F
	8.5.0
	LTE-RF
	R4

	RP-090184
	36.133
	0133
	-
	8.4.0
	Rel-8
	Removal of RRC re-establishment procedure delay
	approved
	F
	8.5.0
	LTE-RF
	R4

	RP-090186
	36.133
	0134
	1
	8.4.0
	Rel-8
	Inter frequency and Inter RAT cell search requirement when DRX is used
	approved
	F
	8.5.0
	LTE-RF
	R4

	RP-090187
	36.133
	0136
	1
	8.4.0
	Rel-8
	Power Headroom reporting delay
	approved
	F
	8.5.0
	LTE-RF
	R4

	RP-090185
	36.133
	0137
	1
	8.4.0
	Rel-8
	Clarification of the reference point for the UE initial transmission timing control requirement
	approved
	F
	8.5.0
	LTE-RF
	R4

	RP-090184
	36.133
	0138
	1
	8.4.0
	Rel-8
	Correction for the UE Re-establishment delay requirement
	approved
	F
	8.5.0
	LTE-RF
	R4

	RP-090186
	36.133
	0139
	-
	8.4.0
	Rel-8
	Correction of E-UTRAN FDD  UTRAN FDD measurements when no DRX
	approved
	F
	8.5.0
	LTE-RF
	R4

	RP-090370
	36.133
	0141
	1
	8.4.0
	Rel-8
	Correction and introduction of some test related parameters
	approved
	F
	8.5.0
	LTE-RF
	R4

	RP-090269
	36.133
	0141
	1
	8.4.0
	Rel-8
	Correction and introduction of some test related parameters
	reissued
	F
	
	LTE-RF
	R4

	RP-090188
	36.133
	0141
	1
	8.4.0
	Rel-8
	Correction and introduction of some test related parameters
	reissued
	F
	
	LTE-RF
	R4

	RP-090183
	36.133
	0142
	1
	8.4.0
	Rel-8
	Update of RRC_IDLE state mobility side conditions
	approved
	F
	8.5.0
	LTE-RF
	R4

	RP-090269
	36.133
	0143
	-
	8.4.0
	Rel-8
	Description of Annex A in TS 36.133
	reissued
	F
	
	LTE-RF
	R4

	RP-090188
	36.133
	0143
	-
	8.4.0
	Rel-8
	Description of Annex A in TS 36.133
	reissued
	F
	
	LTE-RF
	R4

	RP-090370
	36.133
	0143
	-
	8.4.0
	Rel-8
	Description of Annex A in TS 36.133
	approved
	F
	8.5.0
	LTE-RF
	R4

	RP-090182
	36.133
	0145
	-
	8.4.0
	Rel-8
	Clarifications for the DRX state
	approved
	F
	8.5.0
	LTE-RF
	R4

	RP-090186
	36.133
	0146
	-
	8.4.0
	Rel-8
	"Addition of the definition of ""when DRX is used"""
	approved
	F
	8.5.0
	LTE-RF
	R4

	RP-090186
	36.133
	0147
	1
	8.4.0
	Rel-8
	Corections to E-UTRAN inter-frequency side condtions
	approved
	F
	8.5.0
	LTE-RF
	R4

	RP-090269
	36.133
	0148
	-
	8.4.0
	Rel-8
	Reselection from E-UTRA to GSM cell test case
	reissued
	F
	
	LTE-RF
	R4

	RP-090188
	36.133
	0148
	1
	8.4.0
	Rel-8
	Reselection from E-UTRA to GSM cell test case
	reissued
	F
	
	LTE-RF
	R4

	RP-090370
	36.133
	0148
	1
	8.4.0
	Rel-8
	Reselection from E-UTRA to GSM cell test case
	approved
	F
	8.5.0
	LTE-RF
	R4

	RP-090269
	36.133
	0149
	-
	8.4.0
	Rel-8
	Radio Link Monitoring Test Cases
	reissued
	F
	
	LTE-RF
	R4

	RP-090188
	36.133
	0149
	2
	8.4.0
	Rel-8
	Radio Link Monitoring Test Cases
	reissued
	F
	
	LTE-RF
	R4

	RP-090370
	36.133
	0149
	2
	8.4.0
	Rel-8
	Radio Link Monitoring Test Cases
	approved
	F
	8.5.0
	LTE-RF
	R4

	RP-090183
	36.133
	0150
	-
	8.4.0
	Rel-8
	Ue measurement capability in IDLE mode
	approved
	F
	8.5.0
	LTE-RF
	R4

	RP-090179
	36.141
	0034
	-
	8.1.0
	Rel-8
	Corrections related to E-UTRA test models
	approved
	F
	8.2.0
	LTE-RF
	R4

	RP-090179
	36.141
	0035
	-
	8.1.0
	Rel-8
	Correction of E-UTRAN TDD test models
	approved
	F
	8.2.0
	LTE-RF
	R4

	RP-090178
	36.141
	0036
	-
	8.1.0
	Rel-8
	Correction of clause 4.
	approved
	F
	8.2.0
	LTE-RF
	R4

	RP-090179
	36.141
	0037
	-
	8.1.0
	Rel-8
	Correction and update of clause 6.
	approved
	F
	8.2.0
	LTE-RF
	R4

	RP-090181
	36.141
	0038
	-
	8.1.0
	Rel-8
	Correction of clause 8. 
	approved
	F
	8.2.0
	LTE-RF
	R4

	RP-090178
	36.141
	0039
	-
	8.1.0
	Rel-8
	Correction and update of Annex G.
	approved
	F
	8.2.0
	LTE-RF
	R4

	RP-090179
	36.141
	0040
	-
	8.1.0
	Rel-8
	Clarification of PHS band including the future plan in 36.141
	approved
	F
	8.2.0
	LTE-RF
	R4

	RP-090181
	36.141
	0041
	-
	8.1.0
	Rel-8
	Modification of parameters setting for some demodulation test cases
	approved
	F
	8.2.0
	LTE-RF
	R4

	RP-090180
	36.141
	0042
	1
	8.1.0
	Rel-8
	Correction to BS reciever test requirements
	approved
	F
	8.2.0
	LTE-RF
	R4

	RP-090177
	36.141
	0043
	-
	8.1.0
	Rel-8
	Clarification of the BS performance test  w.r.t PUCCH ACK/NACK Repetition configuration
	approved
	F
	8.2.0
	LTE-RF
	R4

	RP-090181
	36.141
	0044
	-
	8.1.0
	Rel-8
	AWGN level for UL demodulation performance tests
	approved
	F
	8.2.0
	LTE-RF
	R4

	RP-090179
	36.141
	0045
	-
	8.1.0
	Rel-8
	Correction to transmitter intermodulation test
	approved
	F
	8.2.0
	LTE-RF
	R4

	RP-090177
	36.141
	0048
	-
	8.1.0
	Rel-8
	PUSCH ACK/NAK simulation assumptions finalization for simulations with implementation margins
	approved
	F
	8.2.0
	LTE-RF
	R4

	RP-090179
	36.141
	0049
	-
	8.1.0
	Rel-8
	Unsynchronized TDD coexistence requirements
	approved
	F
	8.2.0
	LTE-RF
	R4

	RP-090179
	36.141
	0051
	-
	8.1.0
	Rel-8
	Correction to unwanted emission limit for 3MHz(E-UTRA bands < 1GHz) for Category A
	approved
	F
	8.2.0
	LTE-RF
	R4

	RP-090177
	36.141
	0053
	-
	8.1.0
	Rel-8
	HARQ-ACK multiplexed on PUSCH performance requirement results
	approved
	F
	8.2.0
	LTE-RF
	R4

	RP-090173
	36.141
	0054
	-
	8.1.0
	Rel-8
	Clarification of EARFCN for 36.141
	approved
	F
	8.2.0
	LTE-RF
	R4

	RP-090175
	36.141
	0055
	1
	8.1.0
	Rel-8
	Regional requirement on maximum rated power for Band 34
	approved
	F
	8.2.0
	LTE-RF
	R4

	RP-090180
	36.141
	0056
	-
	8.1.0
	Rel-8
	CR eNB ACS frequency offset
	approved
	F
	8.2.0
	LTE-RF
	R4

	RP-090233
	36.201
	0003
	-
	8.2.0
	Rel-8
	Removing inverse modulo operation
	approved
	F
	8.3.0
	LTE-Phys
	R1

	RP-090234
	36.211
	0115
	1
	8.5.0
	Rel-8
	Alignment of PRACH configuration index for FS type 1 and type 2 
	approved
	F
	8.6.0
	LTE-Phys
	R1

	RP-090234
	36.211
	0118
	1
	8.5.0
	Rel-8
	Clarification for DRS Collision handling
	approved
	F
	8.6.0
	LTE-Phys
	R1

	RP-090234
	36.211
	0121
	1
	8.5.0
	Rel-8
	Removing inverse modulo operation
	approved
	F
	8.6.0
	LTE-Phys
	R1

	RP-090234
	36.211
	0123
	1
	8.5.0
	Rel-8
	Clarification on the use of preamble format 4
	approved
	F
	8.6.0
	LTE-Phys
	R1

	RP-090234
	36.211
	0124
	-
	8.5.0
	Rel-8
	Clarification of RNTI used in scrambling sequence
	approved
	F
	8.6.0
	LTE-Phys
	R1

	RP-090234
	36.211
	0125
	1
	8.5.0
	Rel-8
	Clarifying PDCCH RE mapping
	approved
	F
	8.6.0
	LTE-Phys
	R1

	RP-090234
	36.211
	0126
	-
	8.5.0
	Rel-8
	Correction of preamble format 4 timing
	approved
	F
	8.6.0
	LTE-Phys
	R1

	RP-090234
	36.211
	0127
	2
	8.5.0
	Rel-8
	Corrections to SRS
	approved
	F
	8.6.0
	LTE-Phys
	R1

	RP-090234
	36.211
	0128
	2
	8.5.0
	Rel-8
	Clarification of PDSCH Mapping to Resource Elements
	approved
	F
	8.6.0
	LTE-Phys
	R1

	RP-090234
	36.211
	0129
	1
	8.5.0
	Rel-8
	Alignment with correct ASN1 parameter names
	approved
	F
	8.6.0
	LTE-Phys
	R1

	RP-090234
	36.211
	0130
	-
	8.5.0
	Rel-8
	Correction to PUCCH format 1 mapping to physical resources 
	approved
	F
	8.6.0
	LTE-Phys
	R1

	RP-090234
	36.211
	0132
	-
	8.5.0
	Rel-8
	Correction to type-2 PUSCH hopping
	approved
	F
	8.6.0
	LTE-Phys
	R1

	RP-090234
	36.211
	0134
	-
	8.5.0
	Rel-8
	Alignment of SRS configuration
	approved
	F
	8.6.0
	LTE-Phys
	R1

	RP-090235
	36.212
	0077
	1
	8.5.0
	Rel-8
	Corrections to Transmitted Rank Indication
	approved
	F
	8.6.0
	LTE-Phys
	R1

	RP-090235
	36.212
	0079
	1
	8.5.0
	Rel-8
	Correction to the bundled ACK/NACK and DAI transmission  
	approved
	F
	8.6.0
	LTE-Phys
	R1

	RP-090235
	36.212
	0080
	2
	8.5.0
	Rel-8
	Corrections to transmission modes
	approved
	F
	8.6.0
	LTE-Phys
	R1

	RP-090235
	36.212
	0081
	1
	8.5.0
	Rel-8
	Correction on ACKNACK transmission on PUSCH for LTE TDD
	approved
	F
	8.6.0
	LTE-Phys
	R1

	RP-090235
	36.212
	0082
	2
	8.5.0
	Rel-8
	Corrections to CQI and RI fields description
	approved
	F
	8.6.0
	LTE-Phys
	R1

	RP-090235
	36.212
	0083
	-
	8.5.0
	Rel-8
	Clarifying DCI format 1A and DCI Format 1B
	approved
	F
	8.6.0
	LTE-Phys
	R1

	RP-090235
	36.212
	0092
	1
	8.5.0
	Rel-8
	Clarification on channel coding for UCI HARQ-ACK
	approved
	F
	8.6.0
	LTE-Phys
	R1

	RP-090236
	36.213
	0184
	1
	8.5.0
	Rel-8
	Corrections to Transmitted Rank Indication
	approved
	F
	8.6.0
	LTE-Phys
	R1

	RP-090236
	36.213
	0185
	4
	8.5.0
	Rel-8
	Corrections to transmission modes
	approved
	F
	8.6.0
	LTE-Phys
	R1

	RP-090236
	36.213
	0186
	2
	8.5.0
	Rel-8
	Delta_TF configuration for control only PUSCH
	approved
	F
	8.6.0
	LTE-Phys
	R1

	RP-090236
	36.213
	0187
	1
	8.5.0
	Rel-8
	Correction to concurrent SRS and ACK/NACK transmission
	approved
	F
	8.6.0
	LTE-Phys
	R1

	RP-090236
	36.213
	0191
	1
	8.5.0
	Rel-8
	PDCCH release for semi-persistent scheduling
	approved
	F
	8.6.0
	LTE-Phys
	R1

	RP-090236
	36.213
	0192
	1
	8.5.0
	Rel-8
	Correction on ACKNACK transmission on PUSCH for LTE TDD
	approved
	F
	8.6.0
	LTE-Phys
	R1

	RP-090236
	36.213
	0193
	-
	8.5.0
	Rel-8
	Correction to subband differential CQI value to offset level mapping for aperiodic CQI reporting
	approved
	F
	8.6.0
	LTE-Phys
	R1

	RP-090236
	36.213
	0194
	-
	8.5.0
	Rel-8
	Correction for DRS Collision handling
	approved
	F
	8.6.0
	LTE-Phys
	R1

	RP-090236
	36.213
	0196
	2
	8.5.0
	Rel-8
	Alignment of RAN1/RAN4 specification on UE maximum output power
	approved
	F
	8.6.0
	LTE-Phys
	R1

	RP-090236
	36.213
	0197
	-
	8.5.0
	Rel-8
	Transmission scheme for transmission mode 7 with SPS C-RNTI
	approved
	F
	8.6.0
	LTE-Phys
	R1

	RP-090236
	36.213
	0198
	-
	8.5.0
	Rel-8
	Clarifying bandwidth parts for periodic CQI reporting and CQI refererence period
	approved
	F
	8.6.0
	LTE-Phys
	R1

	RP-090236
	36.213
	0199
	2
	8.5.0
	Rel-8
	Correction to the ACK/NACK bundling in case of transmission mode 3 and 4
	approved
	F
	8.6.0
	LTE-Phys
	R1

	RP-090236
	36.213
	0200
	-
	8.5.0
	Rel-8
	ACK/NAK repetition for TDD ACK/NAK multiplexing
	approved
	F
	8.6.0
	LTE-Phys
	R1

	RP-090236
	36.213
	0201
	-
	8.5.0
	Rel-8
	Clarifying UL ACK/NAK transmission in TDD
	approved
	F
	8.6.0
	LTE-Phys
	R1

	RP-090236
	36.213
	0202
	-
	8.5.0
	Rel-8
	Corrections to UE Transmit Antenna Selection
	approved
	F
	8.6.0
	LTE-Phys
	R1

	RP-090236
	36.213
	0203
	-
	8.5.0
	Rel-8
	Correction to UE PUSCH hopping procedure
	approved
	F
	8.6.0
	LTE-Phys
	R1

	RP-090236
	36.213
	0204
	-
	8.5.0
	Rel-8
	Correction to PHICH resource association in TTI bundling
	approved
	F
	8.6.0
	LTE-Phys
	R1

	RP-090236
	36.213
	0205
	-
	8.5.0
	Rel-8
	Clarification of the length of resource assignment
	approved
	F
	8.6.0
	LTE-Phys
	R1

	RP-090236
	36.213
	0206
	-
	8.5.0
	Rel-8
	Correction on ACK/NACK transmission for downlink SPS resource release
	approved
	F
	8.6.0
	LTE-Phys
	R1

	RP-090236
	36.213
	0207
	-
	8.5.0
	Rel-8
	 Introduction of additional values of wideband CQI/PMI periodicities
	approved
	F
	8.6.0
	LTE-Phys
	R1

	RP-090236
	36.213
	0208
	2
	8.5.0
	Rel-8
	Correction to CQI/PMI/RI reporting field
	approved
	F
	8.6.0
	LTE-Phys
	R1

	RP-090236
	36.213
	0209
	2
	8.5.0
	Rel-8
	Correction to rho_A definition for CQI calculation
	approved
	F
	8.6.0
	LTE-Phys
	R1

	RP-090236
	36.213
	0210
	-
	8.5.0
	Rel-8
	Correction to erroneous cases in PUSCH linear block codes
	approved
	F
	8.6.0
	LTE-Phys
	R1

	RP-090236
	36.213
	0211
	1
	8.5.0
	Rel-8
	Removing RL monitoring start and stop
	approved
	F
	8.6.0
	LTE-Phys
	R1

	RP-090236
	36.213
	0214
	1
	8.5.0
	Rel-8
	Correction to type-1 and type-2 PUSCH hopping
	approved
	F
	8.6.0
	LTE-Phys
	R1

	RP-090236
	36.213
	0215
	-
	8.5.0
	Rel-8
	Contradicting statements on determination of CQI subband size
	approved
	F
	8.6.0
	LTE-Phys
	R1

	RP-090236
	36.213
	0216
	-
	8.5.0
	Rel-8
	Corrections to SRS
	approved
	F
	8.6.0
	LTE-Phys
	R1

	RP-090236
	36.213
	0219
	2
	8.5.0
	Rel-8
	Miscellaneous corrections on TDD ACKNACK
	approved
	F
	8.6.0
	LTE-Phys
	R1

	RP-090236
	36.213
	0221
	1
	8.5.0
	Rel-8
	CR for Redundancy Version mapping function for DCI 1C
	approved
	F
	8.6.0
	LTE-Phys
	R1

	RP-090236
	36.213
	0223
	-
	8.5.0
	Rel-8
	Scrambling of PUSCH corresponding to Random Access Response Grant 
	approved
	F
	8.6.0
	LTE-Phys
	R1

	RP-090236
	36.213
	0225
	-
	8.5.0
	Rel-8
	Removal of SRS with message 3
	approved
	F
	8.6.0
	LTE-Phys
	R1

	RP-090236
	36.213
	0226
	3
	8.5.0
	Rel-8
	PRACH retransmission timing
	approved
	F
	8.6.0
	LTE-Phys
	R1

	RP-090236
	36.213
	0227
	-
	8.5.0
	Rel-8
	Clarifying error handling of PDSCH and PUSCH assignments
	approved
	F
	8.6.0
	LTE-Phys
	R1

	RP-090236
	36.213
	0228
	-
	8.5.0
	Rel-8
	Clarify PHICH index mapping
	approved
	F
	8.6.0
	LTE-Phys
	R1

	RP-090236
	36.213
	0229
	-
	8.5.0
	Rel-8
	Correction of CQI timing
	approved
	F
	8.6.0
	LTE-Phys
	R1

	RP-090236
	36.213
	0230
	-
	8.5.0
	Rel-8
	Alignment of CQI parameter names with RRC
	approved
	F
	8.6.0
	LTE-Phys
	R1

	RP-090236
	36.213
	0231
	1
	8.5.0
	Rel-8
	Removal of 'Off' values for periodic reporting in L1
	approved
	F
	8.6.0
	LTE-Phys
	R1

	RP-090236
	36.213
	0232
	-
	8.5.0
	Rel-8
	Default value of RI
	approved
	F
	8.6.0
	LTE-Phys
	R1

	RP-090236
	36.213
	0233
	1
	8.5.0
	Rel-8
	Clarification of uplink timing adjustments
	approved
	F
	8.6.0
	LTE-Phys
	R1

	RP-090236
	36.213
	0234
	-
	8.5.0
	Rel-8
	Clarification on ACK/NAK repetition
	approved
	F
	8.6.0
	LTE-Phys
	R1

	RP-090237
	36.214
	0009
	-
	8.5.0
	Rel-8
	RSRP and RSRQ Definitions with Receiver Diversity
	approved
	F
	8.6.0
	LTE-Phys
	R1

	RP-090123
	36.300
	0061
	1
	8.7.0
	Rel-8
	CR to 36.300 - Clarification on RAPreambles
	approved
	F
	8.8.0
	LTE-L23
	R2

	RP-090123
	36.300
	0062
	-
	8.7.0
	Rel-8
	CR to 36.300 on E-UTRAN Identities
	approved
	F
	8.8.0
	LTE-L23
	R2

	RP-090123
	36.300
	0063
	1
	8.7.0
	Rel-8
	CR to 36.300 - MME in temporary UE identity
	approved
	F
	8.8.0
	LTE-L23
	R2

	RP-090123
	36.300
	0064
	-
	8.7.0
	Rel-8
	UE with SIM in EUTRA
	approved
	F
	8.8.0
	LTE-L23
	R2

	RP-090123
	36.300
	0065
	-
	8.7.0
	Rel-8
	Collected 36.300 corrections
	approved
	F
	8.8.0
	LTE-L23
	R2

	RP-090123
	36.300
	0066
	-
	8.7.0
	Rel-8
	CR for 36.300 on Local NACK feature
	approved
	F
	8.8.0
	LTE-L23
	R2

	RP-090123
	36.300
	0067
	-
	8.7.0
	Rel-8
	CR for allowed CSG list
	approved
	F
	8.8.0
	LTE-L23
	R2

	RP-090123
	36.300
	0068
	3
	8.7.0
	Rel-8
	UE capability transfer upon handover to E-UTRA
	approved
	F
	8.8.0
	LTE-L23
	R2

	RP-090123
	36.300
	0069
	1
	8.7.0
	Rel-8
	Inter-RAT ANR Function for CDMA2000
	approved
	F
	8.8.0
	LTE-L23
	R2

	RP-090123
	36.300
	0070
	-
	8.7.0
	Rel-8
	Corrections to Handover Scenario
	approved
	F
	8.8.0
	LTE-L23
	R2

	RP-090123
	36.300
	0071
	-
	8.7.0
	Rel-8
	Corrections to Security for alignment with 33.401
	approved
	F
	8.8.0
	LTE-L23
	R2

	RP-090134
	36.300
	0072
	-
	8.7.0
	Rel-8
	Establishment of X2 Interface to HeNB GW
	approved
	B
	8.8.0
	LTE-interfaces
	R2

	RP-090134
	36.300
	0073
	-
	8.7.0
	Rel-8
	Clarification of PLMN id to be used in E-CGI and Global eNB ID
	approved
	F
	8.8.0
	LTE-interfaces
	R2

	RP-090134
	36.300
	0074
	-
	8.7.0
	Rel-8
	Specification of UL PDUs handling
	approved
	F
	8.8.0
	LTE-interfaces
	R2

	RP-090134
	36.300
	0075
	-
	8.7.0
	Rel-8
	Update of AMBR Concept with UE-AMBR and APN-AMBR
	approved
	F
	8.8.0
	LTE-interfaces
	R2

	RP-090134
	36.300
	0076
	-
	8.7.0
	Rel-8
	Aligning E-RAB release request procedure with E-RAB release indication in 36.413
	approved
	F
	8.8.0
	LTE-interfaces
	R2

	RP-090134
	36.300
	0077
	-
	8.7.0
	Rel-8
	Stage 2 CR on S1 CDMA2000 Tunnelling Function
	approved
	F
	8.8.0
	LTE-interfaces
	R2

	RP-090134
	36.300
	0078
	-
	8.7.0
	Rel-8
	Finalisation of dynamic configuration of the X2 and S1 interfaces
	approved
	F
	8.8.0
	LTE-interfaces
	R2

	RP-090134
	36.300
	0079
	-
	8.7.0
	Rel-8
	Addition and correction of X2 procedures in stage 2 specification
	approved
	F
	8.8.0
	LTE-interfaces
	R2

	RP-090134
	36.300
	0080
	-
	8.7.0
	Rel-8
	NNSF Description
	approved
	F
	8.8.0
	LTE-interfaces
	R2

	RP-090134
	36.300
	0081
	-
	8.7.0
	Rel-8
	Collection of minor corrections to 36.300 agreed by RAN3
	approved
	F
	8.8.0
	LTE-interfaces
	R2

	RP-090134
	36.300
	0082
	-
	8.7.0
	Rel-8
	Data Forwarding Resource Release
	approved
	F
	8.8.0
	LTE-interfaces
	R2

	RP-090134
	36.300
	0083
	-
	8.7.0
	Rel-8
	Support of Paging Optimisation for CSG cells
	approved
	B
	8.8.0
	LTE-interfaces
	R2

	RP-090134
	36.300
	0084
	-
	8.7.0
	Rel-8
	Handling of trace session and location reporting during UE context release
	approved
	F
	8.8.0
	LTE-interfaces
	R2

	RP-090124
	36.302
	0002
	-
	8.0.0
	Rel-8
	Proposed CR on Parallel reception in LTE
	approved
	F
	8.1.0
	LTE-L23
	R2

	RP-090124
	36.302
	0004
	-
	8.0.0
	Rel-8
	Correction of out-of-date information
	approved
	F
	8.1.0
	LTE-L23
	R2

	RP-090125
	36.304
	0045
	-
	8.4.0
	Rel-8
	CR to 36.304 on correction of definition of Pmax
	approved
	F
	8.5.0
	LTE-L23
	R2

	RP-090125
	36.304
	0046
	1
	8.4.0
	Rel-8
	Emergency call in camped on any cell state in LTE Rel8
	approved
	F
	8.5.0
	LTE-L23
	R2

	RP-090125
	36.304
	0047
	-
	8.4.0
	Rel-8
	Handling of Priority of Camping Frequency
	approved
	F
	8.5.0
	LTE-L23
	R2

	RP-090125
	36.304
	0048
	2
	8.4.0
	Rel-8
	Correction to implementation of CR0009 to 36.304
	approved
	F
	8.5.0
	LTE-L23
	R2

	RP-090125
	36.304
	0049
	-
	8.4.0
	Rel-8
	UE Behaviour on Registration Failure to CSG
	approved
	F
	8.5.0
	LTE-L23
	R2

	RP-090125
	36.304
	0050
	2
	8.4.0
	Rel-8
	CR to 36.304 to capture several editorial corrections
	approved
	F
	8.5.0
	LTE-L23
	R2

	RP-090125
	36.304
	0051
	1
	8.4.0
	Rel-8
	CR to 36.304 on Update of Figure 4.1-1 Overall Idle Mode Process
	approved
	F
	8.5.0
	LTE-L23
	R2

	RP-090125
	36.304
	0053
	2
	8.4.0
	Rel-8
	Correction to priority based reselection handling
	approved
	F
	8.5.0
	LTE-L23
	R2

	RP-090125
	36.304
	0057
	3
	8.4.0
	Rel-8
	CR on UE behaviour in absence of reselection priorities in system information
	approved
	F
	8.5.0
	LTE-L23
	R2

	RP-090125
	36.304
	0058
	3
	8.4.0
	Rel-8
	Cell reselection for CSG
	approved
	F
	8.5.0
	LTE-L23
	R2

	RP-090125
	36.304
	0060
	-
	8.4.0
	Rel-8
	Corrections to Inter-RAT Cell Reselection Criteria
	approved
	F
	8.5.0
	LTE-L23
	R2

	RP-090125
	36.304
	0062
	-
	8.4.0
	Rel-8
	Manual selection
	approved
	F
	8.5.0
	LTE-L23
	R2

	RP-090145
	36.304
	0063
	1
	8.4.0
	Rel-8
	Reception of ETWS notification without verifying digital signature
	approved
	F
	8.5.0
	ETWS
	R2

	RP-090125
	36.304
	0066
	-
	8.4.0
	Rel-8
	Draft CR to 36.304 on Inheriting of dedicated priorities at inter-RAT reselection
	approved
	F
	8.5.0
	LTE-L23
	R2

	RP-090125
	36.304
	0067
	-
	8.4.0
	Rel-8
	Proposed CR to 36.304 Clarification on applying DRX value
	approved
	F
	8.5.0
	LTE-L23
	R2

	RP-090125
	36.304
	0070
	-
	8.4.0
	Rel-8
	Draft CR to 36.304 on Correction to UE behaviour if dedicated cell reselection priority is assigned but  frequency is not configured by system information
	approved
	F
	8.5.0
	LTE-L23
	R2

	RP-090125
	36.304
	0071
	-
	8.4.0
	Rel-8
	Clarification to the best non-allowed CSG cell
	approved
	F
	8.5.0
	LTE-L23
	R2

	RP-090126
	36.306
	0007
	-
	8.2.0
	Rel-8
	CR to remove the sections on MBMS
	approved
	F
	8.3.0
	LTE-L23
	R2

	RP-090126
	36.306
	0008
	-
	8.2.0
	Rel-8
	Final values for L2 buffer sizes
	approved
	F
	8.3.0
	LTE-L23
	R2

	RP-090126
	36.306
	0009
	-
	8.2.0
	Rel-8
	Various Corrections
	approved
	F
	8.3.0
	LTE-L23
	R2

	RP-090126
	36.306
	0010
	-
	8.2.0
	Rel-8
	CR to update uplink transmit diversity (UE transmit antenna selection)
	approved
	F
	8.3.0
	LTE-L23
	R2

	RP-090126
	36.306
	0011
	-
	8.2.0
	Rel-8
	Downlink PDCP SDU limitation
	approved
	F
	8.3.0
	LTE-L23
	R2

	RP-090126
	36.306
	0014
	-
	8.2.0
	Rel-8
	Thoughts on UE capability for RoHC
	approved
	F
	8.3.0
	LTE-L23
	R2

	RP-090126
	36.306
	0015
	1
	8.2.0
	Rel-8
	Capturing USIMless UE to stage 3
	approved
	F
	8.3.0
	LTE-L23
	R2

	RP-090127
	36.314
	0001
	-
	8.0.1
	Rel-8
	Packet Loss Rate Measurements
	approved
	B
	8.1.0
	LTE-L23
	R2

	RP-090127
	36.314
	0002
	1
	8.0.1
	Rel-8
	36.314 Rapporteur Updates
	approved
	F
	8.1.0
	LTE-L23
	R2

	RP-090127
	36.314
	0003
	1
	8.0.1
	Rel-8
	Correction to the definition of the Number of active UEs per QCI
	approved
	F
	8.1.0
	LTE-L23
	R2

	RP-090127
	36.314
	0004
	-
	8.0.1
	Rel-8
	Correction to the sampling of number of active Ues
	approved
	F
	8.1.0
	LTE-L23
	R2

	RP-090127
	36.314
	0005
	-
	8.0.1
	Rel-8
	Inclusion of SRB0 for PRB usage for SRB
	approved
	F
	8.1.0
	LTE-L23
	R2

	RP-090127
	36.314
	0007
	-
	8.0.1
	Rel-8
	Total PRB Usage Detail Definition
	approved
	F
	8.1.0
	LTE-L23
	R2

	RP-090128
	36.321
	0245
	-
	8.4.0
	Rel-8
	CR to 36.321 on BSR clarification
	approved
	F
	8.5.0
	LTE-L23
	R2

	RP-090128
	36.321
	0246
	2
	8.4.0
	Rel-8
	Freeing of reserved RNTIs
	approved
	F
	8.5.0
	LTE-L23
	R2

	RP-090128
	36.321
	0247
	-
	8.4.0
	Rel-8
	Correction to MAC reset
	approved
	F
	8.5.0
	LTE-L23
	R2

	RP-090128
	36.321
	0248
	-
	8.4.0
	Rel-8
	Correction to Initialization of Prioritization
	approved
	F
	8.5.0
	LTE-L23
	R2

	RP-090128
	36.321
	0249
	-
	8.4.0
	Rel-8
	Local NACKing Optionality MAC CR
	approved
	F
	8.5.0
	LTE-L23
	R2

	RP-090128
	36.321
	0250
	1
	8.4.0
	Rel-8
	Position of the Backoff Indicator sub-header
	approved
	F
	8.5.0
	LTE-L23
	R2

	RP-090128
	36.321
	0251
	-
	8.4.0
	Rel-8
	Missing reserved bit setting
	approved
	F
	8.5.0
	LTE-L23
	R2

	RP-090128
	36.321
	0252
	-
	8.4.0
	Rel-8
	Expired TAT and PUSCH transmission
	approved
	F
	8.5.0
	LTE-L23
	R2

	RP-090128
	36.321
	0253
	-
	8.4.0
	Rel-8
	Expired TAT and HARQ feedback
	approved
	F
	8.5.0
	LTE-L23
	R2

	RP-090128
	36.321
	0254
	1
	8.4.0
	Rel-8
	Counter proposal to R2-090969 on Management for HARQ buffer with TAT
	approved
	F
	8.5.0
	LTE-L23
	R2

	RP-090128
	36.321
	0255
	-
	8.4.0
	Rel-8
	HARQ Feedback and Contention Resolution
	approved
	F
	8.5.0
	LTE-L23
	R2

	RP-090128
	36.321
	0256
	-
	8.4.0
	Rel-8
	Corrections to redundancy version control for system information
	approved
	F
	8.5.0
	LTE-L23
	R2

	RP-090128
	36.321
	0257
	-
	8.4.0
	Rel-8
	Mapping of the RNTIs to different transport channels
	approved
	F
	8.5.0
	LTE-L23
	R2

	RP-090128
	36.321
	0258
	-
	8.4.0
	Rel-8
	DRX and UL Retransmissions
	approved
	F
	8.5.0
	LTE-L23
	R2

	RP-090128
	36.321
	0259
	-
	8.4.0
	Rel-8
	Definition of DRX Short Cycle Timer
	approved
	F
	8.5.0
	LTE-L23
	R2

	RP-090128
	36.321
	0260
	-
	8.4.0
	Rel-8
	Small corrections to RACH
	approved
	F
	8.5.0
	LTE-L23
	R2

	RP-090128
	36.321
	0261
	-
	8.4.0
	Rel-8
	Processing of contention resolution message
	approved
	F
	8.5.0
	LTE-L23
	R2

	RP-090128
	36.321
	0262
	-
	8.4.0
	Rel-8
	Corrections to power control and random access
	approved
	F
	8.5.0
	LTE-L23
	R2

	RP-090128
	36.321
	0263
	-
	8.4.0
	Rel-8
	Missing condition for unsuccessful reception of Msg2
	approved
	F
	8.5.0
	LTE-L23
	R2

	RP-090128
	36.321
	0264
	1
	8.4.0
	Rel-8
	Corrections relating to Random Access required inputs
	approved
	F
	8.5.0
	LTE-L23
	R2

	RP-090128
	36.321
	0265
	-
	8.4.0
	Rel-8
	Bucket Parameter Update
	approved
	F
	8.5.0
	LTE-L23
	R2

	RP-090128
	36.321
	0266
	2
	8.4.0
	Rel-8
	Correction to Handling of triggered PHR
	approved
	F
	8.5.0
	LTE-L23
	R2

	RP-090128
	36.321
	0267
	-
	8.4.0
	Rel-8
	SPS resource release on D-SR failure
	approved
	F
	8.5.0
	LTE-L23
	R2

	RP-090128
	36.321
	0269
	2
	8.4.0
	Rel-8
	NDI handling when measurement gap and SPS occassion collide
	approved
	F
	8.5.0
	LTE-L23
	R2

	RP-090128
	36.321
	0270
	-
	8.4.0
	Rel-8
	Correction relating to PDCCH order
	approved
	F
	8.5.0
	LTE-L23
	R2

	RP-090128
	36.321
	0271
	-
	8.4.0
	Rel-8
	Error Handling
	approved
	F
	8.5.0
	LTE-L23
	R2

	RP-090128
	36.321
	0272
	-
	8.4.0
	Rel-8
	Various clarifications/corrections to TS36.321
	approved
	F
	8.5.0
	LTE-L23
	R2

	RP-090128
	36.321
	0273
	1
	8.4.0
	Rel-8
	Disassembly, Demultiplexing and Multiplexing functions
	approved
	F
	8.5.0
	LTE-L23
	R2

	RP-090128
	36.321
	0274
	1
	8.4.0
	Rel-8
	Miscellaneous corrections to MAC
	approved
	F
	8.5.0
	LTE-L23
	R2

	RP-090128
	36.321
	0275
	2
	8.4.0
	Rel-8
	CR on Interactions between Msg3 transmission and TTI bundling
	approved
	F
	8.5.0
	LTE-L23
	R2

	RP-090128
	36.321
	0276
	-
	8.4.0
	Rel-8
	TTI Bundling
	approved
	F
	8.5.0
	LTE-L23
	R2

	RP-090128
	36.321
	0278
	1
	8.4.0
	Rel-8
	Correction to BSR trigger at serving cell change
	approved
	F
	8.5.0
	LTE-L23
	R2

	RP-090128
	36.321
	0279
	1
	8.4.0
	Rel-8
	Correction to Release of SPS
	approved
	F
	8.5.0
	LTE-L23
	R2

	RP-090128
	36.321
	0280
	2
	8.4.0
	Rel-8
	Usage of RRC Parameters
	approved
	F
	8.5.0
	LTE-L23
	R2

	RP-090128
	36.321
	0281
	-
	8.4.0
	Rel-8
	Clarification of MAC Timer status
	approved
	F
	8.5.0
	LTE-L23
	R2

	RP-090128
	36.321
	0282
	1
	8.4.0
	Rel-8
	Correction on MAC PDU subheader description
	approved
	F
	8.5.0
	LTE-L23
	R2

	RP-090128
	36.321
	0283
	1
	8.4.0
	Rel-8
	UE behaviour at CURRENT_TX_NB reaches maximum value
	approved
	F
	8.5.0
	LTE-L23
	R2

	RP-090128
	36.321
	0285
	-
	8.4.0
	Rel-8
	Reporting During DRX
	approved
	F
	8.5.0
	LTE-L23
	R2

	RP-090128
	36.321
	0289
	-
	8.4.0
	Rel-8
	NDI handling after random access procedure
	approved
	F
	8.5.0
	LTE-L23
	R2

	RP-090128
	36.321
	0290
	1
	8.4.0
	Rel-8
	Dedicated preamble handling after random access failure
	approved
	F
	8.5.0
	LTE-L23
	R2

	RP-090128
	36.321
	0292
	-
	8.4.0
	Rel-8
	NDI and grant in Message 2
	approved
	F
	8.5.0
	LTE-L23
	R2

	RP-090128
	36.321
	0293
	1
	8.4.0
	Rel-8
	Correction relating to BCCH HARQ
	approved
	F
	8.5.0
	LTE-L23
	R2

	RP-090128
	36.321
	0300
	1
	8.4.0
	Rel-8
	Corrections to Msg3 definition and usage
	approved
	F
	8.5.0
	LTE-L23
	R2

	RP-090128
	36.321
	0303
	-
	8.4.0
	Rel-8
	PRACH selection must use prach-ConfigurationIndex
	approved
	F
	8.5.0
	LTE-L23
	R2

	RP-090128
	36.321
	0305
	-
	8.4.0
	Rel-8
	Clarification on RETX_BSR_TIMER
	approved
	F
	8.5.0
	LTE-L23
	R2

	RP-090128
	36.321
	0307
	3
	8.4.0
	Rel-8
	MAC Structure in UE Side
	approved
	F
	8.5.0
	LTE-L23
	R2

	RP-090128
	36.321
	0308
	-
	8.4.0
	Rel-8
	Clarification on Random Access Procedure
	approved
	F
	8.5.0
	LTE-L23
	R2

	RP-090128
	36.321
	0314
	-
	8.4.0
	Rel-8
	Clarification on the CR timer
	approved
	F
	8.5.0
	LTE-L23
	R2

	RP-090128
	36.321
	0316
	-
	8.4.0
	Rel-8
	Correction on BSR
	approved
	F
	8.5.0
	LTE-L23
	R2

	RP-090128
	36.321
	0318
	1
	8.4.0
	Rel-8
	Clarification on MAC reconfiguration of timers and counters
	approved
	F
	8.5.0
	LTE-L23
	R2

	RP-090128
	36.321
	0320
	-
	8.4.0
	Rel-8
	HARQ feedback, CQI/PMI/RI and SRS transmissions and measurement gaps
	approved
	F
	8.5.0
	LTE-L23
	R2

	RP-090128
	36.321
	0324
	-
	8.4.0
	Rel-8
	MAC PDU subheader corresponding to padding
	approved
	F
	8.5.0
	LTE-L23
	R2

	RP-090128
	36.321
	0333
	-
	8.4.0
	Rel-8
	CR On Backoff table
	approved
	F
	8.5.0
	LTE-L23
	R2

	RP-090128
	36.321
	0334
	3
	8.4.0
	Rel-8
	TTI Bundling Operation
	approved
	F
	8.5.0
	LTE-L23
	R2

	RP-090128
	36.321
	0341
	1
	8.4.0
	Rel-8
	Enforcing new transmission after flushing HARQ process
	approved
	F
	8.5.0
	LTE-L23
	R2

	RP-090129
	36.322
	0058
	-
	8.4.0
	Rel-8
	CR to 36.322 on RRC Parameters
	approved
	F
	8.5.0
	LTE-L23
	R2

	RP-090129
	36.322
	0059
	-
	8.4.0
	Rel-8
	Local NACKing in UE
	approved
	F
	8.5.0
	LTE-L23
	R2

	RP-090129
	36.322
	0060
	-
	8.4.0
	Rel-8
	Supporting RLC SDU larger than 2047 octets
	approved
	F
	8.5.0
	LTE-L23
	R2

	RP-090129
	36.322
	0061
	-
	8.4.0
	Rel-8
	CR on the in sequence delivery function for UM
	approved
	F
	8.5.0
	LTE-L23
	R2

	RP-090129
	36.322
	0062
	-
	8.4.0
	Rel-8
	Correction to Delivery of PDU
	approved
	F
	8.5.0
	LTE-L23
	R2

	RP-090129
	36.322
	0063
	1
	8.4.0
	Rel-8
	Issues with SO, SOstart, and SOend fields
	approved
	F
	8.5.0
	LTE-L23
	R2

	RP-090129
	36.322
	0064
	-
	8.4.0
	Rel-8
	Miscellaneous corrections to RLC specification
	approved
	F
	8.5.0
	LTE-L23
	R2

	RP-090129
	36.322
	0065
	-
	8.4.0
	Rel-8
	Correction to status reporting triggering condition
	approved
	F
	8.5.0
	LTE-L23
	R2

	RP-090129
	36.322
	0066
	-
	8.4.0
	Rel-8
	Alignment of one condition on setting the poll bit
	approved
	F
	8.5.0
	LTE-L23
	R2

	RP-090129
	36.322
	0067
	1
	8.4.0
	Rel-8
	Proposed CR to 36.322 on Clarification on Polling procedure
	approved
	F
	8.5.0
	LTE-L23
	R2

	RP-090129
	36.322
	0068
	1
	8.4.0
	Rel-8
	Every Poll_PDU PDUs and Every Poll_Byte bytes triggers
	approved
	F
	8.5.0
	LTE-L23
	R2

	RP-090129
	36.322
	0069
	-
	8.4.0
	Rel-8
	UE behaviour when T_poll_retransmit expires
	approved
	F
	8.5.0
	LTE-L23
	R2

	RP-090129
	36.322
	0076
	-
	8.4.0
	Rel-8
	Definition of RETX_COUNT missing
	approved
	F
	8.5.0
	LTE-L23
	R2

	RP-090130
	36.323
	0064
	-
	8.4.0
	Rel-8
	CR to specify maximum PDCP SDU size
	approved
	F
	8.5.0
	LTE-L23
	R2

	RP-090130
	36.323
	0065
	-
	8.4.0
	Rel-8
	CR with correction on PDCP function of maintaining SNs
	approved
	F
	8.5.0
	LTE-L23
	R2

	RP-090130
	36.323
	0066
	-
	8.4.0
	Rel-8
	Miscellaneous corrections to 36.323
	approved
	F
	8.5.0
	LTE-L23
	R2

	RP-090130
	36.323
	0067
	-
	8.4.0
	Rel-8
	Minor issues on PDCP
	approved
	F
	8.5.0
	LTE-L23
	R2

	RP-090130
	36.323
	0068
	-
	8.4.0
	Rel-8
	Security related corrections
	approved
	F
	8.5.0
	LTE-L23
	R2

	RP-090130
	36.323
	0069
	-
	8.4.0
	Rel-8
	CR to 36.323 on RRC Parameters
	approved
	F
	8.5.0
	LTE-L23
	R2

	RP-090130
	36.323
	0070
	1
	8.4.0
	Rel-8
	Corrections on BSR reporting and transmission/ retransmission after an Handover
	approved
	F
	8.5.0
	LTE-L23
	R2

	RP-090130
	36.323
	0071
	-
	8.4.0
	Rel-8
	Corrections on PDCP services and functions
	approved
	F
	8.5.0
	LTE-L23
	R2

	RP-090130
	36.323
	0077
	-
	8.4.0
	Rel-8
	PDCP Control PDU as Data Available for transmission in PDCP
	approved
	F
	8.5.0
	LTE-L23
	R2

	RP-090131
	36.331
	0007
	-
	8.4.0
	Rel-8
	Correction to the Counter Check procedure
	approved
	F
	8.5.0
	LTE-L23
	R2

	RP-090131
	36.331
	0008
	-
	8.4.0
	Rel-8
	CR to 36.331-UE Actions on Receiving SIB11
	approved
	F
	8.5.0
	LTE-L23
	R2

	RP-090131
	36.331
	0009
	1
	8.4.0
	Rel-8
	Spare usage on BCCH
	approved
	F
	8.5.0
	LTE-L23
	R2

	RP-090131
	36.331
	0010
	-
	8.4.0
	Rel-8
	Issues in handling optional IE upon absence in GERAN NCL
	approved
	F
	8.5.0
	LTE-L23
	R2

	RP-090131
	36.331
	0011
	-
	8.4.0
	Rel-8
	CR to 36.331 on Removal of useless RLC re-establishment at RB release
	approved
	F
	8.5.0
	LTE-L23
	R2

	RP-090131
	36.331
	0012
	1
	8.4.0
	Rel-8
	Clarification to RRC level padding at PCCH and BCCH
	approved
	F
	8.5.0
	LTE-L23
	R2

	RP-090131
	36.331
	0013
	-
	8.4.0
	Rel-8
	Removal of Inter-RAT message
	approved
	F
	8.5.0
	LTE-L23
	R2

	RP-090131
	36.331
	0014
	-
	8.4.0
	Rel-8
	Padding of the SRB-ID for security input
	approved
	F
	8.5.0
	LTE-L23
	R2

	RP-090131
	36.331
	0015
	-
	8.4.0
	Rel-8
	Validity of ETWS SIB
	approved
	F
	8.5.0
	LTE-L23
	R2

	RP-090131
	36.331
	0016
	1
	8.4.0
	Rel-8
	Configuration of the Two-Intervals-SPS
	approved
	F
	8.5.0
	LTE-L23
	R2

	RP-090131
	36.331
	0017
	-
	8.4.0
	Rel-8
	Corrections on Scaling Factor Values of Qhyst
	approved
	F
	8.5.0
	LTE-L23
	R2

	RP-090131
	36.331
	0018
	1
	8.4.0
	Rel-8
	Optionality of srsMaxUppts
	approved
	F
	8.5.0
	LTE-L23
	R2

	RP-090131
	36.331
	0019
	-
	8.4.0
	Rel-8
	CR for discussion on field name for common and dedicated IE
	approved
	F
	8.5.0
	LTE-L23
	R2

	RP-090131
	36.331
	0020
	-
	8.4.0
	Rel-8
	Corrections to Connected mode mobility
	approved
	F
	8.5.0
	LTE-L23
	R2

	RP-090131
	36.331
	0021
	-
	8.4.0
	Rel-8
	Clarification regarding the measurement reporting procedure
	approved
	F
	8.5.0
	LTE-L23
	R2

	RP-090131
	36.331
	0022
	1
	8.4.0
	Rel-8
	Corrections on s-Measure
	approved
	F
	8.5.0
	LTE-L23
	R2

	RP-090131
	36.331
	0023
	1
	8.4.0
	Rel-8
	R1 of CR0023 (R2-091029) on combination of SPS and TTI bundling for TDD
	approved
	F
	8.5.0
	LTE-L23
	R2

	RP-090131
	36.331
	0024
	-
	8.4.0
	Rel-8
	L3 filtering for path loss measurements
	approved
	F
	8.5.0
	LTE-L23
	R2

	RP-090131
	36.331
	0025
	1
	8.4.0
	Rel-8
	S-measure handling for reportCGI
	approved
	F
	8.5.0
	LTE-L23
	R2

	RP-090131
	36.331
	0026
	1
	8.4.0
	Rel-8
	Measurement configuration clean up
	approved
	F
	8.5.0
	LTE-L23
	R2

	RP-090131
	36.331
	0027
	-
	8.4.0
	Rel-8
	Alignment of measurement quantities for UTRA
	approved
	F
	8.5.0
	LTE-L23
	R2

	RP-090131
	36.331
	0028
	-
	8.4.0
	Rel-8
	CR to 36.331 on L1 parameters ranges alignment
	approved
	F
	8.5.0
	LTE-L23
	R2

	RP-090131
	36.331
	0029
	-
	8.4.0
	Rel-8
	Default configuration for transmissionMode
	approved
	F
	8.5.0
	LTE-L23
	R2

	RP-090131
	36.331
	0030
	-
	8.4.0
	Rel-8
	CR to 36.331 on RRC Parameters for MAC, RLC and PDCP
	approved
	F
	8.5.0
	LTE-L23
	R2

	RP-090131
	36.331
	0031
	1
	8.4.0
	Rel-8
	CR to 36.331 - Clarification on Configured PRACH Freq Offset
	approved
	F
	8.5.0
	LTE-L23
	R2

	RP-090131
	36.331
	0032
	-
	8.4.0
	Rel-8
	Clarification on TTI bundling configuration
	approved
	F
	8.5.0
	LTE-L23
	R2

	RP-090131
	36.331
	0033
	1
	8.4.0
	Rel-8
	Update of R2-091039 on Inter-RAT UE Capability
	approved
	F
	8.5.0
	LTE-L23
	R2

	RP-090133
	36.331
	0034
	-
	8.4.0
	Rel-8
	Feature Group Support Indicators
	approved
	F
	8.5.0
	LTE-L23
	R2

	RP-090131
	36.331
	0036
	-
	8.4.0
	Rel-8
	Corrections to RLF detection
	approved
	F
	8.5.0
	LTE-L23
	R2

	RP-090131
	36.331
	0037
	-
	8.4.0
	Rel-8
	Indication of Dedicated Priority
	approved
	F
	8.5.0
	LTE-L23
	R2

	RP-090131
	36.331
	0038
	2
	8.4.0
	Rel-8
	Security Clean up
	approved
	F
	8.5.0
	LTE-L23
	R2

	RP-090131
	36.331
	0039
	-
	8.4.0
	Rel-8
	Correction of TTT value range
	approved
	F
	8.5.0
	LTE-L23
	R2

	RP-090131
	36.331
	0040
	-
	8.4.0
	Rel-8
	Correction on CDMA measurement result IE
	approved
	F
	8.5.0
	LTE-L23
	R2

	RP-090131
	36.331
	0041
	1
	8.4.0
	Rel-8
	Clarification of Measurement Reporting
	approved
	F
	8.5.0
	LTE-L23
	R2

	RP-090131
	36.331
	0042
	-
	8.4.0
	Rel-8
	Spare values in DL and UL Bandwidth in MIB and SIB2
	approved
	F
	8.5.0
	LTE-L23
	R2

	RP-090131
	36.331
	0044
	1
	8.4.0
	Rel-8
	Clarifications to System Information Block Type 8
	approved
	F
	8.5.0
	LTE-L23
	R2

	RP-090131
	36.331
	0045
	-
	8.4.0
	Rel-8
	Reception of ETWS secondary notification
	approved
	F
	8.5.0
	LTE-L23
	R2

	RP-090131
	36.331
	0046
	1
	8.4.0
	Rel-8
	Validity time for ETWS message Id and Sequence No
	approved
	F
	8.5.0
	LTE-L23
	R2

	RP-090131
	36.331
	0047
	-
	8.4.0
	Rel-8
	CR for Timers and constants values used during handover to E-UTRA
	approved
	F
	8.5.0
	LTE-L23
	R2

	RP-090131
	36.331
	0048
	-
	8.4.0
	Rel-8
	Inter-RAT Security Clarification
	approved
	F
	8.5.0
	LTE-L23
	R2

	RP-090131
	36.331
	0049
	-
	8.4.0
	Rel-8
	CR to 36.331 on consistent naming of 1xRTT identifiers
	approved
	F
	8.5.0
	LTE-L23
	R2

	RP-090131
	36.331
	0050
	-
	8.4.0
	Rel-8
	Capturing RRC behavior regarding NAS local release
	approved
	F
	8.5.0
	LTE-L23
	R2

	RP-090131
	36.331
	0051
	-
	8.4.0
	Rel-8
	Report CGI before T321 expiry and UE null reporting
	approved
	F
	8.5.0
	LTE-L23
	R2

	RP-090131
	36.331
	0052
	-
	8.4.0
	Rel-8
	System Information and 3 hour validity
	approved
	F
	8.5.0
	LTE-L23
	R2

	RP-090131
	36.331
	0053
	1
	8.4.0
	Rel-8
	Inter-Node AS Signalling
	approved
	F
	8.5.0
	LTE-L23
	R2

	RP-090131
	36.331
	0054
	-
	8.4.0
	Rel-8
	"Set of values for the parameter ""messagePowerOffsetGroupB"""
	approved
	F
	8.5.0
	LTE-L23
	R2

	RP-090131
	36.331
	0055
	-
	8.4.0
	Rel-8
	CR to paging reception for ETWS capable UEs in RRC_CONNECTED
	approved
	F
	8.5.0
	LTE-L23
	R2

	RP-090131
	36.331
	0056
	1
	8.4.0
	Rel-8
	CR for CSG related items in 36.331
	approved
	F
	8.5.0
	LTE-L23
	R2

	RP-090131
	36.331
	0057
	1
	8.4.0
	Rel-8
	SRS common configuration
	approved
	F
	8.5.0
	LTE-L23
	R2

	RP-090131
	36.331
	0058
	-
	8.4.0
	Rel-8
	RRC processing delay
	approved
	F
	8.5.0
	LTE-L23
	R2

	RP-090131
	36.331
	0059
	-
	8.4.0
	Rel-8
	CR for HNB Name
	approved
	F
	8.5.0
	LTE-L23
	R2

	RP-090131
	36.331
	0060
	3
	8.4.0
	Rel-8
	Handover to EUTRA delta configuration
	approved
	F
	8.5.0
	LTE-L23
	R2

	RP-090131
	36.331
	0063
	-
	8.4.0
	Rel-8
	Delivery of Message Identifier and Serial Number to upper layers for ETWS
	approved
	F
	8.5.0
	LTE-L23
	R2

	RP-090131
	36.331
	0066
	-
	8.4.0
	Rel-8
	Clarification on the maximum size of cell lists
	approved
	F
	8.5.0
	LTE-L23
	R2

	RP-090131
	36.331
	0067
	-
	8.4.0
	Rel-8
	Missing RRC messages in 'Protection of RRC messages'
	approved
	F
	8.5.0
	LTE-L23
	R2

	RP-090131
	36.331
	0069
	1
	8.4.0
	Rel-8
	Clarification on NAS Security Container
	approved
	F
	8.5.0
	LTE-L23
	R2

	RP-090131
	36.331
	0071
	-
	8.4.0
	Rel-8
	Extension of range of CQI/PMI configuration index
	approved
	F
	8.5.0
	LTE-L23
	R2

	RP-090131
	36.331
	0072
	1
	8.4.0
	Rel-8
	Access barring alleviation in RRC connection establishment
	approved
	F
	8.5.0
	LTE-L23
	R2

	RP-090133
	36.331
	0077
	1
	8.4.0
	Rel-8
	Corrections to feature group support indicators
	revised
	F
	
	LTE-L23
	R2

	RP-090286
	36.331
	0077
	2
	8.4.0
	Rel-8
	Revised RAN2 REL-8 CRs for LTE on Feature Group Indicators
	revised
	F
	
	LTE-L23
	R2

	RP-090304
	36.331
	0077
	3
	8.4.0
	Rel-8
	Corrections to feature group support indicators
	revised
	F
	
	LTE-L23
	R2

	RP-090338
	36.331
	0077
	4
	8.4.0
	Rel-8
	Corrections to feature group support indicators
	revised
	F
	
	LTE-L23
	R2

	RP-090365
	36.331
	0077
	5
	8.4.0
	REL-8
	Corrections to feature group support indicators
	revised
	F
	
	LTE-L23
	R2

	RP-090367
	36.331
	0077
	6
	8.4.0
	REL-8
	Corrections to feature group support indicators
	approved
	F
	8.5.0
	LTE-L23
	R2

	RP-090131
	36.331
	0078
	-
	8.4.0
	Rel-8
	CR from email discussion to capture DRX and TTT handling
	approved
	F
	8.5.0
	LTE-L23
	R2

	RP-090131
	36.331
	0079
	1
	8.4.0
	Rel-8
	Need Code handling on BCCH messages
	approved
	F
	8.5.0
	LTE-L23
	R2

	RP-090131
	36.331
	0080
	-
	8.4.0
	Rel-8
	Unification of T300 and T301 and removal of miscallaneous FFSs
	approved
	F
	8.5.0
	LTE-L23
	R2

	RP-090131
	36.331
	0084
	1
	8.4.0
	Rel-8
	Proposed CR modifying the code-point definitions of neighbourCellConfiguration
	approved
	F
	8.5.0
	LTE-L23
	R2

	RP-090131
	36.331
	0087
	2
	8.4.0
	Rel-8
	Remove Redundant Optionality in SIB8
	approved
	F
	8.5.0
	LTE-L23
	R2

	RP-090131
	36.331
	0089
	-
	8.4.0
	Rel-8
	Corrections to the generic error handling
	approved
	F
	8.5.0
	LTE-L23
	R2

	RP-090131
	36.331
	0090
	-
	8.4.0
	Rel-8
	Configurability of T301
	approved
	F
	8.5.0
	LTE-L23
	R2

	RP-090131
	36.331
	0091
	1
	8.4.0
	Rel-8
	Correction related to TTT
	approved
	F
	8.5.0
	LTE-L23
	R2

	RP-090131
	36.331
	0095
	-
	8.4.0
	Rel-8
	CR for 36.331 on SPS-config
	approved
	F
	8.5.0
	LTE-L23
	R2

	RP-090131
	36.331
	0096
	2
	8.4.0
	Rel-8
	CR for Deactivation of periodical measurement
	approved
	F
	8.5.0
	LTE-L23
	R2

	RP-090131
	36.331
	0099
	2
	8.4.0
	Rel-8
	SMC and reconfiguration
	approved
	F
	8.5.0
	LTE-L23
	R2

	RP-090131
	36.331
	0101
	-
	8.4.0
	Rel-8
	TDD handover
	approved
	F
	8.5.0
	LTE-L23
	R2

	RP-090131
	36.331
	0102
	-
	8.4.0
	Rel-8
	Corrections to system information acquisition
	approved
	F
	8.5.0
	LTE-L23
	R2

	RP-090131
	36.331
	0106
	-
	8.4.0
	Rel-8
	Some Corrections and Clarifications to 36.331
	approved
	F
	8.5.0
	LTE-L23
	R2

	RP-090131
	36.331
	0109
	-
	8.4.0
	Rel-8
	Clarification on the Maximum number of ROHC context sessions parameter
	approved
	F
	8.5.0
	LTE-L23
	R2

	RP-090131
	36.331
	0110
	-
	8.4.0
	Rel-8
	Transmission of rrm-Config at Inter-RAT Handover
	approved
	F
	8.5.0
	LTE-L23
	R2

	RP-090131
	36.331
	0111
	1
	8.4.0
	Rel-8
	Use of SameRefSignalsInNeighbor parameter
	approved
	F
	8.5.0
	LTE-L23
	R2

	RP-090131
	36.331
	0112
	-
	8.4.0
	Rel-8
	Default serving cell offset for measurement event A3
	approved
	F
	8.5.0
	LTE-L23
	R2

	RP-090131
	36.331
	0114
	-
	8.4.0
	Rel-8
	dl-EARFCN missing in HandoverPreparationInformation
	approved
	F
	8.5.0
	LTE-L23
	R2

	RP-090131
	36.331
	0115
	-
	8.4.0
	Rel-8
	Cleanup of references to 36.101
	approved
	F
	8.5.0
	LTE-L23
	R2

	RP-090131
	36.331
	0117
	-
	8.4.0
	Rel-8
	Correction to the value range of UE-Categories
	approved
	F
	8.5.0
	LTE-L23
	R2

	RP-090131
	36.331
	0122
	1
	8.4.0
	Rel-8
	Correction on RRC connection re-establishment
	approved
	F
	8.5.0
	LTE-L23
	R2

	RP-090131
	36.331
	0124
	-
	8.4.0
	Rel-8
	Performing Measurements to report CGI for CDMA2000
	approved
	F
	8.5.0
	LTE-L23
	R2

	RP-090131
	36.331
	0125
	-
	8.4.0
	Rel-8
	CDMA2000-SystemTimeInfo in VarMeasurementConfiguration
	approved
	F
	8.5.0
	LTE-L23
	R2

	RP-090131
	36.331
	0126
	-
	8.4.0
	Rel-8
	UE Capability Information for CDMA2000 1xRTT
	approved
	F
	8.5.0
	LTE-L23
	R2

	RP-090131
	36.331
	0127
	-
	8.4.0
	Rel-8
	CDMA2000 related editorial changes
	approved
	F
	8.5.0
	LTE-L23
	R2

	RP-090131
	36.331
	0128
	-
	8.4.0
	Rel-8
	Draft CR to 36.331 on State mismatch recovery at re-establishment
	approved
	F
	8.5.0
	LTE-L23
	R2

	RP-090131
	36.331
	0129
	1
	8.4.0
	Rel-8
	Draft CR to 36.331 on Renaming of AC barring related IEs
	approved
	F
	8.5.0
	LTE-L23
	R2

	RP-090131
	36.331
	0130
	2
	8.4.0
	Rel-8
	Draft CR to 36.331 on Inheriting of dedicated priorities at inter-RAT reselection
	approved
	F
	8.5.0
	LTE-L23
	R2

	RP-090131
	36.331
	0135
	-
	8.4.0
	Rel-8
	Proposed CR to 36.331 Description alignment for paging parameter, nB
	approved
	F
	8.5.0
	LTE-L23
	R2

	RP-090131
	36.331
	0139
	2
	8.4.0
	Rel-8
	Miscellaneous corrections and clarifications resulting from ASN.1 review
	approved
	F
	8.5.0
	LTE-L23
	R2

	RP-090131
	36.331
	0141
	1
	8.4.0
	Rel-8
	Correction regarding Redirection Information fo GERAN
	approved
	F
	8.5.0
	LTE-L23
	R2

	RP-090131
	36.331
	0142
	-
	8.4.0
	Rel-8
	Further ASN.1 review related issues
	approved
	F
	8.5.0
	LTE-L23
	R2

	RP-090131
	36.331
	0143
	-
	8.4.0
	Rel-8
	Periodic measurements
	approved
	F
	8.5.0
	LTE-L23
	R2

	RP-090131
	36.331
	0144
	1
	8.4.0
	Rel-8
	"Further analysis on code point ""OFF"" for ri-ConfigIndex"
	approved
	F
	8.5.0
	LTE-L23
	R2

	RP-090131
	36.331
	0145
	1
	8.4.0
	Rel-8
	Adding and deleting same measurement or configuration in one message
	approved
	F
	8.5.0
	LTE-L23
	R2

	RP-090131
	36.331
	0147
	-
	8.4.0
	Rel-8
	Corrections to IE dataCodingScheme in SIB11
	approved
	F
	8.5.0
	LTE-L23
	R2

	RP-090131
	36.331
	0148
	-
	8.4.0
	Rel-8
	Clarification on Mobility from E-UTRA
	approved
	F
	8.5.0
	LTE-L23
	R2

	RP-090131
	36.331
	0149
	-
	8.4.0
	Rel-8
	36.331 CR related to "not applicable"
	approved
	F
	8.5.0
	LTE-L23
	R2

	RP-090131
	36.331
	0150
	1
	8.4.0
	Rel-8
	UE radio capability transfer
	approved
	F
	8.5.0
	LTE-L23
	R2

	RP-090131
	36.331
	0151
	-
	8.4.0
	Rel-8
	CR to 36.331 on value of CDMA band classes
	approved
	F
	8.5.0
	LTE-L23
	R2

	RP-090131
	36.331
	0152
	-
	8.4.0
	Rel-8
	Corrections to DRB modification
	approved
	F
	8.5.0
	LTE-L23
	R2

	RP-090131
	36.331
	0153
	-
	8.4.0
	Rel-8
	Correction to presence condition for pdcp-config
	approved
	F
	8.5.0
	LTE-L23
	R2

	RP-090131
	36.331
	0155
	-
	8.4.0
	Rel-8
	TDD HARQ-ACK feedback mode
	approved
	F
	8.5.0
	LTE-L23
	R2

	RP-090266
	36.331
	0156
	-
	8.4.0
	Rel-8
	Sending of GERAN SI/PSI information at Inter-RAT Handover
	revised
	F
	
	LTE-L23
	R2

	RP-090321
	36.331
	0156
	1
	8.4.0
	Rel-8
	Sending of GERAN SI/PSI information at Inter-RAT Handover
	approved
	F
	8.5.0
	LTE-L23
	R2

	RP-090275
	36.331
	0157
	-
	8.4.0
	Rel-8
	Corrections regarding use of carrierFreq for CDMA (SIB8) and GERAN (measObject)
	approved
	F
	8.5.0
	LTE-L23
	R2

	RP-090339
	36.331
	0158
	-
	8.4.0
	Rel-8
	Clarification of CSG support
	approved
	F
	8.5.0
	LTE-L23
	R2

	RP-090088
	36.401
	0031
	1
	8.4.0
	Rel-8
	GUMMEI usage for NNSF
	reissued
	F
	
	LTE-Interfaces
	R3

	RP-090246
	36.401
	0031
	1
	8.4.0
	Rel-8
	GUMMEI usage for NNSF
	approved
	F
	8.5.0
	LTE-interfaces
	R3

	RP-090245
	36.401
	0032
	-
	8.4.0
	Rel-8
	Measurement ID
	approved
	F
	8.5.0
	LTE-interfaces
	R3

	RP-090084
	36.401
	0032
	-
	8.4.0
	Rel-8
	Measurement ID
	reissued
	F
	
	LTE-interfaces
	R3

	RP-090089
	36.401
	0034
	-
	8.4.0
	Rel-8
	Description place for Paging Function
	approved
	F
	8.5.0
	LTE-interfaces
	R3

	RP-090090
	36.410
	0004
	2
	8.1.0
	Rel-8
	Paging function clarification in E-UTRAN CR36.410
	approved
	F
	8.2.0
	LTE-interfaces
	R3

	RP-090090
	36.412
	0011
	1
	8.4.0
	Rel-8
	The use of the number of stream ID for a UE-associated signalling
	approved
	F
	8.5.0
	LTE-interfaces
	R3

	RP-090085
	36.412
	0012
	1
	8.4.0
	Rel-8
	Clarification of SCTP streams
	approved
	F
	8.5.0
	LTE-interfaces
	R3

	RP-090083
	36.412
	0013
	-
	8.4.0
	Rel-8
	CR for FFS(es) on signalling bearer function
	approved
	F
	8.5.0
	LTE-interfaces
	R3

	RP-090085
	36.412
	0015
	1
	8.4.0
	Rel-8
	Clarification the overload protection function support in SCTP
	approved
	F
	8.5.0
	LTE-interfaces
	R3

	RP-090088
	36.413
	0033
	1
	8.4.0
	Rel-8
	IP address retrieval for ANRF
	reissued
	F
	
	LTE-Interfaces
	R3

	RP-090083
	36.413
	0327
	-
	8.4.0
	Rel-8
	Adding extension container in SEQUENCE type for forward compatibility
	approved
	F
	8.5.0
	LTE-interfaces
	R3

	RP-090091
	36.413
	0331
	1
	8.4.0
	Rel-8
	Corrections on S1AP: eNB configuration update procedure
	approved
	F
	8.5.0
	LTE-interfaces
	R3

	RP-090086
	36.413
	0332
	1
	8.4.0
	Rel-8
	Corrections on S1AP: Paging procedure
	approved
	F
	8.5.0
	LTE-interfaces
	R3

	RP-090089
	36.413
	0333
	1
	8.4.0
	Rel-8
	Handling detection of two S1 connections towards one UE
	approved
	F
	8.5.0
	LTE-interfaces
	R3

	RP-090089
	36.413
	0334
	1
	8.4.0
	Rel-8
	Interaction between UE Context Release Request and UE Context Release procedure
	approved
	F
	8.5.0
	LTE-interfaces
	R3

	RP-090246
	36.413
	0337
	2
	8.4.0
	Rel-8
	IP address retrieval for ANRF
	approved
	F
	8.5.0
	LTE-interfaces
	R3

	RP-090083
	36.413
	0340
	-
	8.4.0
	Rel-8
	Modification of RRC context indexing
	approved
	F
	8.5.0
	LTE-interfaces
	R3

	RP-090086
	36.413
	0342
	1
	8.4.0
	Rel-8
	Completion of LTE cause values
	approved
	F
	8.5.0
	LTE-interfaces
	R3

	RP-090090
	36.413
	0345
	1
	8.4.0
	Rel-8
	Correction of served GUMMEIs
	approved
	F
	8.5.0
	LTE-interfaces
	R3

	RP-090086
	36.413
	0346
	1
	8.4.0
	Rel-8
	Correction of Initial Context Setup
	approved
	F
	8.5.0
	LTE-interfaces
	R3

	RP-090086
	36.413
	0349
	1
	8.4.0
	Rel-8
	Clarification of path switch failure
	approved
	F
	8.5.0
	LTE-interfaces
	R3

	RP-090091
	36.413
	0350
	2
	8.4.0
	Rel-8
	Correction of eNB Status Transfer
	approved
	F
	8.5.0
	LTE-interfaces
	R3

	RP-090083
	36.413
	0356
	-
	8.4.0
	Rel-8
	Addition of the description of Timer TX2RELOCOverall
	approved
	F
	8.5.0
	LTE-interfaces
	R3

	RP-090089
	36.413
	0357
	1
	8.4.0
	Rel-8
	New cause value "Interaction with other procedure"
	approved
	F
	8.5.0
	LTE-interfaces
	R3

	RP-090087
	36.413
	0359
	1
	8.4.0
	Rel-8
	S1AP Review on Location Reporting procedures
	approved
	F
	8.5.0
	LTE-interfaces
	R3

	RP-090089
	36.413
	0366
	1
	8.4.0
	Rel-8
	Definition on parameters related to a trace activation
	approved
	F
	8.5.0
	LTE-interfaces
	R3

	RP-090090
	36.413
	0368
	2
	8.4.0
	Rel-8
	Adding EUTRAN CELL TRAFFIC TRACE message over S1 interfaces
	approved
	B
	8.5.0
	LTE-interfaces
	R3

	RP-090091
	36.413
	0369
	2
	8.4.0
	Rel-8
	Adding MS Classmark 2 and MS Clssmark 3 IEs over S1 interface
	approved
	C
	8.5.0
	LTE-interfaces
	R3

	RP-090086
	36.413
	0370
	1
	8.4.0
	Rel-8
	New Invalid E-RAB Id causes
	approved
	F
	8.5.0
	LTE-interfaces
	R3

	RP-090091
	36.413
	0371
	2
	8.4.0
	Rel-8
	S1AP Review: S1 Handover Cancel procedure
	approved
	F
	8.5.0
	LTE-interfaces
	R3

	RP-090087
	36.413
	0372
	1
	8.4.0
	Rel-8
	S1AP Review: Write-Replace Warning procedure
	revised
	F
	
	LTE-interfaces
	R3

	RP-090158
	36.413
	0372
	2
	8.4.0
	Rel-8
	S1AP Review: Write-Replace Warning procedure
	approved
	F
	8.5.0
	LTE-interfaces
	R3

	RP-090246
	36.413
	0374
	1
	8.4.0
	Rel-8
	Definition of Cell Type
	approved
	F
	8.5.0
	LTE-interfaces
	R3

	RP-090088
	36.413
	0374
	1
	8.4.0
	Rel-8
	Definition of Cell Type
	reissued
	F
	
	LTE-Interfaces
	R3

	RP-090085
	36.413
	0375
	1
	8.4.0
	Rel-8
	Abnormal condition related to UE Security Capabilities
	approved
	F
	8.5.0
	LTE-interfaces
	R3

	RP-090084
	36.413
	0376
	-
	8.4.0
	Rel-8
	Removal of UE Security Capabilities IE from HANDOVER NOTIFY message
	reissued
	F
	
	LTE-Interfaces
	R3

	RP-090245
	36.413
	0376
	-
	8.4.0
	Rel-8
	Removal of UE Security Capabilities IE from HANDOVER NOTIFY message
	approved
	F
	8.5.0
	LTE-interfaces
	R3

	RP-090086
	36.413
	0378
	1
	8.4.0
	Rel-8
	Corrections for the procedure concurrency
	approved
	F
	8.5.0
	LTE-interfaces
	R3

	RP-090091
	36.413
	0380
	2
	8.4.0
	Rel-8
	Clarification of eNB Name and MME Name IE's
	approved
	F
	8.5.0
	LTE-interfaces
	R3

	RP-090083
	36.413
	0392
	-
	8.4.0
	Rel-8
	Clarifications on access control at handover
	approved
	F
	8.5.0
	LTE-interfaces
	R3

	RP-090087
	36.413
	0393
	1
	8.4.0
	Rel-8
	Paging response
	approved
	F
	8.5.0
	LTE-interfaces
	R3

	RP-090077
	36.413
	0394
	1
	8.4.0
	Rel-8
	Correction on usage of UE History Information
	approved
	F
	8.5.0
	TEI8
	R3

	RP-090086
	36.413
	0395
	1
	8.4.0
	Rel-8
	Delete the UDP port in the note for GTP-TEID
	approved
	F
	8.5.0
	LTE-interfaces
	R3

	RP-090245
	36.413
	0396
	-
	8.4.0
	Rel-8
	S1AP CR on CDMA2000 RAT Type
	approved
	F
	8.5.0
	LTE-interfaces
	R3

	RP-090084
	36.413
	0396
	-
	8.4.0
	Rel-8
	S1AP CR on CDMA2000 RAT Type
	reissued
	C
	
	LTE-Interfaces
	R3

	RP-090246
	36.413
	0397
	1
	8.4.0
	Rel-8
	Editorial Updates TS 36.413
	approved
	F
	8.5.0
	LTE-interfaces
	R3

	RP-090088
	36.413
	0397
	1
	8.4.0
	Rel-8
	Editorial Updates
	reissued
	F
	
	LTE-interfaces
	R3

	RP-090091
	36.413
	0398
	3
	8.4.0
	Rel-8
	NAS Security Parameters for to/from E-UTRAN/UTRAN handovers
	approved
	F
	8.5.0
	LTE-interfaces
	R3

	RP-090085
	36.413
	0399
	1
	8.4.0
	Rel-8
	Updates for Next Hop Chaining Count 
	approved
	F
	8.5.0
	LTE-interfaces
	R3

	RP-090084
	36.413
	0401
	-
	8.4.0
	Rel-8
	Transparent Container content - informative annex
	reissued
	F
	
	LTE-interfaces
	R3

	RP-090245
	36.413
	0401
	-
	8.4.0
	Rel-8
	Transparent Container content – informative annex
	approved
	F
	8.5.0
	LTE-interfaces
	R3

	RP-090093
	36.413
	0404
	1
	8.4.0
	Rel-8
	Transparent container handling in case of SRVCC operation to GERAN
	approved
	F
	8.5.0
	RANimp-HSPAVoIP
	R3

	RP-090090
	36.413
	0405
	2
	8.4.0
	Rel-8
	Changes to S1AP to support paging optimization
	approved
	F
	8.5.0
	LTE-interfaces
	R3

	RP-090245
	36.413
	0406
	3
	8.4.0
	Rel-8
	S1 handover Clean up
	approved
	F
	8.5.0
	LTE-interfaces
	R3

	RP-090087
	36.413
	0407
	1
	8.4.0
	Rel-8
	Support blocking 3GPP2 handover
	approved
	F
	8.5.0
	LTE-interfaces
	R3

	RP-090091
	36.413
	0410
	2
	8.4.0
	Rel-8
	Inclusion of eNB default paging DRX in S1 setup and configuration update
	approved
	F
	8.5.0
	LTE-interfaces
	R3

	RP-090087
	36.413
	0412
	1
	8.4.0
	Rel-8
	Explicit resetting of overload state information on S1 Setup
	approved
	F
	8.5.0
	LTE-interfaces
	R3

	RP-090090
	36.413
	0413
	2
	8.4.0
	Rel-8
	Clarify Security Context IE description
	approved
	F
	8.5.0
	LTE-interfaces
	R3

	RP-090091
	36.413
	0414
	2
	8.4.0
	Rel-8
	Criticality corrections in 36.413
	approved
	F
	8.5.0
	LTE-interfaces
	R3

	RP-090245
	36.413
	0415
	-
	8.4.0
	Rel-8
	Add abnormal conditions section to UE Context Release and fix tabular error
	approved
	F
	8.5.0
	LTE-interfaces
	R3

	RP-090084
	36.413
	0415
	-
	(
	Rel-8
	Add abnormal conditions section to UE Context Release and fix tabular error
	reissued
	F
	
	LTE-Interfaces
	R3

	RP-090084
	36.413
	0419
	-
	(
	Rel-8
	Consistent references to S1AP
	reissued
	F
	
	LTE-Interfaces
	R3

	RP-090245
	36.413
	0419
	-
	8.4.0
	Rel-8
	Consistent references to S1AP
	approved
	F
	8.5.0
	LTE-interfaces
	R3

	RP-090090
	36.413
	0424
	2
	8.4.0
	Rel-8
	Two new cause values in the Cause IE
	approved
	F
	8.5.0
	LTE-interfaces
	R3

	RP-090089
	36.413
	0425
	-
	8.4.0
	Rel-8
	Alignment of QCI range
	approved
	F
	8.5.0
	LTE-interfaces
	R3

	RP-090089
	36.413
	0426
	-
	8.4.0
	Rel-8
	Remove the Handover Type IE from the HANDOVER REQUEST ACKNOWLEDGE message
	approved
	F
	8.5.0
	LTE-interfaces
	R3

	RP-090090
	36.413
	0427
	1
	8.4.0
	Rel-8
	Correction of the trace procedural text and trace related IEs
	approved
	F
	8.5.0
	LTE-interfaces
	R3

	RP-090083
	36.414
	0008
	-
	8.3.0
	Rel-8
	Correction on GTP-U version
	approved
	F
	8.4.0
	LTE-interfaces
	R3

	RP-090090
	36.422
	0010
	1
	8.4.0
	Rel-8
	The use of the number of stream ID for a UE-associated signalling
	approved
	F
	8.5.0
	LTE-interfaces
	R3

	RP-090085
	36.422
	0011
	1
	8.4.0
	Rel-8
	Clarification of SCTP streams
	approved
	F
	8.5.0
	LTE-interfaces
	R3

	RP-090085
	36.422
	0012
	1
	8.4.0
	Rel-8
	Clarification the overload protection function support in SCTP
	approved
	F
	8.5.0
	LTE-interfaces
	R3

	RP-090083
	36.423
	0209
	-
	8.4.0
	Rel-8
	Adding extension container in SEQUENCE type for forward compatibility
	approved
	F
	8.5.0
	LTE-interfaces
	R3

	RP-090088
	36.423
	0213
	1
	8.4.0
	Rel-8
	Consistency in procedure text for retransmission of request messages
	reissued
	F
	
	LTE-interfaces
	R3

	RP-090246
	36.423
	0213
	1
	8.4.0
	Rel-8
	Consistency in procedure text for retransmission of request messages
	approved
	F
	8.5.0
	LTE-interfaces
	R3

	RP-090091
	36.423
	0216
	2
	8.4.0
	Rel-8
	Modification to ENB CONFIGURATION UPDATE message
	approved
	F
	8.5.0
	LTE-interfaces
	R3

	RP-090083
	36.423
	0218
	-
	8.4.0
	Rel-8
	Modification of RRC context indexing
	approved
	F
	8.5.0
	LTE-interfaces
	R3

	RP-090087
	36.423
	0221
	1
	8.4.0
	Rel-8
	Corrections on FDD and TDD elements
	approved
	F
	8.5.0
	LTE-interfaces
	R3

	RP-090087
	36.423
	0225
	1
	8.4.0
	Rel-8
	X2AP Review on SN Status Transfer procedure
	approved
	F
	8.5.0
	LTE-interfaces
	R3

	RP-090089
	36.423
	0227
	1
	8.4.0
	Rel-8
	Definition on parameters related to a trace activation
	approved
	F
	8.5.0
	LTE-interfaces
	R3

	RP-090087
	36.423
	0228
	1
	8.4.0
	Rel-8
	X2AP Review: X2 Handover Cancel procedure
	approved
	F
	8.5.0
	LTE-interfaces
	R3

	RP-090085
	36.423
	0231
	1
	8.4.0
	Rel-8
	Abnormal condition related to UE Security Capabilities
	approved
	F
	8.5.0
	LTE-interfaces
	R3

	RP-090084
	36.423
	0233
	-
	8.4.0
	Rel-8
	Corrections following review of X2AP
	reissued
	F
	
	LTE-Interfaces
	R3

	RP-090245
	36.423
	0233
	-
	8.4.0
	Rel-8
	Corrections following review of X2 AP
	approved
	F
	8.5.0
	LTE-interfaces
	R3

	RP-090086
	36.423
	0235
	1
	8.4.0
	Rel-8
	Clarification on Load Indication
	approved
	F
	8.5.0
	LTE-interfaces
	R3

	RP-090086
	36.423
	0237
	1
	8.4.0
	Rel-8
	X2 Security Clean up
	approved
	F
	8.5.0
	LTE-interfaces
	R3

	RP-090245
	36.423
	0238
	-
	8.4.0
	Rel-8
	X2 handover Clean up
	approved
	F
	8.5.0
	LTE-interfaces
	R3

	RP-090084
	36.423
	0238
	-
	8.4.0
	Rel-8
	X2 handover Clean up
	reissued
	F
	
	LTE-interface
	R3

	RP-090088
	36.423
	0239
	1
	8.4.0
	Rel-8
	UE Context Release word changes in Procedures section
	reissued
	F
	
	LTE-Interfaces
	R3

	RP-090246
	36.423
	0239
	1
	8.4.0
	Rel-8
	UE Context Release word changes in Procedures section
	approved
	F
	8.5.0
	LTE-interfaces
	R3

	RP-090084
	36.423
	0241
	-
	(
	Rel-8
	AS Security Info Updates
	reissued
	F
	
	LTE-Interfaces
	R3

	RP-090088
	36.423
	0242
	1
	8.4.0
	Rel-8
	Criticality corrections in 36.423
	reissued
	F
	
	LTE-Interfaces
	R3

	RP-090246
	36.423
	0242
	1
	8.4.0
	Rel-8
	Criticality corrections in 36.423
	approved
	F
	8.5.0
	LTE-interfaces
	R3

	RP-090091
	36.423
	0243
	5
	8.4.0
	Rel-8
	Load Balancing Information Exchange
	approved
	F
	8.5.0
	LTE-interfaces
	R3

	RP-090087
	36.423
	0244
	-
	8.4.0
	Rel-8
	Clarifications on access control at handover
	approved
	F
	8.5.0
	LTE-interfaces
	R3

	RP-090087
	36.423
	0245
	-
	8.4.0
	Rel-8
	Support blocking 3GPP2 handover
	approved
	F
	8.5.0
	LTE-interfaces
	R3

	RP-090086
	36.423
	0246
	1
	8.4.0
	Rel-8
	Corrections for the procedure concurrency
	approved
	F
	8.5.0
	LTE-interfaces
	R3

	RP-090089
	36.423
	0247
	-
	8.4.0
	Rel-8
	Alignment of QCI range
	approved
	F
	8.5.0
	LTE-interfaces
	R3

	RP-090090
	36.423
	0248
	1
	8.4.0
	Rel-8
	Rename Trace Reference
	approved
	F
	8.5.0
	LTE-interfaces
	R3

	RP-090261
	36.423
	0249
	-
	8.4.0
	Rel-8
	Coding of UE History in X2AP
	approved
	F
	8.5.0
	LTE-interfaces
	R3

	RP-090083
	36.424
	0008
	-
	8.4.0
	Rel-8
	Correction on GTP-U version
	approved
	F
	8.5.0
	LTE-interfaces
	R3

	RP-090298
	36.508
	0001
	-
	8.0.1
	Rel-8
	Introduction of half cell configurations in eUTRA SS
	approved
	F
	8.1.0
	LTE-UEConTest_SIG
	R5

	RP-090220
	36.508
	0002
	-
	8.0.1
	Rel-8
	Removal of Redundant Environmental Conditions
	approved
	F
	8.1.0
	LTE-UEConTest
	R5

	RP-090220
	36.508
	0003
	-
	8.0.1
	Rel-8
	CR to 36.508: correction of EARFCN
	approved
	F
	8.1.0
	LTE-UEConTest
	R5

	RP-090298
	36.508
	0004
	-
	8.0.1
	Rel-8
	Correction to the default system informations in TS 36.508
	approved
	F
	8.1.0
	LTE-UEConTest_SIG
	R5

	RP-090220
	36.508
	0005
	-
	8.0.1
	Rel-8
	Connection diagrams for RRM
	approved
	F
	8.1.0
	LTE-UEConTest
	R5

	RP-090298
	36.508
	0006
	-
	8.0.1
	Rel-8
	Update of the default message AUTHENTICATION FAILURE
	approved
	F
	8.1.0
	LTE-UEConTest_SIG
	R5

	RP-090298
	36.508
	0007
	-
	8.0.1
	Rel-8
	update of reference configuration systems for CDMA2000 in 36.508
	approved
	F
	8.1.0
	LTE-UEConTest_SIG
	R5

	RP-090298
	36.508
	0008
	-
	8.0.1
	Rel-8
	Updated of common and default parameters for CDMA2000 cells
	approved
	F
	8.1.0
	LTE-UEConTest_SIG
	R5

	RP-090298
	36.508
	0009
	-
	8.0.1
	Rel-8
	Update of SystemInformationBlockType8 in 36.508
	approved
	F
	8.1.0
	LTE-UEConTest_SIG
	R5

	RP-090298
	36.508
	0010
	-
	8.0.1
	Rel-8
	Addition of reference EPS bearer contexts
	approved
	F
	8.1.0
	LTE-UEConTest_SIG
	R5

	RP-090298
	36.508
	0011
	-
	8.0.1
	Rel-8
	Mapping of default DL Physical Channels for TDD in 36.508
	approved
	F
	8.1.0
	LTE-UEConTest_SIG
	R5

	RP-090220
	36.508
	0012
	-
	8.0.1
	Rel-8
	Addition of RS_EPRE powers to default DL signal levels
	approved
	F
	8.1.0
	LTE-UEConTest
	R5

	RP-090225
	36.508
	0013
	-
	8.0.1
	Rel-8
	Test procedure to verify that an EPS bearer context is active
	approved
	F
	8.1.0
	LTE-UEConTest_SIG
	R5

	RP-090225
	36.508
	0014
	-
	8.0.1
	Rel-8
	Correction to the definition of simulated NAS cells in TS 36.508
	approved
	F
	8.1.0
	LTE-UEConTest_SIG
	R5

	RP-090225
	36.508
	0015
	-
	8.0.1
	Rel-8
	Clean up the test algorithm for authentication
	approved
	F
	8.1.0
	LTE-UEConTest_SIG
	R5

	RP-090225
	36.508
	0016
	-
	8.0.1
	Rel-8
	Add specific information elements for RRC reconfiguration
	approved
	F
	8.1.0
	LTE-UEConTest_SIG
	R5

	RP-090225
	36.508
	0017
	-
	8.0.1
	Rel-8
	Introduction of alternative DRX configurations
	approved
	F
	8.1.0
	LTE-UEConTest_SIG
	R5

	RP-090225
	36.508
	0018
	-
	8.0.1
	Rel-8
	Correction to the default NAS message contents in TS 36.508
	approved
	F
	8.1.0
	LTE-UEConTest_SIG
	R5

	RP-090225
	36.508
	0019
	-
	8.0.1
	Rel-8
	Correction to the definition of simulated cells in TS 36.508
	approved
	F
	8.1.0
	LTE-UEConTest_SIG
	R5

	RP-090225
	36.508
	0020
	-
	8.0.1
	Rel-8
	Update of 4.5 generic procedures in 36.508
	approved
	F
	8.1.0
	LTE-UEConTest_SIG
	R5

	RP-090225
	36.508
	0021
	-
	8.0.1
	Rel-8
	TDD RTT correction for timer tolerance
	approved
	F
	8.1.0
	LTE-UEConTest_SIG
	R5

	RP-090225
	36.508
	0022
	-
	8.0.1
	Rel-8
	Correction to the default RRC message contents in TS 36.508
	approved
	F
	8.1.0
	LTE-UEConTest_SIG
	R5

	RP-090221
	36.508
	0023
	-
	8.0.1
	Rel-8
	Correction to clause 4.3.3.3
	approved
	F
	8.1.0
	LTE-UEConTest
	R5

	RP-090221
	36.508
	0024
	-
	8.0.1
	Rel-8
	LTE-RF: Clarification to 36.508 Simulated Cells for RF tests
	approved
	F
	8.1.0
	LTE-UEConTest
	R5

	RP-090298
	36.509
	0002
	-
	8.0.1
	Rel-8
	Corrections to TS36.509 v2.0.0
	approved
	F
	8.1.0
	LTE-UEConTest_SIG
	R5

	RP-090221
	36.509
	0003
	-
	8.0.1
	Rel-8
	Update of Abbreviations in 36.509
	approved
	F
	8.1.0
	LTE-UEConTest
	R5

	RP-090278
	36.509
	0004
	-
	8.0.1
	Rel-8
	Corrections to 36.509
	approved
	F
	8.1.0
	LTE-UEConTest_SIG
	R5

	RP-090220
	36.521-1
	0001
	-
	8.0.1
	Rel-8
	TP for In-band emissions
	approved
	F
	8.1.0
	LTE-UEConTest
	R5

	RP-090220
	36.521-1
	0002
	-
	8.0.1
	Rel-8
	TP for Spectrum flatness
	approved
	F
	8.1.0
	LTE-UEConTest
	R5

	RP-090220
	36.521-1
	0003
	-
	8.0.1
	Rel-8
	TP for IQ-component
	approved
	F
	8.1.0
	LTE-UEConTest
	R5

	RP-090220
	36.521-1
	0004
	-
	8.0.1
	Rel-8
	LTE-RF: UE max output power
	approved
	F
	8.1.0
	LTE-UEConTest
	R5

	RP-090220
	36.521-1
	0005
	-
	8.0.1
	Rel-8
	Clarification of measurement period in minimum output power test procedure
	approved
	F
	8.1.0
	LTE-UEConTest
	R5

	RP-090220
	36.521-1
	0006
	-
	8.0.1
	Rel-8
	Clarification of measurement period in transmit OFF power test procedure
	approved
	F
	8.1.0
	LTE-UEConTest
	R5

	RP-090220
	36.521-1
	0007
	-
	8.0.1
	Rel-8
	Update of Max.input level test
	approved
	F
	8.1.0
	LTE-UEConTest
	R5

	RP-090220
	36.521-1
	0008
	-
	8.0.1
	Rel-8
	Addition of UL Reference Measurement Channels in Annex A2
	approved
	F
	8.1.0
	LTE-UEConTest
	R5

	RP-090220
	36.521-1
	0009
	-
	8.0.1
	Rel-8
	correction for Maximum Power Reduction (MPR)
	approved
	F
	8.1.0
	LTE-UEConTest
	R5

	RP-090220
	36.521-1
	0010
	-
	8.0.1
	Rel-8
	LTE-RF: TDD applicability and CR for Blocking Characteristics and Spurious Response
	approved
	F
	8.1.0
	LTE-UEConTest
	R5

	RP-090220
	36.521-1
	0011
	-
	8.0.1
	Rel-8
	LTE-RF: TDD applicability and CR for Spurious Emissions
	approved
	F
	8.1.0
	LTE-UEConTest
	R5

	RP-090220
	36.521-1
	0012
	-
	8.0.1
	Rel-8
	Update of Symbols
	approved
	F
	8.1.0
	LTE-UEConTest
	R5

	RP-090220
	36.521-1
	0013
	-
	8.0.1
	Rel-8
	LTE-RF: TX-RX channel freq separation
	approved
	F
	8.1.0
	LTE-UEConTest
	R5

	RP-090220
	36.521-1
	0014
	-
	8.0.1
	Rel-8
	Update of 6.7 Transmit intermodulation test
	approved
	F
	8.1.0
	LTE-UEConTest
	R5

	RP-090221
	36.521-1
	0027
	-
	8.0.1
	Rel-8
	New Annex H for Uplink Physical Channels
	approved
	F
	8.1.0
	LTE-UEConTest
	R5

	RP-090221
	36.521-1
	0028
	-
	8.0.1
	Rel-8
	Text proposal for Reporting of Channel State Information
	approved
	F
	8.1.0
	LTE-UEConTest
	R5

	RP-090283
	36.521-1
	0029
	-
	8.0.1
	Rel-8
	CR to 36.521-1: Update of Spurious Emissions test cases
	approved
	F
	8.1.0
	LTE-UEConTest
	R5

	RP-090283
	36.521-1
	0030
	-
	8.0.1
	Rel-8
	CR to 36.521-1: Update of ACLR test case
	approved
	F
	8.1.0
	LTE-UEConTest
	R5

	RP-090283
	36.521-1
	0031
	-
	8.0.1
	Rel-8
	LTE-RF: Correction to 36.521-1 Frequency error test case
	approved
	F
	8.1.0
	LTE-UEConTest
	R5

	RP-090283
	36.521-1
	0032
	-
	8.0.1
	Rel-8
	LTE TDD applicability for Transmit intermodulation test case
	approved
	F
	8.1.0
	LTE-UEConTest
	R5

	RP-090283
	36.521-1
	0033
	-
	8.0.1
	Rel-8
	LTE Demodulation of PDSCH Test Requirements text proposal
	approved
	F
	8.1.0
	LTE-UEConTest
	R5

	RP-090221
	36.521-1
	0034
	-
	8.0.1
	Rel-8
	LTE-RF: CR for UE max power test case
	approved
	F
	8.1.0
	LTE-UEConTest
	R5

	RP-090283
	36.521-1
	0035
	-
	8.0.1
	Rel-8
	LTE-RF: TDD Applicability and CR for Spectrum Emission Mask and Additional Spectrum Emission Mask
	approved
	F
	8.1.0
	LTE-UEConTest
	R5

	RP-090283
	36.521-1
	0036
	-
	8.0.1
	Rel-8
	LTE-RF Investigation of E-UTRA-TDD for Occupied bandwidth test case applicability
	approved
	F
	8.1.0
	LTE-UEConTest
	R5

	RP-090283
	36.521-1
	0037
	-
	8.0.1
	Rel-8
	LTE-RF: Investigation of E-UTRA-TDD for Adjacent Channel Leakage power Ratio test case applicability
	approved
	F
	8.1.0
	LTE-UEConTest
	R5

	RP-090283
	36.521-1
	0038
	-
	8.0.1
	Rel-8
	LTE-RF: TDD applicability and CR for Maximum Input Level
	approved
	F
	8.1.0
	LTE-UEConTest
	R5

	RP-090283
	36.521-1
	0039
	-
	8.0.1
	Rel-8
	LTE-RF: TDD applicability and CR for Adjacent Channel Selectivity (ACS)
	approved
	F
	8.1.0
	LTE-UEConTest
	R5

	RP-090283
	36.521-1
	0040
	-
	8.0.1
	Rel-8
	Removal of Rx Narrowband Intermod 7.8.2
	approved
	F
	8.1.0
	LTE-UEConTest
	R5

	RP-090283
	36.521-1
	0041
	-
	8.0.1
	Rel-8
	Relocation of 36.521-1 Annex C DL mapping
	approved
	F
	8.1.0
	LTE-UEConTest
	R5

	RP-090283
	36.521-1
	0042
	-
	8.0.1
	Rel-8
	"Removal of ""Out-of-synchronization handling of output power"" heading"
	approved
	F
	8.1.0
	LTE-UEConTest
	R5

	RP-090283
	36.521-1
	0043
	-
	8.0.1
	Rel-8
	Test requirements of TDD PDSCH demodulation performance with user-specific reference symbols
	approved
	F
	8.1.0
	LTE-UEConTest
	R5

	RP-090283
	36.521-1
	0044
	-
	8.0.1
	Rel-8
	CR to 36.521-1: Update of Annex F.3.2 Measurement of transmitter
	approved
	F
	8.1.0
	LTE-UEConTest
	R5

	RP-090283
	36.521-1
	0045
	-
	8.0.1
	Rel-8
	CR to 36.521-1: Update of SEM and Additional SEM test cases
	approved
	F
	8.1.0
	LTE-UEConTest
	R5

	RP-090283
	36.521-1
	0046
	-
	8.0.1
	Rel-8
	CR to 36.521-1: Addition of test combinations for test cases with MPR application
	approved
	F
	8.1.0
	LTE-UEConTest
	R5

	RP-090283
	36.521-1
	0047
	-
	8.0.1
	Rel-8
	Spurious emission requirements on PHS band including the future plan in Japan
	approved
	F
	8.1.0
	LTE-UEConTest
	R5

	RP-090283
	36.521-1
	0048
	-
	8.0.1
	Rel-8
	LTE-RF: CR for MPR test case
	approved
	F
	8.1.0
	LTE-UEConTest
	R5

	RP-090283
	36.521-1
	0049
	-
	8.0.1
	Rel-8
	Update of Reference sensitivity test in 7.3
	approved
	F
	8.1.0
	LTE-UEConTest
	R5

	RP-090283
	36.521-1
	0049
	-
	8.0.1
	Rel-8
	Format for initial condition in TRx TCs
	approved
	F
	8.1.0
	LTE-UEConTest
	R5

	RP-090283
	36.521-1
	0050
	-
	8.0.1
	Rel-8
	Update of initial conditions for Rx tests
	approved
	F
	8.1.0
	LTE-UEConTest
	R5

	RP-090298
	36.523-1
	0001
	-
	8.0.1
	Rel-8
	Batch 1A - New test case for E-UTRA radio bearer testing
	approved
	F
	8.1.0
	LTE-UEConTest_SIG
	R5

	RP-090298
	36.523-1
	0002
	-
	8.0.1
	Rel-8
	Batch 1A - Update to RLC test case 7.2.3.10
	approved
	F
	8.1.0
	LTE-UEConTest_SIG
	R5

	RP-090298
	36.523-1
	0003
	-
	8.0.1
	Rel-8
	Batch 2 - Update to MAC test case 7.1.4.3
	approved
	F
	8.1.0
	LTE-UEConTest_SIG
	R5

	RP-090224
	36.523-1
	0004
	-
	8.0.1
	Rel-8
	Batch 1B: Addition of new LTE test case UM RLC / Segmentation and Reassembly / 5-bit SN / 11-bit 'Length Indicators' / 'Framing Info Field'
	approved
	F
	8.1.0
	LTE-UEConTest_SIG
	R5

	RP-090298
	36.523-1
	0005
	-
	8.0.1
	Rel-8
	Batch 1B: Addition of new LTE test case UM RLC / Segmentation and Reassembly / 10-bit SN / 11-bit 'Length Indicators' / 'Framing Info Field'
	approved
	F
	8.1.0
	LTE-UEConTest_SIG
	R5

	RP-090298
	36.523-1
	0006
	-
	8.0.1
	Rel-8
	Batch 1B: Addition of new LTE test case UM RLC / 5-bit SN / Correct use of Sequence Numbering
	approved
	F
	8.1.0
	LTE-UEConTest_SIG
	R5

	RP-090298
	36.523-1
	0007
	-
	8.0.1
	Rel-8
	Batch 1B: Addition of new LTE test case UM RLC / 10 bit- SN / Correct use of Sequence Numbering
	approved
	F
	8.1.0
	LTE-UEConTest_SIG
	R5

	RP-090298
	36.523-1
	0008
	-
	8.0.1
	Rel-8
	Batch 1B: Addition of new LTE test case UM RLC / Concatenation, Segmentation and Reassembly
	approved
	F
	8.1.0
	LTE-UEConTest_SIG
	R5

	RP-090298
	36.523-1
	0009
	-
	8.0.1
	Rel-8
	Batch 2: Addition of new LTE test case UM RLC / Duplicated detection of RLC PDUs
	approved
	F
	8.1.0
	LTE-UEConTest_SIG
	R5

	RP-090298
	36.523-1
	0010
	-
	8.0.1
	Rel-8
	Batch 1B: Introduction of a new EMM test case for NW initiated detach procedure with Detach type IE = IMSI detach
	approved
	F
	8.1.0
	LTE-UEConTest_SIG
	R5

	RP-090223
	36.523-1
	0011
	-
	8.0.1
	Rel-8
	Batch 1A: Introduction of a new EMM test case for Service Request procedure with mobile originating CS fallback
	approved
	F
	8.1.0
	LTE-UEConTest_SIG
	R5

	RP-090223
	36.523-1
	0012
	-
	8.0.1
	Rel-8
	Correction to Idle Mode test method
	approved
	F
	8.1.0
	LTE-UEConTest_SIG
	R5

	RP-090223
	36.523-1
	0013
	-
	8.0.1
	Rel-8
	Batch 2: Addition of E-UTRAN test case 6.1.2.8 for Cell reselection using cell status and cell reservations (access control class 0-9)
	approved
	F
	8.1.0
	LTE-UEConTest_SIG
	R5

	RP-090223
	36.523-1
	0014
	-
	8.0.1
	Rel-8
	Batch 2: Addition of E-UTRAN test case 6.1.2.9 for Cell reselection using cell status and cell reservations (access control class 11-15)
	approved
	F
	8.1.0
	LTE-UEConTest_SIG
	R5

	RP-090223
	36.523-1
	0015
	-
	8.0.1
	Rel-8
	Modification for 7.1.3.5 Correct HARQ process handling [CCCH]
	approved
	F
	8.1.0
	LTE-UEConTest_SIG
	R5

	RP-090223
	36.523-1
	0016
	-
	8.0.1
	Rel-8
	Batch 2 - Update to RLC (AM) test case 7.2.3.13
	approved
	F
	8.1.0
	LTE-UEConTest_SIG
	R5

	RP-090223
	36.523-1
	0017
	-
	8.0.1
	Rel-8
	Batch 2 - Update to test case 8.1.2.5
	approved
	F
	8.1.0
	LTE-UEConTest_SIG
	R5

	RP-090223
	36.523-1
	0018
	-
	8.0.1
	Rel-8
	Batch 1A - Update to test case 8.1.2.7
	approved
	F
	8.1.0
	LTE-UEConTest_SIG
	R5

	RP-090223
	36.523-1
	0019
	-
	8.0.1
	Rel-8
	Batch 1A - Update to test case 8.1.3.5
	approved
	F
	8.1.0
	LTE-UEConTest_SIG
	R5

	RP-090223
	36.523-1
	0020
	-
	8.0.1
	Rel-8
	Batch 2 - Update to test case 8.2.4.2
	approved
	F
	8.1.0
	LTE-UEConTest_SIG
	R5

	RP-090223
	36.523-1
	0021
	-
	8.0.1
	Rel-8
	Batch 1B - Update to test case 8.2.4.5
	approved
	F
	8.1.0
	LTE-UEConTest_SIG
	R5

	RP-090223
	36.523-1
	0022
	-
	8.0.1
	Rel-8
	Batch 2- Update to test case 8.2.4.6
	approved
	F
	8.1.0
	LTE-UEConTest_SIG
	R5

	RP-090223
	36.523-1
	0023
	-
	8.0.1
	Rel-8
	Batch 2 - Update to test case 8.2.4.9
	approved
	F
	8.1.0
	LTE-UEConTest_SIG
	R5

	RP-090223
	36.523-1
	0024
	-
	8.0.1
	Rel-8
	Batch 2- Update to test case 8.2.4.7
	approved
	F
	8.1.0
	LTE-UEConTest_SIG
	R5

	RP-090223
	36.523-1
	0025
	-
	8.0.1
	Rel-8
	Batch 2 - Update to test case 8.2.4.3
	approved
	F
	8.1.0
	LTE-UEConTest_SIG
	R5

	RP-090223
	36.523-1
	0026
	-
	8.0.1
	Rel-8
	Batch 1A Update test case 8.2.1.1
	approved
	F
	8.1.0
	LTE-UEConTest_SIG
	R5

	RP-090223
	36.523-1
	0027
	-
	8.0.1
	Rel-8
	Batch 2 Update test case 8.2.1.3
	approved
	F
	8.1.0
	LTE-UEConTest_SIG
	R5

	RP-090223
	36.523-1
	0028
	-
	8.0.1
	Rel-8
	Batch 1A Update test case 8.2.3.1
	approved
	F
	8.1.0
	LTE-UEConTest_SIG
	R5

	RP-090223
	36.523-1
	0029
	-
	8.0.1
	Rel-8
	Batch 2 - Update to test case 8.3.1.8
	approved
	F
	8.1.0
	LTE-UEConTest_SIG
	R5

	RP-090223
	36.523-1
	0030
	-
	8.0.1
	Rel-8
	Batch 2 - Update to test case 8.3.1.9
	approved
	F
	8.1.0
	LTE-UEConTest_SIG
	R5

	RP-090224
	36.523-1
	0031
	-
	8.0.1
	Rel-8
	Batch 1A - Removal of E-UTRA RLC test case: 7.2.3.12
	approved
	F
	8.1.0
	LTE-UEConTest_SIG
	R5

	RP-090224
	36.523-1
	0032
	-
	8.0.1
	Rel-8
	Batch 1A - Removal of E-UTRA RLC test case - 7.2.3.11 AM RLC / Operation of the RLC reestablishment procedure / UE Originated
	approved
	F
	8.1.0
	LTE-UEConTest_SIG
	R5

	RP-090224
	36.523-1
	0033
	-
	8.0.1
	Rel-8
	Batch 2 - Update to test case 8.3.2.3
	approved
	F
	8.1.0
	LTE-UEConTest_SIG
	R5

	RP-090224
	36.523-1
	0034
	-
	8.0.1
	Rel-8
	Batch 1B: Update to test case 8.3.1.1 Measurement configuration control and reporting/ intra E-UTRAN measurements: event A1
	approved
	F
	8.1.0
	LTE-UEConTest_SIG
	R5

	RP-090224
	36.523-1
	0035
	-
	8.0.1
	Rel-8
	Batch 1B: Update to test case 8.3.1.2 Measurement configuration control and reporting/ intra E-UTRAN measurements: event A2
	approved
	F
	8.1.0
	LTE-UEConTest_SIG
	R5

	RP-090224
	36.523-1
	0036
	-
	8.0.1
	Rel-8
	Batch 2 - Addition of new test case 8.4.1.8
	approved
	F
	8.1.0
	LTE-UEConTest_SIG
	R5

	RP-090224
	36.523-1
	0037
	-
	8.0.1
	Rel-8
	Batch 1B: Addition of EMM TC 9.2.1.1.17 for Attach / rejected / no suitable cells in this tracking area
	approved
	F
	8.1.0
	LTE-UEConTest_SIG
	R5

	RP-090224
	36.523-1
	0038
	-
	8.0.1
	Rel-8
	Batch 1B - New TC 9.1.2.2 Authentication not accepted by the network, GUTI used, identification procedure and authentication restart
	approved
	F
	8.1.0
	LTE-UEConTest_SIG
	R5

	RP-090224
	36.523-1
	0039
	-
	8.0.1
	Rel-8
	Batch 3 - Removal of TC 9.1.4.1 Identification procedure, IMSI requested
	approved
	F
	8.1.0
	LTE-UEConTest_SIG
	R5

	RP-090224
	36.523-1
	0040
	-
	8.0.1
	Rel-8
	New Batch 2 test case: 9.2.2.1.6 UE initiated detach / Abnormal case / local detach after 5 attempts due to no network response
	approved
	F
	8.1.0
	LTE-UEConTest_SIG
	R5

	RP-090224
	36.523-1
	0041
	-
	8.0.1
	Rel-8
	Batch 1B: Introduction of a new EMM test case for Paging procedure with mobile terminating CS fallback.
	approved
	F
	8.1.0
	LTE-UEConTest_SIG
	R5

	RP-090224
	36.523-1
	0042
	-
	8.0.1
	Rel-8
	Batch 1B: Correction to 9.2.3.1.1 Normal tracking area update / accepted
	approved
	F
	8.1.0
	LTE-UEConTest_SIG
	R5

	RP-090224
	36.523-1
	0043
	-
	8.0.1
	Rel-8
	Batch 1B: Correction to 9.2.3.1.5 Periodic tracking area update / accepted
	approved
	F
	8.1.0
	LTE-UEConTest_SIG
	R5

	RP-090224
	36.523-1
	0044
	-
	8.0.1
	Rel-8
	New Batch 1A test case: 9.2.1.1.7 Attach Procedure / Success / list of equivalent PLMNs in the ATTACH ACCEPT message
	approved
	F
	8.1.0
	LTE-UEConTest_SIG
	R5

	RP-090224
	36.523-1
	0045
	-
	8.0.1
	Rel-8
	New Batch 2 test case: 9.2.1.1.25 Attach / Abnormal case / Mobile originated detach required
	approved
	F
	8.1.0
	LTE-UEConTest_SIG
	R5

	RP-090224
	36.523-1
	0046
	-
	8.0.1
	Rel-8
	Batch 1B: new EMM TC 9.2.1.1.15 for Attach / rejected / roaming not allowed in this tracking area
	approved
	F
	8.1.0
	LTE-UEConTest_SIG
	R5

	RP-090224
	36.523-1
	0047
	-
	8.0.1
	Rel-8
	Batch 1B: Addition of EMM TC 9.2.1.2.2 Combined attach procedure / Success / EPS services only / IMSI unknown in HLR
	approved
	F
	8.1.0
	LTE-UEConTest_SIG
	R5

	RP-090224
	36.523-1
	0048
	-
	8.0.1
	Rel-8
	Batch 1B: Addition of EMM TC 10.2.1for Dedicated EPS bearer context activation / Success
	approved
	F
	8.1.0
	LTE-UEConTest_SIG
	R5

	RP-090224
	36.523-1
	0049
	-
	8.0.1
	Rel-8
	Batch 1B: Addition of EMM TC 10.3.1 for EPS bearer context modification / Success
	approved
	F
	8.1.0
	LTE-UEConTest_SIG
	R5

	RP-090224
	36.523-1
	0050
	-
	8.0.1
	Rel-8
	Batch 2 - New E-UTRA test case - 7.2.3.21 AM RLC / RLC re-establishment at inter eNB HO
	approved
	F
	8.1.0
	LTE-UEConTest_SIG
	R5

	RP-090278
	36.523-1
	0060
	-
	8.0.1
	Rel-8
	Correction to E-UTRA RLC test case 7.2.3.1
	approved
	F
	8.1.0
	LTE-UEConTest_SIG
	R5

	RP-090278
	36.523-1
	0061
	-
	8.0.1
	Rel-8
	Correction to E-UTRA RLC test case 7.2.3.2
	approved
	F
	8.1.0
	LTE-UEConTest_SIG
	R5

	RP-090278
	36.523-1
	0062
	-
	8.0.1
	Rel-8
	Batch 2 -Update to test case 7.2.2.8
	approved
	F
	8.1.0
	LTE-UEConTest_SIG
	R5

	RP-090278
	36.523-1
	0063
	-
	8.0.1
	Rel-8
	Batch 1B -Update to test case 7.2.2.9
	approved
	F
	8.1.0
	LTE-UEConTest_SIG
	R5

	RP-090278
	36.523-1
	0064
	-
	8.0.1
	Rel-8
	Batch 1A -Update to test case 8.1.1.1
	approved
	F
	8.1.0
	LTE-UEConTest_SIG
	R5

	RP-090278
	36.523-1
	0065
	-
	8.0.1
	Rel-8
	Batch 1A - Update to test case 8.2.4.1
	approved
	F
	8.1.0
	LTE-UEConTest_SIG
	R5

	RP-090278
	36.523-1
	0066
	-
	8.0.1
	Rel-8
	Batch 2 - Update to test case 8.2.4.2
	approved
	F
	8.1.0
	LTE-UEConTest_SIG
	R5

	RP-090278
	36.523-1
	0067
	-
	8.0.1
	Rel-8
	Batch 2 - Update to test case 8.2.4.6
	approved
	F
	8.1.0
	LTE-UEConTest_SIG
	R5

	RP-090278
	36.523-1
	0068
	-
	8.0.1
	Rel-8
	Batch 2 - Update to test case 8.2.4.7
	approved
	F
	8.1.0
	LTE-UEConTest_SIG
	R5

	RP-090278
	36.523-1
	0069
	-
	8.0.1
	Rel-8
	Batch 2 - Update to test case 8.2.4.9
	approved
	F
	8.1.0
	LTE-UEConTest_SIG
	R5

	RP-090278
	36.523-1
	0070
	-
	8.0.1
	Rel-8
	Batch 2 - Addition of new test case 8.4.1.8
	approved
	F
	8.1.0
	LTE-UEConTest_SIG
	R5

	RP-090278
	36.523-1
	0071
	-
	8.0.1
	Rel-8
	Batch 2 - Correction to Idle mode test method
	approved
	F
	8.1.0
	LTE-UEConTest_SIG
	R5

	RP-090278
	36.523-1
	0072
	-
	8.0.1
	Rel-8
	Batch 1A - Update to test case 8.5.4.1
	approved
	F
	8.1.0
	LTE-UEConTest_SIG
	R5

	RP-090278
	36.523-1
	0073
	-
	8.0.1
	Rel-8
	Batch 2 - Addition of new test case 9.2.3.2.10
	approved
	F
	8.1.0
	LTE-UEConTest_SIG
	R5

	RP-090278
	36.523-1
	0074
	-
	8.0.1
	Rel-8
	Batch 2 - Addition of new test case 9.2.3.2.15
	approved
	F
	8.1.0
	LTE-UEConTest_SIG
	R5

	RP-090278
	36.523-1
	0075
	-
	8.0.1
	Rel-8
	Removal of EMM test cases 9.2.2.2.4, 9.2.2.2.6, 9.2.2.2.7 and 9.2.2.2.8.
	approved
	F
	8.1.0
	LTE-UEConTest_SIG
	R5

	RP-090278
	36.523-1
	0076
	-
	8.0.1
	Rel-8
	Batch 1:Corrections to MAC test case 7.1.2.1
	approved
	F
	8.1.0
	LTE-UEConTest_SIG
	R5

	RP-090278
	36.523-1
	0077
	-
	8.0.1
	Rel-8
	Batch 1:Corrections to MAC test case 7.1.2.4
	approved
	F
	8.1.0
	LTE-UEConTest_SIG
	R5

	RP-090278
	36.523-1
	0078
	-
	8.0.1
	Rel-8
	Batch 1:Corrections to MAC test case 7.1.2.5
	approved
	F
	8.1.0
	LTE-UEConTest_SIG
	R5

	RP-090279
	36.523-1
	0079
	-
	8.0.1
	Rel-8
	Batch 1:Corrections to MAC test case 7.1.3.6
	approved
	F
	8.1.0
	LTE-UEConTest_SIG
	R5

	RP-090279
	36.523-1
	0080
	-
	8.0.1
	Rel-8
	Batch 1:Corrections to MAC test case 7.1.4.11
	approved
	F
	8.1.0
	LTE-UEConTest_SIG
	R5

	RP-090279
	36.523-1
	0081
	-
	8.0.1
	Rel-8
	Batch 2 - Update to MAC test case 7.1.4.3
	approved
	F
	8.1.0
	LTE-UEConTest_SIG
	R5

	RP-090279
	36.523-1
	0082
	-
	8.0.1
	Rel-8
	Batch 1A - Update of E-UTRA RLC (AM) test case 7.2.3.5
	approved
	F
	8.1.0
	LTE-UEConTest_SIG
	R5

	RP-090279
	36.523-1
	0083
	-
	8.0.1
	Rel-8
	Batch 2 - Update of E-UTRA RLC (AM) test case 7.2.3.16
	approved
	F
	8.1.0
	LTE-UEConTest_SIG
	R5

	RP-090279
	36.523-1
	0084
	-
	8.0.1
	Rel-8
	Batch 1B: Correction to E-UTRA RLC test case 7.2.2.7
	approved
	F
	8.1.0
	LTE-UEConTest_SIG
	R5

	RP-090279
	36.523-1
	0085
	-
	8.0.1
	Rel-8
	Addition of a new LTE test case" 7.3.3.2 Correct functionality of EPS UP encription algorithms (SNOW 3G)"
	approved
	F
	8.1.0
	LTE-UEConTest_SIG
	R5

	RP-090279
	36.523-1
	0086
	-
	8.0.1
	Rel-8
	Addition of a new LTE test case "7.3.3.1 Correct functionality of EPS AS encription algorithms (SNOW 3G)"
	approved
	F
	8.1.0
	LTE-UEConTest_SIG
	R5

	RP-090279
	36.523-1
	0087
	-
	8.0.1
	Rel-8
	Addition of a new LTE test case "7.3.3.3 Correct functionality of EPS AS encription algorithms (AES)"
	approved
	F
	8.1.0
	LTE-UEConTest_SIG
	R5

	RP-090279
	36.523-1
	0088
	-
	8.0.1
	Rel-8
	Addition of a new LTE test case "7.3.3.4 Correct functionality of EPS UP encription algorithms (AES)"
	approved
	F
	8.1.0
	LTE-UEConTest_SIG
	R5

	RP-090279
	36.523-1
	0089
	-
	8.0.1
	Rel-8
	Batch 1:Corrections to MAC test case 7.1.2.7
	approved
	F
	8.1.0
	LTE-UEConTest_SIG
	R5

	RP-090279
	36.523-1
	0090
	-
	8.0.1
	Rel-8
	Batch 1:Corrections to MAC test case 7.1.2.8
	approved
	F
	8.1.0
	LTE-UEConTest_SIG
	R5

	RP-090279
	36.523-1
	0091
	-
	8.0.1
	Rel-8
	.Bacth 1:Corrections to MAC test case 7.1.3.4
	approved
	F
	8.1.0
	LTE-UEConTest_SIG
	R5

	RP-090279
	36.523-1
	0092
	-
	8.0.1
	Rel-8
	Batch 1:Corrections to MAC test case 7.1.3.5
	approved
	F
	8.1.0
	LTE-UEConTest_SIG
	R5

	RP-090279
	36.523-1
	0093
	-
	8.0.1
	Rel-8
	Batch 1:Corrections to MAC test case 7.1.4.15
	approved
	F
	8.1.0
	LTE-UEConTest_SIG
	R5

	RP-090279
	36.523-1
	0094
	-
	8.0.1
	Rel-8
	Batch 1:Corrections to MAC test case 7.1.4.16
	approved
	F
	8.1.0
	LTE-UEConTest_SIG
	R5

	RP-090279
	36.523-1
	0095
	-
	8.0.1
	Rel-8
	Update of 36.523-1 Reference list
	approved
	F
	8.1.0
	LTE-UEConTest_SIG
	R5

	RP-090279
	36.523-1
	0096
	-
	8.0.1
	Rel-8
	Batch 2: Update of LTE TC 8.1.2.3 RRC - RRC Connection Establishment in RRC Idle state: return to idle state after T300 timeout
	approved
	F
	8.1.0
	LTE-UEConTest_SIG
	R5

	RP-090279
	36.523-1
	0097
	-
	8.0.1
	Rel-8
	Batch 2: Addition of EMM TC 9.2.1.2.4 for Successful combined attach procedure, EPS service only / CS domain not available.
	approved
	F
	8.1.0
	LTE-UEConTest_SIG
	R5

	RP-090279
	36.523-1
	0098
	-
	8.0.1
	Rel-8
	Batch 1:Corrections to EMM test case 9.1.3.1
	approved
	F
	8.1.0
	LTE-UEConTest_SIG
	R5

	RP-090280
	36.523-1
	0099
	-
	8.0.1
	Rel-8
	Batch 1B: Correction to E-UTRA RLC test case 7.2.2.3
	approved
	F
	8.1.0
	LTE-UEConTest_SIG
	R5

	RP-090280
	36.523-1
	0100
	-
	8.0.1
	Rel-8
	Batch 1B: Update of E-UTRAN test case 6.1.1.1
	approved
	F
	8.1.0
	LTE-UEConTest_SIG
	R5

	RP-090280
	36.523-1
	0101
	-
	8.0.1
	Rel-8
	Batch-1B: Introduction of a new EMM test case, 9.2.3.1.4 Normal tracking area update / list of equivalent PLMNs in the TRACKING AREA UPDATE ACCEPT message
	approved
	F
	8.1.0
	LTE-UEConTest_SIG
	R5

	RP-090280
	36.523-1
	0102
	-
	8.0.1
	Rel-8
	Batch 1:Corrections to MAC test case 7.1.2.2
	approved
	F
	8.1.0
	LTE-UEConTest_SIG
	R5

	RP-090280
	36.523-1
	0103
	-
	8.0.1
	Rel-8
	Batch 1: Addition of new MAC test case 7.1.3.9 : MAC reset
	approved
	F
	8.1.0
	LTE-UEConTest_SIG
	R5

	RP-090280
	36.523-1
	0104
	-
	8.0.1
	Rel-8
	Batch 1: Addition of new MAC test case 7.1.4.12 : MAC reset
	approved
	F
	8.1.0
	LTE-UEConTest_SIG
	R5

	RP-090280
	36.523-1
	0105
	-
	8.0.1
	Rel-8
	Batch 1A - Update of E-UTRA MAC test case: 7.1.3.3
	approved
	F
	8.1.0
	LTE-UEConTest_SIG
	R5

	RP-090280
	36.523-1
	0106
	-
	8.0.1
	Rel-8
	Batch 2 - Update of E-UTRA MAC test case: 7.1.2.9
	approved
	F
	8.1.0
	LTE-UEConTest_SIG
	R5

	RP-090280
	36.523-1
	0107
	-
	8.0.1
	Rel-8
	Batch 1B - New E-UTRA PDCP test case - 7.3.1.2 Maintenance of PDCP sequence numbers (user plane, RLC UM)
	approved
	F
	8.1.0
	LTE-UEConTest_SIG
	R5

	RP-090280
	36.523-1
	0108
	-
	8.0.1
	Rel-8
	Batch 1B - Correction to E-UTRA PDCP test case 7.3.1.1
	approved
	F
	8.1.0
	LTE-UEConTest_SIG
	R5

	RP-090280
	36.523-1
	0109
	-
	8.0.1
	Rel-8
	Batch 1B - New E-UTRA PDCP test case - 7.3.1.3 Maintenance of PDCP sequence numbers (user plane, RLC UM, long PDCP SN (12 bits))
	approved
	F
	8.1.0
	LTE-UEConTest_SIG
	R5

	RP-090280
	36.523-1
	0110
	-
	8.0.1
	Rel-8
	Batch 1B -Update to test case 7.2.2.4
	approved
	F
	8.1.0
	LTE-UEConTest_SIG
	R5

	RP-090280
	36.523-1
	0111
	-
	8.0.1
	Rel-8
	Batch 1A -Update to test case 7.2.3.3
	approved
	F
	8.1.0
	LTE-UEConTest_SIG
	R5

	RP-090280
	36.523-1
	0112
	-
	8.0.1
	Rel-8
	Batch 1A -Update to test case 7.2.3.4
	approved
	F
	8.1.0
	LTE-UEConTest_SIG
	R5

	RP-090280
	36.523-1
	0113
	-
	8.0.1
	Rel-8
	Removal of TC 7.3.5.1
	approved
	F
	8.1.0
	LTE-UEConTest_SIG
	R5

	RP-090280
	36.523-1
	0114
	-
	8.0.1
	Rel-8
	Batch 1A - Update of E-UTRA RLC (AM) test case 7.2.3.17
	approved
	F
	8.1.0
	LTE-UEConTest_SIG
	R5

	RP-090280
	36.523-1
	0115
	-
	8.0.1
	Rel-8
	Batch 1A - Update of E-UTRA RLC (AM) test case 7.2.3.15
	approved
	F
	8.1.0
	LTE-UEConTest_SIG
	R5

	RP-090280
	36.523-1
	0116
	-
	8.0.1
	Rel-8
	Batch 1B - Update of test case 8.2.2.1
	approved
	F
	8.1.0
	LTE-UEConTest_SIG
	R5

	RP-090280
	36.523-1
	0117
	-
	8.0.1
	Rel-8
	Update of RRC batch 1B test case 8.2.2.2 RRC Connection Reconfiguration / SRB/DRB Reconfiguration: Success
	approved
	F
	8.1.0
	LTE-UEConTest_SIG
	R5

	RP-090280
	36.523-1
	0118
	-
	8.0.1
	Rel-8
	Batch-1: Update to RRC part 3 test case 8.3.3.1
	approved
	F
	8.1.0
	LTE-UEConTest_SIG
	R5

	RP-090280
	36.523-1
	0119
	-
	8.0.1
	Rel-8
	Batch 1A - TC 9.1.2.1 Authentication accepted - Update of conformance requirements
	approved
	F
	8.1.0
	LTE-UEConTest_SIG
	R5

	RP-090280
	36.523-1
	0120
	-
	8.0.1
	Rel-8
	Batch 1A - TC 9.3.2.1 Paging procedure revisited
	approved
	F
	8.1.0
	LTE-UEConTest_SIG
	R5

	RP-090281
	36.523-1
	0121
	-
	8.0.1
	Rel-8
	Batch 1A -Update to test case 6.1.2.5
	approved
	F
	8.1.0
	LTE-UEConTest_SIG
	R5

	RP-090281
	36.523-1
	0122
	-
	8.0.1
	Rel-8
	Update of TC 7.3.6.1 PDCP Discard
	approved
	F
	8.1.0
	LTE-UEConTest_SIG
	R5

	RP-090281
	36.523-1
	0123
	-
	8.0.1
	Rel-8
	Addition of new TC 7.3.5.4
	approved
	F
	8.1.0
	LTE-UEConTest_SIG
	R5

	RP-090281
	36.523-1
	0124
	-
	8.0.1
	Rel-8
	Batch 2 - Update of LTE TC 8.5.1.3 RRC - RRC Connection Re-establishment: Failure: T311 Expiry
	approved
	F
	8.1.0
	LTE-UEConTest_SIG
	R5

	RP-090281
	36.523-1
	0125
	-
	8.0.1
	Rel-8
	Batch 2 -Update to test case 8.1.2.5
	approved
	F
	8.1.0
	LTE-UEConTest_SIG
	R5

	RP-090281
	36.523-1
	0126
	-
	8.0.1
	Rel-8
	Batch 1A  -Update to test case 8.1.2.7
	approved
	F
	8.1.0
	LTE-UEConTest_SIG
	R5

	RP-090281
	36.523-1
	0127
	-
	8.0.1
	Rel-8
	Batch 1A  -Update to test case 8.1.3.5
	approved
	F
	8.1.0
	LTE-UEConTest_SIG
	R5

	RP-090281
	36.523-1
	0128
	-
	8.0.1
	Rel-8
	Batch 2 - Update to test case 8.2.4.3
	approved
	F
	8.1.0
	LTE-UEConTest_SIG
	R5

	RP-090281
	36.523-1
	0129
	-
	8.0.1
	Rel-8
	Batch 1B - Update to test case 8.2.4.5
	approved
	F
	8.1.0
	LTE-UEConTest_SIG
	R5

	RP-090281
	36.523-1
	0130
	-
	8.0.1
	Rel-8
	Batch 1A - Update of test case 8.2.4.1
	approved
	F
	8.1.0
	LTE-UEConTest_SIG
	R5

	RP-090281
	36.523-1
	0131
	-
	8.0.1
	Rel-8
	Batch 2: Update of RRC part1 TC 8.1.3.6 RRC Connection Release: redirection from E-UTRAN to UTRAN
	approved
	F
	8.1.0
	LTE-UEConTest_SIG
	R5

	RP-090281
	36.523-1
	0132
	-
	8.0.1
	Rel-8
	Batch 2: Update of RRC part3 TC 8.3.1.7 Measurement configuration control and reporting / intra E-UTRAN measurements: blacklisting
	approved
	F
	8.1.0
	LTE-UEConTest_SIG
	R5

	RP-090281
	36.523-1
	0133
	-
	8.0.1
	Rel-8
	Corrections to LTE idle mode test cases
	approved
	F
	8.1.0
	LTE-UEConTest_SIG
	R5

	RP-090281
	36.523-1
	0134
	-
	8.0.1
	Rel-8
	Batch 1B: Update of test case 6.1.2.6
	approved
	F
	8.1.0
	LTE-UEConTest_SIG
	R5

	RP-090281
	36.523-1
	0135
	-
	8.0.1
	Rel-8
	Batch 2: Update of LTE TC 8.1.2.2 RRC, Reject with wait time
	approved
	F
	8.1.0
	LTE-UEConTest_SIG
	R5

	RP-090281
	36.523-1
	0136
	-
	8.0.1
	Rel-8
	Update to test case 8.1.3.1
	approved
	F
	8.1.0
	LTE-UEConTest_SIG
	R5

	RP-090281
	36.523-1
	0137
	-
	8.0.1
	Rel-8
	Batch 1B: update of E-UTRA PDCP test case 7.3.6.1
	approved
	F
	8.1.0
	LTE-UEConTest_SIG
	R5

	RP-090281
	36.523-1
	0138
	-
	8.0.1
	Rel-8
	Batch 1B: update of E-UTRA PDCP test case 7.3.6.1
	approved
	F
	8.1.0
	LTE-UEConTest_SIG
	R5

	RP-090281
	36.523-1
	0139
	-
	8.0.1
	Rel-8
	Batch 2 - Update to test case 8.3.1.8
	approved
	F
	8.1.0
	LTE-UEConTest_SIG
	R5

	RP-090281
	36.523-1
	0140
	-
	8.0.1
	Rel-8
	Batch-2: Update to RRC part 3 test case 8.3.1.3
	approved
	F
	8.1.0
	LTE-UEConTest_SIG
	R5

	RP-090282
	36.523-1
	0141
	-
	8.0.1
	Rel-8
	Batch-2: Update to RRC part 3 test case 8.3.1.5
	approved
	F
	8.1.0
	LTE-UEConTest_SIG
	R5

	RP-090282
	36.523-1
	0142
	-
	8.0.1
	Rel-8
	Batch 2: Addition of new EMM TC 9.2.1.2.3: Successful combined attach procedure, EPS service only / MSC temporarily not reachable
	approved
	F
	8.1.0
	LTE-UEConTest_SIG
	R5

	RP-090282
	36.523-1
	0143
	-
	8.0.1
	Rel-8
	Bacth 1:Corrections to MAC test case 7.1.2.3
	approved
	F
	8.1.0
	LTE-UEConTest_SIG
	R5

	RP-090282
	36.523-1
	0144
	-
	8.0.1
	Rel-8
	Batch 2 - Addition of new test case 9.2.1.2.6
	approved
	F
	8.1.0
	LTE-UEConTest_SIG
	R5

	RP-090282
	36.523-1
	0145
	-
	8.0.1
	Rel-8
	Batch 2 - Addition of new test case 9.2.3.2.6
	approved
	F
	8.1.0
	LTE-UEConTest_SIG
	R5

	RP-090282
	36.523-1
	0146
	-
	8.0.1
	Rel-8
	Batch 1:Corrections to MAC test case 7.1.4.2
	approved
	F
	8.1.0
	LTE-UEConTest_SIG
	R5

	RP-090282
	36.523-1
	0147
	-
	8.0.1
	Rel-8
	Batch 1:Corrections to MAC test case 7.1.3.2
	approved
	F
	8.1.0
	LTE-UEConTest_SIG
	R5

	RP-090282
	36.523-1
	0148
	-
	8.0.1
	Rel-8
	Batch 2: Update of RRC part1 TC 8.1.3.4 RRC Connection Release: redirection to another E-UTRAN frequency
	approved
	F
	8.1.0
	LTE-UEConTest_SIG
	R5

	RP-090282
	36.523-1
	0149
	-
	8.0.1
	Rel-8
	Batch 1A - Update of E-UTRA RLC (AM) test case 7.2.3.18
	approved
	F
	8.1.0
	LTE-UEConTest_SIG
	R5

	RP-090282
	36.523-2
	0001
	-
	8.0.1
	Rel-8
	Removal of reference to 11-bit Length Indicator in E-UTRA RLC test cases
	approved
	F
	8.1.0
	LTE-UEConTest_SIG
	R5

	RP-090282
	36.523-2
	0002
	-
	8.0.1
	Rel-8
	Applicability of new E-UTRA PDCP test case - 7.3.5.4
	approved
	F
	8.1.0
	LTE-UEConTest_SIG
	R5

	RP-090282
	36.523-2
	0003
	-
	8.0.1
	Rel-8
	Updating applicability table with input relevant to agreed at RAN5#41bis 36.523-1 CRs
	approved
	F
	8.1.0
	LTE-UEConTest_SIG
	R5

	RP-090282
	36.523-2
	0004
	-
	8.0.1
	Rel-8
	Batch 1B - Applicability of new E-UTRA PDCP test cases
	approved
	F
	8.1.0
	LTE-UEConTest_SIG
	R5

	RP-090282
	36.523-2
	0005
	-
	8.0.1
	Rel-8
	Update of Applicability table for EPS mobility management test cases
	approved
	F
	8.1.0
	LTE-UEConTest_SIG
	R5

	RP-090282
	36.523-2
	0006
	-
	8.0.1
	Rel-8
	Batch 1: Applicablility for new MAC test cases 7.1.3.9  & 7.1.4.12
	approved
	F
	8.1.0
	LTE-UEConTest_SIG
	R5

	RP-090282
	36.523-2
	0007
	-
	8.0.1
	Rel-8
	Addition of Applicability new LTE test cases
	approved
	F
	8.1.0
	LTE-UEConTest_SIG
	R5

	SP-090033
	41.101
	0036
	1
	6.10.0
	Rel-6
	Correction to list of specifications
	approved
	F
	6.11.0
	TEI6
	SP

	SP-090033
	41.101
	0037
	1
	7.2.0
	Rel-7
	Correction to list of specifications
	approved
	F
	7.3.0
	TEI7
	SP

	SP-090033
	41.101
	0038
	1
	7.2.0
	Rel-8
	List of Rel-8 specifications
	approved
	F
	8.0.0
	TEI8
	SP

	CP-090145
	49.008
	0004
	1
	8.0.0
	Rel-8
	Protocol Alignment for AoIP
	approved
	F
	8.1.0
	AoIP-CN
	C1

	CP-090189
	51.010-4
	0059
	-
	4.11.0
	Rel-4
	Essential correction to 27.22.4.3.6 (GET INPUT (display of Icon)), sequence 6.1A
	approved
	F
	4.12.0
	TEI4
	C6

	CP-090189
	51.010-4
	0060
	-
	4.11.0
	Rel-4
	Essential correction to 27.22.4.11.2 and 27.22.4.11.3 (SEND SS)
	approved
	F
	4.12.0
	TEI4
	C6

	CP-090189
	51.010-4
	0061
	-
	4.11.0
	Rel-4
	Essential correction to 27.22.4.31 (GET CHANNEL STATUS) sequence 1.3
	approved
	F
	4.12.0
	TEI4
	C6

	CP-090189
	51.010-4
	0062
	-
	4.11.0
	Rel-4
	Essential correction 27.22.4.14 (POLLING OFF)
	approved
	F
	4.12.0
	TEI4
	C6

	CP-090189
	51.010-4
	0063
	1
	4.11.0
	Rel-4
	Essential correction to BIP tests - usage of ME's default channel identifier
	approved
	F
	4.12.0
	TEI4
	C6

	RP-090269
	TS 36.133
	0122
	1
	8.4.0
	Rel-8
	Clarification on Annex A.9: Measurement performance requirements
	reissued
	F
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