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**** Start of the change ****

6.13.2.1.2
Iu mode to A/Gb mode Inter-SGSN Change using S4

In this case, clause 6.13.2.1.1 applies except for steps 3, 5, 7, 9 and 10, as well as clause-specific general statements stated below.
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Figure 54-2: steps 3, 5, 7, 9 for Iu mode to A/Gb mode Inter-SGSN Change using S4

Steps 3, 5 and 7 are identical to the Gn/Gp case in clause 6.13.2.2.1, except that:

-
Message SGSN Context Request is replaced by message Context Request;

-
Parameter PDP Contexts is replaced by parameter EPS Bearer Contexts.


MM Context and EPS Bearer Context when used at the S16 interface are defined by clause 13.2.2.

9)
In case Direct Tunnel in Iu mode was not established, the old 3G SGSN tunnels the GTP PDUs to the new 2G‑SGSN. In the case of GTPv2 or GTPv1 user plane, the conversion of PDCP sequence numbers to SNDCP sequence numbers (the eight most significant bits shall be stripped off) shall be done in the new SGSN. No N‑PDU sequence numbers shall be indicated for these N‑PDUs. If GTPv0 is used between the SGSNs, the conversion of PDCP sequence numbers to SNDCP numbers shall be done in the old 3G‑SGSN (by stripping off the eight most significant bits).


In case Direct Tunnel in Iu mode was established, the packets are forwarded via the S‑GW.

10)
Box (B)
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Figure 54-3: step 10 for Iu mode to A/Gb mode Inter-SGSN Change using S4

NOTE:
Steps a) and d) are common for architecture variants with GTP-based S5/S8 and PMIP-based S5/S8. For a PMIP-based S5/S8, procedure step (A1) is defined in TS 23.402 [90]. Steps b) and c) in Figure 54-3 concern GTP-based S5/S8.

a)
The new 2G‑SGSN sends an Update Bearer Request (new SGSN Address, TEID, EPS Bearer QoS, serving network identity, CGI/SAI, RAT type, CGI/SAI/RAI change support indication, NRSN) message to the Serving GW. The SGSN shall send the serving network identity to the Serving GW. NRSN indicates SGSN support of the network requested bearer control.

b)
The Serving GW informs the P‑GW(s) about the change of Serving GW Address and TEID, as well as about RAT type that e.g. can be used for charging, by sending the message Update Bearer Request (Serving GW Address and TEID, RAT type) to the concerned P‑GW(s). If dynamic PCC is deployed, and RAT type information needs to be conveyed from the P‑GW to the PCRF, then the P‑GW shall send RAT type information to the PCRF as defined in TS 23.203 [88].

c)
Each P‑GW updates its context fields and returns an Update Bearer Response (MSISDN, P‑GW address and TEID, Prohibit Payload Compression, APN Restriction, CGI/SAI/RAI change report required, BCM) message. The Prohibit Payload Compression indicates that the SGSN should negotiate no data compression for this EPS Bearer context. MSISDN is included if available in the stored UE context.

d)
The Serving GW updates the Address for User Plane and TEID for downlink data and return an Update Bearer Response (Serving GW address and TEID, P‑GW address and TEIDs (for GTP‑based S5/S8) or GRE keys (for PMIP‑based S5/S8) at the PDN GW(s) for uplink traffic) message.

If the new SGSN is unable to update the Bearer context in the S‑GW or in one or more P‑GW(s), the new SGSN shall deactivate the corresponding Bearer contexts as described in clause "SGSN‑initiated PDP Context Deactivation Procedure". This shall not cause the SGSN to reject the routeing area update.

The Bearer Contexts shall be sent from old to new SGSN in a prioritized order, i.e. the most important Bearer Context first in the Context Response message. (The prioritization method is implementation dependent, but should be based on the current activity).The new SGSN shall determine the Maximum APN restriction based on the received APN Restriction of each Bearer context from the P‑GW(s) and then store the new Maximum APN restriction value.

The bearer contexts shall be prioritized by the new SGSN.If the new SGSN is unable to support the same number of active Bearer contexts as received from old SGSN, the new SGSN should use the prioritisation when deciding which Bearer contexts to maintain active and which ones to delete. In any case, the new SGSN shall first update all contexts in the S‑GW and in one or more P‑GW(s) and then deactivate the context(s) that it cannot maintain as described in clause "SGSN‑initiated PDP Context Deactivation Procedure". This shall not cause the SGSN to reject the routeing area update.

**** The end of  the change ****
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