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8.2.4
Mapping for GSM_FR frames

The mapping of GSM_FR-coded speech in 20ms frames on the Nb Interface shall be as defined in Table 8.2.4.1.

Table 8.2.4.1: Mapping of GSM_FR-coded speech in 20ms frames onto Nb PDU, Type 0

	PDU field
	Comment

	PDU Type
	Type 0 (with Payload CRC)

	Frame Number
	as defined in [7]

	FQC
	see below

	RFCI
	initialise by MGW, see [7], two values required (Speech and SID)

	Header CRC
	as defined in [7]

	Payload CRC
	as defined in [7]

	
	

	Payload Field
	4 bits for "signature", 260 bits for Speech frames, and 42 bits for SID frames, see below



Payload field:
The 260 bits of GSM_FR-coded speech (b1…b260) are defined in TS 46.010, chapter 1.7. They and a "signature" are copied into the 33 octets of the Payload field as follows. The four most significant bits (bit 8….5) of the first octet (octet 1) of the Nb Payload field are set to a "signature" of 0b1101 = 0xD. Then the four most significant bits (b6…b3) of the first GSM_FR parameter (LAR 1) are copied into the next bits (bit 4…1) of the first octet. The two least significant bits of the first GSM_FR parameter (LAR 1) are copied into the next octet (octet 2) into the 2 MSBs (bit 8…7), and so on. Each GSM_FR parameter is copied bit by bit with its most significant bit first. The least significant bit of the last GSM_FR parameter (b258 of RPE-pulse no.13) is placed in the LSB (bit 1) of octet 33.
The GSM_FR SID frames are defined in chapter 5.2 of [28] and in chapter 1.7 of [23] and are denoted as 
b(i) = {b(1),b(2),...,b(36), b(48),b(49),...,b(53)}. Each GSM_FR SID parameter is copied bit by bit with its most significant bit first. The notation d(j) = {d(1) … d(42)} of the SID frame is local to the present document and is formed by the pseudo code below.
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