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**** START CHANGE 1 ****

6.3.2.1.5
PS – CS Access Transfer for voice and video

Figure 6.3.2.1.5-1 describes the information flows for transferring voice and video from PS to CS access.

In this flow, the SCC AS waits for the H245 negotiation completion before updating Remote Leg.
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Figure 6.3.2.1.5-1: Information flow for voice and video transfer from PS to CS

1-3.
UE-1 starts Access Transfer of multimedia session from PS to CS as specified in steps 1-3 of clause 6.3.2.1.1. The media types of voice and video, included in the INVITE message with STN in step 3, instruct the SCC AS to wait for H.245 negotiation complete to perform the Remote Leg update in step 8.
4.
The SCC AS completes the CS leg establishment with UE-1.

5.
UE-1 and CS/IMS intermediate node starts in band H.245 negotiation.

6-7.
After the H.245 negotiation is done, CS/IMS intermediate node sends H.245 negotiation completion indication towards SCC AS 

8. On receipt of the H.245 negotiation complete indication, the SCC AS updates the Remote Leg as specified in step 4 of clause 6.3.2.1.1


9.
The SCC AS may release the Source Access Leg as specified in step 5 of clause 6.3.2.1.1.

NOTE 2:
If the non voice and video media flow is retained, the Source Access Leg may be updated by session re-negotiation.

NOTE 3:
When using the MSC server enhanced for ICS, the H.245 negotiation with UE-1 shall be executed by the MSC server enhanced for ICS, and the H.245 negotiation complete indication shall be sent by the MSC server enhanced for ICS towards SCC AS.

**** END CHANGE  ****
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