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This capability is related to key aspects of MTC, i.e., “Handling large number of identifiers” (SA1 Top Priority), “Efficiently maintain connectivity for a large number of MTC Devices” (SA1 High Priority) and “Handling groups, group ID, group based charging” (SA1 Medium Priority) as listed in SP-110053.
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	Summary of change:
(

	Clarify requirements for MTC group triggering to meet near term MTC application needs.

	
	

	Consequences if 
(

not approved:
	The potential complexity of group-based MTC features may result in non-support of MTC group triggering needed for near term MTC applications.

	
	

	Clauses affected:
(

	7.2.14, 7.2.14.1, 7.2.14.3

	
	

	
	Y
	N
	
	

	Other specs
(

	
	x
	 Other core specifications
(

	TS/TR ... CR ... rev ...

	affected:
	
	x
	 Test specifications
	TS/TR ... CR ... rev ...

	(show related CRs)
	
	x
	 O&M Specifications
	TS/TR ... CR ... rev ...

	
	

	Other comments:
(

	Some editorial improvements are also included.


7.2.14
Group based MTC features

7.2.14.1
General

A Group Based MTC Feature is a MTC Feature that applies to a MTC Group.

-
The system shall be optimized to handle MTC Groups. The system shall provide a mechanism to associate an MTC Device to a single MTC Group.
-
Each Group Based MTC Feature is applicable to all the members of the MTC Group.

-
An MTC Group shall be identified uniquely across 3GPP networks. 

NOTE 1:
With Group Based MTC Features, each MTC Device is visible from the 3GPP Network perspective.

NOTE 2:
MTC Features that are not Group Based MTC Features can also be applied to MTC Group members.

7.2.14.2
Group Based policing

The MTC Feature Group Based Policing is intended for use with a MTC Group for which the network operator wants to enforce a combined QoS policy.
For the Group Based Policing MTC Feature:

-
A maximum bit rate for the data that is sent/received by a MTC Group shall be enforced.

7.2.14.3
Group based addressing

MTC Feature Group Based Addressing is intended for use with a MTC Group for which the network operator wants to optimize the message volume when many MTC Devices need to receive the same message.
For the Group Based Addressing MTC Feature:

· The network shall provide a mechanism to send a broadcast message within a particular geographic area, e.g. to wake up the MTC Devices that are members of that MTC Group; only MTC Devices of the target group configured to receive the broadcast message will recognize it.
NOTE 1: The geographic area for the broadcast may be a cell sector, a cell or a group of cells.
NOTE 2: Verification of receipt of a broadcast message is not necessary.
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