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	Reason for change:
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	1. The term “Selected IP Traffic Offload (SIPTO) for H(e)NB SubSystem” is misleading as it implies that the requirement apply when the UE connects via a H(e)NB, regardless of whether the traffic is offloaded in the mobile operator network or at the local residential/enterprise network. This is not the case, as the requirements refer only to H(e)NB scenarios with traffic offload in the local residential/enterprise network. In this scenario, it is not possible to provide charging information.
2. The term “SIPTO for macro cellular networks” is misleading because it implies that the requirements apply when the UE connects via a macro cell only. This is not the case, as the requirements apply when the UE connects via a macro cell AND when the UE connects via a H(e)NB, provided that the traffic offload is performed within the mobile operator network. Therefore, the type of cell the UE is on should not be mentioned.
3. Requirement for offline charging removed as this is not intended for SIPTO at the local residential/enterprise network 


	
	

	Summary of change:
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	1. Reference to section 5.2.12 in section 5.2.10 removed.

2. “It shall be possible” in section 5.2.12 updated.

3. Reference to 22.220 in section 5.2.12 removed.

4. “Macro cellular access network” changed to “mobile operator network”

5. Requirement for offline charging for SIPTO at the local residential/enterprise network removed.
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not approved:
	Ambiguous requirements for SIPTO charging.
Offline charging for SIPTO at the local residential/enterprise network is not possible.
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5.2.10
CSG charging requirements for UTRAN and E-UTRAN
Detailed requirements for CSG access may be found in 3GPP TS 22.220 [12].

Charging related requirements:

-
It shall be possible to charge subscribers for consuming network services via a CSG cell based on the following information:

-
CSG identity of the CSG cell

-
subscriber membership of the CSG

-
type of service consumed by the subscriber

-
addition to and deletion from a CSG

-   
An operator shall be able to provide applicable tariffing information when a subscriber is added to a CSG. 
-
The network operator shall be able to charge both on-line and off-line for subscribers consuming network services via a CSG cell. 
5.2.11
Inter-UE Transfer charging 
It shall be possible to charge for Inter-UE Transfer (i.e. transfer/replication/sharing) of media components across multiple IMS UEs .
5.2.12
Selected IP Traffic Offload charging

The network shall be able to apply volume-base charging to a subscriber regardless of whether the subscriber’s traffic has been offloaded from the mobile operator’s network as described in 3GPP TS 22.101 [1]. 
For subscribers’ traffic offloaded from the mobile operator network, the network shall be able to apply either online or offline charging.
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