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Annex E:
List of Change Requests and their status after TSG SA Meeting #53

E.1
CRs under SA WG1 responsibility
	CRs from SA WG1

	TSG SA Doc
	SPEC
	CR
	rev
	Current
version
	Phase
	SUBJECT
	TSG status
	Cat
	New
version
	WI

	SP-110582
	22.011
	0182
	2
	11.0.0
	Rel‑11
	Support of countries with multiple MCC values
	approved
	F
	11.1.0
	TEI11

	SP-110582
	22.067
	0008
	1
	10.0.0
	Rel‑11
	Priority at Mobile terminated calls
	approved
	F
	11.0.0
	TEI11

	SP-110573
	22.101
	0373
	1
	11.2.0
	Rel‑11
	SIPTO in the Mobile Operator Network and Local Residential/Enterprise Network
	approved
	F
	11.3.0
	TEI11

	SP-110579
	22.101
	0374
	1
	11.2.0
	Rel‑11
	SIPTO Service Continuity
	approved
	F
	11.3.0
	SIPTO_SC

	SP-110582
	22.101
	0376
	-
	11.2.1
	Rel‑11
	Correction of clause numbers and editorial corrections
	approved
	F
	11.3.0
	TEI11

	SP-110573
	22.101
	0377
	-
	10.6.0
	Rel‑10
	SIPTO in the Mobile Operator Network and Local Residential/Enterprise Network
	approved
	F
	10.7.0
	LIPA_SIPTO

	SP-110579
	22.101
	0378
	2
	11.2.0
	Rel‑11
	Clarification on collection of traffic and signalling for SIPTO
	approved
	C
	11.3.0
	SIPTO_SC

	SP-110576
	22.101
	0379
	-
	11.2.0
	Rel‑11
	IMS emergency call support with other media handover considerations
	approved
	B
	11.3.0
	NOVES

	SP-110576
	22.101
	0380
	1
	11.2.0
	Rel‑11
	Notification of IMS emergency call support with other media
	approved
	B
	11.3.0
	NOVES

	SP-110578
	22.101
	0383
	2
	11.2.1
	Rel‑11
	"Moving ""Network provided destination for uplink data"" requirement from 22.368 into 22.101"
	revised
	F
	
	SIMTC

	SP-110629
	22.101
	0383
	3
	11.2.1
	Rel‑11
	"Moving ""Network provided destination for uplink data"" requirement from 22.368 into 22.101"
	reissued
	F
	
	SIMTC

	SP-110651
	22.101
	0383
	3
	11.2.1
	Rel‑11
	"Moving ""Network provided destination for uplink data"" requirement from 22.368 into 22.101"
	approved
	F
	11.3.0
	SIMTC

	SP-110578
	22.101
	0384
	2
	11.2.1
	Rel‑11
	Moving PS-Only requirements from 22.368 into 22.101
	revised
	F
	
	SIMTC

	SP-110629
	22.101
	0384
	3
	11.2.1
	Rel‑11
	Moving PS-Only requirements from 22.368 into 22.101
	revised
	F
	
	SIMTC

	SP-110651
	22.101
	0384
	4
	11.2.1
	Rel‑11
	Moving PS-Only requirements from 22.368 into 22.101
	approved
	F
	11.3.0
	SIMTC

	SP-110576
	22.101
	0385
	3
	11.2.1
	Rel‑11
	Domain Selection for IMS emergency calls with additional media types
	approved
	B
	11.3.0
	NOVES

	SP-110573
	22.115
	0059
	2
	11.3.0
	Rel‑11
	SIPTO Terminology and Charging requirements Update
	approved
	C
	11.4.0
	TEI11

	SP-110573
	22.115
	0060
	-
	10.1.1
	Rel‑10
	SIPTO Terminology Update
	approved
	F
	10.2.0
	LIPA_SIPTO

	SP-110580
	22.173
	0074
	2
	11.2.0
	Rel‑11
	Supplementary Services for Support of Enterprise IP-PBX
	revised
	B
	
	VINE

	SP-110632
	22.173
	0074
	3
	11.2.0
	Rel‑11
	Supplementary Services for Support of Enterprise IP-PBX
	approved
	B
	11.3.0
	VINE

	SP-110582
	22.220
	0136
	1
	11.2.0
	Rel‑11
	SIPTO for the Local Residential/Enterprise Networks
	approved
	F
	11.3.0
	TEI11

	SP-110582
	22.220
	0137
	3
	11.2.0
	Rel‑11
	Allow the H(e)NB UICC application to acquire location Information
	approved
	B
	11.3.0
	TEI11

	SP-110582
	22.220
	0140
	2
	11.2.0
	Rel‑11
	H(e)NB behaviour in case of absence of the UICC
	approved
	F
	11.3.0
	TEI11

	SP-110582
	22.220
	0142
	1
	11.2.0
	Rel‑11
	Clarification for SIPTO user consent
	approved
	F
	11.3.0
	TEI11

	SP-110581
	22.228
	0142
	2
	11.3.0
	Rel‑11
	Information of called party for INIPUI
	approved
	B
	11.4.0
	INIPUI

	SP-110632
	22.228
	0147
	1
	11.3.0
	Rel‑11
	Clarification of UE for VINE
	approved
	F
	11.4.0
	VINE

	SP-110580
	22.228
	0147
	1
	11.3.0
	Rel‑11
	Clarification of UE for VINE
	reissued
	F
	
	VINE

	SP-110582
	22.228
	0149
	-
	11.3.0
	Rel‑11
	Re-introduction of an approved high level requirement
	approved
	F
	11.4.0
	TEI11

	SP-110574
	22.268
	0016
	4
	10.0.0
	Rel‑10
	Korean Public Alert System specific requirements
	approved
	B
	10.1.0
	TEI10

	SP-110574
	22.268
	0017
	5
	11.1.0
	Rel‑11
	Korean Public Alert System specific requirements
	approved
	A
	11.2.0
	TEI10

	SP-110575
	22.278
	0110
	3
	11.3.0
	Rel‑11
	MOSAP - Roaming LBO Architecture Correction
	approved
	F
	11.4.0
	MOSAP

	SP-110578
	22.368
	0095
	3
	11.2.0
	Rel‑11
	Clarification to small data transmissions requirement
	approved
	F
	11.3.0
	SIMTC

	SP-110578
	22.368
	0096
	2
	11.2.0
	Rel‑11
	Correction of offline MTC Device Triggering
	approved
	F
	11.3.0
	SIMTC

	SP-110578
	22.368
	0098
	2
	11.2.0
	Rel‑11
	MTC Group-Based Addressing
	approved
	C
	11.3.0
	SIMTC

	SP-110578
	22.368
	0099
	3
	11.2.0
	Rel‑11
	MTC Small Data Transmissions
	approved
	F
	11.3.0
	SIMTC

	SP-110578
	22.368
	0101
	1
	11.2.0
	Rel‑11
	Location Monitoring Requirement for MTC Monitoring Feature
	approved
	B
	11.3.0
	SIMTC

	SP-110578
	22.368
	0103
	2
	11.2.0
	Rel‑11
	Clarification of MTC Small Data
	approved
	C
	11.3.0
	SIMTC

	SP-110578
	22.368
	0106
	-
	11.2.0
	Rel‑11
	"CR to 22.368 - Moving ""Network provided destination for uplink data"" requirement from 22.368 into 22.101"
	revised
	F
	
	SIMTC

	SP-110629
	22.368
	0106
	2
	11.2.0
	Rel‑11
	"CR to 22.368 - Moving ""Network provided destination for uplink data"" requirement from 22.368 into 22.101"
	reissued
	F
	
	SIMTC

	SP-110651
	22.368
	0106
	2
	11.2.0
	Rel‑11
	"CR to 22.368 - Moving ""Network provided destination for uplink data"" requirement from 22.368 into 22.101"
	approved
	F
	11.3.0
	SIMTC

	SP-110578
	22.368
	0107
	-
	11.2.0
	Rel‑11
	CR to 22.368 - Moving PS-Only requirements from 22.368 into 22.101
	revised
	F
	
	SIMTC

	SP-110629
	22.368
	0107
	2
	11.2.0
	Rel‑11
	CR to 22.368 - Moving PS-Only requirements from 22.368 into 22.101
	reissued
	F
	
	SIMTC

	SP-110651
	22.368
	0107
	2
	11.2.0
	Rel‑11
	CR to 22.368 - Moving PS-Only requirements from 22.368 into 22.101
	approved
	F
	11.3.0
	SIMTC

	SP-110578
	22.368
	0108
	1
	11.2.0
	Rel‑11
	Editorial CR on offline MTC Devices
	approved
	D
	11.3.0
	SIMTC

	SP-110580
	22.809
	0006
	2
	11.1.0
	Rel‑11
	Supplementary Services for Support of Enterprise IP-PBX
	revised
	B
	
	VINE

	SP-110632
	22.809
	0006
	3
	11.1.0
	Rel‑11
	Supplementary Services for Support of Enterprise IP-PBX
	approved
	B
	11.2.0
	VINE

	SP-110577
	22.871
	0005
	1
	11.2.0
	Rel‑11
	FS_NOVES: Associate delayed transmitted media
	approved
	B
	11.3.0
	FS_NOVES


47 CRs (36 approved)

E.2
CRs under SA WG2 responsibility
	CRs from SA WG2

	TSG SA Doc
	SPEC
	CR
	rev
	Current
version
	Phase
	SUBJECT
	TSG status
	Cat
	New
version
	WI

	SP-110456
	23.002
	0237
	2
	9.5.0
	Rel‑9
	Correcting the definition of I2
	approved
	F
	9.6.0
	TEI9

	SP-110456
	23.002
	0238
	2
	10.2.0
	Rel‑10
	Correcting the definition of I2
	approved
	A
	10.3.0
	TEI9

	SP-110460
	23.002
	0239
	1
	10.2.0
	Rel‑10
	MBMS support in EPS
	approved
	F
	10.3.0
	TEI10

	SP-110468
	23.002
	0240
	2
	10.2.0
	Rel‑11
	Introduction of the CSG Subscriber Server entity and interfaces
	approved
	B
	11.0.0
	VCSG

	SP-110458
	23.060
	1460
	3
	10.4.0
	Rel‑10
	Emergency Attach when MM back-off timer is running
	approved
	F
	10.5.0
	NIMTC

	SP-110456
	23.060
	1461
	1
	9.9.0
	Rel‑9
	Clean-up of Rel‑7 QoS SGSN behaviour for pre-Rel‑7 UEs
	approved
	F
	9.10.0
	TEI9

	SP-110456
	23.060
	1462
	1
	10.4.0
	Rel‑10
	Clean-up of Rel‑7 QoS SGSN behaviour for pre-Rel‑7 UEs
	approved
	A
	10.5.0
	TEI9

	SP-110459
	23.060
	1465
	-
	10.4.0
	Rel‑10
	APN resolution in the VPLMN if using LBO
	approved
	F
	10.5.0
	TEI10

	SP-110460
	23.060
	1466
	2
	10.4.0
	Rel‑10
	IPv6 prefix allocation
	approved
	F
	10.5.0
	TEI10

	SP-110458
	23.060
	1475
	2
	10.4.0
	Rel‑10
	Correction and Clean Up for MTC overload issue
	approved
	F
	10.5.0
	NIMTC

	SP-110456
	23.060
	1477
	1
	9.9.0
	Rel‑9
	Adding Associated PLMN to CSG entries
	approved
	F
	9.10.0
	TEI9

	SP-110456
	23.060
	1478
	1
	10.4.0
	Rel‑10
	Adding Associated PLMN to CSG entries
	approved
	A
	10.5.0
	TEI9

	SP-110458
	23.060
	1485
	-
	10.4.0
	Rel‑10
	Alignment of text of UE behaviour when MM back-off timer applies
	approved
	F
	10.5.0
	NIMTC

	SP-110454
	23.060
	1488
	1
	8.13.0
	Rel‑8
	Correction for APN selection
	approved
	F
	8.14.0
	SAES

	SP-110454
	23.060
	1489
	1
	9.9.0
	Rel‑9
	Correction for APN selection
	approved
	A
	9.10.0
	SAES

	SP-110454
	23.060
	1490
	1
	10.4.0
	Rel‑10
	Correction for APN selection
	approved
	A
	10.5.0
	SAES

	SP-110459
	23.060
	1499
	2
	10.4.0
	Rel‑10
	Dual-stack and Single-stack PDP Types in Subscription Data
	approved
	F
	10.5.0
	TEI10

	SP-110459
	23.060
	1500
	1
	10.4.0
	Rel‑10
	InterPLMN Handover to a CSG cell
	approved
	F
	10.5.0
	TEI10

	SP-110455
	23.167
	0187
	3
	9.6.0
	Rel‑9
	Correction of emergency procedures
	approved
	F
	9.7.0
	IMS_EMER_GPRS_EPS

	SP-110455
	23.167
	0188
	1
	10.3.0
	Rel‑10
	Correction of emergency procedures
	approved
	A
	10.4.0
	IMS_EMER_GPRS_EPS

	SP-110455
	23.167
	0189
	1
	11.1.0
	Rel‑11
	Correction of emergency procedures
	approved
	A
	11.2.0
	IMS_EMER_GPRS_EPS

	SP-110469
	23.167
	0190
	1
	11.1.0
	Rel‑11
	Emergency location information for fixed broadband access
	approved
	C
	11.2.0
	TEI11

	SP-110463
	23.203
	0552
	3
	11.2.0
	Rel‑11
	New normative Annex: Fixed Broadband access interworking. Information Flows
	approved
	B
	11.3.0
	BBAI

	SP-110463
	23.203
	0553
	2
	11.2.0
	Rel‑11
	New normative Annex: Fixed Broadband access interworking. Requirements
	approved
	B
	11.3.0
	BBAI

	SP-110467
	23.203
	0554
	2
	11.2.0
	Rel‑11
	Time of day procedures for ADC rules
	approved
	C
	11.3.0
	SAPP

	SP-110467
	23.203
	0555
	3
	11.2.0
	Rel‑11
	Identity/location info for the TDF
	revised
	C
	
	SAPP

	SP-110649
	23.203
	0555
	4
	11.2.0
	Rel‑11
	Identity/location info for the TDF
	approved
	C
	11.3.0
	SAPP

	SP-110467
	23.203
	0557
	1
	11.2.0
	Rel‑11
	Order of PCC rules and ADC rules enforcement in the PCEF
	approved
	C
	11.3.0
	SAPP

	SP-110467
	23.203
	0558
	1
	11.2.0
	Rel‑11
	Redirection function clarifications
	approved
	F
	11.3.0
	SAPP

	SP-110467
	23.203
	0561
	3
	11.2.0
	Rel‑11
	Service data flow templates updating report at the TDF
	approved
	F
	11.3.0
	SAPP

	SP-110467
	23.203
	0565
	1
	11.2.0
	Rel‑11
	Alignments with ADC rules approach and other corrections
	approved
	F
	11.3.0
	SAPP

	SP-110463
	23.203
	0570
	3
	11.2.0
	Rel‑11
	New normative Annex: Fixed Broadband access interworking Functional entities
	revised
	B
	
	BBAI

	SP-110630
	23.203
	0570
	4
	11.2.0
	Rel‑11
	New normative Annex: Fixed Broadband access interworking Functional entities
	revised
	B
	
	BBAI

	SP-110652
	23.203
	0570
	5
	11.2.0
	Rel‑11
	New normative Annex: Fixed Broadband access interworking Functional entities
	approved
	B
	11.3.0
	BBAI

	SP-110466
	23.203
	0572
	1
	11.2.0
	Rel‑11
	Sy Correction
	approved
	F
	11.3.0
	QoS_SSL

	SP-110463
	23.203
	0574
	2
	11.2.0
	Rel‑11
	New Normative Annex - BBF Access Interworking Reference Architecture and Points
	approved
	B
	11.3.0
	BBAI

	SP-110463
	23.203
	0575
	3
	11.2.0
	Rel‑11
	New Normative Annex: S9* HNB CS Procedures
	approved
	B
	11.3.0
	BBAI

	SP-110469
	23.204
	0092
	-
	11.0.0
	Rel‑11
	MCC Implementation correction to CR0091
	approved
	F
	11.1.0
	TEI11

	SP-110464
	23.216
	0222
	2
	11.1.0
	Rel‑11
	eMPS for SRVCC on EPS/MSS level
	approved
	B
	11.2.0
	eMPS_SRVCC

	SP-110465
	23.228
	0983
	2
	11.1.0
	Rel‑11
	IPXS Clarification of AS behaviour
	approved
	B
	11.2.0
	IPXS

	SP-110465
	23.228
	0984
	1
	11.1.0
	Rel‑11
	IPXS reference point for providing services
	approved
	B
	11.2.0
	IPXS

	SP-110465
	23.228
	0985
	-
	11.1.0
	Rel‑11
	IPXS Further elaboration on invocation criteria
	approved
	B
	11.2.0
	IPXS

	SP-110469
	23.228
	0986
	1
	11.1.0
	Rel‑11
	Reference location information
	approved
	B
	11.2.0
	TEI11

	SP-110461
	23.228
	0988
	2
	10.5.0
	Rel‑10
	Transcoding clarification with IMS-AGW
	approved
	F
	10.6.0
	TEI10

	SP-110461
	23.228
	0989
	2
	11.1.0
	Rel‑11
	Transcoding clarification with IMS-AGW
	approved
	A
	11.2.0
	TEI10

	SP-110461
	23.237
	0390
	2
	10.6.0
	Rel‑10
	Update of retrieval of C-MSISDN
	approved
	F
	10.7.0
	TEI10

	SP-110461
	23.237
	0391
	2
	11.1.0
	Rel‑11
	Update of retrieval of C-MSISDN
	approved
	A
	11.2.0
	TEI10

	SP-110461
	23.237
	0394
	1
	10.6.0
	Rel‑10
	Update of SIP message routeing due to AS PSI
	approved
	F
	10.7.0
	TEI10

	SP-110461
	23.237
	0395
	1
	11.1.0
	Rel‑11
	Update of SIP message routeing due to AS PSI
	approved
	A
	11.2.0
	TEI10

	SP-110461
	23.237
	0396
	1
	10.6.0
	Rel‑10
	Clarification to SRVCC of the session in pre-alerting state
	approved
	F
	10.7.0
	TEI10

	SP-110461
	23.237
	0398
	2
	10.6.0
	Rel‑10
	ATGW co-location clarification
	approved
	F
	10.7.0
	TEI10

	SP-110461
	23.237
	0399
	2
	11.1.0
	Rel‑11
	ATGW co-location clarification
	approved
	A
	11.2.0
	TEI10

	SP-110464
	23.237
	0400
	1
	11.1.0
	Rel‑11
	eMPS for SRVCC on IMS level
	approved
	B
	11.2.0
	eMPS_SRVCC

	SP-110461
	23.237
	0403
	-
	11.1.0
	Rel‑11
	Clarification to SRVCC of the session in pre-alerting state
	approved
	A
	11.2.0
	TEI10

	SP-110457
	23.251
	0034
	5
	10.2.0
	Rel‑11
	Introduction of FULL-MOCN-GERAN feature
	approved
	B
	11.0.0
	Full_MOCN-GERAN

	SP-110456
	23.272
	0701
	2
	9.8.0
	Rel‑9
	Clarification about suspend and resume handling
	approved
	F
	9.9.0
	TEI9

	SP-110456
	23.272
	0702
	2
	10.4.0
	Rel‑10
	Clarification about suspend and resume handling
	approved
	A
	10.5.0
	TEI9

	SP-110460
	23.401
	2026
	6
	10.4.0
	Rel‑10
	Unidirectional bearer
	approved
	F
	10.5.0
	TEI10

	SP-110458
	23.401
	2133
	3
	10.4.0
	Rel‑10
	Emergency Attach when MM back-off timer is running
	approved
	F
	10.5.0
	NIMTC

	SP-110459
	23.401
	2138
	-
	10.4.0
	Rel‑10
	APN resolution in the VPLMN if using LBO
	approved
	F
	10.5.0
	TEI10

	SP-110458
	23.401
	2145
	2
	10.4.0
	Rel‑10
	Correction and Clean Up for MTC overload issue
	approved
	F
	10.5.0
	NIMTC

	SP-110460
	23.401
	2146
	1
	10.4.0
	Rel‑10
	Correct AS security information for MME
	approved
	F
	10.5.0
	TEI10

	SP-110456
	23.401
	2147
	1
	9.9.0
	Rel‑9
	Adding Associated PLMN to CSG entries
	approved
	F
	9.10.0
	TEI9

	SP-110456
	23.401
	2148
	1
	10.4.0
	Rel‑10
	Adding Associated PLMN to CSG entries
	approved
	A
	10.5.0
	TEI9

	SP-110458
	23.401
	2156
	-
	10.4.0
	Rel‑10
	Alignment of text of UE behaviour when EMM back-off timer applies
	approved
	F
	10.5.0
	NIMTC

	SP-110458
	23.401
	2160
	-
	10.4.0
	Rel‑10
	Alignment of EWT timer handling with RAN
	approved
	F
	10.5.0
	NIMTC

	SP-110460
	23.401
	2163
	1
	10.4.0
	Rel‑10
	Further clarifications on Relay Node architecture
	approved
	F
	10.5.0
	TEI10

	SP-110459
	23.401
	2168
	2
	10.4.0
	Rel‑10
	Dual-stack and Single-stack PDN Types in Subscription Data
	approved
	F
	10.5.0
	TEI10

	SP-110459
	23.401
	2169
	1
	10.4.0
	Rel‑10
	InterPLMN Handover to a CSG cell
	approved
	F
	10.5.0
	TEI10

	SP-110456
	23.402
	0996
	-
	9.9.0
	Rel‑9
	AAA updates at 3GPP to non-3GPP HO
	approved
	F
	9.10.0
	TEI9

	SP-110456
	23.402
	0997
	-
	10.4.0
	Rel‑10
	AAA updates at 3GPP to non-3GPP HO
	approved
	A
	10.5.0
	TEI9

	SP-110462
	23.402
	1014
	-
	10.4.0
	Rel‑11
	PDN GW selection for S2c
	approved
	B
	11.0.0
	LOBSTER


72 CRs (69 approved)

E.3
CRs under SA WG3 responsibility
	CRs from SA WG3

	TSG SA Doc
	SPEC
	CR
	rev
	Current
version
	Phase
	SUBJECT
	TSG status
	Cat
	New
version
	WI

	SP-110563
	33.102
	0242
	1
	10.0.0
	Rel‑11
	Modification of security context storage rate on the USIM
	approved
	F
	11.0.0
	Sec11

	SP-110507
	33.102
	0242
	1
	10.0.0
	Rel‑11
	Modification of security context storage rate on the USIM
	reissued
	F
	
	Sec11

	SP-110507
	33.102
	0243
	1
	10.0.0
	Rel‑11
	Clarification of UICC application usage
	reissued
	F
	
	Sec11

	SP-110563
	33.102
	0243
	1
	10.0.0
	Rel‑11
	Clarification of UICC application usage
	approved
	F
	11.0.0
	Sec11

	SP-110511
	33.106
	0017
	-
	11.0.0
	Rel‑11
	Requirement for Specific Service Delivery
	approved
	B
	11.1.0
	LI11

	SP-110511
	33.106
	0018
	-
	11.0.0
	Rel‑11
	IMS VoIP LI Requirement and Correlation for domain and radio access changes for Service Continuity
	approved
	B
	11.1.0
	LI11

	SP-110511
	33.107
	0113
	-
	10.4.0
	Rel‑11
	Reporting of PMIP and DSMIP session modification
	approved
	B
	11.0.0
	LI11

	SP-110511
	33.108
	0188
	-
	11.0.0
	Rel‑11
	Reporting of DSMIP session modification
	approved
	B
	11.1.0
	LI11

	SP-110563
	33.220
	0151
	-
	10.0.0
	Rel‑11
	Reintroduction of lost reference
	approved
	F
	11.0.0
	SEC11

	SP-110507
	33.220
	0151
	-
	10.0.0
	Rel‑11
	Reintroduction of lost reference
	reissued
	F
	
	SEC11

	SP-110507
	33.234
	0109
	-
	11.0.0
	Rel‑11
	IKEv2 profiling shall also point to TS 33.310
	reissued
	F
	
	Sec11

	SP-110563
	33.234
	0109
	-
	11.0.0
	Rel‑11
	IKEv2 profiling shall also point to TS 33.310
	approved
	F
	11.1.0
	Sec11

	SP-110564
	33.234
	0111
	1
	11.0.0
	Rel‑11
	Removal of last step in tunnel authentications
	approved
	A
	11.1.0
	TEI10

	SP-110508
	33.234
	0111
	1
	11.0.0
	Rel‑11
	Removal of last step in tunnel authentications
	revised
	A
	
	TEI10

	SP-110508
	33.234
	0112
	-
	10.0.0
	Rel‑10
	Removal of last step in tunnel authentications
	revised
	F
	
	TEI10

	SP-110564
	33.234
	0112
	-
	10.0.0
	Rel‑10
	Removal of last step in tunnel authentications
	approved
	F
	10.1.0
	TEI10

	SP-110506
	33.310
	0053
	1
	10.3.0
	Rel‑10
	CMPv2 profile
	revised
	F
	
	TEI10

	SP-110627
	33.310
	0053
	2
	10.3.0
	Rel‑10
	CMPv2 profile
	approved
	F
	10.4.0
	TEI10

	SP-110509
	33.310
	0054
	1
	9.6.0
	Rel‑9
	Correction of the signature algorithm used for CMP message protection
	approved
	F
	9.7.0
	TEI9

	SP-110509
	33.310
	0055
	1
	10.3.0
	Rel‑10
	Correction of the signature algorithm used for CMP message protection
	approved
	A
	10.4.0
	TEI9

	SP-110563
	33.320
	0071
	-
	11.2.0
	Rel‑11
	IKEv2 profiling shall point to TS 33.310
	approved
	F
	11.3.0
	Sec11

	SP-110507
	33.320
	0071
	-
	11.2.0
	Rel‑11
	IKEv2 profiling shall point to TS 33.310
	reissued
	F
	
	Sec11

	SP-110504
	33.401
	0461
	1
	11.0.1
	Rel‑11
	Adding ZUC algorithm in SAE/LTE security
	approved
	B
	11.1.0
	EEA3_EIA3

	SP-110505
	33.401
	0462
	1
	10.1.1
	Rel‑10
	Corrections on RN start-up security procedures
	approved
	F
	10.2.0
	LTE_Relay-Sec

	SP-110563
	33.401
	0468
	1
	11.0.1
	Rel‑11
	Test vectors for 128-EIA1
	approved
	F
	11.1.0
	Sec11

	SP-110507
	33.401
	0468
	1
	11.0.1
	Rel‑11
	Test vectors for 128-EIA1
	reissued
	F
	
	Sec11

	SP-110505
	33.401
	0469
	1
	11.0.1
	Rel‑11
	Corrections on RN start-up security procedures
	approved
	A
	11.1.0
	LTE_Relay-Sec

	SP-110505
	33.401
	0471
	2
	11.0.1
	Rel‑11
	Clarification of integrity protection for relay nodes
	approved
	A
	11.1.0
	LTE_Relay-Sec

	SP-110505
	33.401
	0472
	-
	10.1.1
	Rel‑10
	Clarification on PDCP integrity requirement for Un interface
	approved
	F
	10.2.0
	LTE_Relay-Sec

	SP-110505
	33.401
	0473
	-
	11.0.1
	Rel‑11
	Clarification on PDCP integrity requirement for Un interface
	approved
	A
	11.1.0
	LTE_Relay-Sec

	SP-110564
	33.401
	0474
	1
	10.1.1
	Rel‑10
	Correction on eNB management connection security
	approved
	F
	10.2.0
	TEI10

	SP-110508
	33.401
	0474
	1
	10.1.1
	Rel‑10
	Correction on eNB management connection security
	revised
	F
	
	TEI10

	SP-110508
	33.401
	0475
	1
	11.0.1
	Rel‑11
	Correction on eNB management connection security
	revised
	A
	
	TEI10

	SP-110564
	33.401
	0475
	1
	11.0.1
	Rel‑11
	Correction on eNB management connection security
	approved
	A
	11.1.0
	TEI10

	SP-110505
	33.401
	0476
	1
	10.1.1
	Rel‑10
	Correction on RN management connection security
	approved
	F
	10.2.0
	LTE_Relay-Sec

	SP-110505
	33.401
	0477
	1
	11.0.1
	Rel‑11
	Correction on RN management connection security
	approved
	A
	11.1.0
	LTE_Relay-Sec

	SP-110505
	33.401
	0478
	1
	10.1.1
	Rel‑10
	Specification of profile and revocation handling for UICC certificates with relay nodes
	approved
	F
	10.2.0
	LTE_Relay-Sec

	SP-110505
	33.401
	0479
	1
	11.0.1
	Rel‑11
	Specification of profile and revocation handling for UICC certificates with relay nodes
	approved
	A
	11.1.0
	LTE_Relay-Sec

	SP-110505
	33.401
	0482
	2
	10.1.1
	Rel‑10
	Clarification of integrity protection for relay nodes
	approved
	F
	10.2.0
	LTE_Relay-Sec

	SP-110564
	33.402
	0101
	1
	11.0.0
	Rel‑11
	Removal of last step in tunnel authentications
	approved
	A
	11.1.0
	TEI10

	SP-110508
	33.402
	0101
	1
	11.0.0
	Rel‑11
	Removal of last step in tunnel authentications
	revised
	A
	
	TEI10

	SP-110508
	33.402
	0102
	-
	10.0.0
	Rel‑10
	Removal of last step in tunnel authentications
	revised
	F
	
	TEI10

	SP-110564
	33.402
	0102
	-
	10.0.0
	Rel‑10
	Removal of last step in tunnel authentications
	approved
	F
	10.1.0
	TEI10


43 CRs (30 approved)

E.4
CRs under SA WG4 responsibility

	CRs from SA WG4

	TSG SA Doc
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	CR
	rev
	Current
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	SUBJECT
	TSG status
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version
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	SP-110548
	26.090
	0006
	1
	9.0.0
	Rel‑9
	Correction of equation for pitch sharpening
	approved
	F
	9.1.0
	TEI9

	SP-110548
	26.090
	0007
	1
	10.0.0
	Rel‑10
	Correction of equation for pitch sharpening
	approved
	A
	10.1.0
	TEI9

	SP-110546
	26.114
	0126
	-
	8.7.0
	Rel‑8
	Correction of the reference to the "a=imageattr" attribute
	approved
	F
	8.8.0
	MTSI_eMHI-DRASIS

	SP-110546
	26.114
	0127
	-
	9.5.0
	Rel‑9
	Correction of the reference to the "a=imageattr" attribute
	approved
	A
	9.6.0
	MTSI_eMHI-DRASIS

	SP-110546
	26.114
	0128
	-
	10.0.0
	Rel‑10
	Correction of the reference to the "a=imageattr" attribute
	approved
	A
	10.1.0
	MTSI_eMHI-DRASIS

	SP-110546
	26.114
	0129
	-
	11.0.0
	Rel‑11
	Correction of the reference to the "a=imageattr" attribute
	approved
	A
	11.1.0
	MTSI_eMHI-DRASIS

	SP-110553
	26.114
	0133
	2
	10.0.0
	Rel‑10
	Corrections related to unsupported video codecs
	approved
	F
	10.1.0
	VCEM

	SP-110553
	26.114
	0134
	2
	11.0.0
	Rel‑11
	Corrections related to unsupported video codecs
	approved
	A
	11.1.0
	VCEM

	SP-110551
	26.114
	0145
	-
	10.0.0
	Rel‑10
	Correction of functional requirements for jitter buffer management
	approved
	F
	10.1.0
	TEI10, MTSI-MHI

	SP-110551
	26.114
	0146
	-
	11.0.0
	Rel‑11
	Correction of functional requirements for jitter buffer management
	approved
	A
	11.1.0
	TEI10, MTSI-MHI

	SP-110544
	26.114
	0147
	-
	7.13.0
	Rel‑7
	Resolving reference to IETF Internet Draft
	approved
	F
	7.14.0
	MTSI-MHI

	SP-110544
	26.114
	0148
	-
	8.7.0
	Rel‑8
	Resolving reference to IETF Internet Draft
	approved
	A
	8.8.0
	MTSI-MHI

	SP-110545
	26.114
	0149
	-
	8.7.0
	Rel‑8
	Clarification on SDP negotiation for video
	approved
	F
	8.8.0
	MTSI_eMHI

	SP-110545
	26.114
	0150
	-
	9.5.0
	Rel‑9
	Clarification on SDP negotiation for video
	approved
	A
	9.6.0
	MTSI_eMHI

	SP-110545
	26.114
	0151
	-
	10.0.0
	Rel‑10
	Clarification on SDP negotiation for video
	approved
	A
	10.1.0
	MTSI_eMHI

	SP-110545
	26.114
	0152
	-
	11.0.0
	Rel‑11
	Clarification on SDP negotiation for video
	approved
	A
	11.1.0
	MTSI_eMHI

	SP-110553
	26.114
	0153
	2
	10.0.0
	Rel‑10
	Example Configurations for H.264 AVC Level 1.2
	approved
	F
	10.1.0
	VCEM

	SP-110553
	26.114
	0154
	2
	11.0.0
	Rel‑11
	Example Configurations for H.264 AVC Level 1.2
	approved
	A
	11.1.0
	VCEM

	SP-110552
	26.114
	0155
	2
	10.0.0
	Rel‑10
	Signalling applicable AMR/AMR-WB mode set in SDP answer
	approved
	F
	10.1.0
	TEI10

	SP-110552
	26.114
	0156
	2
	11.0.0
	Rel‑11
	Signalling applicable AMR/AMR-WB mode set in SDP answer
	approved
	A
	11.1.0
	TEI10

	SP-110549
	26.131
	0046
	1
	10.2.0
	Rel‑10
	Note on applicability of WB sidetone delay
	approved
	F
	10.3.0
	EAAT

	SP-110549
	26.132
	0047
	1
	10.1.0
	Rel‑10
	Correction to Acoustic Echo Control
	approved
	F
	10.2.0
	EAAT

	SP-110550
	26.234
	0192
	2
	10.1.0
	Rel‑10
	High Profile 3.1 Support for DASH
	approved
	F
	10.2.0
	MBS_Enh

	SP-110547
	26.237
	0060
	-
	8.5.0
	Rel‑8
	On Resolving IETF dependencies
	approved
	F
	8.6.0
	IMS_PSS_MBMS_US

	SP-110547
	26.237
	0061
	-
	9.6.0
	Rel‑9
	On Resolving IETF dependencies
	approved
	A
	9.7.0
	IMS_PSS_MBMS_US

	SP-110547
	26.237
	0062
	-
	10.2.0
	Rel‑10
	On Resolving IETF dependencies
	approved
	A
	10.3.0
	IMS_PSS_MBMS_US

	SP-110550
	26.346
	0171
	2
	10.0.0
	Rel‑10
	Time Synchronisation between UE and BM-SC
	approved
	F
	10.1.0
	MBS_Enh

	SP-110550
	26.346
	0172
	2
	10.0.0
	Rel‑10
	Clarification of the TMGI Format
	approved
	F
	10.1.0
	MBS_Enh

	SP-110550
	26.346
	0173
	2
	10.0.0
	Rel‑10
	Missing QoE Attributes For FLUTE Transport
	approved
	F
	10.1.0
	MBS_Enh

	SP-110550
	26.346
	0174
	1
	10.0.0
	Rel‑10
	On counting clarifications
	approved
	F
	10.1.0
	MBS_Enh
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	CRs from SA WG5
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	SP-110534
	32.111-1
	0007
	-
	10.0.0
	Rel‑10
	Add concepts for Alarm Correlation and Root Cause Analysis
	approved
	B
	10.1.0
	OAM-AC-RCA

	SP-110534
	32.111-2
	0068
	-
	10.2.0
	Rel‑10
	Clarify usage of correlated notification
	approved
	B
	10.3.0
	OAM-AC-RCA

	SP-110534
	32.111-2
	0069
	-
	10.2.0
	Rel‑10
	Add absent rootCauseIndicators
	approved
	F
	10.3.0
	OAM-AC-RCA

	SP-110534
	32.111-6
	0005
	1
	10.3.0
	Rel‑10
	Correct definition of rootCauseIndicator of IDL specification
	approved
	F
	10.4.0
	OAM-AC-RCA

	SP-110531
	32.240
	0030
	1
	11.0.0
	Rel‑11
	Correction to fix misalignment with TS 23.203
	approved
	D
	11.1.0
	CH11

	SP-110530
	32.250
	0022
	1
	10.1.0
	Rel‑10
	Correction on MT-LR CDR - Alignment with TS 23.271
	approved
	F
	10.2.0
	CH10

	SP-110528
	32.251
	0178
	-
	8.12.0
	Rel‑8
	Correction on PDN connection identifier for Charging
	approved
	F
	8.13.0
	CH8

	SP-110528
	32.251
	0179
	-
	9.6.0
	Rel‑9
	Correction on PDN connection identifier for Charging
	approved
	A
	9.7.0
	CH8

	SP-110528
	32.251
	0180
	1
	10.5.0
	Rel‑10
	Correction on PDN connection identifier for Charging
	approved
	A
	10.6.0
	CH8

	SP-110528
	32.251
	0181
	-
	8.12.0
	Rel‑8
	Correction for dynamic address flags associated to PDN connection of PDP/PDN type IPv4v6
	approved
	F
	8.13.0
	CH8

	SP-110528
	32.251
	0182
	-
	9.6.0
	Rel‑9
	Correction for dynamic address flags associated to PDN connection of PDP/PDN type IPv4v6
	approved
	A
	9.7.0
	CH8

	SP-110528
	32.251
	0183
	-
	10.5.0
	Rel‑10
	Correction for dynamic address flags associated to PDN connection of PDP/PDN type IPv4v6
	approved
	A
	10.6.0
	CH8

	SP-110528
	32.251
	0184
	-
	8.12.0
	Rel‑8
	Correction on RAT Type - Align with CT3 TS 29.061
	approved
	F
	8.13.0
	CH8

	SP-110528
	32.251
	0185
	-
	9.6.0
	Rel‑9
	Correction on RAT Type - Align with CT3 TS 29.061
	approved
	A
	9.7.0
	CH8

	SP-110528
	32.251
	0186
	-
	10.5.0
	Rel‑10
	Correction on RAT Type - Align with CT3 TS 29.061
	approved
	A
	10.6.0
	CH8

	SP-110541
	32.251
	0195
	1
	10.5.0
	Rel‑11
	Addition of Sponsored Data Connectivity charging - Align with TS 23.203
	approved
	B
	11.0.0
	PEST-CH

	SP-110530
	32.251
	0196
	-
	10.5.0
	Rel‑10
	Correction on Charging identifiers description
	approved
	F
	10.6.0
	CH10

	SP-110528
	32.252
	0008
	1
	8.0.0
	Rel‑8
	Correction to Charging ID in WLAN-CDR content
	approved
	F
	8.1.0
	CH8

	SP-110528
	32.252
	0009
	1
	9.0.0
	Rel‑9
	Correction to Charging ID in WLAN-CDR content
	approved
	A
	9.1.0
	CH8

	SP-110528
	32.252
	0010
	1
	10.1.0
	Rel‑10
	Correction to Charging ID in WLAN-CDR content
	approved
	A
	10.2.0
	CH8

	SP-110529
	32.260
	0132
	-
	9.8.0
	Rel‑9
	Correction for emergency IMS session service continuity
	approved
	F
	9.9.0
	CH9

	SP-110529
	32.260
	0133
	-
	10.4.0
	Rel‑10
	Correction for emergency IMS session service continuity
	approved
	A
	10.5.0
	CH9

	SP-110529
	32.260
	0134
	-
	11.0.0
	Rel‑11
	Correction for emergency IMS session service continuity
	approved
	A
	11.1.0
	CH9

	SP-110530
	32.260
	0135
	1
	10.4.0
	Rel‑10
	Correction for IARI - Alignment with TS 24.229
	approved
	F
	10.5.0
	CH10

	SP-110542
	32.296
	0021
	1
	11.0.0
	Rel‑11
	Implication of Sy reference point on OCS architecture
	approved
	B
	11.1.0
	QoS_SSL

	SP-110530
	32.297
	0011
	1
	10.0.0
	Rel‑10
	Correction of the release/version identifier in CDR file header format
	approved
	F
	10.1.0
	CH10

	SP-110528
	32.298
	0206
	-
	8.11.0
	Rel‑8
	Correction on PDN connection identifier for Charging
	approved
	F
	8.12.0
	CH8

	SP-110528
	32.298
	0207
	-
	9.8.0
	Rel‑9
	Correction on PDN connection identifier for Charging
	approved
	A
	9.9.0
	CH8

	SP-110528
	32.298
	0208
	-
	10.5.0
	Rel‑10
	Correction on PDN connection identifier for Charging
	approved
	A
	10.6.0
	CH8

	SP-110528
	32.298
	0209
	1
	8.11.0
	Rel‑8
	Solve Editor's Note on Charging Id
	approved
	F
	8.12.0
	CH8

	SP-110528
	32.298
	0210
	1
	9.8.0
	Rel‑9
	Solve Editor's Note on Charging Id
	approved
	A
	9.9.0
	CH8

	SP-110528
	32.298
	0211
	1
	10.5.0
	Rel‑10
	Solve Editor's Note on Charging Id
	approved
	A
	10.6.0
	CH8

	SP-110530
	32.298
	0213
	1
	10.5.0
	Rel‑10
	Correction on MT-LR CDR - Alignment with TS 23.271
	approved
	F
	10.6.0
	CH10

	SP-110530
	32.298
	0214
	1
	10.5.0
	Rel‑10
	Correction for IARI - Alignment with TS 24.229
	approved
	F
	10.6.0
	CH10

	SP-110528
	32.298
	0215
	1
	8.11.0
	Rel‑8
	Correction for dynamic address flags associated to PDN connection of PDP/PDN type IPv4v6
	approved
	F
	8.12.0
	CH8

	SP-110528
	32.298
	0216
	-
	9.8.0
	Rel‑9
	Correction for dynamic address flags associated to PDN connection of PDP/PDN type IPv4v6
	approved
	A
	9.9.0
	CH8

	SP-110529
	32.298
	0218
	1
	9.8.0
	Rel‑9
	Alignment of the occurrence condition for IMSI with TS 32.251
	approved
	F
	9.9.0
	CH9

	SP-110529
	32.298
	0219
	1
	10.5.0
	Rel‑10
	Alignment of the occurrence condition for IMSI with TS 32.251
	approved
	A
	10.6.0
	CH9

	SP-110528
	32.298
	0220
	-
	8.11.0
	Rel‑8
	Correction on RAT Type - Align with CT3 TS 29.061
	approved
	F
	8.12.0
	CH8

	SP-110528
	32.298
	0221
	1
	9.8.0
	Rel‑9
	Correction on RAT Type - Align with CT3 TS 29.061
	approved
	A
	9.9.0
	CH8

	SP-110528
	32.298
	0222
	-
	10.5.0
	Rel‑10
	Correction on RAT Type - Align with CT3 TS 29.061
	approved
	A
	10.6.0
	CH8

	SP-110528
	32.298
	0223
	-
	8.11.0
	Rel‑8
	Correction on pdpPDNtype for PGW
	approved
	F
	8.12.0
	CH8

	SP-110528
	32.298
	0224
	-
	9.8.0
	Rel‑9
	Correction on pdpPDNtype for PGW
	approved
	A
	9.9.0
	CH8

	SP-110528
	32.298
	0225
	-
	10.5.0
	Rel‑10
	Correction on pdpPDNtype for PGW
	approved
	A
	10.6.0
	CH8

	SP-110528
	32.298
	0227
	1
	10.5.0
	Rel‑10
	Removal of placeholder duplication for ASN.1 source code
	approved
	A
	10.6.0
	CH8

	SP-110541
	32.298
	0238
	1
	10.5.0
	Rel‑11
	Addition of Sponsored Data Connectivity charging - Align with TS 23.203
	approved
	B
	11.0.0
	PEST-CH

	SP-110528
	32.298
	0240
	-
	8.11.0
	Rel‑8
	Correction of asn.1 definition
	approved
	F
	8.12.0
	CH8

	SP-110528
	32.298
	0241
	1
	8.11.0
	Rel‑8
	Removal of placeholder duplication for ASN.1 source code
	approved
	F
	8.12.0
	CH8

	SP-110528
	32.298
	0242
	1
	9.8.0
	Rel‑9
	Removal of placeholder duplication on ASN.1 source code
	approved
	A
	9.9.0
	CH8

	SP-110528
	32.298
	0274
	-
	10.5.0
	Rel‑10
	Correction for dynamic address flags associated to PDN connection of PDP/PDN type IPv4v6
	approved
	A
	10.6.0
	CH8

	SP-110528
	32.299
	0367
	-
	8.14.0
	Rel‑8
	Correction on PDN connection identifier for Charging
	approved
	F
	8.15.0
	CH8

	SP-110528
	32.299
	0368
	-
	9.8.0
	Rel‑9
	Correction on PDN connection identifier for Charging
	approved
	A
	9.9.0
	CH8

	SP-110528
	32.299
	0369
	-
	10.2.0
	Rel‑10
	Correction on PDN connection identifier for Charging
	approved
	A
	10.3.0
	CH8

	SP-110528
	32.299
	0370
	-
	11.0.0
	Rel‑11
	Correction on PDN connection identifier for Charging
	approved
	A
	11.1.0
	CH8

	SP-110530
	32.299
	0371
	2
	10.2.0
	Rel‑10
	Correction for IARI - Alignment with TS 24.229
	approved
	F
	10.3.0
	CH10

	SP-110528
	32.299
	0372
	-
	8.14.0
	Rel‑8
	Correction for dynamic address flags associated to PDN connection of PDP/PDN type IPv4v6
	approved
	F
	8.15.0
	CH8

	SP-110528
	32.299
	0373
	-
	9.8.0
	Rel‑9
	Correction for dynamic address flags associated to PDN connection of PDP/PDN type IPv4v6
	approved
	A
	9.9.0
	CH8

	SP-110528
	32.299
	0374
	-
	10.2.0
	Rel‑10
	Correction for dynamic address flags associated to PDN connection of PDP/PDN type IPv4v6
	approved
	A
	10.3.0
	CH8

	SP-110528
	32.299
	0375
	-
	11.0.0
	Rel‑11
	Correction for dynamic address flags associated to PDN connection of PDP/PDN type IPv4v6
	approved
	A
	11.1.0
	CH8

	SP-110530
	32.299
	0376
	-
	10.2.0
	Rel‑10
	Correction of RAT Type, alignment with TS 29.061
	approved
	F
	10.3.0
	CH10

	SP-110530
	32.299
	0377
	-
	11.0.0
	Rel‑11
	Correction of RAT Type, alignment with TS 29.061
	approved
	A
	11.1.0
	CH10

	SP-110528
	32.299
	0378
	1
	8.14.0
	Rel‑8
	Correction on AVP definition - Align with IETF RFC 3588
	approved
	F
	8.15.0
	CH8

	SP-110528
	32.299
	0379
	1
	9.8.0
	Rel‑9
	Correction on AVP definition - Align with IETF RFC 3588
	approved
	A
	9.9.0
	CH8

	SP-110528
	32.299
	0380
	1
	10.2.0
	Rel‑10
	Correction on AVP definition - Align with IETF RFC 3588
	approved
	A
	10.3.0
	CH8

	SP-110528
	32.299
	0381
	1
	11.0.0
	Rel‑11
	Correction on AVP definition - Align with IETF RFC 3588
	approved
	A
	11.1.0
	CH8

	SP-110541
	32.299
	0393
	1
	11.0.0
	Rel‑11
	Addition of Sponsored Data Connectivity charging - Align with TS 23.203
	approved
	B
	11.1.0
	PEST-CH

	SP-110526
	32.306
	0002
	-
	10.1.0
	Rel‑10
	Change direction of notifications in SOAP solution
	approved
	F
	10.2.0
	OAM10

	SP-110524
	32.307
	0006
	-
	8.2.0
	Rel‑8
	Change direction of notifications in SOAP solution
	approved
	F
	8.3.0
	OAM8

	SP-110524
	32.307
	0007
	-
	9.1.0
	Rel‑9
	Change direction of notifications in SOAP solution
	approved
	A
	9.2.0
	OAM8

	SP-110523
	32.385
	0004
	-
	7.2.0
	Rel‑7
	Correct syntax errors in Partial Suspension of Itf-N specific XML schema
	approved
	F
	7.3.0
	OAM7-NIM

	SP-110523
	32.385
	0005
	-
	8.0.0
	Rel‑8
	Correct syntax errors in Partial Suspension of Itf-N specific XML schema
	approved
	A
	8.1.0
	OAM7-NIM

	SP-110523
	32.385
	0006
	-
	9.0.0
	Rel‑9
	Correct syntax errors in Partial Suspension of Itf-N specific XML schema
	approved
	A
	9.1.0
	OAM7-NIM

	SP-110539
	32.386
	0001
	-
	10.0.0
	Rel‑10
	Correct syntax errors in XML schema and WSDL specification
	approved
	F
	10.1.0
	OAM-IRP-SS

	SP-110525
	32.387
	0001
	-
	9.0.0
	Rel‑9
	Correct syntax errors in WSDL specification
	approved
	F
	9.1.0
	OAM9

	SP-110526
	32.404
	0011
	-
	10.0.0
	Rel‑10
	Add missing references to performance measurements TSs and remove obsolete references. Add missing text referring to LTE.
	approved
	F
	10.1.0
	OAM10

	SP-110535
	32.406
	0004
	-
	11.0.0
	Rel‑11
	Addition of Direct Tunnel Related Measurements
	approved
	B
	11.1.0
	OAM-ePM-CN

	SP-110535
	32.406
	0005
	-
	11.0.0
	Rel‑11
	Add service request procedure related measurements
	approved
	B
	11.1.0
	OAM-ePM-CN

	SP-110535
	32.406
	0006
	-
	11.0.0
	Rel‑11
	Add mean number of activated PDP contexts with direct tunnel related measurements
	approved
	B
	11.1.0
	OAM-ePM-CN

	SP-110535
	32.407
	0009
	-
	10.1.0
	Rel‑11
	Add the mean delay and mean delay jitter on Iu interface
	approved
	B
	11.0.0
	OAM-ePM-CN

	SP-110535
	32.407
	0010
	-
	10.1.0
	Rel‑11
	Add the mean delay and mean delay jitter on Nb interface
	approved
	B
	11.0.0
	OAM-ePM-CN

	SP-110535
	32.407
	0011
	-
	10.1.0
	Rel‑11
	Correct the number of subscribers in VLR
	approved
	F
	11.0.0
	OAM-ePM-CN

	SP-110535
	32.407
	0012
	-
	10.1.0
	Rel‑11
	Add Number of Handover Intra MSC-S related measurements
	approved
	B
	11.0.0
	OAM-ePM-CN

	SP-110535
	32.407
	0013
	1
	10.1.0
	Rel‑11
	Addition of Iucslink and Alink related MT MO calls and traffic measurements
	approved
	B
	11.0.0
	OAM-ePM-CN

	SP-110536
	32.409
	0032
	1
	11.0.0
	Rel‑11
	Correct CDIV related measurement
	approved
	F
	11.1.0
	OAM-ePM-IMS

	SP-110536
	32.409
	0034
	1
	11.0.0
	Rel‑11
	Add CW related measurement
	approved
	B
	11.1.0
	OAM-ePM-IMS

	SP-110536
	32.409
	0035
	1
	11.0.0
	Rel‑11
	Add HOLD related measurement
	approved
	B
	11.1.0
	OAM-ePM-IMS

	SP-110536
	32.409
	0036
	1
	11.0.0
	Rel‑11
	Add CB and ACR related measurement
	approved
	B
	11.1.0
	OAM-ePM-IMS

	SP-110536
	32.409
	0038
	1
	11.0.0
	Rel‑11
	Correct HSS related measurement
	approved
	F
	11.1.0
	OAM-ePM-IMS

	SP-110536
	32.409
	0039
	1
	11.0.0
	Rel‑11
	Correct Emergency Session related measurements
	approved
	F
	11.1.0
	OAM-ePM-IMS

	SP-110538
	32.421
	0033
	1
	10.2.0
	Rel‑11
	Adding requirements for MDT positioning
	approved
	B
	11.0.0
	OAM-ePM-UE

	SP-110537
	32.421
	0034
	1
	10.2.0
	Rel‑10
	MDT for multiple PLMN IDs
	approved
	F
	10.3.0
	OAM-PM-UE

	SP-110527
	32.421
	0035
	-
	10.2.0
	Rel‑11
	MDT for multiple PLMN IDs
	reissued
	F
	
	OAM11

	SP-110634
	32.421
	0035
	-
	10.2.0
	Rel‑11
	MDT for multiple PLMN IDs
	approved
	F
	11.0.0
	OAM11

	SP-110538
	32.421
	0037
	2
	10.2.0
	Rel‑11
	Add MDT location correlation requirements
	approved
	B
	11.0.0
	OAM-ePM-UE

	SP-110537
	32.422
	0133
	-
	10.4.0
	Rel‑10
	Add PS domain MDT activiation procedure after UE attach
	approved
	F
	10.5.0
	OAM-PM-UE

	SP-110537
	32.422
	0134
	-
	11.0.0
	Rel‑11
	Add PS domain MDT activiation procedure after UE attach
	approved
	A
	11.1.0
	OAM-PM-UE

	SP-110537
	32.422
	0137
	-
	10.4.0
	Rel‑10
	RAI/LAI in MDT area scope
	approved
	F
	10.5.0
	OAM-PM-UE

	SP-110537
	32.422
	0141
	1
	11.0.0
	Rel‑11
	RAI in MDT/LAI area scope
	approved
	A
	11.1.0
	OAM-PM-UE

	SP-110537
	32.422
	0148
	1
	10.4.0
	Rel‑10
	MDT measurement alignment
	approved
	F
	10.5.0
	OAM-PM-UE

	SP-110537
	32.422
	0149
	1
	11.0.0
	Rel‑11
	MDT measurement alignment
	approved
	A
	11.1.0
	OAM-PM-UE

	SP-110537
	32.422
	0150
	-
	10.4.0
	Rel‑10
	Error correction on description of "TCE IP address" in MDT report
	approved
	F
	10.5.0
	OAM-PM-UE

	SP-110537
	32.422
	0151
	-
	11.0.0
	Rel‑11
	Error correction on description of "TCE IP address" in MDT report
	approved
	A
	11.1.0
	OAM-PM-UE

	SP-110538
	32.422
	0154
	1
	11.0.0
	Rel‑11
	Cleanup text forpropagation of Immediate MDT for inter MME scenario
	approved
	D
	11.1.0
	OAM-ePM-UE

	SP-110537
	32.422
	0155
	-
	10.4.0
	Rel‑10
	Correction in flow chart for area based MDT activation in E-UTRAN
	approved
	F
	10.5.0
	OAM-PM-UE

	SP-110537
	32.422
	0156
	1
	11.0.0
	Rel‑11
	Correction in flow chart for area based MDT activation in E-UTRAN
	approved
	A
	11.1.0
	OAM-PM-UE

	SP-110538
	32.422
	0157
	1
	11.0.0
	Rel‑11
	Enhancement for MDT Initiation with IMEI-TAC usage
	approved
	B
	11.1.0
	OAM-ePM-UE

	SP-110537
	32.422
	0159
	1
	10.4.0
	Rel‑10
	Align the user consent description with RAN3 and add description on activating MDT in home operator that uses more than one PLMN
	approved
	F
	10.5.0
	OAM-PM-UE

	SP-110537
	32.422
	0160
	1
	11.0.0
	Rel‑11
	Align the user consent description with RAN3 and add description on activating MDT in home operator that uses more than one PLMN
	approved
	A
	11.1.0
	OAM-PM-UE

	SP-110527
	32.425
	0081
	1
	10.5.0
	Rel‑11
	Add missing measurements for unnecessary HOs for Inter-RAT MRO
	revised
	B
	
	OAM11

	SP-110535
	32.426
	0038
	1
	10.3.0
	Rel‑11
	Add S4 data volume related measurements
	approved
	B
	11.0.0
	OAM-ePM-CN

	SP-110535
	32.426
	0039
	1
	10.3.0
	Rel‑11
	Add S12 data volume related measurements
	approved
	B
	11.0.0
	OAM-ePM-CN

	SP-110535
	32.426
	0041
	-
	10.3.0
	Rel‑11
	Add the measurement of number of implicit detach procedure
	approved
	B
	11.0.0
	OAM-ePM-CN

	SP-110535
	32.426
	0042
	1
	10.3.0
	Rel‑11
	Addition of IP-CAN session establishment related measurements
	approved
	B
	11.0.0
	OAM-ePM-CN

	SP-110524
	32.450
	0011
	-
	8.3.0
	Rel‑8
	Correction of the measurement names in the KPI definition of E-RAB Accessibility
	approved
	F
	8.4.0
	OAM8

	SP-110524
	32.450
	0012
	-
	9.2.0
	Rel‑9
	Correction of the measurement names in the KPI definition of E-RAB Accessibility
	approved
	A
	9.3.0
	OAM8

	SP-110527
	32.452
	0001
	1
	10.0.0
	Rel‑11
	Addition of measurements related to Direct User Plane Path between HNB and LGW
	revised
	B
	
	OAM11

	SP-110527
	32.453
	0001
	1
	10.0.0
	Rel‑11
	Addition of measurements related to Direct User Plane Path between HeNB and LGW
	revised
	B
	
	OAM11

	SP-110540
	32.511
	0010
	-
	11.0.0
	Rel‑11
	Introducing ANR concepts and requirements for UTRAN
	approved
	B
	11.1.0
	OAM-SON-UTRAN

	SP-110527
	32.522
	0066
	1
	10.2.0
	Rel‑11
	Add PM for Inter-RAT MRO
	reissued
	B
	
	OAM11

	SP-110634
	32.522
	0066
	1
	10.2.0
	Rel‑11
	Add PM for Inter-RAT MRO
	approved
	B
	11.0.0
	OAM11

	SP-110533
	32.583
	0008
	1
	8.1.0
	Rel‑8
	Align the HNB-GW discovery procedure with flow diagram
	approved
	F
	8.2.0
	HNB-3G_OAM

	SP-110533
	32.583
	0009
	1
	9.3.0
	Rel‑9
	Align the HNB-GW discovery procedure with flow diagram
	approved
	A
	9.4.0
	HNB-3G_OAM

	SP-110533
	32.583
	0010
	1
	10.1.0
	Rel‑10
	Align the HNB-GW discovery procedure with flow diagram
	approved
	A
	10.2.0
	HNB-3G_OAM

	SP-110532
	32.583
	0011
	1
	9.3.0
	Rel‑9
	Add the root CA certificate pre-configuration to the discovery procedures
	approved
	F
	9.4.0
	HNB_eHNB-OAM_Type1

	SP-110532
	32.583
	0012
	1
	10.1.0
	Rel‑10
	Add the root CA certificate pre-configuration to the discovery procedures
	approved
	A
	10.2.0
	HNB_eHNB-OAM_Type1

	SP-110634
	32.593
	0005
	1
	10.1.0
	Rel‑11
	Editorial cleanup of Serving HeMS Discovery procedure
	approved
	D
	11.0.0
	OAM11

	SP-110527
	32.593
	0005
	1
	10.1.0
	Rel‑11
	Editorial cleanup of Serving HeMS Discovery procedure
	reissued
	D
	
	OAM11

	SP-110532
	32.593
	0006
	1
	9.1.0
	Rel‑9
	Add the root CA certificate pre-configuration to the discovery procedures
	approved
	F
	9.2.0
	HNB_eHNB-OAM_Type1

	SP-110532
	32.593
	0007
	1
	10.1.0
	Rel‑10
	Add the root CA certificate pre-configuration to the discovery procedures
	approved
	A
	10.2.0
	HNB_eHNB-OAM_Type1

	SP-110532
	32.593
	0008
	-
	9.1.0
	Rel‑9
	Add the FQDNs of the Serving SeGW and Serving HeMS to the list of parameters configured by Initial HeMS
	approved
	F
	9.2.0
	HNB_eHNB-OAM_Type1

	SP-110532
	32.593
	0009
	-
	10.1.0
	Rel‑10
	Add the FQDNs of the Serving SeGW and Serving HeMS to the list of parameters configured by Initial HeMS
	approved
	A
	10.2.0
	HNB_eHNB-OAM_Type1

	SP-110540
	32.641
	0003
	1
	10.0.0
	Rel‑11
	Add requirement for UTRAN handover
	approved
	B
	11.0.0
	OAM-SON-UTRAN

	SP-110540
	32.641
	0004
	-
	10.0.0
	Rel‑11
	Add requirements for UTRAN ANR
	approved
	B
	11.0.0
	OAM-SON-UTRAN

	SP-110536
	32.732
	0010
	-
	10.0.0
	Rel‑11
	Add ECSCFFunction to IMS NRM
	approved
	B
	11.0.0
	OAM-ePM-IMS

	SP-110536
	32.736
	0003
	1
	10.1.0
	Rel‑11
	Add ECSCFFunction to IMS NRM
	approved
	B
	11.0.0
	OAM-ePM-IMS

	SP-110526
	32.762
	0067
	-
	10.4.0
	Rel‑10
	Correction on the support condition of attribute cellIndividualOffset
	approved
	F
	10.5.0
	OAM10

	SP-110526
	32.766
	0027
	1
	10.4.0
	Rel‑10
	Corrections on some data type definitions
	approved
	F
	10.5.0
	OAM10

	SP-110537
	32.766
	0029
	1
	10.4.0
	Rel‑10
	Adding TCE address and TCE ID mapping information to ENBFunction
	approved
	F
	10.5.0
	OAM-PM-UE
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