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START OF CHANGE 1
10.4.2 Emergency calls with voice, GTT and/or Other Media
10.4.2.3
Originating Network Requirements 

When other media for IMS emergency calls is enabled by the originating network, the following apply:

-
Other media shall only be supported in packet-based networks that support IMS emergency voice calls.

-
The originating network shall deliver all media to the same IP PSAP throughout the duration of the IMS emergency call. 
-
The network shall indicate to the UE, support of IMS emergency services with other media, when a UE connects to the network or moves into a new serving area.
The following requirements for IMS emergency voice calls also apply when other media for IMS emergency calls is supported by the network:

-
Subject to regional regulatory requirements, the network shall be able to authenticate the UE using the same procedures as IMS emergency voice calls.

-
The originating network shall provide a capability to enable an IMS UE supporting other media to obtain local emergency numbers or other emergency address(es) (e.g. destination address) utilizing the same mechanism as used for IMS emergency voice calls.

-
An IMS emergency call with other media shall be provided in the local serving network.
-
For an IMS emergency call with other media, any kind of emergency addressing (e.g. SIP URIs, Tel URIs) and special indications for emergency sessions shall be treated in the same manner as IMS emergency voice calls. 

-
The originating network should detect all IMS emergency calls with other media regardless of the UE emergency call indication. According to operator policy, the originating network may either inform the UE to enable re-origination as an IMS emergency call or support origination of the initial call.

-
The originating network shall be responsible for routing the IMS emergency call towards the appropriate  PSAP (e.g., based on emergency service type, location, or policy).

-
The network shall be able to provide integrity protection, and/or privacy for other media similar to what is provided for IMS emergency voice calls.

-
An IMS emergency call with other media shall utilize the same priority mechanisms as IMS emergency voice calls.

-
Detailed log records of the IMS emergency calls with other media shall be generated by the originating network in a similar manner to IMS emergency voice calls and subject to regulatory requirements.

-
All media content within the IMS emergency call shall be carried with an indication of the source, in a similar manner as for IMS emergency voice calls.
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