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The following CRs were agreed by SA WG2 and are provided to TSG SA#56 for approval:

	TS
	CR
	Rv
	Rel
	Title
	Cat
	Vsn
	SA2 TD#
	Source to WG
	Work Item
	Clauses affected
	S2 mtg

	23.251
	0046
	2
	Rel-11
	Support for RAN sharing for CSG and hybrid cells
	F
	11.1.0
	S2-122557
	Ericsson, ST-Ericsson
	TEI11
	B.2
	S2-91

	23.251
	0053
	2
	Rel-11
	EAB overload control from CN to RAN for UTRAN/GERAN in shared networks
	F
	11.1.0
	S2-122560
	Huawei, Hisilicon
	TEI11
	4.6
	S2-91

	23.251
	0060
	1
	Rel-11
	Network Sharing Corrections for SRVCC
	F
	11.1.0
	S2-121635
	Vodafone
	TEI11
	2, 5.4, 5.5
	S2-90

	23.251
	0062
	2
	Rel-11
	GWCN for GERAN
	B
	11.1.0
	S2-121893
	Vodafone, Orange
	TEI11
	4.1, 4.2.4, 5.2.b, 5.3, 7.1.2, 7.1.3
	S2-90

	23.272
	0822
	1
	Rel-11
	Alignment with stage-3 for the condition to deactivate ISR by the SGSN
	F
	11.0.0
	S2-122569
	ZTE
	TEI11
	5.5
	S2-91

	23.292
	0189
	1
	Rel-11
	Correction on CFNRc usage for ICS
	F
	11.2.0
	S2-122361
	Ericsson, ST-Ericsson
	TEI11
	7.6.3.2.2, 7.6.3.7.1
	S2-91

	23.401
	2347
	2
	Rel-11
	Correction of the wrong description about emergency ARP value
	F
	11.1.0
	S2-121864
	Samsung
	TEI11
	4.3.12.3, 5.3.3.1, 5.3.3.2, and 5.3.4.1
	S2-90

	23.401
	2358
	2
	Rel-11
	Local EPS bearer context deactivation at handover
	F
	11.1.0
	S2-122550
	Nokia Siemens Networks
	TEI11, SAES
	5.4.4.2; 5.10.3
	S2-91

	23.401
	2376
	1
	Rel-11
	Guidance on UE Radio Capability Match Procedure
	F
	11.1.0
	S2-121856
	Samsung, Ericsson, ST-Ericsson
	TEI11
	5.3.14
	S2-90

	23.401
	2422
	3
	Rel-11
	Clarification on handling of Homogenous Support of IMS Over PS Sessions
	F
	11.1.0
	S2-122619
	LG Electronics, Alcatel-Lucent, NTT DOCOMO, NEC, Ericsson, ST-Ericsson, Huawei, Qualcomm, ZTE, Cisco
	TEI11
	5.3.2.1, 5.3.3.1, 5.3.3.2, 5.7.1
	S2-91

	23.402
	1092
	2
	Rel-11
	Alignment of PMIP protocol stacks
	F
	11.2.0
	S2-121704
	Nokia Siemens Networks
	TEI11
	5.1.4, 6.1.1, 7.1.1
	S2-90

	23.402
	1115
	1
	Rel-11
	Clarification for authentication behaviour for eHRPD HO to EPS
	F
	11.2.0
	S2-122414
	China Telecom, Nokia Siemens Network, ZTE
	TEI11
	8.2.1.1
	S2-91


