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	This functional modification is needed to correct R11, where a missing relevant case was identified. 

In order to allow the triggering of the 3GPP network the service platforms need to know the MTC External Identifier of the device.

In ETSI M2M scenarios the M2M service provider is not necessarily the owner of the access network subscription For this reason is needed that the external identifier is made available to the ETSI M2M platform or to the ETSI M2M client on the UE. 

The problem is to associate the ETSI M2M client applications on the UE with their UE external identier at time of registration with the ETSI M2M platform.
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/************************* Start of Change **************************/
7.1.4
Identifiers

The requirements for MTC related to identifiers include the following:
-
The system shall be able to uniquely identify the ME.

-
The system shall be able to uniquely identify the MTC Subscriber.

NOTE: 
The first two requirements above also apply to human-to-human communications. However, for Machine-Type Communication identifiers will have to be able to cater for a number of identifiers at least two orders of magnitude higher than for human-to-human communications. 

· In order to use MTC triggering, the system shall support association between an MTC Device identity and one or more Service Enablement Framework individually.

NOTE:
The Service Enablement Framework server in the network needs to associate its peer Service Enablement Framework client on the MTC Device with the external identifier of the MTC Device. 
Preconfiguration of the association is sufficient when the Service Enablement Framework knows the MTC Device identities in advance to the starting of the service, but this does not match all the relevant scenarios of service deployment.
-
The system shall provide mechanisms for the network operator to efficiently manage numbers and identifiers related to MTC Subscribers.

/************************* End of Change **************************/
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