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Annex F:
Status of all 3GPP CRs after TSG SA #58 Meeting (including GERAN #56)

	TSG Doc
	SPEC
	CR
	rev
	Current
version
	Phase
	SUBJECT
	TSG status
	Cat
	New
version
	WI
	WG
Resp

	SP-120783
	21.905
	0109
	1
	11.2.0
	Rel‑11
	Correction of the definition of the term ô3GPP systemö
	approved
	F
	11.3.0
	OAM11
	SP

	SP-120869
	22.041
	0016
	2
	11.0.0
	Rel‑11
	Addition of APN to the condition of the ODB judgment
	approved
	B
	11.1.0
	TEI11
	S1

	SP-120874
	22.101
	0404
	4
	12.2.0
	Rel‑12
	Language and Modality Information for communications
	withdrawn
	B
	
	LangInfo
	S1

	SP-120866
	22.101
	0425
	4
	10.9.0
	Rel‑10
	SIPTO per APN for pre-Rel‑10 UEs
	approved
	F
	10.10.0
	TEI10
	S1

	SP-120866
	22.101
	0427
	4
	11.7.0
	Rel‑11
	SIPTO per APN for pre-Rel‑10 UEs
	approved
	A
	11.8.0
	TEI10
	S1

	SP-120868
	22.101
	0433
	5
	12.2.0
	Rel‑12
	MSISDN-less SMS Handling
	approved
	D
	12.3.0
	MTCe-SRM
	S1

	SP-120871
	22.101
	0434
	2
	12.2.0
	Rel‑12
	Addition of UPCON Requirements
	revised
	B
	
	UPCON
	S1

	SP-120753
	22.101
	0434
	3
	12.2.0
	Rel‑12
	Addition of UPCON Requirements
	revised
	B
	
	UPCON
	S1

	SP-120919
	22.101
	0434
	4
	12.2.0
	Rel‑12
	Addition of UPCON Requirements
	approved
	B
	12.3.0
	UPCON
	S1

	SP-120864
	22.168
	0006
	1
	8.2.0
	Rel‑8
	clarification on enabling ETWS messages in limited service state
	approved
	F
	8.3.0
	TEI8
	S1

	SP-120873
	22.173
	0086
	4
	12.2.0
	Rel‑12
	Sequential Flexible Alerting
	approved
	C
	12.3.0
	SEQ_FA
	S1

	SP-120864
	22.228
	0176
	1
	8.6.0
	Rel‑8
	Removal of operator initiated IMS registration
	approved
	C
	8.7.0
	TEI8
	S1

	SP-120864
	22.228
	0177
	1
	9.3.0
	Rel‑9
	Removal of operator initiated IMS registration
	approved
	A
	9.4.0
	TEI8
	S1

	SP-120864
	22.228
	0178
	1
	10.4.1
	Rel‑10
	Removal of operator initiated IMS registration
	approved
	A
	10.5.0
	TEI8
	S1

	SP-120864
	22.228
	0179
	1
	11.5.0
	Rel‑11
	Removal of operator initiated IMS registration
	approved
	A
	11.6.0
	TEI8
	S1

	SP-120864
	22.228
	0180
	1
	12.3.0
	Rel‑12
	Removal of operator initiated IMS registration
	approved
	A
	12.4.0
	TEI8
	S1

	SP-120867
	22.268
	0039
	2
	11.4.0
	Rel‑11
	Disabling receipt of PWS Warning Notifications
	approved
	F
	11.5.0
	TEI11
	S1

	SP-120870
	22.268
	0040
	2
	12.0.0
	Rel‑12
	Clarification of conditions of PWS Security requirements
	approved
	F
	12.1.0
	PWS_Sec
	S1

	SP-120865
	22.268
	0042
	-
	9.4.0
	Rel‑9
	clarification on enabling PWS messages in limited service state
	approved
	F
	9.5.0
	TEI9
	S1

	SP-120865
	22.268
	0043
	-
	10.3.0
	Rel‑10
	clarification on enabling PWS messages in limited state
	approved
	A
	10.4.0
	TEI9
	S1

	SP-120865
	22.268
	0044
	-
	11.4.0
	Rel‑11
	clarification on enabling PWS messages in limited state
	approved
	A
	11.5.0
	TEI9
	S1

	SP-120868
	22.368
	0136
	2
	12.0.0
	Rel‑12
	Clean-up of Time Tolerant Requirement
	approved
	C
	12.1.0
	MTCe-SRM
	S1

	SP-120868
	22.368
	0139
	2
	12.0.0
	Rel‑12
	Clean-up of Location specific trigger Requirement
	approved
	C
	12.1.0
	MTCe-SRM
	S1

	SP-120868
	22.368
	0144
	-
	12.0.0
	Rel‑12
	Removal of requirement to be able to count for device initiated signalling
	approved
	C
	12.1.0
	MTCe-SRM
	S1

	SP-120868
	22.368
	0145
	2
	12.0.0
	Rel‑12
	Moving MTC Feature Infrequent Transmission into a generic requirement
	approved
	C
	12.1.0
	MTCe-SRM
	S1

	SP-120872
	22.805
	0001
	3
	12.0.1
	Rel‑12
	Update of Consolidated Requirements; Addition of Use Case to Requirements Traceability Annex
	revised
	F
	
	FS_UPCON
	S1

	SP-120754
	22.805
	0001
	4
	12.0.1
	Rel‑12
	Update of Consolidated Requirements; Addition of Use Case to Requirements Traceability Annex
	revised
	F
	
	FS_UPCON
	S1

	SP-120925
	22.805
	0001
	5
	12.0.1
	Rel‑12
	Update of Consolidated Requirements; Addition of Use Case to Requirements Traceability Annex
	approved
	F
	12.1.0
	FS_UPCON
	S1

	SP-120920
	22.805
	0001
	5
	12.0.1
	Rel‑12
	Update of Consolidated Requirements; Addition of Use Case to Requirements Traceability Annex
	revised
	F
	
	FS_UPCON
	S1

	SP-120714
	23.002
	0255
	1
	11.4.0
	Rel‑11
	Clarifying that MSC Server assisted mid-call feature does not imply I2 interface
	approved
	A
	11.5.0
	TEI10
	S2

	SP-120714
	23.002
	0256
	1
	12.0.0
	Rel‑12
	Clarifying that MSC Server assisted mid-call feature does not imply I2 interface
	approved
	A
	12.1.0
	TEI10
	S2

	SP-120714
	23.002
	0257
	-
	10.4.0
	Rel‑10
	Clarifying that MSC Server assisted mid-call feature does not imply I2 interface
	approved
	F
	10.5.0
	TEI10
	S2

	SP-120726
	23.002
	0259
	1
	11.4.0
	Rel‑11
	Adding the missing ATGW to IMS entities description clause
	approved
	F
	11.5.0
	TEI11
	S2

	SP-120881
	23.002
	0260
	-
	12.0.0
	Rel‑12
	Adding the missing ATGW to IMS entities description clause
	approved
	A
	12.1.0
	TEI11
	S2

	CP-120748
	23.003
	0347
	-
	11.3.0
	Rel‑11
	Clarification on the use of APN Operator Identifier
	approved
	F
	11.4.0
	TEI11
	C4

	CP-120731
	23.003
	0348
	1
	11.3.0
	Rel‑11
	PS only subscription w/o MSISDN
	approved
	B
	11.4.0
	SIMTC-Reach
	C4

	CP-120715
	23.003
	0349
	1
	8.16.0
	Rel‑8
	Updating IMEI URN draft reference
	approved
	F
	8.17.0
	TEI8
	C4

	CP-120715
	23.003
	0350
	1
	9.10.0
	Rel‑9
	Updating IMEI URN draft reference
	approved
	A
	9.11.0
	TEI8
	C4

	CP-120715
	23.003
	0351
	1
	10.5.0
	Rel‑10
	Updating IMEI URN draft reference
	approved
	A
	10.6.0
	TEI8
	C4

	CP-120715
	23.003
	0352
	1
	11.3.0
	Rel‑11
	Updating IMEI URN draft reference
	approved
	A
	11.4.0
	TEI8
	C4

	CP-120739
	23.007
	0209
	3
	11.3.0
	Rel‑11
	PCC and PMIP impacts for the SGW restoration procedure
	approved
	C
	11.4.0
	eNR_EPC
	C4

	CP-120739
	23.007
	0212
	-
	11.3.0
	Rel‑11
	Corrections to reference titles
	approved
	F
	11.4.0
	TEI11
	C4

	CP-120753
	23.007
	0214
	4
	11.3.0
	Rel‑11
	Handling of VLR Failure without Restart
	approved
	F
	11.4.0
	TEI11
	C4

	CP-120739
	23.007
	0215
	1
	11.3.0
	Rel‑11
	Handling of emergency PDN connections during restoration procedure
	approved
	F
	11.4.0
	eNR_EPC
	C4

	CP-120739
	23.007
	0216
	-
	11.3.0
	Rel‑11
	Corrections to reference errors
	approved
	F
	11.4.0
	TEI11
	C4

	CP-120739
	23.007
	0217
	3
	11.3.0
	Rel‑11
	SGW failure when ISR is active
	approved
	B
	11.4.0
	eNR_EPC
	C4

	CP-120857
	23.007
	0217
	4
	11.3.0
	Rel‑11
	SGW failure when ISR is active
	withdrawn
	B
	
	eNR_EPC
	C4

	CP-120857
	23.007
	0217
	4
	11.3.0
	Rel‑11
	SGW failure when ISR is active
	withdrawn
	B
	
	eNR_EPC
	C4

	CP-120748
	23.008
	0382
	1
	11.5.0
	Rel‑11
	Storage of Signalling Priority Indication
	approved
	F
	11.6.0
	TEI11
	C4

	CP-120730
	23.008
	0383
	-
	10.4.0
	Rel‑10
	SIPTO support for eHRPD
	approved
	C
	10.5.0
	SIPTO
	C4

	CP-120730
	23.008
	0384
	-
	11.5.0
	Rel‑11
	SIPTO support for eHRPD
	approved
	A
	11.6.0
	SIPTO
	C4

	CP-120748
	23.008
	0385
	-
	11.5.0
	Rel‑11
	Key Status for UMTS
	approved
	F
	11.6.0
	TEI11
	C4

	CP-120748
	23.008
	0386
	-
	11.5.0
	Rel‑11
	Closed Subscriber Group Information for Inter-PLMN handover to a CSG cell
	approved
	F
	11.6.0
	TEI11
	C4

	CP-120718
	23.008
	0387
	-
	11.5.0
	Rel‑11
	Removal of Maximum MBR/APN-AMBR
	approved
	F
	11.6.0
	TEI11
	C4

	CP-120731
	23.008
	0388
	1
	11.5.0
	Rel‑11
	PS only subscription w/o MSISDN
	approved
	B
	11.6.0
	SIMTC-Reach
	C4

	CP-120748
	23.008
	0389
	1
	11.5.0
	Rel‑11
	Trace Info in CS data storage
	approved
	F
	11.6.0
	TEI11
	C4

	CP-120717
	23.008
	0390
	1
	8.11.0
	Rel‑8
	Trace info stored in SGW/PGW
	approved
	F
	8.12.0
	TEI8
	C4

	CP-120717
	23.008
	0391
	1
	9.5.0
	Rel‑9
	Trace info stored in SGW/PGW
	approved
	A
	9.6.0
	TEI8
	C4

	CP-120717
	23.008
	0392
	1
	10.4.0
	Rel‑10
	Trace info stored in SGW/PGW
	approved
	A
	10.5.0
	TEI8
	C4

	CP-120717
	23.008
	0393
	1
	11.5.0
	Rel‑11
	Trace info stored in SGW/PGW
	approved
	A
	11.6.0
	TEI8
	C4

	CP-120772
	23.009
	0145
	1
	8.2.0
	Rel‑8
	BSS-internal handover in AoIP mode with MSC support
	revised
	F
	
	AoIP-CN
	C1

	CP-120900
	23.009
	0145
	2
	8.2.0
	Rel‑8
	BSS-internal handover in AoIP mode with MSC support
	approved
	F
	8.3.0
	AoIP-CN
	C4

	CP-120772
	23.009
	0146
	1
	9.3.0
	Rel‑9
	BSS-internal handover in AoIP mode with MSC support
	revised
	A
	
	AoIP-CN
	C1

	CP-120900
	23.009
	0146
	2
	9.3.0
	Rel‑9
	BSS-internal handover in AoIP mode with MSC support
	approved
	A
	9.4.0
	AoIP-CN
	C4

	CP-120772
	23.009
	0147
	1
	10.1.0
	Rel‑10
	BSS-internal handover in AoIP mode with MSC support
	revised
	A
	
	AoIP-CN
	C1

	CP-120900
	23.009
	0147
	2
	10.1.0
	Rel‑10
	BSS-internal handover in AoIP mode with MSC support
	approved
	A
	10.2.0
	AoIP-CN
	C4

	CP-120772
	23.009
	0148
	2
	11.1.0
	Rel‑11
	BSS-internal handover in AoIP mode with MSC support
	revised
	A
	
	AoIP-CN
	C1

	CP-120900
	23.009
	0148
	3
	11.1.0
	Rel‑11
	BSS-internal handover in AoIP mode with MSC support
	approved
	A
	11.2.0
	AoIP-CN
	C4

	CP-120731
	23.012
	0044
	2
	11.1.0
	Rel‑11
	MSISDN-less UEs
	approved
	B
	11.2.0
	SIMTC-Reach
	C4

	CP-120737
	23.015
	0014
	3
	11.0.0
	Rel‑11
	Addition of APN to the condition of the ODB judgment
	reissued
	B
	
	TEI11
	C4

	CP-120877
	23.015
	0014
	3
	11.0.0
	Rel‑11
	Addition of APN to the condition of the ODB judgment
	approved
	B
	11.1.0
	TEI11
	C4

	CP-120803
	23.040
	0133
	1
	11.3.0
	Rel‑11
	Filtering function to be supported by SMS-GMSC
	approved
	B
	11.4.0
	SIMTC-Reach
	C1

	CP-120803
	23.040
	0134
	1
	11.3.0
	Rel‑11
	Removal of Annex I.2
	approved
	F
	11.4.0
	SIMTC-PS_Only
	C1

	CP-120794
	23.041
	0095
	2
	11.4.0
	Rel‑11
	Correction for Repetition Rates
	approved
	F
	11.5.0
	TEI11
	C1

	CP-120819
	23.041
	0097
	5
	11.4.0
	Rel‑12
	Report from MME on Warning Message Delivery
	approved
	B
	12.0.0
	REP-WMD
	C1

	CP-120819
	23.041
	0099
	4
	11.4.0
	Rel‑12
	Failure List in WRITE-REPLACE-WARNING-CONFIRM and STOP-WARNING-CONFIRM
	approved
	B
	12.0.0
	REP-WMD
	C1

	CP-120794
	23.041
	0107
	1
	11.4.0
	Rel‑11
	Correction of reference in Restart Indication Request
	approved
	F
	11.5.0
	TEI11
	C1

	CP-120774
	23.041
	0108
	1
	8.10.0
	Rel‑8
	Correcting handling of unused security parameters for warning messages
	approved
	F
	8.11.0
	ETWS
	C1

	CP-120774
	23.041
	0109
	1
	9.10.0
	Rel‑9
	Correcting handling of unused security parameters for warning messages
	approved
	A
	9.11.0
	ETWS
	C1

	CP-120774
	23.041
	0110
	1
	10.5.0
	Rel‑10
	Correcting handling of unused security parameters for warning messages
	approved
	A
	10.6.0
	ETWS
	C1

	CP-120774
	23.041
	0111
	1
	11.4.0
	Rel‑11
	Correcting handling of unused security parameters for warning messages
	approved
	A
	11.5.0
	ETWS
	C1

	CP-120781
	23.041
	0112
	1
	8.10.0
	Rel‑8
	"Correction of reference to GSMA document ""Coding of Cell Broadcast Functions"""
	approved
	F
	8.11.0
	TEI8
	C1

	CP-120781
	23.041
	0113
	1
	9.10.0
	Rel‑9
	"Correction of reference to GSMA document ""Coding of Cell Broadcast Functions"""
	approved
	A
	9.11.0
	TEI8
	C1

	CP-120781
	23.041
	0114
	1
	10.5.0
	Rel‑10
	"Correction of reference to GSMA document ""Coding of Cell Broadcast Functions"""
	approved
	A
	10.6.0
	TEI8
	C1

	CP-120794
	23.041
	0116
	2
	11.4.0
	Rel‑11
	Message IDs for operator specific services
	approved
	F
	11.5.0
	TEI11
	C1

	CP-120794
	23.041
	0117
	2
	11.4.0
	Rel‑11
	USIM file usage for PWS message reception
	approved
	C
	11.5.0
	TEI11
	C1

	SP-120710
	23.060
	1641
	9
	8.15.0
	Rel‑8
	Restriction of Inter RAT handover/release with redirection between E-UTRAN and UTRAN/GERAN
	approved
	F
	8.16.0
	SAES
	S2

	SP-120717
	23.060
	1654
	3
	11.3.0
	Rel‑11
	Clarification of UE behaviour that needs PS only services and NAS based SMS
	approved
	F
	11.4.0
	SIMTC
	S2

	SP-120710
	23.060
	1664
	5
	9.12.0
	Rel‑9
	Restriction of Inter RAT handover/release with redirection between E-UTRAN and UTRAN/GERAN
	approved
	A
	9.13.0
	SAES
	S2

	SP-120710
	23.060
	1665
	4
	10.9.0
	Rel‑10
	Restriction of Inter RAT handover/release with redirection between E-UTRAN and UTRAN/GERAN
	approved
	A
	10.10.0
	SAES
	S2

	SP-120710
	23.060
	1666
	4
	11.3.0
	Rel‑11
	Restriction of Inter RAT handover/release with redirection between E-UTRAN and UTRAN/GERAN
	approved
	A
	11.4.0
	SAES
	S2

	SP-120726
	23.060
	1676
	4
	11.3.0
	Rel‑11
	Secondary PDP context activation without TFT
	approved
	F
	11.4.0
	TEI11, SAES
	S2

	SP-120717
	23.060
	1691
	7
	11.3.0
	Rel‑11
	Correction of indication of 'SMS support'
	approved
	F
	11.4.0
	SIMTC
	S2

	SP-120715
	23.060
	1698
	2
	10.9.0
	Rel‑10
	Correction on existence of uplink packet filter in TFT
	approved
	F
	10.10.0
	TEI10, SAES
	S2

	SP-120715
	23.060
	1699
	2
	11.3.0
	Rel‑11
	Correction on existence of uplink packet filter in TFT
	approved
	A
	11.4.0
	TEI10, SAES
	S2

	SP-120717
	23.060
	1702
	6
	11.3.0
	Rel‑11
	MS supporting dual priority
	approved
	B
	11.4.0
	SIMTC-Reach
	S2

	SP-120721
	23.060
	1716
	-
	11.3.0
	Rel‑11
	Roaming support in SIRIG
	approved
	F
	11.4.0
	SIRIG
	S2

	SP-120726
	23.060
	1719
	1
	11.3.0
	Rel‑11
	Correction of priority services
	approved
	F
	11.4.0
	NIMTC
	S2

	SP-120717
	23.060
	1722
	2
	11.3.0
	Rel‑11
	Correction of network stored back-off after addition of Dual priority
	approved
	F
	11.4.0
	SIMTC-Reach
	S2

	SP-120726
	23.060
	1731
	-
	11.3.0
	Rel‑11
	Remove the RAN3 reference for EAB
	approved
	F
	11.4.0
	TEI11
	S2

	CP-120794
	23.122
	0218
	2
	11.3.0
	Rel‑11
	Correction on cause #2 in response to an LR
	approved
	F
	11.4.0
	TEI11
	C1

	CP-120807
	23.122
	0221
	3
	11.3.0
	Rel‑11
	E-UTRA disabling stored information deletion criteria correction
	approved
	F
	11.4.0
	SAES2
	C1

	CP-120794
	23.122
	0222
	-
	11.3.0
	Rel‑11
	Corrections to steps in clause 5 related to CSG selection
	approved
	F
	11.4.0
	TEI11
	C1

	CP-120797
	23.122
	0223
	3
	11.3.0
	Rel‑11
	Access control and DSAC for shared networks
	approved
	B
	11.4.0
	GDSAC, Full_MOCN-GERAN
	C1

	CP-120794
	23.122
	0224
	1
	11.3.0
	Rel‑11
	Ignoring Forbidden Lists During Manual CSG Selection
	approved
	F
	11.4.0
	TEI11
	C1

	CP-120794
	23.122
	0225
	3
	11.3.0
	Rel‑11
	HPLMN or RPLMN selection clarification
	approved
	F
	11.4.0
	TEI11
	C1

	CP-120807
	23.122
	0226
	1
	11.3.0
	Rel‑11
	Clean-up the confusion between the term update state and update status
	approved
	F
	11.4.0
	SAES2, TEI11
	C1

	SP-120718
	23.139
	0032
	1
	11.2.0
	Rel‑11
	Correction to UE reflective QoS notification
	revised
	F
	
	BBAI
	S2

	SP-120755
	23.139
	0032
	2
	11.2.0
	Rel‑11
	Correction to UE reflective QoS notification
	approved
	F
	11.3.0
	BBAI
	S2

	SP-120713
	23.167
	0218
	1
	9.9.0
	Rel‑9
	Defining S-CSCF procedures for registration and emergency registration relationships
	approved
	F
	9.10.0
	TEI9
	S2

	SP-120713
	23.167
	0219
	1
	10.6.0
	Rel‑10
	Defining S-CSCF procedures for registration and emergency registration relationships
	approved
	A
	10.7.0
	TEI9
	S2

	SP-120713
	23.167
	0220
	1
	11.5.0
	Rel‑11
	Defining S-CSCF procedures for registration and emergency registration relationships
	approved
	A
	11.6.0
	TEI9
	S2

	SP-120720
	23.203
	0758
	2
	11.7.0
	Rel‑11
	Correction on ADC functionality description
	approved
	F
	11.8.0
	SAPP
	S2

	SP-120720
	23.203
	0761
	3
	11.7.0
	Rel‑11
	Correction of enforcement order of PCC and ADC rules for PCEF enhanced with ADC
	approved
	F
	11.8.0
	SAPP
	S2

	SP-120720
	23.203
	0766
	2
	11.7.0
	Rel‑11
	Correction of redirection functionality
	approved
	F
	11.8.0
	SAPP
	S2

	SP-120716
	23.203
	0775
	2
	11.7.0
	Rel‑11
	Time Based Sy Controls
	approved
	F
	11.8.0
	QoS_SSL
	S2

	SP-120717
	23.204
	0095
	2
	11.2.0
	Rel‑11
	T4 trigger via IMS
	approved
	F
	11.3.0
	SIMTC-Reach
	S2

	SP-120727
	23.204
	0096
	2
	11.2.0
	Rel‑12
	SMS for IMS UE to IMS UE without MSISDN
	approved
	B
	12.0.0
	SMSMI
	S2

	SP-120714
	23.216
	0307
	1
	10.4.0
	Rel‑10
	SRVCC clarification of Failure after responding to PS to CS HO request
	approved
	F
	10.5.0
	TEI10
	S2

	SP-120714
	23.216
	0308
	1
	11.6.0
	Rel‑11
	SRVCC clarification of Failure after responding to PS to CS HO request
	approved
	A
	11.7.0
	TEI10
	S2

	SP-120724
	23.216
	0309
	1
	11.6.0
	Rel‑11
	Remove intra UMTS CS to PS SRVCC Handover
	approved
	F
	11.7.0
	rSRVCC
	S2

	CP-120804
	23.218
	0158
	1
	11.4.0
	Rel‑11
	Recover screened information
	approved
	F
	11.5.0
	VINE-CT1
	C1

	CP-120809
	23.218
	0160
	2
	11.4.0
	Rel‑11
	Transit Function - ISC alternative
	approved
	B
	11.5.0
	IPXS
	C1

	CP-120818
	23.218
	0162
	1
	11.4.0
	Rel‑12
	Transferring IMS CAMEL Data with Sh Protocol
	approved
	B
	12.0.0
	IMS_SSFDD
	C1

	SP-120710
	23.221
	0143
	3
	8.8.0
	Rel‑8
	Restriction of Inter RAT handover/release with redirection to E-UTRAN
	approved
	F
	8.9.0
	SAES
	S2

	SP-120710
	23.221
	0144
	-
	9.4.0
	Rel‑9
	Restriction of Inter RAT handover/release with redirection to E-UTRAN
	approved
	A
	9.5.0
	SAES
	S2

	SP-120710
	23.221
	0145
	-
	10.1.0
	Rel‑10
	Restriction of Inter RAT handover/release with redirection to E-UTRAN
	approved
	A
	10.2.0
	SAES
	S2

	SP-120710
	23.221
	0146
	-
	11.0.0
	Rel‑11
	Restriction of Inter RAT handover/release with redirection to E-UTRAN
	approved
	A
	11.1.0
	SAES
	S2

	SP-120726
	23.221
	0149
	1
	11.0.0
	Rel‑11
	Clarification on SDS to ensure that the service can be performed correctly.
	approved
	F
	11.1.0
	TEI11
	S2

	SP-120725
	23.228
	1020
	1
	11.6.0
	Rel‑11
	Correction of reference point between MSC Server and ATCF to the RAVEL
	approved
	F
	11.7.0
	RAVEL
	S2

	SP-120726
	23.228
	1022
	1
	11.6.0
	Rel‑11
	Correction of Proactive transcoding support to preserve voice quality
	approved
	F
	11.7.0
	TEI11
	S2

	SP-120725
	23.228
	1023
	1
	11.6.0
	Rel‑11
	Removal of the requirement of ATCF providing a reference to the preferred Transit and Roaming Function
	approved
	F
	11.7.0
	RAVEL
	S2

	SP-120717
	23.228
	1024
	1
	11.6.0
	Rel‑11
	Private user identity requirement for SMS over IMS without MSISDN
	approved
	F
	11.7.0
	SIMTC-Reach
	S2

	SP-120712
	23.237
	0437
	1
	9.9.0
	Rel‑9
	Bring back normal SRVCC procedure 6.3.2.1.4 which was mis-removed
	approved
	F
	9.10.0
	IMS_SCC-SPI
	S2

	SP-120714
	23.237
	0438
	1
	11.5.0
	Rel‑11
	Correction of the requirements for I2 interface and SRVCC corrections
	approved
	A
	11.6.0
	TEI10
	S2

	SP-120714
	23.237
	0439
	1
	12.0.0
	Rel‑12
	Correction of the requirements for I2 interface and SRVCC corrections
	approved
	A
	12.1.0
	TEI10
	S2

	SP-120728
	23.237
	0440
	-
	12.0.0
	Rel‑12
	Dynamic STN for DRVCC
	approved
	C
	12.1.0
	TEI12
	S2

	SP-120728
	23.237
	0441
	2
	12.0.0
	Rel‑12
	Incoming alerting for DRVCC
	approved
	B
	12.1.0
	TEI12
	S2

	SP-120728
	23.237
	0444
	4
	12.0.0
	Rel‑12
	SRVCC before ringing (brSRVCC)
	approved
	B
	12.1.0
	TEI12
	S2

	SP-120714
	23.237
	0446
	1
	10.9.0
	Rel‑10
	Correction to avoid the ATCF's STN-SR to be overwritten when a registration over I2 or non-3GPP access occurs
	approved
	F
	10.10.0
	TEI10
	S2

	SP-120714
	23.237
	0447
	2
	11.5.0
	Rel‑11
	Correction to avoid the ATCF's STN-SR to be overwritten when a registration over I2 or non-3GPP access occurs
	approved
	A
	11.6.0
	TEI10
	S2

	SP-120714
	23.237
	0448
	2
	12.0.0
	Rel‑12
	Correction to avoid the ATCF's STN-SR to be overwritten when a registration over I2 or non-3GPP access occurs
	approved
	A
	12.1.0
	TEI10
	S2

	SP-120715
	23.237
	0449
	2
	11.5.0
	Rel‑11
	Definition of the MSC Assisted Mid-call feature
	approved
	A
	11.6.0
	TEI10, IMS_SCC-SPI
	S2

	SP-120715
	23.237
	0450
	2
	12.0.0
	Rel‑12
	Definition of the MSC Assisted Mid-call feature
	approved
	A
	12.1.0
	TEI10, IMS_SCC-SPI
	S2

	SP-120714
	23.237
	0451
	-
	10.9.0
	Rel‑10
	Correction of the requirements for I2 interface and SRVCC corrections
	approved
	F
	10.10.0
	TEI10
	S2

	SP-120715
	23.237
	0452
	1
	10.9.0
	Rel‑10
	Definition of the MSC Assisted Mid-call feature
	approved
	F
	10.10.0
	TEI10, IMS_SCC-SPI
	S2

	SP-120728
	23.237
	0453
	1
	12.0.0
	Rel‑12
	Alignment of pre-alerting between SRVCC and DRVCC
	approved
	C
	12.1.0
	TEI12
	S2

	SP-120726
	23.237
	0454
	1
	11.5.0
	Rel‑11
	Suppression of announcements by MSC Server
	approved
	F
	11.6.0
	TEI11
	S2

	SP-120726
	23.237
	0455
	1
	12.0.0
	Rel‑12
	Suppression of announcements by MSC Server
	approved
	A
	12.1.0
	TEI11
	S2

	SP-120726
	23.251
	0059
	5
	11.3.0
	Rel‑11
	GWCN UTRAN and charging
	approved
	F
	11.4.0
	TEI11
	S2

	SP-120722
	23.251
	0067
	7
	11.3.0
	Rel‑11
	Network sharing impact on the CSFB
	revised
	F
	
	FULL_MOCN-GERAN
	S2

	SP-120902
	23.251
	0067
	8
	11.3.0
	Rel‑11
	Network sharing impact on the CSFB
	approved
	F
	11.4.0
	FULL_MOCN-GERAN
	S2

	SP-120722
	23.251
	0077
	5
	11.3.0
	Rel‑11
	Using NRI for CS/PS coordination
	approved
	F
	11.4.0
	FULL_MOCN-GERAN
	S2

	SP-120724
	23.251
	0078
	1
	11.3.0
	Rel‑11
	Incorrect definition of Anchor PLMN
	approved
	F
	11.4.0
	rSRVCC
	S2

	SP-120710
	23.251
	0079
	2
	8.3.0
	Rel‑8
	HPLMN needs to be unaware of network sharing in VPLMN
	approved
	F
	8.4.0
	SAES
	S2

	SP-120722
	23.251
	0080
	3
	11.3.0
	Rel‑11
	Indicating selected PLMN to target BSC during handover
	approved
	C
	11.4.0
	FULL_MOCN-GERAN, FULL_MOCN-GERAN-GWCN
	S2

	SP-120710
	23.251
	0083
	-
	9.4.0
	Rel‑9
	HPLMN needs to be unaware of network sharing in VPLMN
	approved
	A
	9.5.0
	SAES
	S2

	SP-120710
	23.251
	0084
	-
	10.4.0
	Rel‑10
	HPLMN needs to be unaware of network sharing in VPLMN
	approved
	A
	10.5.0
	SAES
	S2

	SP-120710
	23.251
	0085
	-
	11.3.0
	Rel‑11
	HPLMN needs to be unaware of network sharing in VPLMN
	approved
	A
	11.4.0
	SAES
	S2

	SP-120711
	23.271
	0393
	2
	9.6.0
	Rel‑9
	Continuation of LCS Session in EPS after S1 Connection Release
	approved
	F
	9.7.0
	LCS_LTE_EPS
	S2

	SP-120711
	23.271
	0394
	2
	10.2.0
	Rel‑10
	Continuation of LCS Session in EPS after S1 Connection Release
	approved
	A
	10.3.0
	LCS_LTE_EPS
	S2

	SP-120711
	23.271
	0395
	2
	11.0.0
	Rel‑11
	Continuation of LCS Session in EPS after S1 Connection Release
	approved
	A
	11.1.0
	LCS_LTE_EPS
	S2

	SP-120726
	23.271
	0396
	3
	11.0.0
	Rel‑11
	Addition of UTDOA technology and SLm interface in LTE
	approved
	B
	11.1.0
	TEI11, LCS_LTE-NBPS
	S2

	SP-120722
	23.272
	0810
	6
	11.2.0
	Rel‑11
	Network sharing impact on the CSFB
	approved
	F
	11.3.0
	FULL_MOCN-GERAN
	S2

	SP-120717
	23.272
	0839
	3
	11.2.0
	Rel‑11
	Registration of MME for SMS
	approved
	F
	11.3.0
	SIMTC-Reach
	S2

	SP-120713
	23.272
	0844
	2
	9.12.0
	Rel‑9
	Suitable cell selected after CSFB
	approved
	F
	9.13.0
	TEI9
	S2

	SP-120713
	23.272
	0845
	1
	10.8.0
	Rel‑10
	Suitable cell selected after CSFB
	approved
	A
	10.9.0
	TEI9
	S2

	SP-120713
	23.272
	0846
	1
	11.2.0
	Rel‑11
	Suitable cell selected after CSFB
	approved
	A
	11.3.0
	TEI9
	S2

	CP-120724
	23.284
	0043
	1
	10.4.0
	Rel‑10
	LCLS Negotiation Procedures
	approved
	F
	10.5.0
	LCLS-CN
	C4

	CP-120724
	23.284
	0044
	1
	11.0.0
	Rel‑11
	LCLS Negotiation Procedures
	approved
	A
	11.1.0
	LCLS-CN
	C4

	SP-120728
	23.292
	0193
	2
	11.4.0
	Rel‑12
	Mobility Management Procedures via Gs Interfaces for Non-ICS UE
	approved
	F
	12.0.0
	TEI12
	S2

	CP-120723
	23.333
	0058
	-
	10.4.0
	Rel‑10
	Reference update: RFC 6679
	approved
	F
	10.5.0
	ECSRA_LAA-CN
	C4

	CP-120723
	23.333
	0059
	-
	11.0.0
	Rel‑11
	Reference update: RFC 6679
	approved
	A
	11.1.0
	ECSRA_LAA-CN
	C4

	CP-120734
	23.333
	0060
	1
	11.0.0
	Rel‑11
	Additional Text for Support of Multimedia Priority Service (MPS) over Mp Interface
	approved
	F
	11.1.0
	eMPS_Gateway
	C4

	CP-120723
	23.334
	0024
	-
	10.4.0
	Rel‑10
	Reference update: RFC 6679
	approved
	F
	10.5.0
	ECSRA_LAA-CN
	C4

	CP-120723
	23.334
	0025
	-
	11.1.0
	Rel‑11
	Reference update: RFC 6679
	approved
	A
	11.2.0
	ECSRA_LAA-CN
	C4

	CP-120734
	23.334
	0026
	3
	11.1.0
	Rel‑11
	Support of Multimedia Priority Service (MPS) in Modify over Iq Interface
	approved
	F
	11.2.0
	eMPS_Gateway
	C4

	CP-120745
	23.380
	0042
	1
	11.0.0
	Rel‑11
	Alignment on the Network recovery procedure at P-CSCF failure
	approved
	F
	11.1.0
	TEI11
	C4

	CP-120743
	23.380
	0046
	1
	11.0.0
	Rel‑11
	PSI direct routing with restoration procedures
	approved
	F
	11.1.0
	TEI11
	C4

	SP-120715
	23.401
	2446
	2
	10.8.0
	Rel‑10
	Correction of packet filters in TFT
	approved
	F
	10.9.0
	TEI10, SAES
	S2

	SP-120715
	23.401
	2447
	2
	11.3.0
	Rel‑11
	Correction of packet filters in TFT
	approved
	A
	11.4.0
	TEI10, SAES
	S2

	SP-120717
	23.401
	2448
	4
	11.3.0
	Rel‑11
	UE supporting dual priority
	approved
	B
	11.4.0
	SIMTC-Reach
	S2

	SP-120713
	23.401
	2464
	1
	9.13.0
	Rel‑9
	Clarification on SDU Error Ratio value when mapping EPS QCI=4 to Release 99 QoS parameters
	approved
	F
	9.14.0
	TEI9
	S2

	SP-120713
	23.401
	2465
	1
	10.8.0
	Rel‑10
	Clarification on SDU Error Ratio value when mapping EPS QCI=4 to Release 99 QoS parameters
	approved
	A
	10.9.0
	TEI9
	S2

	SP-120713
	23.401
	2466
	1
	11.3.0
	Rel‑11
	Clarification on SDU Error Ratio value when mapping EPS QCI=4 to Release 99 QoS parameters
	approved
	A
	11.4.0
	TEI9
	S2

	SP-120710
	23.401
	2467
	3
	8.16.0
	Rel‑8
	Restriction of Inter RAT handover/release with redirection between E-UTRAN and UTRAN/GERAN
	approved
	F
	8.17.0
	SAES
	S2

	SP-120710
	23.401
	2468
	3
	9.13.0
	Rel‑9
	Restriction of Inter RAT handover/release with redirection between E-UTRAN and UTRAN/GERAN
	approved
	A
	9.14.0
	SAES
	S2

	SP-120710
	23.401
	2469
	3
	10.8.0
	Rel‑10
	Restriction of Inter RAT handover/release with redirection between E-UTRAN and UTRAN/GERAN
	approved
	A
	10.9.0
	SAES
	S2

	SP-120710
	23.401
	2470
	3
	11.3.0
	Rel‑11
	Restriction of Inter RAT handover/release with redirection between E-UTRAN and UTRAN/GERAN
	approved
	A
	11.4.0
	TEI8
	S2

	SP-120715
	23.401
	2477
	4
	10.8.0
	Rel‑10
	Notifying UE on specific PDN disconnection while the UE is in the idle state
	approved
	F
	10.9.0
	TEI10
	S2

	SP-120726
	23.401
	2478
	3
	11.3.0
	Rel‑11
	Notifying UE on specific PDN disconnection while the UE is in the idle state
	approved
	F
	11.4.0
	TEI11
	S2

	SP-120719
	23.401
	2479
	-
	11.3.0
	Rel‑11
	Removal of precondition of ULI in PDN disconnection procedure
	approved
	F
	11.4.0
	NWK-PL2IMS
	S2

	SP-120717
	23.401
	2480
	2
	11.3.0
	Rel‑11
	Correction of network stored back-off after addition of Dual priority
	approved
	F
	11.4.0
	SIMTC-Reach
	S2

	SP-120726
	23.401
	2484
	3
	11.3.0
	Rel‑11
	UE capabilities in the UE Radio Capability Match Request procedure
	approved
	F
	11.4.0
	TEI11
	S2

	SP-120713
	23.401
	2485
	1
	9.13.0
	Rel‑9
	Regular deterministic IMEI fetch
	approved
	F
	9.14.0
	TEI9, SAES-SRVCC
	S2

	SP-120713
	23.401
	2486
	1
	10.8.0
	Rel‑10
	Regular deterministic IMEI fetch
	approved
	A
	10.9.0
	TEI9, SAES-SRVCC
	S2

	SP-120713
	23.401
	2487
	1
	11.3.0
	Rel‑11
	Regular deterministic IMEI fetch
	approved
	A
	11.4.0
	TEI9, SAES-SRVCC
	S2

	SP-120726
	23.401
	2488
	-
	11.3.0
	Rel‑11
	Remove the RAN3 reference for EAB
	approved
	F
	11.4.0
	TEI11
	S2

	SP-120723
	23.402
	1129
	-
	11.4.0
	Rel‑11
	Clarification on IPMS over S2a
	approved
	F
	11.5.0
	SaMOG_WLAN
	S2

	SP-120723
	23.402
	1134
	3
	11.4.0
	Rel‑11
	Trusted WLAN operator identification for EPC access charging
	approved
	F
	11.5.0
	SaMOG_WLAN
	S2

	SP-120723
	23.402
	1141
	2
	11.4.0
	Rel‑11
	Location Information for SaMOG users
	approved
	F
	11.5.0
	SaMOG_WLAN
	S2

	SP-120717
	23.682
	0055
	4
	11.2.0
	Rel‑11
	Device Triggering corrections
	approved
	F
	11.3.0
	SIMTC
	S2

	SP-120717
	23.682
	0065
	1
	11.2.0
	Rel‑11
	Add IP-SM-GW identifier to S6m and T4 messages
	approved
	F
	11.3.0
	SIMTC-Reach
	S2

	SP-120717
	23.682
	0066
	1
	11.2.0
	Rel‑11
	Message Waiting for device trigger procedure correction
	approved
	F
	11.3.0
	SIMTC
	S2

	CP-120803
	24.008
	2187
	8
	11.4.0
	Rel‑11
	Cause code setting for combined procedures in case of PS-only subscription
	approved
	F
	11.5.0
	SIMTC-PS_Only
	C1

	CP-120794
	24.008
	2225
	4
	11.4.0
	Rel‑11
	Detecting a request for emergency service
	approved
	F
	11.5.0
	TEI11
	C1

	CP-120794
	24.008
	2235
	2
	11.4.0
	Rel‑11
	Addtion of a trigger condition of a MS to enter EMM-DEREGISTERED state
	approved
	F
	11.5.0
	TEI11
	C1

	CP-120794
	24.008
	2236
	2
	11.4.0
	Rel‑11
	Coordination between EMM and GMM parameters for MS receiving GMM cause #22
	approved
	F
	11.5.0
	TEI11
	C1

	CP-120794
	24.008
	2241
	2
	11.4.0
	Rel‑11
	Fixes to P-CSCF addresses and DNS Server IP addresses included in the PCO
	approved
	F
	11.5.0
	TEI11
	C1

	CP-120807
	24.008
	2243
	2
	11.4.0
	Rel‑11
	T3212 trigger in network initiated GPRS detach
	approved
	F
	11.5.0
	SAES2
	C1

	CP-120794
	24.008
	2244
	2
	11.4.0
	Rel‑11
	Emergency handling for abnormal cases
	approved
	F
	11.5.0
	TEI11
	C1

	CP-120794
	24.008
	2245
	-
	11.4.0
	Rel‑11
	GMM state correction for network initiated GPRS detach
	approved
	F
	11.5.0
	TEI11
	C1

	CP-120794
	24.008
	2246
	-
	11.4.0
	Rel‑11
	Correction on NRI container IE
	approved
	F
	11.5.0
	TEI11
	C1

	CP-120807
	24.008
	2250
	1
	11.4.0
	Rel‑11
	Fix timer specification
	approved
	F
	11.5.0
	SAES2
	C1

	CP-120803
	24.008
	2251
	1
	11.4.0
	Rel‑11
	Corrections for Dual priority PDP context handling
	approved
	F
	11.5.0
	SIMTC-Reach
	C1

	CP-120792
	24.008
	2252
	1
	10.8.0
	Rel‑10
	TI flassignment in an originating call case
	approved
	F
	10.9.0
	aSRVCC
	C1

	CP-120792
	24.008
	2253
	1
	11.4.0
	Rel‑11
	TI flassignment in an originating call case
	approved
	A
	11.5.0
	aSRVCC
	C1

	CP-120794
	24.008
	2254
	2
	11.4.0
	Rel‑11
	Correction to Combined Attach/RAU Accept abnormal case handling
	approved
	F
	11.5.0
	TEI11
	C1

	CP-120817
	24.008
	2255
	3
	11.4.0
	Rel‑12
	"Removing LAU trigger and combined RAU trigger for TIN=""RAT-related TMSI"""
	approved
	F
	12.0.0
	TEI12
	C1

	CP-120794
	24.008
	2263
	-
	11.4.0
	Rel‑11
	Correcting description of MM update status U2
	approved
	F
	11.5.0
	TEI11
	C1

	CP-120797
	24.008
	2264
	2
	11.4.0
	Rel‑11
	Encoding the Skip Indicator for GERAN Network Sharing
	approved
	F
	11.5.0
	Full_MOCN-GERAN
	C1

	CP-120794
	24.008
	2265
	6
	11.4.0
	Rel‑11
	Network behavior in case of PDP Context Activation Procedure
	approved
	F
	11.5.0
	TEI11
	C1

	CP-120803
	24.008
	2266
	4
	11.4.0
	Rel‑11
	MS knowledge that the back-off timer is running for low or normal priority
	approved
	F
	11.5.0
	SIMTC-Reach
	C1

	CP-120794
	24.008
	2268
	7
	11.4.0
	Rel‑11
	Handling maximum number of active PDP contexts.
	approved
	F
	11.5.0
	TEI11
	C1

	CP-120798
	24.008
	2270
	2
	11.4.0
	Rel‑11
	Access class control in shared networks
	approved
	B
	11.5.0
	GDSAC, FuLL_MOCN-GERAN
	C1

	CP-120797
	24.008
	2271
	1
	11.4.0
	Rel‑11
	GERAN network sharing in PS Domain
	approved
	B
	11.5.0
	Full_MOCN-GERAN
	C1

	CP-120797
	24.008
	2272
	1
	11.4.0
	Rel‑11
	Terminology consistency for GERAN network sharing
	approved
	B
	11.5.0
	FULL_MOCN-GERAN
	C1

	CP-120803
	24.008
	2273
	4
	11.4.0
	Rel‑11
	Clarification on handling of SM for dual priority
	approved
	F
	11.5.0
	SIMTC-Reach
	C1

	CP-120792
	24.008
	2274
	4
	10.8.0
	Rel‑10
	Corrections to UE behaviour on originating aSRVCC call
	approved
	F
	10.9.0
	aSRVCC
	C1

	CP-120792
	24.008
	2275
	4
	11.4.0
	Rel‑11
	Corrections to UE behaviour on originating aSRVCC call
	approved
	A
	11.5.0
	aSRVCC
	C1

	CP-120803
	24.008
	2276
	2
	11.4.0
	Rel‑11
	Clarification on UE with T3396 running receiving a new T3396 value
	approved
	F
	11.5.0
	SIMTC-Reach, TEI11
	C1

	CP-120794
	24.008
	2277
	1
	11.4.0
	Rel‑11
	MM state when GPRS service only is accepted in combined procedures
	approved
	F
	11.5.0
	TEI11
	C1

	CP-120794
	24.008
	2286
	1
	11.4.0
	Rel‑11
	Correction to the timer table 11.2.3
	approved
	F
	11.5.0
	TEI11
	C1

	CP-120789
	24.008
	2290
	-
	10.8.0
	Rel‑10
	Correction to session management handling for MBMS context activation
	approved
	F
	10.9.0
	NIMTC
	C1

	CP-120789
	24.008
	2291
	-
	11.4.0
	Rel‑11
	Correction to session management handling for MBMS context activation
	approved
	A
	11.5.0
	NIMTC
	C1

	CP-120803
	24.008
	2293
	2
	11.4.0
	Rel‑11
	Handling of timer T3396 for dual priority MS
	approved
	F
	11.5.0
	SIMTC-Reach
	C1

	CP-120806
	24.008
	2295
	1
	11.4.0
	Rel‑11
	Removing UTRA to UTRA rSRVCC
	approved
	F
	11.5.0
	rSRVCC-CT
	C1

	CP-120794
	24.008
	2296
	1
	11.4.0
	Rel‑11
	MS behaviour when receiving mobile identity during periodic RAU
	approved
	F
	11.5.0
	TEI11
	C1

	CP-120794
	24.008
	2297
	2
	11.4.0
	Rel‑11
	Reject cause #8 used for normal RAU and SR
	approved
	F
	11.5.0
	TEI11
	C1

	CP-120794
	24.008
	2298
	-
	11.4.0
	Rel‑11
	Clean-up the confusion on term "network sharing"
	approved
	F
	11.5.0
	TEI11
	C1

	CP-120794
	24.008
	2299
	2
	11.4.0
	Rel‑11
	NW-initiated detach with re-attach not required and no cause code
	approved
	F
	11.5.0
	TEI11
	C1

	CP-120794
	24.008
	2300
	1
	11.4.0
	Rel‑11
	Correction on handling for attach and NW initiated detach procedure collision
	approved
	F
	11.5.0
	TEI11
	C1

	CP-120794
	24.008
	2301
	-
	11.4.0
	Rel‑11
	Bullet correction
	approved
	F
	11.5.0
	TEI11
	C1

	CP-120794
	24.109
	0052
	2
	11.1.0
	Rel‑11
	Realization of GBA Push delivery
	approved
	F
	11.2.0
	TEI11
	C1

	CP-120805
	24.139
	0001
	1
	11.0.0
	Rel‑11
	BBF reference updates and editorial cleanup
	approved
	F
	11.1.0
	BBAI_BBI-CT
	C1

	CP-120805
	24.139
	0002
	-
	11.0.0
	Rel‑11
	Editor's notes on attribute types for AT_RQSI_IND and AT_ RQSI_RES
	approved
	F
	11.1.0
	BBAI_BBI-CT
	C1

	CP-120805
	24.139
	0003
	1
	11.0.0
	Rel‑11
	Update the receiving RQSI procedure
	approved
	F
	11.1.0
	BBAI_BBI-CT
	C1

	CP-120793
	24.173
	0090
	2
	11.3.0
	Rel‑11
	Reference update: draft-ietf-sipcore-proxy-feature
	approved
	F
	11.4.0
	TEI11
	C1

	CP-120793
	24.173
	0091
	1
	11.3.0
	Rel‑11
	Feature-Caps header field clarification
	approved
	F
	11.4.0
	TEI11
	C1

	CP-120793
	24.216
	0030
	1
	11.0.0
	Rel‑11
	PS to PS STI URI configuration
	approved
	F
	11.1.0
	TEI11
	C1

	CP-120802
	24.229
	4106
	5
	11.5.0
	Rel‑11
	Additional guidance on use of 3xx responses
	approved
	F
	11.6.0
	IMSProtoc5
	C1

	CP-120802
	24.229
	4127
	2
	11.5.0
	Rel‑11
	Update the general requirements for tunnel procedures
	approved
	F
	11.6.0
	IMSProtoc5
	C1

	CP-120802
	24.229
	4128
	4
	11.5.0
	Rel‑11
	IP address obtained on S2a interface
	approved
	F
	11.6.0
	IMSProtoc5
	C1

	CP-120802
	24.229
	4129
	4
	11.5.0
	Rel‑11
	Tunnel modification by the UE
	approved
	F
	11.6.0
	IMSProtoc5
	C1

	CP-120802
	24.229
	4130
	5
	11.5.0
	Rel‑11
	Tunnel modification by the Network
	approved
	F
	11.6.0
	IMSProtoc5
	C1

	CP-120804
	24.229
	4149
	3
	11.5.0
	Rel‑11
	Specification of ISC gateway function - SIP profile
	approved
	B
	11.6.0
	VINE-CT1
	C1

	CP-120804
	24.229
	4150
	2
	11.5.0
	Rel‑11
	Specification of application gateway function - SDP profile
	approved
	B
	11.6.0
	VINE-CT1
	C1

	CP-120787
	24.229
	4186
	1
	10.9.0
	Rel‑10
	IANA registration of OMR parameters
	approved
	F
	10.10.0
	OMR
	C1

	CP-120787
	24.229
	4187
	1
	11.5.0
	Rel‑11
	IANA registration of OMR parameters
	approved
	A
	11.6.0
	OMR
	C1

	CP-120779
	24.229
	4190
	3
	8.21.0
	Rel‑8
	IMS debug removal of feature
	approved
	F
	8.22.0
	OAM8-Trace
	C1

	CP-120779
	24.229
	4191
	3
	9.13.0
	Rel‑9
	IMS debug removal of feature
	approved
	A
	9.14.0
	OAM8-Trace
	C1

	CP-120779
	24.229
	4192
	3
	10.9.0
	Rel‑10
	IMS debug removal of feature
	approved
	A
	10.10.0
	OAM8-Trace
	C1

	CP-120783
	24.229
	4194
	-
	9.13.0
	Rel‑9
	Delete IETF mediasec draft reference
	approved
	F
	9.14.0
	MEDIASEC_CORE
	C1

	CP-120783
	24.229
	4195
	-
	10.9.0
	Rel‑10
	Delete IETF mediasec draft reference
	approved
	A
	10.10.0
	MEDIASEC_CORE
	C1

	CP-120783
	24.229
	4196
	-
	11.5.0
	Rel‑11
	Delete IETF mediasec draft reference
	approved
	A
	11.6.0
	MEDIASEC_CORE
	C1

	CP-120783
	24.229
	4197
	-
	11.5.0
	Rel‑11
	IMS media security profile table cleanup
	approved
	F
	11.6.0
	MEDIASEC_CORE
	C1

	CP-120793
	24.229
	4201
	4
	11.5.0
	Rel‑11
	Contents of From and To header fields in SUBSCRIBE requests
	approved
	F
	11.6.0
	TEI11
	C1

	CP-120802
	24.229
	4202
	4
	11.5.0
	Rel‑11
	Correction on handling of rn parameter and npdi parameter at S-CSCF.
	approved
	F
	11.6.0
	IMSProtoc5
	C1

	CP-120821
	24.229
	4203
	2
	11.5.0
	Rel‑11
	Support of T.38 SDP attributes in IMS
	approved
	B
	11.6.0
	MMTel_T.38_FAX
	C1

	CP-120801
	24.229
	4204
	1
	11.5.0
	Rel‑11
	Transit-ioi is removed from fowarded message to visited network
	approved
	F
	11.6.0
	IOI_IMS_CH
	C1

	CP-120815
	24.229
	4205
	5
	11.5.0
	Rel‑11
	Overload control clarifications
	approved
	F
	11.6.0
	IOC
	C1

	CP-120812
	24.229
	4206
	3
	11.5.0
	Rel‑11
	Removing ENs about IBCF and OMR
	approved
	F
	11.6.0
	RAVEL-CT
	C1

	CP-120812
	24.229
	4207
	-
	11.5.0
	Rel‑11
	Removing an EN regarding PSI
	approved
	F
	11.6.0
	RAVEL-CT
	C1

	CP-120812
	24.229
	4212
	-
	11.5.0
	Rel‑11
	Correcting the UE-originating case indication
	approved
	F
	11.6.0
	RAVEL-CT
	C1

	CP-120793
	24.229
	4214
	6
	11.5.0
	Rel‑11
	Correcting procedures for re-establishment a context for SIP signalling
	approved
	F
	11.6.0
	TEI11
	C1

	CP-120773
	24.229
	4215
	3
	7.29.0
	Rel‑7
	Correction of emergency sub-service type handling
	approved
	F
	7.30.0
	EMC1
	C1

	CP-120773
	24.229
	4216
	3
	8.21.0
	Rel‑8
	Correction of emergency sub-service type handling
	approved
	A
	8.22.0
	EMC1
	C1

	CP-120773
	24.229
	4217
	4
	9.13.0
	Rel‑9
	Correction of emergency sub-service type handling
	approved
	A
	9.14.0
	EMC1
	C1

	CP-120773
	24.229
	4218
	4
	10.9.0
	Rel‑10
	Correction of emergency sub-service type handling
	approved
	A
	10.10.0
	EMC1
	C1

	CP-120773
	24.229
	4219
	4
	11.5.0
	Rel‑11
	Correction of emergency sub-service type handling
	approved
	A
	11.6.0
	EMC1
	C1

	CP-120793
	24.229
	4220
	2
	11.5.0
	Rel‑11
	Remaining corrections to emergency sub-service type handling
	approved
	F
	11.6.0
	TEI11
	C1

	CP-120782
	24.229
	4221
	2
	9.13.0
	Rel‑9
	Corrections to E-CSCF and LRF handling for emergency calls
	approved
	F
	9.14.0
	EMC2
	C1

	CP-120782
	24.229
	4222
	2
	10.9.0
	Rel‑10
	Corrections to E-CSCF and LRF handling for emergency calls
	approved
	A
	10.10.0
	EMC2
	C1

	CP-120782
	24.229
	4223
	2
	11.5.0
	Rel‑11
	Corrections to E-CSCF and LRF handling for emergency calls
	approved
	A
	11.6.0
	EMC2
	C1

	CP-120812
	24.229
	4224
	-
	11.5.0
	Rel‑11
	Application servers and RAVEL
	approved
	F
	11.6.0
	RAVEL-CT
	C1

	CP-120777
	24.229
	4225
	1
	8.21.0
	Rel‑8
	Correction of 3GPP IM CN subsystem XML handling
	approved
	F
	8.22.0
	IMSProtoc2
	C1

	CP-120777
	24.229
	4226
	1
	9.13.0
	Rel‑9
	Correction of 3GPP IM CN subsystem XML handling
	approved
	A
	9.14.0
	IMSProtoc2
	C1

	CP-120777
	24.229
	4227
	1
	10.9.0
	Rel‑10
	Correction of 3GPP IM CN subsystem XML handling
	approved
	A
	10.10.0
	IMSProtoc2
	C1

	CP-120777
	24.229
	4228
	1
	11.5.0
	Rel‑11
	Correction of 3GPP IM CN subsystem XML handling
	approved
	A
	11.6.0
	IMSProtoc2
	C1

	CP-120793
	24.229
	4229
	3
	11.5.0
	Rel‑11
	PCSCF discovery Annex L editorial
	approved
	D
	11.6.0
	TEI11
	C1

	CP-120776
	24.229
	4230
	-
	7.29.0
	Rel‑7
	Table A.162, item 61 referencing incorrect document
	approved
	F
	7.30.0
	IMSProtoc
	C1

	CP-120776
	24.229
	4231
	-
	8.21.0
	Rel‑8
	Table A.162, item 61 referencing incorrect document
	approved
	A
	8.22.0
	IMSProtoc
	C1

	CP-120776
	24.229
	4232
	-
	9.13.0
	Rel‑9
	Table A.162, item 61 referencing incorrect document
	approved
	A
	9.14.0
	IMSProtoc
	C1

	CP-120776
	24.229
	4233
	-
	10.9.0
	Rel‑10
	Table A.162, item 61 referencing incorrect document
	approved
	A
	10.10.0
	IMSProtoc
	C1

	CP-120776
	24.229
	4234
	-
	11.5.0
	Rel‑11
	Table A.162, item 61 referencing incorrect document
	approved
	A
	11.6.0
	IMSProtoc
	C1

	CP-120802
	24.229
	4235
	1
	11.5.0
	Rel‑11
	SDP impacts due to IP-CAN bearer release
	approved
	F
	11.6.0
	IMSProtoc5
	C1

	CP-120802
	24.229
	4236
	1
	11.5.0
	Rel‑11
	Precondition and INVITE without SDP offer
	approved
	F
	11.6.0
	IMSProtoc5
	C1

	CP-120802
	24.229
	4237
	1
	11.5.0
	Rel‑11
	User rejecting media stream during set up of multimedia session
	approved
	F
	11.6.0
	IMSProtoc5
	C1

	CP-120812
	24.229
	4239
	1
	11.5.0
	Rel‑11
	Decission on loop back routing in S-CSCF
	approved
	F
	11.6.0
	RAVEL-CT
	C1

	CP-120793
	24.229
	4241
	1
	11.5.0
	Rel‑11
	Correct Defintion of Temporarily Authorized Resource-Prioirty
	approved
	F
	11.6.0
	TEI11
	C1

	CP-120791
	24.229
	4242
	2
	10.9.0
	Rel‑10
	Reference update: draft-ietf-sipcore-proxy-feature
	approved
	F
	10.10.0
	eSRVCC
	C1

	CP-120791
	24.229
	4243
	2
	11.5.0
	Rel‑11
	Reference update: draft-ietf-sipcore-proxy-feature
	approved
	A
	11.6.0
	eSRVCC
	C1

	CP-120791
	24.229
	4244
	1
	11.5.0
	Rel‑11
	Feature-Caps header field in target refresh requests and responses
	approved
	F
	11.6.0
	eSRVCC, MRB, RAVEL-CT
	C1

	CP-120804
	24.229
	4247
	1
	11.5.0
	Rel‑11
	Specification of application gateway function - SDP procedures
	approved
	B
	11.6.0
	VINE-CT1
	C1

	CP-120810
	24.229
	4248
	1
	11.5.0
	Rel‑11
	Profiles change for P-Access-Network-Info header
	approved
	B
	11.6.0
	NWK-PL2IMS_CT
	C1

	CP-120810
	24.229
	4249
	3
	11.5.0
	Rel‑11
	Correction to the coding of UE-time-zone
	approved
	F
	11.6.0
	NWK-PL2IMS_CT
	C1

	CP-120810
	24.229
	4250
	2
	11.5.0
	Rel‑11
	Removal of Editor's Note on NPLI inserted by both P-CSCF and AS
	approved
	F
	11.6.0
	NWK-PL2IMS_CT
	C1

	CP-120793
	24.229
	4251
	1
	11.5.0
	Rel‑11
	Correct emergency call description when roaming
	approved
	F
	11.6.0
	TEI11
	C1

	CP-120782
	24.229
	4252
	-
	9.13.0
	Rel‑9
	Dialog state notification clarification
	approved
	F
	9.14.0
	EMC2
	C1

	CP-120782
	24.229
	4253
	-
	10.9.0
	Rel‑10
	Dialog state notification clarification
	approved
	A
	10.10.0
	EMC2
	C1

	CP-120782
	24.229
	4254
	-
	11.5.0
	Rel‑11
	Dialog state notification clarification
	approved
	A
	11.6.0
	EMC2
	C1

	CP-120785
	24.229
	4255
	1
	9.13.0
	Rel‑9
	Emergency and normal registration independence
	approved
	F
	9.14.0
	TEI9
	C1

	CP-120785
	24.229
	4256
	1
	10.9.0
	Rel‑10
	Emergency and normal registration independence
	approved
	A
	10.10.0
	TEI9
	C1

	CP-120785
	24.229
	4257
	1
	11.5.0
	Rel‑11
	Emergency and normal registration independence
	approved
	A
	11.6.0
	TEI9
	C1

	CP-120815
	24.229
	4258
	5
	11.5.0
	Rel‑11
	Overload control -Inconstancies correction
	approved
	F
	11.6.0
	IOC
	C1

	CP-120815
	24.229
	4262
	3
	11.5.0
	Rel‑11
	Event-based overload control procedures
	approved
	F
	11.6.0
	IOC
	C1

	CP-120780
	24.229
	4263
	2
	11.5.0
	Rel‑11
	Correction to integrity-protected usage in S-CSCF
	approved
	A
	11.6.0
	PktCbl-Sec
	C1

	CP-120780
	24.229
	4270
	2
	8.21.0
	Rel‑8
	Correction to integrity-protected usage in S-CSCF
	approved
	F
	8.22.0
	PktCbl-Sec
	C1

	CP-120780
	24.229
	4271
	2
	9.13.0
	Rel‑9
	Correction to integrity-protected usage in S-CSCF
	approved
	A
	9.14.0
	PktCbl-Sec
	C1

	CP-120780
	24.229
	4272
	2
	10.9.0
	Rel‑10
	Correction to integrity-protected usage in S-CSCF
	approved
	A
	10.10.0
	PktCbl-Sec
	C1

	CP-120809
	24.229
	4273
	-
	11.5.0
	Rel‑11
	Mz Reference Point - ISC alternative
	approved
	B
	11.6.0
	IPXS
	C1

	CP-120812
	24.229
	4275
	1
	11.5.0
	Rel‑11
	Removing the g.3gpp.loopback in TRF
	approved
	F
	11.6.0
	RAVEL-CT
	C1

	CP-120788
	24.229
	4280
	-
	10.9.0
	Rel‑10
	Reference update: RFC 6679
	approved
	F
	10.10.0
	ECSRA_LAA-CN
	C1

	CP-120788
	24.229
	4281
	-
	11.5.0
	Rel‑11
	Reference update: RFC 6679
	approved
	A
	11.6.0
	ECSRA_LAA-CN
	C1

	CP-120775
	24.229
	4282
	3
	8.21.0
	Rel‑8
	Updating IMEI URN draft reference
	approved
	F
	8.22.0
	ICSRA
	C1

	CP-120775
	24.229
	4283
	3
	9.13.0
	Rel‑9
	Updating IMEI URN draft reference
	approved
	A
	9.14.0
	ICSRA
	C1

	CP-120775
	24.229
	4284
	3
	10.9.0
	Rel‑10
	Updating IMEI URN draft reference
	approved
	A
	10.10.0
	ICSRA
	C1

	CP-120775
	24.229
	4285
	3
	11.5.0
	Rel‑11
	Updating IMEI URN draft reference
	approved
	A
	11.6.0
	ICSRA
	C1

	CP-120793
	24.229
	4286
	2
	11.5.0
	Rel‑11
	Default ICSI value selected by S-CSCF
	approved
	F
	11.6.0
	TEI11
	C1

	CP-120810
	24.229
	4287
	-
	11.5.0
	Rel‑11
	"Correction of ""UE-time-zone"" to ""local-time-zone"" in TS 24.229"
	approved
	F
	11.6.0
	NWK-PL2IMS_CT
	C1

	CP-120801
	24.229
	4288
	-
	11.5.0
	Rel‑11
	Transit IOI general description
	approved
	F
	11.6.0
	IOI_IMS_CH
	C1

	CP-120801
	24.229
	4289
	1
	11.5.0
	Rel‑11
	Including transit-IOI in SIP responses
	approved
	F
	11.6.0
	IOI_IMS_CH
	C1

	CP-120802
	24.229
	4294
	1
	11.5.0
	Rel‑11
	Removal of internal references from IBCF procedures
	approved
	F
	11.6.0
	IMSProtoc5
	C1

	CP-120815
	24.229
	4296
	2
	11.5.0
	Rel‑11
	Closure of open issues in IOC work item
	approved
	F
	11.6.0
	IOC
	C1

	CP-120793
	24.229
	4299
	1
	11.5.0
	Rel‑11
	P-CSCF registration context lost - text correction
	approved
	F
	11.6.0
	TEI11
	C1

	CP-120793
	24.229
	4300
	-
	11.5.0
	Rel‑11
	NAT detection by the UE- text correction
	approved
	F
	11.6.0
	TEI11
	C1

	CP-120780
	24.229
	4302
	-
	8.21.0
	Rel‑8
	Correction on integrity-protected handling in S-CSCF
	approved
	F
	8.22.0
	PktCbl-Sec
	C1

	CP-120780
	24.229
	4303
	-
	9.13.0
	Rel‑9
	Correction on integrity-protected handling in S-CSCF
	approved
	A
	9.14.0
	PktCbl-Sec
	C1

	CP-120780
	24.229
	4304
	-
	10.9.0
	Rel‑10
	Correction on integrity-protected handling in S-CSCF
	approved
	A
	10.10.0
	PktCbl-Sec
	C1

	CP-120780
	24.229
	4305
	-
	11.5.0
	Rel‑11
	Correction on integrity-protected handling in S-CSCF
	approved
	A
	11.6.0
	PktCbl-Sec
	C1

	CP-120793
	24.229
	4311
	1
	11.5.0
	Rel‑11
	Correction to challenge response examination in P-CSCF
	approved
	F
	11.6.0
	TEI11
	C1

	CP-120792
	24.237
	0733
	1
	10.8.0
	Rel‑10
	Handling of 1xx responses in alerting phase
	approved
	F
	10.9.0
	aSRVCC
	C1

	CP-120792
	24.237
	0734
	1
	11.4.0
	Rel‑11
	Handling of 1xx responses in alerting phase
	approved
	A
	11.5.0
	aSRVCC
	C1

	CP-120790
	24.237
	0738
	1
	10.8.0
	Rel‑10
	Removing an EN regarding overlapping procedures
	approved
	A
	10.9.0
	TEI10
	C1

	CP-120790
	24.237
	0739
	1
	11.4.0
	Rel‑11
	Removing an EN regarding overlapping procedures
	approved
	A
	11.5.0
	TEI10
	C1

	CP-120806
	24.237
	0740
	-
	11.4.0
	Rel‑11
	"Removing EN regarding ""related-icid"""
	approved
	F
	11.5.0
	rSRVCC-CT, TEI11
	C1

	CP-120793
	24.237
	0745
	3
	11.4.0
	Rel‑11
	PS to PS access transfer
	approved
	F
	11.5.0
	TEI11
	C1

	CP-120793
	24.237
	0746
	1
	11.4.0
	Rel‑11
	Adding the static STI address example in A.2.2
	approved
	F
	11.5.0
	TEI11
	C1

	CP-120792
	24.237
	0747
	1
	10.8.0
	Rel‑10
	SCC AS handling corrections
	approved
	F
	10.9.0
	aSRVCC
	C1

	CP-120792
	24.237
	0748
	1
	11.4.0
	Rel‑11
	SCC AS handling corrections
	approved
	A
	11.5.0
	aSRVCC
	C1

	CP-120806
	24.237
	0749
	1
	11.4.0
	Rel‑11
	CS to PS SRVCC, cancellation after preparation
	approved
	F
	11.5.0
	rSRVCC-CT
	C1

	CP-120806
	24.237
	0750
	-
	11.4.0
	Rel‑11
	Content-Disposition in INFO messages
	approved
	F
	11.5.0
	rSRVCC-CT, aSRVCC
	C1

	CP-120806
	24.237
	0751
	-
	11.4.0
	Rel‑11
	Editor's notes in A.20.1
	approved
	F
	11.5.0
	rSRVCC-CT
	C1

	CP-120806
	24.237
	0752
	1
	11.4.0
	Rel‑11
	Editor's note in 12.7.3.1
	approved
	F
	11.5.0
	rSRVCC-CT
	C1

	CP-120791
	24.237
	0753
	2
	10.8.0
	Rel‑10
	Feature-Caps header field in target refresh requests and responses
	approved
	F
	10.9.0
	eSRVCC, aSRVCC
	C1

	CP-120791
	24.237
	0754
	2
	11.4.0
	Rel‑11
	Feature-Caps header field in target refresh requests and responses
	approved
	A
	11.5.0
	eSRVCC, aSRVCC
	C1

	CP-120792
	24.237
	0755
	2
	10.8.0
	Rel‑10
	Originating UE behaviours on the ringing tone when the aSRVCC occurs
	approved
	F
	10.9.0
	aSRVCC
	C1

	CP-120792
	24.237
	0756
	2
	11.4.0
	Rel‑11
	Originating UE behaviours on the ringing tone when the aSRVCC occurs
	approved
	A
	11.5.0
	aSRVCC
	C1

	CP-120793
	24.237
	0758
	1
	11.4.0
	Rel‑11
	Corrections to signalling flows on originating aSRVCC call
	approved
	F
	11.5.0
	TEI11
	C1

	CP-120793
	24.237
	0760
	2
	11.4.0
	Rel‑11
	Flows for originating call is in alerting phase using SRVCC procedure with ATCF
	approved
	F
	11.5.0
	TEI11
	C1

	CP-120793
	24.237
	0762
	2
	11.4.0
	Rel‑11
	Flows for terminating call is in alerting phase using SRVCC procedure with ATCF
	approved
	F
	11.5.0
	TEI11
	C1

	CP-120793
	24.237
	0763
	1
	11.4.0
	Rel‑11
	Clarification to the SRVCC behavior of non-ICS based UE
	revised
	F
	
	TEI11
	C1

	CP-120911
	24.237
	0763
	2
	11.4.0
	Rel‑11
	Clarification to the SRVCC behavior of non-ICS based UE
	approved
	F
	11.5.0
	TEI11
	C1

	CP-120806
	24.237
	0765
	1
	11.4.0
	Rel‑11
	Editor's note in 6.3.2
	approved
	F
	11.5.0
	rSRVCC-CT
	C1

	CP-120806
	24.237
	0766
	1
	11.4.0
	Rel‑11
	Editor's note in 12.7.3.2
	approved
	F
	11.5.0
	rSRVCC-CT
	C1

	CP-120806
	24.237
	0767
	1
	11.4.0
	Rel‑11
	Encoding of media feature tag values of string type in Contact
	approved
	F
	11.5.0
	rSRVCC-CT
	C1

	CP-120806
	24.237
	0768
	2
	11.4.0
	Rel‑11
	Editor's notes in 12.4.2.2 and A.20.2
	approved
	F
	11.5.0
	rSRVCC-CT
	C1

	CP-120806
	24.237
	0769
	-
	11.4.0
	Rel‑11
	Editor's note in 12.7.3.3
	approved
	F
	11.5.0
	rSRVCC-CT
	C1

	CP-120793
	24.237
	0770
	-
	11.4.0
	Rel‑11
	Authorization of early media during SRVCC
	approved
	F
	11.5.0
	TEI11, aSRVCC
	C1

	CP-120793
	24.237
	0771
	1
	11.4.0
	Rel‑11
	Authorization of early media during PS-PS access transfer
	approved
	F
	11.5.0
	TEI11
	C1

	CP-120775
	24.237
	0772
	-
	8.11.0
	Rel‑8
	PS-PS access transfer correction
	approved
	F
	8.12.0
	ICSRA
	C1

	CP-120775
	24.237
	0773
	-
	9.12.0
	Rel‑9
	PS-PS access transfer correction
	approved
	A
	9.13.0
	ICSRA
	C1

	CP-120775
	24.237
	0774
	-
	10.8.0
	Rel‑10
	PS-PS access transfer correction
	approved
	A
	10.9.0
	ICSRA
	C1

	CP-120793
	24.237
	0778
	1
	11.4.0
	Rel‑11
	SCCF AS Procedures for alerting sessions using SRVCC procedure with ATCF
	revised
	F
	
	TEI11
	C1

	CP-120853
	24.237
	0778
	2
	11.4.0
	Rel‑11
	SCC AS Procedures for alerting sessions using SRVCC procedure with ATCF
	approved
	F
	11.5.0
	TEI11
	C1

	CP-120806
	24.237
	0779
	-
	11.4.0
	Rel‑11
	Incorrect numbering of clauses
	approved
	F
	11.5.0
	rSRVCC-CT
	C1

	CP-120816
	24.238
	0009
	2
	11.0.0
	Rel‑11
	Reference to ODB specification for SIP-based service configuration
	approved
	F
	11.1.0
	IODB
	C1

	CP-120793
	24.247
	0071
	1
	11.1.0
	Rel‑11
	Corrections to references and editorial errors
	approved
	D
	11.2.0
	TEI11
	C1

	CP-120781
	24.247
	0072
	-
	8.10.0
	Rel‑8
	Reference update: RFC 6714
	approved
	F
	8.11.0
	TEI8
	C1

	CP-120781
	24.247
	0073
	-
	9.7.0
	Rel‑9
	Reference update: RFC 6714
	approved
	A
	9.8.0
	TEI8
	C1

	CP-120781
	24.247
	0074
	-
	10.4.0
	Rel‑10
	Reference update: RFC 6714
	approved
	A
	10.5.0
	TEI8
	C1

	CP-120781
	24.247
	0075
	-
	11.1.0
	Rel‑11
	Reference update: RFC 6714
	approved
	A
	11.2.0
	TEI8
	C1

	CP-120781
	24.247
	0076
	1
	8.10.0
	Rel‑8
	Procedure update: RFC 6714
	approved
	F
	8.11.0
	TEI8
	C1

	CP-120781
	24.247
	0077
	1
	9.7.0
	Rel‑9
	Procedure update: RFC 6714
	approved
	A
	9.8.0
	TEI8
	C1

	CP-120781
	24.247
	0078
	1
	10.4.0
	Rel‑10
	Procedure update: RFC 6714
	approved
	A
	10.5.0
	TEI8
	C1

	CP-120781
	24.247
	0079
	1
	11.1.0
	Rel‑11
	Procedure update: RFC 6714
	approved
	A
	11.2.0
	TEI8
	C1

	CP-120784
	24.259
	0039
	1
	9.6.0
	Rel‑9
	Updating IMEI URN draft reference
	approved
	F
	9.7.0
	PAN_EPNM
	C1

	CP-120784
	24.259
	0040
	1
	10.3.0
	Rel‑10
	Updating IMEI URN draft reference
	approved
	A
	10.4.0
	PAN_EPNM
	C1

	CP-120784
	24.259
	0041
	1
	11.0.0
	Rel‑11
	Updating IMEI URN draft reference
	approved
	A
	11.1.0
	PAN_EPNM
	C1

	CP-120812
	24.292
	0230
	1
	11.2.0
	Rel‑11
	Missing reference: draft-ietf-sipcore-proxy-feature
	approved
	F
	11.3.0
	RAVEL-CT
	C1

	CP-120812
	24.292
	0231
	-
	11.2.0
	Rel‑11
	Removing an EN about IBCF and OMR
	approved
	F
	11.3.0
	RAVEL-CT
	C1

	CP-120793
	24.292
	0232
	1
	11.2.0
	Rel‑11
	Encoding of media feature tag values of string type in Contact
	approved
	F
	11.3.0
	TEI11
	C1

	CP-120775
	24.292
	0233
	1
	8.14.0
	Rel‑8
	Updating MMUSIC draft references for TADS
	approved
	F
	8.15.0
	ICSRA
	C1

	CP-120775
	24.292
	0234
	1
	9.12.0
	Rel‑9
	Updating MMUSIC draft references for TADS
	approved
	A
	9.13.0
	ICSRA
	C1

	CP-120775
	24.292
	0235
	1
	10.8.0
	Rel‑10
	Updating MMUSIC draft references for TADS
	approved
	A
	10.9.0
	ICSRA
	C1

	CP-120775
	24.292
	0236
	1
	11.2.0
	Rel‑11
	Updating MMUSIC draft references for TADS
	approved
	A
	11.3.0
	ICSRA
	C1

	CP-120810
	24.292
	0237
	-
	11.2.0
	Rel‑11
	"Correction of ""UE-time-zone"" to ""local-time-zone"" in TS 24.292"
	approved
	F
	11.3.0
	NWK-PL2IMS_CT
	C1

	CP-120775
	24.292
	0238
	1
	8.14.0
	Rel‑8
	Conference support in ICS MSC incomplete
	approved
	F
	8.15.0
	ICSRA
	C1

	CP-120775
	24.292
	0239
	1
	9.12.0
	Rel‑9
	Conference support in ICS MSC incomplete
	approved
	A
	9.13.0
	ICSRA
	C1

	CP-120775
	24.292
	0240
	1
	10.8.0
	Rel‑10
	Conference support in ICS MSC incomplete
	approved
	A
	10.9.0
	ICSRA
	C1

	CP-120775
	24.292
	0241
	1
	11.2.0
	Rel‑11
	Conference support in ICS MSC incomplete
	approved
	A
	11.3.0
	ICSRA
	C1

	CP-120794
	24.301
	1458
	4
	11.4.0
	Rel‑11
	Restructure for cause #8 in normal attach and detach
	approved
	F
	11.5.0
	TEI11
	C1

	CP-120807
	24.301
	1486
	3
	11.4.0
	Rel‑11
	Clarification to the ESR procedure in connected mode
	approved
	F
	11.5.0
	SAES2-CSFB
	C1

	CP-120807
	24.301
	1501
	4
	11.4.0
	Rel‑11
	UE unable to perform 1x CS fallback for CS emergency call
	approved
	F
	11.5.0
	SAES2-CSFB
	C1

	CP-120807
	24.301
	1505
	1
	11.4.0
	Rel‑11
	"CS/PS mode 1 UE with ""IMS voice not available"" (revert approved CR C1-115106)"
	approved
	F
	11.5.0
	SAES2-CSFB
	C1

	CP-120794
	24.301
	1514
	2
	11.4.0
	Rel‑11
	Coordination between EMM and GMM parameters for UE receiving EMM cause #22
	approved
	F
	11.5.0
	TEI11
	C1

	CP-120807
	24.301
	1520
	1
	11.4.0
	Rel‑11
	Avoid to reselect E-UTRAN for #14
	approved
	F
	11.5.0
	SAES2, SAES2-CSFB
	C1

	CP-120794
	24.301
	1521
	2
	11.4.0
	Rel‑11
	Emergency handling for abnormal cases
	approved
	F
	11.5.0
	TEI11
	C1

	CP-120794
	24.301
	1522
	-
	11.4.0
	Rel‑11
	EMM state correction for network initiated EPS detach
	approved
	F
	11.5.0
	TEI11
	C1

	CP-120794
	24.301
	1523
	-
	11.4.0
	Rel‑11
	Reference correction
	approved
	F
	11.5.0
	TEI11
	C1

	CP-120803
	24.301
	1525
	3
	11.4.0
	Rel‑11
	Cause code setting for combined procedures in case of PS-only subscription
	approved
	F
	11.5.0
	SIMTC-PS_Only
	C1

	CP-120807
	24.301
	1526
	-
	11.4.0
	Rel‑11
	E-UTRA disabling note removal
	approved
	F
	11.5.0
	SAES2
	C1

	CP-120807
	24.301
	1527
	1
	11.4.0
	Rel‑11
	E-UTRA disabling stored information deletion criteria correction
	approved
	F
	11.5.0
	SAES2
	C1

	CP-120807
	24.301
	1528
	1
	11.4.0
	Rel‑11
	TAU reject in shared networks in CONNECTED mode
	approved
	F
	11.5.0
	SAES2
	C1

	CP-120807
	24.301
	1531
	1
	11.4.0
	Rel‑11
	Fix timer specification
	approved
	D
	11.5.0
	SAES2
	C1

	CP-120807
	24.301
	1532
	1
	11.4.0
	Rel‑11
	UE behaviour when receiving mobile identity during periodic TAU
	approved
	F
	11.5.0
	SAES2-CSFB
	C1

	CP-120803
	24.301
	1533
	2
	11.4.0
	Rel‑11
	Corrections for Dual priority PDN connection handling
	approved
	F
	11.5.0
	SIMTC-Reach
	C1

	CP-120794
	24.301
	1534
	2
	11.4.0
	Rel‑11
	Handling ESR Procedure Timeout for MO CSFB
	approved
	F
	11.5.0
	TEI11
	C1

	CP-120794
	24.301
	1535
	2
	11.4.0
	Rel‑11
	Correction to Combined Attach/TAU Accept abnormal case handling
	approved
	F
	11.5.0
	TEI11
	C1

	CP-120790
	24.301
	1536
	1
	11.4.0
	Rel‑11
	Correction to Handling of #40 in Service Reject Procedure
	approved
	A
	11.5.0
	TEI10
	C1

	CP-120790
	24.301
	1537
	1
	10.8.0
	Rel‑10
	Correction to Handling of #40 in Service Reject Procedure
	approved
	F
	10.9.0
	TEI10
	C1

	CP-120794
	24.301
	1543
	1
	11.4.0
	Rel‑11
	Network behavior in case of PDN connectivity procedure
	approved
	F
	11.5.0
	TEI11
	C1

	CP-120803
	24.301
	1544
	4
	11.4.0
	Rel‑11
	UE knowledge that the back-off timer is running for low or normal priority
	approved
	F
	11.5.0
	SIMTC-Reach
	C1

	CP-120807
	24.301
	1545
	1
	11.4.0
	Rel‑11
	Incomplete and unspecified network and UE procedures for Detach
	approved
	F
	11.5.0
	SAES2, SAES2-CSFB
	C1

	CP-120794
	24.301
	1547
	7
	11.4.0
	Rel‑11
	Handling maximum number of active EPS contexts.
	approved
	F
	11.5.0
	TEI11
	C1

	CP-120807
	24.301
	1550
	1
	11.4.0
	Rel‑11
	Distinguishing UE's disabling of EPS services
	approved
	F
	11.5.0
	SAES2
	C1

	CP-120803
	24.301
	1551
	4
	11.4.0
	Rel‑11
	Clarification on handling of ESM for dual priority
	approved
	F
	11.5.0
	SIMTC-Reach
	C1

	CP-120789
	24.301
	1552
	1
	10.8.0
	Rel‑10
	Correction of Extended Service Request message and low priority indicator
	revised
	F
	
	NIMTC
	C1

	CP-120771
	24.301
	1552
	2
	10.8.0
	Rel‑10
	Correction of Extended Service Request message
	approved
	F
	10.9.0
	NIMTC
	C1

	CP-120789
	24.301
	1553
	1
	11.4.0
	Rel‑11
	Correction of Extended Service Request message and low priority indicator
	approved
	A
	11.5.0
	NIMTC
	C1

	CP-120803
	24.301
	1555
	2
	11.4.0
	Rel‑11
	Clarification on UE with T3396 running receiving a new T3396 value
	approved
	F
	11.5.0
	SIMTC-Reach, TEI11
	C1

	CP-120789
	24.301
	1556
	1
	10.8.0
	Rel‑10
	Correction of the UE behavior after starting Timer T3396 with a random value
	approved
	F
	10.9.0
	NIMTC
	C1

	CP-120789
	24.301
	1557
	1
	11.4.0
	Rel‑11
	Correction of the UE behavior after starting Timer T3396 with a random value
	approved
	A
	11.5.0
	NIMTC
	C1

	CP-120794
	24.301
	1558
	1
	11.4.0
	Rel‑11
	MM state when EPS service only is accepted in combined procedure
	approved
	F
	11.5.0
	TEI11
	C1

	CP-120794
	24.301
	1560
	1
	11.4.0
	Rel‑11
	Reference correction
	approved
	D
	11.5.0
	TEI11
	C1

	CP-120807
	24.301
	1562
	1
	11.4.0
	Rel‑11
	Update of figure for Paging procedure using S-TMSI
	approved
	F
	11.5.0
	SAES2
	C1

	CP-120807
	24.301
	1563
	-
	11.4.0
	Rel‑11
	"Correcting ambiguity caused with text ""for all other cases"" in Attach procedure."
	approved
	F
	11.5.0
	SAES2
	C1

	CP-120790
	24.301
	1566
	2
	10.8.0
	Rel‑10
	EPS bearer context deactivation required with reactivation requested when UE is EMM-IDLE
	approved
	F
	10.9.0
	TEI10
	C1

	CP-120790
	24.301
	1567
	2
	11.4.0
	Rel‑11
	EPS bearer context deactivation required with reactivation requested when UE is EMM-IDLE
	approved
	A
	11.5.0
	TEI10
	C1

	CP-120794
	24.301
	1568
	-
	11.4.0
	Rel‑11
	Corrections to reference errors
	approved
	F
	11.5.0
	TEI11
	C1

	CP-120807
	24.301
	1570
	3
	11.4.0
	Rel‑11
	Paging for downlink signalling when the UE is in EMM-IDLE mode and collision case
	revised
	F
	
	SAES2
	C1

	CP-120879
	24.301
	1570
	4
	11.4.0
	Rel‑11
	Paging for downlink signalling when the UE is in EMM-IDLE mode and collision case
	revised
	F
	
	SAES2
	C1

	CP-120913
	24.301
	1570
	5
	11.4.0
	Rel‑11
	Paging for downlink signalling when the UE is in EMM-IDLE mode and collision case
	approved
	F
	11.5.0
	SAES2
	C1

	CP-120807
	24.301
	1577
	4
	11.4.0
	Rel‑11
	Solving TAU and SR Delay with Flexible re-Attach Handling
	approved
	F
	11.5.0
	SAES2
	C1

	CP-120789
	24.301
	1580
	1
	10.8.0
	Rel‑10
	Handling CSFB when PS domain is congested in LTE
	approved
	F
	10.9.0
	NIMTC
	C1

	CP-120789
	24.301
	1581
	1
	11.4.0
	Rel‑11
	Handling CSFB when PS domain is congested in LTE
	revised
	A
	
	NIMTC
	C1

	CP-120847
	24.301
	1581
	2
	11.4.0
	Rel‑11
	Handling CSFB when PS domain is congested in LTE
	revised
	A
	
	NIMTC
	C1

	CP-120892
	24.301
	1581
	3
	11.4.0
	Rel‑11
	Handling CSFB when PS domain is congested in LTE
	approved
	A
	11.5.0
	NIMTC
	C1

	CP-120803
	24.301
	1586
	2
	11.4.0
	Rel‑11
	Handling of timer T3396 for dual priority UE.
	approved
	F
	11.5.0
	SIMTC-Reach
	C1

	CP-120807
	24.301
	1587
	1
	11.4.0
	Rel‑11
	Correction on purpose and triggering condition of TAU procedure
	approved
	F
	11.5.0
	SAES2, SAES2-CSFB
	C1

	CP-120807
	24.301
	1588
	3
	11.4.0
	Rel‑11
	Abnormal cases of SERVICE REQUEST message for uplink signalling due to AC barring
	approved
	F
	11.5.0
	SAES2, SAES2-CSFB
	C1

	CP-120807
	24.301
	1589
	2
	11.4.0
	Rel‑11
	PDN CONNECTIVITY REQUEST handling when UE coming back to E-UTRAN coverage
	approved
	F
	11.5.0
	SAES2
	C1

	CP-120803
	24.301
	1592
	1
	11.4.0
	Rel‑11
	CS fallback not available
	approved
	F
	11.5.0
	SIMTC-CS
	C1

	CP-120803
	24.301
	1593
	-
	11.4.0
	Rel‑11
	Provision of LAI and TMSI for "SMS only"
	approved
	F
	11.5.0
	SIMTC-PS_Only
	C1

	CP-120807
	24.301
	1594
	1
	11.4.0
	Rel‑11
	Service request procedure considered as completed from the network side
	approved
	F
	11.5.0
	SAES2, SAES2-CSFB
	C1

	CP-120794
	24.301
	1595
	2
	11.4.0
	Rel‑11
	Reject cause #8 used for normal TAU and SR
	approved
	F
	11.5.0
	TEI11
	C1

	CP-120794
	24.301
	1596
	1
	11.4.0
	Rel‑11
	Adding a term shared network
	approved
	F
	11.5.0
	TEI11
	C1

	CP-120794
	24.301
	1597
	2
	11.4.0
	Rel‑11
	NW-initiated detach with re-attach not required and no cause code
	approved
	F
	11.5.0
	TEI11
	C1

	CP-120794
	24.301
	1598
	1
	11.4.0
	Rel‑11
	Correction on misalignment of attach and NW initiated detach procedure collision
	approved
	F
	11.5.0
	TEI11
	C1

	CP-120891
	24.302
	0197
	5
	11.4.0
	Rel‑11
	Non-seamless WLAN offload
	postponed
	F
	
	TEI11
	C1

	CP-120794
	24.302
	0197
	5
	11.4.0
	Rel‑11
	Non-seamless WLAN offload
	revised
	F
	
	TEI11
	C1

	CP-120899
	24.302
	0197
	6
	11.4.0
	Rel‑11
	Non-seamless WLAN offload
	withdrawn
	F
	
	TEI11
	C1

	CP-120794
	24.302
	0199
	4
	11.4.0
	Rel‑11
	Clarification on DSMIP indication
	approved
	F
	11.5.0
	TEI11
	C1

	CP-120794
	24.302
	0211
	-
	11.4.0
	Rel‑11
	Editor's notes on attribute types for AT_SHORT_NAME_FOR_NETWORK and AT_FULL_NAME_FOR_NETWORK
	approved
	F
	11.5.0
	TEI11, SAES2
	C1

	CP-120794
	24.302
	0213
	3
	11.4.0
	Rel‑11
	GBA Push realization not using General Package #0 format
	approved
	F
	11.5.0
	TEI11
	C1

	CP-120794
	24.302
	0218
	1
	11.4.0
	Rel‑11
	Clarification of the usage of the APN in the IKEv2 signaling
	approved
	F
	11.5.0
	TEI11
	C1

	CP-120811
	24.312
	0101
	-
	11.4.0
	Rel‑11
	Forward compatibility rules
	approved
	F
	11.5.0
	DIDA-CT, SAES2
	C1

	CP-120794
	24.312
	0103
	5
	11.4.0
	Rel‑11
	Clarification of TimeStop and DateStop
	approved
	F
	11.5.0
	TEI11
	C1

	CP-120794
	24.312
	0105
	-
	11.4.0
	Rel‑11
	Clarification of the QoS leaf in ISRP
	approved
	F
	11.5.0
	TEI11
	C1

	CP-120794
	24.312
	0106
	1
	11.4.0
	Rel‑11
	Clarification of UE behaviour when the ISMP rule leaf is not provisioned
	approved
	F
	11.5.0
	TEI11
	C1

	CP-120811
	24.312
	0108
	6
	11.4.0
	Rel‑11
	Operating System Definition for DIDA
	approved
	F
	11.5.0
	DIDA-CT
	C1

	CP-120811
	24.312
	0109
	1
	11.4.0
	Rel‑11
	DDF in support of DIDA functionality
	approved
	B
	11.5.0
	DIDA-CT
	C1

	CP-120794
	24.312
	0110
	-
	11.4.0
	Rel‑11
	DDF corrections
	approved
	F
	11.5.0
	TEI11
	C1

	CP-120794
	24.312
	0112
	3
	11.4.0
	Rel‑11
	UE location Info in alert message
	approved
	F
	11.5.0
	TEI11
	C1

	CP-120786
	24.337
	0035
	1
	10.5.0
	Rel‑10
	Feature-Caps header field in target refresh requests and responses
	approved
	F
	10.6.0
	IMS_SC_eIDT
	C1

	CP-120786
	24.337
	0036
	1
	11.2.0
	Rel‑11
	Feature-Caps header field in target refresh requests and responses
	approved
	A
	11.3.0
	IMS_SC_eIDT
	C1

	CP-120786
	24.337
	0038
	3
	11.2.0
	Rel‑11
	IUT Media Feature Tags Value Updates for IANA Registration
	approved
	A
	11.3.0
	IMS_SC_eIDT
	C1

	CP-120786
	24.337
	0039
	3
	10.5.0
	Rel‑10
	IUT Media Feature Tags Value Updates for IANA Registration
	approved
	F
	10.6.0
	IMS_SC_eIDT
	C1

	CP-120803
	24.341
	0043
	3
	11.1.0
	Rel‑11
	Terminating SMS to MSISDNless UE
	approved
	B
	11.2.0
	SIMTC-Reach
	C1

	CP-120793
	24.341
	0044
	1
	11.1.0
	Rel‑11
	User error parameter in delivery report to SC
	approved
	F
	11.2.0
	TEI11
	C1

	CP-120800
	24.390
	0002
	3
	11.0.0
	Rel‑11
	USSI Cleanup of Alternatives
	approved
	F
	11.1.0
	USSI
	C1

	CP-120800
	24.390
	0003
	2
	11.0.0
	Rel‑11
	USSI interaction with SIP user configuration
	approved
	F
	11.1.0
	USSI
	C1

	CP-120800
	24.390
	0013
	1
	11.0.0
	Rel‑11
	Clean up of encoding USSD information as an XML document
	approved
	B
	11.1.0
	USSI
	C1

	CP-120778
	24.410
	0001
	1
	8.0.0
	Rel‑8
	Emergency call HOLD suppression
	approved
	F
	8.1.0
	MAINT_R2
	C1

	CP-120773
	24.503
	0104
	3
	8.13.0
	Rel‑8
	Correction of emergency sub-service type handling
	revised
	F
	
	EMC1
	C1

	CP-120888
	24.503
	0104
	4
	8.13.0
	Rel‑8
	Correction of emergency sub-service type handling
	revised
	F
	
	EMC1
	C1

	CP-120893
	24.503
	0104
	5
	8.13.0
	Rel‑8
	Correction of emergency sub-service type handling
	approved
	F
	8.14.0
	EMC1
	C1

	CP-120776
	24.503
	0105
	-
	8.13.0
	Rel‑8
	Table A.162, item 61 referencing incorrect document
	approved
	F
	8.14.0
	IMSProtoc
	C1

	CP-120778
	24.505
	0001
	1
	8.0.0
	Rel‑8
	Emergency call CONF suppression
	approved
	F
	8.1.0
	MAINT_R2
	C1

	CP-120778
	24.528
	0003
	2
	8.2.0
	Rel‑8
	Communication rejection announcement correction
	approved
	F
	8.3.0
	MAINT_R2
	C1

	CP-120778
	24.529
	0002
	2
	8.1.0
	Rel‑8
	Emergency call ECT suppression
	approved
	F
	8.2.0
	MAINT_R2
	C1

	CP-120816
	24.604
	0094
	-
	11.4.0
	Rel‑11
	Reference to ODB specification for CDIV
	approved
	F
	11.5.0
	IODB
	C1

	CP-120793
	24.604
	0095
	1
	11.4.0
	Rel‑11
	CDIV NoReply timer clarification
	approved
	F
	11.5.0
	TEI11
	C1

	CP-120778
	24.605
	0011
	2
	8.3.0
	Rel‑8
	Emergency call CONF suppression
	approved
	F
	8.4.0
	MAINT_R2
	C1

	CP-120778
	24.605
	0012
	2
	9.1.0
	Rel‑9
	Emergency call CONF suppression
	approved
	A
	9.2.0
	MAINT_R2
	C1

	CP-120778
	24.605
	0013
	2
	10.0.0
	Rel‑10
	Emergency call CONF suppression
	approved
	A
	10.1.0
	MAINT_R2
	C1

	CP-120778
	24.605
	0014
	2
	11.0.0
	Rel‑11
	Emergency call CONF suppression
	approved
	A
	11.1.0
	MAINT_R2
	C1

	CP-120793
	24.607
	0028
	6
	11.1.0
	Rel‑11
	Application of privacy correction and clarification
	approved
	F
	11.2.0
	TEI11
	C1

	CP-120778
	24.610
	0018
	2
	8.4.0
	Rel‑8
	Emergency call HOLD suppression
	approved
	F
	8.5.0
	MAINT_R2
	C1

	CP-120778
	24.610
	0019
	2
	9.1.0
	Rel‑9
	Emergency call HOLD suppression
	approved
	A
	9.2.0
	MAINT_R2
	C1

	CP-120778
	24.610
	0020
	2
	10.0.0
	Rel‑10
	Emergency call HOLD suppression
	approved
	A
	10.1.0
	MAINT_R2
	C1

	CP-120778
	24.610
	0021
	2
	11.1.0
	Rel‑11
	Emergency call HOLD suppression
	approved
	A
	11.2.0
	MAINT_R2
	C1

	CP-120793
	24.616
	0023
	4
	11.0.0
	Rel‑11
	MCID invocation
	approved
	B
	11.1.0
	TEI11
	C1

	CP-120817
	24.623
	0031
	1
	11.0.0
	Rel‑12
	Alignment of authentication mechanisms with SA3 specifications
	approved
	C
	12.0.0
	TEI12
	C1

	CP-120816
	24.623
	0032
	2
	11.0.0
	Rel‑11
	Reference to ODB specification for ut based service configuration
	approved
	F
	11.1.0
	IODB
	C1

	CP-120793
	24.628
	0030
	1
	11.0.0
	Rel‑11
	Alternative ring tone correction
	approved
	F
	11.1.0
	TEI11
	C1

	CP-120793
	24.628
	0034
	2
	11.0.0
	Rel‑11
	In-band ringing
	approved
	B
	11.1.0
	TEI11
	C1

	CP-120778
	24.628
	0036
	2
	8.5.0
	Rel‑8
	Communication rejection announcement correction
	approved
	F
	8.6.0
	MAINT_R2
	C1

	CP-120778
	24.628
	0037
	2
	9.4.0
	Rel‑9
	Communication rejection announcement correction
	approved
	A
	9.5.0
	MAINT_R2
	C1

	CP-120778
	24.628
	0038
	2
	10.3.0
	Rel‑10
	Communication rejection announcement correction
	approved
	A
	10.4.0
	MAINT_R2
	C1

	CP-120778
	24.628
	0039
	2
	11.0.0
	Rel‑11
	Communication rejection announcement correction
	revised
	A
	
	MAINT_R2
	C1

	CP-120883
	24.628
	0039
	3
	11.0.0
	Rel‑11
	Communication rejection announcement correction
	approved
	A
	11.1.0
	MAINT_R2
	C1

	CP-120778
	24.629
	0015
	3
	8.3.0
	Rel‑8
	Emergency call ECT suppression
	approved
	F
	8.4.0
	MAINT_R2
	C1

	CP-120778
	24.629
	0016
	3
	9.0.0
	Rel‑9
	Emergency call ECT suppression
	approved
	A
	9.1.0
	MAINT_R2
	C1

	CP-120778
	24.629
	0017
	3
	10.0.0
	Rel‑10
	Emergency call ECT suppression
	approved
	A
	10.1.0
	MAINT_R2
	C1

	CP-120778
	24.629
	0018
	3
	11.0.0
	Rel‑11
	Emergency call ECT suppression
	approved
	A
	11.1.0
	MAINT_R2
	C1

	CP-120816
	24.629
	0019
	2
	11.0.0
	Rel‑11
	Reference to ODB specification for ECT
	approved
	F
	11.1.0
	IODB
	C1

	CP-120793
	24.642
	0080
	2
	11.2.0
	Rel‑11
	CC Recall timer expiry
	approved
	F
	11.3.0
	TEI11
	C1

	RP-121877
	25.101
	0918
	1
	11.3.0
	Rel‑11
	CR to TS 25.101 due to introduction of OLTD
	approved
	B
	11.4.0
	HSPA_UL_TxDiv-OL-Core
	R4

	RP-121848
	25.101
	0921
	-
	9.10.0
	Rel‑9
	Introducing the additional frequency bands of 5 MHz x 2 in 1.7 GHz in Japan to Band III
	approved
	F
	9.11.0
	RInImp-UMTS1700
	R4

	RP-121848
	25.101
	0922
	-
	10.7.0
	Rel‑10
	Introducing the additional frequency bands of 5 MHz x 2 in 1.7 GHz in Japan to Band III
	approved
	A
	10.8.0
	RInImp-UMTS1700
	R4

	RP-121848
	25.101
	0923
	-
	11.3.0
	Rel‑11
	Introducing the additional frequency bands of 5 MHz x 2 in 1.7 GHz in Japan to Band III
	approved
	A
	11.4.0
	RInImp-UMTS1700
	R4

	RP-121867
	25.101
	0924
	1
	10.7.0
	Rel‑10
	Cleaning of 25.101 Performance sections Rel‑10
	approved
	F
	10.8.0
	TEI10
	R4

	RP-121867
	25.101
	0925
	-
	11.3.0
	Rel‑11
	Cleaning of 25.101 Performance sections Rel‑11
	approved
	A
	11.4.0
	TEI10
	R4

	RP-121867
	25.101
	0926
	1
	10.7.0
	Rel‑10
	Japanese regulatory requirements for DC-HSUPA spurious emissions
	approved
	F
	10.8.0
	TEI10
	R4

	RP-121867
	25.101
	0927
	-
	11.3.0
	Rel‑11
	Japanese regulatory requirements for DC-HSUPA spurious emissions
	approved
	A
	11.4.0
	TEI10
	R4

	RP-121856
	25.101
	0929
	1
	9.10.0
	Rel‑9
	Alignment of inconsistent Rx core requirements with dual uplinks
	approved
	F
	9.11.0
	RANimp-DC_HSUPA
	R4

	RP-121856
	25.101
	0930
	-
	10.7.0
	Rel‑10
	Alignment of inconsistent Rx core requirements with dual uplinks
	approved
	A
	10.8.0
	RANimp-DC_HSUPA
	R4

	RP-121856
	25.101
	0931
	-
	11.3.0
	Rel‑11
	Alignment of inconsistent Rx core requirements with dual uplinks
	approved
	A
	11.4.0
	RANimp-DC_HSUPA
	R4

	RP-121908
	25.101
	0933
	1
	11.3.0
	Rel‑11
	Introduction of UL MIMO to TS 25.101
	approved
	B
	11.4.0
	MIMO_64QAM_HSUPA-Core
	R4

	RP-121876
	25.101
	0934
	1
	11.3.0
	Rel‑11
	CR to TS 25.101 due to introduction of CLTD
	approved
	B
	11.4.0
	HSPA_UL_TxDiv-CL-Core
	R4

	RP-121901
	25.101
	0935
	-
	11.3.0
	Rel‑11
	Introduction of Band 29
	approved
	B
	11.4.0
	LTE_DL_FDD700-Core
	R4

	RP-121876
	25.101
	0937
	-
	11.3.0
	Rel‑11
	F-TPICH out of quality handling for UL CLTD and UL MIMO
	approved
	B
	11.4.0
	HSPA_UL_TxDiv-CL-Core, MIMO_64QAM_HSUPA-Core
	R4

	RP-121848
	25.104
	0638
	-
	9.8.0
	Rel‑9
	Introducing the additional frequency bands of 5 MHz x 2 in 1.7 GHz in Japan to Band III
	approved
	F
	9.9.0
	RInImp-UMTS1700
	R4

	RP-121848
	25.104
	0639
	-
	10.7.0
	Rel‑10
	Introducing the additional frequency bands of 5 MHz x 2 in 1.7 GHz in Japan to Band III
	approved
	A
	10.8.0
	RInImp-UMTS1700
	R4

	RP-121848
	25.104
	0640
	-
	11.3.0
	Rel‑11
	Introducing the additional frequency bands of 5 MHz x 2 in 1.7 GHz in Japan to Band III
	approved
	A
	11.4.0
	RInImp-UMTS1700
	R4

	RP-121868
	25.104
	0642
	1
	11.3.0
	Rel‑11
	Introduction of 4X4MIMO
	approved
	B
	11.4.0
	4Tx_HSDPA-Core
	R4

	RP-121901
	25.104
	0643
	-
	11.3.0
	Rel‑11
	Introduction of Band 29
	approved
	B
	11.4.0
	LTE_DL_FDD700-Core
	R4

	RP-121905
	25.104
	0644
	1
	11.3.0
	Rel‑11
	Introduction of multi-band BS to TS 25.104
	approved
	B
	11.4.0
	MB_MSR_RF-Core
	R4

	RP-121905
	25.105
	0295
	1
	11.1.0
	Rel‑11
	Introduction of requirements for BS capable of multi-band operation
	approved
	B
	11.2.0
	MB_MSR_RF-Core
	R4

	RP-121867
	25.106
	0092
	1
	10.3.0
	Rel‑10
	Introduction of Spurious Emission limits and Input Intermodulation requirements towards missing UTRA and E-UTRA TDD frequency bands
	approved
	F
	10.4.0
	TEI10
	R4

	RP-121867
	25.106
	0093
	-
	10.3.0
	Rel‑10
	Introduction of a Note on non deployment of operating bands with overlapping frequency ranges for the tables for Input Intermodulation requirements
	approved
	F
	10.4.0
	TEI10
	R4

	RP-121858
	25.106
	0094
	1
	10.3.0
	Rel‑10
	Modifications of frequency ranges for E-UTRA Band 6, 18, 19 in the Tables for Spurious Emission limits and Input Intermodulation requirements
	approved
	F
	10.4.0
	RInImp9-UMTSLTE800
	R4

	RP-121867
	25.106
	0095
	-
	11.0.0
	Rel‑11
	Introduction of Spurious Emission limits and Input Intermodulation requirements towards missing UTRA and E-UTRA TDD frequency bands
	approved
	A
	11.1.0
	TEI10
	R4

	RP-121867
	25.106
	0096
	-
	11.0.0
	Rel‑11
	Introduction of a Note on non deployment of operating bands with overlapping frequency ranges for the tables for Input Intermodulation requirements
	approved
	A
	11.1.0
	TEI10
	R4

	RP-121858
	25.106
	0097
	-
	11.0.0
	Rel‑11
	Modifications of frequency ranges for E-UTRA Band 6, 18, 19 in the Tables for Spurious Emission limits and Input Intermodulation requirements
	approved
	A
	11.1.0
	RInImp9-UMTSLTE800
	R4

	RP-121867
	25.106
	0098
	-
	10.3.0
	Rel‑10
	The special cases for protection of UTRA Band III and Band X in co-existence and co-location with UTRA Repeaters
	approved
	F
	10.4.0
	TEI10
	R4

	RP-121867
	25.106
	0100
	-
	11.0.0
	Rel‑11
	The special cases for protection of UTRA Band III and Band X in co-existence and co-location with UTRA Repeaters
	approved
	A
	11.1.0
	TEI10
	R4

	RP-121851
	25.123
	0538
	-
	10.6.0
	Rel‑10
	Handover Requirements for UTRA TDD to E-UTRA for 25.123 Rel‑10
	approved
	F
	10.7.0
	LTE-RF
	R4

	RP-121851
	25.123
	0539
	-
	11.0.0
	Rel‑11
	Handover Requirements for UTRA TDD to E-UTRA for 25.123 Rel‑11
	approved
	A
	11.1.0
	LTE-RF
	R4

	RP-121873
	25.123
	0542
	1
	11.0.0
	Rel‑11
	MDT requirements in Rel‑11
	approved
	B
	11.1.0
	eMDT_UMTSLTE-Core
	R4

	RP-121876
	25.133
	1215
	1
	11.2.0
	Rel‑11
	Introduction of uplink closed loop transmit diversity in 25.133
	approved
	B
	11.3.0
	HSPA_UL_TxDiv-CL-Core
	R4

	RP-121867
	25.133
	1217
	1
	10.7.0
	Rel‑10
	Editorial corrections
	approved
	F
	10.8.0
	TEI10
	R4

	RP-121867
	25.133
	1218
	-
	11.2.0
	Rel‑11
	Editorial corrections
	approved
	A
	11.3.0
	TEI10
	R4

	RP-121908
	25.133
	1223
	1
	11.2.0
	Rel‑11
	Introduction of UL MIMO to TS 25.133
	approved
	B
	11.3.0
	MIMO_64QAM_HSUPA-Core
	R4

	RP-121859
	25.133
	1224
	1
	9.13.0
	Rel‑9
	UTRAN CSG Proximity Indication Requirements (Rel‑9)
	approved
	F
	9.14.0
	TEI9
	R4

	RP-121867
	25.133
	1225
	2
	10.7.0
	Rel‑10
	Addition of Annexes A.6.4.1.2 and A.6.4.2.2 considering CS+PS RAB combination parameters for â€œTransport format combination selection in UEâ€� requirement.
	approved
	F
	10.8.0
	TEI10
	R4

	RP-121869
	25.133
	1227
	1
	11.2.0
	Rel‑11
	Requirements for Network Controlled Mobility in Enhanced CELL_FACH
	approved
	B
	11.3.0
	Cell_FACH_enh-Core
	R4

	RP-121869
	25.133
	1228
	1
	11.2.0
	Rel‑11
	Performance requirement for 2/10msec TTI selection when operating Enhanced Uplink in CELL_FACH or idle mode
	approved
	B
	11.3.0
	Cell_FACH_enh-Core
	R4

	RP-121849
	25.133
	1230
	1
	8.17.0
	Rel‑8
	Correction to RRM Measurement Requirements
	approved
	F
	8.18.0
	LTE-RF
	R4

	RP-121849
	25.133
	1231
	1
	9.13.0
	Rel‑9
	Correction to RRM Measurement Requirements
	approved
	F
	9.14.0
	LTE-RF
	R4

	RP-121873
	25.133
	1232
	1
	11.2.0
	Rel‑11
	MDT requirements in Rel‑11
	approved
	B
	11.3.0
	eMDT_UMTSLTE-Core
	R4

	RP-121867
	25.133
	1233
	-
	11.2.0
	Rel‑11
	"Addition of Annexes A.6.4.1.2 and A.6.4.2.2 considering CS+PS RAB combination parameters for ""Transport format combination selection in UE"" requirement"
	approved
	A
	11.3.0
	TEI10
	R4

	RP-121849
	25.133
	1234
	-
	10.7.0
	Rel‑10
	Correction to RRM Measurement Requirements
	approved
	A
	10.8.0
	LTE-RF
	R4

	RP-121849
	25.133
	1235
	-
	11.2.0
	Rel‑11
	Correction to RRM Measurement Requirements
	approved
	A
	11.3.0
	LTE-RF
	R4

	RP-121848
	25.141
	0638
	-
	9.10.0
	Rel‑9
	Introducing the additional frequency bands of 5 MHz x 2 in 1.7 GHz in Japan to Band III
	approved
	F
	9.11.0
	RInImp-UMTS1700
	R4

	RP-121848
	25.141
	0639
	-
	10.7.0
	Rel‑10
	Introducing the additional frequency bands of 5 MHz x 2 in 1.7 GHz in Japan to Band III
	approved
	A
	10.8.0
	RInImp-UMTS1700
	R4

	RP-121848
	25.141
	0640
	-
	11.3.0
	Rel‑11
	Introducing the additional frequency bands of 5 MHz x 2 in 1.7 GHz in Japan to Band III
	approved
	A
	11.4.0
	RInImp-UMTS1700
	R4

	RP-121909
	25.141
	0641
	-
	11.3.0
	Rel‑11
	Correct f_offsetmax definition for a BS operating in non-contiguous spectrum in TS 25.141
	approved
	F
	11.4.0
	NC_4C_HSDPA-Perf
	R4

	RP-121902
	25.141
	0642
	-
	11.3.0
	Rel‑11
	Introduction of Band 29
	approved
	B
	11.4.0
	LTE_DL_FDD700-Perf
	R4

	RP-121867
	25.143
	0110
	1
	10.3.0
	Rel‑10
	Introduction of Spurious Emission limits and Input Intermodulation requirements towards missing UTRA and E-UTRA TDD frequency bands
	approved
	F
	10.4.0
	TEI10
	R4

	RP-121867
	25.143
	0111
	-
	10.3.0
	Rel‑10
	Introduction of a Note on non deployment of operating bands with overlapping frequency ranges for the tables for Input Intermodulation requirements
	approved
	F
	10.4.0
	TEI10
	R4

	RP-121858
	25.143
	0112
	1
	10.3.0
	Rel‑10
	Modifications of frequency ranges for E-UTRA Band 6, 18, 19 in the Tables for Spurious Emission limits and Input Intermodulation requirements
	approved
	F
	10.4.0
	RInImp9-UMTSLTE800
	R4

	RP-121867
	25.143
	0113
	-
	11.0.0
	Rel‑11
	Introduction of Spurious Emission limits and Input Intermodulation requirements towards missing UTRA and E-UTRA TDD frequency bands
	approved
	A
	11.1.0
	TEI10
	R4

	RP-121867
	25.143
	0114
	-
	11.0.0
	Rel‑11
	Introduction of a Note on non deployment of operating bands with overlapping frequency ranges for the tables for Input Intermodulation requirements
	approved
	A
	11.1.0
	TEI10
	R4

	RP-121858
	25.143
	0115
	-
	11.0.0
	Rel‑11
	Modifications of frequency ranges for E-UTRA Band 6, 18, 19 in the Tables for Spurious Emission limits and Input Intermodulation requirements
	approved
	A
	11.1.0
	RInImp9-UMTSLTE800
	R4

	RP-121867
	25.143
	0116
	-
	10.3.0
	Rel‑10
	The special cases for protection of UTRA Band III and Band X in co-existence and co-location with UTRA Repeaters
	approved
	F
	10.4.0
	TEI10
	R4

	RP-121867
	25.143
	0118
	-
	11.0.0
	Rel‑11
	The special cases for protection of UTRA Band III and Band X in co-existence and co-location with UTRA Repeaters
	approved
	A
	11.1.0
	TEI10
	R4

	RP-121845
	25.201
	0040
	-
	11.0.0
	Rel‑11
	Introduction of uplink MIMO and 64QAM
	approved
	B
	11.1.0
	MIMO_64QAM_HSUPA-Core
	R1

	RP-121845
	25.211
	0296
	5
	11.1.0
	Rel‑11
	Introduction of uplink MIMO and 64QAM
	approved
	B
	11.2.0
	MIMO_64QAM_HSUPA-Core
	R1

	RP-121843
	25.211
	0297
	6
	11.1.0
	Rel‑11
	Introduction of 4Tx_HSDPA in 25.211
	approved
	B
	11.2.0
	4Tx_HSDPA-Core
	R1

	RP-121838
	25.211
	0305
	1
	11.1.0
	Rel‑11
	Removal of the relative amplitude weighting factor between EAI and AI
	approved
	F
	11.2.0
	RANimp-UplinkEnhState
	R1

	RP-121844
	25.211
	0306
	1
	11.1.0
	Rel‑11
	Clarifications and corrections to HSDPA Multiflow
	approved
	F
	11.2.0
	HSDPA_MFTX-Core
	R1

	RP-121842
	25.211
	0307
	1
	11.1.0
	Rel‑11
	Clarification of TTI Alignment
	approved
	F
	11.2.0
	Cell_FACH_enh-Core
	R1

	RP-121842
	25.211
	0308
	-
	11.1.0
	Rel‑11
	Correction to common E-RGCH
	approved
	F
	11.2.0
	Cell_FACH_enh-Core
	R1

	RP-121845
	25.212
	0312
	5
	11.3.0
	Rel‑11
	Introduction of uplink MIMO and 64QAM
	approved
	B
	11.4.0
	MIMO_64QAM_HSUPA-Core
	R1

	RP-121843
	25.212
	0313
	5
	11.3.0
	Rel‑11
	Introduction of 4Tx_HSDPA in 25.212
	approved
	B
	11.4.0
	4Tx_HSDPA-Core
	R1

	RP-121840
	25.212
	0315
	1
	10.3.0
	Rel‑10
	Clarification of HS-SCCH order for MC-HSPA
	approved
	F
	10.4.0
	4C_HSDPA-Core
	R1

	RP-121840
	25.212
	0316
	1
	11.3.0
	Rel‑11
	Clarification of HS-SCCH order for MC-HSPA
	approved
	A
	11.4.0
	4C_HSDPA-Core
	R1

	RP-121844
	25.212
	0317
	1
	11.3.0
	Rel‑11
	Clarifications and corrections to HSDPA Multiflow
	approved
	F
	11.4.0
	HSDPA_MFTX-Core
	R1

	RP-121842
	25.212
	0318
	1
	11.3.0
	Rel‑11
	Clarification of HS-SCCH order information
	approved
	F
	11.4.0
	Cell_FACH_enh-Core
	R1

	RP-121845
	25.213
	0115
	6
	11.3.0
	Rel‑11
	Introduction of uplink MIMO and 64QAM
	approved
	B
	11.4.0
	MIMO_64QAM_HSUPA-Core
	R1

	RP-121843
	25.213
	0116
	6
	11.3.0
	Rel‑11
	Introduction of 4Tx_HSDPA in 25.213
	approved
	B
	11.4.0
	4Tx_HSDPA-Core
	R1

	RP-121845
	25.214
	0688
	5
	11.3.0
	Rel‑11
	Introduction of uplink MIMO and 64QAM
	approved
	B
	11.4.0
	MIMO_64QAM_HSUPA-Core
	R1

	RP-121843
	25.214
	0689
	5
	11.3.0
	Rel‑11
	Introduction of 4Tx_HSDPA in 25.214
	approved
	B
	11.4.0
	4Tx_HSDPA-Core
	R1

	RP-121841
	25.214
	0692
	-
	11.3.0
	Rel‑11
	Clarification of UE procedure for receiving HS-SCCH orders in the CELL_DCH state
	approved
	F
	11.4.0
	HSPA_UL_TxDiv-CL-Core
	R1

	RP-121841
	25.214
	0695
	-
	11.3.0
	Rel‑11
	Clarification of F-TPICH configuration
	approved
	F
	11.4.0
	HSPA_UL_TxDiv-CL-Core
	R1

	RP-121842
	25.214
	0697
	2
	11.3.0
	Rel‑11
	Clarification to the procedure of NodeB Triggered HS-DPCCH
	approved
	F
	11.4.0
	Cell_FACH_enh-Core
	R1

	RP-121844
	25.214
	0699
	2
	11.3.0
	Rel‑11
	Clarifications and corrections to HSDPA Multiflow
	approved
	F
	11.4.0
	HSDPA_MFTX-Core
	R1

	RP-121842
	25.214
	0700
	1
	11.3.0
	Rel‑11
	Clarification of the some aspects of Further Enhancements to CELL_FACH
	approved
	F
	11.4.0
	Cell_FACH_enh-Core
	R1

	RP-121836
	25.214
	0701
	-
	11.3.0
	Rel‑11
	Power scaling handling for Multi-RAB
	approved
	F
	11.4.0
	EDCH-Phys
	R1

	RP-121847
	25.224
	0272
	2
	11.0.0
	Rel‑11
	Clarification about the frequency on which UE initiates uplink synchronization in enhanced CELL_PCH state for 1.28Mcps TDD
	approved
	F
	11.1.0
	TEI11
	R1

	RP-121942
	25.302
	0215
	-
	11.1.0
	Rel‑11
	Introduction of 4Tx-HSDPA in 25.302
	approved
	B
	11.2.0
	4Tx_HSDPA-Core
	R2

	RP-121945
	25.302
	0216
	1
	11.1.0
	Rel‑11
	Introduction of UL MIMO with 64QAM in TS 25.302
	approved
	B
	11.2.0
	MIMO_64QAM_HSUPA-Core
	R2

	RP-121943
	25.302
	0217
	-
	11.1.0
	Rel‑11
	Introduction of Multiflow and CLTD
	approved
	B
	11.2.0
	HSDPA_MFTX-Core, HSPA_UL_TxDiv-CL-Core
	R2

	RP-121936
	25.304
	0342
	-
	10.6.0
	Rel‑10
	Clarification to measurement rules for inter-Freq&RAT layers without absolute priority being assigned
	approved
	F
	10.7.0
	LTE-L23, TEI10
	R2

	RP-121936
	25.304
	0343
	-
	11.0.0
	Rel‑11
	Clarification to measurement rules for inter-Freq&RAT layers without absolute priority being assigned
	approved
	A
	11.1.0
	LTE-L23, TEI10
	R2

	RP-121957
	25.304
	0344
	-
	11.0.0
	Rel‑11
	Correction to absolute priority cell reselection
	approved
	F
	11.1.0
	LTE-L23, TEI11
	R2

	RP-121941
	25.304
	0345
	2
	11.0.0
	Rel‑11
	Introduction of Further Enhancements to CELL_FACH in 25.304
	approved
	B
	11.1.0
	Cell_FACH_enh-Core
	R2

	RP-121946
	25.304
	0346
	-
	11.0.0
	Rel‑11
	Introduction of MDT accessibility measurements
	approved
	B
	11.1.0
	eMDT_UMTSLTE-Core
	R2

	RP-121941
	25.304
	0347
	-
	11.0.0
	Rel‑11
	Clarification of absolute priority based measurements and reselection in CELL_FACH State
	approved
	F
	11.1.0
	Cell_FACH_enh-Core
	R2

	RP-121958
	25.304
	0348
	-
	11.0.0
	Rel‑11
	Inter-RAT Treselection enhancement
	approved
	C
	11.1.0
	TEI11
	R2

	RP-121925
	25.304
	0350
	-
	11.0.0
	Rel‑11
	TEMP_OFFSET value for CSG cells not in the neighbor cell list
	approved
	F
	11.1.0
	HNB-supp, TEI11
	R2

	RP-121923
	25.306
	0387
	-
	9.9.0
	Rel‑9
	Adding the capability of supporting MAC-ehs window size extension
	approved
	F
	9.10.0
	RANimp-L2DataRates,TEI9
	R2

	RP-121923
	25.306
	0388
	-
	10.8.0
	Rel‑10
	Adding the capability of supporting MAC-ehs window size extension
	approved
	A
	10.9.0
	RANimp-L2DataRates,TEI9
	R2

	RP-121923
	25.306
	0389
	-
	11.3.0
	Rel‑11
	Adding the capability of supporting MAC-ehs window size extension
	approved
	A
	11.4.0
	RANimp-L2DataRates,TEI9
	R2

	RP-121944
	25.306
	0390
	-
	11.3.0
	Rel‑11
	CR on rSRVCC capability indicator to 25.306
	rejected
	B
	
	rSRVCC-RAN_UTRA-Core
	R2

	RP-121818
	25.306
	0390
	1
	11.3.0
	Rel‑11
	CR on rSRVCC capability indicator to 25.306
	approved
	B
	11.4.0
	rSRVCC-RAN_UTRA-Core
	R2

	RP-121942
	25.306
	0391
	1
	11.3.0
	Rel‑11
	Introduction of 4Tx-HSDPA in 25.306
	approved
	B
	11.4.0
	4Tx_HSDPA-Core
	R2

	RP-121941
	25.306
	0392
	1
	11.3.0
	Rel‑11
	Introduction of Further Enhancements to CELL_FACH in 25.306
	approved
	B
	11.4.0
	Cell_FACH_enh-Core
	R2

	RP-121943
	25.306
	0393
	1
	11.3.0
	Rel‑11
	Introduction of further Multiflow agreements in TS 25.306.
	approved
	B
	11.4.0
	HSDPA_MFTX-Core
	R2

	RP-121945
	25.306
	0394
	1
	11.3.0
	Rel‑11
	Introduction of MIMO with 64QAM HSUPA in 25.306
	approved
	B
	11.4.0
	MIMO_64QAM_HSUPA-Core
	R2

	RP-121937
	25.306
	0395
	-
	10.8.0
	Rel‑10
	Introduction of UM RLC re-establishment via reconfiguration
	approved
	C
	10.9.0
	TEI10
	R2

	RP-121937
	25.306
	0396
	-
	11.3.0
	Rel‑11
	Introduction of UM RLC re-establishment via reconfiguration
	approved
	C
	11.4.0
	TEI10
	R2

	RP-121942
	25.306
	0399
	-
	11.3.0
	Rel‑11
	L2 buffer sizes for 4Tx-HSDPA and UL MIMO with 64QAM combinations
	approved
	B
	11.4.0
	4Tx_HSDPA-Core, MIMO_64QAM_HSUPA-Core
	R2

	RP-121938
	25.306
	0400
	-
	11.3.0
	Rel‑11
	Introduction of non-contiguous multi-cell operation
	approved
	B
	11.4.0
	NC_4C_HSDPA-Core
	R2

	RP-121958
	25.306
	0401
	-
	11.3.0
	Rel‑11
	Introduction of Inter-frequency measurements on configured carriers without compressed mode
	approved
	B
	11.4.0
	TEI11
	R2

	RP-121922
	25.306
	0402
	-
	10.8.0
	Rel‑10
	Introduction of Multiple Frequency Band Indicators capability
	approved
	B
	10.9.0
	TEI10
	R2

	RP-121922
	25.306
	0403
	-
	11.3.0
	Rel‑11
	Introduction of Multiple Frequency Band Indicators capability
	approved
	A
	11.4.0
	TEI10
	R2

	RP-121922
	25.307
	0186
	-
	4.19.0
	Rel‑4
	Multiple frequency band indicators per cell
	approved
	B
	4.20.0
	TEI10
	R2

	RP-121922
	25.307
	0187
	-
	5.18.0
	Rel‑5
	Multiple frequency band indicators per cell
	approved
	B
	5.19.0
	TEI10
	R2

	RP-121922
	25.307
	0188
	-
	6.15.0
	Rel‑6
	Multiple frequency band indicators per cell
	approved
	B
	6.16.0
	TEI10
	R2

	RP-121922
	25.307
	0189
	-
	7.11.0
	Rel‑7
	Multiple frequency band indicators per cell
	approved
	B
	7.12.0
	TEI10
	R2

	RP-121922
	25.307
	0190
	-
	8.9.0
	Rel‑8
	Multiple frequency band indicators per cell
	approved
	B
	8.10.0
	TEI10
	R2

	RP-121922
	25.307
	0191
	-
	9.5.0
	Rel‑9
	Multiple frequency band indicators per cell
	approved
	B
	9.6.0
	TEI10
	R2

	RP-121922
	25.307
	0192
	-
	10.3.0
	Rel‑10
	Multiple frequency band indicators per cell
	approved
	B
	10.4.0
	TEI10
	R2

	RP-121922
	25.307
	0193
	-
	11.0.0
	Rel‑11
	Multiple frequency band indicators per cell
	approved
	B
	11.1.0
	TEI10
	R2

	RP-121941
	25.308
	0130
	-
	11.2.0
	Rel‑11
	Corrections to HS-DSCH DRX operation with second DRX cycle
	approved
	F
	11.3.0
	Cell_FACH_enh-Core
	R2

	RP-121942
	25.308
	0131
	-
	11.2.0
	Rel‑11
	Update of 4Tx-HSDPA stage-2
	approved
	F
	11.3.0
	4Tx_HSDPA-Core
	R2

	RP-121938
	25.308
	0133
	-
	11.2.0
	Rel‑11
	Stage 2 Update for Intra-band NC 4C-HSDPA Operation
	approved
	F
	11.3.0
	NC_4C_HSDPA-Core
	R2

	RP-121945
	25.319
	0108
	2
	11.5.0
	Rel‑11
	Introduction of UL MIMO with 64QAM in TS 25.319
	approved
	B
	11.6.0
	MIMO_64QAM_HSUPA-Core
	R2

	RP-121925
	25.321
	0780
	-
	8.16.0
	Rel‑8
	Clarification for standalone periodic SI when TEBS=0
	approved
	F
	8.17.0
	RANimp-UplinkEnhState
	R2

	RP-121925
	25.321
	0781
	-
	9.9.0
	Rel‑9
	Clarification for standalone periodic SI when TEBS=0
	approved
	A
	9.10.0
	RANimp-UplinkEnhState
	R2

	RP-121925
	25.321
	0782
	-
	10.7.0
	Rel‑10
	Clarification for standalone periodic SI when TEBS=0
	approved
	A
	10.8.0
	RANimp-UplinkEnhState
	R2

	RP-121925
	25.321
	0783
	-
	11.2.0
	Rel‑11
	Clarification for standalone periodic SI when TEBS=0
	approved
	A
	11.3.0
	RANimp-UplinkEnhState
	R2

	RP-121942
	25.321
	0784
	-
	11.2.0
	Rel‑11
	Introduction of 4Tx-HSDPA in 25.321
	approved
	B
	11.3.0
	4Tx_HSDPA-Core
	R2

	RP-121941
	25.321
	0785
	2
	11.2.0
	Rel‑11
	Introduction of Further Enhancements to CELL_FACH in 25.321
	approved
	B
	11.3.0
	Cell_FACH_enh-Core
	R2

	RP-121945
	25.321
	0786
	2
	11.2.0
	Rel‑11
	Introduction of UL MIMO with 64QAM in TS 25.321
	approved
	B
	11.3.0
	MIMO_64QAM_HSUPA-Core
	R2

	RP-121943
	25.322
	0404
	-
	11.0.0
	Rel‑11
	Introduction of further Multiflow agreements in TS 25.322
	approved
	B
	11.1.0
	HSDPA_MFTX-Core
	R2

	RP-121925
	25.331
	5187
	-
	8.20.0
	Rel‑8
	Clarification to the handling of IE Different Tx diversity mode configuration from serving HS-DSCH cell
	approved
	F
	8.21.0
	RANimp-DCHSDPA
	R2

	RP-121925
	25.331
	5188
	-
	9.12.0
	Rel‑9
	Clarification to the handling of IE Different Tx diversity mode configuration from serving HS-DSCH cell
	approved
	A
	9.13.0
	RANimp-DCHSDPA
	R2

	RP-121925
	25.331
	5189
	-
	10.9.0
	Rel‑10
	Clarification to the handling of IE Different Tx diversity mode configuration from serving HS-DSCH cell
	approved
	A
	10.10.0
	RANimp-DCHSDPA
	R2

	RP-121925
	25.331
	5190
	-
	11.3.0
	Rel‑11
	Clarification to the handling of IE Different Tx diversity mode configuration from serving HS-DSCH cell
	approved
	A
	11.4.0
	RANimp-DCHSDPA
	R2

	RP-121925
	25.331
	5191
	-
	8.20.0
	Rel‑8
	Corrections to intra-UTRAN SR-VCC handover procedure
	approved
	F
	8.21.0
	RANimp-HSPAVoIP
	R2

	RP-121925
	25.331
	5192
	-
	9.12.0
	Rel‑9
	Corrections to intra-UTRAN SR-VCC handover procedure
	approved
	A
	9.13.0
	RANimp-HSPAVoIP
	R2

	RP-121925
	25.331
	5193
	-
	10.9.0
	Rel‑10
	Corrections to intra-UTRAN SR-VCC handover procedure
	approved
	A
	10.10.0
	RANimp-HSPAVoIP
	R2

	RP-121925
	25.331
	5194
	-
	11.3.0
	Rel‑11
	Corrections to intra-UTRAN SR-VCC handover procedure
	approved
	A
	11.4.0
	RANimp-HSPAVoIP
	R2

	RP-121934
	25.331
	5195
	1
	9.12.0
	Rel‑9
	Correction to non-backwards compatible ASN.1
	approved
	F
	9.13.0
	TEI9
	R2

	RP-121934
	25.331
	5196
	1
	10.9.0
	Rel‑10
	Correction to non-backwards compatible ASN.1
	approved
	A
	10.10.0
	TEI9
	R2

	RP-121934
	25.331
	5197
	1
	11.3.0
	Rel‑11
	Correction to non-backwards compatible ASN.1
	approved
	A
	11.4.0
	TEI9
	R2

	RP-121937
	25.331
	5198
	-
	10.9.0
	Rel‑10
	Clarification to logging of PLMN identity in ANR
	approved
	F
	10.10.0
	ANR_UTRAN-Core
	R2

	RP-121937
	25.331
	5199
	-
	11.3.0
	Rel‑11
	Clarification to logging of PLMN identity in ANR
	approved
	A
	11.4.0
	ANR_UTRAN-Core
	R2

	RP-121937
	25.331
	5200
	-
	10.9.0
	Rel‑10
	Corrections to Inter-frequency detected set measurements
	approved
	F
	10.10.0
	Interf_dset_meas_UMTS
	R2

	RP-121937
	25.331
	5201
	-
	11.3.0
	Rel‑11
	Corrections to Inter-frequency detected set measurements
	approved
	A
	11.4.0
	Interf_dset_meas_UMTS
	R2

	RP-121925
	25.331
	5202
	-
	10.9.0
	Rel‑10
	Removal of SR-VCC triggered by cell update confirm
	approved
	C
	10.10.0
	RANimp-HSPAVoIP, TEI10
	R2

	RP-121925
	25.331
	5203
	-
	11.3.0
	Rel‑11
	Removal of SR-VCC triggered by cell update confirm
	approved
	C
	11.4.0
	RANimp-HSPAVoIP, TEI10
	R2

	RP-121941
	25.331
	5206
	-
	11.3.0
	Rel‑11
	Clarification of absolute priority based measurements and reselection in CELL_FACH State
	approved
	F
	11.4.0
	Cell_FACH_enh-Core
	R2

	RP-121957
	25.331
	5207
	-
	11.3.0
	Rel‑11
	Clarification on the setting of CSFB Indicator in RRC Connection Request
	approved
	F
	11.4.0
	LTE-L23, TEI11
	R2

	RP-121946
	25.331
	5208
	-
	11.3.0
	Rel‑11
	Clarifications for Logging of Connection Establishment Failure Information
	approved
	F
	11.4.0
	eMDT_UMTSLTE-Core
	R2

	RP-121943
	25.331
	5209
	-
	11.3.0
	Rel‑11
	Correction to ACK-NACK repetition factor for Multiflow assisting cells
	approved
	F
	11.4.0
	HSDPA_MFTX-Core
	R2

	RP-121957
	25.331
	5210
	-
	11.3.0
	Rel‑11
	Correction to the IE 'Timing maintained Synchronization indicator' for F-DPCH
	approved
	F
	11.4.0
	TEI11
	R2

	RP-121944
	25.331
	5211
	-
	11.3.0
	Rel‑11
	CR to 25.331 on the Introduction of rSRVCC feature
	rejected
	B
	
	rSRVCC-RAN_UTRA-Core
	R2

	RP-121819
	25.331
	5211
	1
	11.3.0
	Rel‑11
	CR to 25.331 on the Introduction of rSRVCC feature
	approved
	B
	11.4.0
	rSRVCC-RAN_UTRA-Core
	R2

	RP-121942
	25.331
	5212
	2
	11.3.0
	Rel‑11
	Introduction of 4Tx-HSDPA in 25.331
	approved
	B
	11.4.0
	4Tx_HSDPA-Core
	R2

	RP-121943
	25.331
	5213
	-
	11.3.0
	Rel‑11
	Introduction of additional values for DeltaACK and DeltaNACK
	approved
	B
	11.4.0
	HSDPA_MFTX-Core, TEI11
	R2

	RP-121941
	25.331
	5214
	2
	11.3.0
	Rel‑11
	Introduction of Further Enhancements to CELL_FACH in 25.331
	approved
	B
	11.4.0
	Cell_FACH_enh-Core
	R2

	RP-121945
	25.331
	5215
	3
	11.3.0
	Rel‑11
	Introduction of UL MIMO with 64QAM in TS 25.331
	approved
	B
	11.4.0
	MIMO_64QAM_HSUPA-Core
	R2

	RP-121943
	25.331
	5216
	-
	11.3.0
	Rel‑11
	Correction to MAC-hs reset procedure for Multiflow
	approved
	F
	11.4.0
	HSDPA_MFTX-Core
	R2

	RP-121943
	25.331
	5217
	-
	11.3.0
	Rel‑11
	Correction to the indications of multiflow timing
	approved
	F
	11.4.0
	HSDPA_MFTX-Core
	R2

	RP-121958
	25.331
	5218
	-
	11.3.0
	Rel‑11
	Inter-RAT Treselection enhancement
	approved
	C
	11.4.0
	TEI11
	R2

	RP-121957
	25.331
	5219
	-
	11.3.0
	Rel‑11
	Rapporteur's corrections for 25.331 RRC specification
	approved
	F
	11.4.0
	TEI11
	R2

	RP-121922
	25.331
	5220
	-
	10.9.0
	Rel‑10
	Clarification on UE support and prioritisation between bands for Multiple Frequency Band Indicators
	approved
	C
	10.10.0
	TEI10
	R2

	RP-121922
	25.331
	5221
	1
	11.3.0
	Rel‑11
	Clarification on UE support and prioritisation between bands for Multiple Frequency Band Indicators
	approved
	A
	11.4.0
	TEI10
	R2

	RP-121937
	25.331
	5230
	1
	10.9.0
	Rel‑10
	Removal of invalid condition to stop ANR logging duration timer T327
	approved
	F
	10.10.0
	ANR_UTRAN-Core
	R2

	RP-121937
	25.331
	5231
	1
	11.3.0
	Rel‑11
	Removal of invalid condition to stop ANR logging duration timer T327
	approved
	A
	11.4.0
	ANR_UTRAN-Core
	R2

	RP-121957
	25.331
	5233
	-
	11.3.0
	Rel‑11
	Removing UE behavior discrepancy in case of radio link failure during ongoing reconfiguration
	approved
	F
	11.4.0
	TEI11
	R2

	RP-121923
	25.331
	5234
	-
	11.3.0
	Rel‑11
	Introduction of enhanced serving cell change for UL 16QAM and UL 64QAM
	approved
	B
	11.4.0
	RANimp-16QamUplink, RANimp-HSDSCH, MIMO_64QAM_HSUPA-Core, TEI11
	R2

	RP-121923
	25.331
	5235
	1
	7.22.0
	Rel‑7
	Corrections to Cell Update when UE experiences failure
	approved
	F
	7.23.0
	TEI7
	R2

	RP-121923
	25.331
	5236
	-
	8.20.0
	Rel‑8
	Corrections to Cell Update when UE experiences failure
	approved
	A
	8.21.0
	TEI7
	R2

	RP-121923
	25.331
	5237
	-
	9.12.0
	Rel‑9
	Corrections to Cell Update when UE experiences failure
	approved
	A
	9.13.0
	TEI7
	R2

	RP-121937
	25.331
	5238
	1
	10.9.0
	Rel‑10
	Introduction of UM RLC re-establishment via reconfiguration
	approved
	C
	10.10.0
	TEI10
	R2

	RP-121937
	25.331
	5239
	-
	11.3.0
	Rel‑11
	Introduction of UM RLC re-establishment via reconfiguration
	approved
	C
	11.4.0
	TEI10
	R2

	RP-121935
	25.331
	5242
	-
	10.9.0
	Rel‑10
	Introduction of a periodic measurement for DC-HSUPA
	approved
	C
	10.10.0
	RANimp-DC_HSUPA, TEI10
	R2

	RP-121935
	25.331
	5243
	-
	11.3.0
	Rel‑11
	Introduction of a periodic measurement for DC-HSUPA
	approved
	C
	11.4.0
	RANimp-DC_HSUPA, TEI10
	R2

	RP-121937
	25.331
	5252
	2
	11.3.0
	Rel‑11
	CR to 25.331 on Allow network to exclude some cells being detected and reported in intra&inter-freq detected set operation
	approved
	B
	11.4.0
	Interf_dset_meas_UMTS, TEI11
	R2

	RP-121925
	25.331
	5256
	-
	8.20.0
	Rel‑8
	Correction on the deactivation of the secondary cell reception
	approved
	F
	8.21.0
	RANimp-DCHSDPA
	R2

	RP-121925
	25.331
	5257
	-
	9.12.0
	Rel‑9
	Correction on the deactivation of the secondary cell reception
	approved
	A
	9.13.0
	RANimp-DCHSDPA
	R2

	RP-121925
	25.331
	5258
	-
	10.9.0
	Rel‑10
	Correction on the deactivation of the secondary cell reception
	approved
	A
	10.10.0
	RANimp-DCHSDPA
	R2

	RP-121925
	25.331
	5259
	-
	11.3.0
	Rel‑11
	Correction on the deactivation of the secondary cell reception
	approved
	A
	11.4.0
	RANimp-DCHSDPA
	R2

	RP-121957
	25.331
	5262
	-
	11.3.0
	Rel‑11
	Correction to the variable SYSTEM_INFORMATION_CONTAINER
	approved
	F
	11.4.0
	LTE-L23, TEI11
	R2

	RP-121957
	25.331
	5265
	-
	11.3.0
	Rel‑11
	Delay in checking SRB 1-4 mapping on PCH to FACH transition
	approved
	F
	11.4.0
	TEI11
	R2

	RP-121937
	25.331
	5266
	1
	11.3.0
	Rel‑11
	Range of Logging Relative Threshold for UTRAN ANR
	approved
	A
	11.4.0
	ANR_UTRAN-Core
	R2

	RP-121946
	25.331
	5271
	-
	11.3.0
	Rel‑11
	Removing the IE Contention Detected in Accessiability Measurement(option 3)
	approved
	F
	11.4.0
	eMDT_UMTSLTE-Core
	R2

	RP-121958
	25.331
	5272
	1
	11.3.0
	Rel‑11
	Introduction of wideband RSRQ measurements
	approved
	B
	11.4.0
	LTE-L23, TEI11
	R2

	RP-121934
	25.331
	5273
	-
	9.12.0
	Rel‑9
	Correction to INTER RAT HANDOVER INFO for UMTS TDD/FDD capable UE
	approved
	F
	9.13.0
	TEI9
	R2

	RP-121934
	25.331
	5274
	-
	10.9.0
	Rel‑10
	Correction to INTER RAT HANDOVER INFO for UMTS TDD/FDD capable UE
	approved
	A
	10.10.0
	TEI9
	R2

	RP-121934
	25.331
	5275
	-
	11.3.0
	Rel‑11
	Correction to INTER RAT HANDOVER INFO for UMTS TDD/FDD capable UE
	approved
	A
	11.4.0
	TEI9
	R2

	RP-121958
	25.331
	5285
	-
	11.3.0
	Rel‑11
	Introduction of Inter-frequency measurements on configured carriers without compressed mode
	approved
	B
	11.4.0
	TEI11
	R2

	RP-121923
	25.331
	5286
	1
	10.9.0
	Rel‑10
	Corrections to Cell Update when Cell Update message size exceeds the used transport format size
	approved
	F
	10.10.0
	TEI10
	R2

	RP-121923
	25.331
	5287
	-
	11.3.0
	Rel‑11
	Corrections to Cell Update when Cell Update message size exceeds the used transport format size
	approved
	A
	11.4.0
	TEI10
	R2

	RP-121937
	25.331
	5288
	-
	10.9.0
	Rel‑10
	Range of Logging Relative Threshold for UTRAN ANR
	approved
	F
	10.10.0
	ANR_UTRAN-Core
	R2

	RP-121736
	25.401
	0140
	2
	11.0.0
	Rel‑11
	Documenting the Description of Extended S-RNTI and RNC-ID operation
	approved
	F
	11.1.0
	TEI11
	R3

	RP-121736
	25.413
	1196
	-
	11.1.0
	Rel‑11
	ASN.1 correction
	approved
	F
	11.2.0
	TEI11
	R3

	RP-121736
	25.413
	1197
	-
	11.1.0
	Rel‑11
	Improved granularity for the time UE stayed in cell for enhanced relocation
	approved
	F
	11.2.0
	TEI11
	R3

	RP-121728
	25.413
	1198
	-
	11.1.0
	Rel‑11
	Introduction of rSRVCC
	approved
	B
	11.2.0
	rSRVCC-RAN_UTRA-Core
	R3

	RP-121728
	25.413
	1202
	2
	11.1.0
	Rel‑11
	Introduction of the support for rSRVCC network sharing
	approved
	B
	11.2.0
	rSRVCC-RAN_UTRA-Core
	R3

	RP-121737
	25.413
	1203
	-
	11.1.0
	Rel‑11
	Rapporteur editorial corrections
	approved
	F
	11.2.0
	TEI11
	R3

	RP-121730
	25.413
	1204
	2
	11.1.0
	Rel‑11
	Multi-PLMN MDT
	approved
	B
	11.2.0
	eMDT_UMTSLTE-Core
	R3

	RP-121736
	25.413
	1205
	1
	11.1.0
	Rel‑11
	Addition of TCE IP in UPLINK INFORMATION EXCHANGE REQUEST message
	postponed
	F
	
	TEI11
	R3

	RP-121724
	25.413
	1207
	1
	10.7.0
	Rel‑10
	Adding restriction on Management Based MDT Allowed IE propagation
	approved
	F
	10.8.0
	MDT_UMTSLTE-Core
	R3

	RP-121732
	25.413
	1208
	1
	11.1.0
	Rel‑11
	Introduction of connectivity between HNB and RNC via HNB-GW for RNSAP signaling: Enhanced Relocation between HNB and RNC
	approved
	B
	11.2.0
	EHNB_enh1-Core
	R3

	RP-121730
	25.413
	1209
	2
	11.1.0
	Rel‑11
	Introduction of new MDT measurements
	approved
	B
	11.2.0
	eMDT_UMTSLTE-Core
	R3

	RP-121739
	25.413
	1211
	2
	11.1.0
	Rel‑11
	New Information for BBF access
	approved
	B
	11.2.0
	BBAI
	R3

	RP-121736
	25.413
	1214
	2
	11.1.0
	Rel‑11
	Clarification of E-UTRAN Service Handover IE for inter-RAT roaming restrictions
	approved
	F
	11.2.0
	TEI11
	R3

	RP-121730
	25.423
	1766
	2
	11.3.1
	Rel‑11
	Introduction of UPH in dedicated measurement procedure
	approved
	B
	11.4.0
	eMDT_UMTSLTE-Core
	R3

	RP-121726
	25.423
	1767
	-
	11.3.1
	Rel‑11
	Supporting MIMO with four transmit antennas
	approved
	B
	11.4.0
	4Tx_HSDPA-Core
	R3

	RP-121727
	25.423
	1768
	3
	11.3.1
	Rel‑11
	Introduction of Multiflow in TS 25.423
	approved
	B
	11.4.0
	HSDPA_MFTX-Core
	R3

	RP-121729
	25.423
	1769
	2
	11.3.1
	Rel‑11
	Introduction of Uplink MIMO and 64QAM in TS 25.423
	approved
	B
	11.4.0
	MIMO_64QAM_HSUPA-Core
	R3

	RP-121725
	25.423
	1771
	2
	11.3.1
	Rel‑11
	Introduction of Further Enhancements to CELL_FACH feature
	approved
	B
	11.4.0
	Cell_FACH_enh-Core
	R3

	RP-121737
	25.423
	1779
	1
	11.3.1
	Rel‑11
	Specification cleanup before freeze
	approved
	F
	11.4.0
	TEI11
	R3

	RP-121726
	25.423
	1780
	-
	11.3.1
	Rel‑11
	ESCC support in MIMO with four transmit antennas
	approved
	B
	11.4.0
	4Tx_HSDPA-Core
	R3

	RP-121725
	25.425
	0165
	-
	11.0.0
	Rel‑11
	Introduction of Further Enhancements to CELL_FACH feature
	approved
	B
	11.1.0
	Cell_FACH_enh-Core
	R3

	RP-121727
	25.425
	0166
	2
	11.0.0
	Rel‑11
	Supporting Multi Flow Operation
	approved
	B
	11.1.0
	HSDPA_MFTX-Core
	R3

	RP-121725
	25.425
	0167
	1
	11.0.0
	Rel‑11
	2nd DRX cycle and fallback to PRACH R99
	approved
	B
	11.1.0
	Cell_FACH_enh-Core
	R3

	RP-121730
	25.433
	1959
	1
	11.2.0
	Rel‑11
	Introduction of UPH in dedicated measurement procedure
	approved
	B
	11.3.0
	eMDT_UMTSLTE-Core
	R3

	RP-121723
	25.433
	1960
	-
	8.12.0
	Rel‑8
	Introduction of Common E-DCH Implicit Release Timer
	approved
	F
	8.13.0
	TEI8
	R3

	RP-121723
	25.433
	1961
	-
	9.8.0
	Rel‑9
	Introduction of Common E-DCH Implicit Release Timer
	approved
	A
	9.9.0
	TEI8
	R3

	RP-121723
	25.433
	1962
	-
	10.7.0
	Rel‑10
	Introduction of Common E-DCH Implicit Release Timer
	approved
	A
	10.8.0
	TEI8
	R3

	RP-121723
	25.433
	1963
	-
	11.2.0
	Rel‑11
	Introduction of Common E-DCH Implicit Release Timer
	approved
	A
	11.3.0
	TEI8
	R3

	RP-121723
	25.433
	1964
	-
	8.12.0
	Rel‑8
	Correction to DL control channel power control for E-DCH in Cell_FACH
	approved
	F
	8.13.0
	RANimp-UplinkEnhState
	R3

	RP-121723
	25.433
	1965
	-
	9.8.0
	Rel‑9
	Correction to DL control channel power control for E-DCH in Cell_FACH
	approved
	A
	9.9.0
	RANimp-UplinkEnhState
	R3

	RP-121723
	25.433
	1966
	-
	10.7.0
	Rel‑10
	Correction to DL control channel power control for E-DCH in Cell_FACH
	approved
	A
	10.8.0
	RANimp-UplinkEnhState
	R3

	RP-121723
	25.433
	1967
	-
	11.2.0
	Rel‑11
	Correction to DL control channel power control for E-DCH in Cell_FACH
	approved
	A
	11.3.0
	RANimp-UplinkEnhState
	R3

	RP-121726
	25.433
	1968
	-
	11.2.0
	Rel‑11
	Supporting MIMO with four transmit antennas
	approved
	B
	11.3.0
	4Tx_HSDPA-Core
	R3

	RP-121737
	25.433
	1969
	-
	11.2.0
	Rel‑11
	Editorial and minor corrections
	approved
	F
	11.3.0
	TEI11
	R3

	RP-121727
	25.433
	1970
	3
	11.2.0
	Rel‑11
	Introduction of Multiflow in TS 25.433
	approved
	B
	11.3.0
	HSDPA_MFTX-Core
	R3

	RP-121729
	25.433
	1971
	2
	11.2.0
	Rel‑11
	Introduction of Uplink MIMO and 64QAM in TS 25.433
	approved
	B
	11.3.0
	MIMO_64QAM_HSUPA-Core
	R3

	RP-121725
	25.433
	1972
	2
	11.2.0
	Rel‑11
	Introduction of Further Enhancements to CELL_FACH feature
	approved
	B
	11.3.0
	Cell_FACH_enh-Core
	R3

	RP-121726
	25.433
	1975
	-
	11.2.0
	Rel‑11
	ESCC support in MIMO with four transmit antennas
	approved
	B
	11.3.0
	4Tx_HSDPA-Core
	R3

	RP-121725
	25.435
	0284
	2
	11.0.0
	Rel‑11
	Introduction of Further Enhancements to CELL_FACH feature
	approved
	B
	11.1.0
	Cell_FACH_enh-Core
	R3

	RP-121727
	25.435
	0289
	2
	11.0.0
	Rel‑11
	Supporting Multi Flow Operation
	approved
	B
	11.1.0
	HSDPA_MFTX-Core
	R3

	RP-121725
	25.435
	0290
	1
	11.0.0
	Rel‑11
	2nd DRX cycle and fallback to PRACH R99
	approved
	B
	11.1.0
	Cell_FACH_enh-Core
	R3

	RP-121724
	25.435
	0291
	-
	10.4.0
	Rel‑10
	Correction of missing EI in figure 2B of HS-DSCH Data Frame Type 2
	approved
	F
	10.5.0
	TEI10
	R3

	RP-121724
	25.435
	0292
	-
	11.0.0
	Rel‑11
	Correction of missing EI in figure 2B of HS-DSCH Data Frame Type 2
	approved
	A
	11.1.0
	TEI10
	R3

	RP-121727
	25.435
	0293
	-
	11.0.0
	Rel‑11
	Merge of all changes from CRs to Figure 21B and corresponding descriptions
	approved
	B
	11.1.0
	HSDPA_MFTX-Core, Cell_FACH_enh-Core
	R3

	RP-121736
	25.461
	0082
	-
	11.1.0
	Rel‑11
	Introduction of band 22 in TS 25.461
	approved
	F
	11.2.0
	RInImp8-UMTSLTE3500, TEI11
	R3

	RP-121735
	25.461
	0083
	1
	11.1.0
	Rel‑11
	Introduction of Band 29 into TS 25.461
	approved
	B
	11.2.0
	LTE_DL_FDD700-Core
	R3

	RP-121736
	25.466
	0049
	-
	11.2.0
	Rel‑11
	Introduction of band 22 in TS 25.466
	approved
	F
	11.3.0
	RInImp8-UMTSLTE3500, TEI11
	R3

	RP-121735
	25.466
	0050
	1
	11.2.0
	Rel‑11
	Introduction of Band 29 into TS 25.466
	approved
	B
	11.3.0
	LTE_DL_FDD700-Core
	R3

	RP-121736
	25.467
	0184
	-
	11.0.0
	Rel‑11
	Clarification of target HNB behaviour in case of Relocation Failure
	approved
	F
	11.1.0
	TEI11
	R3

	RP-121732
	25.467
	0185
	2
	11.0.0
	Rel‑11
	Introduction of connectivity between HNB and RNC via HNB-GW for RNSAP signalling: soft handover between HNB and RNC
	approved
	B
	11.1.0
	EHNB_enh1-Core
	R3

	RP-121732
	25.467
	0188
	2
	11.0.0
	Rel‑11
	Introduction of connectivity between HNB and RNC via HNB-GW for RNSAP signaling: Enhanced Relocation between HNB and RNC
	approved
	B
	11.1.0
	EHNB_enh1-Core
	R3

	RP-121733
	25.467
	0189
	1
	11.0.0
	Rel‑11
	Support or Legacy UEs hand-in
	approved
	B
	11.1.0
	EHNB_enh2-Core
	R3

	RP-121739
	25.467
	0190
	2
	11.0.0
	Rel‑11
	New Information for BBF access
	approved
	B
	11.1.0
	BBAI
	R3

	RP-121733
	25.467
	0193
	-
	11.0.0
	Rel‑11
	Support of the Target HNB Cell Disambiguation at the HNB-GW
	approved
	B
	11.1.0
	EHNB_enh2-Core
	R3

	RP-121737
	25.468
	0041
	-
	11.0.0
	Rel‑11
	Editorial and minor corrections
	approved
	F
	11.1.0
	TEI11
	R3

	RP-121724
	25.469
	0090
	-
	11.0.0
	Rel‑11
	Add missing cause values for Iurh support
	approved
	A
	11.1.0
	HNB_HENB_mob_enh-Core
	R3

	RP-121737
	25.469
	0091
	-
	11.0.0
	Rel‑11
	Editorial and minor corrections
	approved
	F
	11.1.0
	TEI11
	R3

	RP-121739
	25.469
	0093
	2
	11.0.0
	Rel‑11
	New Information for BBF access
	approved
	B
	11.1.0
	BBAI
	R3

	RP-121724
	25.469
	0095
	-
	10.2.0
	Rel‑10
	Add missing cause values for Iurh support
	approved
	F
	10.3.0
	HNB_HENB_mob_enh-Core
	R3

	RP-121737
	25.471
	0006
	-
	11.0.0
	Rel‑11
	Editorial and minor corrections
	approved
	F
	11.1.0
	TEI11
	R3

	RP-121912
	25.914
	0023
	1
	11.2.0
	Rel‑11
	Test method update for devices with multiple receive antennas
	approved
	F
	11.3.0
	UEAnt_FSTest
	R4

	RP-121912
	25.914
	0024
	-
	11.2.0
	Rel‑11
	Corrections to Random Uncertainty for LME
	approved
	F
	11.3.0
	UEAnt_FSTest
	R4

	RP-121875
	25.914
	0025
	-
	11.2.0
	Rel‑11
	Data browsing mode measurement uncertainty
	approved
	F
	11.3.0
	FS_OTA_phantoms_UTRA
	R4

	SP-120765
	26.114
	0237
	2
	11.2.0
	Rel‑12
	On Coordination of Video Orientation
	approved
	B
	12.0.0
	CVO
	S4

	SP-120760
	26.131
	0054
	2
	11.0.0
	Rel‑11
	Minor clarification of UMTS UE Delay Requirements
	approved
	F
	11.1.0
	Ext_ATS
	S4

	SP-120760
	26.132
	0055
	1
	11.0.0
	Rel‑11
	Correction of references and levels
	approved
	F
	11.1.0
	Ext_ATS
	S4

	SP-120758
	26.237
	0070
	2
	9.8.0
	Rel‑9
	Correction of nBookmark XML Schema
	approved
	F
	9.9.0
	TEI9
	S4

	SP-120758
	26.237
	0071
	2
	10.5.0
	Rel‑10
	Correction of nBookmark XML Schema
	approved
	A
	10.6.0
	TEI9
	S4

	SP-120761
	26.247
	0016
	7
	11.0.0
	Rel‑11
	Supporting HTTP Partial Response
	approved
	B
	11.1.0
	EMM-DDE
	S4

	SP-120766
	26.267
	0017
	1
	11.0.0
	Rel‑12
	Clarification on switching IVS to robust modulator mode
	approved
	D
	12.0.0
	TEI12
	S4

	SP-120761
	26.346
	0265
	3
	11.2.0
	Rel‑11
	Support for Location Filtering
	approved
	B
	11.3.0
	EMM-DDE
	S4

	SP-120761
	26.346
	0266
	6
	11.2.0
	Rel‑11
	Partial File Delivery via FLUTE
	approved
	B
	11.3.0
	EMM-DDE
	S4

	SP-120757
	26.346
	0289
	2
	9.8.0
	Rel‑9
	Addition to the feature tag table
	approved
	F
	9.9.0
	PMA-MBS_Ext
	S4

	SP-120759
	26.346
	0290
	2
	10.5.0
	Rel‑10
	Addition to the feature tag table
	approved
	F
	10.6.0
	MBS_Enh
	S4

	SP-120757
	26.346
	0291
	2
	9.8.0
	Rel‑9
	Adding LTE network resource
	approved
	F
	9.9.0
	PMA-MBS_Ext
	S4

	SP-120757
	26.346
	0292
	2
	10.5.0
	Rel‑10
	Adding LTE network resource
	approved
	A
	10.6.0
	PMA-MBS_Ext
	S4

	SP-120757
	26.346
	0293
	2
	11.2.0
	Rel‑11
	Adding LTE network resource
	approved
	A
	11.3.0
	PMA-MBS_Ext
	S4

	SP-120757
	26.346
	0296
	-
	9.8.0
	Rel‑9
	MBMS FDT Schema Correction
	approved
	F
	9.9.0
	PMA-MBS_Ext
	S4

	SP-120757
	26.346
	0297
	-
	10.5.0
	Rel‑10
	MBMS FDT Schema Correction
	approved
	A
	10.6.0
	PMA-MBS_Ext
	S4

	SP-120761
	26.346
	0298
	-
	11.2.0
	Rel‑11
	MBMS Reception Reporting Schema Correction
	approved
	F
	11.3.0
	EMM-DDE
	S4

	SP-120757
	26.346
	0299
	1
	9.8.0
	Rel‑9
	MBMS Schedule fragment Examples
	approved
	F
	9.9.0
	PMA-MBS_Ext
	S4

	SP-120757
	26.346
	0300
	1
	10.5.0
	Rel‑10
	MBMS Schedule fragment Examples
	approved
	A
	10.6.0
	PMA-MBS_Ext
	S4

	SP-120757
	26.346
	0301
	1
	11.2.0
	Rel‑11
	MBMS Schedule fragment Examples
	approved
	A
	11.3.0
	PMA-MBS_Ext
	S4

	SP-120757
	26.346
	0302
	1
	9.8.0
	Rel‑9
	MBMS UE UTC Time Synchronization
	approved
	F
	9.9.0
	PMA-MBS_Ext
	S4

	SP-120757
	26.346
	0303
	2
	10.5.0
	Rel‑10
	MBMS UE UTC Time Synchronization
	approved
	A
	10.6.0
	PMA-MBS_Ext
	S4

	SP-120764
	26.346
	0304
	1
	11.2.0
	Rel‑11
	MBMS UE UTC Time Synchronization
	approved
	F
	11.3.0
	TEI11
	S4

	SP-120761
	26.346
	0305
	2
	11.2.0
	Rel‑11
	Correction to Byte Range-based File Repair
	approved
	F
	11.3.0
	EMM-DDE
	S4

	SP-120761
	26.946
	0002
	1
	11.0.0
	Rel‑11
	Addition to MBMS User Service Guidelines on Partial Content Delivery
	approved
	B
	11.1.0
	EMM-DDE
	S4

	CP-120794
	27.007
	0364
	1
	11.4.0
	Rel‑11
	Parameters missing for response to +CUSATE
	approved
	F
	11.5.0
	TEI11
	C1

	CP-120813
	27.007
	0365
	3
	11.4.0
	Rel‑11
	Addition of per-call based SS-parameters to +CDU
	approved
	B
	11.5.0
	ATURI
	C1

	CP-120813
	27.007
	0366
	3
	11.4.0
	Rel‑11
	Completion of AT command for hangup
	approved
	F
	11.5.0
	ATURI
	C1

	CP-120813
	27.007
	0367
	3
	11.4.0
	Rel‑11
	Further refinement of the call monitoring command and its responses
	approved
	B
	11.5.0
	ATURI
	C1

	CP-120794
	27.007
	0368
	1
	11.4.0
	Rel‑11
	Inclusion of APN aggregate maximum bit rate in +CGEQOSRDP
	approved
	F
	11.5.0
	TEI11
	C1

	CP-120814
	27.007
	0369
	7
	11.4.0
	Rel‑11
	Communication service indication in AT commands
	approved
	B
	11.5.0
	ATURI
	C1

	CP-120813
	27.007
	0369
	7
	11.4.0
	Rel‑11
	Communication service indication in AT commands
	approved
	B
	11.5.0
	ATURI
	C1

	CP-120794
	27.007
	0370
	-
	11.4.0
	Rel‑11
	New method introduced for +CMOLRE
	approved
	B
	11.5.0
	TEI11
	C1

	CP-120794
	27.007
	0371
	1
	11.4.0
	Rel‑11
	+CGCONTRDP: support providing more or less than 2 IP addresses
	approved
	F
	11.5.0
	TEI11
	C1

	CP-120796
	27.007
	0373
	2
	11.4.0
	Rel‑11
	Extension of +CPOSR
	revised
	B
	
	TEI11
	C1

	CP-120861
	27.007
	0373
	3
	11.4.0
	Rel‑11
	Extension of +CPOSR
	approved
	B
	11.5.0
	TEI11
	C1

	CP-120794
	27.007
	0374
	1
	11.4.0
	Rel‑11
	Time of day inclusion for +CPOS
	approved
	B
	11.5.0
	TEI11
	C1

	CP-120794
	27.007
	0376
	1
	11.4.0
	Rel‑11
	DTD corrections for +CPOS and +CPOSR
	approved
	F
	11.5.0
	TEI11
	C1

	CP-120813
	27.007
	0377
	2
	11.4.0
	Rel‑11
	ATURI editor's notes
	approved
	B
	11.5.0
	ATURI
	C1

	CP-120795
	27.007
	0379
	2
	11.4.0
	Rel‑11
	+CEPPI: Power Preference Indication for EPS
	approved
	F
	11.5.0
	TEI11
	C1

	CP-120806
	27.007
	0380
	2
	11.4.0
	Rel‑11
	AT command support for rSRVCC handover
	approved
	F
	11.5.0
	rSRVCC-CT
	C1

	CP-120746
	29.002
	1093
	1
	11.4.0
	Rel‑11
	Trace Depth Extension
	approved
	F
	11.5.0
	TEI11
	C4

	CP-120740
	29.002
	1094
	-
	11.4.0
	Rel‑11
	AC version for Reset
	approved
	F
	11.5.0
	VCSG-St3
	C4

	CP-120731
	29.002
	1095
	4
	11.4.0
	Rel‑11
	MSISDN-less UEs
	approved
	B
	11.5.0
	SIMTC-Reach
	C4

	CP-120731
	29.002
	1096
	3
	11.4.0
	Rel‑11
	T4 Device Trigger via IMS
	approved
	F
	11.5.0
	SIMTC-Reach
	C4

	CP-120731
	29.002
	1097
	2
	11.4.0
	Rel‑11
	T4 trigger indication to IP-SM-GW
	approved
	F
	11.5.0
	SIMTC-Reach
	C4

	CP-120746
	29.002
	1098
	2
	11.4.0
	Rel‑11
	Add Diameter Addresses to MT-SMS target node registrations
	approved
	F
	11.5.0
	TEI11
	C4

	CP-120746
	29.002
	1099
	-
	11.4.0
	Rel‑11
	IMSI in AbsentSubscriberSM-Param
	approved
	F
	11.5.0
	TEI11
	C4

	CP-120746
	29.002
	1101
	1
	11.4.0
	Rel‑11
	Handling of current security context during inter-VLR location update
	approved
	F
	11.5.0
	TEI11
	C4

	CP-120725
	29.002
	1102
	-
	10.6.0
	Rel‑10
	DiameterIdentity length
	postponed
	F
	
	TEI10
	C4

	CP-120725
	29.002
	1103
	-
	11.4.0
	Rel‑11
	DiameterIdentity length
	postponed
	A
	
	TEI10
	C4

	CP-120746
	29.002
	1105
	1
	11.4.0
	Rel‑11
	MME name encoding
	postponed
	F
	
	TEI11
	C4

	CP-120714
	29.002
	1106
	4
	11.4.0
	Rel‑11
	Clarification on EPS Info
	approved
	A
	11.5.0
	TEI8
	C4

	CP-120725
	29.002
	1108
	1
	11.4.0
	Rel‑11
	PDP-Type
	approved
	A
	11.5.0
	TEI10
	C4

	CP-120725
	29.002
	1109
	1
	10.6.0
	Rel‑10
	PDP-Type
	approved
	F
	10.7.0
	TEI10
	C4

	CP-120714
	29.002
	1110
	1
	8.17.0
	Rel‑8
	Clarification on EPS Info
	approved
	F
	8.18.0
	TEI8
	C4

	CP-120714
	29.002
	1111
	1
	9.8.0
	Rel‑9
	Clarification on EPS Info
	approved
	A
	9.9.0
	TEI8
	C4

	CP-120714
	29.002
	1112
	1
	10.6.0
	Rel‑10
	Clarification on EPS Info
	approved
	A
	10.7.0
	TEI8
	C4

	CP-120807
	29.018
	0113
	3
	11.4.0
	Rel‑11
	Handling of VLR failure without restart
	approved
	B
	11.5.0
	SAES2-CSFB
	C1

	CP-120744
	29.060
	0914
	4
	11.4.0
	Rel‑11
	Adding a Cause Value in Delete Context PDP Request message
	approved
	F
	11.5.0
	TEI11
	C4

	CP-120718
	29.060
	0916
	1
	10.6.0
	Rel‑10
	Removal of Maximum MBR/APN-AMBR
	approved
	F
	10.7.0
	TEI10
	C4

	CP-120718
	29.060
	0917
	1
	11.4.0
	Rel‑11
	Removal of Maximum MBR/APN-AMBR
	approved
	A
	11.5.0
	TEI10
	C4

	CP-120744
	29.060
	0918
	2
	11.4.0
	Rel‑11
	Clarifications on value definitions of MBMS 2G/3G Indicator and Source Type in Cell Identification
	approved
	F
	11.5.0
	TEI11
	C4

	CP-120744
	29.060
	0921
	1
	11.4.0
	Rel‑11
	"Clarifications on RAT Type Values ""UTRAN"" and ""HSPA evolution"""
	approved
	F
	11.5.0
	TEI11
	C4

	CP-120731
	29.060
	0924
	1
	11.4.0
	Rel‑11
	PS only subscription w/o MSISDN
	approved
	B
	11.5.0
	SIMTC-Reach
	C4

	CP-120744
	29.060
	0925
	-
	11.4.0
	Rel‑11
	Corrections to definitions of MBMS UE Context IE
	approved
	F
	11.5.0
	TEI11
	C4

	CP-120824
	29.061
	0386
	-
	8.10.0
	Rel‑8
	Preconfigured packet filters and PCC rules for dedicated signalling bearer (R8 29.061)
	approved
	F
	8.11.0
	SAES-St3-intwk
	C3

	CP-120824
	29.061
	0387
	-
	9.10.0
	Rel‑9
	Preconfigured packet filters and PCC rules for dedicated signalling bearer (R9 29.061)
	approved
	A
	9.11.0
	SAES-St3-intwk
	C3

	CP-120824
	29.061
	0388
	-
	10.7.0
	Rel‑10
	Preconfigured packet filters and PCC rules for dedicated signalling bearer (R10 29.061)
	approved
	A
	10.8.0
	SAES-St3-intwk
	C3

	CP-120824
	29.061
	0389
	-
	11.2.0
	Rel‑11
	Preconfigured packet filters and PCC rules for dedicated signalling bearer (R11 29.061)
	approved
	A
	11.3.0
	SAES-St3-intwk
	C3

	CP-120844
	29.061
	0390
	1
	11.2.0
	Rel‑12
	APCO used in IP-CAN session establishment procedure (R11 29.061)
	approved
	B
	12.0.0
	SAES_WLAN_EPC_intwk
	C3

	CP-120844
	29.061
	0391
	2
	11.2.0
	Rel‑12
	GTPv2 supported in S2a and S2b (R11 29.061)
	approved
	B
	12.0.0
	SAES_WLAN_EPC_intwk
	C3

	CP-120749
	29.078
	0416
	1
	11.1.0
	Rel‑11
	CWA Correction and CWA and ICA Clarification
	approved
	F
	11.2.0
	TEI11
	C4

	CP-120840
	29.079
	0015
	1
	11.1.0
	Rel‑11
	Updating loopback example
	approved
	F
	11.2.0
	RAVEL-CT
	C3

	CP-120827
	29.079
	0017
	-
	10.3.0
	Rel‑10
	Reference update of draft-ietf-mediactrl-mixer-control-package
	approved
	F
	10.4.0
	OMR
	C3

	CP-120827
	29.079
	0018
	-
	11.1.0
	Rel‑11
	Reference update of draft-ietf-mediactrl-mixer-control-package
	approved
	A
	11.2.0
	OMR
	C3

	CP-120827
	29.079
	0019
	2
	10.3.0
	Rel‑10
	OMR Signalling Flows
	approved
	F
	10.4.0
	OMR
	C3

	CP-120827
	29.079
	0020
	2
	11.1.0
	Rel‑11
	OMR Signalling Flows
	approved
	A
	11.2.0
	OMR
	C3

	CP-120752
	29.109
	0079
	1
	11.1.0
	Rel‑11
	USS example
	approved
	F
	11.2.0
	TEI11
	C4

	CP-120712
	29.109
	0080
	-
	8.4.0
	Rel‑8
	Introduction of GBA Push within TS 29.109 - Zpn Interface
	approved
	F
	8.5.0
	GBAPush
	C4

	CP-120712
	29.109
	0081
	-
	9.2.0
	Rel‑9
	Introduction of GBA Push within TS 29.109 - Zpn Interface
	approved
	A
	9.3.0
	GBAPush
	C4

	CP-120712
	29.109
	0082
	-
	10.0.0
	Rel‑10
	Introduction of GBA Push within TS 29.109 - Zpn Interface
	approved
	A
	10.1.0
	GBAPush
	C4

	CP-120712
	29.109
	0083
	-
	11.1.0
	Rel‑11
	Introduction of GBA Push within TS 29.109 - Zpn Interface
	approved
	A
	11.2.0
	GBAPush
	C4

	CP-120799
	29.118
	0230
	4
	11.4.0
	Rel‑11
	Selected PLMN in network sharing for CSFB
	revised
	B
	
	Full_MOCN-GERAN
	C1

	CP-120852
	29.118
	0230
	5
	11.4.0
	Rel‑11
	Selected PLMN in network sharing for CSFB
	revised
	B
	
	Full_MOCN-GERAN
	C1

	CP-120882
	29.118
	0230
	6
	11.4.0
	Rel‑11
	Selected PLMN in network sharing for CSFB
	revised
	B
	
	Full_MOCN-GERAN
	C1

	CP-120898
	29.118
	0230
	7
	11.4.0
	Rel‑11
	Selected PLMN in network sharing for CSFB
	approved
	B
	11.5.0
	Full_MOCN-GERAN
	C1

	CP-120807
	29.118
	0232
	3
	11.4.0
	Rel‑11
	Handling of VLR failure without restart
	approved
	B
	11.5.0
	SAES2-CSFB
	C1

	CP-120803
	29.118
	0233
	5
	11.4.0
	Rel‑11
	SMS in MME registration indication from the HSS
	approved
	F
	11.5.0
	SIMTC-PS_Only
	C1

	CP-120807
	29.118
	0234
	2
	11.4.0
	Rel‑11
	Configurations with multiple SCTP endpoints per MME/VLR pair
	approved
	F
	11.5.0
	SAES2-CSFB
	C1

	CP-120807
	29.118
	0239
	5
	11.4.0
	Rel‑11
	FQDN coding in VLR name and MME name
	approved
	F
	11.5.0
	SAES2-CSFB
	C1

	CP-120697
	29.139
	0001
	-
	11.0.0
	Rel‑11
	Removal of invalid reference and editorÆs note
	approved
	F
	11.1.0
	BBAI_BBI-CT
	C4

	CP-120828
	29.162
	0113
	1
	10.6.0
	Rel‑10
	Reference update: RFC 6679
	approved
	F
	10.7.0
	ECSRA_LAA-CN
	C3

	CP-120828
	29.162
	0114
	1
	11.0.0
	Rel‑11
	Reference update: RFC 6679
	approved
	A
	11.1.0
	ECSRA_LAA-CN
	C3

	CP-120839
	29.162
	0115
	4
	11.0.0
	Rel‑11
	Support of Multimedia Priority Service (MPS) in Modify over Ix Interface
	approved
	F
	11.1.0
	eMPS_Gateway
	C3

	CP-120828
	29.163
	0688
	-
	10.7.0
	Rel‑10
	Reference update: RFC 6679
	approved
	F
	10.8.0
	ECSRA_LAA-CN
	C3

	CP-120828
	29.163
	0689
	-
	11.4.0
	Rel‑11
	Reference update: RFC 6679
	approved
	A
	11.5.0
	ECSRA_LAA-CN
	C3

	CP-120825
	29.163
	0690
	1
	9.11.0
	Rel‑9
	Updating IMEI URN draft reference
	approved
	F
	9.12.0
	IMS_EMER_GPRS_EPS_SRVCC
	C3

	CP-120825
	29.163
	0691
	1
	10.7.0
	Rel‑10
	Updating IMEI URN draft reference
	approved
	A
	10.8.0
	IMS_EMER_GPRS_EPS_SRVCC
	C3

	CP-120825
	29.163
	0692
	1
	11.4.0
	Rel‑11
	Updating IMEI URN draft reference
	approved
	A
	11.5.0
	IMS_EMER_GPRS_EPS_SRVCC
	C3

	CP-120843
	29.163
	0693
	-
	11.4.0
	Rel‑11
	T.38 default version
	approved
	F
	11.5.0
	MMTel_T.38_FAX
	C3

	CP-120839
	29.163
	0694
	2
	11.4.0
	Rel‑11
	Additional Text for Support of Multimedia Priority Service (MPS) in over Mn Interface
	approved
	F
	11.5.0
	eMPS_Gateway
	C3

	CP-120826
	29.165
	0473
	2
	10.9.0
	Rel‑10
	Clarification of SDP setting condition over the II-NNI
	approved
	F
	10.10.0
	II-NNI2
	C3

	CP-120826
	29.165
	0474
	2
	11.4.0
	Rel‑11
	Clarification of SDP setting condition over the II-NNI
	approved
	A
	11.5.0
	II-NNI2
	C3

	CP-120835
	29.165
	0475
	1
	11.4.0
	Rel‑11
	Interface between the ISC gateway and an AS in an enterprise network
	approved
	B
	11.5.0
	IMSProtoc5
	C3

	CP-120825
	29.165
	0476
	1
	9.12.0
	Rel‑9
	Removal of draft-dawes-dispatch-mediasec-parameter draft
	approved
	F
	9.13.0
	II-NNI
	C3

	CP-120825
	29.165
	0477
	4
	10.9.0
	Rel‑10
	Removal of draft-dawes-dispatch-mediasec-parameter draft
	approved
	A
	10.10.0
	II-NNI
	C3

	CP-120825
	29.165
	0478
	1
	11.4.0
	Rel‑11
	Removal of draft-dawes-dispatch-mediasec-parameter draft
	approved
	A
	11.5.0
	II-NNI
	C3

	CP-120835
	29.165
	0479
	1
	11.4.0
	Rel‑11
	S-CSCF restoration procedures
	approved
	F
	11.5.0
	IMSprotoc5
	C3

	CP-120825
	29.165
	0480
	1
	9.12.0
	Rel‑9
	Trust domain error corrections
	approved
	F
	9.13.0
	II-NNI
	C3

	CP-120825
	29.165
	0481
	1
	10.9.0
	Rel‑10
	Trust domain error corrections
	approved
	A
	10.10.0
	II-NNI
	C3

	CP-120825
	29.165
	0482
	1
	11.4.0
	Rel‑11
	Trust domain error corrections
	approved
	A
	11.5.0
	II-NNI
	C3

	CP-120833
	29.165
	0483
	1
	11.4.0
	Rel‑11
	Feature capability g.3gpp.trf error corrections
	approved
	F
	11.5.0
	NNI_OI
	C3

	CP-120833
	29.165
	0485
	-
	11.4.0
	Rel‑11
	Bulk registration option item
	approved
	F
	11.5.0
	NNI_OI, GINI
	C3

	CP-120842
	29.165
	0486
	3
	11.4.0
	Rel‑11
	Event based load control
	revised
	B
	
	IOC
	C3

	CP-120859
	29.165
	0486
	4
	11.4.0
	Rel‑11
	Event based load control
	approved
	B
	11.5.0
	IOC
	C3

	CP-120826
	29.165
	0488
	-
	10.9.0
	Rel‑10
	Reference update: draft-ietf-sipcore-proxy-feature
	approved
	F
	10.10.0
	II-NNI2
	C3

	CP-120826
	29.165
	0489
	-
	11.4.0
	Rel‑11
	Reference update: draft-ietf-sipcore-proxy-feature
	approved
	A
	11.5.0
	II-NNI2
	C3

	CP-120835
	29.165
	0490
	1
	11.4.0
	Rel‑11
	Reference column in MIME body table
	approved
	F
	11.5.0
	IMSProtoc5
	C3

	CP-120829
	29.165
	0493
	1
	11.4.0
	Rel‑11
	The deletion of Security-Server header from dynamic view tables
	approved
	A
	11.5.0
	NNI_DV
	C3

	CP-120826
	29.165
	0498
	3
	10.9.0
	Rel‑10
	Description of charging correlation over II-NNI
	approved
	F
	10.10.0
	II-NNI2
	C3

	CP-120826
	29.165
	0499
	4
	11.4.0
	Rel‑11
	Description of charging correlation over II-NNI
	approved
	A
	11.5.0
	II-NNI2
	C3

	CP-120835
	29.165
	0500
	-
	11.4.0
	Rel‑11
	Correcting minor errors
	approved
	F
	11.5.0
	IMSprotoc5
	C3

	CP-120840
	29.165
	0501
	1
	11.4.0
	Rel‑11
	Ravel-related minor corrections
	approved
	F
	11.5.0
	RAVEL-CT
	C3

	CP-120826
	29.165
	0502
	3
	10.9.0
	Rel‑10
	Policy-Contact in OMA 29.165r10
	approved
	F
	10.10.0
	II-NNI2
	C3

	CP-120826
	29.165
	0503
	2
	11.4.0
	Rel‑11
	Policy-Contact in OMA 29.165r11
	approved
	A
	11.5.0
	II-NNI2
	C3

	CP-120829
	29.165
	0504
	-
	10.9.0
	Rel‑10
	The deletion of Security-Server header from dynamic view tables
	approved
	F
	10.10.0
	NNI_DV
	C3

	CP-120886
	29.168
	0029
	4
	11.4.0
	Rel‑12
	Report to CBC on Warning Message Delivery
	approved
	B
	12.0.0
	REP-WMD
	C4

	CP-120755
	29.168
	0029
	5
	11.4.0
	Rel‑12
	Report to CBC on Warning Message Delivery
	revised
	B
	
	REP-WMD
	C4

	CP-120886
	29.168
	0030
	4
	11.4.0
	Rel‑12
	Failure List in WRITE-REPLACE RESPONSE and STOP WARNING RESONSE
	approved
	B
	12.0.0
	REP-WMD
	C4

	CP-120755
	29.168
	0030
	4
	11.4.0
	Rel‑12
	Failure List in WRITE-REPLACE RESPONSE and STOP WARNING RESONSE
	revised
	B
	
	REP-WMD
	C4

	CP-120880
	29.171
	0022
	1
	10.3.0
	Rel‑10
	Mandatory Correlation ID in Connection Oriented Information
	approved
	F
	10.4.0
	CP_LCS
	C4

	CP-120880
	29.171
	0023
	1
	11.1.0
	Rel‑11
	Mandatory Correlation ID in Connection Oriented Information
	approved
	A
	11.2.0
	CP_LCS
	C4

	CP-120719
	29.173
	0011
	1
	9.3.0
	Rel‑9
	Clarification on the use of Vendor-Specific-Application-Id AVP
	approved
	F
	9.4.0
	TEI9
	C4

	CP-120719
	29.173
	0012
	1
	10.3.0
	Rel‑10
	Clarification on the use of Vendor-Specific-Application-Id AVP
	approved
	A
	10.4.0
	TEI9
	C4

	CP-120719
	29.173
	0013
	1
	11.0.0
	Rel‑11
	Clarification on the use of Vendor-Specific-Application-Id AVP
	approved
	A
	11.1.0
	TEI9
	C4

	CP-120843
	29.212
	0912
	2
	11.6.0
	Rel‑11
	Clarification of Supported-Features AVP (29.212 R11)
	approved
	F
	11.7.0
	SAES-St3-PCC
	C3

	CP-120824
	29.212
	0913
	1
	8.16.0
	Rel‑8
	QCI and ARP handling, Gn connected P-GW
	approved
	F
	8.17.0
	SAES-St3-PCC
	C3

	CP-120824
	29.212
	0914
	1
	9.11.0
	Rel‑9
	QCI and ARP handling, Gn connected P-GW
	approved
	A
	9.12.0
	SAES-St3-PCC
	C3

	CP-120824
	29.212
	0915
	1
	10.8.0
	Rel‑10
	QCI and ARP handling, Gn connected P-GW
	approved
	A
	10.9.0
	SAES-St3-PCC
	C3

	CP-120824
	29.212
	0916
	1
	11.6.0
	Rel‑11
	QCI and ARP handling, Gn connected P-GW
	approved
	A
	11.7.0
	SAES-St3-PCC
	C3

	CP-120834
	29.212
	0918
	1
	11.6.0
	Rel‑11
	PCC Impacts due to SGW Restoration procedures
	revised
	B
	
	eNR_EPC
	C3

	CP-120912
	29.212
	0918
	2
	11.6.0
	Rel‑11
	PCC Impacts due to SGW Restoration procedures
	approved
	B
	11.7.0
	eNR_EPC
	C3

	CP-120838
	29.212
	0919
	2
	11.6.0
	Rel‑11
	End of CS to PS handover procedure
	approved
	F
	11.7.0
	rSRVCC-CT
	C3

	CP-120823
	29.212
	0920
	2
	7.14.0
	Rel‑7
	QoS parameters which can be upgraded or downgraded (R7 29.212)
	approved
	F
	7.15.0
	PCC
	C3

	CP-120823
	29.212
	0921
	3
	8.16.0
	Rel‑8
	QoS parameters which can be upgraded or downgraded (R8 29.212)
	approved
	A
	8.17.0
	PCC
	C3

	CP-120823
	29.212
	0922
	2
	9.11.0
	Rel‑9
	QoS parameters which can be upgraded or downgraded (R9 29.212)
	approved
	A
	9.12.0
	PCC
	C3

	CP-120823
	29.212
	0923
	2
	10.8.0
	Rel‑10
	QoS parameters which can be upgraded or downgraded (R10 29.212)
	approved
	A
	10.9.0
	PCC
	C3

	CP-120823
	29.212
	0924
	2
	11.6.0
	Rel‑11
	QoS parameters which can be upgraded or downgraded (R11 29.212)
	approved
	A
	11.7.0
	PCC
	C3

	CP-120843
	29.212
	0925
	1
	11.6.0
	Rel‑11
	Clean up of Editor's Notes (R11 29.212)
	approved
	F
	11.7.0
	SAES-St3-PCC
	C3

	CP-120831
	29.212
	0927
	1
	11.6.0
	Rel‑11
	Correction on ADC functionality description (R11 29.212)
	approved
	F
	11.7.0
	SAPP-CT3
	C3

	CP-120831
	29.212
	0928
	1
	11.6.0
	Rel‑11
	Enforcement order of PCC and ADC rules for PCEF enhanced with ADC (R11 29.212)
	approved
	F
	11.7.0
	SAPP-CT3
	C3

	CP-120831
	29.212
	0929
	2
	11.6.0
	Rel‑11
	Redirect address for ADC rule (R11 29.212)
	approved
	F
	11.7.0
	SAPP-CT3
	C3

	CP-120824
	29.212
	0937
	1
	8.16.0
	Rel‑8
	Bearer binding mechenism for GPRS
	approved
	A
	8.17.0
	PCC
	C3

	CP-120824
	29.212
	0938
	1
	9.11.0
	Rel‑9
	Bearer binding mechenism for GPRS
	approved
	A
	9.12.0
	PCC
	C3

	CP-120824
	29.212
	0939
	1
	10.8.0
	Rel‑10
	Bearer binding mechenism for GPRS
	approved
	A
	10.9.0
	PCC
	C3

	CP-120824
	29.212
	0940
	1
	11.6.0
	Rel‑11
	Bearer binding mechenism for GPRS
	approved
	A
	11.7.0
	PCC
	C3

	CP-120837
	29.212
	0942
	1
	11.6.0
	Rel‑11
	AN-GW-Address over Gx for EPC-routed
	approved
	F
	11.7.0
	BBAI_BBI-CT
	C3

	CP-120824
	29.212
	0945
	3
	8.16.0
	Rel‑8
	TFT usage for the primary PDP context when using PGW (R8 29.212)
	approved
	F
	8.17.0
	SAES-St3-PCC
	C3

	CP-120824
	29.212
	0946
	2
	9.11.0
	Rel‑9
	TFT usage for the primary PDP context when using PGW (R9 29.212)
	approved
	A
	9.12.0
	SAES-St3-PCC
	C3

	CP-120824
	29.212
	0947
	2
	10.8.0
	Rel‑10
	TFT usage for the primary PDP context when using PGW (R10 29.212)
	approved
	A
	10.9.0
	SAES-St3-PCC
	C3

	CP-120824
	29.212
	0948
	2
	11.6.0
	Rel‑11
	TFT usage for the primary PDP context when using PGW (R11 29.212)
	approved
	A
	11.7.0
	SAES-St3-PCC
	C3

	CP-120830
	29.213
	0439
	-
	10.7.0
	Rel‑10
	Correction on sponsored connectivity procedures
	approved
	F
	10.8.0
	PCC-Enh
	C3

	CP-120830
	29.213
	0440
	-
	11.4.0
	Rel‑11
	Correction on sponsored connectivity procedures
	approved
	A
	11.5.0
	PCC-Enh
	C3

	CP-120843
	29.213
	0442
	2
	11.4.0
	Rel‑11
	Clean up of Editor's Notes (R11 29.213)
	approved
	F
	11.5.0
	SAES-St3-PCC
	C3

	CP-120831
	29.213
	0443
	1
	11.4.0
	Rel‑11
	Correction on ADC functionality description (R11 29.213)
	approved
	F
	11.5.0
	SAPP-CT3
	C3

	CP-120837
	29.213
	0444
	1
	11.4.0
	Rel‑11
	AVP of PCRF address in session establishment trigger
	approved
	F
	11.5.0
	BBAI_BBI-CT
	C3

	CP-120837
	29.213
	0445
	1
	11.4.0
	Rel‑11
	Correction to the BPCF Addressing
	approved
	F
	11.5.0
	BBAI_BBI-CT
	C3

	CP-120837
	29.213
	0446
	1
	11.4.0
	Rel‑11
	Corrections to the call flows for EPC-routed
	approved
	F
	11.5.0
	BBAI_BBI-CT
	C3

	CP-120837
	29.213
	0447
	2
	11.4.0
	Rel‑11
	AVP for S9 session termination notification
	approved
	F
	11.5.0
	BBAI_BBI-CT
	C3

	CP-120837
	29.213
	0448
	1
	11.4.0
	Rel‑11
	Correction to the DRA functionality for NSWO Addressing
	approved
	F
	11.5.0
	BBAI_BBII-CT
	C3

	CP-120837
	29.213
	0449
	-
	11.4.0
	Rel‑11
	Corrections to the call flows for NSWO
	approved
	F
	11.5.0
	BBAI_BBII-CT
	C3

	CP-120843
	29.213
	0450
	1
	11.4.0
	Rel‑11
	PCC CPE traversal support
	approved
	F
	11.5.0
	PCC
	C3

	CP-120841
	29.213
	0451
	2
	11.4.0
	Rel‑11
	Correction of PCRF addressing in the presence of NAT devices and overlapping address space
	revised
	F
	
	PCC
	C3

	CP-120896
	29.213
	0451
	3
	11.4.0
	Rel‑11
	Correction of PCRF addressing in the presence of NAT devices and overlapping address space
	revised
	F
	
	PCC
	C3

	CP-120915
	29.213
	0451
	4
	11.4.0
	Rel‑11
	Correction of PCRF addressing in the presence of NAT devices and overlapping address space
	approved
	F
	11.5.0
	PCC
	C3

	CP-120843
	29.214
	0247
	2
	11.6.0
	Rel‑11
	Clarification of Supported-Features AVP (29.214 R11)
	approved
	F
	11.7.0
	SAES-St3-PCC
	C3

	CP-120824
	29.214
	0248
	1
	8.13.0
	Rel‑8
	PCC procedures for Rx sessions with no service information
	approved
	F
	8.14.0
	SAES-St3-PCC
	C3

	CP-120824
	29.214
	0249
	1
	9.10.0
	Rel‑9
	PCC procedures for Rx sessions with no service information
	approved
	A
	9.11.0
	SAES-St3-PCC
	C3

	CP-120824
	29.214
	0250
	1
	10.7.0
	Rel‑10
	PCC procedures for Rx sessions with no service information
	approved
	A
	10.8.0
	SAES-St3-PCC
	C3

	CP-120824
	29.214
	0251
	1
	11.6.0
	Rel‑11
	PCC procedures for Rx sessions with no service information
	approved
	A
	11.7.0
	SAES-St3-PCC
	C3

	CP-120843
	29.214
	0253
	1
	11.6.0
	Rel‑11
	Clean up of Editor's Notes (R11 29.214)
	approved
	F
	11.7.0
	SAES-St3-PCC
	C3

	CP-120841
	29.214
	0255
	2
	11.6.0
	Rel‑11
	Correction of Rx reference point for PCRF addressing
	revised
	F
	
	PCC
	C3

	CP-120897
	29.214
	0255
	3
	11.6.0
	Rel‑11
	Correction of Rx reference point for PCRF addressing
	revised
	F
	
	PCC
	C3

	CP-120916
	29.214
	0255
	4
	11.6.0
	Rel‑11
	Correction of Rx reference point for PCRF addressing
	approved
	F
	11.7.0
	PCC
	C3

	CP-120843
	29.215
	0272
	2
	11.6.0
	Rel‑11
	Clarification of Supported-Features AVP (29.215 R11)
	approved
	F
	11.7.0
	SAES-St3-PCC
	C3

	CP-120843
	29.215
	0273
	1
	11.6.0
	Rel‑11
	Clean up of Editor's Notes (R11 29.215)
	approved
	F
	11.7.0
	SAES-St3-PCC
	C3

	CP-120837
	29.215
	0274
	3
	11.6.0
	Rel‑11
	AVP of PCRF address in session establishment trigger
	approved
	F
	11.7.0
	BBAI_BBI-CT
	C3

	CP-120837
	29.215
	0275
	1
	11.6.0
	Rel‑11
	AVP for S9 session termination notification
	approved
	F
	11.7.0
	BBAI_BBI-CT
	C3

	CP-120837
	29.215
	0276
	3
	11.6.0
	Rel‑11
	Clarification of the S9 session procedure for EPC-routed traffic
	approved
	F
	11.7.0
	BBAI_BBI-CT
	C3

	CP-120837
	29.215
	0277
	-
	11.6.0
	Rel‑11
	Editorial corrections to the BBAI BB2 architecture
	approved
	F
	11.7.0
	BBAI_BBII-CT
	C3

	CP-120837
	29.215
	0278
	1
	11.6.0
	Rel‑11
	Clarification of S9 session procedure for NSWO traffic
	approved
	F
	11.7.0
	BBAI_BBII-CT
	C3

	CP-120832
	29.219
	0008
	1
	11.2.0
	Rel‑11
	Clarification of Supported-Features AVP (29.219 R11)
	approved
	F
	11.3.0
	QoS_SSL-CT3
	C3

	CP-120832
	29.219
	0010
	4
	11.2.0
	Rel‑11
	Addition of values to the Experimental-Result-Code AVP
	approved
	F
	11.3.0
	QoS_SSL-CT3
	C3

	CP-120743
	29.228
	0578
	-
	11.5.0
	Rel‑11
	Experimental-Result-Code correction
	approved
	F
	11.6.0
	TEI11
	C4

	CP-120743
	29.228
	0582
	3
	11.5.0
	Rel‑11
	PSI direct routing with restoration procedures
	approved
	F
	11.6.0
	TEI11
	C4

	CP-120743
	29.228
	0583
	-
	11.5.0
	Rel‑11
	Negated Session Case
	approved
	F
	11.6.0
	TEI11
	C4

	CP-120743
	29.229
	0251
	2
	11.1.0
	Rel‑11
	PSI direct routing with restoration procedures
	approved
	F
	11.2.0
	TEI11
	C4

	CP-120731
	29.230
	0315
	2
	11.4.0
	Rel‑11
	T4 device triggering via IMS
	approved
	F
	11.5.0
	SIMTC-Reach
	C4

	CP-120731
	29.230
	0318
	1
	11.4.0
	Rel‑11
	Codes and Identifier Allocation for T4 Specification
	approved
	F
	11.5.0
	SIMTC-Reach
	C4

	CP-120732
	29.230
	0319
	1
	11.4.0
	Rel‑11
	Application Identifier, Command Codes and AVP codes for SGd, S6c
	approved
	B
	11.5.0
	SIMTC-PS_Only
	C4

	CP-120732
	29.230
	0319
	1
	11.4.0
	Rel‑11
	Application Identifier, Command Codes and AVP codes for SGd, S6c
	approved
	B
	11.5.0
	SIMTC-PS_Only
	C4

	CP-120716
	29.230
	0320
	1
	8.14.0
	Rel‑8
	AVP name modification in TS 32.299
	approved
	F
	8.15.0
	CH8
	C4

	CP-120716
	29.230
	0321
	1
	9.12.0
	Rel‑9
	AVP name modification in TS 32.299
	approved
	F
	9.13.0
	CH8
	C4

	CP-120716
	29.230
	0322
	1
	10.8.0
	Rel‑10
	AVP name modification in TS 32.299
	approved
	A
	10.9.0
	CH8
	C4

	CP-120716
	29.230
	0323
	1
	11.4.0
	Rel‑11
	AVP name modification in TS 32.299
	approved
	A
	11.5.0
	CH8
	C4

	CP-120731
	29.230
	0324
	-
	11.4.0
	Rel‑11
	AVP code allocation for 29.336
	approved
	B
	11.5.0
	SIMTC-Reach
	C4

	CP-120742
	29.230
	0325
	-
	11.4.0
	Rel‑11
	UE Time Zone AVP
	approved
	F
	11.5.0
	TEI11
	C4

	CP-120741
	29.230
	0328
	1
	11.4.0
	Rel‑11
	Use of Flag instead of Enumerated AVPs
	approved
	F
	11.5.0
	TEI11
	C4

	CP-120731
	29.230
	0329
	-
	11.4.0
	Rel‑11
	Diameter AVP code value allocation in TS 29.368
	approved
	F
	11.5.0
	TEI11
	C4

	CP-120743
	29.230
	0330
	-
	11.4.0
	Rel‑11
	PSI direct routing with restoration procedures
	approved
	F
	11.5.0
	TEI11
	C4

	CP-120741
	29.230
	0332
	-
	11.4.0
	Rel‑11
	Use of Flag instead of Enumerated AVPs
	approved
	F
	11.5.0
	TEI11
	C4

	CP-120743
	29.230
	0333
	-
	11.4.0
	Rel‑11
	EPS LocationInformation Support
	approved
	F
	11.5.0
	TEI11
	C4

	CP-120723
	29.232
	0645
	-
	10.4.0
	Rel‑10
	Mc interface updates of ECN Support Package
	approved
	F
	10.5.0
	ECSRA_LAA-CN
	C4

	CP-120723
	29.232
	0646
	-
	11.0.0
	Rel‑11
	Mc interface updates of ECN Support Package
	approved
	A
	11.1.0
	ECSRA_LAA-CN
	C4

	CP-120727
	29.232
	0647
	1
	10.4.0
	Rel‑10
	H.248.52 Status Update
	approved
	F
	10.5.0
	TEI10
	C4

	CP-120727
	29.232
	0648
	1
	11.0.0
	Rel‑11
	H.248.52 Status Update
	approved
	A
	11.1.0
	TEI10
	C4

	CP-120709
	29.234
	0173
	-
	6.16.0
	Rel‑6
	RADIUS Attributes Alignment
	approved
	F
	6.17.0
	WLAN-IW
	C4

	CP-120709
	29.234
	0174
	-
	7.13.0
	Rel‑7
	RADIUS Attributes Alignment
	approved
	A
	7.14.0
	WLAN-IW
	C4

	CP-120709
	29.234
	0175
	-
	8.4.0
	Rel‑8
	RADIUS Attributes Alignment
	approved
	A
	8.5.0
	WLAN-IW
	C4

	CP-120709
	29.234
	0176
	-
	9.2.0
	Rel‑9
	RADIUS Attributes Alignment
	approved
	A
	9.3.0
	WLAN-IW
	C4

	CP-120709
	29.234
	0177
	-
	10.2.0
	Rel‑10
	RADIUS Attributes Alignment
	approved
	A
	10.3.0
	WLAN-IW
	C4

	CP-120709
	29.234
	0178
	-
	11.0.0
	Rel‑11
	RADIUS Attributes Alignment
	approved
	F
	11.1.0
	TEI11
	C4

	CP-120843
	29.235
	0092
	1
	11.0.0
	Rel‑11
	100 Trying not interworked between IMS and SIP-I based CS CN
	approved
	F
	11.1.0
	SIP_Nc
	C3

	CP-120723
	29.238
	0039
	1
	10.4.0
	Rel‑10
	Ix interface updates of ECN Support Package
	approved
	F
	10.5.0
	ECSRA_LAA-CN
	C4

	CP-120723
	29.238
	0040
	1
	11.0.0
	Rel‑11
	Ix interface updates of ECN Support Package
	approved
	A
	11.1.0
	ECSRA_LAA-CN
	C4

	CP-120734
	29.238
	0041
	3
	11.0.0
	Rel‑11
	Support of Multimedia Priority Service (MPS) in Modify over Ix Interface Stage 3
	approved
	F
	11.1.0
	eMPS_Gateway
	C4

	CP-120740
	29.272
	0436
	1
	11.4.0
	Rel‑11
	Application ID for S7a/S7d
	approved
	F
	11.5.0
	VCSG-St3
	C4

	CP-120742
	29.272
	0438
	1
	11.4.0
	Rel‑11
	Notification Procedure clarification for UE with Emergency bearer services
	approved
	F
	11.5.0
	TEI11
	C4

	CP-120722
	29.272
	0439
	1
	9.10.0
	Rel‑9
	User-CSG-Information
	approved
	F
	9.11.0
	TEI9
	C4

	CP-120722
	29.272
	0440
	1
	10.6.0
	Rel‑10
	User-CSG-Information
	approved
	A
	10.7.0
	TEI9
	C4

	CP-120722
	29.272
	0441
	1
	11.4.0
	Rel‑11
	User-CSG-Information
	approved
	A
	11.5.0
	TEI9
	C4

	CP-120740
	29.272
	0443
	2
	11.4.0
	Rel‑11
	Empty VCSG Subscription Data
	approved
	F
	11.5.0
	VCSG-St3
	C4

	CP-120742
	29.272
	0445
	-
	11.4.0
	Rel‑11
	Inclusion of APN-OI Replacement in PDP Context
	approved
	F
	11.5.0
	TEI11
	C4

	CP-120736
	29.272
	0446
	1
	11.4.0
	Rel‑11
	A-MSISDN Correction
	approved
	F
	11.5.0
	PSAN
	C4

	CP-120732
	29.272
	0447
	1
	11.4.0
	Rel‑11
	MME network condition to NAS cause code mapping
	approved
	F
	11.5.0
	SIMTC-PS_Only
	C4

	CP-120732
	29.272
	0448
	2
	11.4.0
	Rel‑11
	SGSN network condition to NAS cause code mapping
	approved
	F
	11.5.0
	SIMTC-PS_Only
	C4

	CP-120732
	29.272
	0449
	3
	11.4.0
	Rel‑11
	"MME de-registration for ""SMS in MME"""
	approved
	B
	11.5.0
	SIMTC-PS_only
	C4

	CP-120742
	29.272
	0450
	-
	11.4.0
	Rel‑11
	Correction in the chapter of Reset-Answer (RSA) command
	approved
	F
	11.5.0
	TEI11
	C4

	CP-120732
	29.272
	0451
	1
	11.4.0
	Rel‑11
	Correction on Update Location Request
	approved
	F
	11.5.0
	SIMTC-PS_Only
	C4

	CP-120742
	29.272
	0452
	1
	11.4.0
	Rel‑11
	UE Time Zone
	approved
	F
	11.5.0
	TEI11
	C4

	CP-120742
	29.272
	0453
	1
	11.4.0
	Rel‑11
	Corrections to Local Time Zone
	approved
	F
	11.5.0
	TEI11
	C4

	CP-120742
	29.272
	0454
	2
	11.4.0
	Rel‑11
	Clarification on IDR-Flags
	approved
	F
	11.5.0
	TEI11
	C4

	CP-120742
	29.272
	0455
	-
	11.4.0
	Rel‑11
	Correction of General Description of Delete Subscriber Data
	approved
	F
	11.5.0
	TEI11
	C4

	CP-120713
	29.272
	0457
	1
	11.4.0
	Rel‑11
	SGSN-Number AVP
	approved
	F
	11.5.0
	TEI11
	C4

	CP-120742
	29.272
	0458
	-
	11.4.0
	Rel‑11
	DSR-Flags AVP Implementation Error
	approved
	F
	11.5.0
	TEI11
	C4

	CP-120732
	29.272
	0459
	1
	11.4.0
	Rel‑11
	Alignment of stage 3 SMS in MME with stage 2
	approved
	B
	11.5.0
	SIMTC-PS_Only
	C4

	CP-120741
	29.272
	0460
	1
	11.4.0
	Rel‑11
	Use of Flag instead of Enumerated AVPs
	approved
	F
	11.5.0
	TEI11
	C4

	CP-120742
	29.272
	0461
	1
	11.4.0
	Rel‑11
	Wrong implementation of the Daylight-Saving-Time AVP
	approved
	F
	11.5.0
	TEI11
	C4

	CP-120713
	29.272
	0462
	-
	8.11.0
	Rel‑8
	SGSN-Number AVP
	approved
	F
	8.12.0
	TEI8
	C4

	CP-120713
	29.272
	0463
	-
	9.10.0
	Rel‑9
	SGSN-Number AVP
	approved
	F
	9.11.0
	TEI9
	C4

	CP-120713
	29.272
	0464
	-
	10.6.0
	Rel‑10
	SGSN-Number AVP
	approved
	A
	10.7.0
	TEI9
	C4

	CP-120733
	29.273
	0293
	-
	11.3.0
	Rel‑11
	Repeat information for Trusted non-3GPP access network
	approved
	F
	11.4.0
	SaMOG_WLAN-CN
	C4

	CP-120747
	29.273
	0294
	-
	11.3.0
	Rel‑11
	Correction on Auth-Request-Type
	approved
	F
	11.4.0
	TEI11
	C4

	CP-120747
	29.273
	0295
	-
	11.3.0
	Rel‑11
	Description of Result IE
	approved
	F
	11.4.0
	TEI11
	C4

	CP-120728
	29.273
	0296
	2
	10.7.0
	Rel‑10
	Information Elements for SWa interface
	approved
	F
	10.8.0
	TEI10
	C4

	CP-120728
	29.273
	0297
	2
	11.3.0
	Rel‑11
	Information Elements for SWa interface
	approved
	A
	11.4.0
	TEI10
	C4

	CP-120728
	29.273
	0298
	1
	10.7.0
	Rel‑10
	Session ID in the SWm Authorization procedure
	approved
	F
	10.8.0
	TEI10
	C4

	CP-120728
	29.273
	0299
	1
	11.3.0
	Rel‑11
	Session ID in the SWm Authorization procedure
	approved
	A
	11.4.0
	TEI10
	C4

	CP-120733
	29.273
	0300
	5
	11.3.0
	Rel‑11
	Matching WLAN-ID between Selected WLAN ID and TWAN Access Info
	approved
	F
	11.4.0
	SaMOG_WLAN-CN
	C4

	CP-120733
	29.273
	0301
	1
	11.3.0
	Rel‑11
	Update of draft-ietf-radext-ieee802ext reference
	approved
	F
	11.4.0
	SaMOG_WLAN-CN
	C4

	CP-120750
	29.273
	0302
	1
	11.3.0
	Rel‑11
	Trace Info for PGW
	approved
	F
	11.4.0
	TEI11
	C4

	CP-120750
	29.273
	0303
	1
	11.3.0
	Rel‑11
	Add the definition of trace-reference
	approved
	F
	11.4.0
	TEI11
	C4

	CP-120711
	29.273
	0304
	1
	8.11.0
	Rel‑8
	Removal of AVP Encryption
	approved
	F
	8.12.0
	SAES
	C4

	CP-120711
	29.273
	0305
	1
	9.10.0
	Rel‑9
	Removal of AVP Encryption
	approved
	A
	9.11.0
	SAES
	C4

	CP-120711
	29.273
	0306
	1
	10.7.0
	Rel‑10
	Removal of AVP Encryption
	approved
	A
	10.8.0
	SAES
	C4

	CP-120711
	29.273
	0307
	1
	11.3.0
	Rel‑11
	Removal of AVP Encryption
	approved
	A
	11.4.0
	SAES
	C4

	CP-120741
	29.273
	0309
	2
	11.3.0
	Rel‑11
	Use of Flag instead of Enumerated AVPs
	approved
	F
	11.4.0
	TEI11
	C4

	CP-120744
	29.274
	1231
	4
	11.4.0
	Rel‑11
	Adding a Cause Value in Delete Session Request message
	approved
	F
	11.5.0
	TEI11
	C4

	CP-120744
	29.274
	1238
	-
	11.4.0
	Rel‑11
	Forward Relocation Request over the S3 interface
	approved
	F
	11.5.0
	TEI11
	C4

	CP-120718
	29.274
	1239
	1
	10.8.0
	Rel‑10
	Removal of Maximum MBR/APN-AMBR
	approved
	F
	10.9.0
	TEI10
	C4

	CP-120718
	29.274
	1240
	1
	11.4.0
	Rel‑11
	Removal of Maximum MBR/APN-AMBR
	approved
	A
	11.5.0
	TEI10
	C4

	CP-120718
	29.274
	1242
	3
	10.8.0
	Rel‑10
	Change to Report Flags for delayed reporting of change of SN/TZ during inter-CN node mobility
	approved
	F
	10.9.0
	TEI10
	C4

	CP-120718
	29.274
	1243
	3
	11.4.0
	Rel‑11
	Change to Report Flags for delayed reporting of change of SN/TZ during inter-CN node mobility
	approved
	A
	11.5.0
	TEI10
	C4

	CP-120744
	29.274
	1244
	-
	11.4.0
	Rel‑11
	Corrections to reference titles and octet numbering of IE definitions
	approved
	F
	11.5.0
	TEI11
	C4

	CP-120744
	29.274
	1245
	-
	11.4.0
	Rel‑11
	Clarifications on sending/new node and receiving/old node about Identification Request message
	approved
	F
	11.5.0
	TEI11
	C4

	CP-120744
	29.274
	1246
	-
	11.4.0
	Rel‑11
	Multiple CSID
	approved
	F
	11.5.0
	TEI11
	C4

	CP-120744
	29.274
	1247
	-
	11.4.0
	Rel‑11
	TEID of the Change Notification Request and Response messages
	approved
	F
	11.5.0
	TEI11
	C4

	CP-120744
	29.274
	1253
	3
	11.4.0
	Rel‑11
	Suspend Notification/Acknowledge message in SGSN pool
	approved
	F
	11.5.0
	TEI11
	C4

	CP-120744
	29.274
	1254
	-
	11.4.0
	Rel‑11
	Sender F-TEID IE in Modify Bearer Request message
	approved
	F
	11.5.0
	TEI11
	C4

	CP-120718
	29.274
	1255
	1
	9.10.0
	Rel‑9
	Removal of TFT IE from Create Session Response message
	approved
	F
	9.11.0
	TEI9
	C4

	CP-120710
	29.274
	1255
	1
	9.10.0
	Rel‑9
	Removal of TFT IE from Create Session Response message
	approved
	F
	9.11.0
	TEI9
	C4

	CP-120710
	29.274
	1256
	2
	10.8.0
	Rel‑10
	Removal of TFT IE from Create Session Response message
	approved
	F
	10.9.0
	TEI10
	C4

	CP-120718
	29.274
	1256
	2
	10.8.0
	Rel‑10
	Removal of TFT IE from Create Session Response message
	approved
	F
	10.9.0
	TEI10
	C4

	CP-120718
	29.274
	1257
	2
	11.4.0
	Rel‑11
	Removal of TFT IE from Create Session Response message
	approved
	A
	11.5.0
	TEI10
	C4

	CP-120710
	29.274
	1257
	2
	11.4.0
	Rel‑11
	Removal of TFT IE from Create Session Response message
	approved
	A
	11.5.0
	TEI10
	C4

	CP-120744
	29.274
	1258
	1
	11.4.0
	Rel‑11
	"Clarifications on RAT Type Values ""UTRAN"" and ""HSPA evolution"""
	approved
	F
	11.5.0
	TEI11
	C4

	CP-120744
	29.274
	1262
	1
	11.4.0
	Rel‑11
	Clarification of Delete Bearer Failure Indication
	approved
	F
	11.5.0
	TEI11
	C4

	CP-120744
	29.274
	1263
	2
	11.4.0
	Rel‑11
	"Cause value ""ISR deactivation"""
	approved
	F
	11.5.0
	TEI11
	C4

	CP-120744
	29.274
	1264
	1
	11.4.0
	Rel‑11
	IPv4 address allocation
	approved
	F
	11.5.0
	TEI11
	C4

	CP-120744
	29.274
	1265
	1
	11.4.0
	Rel‑11
	Sender F-TEID in DDN msg (network triggered service restoration procedure)
	approved
	C
	11.5.0
	TEI11
	C4

	CP-120744
	29.274
	1268
	-
	11.4.0
	Rel‑11
	Correction to IP Address Instance values in CSReq & MBReq
	approved
	F
	11.5.0
	TEI11
	C4

	CP-120718
	29.274
	1269
	1
	10.8.0
	Rel‑10
	Additionat MBR for Delayed Reporting
	approved
	F
	10.9.0
	TEI10
	C4

	CP-120718
	29.274
	1270
	1
	11.4.0
	Rel‑11
	Additionat MBR for Delayed Reporting
	approved
	A
	11.5.0
	TEI10
	C4

	CP-120739
	29.274
	1271
	1
	11.4.0
	Rel‑11
	Sender F-TEID in PGW Downlink Triggering Notification
	approved
	C
	11.5.0
	eNR_EPC
	C4

	CP-120733
	29.274
	1272
	2
	11.4.0
	Rel‑11
	TWAN operator identification for EPC access charging
	approved
	F
	11.5.0
	SaMOG_WLAN-CN
	C4

	CP-120744
	29.274
	1273
	-
	11.4.0
	Rel‑11
	Clarifications on value definitions of PDN Type, Security Mode and Used NAS Cipher IE
	approved
	F
	11.5.0
	TEI11
	C4

	CP-120744
	29.274
	1276
	1
	11.4.0
	Rel‑11
	Clarification on UCI in Create Session Request message during SGW relocation
	approved
	F
	11.5.0
	TEI11
	C4

	CP-120739
	29.274
	1278
	2
	11.4.0
	Rel‑11
	SGW failure when ISR is active enhancement
	approved
	B
	11.5.0
	eNR_EPC
	C4

	CP-120858
	29.274
	1278
	3
	11.4.0
	Rel‑11
	SGW failure when ISR is active enhancement
	withdrawn
	B
	
	eNR_EPC
	C4

	CP-120858
	29.274
	1278
	3
	11.4.0
	Rel‑11
	SGW failure when ISR is active enhancement
	withdrawn
	B
	
	eNR_EPC
	C4

	CP-120726
	29.274
	1279
	1
	11.4.0
	Rel‑11
	H(e)NB local IP address/port in create session request
	approved
	F
	11.5.0
	TEI11
	C4

	CP-120744
	29.274
	1283
	1
	11.4.0
	Rel‑11
	Change reporting requested by PCRF
	approved
	F
	11.5.0
	TEI11
	C4

	CP-120733
	29.274
	1286
	3
	11.4.0
	Rel‑11
	Trusted WLAN AP identity over GTP S2a
	approved
	F
	11.5.0
	SaMOG_WLAN-CN
	C4

	CP-120718
	29.274
	1290
	3
	10.8.0
	Rel‑10
	Delete Bearer Request with ISR deactivation
	approved
	F
	10.9.0
	TEI10
	C4

	CP-120718
	29.274
	1291
	3
	11.4.0
	Rel‑11
	Delete Bearer Request with ISR deactivation
	approved
	A
	11.5.0
	TEI10
	C4

	CP-120744
	29.274
	1294
	1
	11.4.0
	Rel‑11
	Selected PLMN ID
	approved
	F
	11.5.0
	TEI11
	C4

	CP-120739
	29.275
	0253
	3
	11.4.0
	Rel‑11
	New PMIP message for EPC Restoration Procedure
	approved
	B
	11.5.0
	eNR_EPC, TEI11
	C4

	CP-120739
	29.275
	0254
	1
	11.4.0
	Rel‑11
	MME/SGSN Id for the PGW triggered SGW restoration procedure
	approved
	B
	11.5.0
	eNR_EPC
	C4

	CP-120729
	29.275
	0255
	1
	11.4.0
	Rel‑11
	Signalling Priority Indication in handover
	approved
	A
	11.5.0
	TEI10
	C4

	CP-120733
	29.275
	0259
	1
	11.4.0
	Rel‑11
	MSISDN over PMIPv6 S2b/S2a interface
	approved
	B
	11.5.0
	SaMOG_WLAN-CN
	C4

	CP-120729
	29.275
	0261
	-
	10.5.0
	Rel‑10
	Signalling Priority Indication in handover
	approved
	F
	10.6.0
	TEI10
	C4

	CP-120733
	29.275
	0262
	2
	11.4.0
	Rel‑11
	TWAN operator identification for EPC access charging
	approved
	F
	11.5.0
	SaMOG_WLAN-CN
	C4

	CP-120729
	29.275
	0265
	-
	10.5.0
	Rel‑10
	Static IP Address Allocation Indication
	approved
	F
	10.6.0
	TEI10
	C4

	CP-120729
	29.275
	0266
	-
	11.4.0
	Rel‑11
	Static IP Address Allocation Indication
	approved
	A
	11.5.0
	TEI10
	C4

	CP-120733
	29.275
	0268
	2
	11.4.0
	Rel‑11
	Trusted WLAN AP identity over S2a
	approved
	F
	11.5.0
	TEI11
	C4

	CP-120754
	29.277
	0027
	-
	11.0.0
	Rel‑11
	"Removal of the ""Preemption Allowed"" and ""Queuing Allowed"" fields from the GCSNA Status IE"
	approved
	F
	11.1.0
	TEI11
	C4

	CP-120751
	29.281
	0060
	2
	11.4.0
	Rel‑11
	Length of PDCP PDU number
	approved
	F
	11.5.0
	TEI11
	C4

	CP-120735
	29.281
	0061
	-
	11.4.0
	Rel‑11
	Removal of editorsnote in extension header in GTP-U for SIRIG
	approved
	F
	11.5.0
	SIRIG
	C4

	CP-120739
	29.282
	0023
	1
	11.0.0
	Rel‑11
	MME/SGSN Id
	approved
	B
	11.1.0
	eNR_EPC
	C4

	CP-120729
	29.282
	0025
	-
	10.3.0
	Rel‑10
	Static IP Address Allocation Indication
	approved
	F
	10.4.0
	TEI10
	C4

	CP-120729
	29.282
	0026
	-
	11.0.0
	Rel‑11
	Static IP Address Allocation Indication
	approved
	A
	11.1.0
	TEI10
	C4

	CP-120843
	29.292
	0058
	1
	11.3.0
	Rel‑11
	IMSI detach in MSC Server
	approved
	F
	11.4.0
	ICSRA
	C3

	CP-120828
	29.292
	0059
	-
	10.3.0
	Rel‑10
	Reference update: RFC 6679
	approved
	F
	10.4.0
	ECSRA_LAA-CN
	C3

	CP-120828
	29.292
	0060
	-
	11.3.0
	Rel‑11
	Reference update: RFC 6679
	approved
	A
	11.4.0
	ECSRA_LAA-CN
	C3

	CP-120732
	29.305
	0033
	5
	11.3.0
	Rel‑11
	SMS in MME S6c IWF
	approved
	B
	11.4.0
	SIMTC-PS_Only
	C4

	CP-120732
	29.305
	0035
	3
	11.3.0
	Rel‑11
	SMS in MME IWF error cases for SGd
	approved
	F
	11.4.0
	SIMTC-PS_Only
	C4

	CP-120732
	29.305
	0036
	5
	11.3.0
	Rel‑11
	SMS in MME S6a/S6A+D IWF
	approved
	B
	11.4.0
	SIMTC-PS_Only
	C4

	CP-120732
	29.305
	0037
	-
	11.3.0
	Rel‑11
	SMS in MME SGd IWF
	approved
	F
	11.4.0
	SIMTC-PS_Only
	C4

	CP-120714
	29.305
	0038
	4
	11.3.0
	Rel‑11
	Clarification on EPS Info
	approved
	A
	11.4.0
	TEI8
	C4

	CP-120714
	29.305
	0039
	1
	8.3.0
	Rel‑8
	Clarification on EPS Info
	approved
	F
	8.4.0
	TEI8
	C4

	CP-120714
	29.305
	0040
	1
	9.1.0
	Rel‑9
	Clarification on EPS Info
	approved
	A
	9.2.0
	TEI8
	C4

	CP-120714
	29.305
	0041
	1
	10.2.0
	Rel‑10
	Clarification on EPS Info
	approved
	A
	10.3.0
	TEI8
	C4

	CP-120743
	29.328
	0446
	-
	11.5.0
	Rel‑11
	Applicability of Send Data Indication
	approved
	F
	11.6.0
	TEI11
	C4

	CP-120720
	29.328
	0447
	1
	9.10.0
	Rel‑9
	UserCSGInformation in EPS Location Info
	approved
	F
	9.11.0
	TEI9
	C4

	CP-120720
	29.328
	0448
	1
	10.7.0
	Rel‑10
	UserCSGInformation in EPS Location Info
	approved
	A
	10.8.0
	TEI9
	C4

	CP-120720
	29.328
	0449
	1
	11.5.0
	Rel‑11
	UserCSGInformation in EPS Location Info
	approved
	A
	11.6.0
	TEI9
	C4

	CP-120743
	29.328
	0450
	1
	11.5.0
	Rel‑11
	Unavailable Data Handling
	approved
	F
	11.6.0
	TEI11
	C4

	CP-120743
	29.328
	0453
	2
	11.5.0
	Rel‑11
	EPS LocationInformation Support
	approved
	F
	11.6.0
	TEI11
	C4

	CP-120743
	29.329
	0202
	1
	11.4.0
	Rel‑11
	EPS LocationInformation Support
	approved
	F
	11.5.0
	TEI11
	C4

	CP-120723
	29.332
	0184
	-
	10.5.0
	Rel‑10
	Mn interface updates of ECN Support Package
	approved
	F
	10.6.0
	ECSRA_LAA-CN
	C4

	CP-120723
	29.332
	0185
	-
	11.0.0
	Rel‑11
	Mn interface updates of ECN Support Package
	approved
	A
	11.1.0
	ECSRA_LAA-CN
	C4

	CP-120738
	29.332
	0186
	-
	11.0.0
	Rel‑11
	T.38 default version
	approved
	F
	11.1.0
	MMTel_T.38_FAX
	C4

	CP-120723
	29.333
	0060
	-
	10.4.0
	Rel‑10
	Mp interface updates of ECN Support Package
	approved
	F
	10.5.0
	ECSRA_LAA-CN
	C4

	CP-120723
	29.333
	0061
	-
	11.0.0
	Rel‑11
	Mp interface updates of ECN Support Package
	approved
	A
	11.1.0
	ECSRA_LAA-CN
	C4

	CP-120723
	29.334
	0035
	-
	10.4.0
	Rel‑10
	Iq interface updates of ECN Support Package
	approved
	F
	10.5.0
	ECSRA_LAA-CN
	C4

	CP-120723
	29.334
	0036
	-
	11.0.0
	Rel‑11
	Iq interface updates of ECN Support Package
	approved
	A
	11.1.0
	ECSRA_LAA-CN
	C4

	CP-120734
	29.334
	0037
	3
	11.0.0
	Rel‑11
	Support of Multimedia Priority Service (MPS) in Modify over Iq Interface Stage 3
	approved
	F
	11.1.0
	eMPS_Gateway
	C4

	CP-120721
	29.335
	0015
	-
	9.3.0
	Rel‑9
	SOAP Fault in Subscribe and Notify Response messages
	approved
	F
	9.4.0
	TEI9
	C4

	CP-120721
	29.335
	0016
	-
	10.1.0
	Rel‑10
	SOAP Fault in Subscribe and Notify Response messages
	approved
	A
	10.2.0
	TEI9
	C4

	CP-120721
	29.335
	0017
	-
	11.0.0
	Rel‑11
	SOAP Fault in Subscribe and Notify Response messages
	approved
	A
	11.1.0
	TEI9
	C4

	CP-120731
	29.336
	0001
	3
	11.0.0
	Rel‑11
	T4 device triggering via IMS
	approved
	F
	11.1.0
	SIMTC-Reach
	C4

	CP-120731
	29.336
	0002
	1
	11.0.0
	Rel‑11
	MWD and SMS-SC address
	approved
	F
	11.1.0
	SIMTC-Reach
	C4

	CP-120731
	29.336
	0003
	-
	11.0.0
	Rel‑11
	Application ID and Command Codes
	approved
	B
	11.1.0
	SIMTC-Reach
	C4

	CP-120731
	29.337
	0001
	2
	11.0.0
	Rel‑11
	T4 device triggering via IMS
	approved
	F
	11.1.0
	SIMTC-Reach
	C4

	CP-120731
	29.337
	0002
	1
	11.0.0
	Rel‑11
	MWD update
	approved
	F
	11.1.0
	SIMTC-Reach
	C4

	CP-120731
	29.337
	0003
	1
	11.0.0
	Rel‑11
	Add Reference for the Information Elements
	approved
	F
	11.1.0
	SIMTC-Reach
	C4

	CP-120731
	29.337
	0004
	3
	11.0.0
	Rel‑11
	Removal of Editors Notes
	approved
	F
	11.1.0
	SIMTC-Reach
	C4

	CP-120715
	29.364
	0024
	4
	8.4.0
	Rel‑8
	XML corrections
	approved
	F
	8.5.0
	TEI8
	C4

	CP-120715
	29.364
	0025
	3
	9.1.0
	Rel‑9
	XML corrections
	approved
	A
	9.2.0
	TEI8
	C4

	CP-120715
	29.364
	0026
	3
	10.1.0
	Rel‑10
	XML corrections
	approved
	A
	10.2.0
	TEI8
	C4

	CP-120715
	29.364
	0028
	1
	11.0.0
	Rel‑11
	XML corrections
	approved
	A
	11.1.0
	TEI8
	C4

	CP-120876
	29.364
	0029
	2
	11.0.0
	Rel‑11
	Transparent Data coding of IMS ODB info
	approved
	B
	11.1.0
	IODB
	C4

	CP-120737
	29.364
	0029
	2
	11.0.0
	Rel‑11
	Transparent Data coding of IMS ODB info
	reissued
	B
	
	IODB
	C4

	CP-120836
	29.368
	0001
	1
	11.0.0
	Rel‑11
	Assignment of allocated Diameter code values
	approved
	F
	11.1.0
	SIMTC-Reach
	C3

	CP-120836
	29.368
	0003
	3
	11.0.0
	Rel‑11
	Correction of MTC-IWF checks on quota and rate of device triggers from SCS
	approved
	F
	11.1.0
	SIMTC-Reach
	C3

	CP-120836
	29.368
	0004
	-
	11.0.0
	Rel‑11
	Removal of empty clauses
	approved
	F
	11.1.0
	SIMTC-Reach
	C3

	CP-120869
	31.102
	0517
	2
	11.3.0
	Rel‑11
	Addition of EF with PWS configuration
	approved
	B
	11.4.0
	TEI11
	C6

	CP-120867
	31.102
	0536
	2
	11.3.0
	Rel‑11
	HPLMN or RPLMN selection clarification
	approved
	A
	11.4.0
	TEI7
	C6

	CP-120868
	31.102
	0537
	1
	9.11.0
	Rel‑9
	Clarification for CSG Display Control during manual selection
	approved
	F
	9.12.0
	TEI9
	C6

	CP-120868
	31.102
	0538
	1
	10.7.0
	Rel‑10
	Clarification for CSG Display Control during manual selection
	approved
	A
	10.8.0
	TEI9
	C6

	CP-120868
	31.102
	0539
	1
	11.3.0
	Rel‑11
	Clarification for CSG Display Control during manual selection
	approved
	A
	11.4.0
	TEI9
	C6

	CP-120866
	31.102
	0541
	-
	6.22.0
	Rel‑6
	Correction of update activity for EF_MSK
	approved
	F
	6.23.0
	TEI6
	C6

	CP-120866
	31.102
	0542
	-
	7.16.0
	Rel‑7
	Correction of update activity for EF_MSK
	approved
	A
	7.17.0
	TEI6
	C6

	CP-120866
	31.102
	0543
	-
	8.15.0
	Rel‑8
	Correction of update activity for EF_MSK
	approved
	A
	8.16.0
	TEI6
	C6

	CP-120866
	31.102
	0544
	-
	9.11.0
	Rel‑9
	Correction of update activity for EF_MSK
	approved
	A
	9.12.0
	TEI6
	C6

	CP-120866
	31.102
	0545
	-
	10.7.0
	Rel‑10
	Correction of update activity for EF_MSK
	approved
	A
	10.8.0
	TEI6
	C6

	CP-120866
	31.102
	0546
	-
	11.3.0
	Rel‑11
	Correction of update activity for EF_MSK
	approved
	A
	11.4.0
	TEI6
	C6

	CP-120867
	31.102
	0548
	1
	7.16.0
	Rel‑7
	HPLMN or RPLMN selection clarification
	approved
	F
	7.17.0
	TEI7
	C6

	CP-120867
	31.102
	0549
	1
	8.15.0
	Rel‑8
	HPLMN or RPLMN selection clarification
	approved
	A
	8.16.0
	TEI7
	C6

	CP-120867
	31.102
	0550
	1
	9.11.0
	Rel‑9
	HPLMN or RPLMN selection clarification
	approved
	A
	9.12.0
	TEI7
	C6

	CP-120867
	31.102
	0551
	1
	10.7.0
	Rel‑10
	HPLMN or RPLMN selection clarification
	approved
	A
	10.8.0
	TEI7
	C6

	CP-120870
	31.103
	0074
	2
	5.13.1
	Rel‑5
	Update of reference to ASN.1 coding specification
	approved
	F
	5.14.0
	TEI5
	C6

	CP-120870
	31.103
	0075
	1
	6.13.0
	Rel‑6
	Update of reference to ASN.1 coding specification
	approved
	F
	6.14.0
	TEI5
	C6

	CP-120870
	31.103
	0076
	1
	7.6.0
	Rel‑7
	Update of reference to ASN.1 coding specification
	approved
	F
	7.7.0
	TEI5
	C6

	CP-120870
	31.103
	0077
	1
	8.4.0
	Rel‑8
	Update of reference to ASN.1 coding specification
	approved
	F
	8.5.0
	TEI5
	C6

	CP-120870
	31.103
	0078
	1
	9.2.0
	Rel‑9
	Update of reference to ASN.1 coding specification
	approved
	F
	9.3.0
	TEI5
	C6

	CP-120870
	31.103
	0079
	1
	10.1.0
	Rel‑10
	Update of reference to ASN.1 coding specification
	approved
	F
	10.2.0
	TEI5
	C6

	CP-120870
	31.103
	0080
	-
	11.0.0
	Rel‑11
	Update of reference to ASN.1 coding specification
	approved
	F
	11.1.0
	TEI5
	C6

	CP-120871
	31.111
	0345
	3
	8.13.0
	Rel‑8
	Essential correction on NMR in E-UTRAN
	approved
	F
	8.14.0
	SAES
	C6

	CP-120871
	31.111
	0346
	2
	9.9.0
	Rel‑9
	Essential correction on NMR in E-UTRAN
	approved
	A
	9.10.0
	SAES
	C6

	CP-120871
	31.111
	0347
	2
	10.8.0
	Rel‑10
	Essential correction on NMR in E-UTRAN
	approved
	A
	10.9.0
	SAES
	C6

	CP-120871
	31.111
	0348
	2
	11.3.0
	Rel‑11
	Essential correction on NMR in E-UTRAN
	approved
	A
	11.4.0
	SAES
	C6

	CP-120873
	31.111
	0350
	-
	11.3.0
	Rel‑11
	Location Information for call control
	approved
	F
	11.4.0
	TEI11
	C6

	CP-120871
	31.111
	0351
	1
	9.9.0
	Rel‑9
	Call control for emergency PDN
	approved
	F
	9.10.0
	SAES
	C6

	CP-120871
	31.111
	0352
	1
	10.8.0
	Rel‑10
	Call control for emergency PDN
	approved
	A
	10.9.0
	SAES
	C6

	CP-120871
	31.111
	0353
	1
	11.3.0
	Rel‑11
	Call control for emergency PDN
	approved
	A
	11.4.0
	SAES
	C6

	CP-120871
	31.111
	0354
	2
	9.9.0
	Rel‑9
	Correction of padding for ECI in Location Information
	approved
	F
	9.10.0
	SAES
	C6

	CP-120871
	31.111
	0355
	2
	10.8.0
	Rel‑10
	Correction of padding for ECI in Location Information
	approved
	A
	10.9.0
	SAES
	C6

	CP-120871
	31.111
	0356
	2
	11.3.0
	Rel‑11
	Correction of padding for ECI in Location Information
	approved
	A
	11.4.0
	SAES
	C6

	CP-120872
	31.111
	0357
	1
	9.9.0
	Rel‑9
	Essential correction on CSG reselection
	approved
	F
	9.10.0
	TEI9
	C6

	CP-120872
	31.111
	0358
	1
	10.8.0
	Rel‑10
	Essential correction on CSG reselection
	approved
	A
	10.9.0
	TEI9
	C6

	CP-120872
	31.111
	0359
	1
	11.3.0
	Rel‑11
	Essential correction on CSG reselection
	approved
	A
	11.4.0
	TEI9
	C6

	CP-120874
	31.121
	0170
	3
	11.0.0
	Rel‑11
	Change of ACL test sequence
	approved
	F
	11.1.0
	TEI11
	C6

	CP-120874
	31.121
	0171
	1
	11.0.0
	Rel‑11
	Essential correction on the applicability for TC 5.2.2
	approved
	F
	11.1.0
	TEI11
	C6

	CP-120874
	31.121
	0172
	1
	11.0.0
	Rel‑11
	Essential correction on TC 11.1
	approved
	F
	11.1.0
	TEI11
	C6

	CP-120874
	31.121
	0173
	1
	11.0.0
	Rel‑11
	Essential correction on TC 11.2
	approved
	F
	11.1.0
	TEI11
	C6

	CP-120875
	31.124
	0287
	1
	11.0.0
	Rel‑11
	TERMINAL RESPONSE in steering of roaming test steps
	approved
	F
	11.1.0
	TEI11
	C6

	SP-120799
	32.101
	0048
	1
	11.0.0
	Rel‑11
	Enhancements for Converged Management
	approved
	B
	11.1.0
	OAM-FMC-IRP
	S5

	SP-120783
	32.103
	0003
	2
	11.0.0
	Rel‑11
	Add usage description for SON functions
	approved
	B
	11.1.0
	OAM11
	S5

	SP-120783
	32.111-2
	0052
	-
	11.0.0
	Rel‑11
	Align usage of SupportIOC with repertoire and TS 32.152
	approved
	F
	11.1.0
	OAM11
	S5

	SP-120797
	32.150
	0021
	-
	11.0.0
	Rel‑11
	Clarification on class property
	approved
	F
	11.1.0
	OAM-MODAL
	S5

	SP-120799
	32.150
	0022
	1
	11.0.0
	Rel‑11
	Enhancements for Converged Management
	approved
	B
	11.1.0
	OAM-FMC-IRP
	S5

	SP-120797
	32.152
	0017
	1
	11.0.0
	Rel‑11
	Clarification on SupportIOC
	approved
	F
	11.1.0
	OAM-MODAL
	S5

	SP-120785
	32.250
	0033
	-
	9.5.0
	Rel‑9
	Remove related ICID from MSC SRVCC and MSC SRVCC emergency CDRs
	approved
	F
	9.6.0
	CH9
	S5

	SP-120785
	32.250
	0034
	-
	10.5.0
	Rel‑10
	Remove related ICID from MSC SRVCC and MSC SRVCC emergency CDRs
	approved
	A
	10.6.0
	CH9
	S5

	SP-120792
	32.251
	0256
	3
	11.4.0
	Rel‑11
	Introduction Offline Charging for SMS in MME - Rf and MME identification
	approved
	B
	11.5.0
	SIMTC-CH
	S5

	SP-120788
	32.251
	0260
	1
	11.4.0
	Rel‑12
	Correction on data volume counters requirements
	approved
	C
	12.0.0
	CH12
	S5

	SP-120789
	32.260
	0179
	1
	11.5.0
	Rel‑11
	ICID generation alignment
	approved
	F
	11.6.0
	CH11
	S5

	SP-120793
	32.260
	0180
	1
	11.5.0
	Rel‑11
	Flows for SRVCC session transfers through ATCF
	approved
	B
	11.6.0
	UCHIMS_AS-SRVCC
	S5

	SP-120793
	32.260
	0181
	3
	11.5.0
	Rel‑11
	Offline Charging description for ATCF
	approved
	B
	11.6.0
	UCHIMS_AS-SRVCC
	S5

	SP-120785
	32.260
	0184
	2
	9.11.0
	Rel‑9
	Emergency Indicator introduction in P-CSCF CDR
	approved
	F
	9.12.0
	CH9
	S5

	SP-120785
	32.260
	0185
	2
	10.8.0
	Rel‑10
	Emergency Indicator introduction in P-CSCF CDR
	approved
	A
	10.9.0
	CH9
	S5

	SP-120785
	32.260
	0186
	2
	11.5.0
	Rel‑11
	Emergency Indicator introduction in P-CSCF CDR
	approved
	A
	11.6.0
	CH9
	S5

	SP-120784
	32.260
	0189
	1
	8.15.0
	Rel‑8
	Correction on the charging at MRFC
	approved
	F
	8.16.0
	CH8
	S5

	SP-120784
	32.260
	0190
	1
	9.11.0
	Rel‑9
	Correction on the charging at MRFC
	approved
	A
	9.12.0
	CH8
	S5

	SP-120784
	32.260
	0191
	1
	10.8.0
	Rel‑10
	Correction on the charging at MRFC
	approved
	A
	10.9.0
	CH8
	S5

	SP-120784
	32.260
	0192
	1
	11.5.0
	Rel‑11
	Correction on the charging at MRFC
	approved
	A
	11.6.0
	CH8
	S5

	SP-120789
	32.260
	0193
	2
	11.5.0
	Rel‑11
	Correction on charging for IMS transit functions
	approved
	F
	11.6.0
	CH11
	S5

	SP-120793
	32.275
	0042
	1
	11.0.0
	Rel‑11
	Single charging session applicability to MMTel
	approved
	B
	11.1.0
	UCHIMS_AS-SRVCC
	S5

	SP-120798
	32.296
	0028
	1
	11.3.0
	Rel‑11
	Correction on spending limits functionality in OCS
	approved
	F
	11.4.0
	QoS_SSL
	S5

	SP-120785
	32.298
	0363
	-
	9.13.0
	Rel‑9
	Remove related ICID from MSC SRVCC and MSC SRVCC emergency CDRs
	approved
	F
	9.14.0
	CH9
	S5

	SP-120785
	32.298
	0364
	2
	10.10.0
	Rel‑10
	Remove related ICID from MSC SRVCC and MSC SRVCC emergency CDRs
	approved
	A
	10.11.0
	CH9
	S5

	SP-120785
	32.298
	0367
	2
	9.13.0
	Rel‑9
	Emergency Indicator introduction in P-CSCF CDR
	approved
	F
	9.14.0
	CH9
	S5

	SP-120785
	32.298
	0368
	2
	10.10.0
	Rel‑10
	Emergency Indicator introduction in P-CSCF CDR
	approved
	A
	10.11.0
	CH9
	S5

	SP-120785
	32.298
	0369
	2
	11.4.0
	Rel‑11
	Emergency Indicator introduction in P-CSCF CDR
	approved
	A
	11.5.0
	CH9
	S5

	SP-120784
	32.298
	0370
	-
	8.16.0
	Rel‑8
	Corrections of GenericChargingDataTypes and CSChargingDataTypes modules ASN.1 syntax definitions
	approved
	F
	8.17.0
	CH8
	S5

	SP-120784
	32.298
	0371
	-
	9.13.0
	Rel‑9
	Corrections of GenericChargingDataTypes and CSChargingDataTypes modules ASN.1 syntax definitions
	approved
	A
	9.14.0
	CH8
	S5

	SP-120784
	32.298
	0372
	-
	10.10.0
	Rel‑10
	Corrections of GenericChargingDataTypes and CSChargingDataTypes modules ASN.1 syntax definitions
	approved
	A
	10.11.0
	CH8
	S5

	SP-120784
	32.298
	0373
	-
	11.4.0
	Rel‑11
	Corrections of GenericChargingDataTypes and CSChargingDataTypes modules ASN.1 syntax definitions
	approved
	A
	11.5.0
	CH8
	S5

	SP-120786
	32.298
	0374
	-
	..
	Rel‑10
	R10 CR 32298 Corrections of GPRSChargingDataTypes module ASN.1 syntax definitions
	withdrawn
	F
	
	CH10
	S5

	SP-120787
	32.298
	0374
	-
	10.10.0
	Rel‑10
	Corrections of GPRSChargingDataTypes module ASN.1 syntax definitions
	approved
	F
	10.11.0
	CH10
	S5

	SP-120786
	32.298
	0375
	-
	..
	Rel‑11
	R11 CR 32298 Corrections of GPRSChargingDataTypes module ASN.1 syntax definitions
	withdrawn
	A
	
	CH10
	S5

	SP-120787
	32.298
	0375
	-
	11.4.0
	Rel‑11
	Corrections of GPRSChargingDataTypes module ASN.1 syntax definitions
	approved
	A
	11.5.0
	CH10
	S5

	SP-120789
	32.298
	0376
	-
	11.4.0
	Rel‑11
	Corrections of MMSChargingDataTypes module ASN.1 syntax definitions
	approved
	F
	11.5.0
	CH11
	S5

	SP-120793
	32.298
	0378
	3
	11.4.0
	Rel‑11
	Offline Charging description for ATCF
	approved
	B
	11.5.0
	UCHIMS_AS-SRVCC
	S5

	SP-120792
	32.298
	0379
	1
	11.4.0
	Rel‑11
	Introduction Offline Charging for SMS in MME
	approved
	B
	11.5.0
	SIMTC-CH
	S5

	SP-120793
	32.298
	0380
	1
	11.4.0
	Rel‑11
	Introduction ASN.1 description for IBCF and P-CSCF, when combined with ATCF CDR
	approved
	B
	11.5.0
	UCHIMS_AS-SRVCC
	S5

	SP-120789
	32.298
	0382
	2
	11.4.0
	Rel‑11
	Correction on charging for IMS transit functions
	approved
	F
	11.5.0
	CH11
	S5

	SP-120789
	32.299
	0474
	1
	11.5.0
	Rel‑11
	Correction on the figures to align with the figure description
	approved
	F
	11.6.0
	CH11
	S5

	SP-120789
	32.299
	0476
	1
	11.5.0
	Rel‑11
	Clarification of Type 2 IOI Usage for IMS Roaming
	approved
	F
	11.6.0
	CH11
	S5

	SP-120785
	32.299
	0477
	2
	9.12.0
	Rel‑9
	Emergency Indicator introduction in P-CSCF CDR
	approved
	F
	9.13.0
	CH9
	S5

	SP-120785
	32.299
	0478
	2
	10.7.0
	Rel‑10
	Emergency Indicator introduction in P-CSCF CDR
	approved
	A
	10.8.0
	CH9
	S5

	SP-120785
	32.299
	0479
	2
	11.5.0
	Rel‑11
	Emergency Indicator introduction in P-CSCF CDR
	approved
	A
	11.6.0
	CH9
	S5

	SP-120801
	32.299
	0481
	-
	11.5.0
	Rel‑11
	Correction on NNI-Information AVP
	approved
	F
	11.6.0
	RAVEL-CH
	S5

	SP-120792
	32.299
	0482
	1
	11.5.0
	Rel‑11
	Introduction Offline Charging for SMS in MME
	approved
	B
	11.6.0
	SIMTC-CH
	S5

	SP-120793
	32.299
	0483
	1
	11.5.0
	Rel‑11
	Offline Charging description for ATCF
	approved
	B
	11.6.0
	UCHIMS_AS-SRVCC
	S5

	SP-120789
	32.299
	0484
	-
	11.5.0
	Rel‑11
	Correction on charging for IMS transit functions
	approved
	F
	11.6.0
	CH11
	S5

	SP-120783
	32.302
	0012
	-
	11.0.0
	Rel‑11
	Add information regarding alignment with ITU-T Recommendation on Notification management
	approved
	F
	11.1.0
	OAM11
	S5

	SP-120783
	32.412
	0027
	1
	11.0.0
	Rel‑11
	Align usage of SupportIOC with repertoire and TS 32.152
	approved
	F
	11.1.0
	OAM11
	S5

	SP-120783
	32.412
	0028
	-
	11.0.0
	Rel‑11
	Add information regarding alignment with ITU-T Recommendation on Performance management
	approved
	F
	11.1.0
	OAM11
	S5

	SP-120795
	32.421
	0064
	1
	11.4.0
	Rel‑11
	Correction of the scope and abbreviations related to MDT and RLF
	approved
	F
	11.5.0
	OAM-ePM-UE
	S5

	SP-120796
	32.421
	0065
	1
	11.4.0
	Rel‑11
	Addition of Network Sharing support
	approved
	C
	11.5.0
	OAM-ePM-UE
	S5

	SP-120795
	32.422
	0217
	2
	11.5.0
	Rel‑11
	Add RRC Connection Establishment Failure reporting
	approved
	B
	11.6.0
	OAM-ePM-UE
	S5

	SP-120796
	32.422
	0221
	4
	11.5.0
	Rel‑11
	Enhancing the MDT configuration to enable the collection of M1 reports for all configured RRM measurement triggers in MDT to align with TS 37.320
	approved
	B
	11.6.0
	OAM-ePM-UE
	S5

	SP-120783
	32.422
	0224
	1
	11.5.0
	Rel‑11
	Correction of Trace Recording Session Reference (TRSR) data type.
	approved
	F
	11.6.0
	OAM11
	S5

	SP-120796
	32.422
	0229
	1
	11.5.0
	Rel‑11
	Correction on the scope and abbreviations related to MDT and RLF reporting
	approved
	F
	11.6.0
	OAM-ePM-UE
	S5

	SP-120794
	32.422
	0233
	1
	10.9.0
	Rel‑10
	Correction of UMTS M2 reporting trigger configuration
	approved
	F
	10.10.0
	OAM-PM-UE
	S5

	SP-120794
	32.422
	0234
	1
	11.5.0
	Rel‑11
	Correction of UMTS M2 reporting trigger configuration
	approved
	A
	11.6.0
	OAM-PM-UE
	S5

	SP-120796
	32.422
	0236
	1
	11.5.0
	Rel‑11
	Adding E-Cell ID positioning measurement collection for MDT
	approved
	B
	11.6.0
	OAM-ePM-UE
	S5

	SP-120796
	32.422
	0237
	2
	11.5.0
	Rel‑11
	Introducing collection period for RRM configured MDT measurements
	approved
	B
	11.6.0
	OAM-ePM-UE
	S5

	SP-120795
	32.422
	0238
	1
	11.5.0
	Rel‑11
	Update MDT reporting trigger restriction
	approved
	F
	11.6.0
	OAM-ePM-UE
	S5

	SP-120794
	32.422
	0239
	-
	10.9.0
	Rel‑10
	Add report amount applicability clarification
	approved
	F
	10.10.0
	OAM-PM-UE
	S5

	SP-120794
	32.422
	0240
	-
	11.5.0
	Rel‑11
	Add report amount applicability clarification
	approved
	A
	11.6.0
	OAM-PM-UE
	S5

	SP-120795
	32.422
	0241
	-
	11.5.0
	Rel‑11
	Split MDT measurements into DL and UL
	approved
	F
	11.6.0
	OAM-ePM-UE
	S5

	SP-120796
	32.422
	0243
	1
	11.5.0
	Rel‑11
	Addition of Network Sharing support
	approved
	C
	11.6.0
	OAM-ePM-UE
	S5

	SP-120795
	32.422
	0244
	1
	11.5.0
	Rel‑11
	Add MDT measurement M7 with common measurement period for UMTS
	approved
	B
	11.6.0
	OAM-ePM-UE
	S5

	SP-120795
	32.422
	0245
	-
	11.5.0
	Rel‑11
	Combine measurement period parameters for LTE
	approved
	C
	11.6.0
	OAM-ePM-UE
	S5

	SP-120794
	32.422
	0246
	-
	10.9.0
	Rel‑10
	Clarify report interval parameter scope
	approved
	F
	10.10.0
	OAM-PM-UE
	S5

	SP-120794
	32.422
	0247
	-
	11.5.0
	Rel‑11
	Clarify report interval parameter scope
	approved
	A
	11.6.0
	OAM-PM-UE
	S5

	SP-120783
	32.423
	0065
	1
	11.2.0
	Rel‑11
	Correction of inconsistent specification of data type for Trace Recording Session Reference (TRSR).
	approved
	F
	11.3.0
	OAM11
	S5

	SP-120796
	32.423
	0066
	1
	11.2.0
	Rel‑11
	Specifying trace record content for LTE immediate MDT measurements
	approved
	B
	11.3.0
	OAM-ePM-UE
	S5

	SP-120795
	32.423
	0067
	-
	11.2.0
	Rel‑11
	Update the trace record content for Uu interface
	approved
	C
	11.3.0
	OAM-ePM-UE
	S5

	SP-120795
	32.423
	0068
	1
	11.2.0
	Rel‑11
	Correction of the scope and reference related to MDT
	approved
	F
	11.3.0
	OAM-ePM-UE
	S5

	SP-120790
	32.425
	0083
	5
	11.3.0
	Rel‑11
	Add statement for handover related measurements in CA
	approved
	B
	11.4.0
	OAM-CA
	S5

	SP-120790
	32.425
	0090
	3
	11.3.0
	Rel‑11
	Add statement about applicablity of measurements to CA
	approved
	B
	11.4.0
	OAM-CA
	S5

	SP-120790
	32.425
	0094
	3
	11.3.0
	Rel‑11
	Add statement for CQI related measurements in CA
	approved
	B
	11.4.0
	OAM-CA
	S5

	SP-120790
	32.425
	0114
	3
	11.3.0
	Rel‑11
	Clarify measured object for E-RAB related measurements in CA
	approved
	C
	11.4.0
	OAM-CA
	S5

	SP-120795
	32.441
	0011
	1
	11.2.0
	Rel‑11
	Correction of the scope and reference related to MDT and RLF
	approved
	F
	11.3.0
	OAM-ePM-UE
	S5

	SP-120796
	32.441
	0012
	1
	11.2.0
	Rel‑11
	Addition of Network Sharing support
	approved
	C
	11.3.0
	OAM-ePM-UE
	S5

	SP-120795
	32.442
	0217
	2
	11.4.0
	Rel‑11
	Adding RCEF reporting to Trace IRP
	approved
	B
	11.5.0
	OAM-ePM-UE
	S5

	SP-120795
	32.442
	0222
	3
	11.4.0
	Rel‑11
	Correction on the scope,references and abbreviations related to MDT and RLF reporting
	approved
	F
	11.5.0
	OAM-ePM-UE
	S5

	SP-120794
	32.442
	0225
	1
	10.6.0
	Rel‑10
	Correction of UMTS M2 reporting trigger configuration -Align with 32.422
	approved
	F
	10.7.0
	OAM-PM-UE
	S5

	SP-120794
	32.442
	0226
	1
	11.4.0
	Rel‑11
	Correction of UMTS M2 reporting trigger configuration -Align with 32.422
	approved
	A
	11.5.0
	OAM-PM-UE
	S5

	SP-120796
	32.442
	0227
	1
	11.4.0
	Rel‑11
	Introducing MDT collection period attribute for UMTS and LTE in Trace IRP
	approved
	B
	11.5.0
	OAM-ePM-UE
	S5

	SP-120796
	32.442
	0228
	1
	11.4.0
	Rel‑11
	Addition of Network Sharing support
	approved
	C
	11.5.0
	OAM-ePM-UE
	S5

	SP-120795
	32.442
	0229
	1
	11.4.0
	Rel‑11
	Add MDT measurement M7 with common measurement period for UMTS
	approved
	B
	11.5.0
	OAM-ePM-UE
	S5

	SP-120795
	32.442
	0230
	-
	11.4.0
	Rel‑11
	Combine measurement period parameters for LTE
	approved
	C
	11.5.0
	OAM-ePM-UE
	S5

	SP-120795
	32.446
	0045
	1
	11.4.0
	Rel‑11
	Adding RCEF reporting to Trace IRP - Solution Set
	approved
	B
	11.5.0
	OAM-ePM-UE
	S5

	SP-120794
	32.446
	0050
	-
	10.7.0
	Rel‑10
	Correction of UMTS M2 reporting trigger configuration -Align with 32.442
	approved
	F
	10.8.0
	OAM-PM-UE
	S5

	SP-120794
	32.446
	0051
	1
	11.4.0
	Rel‑11
	Correction of UMTS M2 reporting trigger configuration
	approved
	A
	11.5.0
	OAM-PM-UE
	S5

	SP-120795
	32.446
	0052
	1
	11.4.0
	Rel‑11
	Correction of the scope, references and abbreviations related to MDTand RLF
	approved
	F
	11.5.0
	OAM-ePM-UE
	S5

	SP-120796
	32.446
	0053
	1
	11.4.0
	Rel‑11
	Addition of Network Sharing support
	approved
	C
	11.5.0
	OAM-ePM-UE
	S5

	SP-120795
	32.446
	0054
	1
	11.4.0
	Rel‑11
	Add MDT measurement M7 with common measurement period for UMTS
	approved
	B
	11.5.0
	OAM-ePM-UE
	S5

	SP-120795
	32.446
	0055
	-
	11.4.0
	Rel‑11
	Introducing MDT collection period attribute for UMTS and LTE in Trace IRP
	approved
	B
	11.5.0
	OAM-ePM-UE
	S5

	SP-120795
	32.446
	0056
	-
	11.4.0
	Rel‑11
	Combine measurement period parameters for LTE
	approved
	C
	11.5.0
	OAM-ePM-UE
	S5

	SP-120782
	32.521
	0008
	-
	10.1.0
	Rel‑10
	Correction on TS-family members in introduction
	approved
	F
	10.2.0
	OAM10
	S5

	SP-120782
	32.521
	0009
	-
	11.0.0
	Rel‑11
	Correction on TS-family members in introduction
	approved
	A
	11.1.0
	OAM10
	S5

	SP-120791
	32.521
	0257
	1
	11.0.0
	Rel‑11
	Add requirements for SON coordination
	approved
	B
	11.1.0
	OAM-SON-LTE_COORD
	S5

	SP-120791
	32.522
	0111
	2
	11.3.0
	Rel‑11
	Correct erroneous function name
	approved
	F
	11.4.0
	OAM-SON-LTE_COORD
	S5

	SP-120783
	32.522
	0114
	-
	11.3.0
	Rel‑11
	Clean-up changes
	approved
	D
	11.4.0
	OAM11
	S5

	SP-120791
	32.522
	0115
	2
	11.3.0
	Rel‑11
	Further enhancement of general SON coordination solutions
	approved
	C
	11.4.0
	OAM-SON-LTE_COORD
	S5

	SP-120791
	32.522
	0117
	2
	11.3.0
	Rel‑11
	Add description for Coordination between SON functions below Itf-N and non-SON operations over Itf-N
	approved
	F
	11.4.0
	OAM-SON-LTE_COORD
	S5

	SP-120791
	32.522
	0119
	2
	11.3.0
	Rel‑11
	Add conflict detection for general SON coordination solutions
	approved
	B
	11.4.0
	OAM-SON-LTE_COORD
	S5

	SP-120800
	32.522
	0120
	5
	11.3.0
	Rel‑11
	Add load threshold parameters to Inter-RAT energy saving policy
	approved
	B
	11.4.0
	OAM-IRAT-ESM
	S5

	SP-120791
	32.522
	0125
	1
	11.3.0
	Rel‑11
	Coordination between COC and ANR
	approved
	B
	11.4.0
	OAM-SON-LTE_COORD
	S5

	SP-120791
	32.522
	0126
	1
	11.3.0
	Rel‑11
	Coordination between HOO and LBO
	approved
	B
	11.4.0
	OAM-SON-LTE_COORD
	S5

	SP-120791
	32.522
	0127
	1
	11.3.0
	Rel‑11
	Add relationship diagram for SON coordination
	approved
	B
	11.4.0
	OAM-SON-LTE_COORD
	S5

	SP-120783
	32.522
	0128
	3
	11.3.0
	Rel‑11
	Addition of probing information to Energy Saving
	approved
	B
	11.4.0
	OAM11
	S5

	SP-120800
	32.522
	0131
	-
	11.3.0
	Rel‑11
	Enhance description of esNotAllowedTimePeriod
	approved
	D
	11.4.0
	OAM-IRAT-ESM
	S5

	SP-120800
	32.526
	0020
	5
	11.2.0
	Rel‑11
	Add missing load thresholds for Inter-RAT ES
	approved
	B
	11.3.0
	OAM-IRAT-ESM
	S5

	SP-120783
	32.526
	0028
	3
	11.2.0
	Rel‑11
	Addition of information on probing to Energy Saving
	approved
	B
	11.3.0
	OAM11
	S5

	SP-120783
	32.551
	0027
	1
	11.2.0
	Rel‑11
	Requirement and use case on Distributed Energy Saving switch off by IRPManager
	approved
	B
	11.3.0
	OAM11
	S5

	SP-120800
	32.551
	0028
	-
	11.2.0
	Rel‑11
	Cleanup of energy saving management requirements
	approved
	F
	11.3.0
	OAM-IRAT-ESM
	S5

	SP-120800
	32.551
	0029
	-
	11.2.0
	Rel‑11
	Correction of references related to inter-RAT energy saving management
	approved
	F
	11.3.0
	OAM-IRAT-ESM
	S5

	SP-120783
	32.551
	0030
	3
	11.2.0
	Rel‑11
	Addition of information on probing to Energy Saving
	approved
	B
	11.3.0
	OAM11
	S5

	SP-120783
	32.602
	0011
	-
	11.0.0
	Rel‑11
	Add information regarding alignment with ITU-T Recommendation on Object management
	approved
	F
	11.1.0
	OAM11
	S5

	SP-120800
	32.626
	0003
	1
	11.0.0
	Rel‑11
	Add containment for Inter-RAT ES policies
	approved
	B
	11.1.0
	OAM-IRAT-ESM
	S5

	SP-120796
	32.642
	0082
	1
	11.3.0
	Rel‑11
	Addition of Network Sharing support for MDT
	approved
	C
	11.4.0
	OAM-ePM-UE
	S5

	SP-120800
	32.646
	0047
	1
	11.1.0
	Rel‑11
	Add containment for Inter-RAT ES policies
	approved
	B
	11.2.0
	OAM-IRAT-ESM
	S5

	SP-120796
	32.646
	0050
	-
	11.1.0
	Rel‑11
	Addition of Network Sharing support for MDT
	approved
	C
	11.2.0
	OAM-ePM-UE
	S5

	SP-120800
	32.656
	0008
	1
	11.0.0
	Rel‑11
	Add containment for Inter-RAT ES policies
	approved
	B
	11.1.0
	OAM-IRAT-ESM
	S5

	SP-120783
	32.662
	0017
	-
	11.0.0
	Rel‑11
	Align usage of SupportIOC with repertoire and TS 32.152
	approved
	F
	11.1.0
	OAM11
	S5

	SP-120782
	32.696
	0008
	-
	10.3.0
	Rel‑10
	Add the missing attribute operatorUniqueName in XML Schema - Align with 32.692
	approved
	F
	10.4.0
	OAM10
	S5

	SP-120782
	32.696
	0009
	-
	11.0.0
	Rel‑11
	Add the missing attribute operatorUniqueName in XML Schema - Align with 32.692
	approved
	A
	11.1.0
	OAM10
	S5

	SP-120782
	32.761
	0004
	-
	10.0.0
	Rel‑10
	Correction on TS-family members in introduction
	approved
	F
	10.1.0
	OAM10
	S5

	SP-120782
	32.761
	0005
	-
	11.0.0
	Rel‑11
	Correction on TS-family members in introduction
	approved
	A
	11.1.0
	OAM10
	S5

	SP-120800
	32.762
	0084
	1
	11.3.0
	Rel‑11
	Remove eNB partial overlay constraint
	approved
	F
	11.4.0
	OAM-IRAT-ESM
	S5

	SP-120783
	32.762
	0085
	-
	11.3.0
	Rel‑11
	Correct the value range for partOfSectorPower
	approved
	F
	11.4.0
	OAM11
	S5

	SP-120791
	32.762
	0087
	1
	11.3.0
	Rel‑11
	Enhance an attribute to support SON coordination
	approved
	B
	11.4.0
	OAM-SON-LTE_COORD
	S5

	SP-120796
	32.762
	0092
	1
	11.3.0
	Rel‑11
	Addition of Network Sharing support for MDT
	approved
	C
	11.4.0
	OAM-ePM-UE
	S5

	SP-120800
	32.766
	0042
	1
	11.2.0
	Rel‑11
	Add containment for Inter-RAT ES policies
	approved
	B
	11.3.0
	OAM-IRAT-ESM
	S5

	SP-120796
	32.766
	0049
	-
	11.1.0
	Rel‑11
	Addition of Network Sharing support for MDT
	revised
	C
	
	OAM-ePM-UE
	S5

	SP-120912
	32.766
	0049
	2
	11.2.0
	Rel‑11
	Addition of Network Sharing support for MDT
	approved
	C
	11.3.0
	OAM-ePM-UE
	S5

	SP-120858
	33.102
	0256
	1
	11.4.0
	Rel‑11
	Misimplemented CR #0244, S3-120544
	approved
	F
	11.5.0
	SEC11
	S3

	SP-120858
	33.102
	0257
	-
	11.4.0
	Rel‑11
	Removal of intra-UMTS rSRVCC
	approved
	C
	11.5.0
	SEC11
	S3

	SP-120854
	33.107
	0122
	-
	12.0.0
	Rel‑12
	LI events for trusted non-3GPP access on GTP S2a, Rel12
	approved
	B
	12.1.0
	LI12
	S3

	SP-120854
	33.107
	0123
	-
	12.0.0
	Rel‑12
	Removal of LTE
	approved
	F
	12.1.0
	LI12
	S3

	SP-120856
	33.210
	0045
	1
	12.1.0
	Rel‑12
	Specification of missing IKEv2 reauthentication
	approved
	C
	12.2.0
	SEC12
	S3

	SP-120856
	33.222
	0038
	1
	12.0.0
	Rel‑12
	Clarification of the term application specific user security settings
	approved
	D
	12.1.0
	SEC12
	S3

	SP-120858
	33.246
	0164
	2
	11.0.0
	Rel‑11
	Fixing the lack of confidentiality protection for Associated Delivery Procedures
	approved
	F
	11.1.0
	SEC11
	S3

	SP-120860
	33.246
	0165
	1
	9.0.0
	Rel‑9
	Support for multiple BM-SCs
	revised
	F
	
	TEI9
	S3

	SP-120894
	33.246
	0165
	2
	9.0.0
	Rel‑9
	Support for multiple BM-SCs
	approved
	F
	9.1.0
	TEI9
	S3

	SP-120860
	33.246
	0166
	1
	10.0.0
	Rel‑10
	Support for multiple BM-SCs
	revised
	A
	
	TEI9
	S3

	SP-120894
	33.246
	0166
	2
	10.0.0
	Rel‑10
	Support for multiple BM-SCs
	approved
	A
	10.1.0
	TEI10
	S3

	SP-120860
	33.246
	0167
	1
	11.0.0
	Rel‑11
	Support for multiple BM-SCs
	revised
	A
	
	TEI9
	S3

	SP-120894
	33.246
	0167
	2
	11.0.0
	Rel‑11
	Support for multiple BM-SCs
	approved
	A
	11.1.0
	SEC11
	S3

	SP-120860
	33.246
	0168
	1
	11.0.0
	Rel‑11
	MIKEY-RAND in MTK messages
	approved
	A
	11.1.0
	TEI9
	S3

	SP-120860
	33.246
	0169
	-
	9.0.0
	Rel‑9
	MIKEY-RAND in MTK messages
	approved
	F
	9.1.0
	TEI9
	S3

	SP-120860
	33.246
	0170
	-
	10.0.0
	Rel‑10
	MIKEY-RAND in MTK messages
	approved
	A
	10.1.0
	TEI9
	S3

	SP-120859
	33.310
	0066
	-
	11.1.0
	Rel‑11
	Update CMP Reference
	approved
	A
	11.2.0
	NDS_Backhaul,TEI9
	S3

	SP-120859
	33.310
	0067
	-
	10.6.0
	Rel‑10
	Update CMP Reference
	approved
	A
	10.7.0
	NDS_Backhaul,TEI9
	S3

	SP-120859
	33.310
	0068
	-
	9.7.0
	Rel‑9
	Update CMP Reference
	approved
	F
	9.8.0
	NDS_Backhaul,TEI9
	S3

	SP-120856
	33.310
	0069
	1
	12.1.0
	Rel‑12
	Clarification on scope and support for certificate extensions
	approved
	D
	12.2.0
	SEC12
	S3

	SP-120856
	33.328
	0040
	1
	12.0.0
	Rel‑12
	Corrections on e2ae security for RTP
	approved
	F
	12.1.0
	SEC12
	S3

	SP-120861
	33.328
	0041
	1
	12.0.0
	Rel‑12
	Clarifications on MSRP security based on SIP signalling security
	approved
	F
	12.1.0
	eMEDIASEC
	S3

	SP-120861
	33.328
	0042
	1
	12.0.0
	Rel‑12
	Security for immediate messaging based on SIP signalling security
	approved
	B
	12.1.0
	eMEDIASEC
	S3

	SP-120861
	33.328
	0043
	-
	12.0.0
	Rel‑12
	Security for conferencing based on SIP signalling security
	approved
	B
	12.1.0
	eMEDIASEC
	S3

	SP-120861
	33.328
	0044
	1
	12.0.0
	Rel‑12
	Security for forking and re-targeting based on SIP signalling security
	approved
	D
	12.1.0
	eMEDIASEC
	S3

	SP-120861
	33.328
	0045
	1
	12.0.0
	Rel‑12
	Use of wildcarded responder identity in KMS based solution
	approved
	C
	12.1.0
	eMEDIASEC
	S3

	SP-120861
	33.328
	0046
	1
	12.0.0
	Rel‑12
	Support for MSRP in the KMS based solution for media plane security
	approved
	C
	12.1.0
	eMEDIASEC
	S3

	SP-120856
	33.401
	0506
	1
	12.5.1
	Rel‑12
	Corrections to 33.401
	approved
	F
	12.6.0
	SEC12
	S3

	SP-120856
	33.401
	0507
	1
	12.5.1
	Rel‑12
	Editorial correction to Attach in UTRAN
	approved
	D
	12.6.0
	SEC12
	S3

	RP-121654
	34.108
	0911
	-
	11.3.0
	Rel‑11
	Addition of new condition A19b to defualt message content for Radio Bearer setup message
	approved
	F
	11.4.0
	TEI7_Test
	R5

	RP-121673
	34.108
	0912
	-
	11.3.0
	Rel‑11
	Addition of 16QAM releted IEs to RB Setup message for DC-HSUPA
	approved
	F
	11.4.0
	RANimp-DC_HSUPA_UEConTest
	R5

	RP-121663
	34.108
	0913
	-
	11.3.0
	Rel‑11
	Correction to MAC-ehs window size in RB SETUP message(DC-HSDPA)
	approved
	F
	11.4.0
	TEI8_Test
	R5

	RP-121705
	34.108
	0914
	-
	11.3.0
	Rel‑11
	Addition of a connection set up procedure for CS+PS multi RAB combination.
	approved
	F
	11.4.0
	TEI_Test
	R5

	RP-121663
	34.108
	0915
	-
	11.3.0
	Rel‑11
	Clarification of IPv6 signalling
	approved
	F
	11.4.0
	TEI8_Test
	R5

	RP-121654
	34.108
	0916
	-
	11.3.0
	Rel‑11
	Correction to default RADIO BEARER SETUP message (FDD) condition A28a for support of MIMO/Non-MIMO Co-existence Tests
	approved
	F
	11.4.0
	TEI7_Test
	R5

	RP-121680
	34.108
	0917
	-
	11.3.0
	Rel‑11
	Update of the default RADIO BEARER SETUP message (FDD) for support of 4C HSDPA
	approved
	F
	11.4.0
	4C_HSDPA-UEConTest
	R5

	RP-121653
	34.108
	0918
	-
	11.3.0
	Rel‑11
	Correction some parameters value in 34.108 for LCR TDD
	approved
	F
	11.4.0
	TEI4_Test
	R5

	RP-121687
	34.114
	0052
	-
	11.2.0
	Rel‑11
	Corrections to Uncertainty related to the use of Phantoms
	approved
	F
	11.3.0
	UEAnt_FSTest-UEConTest
	R5

	RP-121687
	34.114
	0053
	-
	11.2.0
	Rel‑11
	Corrections to Random Uncertainty
	approved
	F
	11.3.0
	UEAnt_FSTest-UEConTest
	R5

	RP-121687
	34.114
	0054
	-
	11.2.0
	Rel‑11
	Corrections to Scope related to UEs and laptops using the SISO/SIMO mode
	approved
	F
	11.3.0
	UEAnt_FSTest-UEConTest
	R5

	RP-121687
	34.114
	0055
	-
	11.2.0
	Rel‑11
	Clarifications to Receiver Performance for SIMO mode
	approved
	F
	11.3.0
	UEAnt_FSTest-UEConTest
	R5

	RP-121687
	34.114
	0056
	-
	11.2.0
	Rel‑11
	Modification to Uncertainty contributions for LME & LEE
	approved
	F
	11.3.0
	UEAnt_FSTest-UEConTest
	R5

	RP-121687
	34.114
	0057
	-
	11.2.0
	Rel‑11
	Corrections to examples of uncertainty budget calculations
	approved
	F
	11.3.0
	UEAnt_FSTest-UEConTest
	R5

	RP-121673
	34.121-1
	1460
	-
	10.4.0
	Rel‑10
	Introduction of new UE Relative Code Domain Power Accuracy test case for DC-HSUPA with 16QAM
	approved
	F
	10.5.0
	RANimp-DC_HSUPA_UEConTest
	R5

	RP-121654
	34.121-1
	1461
	-
	10.4.0
	Rel‑10
	Correction to UE output power level during relative CDP measurement in TC 5.2E
	approved
	F
	10.5.0
	TEI7_Test
	R5

	RP-121680
	34.121-1
	1462
	-
	10.4.0
	Rel‑10
	Adding connection diagram for 4C-HSDPA tests
	approved
	F
	10.5.0
	4C_HSDPA-UEConTest
	R5

	RP-121680
	34.121-1
	1463
	-
	10.4.0
	Rel‑10
	Test system uncertainties, test tolerances and statistical testing for 4C-HSDPA tests
	approved
	F
	10.5.0
	4C_HSDPA-UEConTest
	R5

	RP-121680
	34.121-1
	1464
	-
	10.4.0
	Rel‑10
	Corrections to many 4C-HSDPA performance tests in clause 9
	approved
	F
	10.5.0
	4C_HSDPA-UEConTest
	R5

	RP-121655
	34.121-1
	1465
	-
	10.4.0
	Rel‑10
	Addition of Band 26 in RSRP/RSRQ accuracy requirements in 34.121-1
	approved
	F
	10.5.0
	LTE-UEConTest_RF
	R5

	RP-121655
	34.121-1
	1466
	-
	10.4.0
	Rel‑10
	Correction to exception messages in RRM 8.7.12 in 34.121-1
	approved
	F
	10.5.0
	LTE-UEConTest_RF
	R5

	RP-121655
	34.121-1
	1467
	-
	10.4.0
	Rel‑10
	Correction to Inter-system Handover in 34.121-1
	approved
	F
	10.5.0
	LTE-UEConTest_RF
	R5

	RP-121663
	34.121-1
	1468
	-
	10.4.0
	Rel‑10
	Addition of message exceptions in 9.2.1J/9.2.1K/9.2.1L
	approved
	F
	10.5.0
	TEI8_Test
	R5

	RP-121680
	34.121-1
	1469
	-
	10.4.0
	Rel‑10
	4C-HSDPA related updates to Annexure
	approved
	F
	10.5.0
	4C_HSDPA-UEConTest
	R5

	RP-121655
	34.121-1
	1470
	-
	10.4.0
	Rel‑10
	Correction to exception messages in RRM 8.7.10 in 34.121-1
	approved
	F
	10.5.0
	LTE-UEConTest_RF
	R5

	RP-121655
	34.121-1
	1471
	-
	10.4.0
	Rel‑10
	Correction to RRM 8.6.7.2/8.6.7.2 in 34.121-1
	approved
	F
	10.5.0
	LTE-UEConTest_RF
	R5

	RP-121655
	34.121-1
	1472
	-
	10.4.0
	Rel‑10
	Update of Annex K
	approved
	F
	10.5.0
	LTE-UEConTest_RF
	R5

	RP-121688
	34.121-1
	1473
	-
	10.4.0
	Rel‑10
	Introduction of Band 27 to TS 34.121-1
	approved
	F
	10.5.0
	LTE_e850_LB-UEConTest
	R5

	RP-121680
	34.121-1
	1474
	-
	10.4.0
	Rel‑10
	Addition of new test cases 9.2.1GC and 9.2.1GD
	approved
	F
	10.5.0
	4C_HSDPA-UEConTest
	R5

	RP-121680
	34.121-1
	1475
	-
	10.4.0
	Rel‑10
	New 4C-HSDPA Blocking test cases
	approved
	F
	10.5.0
	4C_HSDPA-UEConTest
	R5

	RP-121680
	34.121-1
	1476
	-
	10.4.0
	Rel‑10
	New 4C-HSDPA Reference Sensitivity test cases
	approved
	F
	10.5.0
	4C_HSDPA-UEConTest
	R5

	RP-121680
	34.121-1
	1477
	-
	10.4.0
	Rel‑10
	New 4C-HSDPA Maximum input level test cases
	approved
	F
	10.5.0
	4C_HSDPA-UEConTest
	R5

	RP-121680
	34.121-1
	1478
	-
	10.4.0
	Rel‑10
	New 4C-HSDPA Spurious response test cases
	approved
	F
	10.5.0
	4C_HSDPA-UEConTest
	R5

	RP-121680
	34.121-1
	1479
	-
	10.4.0
	Rel‑10
	New 4C-HSDPA intermodulation characteristics test cases
	approved
	F
	10.5.0
	4C_HSDPA-UEConTest
	R5

	RP-121680
	34.121-1
	1480
	-
	10.4.0
	Rel‑10
	4C HSDPA related updates to General sections of 34.121-1
	approved
	F
	10.5.0
	4C_HSDPA-UEConTest
	R5

	RP-121655
	34.121-1
	1481
	-
	10.4.0
	Rel‑10
	Correction to test applicability of inter-RAT measurement related TCs(TS34.121-1)
	approved
	F
	10.5.0
	LTE-UEConTest_RF
	R5

	RP-121655
	34.121-1
	1482
	-
	10.4.0
	Rel‑10
	Completing TC8.3.4d, Handover from UTRAN FDD to E-UTRAN TDD unknown cell
	approved
	F
	10.5.0
	LTE-UEConTest_RF
	R5

	RP-121673
	34.121-1
	1483
	-
	10.4.0
	Rel‑10
	Updating incomplete DC-HSUPA test cases in 34.121-1
	approved
	F
	10.5.0
	RANimp-DC_HSUPA_UEConTest
	R5

	RP-121673
	34.121-1
	1484
	-
	10.4.0
	Rel‑10
	Splitting DC-HSUPA test case 5.2BA, 5.9C and 5.10C.
	approved
	F
	10.5.0
	RANimp-DC_HSUPA_UEConTest
	R5

	RP-121705
	34.121-1
	1485
	-
	10.4.0
	Rel‑10
	Introduction of new RRM Test Case 8.4.3.1A
	approved
	F
	10.5.0
	TEI_Test
	R5

	RP-121680
	34.121-1
	1486
	-
	10.4.0
	Rel‑10
	New 4C HSDPA - CQI reporting TC
	approved
	F
	10.5.0
	4C_HSDPA-UEConTest
	R5

	RP-121654
	34.121-1
	1487
	-
	10.4.0
	Rel‑10
	Removing redundant testing for Type3/Type3i UEs (34.121-1)
	approved
	F
	10.5.0
	TEI7_Test
	R5

	RP-121655
	34.121-1
	1488
	-
	10.4.0
	Rel‑10
	Alignment of UE antenna connection in HSDPA and E-DCH performance tests
	approved
	F
	10.5.0
	LTE-UEConTest_RF
	R5

	RP-121655
	34.121-1
	1489
	-
	10.4.0
	Rel‑10
	Completing TC8.3.4b, Handover from UTRAN FDD to E-UTRAN TDD
	approved
	F
	10.5.0
	LTE-UEConTest_RF
	R5

	RP-121680
	34.121-2
	0130
	-
	10.4.0
	Rel‑10
	Adding applicability for many 4C-HSDPA tests into TS 34.121-2
	approved
	F
	10.5.0
	4C_HSDPA-UEConTest
	R5

	RP-121655
	34.121-2
	0131
	-
	10.4.0
	Rel‑10
	Correction to applicability of inter-RAT measurement related TCs(TS34.121-2)
	approved
	F
	10.5.0
	LTE-UEConTest_RF
	R5

	RP-121673
	34.121-2
	0133
	-
	10.4.0
	Rel‑10
	Adding missing DC-HSUPA test cases to 34.121-2
	approved
	F
	10.5.0
	RANimp-DC_HSUPA_UEConTest
	R5

	RP-121665
	34.121-2
	0134
	-
	10.4.0
	Rel‑10
	Addition of Test Case applicability for new RRM Test Case 8.4.3.1A
	approved
	F
	10.5.0
	TEI10_Test
	R5

	RP-121680
	34.121-2
	0135
	-
	10.4.0
	Rel‑10
	Applicability changes for test case 9.2.1GC and 9.2.1GD
	approved
	F
	10.5.0
	4C_HSDPA-UEConTest
	R5

	RP-121654
	34.121-2
	0136
	-
	10.4.0
	Rel‑10
	Removing redundant testing for Type3/Type3i UEs (34.121-2)
	approved
	F
	10.5.0
	TEI7_Test
	R5

	RP-121655
	34.122
	0418
	-
	11.3.0
	Rel‑11
	Correction to UTRA TDD to E-UTRA FDD Handover in 34.122
	approved
	F
	11.4.0
	LTE-UEConTest_RF
	R5

	RP-121655
	34.122
	0419
	-
	11.3.0
	Rel‑11
	Correction to wait time for RSRP/RSRQ tests in 34.122
	approved
	F
	11.4.0
	LTE-UEConTest_RF
	R5

	RP-121672
	34.122
	0420
	-
	11.3.0
	Rel‑11
	Completing TC8.3.3d, UTRAN TDD to E-UTRAN TDD Handover unknown target cell
	approved
	F
	11.4.0
	TEI11_Test
	R5

	RP-121672
	34.122
	0421
	-
	11.3.0
	Rel‑11
	Completing TC8.3.3c, UTRAN TDD to E-UTRAN FDD Handover unknown target cell
	approved
	F
	11.4.0
	TEI11_Test
	R5

	RP-121672
	34.122
	0422
	-
	11.3.0
	Rel‑11
	Completing TC8.3.3e, UTRAN TDD to GSM Handover non-synchronization target cell
	approved
	F
	11.4.0
	TEI11_Test
	R5

	RP-121672
	34.122
	0423
	-
	11.3.0
	Rel‑11
	Correction of TC8.3.3a, UTRAN TDD to E-UTRAN FDD Handover
	approved
	F
	11.4.0
	TEI11_Test
	R5

	RP-121672
	34.122
	0424
	-
	11.3.0
	Rel‑11
	Correction of TC8.3.3b, UTRAN TDD to E-UTRAN TDD Handover
	approved
	F
	11.4.0
	TEI11_Test
	R5

	RP-121679
	34.123-1
	3203
	-
	10.2.2
	Rel‑10
	Correction to ANR for UTRAN test case 8.7.1.1
	approved
	F
	10.3.0
	ANR_UTRAN-UEConTest
	R5

	RP-121679
	34.123-1
	3204
	-
	10.2.2
	Rel‑10
	Correction to ANR for UTRAN test case 8.7.1.1a
	approved
	F
	10.3.0
	ANR_UTRAN-UEConTest
	R5

	RP-121679
	34.123-1
	3205
	-
	10.2.2
	Rel‑10
	Correction to ANR for UTRAN test case 8.7.1.2
	approved
	F
	10.3.0
	ANR_UTRAN-UEConTest
	R5

	RP-121679
	34.123-1
	3206
	-
	10.2.2
	Rel‑10
	Correction to ANR for UTRAN test case 8.7.1.2a
	approved
	F
	10.3.0
	ANR_UTRAN-UEConTest
	R5

	RP-121679
	34.123-1
	3207
	-
	10.2.2
	Rel‑10
	Correction to ANR for UTRAN test case 8.7.1.3
	approved
	F
	10.3.0
	ANR_UTRAN-UEConTest
	R5

	RP-121679
	34.123-1
	3208
	-
	10.2.2
	Rel‑10
	Correction to ANR for UTRAN test case 8.7.1.3a
	approved
	F
	10.3.0
	ANR_UTRAN-UEConTest
	R5

	RP-121679
	34.123-1
	3209
	-
	10.2.2
	Rel‑10
	Correction to ANR for UTRAN test case 8.7.1.4
	approved
	F
	10.3.0
	ANR_UTRAN-UEConTest
	R5

	RP-121679
	34.123-1
	3210
	-
	10.2.2
	Rel‑10
	Correction to ANR for UTRAN test case 8.7.1.4a
	approved
	F
	10.3.0
	ANR_UTRAN-UEConTest
	R5

	RP-121679
	34.123-1
	3211
	-
	10.2.2
	Rel‑10
	Correction to ANR for UTRAN test case 8.7.1.5
	approved
	F
	10.3.0
	ANR_UTRAN-UEConTest
	R5

	RP-121679
	34.123-1
	3212
	-
	10.2.2
	Rel‑10
	Correction to ANR for UTRAN test case 8.7.1.5a
	approved
	F
	10.3.0
	ANR_UTRAN-UEConTest
	R5

	RP-121679
	34.123-1
	3213
	-
	10.2.2
	Rel‑10
	Correction to ANR for UTRAN IRAT (GERAN) test case 8.7.2.1
	approved
	F
	10.3.0
	ANR_UTRAN-UEConTest
	R5

	RP-121679
	34.123-1
	3214
	-
	10.2.2
	Rel‑10
	Correction to ANR for UTRAN IRAT (GERAN) test case 8.7.2.1a
	approved
	F
	10.3.0
	ANR_UTRAN-UEConTest
	R5

	RP-121664
	34.123-1
	3215
	-
	10.2.2
	Rel‑10
	Addition of new RRC test case 8.1.2.27 to verify UE configures according to default configuration#23 as specified in RRC Connection Setup message.
	approved
	F
	10.3.0
	TEI9_Test
	R5

	RP-121653
	34.123-1
	3216
	-
	10.2.2
	Rel‑10
	Correction to measurement test case 8.4.1.45
	approved
	F
	10.3.0
	TEI4_Test
	R5

	RP-121653
	34.123-1
	3217
	-
	10.2.2
	Rel‑10
	Addition EPLMN in test step 8b and 28b in test case 12.4.1.4a.
	approved
	F
	10.3.0
	TEI4_Test
	R5

	RP-121654
	34.123-1
	3219
	-
	10.2.2
	Rel‑10
	Correction to LCR TDD Test Case 8.2.2.36b
	approved
	F
	10.3.0
	TEI7_Test
	R5

	RP-121676
	34.123-1
	3220
	-
	10.2.2
	Rel‑10
	Update of MDT test case 8.6.2.2
	approved
	F
	10.3.0
	MDT_UMTSLTE-UEConTest
	R5

	RP-121676
	34.123-1
	3221
	-
	10.2.2
	Rel‑10
	Update of MDT test case 8.6.2.3
	approved
	F
	10.3.0
	MDT_UMTSLTE-UEConTest
	R5

	RP-121676
	34.123-1
	3222
	-
	10.2.2
	Rel‑10
	Update of MDT test case 8.6.2.4
	approved
	F
	10.3.0
	MDT_UMTSLTE-UEConTest
	R5

	RP-121676
	34.123-1
	3223
	-
	10.2.2
	Rel‑10
	Update of MDT test case 8.6.2.5
	approved
	F
	10.3.0
	MDT_UMTSLTE-UEConTest
	R5

	RP-121676
	34.123-1
	3224
	-
	10.2.2
	Rel‑10
	Update of MDT test case 8.6.2.6
	approved
	F
	10.3.0
	MDT_UMTSLTE-UEConTest
	R5

	RP-121676
	34.123-1
	3225
	-
	10.2.2
	Rel‑10
	Update of MDT test case 8.6.2.7
	approved
	F
	10.3.0
	MDT_UMTSLTE-UEConTest
	R5

	RP-121664
	34.123-1
	3226
	-
	10.2.2
	Rel‑10
	Addition of new RRC test case 8.2.2.84 to verify the default radio configuration for Cell_FACH provided in Radio Bearer Reconfiguration message.
	approved
	F
	10.3.0
	TEI9_Test
	R5

	RP-121665
	34.123-1
	3227
	-
	10.2.2
	Rel‑10
	Correction of Attach type in GMM test case 12.4.1.4c
	approved
	F
	10.3.0
	TEI10_Test
	R5

	RP-121665
	34.123-1
	3228
	-
	10.2.2
	Rel‑10
	Update 8.1.5.7 in Rel‑10
	approved
	F
	10.3.0
	TEI10_Test
	R5

	RP-121705
	34.123-1
	3229
	-
	10.2.2
	Rel‑10
	Correction to type of detach in 9.4.5.3, 12.4.1.4a test cases
	approved
	F
	10.3.0
	TEI_Test
	R5

	RP-121654
	34.123-1
	3230
	-
	10.2.2
	Rel‑10
	Corrections to Test Case 8.2.2.71 and 8.2.2.72
	approved
	F
	10.3.0
	TEI7_Test
	R5

	RP-121705
	34.123-1
	3231
	-
	10.2.2
	Rel‑10
	Removal of UTRA TC 6.2.1.10
	approved
	F
	10.3.0
	TEI_Test
	R5

	RP-121680
	34.123-1
	3232
	-
	10.2.2
	Rel‑10
	Update of Test Case 8.2.2.80
	approved
	F
	10.3.0
	4C_HSDPA-UEConTest
	R5

	RP-121680
	34.123-1
	3233
	-
	10.2.2
	Rel‑10
	Update to Test Case 8.2.2.83
	approved
	F
	10.3.0
	4C_HSDPA-UEConTest
	R5

	RP-121680
	34.123-1
	3234
	-
	10.2.2
	Rel‑10
	Addition of new testcase 8.2.1.44 for successful Activation of 3C-HSDPA and 4C-HSDPA for different bands.
	approved
	F
	10.3.0
	4C_HSDPA-UEConTest
	R5

	RP-121705
	34.123-1
	3235
	-
	10.2.2
	Rel‑10
	Correction of UTRA GMM TC 12.4.1.3
	approved
	F
	10.3.0
	TEI_Test
	R5

	RP-121663
	34.123-1
	3236
	-
	10.2.2
	Rel‑10
	Update test cases of Elementary procedures for LTE capable UEs (TCs in clause  9 and 12)
	approved
	F
	10.3.0
	TEI8_Test
	R5

	RP-121665
	34.123-1
	3237
	-
	10.2.2
	Rel‑10
	Update of GMM test case 12.4.1.4a
	approved
	F
	10.3.0
	TEI10_Test
	R5

	RP-121705
	34.123-2
	0616
	-
	10.2.0
	Rel‑10
	Removal of applicability for UTRA TC 6.2.1.10
	approved
	F
	10.3.0
	TEI_Test
	R5

	RP-121679
	34.123-2
	0617
	-
	10.2.0
	Rel‑10
	Corrections to applicability table for ANR for UTRAN test cases
	approved
	F
	10.3.0
	ANR_UTRAN-UEConTest
	R5

	RP-121664
	34.123-2
	0618
	-
	10.2.0
	Rel‑10
	Addition of applicability for new Test Case 8.1.2.27 testing default configuration#23.
	approved
	F
	10.3.0
	TEI9_Test
	R5

	RP-121664
	34.123-2
	0619
	-
	10.2.0
	Rel‑10
	Correction to the applicability statement for test case 8.3.11.18.
	approved
	F
	10.3.0
	TEI9_Test
	R5

	RP-121664
	34.123-2
	0620
	-
	10.2.0
	Rel‑10
	Addition of applicability for new Test Case 8.2.2.84 testing default configuration for Cell_FACH
	approved
	F
	10.3.0
	TEI9_Test
	R5

	RP-121680
	34.123-2
	0621
	-
	10.2.0
	Rel‑10
	Addition of applicability for new Test Case 8.2.1.44
	approved
	F
	10.3.0
	4C_HSDPA-UEConTest
	R5

	RP-121654
	34.123-2
	0622
	-
	10.2.0
	Rel‑10
	Correction to the applicability for test case 8.3.11.15 in TS 34.123-2
	approved
	F
	10.3.0
	TEI7_Test
	R5

	RP-121654
	34.123-2
	0623
	-
	10.2.0
	Rel‑10
	Correction to ICS for MB MF Test Cases
	approved
	F
	10.3.0
	TEI7_Test
	R5

	RP-121664
	34.123-2
	0624
	-
	10.2.0
	Rel‑10
	Correction to ICS for Enhanced FACH test cases
	approved
	F
	10.3.0
	TEI9_Test
	R5

	RP-121664
	34.123-3
	2991
	-
	10.1.0
	Rel‑10
	34123-3: Routine maintenance and updates
	approved
	F
	10.2.0
	TEI9_Test
	R5

	RP-121679
	34.123-3
	2992
	-
	10.1.0
	Rel‑10
	Introduction of PIXIT parameter for ANR measurement and logging wait time
	approved
	F
	10.2.0
	ANR_UTRAN-UEConTest
	R5

	RP-121667
	34.123-3
	2993
	-
	10.1.0
	Rel‑10
	Regression CR for UTRA wk23 ATS
	approved
	F
	10.2.0
	TEI_Test
	R5

	RP-121667
	34.123-3
	2994
	-
	10.1.0
	Rel‑10
	Correction to NAS test cases to allow any value for power off during USIM removal
	approved
	F
	10.2.0
	TEI_Test
	R5

	RP-121667
	34.123-3
	2995
	-
	10.1.0
	Rel‑10
	Correction to UTRA ETWS test case 8.1.1.13
	approved
	F
	10.2.0
	TEI8_Test
	R5

	RP-121667
	34.123-3
	2996
	-
	10.1.0
	Rel‑10
	Correction to UTRA RRC test case 8.2.2.59
	approved
	F
	10.2.0
	TEI7_Test
	R5

	RP-121667
	34.123-3
	2997
	-
	10.1.0
	Rel‑10
	Adding Guard Timer extension for manul PLMN test cases
	approved
	F
	10.2.0
	TEI_Test
	R5

	RP-121667
	34.123-3
	2998
	-
	10.1.0
	Rel‑10
	Correction to UTRA test case 6.2.1.1
	approved
	F
	10.2.0
	TEI_Test
	R5

	RP-121667
	34.123-3
	2999
	-
	10.1.0
	Rel‑10
	Correction to UTRA RRC test case 8.3.1.47
	approved
	F
	10.2.0
	TEI7_Test
	R5

	RP-121667
	34.123-3
	3000
	-
	10.1.0
	Rel‑10
	Addition of GCF WI-112 UTRA test case 14.7.1a
	approved
	B
	10.2.0
	TEI7_Test
	R5

	RP-121667
	34.123-3
	3001
	-
	10.1.0
	Rel‑10
	Correction to UTRA test case 6.1.1.14
	approved
	F
	10.2.0
	TEI7_Test
	R5

	RP-121667
	34.123-3
	3002
	-
	10.1.0
	Rel‑10
	Addition of GCF WI-112 UTRA test case 14.7.6a
	approved
	B
	10.2.0
	TEI7_Test
	R5

	RP-121667
	34.123-3
	3003
	-
	10.1.0
	Rel‑10
	Correction to CSoverHSPA test cases 7.3.7.2 and 8.3.1.48
	approved
	F
	10.2.0
	TEI8_Test
	R5

	RP-121667
	34.123-3
	3004
	-
	10.1.0
	Rel‑10
	Corrections to ETWS testcase 8.1.1.13
	approved
	F
	10.2.0
	TEI8_Test
	R5

	RP-121667
	34.123-3
	3005
	-
	10.1.0
	Rel‑10
	Regression CR for UTRA 12wk35 ATS
	approved
	F
	10.2.0
	TEI8_Test
	R5

	RP-121667
	34.123-3
	3006
	-
	10.1.0
	Rel‑10
	Correction to eCall test cases 13.3.1.6 & 13.3.1.10
	approved
	F
	10.2.0
	TEI8_Test
	R5

	RP-121667
	34.123-3
	3007
	-
	10.1.0
	Rel‑10
	Correction to IR_U test cases 6.2.1.7 and 6.2.1.8
	approved
	F
	10.2.0
	TEI_Test
	R5

	RP-121667
	34.123-3
	3008
	-
	10.1.0
	Rel‑10
	Correction to UTRA test case 7.1.7.1
	approved
	F
	10.2.0
	TEI8_Test
	R5

	RP-121667
	34.123-3
	3009
	-
	10.1.0
	Rel‑10
	Correction to UTRA Capability test case 8.1.5.7
	approved
	F
	10.2.0
	TEI_Test
	R5

	RP-121667
	34.123-3
	3010
	-
	10.1.0
	Rel‑10
	Correction to Rel‑6 UTRA testcases
	approved
	F
	10.2.0
	TEI6_Test
	R5

	RP-121667
	34.123-3
	3011
	-
	10.1.0
	Rel‑10
	Corrections to Rel‑8 UTRA test cases
	approved
	F
	10.2.0
	TEI8_Test
	R5

	RP-121667
	34.123-3
	3012
	-
	10.1.0
	Rel‑10
	Correction to Inter-RAT (3G-2G) test cases
	approved
	F
	10.2.0
	TEI_Test
	R5

	RP-121667
	34.123-3
	3013
	-
	10.1.0
	Rel‑10
	Correction in GERAN preamble part for IR_G test cases
	approved
	F
	10.2.0
	TEI7_Test
	R5

	RP-121667
	34.123-3
	3014
	-
	10.1.0
	Rel‑10
	Correction to UTRA test case 8.1.1.13
	approved
	F
	10.2.0
	TEI8_Test
	R5

	RP-121667
	34.123-3
	3015
	-
	10.1.0
	Rel‑10
	Corrections to UTRA SMS test case 16.3 for CS only Domain
	approved
	F
	10.2.0
	TEI_Test
	R5

	RP-121666
	34.123-3
	3016
	-
	10.1.0
	Rel‑10
	Add new verified and e-mail agreed TTCN test cases in the TC lists in 34.123-3 (prose), Annex A
	approved
	F
	10.2.0
	TEI7_Test
	R5

	RP-121663
	34.229-1
	0391
	-
	9.10.0
	Rel‑9
	Correction of default message contents in Annex A
	approved
	F
	9.11.0
	TEI8_Test
	R5

	RP-121663
	34.229-1
	0392
	-
	9.10.0
	Rel‑9
	Correction of 11.2
	approved
	F
	9.11.0
	TEI8_Test
	R5

	RP-121664
	34.229-1
	0393
	-
	9.10.0
	Rel‑9
	Correction to references
	approved
	F
	9.11.0
	TEI9_Test
	R5

	RP-121664
	34.229-1
	0394
	-
	9.10.0
	Rel‑9
	Updates to 12-21 - MO MTSI Video call
	approved
	F
	9.11.0
	TEI9_Test
	R5

	RP-121664
	34.229-1
	0395
	-
	9.10.0
	Rel‑9
	Updates to 12-22 - MT MTSI Video call
	approved
	F
	9.11.0
	TEI9_Test
	R5

	RP-121664
	34.229-1
	0396
	-
	9.10.0
	Rel‑9
	Updates to 17.1 - MO Speech, add video remove video
	approved
	F
	9.11.0
	TEI9_Test
	R5

	RP-121664
	34.229-1
	0397
	-
	9.10.0
	Rel‑9
	Updates to 17.2 - MT Speech, add video remove video
	approved
	F
	9.11.0
	TEI9_Test
	R5

	RP-121664
	34.229-1
	0398
	-
	9.10.0
	Rel‑9
	Update test case 19.5.6
	approved
	F
	9.11.0
	TEI9_Test
	R5

	RP-121664
	34.229-1
	0399
	-
	9.10.0
	Rel‑9
	Update test case 19.5.1
	approved
	F
	9.11.0
	TEI9_Test
	R5

	RP-121664
	34.229-1
	0400
	-
	9.10.0
	Rel‑9
	Update test case 19.5.7
	approved
	F
	9.11.0
	TEI9_Test
	R5

	RP-121664
	34.229-1
	0401
	-
	9.10.0
	Rel‑9
	Update test case 19.5.8
	approved
	F
	9.11.0
	TEI9_Test
	R5

	RP-121664
	34.229-1
	0402
	-
	9.10.0
	Rel‑9
	Update test case 19.5.10
	approved
	F
	9.11.0
	TEI9_Test
	R5

	RP-121664
	34.229-1
	0403
	-
	9.10.0
	Rel‑9
	Update test case 19.3.1
	approved
	F
	9.11.0
	TEI9_Test
	R5

	RP-121664
	34.229-1
	0404
	-
	9.10.0
	Rel‑9
	Update test case 19.1.5
	approved
	F
	9.11.0
	TEI9_Test
	R5

	RP-121664
	34.229-1
	0405
	-
	9.10.0
	Rel‑9
	Removal of location accuracy requirement from Emergency Services test cases
	approved
	F
	9.11.0
	TEI9_Test
	R5

	RP-121664
	34.229-1
	0406
	-
	9.10.0
	Rel‑9
	Update generic procedure C.11
	approved
	F
	9.11.0
	TEI9_Test
	R5

	RP-121663
	34.229-1
	0407
	-
	9.10.0
	Rel‑9
	IMS MTSI TC 15.28 correction
	approved
	F
	9.11.0
	TEI8_Test
	R5

	RP-121663
	34.229-1
	0408
	-
	9.10.0
	Rel‑9
	IMS MTSI TC 15.8 correction
	approved
	F
	9.11.0
	TEI8_Test
	R5

	RP-121685
	34.229-1
	0409
	-
	9.10.0
	Rel‑10
	Update the default messages for aSRVCC
	approved
	F
	10.0.0
	aSRVCC-UEConTest
	R5

	RP-121685
	34.229-1
	0410
	-
	9.10.0
	Rel‑10
	Addition of new generic test procedures for aSRVCC
	approved
	F
	10.0.0
	aSRVCC-UEConTest
	R5

	RP-121664
	34.229-1
	0411
	-
	9.10.0
	Rel‑9
	Location stimulus clarification for Emergency Services test cases
	approved
	F
	9.11.0
	TEI9_Test
	R5

	RP-121663
	34.229-1
	0412
	-
	9.10.0
	Rel‑9
	IMS extend IMS_CC test case 8.1 for LTE
	approved
	F
	9.11.0
	TEI8_Test
	R5

	RP-121663
	34.229-1
	0413
	-
	9.10.0
	Rel‑9
	IMS Default content of ACK
	approved
	F
	9.11.0
	TEI8_Test
	R5

	RP-121664
	34.229-2
	0110
	-
	9.10.0
	Rel‑9
	Update applicability for emergency test cases
	approved
	F
	9.11.0
	TEI9_Test
	R5

	RP-121685
	34.229-2
	0111
	-
	9.10.0
	Rel‑10
	Update to ICS proforma table for Additional information
	approved
	F
	10.0.0
	aSRVCC-UEConTest
	R5

	RP-121664
	34.229-3
	0077
	-
	9.5.0
	Rel‑9
	34229-3: Routine maintenance and updates
	approved
	F
	9.6.0
	TEI9_Test
	R5

	RP-121669
	34.229-3
	0078
	-
	9.5.0
	Rel‑9
	Addition of GCF WI-103 IMS test case 12.12
	approved
	B
	9.6.0
	TEI8_Test
	R5

	RP-121669
	34.229-3
	0079
	-
	9.5.0
	Rel‑9
	Addition of GCF WI-103 IMS test case 12.13
	approved
	B
	9.6.0
	TEI8_Test
	R5

	RP-121669
	34.229-3
	0080
	-
	9.5.0
	Rel‑9
	Addition of GCF WI-103 IMS test case 15.11
	approved
	B
	9.6.0
	TEI8_Test
	R5

	RP-121669
	34.229-3
	0081
	-
	9.5.0
	Rel‑9
	IMS TTCN correction
	approved
	F
	9.6.0
	TEI8_Test
	R5

	RP-121669
	34.229-3
	0082
	-
	9.5.0
	Rel‑9
	Addition of GCF WI-103 IMS test case 15.8
	approved
	B
	9.6.0
	TEI8_Test
	R5

	RP-121669
	34.229-3
	0083
	-
	9.5.0
	Rel‑9
	Addition of GCF WI-103 IMS test case 15.12
	approved
	B
	9.6.0
	TEI8_Test
	R5

	RP-121669
	34.229-3
	0084
	-
	9.5.0
	Rel‑9
	Addition of GCF WI-103 IMS test case 15.27
	approved
	B
	9.6.0
	TEI8_Test
	R5

	RP-121669
	34.229-3
	0085
	-
	9.5.0
	Rel‑9
	Addition of GCF WI-103 IMS test case 15.28
	approved
	B
	9.6.0
	TEI8_Test
	R5

	RP-121668
	34.229-3
	0086
	-
	9.5.0
	Rel‑9
	CR to 34.229-3: Add new verified and e-mail agreed TTCN test cases in the TC lists in 34.229-3 (prose), Annex A
	approved
	F
	9.6.0
	TEI8_Test
	R5

	SP-120855
	35.217
	0001
	-
	7.0.0
	Rel‑7
	Update reference to ETSI SAGE implementorÆs test data
	approved
	F
	7.1.0
	AlgUEA2
	S3

	SP-120855
	35.217
	0002
	-
	8.0.0
	Rel‑8
	Update reference to ETSI SAGE implementorÆs test data
	approved
	A
	8.1.0
	AlgUEA2
	S3

	SP-120855
	35.217
	0003
	-
	9.0.0
	Rel‑9
	Update reference to ETSI SAGE implementorÆs test data
	approved
	A
	9.1.0
	AlgUEA2
	S3

	SP-120855
	35.217
	0004
	-
	10.0.0
	Rel‑10
	Update reference to ETSI SAGE implementorÆs test data
	approved
	A
	10.1.0
	AlgUEA2
	S3

	SP-120855
	35.217
	0005
	-
	11.0.0
	Rel‑11
	Update reference to ETSI SAGE implementorÆs test data
	approved
	A
	11.1.0
	AlgUEA2
	S3

	SP-120855
	35.217
	0006
	-
	11.0.0
	Rel‑12
	Update reference to ETSI SAGE implementorÆs test data
	approved
	A
	12.0.0
	AlgUEA2
	S3

	SP-120855
	35.218
	0001
	-
	7.0.0
	Rel‑7
	Update of URL in references section
	approved
	F
	7.1.0
	AlgUEA2
	S3

	SP-120855
	35.218
	0002
	-
	8.0.0
	Rel‑8
	Update of URL in references section
	approved
	A
	8.1.0
	AlgUEA2
	S3

	SP-120855
	35.218
	0003
	-
	9.0.0
	Rel‑9
	Update of URL in references section
	approved
	A
	9.1.0
	AlgUEA2
	S3

	SP-120855
	35.218
	0004
	-
	10.0.0
	Rel‑10
	Update of URL in references section
	approved
	A
	10.1.0
	AlgUEA2
	S3

	SP-120855
	35.218
	0005
	-
	11.0.0
	Rel‑11
	Update of URL in references section
	approved
	A
	11.1.0
	AlgUEA2
	S3

	SP-120855
	35.218
	0006
	-
	12.0.0
	Rel‑12
	Update of URL in references section
	approved
	A
	12.1.0
	AlgUEA2
	S3

	RP-121884
	36.101
	1362
	-
	11.2.0
	Rel‑11
	Introduction of CA_3_8 RF requirements to TS 36.101
	approved
	B
	11.3.0
	LTE_CA_B3_B8-Core
	R4

	RP-121870
	36.101
	1363
	-
	11.2.0
	Rel‑11
	Removal of square brackets for Band 27 in Table 5.6.1-1
	approved
	F
	11.3.0
	LTE_e850_LB-Core
	R4

	RP-121861
	36.101
	1365
	1
	10.8.0
	Rel‑10
	Some changes related to CA tests and overview table of DL measurement channels
	approved
	F
	10.9.0
	LTE_CA-Perf
	R4

	RP-121861
	36.101
	1366
	-
	11.2.0
	Rel‑11
	Some changes related to CA tests and overview table of DL measurement channels
	approved
	A
	11.3.0
	LTE_CA-Perf
	R4

	RP-121860
	36.101
	1367
	-
	10.8.0
	Rel‑10
	Correction of eICIC CQI tests
	approved
	F
	10.9.0
	eICIC_LTE-Perf
	R4

	RP-121860
	36.101
	1368
	-
	11.2.0
	Rel‑11
	Correction of eICIC CQI tests
	approved
	A
	11.3.0
	eICIC_LTE-Perf
	R4

	RP-121860
	36.101
	1369
	-
	10.8.0
	Rel‑10
	Correction of eICIC demodulation tests
	approved
	F
	10.9.0
	eICIC_LTE-Perf
	R4

	RP-121860
	36.101
	1370
	-
	11.2.0
	Rel‑11
	Correction of eICIC demodulation tests
	approved
	A
	11.3.0
	eICIC_LTE-Perf
	R4

	RP-121862
	36.101
	1372
	1
	10.8.0
	Rel‑10
	Correction of SNR definition
	approved
	F
	10.9.0
	LTE_eDL_MIMO
	R4

	RP-121862
	36.101
	1373
	-
	10.8.0
	Rel‑10
	Correction on CSI-RS subframe offset parameter
	approved
	F
	10.9.0
	LTE_eDL_MIMO
	R4

	RP-121862
	36.101
	1374
	-
	11.2.0
	Rel‑11
	Correction on CSI-RS subframe offset parameter
	approved
	A
	11.3.0
	LTE_eDL_MIMO
	R4

	RP-121862
	36.101
	1375
	1
	10.8.0
	Rel‑10
	Correction on FRC table in CSI test
	approved
	F
	10.9.0
	LTE_eDL_MIMO
	R4

	RP-121862
	36.101
	1376
	-
	11.2.0
	Rel‑11
	Correction on FRC table in CSI test
	approved
	A
	11.3.0
	LTE_eDL_MIMO
	R4

	RP-121849
	36.101
	1379
	-
	8.19.0
	Rel‑8
	Correction of PCFICH power parameter setting
	approved
	F
	8.20.0
	LTE-RF
	R4

	RP-121849
	36.101
	1380
	-
	9.13.1
	Rel‑9
	Correction of PCFICH power parameter setting
	approved
	A
	9.14.0
	LTE-RF
	R4

	RP-121862
	36.101
	1381
	1
	10.8.0
	Rel‑10
	Correction of reference channel table for TDD eDL-MIMIO RI test
	approved
	F
	10.9.0
	LTE_eDL_MIMO
	R4

	RP-121862
	36.101
	1382
	-
	11.2.0
	Rel‑11
	Correction of reference channel table for TDD eDL-MIMIO RI test
	approved
	A
	11.3.0
	LTE_eDL_MIMO
	R4

	RP-121850
	36.101
	1384
	1
	9.13.1
	Rel‑9
	OCNG patterns for Sustained Data rate testing
	approved
	F
	9.14.0
	LTE-RF
	R4

	RP-121850
	36.101
	1385
	-
	10.8.0
	Rel‑10
	OCNG patterns for Sustained Data rate testing
	approved
	A
	10.9.0
	LTE-RF
	R4

	RP-121850
	36.101
	1386
	-
	11.2.0
	Rel‑11
	OCNG patterns for Sustained Data rate testing
	approved
	A
	11.3.0
	LTE-RF
	R4

	RP-121867
	36.101
	1387
	1
	10.8.0
	Rel‑10
	Introduction of one periodic CQI test for CA deployments
	approved
	F
	10.9.0
	TEI10
	R4

	RP-121867
	36.101
	1388
	1
	11.2.0
	Rel‑11
	Introduction of one periodic CQI test for CA deployments
	approved
	A
	11.3.0
	TEI10
	R4

	RP-121894
	36.101
	1396
	-
	11.2.0
	Rel‑11
	Introduction of CA_B5_B12 in 36.101
	approved
	B
	11.3.0
	LTE_CA_B5_B12-Core
	R4

	RP-121850
	36.101
	1399
	-
	9.13.1
	Rel‑9
	Introducing the additional frequency bands of 5 MHz x 2 in 1.7 GHz in Japan to Band 3
	approved
	F
	9.14.0
	LTE-RF
	R4

	RP-121850
	36.101
	1400
	-
	10.8.0
	Rel‑10
	Introducing the additional frequency bands of 5 MHz x 2 in 1.7 GHz in Japan to Band 3
	approved
	A
	10.9.0
	LTE-RF
	R4

	RP-121850
	36.101
	1401
	-
	11.2.0
	Rel‑11
	Introducing the additional frequency bands of 5 MHz x 2 in 1.7 GHz in Japan to Band 3
	approved
	F
	11.3.0
	LTE-RF
	R4

	RP-121860
	36.101
	1403
	-
	10.8.0
	Rel‑10
	CR on eICIC RI test
	approved
	F
	10.9.0
	eICIC_LTE-Perf
	R4

	RP-121861
	36.101
	1404
	-
	10.8.0
	Rel‑10
	Correction of some errors in reference sensitivity for CA in TS 36.101 (R10)
	approved
	F
	10.9.0
	LTE_CA-Core
	R4

	RP-121887
	36.101
	1406
	1
	11.2.0
	Rel‑11
	Reference sensitivity for the small bandwidth of CA_4-12
	approved
	F
	11.3.0
	LTE_CA_B4_B12-Core
	R4

	RP-121860
	36.101
	1407
	-
	11.2.0
	Rel‑11
	CR on eICIC RI test
	approved
	A
	11.3.0
	eICIC_LTE-Perf
	R4

	RP-121862
	36.101
	1408
	1
	10.8.0
	Rel‑10
	Cleaning of 36.101 Performance sections Rel‑10
	approved
	F
	10.9.0
	LTE_eDL_MIMO
	R4

	RP-121862
	36.101
	1409
	-
	11.2.0
	Rel‑11
	Cleaning of 36.101 Performance sections Rel‑11
	approved
	A
	11.3.0
	LTE_eDL_MIMO
	R4

	RP-121861
	36.101
	1415
	1
	10.8.0
	Rel‑10
	Out-of-band blocking requirements for inter-band carrier aggregation
	approved
	F
	10.9.0
	LTE_CA-Core
	R4

	RP-121861
	36.101
	1416
	-
	11.2.0
	Rel‑11
	Out-of-band blocking requirements for inter-band carrier aggregation
	approved
	A
	11.3.0
	LTE_CA-Core
	R4

	RP-121860
	36.101
	1417
	1
	10.8.0
	Rel‑10
	Brackets clean up for eICIC CSI/demodulation
	approved
	F
	10.9.0
	eICIC_LTE-Perf
	R4

	RP-121861
	36.101
	1418
	-
	11.2.0
	Rel‑11
	Adding missed SNR reference values for CA soft buffer tests
	approved
	F
	11.3.0
	LTE_CA-Perf
	R4

	RP-121890
	36.101
	1422
	-
	11.2.0
	Rel‑11
	Introduction of CA_4A-5A into 36.101
	approved
	B
	11.3.0
	LTE_CA_B4_B5-Core
	R4

	RP-121867
	36.101
	1430
	-
	10.8.0
	Rel‑10
	Clean up of specification R10
	approved
	F
	10.9.0
	TEI10
	R4

	RP-121867
	36.101
	1431
	-
	11.2.0
	Rel‑11
	Clean up of specification R11
	approved
	A
	11.3.0
	TEI10
	R4

	RP-121852
	36.101
	1432
	1
	8.19.0
	Rel‑8
	Band 1 to Band 33 and Band 39 UE coexistence requirements
	approved
	F
	8.20.0
	TEI8
	R4

	RP-121859
	36.101
	1434
	1
	9.13.1
	Rel‑9
	Band 1 to Band 33 and Band 39 UE coexistence requirements
	approved
	F
	9.14.0
	TEI9
	R4

	RP-121867
	36.101
	1435
	1
	10.8.0
	Rel‑10
	Band 1 to Band 33 and Band 39 UE coexistence requirements
	approved
	F
	10.9.0
	TEI10
	R4

	RP-121867
	36.101
	1436
	-
	11.2.0
	Rel‑11
	Band 1 to Band 33 and Band 39 UE coexistence requirements
	approved
	A
	11.3.0
	TEI10
	R4

	RP-121871
	36.101
	1437
	1
	11.2.0
	Rel‑11
	Editorial corrections for Band 26
	approved
	D
	11.3.0
	e850_UB-Core
	R4

	RP-121896
	36.101
	1438
	-
	11.2.0
	Rel‑11
	Introduction of Band 5 + Band 17 inter-band CA configuration into 36.101
	approved
	B
	11.3.0
	LTE_CA_B5_B17-Core
	R4

	RP-121862
	36.101
	1441
	-
	10.8.0
	Rel‑10
	Correction of eDL-MIMO RI test and RMC table for the CSI test
	approved
	F
	10.9.0
	LTE_eDL_MIMO
	R4

	RP-121862
	36.101
	1442
	-
	11.2.0
	Rel‑11
	Correction of eDL-MIMO RI test and RMC table for the CSI test
	approved
	A
	11.3.0
	LTE_eDL_MIMO
	R4

	RP-121861
	36.101
	1443
	-
	10.8.0
	Rel‑10
	Minor correction to ceiling function example - rel10
	approved
	F
	10.9.0
	LTE_CA-Core
	R4

	RP-121861
	36.101
	1444
	-
	11.2.0
	Rel‑11
	Minor correction to ceiling function example - rel11
	approved
	A
	11.3.0
	LTE_CA-Core
	R4

	RP-121862
	36.101
	1449
	-
	11.2.0
	Rel‑11
	Correction of SNR definition
	approved
	A
	11.3.0
	LTE_eDL_MIMO
	R4

	RP-121860
	36.101
	1450
	-
	11.2.0
	Rel‑11
	Brackets clean up for eICIC CSI/demodulation
	approved
	A
	11.3.0
	eICIC_LTE-Perf
	R4

	RP-121860
	36.101
	1454
	1
	10.8.0
	Rel‑10
	CR on eICIC RI testing (Rel‑10)
	approved
	F
	10.9.0
	eICIC_LTE-Perf
	R4

	RP-121860
	36.101
	1455
	-
	11.2.0
	Rel‑11
	CR on eICIC RI testing (Rel‑11)
	approved
	A
	11.3.0
	eICIC_LTE-Perf
	R4

	RP-121862
	36.101
	1458
	-
	10.8.0
	Rel‑10
	Correction on FRC table
	approved
	F
	10.9.0
	LTE_eDL_MIMO
	R4

	RP-121862
	36.101
	1459
	-
	11.2.0
	Rel‑11
	Correction on FRC table
	approved
	A
	11.3.0
	LTE_eDL_MIMO
	R4

	RP-121879
	36.101
	1461
	1
	11.2.0
	Rel‑11
	CR for LTE B14 HPUE (Power Class 1 )
	approved
	B
	11.3.0
	LTE_B14_PSBB_HPUE-Core
	R4

	RP-121862
	36.101
	1462
	-
	9.13.1
	Rel‑9
	Adding references to the appropriate beamforming model (Rel‑9)
	approved
	F
	9.14.0
	LTE_eDL_MIMO
	R4

	RP-121862
	36.101
	1463
	-
	10.8.0
	Rel‑10
	Adding references to the appropriate beamforming model (Rel‑10)
	approved
	F
	10.9.0
	LTE_eDL_MIMO
	R4

	RP-121862
	36.101
	1464
	-
	11.2.0
	Rel‑11
	Adding references to the appropriate beamforming model (Rel‑11)
	approved
	A
	11.3.0
	LTE_eDL_MIMO
	R4

	RP-121898
	36.101
	1465
	1
	11.2.0
	Rel‑11
	Introduction of CA_8_20 RF requirements into TS 36.101
	approved
	B
	11.3.0
	LTE_CA_B8_B20-Core
	R4

	RP-121866
	36.101
	1466
	-
	10.8.0
	Rel‑10
	Maintenance of Band 23 UE Coexistence
	approved
	F
	10.9.0
	S_Band_LTE_ATC_MSS-Core
	R4

	RP-121882
	36.101
	1468
	1
	11.2.0
	Rel‑11
	Introduction of inter-band CA_11-18 into TS 36.101
	approved
	B
	11.3.0
	LTE_CA_B11_B18-Core
	R4

	RP-121903
	36.101
	1472
	1
	11.2.0
	Rel‑11
	Introduction of advanced receivers demodulation performance (FDD)
	approved
	B
	11.3.0
	LTE_Interf_Rej-Perf
	R4

	RP-121903
	36.101
	1473
	1
	11.2.0
	Rel‑11
	Introduction of performance requirements for verifying the receiver type for advanced receivers (FDD/TDD)
	approved
	B
	11.3.0
	LTE_Interf_Rej-Perf
	R4

	RP-121886
	36.101
	1474
	-
	11.2.0
	Rel‑11
	CR to remove the square bracket of A-MPR in TS 36.101
	approved
	F
	11.3.0
	LTE_CA_B38-Core
	R4

	RP-121861
	36.101
	1476
	-
	11.2.0
	Rel‑11
	Correction of some errors in reference sensitivity for CA in TS 36.101 (R11)
	approved
	A
	11.3.0
	LTE_CA-Core
	R4

	RP-121903
	36.101
	1480
	1
	11.2.0
	Rel‑11
	Introduction of Advanced Receivers Test Cases for TDD
	approved
	B
	11.3.0
	LTE_Interf_Rej-Perf
	R4

	RP-121901
	36.101
	1490
	1
	11.2.0
	Rel‑11
	Introduction of Band 29
	approved
	B
	11.3.0
	LTE_DL_FDD700-Core
	R4

	RP-121849
	36.101
	1491
	2
	8.19.0
	Rel‑8
	Low-channel Band 1 coexistence with PHS
	approved
	F
	8.20.0
	LTE-RF
	R4

	RP-121849
	36.101
	1492
	-
	9.13.1
	Rel‑9
	Low-channel Band 1 coexistence with PHS
	approved
	A
	9.14.0
	LTE-RF
	R4

	RP-121849
	36.101
	1493
	-
	10.8.0
	Rel‑10
	Low-channel Band 1 coexistence with PHS
	approved
	A
	10.9.0
	LTE-RF
	R4

	RP-121849
	36.101
	1494
	-
	11.2.0
	Rel‑11
	Low-channel Band 1 coexistence with PHS
	approved
	A
	11.3.0
	LTE-RF
	R4

	RP-121861
	36.101
	1498
	1
	11.2.0
	Rel‑11
	Completion of the tables of bandwidth combinations specified for CA
	approved
	F
	11.3.0
	LTE_CA-Core
	R4

	RP-121861
	36.101
	1499
	1
	11.2.0
	Rel‑11
	Exceptions to REFSENS requrirements for class A2 CA combinations
	approved
	F
	11.3.0
	LTE_CA-Core
	R4

	RP-121892
	36.101
	1500
	-
	11.2.0
	Rel‑11
	Introduction of carrier aggregation configuration CA_4-7
	approved
	B
	11.3.0
	LTE_CA_B4_B7-Core
	R4

	RP-121862
	36.101
	1501
	1
	8.19.0
	Rel‑8
	Clean up CR for Rel‑8
	approved
	F
	8.20.0
	LTE_eDL_MIMO
	R4

	RP-121862
	36.101
	1502
	-
	9.13.1
	Rel‑9
	Clean up CR for Rel_9
	approved
	A
	9.14.0
	LTE_eDL_MIMO
	R4

	RP-121870
	36.101
	1504
	-
	11.2.0
	Rel‑11
	Editorial corrections to Band 27 specifications
	approved
	D
	11.3.0
	LTE_e850_LB-Core
	R4

	RP-121878
	36.101
	1505
	-
	11.2.0
	Rel‑11
	Band 28 AMPR for DTV protection
	approved
	F
	11.3.0
	LTE_APAC700-Core
	R4

	RP-121852
	36.101
	1506
	1
	8.19.0
	Rel‑8
	UE-UE coexistence between bands with small frequency separation
	approved
	F
	8.20.0
	TEI8
	R4

	RP-121852
	36.101
	1507
	-
	9.13.1
	Rel‑9
	UE-UE coexistence between bands with small frequency separation
	approved
	A
	9.14.0
	TEI8
	R4

	RP-121852
	36.101
	1508
	-
	10.8.0
	Rel‑10
	UE-UE coexistence between bands with small frequency separation
	approved
	A
	10.9.0
	TEI8
	R4

	RP-121852
	36.101
	1509
	1
	11.2.0
	Rel‑11
	UE-UE coexistence between bands with small frequency separation
	approved
	F
	11.3.0
	TEI8
	R4

	RP-121911
	36.101
	1510
	-
	11.2.0
	Rel‑11
	Adding UE-UE Coexistence Requirement for Band 3 and Band 26
	approved
	B
	11.3.0
	TEI11
	R4

	RP-121860
	36.101
	1512
	-
	10.8.0
	Rel‑10
	Applicable OFDM symbols of Noc_2 for PDCCH/PCFICH ABS-MBSFN test cases
	approved
	F
	10.9.0
	eICIC_LTE-Perf
	R4

	RP-121866
	36.101
	1513
	-
	11.2.0
	Rel‑11
	Maintenance of Band 23 UE Coexistence
	approved
	A
	11.3.0
	S_Band_LTE_ATC_MSS-Core
	R4

	RP-121851
	36.101
	1514
	-
	10.8.0
	Rel‑10
	Corrections to TM4 rank indicator Test 3
	approved
	F
	10.9.0
	LTE-RF
	R4

	RP-121851
	36.101
	1515
	-
	11.2.0
	Rel‑11
	Corrections to TM4 rank indicator Test 3
	approved
	F
	11.3.0
	LTE-RF
	R4

	RP-121861
	36.101
	1516
	-
	10.8.0
	Rel‑10
	Correction of test configuraitons and FRC for CA demodulation with power imbalance
	approved
	F
	10.9.0
	LTE_CA-Core
	R4

	RP-121861
	36.101
	1517
	-
	11.2.0
	Rel‑11
	Correction of test configuraitons and FRC for CA demodulation with power imbalance
	approved
	A
	11.3.0
	LTE_CA-Core
	R4

	RP-121860
	36.101
	1518
	-
	11.2.0
	Rel‑11
	Applicable OFDM symbols of Noc_2 for PDCCH/PCFICH ABS-MBSFN test cases
	approved
	A
	11.3.0
	eICIC_LTE-Perf
	R4

	RP-121884
	36.104
	0330
	-
	11.2.0
	Rel‑11
	Introduction of CA band combination Band 3 + Band 8 to TS 36.104
	approved
	B
	11.3.0
	LTE_CA_B3_B8-Core
	R4

	RP-121861
	36.104
	0331
	-
	11.2.0
	Rel‑11
	Introduction of CA band combination Band4 + Band5 to TS 36.104
	approved
	B
	11.3.0
	LTE_CA-Core
	R4

	RP-121896
	36.104
	0332
	-
	11.2.0
	Rel‑11
	Introduction of CA band combination Band5 + Band17 to TS 36.104
	approved
	B
	11.3.0
	LTE_CA_B5_B17-Core
	R4

	RP-121906
	36.104
	0333
	-
	11.2.0
	Rel‑11
	Introduction of medium range BS class to TS 36.104 (clause 1-5)
	approved
	B
	11.3.0
	medBS_class_LTE_MSR-Core, medBS_class_LTE_MSR-Perf
	R4

	RP-121880
	36.104
	0334
	-
	11.2.0
	Rel‑11
	Introduction of CA band combination Band1+Band7 to TS 36.104
	withdrawn
	B
	
	LTE_CA_B1_B7-Core
	R4

	RP-121861
	36.104
	0335
	-
	11.2.0
	Rel‑11
	Correction of performance requirements of PUCCH format2 with DTX
	approved
	F
	11.3.0
	LTE_CA-Perf
	R4

	RP-121855
	36.104
	0338
	-
	11.2.0
	Rel‑11
	Modification of ouput power requirement for LA E-UTRA BS
	approved
	C
	11.3.0
	LTEimp-Pico_eNB-RF
	R4

	RP-121861
	36.104
	0339
	1
	10.8.0
	Rel‑10
	Cleanup of 36.141 performance
	approved
	F
	10.9.0
	LTE_CA-Perf
	R4

	RP-121861
	36.104
	0340
	-
	11.2.0
	Rel‑11
	Correction on BS demodulation performance
	approved
	A
	11.3.0
	LTE_CA-Perf
	R4

	RP-121867
	36.104
	0342
	-
	10.8.0
	Rel‑10
	Clean up of specification R10
	approved
	F
	10.9.0
	TEI10
	R4

	RP-121867
	36.104
	0343
	-
	11.2.0
	Rel‑11
	Clean up of specification R11
	approved
	A
	11.3.0
	TEI10
	R4

	RP-121911
	36.104
	0344
	1
	11.2.0
	Rel‑11
	Modification on E-UTRA transmitter requirements
	approved
	F
	11.3.0
	TEI11
	R4

	RP-121899
	36.104
	0348
	1
	11.2.0
	Rel‑11
	Implementing NC CA in LTE LA
	approved
	B
	11.3.0
	LTE_CA_enh-Core
	R4

	RP-121894
	36.104
	0349
	-
	11.2.0
	Rel‑11
	Introduction of CA_B5_B12 in 36.104
	approved
	B
	11.3.0
	LTE_CA_B5_B12-Core
	R4

	RP-121899
	36.104
	0351
	-
	11.2.0
	Rel‑11
	Correction to intra-band non-contiguous carrier aggregation bands acronym
	approved
	F
	11.3.0
	LTE_CA_enh-Core
	R4

	RP-121906
	36.104
	0352
	2
	11.2.0
	Rel‑11
	CR for TS 36.104 transmitter characteristics (Clause 6) due to introduction of Medium Range BS
	approved
	B
	11.3.0
	medBS_class_LTE_MSR-Core
	R4

	RP-121906
	36.104
	0353
	1
	11.2.0
	Rel‑11
	E-UTRA MR BS receiver requirements
	approved
	B
	11.3.0
	medBS_class_LTE_MSR-Core
	R4

	RP-121899
	36.104
	0354
	1
	11.2.0
	Rel‑11
	Further corrections for NC CA in LTE LA BS
	approved
	B
	11.3.0
	LTE_CA_enh-Core
	R4

	RP-121887
	36.104
	0355
	-
	11.2.0
	Rel‑11
	Introduction of CA_4-12 into TS 36.104
	approved
	B
	11.3.0
	LTE_CA_B4_B12-Core
	R4

	RP-121882
	36.104
	0356
	-
	11.2.0
	Rel‑11
	Introduction of inter-band CA_11-18 into TS 36.104
	approved
	B
	11.3.0
	LTE_CA_B11_B18-Core
	R4

	RP-121907
	36.104
	0357
	-
	11.2.0
	Rel‑11
	Introduction of new BS classes to E-UTRA core specification (performance part)
	approved
	B
	11.3.0
	medBS_class_LTE_MSR-Perf
	R4

	RP-121867
	36.104
	0358
	1
	10.8.0
	Rel‑10
	Modificaiton on ACLR requirement
	approved
	F
	10.9.0
	TEI10
	R4

	RP-121863
	36.104
	0361
	-
	10.8.0
	Rel‑10
	Removal of brackets around medium correlation in table
	approved
	F
	10.9.0
	LTE_UL_MIMO-Perf
	R4

	RP-121863
	36.104
	0362
	-
	11.2.0
	Rel‑11
	Removal of brackets around medium correlation in table
	approved
	A
	11.3.0
	LTE_UL_MIMO-Perf
	R4

	RP-121892
	36.104
	0363
	-
	11.2.0
	Rel‑11
	Introduction of inter-band CA_4-7 into TS 36.104
	approved
	B
	11.3.0
	LTE_CA_B4_B7-Core
	R4

	RP-121901
	36.104
	0364
	-
	11.2.0
	Rel‑11
	Introduction of Band 29
	approved
	B
	11.3.0
	LTE_DL_FDD700-Core
	R4

	RP-121858
	36.106
	0043
	1
	10.5.1
	Rel‑10
	Modifications of frequency ranges for E-UTRA Band 6, 18, 19 in the Tables for Spurious Emission limits and Input Intermodulation requirements
	approved
	F
	10.6.0
	RInImp9-UMTSLTE800
	R4

	RP-121867
	36.106
	0044
	-
	10.5.1
	Rel‑10
	The special cases for protection of E-UTRA Band 3 and Band 10 in co-existence and co-location with E-UTRA Repeaters
	approved
	F
	10.6.0
	TEI10
	R4

	RP-121858
	36.106
	0045
	-
	11.0.1
	Rel‑11
	Modifications of frequency ranges for E-UTRA Band 6, 18, 19 in the Tables for Spurious Emission limits and Input Intermodulation requirements
	approved
	A
	11.1.0
	RInImp9-UMTSLTE800
	R4

	RP-121867
	36.106
	0046
	-
	11.0.1
	Rel‑11
	The special cases for protection of E-UTRA Band 3 and Band 10 in co-existence and co-location with E-UTRA Repeaters
	approved
	A
	11.1.0
	TEI10
	R4

	RP-121867
	36.106
	0047
	-
	10.5.1
	Rel‑10
	The special cases for protection of E-UTRA Band 42 in co-existence and co-location with E-UTRA FDD Repeaters
	approved
	F
	10.6.0
	TEI10
	R4

	RP-121867
	36.106
	0048
	-
	11.0.1
	Rel‑11
	The special cases for protection of E-UTRA Band 42 in co-existence and co-location with E-UTRA FDD Repeaters
	approved
	A
	11.1.0
	TEI10
	R4

	RP-121901
	36.113
	0039
	1
	11.1.0
	Rel‑11
	Introduction of Band 29 into TS 36.113
	approved
	B
	11.2.0
	LTE_DL_FDD700-Core
	R4

	RP-121904
	36.116
	0002
	-
	11.0.0
	Rel‑11
	Correction of relay demodulation requirements
	approved
	F
	11.1.0
	LTE_Relay2-Perf
	R4

	RP-121904
	36.116
	0003
	-
	11.0.0
	Rel‑11
	Corrections on Relay backhaul link R-PDCCH performance
	approved
	F
	11.1.0
	LTE_Relay2-Perf
	R4

	RP-121901
	36.124
	0023
	1
	11.1.0
	Rel‑11
	Introduction of Band 29 into TS 36.124
	approved
	B
	11.2.0
	LTE_DL_FDD700-Core
	R4

	RP-121899
	36.133
	1458
	-
	11.2.0
	Rel‑11
	Random Access Core Requirement for Scell
	approved
	B
	11.3.0
	LTE_CA_enh-Core
	R4

	RP-121861
	36.133
	1459
	-
	11.2.0
	Rel‑11
	Correction on CA TDD RSTD measurement accuracy test cases R11
	approved
	F
	11.3.0
	LTE_CA-Core
	R4

	RP-121849
	36.133
	1460
	-
	10.8.1
	Rel‑10
	Correction to high priority cell measurement of UTRA TDD R10
	approved
	F
	10.9.0
	LTE-RF
	R4

	RP-121849
	36.133
	1461
	-
	11.2.0
	Rel‑11
	Correction to high priority cell measurement of UTRA TDD R11
	approved
	A
	11.3.0
	LTE-RF
	R4

	RP-121861
	36.133
	1466
	-
	10.8.1
	Rel‑10
	Clarification of Test Requirements for CA RSRP, RSRQ Test Cases
	approved
	F
	10.9.0
	LTE_CA-core
	R4

	RP-121861
	36.133
	1467
	-
	11.2.0
	Rel‑11
	Clarification of Test Requirements for CA RSRP, RSRQ Test Cases
	approved
	A
	11.3.0
	LTE_CA-core
	R4

	RP-121850
	36.133
	1468
	-
	9.13.0
	Rel‑9
	Remove [ ] from 10% requirement in RRM Test cases A.4.2.7 and A.4.2.8
	approved
	F
	9.14.0
	LTE-RF
	R4

	RP-121850
	36.133
	1469
	-
	10.8.1
	Rel‑10
	Remove [ ] from 10% requirement in RRM Test cases A.4.2.7 and A.4.2.8
	approved
	A
	10.9.0
	LTE-RF
	R4

	RP-121850
	36.133
	1470
	-
	11.2.0
	Rel‑11
	Remove [ ] from 10% requirement in RRM Test cases A.4.2.7 and A.4.2.8
	approved
	A
	11.3.0
	LTE-RF
	R4

	RP-121861
	36.133
	1474
	-
	10.8.1
	Rel‑10
	Correction to RSTD Measurement Reporting Delay for Carrier Aggregation Test Cases
	approved
	F
	10.9.0
	LTE_CA-Core
	R4

	RP-121854
	36.133
	1478
	-
	10.8.1
	Rel‑10
	RSTD accuracy requirements under intra-frequency HO
	approved
	F
	10.9.0
	LCS_LTE
	R4

	RP-121861
	36.133
	1485
	1
	10.8.1
	Rel‑10
	Clean up for CA
	approved
	F
	10.9.0
	LTE_CA-Core
	R4

	RP-121861
	36.133
	1486
	1
	11.2.0
	Rel‑11
	Clean up for CA
	approved
	F
	11.3.0
	LTE_CA-Core
	R4

	RP-121911
	36.133
	1487
	-
	11.2.0
	Rel‑11
	Clarification of CPICH RSCP side conditions
	approved
	F
	11.3.0
	TEI11
	R4

	RP-121867
	36.133
	1488
	-
	10.8.1
	Rel‑10
	Editorial corrections
	approved
	F
	10.9.0
	TEI10
	R4

	RP-121867
	36.133
	1489
	-
	11.2.0
	Rel‑11
	Editorial corrections
	approved
	A
	11.3.0
	TEI10
	R4

	RP-121867
	36.133
	1496
	-
	10.8.1
	Rel‑10
	Band correction in RRM requirements
	approved
	F
	10.9.0
	TEI10
	R4

	RP-121867
	36.133
	1497
	-
	11.2.0
	Rel‑11
	Band correction in RRM requirements
	approved
	A
	11.3.0
	TEI10
	R4

	RP-121861
	36.133
	1499
	-
	11.2.0
	Rel‑11
	Correction to RSTD Measurement Reporting Delay for Carrier Aggregation Test Cases
	approved
	A
	11.3.0
	LTE_CA-Core
	R4

	RP-121861
	36.133
	1505
	-
	10.8.1
	Rel‑10
	Band-dependent RRM requirements for CA
	approved
	F
	10.9.0
	LTE_CA-core
	R4

	RP-121861
	36.133
	1506
	-
	11.2.0
	Rel‑11
	Band-dependent RRM requirements for CA
	approved
	A
	11.3.0
	LTE_CA-core
	R4

	RP-121872
	36.133
	1507
	1
	11.2.0
	Rel‑11
	CR on RLM Requirements for FeICIC
	approved
	F
	11.3.0
	eICIC_enh_LTE-Core
	R4

	RP-121859
	36.133
	1512
	1
	9.13.0
	Rel‑9
	E-UTRAN CSG Proximity Indication Requirements (Rel‑9)
	approved
	F
	9.14.0
	TEI9
	R4

	RP-121854
	36.133
	1514
	-
	9.13.0
	Rel‑9
	Correction of OCNG Patterns for UE Rx - Tx Time Difference Test Cases
	approved
	F
	9.14.0
	LCS_LTE
	R4

	RP-121854
	36.133
	1515
	-
	10.8.1
	Rel‑10
	Correction of OCNG Patterns for UE Rx - Tx Time Difference Test Cases
	approved
	A
	10.9.0
	LCS_LTE
	R4

	RP-121854
	36.133
	1516
	-
	11.2.0
	Rel‑11
	Correction of OCNG Patterns for UE Rx - Tx Time Difference Test Cases
	approved
	A
	11.3.0
	LCS_LTE
	R4

	RP-121872
	36.133
	1517
	1
	11.2.0
	Rel‑11
	Cell identification requirements in FeICIC
	approved
	B
	11.3.0
	eICIC_enh_LTE-Core
	R4

	RP-121851
	36.133
	1521
	1
	10.8.1
	Rel‑10
	Time offset correction in CA test cases R10
	approved
	F
	10.9.0
	LTE-RF
	R4

	RP-121851
	36.133
	1522
	-
	11.2.0
	Rel‑11
	Time offset correction in CA test cases R11
	approved
	A
	11.3.0
	LTE-RF
	R4

	RP-121851
	36.133
	1523
	1
	10.8.1
	Rel‑10
	Time offset correction in CA RSTD test cases R10
	approved
	F
	10.9.0
	LTE-RF
	R4

	RP-121854
	36.133
	1525
	-
	9.13.0
	Rel‑9
	Clarification on inter-frequency RSTD measurement accuracy requirement R9
	approved
	F
	9.14.0
	LCS_LTE
	R4

	RP-121854
	36.133
	1528
	1
	10.8.1
	Rel‑10
	Clarification on RSTD measurement requirement under HO and Pcell changing R10
	approved
	F
	10.9.0
	LCS_LTE
	R4

	RP-121854
	36.133
	1529
	1
	11.2.0
	Rel‑11
	Clarification on RSTD measurement requirement under HO and Pcell changing R11
	approved
	F
	11.3.0
	LCS_LTE
	R4

	RP-121910
	36.133
	1530
	2
	11.2.0
	Rel‑11
	Introduction the IDC requirements in 36.133 Rel‑11
	approved
	B
	11.3.0
	SPIA_IDC_LTE-Core
	R4

	RP-121849
	36.133
	1534
	-
	8.19.0
	Rel‑8
	Correction on test cases for handover to UTRAN TDD for Rel‑8
	approved
	F
	8.20.0
	LTE-RF
	R4

	RP-121849
	36.133
	1535
	-
	9.13.0
	Rel‑9
	Correction on test cases for handover to UTRAN TDD for Rel‑9
	approved
	A
	9.14.0
	LTE-RF
	R4

	RP-121849
	36.133
	1536
	-
	10.8.1
	Rel‑10
	Correction on test cases for handover to UTRAN TDD for Rel‑10
	approved
	A
	10.9.0
	LTE-RF
	R4

	RP-121849
	36.133
	1537
	-
	11.2.0
	Rel‑11
	Correction on test cases for handover to UTRAN TDD for Rel‑11
	approved
	A
	11.3.0
	LTE-RF
	R4

	RP-121910
	36.133
	1542
	-
	11.2.0
	Rel‑11
	RRM requirements under IDC
	approved
	B
	11.3.0
	SPIA_IDC_LTE-Core
	R4

	RP-121867
	36.133
	1544
	1
	10.8.1
	Rel‑10
	Editorial corrections RRM
	approved
	F
	10.9.0
	TEI10
	R4

	RP-121867
	36.133
	1545
	-
	11.2.0
	Rel‑11
	Editorial corrections RRM
	approved
	A
	11.3.0
	TEI10
	R4

	RP-121852
	36.133
	1546
	-
	8.19.0
	Rel‑8
	Conditions in CSG reselection requirements
	approved
	F
	8.20.0
	TEI8
	R4

	RP-121852
	36.133
	1547
	-
	9.13.0
	Rel‑9
	Conditions in CSG reselection requirements
	approved
	A
	9.14.0
	TEI8
	R4

	RP-121852
	36.133
	1548
	-
	10.8.1
	Rel‑10
	Conditions in CSG reselection requirements
	approved
	A
	10.9.0
	TEI8
	R4

	RP-121852
	36.133
	1549
	-
	11.2.0
	Rel‑11
	Conditions in CSG reselection requirements
	approved
	A
	11.3.0
	TEI8
	R4

	RP-121852
	36.133
	1550
	-
	8.19.0
	Rel‑8
	Correcting inconsistency between inter-RAT UTRA measurements and requirements
	approved
	F
	8.20.0
	TEI8
	R4

	RP-121852
	36.133
	1551
	-
	9.13.0
	Rel‑9
	Correcting inconsistency between inter-RAT UTRA measurements and requirements
	approved
	A
	9.14.0
	TEi8
	R4

	RP-121852
	36.133
	1552
	-
	10.8.1
	Rel‑10
	Correcting inconsistency between inter-RAT UTRA measurements and requirements
	approved
	A
	10.9.0
	TEI8
	R4

	RP-121852
	36.133
	1553
	-
	11.2.0
	Rel‑11
	Correcting inconsistency between inter-RAT UTRA measurements and requirements
	approved
	A
	11.3.0
	TEI8
	R4

	RP-121861
	36.133
	1554
	-
	10.8.1
	Rel‑10
	Refsens requirements for CA capable UE
	approved
	F
	10.9.0
	LTE_CA-Core
	R4

	RP-121861
	36.133
	1555
	-
	11.2.0
	Rel‑11
	Refsens requirements for CA capable UE
	approved
	A
	11.3.0
	LTE_CA-Core
	R4

	RP-121854
	36.133
	1558
	1
	11.2.0
	Rel‑11
	Intra-frequency RSTD accuracy requirements account for serving cell bandwidth
	approved
	F
	11.3.0
	LCS_LTE
	R4

	RP-121854
	36.133
	1559
	1
	11.2.0
	Rel‑11
	Clarification on the total number of cells for RSTD inter-frequency measurement
	approved
	F
	11.3.0
	LCS_LTE
	R4

	RP-121860
	36.133
	1560
	3
	10.8.1
	Rel‑10
	Clarification of the TDM pattern conditions
	revised
	F
	
	eICIC_LTE-Core
	R4

	RP-121972
	36.133
	1560
	4
	10.8.1
	Rel‑10
	Clarification of the TDM pattern conditions
	revised
	A
	
	eICIC_LTE-Core
	R4

	RP-121983
	36.133
	1560
	5
	10.8.1
	Rel‑10
	Clarification of the TDM pattern conditions
	approved
	F
	10.9.0
	eICIC_LTE-Core
	R4

	RP-121860
	36.133
	1561
	1
	11.2.0
	Rel‑11
	Clarification of the TDM pattern conditions
	approved
	A
	11.3.0
	eICIC_LTE-Core
	R4

	RP-121873
	36.133
	1562
	1
	11.2.0
	Rel‑11
	MDT requirements in Rel‑11
	approved
	B
	11.3.0
	eMDT_UMTSLTE-Core
	R4

	RP-121901
	36.133
	1563
	-
	11.2.0
	Rel‑11
	Introduction of Band 29
	approved
	B
	11.3.0
	LTE_DL_FDD700-Core
	R4

	RP-121861
	36.133
	1564
	-
	10.8.1
	Rel‑10
	Impact of Insertion Loss on RRM CA Test Cases
	approved
	F
	10.9.0
	LTE_CA
	R4

	RP-121885
	36.141
	0374
	-
	11.2.0
	Rel‑11
	Introduction of CA band combination Band 3 + Band 8 to TS 36.141
	approved
	B
	11.3.0
	LTE_CA_B3_B8-Perf
	R4

	RP-121891
	36.141
	0375
	-
	11.2.0
	Rel‑11
	Introduction of CA band combination Band4 + Band5 to TS 36.141
	approved
	B
	11.3.0
	LTE_CA_B4_B5-Perf
	R4

	RP-121897
	36.141
	0376
	-
	11.2.0
	Rel‑11
	Introduction of CA band combination Band5 + Band17 to TS 36.141
	approved
	B
	11.3.0
	LTE_CA_B5_B17-Perf
	R4

	RP-121881
	36.141
	0377
	-
	11.2.0
	Rel‑11
	Introduction of CA band combination Band1+Band7 to TS 36.141
	withdrawn
	B
	
	LTE_CA_B1_B7-Perf
	R4

	RP-121855
	36.141
	0381
	-
	11.2.0
	Rel‑11
	Modification of ouput power requirement for LA E-UTRA BS
	approved
	C
	11.3.0
	LTEimp-Pico_eNB-RF
	R4

	RP-121867
	36.141
	0383
	-
	10.8.0
	Rel‑10
	Clean up of specification R10
	approved
	F
	10.9.0
	TEI10
	R4

	RP-121911
	36.141
	0384
	1
	11.2.0
	Rel‑11
	Modification on E-UTRA transmitter requirements
	approved
	F
	11.3.0
	TEI11
	R4

	RP-121867
	36.141
	0385
	-
	11.2.0
	Rel‑11
	Clean up of specification R11
	approved
	A
	11.3.0
	TEI10
	R4

	RP-121867
	36.141
	0387
	1
	10.8.0
	Rel‑10
	Correction on BS demodulation performance
	approved
	F
	10.9.0
	TEI10
	R4

	RP-121867
	36.141
	0388
	-
	11.2.0
	Rel‑11
	Cleanup of 36.141 performance
	approved
	A
	11.3.0
	TEI10
	R4

	RP-121900
	36.141
	0389
	-
	11.2.0
	Rel‑11
	Implementing NC CA in LTE LA
	approved
	B
	11.3.0
	LTE_CA_enh-Perf
	R4

	RP-121895
	36.141
	0390
	-
	11.2.0
	Rel‑11
	Introduction of CA_B5_B12 in 36.141
	approved
	B
	11.3.0
	LTE_CA_B5_B12-Perf
	R4

	RP-121911
	36.141
	0391
	-
	11.2.0
	Rel‑11
	Correcting missing figure and clause numbering in TS 36.141
	approved
	F
	11.3.0
	TEI11
	R4

	RP-121900
	36.141
	0393
	-
	11.2.0
	Rel‑11
	Correction to intra-band non-contiguous carrier aggregation bands acronym
	approved
	F
	11.3.0
	LTE_CA_enh-Perf
	R4

	RP-121853
	36.141
	0395
	-
	11.2.0
	Rel‑11
	CR to add the rated ouput power for 8 Tx antennas
	approved
	A
	11.3.0
	HeNB-RF_FDD
	R4

	RP-121853
	36.141
	0396
	1
	10.8.0
	Rel‑10
	CR to add the rated ouput power for 8 Tx antennas
	approved
	F
	10.9.0
	HeNB-RF_FDD
	R4

	RP-121867
	36.141
	0398
	-
	11.2.0
	Rel‑11
	Correction to test requirement of operating band unwanted emissions
	approved
	A
	11.3.0
	TEI10
	R4

	RP-121867
	36.141
	0399
	-
	10.8.0
	Rel‑10
	Correction to test requirement of operating band unwanted emissions
	approved
	F
	10.9.0
	TEI10
	R4

	RP-121900
	36.141
	0400
	-
	11.2.0
	Rel‑11
	Further corrections for NC CA in LTE LA BS
	approved
	B
	11.3.0
	LTE_CA_enh-Perf
	R4

	RP-121907
	36.141
	0401
	1
	11.2.0
	Rel‑11
	CR for TS 36.141 transmitter characteristics (Clause 6) due to introduction of Medium Range BS
	approved
	B
	11.3.0
	medBS_class_LTE_MSR-Perf
	R4

	RP-121888
	36.141
	0402
	-
	11.2.0
	Rel‑11
	Introduction of CA_4-12 into TS 36.141
	approved
	B
	11.3.0
	LTE_CA_B4_B12-Perf
	R4

	RP-121883
	36.141
	0403
	-
	11.2.0
	Rel‑11
	Introduction of inter-band CA_11-18 into TS 36.141
	approved
	B
	11.3.0
	LTE_CA_B11_B18-Perf
	R4

	RP-121907
	36.141
	0404
	-
	11.2.0
	Rel‑11
	Introduction of new BS classes to E-UTRA test specification (performance part)
	approved
	B
	11.3.0
	medBS_class_LTE_MSR-Perf
	R4

	RP-121907
	36.141
	0405
	1
	11.2.0
	Rel‑11
	E-UTRA MR BS receiver requirement
	approved
	B
	11.3.0
	medBS_class_LTE_MSR-Perf
	R4

	RP-121867
	36.141
	0406
	1
	10.8.0
	Rel‑10
	Modificaiton on ACLR requirement
	approved
	F
	10.9.0
	TEI10
	R4

	RP-121907
	36.141
	0407
	-
	11.2.0
	Rel‑11
	Introduction of medium range BS class to TS 36.141 (clause 1-5)
	approved
	B
	11.3.0
	medBS_class_LTE_MSR-Perf
	R4

	RP-121911
	36.141
	0408
	-
	11.2.0
	Rel‑11
	Allowing two antenna ports configuration in TAE test procedure for MIMO and Tx diversity
	approved
	F
	11.3.0
	LTE-RF
	R4

	RP-121911
	36.141
	0410
	-
	11.2.0
	Rel‑11
	Replace TBD with final requirements for PUCCH format 2 with DTX detection
	approved
	B
	11.3.0
	TEI11
	R4

	RP-121863
	36.141
	0411
	-
	10.8.0
	Rel‑10
	Removal of brackets around medium correlation in table
	approved
	F
	10.9.0
	LTE_UL_MIMO-Perf
	R4

	RP-121863
	36.141
	0412
	-
	11.2.0
	Rel‑11
	Removal of brackets around medium correlation in table
	approved
	A
	11.3.0
	LTE_UL_MIMO-Perf
	R4

	RP-121911
	36.141
	0413
	-
	11.2.0
	Rel‑11
	Clarification of Doppler shift for moving propagation conditions test
	approved
	F
	11.3.0
	TEI11
	R4

	RP-121867
	36.141
	0414
	-
	10.8.0
	Rel‑10
	Clarification of BS RF channels to be tested for ACLR
	approved
	F
	10.9.0
	TEI10
	R4

	RP-121867
	36.141
	0415
	-
	11.2.0
	Rel‑11
	Clarification of BS RF channels to be tested for ACLR
	approved
	A
	11.3.0
	TEI10
	R4

	RP-121911
	36.141
	0416
	1
	11.2.0
	Rel‑11
	Correction of BS test configuration table
	approved
	F
	11.3.0
	TEI11
	R4

	RP-121893
	36.141
	0417
	-
	11.2.0
	Rel‑11
	Introduction of inter-band CA_4-7 into TS 36.141
	approved
	B
	11.3.0
	LTE_CA_B4_B7-Perf
	R4

	RP-121902
	36.141
	0418
	-
	11.2.0
	Rel‑11
	Introduction of Band 29
	approved
	B
	11.3.0
	LTE_DL_FDD700-Perf
	R4

	RP-121858
	36.143
	0044
	1
	10.5.0
	Rel‑10
	Modifications of frequency ranges for E-UTRA Band 6, 18, 19 in the Tables for Spurious Emission limits and Input Intermodulation requirements
	approved
	F
	10.6.0
	RInImp9-UMTSLTE800
	R4

	RP-121867
	36.143
	0045
	1
	10.5.0
	Rel‑10
	The special cases for protection of E-UTRA Band 3 and Band 10 in co-existence and co-location with E-UTRA Repeaters
	approved
	F
	10.6.0
	TEI10
	R4

	RP-121867
	36.143
	0046
	-
	10.5.0
	Rel‑10
	Correction of the inconsistence clause reference in the tables of Spurious Emission limits for co-existence and co-location of E-UTRA-FDD Repeater with other systems
	approved
	F
	10.6.0
	TEI10
	R4

	RP-121865
	36.143
	0047
	-
	10.5.0
	Rel‑10
	Update on the upper frequency limit for Spurious Emissions for Repeater
	approved
	F
	10.6.0
	RInImp8-UMTSLTE3500
	R4

	RP-121858
	36.143
	0048
	-
	11.0.0
	Rel‑11
	Modifications of frequency ranges for E-UTRA Band 6, 18, 19 in the Tables for Spurious Emission limits and Input Intermodulation requirements
	approved
	A
	11.1.0
	RInImp9-UMTSLTE800
	R4

	RP-121867
	36.143
	0049
	-
	11.0.0
	Rel‑11
	The special cases for protection of E-UTRA Band 3 and Band 10 in co-existence and co-location with E-UTRA Repeaters
	approved
	A
	11.1.0
	TEI10
	R4

	RP-121867
	36.143
	0050
	-
	11.0.0
	Rel‑11
	Correction of the inconsistence clause reference in the tables of Spurious Emission limits for co-existence and co-location of E-UTRA-FDD Repeater with other systems
	approved
	A
	11.1.0
	TEI10
	R4

	RP-121865
	36.143
	0051
	-
	11.0.0
	Rel‑11
	Update on the upper frequency limit for Spurious Emissions for Repeater
	approved
	A
	11.1.0
	RInImp8-UMTSLTE3500
	R4

	RP-121867
	36.143
	0052
	-
	10.5.0
	Rel‑10
	The special cases for protection of E-UTRA Band 42 in co-existence and co-location with E-UTRA FDD Repeaters
	approved
	F
	10.6.0
	TEI10
	R4

	RP-121867
	36.143
	0053
	-
	11.0.0
	Rel‑11
	The special cases for protection of E-UTRA Band 42 in co-existence and co-location with E-UTRA FDD Repeaters
	approved
	A
	11.1.0
	TEI10
	R4

	RP-121846
	36.201
	0007
	-
	11.0.0
	Rel‑11
	Introduction of Rel‑11 features
	approved
	B
	11.1.0
	COMP_LTE_UL-Core, COMP_LTE_DL-Core, LTE_enh_dl_ctrl-Core
	R1

	RP-121839
	36.211
	0174
	-
	10.5.0
	Rel‑10
	Correction to assumed CSI-RS transmissions in secondary cells
	approved
	F
	10.6.0
	LTE_eDL_MIMO-Core
	R1

	RP-121839
	36.211
	0175
	-
	11.0.0
	Rel‑11
	Correction to assumed CSI-RS transmissions in secondary cells
	approved
	A
	11.1.0
	LTE_eDL_MIMO-Core
	R1

	RP-121846
	36.211
	0176
	-
	11.0.0
	Rel‑11
	Finalisation for introducing Rel‑11 features
	approved
	C
	11.1.0
	LTE_CA_enh-Core, COMP_LTE_UL-Core, COMP_LTE_DL-Core, LTE_enh_dl_ctrl-Core, eICIC_enh_LTE-Core
	R1

	RP-121839
	36.212
	0140
	-
	10.6.0
	Rel‑10
	Correction on bit sequence for channel coding of RI on PUCCH
	approved
	F
	10.7.0
	LTE_eDL_MIMO-Core
	R1

	RP-121839
	36.212
	0142
	-
	10.6.0
	Rel‑10
	Correction to the parameter ue-Category-v10xy
	approved
	F
	10.7.0
	LTE_CA-Core
	R1

	RP-121839
	36.212
	0143
	-
	11.0.0
	Rel‑11
	Correction to the parameter ue-Category-v10xy
	approved
	A
	11.1.0
	LTE_CA-Core
	R1

	RP-121846
	36.212
	0144
	-
	11.0.0
	Rel‑11
	Finalisation for introducing Rel‑11 features
	approved
	C
	11.1.0
	LTE_CA_enh-Core, COMP_LTE_UL-Core, COMP_LTE_DL-Core, LTE_enh_dl_ctrl-Core, eICIC_enh_LTE-Core
	R1

	RP-121839
	36.213
	0391
	-
	10.7.0
	Rel‑10
	Correction of codebook subsampling for PUCCH 2-1 to the duplicated description
	approved
	F
	10.8.0
	LTE_eDL_MIMO-Core
	R1

	RP-121839
	36.213
	0392
	-
	10.7.0
	Rel‑10
	Correction to the parameter ue-Category-v10xy
	approved
	F
	10.8.0
	LTE_CA-Core
	R1

	RP-121839
	36.213
	0393
	-
	11.0.0
	Rel‑11
	Correction to the parameter ue-Category-v10xy
	approved
	A
	11.1.0
	LTE_CA-Core
	R1

	RP-121837
	36.213
	0394
	-
	10.7.0
	Rel‑10
	Correction of reference signal scrambling sequence initialization for SPS in transmission mode 7
	approved
	F
	10.8.0
	LTE-Phys
	R1

	RP-121837
	36.213
	0395
	-
	11.0.0
	Rel‑11
	Correction of reference signal scrambling sequence initialization for SPS in transmission mode 7
	approved
	A
	11.1.0
	LTE-Phys
	R1

	RP-121846
	36.213
	0396
	-
	11.0.0
	Rel‑11
	Finalisation for introducing Rel‑11 features
	approved
	C
	11.1.0
	LTE_CA_enh-Core, COMP_LTE_UL-Core, COMP_LTE_DL-Core, LTE_enh_dl_ctrl-Core, eICIC_enh_LTE-Core
	R1

	RP-121837
	36.214
	0019
	1
	11.0.0
	Rel‑11
	Correcting inconsistency between inter-RAT UTRA measurements and requirements
	approved
	F
	11.1.0
	LTE-Phys
	R1

	RP-121953
	36.300
	0502
	-
	11.3.0
	Rel‑11
	Addition of the stage-2 agreements on IDC
	approved
	B
	11.4.0
	SPIA_IDC_LTE-Core
	R2

	RP-121940
	36.300
	0503
	-
	11.3.0
	Rel‑11
	Clarification on PCell SIB15
	approved
	F
	11.4.0
	MBMS_LTE_SC-Core
	R2

	RP-121957
	36.300
	0504
	-
	11.3.0
	Rel‑11
	Clarification on Radio link failure recovery
	approved
	F
	11.4.0
	LTE-L23, TEI11
	R2

	RP-121959
	36.300
	0505
	-
	11.3.0
	Rel‑11
	CR to 36.300 on introducing ROHC context continue for intra-ENB handover
	approved
	B
	11.4.0
	LTE-L23, TEI11
	R2

	RP-121958
	36.300
	0506
	-
	11.3.0
	Rel‑11
	Introduction of network sharing for CDMA2000 inter-working
	approved
	C
	11.4.0
	LTE-L23, TEI11
	R2

	RP-121932
	36.300
	0510
	-
	11.3.0
	Rel‑11
	Correction on effect of MBMS on unicast mobility procedures
	approved
	F
	11.4.0
	MBMS_LTE, TEI11
	R2

	RP-121957
	36.300
	0512
	-
	11.3.0
	Rel‑11
	Clarification on sending timing advance updates
	approved
	F
	11.4.0
	LTE-L23, TEI11
	R2

	RP-121957
	36.300
	0513
	-
	11.3.0
	Rel‑11
	Clarification on inter-RAT handover
	approved
	F
	11.4.0
	LTE-L23, TEI11
	R2

	RP-121932
	36.300
	0516
	-
	9.9.0
	Rel‑9
	Correction to padding on RLC UM PDU corresponding to MTCH/MCCH
	approved
	F
	9.10.0
	MBMS_LTE
	R2

	RP-121932
	36.300
	0517
	-
	10.8.0
	Rel‑10
	Correction to padding on RLC UM PDU corresponding to MTCH/MCCH
	approved
	A
	10.9.0
	MBMS_LTE
	R2

	RP-121932
	36.300
	0518
	-
	11.3.0
	Rel‑11
	Correction to padding on RLC UM PDU corresponding to MTCH/MCCH
	approved
	A
	11.4.0
	MBMS_LTE
	R2

	RP-121952
	36.300
	0519
	-
	11.3.0
	Rel‑11
	Stage 2 aspects of UE assistance information
	approved
	F
	11.4.0
	LTE_eDDA-Core
	R2

	RP-121950
	36.300
	0521
	-
	11.3.0
	Rel‑11
	Stage 2 for the FeICIC
	approved
	B
	11.4.0
	eICIC_enh_LTE-Core
	R2

	RP-121933
	36.300
	0526
	-
	9.9.0
	Rel‑9
	correction for Inter-RAT ANR
	approved
	F
	9.10.0
	LTE-L23, TEI9
	R2

	RP-121933
	36.300
	0527
	-
	10.8.0
	Rel‑10
	correction for Inter-RAT ANR
	approved
	A
	10.9.0
	LTE-L23, TEI9
	R2

	RP-121933
	36.300
	0528
	-
	11.3.0
	Rel‑11
	correction for Inter-RAT ANR
	approved
	A
	11.4.0
	LTE-L23, TEI9
	R2

	RP-121955
	36.300
	0529
	1
	11.3.0
	Rel‑11
	Introduction of CoMP
	approved
	B
	11.4.0
	COMP_LTE_DL-Core, COMP_LTE_UL-Core
	R2

	RP-121948
	36.300
	0530
	-
	11.3.0
	Rel‑11
	HeNB Mobility enhancement
	approved
	B
	11.4.0
	EHNB_enh1-Core
	R2

	RP-121957
	36.300
	0531
	-
	11.3.0
	Rel‑11
	Verification of HeNB
	approved
	F
	11.4.0
	TEI11
	R2

	RP-121957
	36.300
	0532
	-
	11.3.0
	Rel‑11
	Clarification of scenario for Handover Report procedure
	approved
	F
	11.4.0
	TEI11
	R2

	RP-121957
	36.300
	0533
	-
	11.3.0
	Rel‑11
	Correction of GUMMEI Type for RN
	approved
	F
	11.4.0
	TEI11
	R2

	RP-121948
	36.300
	0534
	-
	11.3.0
	Rel‑11
	UE context release in source HeNB GW after X2 handover from HeNB to eNB
	approved
	B
	11.4.0
	EHNB_enh1-Core
	R2

	RP-121947
	36.300
	0535
	-
	11.3.0
	Rel‑11
	Update of the stage-2 MRO specification for inter-RAT failure detection
	approved
	F
	11.4.0
	SONenh2_LTE_UTRA-Core
	R2

	RP-121947
	36.300
	0536
	-
	11.3.0
	Rel‑11
	Update of the stage-2 MRO specification for intra-RAT HetNet failure detection
	approved
	F
	11.4.0
	SONenh2_LTE_UTRA-Core
	R2

	RP-121947
	36.300
	0537
	-
	11.3.0
	Rel‑11
	Update of the stage-2 MRO specification for inter-RAT ping-pong detection
	approved
	F
	11.4.0
	SONenh2_LTE_UTRA-Core
	R2

	RP-121936
	36.300
	0538
	-
	11.3.0
	Rel‑11
	Restriction of Resource Allocation during SCell activation
	approved
	F
	11.4.0
	LTE_CA-Core, TEI11
	R2

	RP-121932
	36.300
	0539
	-
	11.3.0
	Rel‑11
	Misc corrections on MBMS
	approved
	F
	11.4.0
	MBMS_LTE, TEI11
	R2

	RP-121957
	36.300
	0540
	-
	11.3.0
	Rel‑11
	Correction on UE Radio Capability Match
	approved
	F
	11.4.0
	TEI11
	R2

	RP-121957
	36.300
	0541
	-
	11.3.0
	Rel‑11
	Clarification on the use of HRL in GWCN scenarios
	approved
	F
	11.4.0
	TEI11
	R2

	RP-121732
	36.300
	0542
	-
	11.3.0
	Rel‑11
	Membership Verification for HeNB Enhanced Mobility
	approved
	B
	11.4.0
	EHNB_enh1-Core
	R2

	RP-121739
	36.300
	0543
	-
	11.3.0
	Rel‑11
	New Information for BBF access
	approved
	B
	11.4.0
	BBAI
	R2

	RP-121951
	36.302
	0036
	-
	11.0.0
	Rel‑11
	Correction to parallel PRACH, SRS and PUSCH/PUCCH transmission
	approved
	B
	11.1.0
	LTE_CA_enh-Core
	R2

	RP-121956
	36.302
	0037
	-
	11.0.0
	Rel‑11
	Introduction of EPDCCH in TS 36.302
	approved
	B
	11.1.0
	LTE_enh_dl_ctrl-Core
	R2

	RP-121940
	36.304
	0196
	-
	11.1.0
	Rel‑11
	Clarification of MBMS Prioritisation
	approved
	F
	11.2.0
	MBMS_LTE_SC-Core
	R2

	RP-121957
	36.304
	0197
	-
	11.1.0
	Rel‑11
	Correction to absolute priority cell reselection
	approved
	F
	11.2.0
	LTE-L23, TEI11
	R2

	RP-121946
	36.304
	0198
	-
	11.1.0
	Rel‑11
	Introduction of MDT accessibility measurements
	approved
	B
	11.2.0
	eMDT_UMTSLTE-Core
	R2

	RP-121958
	36.304
	0199
	1
	11.1.0
	Rel‑11
	RAN overload handling using RRC Reject
	approved
	C
	11.2.0
	LTE-L23, TEI11
	R2

	RP-121931
	36.305
	0044
	-
	9.9.0
	Rel‑9
	Cleanup of TS 36.305
	approved
	F
	9.10.0
	LCS_LTE
	R2

	RP-121931
	36.305
	0045
	-
	10.4.0
	Rel‑10
	Cleanup of TS 36.305
	approved
	A
	10.5.0
	LCS_LTE
	R2

	RP-121931
	36.305
	0046
	-
	11.1.0
	Rel‑11
	Cleanup of TS 36.305
	approved
	A
	11.2.0
	LCS_LTE
	R2

	RP-121931
	36.305
	0047
	-
	9.9.0
	Rel‑9
	Addition of Network Triggered Service Request for LPP and LPPa Positioning
	approved
	F
	9.10.0
	LCS_LTE
	R2

	RP-121931
	36.305
	0048
	-
	10.4.0
	Rel‑10
	Addition of Network Triggered Service Request for LPP and LPPa Positioning
	approved
	A
	10.5.0
	LCS_LTE
	R2

	RP-121931
	36.305
	0049
	-
	11.1.0
	Rel‑11
	Addition of Network Triggered Service Request for LPP and LPPa Positioning
	approved
	A
	11.2.0
	LCS_LTE
	R2

	RP-121931
	36.305
	0050
	-
	11.1.0
	Rel‑11
	Correction of E-CID Measurement Initiation
	approved
	F
	11.2.0
	LCS_LTE, TEI11
	R2

	RP-121931
	36.305
	0051
	-
	10.4.0
	Rel‑10
	Correlation of LPPa class 2 procedures involved in an LPPa transaction
	approved
	F
	10.5.0
	LCS_LTE, TEI10
	R2

	RP-121931
	36.305
	0052
	-
	11.1.0
	Rel‑11
	Correlation of LPPa class 2 procedures involved in an LPPa transaction
	approved
	A
	11.2.0
	LCS_LTE, TEI10
	R2

	RP-121949
	36.305
	0053
	-
	11.1.0
	Rel‑11
	Network Based Positioning Support SRS Update
	approved
	B
	11.2.0
	LCS_LTE-NBPS-Core
	R2

	RP-121734
	36.305
	0054
	-
	11.1.0
	Rel‑11
	Network Based Positioning Support SRS Update for intra-MME handover
	postponed
	B
	
	LCS_LTE-NBPS-Core
	R2

	RP-121949
	36.305
	0055
	-
	11.1.0
	Rel‑11
	SLmAP Stage 2 Clarification
	approved
	F
	11.2.0
	LCS_LTE-NBPS-Core
	R2

	RP-121936
	36.306
	0119
	-
	10.7.0
	Rel‑10
	Power Management Indicator in PHR
	approved
	F
	10.8.0
	LTE_CA-Core
	R2

	RP-121936
	36.306
	0120
	-
	11.1.0
	Rel‑11
	Power Management Indicator in PHR
	approved
	A
	11.2.0
	LTE_CA-Core
	R2

	RP-121936
	36.306
	0123
	1
	10.7.0
	Rel‑10
	Clarification on UL CA in supportedBandCombination
	approved
	F
	10.8.0
	LTE_CA-Core
	R2

	RP-121936
	36.306
	0124
	1
	11.1.0
	Rel‑11
	Clarification on UL CA in supportedBandCombination
	approved
	A
	11.2.0
	LTE_CA-Core
	R2

	RP-121961
	36.306
	0125
	1
	11.1.0
	Rel‑11
	Introduction of Rel‑11 UE features
	revised
	B
	
	LTE_CA_enh-Core, LTE_eDDA-Core, eMDT_UMTSLTE-Core, SPIA_IDC_LTE-Core, SIMTC-RAN_OC-Core, COMP_LTE_DL-Core, COMP_LTE_UL-Core, eICIC_enh_LTE-Core, LTE_enh_dl_ctrl-Core, LTE_Interf_Rej-Perf, LTE_TDD_add_subframe-Core, MBMS_LTE_SC-Core, TEI11
	R2

	RP-122002
	36.306
	0125
	2
	11.1.0
	Rel‑11
	Introduction of Rel‑11 UE features
	approved
	B
	11.2.0
	LTE_CA_enh-Core, LTE_eDDA-Core, eMDT_UMTSLTE-Core, SPIA_IDC_LTE-Core, SIMTC-RAN_OC-Core, COMP_LTE_DL-Core, COMP_LTE_UL-Core, eICIC_enh_LTE-Core, LTE_enh_dl_ctrl-Core, LTE_Interf_Rej-Perf, LTE_TDD_add_subframe-Core, MBMS_LTE_SC-Core, TEI11
	R2

	RP-121960
	36.306
	0132
	-
	11.1.0
	Rel‑11
	Broadcast of Time Info by Using a New SIB
	approved
	B
	11.2.0
	LTE-L23, TEI11
	R2

	RP-121884
	36.307
	0080
	-
	10.5.0
	Rel‑10
	Introduction of CA_3A-8A to TS 36.307
	approved
	B
	10.6.0
	LTE_CA_B3_B8-Core
	R4

	RP-121890
	36.307
	0085
	-
	10.5.0
	Rel‑10
	Introduction of CA_4A-5A into 36.307
	approved
	B
	10.6.0
	LTE_CA_B4_B5-Core
	R4

	RP-121890
	36.307
	0086
	-
	11.2.0
	Rel‑11
	Introduction of CA_4A-5A into 36.307
	approved
	A
	11.3.0
	LTE_CA_B4_B5-Core
	R4

	RP-121889
	36.307
	0087
	-
	10.5.0
	Rel‑10
	Introduction of CA band combination Band4 + Band13 to TS 36.307 (Rel‑10)
	approved
	B
	10.6.0
	LTE_CA_B4_B13-Core
	R4

	RP-121889
	36.307
	0088
	-
	11.2.0
	Rel‑11
	Introduction of CA band combination Band4 + Band13 to TS 36.307 (Rel‑11)
	approved
	A
	11.3.0
	LTE_CA_B4_B13-Core
	R4

	RP-121894
	36.307
	0089
	-
	10.5.0
	Rel‑10
	Introduction of CA_B5_B12 in 36.307
	approved
	B
	10.6.0
	LTE_CA_B5_B12-Core
	R4

	RP-121896
	36.307
	0090
	-
	10.5.0
	Rel‑10
	Introduction of Band 5 + Band 17 inter-band CA configuration into 36.307
	approved
	B
	10.6.0
	LTE_CA_B5_B17-Core
	R4

	RP-121896
	36.307
	0091
	-
	11.2.0
	Rel‑11
	Introduction of Band 5 + Band 17 inter-band CA configuration into 36.307
	approved
	A
	11.3.0
	LTE_CA_B5_B17-Core
	R4

	RP-121884
	36.307
	0092
	-
	11.2.0
	Rel‑11
	Introduction of CA_3A-8A to TS 36.307
	approved
	A
	11.3.0
	LTE_CA_B3_B8-Core
	R4

	RP-121894
	36.307
	0093
	-
	11.2.0
	Rel‑11
	Introduction of CA_B5_B12 in 36.307
	approved
	A
	11.3.0
	LTE_CA_B5_B12-Core
	R4

	RP-121887
	36.307
	0094
	-
	10.5.0
	Rel‑10
	Introduction of CA_4-12 into TS 36.307 (Rel‑10)
	approved
	B
	10.6.0
	LTE_CA_B4_B12-Core
	R4

	RP-121887
	36.307
	0095
	-
	11.2.0
	Rel‑11
	Introduction of CA_4-12 into TS 36.307 (Rel‑11)
	approved
	B
	11.3.0
	LTE_CA_B4_B12-Core
	R4

	RP-121882
	36.307
	0096
	-
	10.5.0
	Rel‑10
	[Rel‑10] Introduction of inter-band CA_11-18 into TS 36.307
	approved
	B
	10.6.0
	LTE_CA_B11_B18-Core
	R4

	RP-121882
	36.307
	0097
	-
	11.2.0
	Rel‑11
	[Rel‑11] Introduction of inter-band CA_11-18 into TS 36.307
	approved
	B
	11.3.0
	LTE_CA_B11_B18-Core
	R4

	RP-121861
	36.307
	0098
	-
	10.5.0
	Rel‑10
	Release-independent implementation of carrier aggregation configuration CA_4-7
	approved
	B
	10.6.0
	LTE_CA-Core , LTE_CA-Perf
	R4

	RP-121861
	36.307
	0099
	-
	11.2.0
	Rel‑11
	Release-independent implementation of carrier aggregation configuration CA_4-7
	approved
	A
	11.3.0
	LTE_CA-Core , LTE_CA-Perf
	R4

	RP-121901
	36.307
	0100
	-
	10.5.0
	Rel‑10
	Introduction of Band 29
	approved
	B
	10.6.0
	LTE_DL_FDD700-Core
	R4

	RP-121901
	36.307
	0101
	-
	11.2.0
	Rel‑11
	Introduction of Band 29
	approved
	A
	11.3.0
	LTE_DL_FDD700-Core
	R4

	RP-121718
	36.307
	0102
	-
	11.2.0
	Rel‑11
	Introduction of CA band combination Band2 + Band17 to TS 36.307 (Rel‑11)
	approved
	A
	11.3.0
	LTE_CA_B2_B17-Perf
	R4

	RP-121719
	36.307
	0103
	-
	10.5.0
	Rel‑10
	Introduction of CA band combination Band2 + Band17 to TS 36.307 (Rel‑10)
	approved
	B
	10.6.0
	LTE_CA_B2_B17-Perf
	R4

	RP-121720
	36.307
	0104
	-
	11.2.0
	Rel‑11
	Introduction of CA band combination Band4 + Band17 to TS 36.307 (Rel‑11)
	approved
	A
	11.3.0
	LTE_CA_B4_B17-Perf
	R4

	RP-121721
	36.307
	0105
	-
	10.5.0
	Rel‑10
	Introduction of CA band combination Band4 + Band17 to TS 36.307 (Rel‑10)
	approved
	B
	10.6.0
	LTE_CA_B4_B17-Perf
	R4

	RP-121946
	36.314
	0028
	-
	11.0.0
	Rel‑11
	CR to 36.314 on Scheduled IP Throughput for MDT in DL
	approved
	F
	11.1.0
	eMDT_UMTSLTE-Core
	R2

	RP-121946
	36.314
	0029
	2
	11.0.0
	Rel‑11
	CR to 36.314 on Scheduled IP Throughput for MDT in UL
	approved
	F
	11.1.0
	eMDT_UMTSLTE-Core
	R2

	RP-121936
	36.321
	0582
	-
	10.6.0
	Rel‑10
	Clarification on DRX for Relay
	approved
	F
	10.7.0
	LTE_Relay-Core
	R2

	RP-121936
	36.321
	0583
	-
	11.0.0
	Rel‑11
	Clarification on DRX for Relay
	approved
	A
	11.1.0
	LTE_Relay-Core
	R2

	RP-121936
	36.321
	0584
	-
	10.6.0
	Rel‑10
	Clarification on V field in Extended PHR MAC CE
	approved
	F
	10.7.0
	LTE_CA-Core
	R2

	RP-121936
	36.321
	0585
	-
	11.0.0
	Rel‑11
	Clarification on V field in Extended PHR MAC CE
	approved
	A
	11.1.0
	LTE_CA-Core
	R2

	RP-121951
	36.321
	0586
	1
	11.0.0
	Rel‑11
	Clarification related to CA enhancement in MAC
	approved
	F
	11.1.0
	LTE_CA_enh-Core
	R2

	RP-121957
	36.321
	0588
	-
	11.0.0
	Rel‑11
	Clarification of the Note in 5.2
	approved
	F
	11.1.0
	LTE-L23, TEI11
	R2

	RP-121951
	36.321
	0590
	-
	11.0.0
	Rel‑11
	TAG Acronym
	approved
	D
	11.1.0
	LTE_CA_enh-Core
	R2

	RP-121951
	36.321
	0594
	-
	11.0.0
	Rel‑11
	Corrections for CA-enhancement in MAC
	approved
	F
	11.1.0
	LTE_CA_enh-Core
	R2

	RP-121956
	36.321
	0599
	-
	11.0.0
	Rel‑11
	CR on MAC layer support of ePDCCH
	approved
	B
	11.1.0
	LTE_enh_dl_ctrl-Core
	R2

	RP-121957
	36.321
	0624
	2
	11.0.0
	Rel‑11
	CR to 36.321 on Annex for DRX Timers
	approved
	F
	11.1.0
	LTE-L23, TEI11
	R2

	RP-121959
	36.323
	0100
	-
	11.0.0
	Rel‑11
	CR to 36.323 on introducing ROHC context continue for intra-ENB handover
	approved
	B
	11.1.0
	LTE-L23, TEI11
	R2

	RP-121959
	36.323
	0104
	1
	11.0.0
	Rel‑11
	ROHC mode upon handover
	approved
	F
	11.1.0
	LTE-L23, TEI11
	R2

	RP-121936
	36.323
	0105
	-
	10.1.0
	Rel‑10
	Prevention of HFN de-synchronization due to PDCP SN over-allocation
	approved
	F
	10.2.0
	LTE-L23, TEI10
	R2

	RP-121936
	36.323
	0106
	-
	11.0.0
	Rel‑11
	Prevention of HFN de-synchronization due to PDCP SN over-allocation
	approved
	A
	11.1.0
	LTE-L23, TEI10
	R2

	RP-121933
	36.331
	1061
	-
	9.12.0
	Rel‑9
	Correction related to differentiating UTRAN modes in FGIs
	approved
	F
	9.13.0
	LTE-L23, TEI9
	R2

	RP-121933
	36.331
	1062
	-
	10.7.0
	Rel‑10
	Correction related to differentiating UTRAN modes in FGIs
	approved
	A
	10.8.0
	LTE-L23, TEI9
	R2

	RP-121933
	36.331
	1063
	-
	11.1.0
	Rel‑11
	Correction related to differentiating UTRAN modes in FGIs
	approved
	A
	11.2.0
	LTE-L23, TEI9
	R2

	RP-121936
	36.331
	1064
	-
	10.7.0
	Rel‑10
	Processing delay for RRCConnectionReconfiguration
	approved
	F
	10.8.0
	LTE_CA-Core
	R2

	RP-121936
	36.331
	1065
	-
	11.1.0
	Rel‑11
	Processing delay for RRCConnectionReconfiguration
	approved
	A
	11.2.0
	LTE_CA-Core
	R2

	RP-121953
	36.331
	1066
	2
	11.1.0
	Rel‑11
	Addition of the stage-3 agreements on IDC
	approved
	B
	11.2.0
	SPIA_IDC_LTE-Core
	R2

	RP-121951
	36.331
	1067
	3
	11.1.0
	Rel‑11
	Carrier Aggregation Enhancement RAN1 parameters
	approved
	B
	11.2.0
	LTE_CA_enh-Core
	R2

	RP-121957
	36.331
	1068
	1
	11.1.0
	Rel‑11
	Clarification of SR period
	approved
	F
	11.2.0
	LTE-L23, TEI11
	R2

	RP-121957
	36.331
	1069
	1
	11.1.0
	Rel‑11
	Clarification on HandoverCommand message
	approved
	F
	11.2.0
	LTE-L23, TEI11
	R2

	RP-121957
	36.331
	1070
	-
	11.1.0
	Rel‑11
	Clarification on mobility related issues
	approved
	F
	11.2.0
	LTE-L23, TEI11
	R2

	RP-121946
	36.331
	1071
	1
	11.1.0
	Rel‑11
	Correction of the signaling for Uncertainty and Confidence
	approved
	F
	11.2.0
	eMDT_UMTSLTE-Core
	R2

	RP-121940
	36.331
	1072
	2
	11.1.0
	Rel‑11
	Corrections to MBMS Service Continuity
	approved
	F
	11.2.0
	MBMS_LTE_SC-Core
	R2

	RP-121940
	36.331
	1073
	-
	11.1.0
	Rel‑11
	CR to 36.331 on SIB15 acquisition
	approved
	F
	11.2.0
	MBMS_LTE_SC-Core
	R2

	RP-121957
	36.331
	1074
	1
	11.1.0
	Rel‑11
	Handling of 1xCSFB failure
	approved
	F
	11.2.0
	LTE-L23, TEI11
	R2

	RP-121957
	36.331
	1075
	-
	11.1.0
	Rel‑11
	Miscellaneous corrections
	approved
	F
	11.2.0
	LTE-L23, TEI11
	R2

	RP-121958
	36.331
	1076
	1
	11.1.0
	Rel‑11
	RAN overload control using RRC connection Rejection
	approved
	C
	11.2.0
	LTE-L23, TEI11
	R2

	RP-121954
	36.331
	1077
	-
	11.1.0
	Rel‑11
	RRC support for CoMP in UL
	approved
	B
	11.2.0
	COMP_LTE_UL-Core
	R2

	RP-121951
	36.331
	1078
	-
	11.1.0
	Rel‑11
	Some clarification to Carrier aggregation enhancements
	approved
	F
	11.2.0
	LTE_CA_enh-Core
	R2

	RP-121939
	36.331
	1079
	1
	11.1.0
	Rel‑11
	Validity of EAB SIB and acquisition of SIB1
	approved
	F
	11.2.0
	SIMTC-RAN_OC-Core
	R2

	RP-121922
	36.331
	1082
	-
	8.17.0
	Rel‑8
	Clarification for Multiple Frequency Band Indicators feature
	approved
	C
	8.18.0
	TEI8
	R2

	RP-121922
	36.331
	1083
	-
	9.12.0
	Rel‑9
	Clarification for Multiple Frequency Band Indicators feature
	approved
	A
	9.13.0
	TEI8
	R2

	RP-121922
	36.331
	1084
	-
	10.7.0
	Rel‑10
	Clarification for Multiple Frequency Band Indicators feature
	approved
	A
	10.8.0
	TEI8
	R2

	RP-121922
	36.331
	1085
	-
	11.1.0
	Rel‑11
	Clarification for Multiple Frequency Band Indicators feature
	approved
	A
	11.2.0
	TEI8
	R2

	RP-121924
	36.331
	1086
	-
	8.17.0
	Rel‑8
	Moving the TM5 capability
	approved
	F
	8.18.0
	LTE-L23
	R2

	RP-121924
	36.331
	1087
	-
	9.12.0
	Rel‑9
	Moving the TM5 capability
	approved
	F
	9.13.0
	LTE-L23, TEI9
	R2

	RP-121924
	36.331
	1088
	1
	10.7.0
	Rel‑10
	Moving the TM5 capability
	approved
	A
	10.8.0
	LTE-L23, TEI9
	R2

	RP-121924
	36.331
	1089
	1
	11.1.0
	Rel‑11
	Moving the TM5 capability
	approved
	A
	11.2.0
	LTE-L23, TEI9
	R2

	RP-121959
	36.331
	1093
	1
	11.1.0
	Rel‑11
	CR to 36.331 on introducing ROHC context continue for intra-ENB handover
	approved
	B
	11.2.0
	LTE-L23, TEI11
	R2

	RP-121946
	36.331
	1100
	-
	11.1.0
	Rel‑11
	Correction on MDT multi-PLMN support
	approved
	F
	11.2.0
	eMDT_UMTSLTE-Core
	R2

	RP-121953
	36.331
	1102
	-
	11.1.0
	Rel‑11
	Clarification and alignment of handling of other configuration
	approved
	F
	11.2.0
	LTE_eDDA-Core, SPIA_IDC_LTE-Core
	R2

	RP-121753
	36.331
	1103
	2
	11.1.0
	Rel‑11
	Introducing support for Coordinated Multi-Point (CoMP) operation
	revised
	B
	
	COMP_LTE_DL-Core
	R2

	RP-121796
	36.331
	1103
	4
	11.1.0
	Rel‑11
	Introducing support for Coordinated Multi-Point (CoMP) operation
	revised
	B
	
	COMP_LTE_DL-Core
	R2

	RP-121963
	36.331
	1103
	5
	11.1.0
	Rel‑11
	Introducing support for Coordinated Multi-Point (CoMP) operation
	rejected
	B
	
	COMP_LTE_DL-Core
	R2

	RP-121970
	36.331
	1103
	6
	11.1.0
	Rel‑11
	Introducing support for Coordinated Multi-Point (CoMP) operation
	approved
	B
	11.2.0
	COMP_LTE_DL-Core
	R2

	RP-121922
	36.331
	1105
	2
	11.1.0
	Rel‑11
	Introducing further UE aspects regarding multi band cells
	approved
	A
	11.2.0
	LTE-L23, LTE-RF, TEI10
	R2

	RP-121947
	36.331
	1120
	-
	11.1.0
	Rel‑11
	CR to 36.331 on additional information in RLF report for inter-RAT MRO
	approved
	C
	11.2.0
	SONenh2_LTE_UTRA-Core
	R2

	RP-121952
	36.331
	1125
	1
	11.1.0
	Rel‑11
	Correction on Power preference indication
	approved
	F
	11.2.0
	LTE_eDDA-Core
	R2

	RP-121936
	36.331
	1126
	1
	10.7.0
	Rel‑10
	Measurement reporting of Scells
	approved
	F
	10.8.0
	LTE_CA-Core
	R2

	RP-121950
	36.331
	1127
	1
	11.1.0
	Rel‑11
	SIB1 provisioning via dedicated signalling
	approved
	B
	11.2.0
	eICIC_enh_LTE-Core
	R2

	RP-121936
	36.331
	1128
	2
	11.1.0
	Rel‑11
	Measurement reporting of Scells
	approved
	A
	11.2.0
	LTE_CA-Core
	R2

	RP-121956
	36.331
	1129
	1
	11.1.0
	Rel‑11
	Introduction of EPDCCH parameters in TS 36.331
	approved
	B
	11.2.0
	LTE_enh_dl_ctrl-Core
	R2

	RP-121961
	36.331
	1130
	2
	11.1.0
	Rel‑11
	Introduction of Rel‑11 UE capabilities
	approved
	B
	11.2.0
	LTE_CA_enh-Core, LTE_eDDA-Core, eMDT_UMTSLTE-Core, SPIA_IDC_LTE-Core, COMP_LTE_DL-Core, COMP_LTE_UL-Core, eICIC_enh_LTE-Core, LTE_enh_dl_ctrl-Core, LTE_TDD_add_subframe-Core, TEI11
	R2

	RP-121958
	36.331
	1131
	-
	11.1.0
	Rel‑11
	Introducion of wideband RSRQ measurements
	approved
	B
	11.2.0
	LTE-L23, TEI11
	R2

	RP-121929
	36.331
	1132
	1
	9.12.0
	Rel‑9
	Update on setting of FGI bit 27
	postponed
	F
	
	LTE-L23, TEI9
	R2

	RP-121929
	36.331
	1133
	-
	10.7.0
	Rel‑10
	Update on setting of FGI bit 27
	postponed
	A
	
	LTE-L23, TEI9
	R2

	RP-121929
	36.331
	1134
	1
	11.1.0
	Rel‑11
	Update on setting of FGI bit 27
	postponed
	A
	
	LTE-L23, TEI9
	R2

	RP-121930
	36.331
	1135
	-
	9.12.0
	Rel‑9
	Update on setting of FGI bit 28
	postponed
	F
	
	LTE-L23, TEI9
	R2

	RP-121930
	36.331
	1136
	-
	10.7.0
	Rel‑10
	Update on setting of FGI bit 28
	postponed
	F
	
	LTE-L23, TEI10
	R2

	RP-121930
	36.331
	1137
	-
	11.1.0
	Rel‑11
	Update on setting of FGI bit 28
	postponed
	A
	
	LTE-L23, TEI10
	R2

	RP-121927
	36.331
	1138
	-
	9.12.0
	Rel‑9
	Update on setting of FGI bit 14
	postponed
	F
	
	LTE-L23, TEI9
	R2

	RP-121927
	36.331
	1139
	-
	10.7.0
	Rel‑10
	Update on setting of FGI bit 14
	postponed
	F
	
	LTE-L23, TEI10
	R2

	RP-121927
	36.331
	1140
	-
	11.1.0
	Rel‑11
	Update on setting of FGI bit 14
	postponed
	A
	
	LTE-L23, TEI10
	R2

	RP-121926
	36.331
	1141
	-
	9.12.0
	Rel‑9
	Update on setting of FGI bit 9
	rejected
	F
	
	LTE-L23, TEI9
	R2

	RP-121926
	36.331
	1142
	-
	10.7.0
	Rel‑10
	Update on setting of FGI bit 9
	rejected
	A
	
	LTE-L23, TEI9
	R2

	RP-121926
	36.331
	1143
	-
	11.1.0
	Rel‑11
	Update on setting of FGI bit 9
	rejected
	A
	
	LTE-L23, TEI9
	R2

	RP-121958
	36.331
	1146
	-
	11.1.0
	Rel‑11
	Introduction of network sharing for CDMA2000 inter-working
	approved
	C
	11.2.0
	LTE-L23, TEI11
	R2

	RP-121960
	36.331
	1157
	-
	11.1.0
	Rel‑11
	Broadcast of Time Info by Using a New SIB
	approved
	B
	11.2.0
	LTE-L23, TEI11
	R2

	RP-121924
	36.331
	1166
	-
	9.12.0
	Rel‑9
	The setting of FGI1 and FGI2
	rejected
	F
	
	LTE-L23, TEI9
	R2

	RP-121924
	36.331
	1167
	-
	10.7.0
	Rel‑10
	The setting of FGI1 and FGI2
	rejected
	A
	
	LTE-L23, TEI9
	R2

	RP-121924
	36.331
	1168
	-
	11.1.0
	Rel‑11
	The setting of FGI1 and FGI2
	rejected
	A
	
	LTE-L23, TEI9
	R2

	RP-121922
	36.331
	1172
	1
	8.17.0
	Rel‑8
	Introducing further UE aspects regarding multi band cells
	approved
	F
	8.18.0
	LTE-L23, LTE-RF
	R2

	RP-121922
	36.331
	1173
	-
	9.12.0
	Rel‑9
	Introducing further UE aspects regarding multi band cells
	approved
	A
	9.13.0
	LTE-L23, LTE-RF
	R2

	RP-121922
	36.331
	1174
	1
	10.7.0
	Rel‑10
	Introducing further UE aspects regarding multi band cells
	approved
	F
	10.8.0
	LTE-L23, LTE-RF, TEI10
	R2

	RP-121957
	36.331
	1175
	-
	11.1.0
	Rel‑11
	GERAN measurement object at ANR
	approved
	F
	11.2.0
	LTE-L23, TEI11
	R2

	RP-121928
	36.331
	1176
	-
	9.12.0
	Rel‑9
	Update on setting of FGI bit 23
	rejected
	F
	
	LTE-L23, TEI9
	R2

	RP-121928
	36.331
	1177
	-
	10.7.0
	Rel‑10
	Update on setting of FGI bit 23
	rejected
	A
	
	LTE-L23, TEI9
	R2

	RP-121928
	36.331
	1178
	-
	11.1.0
	Rel‑11
	Update on setting of FGI bit 23
	rejected
	A
	
	LTE-L23, TEI9
	R2

	RP-121781
	36.331
	1179
	-
	9.12.0
	Rel‑9
	Update on setting of FGI bit 29
	rejected
	F
	
	TEI9, LTE-L23
	R2

	RP-121782
	36.331
	1180
	-
	10.7.0
	Rel‑10
	Update on setting of FGI bit 29
	rejected
	A
	
	TEI9, LTE-L23
	R2

	RP-121783
	36.331
	1181
	-
	11.1.0
	Rel‑11
	Update on setting of FGI bit 29
	rejected
	A
	
	TEI9, LTE-L23
	R2

	RP-121931
	36.355
	0075
	1
	9.8.0
	Rel‑9
	Correcting the referencing of QoS parameters
	approved
	F
	9.9.0
	LCS_LTE
	R2

	RP-121931
	36.355
	0076
	1
	10.6.0
	Rel‑10
	Correcting the referencing of QoS parameters
	approved
	A
	10.7.0
	LCS_LTE
	R2

	RP-121931
	36.355
	0077
	-
	11.0.0
	Rel‑11
	Correcting the referencing of QoS parameters
	approved
	A
	11.1.0
	LCS_LTE
	R2

	RP-121931
	36.355
	0078
	-
	9.8.0
	Rel‑9
	Correction to missing field description in GNSS-AcquisitionAssistance IE
	approved
	F
	9.9.0
	LCS_LTE
	R2

	RP-121931
	36.355
	0079
	-
	10.6.0
	Rel‑10
	Correction to missing field description in GNSS-AcquisitionAssistance IE
	approved
	A
	10.7.0
	LCS_LTE
	R2

	RP-121931
	36.355
	0080
	-
	11.0.0
	Rel‑11
	Correction to missing field description in GNSS-AcquisitionAssistance IE
	approved
	A
	11.1.0
	LCS_LTE
	R2

	RP-121737
	36.401
	0059
	1
	11.0.0
	Rel‑11
	Rapporteur update of 36.401
	approved
	F
	11.1.0
	TEI11
	R3

	RP-121730
	36.413
	1048
	3
	11.1.0
	Rel‑11
	Introduction of new MDT measurements
	approved
	B
	11.2.0
	eMDT_UMTSLTE-Core
	R3

	RP-121736
	36.413
	1049
	-
	11.1.0
	Rel‑11
	Verification of HeNB
	approved
	F
	11.2.0
	TEI11
	R3

	RP-121732
	36.413
	1052
	2
	11.1.0
	Rel‑11
	Membership verification during Path Switch Request procedure (Option A)
	approved
	B
	11.2.0
	EHNB_enh1-Core
	R3

	RP-121737
	36.413
	1056
	1
	11.1.0
	Rel‑11
	Rapporteur editorial corrections
	approved
	F
	11.2.0
	TEI11
	R3

	RP-121737
	36.413
	1057
	-
	11.1.0
	Rel‑11
	Rapporteur correction of constants' names
	approved
	F
	11.2.0
	TEI11
	R3

	RP-121730
	36.413
	1061
	2
	11.1.0
	Rel‑11
	Multi-PLMN MDT
	approved
	B
	11.2.0
	eMDT_UMTSLTE-Core
	R3

	RP-121736
	36.413
	1062
	-
	11.1.0
	Rel‑11
	Correction of Capacity Match Request
	approved
	F
	11.2.0
	TEI11
	R3

	RP-121731
	36.413
	1068
	2
	11.1.0
	Rel‑11
	Introduce support for Inter-RAT MRO
	approved
	B
	11.2.0
	SONenh2_LTE_UTRA-Core
	R3

	RP-121739
	36.413
	1074
	2
	11.1.0
	Rel‑11
	New Information for BBF access
	approved
	B
	11.2.0
	BBAI
	R3

	RP-121736
	36.413
	1075
	1
	11.1.0
	Rel‑11
	Establishment of UE-associated logical S1-connection in eNB
	approved
	F
	11.2.0
	TEI11
	R3

	RP-121737
	36.421
	0002
	1
	11.0.0
	Rel‑11
	Rapporteur editorial cleanup
	approved
	D
	11.1.0
	TEI11
	R3

	RP-121731
	36.423
	0548
	-
	11.2.0
	Rel‑11
	Addition of Mobility Information
	approved
	B
	11.3.0
	SONenh2_LTE_UTRA-Core
	R3

	RP-121730
	36.423
	0549
	3
	11.2.0
	Rel‑11
	Introduction of new MDT measurements
	approved
	B
	11.3.0
	eMDT_UMTSLTE-Core
	R3

	RP-121732
	36.423
	0550
	1
	11.2.0
	Rel‑11
	HeNB mobility enhancement when target is hybrid HeNB
	approved
	B
	11.3.0
	EHNB_enh1-Core
	R3

	RP-121730
	36.423
	0552
	2
	11.2.0
	Rel‑11
	Multi-PLMN MDT
	approved
	B
	11.3.0
	eMDT_UMTSLTE-Core
	R3

	RP-121731
	36.423
	0564
	-
	11.2.0
	Rel‑11
	Clarification on successful handover for HO report procedure
	approved
	F
	11.3.0
	SONenh2_LTE_UTRA-Core
	R3

	RP-121737
	36.423
	0569
	2
	11.2.0
	Rel‑11
	X2AP Rapporteur Update
	approved
	F
	11.3.0
	TEI11
	R3

	RP-121736
	36.440
	0009
	1
	11.0.0
	Rel‑11
	Add M3 Setup and Configure Update function
	approved
	F
	11.1.0
	TEI11
	R3

	RP-121737
	36.443
	0064
	-
	11.0.0
	Rel‑11
	Rapporteur editorial corrections
	approved
	F
	11.1.0
	TEI11
	R3

	RP-121724
	36.444
	0043
	1
	10.3.0
	Rel‑10
	Correction of MBMS Session Start Partial Success
	approved
	F
	10.4.0
	TEI10
	R3

	RP-121724
	36.444
	0044
	1
	11.3.0
	Rel‑11
	Correction of MBMS Session Start Partial Success
	approved
	A
	11.4.0
	TEI10
	R3

	RP-121736
	36.455
	0036
	-
	11.0.0
	Rel‑11
	Correction on Uncertainty Altitude
	approved
	F
	11.1.0
	TEI11
	R3

	RP-121734
	36.455
	0039
	4
	11.0.0
	Rel‑11
	Network Based Positioning Support in LTE
	postponed
	B
	
	LCS_LTE-NBPS-Core
	R3

	RP-121681
	36.508
	0356
	-
	10.2.0
	Rel‑10
	Addition of new connection diagram for UL-MIMO testing
	approved
	F
	10.3.0
	LTE_UL_MIMO-UEConTest
	R5

	RP-121659
	36.508
	0357
	-
	10.2.0
	Rel‑10
	Update to test procedure sequence 6.4.2.7A for check that UE is camped on E-UTRAN cell upon mobility from another RAT
	approved
	F
	10.3.0
	LTE-UEConTest_SIG
	R5

	RP-121677
	36.508
	0358
	-
	10.2.0
	Rel‑10
	Introduction of connection diagrams for CA tests
	approved
	F
	10.3.0
	LTE_CA-UEConTest
	R5

	RP-121685
	36.508
	0359
	-
	10.2.0
	Rel‑10
	Addition of default message contents for ESM NOTIFICATION message
	approved
	F
	10.3.0
	aSRVCC-UEConTest
	R5

	RP-121659
	36.508
	0360
	-
	10.2.0
	Rel‑10
	Modification of measurement configuration for UTRAN FDD SIG
	approved
	F
	10.3.0
	LTE-UEConTest_SIG
	R5

	RP-121659
	36.508
	0361
	-
	10.2.0
	Rel‑10
	Clarification of table 6.6.2-1
	approved
	F
	10.3.0
	LTE-UEConTest_SIG
	R5

	RP-121656
	36.508
	0362
	-
	10.2.0
	Rel‑10
	Addition of channel bandwidth tested for E-UTRA FDD band 19
	approved
	F
	10.3.0
	LTE-UEConTest_RF
	R5

	RP-121656
	36.508
	0363
	-
	10.2.0
	Rel‑10
	Correction of circulator in connection diagrams
	approved
	F
	10.3.0
	LTE-UEConTest_RF
	R5

	RP-121656
	36.508
	0364
	-
	10.2.0
	Rel‑10
	Correction to test channel numbers for Band 26
	approved
	F
	10.3.0
	LTE-UEConTest_RF
	R5

	RP-121656
	36.508
	0365
	-
	10.2.0
	Rel‑10
	Update of Chw Bw Parameters for 1.4MHz and 3MHz
	approved
	F
	10.3.0
	LTE-UEConTest_RF
	R5

	RP-121659
	36.508
	0366
	-
	10.2.0
	Rel‑10
	Update generic procedure 4.5A.7
	approved
	F
	10.3.0
	LTE-UEConTest_SIG
	R5

	RP-121659
	36.508
	0367
	-
	10.2.0
	Rel‑10
	Update of default ROUTING AREA UPDATE REQUEST message
	approved
	F
	10.3.0
	LTE-UEConTest_SIG
	R5

	RP-121690
	36.508
	0368
	-
	10.2.0
	Rel‑10
	CA_38: Addition of new test frequency for CA band 38
	approved
	F
	10.3.0
	LTE_CA_intraC_inter_UEConTest
	R5

	RP-121689
	36.508
	0369
	-
	10.2.0
	Rel‑10
	Addition of Band 28 definition
	approved
	F
	10.3.0
	LTE_APAC700-UEConTest
	R5

	RP-121685
	36.508
	0370
	-
	10.2.0
	Rel‑10
	Add generic procedure for IMS MO speech and aSRVCC
	approved
	F
	10.3.0
	aSRVCC-UEConTest
	R5

	RP-121677
	36.508
	0371
	-
	10.2.0
	Rel‑10
	Modification to state 3A-RF-CA initial conditions of clause 5.2A.4
	approved
	F
	10.3.0
	LTE_CA-UEConTest
	R5

	RP-121688
	36.508
	0372
	-
	10.2.0
	Rel‑10
	Introduction of Band 27 to TS 36.508
	approved
	F
	10.3.0
	LTE_e850_LB-UEConTest
	R5

	RP-121677
	36.508
	0373
	-
	10.2.0
	Rel‑10
	Update of RF Reference system configurations in 36.508
	approved
	F
	10.3.0
	LTE_CA-UEConTest
	R5

	RP-121659
	36.508
	0374
	-
	10.2.0
	Rel‑10
	Using not null integrity protection and ciphering algorithms by defaul
	approved
	F
	10.3.0
	LTE-UEConTest_SIG
	R5

	RP-121677
	36.508
	0375
	-
	10.2.0
	Rel‑10
	Introducing default channel bandwidth for CA signalling testing
	approved
	F
	10.3.0
	LTE_CA-UEConTest
	R5

	RP-121681
	36.521-1
	0749
	-
	10.3.0
	Rel‑10
	Update of TC6.6.3B.2 for Spurious emissions band UE co-existence for UL-MIMO
	approved
	F
	10.4.0
	LTE_UL_MIMO-UEConTest
	R5

	RP-121681
	36.521-1
	0750
	-
	10.3.0
	Rel‑10
	Update of TC6.6.3B.3 for Additional spurious emissions for UL-MIMO
	approved
	F
	10.4.0
	LTE_UL_MIMO-UEConTest
	R5

	RP-121656
	36.521-1
	0751
	-
	10.3.0
	Rel‑10
	Corrections to Test Procedure of TC 6.6.2.3 ACLR
	approved
	F
	10.4.0
	LTE-UEConTest_RF
	R5

	RP-121681
	36.521-1
	0752
	-
	10.3.0
	Rel‑10
	Updates for TC 6.2.3B MPR for UL-MIMO
	approved
	F
	10.4.0
	LTE_UL_MIMO-UEConTest
	R5

	RP-121681
	36.521-1
	0753
	-
	10.3.0
	Rel‑10
	Updates for TC 6.6.2.1B SEM for UL-MIMO
	approved
	F
	10.4.0
	LTE_UL_MIMO-UEConTest
	R5

	RP-121681
	36.521-1
	0754
	-
	10.3.0
	Rel‑10
	Updates for TC 6.6.2.2B A-SEM for UL-MIMO
	approved
	F
	10.4.0
	LTE_UL_MIMO-UEConTest
	R5

	RP-121681
	36.521-1
	0755
	-
	10.3.0
	Rel‑10
	Updates for TC 6.6.2.3B ACLR for UL-MIMO
	approved
	F
	10.4.0
	LTE_UL_MIMO-UEConTest
	R5

	RP-121656
	36.521-1
	0756
	-
	10.3.0
	Rel‑10
	Correction of TC 6.6.2.1
	approved
	F
	10.4.0
	LTE-UEConTest_RF
	R5

	RP-121656
	36.521-1
	0757
	-
	10.3.0
	Rel‑10
	Adding normative reference for core requirements in TC 6.2.4
	approved
	F
	10.4.0
	LTE-UEConTest_RF
	R5

	RP-121656
	36.521-1
	0758
	-
	10.3.0
	Rel‑10
	Adding normative reference for core requirements for many clause 9 tests
	approved
	F
	10.4.0
	LTE-UEConTest_RF
	R5

	RP-121656
	36.521-1
	0759
	-
	10.3.0
	Rel‑10
	Correction of table references in sub clause G.X
	approved
	F
	10.4.0
	LTE-UEConTest_RF
	R5

	RP-121677
	36.521-1
	0760
	-
	10.3.0
	Rel‑10
	CR to TC 7.4A: Splitting the CA Maximum input level test case
	approved
	F
	10.4.0
	LTE_CA-UEConTest
	R5

	RP-121677
	36.521-1
	0761
	-
	10.3.0
	Rel‑10
	RF Cl G.3A: General corrections and completion of Annex G.3A with TDD tests
	approved
	F
	10.4.0
	LTE_CA-UEConTest
	R5

	RP-121656
	36.521-1
	0762
	-
	10.3.0
	Rel‑10
	Updates for Minimum requirements of 6.2.5 Configured UE transmitted Output Power
	approved
	F
	10.4.0
	LTE-UEConTest_RF
	R5

	RP-121689
	36.521-1
	0763
	-
	10.3.0
	Rel‑10
	Addition of Band 28 definition to Chap.5
	approved
	F
	10.4.0
	LTE_APAC700-UEConTest
	R5

	RP-121689
	36.521-1
	0764
	-
	10.3.0
	Rel‑10
	Addition of Band 28 to 6.2.2 MOP
	approved
	F
	10.4.0
	LTE_APAC700-UEConTest
	R5

	RP-121689
	36.521-1
	0765
	-
	10.3.0
	Rel‑10
	Addition of Band 28 to 7.3 Refsens
	approved
	F
	10.4.0
	LTE_APAC700-UEConTest
	R5

	RP-121677
	36.521-1
	0766
	-
	10.3.0
	Rel‑10
	Updates for TC6.6.1A: Occupied bandwidth for CA
	approved
	F
	10.4.0
	LTE_CA-UEConTest
	R5

	RP-121677
	36.521-1
	0767
	-
	10.3.0
	Rel‑10
	Updates for TC6.6.2.3A: ACLR for CA
	approved
	F
	10.4.0
	LTE_CA-UEConTest
	R5

	RP-121677
	36.521-1
	0768
	-
	10.3.0
	Rel‑10
	Updates for TC6.6.3.1A: Transmitter Spurious emissions for CA
	approved
	F
	10.4.0
	LTE_CA-UEConTest
	R5

	RP-121677
	36.521-1
	0769
	-
	10.3.0
	Rel‑10
	TC 6.2.4A.1 A-MPR for CA updates
	approved
	F
	10.4.0
	LTE_CA-UEConTest
	R5

	RP-121656
	36.521-1
	0770
	-
	10.3.0
	Rel‑10
	Correction to LTE Rx TCs UL allocation location
	approved
	F
	10.4.0
	LTE-UEConTest_RF
	R5

	RP-121656
	36.521-1
	0771
	-
	10.3.0
	Rel‑10
	Uncertainties and Test Tolerances for Rel‑9 CQI Reporting under fading conditions, PUCCH 1-0 Tests
	approved
	F
	10.4.0
	LTE-UEConTest_RF
	R5

	RP-121656
	36.521-1
	0772
	-
	10.3.0
	Rel‑10
	Clean up of Tx tests
	approved
	F
	10.4.0
	LTE-UEConTest_RF
	R5

	RP-121656
	36.521-1
	0773
	-
	10.3.0
	Rel‑10
	Addition of 15MHz and 20MHz Bandwidths for Band 23
	approved
	F
	10.4.0
	LTE-UEConTest_RF
	R5

	RP-121656
	36.521-1
	0774
	-
	10.3.0
	Rel‑10
	RF TC 6.6.3.2: Clarification and corrections
	approved
	F
	10.4.0
	LTE-UEConTest_RF
	R5

	RP-121677
	36.521-1
	0775
	-
	10.3.0
	Rel‑10
	Additions to test description for TC 7.5A.1 Adjacent Channel Selectivity (ACS) for CA (intra-band contiguous DL CA and UL CA)
	approved
	F
	10.4.0
	LTE_CA-UEConTest
	R5

	RP-121677
	36.521-1
	0776
	-
	10.3.0
	Rel‑10
	Introduction to CA_1 & CA_40 TC 7.5A.2 Adjacent Channel Selectivity (ACS) for CA (intra-band contiguous DL CA without UL CA)
	approved
	F
	10.4.0
	LTE_CA-UEConTest
	R5

	RP-121656
	36.521-1
	0777
	-
	10.3.0
	Rel‑10
	Corrections of RMC for receiver characteristics
	approved
	F
	10.4.0
	LTE-UEConTest_RF
	R5

	RP-121656
	36.521-1
	0778
	-
	10.3.0
	Rel‑10
	Corrections of FRC subframe allocations for performance requirements
	approved
	F
	10.4.0
	LTE-UEConTest_RF
	R5

	RP-121684
	36.521-1
	0779
	-
	10.3.0
	Rel‑10
	Introduction of TC 9.2.2.1_D FDD CQI Reporting under AWGN conditions - PUCCH 1-1 for eDL-MIMO
	approved
	F
	10.4.0
	LTE_eDL_MIMO-UEConTest
	R5

	RP-121684
	36.521-1
	0780
	-
	10.3.0
	Rel‑10
	Introduction of TC 9.2.2.2_D TDD CQI Reporting under AWGN conditions - PUCCH 1-1 for eDL-MIMO
	approved
	F
	10.4.0
	LTE_eDL_MIMO-UEConTest
	R5

	RP-121684
	36.521-1
	0781
	-
	10.3.0
	Rel‑10
	Introduction of TC 9.3.2.2.1_D FDD CQI Reporting under fading conditions - PUCCH 1-1 for eDL-MIMO
	approved
	F
	10.4.0
	LTE_eDL_MIMO-UEConTest
	R5

	RP-121684
	36.521-1
	0782
	-
	10.3.0
	Rel‑10
	Introduction of TC 9.3.2.2.2_D TDD CQI Reporting under fading conditions - PUCCH 1-1 for eDL-MIMO
	approved
	F
	10.4.0
	LTE_eDL_MIMO-UEConTest
	R5

	RP-121684
	36.521-1
	0783
	-
	10.3.0
	Rel‑10
	Additions of eDL-MIMO to Annex A
	approved
	F
	10.4.0
	LTE_eDL_MIMO-UEConTest
	R5

	RP-121684
	36.521-1
	0784
	-
	10.3.0
	Rel‑10
	Additions of eDL-MIMO to Annex B Propagation Conditions for eDL-MIMO
	approved
	F
	10.4.0
	LTE_eDL_MIMO-UEConTest
	R5

	RP-121684
	36.521-1
	0785
	-
	10.3.0
	Rel‑10
	Additions of eDL-MIMO to Annex F
	approved
	F
	10.4.0
	LTE_eDL_MIMO-UEConTest
	R5

	RP-121684
	36.521-1
	0786
	-
	10.3.0
	Rel‑10
	Additions to TC 9.4.2.1.1_D FDD PMI Reporting - PUSCH 1-2 (Multiple PMI) for eDL-MIMO
	approved
	F
	10.4.0
	LTE_eDL_MIMO-UEConTest
	R5

	RP-121684
	36.521-1
	0787
	-
	10.3.0
	Rel‑10
	Additions to TC 9.4.2.1.2_D TDD PMI Reporting - PUSCH 1-2 (Multiple PMI) for eDL-MIMO
	approved
	F
	10.4.0
	LTE_eDL_MIMO-UEConTest
	R5

	RP-121684
	36.521-1
	0788
	-
	10.3.0
	Rel‑10
	Additions to TC 9.5.1.1_D FDD RI Reporting for eDL-MIMO
	approved
	F
	10.4.0
	LTE_eDL_MIMO-UEConTest
	R5

	RP-121684
	36.521-1
	0789
	-
	10.3.0
	Rel‑10
	Additions to TC 9.5.1.2_D TDD RI Reporting for eDL-MIMO
	approved
	F
	10.4.0
	LTE_eDL_MIMO-UEConTest
	R5

	RP-121656
	36.521-1
	0790
	-
	10.3.0
	Rel‑10
	RF TC 6.2.4: Minor correction to test points for NS_15
	approved
	F
	10.4.0
	LTE-UEConTest_RF
	R5

	RP-121681
	36.521-1
	0791
	-
	10.3.0
	Rel‑10
	RF TC 6.2.4B: Minor correction to test points for NS_15
	approved
	F
	10.4.0
	LTE_UL_MIMO-UEConTest
	R5

	RP-121686
	36.521-1
	0792
	-
	10.3.0
	Rel‑10
	TS 36-521-1: MPR correction for band 26
	approved
	F
	10.4.0
	e850_UB-UEConTest
	R5

	RP-121677
	36.521-1
	0793
	-
	10.3.0
	Rel‑10
	Updates of 6.3.3A UE Transmit OFF power for CA
	approved
	F
	10.4.0
	LTE_CA-UEConTest
	R5

	RP-121677
	36.521-1
	0794
	-
	10.3.0
	Rel‑10
	Update of Annex F in 36.521-1
	approved
	F
	10.4.0
	LTE_CA-UEConTest
	R5

	RP-121677
	36.521-1
	0795
	-
	10.3.0
	Rel‑10
	Updates for 6.3.4A ON/OFF time mask for CA
	approved
	F
	10.4.0
	LTE_CA-UEConTest
	R5

	RP-121677
	36.521-1
	0796
	-
	10.3.0
	Rel‑10
	Addition of Transmitter test case - Transmit intermodulation for CA
	approved
	F
	10.4.0
	LTE_CA-UEConTest
	R5

	RP-121681
	36.521-1
	0797
	-
	10.3.0
	Rel‑10
	Update of TC6.6.3B.1 for Transmitter Spurious emissions for UL-MIMO
	approved
	F
	10.4.0
	LTE_UL_MIMO-UEConTest
	R5

	RP-121684
	36.521-1
	0798
	-
	10.3.0
	Rel‑10
	Introduction of TC 8.3.1.2.1_D FDD PDSCH Dual-layer Spatial Multiplexing for eDL-MIMO
	approved
	F
	10.4.0
	LTE_eDL_MIMO-UEConTest
	R5

	RP-121684
	36.521-1
	0799
	-
	10.3.0
	Rel‑10
	Introduction of TC 8.3.2.2.1_D TDD PDSCH Dual-layer Spatial Multiplexing for eDL-MIMO
	approved
	F
	10.4.0
	LTE_eDL_MIMO-UEConTest
	R5

	RP-121684
	36.521-1
	0800
	-
	10.3.0
	Rel‑10
	Additions to Annex G for eDL-MIMO
	approved
	F
	10.4.0
	LTE_eDL_MIMO-UEConTest
	R5

	RP-121684
	36.521-1
	0801
	-
	10.3.0
	Rel‑10
	Correctons to Annex H for eDL-MIMO
	approved
	F
	10.4.0
	LTE_eDL_MIMO-UEConTest
	R5

	RP-121684
	36.521-1
	0802
	-
	10.3.0
	Rel‑10
	Additions to TC 8.3.2.1.2_D TDD Single-Layer Spatial Multiplexing on antenna ports without a simultaneous transmission for eDL-MIMO
	approved
	F
	10.4.0
	LTE_eDL_MIMO-UEConTest
	R5

	RP-121684
	36.521-1
	0803
	-
	10.3.0
	Rel‑10
	Additions to TC 8.3.2.1.3_D TDD Single-Layer Spatial Multiplexing on antenna ports with a simultaneous transmission for eDL-MIMO
	approved
	F
	10.4.0
	LTE_eDL_MIMO-UEConTest
	R5

	RP-121688
	36.521-1
	0804
	-
	10.3.0
	Rel‑10
	Introduction of Band 27 to TS 36.521-1
	approved
	F
	10.4.0
	LTE_e850_LB-UEConTest
	R5

	RP-121677
	36.521-1
	0805
	-
	10.3.0
	Rel‑10
	Updates to TC 8.2.2.3.1_A.1 for CA
	approved
	F
	10.4.0
	LTE_CA-UEConTest
	R5

	RP-121677
	36.521-1
	0806
	-
	10.3.0
	Rel‑10
	Addition of new test case 8.2.1.4.2_A.1 for CA
	approved
	F
	10.4.0
	LTE_CA-UEConTest
	R5

	RP-121677
	36.521-1
	0807
	-
	10.3.0
	Rel‑10
	Addition of new test case 8.2.2.4.2_A.1 for CA
	approved
	F
	10.4.0
	LTE_CA-UEConTest
	R5

	RP-121677
	36.521-1
	0808
	-
	10.3.0
	Rel‑10
	Addition of sustained downlink data rate TC 8.7.1.1_A.1 for CA
	approved
	F
	10.4.0
	LTE_CA-UEConTest
	R5

	RP-121677
	36.521-1
	0809
	-
	10.3.0
	Rel‑10
	Addition of sustained downlink data rate TC 8.7.1.1_A.2 for CA
	approved
	F
	10.4.0
	LTE_CA-UEConTest
	R5

	RP-121677
	36.521-1
	0810
	-
	10.3.0
	Rel‑10
	Update of RF TC for 36.521-1 _ 6.3.5A.2.1 Power Control Relative power tolerance for CA
	approved
	F
	10.4.0
	LTE_CA-UEConTest
	R5

	RP-121656
	36.521-1
	0811
	-
	10.3.0
	Rel‑10
	Update TC 6.6.3.2_1 Spurious emission band UE co-existence(Release 9 and forward)
	approved
	F
	10.4.0
	LTE-UEConTest_RF
	R5

	RP-121656
	36.521-1
	0812
	-
	10.3.0
	Rel‑10
	Correction to test applicability in 6.2.4 A-MPR test case
	approved
	F
	10.4.0
	LTE-UEConTest_RF
	R5

	RP-121656
	36.521-1
	0813
	-
	10.3.0
	Rel‑10
	Corection to test parameter in Perf 8.2.1 of 36.521-1
	approved
	F
	10.4.0
	LTE-UEConTest_RF
	R5

	RP-121656
	36.521-1
	0814
	-
	10.3.0
	Rel‑10
	Clarification of AG level for 8.7 sustained data rate test of 36.521-1
	approved
	F
	10.4.0
	LTE-UEConTest_RF
	R5

	RP-121656
	36.521-1
	0815
	-
	10.3.0
	Rel‑10
	Correction to SNR test points in test procedure
	approved
	F
	10.4.0
	LTE-UEConTest_RF
	R5

	RP-121656
	36.521-1
	0816
	-
	10.3.0
	Rel‑10
	Clarification of random precoding granularity
	approved
	F
	10.4.0
	LTE-UEConTest_RF
	R5

	RP-121677
	36.521-1
	0817
	-
	10.3.0
	Rel‑10
	Update of General sections for CA
	approved
	F
	10.4.0
	LTE_CA-UEConTest
	R5

	RP-121677
	36.521-1
	0818
	-
	10.3.0
	Rel‑10
	Introduction to CA_1-5 TC 7.5A.3 Adjacent Channel Selectivity (ACS) for CA (inter-band DL CA without UL CA)
	approved
	F
	10.4.0
	LTE_CA-UEConTest
	R5

	RP-121677
	36.521-1
	0819
	-
	10.3.0
	Rel‑10
	Addition of a new TC 6.3.5A.3.1 Aggregate power control tolerance for CA(intra-band contiguous DL CA and UL CA)
	approved
	F
	10.4.0
	LTE_CA-UEConTest
	R5

	RP-121677
	36.521-1
	0820
	-
	10.3.0
	Rel‑10
	Addition of a new TC 6.6.3.2A.1 Spurious emission band UE co-existence for CA(intra-band contiguous DL CA and UL CA)
	approved
	F
	10.4.0
	LTE_CA-UEConTest
	R5

	RP-121689
	36.521-1
	0821
	-
	10.3.0
	Rel‑10
	Addition of Band 28 to 6.6.3.2 Spurious emission band UE co-existence
	approved
	F
	10.4.0
	LTE_APAC700-UEConTest
	R5

	RP-121689
	36.521-1
	0822
	-
	10.3.0
	Rel‑10
	Addition of Band 28 to 6.6.3.3 Additional spurious emissions
	approved
	F
	10.4.0
	LTE_APAC700-UEConTest
	R5

	RP-121681
	36.521-1
	0823
	-
	10.3.0
	Rel‑10
	UE output power definition for UL-MIMO
	approved
	F
	10.4.0
	LTE_UL_MIMO-UEConTest
	R5

	RP-121681
	36.521-1
	0824
	-
	10.3.0
	Rel‑10
	Update TC 6.2.4B Additional maximum power reduction (A-MPR) for UL-MIMO
	approved
	F
	10.4.0
	LTE_UL_MIMO-UEConTest
	R5

	RP-121681
	36.521-1
	0825
	-
	10.3.0
	Rel‑10
	Update TC 6.5.2B.1 Error vector magnitude (EVM) for UL-MIMO
	approved
	F
	10.4.0
	LTE_UL_MIMO-UEConTest
	R5

	RP-121681
	36.521-1
	0826
	-
	10.3.0
	Rel‑10
	Update TC 6.2.5B Configured trasmitted output power for UL-MIMO
	approved
	F
	10.4.0
	LTE_UL_MIMO-UEConTest
	R5

	RP-121681
	36.521-1
	0827
	-
	10.3.0
	Rel‑10
	Update TC 7.3B Reference sensitivity level for UL-MIMO
	approved
	F
	10.4.0
	LTE_UL_MIMO-UEConTest
	R5

	RP-121681
	36.521-1
	0828
	-
	10.3.0
	Rel‑10
	Update TC 7.4B Maximum input level for UL-MIMO
	approved
	F
	10.4.0
	LTE_UL_MIMO-UEConTest
	R5

	RP-121681
	36.521-1
	0829
	-
	10.3.0
	Rel‑10
	Update TC 7.5B Adjacent Channel Selectivity (ACS) for UL-MIMO
	approved
	F
	10.4.0
	LTE_UL_MIMO-UEConTest
	R5

	RP-121681
	36.521-1
	0830
	-
	10.3.0
	Rel‑10
	Update TC 7.6.1B In-band blocking for UL-MIMO
	approved
	F
	10.4.0
	LTE_UL_MIMO-UEConTest
	R5

	RP-121681
	36.521-1
	0831
	-
	10.3.0
	Rel‑10
	Update TC 7.6.2B Out-of-band blocking for UL-MIMO
	approved
	F
	10.4.0
	LTE_UL_MIMO-UEConTest
	R5

	RP-121681
	36.521-1
	0832
	-
	10.3.0
	Rel‑10
	Update TC 7.6.3B Narrow band blocking for UL-MIMO
	approved
	F
	10.4.0
	LTE_UL_MIMO-UEConTest
	R5

	RP-121681
	36.521-1
	0833
	-
	10.3.0
	Rel‑10
	Update TC 7.7B Spurious response for UL-MIMO
	approved
	F
	10.4.0
	LTE_UL_MIMO-UEConTest
	R5

	RP-121681
	36.521-1
	0834
	-
	10.3.0
	Rel‑10
	Update TC 7.8.1B Wide band intermodulation for UL-MIMO
	approved
	F
	10.4.0
	LTE_UL_MIMO-UEConTest
	R5

	RP-121682
	36.521-1
	0835
	-
	10.3.0
	Rel‑10
	New RF TC for 36.521-1_8.2.1.2.3_Enhanced ICIC for LTE
	approved
	F
	10.4.0
	eICIC_LTE-UEConTest
	R5

	RP-121682
	36.521-1
	0836
	-
	10.3.0
	Rel‑10
	New RF TC for 36.521-1_8.4.1.2.3_Enhanced ICIC for LTE
	approved
	F
	10.4.0
	eICIC_LTE-UEConTest
	R5

	RP-121682
	36.521-1
	0837
	-
	10.3.0
	Rel‑10
	TDD CQI Reporting under AWGN conditions-PUCCH 1-0-Demod subframe overlaps with aggressor cell ABS (eICIC)
	approved
	F
	10.4.0
	eICIC_LTE-UEConTest
	R5

	RP-121682
	36.521-1
	0838
	-
	10.3.0
	Rel‑10
	TDD PHICH Transmit Diversity 2x2-Demod subframe overlaps with aggressor cell ABS (eICIC)
	approved
	F
	10.4.0
	eICIC_LTE-UEConTest
	R5

	RP-121682
	36.521-1
	0839
	-
	10.3.0
	Rel‑10
	TDD PDSCH Open Loop Spatial Multiplexing 2x2 Demod subframe overlaps with aggressor cell ABS (eICIC)
	approved
	F
	10.4.0
	eICIC_LTE-UEConTest
	R5

	RP-121656
	36.521-1
	0840
	-
	10.3.0
	Rel‑10
	Update of Perf 8.7.1.1 and 8.7.2.1 of 36.521-1
	approved
	F
	10.4.0
	LTE-UEConTest_RF
	R5

	RP-121677
	36.521-1
	0841
	-
	10.3.0
	Rel‑10
	CR to 8.2.1.1.1_A: Correction to an average throughput measurement
	approved
	F
	10.4.0
	LTE_CA-UEConTest
	R5

	RP-121677
	36.521-1
	0842
	-
	10.3.0
	Rel‑10
	CR to 8.2.1.3.1_A: Correction to an average throughput measurement
	approved
	F
	10.4.0
	LTE_CA-UEConTest
	R5

	RP-121656
	36.521-1
	0843
	-
	10.3.0
	Rel‑10
	Clarification of RB position in 9.4.1 and 9.4.2
	approved
	F
	10.4.0
	LTE-UEConTest_RF
	R5

	RP-121690
	36.521-1
	0844
	-
	10.3.0
	Rel‑10
	Additions to test description TC 6.2.5A.1 and 6.2.5A.2 including CA_1A-19A and CA_1A-21A updaes
	approved
	F
	10.4.0
	LTE_CA_intraC_inter_UEConTest
	R5

	RP-121690
	36.521-1
	0845
	-
	10.3.0
	Rel‑10
	Updates for TC7.3A: Reference sensitivity level for CA including CA_41C, CA_1-19 and CA_1-21
	approved
	F
	10.4.0
	LTE_CA_intraC_inter_UEConTest
	R5

	RP-121677
	36.521-1
	0846
	-
	10.3.0
	Rel‑10
	Update of RF TC for 36.521-1 _ 6.3.5A.1.1 Power Control Absolute power tolerance for CA
	approved
	F
	10.4.0
	LTE_CA-UEConTest
	R5

	RP-121677
	36.521-1
	0847
	-
	10.3.0
	Rel‑10
	Updates for TC6.5.1A: Frequency error for CA
	approved
	F
	10.4.0
	LTE_CA-UEConTest
	R5

	RP-121656
	36.521-1
	0848
	-
	10.3.0
	Rel‑10
	Update of minimum test time in Annex G.3.5
	approved
	F
	10.4.0
	LTE-UEConTest_RF
	R5

	RP-121690
	36.521-1
	0849
	-
	10.3.0
	Rel‑10
	Updates for 5.2A operating bands for CA_7, CA_38, CA_41, CA_1-18, CA_1-19, CA_1-21, CA_2-17, CA_3-5, CA_3-7, CA_3-8, CA_3-20, CA_4-12, CA_4-13, CA_4-17, CA_4-20
	approved
	F
	10.4.0
	LTE_CA_intraC_inter_UEConTest
	R5

	RP-121690
	36.521-1
	0850
	-
	10.3.0
	Rel‑10
	Updates for 5.4.2A channel bandwidth for CA_7, CA_38, CA_41, CA_1-18, CA_1-19, CA_1-21, CA_2-17, CA_3-5, CA_3-7, CA_3-8, CA_3-20, CA_4-12, CA_4-13, CA_4-17, CA_4-20
	approved
	F
	10.4.0
	LTE_CA_intraC_inter_UEConTest
	R5

	RP-121678
	36.521-1
	0851
	-
	10.3.0
	Rel‑10
	RF Cl 8.1.1: Update of the CA capability table
	approved
	F
	10.4.0
	LTE_CA-UEConTest
	R5

	RP-121678
	36.521-1
	0852
	-
	10.3.0
	Rel‑10
	RF Cl 8.7.2.1A: Update of test structure according to the work plan
	approved
	F
	10.4.0
	LTE_CA-UEConTest
	R5

	RP-121678
	36.521-1
	0853
	-
	10.3.0
	Rel‑10
	Correction to TC 7.5.1 Adjacent Channel Selectivty (ACS)
	approved
	F
	10.4.0
	LTE_CA-UEConTest
	R5

	RP-121678
	36.521-1
	0854
	-
	10.3.0
	Rel‑10
	Addition to test description for SEM for CA
	approved
	F
	10.4.0
	LTE_CA-UEConTest
	R5

	RP-121678
	36.521-1
	0855
	-
	10.3.0
	Rel‑10
	Addition to minimum requirement for TC 6.5.2A.3.1 in-band emissions for non allocated RB for CA
	approved
	F
	10.4.0
	LTE_CA-UEConTest
	R5

	RP-121678
	36.521-1
	0856
	-
	10.3.0
	Rel‑10
	TC 6.2.2A.1 UE MOP for CA updates
	approved
	F
	10.4.0
	LTE_CA-UEConTest
	R5

	RP-121678
	36.521-1
	0857
	-
	10.3.0
	Rel‑10
	CR to Annex G.3A.5: Minimum number of samples for CA performance tests
	approved
	F
	10.4.0
	LTE_CA-UEConTest
	R5

	RP-121678
	36.521-1
	0858
	-
	10.3.0
	Rel‑10
	Additions to test case for TC 6.2.3A.1 Maximum Power Reduction (MPR) for CA (intra-band contiguous DL CA and UL CA)
	approved
	F
	10.4.0
	LTE_CA-UEConTest
	R5

	RP-121678
	36.521-1
	0859
	-
	10.3.0
	Rel‑10
	Introduction to TC 6.6.3.3A.1 Additional spurious emissions for CA (intra-band contiguous DL CA and UL CA)
	approved
	F
	10.4.0
	LTE_CA-UEConTest
	R5

	RP-121678
	36.521-1
	0860
	-
	10.3.0
	Rel‑10
	TC 6.3.2A.1 Minimum Output Power for CA introduction
	approved
	F
	10.4.0
	LTE_CA-UEConTest
	R5

	RP-121678
	36.521-1
	0861
	-
	10.3.0
	Rel‑10
	RF TC 8.2.2.1.1_A: Adjusting test procedure and requirements to completed Annex G.3A
	approved
	F
	10.4.0
	LTE_CA-UEConTest
	R5

	RP-121678
	36.521-1
	0862
	-
	10.3.0
	Rel‑10
	TC 7.6.1A.x In-band blocking for CA introduction
	approved
	F
	10.4.0
	LTE_CA-UEConTest
	R5

	RP-121678
	36.521-1
	0863
	-
	10.3.0
	Rel‑10
	TC 7.6.2A.x Out-of-band blocking for CA introduction
	approved
	F
	10.4.0
	LTE_CA-UEConTest
	R5

	RP-121678
	36.521-1
	0864
	-
	10.3.0
	Rel‑10
	TC 7.6.3A.x Narrow-band blocking for CA introduction
	approved
	F
	10.4.0
	LTE_CA-UEConTest
	R5

	RP-121678
	36.521-1
	0865
	-
	10.3.0
	Rel‑10
	TC 7.7A.x Spurious response for CA introduction
	approved
	F
	10.4.0
	LTE_CA-UEConTest
	R5

	RP-121678
	36.521-1
	0866
	-
	10.3.0
	Rel‑10
	Addition of Receiver test case - Wideband intermodulation for CA
	approved
	F
	10.4.0
	LTE_CA-UEConTest
	R5

	RP-121678
	36.521-1
	0867
	-
	10.3.0
	Rel‑10
	RF: Addition of references to connection diagrams in CA tests
	approved
	F
	10.4.0
	LTE_CA-UEConTest
	R5

	RP-121656
	36.521-2
	0075
	-
	10.3.0
	Rel‑10
	Removing FGI bit 5 from clause four RRM test cases
	approved
	F
	10.4.0
	LTE-UEConTest_RF
	R5

	RP-121689
	36.521-2
	0076
	-
	10.3.0
	Rel‑10
	Adding bands 28 and 44 to TS 36.521-2
	approved
	F
	10.4.0
	LTE_APAC700-UEConTest
	R5

	RP-121656
	36.521-2
	0077
	-
	10.3.0
	Rel‑10
	Correction to Additional Information for RRM 4.3.4.3
	approved
	F
	10.4.0
	LTE-UEConTest_RF
	R5

	RP-121688
	36.521-2
	0078
	-
	10.3.0
	Rel‑10
	Introduction of Band 27 to TS 36.521-2
	approved
	F
	10.4.0
	LTE_e850_LB-UEConTest
	R5

	RP-121681
	36.521-2
	0079
	-
	10.3.0
	Rel‑10
	Update applicability of UL-MIMO related conformance test cases
	approved
	F
	10.4.0
	LTE_UL_MIMO-UEConTest
	R5

	RP-121689
	36.521-2
	0080
	-
	10.3.0
	Rel‑10
	Applicability removal of RRM TC8.12.1
	approved
	F
	10.4.0
	LTE_APAC700-UEConTest
	R5

	RP-121677
	36.521-2
	0081
	-
	10.3.0
	Rel‑10
	Updates to the applicability of CA RF Tx tests
	approved
	F
	10.4.0
	LTE_CA-UEConTest
	R5

	RP-121678
	36.521-2
	0082
	-
	10.3.0
	Rel‑10
	Updates to the applicability of CA RF Performance tests
	approved
	F
	10.4.0
	LTE_CA-UEConTest
	R5

	RP-121678
	36.521-2
	0083
	-
	10.3.0
	Rel‑10
	Updates to the applicability of CA RF Rx tests
	approved
	F
	10.4.0
	LTE_CA-UEConTest
	R5

	RP-121678
	36.521-2
	0084
	-
	10.3.0
	Rel‑10
	Appicability for new RRM CA related TCs
	approved
	F
	10.4.0
	LTE_CA-UEConTest
	R5

	RP-121677
	36.521-3
	0627
	-
	10.2.1
	Rel‑10
	RRM TC 9.1.6.1: General updates and corrections
	approved
	F
	10.3.0
	LTE_CA-UEConTest
	R5

	RP-121677
	36.521-3
	0628
	-
	10.2.1
	Rel‑10
	RRM TC 9.1.6.2: General updates and corrections
	approved
	F
	10.3.0
	LTE_CA-UEConTest
	R5

	RP-121682
	36.521-3
	0629
	-
	10.2.1
	Rel‑10
	RRM Annex C: Addition of physical channel settings for eICIC tests
	approved
	F
	10.3.0
	eICIC_LTE-UEConTest
	R5

	RP-121682
	36.521-3
	0630
	-
	10.2.1
	Rel‑10
	RRM Annex A: Addition of measurement channels for eICIC tests
	approved
	F
	10.3.0
	eICIC_LTE-UEConTest
	R5

	RP-121682
	36.521-3
	0631
	-
	10.2.1
	Rel‑10
	RRM New TC 7.3.9: Test skeleton for E-UTRAN FDD Radio Link Monitoring Out-of-sync with non-MBSFN ABS
	approved
	F
	10.3.0
	eICIC_LTE-UEConTest
	R5

	RP-121682
	36.521-3
	0632
	-
	10.2.1
	Rel‑10
	RRM New TC 7.3.10: Test skeleton for E-UTRAN TDD Radio Link Monitoring Out-of-sync with non-MBSFN ABS
	approved
	F
	10.3.0
	eICIC_LTE-UEConTest
	R5

	RP-121682
	36.521-3
	0633
	-
	10.2.1
	Rel‑10
	RRM New TC 7.3.11: Test skeleton for E-UTRAN FDD Radio Link Monitoring In-sync with non-MBSFN ABS
	approved
	F
	10.3.0
	eICIC_LTE-UEConTest
	R5

	RP-121682
	36.521-3
	0634
	-
	10.2.1
	Rel‑10
	RRM New TC 7.3.12: Test skeleton for E-UTRAN TDD Radio Link Monitoring In-sync with non-MBSFN ABS
	approved
	F
	10.3.0
	eICIC_LTE-UEConTest
	R5

	RP-121682
	36.521-3
	0635
	-
	10.2.1
	Rel‑10
	RRM New TC 8.1.7: Test skeleton for E-UTRAN FDD-FDD Intra-Frequency Event-Triggered Reporting with non-MBSFN ABS
	approved
	F
	10.3.0
	eICIC_LTE-UEConTest
	R5

	RP-121682
	36.521-3
	0636
	-
	10.2.1
	Rel‑10
	RRM New TC 8.2.5: Test skeleton for E-UTRAN TDD-TDD Intra-Frequency Event-Triggered Reporting with non-MBSFN ABS
	approved
	F
	10.3.0
	eICIC_LTE-UEConTest
	R5

	RP-121657
	36.521-3
	0637
	-
	10.2.1
	Rel‑10
	RRM TC 9.6.2: General corrections
	approved
	F
	10.3.0
	LTE-UEConTest_RF
	R5

	RP-121657
	36.521-3
	0638
	-
	10.2.1
	Rel‑10
	Update Test cases 5.2.3+5.2.6 uncertainties for >3GHz
	approved
	F
	10.3.0
	LTE-UEConTest_RF
	R5

	RP-121657
	36.521-3
	0639
	-
	10.2.1
	Rel‑10
	Fading margin for RRM Test cases 8.3.1, 8.3.2, 8.4.1, 8.4.2, 8.14.1 and 8.15.1
	approved
	F
	10.3.0
	LTE-UEConTest_RF
	R5

	RP-121657
	36.521-3
	0640
	-
	10.2.1
	Rel‑10
	Procedure and requirements for Test cases 4.2.7 and 4.2.8
	approved
	F
	10.3.0
	LTE-UEConTest_RF
	R5

	RP-121657
	36.521-3
	0641
	-
	10.2.1
	Rel‑10
	Correction of RSRP values in the Test Requirement for RRM Test case 5.3.1
	approved
	F
	10.3.0
	LTE-UEConTest_RF
	R5

	RP-121657
	36.521-3
	0642
	-
	10.2.1
	Rel‑10
	Clean up of TDD related RRM tests in 36.521-3
	approved
	F
	10.3.0
	LTE-UEConTest_RF
	R5

	RP-121677
	36.521-3
	0643
	-
	10.2.1
	Rel‑10
	Correction to TC 9.2.5.1 FDD Absolute RSRQ for E-UTRA Carrier Aggregation tests
	approved
	F
	10.3.0
	LTE_CA-UEConTest
	R5

	RP-121677
	36.521-3
	0644
	-
	10.2.1
	Rel‑10
	Correction to TC 9.2.6.1 TDD Absolute RSRQ for E-UTRA Carrier Aggregation tests
	approved
	F
	10.3.0
	LTE_CA-UEConTest
	R5

	RP-121657
	36.521-3
	0645
	-
	10.2.1
	Rel‑10
	RRM TC 9.6.1: Introduction of GSM RSSI acurracy for E-UTRAN FDD
	approved
	F
	10.3.0
	LTE-UEConTest_RF
	R5

	RP-121657
	36.521-3
	0646
	-
	10.2.1
	Rel‑10
	Uncertainties and Test Tolerances for TC 4.5.2.1
	approved
	F
	10.3.0
	LTE-UEConTest_RF
	R5

	RP-121657
	36.521-3
	0647
	-
	10.2.1
	Rel‑10
	Uncertainties and Test Tolerances for TC 5.3.5
	approved
	F
	10.3.0
	LTE-UEConTest_RF
	R5

	RP-121657
	36.521-3
	0648
	-
	10.2.1
	Rel‑10
	Uncertainties and Test Tolerances for TC 8.14.2
	approved
	F
	10.3.0
	LTE-UEConTest_RF
	R5

	RP-121657
	36.521-3
	0649
	-
	10.2.1
	Rel‑10
	Uncertainties and Test Tolerances for TC 8.15.2
	approved
	F
	10.3.0
	LTE-UEConTest_RF
	R5

	RP-121657
	36.521-3
	0650
	-
	10.2.1
	Rel‑10
	Uncertainties and Test Tolerances for TC 8.14.3 and 8.15.3
	approved
	F
	10.3.0
	LTE-UEConTest_RF
	R5

	RP-121657
	36.521-3
	0651
	-
	10.2.1
	Rel‑10
	Uncertainties and Test Tolerances for TC 9.2.4A.1
	approved
	F
	10.3.0
	LTE-UEConTest_RF
	R5

	RP-121657
	36.521-3
	0652
	-
	10.2.1
	Rel‑10
	Uncertainties and Test Tolerances for TC 9.2.4A.2
	approved
	F
	10.3.0
	LTE-UEConTest_RF
	R5

	RP-121657
	36.521-3
	0653
	-
	10.2.1
	Rel‑10
	Correction to RRM 9.3.1 in 36.521-3
	approved
	F
	10.3.0
	LTE-UEConTest_RF
	R5

	RP-121657
	36.521-3
	0654
	-
	10.2.1
	Rel‑10
	Addition of new TC 8.16.1 E-UTRAN FDD event triggered reporting under deactivated SCell in non-DRX including uncertainties and Test Tolerances
	approved
	F
	10.3.0
	LTE-UEConTest_RF
	R5

	RP-121657
	36.521-3
	0655
	-
	10.2.1
	Rel‑10
	Addition of new TC 8.16.2 E-UTRAN TDD event triggered reporting under deactivated SCell in non-DRX including uncertainties and Test Tolerances
	approved
	F
	10.3.0
	LTE-UEConTest_RF
	R5

	RP-121688
	36.521-3
	0656
	-
	10.2.1
	Rel‑10
	Introduction of Band 27 to TS 36.521-3
	approved
	F
	10.3.0
	LTE_e850_LB-UEConTest
	R5

	RP-121677
	36.521-3
	0657
	-
	10.2.1
	Rel‑10
	Correction to TC 9.2.5.2 FDD Relative RSRQ for E-UTRA Carrier Aggregation tests
	approved
	F
	10.3.0
	LTE_CA-UEConTest
	R5

	RP-121677
	36.521-3
	0658
	-
	10.2.1
	Rel‑10
	Correction to TC 9.2.6.2 TDD Relative RSRQ for E-UTRA Carrier Aggregation tests
	approved
	F
	10.3.0
	LTE_CA-UEConTest
	R5

	RP-121657
	36.521-3
	0659
	-
	10.2.1
	Rel‑10
	Correction to accuracy requirements in RSRP/RSRQ test for Band 26in 36.521-3
	approved
	F
	10.3.0
	LTE-UEConTest_RF
	R5

	RP-121657
	36.521-3
	0660
	-
	10.2.1
	Rel‑10
	Correction to RRM 9.4.1 in 36.521-3
	approved
	F
	10.3.0
	LTE-UEConTest_RF
	R5

	RP-121657
	36.521-3
	0661
	-
	10.2.1
	Rel‑10
	Update Test Procedure and Test Tolerances for UE Transmit Timing Accuracy
	approved
	F
	10.3.0
	LTE-UEConTest_RF
	R5

	RP-121657
	36.521-3
	0662
	-
	10.2.1
	Rel‑10
	Correction to RRM 4.2.7 in 36.521-3
	approved
	F
	10.3.0
	LTE-UEConTest_RF
	R5

	RP-121677
	36.521-3
	0663
	-
	10.2.1
	Rel‑10
	Addition of a new TC 9.1.7.1 TDD Absolute RSRP Accuracy E-UTRA for Carrier Aggregation
	approved
	F
	10.3.0
	LTE_CA-UEConTest
	R5

	RP-121677
	36.521-3
	0664
	-
	10.2.1
	Rel‑10
	Addition of a new TC 9.1.7.2 TDD Relative RSRP Accuracy E-UTRA for Carrier Aggregation
	approved
	F
	10.3.0
	LTE_CA-UEConTest
	R5

	RP-121657
	36.521-3
	0665
	-
	10.2.1
	Rel‑10
	Correction to Table 9.2.1.1.5-2 in clause 9.2.1.1.5
	approved
	F
	10.3.0
	LTE-UEConTest_RF
	R5

	RP-121678
	36.521-3
	0667
	-
	10.2.0
	Rel‑10
	New TC(8.20) introduction of inter-frequency/RAT measurements in CA mode
	approved
	F
	10.3.0
	LTE_CA-UEConTest
	R5

	RP-121678
	36.521-3
	0668
	-
	10.2.0
	Rel‑10
	Correction to TC 8.16.3 E-UTRAN FDD-FDD Event Triggered reporting on deactivated SCell with PCell interruption in non-DRX for CA
	approved
	F
	10.3.0
	LTE_CA-UEConTest
	R5

	RP-121678
	36.521-3
	0669
	-
	10.2.0
	Rel‑10
	Corrections to TC 8.16.4 E-UTRAN TDD-TDD Event Triggered reporting on deactivated SCell with PCell interruption in non-DRX for CA
	approved
	F
	10.3.0
	LTE_CA-UEConTest
	R5

	RP-121678
	36.521-3
	0670
	-
	10.2.0
	Rel‑10
	Introduction of default RRC messages exceptions for Carrier Aggregation
	approved
	F
	10.3.0
	LTE_CA-UEConTest
	R5

	RP-121678
	36.521-3
	0671
	-
	10.2.0
	Rel‑10
	Addition of new cell configuration mapping for CA related test cases
	approved
	F
	10.3.0
	LTE_CA-UEConTest
	R5

	GP-121233
	36.523-1
	1976
	-
	10.2.1
	Rel‑10
	CR 36.523-1-1976 GCF Priority 2 - Correction to Idle Mode testcases refering to 36.508 6.4.2.7A-2
	approved
	F
	10.3.0
	LTE-UEConTest_SIG
	G3new

	GP-121234
	36.523-1
	1977
	-
	10.2.1
	Rel‑10
	CR 36.523-1-1977 GCF Priority g1 - Corrections to Multi-layer test case 13.4.2.5
	approved
	F
	10.3.0
	LTE-UEConTest_SIG
	G3new

	RP-121660
	36.523-1
	1978
	-
	11.0.0
	Rel‑11
	GCF P3: Update of TC 9.2.1.1.19 to apply to all types of attach
	approved
	F
	11.1.0
	LTE-UEConTest_SIG
	R5

	RP-121660
	36.523-1
	1979
	-
	11.0.0
	Rel‑11
	GCF Priority U1 - Correction to EMM test case 9.2.3.3.2
	approved
	F
	11.1.0
	LTE-UEConTest_SIG
	R5

	RP-121660
	36.523-1
	1980
	-
	11.0.0
	Rel‑11
	GCF WI-151 - Correction to LTE FDD-TDD Inter-mode test case 6.1.1.1a
	approved
	F
	11.1.0
	LTE-UEConTest_SIG
	R5

	RP-121660
	36.523-1
	1981
	-
	11.0.0
	Rel‑11
	GCF Priority 3: Correction to EMM test case 9.2.3.1.16
	approved
	F
	11.1.0
	LTE-UEConTest_SIG
	R5

	RP-121660
	36.523-1
	1982
	-
	11.0.0
	Rel‑11
	GCF Priority 4 - Correction to EUTRA Idle Mode test case 6.1.1.6a
	approved
	F
	11.1.0
	LTE-UEConTest_SIG
	R5

	RP-121677
	36.523-1
	1983
	-
	11.0.0
	Rel‑11
	Split of CA TC 7.1.3.11 to Intra-band contiguous CA and Inter-band CA
	approved
	F
	11.1.0
	LTE_CA-UEConTest
	R5

	RP-121660
	36.523-1
	1984
	-
	11.0.0
	Rel‑11
	GCF Priority 3 - Update to Multilayer procedure test cases 13.1.3, 13.3.2.1 and 13.3.2.2
	approved
	F
	11.1.0
	LTE-UEConTest_SIG
	R5

	RP-121664
	36.523-1
	1985
	-
	11.0.0
	Rel‑11
	GCF Priority X - Corrections_TCs_8.4.7.x
	approved
	F
	11.1.0
	TEI9_Test
	R5

	RP-121664
	36.523-1
	1986
	-
	11.0.0
	Rel‑11
	GCF Priority X - Renumbering test case 8.4.7.11 to 8.4.7.10
	approved
	F
	11.1.0
	TEI9_Test
	R5

	RP-121664
	36.523-1
	1987
	-
	11.0.0
	Rel‑11
	Correction of RSRQ EUTRA 6.1.2.18
	approved
	F
	11.1.0
	TEI9_Test
	R5

	RP-121664
	36.523-1
	1988
	-
	11.0.0
	Rel‑11
	Correction of RSRQ EUTRA-GERAN 6.2.3.1a
	approved
	F
	11.1.0
	TEI9_Test
	R5

	RP-121660
	36.523-1
	1989
	-
	11.0.0
	Rel‑11
	GCF Priority 3 - Editorial correction for test case 9.2.1.1.25
	approved
	F
	11.1.0
	LTE-UEConTest_SIG
	R5

	RP-121660
	36.523-1
	1990
	-
	11.0.0
	Rel‑11
	GCF Priority 3 - Update test case 9.2.1.1.26
	approved
	F
	11.1.0
	LTE-UEConTest_SIG
	R5

	RP-121679
	36.523-1
	1991
	-
	11.0.0
	Rel‑11
	Correction to ANR for UTRAN IRAT (E-UTRAN) test case 8.7.1
	approved
	F
	11.1.0
	ANR_UTRAN-UEConTest
	R5

	RP-121660
	36.523-1
	1992
	-
	11.0.0
	Rel‑11
	GCF Priority 1 - Correction to Idle Mode test case 6.2.3.6
	approved
	F
	11.1.0
	LTE-UEConTest_SIG
	R5

	RP-121660
	36.523-1
	1993
	-
	11.0.0
	Rel‑11
	GCF Priority u1: Correction to RRC test case 8.1.3.7
	approved
	F
	11.1.0
	LTE-UEConTest_SIG
	R5

	RP-121660
	36.523-1
	1994
	-
	11.0.0
	Rel‑11
	GCF Priority u1: Correction to RRC test case 8.4.2.2
	approved
	F
	11.1.0
	LTE-UEConTest_SIG
	R5

	RP-121660
	36.523-1
	1995
	-
	11.0.0
	Rel‑11
	GCF Priority u2: Correction to RRC test case 8.4.2.4
	approved
	F
	11.1.0
	LTE-UEConTest_SIG
	R5

	RP-121677
	36.523-1
	1996
	-
	11.0.0
	Rel‑11
	Correction to CA test case 8.2.2.4.1
	approved
	F
	11.1.0
	LTE_CA-UEConTest
	R5

	RP-121660
	36.523-1
	1997
	-
	11.0.0
	Rel‑11
	GCF Priority U1 - Update test case 6.2.3.3
	approved
	F
	11.1.0
	LTE-UEConTest_SIG
	R5

	RP-121664
	36.523-1
	1998
	-
	11.0.0
	Rel‑11
	Clarification to Local Emergency list provided by the NWK and more
	approved
	F
	11.1.0
	TEI9_Test
	R5

	RP-121660
	36.523-1
	1999
	-
	11.0.0
	Rel‑11
	GCF Priority 1 - Correction to PDCP test cases 7.3.4.1 and 7.3.4.2
	approved
	F
	11.1.0
	LTE-UEConTest_SIG
	R5

	RP-121660
	36.523-1
	2000
	-
	11.0.0
	Rel‑11
	GCF Priority 3 - Update of TC 9.2.3.1.27
	approved
	F
	11.1.0
	LTE-UEConTest_SIG
	R5

	RP-121676
	36.523-1
	2001
	-
	11.0.0
	Rel‑11
	Addition of new MDT test case 8.6.7.2
	approved
	F
	11.1.0
	MDT_UMTSLTE-UEConTest
	R5

	RP-121676
	36.523-1
	2002
	-
	11.0.0
	Rel‑11
	Addition of new MDT test case 8.6.7.3
	approved
	F
	11.1.0
	MDT_UMTSLTE-UEConTest
	R5

	RP-121660
	36.523-1
	2003
	-
	11.0.0
	Rel‑11
	Update to GCF P3 TCs 9.2.2.1.3 and 9.2.2.1.4
	approved
	F
	11.1.0
	LTE-UEConTest_SIG
	R5

	RP-121660
	36.523-1
	2004
	-
	11.0.0
	Rel‑11
	GCF Priority G1 - Update test case 13.4.3.5
	approved
	F
	11.1.0
	LTE-UEConTest_SIG
	R5

	RP-121660
	36.523-1
	2005
	-
	11.0.0
	Rel‑11
	GCF Priority U2 - Correction to UTRA-EUTRA test case 8.4.2.4
	approved
	F
	11.1.0
	LTE-UEConTest_SIG
	R5

	RP-121660
	36.523-1
	2006
	-
	11.0.0
	Rel‑11
	GCF Priority U2 - Correction to EMM test case 9.2.3.2.3
	approved
	F
	11.1.0
	LTE-UEConTest_SIG
	R5

	RP-121660
	36.523-1
	2007
	-
	11.0.0
	Rel‑11
	GCF WI-151 - Correction to LTE FDD-TDD Inter-mode test case 6.1.1.4a
	approved
	F
	11.1.0
	LTE-UEConTest_SIG
	R5

	RP-121660
	36.523-1
	2008
	-
	11.0.0
	Rel‑11
	Editorial corrections to some EMM test cases
	approved
	F
	11.1.0
	LTE-UEConTest_SIG
	R5

	RP-121682
	36.523-1
	2009
	-
	11.0.0
	Rel‑11
	GCF Priority X - Correction to Rel‑10 eICIC test case 8.3.1.20
	approved
	F
	11.1.0
	eICIC_LTE-UEConTest
	R5

	RP-121665
	36.523-1
	2010
	-
	10.2.0
	Rel‑10
	Removal of technical content in 36.523-1 v10.2.0 and substitution with pointer to the next Release
	approved
	F
	10.3.0
	TEI10_Test
	R5

	RP-121660
	36.523-1
	2011
	-
	11.0.0
	Rel‑11
	GCF Priority 4 - Correction to EMM test case 9.2.3.2.13
	approved
	F
	11.1.0
	LTE-UEConTest_SIG
	R5

	RP-121677
	36.523-1
	2012
	-
	11.0.0
	Rel‑11
	Split of CA TC 7.1.9.1 to Intra-band contiguous CA and Inter-band CA
	approved
	F
	11.1.0
	LTE_CA-UEConTest
	R5

	RP-121660
	36.523-1
	2013
	-
	11.0.0
	Rel‑11
	GCF Priority 4: Update of EMM test cases 9.2.1.1.1b, 9.2.1.1.15a, 9.2.1.1.16a, 9.2.3.1.15a and 9.2.3.1.18a
	approved
	F
	11.1.0
	LTE-UEConTest_SIG
	R5

	RP-121660
	36.523-1
	2014
	-
	11.0.0
	Rel‑11
	GCF Priority 1 - Correction to PDCP test case 7.3.3.1, 7.3.3.2, 7.3.3.3 and 7.3.3.4
	approved
	F
	11.1.0
	LTE-UEConTest_SIG
	R5

	RP-121660
	36.523-1
	2015
	-
	11.0.0
	Rel‑11
	GCF Priority 1 - Correction to EUTRA RRC test case 8.5.4.1
	approved
	F
	11.1.0
	LTE-UEConTest_SIG
	R5

	RP-121660
	36.523-1
	2016
	-
	11.0.0
	Rel‑11
	GCF Priority 1 - Correction to EMM test case 9.2.3.3.5a
	approved
	F
	11.1.0
	LTE-UEConTest_SIG
	R5

	RP-121660
	36.523-1
	2017
	-
	11.0.0
	Rel‑11
	GCF Priority 2 - Correction to Idle Mode testcases refering to 36.508 6.4.2.7A-2
	approved
	F
	11.1.0
	LTE-UEConTest_SIG
	R5

	RP-121660
	36.523-1
	2018
	-
	11.0.0
	Rel‑11
	GCF Priority 2 - Update test case 9.2.2.2.2
	approved
	F
	11.1.0
	LTE-UEConTest_SIG
	R5

	RP-121660
	36.523-1
	2019
	-
	11.0.0
	Rel‑11
	GCF Priority 3 - Correction to EMM test case 9.3.1.6
	approved
	F
	11.1.0
	LTE-UEConTest_SIG
	R5

	RP-121660
	36.523-1
	2020
	-
	11.0.0
	Rel‑11
	GCF Priority 3 - Correction to EMM test case 9.2.2.1.3
	approved
	F
	11.1.0
	LTE-UEConTest_SIG
	R5

	RP-121660
	36.523-1
	2021
	-
	11.0.0
	Rel‑11
	GCF Priority 3 - Update test case 9.2.1.1.24
	approved
	F
	11.1.0
	LTE-UEConTest_SIG
	R5

	RP-121660
	36.523-1
	2022
	-
	11.0.0
	Rel‑11
	GCF Priority 3 - update of TC 9.2.1.1.24
	approved
	F
	11.1.0
	LTE-UEConTest_SIG
	R5

	RP-121660
	36.523-1
	2023
	-
	11.0.0
	Rel‑11
	GCF Priority 3: Modification of TC 6.1.2.13
	approved
	F
	11.1.0
	LTE-UEConTest_SIG
	R5

	RP-121660
	36.523-1
	2024
	-
	11.0.0
	Rel‑11
	GCF priority 3: Modification of TC 8.3.1.4
	approved
	F
	11.1.0
	LTE-UEConTest_SIG
	R5

	RP-121660
	36.523-1
	2025
	-
	11.0.0
	Rel‑11
	GCF priority 3: Modification of TC 8.3.2.6
	approved
	F
	11.1.0
	LTE-UEConTest_SIG
	R5

	RP-121660
	36.523-1
	2026
	-
	11.0.0
	Rel‑11
	GCF Priority 2: Modification of EMM TC 9.2.2.1.6
	approved
	F
	11.1.0
	LTE-UEConTest_SIG
	R5

	RP-121660
	36.523-1
	2027
	-
	11.0.0
	Rel‑11
	GCF priority 2: Modification of TC 8.3.1.1
	approved
	F
	11.1.0
	LTE-UEConTest_SIG
	R5

	RP-121660
	36.523-1
	2028
	-
	11.0.0
	Rel‑11
	GCF priority 2: Modification of TC 8.3.1.2
	approved
	F
	11.1.0
	LTE-UEConTest_SIG
	R5

	RP-121660
	36.523-1
	2029
	-
	11.0.0
	Rel‑11
	GCF Priority 4 - Corrections to Single Frequency EUTRA Idle Mode test cases
	approved
	F
	11.1.0
	LTE-UEConTest_SIG
	R5

	RP-121660
	36.523-1
	2030
	-
	11.0.0
	Rel‑11
	GCF Priority 4 - Correction to EUTRA Idle Mode test case 6.1.2.9a
	approved
	F
	11.1.0
	LTE-UEConTest_SIG
	R5

	RP-121664
	36.523-1
	2031
	-
	11.0.0
	Rel‑11
	Correction of Rel‑9 inter-band test case 8.3.1.16
	approved
	F
	11.1.0
	TEI9_Test
	R5

	RP-121660
	36.523-1
	2032
	-
	11.0.0
	Rel‑11
	Correction to Rel‑9 EUTRA FDD-TDD test case 8.2.4.14a
	approved
	F
	11.1.0
	LTE-UEConTest_SIG
	R5

	RP-121660
	36.523-1
	2033
	-
	11.0.0
	Rel‑11
	Correction to Rel‑9 EUTRA FDD-TDD test case 8.2.4.15a
	approved
	F
	11.1.0
	LTE-UEConTest_SIG
	R5

	RP-121660
	36.523-1
	2034
	-
	11.0.0
	Rel‑11
	GCF Priority 4: Update of EMM test case 9.2.3.2.4
	approved
	F
	11.1.0
	LTE-UEConTest_SIG
	R5

	RP-121660
	36.523-1
	2035
	-
	11.0.0
	Rel‑11
	GCF Priority 4: Corrections to user PLMN reselection test cases
	approved
	F
	11.1.0
	LTE-UEConTest_SIG
	R5

	RP-121660
	36.523-1
	2036
	-
	11.0.0
	Rel‑11
	GCF Priority 4 - Correction to test case 6.3.5
	approved
	F
	11.1.0
	LTE-UEConTest_SIG
	R5

	RP-121660
	36.523-1
	2037
	-
	11.0.0
	Rel‑11
	GCF Priority U1 - Update test case 6.2.3.6
	approved
	F
	11.1.0
	LTE-UEConTest_SIG
	R5

	RP-121660
	36.523-1
	2038
	-
	11.0.0
	Rel‑11
	GCF Priority u1 - Correction to preamble in 6.2.2.8/6.2.3.3/6.2.3.3a/6.4.5 test cases
	approved
	F
	11.1.0
	LTE-UEConTest_SIG
	R5

	RP-121660
	36.523-1
	2039
	-
	11.0.0
	Rel‑11
	GCF Priority u1: Modification of TC 6.2.3.13
	approved
	F
	11.1.0
	LTE-UEConTest_SIG
	R5

	RP-121660
	36.523-1
	2040
	-
	11.0.0
	Rel‑11
	GCF Priority u1: Modification of TC 6.2.3.32
	approved
	F
	11.1.0
	LTE-UEConTest_SIG
	R5

	RP-121660
	36.523-1
	2041
	-
	11.0.0
	Rel‑11
	GCF Priority u1 - Update to RRC test case 8.3.2.3
	approved
	F
	11.1.0
	LTE-UEConTest_SIG
	R5

	RP-121660
	36.523-1
	2042
	-
	11.0.0
	Rel‑11
	GCF Priority u1 - Update to RRC test case 8.3.2.4
	approved
	F
	11.1.0
	LTE-UEConTest_SIG
	R5

	RP-121660
	36.523-1
	2043
	-
	11.0.0
	Rel‑11
	GCF priority u1: Modification of TC 8.3.2.3
	approved
	F
	11.1.0
	LTE-UEConTest_SIG
	R5

	RP-121660
	36.523-1
	2044
	-
	11.0.0
	Rel‑11
	GCF priority u1: Modification of TC 8.3.2.4
	approved
	F
	11.1.0
	LTE-UEConTest_SIG
	R5

	RP-121660
	36.523-1
	2045
	-
	11.0.0
	Rel‑11
	GCF Priority u1 - Correction to EMM test case 9.2.3.3.5
	approved
	F
	11.1.0
	LTE-UEConTest_SIG
	R5

	RP-121660
	36.523-1
	2046
	-
	11.0.0
	Rel‑11
	GCF Priority u1: Modification of EMM TC 9.2.3.2.1a
	approved
	F
	11.1.0
	LTE-UEConTest_SIG
	R5

	RP-121660
	36.523-1
	2047
	-
	11.0.0
	Rel‑11
	GCF Priority u1 - Update to SRVCC test cases 13.4.3.1, 13.4.3.2, 13.4.3.4 and 13.4.3.6
	approved
	F
	11.1.0
	LTE-UEConTest_SIG
	R5

	RP-121660
	36.523-1
	2048
	-
	11.0.0
	Rel‑11
	GCF Priority U1 - Update test case 13.4.3.1
	approved
	F
	11.1.0
	LTE-UEConTest_SIG
	R5

	RP-121660
	36.523-1
	2049
	-
	11.0.0
	Rel‑11
	GCF Priority U1 - Update test case 13.4.3.2
	approved
	F
	11.1.0
	LTE-UEConTest_SIG
	R5

	RP-121660
	36.523-1
	2050
	-
	11.0.0
	Rel‑11
	GCF Priority U1 - Update test case 13.4.3.4
	approved
	F
	11.1.0
	LTE-UEConTest_SIG
	R5

	RP-121660
	36.523-1
	2051
	-
	11.0.0
	Rel‑11
	GCF Priority u2 - Update to RRC test case 8.3.3.2
	approved
	F
	11.1.0
	LTE-UEConTest_SIG
	R5

	RP-121660
	36.523-1
	2052
	-
	11.0.0
	Rel‑11
	GCF P4: Update of TC 9.2.1.1.3 to clarify applicability of all types of attach and more
	approved
	F
	11.1.0
	LTE-UEConTest_SIG
	R5

	RP-121660
	36.523-1
	2053
	-
	11.0.0
	Rel‑11
	GCF P4: Update of TC 9.2.1.1.4 to clarify applicability of all types of attach and more
	approved
	F
	11.1.0
	LTE-UEConTest_SIG
	R5

	RP-121660
	36.523-1
	2054
	-
	11.0.0
	Rel‑11
	GCF priority g1: Modification of TC 8.3.2.2
	approved
	F
	11.1.0
	LTE-UEConTest_SIG
	R5

	RP-121660
	36.523-1
	2055
	-
	11.0.0
	Rel‑11
	GCF priority g2: Modification of TC 8.3.2.1
	approved
	F
	11.1.0
	LTE-UEConTest_SIG
	R5

	RP-121660
	36.523-1
	2058
	-
	11.0.0
	Rel‑11
	GCF Priority m1 - Update of RRC test cases 8.3.2.5 and 8.3.2.6
	approved
	F
	11.1.0
	LTE-UEConTest_SIG
	R5

	RP-121660
	36.523-1
	2059
	-
	11.0.0
	Rel‑11
	GCF Priority i1 - Correction to LTE FDD-TDD Inter-mode test case 13.4.1.3
	approved
	F
	11.1.0
	LTE-UEConTest_SIG
	R5

	RP-121660
	36.523-1
	2060
	-
	11.0.0
	Rel‑11
	Correction to test cases 6.1.2.15, 6.1.2.15a and 6.1.2.15b
	approved
	F
	11.1.0
	LTE-UEConTest_SIG
	R5

	RP-121660
	36.523-1
	2061
	-
	11.0.0
	Rel‑11
	Correction to EUTRANFeatureGroupIndicators in EMM test cases
	approved
	F
	11.1.0
	LTE-UEConTest_SIG
	R5

	RP-121660
	36.523-1
	2062
	-
	11.0.0
	Rel‑11
	"Correction to TS 36.523-1 TC 9.2.3.1.5 ""Periodic tracking area update / Accepted"""
	approved
	F
	11.1.0
	LTE-UEConTest_SIG
	R5

	RP-121660
	36.523-1
	2063
	-
	11.0.0
	Rel‑11
	Correction to Multi-layer test cases 13.1.7,13.1.8,13.1.9,13.1.10
	approved
	F
	11.1.0
	LTE-UEConTest_SIG
	R5

	RP-121664
	36.523-1
	2064
	-
	11.0.0
	Rel‑11
	Correction of RSRQ EUTRA-UTRAN 6.2.3.33
	approved
	F
	11.1.0
	TEI9_Test
	R5

	RP-121664
	36.523-1
	2065
	-
	11.0.0
	Rel‑11
	Correction of RSRQ EUTRA-UTRAN 8.3.2.3a
	approved
	F
	11.1.0
	TEI9_Test
	R5

	RP-121664
	36.523-1
	2066
	-
	11.0.0
	Rel‑11
	Update of test case 11.2.11
	approved
	F
	11.1.0
	TEI9_Test
	R5

	RP-121664
	36.523-1
	2067
	-
	11.0.0
	Rel‑11
	GCF WI-154 - Correction to IMS Emergency Call test case 11.2.2
	approved
	F
	11.1.0
	TEI9_Test
	R5

	RP-121664
	36.523-1
	2068
	-
	11.0.0
	Rel‑11
	GCF WI-151 - Correction to LTE FDD-TDD Inter-mode test case 8.3.1.13a
	approved
	F
	11.1.0
	TEI9_Test
	R5

	RP-121664
	36.523-1
	2069
	-
	11.0.0
	Rel‑11
	GCF Priority X - Updates of e1xCSFB TC_13.1.17
	approved
	F
	11.1.0
	TEI9_Test
	R5

	RP-121664
	36.523-1
	2070
	-
	11.0.0
	Rel‑11
	Correction of RSRQ EUTRA-UTRAN 6.2.3.3a
	approved
	F
	11.1.0
	TEI9_Test
	R5

	RP-121664
	36.523-1
	2071
	-
	11.0.0
	Rel‑11
	Correction of RSRQ EUTRA-UTRAN 6.2.3.4a
	approved
	F
	11.1.0
	TEI9_Test
	R5

	RP-121664
	36.523-1
	2072
	-
	11.0.0
	Rel‑11
	Correction of RSRQ EUTRA-UTRAN 6.2.3.5a
	approved
	F
	11.1.0
	TEI9_Test
	R5

	RP-121660
	36.523-1
	2073
	-
	11.0.0
	Rel‑11
	GCF Priority 1 - Update of test case 8.5.4.1 to Clarify FGI 33 - 36
	approved
	F
	11.1.0
	LTE-UEConTest_SIG
	R5

	RP-121674
	36.523-1
	2074
	-
	11.0.0
	Rel‑11
	Update PWS Rel‑9 test case 18.1.1
	approved
	F
	11.1.0
	PWS-RAN_UEConTest
	R5

	RP-121674
	36.523-1
	2075
	-
	11.0.0
	Rel‑11
	Correction to PWS Rel‑9 test case 18.1.3
	approved
	F
	11.1.0
	PWS-RAN_UEConTest
	R5

	RP-121683
	36.523-1
	2076
	-
	11.0.0
	Rel‑11
	GCF Priority X - Addition of New Rel‑10 H(e)NB test case 6.3.10
	approved
	F
	11.1.0
	HNB_HENB_mob_enh-UEConTest_LTE
	R5

	RP-121683
	36.523-1
	2077
	-
	11.0.0
	Rel‑11
	GCF Priority X - Addition of new Rel‑10 H(e)NB test case 6.3.12
	approved
	F
	11.1.0
	HNB_HENB_mob_enh-UEConTest_LTE
	R5

	RP-121683
	36.523-1
	2078
	-
	11.0.0
	Rel‑11
	GCF Priority X - Addition of New Rel‑10 H(e)NB test case 6.3.11
	approved
	F
	11.1.0
	HNB_HENB_mob_enh-UEConTest_LTE
	R5

	RP-121676
	36.523-1
	2079
	-
	11.0.0
	Rel‑11
	Location stimulus clarification for MDT test cases
	approved
	F
	11.1.0
	MDT_UMTSLTE-UEConTest
	R5

	RP-121676
	36.523-1
	2080
	-
	11.0.0
	Rel‑11
	New E-UTRAN MDT test case 8.6.2.9
	approved
	F
	11.1.0
	MDT_UMTSLTE-UEConTest
	R5

	RP-121676
	36.523-1
	2081
	-
	11.0.0
	Rel‑11
	New E-UTRAN MDT test case 8.6.4.7
	approved
	F
	11.1.0
	MDT_UMTSLTE-UEConTest
	R5

	RP-121676
	36.523-1
	2082
	-
	11.0.0
	Rel‑11
	New E-UTRAN MDT test case 8.6.6.4
	approved
	F
	11.1.0
	MDT_UMTSLTE-UEConTest
	R5

	RP-121676
	36.523-1
	2083
	-
	11.0.0
	Rel‑11
	Update of MDT test cases 8.6.5.1 and 8.6.7.1
	approved
	F
	11.1.0
	MDT_UMTSLTE-UEConTest
	R5

	RP-121681
	36.523-1
	2084
	-
	11.0.0
	Rel‑11
	Addition of new TC 7.1.4.22: Correct HARQ process handling / UL MIMO
	approved
	F
	11.1.0
	LTE_UL_MIMO-UEConTest
	R5

	RP-121685
	36.523-1
	2085
	-
	11.0.0
	Rel‑11
	GCF Priority X - Addition of new test case 13.4.3.7
	approved
	F
	11.1.0
	aSRVCC-UEConTest
	R5

	RP-121685
	36.523-1
	2086
	-
	11.0.0
	Rel‑11
	GCF Priority X - Addition of new test case 13.4.3.8
	approved
	F
	11.1.0
	aSRVCC-UEConTest
	R5

	RP-121685
	36.523-1
	2087
	-
	11.0.0
	Rel‑11
	GCF Priority X - Addition of new test case 13.4.3.9
	approved
	F
	11.1.0
	aSRVCC-UEConTest
	R5

	RP-121685
	36.523-1
	2088
	-
	11.0.0
	Rel‑11
	GCF Priority X - Addition of new test case 13.4.3.10
	approved
	F
	11.1.0
	aSRVCC-UEConTest
	R5

	RP-121685
	36.523-1
	2089
	-
	11.0.0
	Rel‑11
	GCF Priority X - Addition of new test case 13.4.3.11
	approved
	F
	11.1.0
	aSRVCC-UEConTest
	R5

	RP-121685
	36.523-1
	2090
	-
	11.0.0
	Rel‑11
	GCF Priority X - Addition of new test case 13.4.3.12
	approved
	F
	11.1.0
	aSRVCC-UEConTest
	R5

	RP-121685
	36.523-1
	2091
	-
	11.0.0
	Rel‑11
	GCF Priority X - Addition of new test case 13.4.3.13
	approved
	F
	11.1.0
	aSRVCC-UEConTest
	R5

	RP-121685
	36.523-1
	2092
	-
	11.0.0
	Rel‑11
	Add aSRVCC test case 13.4.3.14
	approved
	F
	11.1.0
	aSRVCC-UEConTest
	R5

	RP-121685
	36.523-1
	2093
	-
	11.0.0
	Rel‑11
	Add aSRVCC test case 13.4.3.16
	approved
	F
	11.1.0
	aSRVCC-UEConTest
	R5

	RP-121677
	36.523-1
	2094
	-
	11.0.0
	Rel‑11
	Splitting of CA test case 7.1.4.19 to Intra-band Contiguous CA and Inter-band CA
	approved
	F
	11.1.0
	LTE_CA-UEConTest
	R5

	RP-121677
	36.523-1
	2095
	-
	11.0.0
	Rel‑11
	Renumbering TC 7.1.4.23 and Splitting it to intra-band contiguous CA and inter-band CA
	approved
	F
	11.1.0
	LTE_CA-UEConTest
	R5

	RP-121677
	36.523-1
	2096
	-
	11.0.0
	Rel‑11
	GCF Priority X - Update of Carrier Aggregation test case 8.4.2.7
	approved
	F
	11.1.0
	LTE_CA-UEConTest
	R5

	RP-121660
	36.523-1
	2097
	-
	11.0.0
	Rel‑11
	GCF Priority U1 - Update test case 6.2.1.3
	approved
	F
	11.1.0
	LTE-UEConTest_SIG
	R5

	RP-121660
	36.523-1
	2098
	-
	11.0.0
	Rel‑11
	GCF Priority 1 - Correction to EUTRA MAC test cases 7.1.7.1.1, 7.1.7.1.2, 7.1.7.1.3, 7.1.7.1.4, 7.1.7.1.5, 7.1.7.1.6 and 7.1.7.2.1
	approved
	F
	11.1.0
	LTE-UEConTest_SIG
	R5

	RP-121660
	36.523-1
	2099
	-
	11.0.0
	Rel‑11
	GCF Priority g1: Correction to EUTRA to GERAN HO test case 8.4.3.3
	approved
	F
	11.1.0
	LTE-UEConTest_SIG
	R5

	RP-121660
	36.523-1
	2100
	-
	11.0.0
	Rel‑11
	GCF Priority U1 - Correction to EMM test case 9.2.3.3.2
	approved
	F
	11.1.0
	LTE-UEConTest_SIG
	R5

	RP-121660
	36.523-1
	2101
	-
	11.0.0
	Rel‑11
	GCF Priority 3 - Correction to EMM test case 9.3.1.6
	approved
	F
	11.1.0
	LTE-UEConTest_SIG
	R5

	RP-121664
	36.523-1
	2102
	-
	11.0.0
	Rel‑11
	Correction of RSRQ EUTRA 8.3.1.3a
	approved
	F
	11.1.0
	TEI9_Test
	R5

	RP-121664
	36.523-1
	2103
	-
	11.0.0
	Rel‑11
	Correction of RSRQ EUTRA 6.1.2.3a
	approved
	F
	11.1.0
	TEI9_Test
	R5

	RP-121664
	36.523-1
	2104
	-
	11.0.0
	Rel‑11
	Correction of RSRQ EUTRA 6.1.2.17
	approved
	F
	11.1.0
	TEI9_Test
	R5

	RP-121677
	36.523-1
	2105
	-
	11.0.0
	Rel‑11
	Addition of new CA related test case: CA / Correct handling of MAC control information / Buffer Status / UL data arrive in the UE Tx buffer / Extended buffer size
	approved
	F
	11.1.0
	LTE_CA-UEConTest
	R5

	RP-121677
	36.523-1
	2106
	-
	11.0.0
	Rel‑11
	GCF Priority 1 - Update of test case 8.5.4.1 to add Carrier Aggregation IEs
	approved
	F
	11.1.0
	LTE_CA-UEConTest
	R5

	RP-121677
	36.523-1
	2107
	-
	11.0.0
	Rel‑11
	Addition of New Carrier Aggregation test case for A5
	approved
	F
	11.1.0
	LTE_CA-UEConTest
	R5

	RP-121677
	36.523-1
	2108
	-
	11.0.0
	Rel‑11
	Addition of New Carrier Aggregation test case for PCell Change SCell no Change
	approved
	F
	11.1.0
	LTE_CA-UEConTest
	R5

	RP-121677
	36.523-1
	2109
	-
	11.0.0
	Rel‑11
	Addition of New Carrier Aggregation test case for Event A6
	approved
	F
	11.1.0
	LTE_CA-UEConTest
	R5

	RP-121677
	36.523-1
	2110
	-
	11.0.0
	Rel‑11
	Addition of New Carrier Aggregation test case for Event A1 and Event A2
	approved
	F
	11.1.0
	LTE_CA-UEConTest
	R5

	RP-121677
	36.523-1
	2111
	-
	11.0.0
	Rel‑11
	Addition of New Carrier Aggregation test case for RLF
	approved
	F
	11.1.0
	LTE_CA-UEConTest
	R5

	RP-121661
	36.523-2
	0367
	-
	11.0.0
	Rel‑11
	GCF P3: Update of applicability of TC 9.2.1.1.19
	approved
	F
	11.1.0
	LTE-UEConTest_SIG
	R5

	RP-121661
	36.523-2
	0368
	-
	11.0.0
	Rel‑11
	Addition of new PICS for Support of automatic ATTACH in E-UTRAN
	approved
	F
	11.1.0
	LTE-UEConTest_SIG
	R5

	RP-121661
	36.523-2
	0369
	-
	11.0.0
	Rel‑11
	Correction of LTE-UTRA FDD TCs Release
	approved
	F
	11.1.0
	LTE-UEConTest_SIG
	R5

	RP-121677
	36.523-2
	0370
	-
	11.0.0
	Rel‑11
	Split of CA TC 7.1.3.11 Applicability
	approved
	F
	11.1.0
	LTE_CA-UEConTest
	R5

	RP-121661
	36.523-2
	0371
	-
	11.0.0
	Rel‑11
	Update of EMM TC applicability
	approved
	F
	11.1.0
	LTE-UEConTest_SIG
	R5

	RP-121661
	36.523-2
	0372
	-
	11.0.0
	Rel‑11
	GCF Priority 3 - Correction to applicability for test case 6.2.2.5
	approved
	F
	11.1.0
	LTE-UEConTest_SIG
	R5

	RP-121661
	36.523-2
	0373
	-
	11.0.0
	Rel‑11
	Additional information applicability to TDD devices
	approved
	F
	11.1.0
	LTE-UEConTest_SIG
	R5

	RP-121672
	36.523-2
	0374
	-
	11.0.0
	Rel‑11
	Editorial updates to 36.523-2
	approved
	F
	11.1.0
	TEI11_Test
	R5

	RP-121677
	36.523-2
	0375
	-
	11.0.0
	Rel‑11
	Correction to applicability condition C134 for Carrier Aggregation
	approved
	F
	11.1.0
	LTE_CA-UEConTest
	R5

	RP-121689
	36.523-2
	0376
	-
	11.0.0
	Rel‑11
	Adding bands 28 and 44 to TS 36.523-2
	approved
	F
	11.1.0
	LTE_APAC700-UEConTest
	R5

	RP-121676
	36.523-2
	0377
	-
	11.0.0
	Rel‑11
	Addition of applicability of new E-UTRAN MDT test cases
	approved
	F
	11.1.0
	MDT_UMTSLTE-UEConTest
	R5

	RP-121676
	36.523-2
	0378
	-
	11.0.0
	Rel‑11
	Applicability of new MDT test cases
	approved
	F
	11.1.0
	MDT_UMTSLTE-UEConTest
	R5

	RP-121661
	36.523-2
	0380
	-
	11.0.0
	Rel‑11
	GCF Priority X - Correction to applicability of Rel9 EUTRA Interband test cases
	approved
	F
	11.1.0
	LTE-UEConTest_SIG
	R5

	RP-121665
	36.523-2
	0381
	-
	10.2.0
	Rel‑10
	Removal of technical content in 36.523-2 v10.2.0 and substitution with pointer to the next Release
	approved
	F
	10.3.0
	TEI10_Test
	R5

	RP-121661
	36.523-2
	0382
	-
	11.0.0
	Rel‑11
	GCF Priority 4: Corrections to user PLMN reselection test cases
	approved
	F
	11.1.0
	LTE-UEConTest_SIG
	R5

	RP-121688
	36.523-2
	0383
	-
	11.0.0
	Rel‑11
	Introduction of Band 27 to TS 36.523-2
	approved
	F
	11.1.0
	LTE_e850_LB-UEConTest
	R5

	RP-121661
	36.523-2
	0384
	-
	11.0.0
	Rel‑11
	GCF Priority x - Update to Squal based EUTRA Idle mode test cases
	approved
	F
	11.1.0
	LTE-UEConTest_SIG
	R5

	RP-121664
	36.523-2
	0385
	-
	11.0.0
	Rel‑11
	GCF Priority X - Updates Applicability for renumbering 8.4.7.11 to 8.4.7.10
	approved
	F
	11.1.0
	TEI9_Test
	R5

	RP-121683
	36.523-2
	0386
	-
	11.0.0
	Rel‑11
	Addition of applicability statement for new H(e)NB test cases
	approved
	F
	11.1.0
	HNB_HENB_mob_enh-UEConTest_LTE
	R5

	RP-121681
	36.523-2
	0387
	-
	11.0.0
	Rel‑11
	Appicability for new UL MIMO test case 7.1.4.22
	approved
	F
	11.1.0
	LTE_UL_MIMO-UEConTest
	R5

	RP-121685
	36.523-2
	0388
	-
	11.0.0
	Rel‑11
	Applicability of new test cases for aSRVCC
	approved
	F
	11.1.0
	aSRVCC-UEConTest
	R5

	RP-121677
	36.523-2
	0389
	-
	11.0.0
	Rel‑11
	Applicability for splitted CA test cases 7.1.4.19 and 7.1.4.20
	approved
	F
	11.1.0
	LTE_CA-UEConTest
	R5

	RP-121677
	36.523-2
	0390
	-
	11.0.0
	Rel‑11
	Aligning LTE CA ICS proforma tables for test case applicability conditions with UE Capability signalling
	approved
	F
	11.1.0
	LTE_CA-UEConTest
	R5

	RP-121677
	36.523-2
	0391
	-
	11.0.0
	Rel‑11
	Split of CA TC 7.1.9.1
	approved
	F
	11.1.0
	LTE_CA-UEConTest
	R5

	RP-121677
	36.523-2
	0392
	-
	11.0.0
	Rel‑11
	Applicability of new CA test case 7.1.4.18 CA / Correct handling of MAC control information / Buffer Status / UL data arrive in the UE Tx buffer / Extended buffer size
	approved
	F
	11.1.0
	LTE_CA-UEConTest
	R5

	RP-121674
	36.523-2
	0393
	-
	11.0.0
	Rel‑11
	Addition of applicability statement for new Rel‑10 Carrier Aggregation test cases
	approved
	F
	11.1.0
	PWS-RAN_UEConTest
	R5

	RP-121662
	36.523-3
	1298
	-
	10.1.0
	Rel‑10
	Correction to system information scheduling in clause 7.7.2
	approved
	F
	10.2.0
	LTE-UEConTest_SIG
	R5

	RP-121662
	36.523-3
	1299
	-
	10.1.0
	Rel‑10
	Correction to delay after RRC CONN REL in clause 7.18
	approved
	F
	10.2.0
	LTE-UEConTest_SIG
	R5

	RP-121662
	36.523-3
	1300
	-
	10.1.0
	Rel‑10
	Update guidelines for TC executions
	approved
	F
	10.2.0
	LTE-UEConTest_SIG
	R5

	RP-121662
	36.523-3
	1301
	-
	10.1.0
	Rel‑10
	New PIXIT to minimize loopback delay
	approved
	F
	10.2.0
	LTE-UEConTest_SIG
	R5

	RP-121662
	36.523-3
	1302
	-
	10.1.0
	Rel‑10
	Change of default value for px_RRC_CipheringAlgorithm
	approved
	F
	10.2.0
	LTE-UEConTest_SIG
	R5

	RP-121662
	36.523-3
	1303
	-
	10.1.0
	Rel‑10
	36523-3: Routine maintenance and updates
	approved
	F
	10.2.0
	LTE-UEConTest_SIG
	R5

	RP-121671
	36.523-3
	1304
	-
	10.1.0
	Rel‑10
	Correction to UT function for "UE Switch On" in LTE/SAE ATS
	approved
	F
	10.2.0
	LTE-UEConTest_SIG
	R5

	RP-121671
	36.523-3
	1305
	-
	10.1.0
	Rel‑10
	LTE_TDD: Addition of GCF WI-091 EUTRA Idle mode testcase 6.1.1.6
	approved
	B
	10.2.0
	LTE-UEConTest_SIG
	R5

	RP-121671
	36.523-3
	1306
	-
	10.1.0
	Rel‑10
	LTE_TDD: Addition of GCF WI-091 EUTRA RRC test case 8.3.3.1
	approved
	B
	10.2.0
	LTE-UEConTest_SIG
	R5

	RP-121671
	36.523-3
	1307
	-
	10.1.0
	Rel‑10
	Correction for GERAN initialisation functions
	approved
	F
	10.2.0
	LTE-UEConTest_SIG
	R5

	RP-121671
	36.523-3
	1308
	-
	10.1.0
	Rel‑10
	Addition of GCF WI-081 EUTRA Manual CSG Testcase 6.3.5
	approved
	B
	10.2.0
	LTE-UEConTest_SIG
	R5

	RP-121671
	36.523-3
	1309
	-
	10.1.0
	Rel‑10
	LTE_TDD: Addition of GCF WI-097 EMM testcase 9.2.3.2.13
	approved
	B
	10.2.0
	LTE-UEConTest_SIG
	R5

	RP-121671
	36.523-3
	1310
	-
	10.1.0
	Rel‑10
	Correction to EUTRA RRC test case 8.5.4.1
	approved
	F
	10.2.0
	LTE-UEConTest_SIG
	R5

	RP-121671
	36.523-3
	1311
	-
	10.1.0
	Rel‑10
	Correction to EMM test case 9.2.3.1.17
	approved
	F
	10.2.0
	LTE-UEConTest_SIG
	R5

	RP-121671
	36.523-3
	1312
	-
	10.1.0
	Rel‑10
	Correction to EUTRA MAC test case 7.1.3.9
	approved
	F
	10.2.0
	LTE-UEConTest_SIG
	R5

	RP-121671
	36.523-3
	1313
	-
	10.1.0
	Rel‑10
	LTE_TDD: Addition of GCF WI-092 EMM testcase 9.3.1.6
	approved
	B
	10.2.0
	LTE-UEConTest_SIG
	R5

	RP-121671
	36.523-3
	1314
	-
	10.1.0
	Rel‑10
	Correction to EUTRA MAC test case 7.1.6.1
	approved
	F
	10.2.0
	LTE-UEConTest_SIG
	R5

	RP-121671
	36.523-3
	1315
	-
	10.1.0
	Rel‑10
	Correction to EUTRA-GERAN Multi-Layer test cases 13.1.7, 13.1.8, 13.1.9 and 13.1.10
	approved
	F
	10.2.0
	LTE-UEConTest_SIG
	R5

	RP-121671
	36.523-3
	1316
	-
	10.1.0
	Rel‑10
	Correction to EUTRA-GERAN Idle Mode test case 6.2.3.17
	approved
	F
	10.2.0
	LTE-UEConTest_SIG
	R5

	RP-121671
	36.523-3
	1317
	-
	10.1.0
	Rel‑10
	Correction to EMM test case 9.2.3.3.5a
	approved
	F
	10.2.0
	LTE-UEConTest_SIG
	R5

	RP-121671
	36.523-3
	1318
	-
	10.1.0
	Rel‑10
	Correction to EUTRA test cases
	approved
	F
	10.2.0
	LTE-UEConTest_SIG
	R5

	RP-121671
	36.523-3
	1319
	-
	10.1.0
	Rel‑10
	Correction to function f_IPv4IPv6_IcmpEchoReply
	approved
	F
	10.2.0
	LTE-UEConTest_SIG
	R5

	RP-121671
	36.523-3
	1320
	-
	10.1.0
	Rel‑10
	LTE_TDD: Addition of GCF WI-097 EMM testcase 9.2.3.2.14
	approved
	B
	10.2.0
	LTE-UEConTest_SIG
	R5

	RP-121671
	36.523-3
	1321
	-
	10.1.0
	Rel‑10
	Addition of EUTRA test case 6.1.2.15b
	approved
	B
	10.2.0
	LTE-UEConTest_SIG
	R5

	RP-121671
	36.523-3
	1322
	-
	10.1.0
	Rel‑10
	Addition of GCF WI-086 EMM test case 9.2.3.2.1b
	approved
	B
	10.2.0
	LTE-UEConTest_SIG
	R5

	RP-121671
	36.523-3
	1323
	-
	10.1.0
	Rel‑10
	Addition of GCF WI-151 LTE FDD-TDD Inter-mode test case 6.1.1.3a
	approved
	B
	10.2.0
	LTE-UEConTest_SIG
	R5

	RP-121671
	36.523-3
	1324
	-
	10.1.0
	Rel‑10
	Addition of GCF WI-151 LTE FDD-TDD Inter-mode test case 8.1.3.11a
	approved
	B
	10.2.0
	LTE-UEConTest_SIG
	R5

	RP-121671
	36.523-3
	1325
	-
	10.1.0
	Rel‑10
	Addition of GCF WI-151 LTE FDD-TDD Inter-mode test case 8.2.4.10
	approved
	B
	10.2.0
	LTE-UEConTest_SIG
	R5

	RP-121671
	36.523-3
	1326
	-
	10.1.0
	Rel‑10
	Correction for GERAN PTC initialisation
	approved
	F
	10.2.0
	LTE-UEConTest_SIG
	R5

	RP-121671
	36.523-3
	1327
	-
	10.1.0
	Rel‑10
	Correction to EUTRA MAC test case 7.1.6.2
	approved
	F
	10.2.0
	LTE-UEConTest_SIG
	R5

	RP-121671
	36.523-3
	1328
	-
	10.1.0
	Rel‑10
	Correction to EUTRA InterRAT test function
	approved
	F
	10.2.0
	LTE-UEConTest_SIG
	R5

	RP-121671
	36.523-3
	1329
	-
	10.1.0
	Rel‑10
	Correction to EUTRA InterRAT Testcases
	approved
	F
	10.2.0
	LTE-UEConTest_SIG
	R5

	RP-121671
	36.523-3
	1330
	-
	10.1.0
	Rel‑10
	Addition of GCF WI-151 LTE FDD-TDD Inter-mode test case 6.1.1.1a
	approved
	B
	10.2.0
	LTE-UEConTest_SIG
	R5

	RP-121671
	36.523-3
	1331
	-
	10.1.0
	Rel‑10
	Addition of GCF WI-151 LTE FDD-TDD Inter-mode test case 13.4.1.3
	approved
	B
	10.2.0
	LTE-UEConTest_SIG
	R5

	RP-121671
	36.523-3
	1332
	-
	10.1.0
	Rel‑10
	Correction to Selection Expressions in LTE/SAE ATS
	approved
	F
	10.2.0
	LTE-UEConTest_SIG
	R5

	RP-121671
	36.523-3
	1333
	-
	10.1.0
	Rel‑10
	Correction to EUTRA MAC Testcase 7.1.3.9
	approved
	F
	10.2.0
	LTE-UEConTest_SIG
	R5

	RP-121671
	36.523-3
	1334
	-
	10.1.0
	Rel‑10
	Correction to EUTRA GCF WI-086 Multilayer Testcase 13.1.3
	approved
	F
	10.2.0
	LTE-UEConTest_SIG
	R5

	RP-121671
	36.523-3
	1335
	-
	10.1.0
	Rel‑10
	Correction to EUTRA GCF WI-086 EMM Testcase 9.2.1.2.1b
	approved
	F
	10.2.0
	LTE-UEConTest_SIG
	R5

	RP-121671
	36.523-3
	1336
	-
	10.1.0
	Rel‑10
	Correction to EUTRA Idle Mode test case 6.2.3.15
	approved
	F
	10.2.0
	LTE-UEConTest_SIG
	R5

	RP-121671
	36.523-3
	1337
	-
	10.1.0
	Rel‑10
	Correction to EUTRA GCF WI-086 RRC Testcase 8.4.1.5
	approved
	F
	10.2.0
	LTE-UEConTest_SIG
	R5

	RP-121671
	36.523-3
	1338
	-
	10.1.0
	Rel‑10
	Correction to Multilayer test case 13.4.2.4
	approved
	F
	10.2.0
	LTE-UEConTest_SIG
	R5

	RP-121671
	36.523-3
	1339
	-
	10.1.0
	Rel‑10
	Correction to f_UTRAN_CS_Fallback_WithHandover function
	approved
	F
	10.2.0
	LTE-UEConTest_SIG
	R5

	RP-121671
	36.523-3
	1340
	-
	10.1.0
	Rel‑10
	Addition of Rel‑9 EUTRA RRC Interband Testcase 8.3.1.12
	approved
	B
	10.2.0
	LTE-UEConTest_SIG
	R5

	RP-121671
	36.523-3
	1341
	-
	10.1.0
	Rel‑10
	Addition of Rel‑9 EUTRA RRC Interband Testcase 8.3.1.14
	approved
	B
	10.2.0
	LTE-UEConTest_SIG
	R5

	RP-121671
	36.523-3
	1342
	-
	10.1.0
	Rel‑10
	Addition of Rel‑9 EUTRA RRC Interband Testcase 13.4.1.4
	approved
	B
	10.2.0
	LTE-UEConTest_SIG
	R5

	RP-121671
	36.523-3
	1343
	-
	10.1.0
	Rel‑10
	Addition of Rel‑9 EUTRA RRC Interband Testcase 8.3.1.15
	approved
	B
	10.2.0
	LTE-UEConTest_SIG
	R5

	RP-121671
	36.523-3
	1344
	-
	10.1.0
	Rel‑10
	Correction to EUTRA EMM Testcase 9.2.3.1.23 and 9.2.3.2.3
	approved
	F
	10.2.0
	LTE-UEConTest_SIG
	R5

	RP-121671
	36.523-3
	1345
	-
	10.1.0
	Rel‑10
	Correction to GCF WI-081 EUTRA CSG Testcase 6.3.5
	approved
	F
	10.2.0
	LTE-UEConTest_SIG
	R5

	RP-121671
	36.523-3
	1346
	-
	10.1.0
	Rel‑10
	Correction to Idle ModeTest Cases 6.1.1.3, 6.1.1.3b and 6.2.1.4.
	approved
	F
	10.2.0
	LTE-UEConTest_SIG
	R5

	RP-121671
	36.523-3
	1347
	-
	10.1.0
	Rel‑10
	Correction to GCF WI-086 UTRA<>EUTRA RRC Testcases 8.4.2.2 & 8.4.2.4
	approved
	F
	10.2.0
	LTE-UEConTest_SIG
	R5

	RP-121671
	36.523-3
	1348
	-
	10.1.0
	Rel‑10
	Correction to GCF WI-086 EUTRA EMM Testcase 9.2.3.3.2
	approved
	F
	10.2.0
	LTE-UEConTest_SIG
	R5

	RP-121671
	36.523-3
	1349
	-
	10.1.0
	Rel‑10
	LTE_TDD: Addition of GCF WI-097 EUTRA RRC Testcase 8.4.3.2
	approved
	B
	10.2.0
	LTE-UEConTest_SIG
	R5

	RP-121671
	36.523-3
	1350
	-
	10.1.0
	Rel‑10
	Addition of GCF WI-151 LTE FDD-TDD Inter-mode test case 8.2.4.13a
	approved
	B
	10.2.0
	LTE-UEConTest_SIG
	R5

	RP-121671
	36.523-3
	1351
	-
	10.1.0
	Rel‑10
	Corrections to Eutra EMM Test case 9.2.3.4.1
	approved
	F
	10.2.0
	LTE-UEConTest_SIG
	R5

	RP-121671
	36.523-3
	1352
	-
	10.1.0
	Rel‑10
	Corrections to EUTRA EMM Test case 9.2.3.1.16
	approved
	F
	10.2.0
	LTE-UEConTest_SIG
	R5

	RP-121671
	36.523-3
	1353
	-
	10.1.0
	Rel‑10
	Correction to GCF WI-086 EMM test case 9.2.3.3.3
	approved
	F
	10.2.0
	LTE-UEConTest_SIG
	R5

	RP-121671
	36.523-3
	1354
	-
	10.1.0
	Rel‑10
	Corrections to EMM test case 9.2.1.1.7a
	approved
	F
	10.2.0
	LTE-UEConTest_SIG
	R5

	RP-121671
	36.523-3
	1355
	-
	10.1.0
	Rel‑10
	Corrections to Multi-layer test case 13.1.9
	approved
	F
	10.2.0
	LTE-UEConTest_SIG
	R5

	RP-121671
	36.523-3
	1356
	-
	10.1.0
	Rel‑10
	Addition of Rel‑9 LTE Multi-layer Procedures test case 13.3.1.3
	approved
	B
	10.2.0
	LTE-UEConTest_SIG
	R5

	RP-121671
	36.523-3
	1357
	-
	10.1.0
	Rel‑10
	Correction to EUTRA EMM Testcase 9.2.3.2.3
	approved
	F
	10.2.0
	LTE-UEConTest_SIG
	R5

	RP-121671
	36.523-3
	1358
	-
	10.1.0
	Rel‑10
	Corrections to EMM test case 9.2.3.3..4
	approved
	F
	10.2.0
	LTE-UEConTest_SIG
	R5

	RP-121671
	36.523-3
	1359
	-
	10.1.0
	Rel‑10
	Addition of Rel‑9 EUTRA RRC Interband Testcase 8.3.1.13
	approved
	B
	10.2.0
	LTE-UEConTest_SIG
	R5

	RP-121671
	36.523-3
	1360
	-
	10.1.0
	Rel‑10
	Corrections to EUTRA RRC test case 8.5.4.1
	approved
	F
	10.2.0
	LTE-UEConTest_SIG
	R5

	RP-121671
	36.523-3
	1361
	-
	10.1.0
	Rel‑10
	Corrections to EUTRA EMM test case 9.2.3.3.1
	approved
	F
	10.2.0
	LTE-UEConTest_SIG
	R5

	RP-121671
	36.523-3
	1362
	-
	10.1.0
	Rel‑10
	Corrections to EUTRA Idle Mode Test case 6.2.3.19
	approved
	F
	10.2.0
	LTE-UEConTest_SIG
	R5

	RP-121671
	36.523-3
	1363
	-
	10.1.0
	Rel‑10
	Addition of Rel‑9 LTE Multi-layer Procedures test case 13.4.1.5
	approved
	B
	10.2.0
	LTE-UEConTest_SIG
	R5

	RP-121671
	36.523-3
	1364
	-
	10.1.0
	Rel‑10
	Correction to GCF WI-086 EUTRA EMM Testcase 9.2.3.3.4.
	approved
	F
	10.2.0
	LTE-UEConTest_SIG
	R5

	RP-121671
	36.523-3
	1365
	-
	10.1.0
	Rel‑10
	Addition of GCF WI-151 EUTRA FDD-TDD Testcase 8.3.1.12a
	approved
	B
	10.2.0
	LTE-UEConTest_SIG
	R5

	RP-121671
	36.523-3
	1366
	-
	10.1.0
	Rel‑10
	Corrections to EMM test case 9.2.3.3.5a
	approved
	F
	10.2.0
	LTE-UEConTest_SIG
	R5

	RP-121671
	36.523-3
	1367
	-
	10.1.0
	Rel‑10
	Correction to UTRAN functions
	approved
	F
	10.2.0
	LTE-UEConTest_SIG
	R5

	RP-121671
	36.523-3
	1368
	-
	10.1.0
	Rel‑10
	Corrections to function f_EUTRA_RmvFbdnPLMN function
	approved
	F
	10.2.0
	LTE-UEConTest_SIG
	R5

	RP-121671
	36.523-3
	1369
	-
	10.1.0
	Rel‑10
	Corrections to EMM test case 9.2.2.1.3
	approved
	F
	10.2.0
	LTE-UEConTest_SIG
	R5

	RP-121671
	36.523-3
	1370
	-
	10.1.0
	Rel‑10
	Addition of GCF WI-151 LTE FDD-TDD Inter-mode test case 8.3.1.14a
	approved
	B
	10.2.0
	LTE-UEConTest_SIG
	R5

	RP-121671
	36.523-3
	1371
	-
	10.1.0
	Rel‑10
	Correction to EMM test case 9.2.1.2.15
	approved
	F
	10.2.0
	LTE-UEConTest_SIG
	R5

	RP-121671
	36.523-3
	1372
	-
	10.1.0
	Rel‑10
	Addition of GCF WI-151 LTE FDD-TDD Inter-mode test case 8.3.1.13a
	approved
	B
	10.2.0
	LTE-UEConTest_SIG
	R5

	RP-121671
	36.523-3
	1373
	-
	10.1.0
	Rel‑10
	Corrections to IMS procedures in LTE test suite
	approved
	F
	10.2.0
	LTE-UEConTest_SIG
	R5

	RP-121671
	36.523-3
	1374
	-
	10.1.0
	Rel‑10
	Correction to EUTRA EMM test case 9.2.3.3.5
	approved
	F
	10.2.0
	LTE-UEConTest_SIG
	R5

	RP-121671
	36.523-3
	1375
	-
	10.1.0
	Rel‑10
	LTE_TDD: Addition of GCF WI-096 Idle Mode test case 6.2.1.2
	approved
	B
	10.2.0
	LTE-UEConTest_SIG
	R5

	RP-121671
	36.523-3
	1376
	-
	10.1.0
	Rel‑10
	LTE_TDD: Addition of GCF WI-096 Idle Mode test case 6.2.2.1
	approved
	B
	10.2.0
	LTE-UEConTest_SIG
	R5

	RP-121671
	36.523-3
	1377
	-
	10.1.0
	Rel‑10
	LTE_TDD: Addition of GCF WI-096 Idle Mode test case 6.2.2.8
	approved
	B
	10.2.0
	LTE-UEConTest_SIG
	R5

	RP-121671
	36.523-3
	1378
	-
	10.1.0
	Rel‑10
	LTE_TDD: Addition of GCF WI-096 Idle Mode test case 6.2.3.3
	approved
	B
	10.2.0
	LTE-UEConTest_SIG
	R5

	RP-121671
	36.523-3
	1379
	-
	10.1.0
	Rel‑10
	LTE_TDD: Addition of GCF WI-096 Idle Mode test case 6.2.3.5
	approved
	B
	10.2.0
	LTE-UEConTest_SIG
	R5

	RP-121671
	36.523-3
	1380
	-
	10.1.0
	Rel‑10
	LTE_TDD: Addition of GCF WI-096 Idle Mode test case 6.2.3.6
	approved
	B
	10.2.0
	LTE-UEConTest_SIG
	R5

	RP-121671
	36.523-3
	1381
	-
	10.1.0
	Rel‑10
	LTE_TDD: Addition of GCF WI-096 Idle Mode test case 6.2.3.13
	approved
	B
	10.2.0
	LTE-UEConTest_SIG
	R5

	RP-121671
	36.523-3
	1382
	-
	10.1.0
	Rel‑10
	LTE_TDD: Addition of GCF WI-096 Idle Mode test case 6.2.3.31
	approved
	B
	10.2.0
	LTE-UEConTest_SIG
	R5

	RP-121671
	36.523-3
	1383
	-
	10.1.0
	Rel‑10
	LTE_TDD: Addition of GCF WI-096 Idle Mode test case 6.2.3.32
	approved
	B
	10.2.0
	LTE-UEConTest_SIG
	R5

	RP-121671
	36.523-3
	1384
	-
	10.1.0
	Rel‑10
	LTE_TDD: Addition of GCF WI-096 RRC test case 8.1.3.6
	approved
	B
	10.2.0
	LTE-UEConTest_SIG
	R5

	RP-121671
	36.523-3
	1385
	-
	10.1.0
	Rel‑10
	LTE_TDD: Addition of GCF WI-096 RRC test case 8.5.2.1
	approved
	B
	10.2.0
	LTE-UEConTest_SIG
	R5

	RP-121671
	36.523-3
	1386
	-
	10.1.0
	Rel‑10
	LTE_TDD: Addition of GCF WI-096 EMM test case 9.2.1.2.1b
	approved
	B
	10.2.0
	LTE-UEConTest_SIG
	R5

	RP-121671
	36.523-3
	1387
	-
	10.1.0
	Rel‑10
	LTE_TDD: Addition of GCF WI-096 EMM test case 9.2.2.1.10
	approved
	B
	10.2.0
	LTE-UEConTest_SIG
	R5

	RP-121671
	36.523-3
	1388
	-
	10.1.0
	Rel‑10
	LTE_TDD: Addition of GCF WI-096 EMM test case 9.2.3.3.3
	approved
	B
	10.2.0
	LTE-UEConTest_SIG
	R5

	RP-121671
	36.523-3
	1389
	-
	10.1.0
	Rel‑10
	Corrections to Multi-layer test cases 13.1.7,13.1.8,13.1.9,13.1.10
	approved
	F
	10.2.0
	LTE-UEConTest_SIG
	R5

	RP-121671
	36.523-3
	1390
	-
	10.1.0
	Rel‑10
	Correction to fl_EUTRA_RRC_Procedure_Latency function
	approved
	F
	10.2.0
	LTE-UEConTest_SIG
	R5

	RP-121671
	36.523-3
	1391
	-
	10.1.0
	Rel‑10
	Correction to GCF WI-086 EUTRA<>UTRA Testcases 6.2.1.3 and 8.3.3.2
	approved
	F
	10.2.0
	LTE-UEConTest_SIG
	R5

	RP-121671
	36.523-3
	1392
	-
	10.1.0
	Rel‑10
	Correction to GCF WI-082 EUTRA Multilayer Testcase 13.3.1.2
	approved
	F
	10.2.0
	LTE-UEConTest_SIG
	R5

	RP-121671
	36.523-3
	1393
	-
	10.1.0
	Rel‑10
	Addition of Rel‑9 GCF WI-151 EUTRA RRC Testcase 6.1.2.16
	approved
	B
	10.2.0
	LTE-UEConTest_SIG
	R5

	RP-121671
	36.523-3
	1394
	-
	10.1.0
	Rel‑10
	Addition of GCF WI-087 Multi layer test case 13.4.2.5
	approved
	B
	10.2.0
	LTE-UEConTest_SIG
	R5

	RP-121671
	36.523-3
	1395
	-
	10.1.0
	Rel‑10
	Addition of Rel‑9 EUTRA-UTRAN RRC test case 8.1.3.6a
	approved
	B
	10.2.0
	LTE-UEConTest_SIG
	R5

	RP-121671
	36.523-3
	1396
	-
	10.1.0
	Rel‑10
	Correction to GCF WI-086 E-UTRA to UTRAN RRC test case 8.4.1.5
	approved
	F
	10.2.0
	LTE-UEConTest_SIG
	R5

	RP-121671
	36.523-3
	1397
	-
	10.1.0
	Rel‑10
	LTE_TDD : Addition of Rel9 EUTRA Multilayer Testcase 13.3.1.3
	approved
	B
	10.2.0
	LTE-UEConTest_SIG
	R5

	RP-121671
	36.523-3
	1398
	-
	10.1.0
	Rel‑10
	LTE_TDD : Addition of Rel9 EUTRA Multilayer Testcase 13.4.1.5
	approved
	B
	10.2.0
	LTE-UEConTest_SIG
	R5

	RP-121671
	36.523-3
	1399
	-
	10.1.0
	Rel‑10
	Addition of Rel‑9 RSRQ Idle Mode Testcase 6.1.2.2a
	approved
	B
	10.2.0
	LTE-UEConTest_SIG
	R5

	RP-121671
	36.523-3
	1400
	-
	10.1.0
	Rel‑10
	Addition of GCF WI-151 EUTRA FDD-TDD Intermode Testcase 6.1.2.15a
	approved
	B
	10.2.0
	LTE-UEConTest_SIG
	R5

	RP-121671
	36.523-3
	1401
	-
	10.1.0
	Rel‑10
	Correction to EMM Test Case 9.2.1.2.1d
	approved
	F
	10.2.0
	LTE-UEConTest_SIG
	R5

	RP-121671
	36.523-3
	1402
	-
	10.1.0
	Rel‑10
	Correction to GCF WI-086 EUTRA EMM Testcase 9.2.1.2.1d
	approved
	F
	10.2.0
	LTE-UEConTest_SIG
	R5

	RP-121671
	36.523-3
	1403
	-
	10.1.0
	Rel‑10
	Correction to EUTRA Idle Mode Testcase 6.1.2.9a
	approved
	F
	10.2.0
	LTE-UEConTest_SIG
	R5

	RP-121671
	36.523-3
	1404
	-
	10.1.0
	Rel‑10
	Correction to GCF WI-086 EMM test case 9.2.3.3.2
	approved
	F
	10.2.0
	LTE-UEConTest_SIG
	R5

	RP-121671
	36.523-3
	1405
	-
	10.1.0
	Rel‑10
	Corrections to EUTRA Idle Mode Test Cases
	approved
	F
	10.2.0
	LTE-UEConTest_SIG
	R5

	RP-121671
	36.523-3
	1406
	-
	10.1.0
	Rel‑10
	Correction to GCF WI-087 LTE<>GERAN Testcase 6.2.3.24
	approved
	F
	10.2.0
	LTE-UEConTest_SIG
	R5

	RP-121671
	36.523-3
	1407
	-
	10.1.0
	Rel‑10
	LTE_TDD: Addition of GCF WI-096 Idle Mode test case 6.2.3.6
	approved
	F
	10.2.0
	LTE-UEConTest_SIG
	R5

	RP-121671
	36.523-3
	1408
	-
	10.1.0
	Rel‑10
	Correction to f_UTRAN_LocationUpdate_WithoutLAUReq function
	approved
	F
	10.2.0
	LTE-UEConTest_SIG
	R5

	RP-121671
	36.523-3
	1409
	-
	10.1.0
	Rel‑10
	Correction to ESM test cases 10.8.5 and 10.8.6
	approved
	F
	10.2.0
	LTE-UEConTest_SIG
	R5

	RP-121671
	36.523-3
	1410
	-
	10.1.0
	Rel‑10
	Correction to Idle Mode test case 6.2.2.2
	approved
	F
	10.2.0
	LTE-UEConTest_SIG
	R5

	RP-121671
	36.523-3
	1411
	-
	10.1.0
	Rel‑10
	Correction to GERAN XID procedure
	approved
	F
	10.2.0
	LTE-UEConTest_SIG
	R5

	RP-121671
	36.523-3
	1412
	-
	10.1.0
	Rel‑10
	Addition of Rel9 EUTRA RRC test case 8.5.1.6
	approved
	B
	10.2.0
	LTE-UEConTest_SIG
	R5

	RP-121671
	36.523-3
	1413
	-
	10.1.0
	Rel‑10
	Corrections to EUTRA RRC test case 8.5.4.1
	approved
	F
	10.2.0
	LTE-UEConTest_SIG
	R5

	RP-121671
	36.523-3
	1414
	-
	10.1.0
	Rel‑10
	Correction to Idle Mode test case 6.2.1.1
	approved
	F
	10.2.0
	LTE-UEConTest_SIG
	R5

	RP-121671
	36.523-3
	1415
	-
	10.1.0
	Rel‑10
	Addition of GCF WI-151 EUTRA FDD-TDD Inter-mode test case 8.2.4.14a.
	approved
	B
	10.2.0
	LTE-UEConTest_SIG
	R5

	RP-121671
	36.523-3
	1416
	-
	10.1.0
	Rel‑10
	Correction to EUTRA Idle Mode Test Case 6.2.1.4
	approved
	F
	10.2.0
	LTE-UEConTest_SIG
	R5

	RP-121671
	36.523-3
	1417
	-
	10.1.0
	Rel‑10
	Addition of GCF WI-151 EUTRA FDD-TDD Inter-mode test case 8.2.4.15a.
	approved
	B
	10.2.0
	LTE-UEConTest_SIG
	R5

	RP-121671
	36.523-3
	1418
	-
	10.1.0
	Rel‑10
	Correction to f_UTRAN_CS_Fallback_WithHandover function
	approved
	F
	10.2.0
	LTE-UEConTest_SIG
	R5

	RP-121671
	36.523-3
	1419
	-
	10.1.0
	Rel‑10
	Correction to EUTRA Multi Layer test case 13.3.2.2
	approved
	F
	10.2.0
	LTE-UEConTest_SIG
	R5

	RP-121671
	36.523-3
	1420
	-
	10.1.0
	Rel‑10
	Correction to f_GetTestcaseAttrib_Eutra_Release function
	approved
	F
	10.2.0
	LTE-UEConTest_SIG
	R5

	RP-121671
	36.523-3
	1421
	-
	10.1.0
	Rel‑10
	Correction to GCF WI-081 MAC test cases 7.1.7.1.x and 7.1.7.2.1 for Band 18.
	approved
	F
	10.2.0
	LTE-UEConTest_SIG
	R5

	RP-121671
	36.523-3
	1422
	-
	10.1.0
	Rel‑10
	Correction to GCF WI-086 EUTRA RRC Testcase 8.4.1.5
	approved
	F
	10.2.0
	LTE-UEConTest_SIG
	R5

	RP-121671
	36.523-3
	1423
	-
	10.1.0
	Rel‑10
	Correction to GCF WI-087 EUTRA RRC Testcase 9.2.1.2.1b
	approved
	F
	10.2.0
	LTE-UEConTest_SIG
	R5

	RP-121671
	36.523-3
	1424
	-
	10.1.0
	Rel‑10
	Correction to GCF WI-086 EUTRA EMM Testcase 9.2.3.2.1b
	approved
	F
	10.2.0
	LTE-UEConTest_SIG
	R5

	RP-121671
	36.523-3
	1425
	-
	10.1.0
	Rel‑10
	Correction to Rel9 EUTRA Multilayer Testcase 13.3.1.3
	approved
	F
	10.2.0
	LTE-UEConTest_SIG
	R5

	RP-121671
	36.523-3
	1426
	-
	10.1.0
	Rel‑10
	Addition of Rel9 EUTRA RRC Interband Testcase 8.3.1.16.
	approved
	B
	10.2.0
	LTE-UEConTest_SIG
	R5

	RP-121671
	36.523-3
	1427
	-
	10.1.0
	Rel‑10
	Correction to GCF WI-086 EUTRA EMM Testcase 9.2.1.2.1c
	approved
	F
	10.2.0
	LTE-UEConTest_SIG
	R5

	RP-121671
	36.523-3
	1428
	-
	10.1.0
	Rel‑10
	Correction to GCF WI-086 EUTRA EMM Testcase 9.2.3.2.1c
	approved
	F
	10.2.0
	LTE-UEConTest_SIG
	R5

	RP-121671
	36.523-3
	1429
	-
	10.1.0
	Rel‑10
	Correction to GCF WI-082 EUTRA CSG Testcase 6.3.5
	approved
	F
	10.2.0
	LTE-UEConTest_SIG
	R5

	RP-121671
	36.523-3
	1430
	-
	10.1.0
	Rel‑10
	Correction to GCF WI-087 EUTRA EMM Testcase 9.2.1.2.13
	approved
	F
	10.2.0
	LTE-UEConTest_SIG
	R5

	RP-121671
	36.523-3
	1431
	-
	10.1.0
	Rel‑10
	Correction to GCF WI-086 EUTRA EMM Testcase 9.2.3.2.1b
	approved
	F
	10.2.0
	LTE-UEConTest_SIG
	R5

	RP-121671
	36.523-3
	1432
	-
	10.1.0
	Rel‑10
	Correction to GCF WI-087 EUTRA EMM Testcases 9.2.3.2.3, 9.2.1.2.1b, 9.2.3.2.1b
	approved
	F
	10.2.0
	LTE-UEConTest_SIG
	R5

	RP-121671
	36.523-3
	1433
	-
	10.1.0
	Rel‑10
	Correction to Rel‑9 GCF WI-151 EUTRA RRC Testcase 6.1.2.15a
	approved
	F
	10.2.0
	LTE-UEConTest_SIG
	R5

	RP-121671
	36.523-3
	1434
	-
	10.1.0
	Rel‑10
	Correction to GCF WI-087 EUTRA EMM Testcase 9.2.3.4.1
	approved
	F
	10.2.0
	LTE-UEConTest_SIG
	R5

	RP-121671
	36.523-3
	1435
	-
	10.1.0
	Rel‑10
	Correction to GCF WI-087 EUTRA EMM Testcase 9.2.3.1.6
	approved
	F
	10.2.0
	LTE-UEConTest_SIG
	R5

	RP-121671
	36.523-3
	1436
	-
	10.1.0
	Rel‑10
	Correction to Rel9 EUTRA Hybrid Cell Testcase 6.4.1
	approved
	F
	10.2.0
	TEI9_Test
	R5

	RP-121671
	36.523-3
	1437
	-
	10.1.0
	Rel‑10
	Correction to Rel‑9 GCF WI-151 EUTRA RRC Testcase 6.1.1.3a
	approved
	F
	10.2.0
	LTE-UEConTest_SIG
	R5

	RP-121671
	36.523-3
	1438
	-
	10.1.0
	Rel‑10
	Correction to Testcase Release Applicability of Rel9 EUTRA Testcases.
	approved
	F
	10.2.0
	LTE-UEConTest_SIG
	R5

	RP-121671
	36.523-3
	1439
	-
	10.1.0
	Rel‑10
	LTE_TDD : Addition of Rel9 GCF WI-150 EUTRA RSRQ Idle Mode Testcase 6.1.2.2a
	approved
	B
	10.2.0
	TEI9_Test
	R5

	RP-121670
	36.523-3
	1440
	-
	10.1.0
	Rel‑10
	CR to 36.523-3: Add new verified and e-mail agreed TTCN test cases in the TC lists in 36.523-3 (prose), Annex A
	approved
	F
	10.2.0
	LTE-UEConTest_SIG
	R5

	RP-121878
	36.820
	0002
	-
	11.1.0
	Rel‑11
	Band 28 UE emissions at 692-698 MHz and AMPR for DTV protection
	approved
	F
	11.2.0
	LTE_APAC700-Core
	R4

	RP-121904
	36.826
	0001
	-
	11.0.0
	Rel‑11
	TP for 36.826 Relay on backhaul link conformance test
	approved
	F
	11.1.0
	LTE_Relay2-Perf
	R4

	RP-121904
	36.826
	0003
	1
	11.0.0
	Rel‑11
	Correction of R-PDCCH conformance test
	approved
	F
	11.1.0
	LTE_Relay2-Perf
	R4

	RP-121904
	36.826
	0004
	1
	11.0.0
	Rel‑11
	Corrections on Relay backhaul link R-PDCCH performance
	approved
	F
	11.1.0
	LTE_Relay2-Perf
	R4

	RP-121874
	36.829
	0002
	-
	11.0.0
	Rel‑11
	CR for DIP and link-level evaluation results on G=-2.5dB for advanced receiver
	approved
	F
	11.1.0
	FS_enh_perf_UE_LTE, LTE_Interf_Rej
	R4

	RP-121886
	36.830
	0001
	-
	11.0.0
	Rel‑11
	CR to capture the simulation results of A-MPR to TR36.830
	approved
	F
	11.1.0
	LTE_CA_B38-Core
	R4

	RP-121962
	36.839
	0001
	-
	11.0.0
	Rel‑11
	Correction to align plots on HO failure rate with the data in tabular
	approved
	F
	11.1.0
	FS_HetNet_eMOB_LTE
	R2

	RP-121677
	36.903
	0046
	-
	9.5.0
	Rel‑10
	Add Test Tolerance analyses for TS 36.521-3 Test cases 8.16.1 and 8.16.2
	approved
	F
	10.0.0
	LTE_CA-UEConTest
	R5

	RP-121675
	36.903
	0047
	-
	9.5.0
	Rel‑10
	Update TS 36.521-3 Test cases 5.2.3+5.2.6 Test Tolerance analyses for >3GHz
	approved
	F
	10.0.0
	LTE-UEConTest_LTE3500
	R5

	RP-121658
	36.903
	0048
	-
	9.5.0
	Rel‑9
	Addition of uncertainites and test tolerance definition and analysis for TC 9.2.4A.1
	approved
	F
	9.6.0
	LTE-UEConTest_RF
	R5

	RP-121658
	36.903
	0049
	-
	9.5.0
	Rel‑9
	Addition of uncertainites and test tolerance definition and analysis for TC 4.5.2.1
	approved
	F
	9.6.0
	LTE-UEConTest_RF
	R5

	RP-121658
	36.903
	0050
	-
	9.5.0
	Rel‑9
	Addition of uncertainites and test tolerance definition and analysis for TC 5.3.5
	approved
	F
	9.6.0
	LTE-UEConTest_RF
	R5

	RP-121658
	36.903
	0051
	-
	9.5.0
	Rel‑9
	Addition of uncertainites and test tolerance definition and analysis for TC 8.14.2
	approved
	F
	9.6.0
	LTE-UEConTest_RF
	R5

	RP-121658
	36.903
	0052
	-
	9.5.0
	Rel‑9
	Addition of uncertainites and test tolerance definition and analysis for TC 8.15.2
	approved
	F
	9.6.0
	LTE-UEConTest_RF
	R5

	RP-121658
	36.903
	0053
	-
	9.5.0
	Rel‑9
	Addition of uncertainites and test tolerance definition and analysis for TC 8.14.3 and 8.15.3
	approved
	F
	9.6.0
	LTE-UEConTest_RF
	R5

	RP-121658
	36.903
	0054
	-
	9.5.0
	Rel‑9
	Addition of uncertainites and test tolerance definition and analysis for TC 9.2.4A.2
	approved
	F
	9.6.0
	LTE-UEConTest_RF
	R5

	RP-121857
	37.104
	0092
	1
	9.7.0
	Rel‑9
	Modification to increase GSM Carrier Power in MSR BS for Band Category 2
	approved
	F
	9.8.0
	RInImp9-RFmulti
	R4

	RP-121857
	37.104
	0093
	1
	10.8.0
	Rel‑10
	Modification to increase GSM Carrier Power in MSR BS for Band Category 2
	approved
	A
	10.9.0
	RInImp9-RFmulti
	R4

	RP-121906
	37.104
	0094
	-
	11.2.1
	Rel‑11
	Introduction of new BS classes to MSR specification (general parts)
	approved
	B
	11.3.0
	medBS_class_LTE_MSR
	R4

	RP-121857
	37.104
	0095
	-
	11.2.1
	Rel‑11
	Correction to additional BS spurious emissions limits for BC2
	approved
	A
	11.3.0
	RInImp9-RFmulti
	R4

	RP-121857
	37.104
	0096
	-
	10.8.0
	Rel‑10
	Correction to additional BS spurious emissions limits for BC2
	approved
	A
	10.9.0
	RInImp9-RFmulti
	R4

	RP-121857
	37.104
	0097
	-
	9.7.0
	Rel‑9
	Correction to additional BS spurious emissions limits for BC2
	approved
	F
	9.8.0
	RInImp9-RFmulti
	R4

	RP-121859
	37.104
	0098
	-
	11.2.1
	Rel‑11
	Correction of PHS protection requirement
	approved
	A
	11.3.0
	TEI9
	R4

	RP-121859
	37.104
	0099
	-
	10.8.0
	Rel‑10
	Correction of PHS protection requirement
	approved
	A
	10.9.0
	TEI9
	R4

	RP-121859
	37.104
	0100
	-
	9.7.0
	Rel‑9
	Correction of PHS protection requirement
	approved
	F
	9.8.0
	TEI9
	R4

	RP-121906
	37.104
	0101
	2
	11.2.1
	Rel‑11
	Introduction of new BS classes to MSR specification (Clause 6)
	approved
	B
	11.3.0
	medBS_class_LTE_MSR
	R4

	RP-121906
	37.104
	0102
	-
	11.2.1
	Rel‑11
	Introduction of new BS classes to MSR specification (receiver part)
	approved
	B
	11.3.0
	medBS_class_LTE_MSR-Core
	R4

	RP-121867
	37.104
	0103
	1
	10.8.0
	Rel‑10
	Modification on ACLR requirement
	approved
	F
	10.9.0
	TEI10
	R4

	RP-121867
	37.104
	0104
	1
	11.2.1
	Rel‑11
	Modification on ACLR requirement
	approved
	A
	11.3.0
	TEI10
	R4

	RP-121867
	37.104
	0106
	-
	10.8.0
	Rel‑10
	Clean up of specification R10
	approved
	F
	10.9.0
	TEI10
	R4

	RP-121867
	37.104
	0107
	-
	11.2.1
	Rel‑11
	Clean up of specification R11
	approved
	A
	11.3.0
	TEI10
	R4

	RP-121905
	37.104
	0108
	1
	11.2.1
	Rel‑11
	Introduction of multi-band operation to MSR specification (clause 4)
	approved
	B
	11.3.0
	MB_MSR_RF-Core
	R4

	RP-121905
	37.104
	0109
	1
	11.2.1
	Rel‑11
	CR for TS 37.104(Clause 1-3) due to introduction of multi-band MSR operation
	approved
	B
	11.3.0
	MB_MSR_RF-Core
	R4

	RP-121905
	37.104
	0110
	1
	11.2.1
	Rel‑11
	Introduction of MB-MSR to MSR specification (Clause 6)
	approved
	B
	11.3.0
	MB_MSR_RF-Core
	R4

	RP-121864
	37.104
	0111
	1
	10.8.0
	Rel‑10
	Transmitter IM correction for MSR-NC
	approved
	F
	10.9.0
	MSR_NC-Core
	R4

	RP-121864
	37.104
	0112
	-
	11.2.1
	Rel‑11
	Transmitter IM correction for MSR-NC
	approved
	A
	11.3.0
	MSR_NC-Core
	R4

	RP-121905
	37.104
	0113
	-
	11.2.1
	Rel‑11
	Applicability of requirements for MB-MSR
	approved
	B
	11.3.0
	MB_MSR_RF-Core
	R4

	RP-121899
	37.104
	0115
	-
	11.2.1
	Rel‑11
	Update CA reference to include Non Contiguous CA band combinations
	approved
	F
	11.3.0
	LTE_CA_enh-Core
	R4

	RP-121901
	37.104
	0116
	-
	11.2.1
	Rel‑11
	Introduction of Band 29
	approved
	B
	11.3.0
	LTE_DL_FDD700-Core
	R4

	RP-121905
	37.104
	0117
	1
	11.2.1
	Rel‑11
	Introduction of MB-MSR to MSR core specification (Clause 7)
	approved
	B
	11.3.0
	MB_MSR_RF-Core
	R4

	RP-121857
	37.104
	0118
	-
	11.2.1
	Rel‑11
	Modification to increase GSM Carrier Power in MSR BS for Band Category 2
	approved
	A
	11.3.0
	RInImp9-RFmulti
	R4

	RP-121857
	37.141
	0156
	1
	9.8.0
	Rel‑9
	Modification to increase GSM Carrier Power in MSR BS for Band Category 2
	approved
	F
	9.9.0
	RInImp9-RFmulti
	R4

	RP-121857
	37.141
	0157
	1
	10.8.0
	Rel‑10
	Modification to increase GSM Carrier Power in MSR BS for Band Category 2
	approved
	A
	10.9.0
	RInImp9-RFmulti
	R4

	RP-121857
	37.141
	0158
	-
	11.2.1
	Rel‑11
	Correction to additional BS spurious emissions limits for BC2
	approved
	A
	11.3.0
	RInImp9-RFmulti
	R4

	RP-121857
	37.141
	0159
	-
	10.8.0
	Rel‑10
	Correction to additional BS spurious emissions limits for BC2
	approved
	A
	10.9.0
	RInImp9-RFmulti
	R4

	RP-121857
	37.141
	0160
	-
	9.8.0
	Rel‑9
	Correction to additional BS spurious emissions limits for BC2
	approved
	F
	9.9.0
	RInImp9-RFmulti
	R4

	RP-121859
	37.141
	0161
	-
	11.2.1
	Rel‑11
	Correction of PHS protection requirement
	approved
	A
	11.3.0
	TEI9
	R4

	RP-121859
	37.141
	0162
	-
	10.8.0
	Rel‑10
	Correction of PHS protection requirement
	approved
	A
	10.9.0
	TEI9
	R4

	RP-121859
	37.141
	0163
	-
	9.8.0
	Rel‑9
	Correction of PHS protection requirement
	approved
	F
	9.9.0
	TEI9
	R4

	RP-121867
	37.141
	0164
	-
	10.8.0
	Rel‑10
	Clean up of specification R10
	approved
	F
	10.9.0
	TEI10
	R4

	RP-121867
	37.141
	0165
	-
	11.2.1
	Rel‑11
	Clean up of specification R11
	approved
	A
	11.3.0
	TEI10
	R4

	RP-121907
	37.141
	0166
	-
	11.2.1
	Rel‑11
	Introduction of new BS classes to MSR specification (general parts)
	approved
	B
	11.3.0
	medBS_class_LTE_MSR-Perf
	R4

	RP-121867
	37.141
	0167
	-
	11.2.1
	Rel‑11
	Correction to test requirement of operating band unwanted emissions
	approved
	A
	11.3.0
	TEI10
	R4

	RP-121867
	37.141
	0168
	-
	10.8.0
	Rel‑10
	Correction to test requirement of operating band unwanted emissions
	approved
	F
	10.9.0
	TEI10
	R4

	RP-121907
	37.141
	0169
	-
	11.2.1
	Rel‑11
	Introduction of new BS classes to TS 37.141 (Transmitter part)
	approved
	B
	11.3.0
	medBS_class_LTE_MSR-Perf
	R4

	RP-121864
	37.141
	0170
	1
	10.8.0
	Rel‑10
	Transmitter IM correction for MSR-NC
	approved
	F
	10.9.0
	MSR_NC-Perf
	R4

	RP-121864
	37.141
	0171
	-
	11.2.1
	Rel‑11
	Transmitter IM correction for MSR-NC
	approved
	A
	11.3.0
	MSR_NC-Perf
	R4

	RP-121907
	37.141
	0172
	-
	11.2.1
	Rel‑11
	Introduction of new BS classes to MSR test specification (receiver part)
	approved
	B
	11.3.0
	medBS_class_LTE_MSR-Perf
	R4

	RP-121867
	37.141
	0174
	-
	10.8.0
	Rel‑10
	Removal of conflicts in ACLR requirement
	approved
	F
	10.9.0
	TEI10
	R4

	RP-121867
	37.141
	0175
	-
	11.2.1
	Rel‑11
	Removal of conflicts in ACLR requirement
	approved
	A
	11.3.0
	TEI10
	R4

	RP-121861
	37.141
	0177
	-
	10.8.0
	Rel‑10
	Change to CA combination list from table to reference
	approved
	F
	10.9.0
	LTE_CA-Perf
	R4

	RP-121861
	37.141
	0178
	-
	11.2.1
	Rel‑11
	Change to CA combination list from table to reference
	approved
	A
	11.3.0
	LTE_CA-Perf
	R4

	RP-121867
	37.141
	0179
	1
	10.8.0
	Rel‑10
	Clarification of BS output power test under extreme power supply conditions
	approved
	F
	10.9.0
	TEI10
	R4

	RP-121867
	37.141
	0180
	-
	11.2.1
	Rel‑11
	Clarification of BS output power test under extreme power supply conditions
	approved
	A
	11.3.0
	TEI10
	R4

	RP-121902
	37.141
	0181
	-
	11.2.1
	Rel‑11
	Introduction of Band 29
	approved
	B
	11.3.0
	LTE_DL_FDD700-Perf
	R4

	RP-121857
	37.141
	0182
	-
	11.2.1
	Rel‑11
	Modification to increase GSM Carrier Power in MSR BS for Band Category 2
	approved
	A
	11.3.0
	RInImp9-RFmulti
	R4

	RP-121946
	37.320
	0051
	-
	11.1.0
	Rel‑11
	MDT Open Issues Resolutions
	approved
	B
	11.2.0
	eMDT_UMTSLTE-Core
	R2

	RP-121946
	37.320
	0052
	-
	11.1.0
	Rel‑11
	Removing the IE Contention Detected in Accessiability Measurement(option 3)
	approved
	F
	11.2.0
	eMDT_UMTSLTE-Core
	R2

	RP-121946
	37.320
	0054
	-
	11.1.0
	Rel‑11
	Stage-2 update for MDT enhancements
	approved
	F
	11.2.0
	eMDT_UMTSLTE-Core
	R2

	RP-121730
	37.320
	0055
	-
	11.1.0
	Rel‑11
	Multi-PLMN MDT
	approved
	B
	11.2.0
	eMDT_UMTSLTE-Core
	R2

	RP-121665
	37.571-1
	0015
	-
	10.1.0
	Rel‑10
	Corrections to references
	approved
	F
	10.2.0
	TEI10_Test
	R5

	RP-121665
	37.571-1
	0016
	-
	10.1.0
	Rel‑10
	Correction to LPP Message Content for GNSS Moving Scenario Test
	approved
	F
	10.2.0
	TEI10_Test
	R5

	RP-121664
	37.571-1
	0017
	-
	9.2.1
	Rel‑9
	Removal of technical content in 37.571-1 v9.2.1 and substitution with pointer to the next Release
	approved
	F
	9.3.0
	TEI9_Test
	R5

	RP-121677
	37.571-1
	0018
	-
	10.1.0
	Rel‑10
	New test case 10.1 FDD RSTD Measurement Reporting Delay for Carrier Aggregation
	approved
	F
	10.2.0
	LTE_CA-UEConTest
	R5

	RP-121677
	37.571-1
	0019
	-
	10.1.0
	Rel‑10
	New test case 10.2 TDD RSTD Measurement Reporting Delay for Carrier Aggregation
	approved
	F
	10.2.0
	LTE_CA-UEConTest
	R5

	RP-121677
	37.571-1
	0020
	-
	10.1.0
	Rel‑10
	New test case 10.3 FDD RSTD Measurement Accuracy for Carrier Aggregation
	approved
	F
	10.2.0
	LTE_CA-UEConTest
	R5

	RP-121677
	37.571-1
	0021
	-
	10.1.0
	Rel‑10
	New test case 10.4.TDD RSTD Measurement Accuracy for Carrier Aggregation
	approved
	F
	10.2.0
	LTE_CA-UEConTest
	R5

	RP-121689
	37.571-1
	0022
	-
	10.1.0
	Rel‑10
	Adding bands 28 and 44 to TS 37.571-1
	approved
	F
	10.2.0
	LTE_APAC700-UEConTest
	R5

	RP-121665
	37.571-1
	0023
	-
	10.1.0
	Rel‑10
	Corrections to procedures for RSTD tests
	approved
	F
	10.2.0
	TEI10_Test
	R5

	RP-121665
	37.571-1
	0024
	-
	10.1.0
	Rel‑10
	Correction of OCNG Patterns for UE Rx - Tx Time Difference Test Cases
	approved
	F
	10.2.0
	TEI10_Test
	R5

	RP-121665
	37.571-1
	0025
	-
	10.1.0
	Rel‑10
	Add editor's note for value of Iprs for test case 9.1.4
	approved
	F
	10.2.0
	TEI10_Test
	R5

	RP-121678
	37.571-1
	0026
	-
	10.1.0
	Rel‑10
	New common text for test cases 10.1 - 10.4 for RSTD for Carrier Aggregation
	approved
	F
	10.2.0
	LTE_CA-UEConTest
	R5

	RP-121664
	37.571-2
	0020
	-
	9.2.0
	Rel‑9
	Removal of technical content in 37.571-2 v9.2.0 and substitution with pointer to the next Release
	approved
	F
	9.3.0
	TEI9_Test
	R5

	RP-121664
	37.571-3
	0004
	-
	10.1.1
	Rel‑10
	Add new PICS and post-fix for conditions
	approved
	F
	10.2.0
	TEI9_Test
	R5

	RP-121664
	37.571-3
	0005
	-
	9.1.0
	Rel‑9
	Removal of technical content in 37.571-3 v9.1.0 and substitution with pointer to the next Release
	approved
	F
	9.2.0
	TEI9_Test
	R5

	RP-121678
	37.571-3
	0006
	-
	10.1.1
	Rel‑10
	Applicabilities for new test cases 10.1 - 10.4 for RSTD for Carrier Aggregation
	approved
	F
	10.2.0
	LTE_CA-UEConTest
	R5

	RP-121664
	37.571-4
	0002
	-
	9.0.0
	Rel‑9
	Removal of technical content in 37.571-4 v9.0.0 and substitution with pointer to the next Release
	approved
	F
	9.1.0
	TEI9_Test
	R5

	RP-121665
	37.571-5
	0015
	-
	10.1.0
	Rel‑10
	Correction to Reference UE Position value
	approved
	F
	10.2.0
	TEI10_Test
	R5

	RP-121664
	37.571-5
	0016
	-
	9.3.0
	Rel‑9
	Removal of technical content in 37.571-5 v9.3.0 and substitution with pointer to the next Release
	approved
	F
	9.4.0
	TEI9_Test
	R5

	RP-121664
	37.571-5
	0017
	-
	10.1.0
	Rel‑10
	LBS Sig: Corrections to GLONASS acquisition assistance data
	approved
	F
	10.2.0
	TEI9_Test
	R5

	RP-121664
	37.571-5
	0018
	-
	10.1.0
	Rel‑10
	LBS Sig: Corrections to GNSS assistance data
	approved
	F
	10.2.0
	TEI9_Test
	R5

	RP-121664
	37.571-5
	0019
	-
	10.1.0
	Rel‑10
	LBS Perf: Correction of coordinates for GNSS Scenario #2 and #5
	approved
	F
	10.2.0
	TEI9_Test
	R5

	RP-121664
	37.571-5
	0020
	-
	10.1.0
	Rel‑10
	LBS Perf: Corrections to GNSS assistance data
	approved
	F
	10.2.0
	TEI9_Test
	R5

	RP-121664
	37.571-5
	0021
	-
	10.1.0
	Rel‑10
	LBS Perf: Corrections to GLONASS acquisition assistance data
	approved
	F
	10.2.0
	TEI9_Test
	R5

	RP-121678
	37.571-5
	0022
	-
	10.1.0
	Rel‑10
	OTDOA data for new test cases 10.1 - 10.4 for RSTD for Carrier Aggregation
	approved
	F
	10.2.0
	LTE_CA-UEConTest
	R5

	RP-121738
	37.803
	0002
	1
	11.0.0
	Rel‑11
	Scope of Enhanced inter-CSG HeNB
	approved
	F
	11.1.0
	FS_EHNB_enh
	R3

	RP-121672
	37.901
	0018
	-
	11.4.0
	Rel‑11
	Correction to Tables in relation to Reference Test Points for LTE
	approved
	F
	11.5.0
	TEI11_Test
	R5

	RP-121672
	37.901
	0019
	-
	11.4.0
	Rel‑11
	Adding editors notes to LTE reference system configurations
	approved
	F
	11.5.0
	TEI11_Test
	R5

	RP-121672
	37.901
	0020
	-
	11.4.0
	Rel‑11
	Update for LTE/UDP Power Sweep Performance Test
	approved
	F
	11.5.0
	TEI11_Test
	R5

	CP-120808
	43.068
	0167
	-
	11.3.0
	Rel‑11
	TC-RT: Additional Calling Party Number
	approved
	F
	11.4.0
	RT_VGCS_Red
	C1

	CP-120808
	43.069
	0120
	1
	11.3.0
	Rel‑11
	TC-RT: Additional Calling Party Number
	approved
	F
	11.4.0
	RT_VGCS_Red
	C1

	CP-120808
	43.069
	0121
	1
	11.3.0
	Rel‑11
	TC RT: Uplink reply Procedure
	approved
	F
	11.4.0
	RT_VGCS_Red, TEI11
	C1

	GP-121365
	44.018
	0964
	7
	11.2.0
	Rel‑11
	Introduction of rSRVCC
	Approved
	B
	11.3.0
	rSRVCC
	G2

	GP-121315
	44.018
	0986
	-
	11.2.0
	Rel‑11
	Uplink Reply Procedure
	Approved
	F
	11.3.0
	TEI11
	G2

	GP-121412
	44.018
	0987
	2
	11.2.0
	Rel‑11
	Corrections to IPA
	Approved
	F
	11.3.0
	TEI11
	G2

	GP-121362
	44.018
	0989
	1
	11.2.0
	Rel‑11
	Miscellaneous corrections for Network Sharing and Domain-Specific Access Control
	Approved
	B
	11.3.0
	Full_MOCN-GERAN, DSAC
	G2

	GP-121423
	44.018
	0990
	4
	11.2.0
	Rel‑11
	Broadcast of additional information for Network Sharing related to inter RAT mobility
	Approved
	B
	11.3.0
	Full_MOCN-GERAN
	G2

	GP-121372
	44.060
	1581
	1
	11.2.1
	Rel‑11
	Corrections to IPA
	Approved
	F
	11.3.0
	TEI11
	G2

	GP-121416
	44.060
	1582
	3
	10.10.1
	Rel‑10
	Network Mode of Operation 1 for suitably configured (e.g. MTC) devices
	Approved
	F
	10.11.0
	NIMTC
	G2

	GP-121417
	44.060
	1583
	2
	11.2.1
	Rel‑11
	Network Mode of Operation 1 for suitably configured (e.g. MTC) devices
	Approved
	A
	11.3.0
	NIMTC
	G2

	GP-121387
	45.002
	0163
	1
	11.0.0
	Rel‑11
	Introduction of inter RAT mobility on PLMN basis for Network Sharing
	approved
	B
	11.1.0
	Full_MOCN-GERAN
	G1

	GP-121314
	45.003
	0131
	-
	11.0.0
	Rel‑11
	TC RT: Uplink Reply Procedure
	approved
	F
	11.1.0
	TEI11
	G1

	GP-121388
	45.005
	0540
	2
	11.1.0
	Rel‑11
	Clarification of conformance legacy performance requirements for MSRD terminals
	approved
	F
	11.2.0
	MSRD2
	G1

	GP-121345
	45.005
	0549
	1
	11.1.0
	Rel‑11
	VAMOS performance requirements for Local Area multicarrier BTS
	approved
	F
	11.2.0
	MRLA
	G1

	GP-121265
	45.005
	0550
	-
	11.1.0
	Rel‑11
	Removal of square brackets for MRLA
	approved
	F
	11.2.0
	MRLA
	G1

	GP-121347
	45.005
	0551
	1
	11.1.0
	Rel‑11
	Miscellaneous corrections related to Local Area multicarrier BTS
	approved
	F
	11.2.0
	MRLA
	G1

	GP-121260
	45.010
	0064
	3
	11.0.0
	Rel‑11
	Impact from rSRVCC from GERAN to E-UTRAN
	approved
	B
	11.1.0
	rSRVCC
	G1

	GP-121267
	45.050
	0008
	-
	11.0.0
	Rel‑11
	Introduction of Medium Range and Local Area multicarrier BTS
	approved
	B
	11.1.0
	MRLA
	G1

	GP-121252
	45.860
	0026
	-
	11.4.0
	Rel‑11
	PAR Reduction for Padded HOM
	approved
	F
	11.5.0
	FS_SPEED
	G1

	GP-121405
	48.008
	0372
	8
	11.2.0
	Rel‑11
	Introduction of rSRVCC
	Approved
	B
	11.3.0
	rSRVCC
	G2

	GP-121424
	48.008
	0376
	3
	11.2.0
	Rel‑11
	Indication of selected PLMN to the MSC
	Approved
	B
	11.3.0
	Full_MOCN-GERAN
	G2

	GP-121367
	48.018
	0321
	5
	11.0.0
	Rel‑11
	SRVCC to E-UTRAN/ UTRAN
	Approved
	B
	11.1.0
	rSRVCC-GERAN
	G2

	GP-121403
	48.018
	0325
	4
	11.0.0
	Rel‑11
	Support overload control from SGSN to BSS
	Approved
	B
	11.1.0
	TEI11
	G2

	GP-121425
	48.018
	0379
	3
	11.0.0
	Rel‑11
	Indication of selected PLMN to the SGSN
	Approved
	B
	11.1.0
	Full_MOCN-GERAN
	G2

	GP-121188
	51.010-1
	4776
	-
	10.2.0
	Rel‑10
	CR 51.010-1-4776 21.1 Clarification for Class C GPRS Only MS
	approved
	F
	10.3.0
	TEI_Test
	G3new

	GP-121189
	51.010-1
	4777
	-
	10.2.0
	Rel‑10
	CR 51.010-1-4777 21.2 Clarification for Class C GPRS Only MS
	approved
	F
	10.3.0
	TEI_Test
	G3new

	GP-121190
	51.010-1
	4778
	-
	10.2.0
	Rel‑10
	CR 51.010-1-4778 Correction to clause 14 testcases
	approved
	F
	10.3.0
	TEI_Test
	G3new

	GP-121191
	51.010-1
	4779
	-
	10.2.0
	Rel‑10
	CR 51.010-1-4779 Correction to clause 13 testcases
	approved
	F
	10.3.0
	TEI_Test
	G3new

	GP-121192
	51.010-1
	4780
	-
	10.2.0
	Rel‑10
	CR 51.010-1-4780 14.16.1a Minimum Input level for Reference Performance in TIGHTER configuration
	approved
	F
	10.3.0
	TIGHTER
	G3new

	GP-121193
	51.010-1
	4781
	-
	10.2.0
	Rel‑10
	CR 51.010-1-4781 14.18.1b Minimum Input level for Reference Performance in TIGHTER configuration
	approved
	F
	10.3.0
	TIGHTER
	G3new

	GP-121195
	51.010-1
	4782
	-
	10.2.0
	Rel‑10
	CR 51.010-1-4782 Corrections to 14.11.2.1a and 14.11.2.3a
	approved
	F
	10.3.0
	TIGHTER
	G3new

	GP-121196
	51.010-1
	4783
	-
	10.2.0
	Rel‑10
	CR 51.010-1-4783 46.1.2.5.1 Undo conversion to LLC UNACK mode
	approved
	F
	10.3.0
	TEI_Test
	G3new

	GP-121197
	51.010-1
	4784
	-
	10.2.0
	Rel‑10
	CR 51.010-1-4784 46.1.2.7.3 TC converted to LLC unacknowledged mode for GEA4 testing
	approved
	F
	10.3.0
	TEI_Test
	G3new

	GP-121198
	51.010-1
	4785
	-
	10.2.0
	Rel‑10
	CR 51.010-1-4785 46.1.2.7.7 Step 5 corrected
	approved
	F
	10.3.0
	TEI_Test
	G3new

	GP-121199
	51.010-1
	4786
	-
	10.2.0
	Rel‑10
	CR 51.010-1-4786 46.2.2.4.1 Corrections for LLC unacknowledged data transfer
	approved
	F
	10.3.0
	TEI_Test
	G3new

	GP-121203
	51.010-1
	4787
	-
	10.2.0
	Rel‑10
	CR 51.010-1-4787 50.4.3.6 Optional step at multi block assignment for ADD MS RAC message
	approved
	F
	10.3.0
	TEI_Test
	G3new

	GP-121204
	51.010-1
	4788
	-
	10.2.0
	Rel‑10
	CR 51.010-1-4788 51.2.2.x and 51.3.5.2 Optional step at multi block assignment for ADD MS RAC message
	approved
	F
	10.3.0
	TEI_Test
	G3new

	GP-121205
	51.010-1
	4789
	-
	10.2.0
	Rel‑10
	CR 51.010-1-4789 52.1.2.1.9.4 Optional step at multi block assignment for ADD MS RAC message
	approved
	F
	10.3.0
	TEI_Test
	G3new

	GP-121206
	51.010-1
	4790
	-
	10.2.0
	Rel‑10
	CR 51.010-1-4790 53.3.2.1 Optional step at multi block assignment for ADD MS RAC message
	approved
	F
	10.3.0
	TEI_Test
	G3new

	GP-121209
	51.010-1
	4791
	-
	10.2.0
	Rel‑10
	CR 51.010-1-4791 Verification of supported features in Classmark 3 for TIGHTER
	approved
	B
	10.3.0
	TIGHTER
	G3new

	GP-121212
	51.010-1
	4793
	-
	10.2.0
	Rel‑10
	CR 51.010-1-4793 New test: 14.18.2c Co-channel rejection in EGPRS2A with TIGHTER configuration
	approved
	F
	10.3.0
	TIGHTER
	G3new

	GP-121213
	51.010-1
	4794
	-
	10.2.0
	Rel‑10
	CR 51.010-1-4794 New test: 14.18.3c Adjacent channel rejection in EGPRS2A with TIGHTER configuration
	approved
	F
	10.3.0
	TIGHTER
	G3new

	GP-121215
	51.010-1
	4795
	-
	10.2.0
	Rel‑10
	CR 51.010-1-4795 Corrections to TIGHTER test cases
	approved
	F
	10.3.0
	TIGHTER
	G3new

	GP-121217
	51.010-1
	4796
	-
	10.2.0
	Rel‑10
	CR 51.010-1-4796 14.16.2.1a Co-channel rejection for packet channels in TIGHTER configuration
	approved
	F
	10.3.0
	TIGHTER
	G3new

	GP-121218
	51.010-1
	4797
	-
	10.2.0
	Rel‑10
	CR 51.010-1-4797 14.18.2b Co-channel rejection for packet channels in TIGHTER configuration
	approved
	F
	10.3.0
	TIGHTER
	G3new

	GP-121219
	51.010-1
	4798
	-
	10.2.0
	Rel‑10
	CR 51.010-1-4798 14.18.3b Adjacent-channel rejection for packet channels in TIGHTER configuration
	approved
	F
	10.3.0
	TIGHTER
	G3new

	GP-121220
	51.010-1
	4799
	-
	10.2.0
	Rel‑10
	CR 51.010-1-4799 14.18.1c Minimum Input level for Reference Performance in EGPRS2A with TIGHTER configuration
	approved
	F
	10.3.0
	TIGHTER
	G3new

	GP-121228
	51.010-1
	4801
	-
	10.2.0
	Rel‑10
	CR 51.010-1-4801 26.5.6.3 Invalid IEI in Channel Release
	approved
	F
	10.3.0
	TEI_Test
	G3new

	GP-121194
	51.010-2
	0779
	-
	10.2.0
	Rel‑10
	CR 51.010-2-0779 Addition of new TIGHTER tests
	approved
	F
	10.3.0
	TIGHTER
	G3new

	GP-121200
	51.010-2
	0780
	-
	10.2.0
	Rel‑10
	CR 51.010-2-0780 Applicability modifications for LLC ACK / UNACK
	approved
	F
	10.3.0
	TEI_Test
	G3new

	GP-121201
	51.010-2
	0781
	-
	10.2.0
	Rel‑10
	CR 51.010-2-0781 Pics TSPC_UTRA_CSG_Cells_Reporting missing
	approved
	F
	10.3.0
	TEI_Test
	G3new

	GP-121202
	51.010-2
	0782
	-
	10.2.0
	Rel‑10
	CR 51.010-2-0782 41.5.1.1.2.2 Applicability correction
	approved
	F
	10.3.0
	TEI_Test
	G3new

	GP-121211
	51.010-2
	0783
	-
	10.2.0
	Rel‑10
	CR 51.010-2-0783 Applicability correction to legacy test cases for TIGHTER capable MS
	approved
	B
	10.3.0
	TIGHTER
	G3new

	GP-121214
	51.010-2
	0784
	-
	10.2.0
	Rel‑10
	CR 51.010-2-0784 Modification for Tighter part 2
	approved
	F
	10.3.0
	TIGHTER
	G3new

	GP-121237
	51.010-2
	0785
	1
	10.2.0
	Rel‑10
	CR 51.010-2-0785 applicability of the TIGHTER TCs
	approved
	F
	10.3.0
	TIGHTER
	G3new

	GP-121225
	51.010-2
	0786
	-
	10.2.0
	Rel‑10
	CR 51.010-2-0786 - 44.2.2.1.8 -> Applicability correction
	approved
	F
	10.3.0
	TEI_Test
	G3new

	GP-121226
	51.010-2
	0787
	-
	10.2.0
	Rel‑10
	CR 51.010-2-0787 - Table A.2 -> Update reference column for DTM/GPRS and DTM/EGPRS feature
	approved
	F
	10.3.0
	TEI_Test
	G3new

	GP-121216
	51.010-5
	0117
	-
	10.2.0
	Rel‑10
	CR 51.010-5-0117 Update for the latest version of TTCN
	approved
	F
	10.3.0
	TEI_Test
	G3new

	GP-121261
	51.021
	0256
	-
	10.6.0
	Rel‑10
	Correction of in-band spurious emission requirement for MCBTS
	approved
	F
	10.7.0
	MCBTS
	G1

	GP-121344
	51.021
	0257
	1
	11.0.0
	Rel‑11
	Correction of in-band spurious emission requirement for MCBTS
	approved
	A
	11.1.0
	MCBTS
	G1

	GP-121346
	51.021
	0258
	1
	11.0.0
	Rel‑11
	VAMOS performance requirements for Local Area multicarrier BTS
	approved
	F
	11.1.0
	MRLA
	G1

	GP-121266
	51.021
	0259
	-
	11.0.0
	Rel‑11
	Removal of square brackets for MRLA
	approved
	F
	11.1.0
	MRLA
	G1

	GP-121392
	51.021
	0260
	2
	11.0.0
	Rel‑11
	Miscellaneous corrections related to Medium Range and Local Area multicarrier BTS
	approved
	F
	11.1.0
	MRLA
	G1


2621 CRs (2535 approved)
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