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Annex X (informative):
IANA registration information for SDP attributes
X.1.
Introduction

This Annex provides the SDP attribute  registration information that is referenced from the IANA registry at http://www.iana.org/.
X.2
PSS_Live_service
Contact name, email address, and telephone number:

3GPP Specifications Manager

3gppContact@etsi.org

+33 (0)492944200

Attribute Name (as it will appear in SDP) 

PSS_Live_service
Long-form Attribute Name in English:

3GPP Packet-Switched Streaming (PSS) live service attribute
Type of Attribute

Session Level Only
Is Attribute Value subject to the Charset Attribute?

This Attribute is not dependent on charset.

Purpose of the attribute:

This attribute indicates the PSS live service which the UE intends to initiate. 
Appropriate Attribute Values for this Attribute:

Please see clause 8.2.3.2
X.3
mbms_service
Contact name, email address, and telephone number:

3GPP Specifications Manager

3gppContact@etsi.org

+33 (0)492944200

Attribute Name (as it will appear in SDP) 

mbms_service
Long-form Attribute Name in English:

3GPP Multimedia Broadcast and Multicast Service (MBMS) attribute
Type of Attribute

Session Level Only
Is Attribute Value subject to the Charset Attribute?

This Attribute is not dependent on charset.

Purpose of the attribute:

This attribute indicates the MBMS service which the UE intends to initiate. 
Appropriate Attribute Values for this Attribute:

Please see clause 8.3.3.2

X.4
mbms_download_service
Contact name, email address, and telephone number:

3GPP Specifications Manager

3gppContact@etsi.org

+33 (0)492944200

Attribute Name (as it will appear in SDP) 

mbms_download_service
Long-form Attribute Name in English:

3GPP Multimedia Broadcast and Multicast Service (MBMS) download service attribute
Type of Attribute

Session Level Only
Is Attribute Value subject to the Charset Attribute?

This Attribute is not dependent on charset.

Purpose of the attribute:

This attribute indicates the MBMS download service which the UE intends to initiate. 
Appropriate Attribute Values for this Attribute:

Please see clauses 14.2.2 and 14.2.4

X.5
fdt_address
Contact name, email address, and telephone number:

3GPP Specifications Manager

3gppContact@etsi.org

+33 (0)492944200

Attribute Name (as it will appear in SDP) 

fdt_address
Long-form Attribute Name in English:

File delivery table adress attribute
Type of Attribute

Session Level Only
Is Attribute Value subject to the Charset Attribute?

This Attribute is not dependent on charset.

Purpose of the attribute:

This attribute indicates the address of the FDT which contains the content description information for files delivered in the FLUTE session. 
Appropriate Attribute Values for this Attribute:

Please see clauses 14.2.2 and 14.2.4

X.6
repair-server-address
Contact name, email address, and telephone number:

3GPP Specifications Manager

3gppContact@etsi.org

+33 (0)492944200

Attribute Name (as it will appear in SDP) 

repair-server-address
Long-form Attribute Name in English:

Repair server address attribute
Type of Attribute

Session Level Only
Is Attribute Value subject to the Charset Attribute?

This Attribute is not dependent on charset.

Purpose of the attribute:

This attribute provides the repair server information to be used by UE for file repair procedures.
Appropriate Attribute Values for this Attribute:

Please see clauses 14.2.2 and 14.2.4

X.7
report-channel
Contact name, email address, and telephone number:

3GPP Specifications Manager

3gppContact@etsi.org

+33 (0)492944200

Attribute Name (as it will appear in SDP) 

report-channel
Long-form Attribute Name in English:

Report channel attribute
Type of Attribute

Session Level Only
Is Attribute Value subject to the Charset Attribute?

This Attribute is not dependent on charset.

Purpose of the attribute:

This attribute indicates to the UE that the reception report procedure should be performed by SIP or HTTP channel.
Appropriate Attribute Values for this Attribute:

Please see clause 14.2.4

X.8
suggestedPresentationOffset
Contact name, email address, and telephone number:

3GPP Specifications Manager

3gppContact@etsi.org

+33 (0)492944200

Attribute Name (as it will appear in SDP) 

suggestedPresentationOffset
Long-form Attribute Name in English:

Suggested presentation offset
Type of Attribute

Media level and session level
Is Attribute Value subject to the Charset Attribute?

This Attribute is not dependent on charset.

Purpose of the attribute:

This attribute provides a mapping of the presentation time of each data unit to the wall-clock time to enable synchronized playout of the UEs adhering to the same rule.
Appropriate Attribute Values for this Attribute:

Please see clauses 8.3.3.2 and 8.3.3.4
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