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	First change


3.2
Symbols

For the purposes of the present document the following symbols apply:

A
Interface between an MSC and a BSC.

Bc
Reference point for the CDR file transfer from the Circuit Switched CGF to the BD.

Bi
Reference point for the CDR file transfer from the IMS CGF to the BD.

Bl
Reference point for the CDR file transfer from the GMLC CGF to the BD.

Bm
Reference point for the CDR file transfer from the MMS CGF to the BD.

Bo
Reference point for the CDR file transfer from the OCF CGF to the BD.

Bp
Reference point for the CDR file transfer from the Packet Switched CGF to the BD.

Bs
Reference point for the CDR file transfer for CAMEL services to the BD, i.e. from the SCF CGF to the BD. 

Bsm
Reference point for the CDR file transfer from SMS CGF to the BD,  

Bt

Reference point for the CDR file transfer from the PoC CGF to the BD.

Bw
Reference point for the CDR file transfer from the WLAN CGF to the BD.

Bx
Reference point for CDR file transfer between any (generic) 3G domain, subsystem or service CGF and a BD.

CAP
Reference point for CAMEL between a network element with integrated SSF and the OCS.

Ga
Reference point for CDR transfer between a CDF and the CGF.

Gb
Interface between an SGSN and a BSC.

Gc
Interface between an GGSN and an HLR.

Gd
Interface between an SMS-GMSC and an SGSN, and between a SMS-IWMSC and an SGSN.

Gf
Interface between an SGSN and an EIR.

Gi
Interface between the Packet-Switched domain and an external packet data network.

Gn
Interface between two GSNs within the same PLMN.

Gp
Interface between two GSNs in different PLMNs.

Gr
Interface between an SGSN and an HLR.

Gs
Interface between an SGSN and an MSC/VLR.

Gx
Reference point between a PCRF and a PCEF.

Gy
Online charging reference point between a PCEF and an OCS. 

Gyn
Online charging reference point between a TDF and an OCS.
Gz
Offline charging reference point between a PCEF and an OFCS.

Gzn
Offline charging reference point between a TDF and an OFCS.
Iu
Interface between the RNS and the core network.

kbit/s
Kilobits per second. 1 kbit/s = 210 bits per second.

Lr
Interface between Gateway MLCs.

Mbit/s
Megabits per second. 1 Mbit/s = 220 bits per second.

Mc
Interface between the MGW and (G)MSC server.

Rf
Offline charging reference point between a 3G network element and the CDF.

Ro
Online charging reference point between a 3G network element and the OCS.

Rx
Reference point between the PCRF and an AF. 

Sd
Reference point between the PCRF and a TDF.

Sy
Reference point for policy enforcement between OCS and the PCRF

Um
Interface between the Mobile Station (MS) and the GSM fixed network part.

Uu
Interface between the User Equipment (UE) and the UMTS fixed network part.

Wf
Offline charging reference point between a 3GPP WLAN CTF and the CDF.

Wo
Online charging reference point between a 3GPP WLAN CTF and the OCS.

	Second change


Y.4.4.1.2
Gzn

The TDF when used for application based charging in a convergent scenario performs the same functionality as outlined in this document and in addition the Gzn reference point enables transport of offline charging information for both Non-seamless WLAN offloaded traffic from a 3GPP UE and for fixed devices.
	Third change


Y.4.4.2.2
Gyn

The TDF when used for application based charging in a convergent scenario performs the same functionality as outlined in this document and in addition the Gyn reference point allows online credit control for TDF based charging for both Non-seamless WLAN offloaded traffic from a 3GPP UE and for fixed devices.
	End of changes
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