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The following CRs are the revisions of CRs agreed by SA WG2, and the modifications compared to SA2 agreed CRs are the following ones:

· Rewording to take into account that the RAB(s)/PFC(s) should be established as part as the conditions of “connected mode”. 
· As for “PCC area” CRs, adding support indication from MME/SGSN during both mobility management and session management procedures. 
· In 23.401 and 23.060 CRs, clashes with CNO_ULI “PCC area” CRs have been resolved. 

· 23.203 CR, new text is moved from body (generic) to annexes (access specific) as the feature only applies to 3GPP accesses
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	23.060
	1827
	3
	Rel-12
	Introduction of ULI reporting only when the UE is in 'CONNECTED' state
	B
	12.2.0
	S2-100
	rev of S2-134440
	Alcatel-Lucent, Alcatel-Lucent Shanghai Bell
	CNO_ULI
	15.1.3.1, 15.1.3.2
	23.203 CR 0854, 23.401 CR 2629



	23.203
	0854
	3
	Rel-12
	Introduction of ULI reporting only when the UE is in 'CONNECTED' state
	B
	12.2.0
	S2-100
	rev of S2-134439
	Alcatel-Lucent, Alcatel-Lucent Shanghai Bell
	CNO_ULI
	A.1.3.1.3, A.1.3.1.4, A.4.3.1.1, A.4.3.1.2
	23.401 CR 2629, 23.060 CR 1827



	23.401
	2629
	3
	Rel-12
	Introduction of ULI reporting only when the UE is in 'CONNECTED' state
	B
	12.2.0
	S2-100
	S2-134442
	Alcatel-Lucent, Alcatel-Lucent Shanghai Bell
	CNO_ULI
	5.9.2
	TS/TR 23.203 CR 0854




