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***** Start First Change *******
28.2.1
Allocation of Shared E-UTRAN resources

The Hosting E-UTRAN Operator shall be able to specify the allocation of E-UTRAN resources to each of the Participating Operators by the following:

a)
static allocation, i.e. guaranteeing a minimum allocation and limiting to a maximum allocation,
b)
static allocation for a specified period of time and/or specific cells/sectors,
c)
first UE come first UE served allocation.
A Hosting RAN shall be capable of differentiating traffic associated with individual Participating Operators.
A Hosting RAN shall be able to conduct admission control based on the allocated E-UTRAN resources for each Participating Operator.
A Hosting E-UTRAN Operator shall be able to control resource usage taking into account the allocated E-UTRAN resources for each Participating Operator.

***** End First Change *******

***** Start Second Change *******

28.2.2
OAM Access to the Hosting E-UTRAN

The Hosting E-UTRAN shall be able to provide and control access to selected OAM functions to each Participating Operator to perform OAM tasks supporting the Participating Operator's use of the Hosting E-UTRAN. E.g. each Participating Operator can only get information about its own customers.

This would allow the Participating Operator to do the following:

-
backhaul link test in the base station, 

-
obtain fault reports,
-
retrieve RAN resource usage information (non realtime).
***** End Second Change *******

***** Start Third Change *******

28.2.3
Generation and retrieval of usage and accounting information

A Hosting E-UTRAN Operator shall be able to collect events supporting the accounting of network resource usage separately for each Participating Operator. Collected events may be delivered to the subscriber's Participating Operator. This includes:

-
start of service in the Hosting E-UTRAN for a UE of the Participating Operator,
-
end of service in the Hosting E-UTRAN for a UE of the Participating Operator.
***** End Third Change *******

***** Start Fourth Change *******

28.2.4
MDT Collection
When authorized by the Participating Operators, the Hosting E-UTRAN Operator shall be able to collect MDT data of the Participating Operator's UEs connected through its E-UTRAN.

Note: 
This functionality should also allow for the case where the Hosting E-UTRAN Operator does not have an adjunct core network.

***** End Fourth Change *******
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