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	First Change


7.6.2.1
Broadcast Representation Specific Metadata

As a new child element of deliveryMethod, each instance of r12:broadcastAppService denotes one or more broadcast Representation(s), in multiplexed or non-multiplexed form for media content components,  of the DASH-over-MBMS user service, across all Periods of the affiliated Media Presentation.  Each entry of basePattern under all the r12:broadcastAppService element(s) is for use by the MBMS client to match against a portion of the entire Segment URL used by the DASH client to request Media Segments of a parent Representation under its containing Period . A match implies that the corresponding requested Media Segment is carried over an MBMS bearer.  For example, should the URL associated with a Segment request contain the BaseURL “http://example.com/per-3/rep-512”, and the same BaseURL value were to appear in an instance of r12:broadcastAppService.basePattern, it means that the Representation with Representation@id = ‘512’ is available over broadcast.  The basePattern value may, but is not required to, be identical to that of the Representation.BaseURL if present in the MPD.  
In addition, each r12:broadcastAppService element may contain one or more serviceArea child elements which specify the service area(s) in which the associated broadcast Representation (as identified by basePattern) is delivered/accessible.  The semantics of serviceArea complies to the MBMS Service Area Identity as defined in [77], [104].  A given broadcast Representation may be available in a set of service area(s) in common with, or different from, the service area(s) of any other broadcast Representation.  Absence of the serviceArea element implies that the availability of the broadcast Representation is not restricted by service area.
7.6.2.2
Unicast Representation Specific Metadata

 The deliveryMethod element may also include one instance of the r12:unicastAppService element that denotes one or more unicast Representation(s), in multiplexed or non-multiplexed form for media content components,  of the DASH-over-MBMS user service, across all Periods of the affiliated Media Presentation.   Similar to r12:broadcastAppService, each entry of basePattern element under the r12:unicastAppService element is for use by the MBMS client to match against a portion of the entire Segment URL used by the DASH client to request Segments of a parent Representation under its containing Period.  A match implies that the associated Representation is available over unicast delivery.  For example, should the URL associated with a Segment request contain the BaseURL "http://example.com/per-3/rep-256", and the same BaseURL value were to appear  in an instance of r12: unicastAppService.basePattern, it means that the Representation with Representation@id = ‘256’ is available over unicast.  The basePattern value may, but is not required to, be identical to that of the Representation.BaseURL if present in the MPD.
	Next Change


7.6.3.1
Identical Content

Each identicalContent element under userServiceDescription contains two or more interchangeable URLs, as indicated by the basePattern values, for  the same Representation.  The implication is that the Representation could be interchanged in accordance to coverage condition, policy requirements, etc.
	Next Change


11.2.1.2
Extensions to the User Service Bundle Description
The MBMS User Service Bundle Description schema defined in this clause extends the MBMS Release 6 schema of clause 11.2.1.1. An MBMS User Service Bundle Description schema of the current release shall comply with MBMS User Service Bundle Description schema definition of Release 6 and the subsequent releases up to the current release. 

<text not shown for brevity>
If the mimeType attribute within the r12:appService element , itself a child of the userServiceDescription element, indicates a UE supported value, then 

· The presence of one or more r12:broadcastAppService element(s) under a given instance of the deliveryMethod element shall declare the one or more application service content items delivered over the FLUTE session associated with that deliveryMethod instance.   
· The presence of the r12:unicastAppService element under a given instance of the deliveryMethod element declares the one or more application service content items delivered over unicast bearer(s) in support of unicast fallback delivery.   
· Each instance of r12:broadcastAppService.basePattern or r12:unicastAppService.basePattern denotes a content item of a single application service delivered over broadcast or unicast, respectively.  Each broadcast content item may be designated as being available in specific MBMS service area(s) as given by the corresponding r12:broadcastAppService.serviceArea element(s).  Each broadcast content item under its containing Period is identified by its basePattern value whose format and usage are described in clauses 7.6.2.1 and 7.6.2.3.   Each unicast content item under its containing Period is identified by its basePattern value whose format and usage are described in clauses 7.6.2.2 and  7.6.2.3.

If the mimeType attribute within the r12:appService element, itself a child of the userServiceDescription element, indicates a UE unsupported value, then a UE compliant with this specification shall ignore r12:broadcastAppService and the r12:unicastAppService elements in the deliveryMethod element. 

<text not shown for brevity>
	Next Change


J.1
User Service Description schema
This clause specifies the main USD Schema according to the current release. In addition to clause 11.2.1 specifying the USD schema content, additional requirements are included in this clause to ensure backward and forward compatibility.

<text not shown for brevity>
User Service Description
<?xml version="1.0" encoding="UTF-8"?>

<xs:schema 


xmlns="urn:3GPP:metadata:2005:MBMS:userServiceDescription"


xmlns:xs="http://www.w3.org/2001/XMLSchema"


xmlns:r7="urn:3GPP:metadata:2007:MBMS:userServiceDescription"


xmlns:r8="urn:3GPP:metadata:2008:MBMS:userServiceDescription"


xmlns:r9="urn:3GPP:metadata:2009:MBMS:userServiceDescription"


xmlns:r12="urn:3GPP:metadata:2013:MBMS:userServiceDescription"


xmlns:sv="urn:3gpp:metadata:2009:MBMS:schemaVersion"


targetNamespace="urn:3GPP:metadata:2005:MBMS:userServiceDescription"


elementFormDefault="qualified"

 
version="2">

<xs:import schemaLocation="USD-Rel-07-schema-snippet.xsd" namespace="urn:3GPP:metadata:2007:MBMS:userServiceDescription"/>

<xs:import schemaLocation="USD-Rel-08-schema-snippet.xsd" namespace="urn:3GPP:metadata:2008:MBMS:userServiceDescription"/>

<xs:import schemaLocation="USD-Rel-09-schema-snippet.xsd" namespace="urn:3GPP:metadata:2009:MBMS:userServiceDescription"/>

<xs:import schemaLocation="USD-Rel-12-schema-snippet.xsd"  namespace="urn:3GPP:metadata:2013:MBMS:userServiceDescription"/>

<xs:import schemaLocation="schema-version.xsd" 

namespace="urn:3gpp:metadata:2009:MBMS:schemaVersion"/>


<xs:element name="bundleDescription" type="bundleDescriptionType"/>


<xs:complexType name="bundleDescriptionType">



<xs:sequence>




<xs:element name="userServiceDescription" type="userServiceDescriptionType" maxOccurs="unbounded"/>




<xs:element ref="r7:initiationRandomization" minOccurs="0"/>




<xs:element ref="r7:terminationRandomization" minOccurs="0"/>




<xs:element ref="sv:schemaVersion"/>




<xs:any namespace="##other" processContents="lax" minOccurs="0" maxOccurs="unbounded"/>



</xs:sequence>



<xs:attribute name="fecDescriptionURI" type="xs:anyURI" use="optional"/>



<xs:anyAttribute processContents="skip"/>


</xs:complexType>


<xs:complexType name="userServiceDescriptionType">



<xs:sequence>




<xs:element name="name" type="nameType" minOccurs="0" maxOccurs="unbounded"/>




<xs:element name="serviceLanguage" type="xs:language" minOccurs="0" maxOccurs="unbounded"/>




<xs:element name="requiredCapabilities" type="requirementsType" minOccurs="0"/>




<xs:element name="deliveryMethod" type="deliveryMethodType" maxOccurs="unbounded"/>




<xs:element name="accessGroup" type="accessGroupType" minOccurs="0" maxOccurs="unbounded"/>




<xs:element ref="r7:serviceGroup" minOccurs="0"/>




<xs:element ref="r7:initiationRandomization" minOccurs="0"/>




<xs:element ref="r7:terminationRandomization" minOccurs="0"/>




<xs:element ref="r8:Registration" minOccurs="0"/>




<xs:element ref="r9:mediaPresentationDescription" minOccurs="0"/>




<xs:element ref="r9:schedule" minOccurs="0"/>




<xs:element ref="r9:availabilityInfo" minOccurs="0"/>




<xs:element ref="sv:delimiter"/>




<xs:element ref="r12:appService" minOccurs="0"/>




<xs:element ref="r12:KeepUpdatedService" minOccurs="0"/>




<xs:element ref="sv:delimiter"/>




<xs:any namespace="##other" processContents="lax" minOccurs="0" maxOccurs="unbounded"/>



</xs:sequence>



<xs:attribute name="serviceId" type="xs:anyURI" use="required"/>



<xs:attribute ref="r7:serviceClass"/>



<xs:anyAttribute processContents="skip"/>


</xs:complexType>


<xs:complexType name="accessGroupType">



<xs:sequence>




<xs:element name="accessBearer" type="xs:string" maxOccurs="unbounded"/>



</xs:sequence>



<xs:attribute name="id" type="accessGroupIdType" use="required"/>


</xs:complexType>


<xs:complexType name="deliveryMethodType">



<xs:sequence>




<xs:element ref="r7:unicastAccessURI" minOccurs="0" maxOccurs="unbounded"/>




<xs:element ref="r8:alternativeAccessDelivery" minOccurs="0"/>




<xs:element ref="sv:delimiter"/>




<xs:element ref="r12:broadcastAppService" minOccurs="0" maxOccurs="unbounded"/>




<xs:element ref="r12:unicastAppService" minOccurs="0"/>




<xs:element ref="r12:appComponent" minOccurs="0" maxOccurs="unbounded"/>



<xs:element ref="r12:serviceArea" minOccurs="0" maxOccurs="unbounded"/>



<xs:element ref="sv:delimiter"/>




<xs:any namespace="##other" processContents="lax" minOccurs="0" maxOccurs="unbounded"/>



</xs:sequence>



<xs:attribute name="accessGroupId" type="accessGroupIdType" use="optional"/>



<xs:attribute name="associatedProcedureDescriptionURI" type="xs:anyURI" use="optional"/>



<xs:attribute name="protectionDescriptionURI" type="xs:anyURI" use="optional"/>



<xs:attribute name="sessionDescriptionURI" type="xs:anyURI" use="required"/>



<xs:attribute name="accessPointName" type="xs:anyURI" use="optional"/>



<xs:attribute ref="r12:inbandMetadata"/>


<xs:anyAttribute processContents="skip"/>


</xs:complexType>


<xs:complexType name="nameType">



<xs:simpleContent>




<xs:extension base="xs:string">





<xs:attribute name="lang" type="xs:language" use="optional"/>




</xs:extension>



</xs:simpleContent>


</xs:complexType>


<xs:simpleType name="accessGroupIdType">



<xs:restriction base="xs:nonNegativeInteger"/>


</xs:simpleType>


<xs:complexType name="requirementsType">



<xs:sequence>




<xs:element name="feature" type="xs:unsignedInt" maxOccurs="unbounded"/>



</xs:sequence>


</xs:complexType>

</xs:schema>

