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	Spec
	CR
	Rev
	Phase
	Subject
	Cat
	Version
	@ Mtg
	S2 TD
	Source to WG
	Work Item
	Clauses affected
	Other Aff Specs

	23.060
	1950
	1
	Rel-12
	Correcting SM re-activation attempts at PLMN change when only one IP version is supported by the network
	F
	12.8.0
	S2-108
	S2-150801
	TeliaSonera, Ericsson
	TEI12
	9.2.1
	TS 23.401 CR#2830



	23.060
	1951
	1
	Rel-13
	Correcting SM re-activation attempts at PLMN change when only one IP version is supported by the network
	A
	13.2.0
	S2-108
	S2-150802
	TeliaSonera, Ericsson
	TEI12
	9.2.1
	TS 23.401 CR#2831



	23.401
	2830
	1
	Rel-12
	Correcting ESM re-activation attempts at PLMN change when only one IP version is supported by the network
	F
	12.8.0
	S2-108
	S2-150803
	TeliaSonera, Ericsson
	TEI12
	5.3.1.1
	TS 23.060 CR# 1950



	23.401
	2831
	1
	Rel-13
	Correcting ESM re-activation attempts at PLMN change when only one IP version is supported by the network
	A
	13.2.0
	S2-108
	S2-150804
	TeliaSonera, Ericsson
	TEI12
	5.3.1.1
	TS 23.060 CR# 1951



	23.203
	0890
	8
	Rel-12
	Priority of Default Bearer
	F
	12.8.0
	S2-108
	S2-151268
	Huawei, Hisilicon, Applied Communication Sciences, OEC
	TEI12, eMPS
	6.1.11.2, 6.1.11.3, 6.1.11.4
	

	23.203
	0905
	6
	Rel-13
	Priority of Default Bearer
	A
	13.3.0
	S2-108
	S2-151269
	Huawei, Hisilicon, Applied Communication Sciences, OEC
	TEI12, eMPS
	6.1.11.2, 6.1.11.3, 6.1.11.4
	

	23.228
	1128
	2
	Rel-12
	Stage 2 cleanup regarding the WIC registration with a security token
	F
	12.8.0
	S2-108
	S2-151388
	Samsung
	TEI12, IMS_WebRTC
	U.1.4.5, U.2.1.3
	

	23.228
	1129
	2
	Rel-13
	Stage 2 cleanup regarding the WIC registration with a security token
	A
	13.2.0
	S2-108
	S2-151389
	Samsung
	TEI12, IMS_WebRTC
	U.1.4.5, U.2.1.3
	

	23.401
	2875
	1
	Rel-12
	Dual connectivity handling for the failed E-RAB(s)
	F
	12.8.0
	S2-109
	S2-151887
	Huawei, Hisilicon
	TEI12, LTE_SC_enh_dualC
	5.4.7
	

	23.401
	2876
	1
	Rel-13
	Dual connectivity handling for the failed E-RAB(s)
	A
	13.2.0
	S2-109
	S2-151888
	Huawei, Hisilicon
	TEI12, LTE_SC_enh_dualC
	5.4.7
	

	23.203
	0940
	5
	Rel-12
	Clarifications for QoS change of default bearer
	F
	12.8.0
	S2-108
	S2-151266
	Huawei, Hisilicon, Ericsson, Alcatel-Lucent
	TEI12, SAES
	6.1.1.4, 6.2.2.1, A.4.3.2.2, A.4.4.4.2, A.5.3.2.3, A.5.4.4
	

	23.203
	0941
	5
	Rel-13
	Clarifications for QoS change of default bearer
	A
	13.3.0
	S2-108
	S2-151267
	Huawei, Hisilicon, Ericsson, Alcatel-Lucent
	TEI12, SAES
	6.1.1.4, 6.2.2.1, A.4.3.2.2, A.4.4.4.2, A.5.3.2.3, A.5.4.4
	

	23.216
	0331
	2
	Rel-12
	Clarification of CS user plane restoration during SRVCC HO
	F
	12.2.0
	S2-109
	S2-151781
	Huawei, HiSilicon, Intel, China Unicom
	TEI12, SAES-SRVCC
	6.2.2.1, 6.2.2.2, 6.2.2,3, 6.3.2.1, 6.3.2.2
	

	23.237
	0483
	1
	Rel-12
	Enhanced MSC Server announcement during Session Transfer
	F
	12.8.0
	S2-109
	S2-151780
	Ericsson
	TEI12, vSRVCC
	5.3.7
	


