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FIRST CHANGE: USD example correction in clause 11.2.2
11.2.2
Example MBMS User Service Description Instances

All examples in this sub-clause are generated out of the network supporting the current release USD schema.

The following User Service Bundle Description instance is an example of a simple fragment. This fragment includes only the mandatory elements.

<spec text not shown for brevity>
The following example User Service Description instance indicates the presence of four deliveryMethod element instances, two each of which are associated with [group=1, PLMN-ID=0x019509] and [group=2, PLMN-ID=0x01950A], and whereby each deliveryMethod element contains a reference to a unique Session Description fragment.
<?xml version="1.0" encoding="UTF-8"?>

<bundleDescription



xmlns="urn:3GPP:metadata:2005:MBMS:userServiceDescription"


xmlns:xsi="http://www.w3.org/2001/XMLSchema-instance"


xmlns:sv="urn:3gpp:metadata:2009:MBMS:schemaVersion"

xsi:schemaLocation="urn:3GPP:metadata:2005:MBMS:userServiceDescription

    




USD-schema-main.xsd">


<userServiceDescription serviceId="urn:3gpp:0010120123hotdog">



<deliveryMethod
group="1" PLMN="0x019509" sessionDescriptionURI="http://www.example.com/3gpp/mbms/session1.sdp">




<sv:delimiter>0</sv:delimiter>


</deliveryMethod>
        <deliveryMethod
group="1" PLMN="0x01950A" sessionDescriptionURI="http://www.example.com/3gpp/mbms/session2.sdp">




<sv:delimiter>0</sv:delimiter>


</deliveryMethod>


<deliveryMethod
group="2" PLMN="0x019509" sessionDescriptionURI="http://www.example.com/3gpp/mbms/session3.sdp">




<sv:delimiter>0</sv:delimiter>



</deliveryMethod>
        <deliveryMethod
group="2" PLMN="0x01950A" sessionDescriptionURI="http://www.example.com/3gpp/mbms/session4.sdp">




<sv:delimiter>0</sv:delimiter>



</deliveryMethod>


<sv:delimiter>0</sv:delimiter>


</userServiceDescription>


<sv:schemaVersion>1</sv:schemaVersion>
</bundleDescription>

<spec text not shown for brevity>
END OF FIRST CHANGE
