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2.1
Normative references

[1]
3GPP TS 22.105 "Services and Service Capabilities"
[2]
Void

[3]
3GPP TS 22.038: "(U)SIM Application Toolkit (USAT); Service description; Stage 1".
[4]
3GPP TS 22.001: "Principles of Circuit telecommunication services supported by a Public Land Mobile Network (PLMN)".

[5]
3GPP TS 22.004: "General on supplementary services"
[6]
3GPP TS 22.030: "Man-Machine Interface (MMI) of the User Equipment (UE)"
[7]
3GPP TS 22.066: "Support of Mobile Number Portability (MNP); Service description; Stage 1"
[8]
3GPP TS 22.079: " Support of Optimal Routeing (SOR); Service definition; Stage 1".
[9]
3GPP TS 22.129: "Handover Requirements between UTRAN and GERAN or other Radio Systems".
[10]
3GPP TS 33.102: "Security Architecture".
[11]
3GPP TS 22.011: "Service Accessibility".
[12]
3GPP TS 22.016: "International mobile Station Equipment Identities (IMEI)".
[13]
3GPP TS 24.008: "Mobile Radio Interface Layer 3 Specification".
[14]
3GPP TS 22.003: "Circuit Teleservices supported by a Public Land Mobile Network (PLMN)".
[15]
3GPP TS 21.133: "Security Threats and Requirements".
[16]
3GPP TS 33.120: "Security Principles".
[17]
3GPP TS 22.042: "Network Identity and Time Zone, Service Description, Stage 1".
[18]
3GPP TS 42.009: "Security Aspects".
[19] 
3GPP TS 31.102: "USIM Application Characteristics".
[20]
3GPP TS 23.221 "Architectural Requirements".
[21]
3GPP TS 22.002: "Circuit Bearer Services (BS) supported by a Public Land Mobile Network (PLMN)".
[22]
3GPP TS 22.060: "General Packet Radio Service (GPRS) ; Service description; Stage 1".
[23]
3GPP TS 29.002: "Mobile Application Part (MAP) specification".
[24]
3GPP TR 23.972: "Circuit switched multimedia telephony".

[25]
3GPP TS 22.140: " Multimedia Messaging Service (MMS); Stage 1".

[26]
3GPP TS 22.226: "Global Text Telephony, Stage 1".
[27]
3GPP TS 22.228: " Service requirements for the Internet Protocol (IP) multimedia core network subsystem (IMS); Stage 1".
[28]
RFC 3261: "SIP: Session Initiation Protocol".
[29]
3GPP TR 21.905: " Vocabulary for 3GPP Specifications".
[30]
3GPP TS 26.233: "Packet Switched Streaming Service (PSS) ; General Description".
[31]
3GPP TS 26.234: "Packet Switched Streaming Service (PSS) ; Protocols and Codecs".
[32]
3GPP TR 22.934: "Feasibility study on 3GPP system to Wireless LAN (WLAN) interworking".
[33]
RFC 2486: "The Network Access Identifier".
[34]
3GPP TS 51.011: "Specification of the Subscriber Identity Module - Mobile Equipment (SIM-ME) interface Release 4)".
[35]
3GPP TS 22.234: "Requirements on 3GPP system to wireless local area network (WLAN) interworking".
[36]
3GPP TS 31.101: "UICC-terminal interface; Physical and logical characteristics".
[37]
OMA Device Management V1.2 specifications

[38]
OMA Client Provisioning V1.1 specifications
[39]
void
[40]
3GPP TS 22.173: " IP Multimedia Core Network Subsystem (IMS) Multimedia Telephony Service and supplementary services; Stage 1".
[41]
3GPP TS 22.082: "Call Forwarding (CF) supplementary services - Stage 1".
[42]
3GPP TS 22.278: "Service Requirements for the Evolved Packet System (EPS)".
[44]
3GPP TS 22.071: "Location Services (LCS); Service description; Stage 1".
[45]
3GPP TR 22.985: "Service requirement for the 3GPP User Data Convergence (UDC), Release 9".
[46]
EN 15722:2015 "Intelligent transport systems - eSafety - eCall minimum set of data (MSD)"
[47]
3GPP TS 23.226: "Global text telephony (GTT); Stage 2"
[48]
3GPP TS 22.220: " Service requirements for Home Node B (HNB) and Home eNode B (HeNB) ".
[49]
ETSI TS 181 019 V2.0.0 (2007-11): "Telecommunications and Internet converged Services and Protocols for Advanced Networking (TISPAN); Business Communication Requirements".
[50]
3GPP TS 23.335: "User Data Convergence (UDC); Technical realization and information flows; stage 2".
[51]
OpenID Foundation: "OpenID Authentication 2.0", http://openid.net/specs/openid-authentication-2_0.html.
[52]
3GPP TS 22.368: "Service requirements for Machine-Type Communications (MTC); Stage 1".
[53]
OMA Presence API: "OMA-TS-REST_NetAPI_Presence-V1_0-20130212-C".

[54]
IETF RFC-5491: "GEOPRIV Presence Information Data Format Location Object (PIDF-LO) Usage Clarification, Considerations, and Recommendations".

[55]
IETF RFC-5139: "Revised Civic Location Format for Presence Information Data Format Location Object (PIDF-LO)".
[56]
3GPP TS 23.032: “Universal Geographical Area Description (GAD)”
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