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References

The following documents contain provisions which, through reference in this text, constitute provisions of the present document.

-
References are either specific (identified by date of publication, edition number, version number, etc.) or non‑specific.

-
For a specific reference, subsequent revisions do not apply.

-
For a non-specific reference, the latest version applies.  In the case of a reference to a 3GPP document (including a GSM document), a non-specific reference implicitly refers to the latest version of that document in the same Release as the present document.

[1]
3GPP TS 32.240: "Telecommunication management; Charging management; Charging Architecture and Principles".

[2] - [10]
Void.

[11]
3GPP TS 32.251: "Telecommunication management; Charging management; Packet Switched (PS) domain charging".

[12] - [19]
Void

[20]
3GPP TS 32.260: "Telecommunication management; Charging management; IP Multimedia Subsystem (IMS) charging".

[21] - [29]
Void.

[30]
3GPP TS 32.270: "Telecommunication management; Charging management; Multimedia Messaging Service (MMS) charging".

[31]
3GPP TS 32.271: "Telecommunication management; Charging management; Location Services (LCS) charging".

[32]
3GPP TS 32.272: "Telecommunication management; Charging management; Push-to-talk over Cellular (PoC) charging".

[33]
3GPP TS 32.273: "Telecommunication management; Charging management; Multimedia Broadcast and Multicast Service (MBMS) charging".
[34]
3GPP TS 32.274: "Telecommunication management; Charging management; Short Message Service (SMS) charging".
[35]
3GPP TS 32.275: "Telecommunication management; Charging management; MultiMedia Telephony (MMTel) charging".
[36] 
3GPP TS 32.276: "Telecommunication management; Charging management; Voice Call Service Charging".

[37] 
3GPP TS 32.277: "Telecommunication management; Charging management; Proximity-based Services (ProSe) Charging".

[38] - [39]
Void.

[40]
3GPP TS 32.280: "Telecommunication management; Charging management; Advice of Charge (AoC) service ".
[41] - [49]
Void.

[50]
3GPP TS 32.299: "Telecommunication management; Charging management; Diameter charging application".

[51]
Void.

[52]
3GPP TS 32.297: "Telecommunication management; Charging management; Charging Data Records (CDR) file format and transfer".

[53] - [99]
Void.

[100]
3GPP TR 21.905: "Vocabulary for 3GPP Specifications".

[101]
3GPP TS 22.115: "Service aspects; Charging and billing".

[101] - [200]
Void.

[201]
3GPP TS 22.024: "Description of Charge Advice Information (CAI)".

[202]
3GPP TS 23.078: "Customised Applications for Mobile network Enhanced Logic (CAMEL) Phase 4; Stage 2".

[203]
3GPP TS 23.003: "Numbering, addressing and identification".

[204]
3GPP TS 29.002: "Mobile Application Part (MAP) specification".

[205]
3GPP TS 29.230: "Diameter applications; 3GPP specific codes and identifiers".
[206]
3GPP TS 23.203: "Policy and charging control architecture". 

[207]
3GPP TS 29.219: "Policy and charging control: Spending limit reporting over Sy reference point ".
[208] 
3GPP TS 29.213: "Policy and charging control signalling flows and Quality of Service (QoS) parameter mapping".

[209] - [400]
Void.

[401]
IETF RFC 6733 (2012): "Diameter Base Protocol".

[402]
IETF RFC 4006 (2005): "Diameter Credit-Control Application".
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