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***********BEGIN CHANGE*********************
7.5.3.3.2
Procedure

Figure 7.5.3.3.2-1 describes procedures for periodic capability announcements.

Each MCVideo client periodically sends a Capability announcement messages to the MCVideo group. This Capability announcement message is received by all other members of MCVideo group members.

Upon receiving such a Capability announcement message, the MCVideo client stores/updates the information about the transmitting MCVideo client.

Pre-conditions:

1.
Information for ProSe direct communications corresponding to the MCVideo group and its mapping to ProSe Layer-2 Group ID are pre-configured in MCVideo client 1.

2.
MCVideo client 1 to MCVideo client N are members of the same MCVideo group.
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Figure 7.5.3.3.2-1: Periodic capability announcements
1.
MCVideo client 1 periodically sends a Capability announcement message, which contains its capability information with other relevant information.

2.
Other MCVideo clients, upon receiving a Capability announcement message from MCVideo client 1, cache its presence and capability information along with other relevant information.

NOTE:
Capability announcement may include specific category tags (e.g. certain video camera), video capabilities of the client, location, camera angles, camera orientation, etc.

***********NEXT CHANGE*********************

A.5
MCVideo service configuration data

The general aspects of MC service configuration are specified in 3GPP TS 23.280 [6]. The MCVideo service configuration data is stored in the MCVideo server.

Data in table A.5-1 and table A.5-3 can be configured offline using the CSC-11 reference point. Table A.5-1 and table A.5-3 describe the service configuration data required to support the use of off-network MCVideo service.

Table A.5-1: MCVideo service configuration data (on and off network)

	Reference
	Parameter description
	MCVideo UE
	MCVideo Server
	Configuration management server

	[R-5.2.2-001] of 3GPP TS 22.280 [2]
	Levels of group hierarchy for group-broadcast groups (Bc1)
	Y
	Y
	Y

	[R-5.2.3-001] of 3GPP TS 22.280 [2]
	Levels of user hierarchy for user-broadcast groups (Bc2)
	Y
	Y
	Y

	[R-5.7-002] of 3GPP TS 22.280 [2]
	Minimum length (Nc3) of an alphanumeric identifier (i.e. alias) assigned by an MCVideo administrator.
	Y
	N
	Y


Table A.5-2: MCVideo service configuration data (on network)

	Reference
	Parameter description
	MCVideo UE
	MCVideo Server
	Configuration management server

	[R-5.12-001] of 3GPP TS 22.280 [2]
	Protect confidentiality of signalling (see NOTE)
	Y
	Y
	Y

	[R-5.12-001] of 3GPP TS 22.280 [2]
	Protect integrity of signalling (see NOTE)
	Y
	Y
	Y

	[R-5.12-001] of 3GPP TS 22.280 [2]
	Use signalling protection between MCVideo servers (see NOTE)
	N
	Y
	Y

	[R-5.12-001] of 3GPP TS 22.280 [2]
	Use transmission control protection between MCVideo servers (see NOTE)
	N
	Y
	Y

	NOTE:
Security mechanisms are specified in 3GPP TS 33.179 [10].


Table A.5-3: MCVideo service configuration data (off network)

	Reference
	Parameter description
	MCVideo UE
	MCVideo Server
	Configuration management server

	[R-7.6-001], [R-7.6-002], [R-7.6-003] of 3GPP TS 22.280 [2]
	Default ProSe Per-Packet priority (as specified in 3GPP TS 23.303 [7]) values 
	
	
	

	
	> MCVideo private call signalling
	Y
	N
	Y

	
	> MCVideo private call media
	Y
	N
	Y

	
	> MCVideo Emergency private call signalling
	Y
	N
	Y

	
	> MCVideo Emergency private call media
	Y
	N
	Y

	Subclause 7.5.3.3
	Periodicity interval (in seconds) of Capability announcement (see NOTE)
	Y
	N
	Y

	NOTE:
If the value of the periodicity interval is set to zero, the capability announcement is not sent.


***********END CHANGE*********************
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