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************************** Next change *********************************
10.2.2.2
Group creation response

Table 10.2.2.2-1 describes the information flow group creation response from the group management server to the group management client.

Table 10.2.2.2-1: Group creation response
	Information element
	Status
	Description

	MC service group ID
	M(NOTE)
	MC service group ID of the group

	Result
	M
	Indicates the success or failure of group creation

	NOTE:
If the Result information element indicates failure then the value of MC service group ID information element has no meaning.


************************** Next change *********************************
10.2.3
Group creation

Figure 10.2.3-1 below illustrates the group creation operations by authorized MC service user/ MC service administrator to create a group. It applies to the scenario of normal group creation by an MC service administrator and user regrouping operations by authorized user/dispatcher.

Pre-conditions:

1.
The group management client, group management server, MC service server and the MC service group members belong to the same MC system.

2.
The administrator/authorized user/dispatcher is aware of the users' identities which will be combined to form the MC service group.




[image: image2.emf]5. Group creation response

1.Group creation request

Group management client 

(Administrator/authorized 

user/dispatcher)

Group management 

server

Group management client 

(MCservicegroup members)

2.Createand store the group related 

information

MCserviceserver

3. Group creationnotify

4. Notify the users


Figure 10.2.3-1: Group creation

1.
The group management client of the administrator/dispatcher/authorized MC service user requests group create operation to the group management server. The identities of the users being combined and the information of the MC services that are enabled on the group shall be included in this message.

2.
During the group creation, the group management server creates and stores the information of the group as group configuration data as described in subclause 10.1.5.4. The group management server performs the check on the maximum limit of the total number (Nc6) of MC service group members for the MC service group(s).
3.
The group management server may conditionally notify the MC service server regarding the group creation with the information of the group members. During user regroup, the group management server notifies the MC service server regarding the group creation with the information of the temporary group members. The MC service users of the temporary group may be automatically affiliated, if configured on the MC service server.

4.
The MC service group members of the MC service group are notified about the newly created MC service group configuration data.

5.
The group management server provides a group creation response to the group management client of the administrator/dispatcher/authorized MC service user.
************************** end change *********************************
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