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	Reason for change:
	Where an MC service group call is carried by interconnected MC systems, it would be more efficient if a single media stream is carried from the primary MC system to the partner MC system of the MC service group especially where interconnection bandwidth is limited, for example in the case of a deployable MC system. The partner system then replicates and distributes the media to all served MC service group members within the partner MC system during the MC service group call.

	
	

	Summary of change:
	Addition of a new generic procedure to show media replication in MC service group calls.

	
	

	Consequences if not approved:
	There is no explicit procedure whereby media replication in a partner MC system is specified.
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	Other comments:
	Placed within ‘Generic procedures for interconnection’ subclause specified in TS 23.280 CR0111 and makes use of terms ‘serving MC system’ and ‘serving MC service server’ defined in TS 23.280 CR0114.


* * * First Change * * * *

10.x
Generic procedures for interconnection

10.x.4
Generic call procedure for media replication in participating MC system in MC service group calls
10.x.4.1
General

The procedure in the following subclause applies to MC service group calls made between multiple MC systems where the partner MC system carries out media replication to served MC service group members.
10.x.4.2
Media replication in the partner MC system of the MC service group
Figure 10.x.4.2-1 shows the procedure where an MC service group call is initiated by an MC service client receiving MC service in the primary MC system of the MC service group, and media replication takes place in the partner MC system. 
NOTE1:
Any topology hiding by the primary or partner MC system of the MC service group is not shown within this procedure. 
Pre-conditions:
1. 
MC service client 1 is receiving MC service in the primary MC system of the MC service group, and the MC systems are interconnected.
2.
MC service clients 2, 3 and n are receiving MC service in the partner MC system of the MC service group.
NOTE 2: 
MC service clients 2,3 and n can be receiving MC service in the primary MC system of MC clients 2, 3 and n, or one or more of MC service clients 2, 3 and n can have successfully migrated to a partner MC system.
3. 
MC service clients 1, 2, 3 and n have affiliated to the MC service group.
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Figure 10.x.4.2-1:
Media replication in partner MC system of MC service group
1.
An MC service group call is set up and floor or transmission control and media paths are established, and MC service client 1 requests permission to transmit media to the MC service group.

2.
The group host MC service server grants the requested floor or transmission permission to MC service client 1.
3a.
MC service client 1 transmits a media stream to the group host MC service server.
3b.
The group host MC service server sends a single media stream to the serving MC service server of MC service clients 2, 3 and n in the partner MC system of the MC service group.
3c.
The serving MC service server of MC service clients 2, 3 and n replicates and distributes the media to MC service clients 2, 3 and n.
NOTE 3:
Media distribution to MC service clients 2, 3 and n may be using unicast or multicast bearers.
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