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*************** Start of proposed changes   ****************
12.8.3
GSM-R system and FRMCS System interconnection – Packet Switched communication

12.8.3.1
Description

Packet switched bearer services i.e. GPRS/EGPRS are used in GSM-R for data communication e.g. ATC. FRMCS and the GSM-R will coexist for a period estimated currently at 10 years that demands an interconnection for packet switched based communication. It requires the necessary packet switched transport adaptation to FRMCS, the conversion of the signalling and the user data coding among the systems.

12.8.3.2
Pre-conditions

GSM-R user is attached to the GSM-R system.

FRMCS Users are attached to the FRMCS System.

12.8.3.3
Service flows

GSM-R user establishes a user-to-user packet switched communication to a FRMCS-user.

FRMCS User establishes a user-to-user packet switched communication to a GSM-R user.

12.8.3.4
Post-conditions

Packet Switched communication among GSM-R user and FRMCS-user are established.

12.8.3.5
Potential requirements and gap analysis

	Reference Number
	Requirement text
	Application / Transport
	SA1 spec covering
	Comments

	[R-12.8.3-001]
	FRMCS-system to GSM-R packet switched interconnection shall be supported.
	A/T
	
	[Needs analysis]


12.8.x
GSM-R system and FRMCS System interconnection – SMS Interworking 
12.8.x.1
Description

SMS has been widely used in GSM-R. 
FRMCS and GSM-R will coexist for some period. So, interworking between the FRMCS System and Short Message Service in GSM-R is needed. 
A possible scenario is that a GSM-R user sends a short message to a FRMSC User to transfer some information.

12.8.x.2
Pre-conditions 
GSM-R user is attached to the GSM-R system.

FRMCS User is attached to the FRMCS system.

12.8.x.3
Service Flows
A GSM-R user sends a short message to a FRMSC User to transfer some information.
12.8.x.4
Post-conditions
The FRMCS User can communicate with the GSM-R user. 
12.8.x.5
Potential requirements and gap analysis
	Reference Number
	Requirement text
	Application / Transport
	SA1 spec covering
	Comments

	[R-12.8.x-001]
	The FRMCS System shall be able to interwork with the Short Message Service in GSM-R.
	A
	Not covered.
	


*************** End of proposed changes *****************
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