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***** Start of the change 1*****
4.3.3.3
UE or network requested PDU Session Modification (home-routed roaming)

The UE or network requested PDU Session Modification procedure (home-routed roaming scenario) is depicted in figure 4.3.3.3-1.
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Figure 4.3.3.3-1: UE or network requested PDU Session Modification (for home-routed roaming scenario)
1.
The procedure is triggered by one of the following events:

1a.
(UE or serving network requested) As in step 1a of clause 4.3.3.2 with the addition that:

-
The V-SMF checks whether it can accept the request from the UE;

-
The V-SMF invokes an Nsmf_PDUSession_Update Request (SUPI, PDU Session ID, UE request for PDU Session Modification or the QoS modification request from the VPLMN, UE location information, Time Zone, Access Type) service operation to inform the H-SMF to update the PDU Session. The H-SMF responds to the request immediately.

1b.
(HPLMN requested) This step is the same as step 1b in clause 4.3.3.2.

1c.
(HPLMN requested) This step is the same as step 1c in clause 4.3.3.2.

1d.
(HPLMN requested) This step is the same as step 1d in clause 4.3.3.2.
1e. As in step 1e of clause 4.3.3.2 with addition that:

-
The AMF invokes Nsmf_PDUSession_UpdateSMContext (N2 SM information) and sends it to the V-SMF;

-
The V-SMF invokes an Nsmf_PDUSession_Update Request (SUPI, PDU Session ID, ULI, AN type, QoS Flow to be released) service operation to inform the H-SMF to update the PDU Session. The H-SMF responds to the request immediately.
2.
This step is the same as steps 2 in clause 4.3.3.2 with the SMF is H-SMF.

3.
(UE or serving network requested or HPLMN requested) The H-SMF invokes the Nsmf_PDUSession_Update Request (PDU Session ID, QoS profiles, Session-AMBR, information needed to build the SM PDU Session Modification Command message towards the UE including the QoS rule(s) and QoS rule operation) service operation to the V-SMF.


Based on operator policies, the V-SMF may decide to accept or reject the QoS information provided by the H-SMF. TheV-SMF shall be able to accept a subset of the QoS flows requested to be created or modified within a single H-SMF request i.e. V-SMF can accept some QoS flows and reject other QoS flows in same response to H-SMF.

4a-4b.
These steps are the same as step 3a-3b in clause 4.3.3.2 but controlled from the V-SMF. The V-SMF uses the information received in step 3 to generate any N1 and/or N2 signalling to be sent towards the UE and/or the (R)AN.
5-7.
These steps are the same as step 4-6 in clause 4.3.3.2.

8.
This step is the same as step 7a in clause 4.3.3.2 with the difference that the SMF is V-SMF.

9a-9b are the same as step 11a-11b in clause 4.3.3.2 but executed in Visited PLMN

10.
This step is the same as step 7b in clause 4.3.3.2 with the difference that the SMF is V-SMF.

11-12.
These steps are the same as steps 8-9 in 4.3.3.2.

13-14.
These steps are the same as step 10a-10b in clause 4.3.3.2 but executed in Visited PLMN.

15.
V-SMF responds to the H-SMF with an Nsmf_PDUSession_Update response carrying the information like ePCO provided by the UE in the SM PDU Session Modification Command Ack message from the UE to the V-SMF. The H-SMF shall modify the PDU Session context.

16-17.
These steps are the same as steps 11-12 in clause 4.3.3.2 with the difference that the SMF is H-SMF.

***** End of Changes *****
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